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1. Presentation of the tables
1.1  Introduction
Filler beam decks are comprised of rolled steel  
sections, which are relatively closely spaced and 
encased in concrete. This type of structure re-
sponds perfectly to the requirements of small and 
medium span railway bridges:

> high strength
> stiffness
> ease of construction
> aesthetics
> ease of maintenance

This type of deck has known considerable success 
over a number of years, proving popular with the 
managers of several rail networks. They are equal-
ly appropriate for use in the construction of new 
high-speed rail lines. Moreover, the possibility to 
produce road bridges which simultaneously are 
slender and minimise the inconvenience to users 
during construction, has been recognized.

Numerous filler beam railway bridges are construct-
ed every year across the European rail network. 
Since the end of the 1970s, certain networks have 
developed guidance documents for the design and 
construction of these bridges, with design tables 
based on their own regulations. However, such reg-
ulations are progressively becoming obsolete with 
the introduction of new Eurocode EN standards. On 
the other hand, there is a growing interest in this 
type of deck. All of this, in conjunction with both 
concept design and construction method studies, 
has led to a demand for new design tools to allow 
better and more rapid sizing of these decks.

Design tables, complemented by design software, 
are clearly the simplest and most economic aids 
that can be produced. Design tables for filler beam 
bridges allow the designer to quickly and directly 
determine (without any calculations) all the rel-
evant structural characteristics for single track, 
simply supported rail bridges with spans between 5 
m and 35 m.

Although the software program can only check one 
solution at a time, when all the input parameters 
have been established, the design tables permit a 
series of solutions to be viewed at a glance, cover-
ing a significant number of parameters. The most 
appropriate solution can then be identified.

It was clear that collaboration between European 
producers of hot rolled sections, and their inter- 
professional bodies, would lead to the production 
 and publication of such tables and a considerable 
enhancement not only in terms of quality, but also 
in terms of dissemination possibilities. Collaboration 
would be much more effective than if the work 
stayed in the hands of individual railway organiza-
tions, mainly due to greater experience in publishing 
and distributing books and technical documents.

It was therefore decided that design tables should 
be produced, under the guidance of Development 
and Technical Advisory – Bridges of ArcelorMittal, 
by the Direction of Research and Valorization at 
CTICM by qualified engineer Pierre-Olivier Martin. 

1.2  Regulations on which the 
tables are based

1.2.1		Eurocodes

Eurocode 1 defines all the loads to be considered in 
the design of a structure. Loads applicable to rail-
way bridges are covered in Section 6 of Part 2 (EN 
1991-2: 2004). Eurocode 1 also defines certain 
serviceability limit states (of deformation), any of 
which could potentially govern the bridge design. 
Other serviceability limit states are also defined by 
Eurocode 0 Annex A2 (EN 1990/A1:2005).

Resistance of the bridge is checked according to 
Eurocode 4 for composite structures. Part 2 is ap-
plied to bridges, with a specific sub-section 6.3 for 
filler beam decks.

The tables that have been produced may therefore 
be considered as an application document for the 
Eurocodes EN.
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1.2.2		UIC	Code	773-E	–	5th	edition	
2010

All the bridges considered in the design tables also 
fulfill the last version of the Recommendations 
document for filler beam that has been edited by 
UIC. Especially, the requirements for the geometri-
cal layout of bridges (spacing of profiles, concrete 
coverage …) have been taken into account.

Use of the design tables will be greatly aided by a 
preliminary reading, even a superficial one, of the 
UIC recommendations (UIC Code 773-E).

1.2.3		Guideline	DB	Ril	804

In addition to the requirements and calculation 
methods of the Eurocodes, the DB Ril 804 “Eisen- 
bahnbrücken (und sonstige Bauwerke) planen, 
bauen und instand halten.” DB Netz AG, ed. 2013 
also applies. DB Ril 804.3101 and DB Ril 804.3301 
were used to take into account the resonance ef-
fects resulting from crossings.

1.3 Application of Eurocodes: 
assumptions and  
parameters
The present design tables have been established 
considering the German National Annexes.

> Load cases
Permanent loads G are divided in three separate 
load cases:

SW: self-weight of steel, concrete and lost 
formworks;
SDL	1±: increased or reduced superimposed 
dead loads for waterproofing, ballast, rails and 
sleepers and maintenance walkways
SDL	2: superimposed dead loads for parapets, 
noise-barriers, cornices and utilities.  
G = SW + SDL 1± + SDL 2

Three live loads have been considered:
LM71 for the load model UIC 71
SW2 for the heavy rail traffic applied to 
category of line A
Qs for live load on maintenance walkways  
(5 kN/m2)

α factor and ϕ dynamic factors are applied to LM71 
load cases

> Combinations of loads
The following ultimate limit states combinations 
have been considered:

γG G + γQ1 LM71 + ψ0s γs Qs

γG G + γQ2 SW2 + ψ0s γs Qs (category A)

For the serviceability limit states, the following 
critical combinations govern the design:

G + LM71 + ψ0s Qs

G + SW2 + ψ0s Qs (category A)

> Partial safety factors γ
Partial factors γ that have been taken into account 
are defined by German National Annexes.

Factors on actions for ULS combinations:
Permanent loads: γG = 1.35
LM71 traffic loads: γQ1 = 1.45
SW2 traffic loads:  γQ2 = 1.20
Live loads for  
maintenance walkways: γs = 1.50 and  
 ψ0 = 0.80

Factors on resistance at ULS:
Resistance of steel sections: γM0 = 1.00
Resistance of steel member  
to buckling: γM1 = 1.10
Resistance of concrete: γc = 1.50

Factors on compression stresses at SLS:
Steel yield strength:  γM,ser = 1.00

> Weighting factors for SDL1

Increase Reduction
Waterproofing 1.2 0.8

Ballast 1.3 0.7

Rails and sleepers 1 1

Maintenance walkways 1 1

> Angularity and curvature
The tables apply to bridges with rectangular sup-
ports and without curvature in the floor plan.
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1.4 How to use the tables?
The tables propose a considerable number of filler 
beam deck solutions for all simple span, single track 
rail crossings. Each solution is characterized by the:
> choice of hot-rolled section
> number of beams
> steel grade of beams
> effective width of the concrete deck slab
> effective thickness of the slab
> concrete class

All railway bridge projects are defined by a number 
of both ‘practical’ (type of line, etc.) and geometric 
input parameters. Depending on these parame-
ters, for each span between 5 m to 35 m (with 
increments of 0.25 m) the tables propose several 
solutions. These are presented on facing pages:

a) on the left-hand page
> two solutions are given, as a function of the 

category of the line and the deck width. They 
are described by the parameters listed above, 
and are presented as “preferred” options (low-
est construction depth or least steel tonnage).

> additional parameters are given to allow the 
designer to assess these two solutions in 
terms of his design criteria and to assess the 
proposed deck design (support reactions, etc.), 
or to extrapolate results to cover situations 
that are not explicitly treated in the tables.

b) on the right-hand page
> additional solutions between the two preferred 

options are given – comprising practically the 
complete range of possible solutions.

1.4.1		Input	Data

The tables are based on the design regulations cited 
above. Input parameters are entered in an order 
that reflects the design steps, as described below:

a) The “type” of line on which the bridge will be 
constructed. This is characterized by the speed 
of the trains, the type of trains, and the track 
profile in both elevation, cross section and plan, 
etc.

 Five basic categories (A, B, C, D and E) are 
considered:
A:		Basic	case: neither dynamic criteria nor 

criteria concerned with the comfort of the 
passengers are considered explicitly in the 
design. This case is typical for local speed 
train speed ≤	90km/h. Only in this case 
SW/2 is considered.

B:	 Lines authorized for a maximum train speed 
≤	160km/h. 

C:  Lines authorized for a maximum train speed 
≤	200km/h. 

 Categories B and C cover most of the Euro-
pean railway networks.

D:  Lines authorized for a maximum train speed 
≤	250km/h. 

E:	 Lines authorized for a maximum train speed 
≤	300km/h. 

 Categories D and E cover the new high-
speed railway lines.

C
SS  
(km/h)

SR  
(km/h)

α  
LM71 
GZT

α 
LM71 
GZG SW/2

A 90 v ≤ 120 1.21 1.21 √
B 160 120<v≤160 1.21 1.21 X
C 200 v > 160 1.00 1.00 X
D 250 v > 160 1.00 1.00 X
E 300 v > 160 1.00 1.00 X
C = Category   |   SS = Service Speed   |   SR = Speed Range

 The solutions given for categories A, B, C, D, 
and E fulfill all the design criteria given in the 
standards. The categories can be combined for 
mixed traffic situation in order to determine the 
appropriate solution.

b) The bridge span: Solutions are given for a 
range of spans from 5 m to 35 m, with incre-
ments of 0.25 m. Clearly, the span used from 
the tables should be the closest to, but not less 
than, the real span.

c) The available construction depth: This 
parameter depends on the project, but it is not 
necessarily fixed. It has a strong influence on the 
cost of the structure. If little depth is available, 
the designer should consider whether, by taking 
measures to increase it, any extra costs (for ex-
ample in the construction of the track) would be 
more than compensated by savings in the deck.

d) Characteristics of the line: type of track, plan 
lay-out, track with or without cantilever, the 
presence of footpaths, parapets, various other 
equipment, etc.

 There are three generic types of filler beam rail 
decks, namely types I, II, and III shown on the 
next page.
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I) Non-symmetric

II) Symmetric with footpaths

III) Symmetric without footpaths

The design tables present solutions for case I 
(non-symmetric), which is the most common. 
Proposed arrangements for different possi-
bilities (geometry, loads) within this case are 
given on cross-section drawings (see 2.1). The 
cross-sectional characteristics of the deck - 
particularly the slab width - determine not only 
the self-weight of the structure, but also the 
magnitude of additional loads (equipment). In 
the case of classic lines (categories A, B, or C), 
additional loads include the weight of the con-
crete cantilevers at the slab edges, of water-
proofing, of ballast (0.35 m under the sleeper, 
0.50 m in total), of rails and sleepers, and of 
equipment such as parapets, cornices, ducts and 
cables, etc. Weighting factors ensure that the 
variability of these loads is taken into account in 
the design.

For categories D and E (high speed lines), the 
additional loads indicated on the drawings take 
account of the installation of noise barriers 
which have a significant self-weight (11 kN/m 
placed at the edge of the deck), of an increased 
thickness of ballast (0.45 cm under the sleeper, 
0.60 m in total), and a greater deck width (the 
spacing of track centerlines is frequently greater 
than 4.5 m). When for a particular case the ad-
ditional loads are substantially less (for example, 
if noise barriers are not installed), the designer 
must carry out a dynamic behavior check.

A summary of the key parameters for the five 
categories is given in the following table:

Category A, B, C D, E
Thickness of ballast 50 cm 60 cm

Weight of ducts and cables 3 kN/m 3 kN/m

Weight of parapet and 
noise-barrier

1 kN/m 11 kN/m

Weight of cornices 4 kN/m 4 kN/m

Thickness of  
waterproofing

30 mm 30 mm

The calculations are based on the assumption 
that the eccentricity of the track in relation to 
the center-line of the effective slab is 20 cm. 
This eccentricity has the effect of increasing 
the loading on the edge beam adjacent to the 
slab cantilever. The converse is however rec-
ommended, namely to offset the rail in such a 
way as to compensate for the loading imposed 
by the cantilever. The calculations are therefore, 
from this point of view, unfavorable. To this 
eccentricity of the track is added an eccentrici-
ty of the vertical train loads in relation with the 
center-line of the track, for which a value is 
given in Eurocode 1 (EN 1991-2, section 6). A 
service live load of 5 kN/m2 is also applied to the 
footpath, which is supported by the concrete 
cantilever.

The design tables may also be used in the case 
of cross-sections of type II or III. As a prelimi-
nary step the designer must ensure that neither 
the applied permanent loads nor the eccentrici-
ties are greater than those assumed in case I.

1.4.2		Output

The main technical and economic characteristics of 
the proposed solutions are summarized alongside 
the input data.

The following are therefore presented:

1) Effective	slab width for each of the solutions. 
The choice of effective slab width is hardly 
ever the result of rigorous geometric con-
straints, but rather allows a very simple eco-
nomic optimization of the structure.

 A certain number of slab widths are considered, 
namely 2.5 m, 3.0 m, 3.5 m, 4.0 m and 4.5 m 
for categories A, B, and C, and 3.5 m, 4.0 m, 
4.5 m, 5.0 m and 5.5 m for categories D and 
E. It goes without saying that the larger widths 
are only used for larger spans, or when there is 
a significant distance between the tracks (for 
lines comprising two tracks).
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 If, for a given span, a ‘non-standard’ slab width 
is required (3.25 m for example), the designer 
may look for solutions listed on the right-hand 
page that are common to widths either side 
of the desired value (3.00 m and 3.50 m for 
example). These solutions are acceptable and 
fulfill all the design criteria. The same applies 
for intermediate width.

 When there is no common solution, the de-
signer should adopt the one which provides the 
largest ultimate bending moment resistance 
from the solutions for widths either side of 
the desired value. Alternatively, the designer 
could use appropriate software and carry out 
an independent check on the dynamic behav-
ior. Afterwards the spacing of the beams that 
leads to the desired width must be determined, 
ensuring that the rules for spacing according to 
the UIC leaflet are respected.

2) The	thickness	of	the	effective	slab. This 
thickness must lie between a minimum va-
lue, equal to the height of the rolled section 
plus 7 cm, and a maximum value equal to the 
section height plus 15 cm. For each width of 
slab the tables give, on the left-hand page, two 
solutions:
• The smallest thickness possible that satisfies 

all the design criteria
• The thickness which minimizes the cost of 

the structure (see 16)
 Other solutions, with different thicknesses, are 

given on the right-hand page. It is also possible 
to reduce the thickness by using the heaviest 
sections in the HD 400 range, but at the ex-
pense of substantially higher costs and more 
technical complexity (requiring more in-depth 
analysis).

 The thicknesses given in the tables must be 
considered to be minimum values if a cross-fall 
is required on the deck.

3) The number and type of beams that satisfy 
the design criteria.

4) The steel	grade required for the beams, 
chosen from those recommended in Eurocode 
4 Part 2. The value of yield strength used for 
calculations complies with standard EN 10025.

 The design tables cover steel grades S355 and 
S460.

5) The design	values	of	the	maximum	applied	
bending	moment	at	the	ultimate	limit	state	
MEd, and the design	moment	resistance	MRd	
of	the	global	cross-section. These moments 
are calculated as indicated in EN 1994 Part 
2. Plastic resistance is obtained considering 

a yield strength of steel equal to fy/γM0 and a 
compressive resistance of concrete equal to 
0.85 fck/γc. For calculation of MEd the effect of 
longitudinal and transverse load distributions 
is evaluated with a finite element grid model 
using influence lines.

 For categories of line D and E, the ultimate limit 
state also includes the dynamic effects. When 
displayed in italic, the envelope value of MEd 
has been obtained under dynamic loads.

6) The maximum	stress	in	the	steel	beams	σs 
and the	corresponding	stress	limit	fy/γM,ser, 
the maximum	compression	stress	in	the	con-
crete	σc and the corresponding	stress	limit	
0.6	fck. These stresses are calculated at the 
serviceability limit state (SLS). Concrete grade 
is C30/37, which is appropriate for all cases. It 
is not prohibited to use lower strength concrete 
provided that the maximum compression stress 
and moment resistance (5) criteria are satis-
fied. However, and in agreement with the UIC 
leaflet, the use of concrete of an inferior class 
is not recommended.

 For categories of line D and E the serviceability 
limit state also include the dynamic effects. 
When displayed in italics, the envelope values 
of stresses σs or/and σc have been obtained 
under dynamic loading.

7) The maximum	vertical	deflection	under		
LM	71	load	model	δLM71, the	limiting	value	
for	vertical	deflection	to	ensure	passenger	
comfort	δmax, and the precamber	given	to	the	
beams. The deflection limit guarantees a “very 
good” level of comfort (Eurocode 0 Annex A2 
Section A2.4.4). It is a function of the maxi-
mum train speed category of the line.

 For categories of line D and E, the vertical de-
flection δLM71 is the maximal value under LM71 
load model and under dynamic loads. In the 
latter, the value is displayed in italics.

 Note: It should be remembered that the design 
tables have been developed for single span 
bridges. For bridges made as a succession of 
simply supported beams with three or more 
spans, the limiting value for vertical deflection 
under the LM71 loading is less.

 The fabrication precamber of the beams is 
equal to the sum of the deflection under per-
manent load cases and 10% of the deflection 
due to the LM71 loading.

8) The maximum deck	twist	under	the	LM	71	
load	model	wLM71. The limiting value wmax is 
assessed from the speed range of the catego-
ry of line according to Eurocode 0 Annex A2 
Section A2.4.4.2.2.
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9) The maximum rotation	at	the	ends	of	the	
deck	due to bending under the LM 71 load 
model is θLM71. The limiting	value	θmax is  
6.5 mrad.

 For categories of line D and E, the end rotation 
θLM71 is the maximal value under LM71 load 
model and under dynamic loads. In the latter, 
the value is displayed in italics.

10) The first	natural	frequency	for	bending	of	
the	bridge, calculated either with pinned-
pinned support conditions or by considering 
the rotational restraint provided by the axial 
rigidity of the track. The lower and upper limits 
of frequencies which guaranty a good dynamic 
behavior for speed of train up to 200 km/h are 
assessed according to Figure 6.10 of Eurocode 
1 Part 2. It is to be noted that the frequency is 
assessed taking into account the flexural rigidi-
ty at abutments provided by the track [ac-
cording to FOSTA final R&D report: Dynamische 
Auslegung von Eisenbahnbrücken in Stahl- und 
Stahlverbundbauweise mit kleinen und mittleren 
Spannweiten für den Hochgeschwindigkeitsver-
kehr (DYNABRIDGE), 2014)].

11) The flexural	rigidity	EI	used for dynamic  
analysis. It is calculated considering the  
modular ratio for short term actions.

12) The damping is required for dynamic analysis.  
It is calculated according to Table 6.6 of  
Eurocode 1 Part 2. For spans less than 30 m, 
an additional damping is accounted for to take 
into account the dynamic vehicle/bridge mass 
interaction effects which tend to reduce the 
peak response at resonance. This additional 
damping is given by Figure 6.15 of Eurocode 1 
Part 2.

13) The mass	of	deck	per	linear	meter. This value 
is the mass considered for calculations of dyna-
mic behavior. Note that the additional dead 
loads are not subject to the weighting factors. 
This mass value may be used for all dynamic 
checks.

14) The maximum	allowable	speed	vmax for trains 
moving on the bridge. The maximum allowa-
ble speed is determined from a study of the 
dynamic behavior of the structure and a need 
to fulfill the criterion for maximum vertical 
acceleration (limit of 3.5 m/s2 according to 
Clause A2.4.4.2.1 of Eurocode 0 Annex A2). 
The dynamic analysis is carried out following 
the method of document DB Ril 804.3101 
Eisenbahnbrücken – Dynamische Effekte bei 
Resonanzrisiko, which covers speeds of trains 

between 200 and 350 km/h for the following 
trains: ICE1, ICE2, ICE 3, ICE-T (2xBR411), 
ICE-T (3xBR415), IC, Thalys. 

 If for this first dynamic analysis the criteria are 
not fulfilled at 200 km/h, the bridge may still 
be approved for the speed 200 km/h if its na-
tural frequency is between the two limits for a 
good behavior (according to Figure 6.10 of EN 
1991-2). If the latter criterion is fulfilled, the 
speed Vmax is at least 200 km/h.

 When neither the dynamic analysis for 200 
km/h nor the frequency criteria are respected, 
the maximal speed is lower than 200 km/h but 
is not available. In this case “<200” is displayed.

 For categories of lines D and E, the maximum 
speeds of the proposed solutions are all consis-
tent with the speed of the line. Additionally, all 
the solutions proposed for category C fulfill the 
criterion of EN 1991-2 Figure 6.10. For cate-
gories of line A, B and C the maximum allowa-
ble speed of train has not been considered as a 
design criterion.

15) The support	reaction	under	permanent	loads 
Rsupport	G and the maximum	support	reaction 
Rsupport	max, which corresponds to the sum of the 
preceding values and the maximum reaction 
under the traffic loads (LM 71 or SW2 loa-
ding). These reactions are determined at the 
serviceability limit state (SLS). 

 For categories of line D and E, Rsupport,max also 
takes into account dynamic effects. If the gre-
atest value is obtained for these last loads, the 
value is displayed in italics.

16) The behavior of the beams during concreting, 
considering	lateral	torsional	buckling. The 
parameter Hconcrete LTB is the calculated maximum 
depth of wet concrete that may be carried 
by the beams with guaranteed safety against 
lateral torsional buckling. 

 The maximum depth of concrete is only indica-
ted, if it is less than 1.5 times the required depth 
of concreting. The height of concreting is deter-
mined from the top fibre of lost formwork.

 For the calculation of lateral torsional buckling 
resistance, the following assumptions have 
been considered:

> The overhang is concreted at the same time 
as the central part of the slab. The associat-
ed formwork is hung to the two first girders 
and to the fourth one. The self-weight of the 
formwork has been accounted for (0.5 kN per 
unit surface of overhang).

> There are no torsional effects in the load  
carried by girders: the detailing provisions 
should ensure that no torsional effects are 
introduced. 
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> A construction live load has been taken into 
account (2.5 kN/m2) which is applied on a 
central length of 2 m.

> Beams are assumed to be restrained at both 
end supports against rotation about their 
longitudinal axis.

> No intermediate lateral restraints are consid-
ered.

> Lateral torsional buckling check is carried out 
according to Eurocode 3 Part 1-1 Section 
6.3.2.2.

 The concreting conditions should be assessed 
as follows:
a) If the calculated depth is greater than or 

equal to the required depth, the concreting 
can be executed in one stage.

b) If the calculated depth is lower than the 
overall depth but exceeds 15 cm, concreting 
must be executed in several stages, where 
the concrete depth for the first phase should 
not be greater than the calculated depth. 
The concrete of the first phase may be taken 
into account for the stabilization of the 
beams in the next concreting phases, if con-
crete is hardened for more than 24 hours.

c) If the calculated depth is less than 15 cm, 
the beams must be provided with interme-
diate lateral restraints (vertical bracing, plan 
bracing, etc.). They must be designed to 
increase the moment resistance indicated 
in a) and to resist the destabilization forces. 
The maximum depth of wet concrete should 
then be again evaluated. 

17) A relative price	indicator	per	linear	meter	of	
deck allows all the proposed solutions to be 
compared economically. The reference value is 
1.000 for the most economical solution with 
a 10 m span in category A. The indicator is 
derived from the price of beams per ton (con-
sidering supply, fabrication, painting, erection), 
and the price per cubic metre of concrete 
(supply, placing, formwork, and reinforcement). 
There is also consideration of the price per 
square metre of lost formwork used for the 
concrete between girders. Prices applicable in 
2015 were considered.

 The price indicator allows the most econom-
ical thickness to be identified. It allows all the 
solutions given on the right-hand page of a 
particular table to be compared. To compare 
solutions for different spans, the designer 
can simply multiply this indicator by the span 
length.

 The steel section price data were supplied by 
a European beam producer. These prices do 
not take into account the potential cost of 

butt-welded splices for the heaviest sections 
and longest spans (for example, when sections 
from the HD/UC range are used). Any small 
variations in these assumed unit prices have 
no influence on the relative classification of the 
solutions from this economic point of view.

1.4.3		Presentation	of	the	tables

As previously discussed, all the information relevant 
to a given span figures on two opposing pages.

On the left-hand	page, the span is given and five 
blocks of the table A, B, C, D and E correspond-
ing to the categories of railway lines described in 
Section 1.4.1 above. In each table, one line pre-
sents one solution. Two lines are reserved for each 
of the (increasing) widths of effective slab (2.5 
to 4.5 m, or 3.5 to 5.5 m). The first line gives the 
solution with the minimum thickness; the following 
line gives the most “economical” solution (that is 
the solution that minimizes the indicator described 
in 1-3.2.16).

In each block (A, B, C, D, and E), the line or lines 
written in bold characters and with colored back-
ground correspond(s) to the solution(s) with a 
minimal thickness, whilst the line written in a light 
font and with colored background gives the most 
economical solution. The columns identify the pa-
rameters that characterize a solution, and then the 
various design criteria (as defined in Section 1.4.2 
above). These are grouped according to themes 
(ULS, SLS, deformations, etc.).

The opposing right-hand	page	gives some other 
possible solutions for each category of line (A, B, C, 
D and E) and for slab widths from 2.5 m to 4.5 m or 
3.5 m to 5.5 m. The solutions are defined and the 
price indicator is given. Full results are not provided. 
The various parameters and the units adopted are 
given explicitly on each page.

1.4.4		Interpolation

The evolution with span, width or thickness of 
the different values calculated (resisting bending 
moments, stresses, deflections, rotations, support 
reactions, price indicators), with the exception of 
the maximum allowable speeds, is relatively regular. 
In addition, the increments in geometric data (span, 
width) considered in the calculations are them-
selves relatively small. Because of these two facts it 
is possible to determine all values for intermediate 
sizes by linear interpolation of the values given in 
the tables.
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1.5  Checking procedures  
to ensure the validity of the 
tables
The tables were completed using ACOBRI soft-
ware developed by CTICM and ArcelorMittal. This 
software uses finite element calculations with grid 
models.

The quality of the results is assured firstly by the 
quality of the “self-checking” undertaken by the 
developer. However, independently of his self-
checks an “external” control was also undertaken. 
This was based on a comparison with existing tables 
(old ones), on spot check calculations for a number 
of cases, some coherence checks and various other 
investigations.

1.5.1		Coherence	Checks

The production of graphs showing the evolution 
of results as a function of span length and various 
other parameters has confirmed that the results 
evolve in a continuous manner, and with good co-
herence between the values.

It is worth noting however, that when the design is 
governed by dynamic criteria, because of resonance 
for certain ranges of spans when very high speeds 
(categories C, D and E) are considered, there is an 
unexpected evolution of the parameters that char-
acterize the solution as a function of the span.

1.5.2		Other	checks

Systematic calculations of the longitudinal shear 
stress at the interface between the steel beams 
and concrete were carried out in order to confirm 
the possibility to use steels with very high yield 
strengths. The maximum values found for steel 
grades S420 and S460 were compared to those 
calculated for decks employing grade S355 beams, 
of which there is already considerable experi-
ence. The stresses calculated for grades S420 and 
S460 were either inferior, or very close to those 
for S355. This shows that the risk of slip at the 
steel-concrete interface is not greater for the high-
er strength steels.

Further checks included consideration of eight 
accidental situations (derailments). In all cases, the 
solutions proposed by the software were satisfac-
tory. 

In addition, the solutions of the current tables 
according to EN were compared with the previous 
tables from ENV. The results are equal, so it can be 
assumed that steels with a higher yield strength 
can be used according to EN and that the load case 
with an unusual behavior is not relevant for design 
purpose.

1.6  Software
The ACOBRI software can be downloaded freely on 
the internet: 
https://sections.arcelormittal.com/design_aid/de-
sign_software/EN.
The installation package includes a User Manual and 
Validation Manual.

1.7  Liability
As is always the case for this type of technical doc-
ument the use of the tables and the correspond-
ing software remains entirely the responsibility of 
the user. It is up to the user to decide whether or 
not he wishes to carry out, for a particular bridge, 
design calculations which are independent of the 
tables. Note also that it is up to the user, as a first 
step, to ensure that current regulations are in ac-
cordance with the regulations used to develop the 
tables and that the input data corresponds to his 
particular problem.

Consequently, neither ArcelorMittal nor CTICM 
accept responsibility, in any circumstance, for any 
damage which may result from the use of these 
tables or the software, or from an inability to use 
them, even if they have been advised of the possi-
bility of these damages.
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2. Tables
2.1  Types of cross-sections
Categories of lines: 
A Basic case
B authorized maximum speed ≤ 160 km/h
C authorized maximum speed ≤ 200 km/h

Category of 
the line

Effective 
width of the 
slab (m)

Self-weight of equipment (kN/m)

Slab cantilevers Rails Ballast* Waterproofing
Ducts + Cables*
Gc

Cornices + 
parapet Gb Total

A, B, C 2.50 15.28 1.20 52.00 3.27 3.90 5.00 80.65

3.00 12.00 1.20 52.00 3.27 3.90 5.00 77.37

3.50 8.00 1.20 52.00 3.27 3.90 5.00 73.37

4.00 4.87 1.20 52.00 3.27 3.90 5.00 70.24

4.50 3.25 1.20 52.00 3.40 3.90 5.00 68.75

* 30 % allowance included   |   Note: number and section of beams are shown as an example
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Figure 2-1.1: 
Effective width of the slab: 2.5m

Figure 2-1.2: 
Effective width of the slab: 3.0m
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Figure 2-1.3: 
Effective width of the slab: 3.5m

Figure 2-1.4: 
Effective width of the slab: 4.0m

Figure 2-1.5: 
Effective width of the slab: 4.5m
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Categories of lines: 
D authorized maximum speed ≤ 250 km/h
E authorized maximum speed ≤ 300 km/h

Category of 
the line

Effective 
width of the 
slab (m)

Self-weight of equipment (kN/m)

Slab cantilevers Rails Ballast* Waterproofing
Ducts + Cables*
Gc

Cornices + 
parapet Gb Total

D, E 3,50 20,12 1,20 85,80 4,32 3,90 15,00 130,35

4,00 16,69 1,20 85,80 4,32 3,90 15,00 126,91

4,50 12,19 1,20 85,80 4,32 3,90 15,00 122,41

5,00 8,91 1,20 85,80 4,32 3,90 15,00 119,13

5,50 6,00 1,20 85,80 4,42 3,90 15,00 116,32

* 30 % allowance included   |   Note: number and section of beams are shown as an example
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Figure 2-2.1: 
Effective width of the slab: 3.5m

Figure 2-2.2: 
Effective width of the slab: 4.0m
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Figure 2-2.3:  
Effective width of the slab: 4.5m

Figure 2-2.4:  
Effective width of the slab: 5.0m

Figure 2-2.5:  
Effective width of the slab: 5.5m
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2.2  Notation
Categories of lines: 
A Basic case
B authorized maximum speed ≤ 160 km/h
C authorized maximum speed ≤ 200 km/h
D authorized maximum speed ≤ 250 km/h
E authorized maximum speed ≤ 300 km/h
SLS   serviceability limit state
ULS   ultimate limit state
Slab width   effective width of the slab
Slab thickness (Th.)   thickness of the effective  

slab
Steel grade (Gr.)   steel grade of the beams
MEd design value of the maximum applied bending 

moment on the slab at ULS
MRd design value of the ultimate resisting bending 

moment of the slab
σs maximum tensile stress in the steel beam at 

SLS
fy yield strength of the steel beams, depending 

of the flange thickness (according to  
EN 10025)

σc maximum compression stress of concrete at 
SLS

fck characteristic compressive strength of con-
crete

δLM71 maximum vertical deflection under the LM71 
standard loading

δmax limiting value for vertical deflection to ensure 
passenger comfort (criterion for single span 
bridges)

Precambering   precamber introduced during 
fabrication of the beam to compensate 
deflection

wLM71 maximum warping of the deck under the 
LM71 standard loading

wmax limiting value for the warping of the deck
θLM71 end rotation due to bending of the deck un-

der the LM71 standard loading
θmax limiting value for end rotation due to bending 

of the deck
n0 first natural frequency for bending of the 

bridge
n0min, n0max   minimum and maximum frequencies 

required to ensure a good dynamic behavior 
of the bridge for speed of trains up to 200 
km/h

ζ damping of the bridge
μ deck mass per unit length of bridge taken 

into account for the dynamic calculation
Vmax maximum allowable speed of trains on the 

bridge, according to the dynamic analysis
Rsupport,G   maximum support reaction under perma-

nent loads (per abutment)
Rsupport,max   maximum support reaction under per-

manent and traffic loads (per abutment)
HconcreteLTB   maximum calculated depth of wet 

concrete than can be carried by the beams 
with sufficient safety margin against lateral 
torsional buckling, considering no intermedia-
te lateral restraints

Price index (Pr.i.)   relative indicator of the price 
per linear meter of deck, to allow economic 
comparisons between solutions
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2,5 HE 220 M 6 S355 31,0 0,912 0,973 1,72 3,41 179 345 17,5 6,7 8,3 8,5 2,13 4,50 4,22 11,54 14,96 16,00 28,43 308 2,7 9228 <200 368 1289 *

2,5 HD 320x74.2 4 S355 37,1 0,626 0,960 1,68 2,16 248 355 17,3 6,3 8,3 7,0 1,55 4,50 4,02 11,80 15,64 16,00 28,43 312 2,7 9371 <200 372 1293 *

3,0 HE 240 B 7 S355 31,0 0,873 0,982 1,84 3,04 203 345 17,7 7,5 8,3 8,9 1,85 4,50 4,81 11,34 14,72 16,00 28,43 306 2,7 9549 <200 368 1289 *

3,0 HD 260x68.2 5 S355 37,0 0,686 0,979 1,83 2,33 239 355 17,6 6,3 8,3 9,0 1,40 4,50 4,08 12,01 15,59 16,00 28,43 352 2,7 9837 <200 375 1296 *

3,5 HE 240 B 7 S355 31,0 0,872 0,981 1,94 3,10 198 345 17,7 7,6 8,3 8,1 1,51 4,50 4,93 11,37 14,62 16,00 28,43 324 2,7 9913 <200 367 1288 *

3,5 HD 260x54.1 6 S460 36,4 0,718 0,965 1,92 2,80 267 460 17,4 6,6 8,3 9,5 1,08 4,50 4,31 11,83 15,27 16,00 28,43 359 2,7 10241 <200 375 1296 *

4,0 HE 220 B 9 S355 30,0 0,965 0,993 2,01 3,30 182 355 17,9 8,1 8,3 8,4 1,27 4,50 5,29 11,27 14,41 16,00 28,43 329 2,7 10236 <200 367 1288 *

4,0 HD 260x54.1 7 S355 34,4 0,777 0,948 1,98 2,50 242 355 17,1 7,1 8,3 8,6 1,05 4,50 4,64 11,66 14,95 16,00 28,43 358 2,7 10525 <200 374 1295 *

4,5 HE 220 B 11 S355 29,0 1,131 0,976 2,13 3,91 166 355 17,3 8,1 8,3 7,0 1,06 4,50 5,32 11,40 14,29 16,00 28,43 361 2,7 10606 <200 373 1294 *

4,5 HE 220 A 7 S355 36,0 0,775 0,903 2,09 2,63 245 355 16,3 6,5 8,3 9,7 0,77 4,50 4,30 12,04 15,15 16,00 28,43 415 2,7 11100 <200 385 1306 *

2,5 HE 220 M 6 S355 31,0 0,912 0,973 1,72 3,41 179 345 17,5 6,7 7,9 8,5 2,13 3,00 4,22 11,54 14,96 16,00 28,43 308 2,7 9228 <200 368 1289 *

2,5 HD 320x74.2 4 S355 37,1 0,626 0,960 1,68 2,16 248 355 17,3 6,3 7,9 7,0 1,55 3,00 4,02 11,80 15,64 16,00 28,43 312 2,7 9371 <200 372 1293 *

3,0 HE 240 B 7 S355 31,0 0,873 0,982 1,84 3,04 203 345 17,7 7,5 7,9 8,9 1,85 3,00 4,81 11,34 14,72 16,00 28,43 306 2,7 9549 <200 368 1289 *

3,0 HD 260x68.2 5 S355 37,0 0,686 0,979 1,83 2,33 239 355 17,6 6,3 7,9 9,0 1,40 3,00 4,08 12,01 15,59 16,00 28,43 352 2,7 9837 <200 375 1296 *

3,5 HE 240 B 7 S355 31,0 0,872 0,981 1,94 3,10 198 345 17,7 7,6 7,9 8,1 1,51 3,00 4,93 11,37 14,62 16,00 28,43 324 2,7 9913 <200 367 1288 *

3,5 HD 260x54.1 6 S355 36,4 0,710 0,965 1,92 2,30 267 355 17,4 6,6 7,9 9,5 1,08 3,00 4,31 11,83 15,27 16,00 28,43 359 2,7 10241 <200 375 1296 *

4,0 HE 220 B 10 S355 30,0 1,044 0,989 2,04 3,62 168 355 17,8 7,7 7,9 8,0 1,36 3,00 5,00 11,56 14,62 16,00 28,43 350 2,7 10293 <200 369 1290 *

4,0 HD 260x54.1 7 S355 34,4 0,777 0,948 1,98 2,50 242 355 17,1 7,1 7,9 8,6 1,05 3,00 4,64 11,66 14,95 16,00 28,43 358 2,7 10525 <200 374 1295 *

4,5 HE 220 B 12 S355 29,0 1,209 0,973 2,14 4,22 155 355 16,8 7,7 7,9 6,9 1,16 3,00 5,04 11,65 14,49 16,00 28,43 380 2,7 10663 <200 374 1295 *

4,5 HE 220 A 7 S355 36,0 0,775 0,903 2,09 2,63 245 355 16,3 6,5 7,9 9,7 0,77 3,00 4,30 12,04 15,15 16,00 28,43 415 2,7 11100 <200 385 1306 *

2,5 HE 300 M 4 S355 41,0 1,057 0,495 1,69 6,36 90 345 8,9 2,5 7,1 2,8 1,07 3,00 1,58 16,52 19,39 16,00 28,43 757 2,7 9974 200 387 1149 *

2,5 HE 320 B 4 S355 47,0 0,803 0,571 1,66 3,99 124 345 10,3 2,6 7,1 3,7 0,72 3,00 1,64 16,27 19,53 16,00 28,43 722 2,7 10102 200 390 1152 *

3,0 HE 280 M 6 S355 38,0 1,254 0,485 1,78 6,93 88 345 8,7 2,7 7,1 3,4 0,88 3,00 1,74 16,20 18,86 16,00 28,43 756 2,7 10399 200 389 1151 *

3,0 HE 320 A 5 S355 46,0 0,847 0,539 1,73 4,02 137 355 9,7 2,7 7,1 4,6 0,64 3,00 1,71 16,18 19,29 16,00 28,43 744 2,7 10608 200 394 1157 *

3,5 HD 260x172 8 S355 36,0 1,472 0,472 1,84 7,81 80 345 8,5 2,8 7,1 3,4 0,71 3,00 1,79 16,25 18,74 16,00 28,43 785 2,7 10861 200 390 1153 *

3,5 HE 280 B 6 S355 43,0 0,951 0,532 1,79 4,45 123 345 9,6 2,8 7,1 4,5 0,52 3,00 1,80 16,06 18,97 16,00 28,43 749 2,7 10983 200 393 1156 *

4,0 HD 260x142 9 S355 35,8 1,457 0,471 1,87 7,26 79 345 8,5 3,0 7,1 3,4 0,50 3,00 1,95 16,06 18,56 16,00 28,43 769 2,7 11220 200 392 1154 *

4,0 HD 320x74.2 6 S355 45,1 0,885 0,508 1,82 3,92 148 355 9,1 2,7 7,1 4,7 0,39 3,00 1,77 16,22 19,14 16,00 28,43 790 2,7 11632 200 402 1164 *

4,5 HE 240 M 10 S355 34,0 1,682 0,461 1,92 8,31 71 345 8,3 3,2 7,1 3,0 0,46 3,00 2,08 16,04 18,38 16,00 28,43 799 2,7 11622 200 398 1160 *

4,5 HD 320x74.2 7 S355 45,1 1,001 0,453 1,87 4,53 127 355 8,2 2,5 7,1 4,1 0,31 3,00 1,63 16,89 19,60 16,00 28,43 904 2,7 12253 200 413 1176 *

3,5 HD 400x421 5 S355 49,5 2,421 0,247 2,17 16,35 56 335 4,5 1,0 6,0 2,2 0,32 1,50 0,63 18,31 19,96 16,00 28,43 2290 2,7 17018 258 639 1402 *

3,5 HE 500 A 5 S355 61,0 1,442 0,297 2,12 8,68 90 345 5,2 1,0 6,0 2,6 0,22 1,50 0,64 19,38 21,61 16,00 28,43 2122 2,7 17192 250 643 1406 *

4,0 HD 320x300 8 S355 47,5 2,441 0,248 2,21 16,66 56 335 4,5 1,1 6,0 2,7 0,23 1,50 0,70 19,18 20,91 16,00 28,43 2203 2,7 17646 254 646 1409 *

4,0 HE 450 A 6 S355 59,0 1,578 0,296 2,16 8,87 89 345 5,1 1,0 6,0 2,9 0,18 1,50 0,67 19,90 22,10 16,00 28,43 2138 2,7 17795 251 650 1412 *

4,5 HD 320x300 9 S355 44,5 2,676 0,227 2,25 18,28 51 335 4,1 1,2 6,0 2,6 0,19 1,50 0,76 19,46 21,11 16,00 28,43 2239 2,7 18082 256 646 1408 *

4,5 HE 400 B 7 S355 55,0 1,630 0,269 2,19 10,23 78 345 4,8 1,1 6,0 2,9 0,17 1,50 0,71 19,88 21,96 16,00 28,43 2130 2,7 18221 251 649 1412 *

5,0 HD 320x300 9 S355 44,5 2,690 0,234 2,27 18,44 46 335 4,2 1,2 6,0 2,3 0,18 1,50 0,79 20,04 21,69 16,00 28,43 2302 2,7 18576 259 650 1412 *

5,0 HE 450 A 7 S355 56,0 1,775 0,249 2,22 10,04 76 345 4,5 1,0 6,0 2,5 0,12 1,50 0,69 20,54 22,59 16,00 28,43 2277 2,7 18949 258 659 1421 *

5,5 HD 320x245 11 S355 42,9 2,615 0,245 2,29 18,64 44 345 4,4 1,3 6,0 2,3 0,14 1,50 0,87 19,89 21,53 16,00 28,43 2234 2,7 19049 256 654 1416 *

5,5 HE 400 A 8 S355 54,0 1,680 0,268 2,25 9,65 75 345 4,8 1,2 6,0 2,7 0,11 1,50 0,78 20,01 22,04 16,00 28,43 2172 2,7 19481 253 664 1427 *

3,5 HD 400x509 6 S355 51,6 3,288 0,196 2,25 23,79 43 335 3,5 0,7 5,1 1,7 0,22 1,50 0,46 20,58 21,97 16,00 28,43 3248 2,7 17883 309 660 1423 *

3,5 HE 550 A 5 S355 69,0 1,532 0,250 2,17 10,47 76 345 4,3 0,7 5,1 2,0 0,16 1,50 0,46 22,14 24,23 16,00 28,43 2989 2,7 17925 304 661 1424 *

4,0 HD 400x421 7 S355 49,5 3,234 0,187 2,27 22,54 43 335 3,4 0,8 5,1 1,9 0,20 1,50 0,52 21,54 23,04 16,00 28,43 3044 2,7 18251 305 661 1423 *

4,0 HE 550 A 6 S355 64,0 1,725 0,230 2,21 11,85 71 345 3,9 0,8 5,1 1,9 0,14 1,50 0,49 22,72 24,74 16,00 28,43 2956 2,7 18387 303 664 1427 *

4,5 HD 400x382 8 S355 48,6 3,101 0,170 2,29 23,20 40 335 3,1 0,8 5,1 1,8 0,11 1,50 0,54 22,41 23,90 16,00 28,43 3125 2,7 18839 307 664 1427 *

4,5 HE 500 A 7 S355 61,0 1,862 0,224 2,23 12,03 68 345 3,9 0,8 5,1 2,1 0,12 1,50 0,53 22,58 24,57 16,00 28,43 2857 2,7 18901 301 666 1428 *

5,0 HD 400x347 8 S355 47,7 2,926 0,190 2,29 21,09 40 335 3,4 1,0 5,1 1,8 0,08 1,50 0,63 22,22 23,78 16,00 28,43 2898 2,7 19095 301 663 1425 *

5,0 HE 500 A 7 S355 61,0 1,894 0,209 2,26 12,19 64 345 3,7 0,8 5,1 1,9 0,09 1,50 0,53 23,14 25,08 16,00 28,43 2999 2,7 19632 304 676 1438 *

5,5 HD 400x314 9 S355 46,9 3,068 0,199 2,32 21,88 36 345 3,5 1,0 5,1 1,7 0,11 1,50 0,66 22,51 24,06 16,00 28,43 2925 2,7 19706 302 670 1432 *

5,5 HE 450 A 8 S355 59,0 2,001 0,220 2,29 11,88 63 345 4,0 0,9 5,1 2,0 0,08 1,50 0,58 22,69 24,61 16,00 28,43 2894 2,7 20234 301 683 1445 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 5,00 m

Deflection

sc,max = 0,6 fck =



23

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

33 5 HE 260 B S355 0,7384 32 7 HD 260x68.2 S355 0,8189 32 6 HE 240 B S355 0,7902 31 7 HE 240 B S355 0,8783 30 10 HE 240 A S355 1,0034
33,8 4 HD 260x114 S355 0,7044 33 5 HE 260 B S355 0,7449 33 6 HD 260x68.2 S355 0,7463 32 7 HE 220 B S355 0,8209 31 7 HE 240 B S355 0,8951
34 5 HE 280 A S355 0,6971 34 5 HE 280 A S355 0,7049 35 6 HE 240 A S355 0,7204 33 7 HE 240 A S355 0,7892 32 7 HE 220 B S355 0,8388
35 4 HE 280 B S355 0,6819 37 5 HE 260 A S355 0,6872 33 7 HE 240 A S355 0,8082
36 4 HE 300 A S355 0,656 34,4 7 HD 260x54.1 S355 0,7979

33 5 HE 260 B S355 0,7384 32 7 HD 260x68.2 S355 0,8189 32 6 HE 240 B S355 0,7902 31 7 HE 240 B S355 0,8783 30 10 HE 220 B S355 1,0596
33,8 4 HD 260x114 S355 0,7044 33 5 HE 260 B S355 0,7449 33 6 HD 260x68.2 S355 0,7463 32 7 HE 220 B S355 0,8209 31 8 HE 240 B S355 0,9834
34 5 HE 280 A S355 0,6971 34 5 HE 280 A S355 0,7049 35 6 HE 240 A S355 0,7204 33 7 HE 240 A S355 0,7892 31,4 10 HD 260x54.1 S355 0,983
35 4 HE 280 B S355 0,6819 37 5 HE 260 A S355 0,6872 36,4 6 HD 260x54.1 S460 0,7175 32 7 HD 260x68.2 S355 0,8452
36 4 HE 300 A S355 0,656 33 7 HE 240 A S355 0,8082

34,4 7 HD 260x54.1 S355 0,7979

42,3 4 HD 320x198 S355 0,9669 40 6 HD 320x158 S355 1,1554 37 7 HD 260x172 S355 1,3284 37 7 HD 260x172 S355 1,3383 34,8 10 HD 260x142 S355 1,599
44 5 HE 320 B S355 0,9107 41 5 HD 320x158 S355 1,0174 38 6 HE 280 M S355 1,2584 38 8 HE 300 B S355 1,2226 35,8 9 HD 260x142 S355 1,4769
45 4 HD 320x158 S355 0,8792 44 5 HE 320 B S355 0,9265 39 7 HE 320 B S355 1,1487 39 7 HE 320 B S355 1,1615 36,8 10 HD 260x114 S355 1,4315
46 4 HE 400 A S355 0,8697 45 5 HE 300 B S355 0,899 40 7 HE 300 B S355 1,1087 40 6 HE 320 B S355 1,0474 37 9 HE 300 B S355 1,3517
47 4 HD 320x127 S355 0,8084 46 5 HD 320x97.6 S355 0,8493 41,8 7 HD 260x114 S355 1,0967 42 6 HE 300 B S355 1,0223 38 8 HE 300 B S355 1,2455

42 6 HE 300 B S355 1,0065 43 6 HE 320 A S355 0,9604 39 7 HE 320 B S355 1,1849
43 6 HE 280 B S460 0,9649 44 6 HE 300 A S355 0,9295 40 7 HE 300 B S355 1,1469

45,1 6 HD 320x74.2 S460 0,8948 41 7 HE 320 A S355 1,0743
42 8 HE 280 A S355 1,06
44 7 HE 300 A S355 1,0539

45,1 7 HD 320x74.2 S460 1,013

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

49,6 5 HD 400x382 S355 2,0892 47,7 6 HD 400x347 S355 2,2856 45,5 8 HD 320x300 S355 2,4335 44,7 10 HE 340 M S355 2,6351 42,9 11 HE 320 M S355 2,615
50,2 7 HE 400 M S355 2,0145 49,5 7 HD 320x300 S355 2,2053 45,7 8 HD 400x262 S355 2,2995 45 9 HD 400x237 S355 2,4048 43,9 10 HE 320 M S355 2,4271
52,7 7 HE 340 M S355 1,9931 49,9 6 HD 400x314 S355 2,1869 46,3 7 HD 400x287 S355 2,1754 45,7 8 HD 400x262 S355 2,3162 45 9 HD 400x237 S355 2,418
53,2 6 HE 400 M S355 1,809 50,2 7 HE 400 M S355 2,0333 48,7 7 HD 400x262 S355 2,0915 45,9 9 HD 320x245 S355 2,2361 45,2 10 HD 360x196 S355 2,3711
54,5 6 HE 360 M S355 1,7934 51,5 7 HE 360 M S355 2,015 49,5 7 HE 360 M S355 2,0111 46,3 7 HD 400x287 S355 2,1923 45,5 9 HD 400x216 S355 2,3062
54,8 5 HE 450 M S355 1,7517 52,5 6 HD 320x300 S355 1,9763 50 7 HD 400x237 S355 1,9957 47,9 8 HE 320 M S355 2,056 45,9 9 HE 320 M S355 2,249
57 6 HE 500 B S355 1,7193 53,2 6 HE 400 M S355 1,8304 50,9 7 HE 320 M S355 1,8644 49 8 HE 300 M S355 2,0321 46 8 HD 400x237 S355 2,2112

58,2 5 HE 400 M S355 1,6159 54,5 6 HE 360 M S355 1,816 53 7 HE 450 B S355 1,8592 49,3 9 HD 320x198 S355 2,0122 47,2 9 HD 360x196 S355 2,2012
59 6 HE 500 A S355 1,614 55 8 HE 400 B S355 1,7706 55 7 HE 400 B S460 1,6537 51 10 HE 360 B S355 2,0048 47,5 8 HD 400x216 S355 2,1224
60 5 HE 500 B S355 1,5339 57 6 HE 500 A S355 1,6279 51,8 7 HD 400x187 S355 1,8141 47,9 8 HE 320 M S355 2,071
61 5 HE 500 A S460 1,4597 59 6 HE 450 A S460 1,5971 54 9 HE 400 A S355 1,7966 49 8 HE 300 M S355 2,0481

49,2 8 HD 360x196 S355 2,0311
49,3 9 HD 320x198 S355 2,0289
50 9 HE 400 B S355 1,9442
51 10 HE 400 A S355 1,9279

51,4 8 HD 360x162 S355 1,878
52 8 HE 400 B S355 1,8062
54 8 HE 400 A S460 1,7021

52,5 5 HD 400x551 S355 2,9706 50,5 6 HD 400x463 S355 3,0247 48,7 8 HD 400x347 S355 2,9166 48,6 7 HD 400x382 S355 2,7878 47,5 11 HE 360 M S355 2,9081
52,6 5 HD 400x509 S355 2,8195 51,6 7 HD 400x382 S355 2,7826 49,6 7 HD 400x382 S355 2,7781 49,3 9 HD 400x287 S355 2,7131 49,3 9 HD 400x287 S355 2,7296
55,5 5 HD 400x463 S355 2,6097 52,7 7 HD 400x347 S355 2,6287 51,2 9 HE 400 M S355 2,5008 50,2 9 HE 400 M S355 2,5128 49,5 10 HE 360 M S355 2,7074
55,8 7 HE 450 M S355 2,2692 53,6 6 HD 400x382 S355 2,4658 53,2 8 HE 400 M S355 2,2927 51,3 8 HD 400x287 S355 2,484 50,2 9 HE 400 M S355 2,5295
58,2 7 HE 400 M S355 2,0643 54,8 7 HE 450 M S355 2,2858 54,3 7 HD 400x287 S355 2,2395 53 9 HD 400x237 S355 2,476 50,9 10 HD 320x245 S355 2,4955
59,8 6 HE 450 M S355 2,0385 57 8 HE 500 B S355 2,1534 57 8 HE 500 B S355 2,1716 53,2 8 HE 400 M S355 2,3151 51,2 8 HE 400 M S355 2,3152
62 6 HE 550 B S355 1,7999 57,8 6 HE 450 M S355 2,0515 58 7 HE 500 B S355 1,9754 54,3 7 HD 400x287 S355 2,2634 53 8 HD 400x237 S355 2,2797
65 5 HE 550 B S355 1,6062 60 7 HE 500 B S355 1,9706 61 7 HE 500 A S460 1,8864 55,2 7 HE 400 M S355 2,1089 55 10 HE 400 B S355 2,1507
66 5 HE 600 A S355 1,5554 61 7 HE 550 A S355 1,8955 57 7 HE 500 B S355 1,9947 57 8 HE 500 A S355 2,0663
69 5 HE 550 A S460 1,5501 62 6 HE 500 B S355 1,7808 60 7 HE 450 B S355 1,9453 59 8 HE 450 A S460 2,0259

64 6 HE 550 A S460 1,7471 61 7 HE 500 A S460 1,9177

Span length = 5,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 260 B 6 S355 33,0 0,827 0,995 1,86 3,12 208 345 17,9 7,4 8,8 9,7 2,13 4,50 4,48 10,85 14,15 15,24 27,41 328 2,7 9287 <200 388 1384 *

2,5 HD 320x74.2 4 S355 40,1 0,634 0,976 1,87 2,29 253 355 17,6 6,4 8,8 8,0 1,43 4,50 3,89 11,52 15,08 15,24 27,41 376 2,7 9558 <200 395 1391 *

3,0 HE 220 M 7 S355 31,0 1,018 0,967 2,05 3,99 175 345 17,4 7,7 8,8 8,9 2,08 4,50 4,69 10,98 13,97 15,24 27,41 363 2,7 9675 <200 390 1386 *

3,0 HE 280 A 5 S355 37,0 0,715 0,978 1,99 2,61 237 355 17,6 7,1 8,8 9,2 1,58 4,50 4,33 11,22 14,51 15,24 27,41 377 2,7 9866 <200 395 1391 *

3,5 HE 220 M 6 S355 31,0 0,907 0,984 2,12 3,55 191 345 17,7 8,5 8,8 8,5 1,64 4,50 5,25 10,63 13,63 15,24 27,41 346 2,7 9934 <200 386 1382 *

3,5 HD 260x68.2 6 S355 37,0 0,764 0,942 2,11 2,78 237 355 17,0 6,8 8,8 9,3 1,16 4,50 4,23 11,44 14,55 15,24 27,41 417 2,7 10337 <200 396 1393 *

4,0 HE 240 B 8 S355 31,0 0,958 0,966 2,19 3,54 184 345 17,0 8,4 8,8 8,3 1,39 4,50 5,24 10,78 13,67 15,24 27,41 370 2,7 10344 <200 389 1385 *

4,0 HD 260x54.1 7 S355 36,4 0,784 0,949 2,16 2,66 250 355 17,1 7,2 8,8 10,0 1,04 4,50 4,48 11,25 14,29 15,24 27,41 415 2,7 10725 <200 398 1394 *

4,5 HE 220 B 12 S355 30,0 1,205 0,967 2,31 4,30 161 355 17,4 8,4 8,8 8,2 1,26 4,50 5,19 10,90 13,56 15,24 27,41 408 2,7 10776 <200 396 1392 *

4,5 HD 260x54.1 7 S355 34,4 0,790 0,980 2,25 2,57 262 355 17,6 8,4 8,8 9,5 1,04 4,50 5,28 10,51 13,46 15,24 27,41 379 2,7 10955 <200 400 1396 *

2,5 HE 260 B 6 S355 33,0 0,827 0,995 1,86 3,12 208 345 17,9 7,4 8,3 9,7 2,13 3,00 4,48 10,85 14,15 15,24 27,41 328 2,7 9287 <200 388 1384 *

2,5 HD 320x74.2 4 S355 40,1 0,634 0,976 1,87 2,29 253 355 17,6 6,4 8,3 8,0 1,43 3,00 3,89 11,52 15,08 15,24 27,41 376 2,7 9558 <200 395 1391 *

3,0 HE 220 M 7 S355 31,0 1,018 0,967 2,05 3,99 175 345 17,4 7,7 8,3 8,9 2,08 3,00 4,69 10,98 13,97 15,24 27,41 363 2,7 9675 <200 390 1386 *

3,0 HE 280 A 5 S355 37,0 0,715 0,978 1,99 2,61 237 355 17,6 7,1 8,3 9,2 1,58 3,00 4,33 11,22 14,51 15,24 27,41 377 2,7 9866 <200 395 1391 *

3,5 HE 240 B 8 S355 31,0 0,952 0,999 2,12 3,49 192 345 17,9 8,3 8,3 9,1 1,67 3,00 5,13 10,67 13,64 15,24 27,41 353 2,7 9980 <200 387 1383 *

3,5 HD 260x68.2 6 S355 37,0 0,764 0,942 2,11 2,78 237 355 17,0 6,8 8,3 9,3 1,16 3,00 4,23 11,44 14,55 15,24 27,41 417 2,7 10337 <200 396 1393 *

4,0 HE 220 M 7 S355 31,0 1,022 0,952 2,21 4,13 163 345 16,3 7,9 8,3 7,3 1,32 3,00 4,92 11,16 13,98 15,24 27,41 401 2,7 10381 <200 390 1386 *

4,0 HD 260x54.1 7 S355 36,4 0,784 0,949 2,16 2,66 250 355 17,1 7,2 8,3 10,0 1,04 3,00 4,48 11,25 14,29 15,24 27,41 415 2,7 10725 <200 398 1394 *

4,5 HE 220 M 7 S355 31,0 1,038 0,986 2,30 4,19 165 345 16,0 8,2 8,3 6,6 1,07 3,00 5,13 11,07 13,78 15,24 27,41 418 2,7 10748 <200 395 1391 *

4,5 HD 260x54.1 7 S355 36,4 0,806 0,907 2,26 2,75 248 355 16,3 7,2 8,3 9,1 0,87 3,00 4,52 11,21 14,10 15,24 27,41 441 2,7 11180 <200 406 1402 *

2,5 HE 300 M 5 S355 41,0 1,241 0,483 1,88 7,80 88 345 8,7 2,6 7,5 3,3 1,08 3,00 1,58 15,88 18,39 15,24 27,41 887 2,7 10166 200 411 1236 *

2,5 HE 360 A 4 S355 50,0 0,842 0,572 1,82 3,94 138 345 10,3 2,8 7,5 4,2 0,67 3,00 1,67 15,50 18,60 15,24 27,41 806 2,7 10259 200 413 1238 *

3,0 HD 320x158 6 S355 41,0 1,152 0,495 1,92 6,52 99 345 8,9 2,9 7,5 3,8 0,84 3,00 1,78 15,38 17,96 15,24 27,41 829 2,7 10529 200 412 1236 *

3,0 HE 320 B 5 S355 47,0 0,935 0,519 1,91 4,95 119 345 9,3 2,7 7,5 4,4 0,66 3,00 1,64 15,82 18,61 15,24 27,41 886 2,7 10763 200 418 1242 *

3,5 HE 280 M 7 S355 38,0 1,409 0,463 2,00 8,09 82 345 8,3 2,9 7,5 3,5 0,71 3,00 1,80 15,59 17,93 15,24 27,41 882 2,7 10983 200 413 1238 *

3,5 HE 320 A 6 S355 46,0 0,954 0,517 1,96 4,79 128 355 9,3 2,8 7,5 4,7 0,51 3,00 1,72 15,57 18,29 15,24 27,41 878 2,7 11240 200 420 1244 *

4,0 HD 260x172 9 S355 36,0 1,617 0,447 2,05 8,82 73 345 8,0 3,1 7,5 3,4 0,54 3,00 1,91 15,52 17,74 15,24 27,41 892 2,7 11408 200 416 1241 *

4,0 HE 320 A 6 S355 46,0 0,974 0,481 2,00 4,93 126 355 8,7 2,7 7,5 4,4 0,41 3,00 1,68 15,89 18,51 15,24 27,41 941 2,7 11793 200 426 1251 *

4,5 HE 240 M 11 S355 35,0 1,814 0,477 2,10 9,16 69 345 8,6 3,3 7,5 3,5 0,44 3,00 2,05 15,25 17,39 15,24 27,41 895 2,7 11862 200 424 1248 *

4,5 HD 320x74.2 7 S355 45,1 0,993 0,487 2,03 4,53 138 355 8,8 2,9 7,5 4,9 0,36 3,00 1,82 15,33 17,89 15,24 27,41 904 2,7 12253 200 434 1258 *

3,5 HD 400x509 5 S355 51,6 2,785 0,231 2,40 20,10 51 335 4,2 0,9 6,3 2,2 0,32 1,50 0,58 18,35 19,82 15,24 27,41 2830 2,7 17470 251 683 1507 *

3,5 HE 550 A 5 S355 69,0 1,514 0,270 2,36 10,47 83 345 4,6 0,8 6,3 2,3 0,18 1,50 0,51 20,52 22,55 15,24 27,41 2989 2,7 17925 259 694 1519 *

4,0 HD 400x421 7 S355 49,5 3,198 0,202 2,46 22,54 46 335 3,6 0,9 6,3 2,2 0,24 1,50 0,58 19,89 21,33 15,24 27,41 3044 2,7 18251 262 694 1519 *

4,0 HE 550 A 6 S355 64,0 1,704 0,248 2,40 11,85 76 345 4,2 0,9 6,3 2,3 0,16 1,50 0,55 20,85 22,79 15,24 27,41 2956 2,7 18387 257 697 1522 *

4,5 HD 400x382 7 S355 48,6 2,741 0,201 2,46 20,51 47 335 3,6 1,1 6,3 2,2 0,18 1,50 0,65 19,84 21,36 15,24 27,41 2832 2,7 18530 250 689 1514 *

4,5 HE 500 A 7 S355 61,0 1,839 0,243 2,42 12,03 74 345 4,2 0,9 6,3 2,4 0,14 1,50 0,59 20,63 22,52 15,24 27,41 2857 2,7 18901 252 699 1524 *

5,0 HD 400x347 8 S355 47,7 2,894 0,202 2,49 21,09 43 335 3,6 1,1 6,3 2,1 0,10 1,50 0,69 20,28 21,78 15,24 27,41 2898 2,7 19095 254 696 1520 *

5,0 HE 500 A 7 S355 61,0 1,870 0,228 2,46 12,19 70 345 4,0 0,9 6,3 2,3 0,11 1,50 0,59 21,08 22,93 15,24 27,41 2999 2,7 19633 259 709 1534 *

5,5 HD 320x300 11 S355 45,5 3,181 0,226 2,53 22,52 39 335 4,1 1,2 6,3 2,2 0,13 1,50 0,77 20,02 21,47 15,24 27,41 2828 2,7 19782 250 705 1530 *

5,5 HE 450 A 8 S355 59,0 1,975 0,235 2,49 11,88 69 345 4,2 1,0 6,3 2,4 0,10 1,50 0,65 20,64 22,46 15,24 27,41 2894 2,7 20234 254 717 1542 *

3,5 HD 400x551 6 S355 52,5 3,442 0,198 2,46 25,15 43 325 3,6 0,8 5,4 1,9 0,24 1,50 0,47 19,84 21,15 15,24 27,41 3546 2,7 18119 302 699 1524 *

3,5 HE 600 A 5 S355 74,0 1,587 0,237 2,39 12,06 73 345 4,0 0,7 5,4 1,9 0,14 1,50 0,41 22,27 24,21 15,24 27,41 3702 2,7 18397 306 707 1531 *

4,0 HD 400x463 7 S355 51,5 3,423 0,189 2,48 25,10 42 335 3,4 0,8 5,4 2,0 0,21 1,50 0,51 20,96 22,35 15,24 27,41 3468 2,7 18637 300 704 1529 *

4,0 HE 550 A 6 S355 69,0 1,739 0,236 2,42 12,48 72 345 4,0 0,7 5,4 2,1 0,13 1,50 0,46 22,40 24,31 15,24 27,41 3502 2,7 18887 301 710 1535 *

4,5 HD 400x421 8 S355 49,5 3,600 0,170 2,51 25,72 40 335 3,1 0,9 5,4 1,9 0,12 1,50 0,55 21,39 22,76 15,24 27,41 3465 2,7 19143 300 705 1530 *

4,5 HE 550 A 7 S355 66,0 1,933 0,211 2,46 14,05 65 345 3,6 0,7 5,4 1,9 0,11 1,50 0,46 22,86 24,67 15,24 27,41 3629 2,7 19511 304 715 1539 *

5,0 HD 400x421 8 S355 49,5 3,619 0,175 2,52 25,94 36 335 3,2 0,9 5,4 1,8 0,08 1,50 0,57 22,05 23,43 15,24 27,41 3559 2,7 19694 303 711 1536 *

5,0 HE 550 A 7 S355 64,0 1,951 0,202 2,48 13,94 62 345 3,5 0,8 5,4 1,9 0,09 1,50 0,50 22,70 24,48 15,24 27,41 3557 2,7 20054 303 720 1545 *

5,5 HD 400x382 9 S355 48,6 3,427 0,184 2,55 26,27 33 335 3,2 1,0 5,4 1,6 0,10 1,50 0,61 22,34 23,71 15,24 27,41 3593 2,7 20329 304 719 1544 *

5,5 HE 500 A 8 S355 64,0 2,108 0,195 2,52 14,35 58 345 3,5 0,8 5,4 1,9 0,07 1,50 0,50 23,15 24,88 15,24 27,41 3767 2,7 20990 308 736 1561 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 5,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

33,8 5 HD 260x114 S355 0,809 33 6 HE 260 B S355 0,8339 32 8 HD 260x68.2 S355 0,891 32 7 HE 240 B S355 0,8774 31 7 HE 220 M S355 1,0376
34 4 HE 240 M S355 0,8069 33,8 5 HD 260x114 S355 0,8158 33 6 HE 260 B S355 0,8351 33 7 HD 260x68.2 S355 0,8264 32 7 HE 240 B S355 0,895

34,8 4 HD 260x142 S355 0,7755 34 6 HE 280 A S355 0,7846 34 6 HE 280 A S355 0,7872 34 6 HE 280 A S355 0,7964 33 7 HD 260x68.2 S355 0,8454
36 4 HE 280 B S355 0,6808 36 5 HE 260 B S355 0,7546 37 6 HE 260 A S355 0,7655 35 7 HE 240 A S355 0,7959 34,4 7 HD 260x54.1 S460 0,7988
37 4 HE 300 A S355 0,6551 37 5 HE 280 A S460 0,7232 36,4 7 HD 260x54.1 S460 0,7925

33,8 5 HD 260x114 S355 0,809 33 6 HE 260 B S355 0,8339 32 8 HD 260x68.2 S355 0,891 32 8 HE 240 B S355 0,9647 32 8 HE 240 B S355 0,9823
34 4 HE 240 M S355 0,8069 33,8 5 HD 260x114 S355 0,8158 33 6 HE 260 B S355 0,8351 33 7 HD 260x68.2 S355 0,8264 33 8 HD 260x68.2 S355 0,9241

34,8 4 HD 260x142 S355 0,7755 34 6 HE 280 A S355 0,7846 34 6 HE 280 A S355 0,7872 34 6 HE 280 A S355 0,7964 34 7 HE 220 B S355 0,847
36 4 HE 280 B S355 0,6808 36 5 HE 260 B S355 0,7546 37 6 HE 260 A S355 0,7655 35 7 HE 240 A S355 0,7959 35 7 HE 240 A S355 0,8166
37 4 HE 300 A S355 0,6551 37 5 HE 280 A S460 0,7232 36,4 7 HD 260x54.1 S460 0,7925 36,4 7 HD 260x54.1 S460 0,8148

41,3 5 HD 320x198 S355 1,1228 41,3 5 HD 320x198 S355 1,1352 39 6 HE 280 M S355 1,2549 37 8 HD 260x172 S355 1,476 36 9 HD 260x172 S355 1,6369
42 4 HE 300 M S355 1,0534 43 5 HD 320x158 S355 1,0202 40 6 HD 320x158 S355 1,1528 37,8 9 HD 260x142 S355 1,4589 37 8 HD 260x172 S355 1,4967

43,8 4 HD 360x179 S355 1,006 45 6 HE 300 B S355 1,0053 42 7 HE 300 B S355 1,1118 38 7 HE 280 M S355 1,4199 37,8 9 HD 260x142 S355 1,4806
44,3 4 HD 320x198 S355 0,9686 46 6 HE 320 A S355 0,9414 42,8 6 HD 260x142 S355 1,0921 39 6 HE 280 M S355 1,2667 38 7 HE 280 M S355 1,4415
46 4 HD 360x147 S355 0,9343 43,6 5 HD 360x134 S355 1,0626 40 7 HE 320 B S355 1,159 38,8 10 HD 260x114 S355 1,435
47 5 HE 320 B S355 0,9167 44 6 HE 320 B S355 1,0499 42 6 HE 320 B S355 1,0531 39 8 HE 320 B S355 1,2954

47,6 4 HD 360x134 S355 0,907 45 6 HE 300 B S355 1,0168 44 7 HE 300 A S355 1,0168 40 7 HE 320 B S355 1,1832
48 4 HD 320x158 S355 0,8859 46 6 HD 320x97.6 S355 0,9574 46 6 HD 320x97.6 S355 0,977 42 7 HE 300 B S355 1,1534
49 4 HE 400 A S355 0,8739 43 7 HE 320 A S355 1,0812
50 4 HE 360 A S460 0,8521 44 7 HE 300 A S355 1,0451

45,1 7 HD 320x74.2 S460 1,0044

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

55,5 5 HD 400x463 S355 2,5824 50,5 6 HD 400x463 S355 2,9925 51,2 9 HE 400 M S355 2,477 48,6 7 HD 400x382 S355 2,7587 46,9 9 HD 400x314 S355 3,0333
55,8 7 HE 450 M S355 2,2431 51,6 7 HD 400x382 S355 2,7534 53,2 8 HE 400 M S355 2,2713 49,3 9 HD 400x287 S355 2,6882 47,5 11 HE 360 M S355 2,8799
58,2 7 HE 400 M S355 2,0453 52,7 7 HD 400x347 S355 2,6004 54,3 7 HD 400x287 S355 2,2194 50,2 9 HE 400 M S355 2,489 49,3 9 HD 400x287 S355 2,7046
59,4 6 HE 500 M S355 2,0415 53,6 6 HD 400x382 S355 2,4404 57 8 HE 500 B S355 2,1443 51,3 8 HD 400x287 S355 2,4615 49,5 10 HE 360 M S355 2,6814
59,8 6 HE 450 M S355 2,0156 54,8 7 HE 450 M S355 2,2596 58 7 HE 500 B S355 1,951 53 9 HD 400x237 S355 2,4525 50,2 9 HE 400 M S355 2,5056
62 6 HE 550 B S355 1,7785 57 8 HE 500 B S355 2,126 61 7 HE 500 A S460 1,8627 53,2 8 HE 400 M S355 2,2936 50,9 10 HE 320 M S355 2,477
65 5 HE 550 B S355 1,5877 57,8 6 HE 450 M S355 2,0286 54,3 7 HD 400x287 S355 2,2433 51,2 8 HE 400 M S355 2,2936
66 5 HE 600 A S355 1,5373 60 7 HE 500 B S355 1,9463 55,2 7 HE 400 M S355 2,0896 53 8 HD 400x237 S355 2,2584
69 5 HE 550 A S460 1,5321 61 7 HE 550 A S355 1,8717 57 7 HE 500 B S355 1,9702 55 10 HE 400 B S355 2,128

62 6 HE 500 B S355 1,7594 60 7 HE 450 B S355 1,9212 57 8 HE 500 A S355 2,0396
64 6 HE 550 A S460 1,726 61 7 HE 500 A S460 1,8938 59 8 HE 450 A S460 1,9995

54,4 5 HD 400x634 S355 3,2522 54,5 7 HD 400x421 S355 3,2335 50,5 7 HD 400x463 S355 3,4261 50,5 7 HD 400x463 S355 3,4445 50,7 9 HD 400x347 S355 3,2411
54,5 5 HD 400x592 S355 3,1016 55,5 6 HD 400x463 S355 3,0279 53,6 8 HD 400x382 S355 3,1077 51,6 8 HD 400x382 S355 3,1123 51,2 11 HE 400 M S355 2,959
57,5 5 HD 400x551 S355 2,9726 56,6 7 HD 400x382 S355 2,7888 54,8 9 HE 450 M S355 2,7791 54,3 9 HD 400x287 S355 2,7325 53,2 10 HE 400 M S355 2,7566
59,6 5 HD 400x509 S355 2,8345 59,4 7 HE 500 M S355 2,3253 57,8 8 HE 450 M S355 2,551 55,7 7 HD 400x347 S355 2,6615 54,3 9 HD 400x287 S355 2,7532
60,4 7 HE 500 M S355 2,3047 62 8 HE 550 B S355 2,2272 58,2 9 HE 400 M S355 2,5328 55,8 8 HE 450 M S355 2,5596 54,5 10 HE 360 M S355 2,73
62,8 7 HE 450 M S355 2,2864 62,4 6 HE 500 M S355 2,0896 59,4 7 HE 500 M S355 2,3444 58 9 HE 500 B S355 2,3809 54,8 8 HE 450 M S355 2,5718
64,2 6 HE 550 M S355 2,1035 63 7 HE 550 B S355 2,025 59,8 7 HE 450 M S355 2,3145 58,2 8 HE 400 M S355 2,3378 55,2 9 HE 400 M S355 2,5543
64,4 6 HE 500 M S355 2,0725 66 7 HE 600 A S355 1,9662 61 9 HE 550 A S355 2,2714 61 8 HE 550 A S355 2,1133 57 9 HE 500 B S355 2,3958
65 7 HE 550 B S355 2,0064 67 6 HE 600 A S355 1,7758 62 7 HE 550 B S355 2,0402 62 7 HE 550 B S355 2,0717 58,2 8 HE 400 M S355 2,3618

65,2 5 HE 550 M S355 1,8474 69 6 HE 550 A S460 1,7614 65 7 HE 500 B S355 2,0068 64 7 HE 550 A S460 1,9769 60 8 HE 500 B S355 2,2241
67,4 5 HE 500 M S355 1,8341 66 7 HE 550 A S460 1,9591 61 8 HE 550 A S355 2,1412
69 6 HE 600 A S355 1,7533 64 8 HE 500 A S460 2,1351
70 5 HE 600 B S355 1,6624
74 5 HE 600 A S460 1,6065

Span length = 5,25 mOther possible solutions

E

A

B

C

D



26

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
 C

ate
go

ry 
of 

the
 lin

e

 S
lab

 w
idt

h (
m)

 P
ro

file

 N
um

be
r

 S
tee

l g
ra

de

 S
lab

 he
igh

t (
cm

)

 P
ric

e i
nd

ex
 

 R
ati

o m
ax

 M
Ed

 (M
Nm

)

 M
plR

d (
MN

m)

 s
s (

MP
a)

 f y
 / g

M,
se

r (M
Pa

)

 s
c (

MP
a)

 d
LM

71
 (m

m)

 d
ma

x (
mm

)

 P
re

ca
mb

er

 t L
M7

1 (
mm

)

 t m
ax

 (m
m)

 q
LM

71
 (m

ra
d)

 F
re

qu
en

cy
 n 0

 (H
z)

 pi
nn

ed
 - 

pin
ne

d
 M

od
ifie

d f
re

qu
en

cy
 n 0

 (H
z)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 lo
we

r li
mi

t, n
0m

in (
Hz

)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 up
pe

r li
mi

t, n
0m

ax
 (H

z)

 E
I (

MN
m2 )

 D
am

pin
g (

%
)

 W
eig

ht 
 (k

g/m
)

 M
ax

. s
pe

ed
 (k

m/
h)

 R
Su

pp
or

t,G
  (

kN
)

 R
Su

pp
or

t,S
LS

  (
kN

)

 H
Co

nc
re

te 
LT

B  
(cm

)

2,5 HE 240 M 5 S355 34,0 0,938 0,933 2,06 4,20 172 345 16,8 7,3 9,2 8,5 2,38 4,50 4,17 10,79 13,70 14,55 26,47 413 2,6 9444 <200 411 1322 *

2,5 HD 320x74.2 4 S355 42,1 0,638 0,984 2,02 2,39 258 355 17,7 6,8 9,2 9,4 1,40 4,50 3,94 11,03 14,36 14,55 26,47 425 2,6 9684 <200 417 1328 *

3,0 HE 260 B 7 S355 33,0 0,921 0,961 2,17 3,65 198 345 17,3 8,4 9,2 10,1 2,07 4,50 4,87 10,33 13,21 14,55 26,47 387 2,6 9750 <200 410 1321 *

3,0 HD 320x74.2 5 S355 37,1 0,712 0,968 2,12 2,69 256 355 17,4 8,2 9,2 9,8 1,75 4,50 4,77 10,32 13,42 14,55 26,47 383 2,6 9878 <200 414 1325 *

3,5 HE 220 M 8 S355 31,0 1,117 0,946 2,30 4,58 163 345 17,0 8,4 9,2 9,1 1,83 4,50 4,96 10,42 13,05 14,55 26,47 418 2,6 10123 <200 410 1321 *

3,5 HD 260x68.2 6 S355 37,0 0,758 0,987 2,25 2,78 251 355 17,8 8,0 9,2 11,1 1,32 4,50 4,72 10,44 13,38 14,55 26,47 417 2,6 10337 <200 415 1326 *

4,0 HE 220 M 8 S355 31,0 1,122 0,936 2,37 4,64 156 345 16,1 8,6 9,2 8,3 1,48 4,50 5,08 10,53 13,11 14,55 26,47 437 2,6 10476 <200 411 1322 *

4,0 HE 280 A 6 S355 34,0 0,790 0,999 2,30 2,99 241 355 17,3 9,2 9,2 9,3 1,35 4,50 5,45 10,03 12,87 14,55 26,47 387 2,6 10515 <200 412 1323 *

4,5 HE 220 M 8 S355 31,0 1,138 0,973 2,46 4,71 157 345 16,0 8,9 9,2 7,5 1,23 4,50 5,29 10,46 12,94 14,55 26,47 455 2,6 10843 <200 416 1327 *

4,5 HD 260x54.1 7 S355 36,4 0,800 0,952 2,41 2,75 266 355 17,1 8,4 9,2 10,9 1,00 4,50 5,02 10,22 12,96 14,55 26,47 441 2,6 11180 <200 425 1336 *

2,5 HE 240 M 5 S355 34,0 0,938 0,933 2,06 4,20 172 345 16,8 7,3 8,7 8,5 2,38 3,00 4,17 10,79 13,70 14,55 26,47 413 2,6 9444 <200 411 1322 *

2,5 HD 320x74.2 4 S355 42,1 0,638 0,984 2,02 2,39 258 355 17,7 6,8 8,7 9,4 1,40 3,00 3,94 11,03 14,36 14,55 26,47 425 2,6 9684 <200 417 1328 *

3,0 HE 260 B 7 S355 33,0 0,921 0,961 2,17 3,65 198 345 17,3 8,4 8,7 10,1 2,07 3,00 4,87 10,33 13,21 14,55 26,47 387 2,6 9750 <200 410 1321 *

3,0 HD 320x74.2 5 S355 37,1 0,712 0,968 2,12 2,69 256 355 17,4 8,2 8,7 9,8 1,75 3,00 4,77 10,32 13,42 14,55 26,47 383 2,6 9878 <200 414 1325 *

3,5 HE 220 M 8 S355 31,0 1,117 0,967 2,30 4,58 163 345 17,0 8,4 8,7 9,1 1,83 3,00 4,96 10,42 13,05 14,55 26,47 418 2,6 10123 <200 410 1321 *

3,5 HD 260x68.2 6 S355 37,0 0,758 0,987 2,25 2,78 251 355 17,8 8,0 8,7 11,1 1,32 3,00 4,72 10,44 13,38 14,55 26,47 417 2,6 10337 <200 415 1326 *

4,0 HE 220 M 8 S355 31,0 1,122 0,983 2,37 4,64 156 345 16,1 8,6 8,7 8,3 1,48 3,00 5,08 10,53 13,11 14,55 26,47 437 2,6 10476 <200 411 1322 *

4,0 HD 260x54.1 7 S355 36,4 0,777 0,994 2,30 2,66 267 355 17,9 8,4 8,7 11,9 1,19 3,00 4,99 10,26 13,13 14,55 26,47 415 2,6 10725 <200 417 1328 *

4,5 HE 240 B 11 S355 31,0 1,226 0,970 2,47 4,75 149 345 15,8 8,5 8,7 7,9 1,17 3,00 5,02 10,59 13,03 14,55 26,47 472 2,6 10923 <200 419 1330 *

4,5 HD 260x54.1 7 S355 36,4 0,800 0,963 2,41 2,75 266 355 17,1 8,4 8,7 10,9 1,00 3,00 5,02 10,22 12,96 14,55 26,47 441 2,6 11180 <200 425 1336 *

2,5 HE 300 M 5 S355 41,0 1,233 0,507 2,00 7,80 93 345 9,1 3,1 7,9 4,0 1,21 3,00 1,78 14,56 16,95 14,55 26,47 887 2,6 10166 200 430 1185 *

2,5 HE 400 A 4 S355 51,0 0,874 0,543 1,96 4,56 132 345 9,8 2,9 7,9 4,0 0,70 3,00 1,69 14,85 17,71 14,55 26,47 904 2,6 10352 200 435 1190 *

3,0 HE 300 M 5 S355 41,0 1,244 0,476 2,07 7,92 90 345 8,6 3,1 7,9 3,7 0,99 3,00 1,78 14,76 17,09 14,55 26,47 935 2,6 10628 200 434 1188 *

3,0 HE 360 A 5 S355 50,0 0,982 0,510 2,04 4,89 132 345 9,2 2,8 7,9 4,8 0,62 3,00 1,65 15,11 17,76 14,55 26,47 988 2,6 10950 200 443 1197 *

3,5 HD 320x158 7 S355 40,0 1,285 0,465 2,12 7,52 93 345 8,4 3,2 7,9 4,0 0,73 3,00 1,89 14,56 16,83 14,55 26,47 925 2,6 11047 200 434 1189 *

3,5 HE 400 A 5 S355 46,0 1,018 0,473 2,10 5,40 122 345 8,5 3,0 7,9 3,9 0,55 3,00 1,79 14,74 17,25 14,55 26,47 943 2,6 11236 200 440 1194 *

4,0 HE 280 M 8 S355 38,0 1,569 0,423 2,19 9,24 75 345 7,6 3,2 7,9 3,6 0,58 3,00 1,87 14,95 17,04 14,55 26,47 1008 2,6 11567 200 440 1194 *

4,0 HE 300 B 6 S355 45,0 1,028 0,495 2,14 5,37 119 345 8,9 3,1 7,9 4,9 0,48 3,00 1,86 14,65 17,07 14,55 26,47 960 2,6 11753 200 445 1199 *

4,5 HD 260x172 10 S355 36,0 1,772 0,441 2,23 9,81 69 345 7,9 3,5 7,9 3,5 0,51 3,00 2,05 14,60 16,59 14,55 26,47 995 2,6 11969 200 447 1201 *

4,5 HE 320 A 7 S355 46,0 1,097 0,449 2,19 5,71 115 355 8,1 2,9 7,9 4,6 0,36 3,00 1,72 15,11 17,41 14,55 26,47 1078 2,6 12439 200 459 1214 *

3,5 HD 400x551 6 S355 52,5 3,411 0,211 2,64 25,15 46 325 3,8 0,9 6,5 2,2 0,29 1,50 0,53 18,59 19,87 14,55 26,47 3546 2,6 18119 251 733 1487 *

3,5 HE 600 A 5 S355 74,0 1,570 0,254 2,56 12,06 79 345 4,3 0,8 6,5 2,3 0,16 1,50 0,46 20,68 22,56 14,55 26,47 3702 2,6 18397 260 740 1495 *

4,0 HD 400x509 7 S355 51,6 3,707 0,186 2,68 27,72 42 335 3,4 0,9 6,5 2,1 0,23 1,50 0,53 19,93 21,21 14,55 26,47 3775 2,6 18859 265 743 1498 *

4,0 HE 600 A 6 S355 69,0 1,771 0,234 2,61 13,71 73 345 3,9 0,8 6,5 2,2 0,14 1,50 0,49 21,09 22,88 14,55 26,47 3710 2,6 18929 261 745 1500 *

4,5 HD 400x421 8 S355 50,5 3,571 0,185 2,69 25,89 42 335 3,3 1,0 6,5 2,2 0,15 1,50 0,59 19,94 21,27 14,55 26,47 3559 2,6 19256 251 742 1496 *

4,5 HE 550 A 7 S355 66,0 1,911 0,228 2,64 14,05 70 345 3,9 0,9 6,5 2,3 0,13 1,50 0,52 20,95 22,69 14,55 26,47 3629 2,6 19511 255 749 1503 *

5,0 HD 400x421 8 S355 49,5 3,581 0,182 2,71 25,94 39 335 3,3 1,1 6,5 2,1 0,10 1,50 0,63 20,21 21,53 14,55 26,47 3559 2,6 19694 251 745 1499 *

5,0 HE 550 A 7 S355 64,0 1,929 0,218 2,66 13,94 68 345 3,7 0,9 6,5 2,2 0,10 1,50 0,55 20,76 22,47 14,55 26,47 3557 2,6 20053 251 755 1509 *

5,5 HD 400x382 9 S355 48,6 3,394 0,185 2,74 26,27 36 335 3,3 1,1 6,5 1,9 0,12 1,50 0,67 20,43 21,74 14,55 26,47 3593 2,6 20329 253 754 1508 *

5,5 HE 500 A 8 S355 64,0 2,083 0,207 2,71 14,35 63 345 3,7 0,9 6,5 2,2 0,09 1,50 0,55 21,15 22,80 14,55 26,47 3767 2,6 20990 264 771 1526 *

3,5 HD 400x634 6 S355 54,4 3,781 0,188 2,68 29,48 41 325 3,4 0,8 5,6 1,9 0,25 1,50 0,45 19,69 20,88 14,55 26,47 4208 2,6 18611 304 746 1500 *

3,5 HE 600 B 5 S355 75,0 1,676 0,220 2,59 14,21 68 345 3,9 0,7 5,6 2,0 0,15 1,50 0,42 21,55 23,33 14,55 26,47 4146 2,6 18576 302 745 1500 *

4,0 HD 400x551 7 S355 52,5 3,925 0,175 2,70 29,31 40 325 3,2 0,8 5,6 2,0 0,21 1,50 0,48 20,59 21,83 14,55 26,47 4122 2,6 19135 301 751 1505 *

4,0 HE 600 A 6 S355 74,0 1,806 0,222 2,63 14,39 69 345 3,7 0,7 5,6 2,0 0,12 1,50 0,42 22,52 24,29 14,55 26,47 4338 2,6 19429 308 759 1513 *

4,5 HD 400x551 7 S355 52,5 3,935 0,158 2,73 29,56 37 325 2,9 0,8 5,6 1,8 0,14 1,50 0,50 21,39 22,64 14,55 26,47 4234 2,6 19704 305 754 1508 *

4,5 HE 600 A 7 S355 69,0 1,994 0,203 2,66 15,93 63 345 3,4 0,7 5,6 1,9 0,11 1,50 0,44 22,44 24,12 14,55 26,47 4260 2,6 19898 305 759 1514 *

5,0 HD 400x509 8 S355 51,6 4,201 0,157 2,75 31,89 33 335 2,8 0,9 5,6 1,7 0,08 1,50 0,52 22,04 23,26 14,55 26,47 4406 2,6 20400 310 764 1518 *

5,0 HE 550 A 7 S355 69,0 1,973 0,208 2,69 14,69 64 345 3,4 0,8 5,6 2,1 0,09 1,50 0,46 22,35 24,03 14,55 26,47 4226 2,6 20679 304 771 1526 *

5,5 HD 400x421 9 S355 50,5 3,995 0,177 2,76 29,33 32 335 3,1 1,0 5,6 1,7 0,11 1,50 0,59 21,58 22,84 14,55 26,47 4094 2,6 20813 300 767 1521 *

5,5 HE 550 A 8 S355 66,0 2,165 0,186 2,73 16,19 57 345 3,3 0,8 5,6 1,9 0,07 1,50 0,49 22,36 23,95 14,55 26,47 4277 2,6 21318 306 780 1535 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 5,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

34,8 4 HD 260x142 S355 0,7699 33,8 5 HD 260x114 S355 0,8097 32 7 HE 220 M S355 1,0144 32 8 HE 240 B S355 0,9565 32 7 HE 220 M S355 1,0374
36 5 HE 300 A S355 0,7401 35 5 HE 280 B S355 0,7817 33 6 HE 260 B S355 0,8285 33 8 HD 260x68.2 S355 0,8973 33 7 HE 260 B S355 0,9489
37 4 HE 300 B S355 0,7209 36 5 HE 300 A S355 0,7493 34 6 HE 280 A S355 0,7808 34 6 HE 280 A S460 0,8 34 7 HE 280 A S355 0,8942
38 4 HE 320 A S355 0,6798 37 6 HE 260 A S355 0,7592 35 7 HE 240 A S355 0,8097
41 4 HE 300 A S355 0,6679 36,4 7 HD 260x54.1 S460 0,8079

34,8 4 HD 260x142 S355 0,7699 33,8 5 HD 260x114 S355 0,8097 32 7 HE 220 M S355 1,0144 32 7 HE 220 M S355 1,0205 32 11 HE 220 B S355 1,133
36 5 HE 300 A S355 0,7401 35 5 HE 280 B S355 0,7817 33 7 HE 260 B S355 0,9227 33 7 HE 260 B S355 0,9304 33 7 HE 260 B S355 0,9489
37 4 HE 300 B S355 0,7209 36 5 HE 300 A S355 0,7493 33,8 6 HD 260x114 S355 0,9206 34 7 HE 280 A S355 0,8745 34 7 HE 280 A S355 0,8942
38 4 HE 320 A S355 0,6798 34 6 HE 260 B S355 0,8346 35 6 HE 280 A S355 0,797 35 7 HD 260x68.2 S355 0,8542
41 4 HE 300 A S355 0,6679 35 6 HE 280 A S355 0,787 36,4 7 HD 260x54.1 S460 0,8079

37 6 HE 260 A S355 0,7592

43,9 4 HE 320 M S355 1,0716 42,3 5 HD 320x198 S355 1,1327 42,6 6 HD 360x134 S355 1,1915 39 7 HE 280 M S355 1,4168 38 8 HE 280 M S355 1,5906
44 4 HE 300 M S355 1,0552 43,4 5 HD 360x162 S355 1,1303 43 6 HD 320x158 S355 1,163 40 7 HD 320x158 S355 1,2984 39 9 HE 320 B S355 1,4044

45,2 4 HD 360x196 S355 1,046 46 5 HE 360 B S355 1,0526 43,4 5 HD 360x162 S355 1,1403 41 6 HE 280 M S355 1,2719 40 7 HD 320x158 S355 1,3221
46,3 4 HD 320x198 S355 0,9709 47 5 HE 400 A S355 1,0106 44 5 HD 360x147 S355 1,0975 42 8 HE 300 B S355 1,231 42 7 HE 320 B S355 1,1902
48 4 HE 400 B S355 0,9335 50 5 HE 360 A S460 0,9939 45,6 5 HD 360x134 S355 1,0647 42,6 6 HD 360x134 S355 1,2073 45 7 HE 300 B S355 1,1685

50,6 4 HD 360x134 S355 0,9118 46 5 HE 400 A S460 1,0319 43 6 HD 320x158 S355 1,1789 45,1 9 HD 320x74.2 S355 1,1552
51 4 HE 400 A S460 0,8854 44 6 HE 320 B S355 1,0595 46 7 HD 320x97.6 S355 1,1005

45 6 HE 300 B S460 1,0431

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,4 5 HD 400x634 S355 3,2246 52,5 6 HD 400x551 S355 3,429 51,5 7 HD 400x463 S355 3,4002 50,5 7 HD 400x463 S355 3,4106 50,7 9 HD 400x347 S355 3,2086
56,5 5 HD 400x592 S355 3,0869 53,5 7 HD 400x463 S355 3,4038 53,6 8 HD 400x382 S355 3,0776 53,6 8 HD 400x382 S355 3,0998 53,2 11 HE 400 M S355 2,9523
59,6 5 HD 400x509 S355 2,8086 54,6 6 HD 400x509 S355 3,2631 54,8 9 HE 450 M S355 2,7491 54,8 9 HE 450 M S355 2,773 54,3 9 HD 400x287 S355 2,7303
62,4 7 HE 500 M S355 2,293 57,5 7 HD 400x421 S355 3,2219 57,8 8 HE 450 M S355 2,5239 55,2 10 HE 400 M S355 2,731 55,8 8 HE 450 M S355 2,5543
64,2 6 HE 550 M S355 2,0823 58,5 6 HD 400x463 S355 3,0196 58,2 9 HE 400 M S355 2,5109 57 10 HE 500 B S355 2,5423 58 9 HE 500 B S355 2,3775
64,4 6 HE 500 M S355 2,0514 59,4 7 HE 500 M S355 2,3012 59,4 7 HE 500 M S355 2,3202 58,2 9 HE 400 M S355 2,5378 58,2 8 HE 400 M S355 2,3419
67 6 HE 600 B S355 1,8421 62 8 HE 550 B S355 2,2018 61 9 HE 550 A S355 2,2442 59,4 7 HE 500 M S355 2,3483 60 8 HE 500 B S355 2,1989

67,2 5 HE 550 M S355 1,8416 64,2 6 HE 550 M S355 2,1132 62 8 HE 550 B S355 2,2243 59,8 7 HE 450 M S355 2,3188 61 8 HE 550 A S355 2,1164
70 5 HE 600 B S355 1,6453 64,4 6 HE 500 M S355 2,0825 63 7 HE 550 B S355 2,0256 61 9 HE 550 A S355 2,2749 64 8 HE 500 A S460 2,1104
74 5 HE 600 A S460 1,5897 65 7 HE 550 B S355 2,0165 65 7 HE 500 B S355 1,9844 62 7 HE 550 B S355 2,049

66 7 HE 600 A S355 1,9441 66 7 HE 550 A S460 1,937 64 7 HE 550 A S460 1,9547
67 6 HE 550 B S355 1,8242
69 6 HE 600 A S460 1,794

56,5 6 HD 400x592 S355 3,6127 54,4 6 HD 400x634 S355 3,7999 54,6 7 HD 400x509 S355 3,7411 52,5 7 HD 400x551 S355 3,9545 53,6 9 HD 400x382 S355 3,4421
58,3 5 HD 400x677 S355 3,4032 54,5 6 HD 400x592 S355 3,6197 57,5 8 HD 400x421 S355 3,6266 52,6 7 HD 400x509 S355 3,7449 54,8 11 HE 450 M S355 3,2919
59,4 5 HD 400x634 S355 3,2554 57,5 6 HD 400x551 S355 3,4642 58,5 7 HD 400x463 S355 3,4557 54,5 8 HD 400x421 S355 3,6254 55,7 9 HD 400x347 S355 3,257
61,5 5 HD 400x592 S355 3,1177 58,5 7 HD 400x463 S355 3,439 59,4 9 HE 500 M S355 2,8279 55,5 7 HD 400x463 S355 3,4546 55,8 10 HE 450 M S355 3,0524
64,2 7 HE 550 M S355 2,3415 59,6 6 HD 400x509 S355 3,2983 59,8 9 HE 450 M S355 2,7887 56,6 8 HD 400x382 S355 3,1262 57 12 HE 500 B S355 2,9619
67,2 6 HE 550 M S355 2,1008 62,4 8 HE 500 M S355 2,5762 60,4 8 HE 500 M S355 2,5822 57,8 10 HE 450 M S355 3,0484 57,8 9 HE 450 M S355 2,8227
68 7 HE 600 B S355 2,0635 64,2 7 HE 550 M S355 2,3725 62 9 HE 550 B S355 2,4306 59,4 8 HE 500 M S355 2,6019 58,2 10 HE 400 M S355 2,781
69 5 HE 600 M S355 1,876 64,4 7 HE 500 M S355 2,3364 64,2 7 HE 550 M S355 2,3957 62 9 HE 550 B S355 2,4618 59,4 8 HE 500 M S355 2,6268
72 6 HE 650 A S355 1,8683 65,2 6 HE 550 M S355 2,1203 64,4 7 HE 500 M S355 2,3598 62,4 7 HE 500 M S355 2,3747 59,8 8 HE 450 M S355 2,593
73 5 HE 650 B S355 1,7718 67 7 HE 600 B S355 2,0916 65 8 HE 550 B S355 2,2481 63 8 HE 550 B S355 2,264 61 10 HE 550 A S355 2,4885
75 5 HE 600 B S460 1,6995 70 6 HE 600 B S355 1,8975 66 8 HE 600 A S355 2,1651 65 8 HE 500 B S355 2,2164 62 8 HE 550 B S355 2,2834

74 6 HE 600 A S460 1,8292 67 7 HE 550 B S355 2,0573 66 8 HE 550 A S355 2,1327 65 8 HE 500 B S355 2,2473
69 7 HE 600 A S460 2,0214 67 7 HE 600 A S355 2,0142 66 8 HE 550 A S460 2,194

69 7 HE 550 A S460 1,9987

Span length = 5,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 240 M 6 S355 34,0 1,068 0,939 2,29 4,94 167 345 16,9 7,7 9,6 9,5 2,57 4,50 4,24 10,34 12,97 13,91 25,61 466 2,6 9570 <200 433 1446 *

2,5 HE 300 A 4 S355 44,0 0,676 0,979 2,26 2,83 236 355 17,6 6,8 9,6 9,9 1,40 4,50 3,75 10,90 13,94 13,91 25,61 516 2,6 9831 <200 441 1453 *

3,0 HD 260x114 6 S355 33,8 0,912 0,993 2,37 3,90 198 345 17,9 9,1 9,6 10,3 2,30 4,50 5,06 9,78 12,47 13,91 25,61 418 2,6 9809 <200 431 1443 *

3,0 HD 320x74.2 5 S355 40,1 0,722 0,987 2,35 2,84 263 355 17,8 8,1 9,6 11,0 1,59 4,50 4,52 10,15 13,04 13,91 25,61 461 2,6 10103 <200 439 1452 *

3,5 HE 220 M 9 S355 31,0 1,217 0,975 2,53 5,08 162 345 17,6 9,2 9,6 10,4 1,96 4,50 5,14 9,83 12,26 13,91 25,61 451 2,6 10218 <200 431 1443 *

3,5 HD 320x74.2 6 S355 37,1 0,796 0,954 2,45 3,21 250 355 17,2 8,6 9,6 10,1 1,45 4,50 4,87 9,91 12,63 13,91 25,61 453 2,6 10385 <200 436 1448 *

4,0 HE 220 M 9 S355 31,0 1,222 0,971 2,60 5,16 153 345 16,9 9,3 9,6 9,2 1,58 4,50 5,26 9,94 12,31 13,91 25,61 472 2,6 10570 <200 432 1445 *

4,0 HE 280 A 6 S355 37,0 0,805 0,959 2,53 3,19 245 355 17,3 8,7 9,6 10,2 1,21 4,50 4,93 9,98 12,61 13,91 25,61 474 2,6 10815 <200 439 1451 *

4,5 HE 220 M 9 S355 31,0 1,238 0,999 2,69 5,22 157 345 17,2 9,6 9,6 8,4 1,47 4,50 5,43 9,89 12,17 13,91 25,61 492 2,6 10938 <200 438 1451 *

4,5 HD 260x54.1 7 S460 39,4 0,825 0,918 2,63 3,67 266 460 16,5 7,8 9,6 12,5 0,87 4,50 4,47 10,27 12,80 13,91 25,61 548 2,6 11518 <200 454 1467 *

2,5 HE 240 M 6 S355 34,0 1,068 0,939 2,29 4,94 167 345 16,9 7,7 9,1 9,5 2,57 3,00 4,24 10,34 12,97 13,91 25,61 466 2,6 9570 <200 433 1446 *

2,5 HE 300 A 4 S355 44,0 0,676 0,979 2,26 2,83 236 355 17,6 6,8 9,1 9,9 1,40 3,00 3,75 10,90 13,94 13,91 25,61 516 2,6 9831 <200 441 1453 *

3,0 HD 260x114 6 S355 33,8 0,912 0,994 2,37 3,90 198 345 17,9 9,1 9,1 10,3 2,30 3,00 5,06 9,78 12,47 13,91 25,61 418 2,6 9809 <200 431 1443 *

3,0 HD 320x74.2 5 S355 40,1 0,722 0,987 2,35 2,84 263 355 17,8 8,1 9,1 11,0 1,59 3,00 4,52 10,15 13,04 13,91 25,61 461 2,6 10103 <200 439 1452 *

3,5 HE 220 M 9 S355 32,0 1,223 0,959 2,54 5,15 159 345 17,3 8,6 9,1 10,1 1,83 3,00 4,84 10,07 12,49 13,91 25,61 478 2,6 10305 <200 433 1446 *

3,5 HD 320x74.2 6 S355 37,1 0,796 0,954 2,45 3,21 250 355 17,2 8,6 9,1 10,1 1,45 3,00 4,87 9,91 12,63 13,91 25,61 453 2,6 10385 <200 436 1448 *

4,0 HE 220 M 10 S355 31,0 1,330 0,960 2,62 5,66 142 345 16,7 8,8 9,1 8,8 1,65 3,00 4,94 10,22 12,52 13,91 25,61 507 2,6 10665 <200 435 1447 *

4,0 HE 280 A 6 S355 37,0 0,805 0,959 2,53 3,19 245 355 17,3 8,7 9,1 10,2 1,21 3,00 4,93 9,98 12,61 13,91 25,61 474 2,6 10815 <200 439 1451 *

4,5 HE 220 M 10 S355 31,0 1,346 0,985 2,69 5,74 141 345 16,1 9,0 9,1 8,0 1,35 3,00 5,09 10,18 12,40 13,91 25,61 527 2,6 11032 <200 441 1453 *

4,5 HD 260x54.1 7 S355 39,4 0,817 0,918 2,63 3,07 266 355 16,5 7,8 9,1 12,5 0,87 3,00 4,47 10,27 12,80 13,91 25,61 548 2,6 11518 <200 454 1467 *

2,5 HD 320x245 5 S355 42,9 1,254 0,500 2,20 8,47 93 345 9,0 3,2 8,2 4,1 1,20 3,00 1,76 14,15 16,39 13,91 25,61 1015 2,6 10306 200 454 1292 *

2,5 HE 400 A 4 S355 54,0 0,880 0,557 2,16 4,76 136 345 10,0 3,0 8,2 4,6 0,66 3,00 1,67 14,40 17,09 13,91 25,61 1036 2,6 10539 200 460 1299 *

3,0 HE 300 M 6 S355 41,0 1,426 0,470 2,30 9,35 85 345 8,5 3,2 8,2 4,1 1,01 3,00 1,78 14,24 16,33 13,91 25,61 1065 2,6 10820 200 459 1298 *

3,0 HE 400 A 5 S355 49,0 1,012 0,511 2,23 5,52 131 345 9,2 3,2 8,2 4,7 0,71 3,00 1,81 14,03 16,49 13,91 25,61 1014 2,6 10913 200 462 1300 *

3,5 HE 300 M 6 S355 41,0 1,432 0,438 2,35 9,48 81 345 7,9 3,2 8,2 3,7 0,74 3,00 1,78 14,43 16,47 13,91 25,61 1113 2,6 11282 200 461 1299 *

3,5 HE 400 A 5 S355 49,0 1,027 0,487 2,29 5,62 127 345 8,8 3,1 8,2 4,4 0,52 3,00 1,74 14,30 16,67 13,91 25,61 1085 2,6 11499 200 467 1305 *

4,0 HE 280 M 9 S355 38,0 1,717 0,438 2,39 10,28 75 345 7,9 3,4 8,2 4,0 0,62 3,00 1,92 14,13 16,04 13,91 25,61 1092 2,6 11720 200 464 1303 *

4,0 HE 320 B 6 S355 47,0 1,073 0,486 2,34 6,05 116 345 8,8 3,1 8,2 5,0 0,47 3,00 1,78 14,30 16,54 13,91 25,61 1117 2,6 11984 200 472 1310 *

4,5 HE 280 M 9 S355 38,0 1,738 0,441 2,44 10,40 72 345 7,9 3,5 8,2 3,6 0,53 3,00 1,98 14,17 16,03 13,91 25,61 1134 2,6 12165 200 473 1311 *

4,5 HE 300 B 7 S355 45,0 1,161 0,480 2,38 6,22 111 345 8,6 3,3 8,2 5,1 0,42 3,00 1,89 13,99 16,12 13,91 25,61 1101 2,6 12398 200 479 1318 *

3,5 HD 400x634 6 S355 54,4 3,751 0,200 2,91 29,48 43 325 3,6 0,9 6,8 2,2 0,29 1,50 0,50 18,47 19,64 13,91 25,61 4208 2,6 18611 252 780 1618 *

3,5 HE 650 A 5 S355 79,0 1,682 0,241 2,82 13,79 75 345 4,0 0,8 6,8 2,2 0,15 1,50 0,43 20,79 22,54 13,91 25,61 4525 2,6 18870 270 787 1626 *

4,0 HD 400x634 6 S355 54,4 3,770 0,185 2,94 29,74 41 325 3,3 0,9 6,8 2,1 0,21 1,50 0,51 19,42 20,62 13,91 25,61 4327 2,6 19193 255 787 1625 *

4,0 HE 600 A 6 S355 74,0 1,788 0,239 2,86 14,39 74 345 4,0 0,8 6,8 2,4 0,14 1,50 0,46 20,78 22,48 13,91 25,61 4338 2,6 19429 256 793 1632 *

4,5 HD 400x551 7 S355 53,5 3,910 0,172 2,97 29,74 39 325 3,1 0,9 6,8 2,1 0,16 1,50 0,54 19,98 21,19 13,91 25,61 4341 2,6 19817 256 791 1630 *

4,5 HE 600 A 7 S355 71,0 1,989 0,215 2,90 16,23 67 345 3,6 0,8 6,8 2,2 0,12 1,50 0,46 21,19 22,79 13,91 25,61 4531 2,6 20123 270 800 1639 *

5,0 HD 400x509 8 S355 51,6 4,165 0,169 2,99 31,89 36 335 3,0 1,0 6,8 2,0 0,10 1,50 0,57 20,27 21,44 13,91 25,61 4406 2,6 20400 261 799 1637 *

5,0 HE 600 A 7 S355 69,0 2,011 0,206 2,93 16,12 64 345 3,4 0,8 6,8 2,1 0,09 1,50 0,48 21,02 22,59 13,91 25,61 4466 2,6 20726 265 808 1646 *

5,5 HD 400x463 9 S355 50,5 4,225 0,173 3,02 32,23 32 335 3,1 1,1 6,8 1,9 0,12 1,50 0,61 20,43 21,59 13,91 25,61 4418 2,6 21048 262 808 1647 *

5,5 HE 550 A 8 S355 66,0 2,142 0,201 2,96 16,19 62 345 3,5 0,9 6,8 2,2 0,09 1,50 0,53 20,51 22,03 13,91 25,61 4277 2,6 21318 251 816 1654 *

3,5 HD 400x677 6 S355 58,3 3,961 0,192 2,94 31,26 39 315 3,5 0,8 5,9 1,9 0,25 1,50 0,43 19,67 20,82 13,91 25,61 4855 2,6 19125 305 794 1633 *

3,5 HE 650 B 5 S355 80,0 1,799 0,210 2,84 16,14 65 345 3,7 0,7 5,9 1,9 0,14 1,50 0,39 21,63 23,30 13,91 25,61 5042 2,6 19052 312 792 1631 *

4,0 HD 400x677 6 S355 56,3 3,968 0,176 2,96 31,23 39 315 3,2 0,8 5,9 1,9 0,19 1,50 0,46 20,23 21,40 13,91 25,61 4784 2,6 19550 303 797 1635 *

4,0 HE 600 B 6 S355 75,0 1,914 0,206 2,88 16,94 64 345 3,6 0,7 5,9 2,1 0,13 1,50 0,42 21,76 23,39 13,91 25,61 4864 2,6 19641 305 799 1638 *

4,5 HD 400x634 7 S355 54,4 4,333 0,152 3,00 34,63 35 325 2,7 0,8 5,9 1,8 0,14 1,50 0,47 21,11 22,25 13,91 25,61 5019 2,6 20288 311 805 1643 *

4,5 HE 600 A 7 S355 74,0 2,013 0,209 2,92 16,71 65 345 3,5 0,7 5,9 2,1 0,11 1,50 0,42 22,05 23,64 13,91 25,61 4973 2,6 20460 309 810 1648 *

5,0 HD 400x551 8 S355 52,5 4,413 0,159 3,01 33,71 33 325 2,9 0,9 5,9 1,8 0,09 1,50 0,53 20,99 22,13 13,91 25,61 4808 2,6 20719 303 808 1646 *

5,0 HE 600 A 7 S355 71,0 2,029 0,203 2,94 16,44 63 345 3,4 0,8 5,9 2,1 0,09 1,50 0,45 21,60 23,15 13,91 25,61 4758 2,6 20976 302 815 1653 *

5,5 HD 400x509 9 S355 51,6 4,641 0,166 3,05 35,82 30 335 2,9 1,0 5,9 1,7 0,10 1,50 0,55 21,37 22,49 13,91 25,61 4931 2,6 21467 308 820 1658 *

5,5 HE 550 A 8 S355 69,0 2,171 0,195 2,98 16,71 60 345 3,4 0,8 5,9 2,1 0,08 1,50 0,48 21,42 22,92 13,91 25,61 4740 2,6 21730 301 827 1666 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 5,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

34,8 5 HD 260x142 S355 0,8916 34,8 5 HD 260x142 S355 0,8989 33 8 HE 260 B S355 1,0094 32 8 HE 220 M S355 1,121 32 8 HE 220 M S355 1,1377
36 4 HD 260x172 S355 0,8447 35 6 HE 280 B S355 0,8774 33,8 6 HD 260x114 S355 0,914 33 8 HE 260 B S355 1,0169 33 8 HE 260 B S355 1,0352
37 5 HE 300 B S355 0,8276 36 6 HE 300 A S355 0,8375 35 6 HE 280 B S355 0,8804 34 7 HE 260 B S355 0,9304 34 7 HE 260 B S355 0,9497
38 5 HE 320 A S355 0,775 37 5 HE 300 B S355 0,8373 36 6 HE 260 B S355 0,8408 35 7 HE 280 A S355 0,8749 35 7 HE 280 A S355 0,8953
39 4 HE 320 B S355 0,7508 37,1 6 HD 320x74.2 S355 0,7911 36 6 HE 300 A S355 0,8522 37 7 HE 220 B S355 0,857
40 4 HE 300 B S355 0,7293 38 5 HE 320 A S355 0,7858 37 6 HE 280 A S460 0,8152
41 4 HE 320 A S355 0,6883 39 5 HE 300 A S355 0,7598
44 4 HE 300 A S460 0,6842

34,8 5 HD 260x142 S355 0,8916 34,8 5 HD 260x142 S355 0,8989 33 8 HE 260 B S355 1,0094 32 9 HE 220 M S355 1,2292 32 11 HE 240 B S355 1,2235
36 4 HD 260x172 S355 0,8447 35 6 HE 280 B S355 0,8774 33,8 6 HD 260x114 S355 0,914 33 8 HE 260 B S355 1,0169 33 9 HE 260 B S355 1,1284
37 5 HE 300 B S355 0,8276 36 6 HE 300 A S355 0,8375 35 6 HE 280 B S355 0,8804 34 7 HE 260 B S355 0,9304 33,8 7 HD 260x114 S355 1,0491
38 5 HE 320 A S355 0,775 37 5 HE 300 B S355 0,8373 36 6 HE 260 B S355 0,8408 35 6 HE 280 B S355 0,89 34 8 HE 260 B S355 1,0431
39 4 HE 320 B S355 0,7508 37,1 6 HD 320x74.2 S355 0,7911 36 6 HE 300 A S355 0,8522 35 8 HE 280 A S355 0,9791
40 4 HE 300 B S355 0,7293 38 5 HE 320 A S355 0,7858 37 6 HE 280 A S460 0,8152 36 7 HE 240 B S355 0,9124
41 4 HE 320 A S355 0,6883 39 5 HE 300 A S355 0,7598 37 7 HE 220 B S355 0,857
44 4 HE 300 A S460 0,6842 39,4 7 HD 260x54.1 S460 0,8252

42,9 5 HE 320 M S355 1,2542 42,3 6 HD 320x198 S355 1,2906 41,3 6 HD 320x198 S355 1,2926 39 8 HE 280 M S355 1,5658 39 8 HE 280 M S355 1,588
44 5 HE 300 M S355 1,2382 42,9 5 HD 320x245 S355 1,2672 43,4 6 HD 360x162 S355 1,2923 40 8 HD 320x158 S355 1,4294 40 8 HD 320x158 S355 1,4531

44,7 4 HE 340 M S355 1,1452 43,8 5 HD 400x187 S355 1,2067 43,8 5 HD 360x179 S355 1,1872 41 7 HE 280 M S355 1,4215 41 7 HE 280 M S355 1,4456
45 4 HD 400x237 S355 1,141 44,8 5 HD 360x179 S355 1,1823 45 6 HD 320x158 S355 1,1676 41,3 6 HD 320x198 S355 1,3062 42 9 HE 320 B S355 1,4181

45,5 4 HD 400x216 S355 1,0922 46 6 HE 400 A S355 1,1301 46 5 HD 360x147 S355 1,1002 43 6 HD 360x147 S355 1,2501 42,6 7 HD 360x134 S355 1,3661
45,9 4 HD 320x245 S355 1,0739 47 5 HE 400 B S355 1,0915 47 6 HE 320 B S355 1,0535 44 6 HE 360 B S355 1,2036 43 7 HD 320x158 S355 1,337
47 5 HE 400 B S355 1,0736 48 5 HD 320x158 S355 1,0327 49 5 HE 400 A S460 1,0411 45 6 HD 320x158 S355 1,1853 44 7 HE 320 B S355 1,1979

47,2 4 HD 360x196 S355 1,0463 49 5 HE 400 A S460 1,0257 46 8 HE 320 A S355 1,1591 45 7 HE 300 B S460 1,1785
48,8 4 HD 360x179 S355 1,0107 47 6 HD 320x127 S355 1,0818
49,3 4 HD 320x198 S355 0,9781
50 4 HE 400 B S355 0,9343
54 4 HE 400 A S460 0,8909

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

56,8 5 HD 400x744 S355 3,6074 56,5 6 HD 400x592 S355 3,6044 56,6 7 HD 400x509 S355 3,7245 52,5 7 HD 400x551 S355 3,9214 52,5 9 HD 400x421 S355 3,9759
58,5 6 HD 400x592 S355 3,5957 60,5 6 HD 400x551 S355 3,4565 57,5 8 HD 400x421 S355 3,5925 53,5 8 HD 400x463 S355 3,8212 54,8 11 HE 450 M S355 3,2587
60,3 5 HD 400x677 S355 3,3896 64,2 7 HE 550 M S355 2,3501 58,5 7 HD 400x463 S355 3,4245 54,6 7 HD 400x509 S355 3,7301 57,8 10 HE 450 M S355 3,0412
62,4 5 HD 400x634 S355 3,2485 67 8 HE 600 B S355 2,2833 59,4 9 HE 500 M S355 2,8001 57,5 8 HD 400x421 S355 3,6176 58 12 HE 500 B S355 2,9383
65,2 7 HE 550 M S355 2,3254 67,2 6 HE 550 M S355 2,1148 62,4 8 HE 500 M S355 2,573 57,8 10 HE 450 M S355 3,018 59,4 8 HE 500 M S355 2,6016
67,4 7 HE 500 M S355 2,3016 68 7 HE 600 B S355 2,0777 64,2 7 HE 550 M S355 2,3732 59,4 9 HE 500 M S355 2,828 62 9 HE 550 B S355 2,4636
69 6 HE 600 M S355 2,1203 70 7 HE 550 B S355 2,031 64,4 7 HE 500 M S355 2,3375 59,8 9 HE 450 M S355 2,7893 64 9 HE 550 A S355 2,3062

69,2 6 HE 550 M S355 2,0936 71 7 HE 600 A S355 1,9589 66 9 HE 600 A S355 2,3341 60,4 8 HE 500 M S355 2,5856 65 8 HE 500 B S355 2,224
70 7 HE 600 B S355 2,055 72 6 HE 650 A S355 1,889 67 7 HE 600 B S355 2,0971 62 9 HE 550 B S355 2,4358 66 8 HE 550 A S460 2,1711

70,2 5 HE 600x337 S355 2,0322 74 6 HE 600 A S460 1,8112 70 7 HE 550 B S355 2,0602 64,2 7 HE 550 M S355 2,4054
72 5 HE 600 M S355 1,8777 71 7 HE 600 A S460 2,0166 64,4 7 HE 500 M S355 2,3699
74 6 HE 650 A S355 1,8624 65 8 HE 550 B S355 2,2582
75 5 HE 650 B S355 1,7679 66 8 HE 600 A S355 2,1768
79 5 HE 650 A S460 1,7025 67 7 HE 550 B S355 2,0721

69 7 HE 600 A S460 2,0386

58,4 5 HD 400x818 S355 3,8816 59,4 6 HD 400x634 S355 3,805 54,5 7 HD 400x592 S355 4,1235 53,5 7 HD 400x592 S355 4,1351 53,5 9 HD 400x463 S355 4,2541
59,4 6 HD 400x634 S355 3,7819 61,5 6 HD 400x592 S355 3,6395 57,5 7 HD 400x551 S355 3,9418 57,5 7 HD 400x551 S355 3,9652 57,5 9 HD 400x421 S355 4,0241
59,8 5 HD 400x744 S355 3,6258 64,2 8 HE 550 M S355 2,6065 59,6 7 HD 400x509 S355 3,7482 58,5 8 HD 400x463 S355 3,865 57,8 11 HE 450 M S355 3,2876
61,5 6 HD 400x592 S355 3,6141 67,2 7 HE 550 M S355 2,3711 62,4 9 HE 500 M S355 2,8238 59,4 10 HE 500 M S355 3,0789 59,4 10 HE 500 M S355 3,1035
63,3 5 HD 400x677 S355 3,408 68 8 HE 600 B S355 2,2903 64,2 8 HE 550 M S355 2,6298 62 11 HE 550 B S355 2,8431 59,8 10 HE 450 M S355 3,0605
69 7 HE 600 M S355 2,3813 69 6 HE 600 M S355 2,1553 65,2 7 HE 550 M S355 2,3811 63 10 HE 550 B S355 2,6483 60,4 9 HE 500 M S355 2,8622

69,2 7 HE 550 M S355 2,35 72 6 HE 650 B S355 2,0222 67 8 HE 600 B S355 2,31 64,2 7 HE 550 M S355 2,4054 62 10 HE 550 B S355 2,6674
70 6 HE 600 M S355 2,1264 75 6 HE 600 B S460 1,9421 70 7 HE 600 B S355 2,1208 67 8 HE 600 B S355 2,345 62,4 8 HE 500 M S355 2,6306

71,2 5 HE 600x337 S355 2,0384 74 7 HE 600 A S460 2,0403 68 7 HE 600 B S355 2,1414 65 9 HE 550 B S355 2,4926
73,8 5 HE 650 M S355 1,9994 70 7 HE 550 B S355 2,0984 66 9 HE 600 A S355 2,4007
77 5 HE 700 B S355 1,9021 71 7 HE 600 A S460 2,0561 67 8 HE 550 B S355 2,3081
79 5 HE 700 A S355 1,7987 69 8 HE 550 A S460 2,2

Span length = 5,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 260x172 5 S355 36,0 0,985 0,926 2,45 4,95 171 345 16,7 8,3 10,0 9,4 2,57 4,50 4,39 9,95 12,46 13,33 24,81 514 2,6 9629 <200 454 1420 *

2,5 HE 320 A 4 S355 43,0 0,693 0,997 2,40 3,05 235 355 18,0 8,0 10,0 10,2 1,63 4,50 4,27 10,02 12,87 13,33 24,81 513 2,6 9789 <200 458 1424 *

3,0 HD 260x114 7 S355 33,8 1,014 0,981 2,55 4,48 192 345 17,7 9,8 10,0 11,6 2,42 4,50 5,25 9,34 11,81 13,33 24,81 462 2,6 9902 <200 452 1418 *

3,0 HE 300 A 5 S355 41,0 0,765 0,972 2,53 3,28 239 355 17,5 8,4 10,0 11,7 1,64 4,50 4,51 9,87 12,53 13,33 24,81 528 2,6 10207 <200 461 1427 *

3,5 HD 260x114 7 S355 33,8 1,016 0,977 2,66 4,55 187 345 17,3 9,8 10,0 10,5 1,95 4,50 5,28 9,40 11,77 13,33 24,81 488 2,6 10295 <200 452 1418 *

3,5 HD 320x74.2 6 S355 38,1 0,797 0,980 2,61 3,27 259 355 17,6 9,6 10,0 11,6 1,52 4,50 5,18 9,34 11,91 13,33 24,81 482 2,6 10472 <200 457 1423 *

4,0 HE 220 M 10 S355 32,0 1,328 0,959 2,78 5,75 148 345 17,0 9,6 10,0 10,1 1,75 4,50 5,20 9,63 11,81 13,33 24,81 539 2,6 10765 <200 456 1422 *

4,0 HD 320x74.2 6 S355 37,1 0,803 0,998 2,68 3,27 261 355 17,3 10,0 10,0 11,0 1,38 4,50 5,45 9,23 11,73 13,33 24,81 482 2,6 10832 <200 458 1424 *

4,5 HE 220 M 11 S355 31,0 1,444 0,990 2,88 6,25 136 345 16,1 9,9 10,0 8,9 1,35 4,50 5,38 9,61 11,67 13,33 24,81 562 2,6 11127 <200 463 1429 *

4,5 HD 260x68.2 7 S355 37,0 0,857 0,995 2,79 3,32 250 355 17,5 9,9 10,0 12,5 1,16 4,50 5,45 9,19 11,56 13,33 24,81 510 2,6 11295 <200 467 1433 *

2,5 HD 260x172 5 S355 36,0 0,985 0,926 2,45 4,95 171 345 16,7 8,3 9,5 9,4 2,57 3,00 4,39 9,95 12,46 13,33 24,81 514 2,6 9629 <200 454 1420 *

2,5 HE 320 A 4 S355 43,0 0,693 0,997 2,40 3,05 235 355 18,0 8,0 9,5 10,2 1,63 3,00 4,27 10,02 12,87 13,33 24,81 513 2,6 9789 <200 458 1424 *

3,0 HE 240 M 6 S355 34,0 1,067 0,970 2,57 5,04 170 345 17,1 9,2 9,5 10,2 2,52 3,00 4,94 9,61 12,02 13,33 24,81 495 2,6 9953 <200 454 1420 *

3,0 HE 300 A 5 S355 41,0 0,765 0,972 2,53 3,28 239 355 17,5 8,4 9,5 11,7 1,64 3,00 4,51 9,87 12,53 13,33 24,81 528 2,6 10207 <200 461 1427 *

3,5 HE 240 M 6 S355 34,0 1,068 0,973 2,69 5,12 169 345 16,5 9,3 9,5 9,3 1,85 3,00 5,01 9,67 12,00 13,33 24,81 521 2,6 10336 <200 453 1419 *

3,5 HE 280 A 6 S355 39,0 0,800 0,994 2,63 3,26 251 355 17,9 9,1 9,5 12,5 1,40 3,00 4,93 9,54 12,10 13,33 24,81 508 2,6 10547 <200 459 1425 *

4,0 HD 260x114 8 S355 33,8 1,131 0,952 2,75 5,20 162 345 15,4 9,1 9,5 9,1 1,52 3,00 4,93 9,82 12,06 13,33 24,81 557 2,6 10780 <200 457 1423 *

4,0 HD 320x74.2 6 S355 38,1 0,810 0,985 2,69 3,33 256 355 16,9 9,4 9,5 10,7 1,28 3,00 5,12 9,47 11,95 13,33 24,81 513 2,6 10932 <200 461 1427 *

4,5 HE 220 M 11 S355 32,0 1,452 0,972 2,88 6,34 132 345 15,8 9,3 9,5 8,7 1,25 3,00 5,03 9,86 11,91 13,33 24,81 597 2,6 11239 <200 466 1432 *

4,5 HD 260x68.2 7 S355 40,0 0,881 0,872 2,81 3,65 232 355 15,7 8,0 9,5 11,9 0,90 3,00 4,41 10,04 12,36 13,33 24,81 629 2,6 11632 <200 477 1443 *

2,5 HD 320x300 4 S355 44,5 1,255 0,510 2,33 8,28 92 335 9,2 3,6 8,6 3,9 1,32 3,00 1,89 13,37 15,54 13,33 24,81 1057 2,6 10335 200 475 1275 *

2,5 HE 400 B 4 S355 52,0 0,936 0,557 2,30 5,60 126 345 10,0 3,5 8,6 4,6 0,80 3,00 1,87 13,38 15,85 13,33 24,81 1056 2,6 10481 200 479 1279 *

3,0 HD 320x245 6 S355 42,9 1,452 0,450 2,46 10,17 84 345 8,1 3,3 8,6 4,2 1,00 3,00 1,76 13,89 15,83 13,33 24,81 1218 2,6 10988 200 484 1284 *

3,0 HE 400 A 5 S355 51,0 1,014 0,520 2,38 5,67 135 345 9,4 3,5 8,6 5,4 0,70 3,00 1,87 13,39 15,72 13,33 24,81 1109 2,6 11063 200 486 1286 *

3,5 HE 300 M 7 S355 41,0 1,612 0,432 2,52 10,91 78 345 7,8 3,4 8,6 4,1 0,81 3,00 1,81 13,86 15,70 13,33 24,81 1242 2,6 11475 200 487 1287 *

3,5 HE 400 A 5 S355 51,0 1,031 0,496 2,45 5,78 130 345 8,9 3,3 8,6 5,0 0,51 3,00 1,79 13,66 15,91 13,33 24,81 1191 2,6 11674 200 492 1292 *

4,0 HE 300 M 6 S355 41,0 1,437 0,441 2,52 9,59 84 345 7,9 3,7 8,6 4,1 0,67 3,00 2,02 13,43 15,32 13,33 24,81 1159 2,6 11744 200 485 1285 *

4,0 HE 360 A 6 S355 50,0 1,126 0,475 2,50 5,98 128 345 8,6 3,3 8,6 5,4 0,44 3,00 1,78 13,75 15,88 13,33 24,81 1248 2,6 12241 200 500 1300 *

4,5 HE 280 M 10 S355 38,0 1,885 0,443 2,59 11,44 70 345 7,7 3,8 8,6 4,0 0,56 3,00 2,06 13,42 15,13 13,33 24,81 1222 2,6 12318 200 498 1298 *

4,5 HE 320 B 7 S355 47,0 1,214 0,453 2,55 7,02 107 345 8,2 3,3 8,6 5,1 0,41 3,00 1,82 13,71 15,69 13,33 24,81 1281 2,6 12660 200 508 1308 *

3,5 HD 400x677 6 S355 58,3 3,932 0,202 3,13 31,26 42 315 3,6 0,9 7,1 2,2 0,29 1,50 0,49 18,45 19,58 13,33 24,81 4855 2,6 19125 251 829 1629 *

3,5 HE 650 B 5 S355 80,0 1,784 0,223 3,03 16,14 70 345 3,9 0,8 7,1 2,2 0,16 1,50 0,43 20,17 21,78 13,33 24,81 5042 2,6 19052 255 827 1627 *

4,0 HD 400x744 6 S355 56,8 4,230 0,171 3,19 34,59 38 315 3,1 0,9 7,1 2,0 0,21 1,50 0,47 19,49 20,57 13,33 24,81 5273 2,6 19851 277 840 1640 *

4,0 HE 650 A 6 S355 79,0 1,921 0,226 3,09 16,45 71 345 3,7 0,8 7,1 2,3 0,12 1,50 0,43 20,90 22,48 13,33 24,81 5302 2,6 19972 280 844 1644 *

4,5 HD 400x634 7 S355 54,4 4,301 0,161 3,20 34,63 37 325 2,9 1,0 7,1 2,1 0,17 1,50 0,52 19,54 20,64 13,33 24,81 5019 2,6 20288 253 840 1640 *

4,5 HE 600 B 7 S355 72,0 2,117 0,198 3,12 19,15 61 345 3,5 0,8 7,1 2,2 0,12 1,50 0,46 20,56 22,03 13,33 24,81 5107 2,6 20368 261 842 1642 *

5,0 HD 400x592 8 S355 53,5 4,621 0,155 3,24 36,62 33 325 2,8 1,0 7,1 2,0 0,10 1,50 0,54 20,09 21,15 13,33 24,81 5257 2,6 21059 276 853 1653 *

5,0 HE 600 A 7 S355 74,0 2,036 0,211 3,16 16,94 66 345 3,4 0,8 7,1 2,3 0,09 1,50 0,46 20,71 22,20 13,33 24,81 5235 2,6 21351 273 861 1661 *

5,5 HD 400x551 9 S355 52,5 4,882 0,156 3,28 37,86 30 325 2,8 1,0 7,1 1,8 0,11 1,50 0,57 20,40 21,44 13,33 24,81 5382 2,6 21825 302 866 1666 *

5,5 HE 600 A 8 S355 69,0 2,216 0,193 3,19 18,34 60 345 3,3 0,9 7,1 2,1 0,09 1,50 0,51 20,23 21,63 13,33 24,81 5016 2,6 21786 253 865 1665 *

3,5 HD 400x900 5 S355 60,1 4,158 0,185 3,17 33,95 37 295 3,1 0,8 6,1 1,8 0,28 1,50 0,42 19,24 20,28 13,33 24,81 5702 2,6 19434 316 838 1638 *

3,5 HE 700 A 5 S355 84,0 1,812 0,227 3,05 15,79 72 345 3,7 0,7 6,1 2,1 0,14 1,50 0,40 20,87 22,50 13,33 24,81 5482 2,6 19353 306 836 1636 *

4,0 HD 400x744 6 S355 57,8 4,237 0,172 3,20 34,77 38 315 3,1 0,9 6,1 2,0 0,20 1,50 0,46 19,70 20,79 13,33 24,81 5385 2,6 19951 302 843 1643 *

4,0 HE 650 B 6 S355 77,0 2,040 0,201 3,09 18,76 63 345 3,5 0,8 6,1 2,1 0,13 1,50 0,42 21,11 22,62 13,33 24,81 5442 2,6 19888 304 841 1641 *

4,5 HD 400x677 7 S355 55,3 4,524 0,152 3,23 36,17 35 315 2,7 0,9 6,1 1,9 0,16 1,50 0,49 20,16 21,22 13,33 24,81 5428 2,6 20586 304 849 1649 *

4,5 HE 600 B 7 S355 75,0 2,141 0,192 3,14 19,67 60 345 3,4 0,8 6,1 2,1 0,11 1,50 0,42 21,35 22,81 13,33 24,81 5580 2,6 20706 310 852 1652 *

5,0 HD 400x634 8 S355 54,4 4,869 0,151 3,26 39,50 31 325 2,6 0,9 6,1 1,8 0,09 1,50 0,50 20,75 21,78 13,33 24,81 5700 2,6 21383 316 862 1662 *

5,0 HE 600 B 7 S355 72,0 2,157 0,187 3,16 19,39 58 345 3,2 0,8 6,1 2,1 0,09 1,50 0,45 20,92 22,35 13,33 24,81 5349 2,6 21228 300 858 1658 *

5,5 HD 400x551 9 S355 52,5 4,882 0,170 3,28 37,86 30 325 2,8 1,0 6,1 1,8 0,11 1,50 0,57 20,40 21,44 13,33 24,81 5382 2,6 21825 302 866 1666 *

5,5 HE 600 A 8 S355 74,0 2,264 0,184 3,23 19,26 57 345 3,1 0,8 6,1 2,0 0,07 1,50 0,43 21,60 22,99 13,33 24,81 5872 2,6 22473 324 885 1685 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 6,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

37 5 HE 300 B S355 0,8224 35,8 5 HD 260x142 S355 0,8986 34 8 HE 260 B S355 1,0084 33 9 HE 260 B S355 1,1025 32 10 HE 220 M S355 1,3444
38 5 HE 320 A S355 0,77 36 6 HE 280 B S355 0,8769 35 7 HE 280 B S355 0,9749 33,8 7 HD 260x114 S355 1,0235 33 10 HE 260 B S355 1,2132
39 4 HE 320 B S355 0,7462 37 5 HE 300 B S355 0,832 36 6 HE 280 B S355 0,8807 34 8 HE 260 B S355 1,0167 33,8 7 HD 260x114 S355 1,0422
42 4 HE 300 B S355 0,7335 38 5 HE 320 A S355 0,7808 37 6 HE 300 A S355 0,8419 35 7 HE 280 B S355 0,9842 35 7 HE 280 B S355 1,0041
43 4 HD 320x97.6 S355 0,6949 41 5 HE 300 A S460 0,775 36 6 HE 300 A S355 0,8466 36 7 HE 240 B S355 0,9061

37 7 HE 260 A S355 0,8587

37 5 HE 300 B S355 0,8224 34,8 7 HD 260x114 S355 1,0192 34,8 6 HD 260x142 S355 1,0213 34 9 HE 260 B S355 1,1095 33 10 HE 260 B S355 1,2132
38 5 HE 320 A S355 0,77 35,8 5 HD 260x142 S355 0,8986 35 7 HE 280 B S355 0,9749 34,8 6 HD 260x142 S355 1,0299 33,8 8 HD 260x114 S355 1,1496
39 4 HE 320 B S355 0,7462 37 5 HE 300 B S355 0,832 36 7 HE 300 A S355 0,9285 35 7 HE 280 B S355 0,9842 34 9 HE 260 B S355 1,1284
42 4 HE 300 B S355 0,7335 38 5 HE 320 A S355 0,7808 36,8 6 HD 260x114 S355 0,9264 36 6 HE 280 B S355 0,8911 34,8 7 HD 260x114 S355 1,05
43 4 HD 320x97.6 S355 0,6949 41 5 HE 300 A S460 0,775 37 6 HE 300 A S355 0,8419 37 6 HE 300 A S355 0,8535 35 7 HE 280 B S355 1,0041

39 6 HE 280 A S460 0,8102 36 7 HE 260 B S355 0,959
37 7 HE 280 A S355 0,9049
40 7 HE 260 A S355 0,8823

45,7 4 HD 400x262 S355 1,1953 42,9 6 HE 320 M S355 1,4524 41,3 7 HD 320x198 S355 1,4487 43 7 HD 360x147 S355 1,3906 41 9 HD 320x158 S355 1,5904
46,5 4 HE 360 M S355 1,1501 43,9 5 HE 320 M S355 1,2652 42 6 HE 300 M S355 1,43 43,8 6 HD 360x179 S355 1,3655 41,3 7 HD 320x198 S355 1,4863
47,5 4 HD 400x216 S355 1,0929 45,2 5 HD 360x196 S355 1,2283 43,8 6 HD 360x179 S355 1,3493 44 7 HE 360 B S355 1,3355 43 7 HD 360x147 S355 1,4169
47,9 4 HD 320x245 S355 1,0766 46,8 5 HD 360x179 S355 1,1836 44,3 6 HD 320x198 S355 1,3033 44,3 6 HD 320x198 S355 1,3194 44 7 HE 360 B S355 1,3627
49 4 HE 300 M S355 1,0647 48 5 HE 400 B S355 1,088 44,4 6 HD 360x162 S355 1,2879 44,4 6 HD 360x162 S355 1,3049 45 7 HD 320x158 S355 1,3446

49,2 4 HD 360x196 S355 1,0473 50,6 5 HD 360x134 S355 1,0607 45,2 5 HD 360x196 S355 1,2394 46 6 HE 360 B S355 1,2075 46 9 HE 320 A S355 1,2799
51 5 HE 360 B S355 1,0392 51 5 HE 400 A S460 1,0277 46,8 5 HD 360x179 S355 1,1963 47 6 HE 400 A S355 1,1586 47 7 HD 320x127 S355 1,2237

51,8 4 HD 360x179 S355 1,0162 47 5 HE 400 B S355 1,0959 50 6 HE 360 A S460 1,1409
52 4 HE 400 B S460 0,9493 50,6 5 HD 360x134 S355 1,0773

51 5 HE 400 A S460 1,0448

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

58,4 5 HD 400x818 S355 3,8561 58,3 6 HD 400x677 S355 3,9541 58,5 7 HD 400x592 S355 4,1239 54,4 7 HD 400x634 S355 4,3212 52,6 9 HD 400x509 S355 4,613
61,8 5 HD 400x744 S355 3,6135 60,5 7 HD 400x551 S355 3,9175 60,5 7 HD 400x551 S355 3,9349 56,5 7 HD 400x592 S355 4,1302 55,5 9 HD 400x463 S355 4,2372
69 7 HE 600 M S355 2,3606 62,4 6 HD 400x634 S355 3,7984 64,2 8 HE 550 M S355 2,6066 59,6 7 HD 400x509 S355 3,744 57,5 9 HD 400x421 S355 3,989

70,2 6 HE 600x337 S355 2,3082 67,2 8 HE 550 M S355 2,6043 67 9 HE 600 B S355 2,4982 60,4 10 HE 500 M S355 3,0594 59,4 10 HE 500 M S355 3,0752
71,8 5 HE 600x399 S355 2,2263 69 7 HE 600 M S355 2,3955 69 7 HE 600 M S355 2,4227 62,8 10 HE 450 M S355 3,0338 62 11 HE 550 B S355 2,8426
73 7 HE 650 B S355 2,2044 69,2 7 HE 550 M S355 2,3645 69,2 7 HE 550 M S355 2,392 63 11 HE 550 B S355 2,8233 64 12 HE 550 A S355 2,8267

73,2 5 HE 600x337 S355 2,0344 70,2 6 HE 600x337 S355 2,3436 70 8 HE 600 B S355 2,3118 64,2 8 HE 550 M S355 2,6382 64,2 8 HE 550 M S355 2,6671
74,8 5 HE 650 M S355 1,9896 71 8 HE 650 A S355 2,2833 72 7 HE 600 B S460 2,1496 66 10 HE 600 A S355 2,5353 64,4 8 HE 500 M S355 2,6266
77 5 HE 600 M S355 1,8928 72 6 HE 600 M S355 2,1581 67 8 HE 600 B S355 2,3232 66 10 HE 600 A S355 2,5669
78 5 HE 700 B S355 1,8903 72,2 6 HE 550 M S355 2,1318 70 7 HE 600 B S355 2,1394 67 8 HE 600 B S355 2,3554
80 5 HE 650 B S460 1,8083 74 7 HE 650 A S355 2,0952 74 7 HE 600 A S460 2,0632 69 8 HE 600 A S460 2,2475

75 6 HE 650 B S355 2,0258
79 6 HE 650 A S460 1,946

61,4 5 HD 400x818 S355 3,8745 63,3 6 HD 400x677 S355 3,989 57,4 7 HD 400x634 S355 4,3249 54,5 8 HD 400x592 S355 4,6299 56,6 9 HD 400x509 S355 4,6514
64,8 5 HD 400x744 S355 3,6318 69 7 HE 600 M S355 2,3955 61,5 7 HD 400x592 S355 4,1474 57,4 7 HD 400x634 S355 4,3474 58,5 9 HD 400x463 S355 4,266
70,2 7 HE 600x337 S355 2,6003 70,2 6 HE 600x337 S355 2,3436 64,2 9 HE 550 M S355 2,8601 58,5 7 HD 400x592 S355 4,1477 59,4 11 HE 500 M S355 3,3237
71,2 6 HE 600x337 S355 2,3143 73 7 HE 650 B S355 2,2436 67,2 8 HE 550 M S355 2,6302 60,5 7 HD 400x551 S355 3,9609 62,4 10 HE 500 M S355 3,1041
71,8 5 HE 600x399 S355 2,2263 74 6 HE 600 M S355 2,1721 69 7 HE 600 M S355 2,4227 64,2 9 HE 550 M S355 2,8921 63 12 HE 550 B S355 3,0532
75 5 HE 650x343 S355 2,1632 77 6 HE 650 B S460 2,0693 72 7 HE 650 B S355 2,2672 67 9 HE 600 B S355 2,5335 64,2 8 HE 550 M S355 2,6671
77 6 HE 700 B S355 2,1399 75 7 HE 600 B S460 2,1731 69 7 HE 600 M S355 2,459 67 9 HE 600 B S355 2,5655

78,2 5 HE 600x337 S355 2,065 69,2 7 HE 550 M S355 2,4284 69 9 HE 600 A S355 2,406
78,8 5 HE 650 M S355 2,0141 70 8 HE 600 B S355 2,3494 70 8 HE 600 B S355 2,3842
82 5 HE 700 B S355 1,9148 72 7 HE 600 B S460 2,1893 74 8 HE 600 A S460 2,2955
84 5 HE 700 A S460 1,8342

Span length = 6,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 260x172 5 S355 36,0 0,979 0,969 2,59 4,95 180 345 17,4 9,7 10,4 10,9 2,84 4,50 4,91 9,20 11,60 12,80 24,06 514 2,6 9629 <200 473 1542 *

2,5 HE 320 A 4 S355 46,0 0,702 0,984 2,60 3,24 238 355 17,7 8,1 10,4 11,5 1,48 4,50 4,13 9,88 12,55 12,80 24,06 607 2,6 9976 <200 483 1553 *

3,0 HE 240 M 7 S355 34,0 1,195 0,945 2,78 5,79 164 345 16,9 9,8 10,4 11,2 2,58 4,50 5,05 9,23 11,43 12,80 24,06 551 2,6 10080 <200 476 1546 *

3,0 HE 300 A 5 S355 44,0 0,776 0,947 2,73 3,51 241 355 17,1 8,3 10,4 13,0 1,48 4,50 4,28 9,78 12,26 12,80 24,06 632 2,6 10432 <200 487 1556 *

3,5 HE 240 M 7 S355 34,0 1,196 0,942 2,87 5,88 159 345 16,3 9,8 10,4 10,2 2,10 4,50 5,08 9,29 11,42 12,80 24,06 578 2,6 10462 <200 476 1545 *

3,5 HD 320x74.2 6 S355 40,1 0,804 0,981 2,79 3,39 263 355 17,7 9,9 10,4 13,0 1,46 4,50 5,14 9,05 11,46 12,80 24,06 544 2,6 10647 <200 481 1551 *

4,0 HD 260x114 9 S355 33,8 1,231 0,944 2,94 5,78 157 345 15,4 9,8 10,4 10,0 1,61 4,50 5,12 9,35 11,42 12,80 24,06 602 2,6 10872 <200 479 1548 *

4,0 HD 320x74.2 6 S355 40,1 0,819 0,930 2,87 3,47 260 355 16,7 9,6 10,4 12,1 1,22 4,50 5,03 9,19 11,53 12,80 24,06 582 2,6 11132 <200 487 1556 *

4,5 HD 260x114 9 S355 33,8 1,249 0,957 3,03 5,85 153 345 15,4 10,0 10,4 9,2 1,44 4,50 5,21 9,31 11,31 12,80 24,06 627 2,6 11280 <200 487 1556 *

4,5 HD 260x68.2 7 S355 40,0 0,875 0,929 2,98 3,65 247 355 16,7 9,3 10,4 14,0 1,01 4,50 4,90 9,26 11,47 12,80 24,06 629 2,6 11632 <200 497 1567 *

2,5 HD 260x172 5 S355 36,0 0,979 0,975 2,59 4,95 180 345 17,4 9,7 9,9 10,9 2,84 3,00 4,91 9,20 11,60 12,80 24,06 514 2,6 9629 <200 473 1542 *

2,5 HE 320 A 4 S355 46,0 0,702 0,984 2,60 3,24 238 355 17,7 8,1 9,9 11,5 1,48 3,00 4,13 9,88 12,55 12,80 24,06 607 2,6 9976 <200 483 1553 *

3,0 HE 240 M 7 S355 34,0 1,195 0,992 2,78 5,79 164 345 16,9 9,8 9,9 11,2 2,58 3,00 5,05 9,23 11,43 12,80 24,06 551 2,6 10080 <200 476 1546 *

3,0 HE 300 A 5 S355 44,0 0,776 0,947 2,73 3,51 241 355 17,1 8,3 9,9 13,0 1,48 3,00 4,28 9,78 12,26 12,80 24,06 632 2,6 10432 <200 487 1556 *

3,5 HE 240 M 7 S355 34,0 1,196 0,989 2,87 5,88 159 345 16,3 9,8 9,9 10,2 2,10 3,00 5,08 9,29 11,42 12,80 24,06 578 2,6 10462 <200 476 1545 *

3,5 HD 320x74.2 6 S355 40,1 0,804 1,000 2,79 3,39 263 355 17,7 9,9 9,9 13,0 1,46 3,00 5,14 9,05 11,46 12,80 24,06 544 2,6 10647 <200 481 1551 *

4,0 HD 260x114 9 S355 33,8 1,231 0,991 2,94 5,78 157 345 15,4 9,8 9,9 10,0 1,61 3,00 5,12 9,35 11,42 12,80 24,06 602 2,6 10872 <200 479 1548 *

4,0 HD 320x74.2 6 S355 40,1 0,819 0,971 2,87 3,47 260 355 16,7 9,6 9,9 12,1 1,22 3,00 5,03 9,19 11,53 12,80 24,06 582 2,6 11132 <200 487 1556 *

4,5 HD 260x114 10 S355 33,8 1,356 0,943 3,03 6,43 140 345 14,5 9,4 9,9 8,7 1,34 3,00 4,88 9,59 11,53 12,80 24,06 672 2,6 11372 <200 489 1559 *

4,5 HD 260x68.2 7 S355 40,0 0,875 0,941 2,98 3,65 247 355 16,7 9,3 9,9 14,0 1,01 3,00 4,90 9,26 11,47 12,80 24,06 629 2,6 11632 <200 497 1567 *

2,5 HD 320x300 5 S355 44,5 1,487 0,484 2,53 10,15 88 335 8,7 3,7 8,9 4,5 1,33 3,00 1,86 13,08 15,00 12,80 24,06 1244 2,6 10577 200 502 1387 *

2,5 HE 400 B 4 S355 55,0 0,942 0,558 2,47 5,82 128 345 10,1 3,6 8,9 5,3 0,75 3,00 1,86 13,02 15,36 12,80 24,06 1202 2,6 10668 200 504 1390 *

3,0 HD 320x245 6 S355 42,9 1,445 0,471 2,61 10,17 89 345 8,5 3,8 8,9 4,8 1,11 3,00 1,97 12,83 14,69 12,80 24,06 1218 2,6 10988 200 504 1390 *

3,0 HE 400 A 5 S355 54,0 1,022 0,520 2,55 5,91 138 345 9,4 3,6 8,9 6,1 0,65 3,00 1,84 13,06 15,26 12,80 24,06 1270 2,6 11288 200 513 1399 *

3,5 HE 300 M 7 S355 42,0 1,609 0,448 2,67 11,01 82 345 8,1 3,8 8,9 4,7 0,86 3,00 1,94 13,00 14,76 12,80 24,06 1291 2,6 11562 200 509 1395 *

3,5 HE 400 A 5 S355 54,0 1,042 0,494 2,62 6,05 132 345 8,9 3,3 8,9 5,6 0,48 3,00 1,74 13,36 15,47 12,80 24,06 1370 2,6 11936 200 521 1406 *

4,0 HE 300 M 7 S355 41,0 1,616 0,435 2,70 11,04 79 345 7,7 3,9 8,9 4,4 0,70 3,00 2,02 12,93 14,65 12,80 24,06 1291 2,6 11936 200 511 1397 *

4,0 HE 400 A 6 S355 49,0 1,163 0,463 2,65 6,71 125 345 8,3 3,7 8,9 5,2 0,51 3,00 1,96 12,83 14,82 12,80 24,06 1274 2,6 12185 200 519 1404 *

4,5 HE 300 M 7 S355 41,0 1,639 0,438 2,74 11,15 77 345 7,3 3,9 8,9 4,1 0,55 3,00 2,05 12,98 14,65 12,80 24,06 1337 2,6 12412 200 521 1407 *

4,5 HE 360 A 7 S355 50,0 1,272 0,442 2,72 6,93 118 345 8,0 3,4 8,9 5,6 0,39 3,00 1,79 13,21 15,10 12,80 24,06 1430 2,6 12946 200 538 1423 *

3,5 HD 400x818 5 S355 58,4 3,833 0,235 3,34 32,32 43 315 3,6 1,0 7,4 2,3 0,35 1,50 0,52 17,34 18,41 12,80 24,06 5032 2,6 19024 255 860 1746 *

3,5 HE 800 A 5 S355 86,0 1,882 0,213 3,28 18,29 68 345 3,4 0,7 7,4 1,9 0,14 1,50 0,39 20,59 22,09 12,80 24,06 6320 2,6 19591 320 878 1763 *

4,0 HD 400x818 6 S355 58,4 4,530 0,165 3,44 38,66 37 315 3,0 0,9 7,4 2,0 0,21 1,50 0,47 19,15 20,16 12,80 24,06 5978 2,6 20295 295 889 1774 *

4,0 HE 650 B 6 S355 80,0 2,044 0,209 3,32 19,25 65 345 3,6 0,8 7,4 2,3 0,13 1,50 0,43 20,27 21,73 12,80 24,06 5914 2,6 20188 275 886 1771 *

4,5 HD 400x744 7 S355 56,8 4,839 0,149 3,48 40,29 34 315 2,7 0,9 7,4 2,0 0,16 1,50 0,48 19,62 20,60 12,80 24,06 6118 2,6 21050 308 898 1783 *

4,5 HE 650 A 7 S355 79,0 2,149 0,211 3,37 19,10 66 345 3,4 0,8 7,4 2,4 0,11 1,50 0,43 20,49 21,91 12,80 24,06 6077 2,6 21073 306 899 1784 *

5,0 HD 400x677 8 S355 55,3 5,089 0,144 3,50 41,26 32 315 2,6 1,0 7,4 2,0 0,10 1,50 0,52 19,82 20,78 12,80 24,06 6166 2,6 21722 311 909 1794 *

5,0 HE 600 B 7 S355 75,0 2,165 0,195 3,40 19,94 61 345 3,3 0,9 7,4 2,4 0,09 1,50 0,46 20,09 21,45 12,80 24,06 5859 2,6 21603 268 905 1790 *

5,5 HD 400x551 9 S355 55,5 4,875 0,161 3,51 38,55 31 325 2,9 1,1 7,4 2,0 0,12 1,50 0,56 19,47 20,47 12,80 24,06 5798 2,6 22238 260 915 1800 *

5,5 HE 600 A 8 S355 74,0 2,245 0,198 3,44 19,26 62 345 3,2 0,9 7,4 2,4 0,08 1,50 0,48 19,94 21,28 12,80 24,06 5872 2,6 22473 270 922 1808 *

3,5 HD 400x900 5 S355 60,1 4,134 0,212 3,38 33,95 39 295 3,3 0,9 6,4 2,1 0,32 1,50 0,46 18,12 19,14 12,80 24,06 5702 2,6 19433 305 873 1758 *

3,5 HE 800 A 5 S355 86,0 1,882 0,213 3,28 18,29 68 345 3,4 0,7 6,4 1,9 0,14 1,50 0,39 20,59 22,09 12,80 24,06 6320 2,6 19591 320 878 1763 *

4,0 HD 400x818 6 S355 59,4 4,537 0,166 3,45 38,85 36 315 3,0 0,9 6,4 2,0 0,20 1,50 0,46 19,35 20,36 12,80 24,06 6098 2,6 20395 307 892 1777 *

4,0 HE 700 A 6 S355 84,0 2,074 0,213 3,34 18,82 67 345 3,5 0,8 6,4 2,2 0,11 1,50 0,39 20,99 22,46 12,80 24,06 6423 2,6 20527 326 896 1781 *

4,5 HD 400x744 7 S355 56,8 4,839 0,149 3,48 40,29 34 315 2,7 0,9 6,4 2,0 0,16 1,50 0,48 19,62 20,60 12,80 24,06 6118 2,6 21050 308 898 1783 *

4,5 HE 650 A 7 S355 79,0 2,149 0,211 3,37 19,10 66 345 3,4 0,8 6,4 2,4 0,11 1,50 0,43 20,49 21,91 12,80 24,06 6077 2,6 21073 306 899 1784 *

5,0 HD 400x677 8 S355 55,3 5,089 0,155 3,50 41,26 32 315 2,6 1,0 6,4 2,0 0,10 1,50 0,52 19,82 20,78 12,80 24,06 6166 2,6 21722 311 909 1794 *

5,0 HE 650 A 7 S355 79,0 2,195 0,200 3,42 19,36 63 345 3,2 0,8 6,4 2,2 0,08 1,50 0,41 20,84 22,22 12,80 24,06 6398 2,6 22026 325 918 1803 *

5,5 HD 400x551 9 S355 57,5 4,894 0,160 3,53 39,04 31 325 2,9 1,0 6,4 2,0 0,11 1,50 0,53 19,91 20,92 12,80 24,06 6113 2,6 22513 308 923 1809 *

5,5 HE 600 B 8 S355 72,0 2,383 0,174 3,44 22,06 54 345 3,0 0,9 6,4 2,1 0,08 1,50 0,47 20,18 21,47 12,80 24,06 6010 2,6 22346 302 918 1804 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 6,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

38 4 HE 280 M S355 0,8915 34,8 7 HD 260x142 S355 1,1383 34,8 7 HD 260x142 S355 1,1403 34 7 HE 240 M S355 1,2033 34 10 HE 260 B S355 1,213
39 5 HE 320 B S355 0,8585 35 6 HE 240 M S355 1,0662 35 6 HE 240 M S355 1,0682 34,8 8 HD 260x114 S355 1,1309 34,8 8 HD 260x114 S355 1,1503
40 4 HE 320 B S355 0,7464 35,8 6 HD 260x142 S355 1,0185 35,8 6 HD 260x142 S355 1,0214 35 8 HE 280 B S355 1,0777 35 8 HE 280 B S355 1,0972
45 4 HE 300 B S355 0,7425 36 5 HD 260x172 S355 0,987 36 7 HE 280 B S355 0,9749 35,8 6 HD 260x142 S355 1,0308 36 7 HE 280 B S355 1,0058
46 4 HD 320x97.6 S355 0,704 37 6 HE 300 B S355 0,9372 36,8 6 HD 260x114 S355 0,9208 36 7 HE 280 B S355 0,9851 37 7 HE 300 A S355 0,9619

38 5 HE 300 B S355 0,8324 38 6 HE 320 A S355 0,88 37 7 HE 300 A S355 0,9401 38,1 7 HD 320x74.2 S355 0,9107
39 5 HE 320 A S355 0,7813 38,1 7 HD 320x74.2 S355 0,8751 38 6 HE 320 A S355 0,8924 40 7 HE 260 A S355 0,8766

39 6 HE 300 A S355 0,8489 38,1 7 HD 320x74.2 S355 0,8877
39 6 HE 300 A S355 0,8622

38 4 HE 280 M S355 0,8915 34,8 7 HD 260x142 S355 1,1383 34,8 7 HD 260x142 S355 1,1403 34 7 HE 240 M S355 1,2033 34 10 HE 220 M S355 1,3514
39 5 HE 320 B S355 0,8585 36 5 HD 260x172 S355 0,987 35,8 6 HD 260x142 S355 1,0214 34,8 8 HD 260x114 S355 1,1309 34,8 7 HD 260x142 S355 1,1677
40 4 HE 320 B S355 0,7464 37 6 HE 300 B S355 0,9372 37 6 HE 300 B S355 0,9415 35,8 6 HD 260x142 S355 1,0308 36 8 HE 280 B S355 1,1051
45 4 HE 300 B S355 0,7425 38 6 HE 320 A S355 0,8745 38 6 HE 320 A S355 0,88 36 8 HE 300 A S355 1,0249 36,8 7 HD 260x114 S355 1,0593
46 4 HD 320x97.6 S355 0,704 39 5 HE 320 B S355 0,8697 39 6 HE 300 A S355 0,8489 37 6 HE 300 B S355 0,9527 37 8 HE 300 A S355 1,0539

40 5 HE 300 B S355 0,8428 38 6 HE 320 A S355 0,8924 38 7 HE 260 B S355 0,9687
41 5 HE 320 A S355 0,7918 39 6 HE 300 A S355 0,8622 39 7 HE 280 A S355 0,9148
44 5 HE 300 A S460 0,7861 40 7 HE 260 A S355 0,8766

45,7 5 HE 340 M S355 1,343 42,9 6 HE 320 M S355 1,4447 42,9 6 HE 320 M S355 1,4526 42,9 6 HE 320 M S355 1,4668 43 9 HD 320x158 S355 1,5969
46,3 4 HD 400x287 S355 1,2476 45 5 HD 400x237 S355 1,3478 44 6 HE 300 M S355 1,4346 44 6 HE 300 M S355 1,4498 43,8 7 HD 360x179 S355 1,5519
46,7 4 HD 400x262 S355 1,1918 45,9 5 HD 320x245 S355 1,269 44,2 6 HD 360x196 S355 1,4053 44,2 6 HD 360x196 S355 1,4216 44,3 7 HD 320x198 S355 1,5016
49,5 4 HE 360 M S355 1,1555 48 6 HE 400 B S355 1,2294 44,7 5 HE 340 M S355 1,3628 44,8 6 HD 360x179 S355 1,3625 44,4 7 HD 360x162 S355 1,4812
49,7 4 HE 340 M S355 1,1511 48,8 5 HD 360x179 S355 1,1856 45 5 HD 400x237 S355 1,3582 46,3 6 HD 320x198 S355 1,3262 45 8 HD 320x158 S355 1,475
50 4 HD 400x237 S355 1,147 49,3 5 HD 320x198 S355 1,1495 45,5 5 HD 400x216 S355 1,2982 46,4 6 HD 360x162 S355 1,3091 46 7 HE 360 B S355 1,3676

50,9 4 HD 320x245 S355 1,0841 51 6 HE 400 A S355 1,1374 47 6 HE 400 B S355 1,2371 47 6 HE 400 B S355 1,2562 47 7 HE 400 A S355 1,3104
51,8 4 HD 400x187 S355 1,0328 52 5 HE 400 B S355 1,1007 48,8 5 HD 360x179 S355 1,1999 48 6 HD 320x158 S355 1,1925 50 7 HE 360 A S460 1,289
54 5 HE 400 A S355 0,9975 54 5 HE 400 A S460 1,0355 50 5 HE 400 B S355 1,106 49 6 HE 400 A S460 1,1797
55 4 HE 400 B S460 0,9556 54 5 HE 400 A S460 1,0551

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

70,2 7 HE 600x337 S355 2,5803 61,8 6 HD 400x744 S355 4,238 58,3 7 HD 400x677 S355 4,5172 55,4 8 HD 400x634 S355 4,8443 59,6 9 HD 400x509 S355 4,6453
71,8 6 HE 600x399 S355 2,541 69 8 HE 600 M S355 2,6323 62,4 7 HD 400x634 S355 4,3348 58,5 8 HD 400x592 S355 4,6322 62,4 11 HE 500 M S355 3,324
73,8 7 HE 650 M S355 2,5248 70,2 7 HE 600x337 S355 2,6156 67,2 9 HE 550 M S355 2,8599 59,4 7 HD 400x634 S355 4,3354 64,2 9 HE 550 M S355 2,8968
74 7 HE 600 M S355 2,3721 71,8 6 HE 600x399 S355 2,577 69 8 HE 600 M S355 2,6597 61,5 7 HD 400x592 S355 4,145 67 10 HE 600 B S355 2,7509

74,8 5 HE 600x399 S355 2,2289 72 7 HE 600 M S355 2,3973 69,2 8 HE 550 M S355 2,6244 64,2 10 HE 550 M S355 3,1194 67,2 8 HE 550 M S355 2,6743
78 5 HE 650x343 S355 2,1662 73,2 6 HE 600x337 S355 2,3469 70 7 HE 600 M S355 2,4114 65,2 9 HE 550 M S355 2,8769 68 9 HE 600 B S355 2,5526

78,2 5 HE 600x337 S355 2,05 73,8 6 HE 650 M S355 2,2858 72,2 7 HE 550 M S355 2,3964 67 10 HE 600 B S355 2,7189 72 8 HE 650 A S355 2,3779
81,8 5 HE 650 M S355 2,0177 77 6 HE 700 B S355 2,163 75 7 HE 650 B S355 2,2723 69 7 HE 600 M S355 2,4397 74 8 HE 600 A S460 2,2756
85 5 HE 700 B S355 1,9165 79 7 HE 650 A S355 2,1123 79 7 HE 650 A S460 2,1783 72 8 HE 600 B S355 2,3465
86 5 HE 800 A S460 1,906 80 6 HE 650 B S460 2,0739 73 7 HE 650 B S355 2,297

75 7 HE 600 B S460 2,1972

66,4 5 HD 400x818 S355 3,8815 64,8 6 HD 400x744 S355 4,2589 60,3 7 HD 400x677 S355 4,5329 57,4 8 HD 400x634 S355 4,8617 59,6 9 HD 400x509 S355 4,6453
71,2 7 HE 600x337 S355 2,5864 70 8 HE 600 M S355 2,6393 62,4 7 HD 400x634 S355 4,3348 61,5 8 HD 400x592 S355 4,6583 64,2 10 HE 550 M S355 3,148
71,8 6 HE 600x399 S355 2,541 70,2 7 HE 600x337 S355 2,6156 69 8 HE 600 M S355 2,6597 62,4 7 HD 400x634 S355 4,3615 67 11 HE 600 B S355 2,9589
73,8 7 HE 650 M S355 2,5248 71,8 6 HE 600x399 S355 2,577 70,2 7 HE 600x337 S355 2,6432 64,2 10 HE 550 M S355 3,1194 67,2 9 HE 550 M S355 2,9255
75 6 HE 650x343 S355 2,4609 73,8 7 HE 650 M S355 2,5637 72 7 HE 600 M S355 2,427 67 11 HE 600 B S355 2,9267 68 10 HE 600 B S355 2,7604

76,6 5 HE 650x407 S355 2,3847 74 7 HE 600 M S355 2,4112 75 8 HE 600 B S355 2,3309 67,2 9 HE 550 M S355 2,8943 69 8 HE 600 M S355 2,7284
76,8 5 HE 600x399 S355 2,2411 75,2 6 HE 600x337 S355 2,3609 77 7 HE 650 B S355 2,2879 69 8 HE 600 M S355 2,6954 69,2 8 HE 550 M S355 2,6934
80 5 HE 650x343 S355 2,1783 76,8 6 HE 650 M S355 2,3067 79 7 HE 650 A S460 2,1783 70,2 7 HE 600x337 S355 2,6799 70 9 HE 600 B S355 2,5717

81,6 5 HE 700 M S355 2,105 77 6 HE 600 M S355 2,1762 72 7 HE 600 M S355 2,4658 72 8 HE 600 B S460 2,42
81,8 5 HE 650 M S355 2,0177 84 6 HE 700 A S460 2,1006 72,2 7 HE 550 M S355 2,4353
85 5 HE 700 B S355 1,9165 75 7 HE 650 B S355 2,3144
86 5 HE 800 A S460 1,906 79 7 HE 650 A S460 2,2244

Span length = 6,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 280 M 5 S355 38,0 1,042 0,920 2,87 5,78 170 345 16,6 9,4 10,8 10,3 2,58 4,50 4,58 9,24 11,43 12,31 23,36 630 2,6 9816 <200 497 1560 *

2,5 HE 320 B 4 S355 47,0 0,773 0,954 2,87 3,99 206 345 17,2 8,1 10,8 10,7 1,45 4,50 3,95 9,81 12,23 12,31 23,36 722 2,6 10102 <200 507 1569 *

3,0 HD 260x142 7 S355 35,8 1,137 0,975 2,99 5,62 179 345 17,5 10,6 10,8 12,6 2,46 4,50 5,21 8,80 10,92 12,31 23,36 590 2,6 10168 <200 498 1561 *

3,0 HE 320 A 5 S355 43,0 0,798 0,987 2,94 3,79 242 355 17,8 9,6 10,8 13,2 1,66 4,50 4,77 9,05 11,39 12,31 23,36 629 2,6 10383 <200 505 1567 *

3,5 HE 240 M 8 S355 34,0 1,323 0,962 3,13 6,63 155 345 16,5 10,4 10,8 11,1 2,15 4,50 5,17 8,91 10,86 12,31 23,36 633 2,6 10589 <200 499 1561 *

3,5 HE 300 A 6 S355 41,0 0,856 0,989 3,04 3,92 241 355 17,8 10,1 10,8 13,7 1,46 4,50 5,02 8,87 11,10 12,31 23,36 624 2,6 10771 <200 505 1567 *

4,0 HE 240 M 8 S355 34,0 1,330 0,963 3,19 6,72 149 345 15,6 10,4 10,8 10,3 1,76 4,50 5,21 9,00 10,91 12,31 23,36 660 2,6 10972 <200 501 1563 *

4,0 HE 280 A 6 S355 42,0 0,825 0,975 3,12 3,65 265 355 17,6 9,8 10,8 14,9 1,11 4,50 4,91 8,96 11,16 12,31 23,36 660 2,6 11315 <200 512 1574 *

4,5 HD 260x114 10 S355 33,8 1,348 0,990 3,27 6,43 151 345 15,7 10,7 10,8 10,1 1,47 4,50 5,37 8,87 10,73 12,31 23,36 672 2,6 11372 <200 509 1571 *

4,5 HD 320x74.2 7 S355 40,1 0,921 0,934 3,19 4,02 242 355 16,2 10,1 10,8 12,3 1,12 4,50 5,10 8,83 10,91 12,31 23,36 667 2,6 11690 <200 519 1581 *

2,5 HE 280 M 5 S355 38,0 1,042 0,920 2,87 5,78 170 345 16,6 9,4 10,3 10,3 2,58 3,00 4,58 9,24 11,43 12,31 23,36 630 2,6 9816 <200 497 1560 *

2,5 HE 320 B 4 S355 47,0 0,773 0,954 2,87 3,99 206 345 17,2 8,1 10,3 10,7 1,45 3,00 3,95 9,81 12,23 12,31 23,36 722 2,6 10102 <200 507 1569 *

3,0 HD 260x172 6 S355 36,0 1,125 0,984 3,01 5,94 167 345 16,7 10,2 10,3 11,0 2,53 3,00 5,00 8,97 11,07 12,31 23,36 616 2,6 10175 <200 498 1561 *

3,0 HE 320 A 5 S355 43,0 0,798 0,987 2,94 3,79 242 355 17,8 9,6 10,3 13,2 1,66 3,00 4,77 9,05 11,39 12,31 23,36 629 2,6 10383 <200 505 1567 *

3,5 HE 240 M 8 S355 35,0 1,329 0,958 3,13 6,72 152 345 16,3 9,9 10,3 10,9 2,00 3,00 4,91 9,10 11,05 12,31 23,36 667 2,6 10676 <200 502 1564 *

3,5 HE 300 A 6 S355 41,0 0,856 0,989 3,04 3,92 241 355 17,8 10,1 10,3 13,7 1,46 3,00 5,02 8,87 11,10 12,31 23,36 624 2,6 10771 <200 505 1567 *

4,0 HE 240 M 9 S355 34,0 1,463 0,942 3,23 7,47 135 345 14,9 9,7 10,3 9,7 1,63 3,00 4,85 9,28 11,13 12,31 23,36 716 2,6 11098 <200 505 1567 *

4,0 HE 280 A 6 S355 42,0 0,825 0,975 3,12 3,65 265 355 17,6 9,8 10,3 14,9 1,11 3,00 4,91 8,96 11,16 12,31 23,36 660 2,6 11315 <200 512 1574 *

4,5 HE 240 M 9 S355 34,0 1,481 0,958 3,31 7,56 133 345 15,0 9,9 10,3 8,9 1,43 3,00 4,95 9,27 11,06 12,31 23,36 743 2,6 11496 <200 513 1575 *

4,5 HD 320x74.2 7 S355 40,1 0,921 0,981 3,19 4,02 242 355 16,2 10,1 10,3 12,3 1,12 3,00 5,10 8,83 10,91 12,31 23,36 667 2,6 11690 <200 519 1581 *

2,5 HD 400x314 4 S355 46,9 1,383 0,495 2,71 9,74 91 345 8,9 4,0 9,3 4,3 1,21 3,00 1,94 12,51 14,41 12,31 23,36 1308 2,6 10582 200 522 1402 *

2,5 HE 450 A 4 S355 59,0 0,998 0,551 2,69 5,86 140 345 9,9 3,7 9,3 5,7 0,62 3,00 1,81 12,77 15,01 12,31 23,36 1382 2,6 10886 200 532 1411 *

3,0 HD 320x300 6 S355 44,5 1,730 0,443 2,86 12,18 80 335 8,0 3,7 9,3 4,6 1,06 3,00 1,80 12,90 14,57 12,31 23,36 1492 2,6 11313 200 535 1414 *

3,0 HE 400 B 5 S355 55,0 1,109 0,503 2,78 7,23 123 345 9,0 3,6 9,3 5,8 0,65 3,00 1,77 12,88 14,89 12,31 23,36 1474 2,6 11448 200 539 1419 *

3,5 HD 320x245 7 S355 42,9 1,635 0,443 2,89 11,86 82 345 8,0 3,9 9,3 4,8 0,87 3,00 1,95 12,55 14,20 12,31 23,36 1422 2,6 11670 200 533 1413 *

3,5 HE 400 A 5 S355 54,0 1,034 0,530 2,82 6,05 143 345 9,5 3,9 9,3 6,5 0,51 3,00 1,93 12,36 14,38 12,31 23,36 1370 2,6 11936 200 542 1422 *

4,0 HE 300 M 8 S355 41,0 1,794 0,442 2,94 12,47 76 345 7,7 4,1 9,3 4,8 0,72 3,00 2,05 12,42 13,99 12,31 23,36 1420 2,6 12128 200 538 1418 *

4,0 HE 400 A 6 S355 51,0 1,169 0,483 2,87 6,89 131 345 8,7 3,9 9,3 5,9 0,49 3,00 1,97 12,32 14,21 12,31 23,36 1397 2,6 12385 200 546 1426 *

4,5 HE 300 M 8 S355 41,0 1,817 0,449 3,00 12,60 73 345 7,6 4,2 9,3 4,4 0,56 3,00 2,09 12,43 13,96 12,31 23,36 1468 2,6 12604 200 548 1428 *

4,5 HE 400 A 7 S355 49,0 1,316 0,443 2,93 7,79 116 345 8,0 3,9 9,3 5,3 0,44 3,00 1,95 12,38 14,14 12,31 23,36 1462 2,6 12885 200 557 1437 *

3,5 HD 400x818 5 S355 58,4 3,811 0,259 3,60 32,32 45 315 3,8 1,2 7,7 2,6 0,39 1,50 0,58 16,31 17,35 12,31 23,36 5032 2,6 19024 262 895 1775 *

3,5 HE 800 A 5 S355 87,0 1,872 0,225 3,54 18,43 72 345 3,6 0,8 7,7 2,2 0,14 1,50 0,42 19,43 20,89 12,31 23,36 6472 2,6 19679 255 916 1795 *

4,0 HD 400x818 6 S355 58,4 4,504 0,175 3,71 38,66 39 315 3,2 1,0 7,7 2,3 0,23 1,50 0,52 17,89 18,86 12,31 23,36 5978 2,6 20295 280 924 1804 *

4,0 HE 800 A 6 S355 86,0 2,158 0,199 3,63 21,83 64 345 3,1 0,8 7,7 2,0 0,11 1,50 0,38 20,75 22,10 12,31 23,36 7421 2,6 20803 350 941 1820 *

4,5 HD 400x744 7 S355 56,8 4,810 0,159 3,75 40,29 36 315 2,9 1,1 7,7 2,3 0,19 1,50 0,53 18,25 19,20 12,31 23,36 6118 2,6 21050 271 934 1814 *

4,5 HE 650 B 7 S355 80,0 2,294 0,195 3,66 22,35 61 345 3,4 0,8 7,7 2,4 0,11 1,50 0,42 19,92 21,22 12,31 23,36 6786 2,6 21324 314 943 1822 *

5,0 HD 400x677 8 S355 55,3 5,057 0,155 3,78 41,26 34 315 2,8 1,1 7,7 2,2 0,11 1,50 0,56 18,39 19,32 12,31 23,36 6166 2,6 21722 268 945 1825 *

5,0 HE 650 B 7 S355 77,0 2,314 0,190 3,69 22,06 60 345 3,2 0,9 7,7 2,3 0,09 1,50 0,45 19,53 20,81 12,31 23,36 6547 2,6 21907 269 951 1831 *

5,5 HD 400x900 8 S355 60,1 6,383 0,123 3,94 54,22 24 295 2,2 0,8 7,7 1,5 0,07 1,50 0,42 21,58 22,40 12,31 23,36 9070 2,6 24186 350 1014 1893 *

5,5 HE 600 B 8 S355 75,0 2,393 0,182 3,74 22,68 57 345 3,2 0,9 7,7 2,4 0,08 1,50 0,47 19,40 20,63 12,31 23,36 6578 2,6 22758 275 968 1848 *

3,5 HD 400x900 5 S355 60,1 4,112 0,233 3,65 33,95 41 295 3,5 1,0 6,6 2,4 0,35 1,50 0,51 17,06 18,06 12,31 23,36 5702 2,6 19433 306 908 1788 *

3,5 HE 800 A 5 S355 89,0 1,885 0,222 3,55 18,71 71 345 3,5 0,8 6,6 2,2 0,13 1,50 0,40 19,80 21,26 12,31 23,36 6791 2,6 19854 315 921 1801 *

4,0 HD 400x900 6 S355 60,1 4,865 0,160 3,75 40,61 36 295 2,9 0,9 6,6 2,1 0,21 1,50 0,46 18,77 19,70 12,31 23,36 6776 2,6 20782 324 940 1820 *

4,0 HE 800 A 6 S355 86,0 2,158 0,199 3,63 21,83 64 345 3,1 0,8 6,6 2,0 0,11 1,50 0,38 20,75 22,10 12,31 23,36 7421 2,6 20803 350 941 1820 *

4,5 HD 400x818 7 S355 58,4 5,190 0,145 3,79 44,99 33 315 2,6 0,9 6,6 2,0 0,16 1,50 0,47 19,17 20,08 12,31 23,36 6923 2,6 21566 326 950 1830 *

4,5 HE 650 B 7 S355 80,0 2,294 0,195 3,66 22,35 61 345 3,4 0,8 6,6 2,4 0,11 1,50 0,42 19,92 21,22 12,31 23,36 6786 2,6 21324 314 943 1822 *

5,0 HD 400x677 8 S355 58,3 5,083 0,156 3,79 41,93 33 315 2,8 1,0 6,6 2,2 0,11 1,50 0,52 18,95 19,89 12,31 23,36 6592 2,6 22097 302 957 1837 *

5,0 HE 700 A 7 S355 79,0 2,331 0,198 3,69 21,20 63 345 3,1 0,9 6,6 2,3 0,09 1,50 0,44 19,79 21,08 12,31 23,36 6755 2,6 22089 311 957 1836 *

5,5 HD 400x900 8 S355 60,1 6,383 0,125 3,94 54,22 24 295 2,2 0,8 6,6 1,5 0,07 1,50 0,42 21,58 22,40 12,31 23,36 9070 2,6 24186 350 1014 1893 *

5,5 HE 650 A 8 S355 79,0 2,426 0,188 3,76 22,02 59 345 3,1 0,8 6,6 2,3 0,07 1,50 0,43 20,11 21,35 12,31 23,36 7176 2,6 23218 349 983 1862 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 6,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

39 5 HE 320 B S355 0,8539 36 6 HD 260x172 S355 1,1252 35 7 HE 240 M S355 1,1955 34,8 9 HD 260x114 S355 1,2304 34 8 HE 240 M S355 1,3477
40 4 HD 320x158 S355 0,8255 38 6 HE 300 B S355 0,9372 35,8 7 HD 260x142 S355 1,1401 35 9 HE 280 B S355 1,1702 34,8 9 HD 260x114 S355 1,2495
41 4 HE 340 B S355 0,8202 39 5 HE 320 B S355 0,8651 36 6 HD 260x172 S355 1,1277 35,8 7 HD 260x142 S355 1,1493 35 9 HE 280 B S355 1,1899
45 4 HE 360 A S355 0,7861 42 5 HE 300 B S355 0,8487 37 7 HE 300 B S355 1,0456 36 8 HE 280 B S355 1,0783 35,8 7 HD 260x142 S355 1,1691
47 4 HD 320x127 S355 0,7784 43 5 HD 320x97.6 S355 0,8005 37,8 6 HD 260x142 S355 1,028 36,8 7 HD 260x114 S355 1,0322 36 9 HE 300 A S355 1,1308

38 6 HE 300 B S355 0,9424 37 8 HE 300 A S355 1,0258 36,8 7 HD 260x114 S355 1,0534
39 6 HE 320 A S355 0,8812 38 6 HE 300 B S355 0,9544 37 8 HE 300 A S355 1,0477
41 6 HE 300 A S460 0,8677 39 6 HE 320 A S355 0,8943 38 7 HE 320 A S355 1,0073

41 6 HE 300 A S355 0,8712 39 7 HE 300 A S355 0,972
42 6 HE 280 A S460 0,8347

40 4 HD 320x158 S355 0,8255 38 5 HE 280 M S355 1,0517 36 6 HD 260x172 S355 1,1277 34,8 8 HD 260x142 S355 1,2666 34,8 8 HD 260x142 S355 1,2855
41 4 HE 340 B S355 0,8202 39 6 HE 320 B S355 0,9809 37 7 HE 300 B S355 1,0456 35,8 7 HD 260x142 S355 1,1493 36 9 HE 280 B S355 1,1977
45 4 HE 360 A S355 0,7861 40 5 HE 320 B S355 0,8703 37,8 6 HD 260x142 S355 1,028 36 6 HD 260x172 S355 1,1368 36,8 8 HD 260x114 S355 1,1593
47 4 HD 320x127 S355 0,7784 42 5 HE 300 B S355 0,8487 38 7 HE 320 A S355 0,9728 37 7 HE 300 B S355 1,0565 37 7 HE 300 B S355 1,0778

43 5 HD 320x97.6 S355 0,8005 40 6 HE 280 B S355 0,8946 37,8 6 HD 260x142 S355 1,0391 38 7 HE 320 A S355 1,0073
41 6 HE 300 A S460 0,8677 38 6 HE 300 B S355 0,9544 39 7 HE 300 A S355 0,972

39 7 HE 300 A S355 0,9485
40 6 HE 280 B S355 0,9084

40,1 7 HD 320x74.2 S355 0,8963
41 6 HE 300 A S355 0,8712
42 6 HE 280 A S460 0,8347

47,5 5 HE 360 M S355 1,3488 44,7 6 HE 340 M S355 1,5524 42,9 7 HE 320 M S355 1,6354 42,9 7 HE 320 M S355 1,6496 41,3 9 HD 320x198 S355 1,7943
49,3 4 HD 400x287 S355 1,2532 45,5 5 HD 320x300 S355 1,4968 44 7 HE 300 M S355 1,6133 43,9 6 HE 320 M S355 1,4665 42,9 7 HD 320x245 S355 1,6742
50,2 4 HE 400 M S355 1,1668 45,7 5 HD 400x262 S355 1,4167 44,5 5 HD 320x300 S355 1,5004 46 6 HE 300 M S355 1,4566 43,8 7 HD 400x187 S355 1,5822
51,5 4 HE 360 M S355 1,1571 46,5 5 HE 360 M S355 1,3604 45,7 5 HD 400x262 S355 1,4274 46,8 6 HD 360x179 S355 1,3671 44,8 7 HD 360x179 S355 1,5491
52,5 4 HD 400x216 S355 1,1004 47,7 5 HE 340 M S355 1,3601 46 5 HD 400x237 S355 1,3557 48 7 HD 320x158 S355 1,3233 46,3 7 HD 320x198 S355 1,5096
55 4 HE 450 B S355 1,056 48 5 HD 400x237 S355 1,3549 47,5 5 HD 400x216 S355 1,3021 48,4 6 HD 360x162 S355 1,3139 46,4 7 HD 360x162 S355 1,4864
56 4 HE 500 A S355 1,0266 49 5 HE 300 M S355 1,2585 49,2 5 HD 360x196 S355 1,2469 49 7 HE 400 A S355 1,2846 47 7 HE 400 B S355 1,4249
59 4 HE 450 A S460 1,0104 50 6 HE 400 B S355 1,231 50 6 HE 400 B S355 1,2465 50 6 HE 400 B S355 1,2682 48 7 HD 320x158 S355 1,3535

51,8 5 HD 360x179 S355 1,1933 51 6 HE 360 B S355 1,2014 50,6 6 HD 360x134 S355 1,2239 49 7 HE 400 A S460 1,3353
54 6 HE 400 A S355 1,1446 51,4 5 HD 360x162 S355 1,1542 51 6 HE 400 A S460 1,185
55 5 HE 400 B S460 1,1256 52 5 HE 400 B S355 1,1105

54 5 HE 400 A S460 1,0478

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

71,8 7 HE 600x399 S355 2,8519 61,8 6 HD 400x744 S355 4,2132 63,3 7 HD 400x677 S355 4,5285 57,4 8 HD 400x634 S355 4,8309 60,5 9 HD 400x551 S355 4,8896
74,8 6 HE 600x399 S355 2,5422 70,2 8 HE 600x337 S355 2,8842 69 9 HE 600 M S355 2,8932 61,5 8 HD 400x592 S355 4,6281 64,2 11 HE 550 M S355 3,3728
76,8 7 HE 650 M S355 2,5249 72,8 6 HE 600x399 S355 2,5668 71,2 7 HE 600x337 S355 2,6324 67,2 10 HE 550 M S355 3,1212 67 12 HE 600 B S355 3,1394
77,6 5 HE 650x407 S355 2,3757 74,8 7 HE 650 M S355 2,5524 73,8 7 HE 650 M S355 2,5767 69 9 HE 600 M S355 2,9291 68 11 HE 600 B S355 2,9435
78,6 6 HE 700 M S355 2,3636 75 6 HE 650x343 S355 2,4836 77 7 HE 700 B S355 2,4299 70 8 HE 600 M S355 2,684 69 8 HE 600 M S355 2,7082
79,8 5 HE 600x399 S355 2,2447 77 7 HE 600 M S355 2,4143 79 8 HE 650 A S355 2,3378 70,2 7 HE 600x337 S355 2,6611 72,2 8 HE 550 M S355 2,702
83 5 HE 650x343 S355 2,1823 78 7 HE 700 B S355 2,4022 80 7 HE 650 B S460 2,3284 73,8 7 HE 650 M S355 2,6169 73 8 HE 650 B S355 2,544

83,6 5 HE 700 M S355 2,1011 78,2 6 HE 600x337 S355 2,3654 74 7 HE 600 M S355 2,4652 75 8 HE 600 B S460 2,4296
87 5 HE 800 A S460 1,8968 78,8 6 HE 650 M S355 2,3046 77 7 HE 650 B S460 2,3487

82 6 HE 700 B S355 2,1797

66,4 5 HD 400x818 S355 3,8597 61,4 6 HD 400x818 S355 4,5252 59,8 7 HD 400x744 S355 4,8336 62,4 8 HD 400x634 S355 4,8743 60,5 9 HD 400x551 S355 4,8896
71,8 7 HE 600x399 S355 2,8519 70,2 8 HE 600x337 S355 2,8842 70 9 HE 600 M S355 2,901 69 9 HE 600 M S355 2,9291 64,2 11 HE 550 M S355 3,3728
75 7 HE 650x343 S355 2,7549 73,8 8 HE 650 M S355 2,8211 72,2 9 HE 550 M S355 2,8769 71,2 7 HE 600x337 S355 2,6698 67 12 HE 600 B S355 3,1394

76,6 6 HE 650x407 S355 2,7264 74,8 6 HE 600x399 S355 2,5807 73,2 7 HE 600x337 S355 2,648 73,8 7 HE 650 M S355 2,6169 69 9 HE 600 M S355 2,9617
76,8 6 HE 600x399 S355 2,5543 76 6 HE 650x343 S355 2,4906 73,8 7 HE 650 M S355 2,5767 75 8 HE 650 B S355 2,5242 69,2 9 HE 550 M S355 2,9224
78 6 HE 650x343 S355 2,4625 78,2 6 HE 600x337 S355 2,3654 77 7 HE 700 B S355 2,4299 77 7 HE 700 B S355 2,4735 70 8 HE 600 M S355 2,7177

79,6 6 HE 700 M S355 2,3696 81,8 6 HE 650 M S355 2,3254 80 7 HE 650 B S460 2,3284 79 7 HE 700 A S460 2,3621 72,2 8 HE 550 M S355 2,702
80,8 5 HE 700x352 S355 2,26 84 7 HE 700 A S355 2,2831 75 8 HE 650 B S355 2,5631
83 5 HE 650x343 S355 2,1823 85 6 HE 700 B S355 2,2006 79 8 HE 650 A S460 2,459
85 6 HE 700 B S355 2,1513 86 6 HE 800 A S460 2,1876
86 6 HE 800 A S355 2,108
87 5 HE 800 B S355 1,9871
89 5 HE 800 A S460 1,909

Span length = 6,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 320x158 5 S355 40,0 0,958 0,939 3,05 5,37 191 345 16,9 10,2 11,3 11,5 2,33 4,50 4,83 8,77 10,91 11,85 22,71 660 2,6 9861 <200 518 1537 *

2,5 HE 360 A 4 S355 47,0 0,789 0,999 3,03 3,75 239 345 18,0 9,6 11,3 12,0 1,53 4,50 4,52 8,96 11,32 11,85 22,71 693 2,6 10072 <200 525 1543 *

3,0 HD 260x172 7 S355 36,0 1,262 0,943 3,24 6,83 162 345 16,5 10,6 11,3 12,1 2,52 4,50 5,03 8,67 10,59 11,85 22,71 685 2,6 10315 <200 522 1541 *

3,0 HE 320 A 5 S355 46,0 0,809 0,973 3,18 4,02 245 355 17,5 9,5 11,3 14,5 1,43 4,50 4,50 8,99 11,19 11,85 22,71 744 2,6 10608 <200 532 1550 *

3,5 HD 260x172 7 S355 36,0 1,265 0,932 3,34 6,93 157 345 15,8 10,5 11,3 11,0 2,04 4,50 5,01 8,74 10,60 11,85 22,71 719 2,6 10722 <200 522 1541 *

3,5 HE 300 A 6 S355 44,0 0,870 0,960 3,28 4,18 240 355 17,3 9,7 11,3 15,0 1,25 4,50 4,66 8,85 10,95 11,85 22,71 746 2,6 11033 <200 533 1551 *

4,0 HE 240 M 9 S355 34,0 1,456 0,985 3,43 7,47 145 345 15,5 11,1 11,3 11,1 1,78 4,50 5,32 8,62 10,39 11,85 22,71 716 2,6 11099 <200 525 1543 *

4,0 HD 320x74.2 6 S460 45,1 0,854 0,917 3,35 4,78 269 460 16,5 9,4 11,3 15,0 0,97 4,50 4,52 8,95 11,01 11,85 22,71 790 2,6 11632 <200 542 1561 *

4,5 HE 240 M 9 S355 34,0 1,473 0,999 3,52 7,56 141 345 15,5 11,2 11,3 10,3 1,56 4,50 5,42 8,60 10,31 11,85 22,71 743 2,6 11496 <200 533 1551 *

4,5 HE 280 A 7 S355 42,0 0,928 0,929 3,45 4,22 246 355 16,7 10,2 11,3 15,4 1,00 4,50 4,96 8,60 10,55 11,85 22,71 755 2,6 11897 <200 546 1564 *

2,5 HD 320x158 5 S355 40,0 0,958 0,955 3,05 5,37 191 345 16,9 10,2 10,7 11,5 2,33 3,00 4,83 8,77 10,91 11,85 22,71 660 2,6 9861 <200 518 1537 *

2,5 HE 360 A 4 S355 47,0 0,789 0,999 3,03 3,75 239 345 18,0 9,6 10,7 12,0 1,53 3,00 4,52 8,96 11,32 11,85 22,71 693 2,6 10072 <200 525 1543 *

3,0 HD 260x172 7 S355 36,0 1,262 0,990 3,24 6,83 162 345 16,5 10,6 10,7 12,1 2,52 3,00 5,03 8,67 10,59 11,85 22,71 685 2,6 10315 <200 522 1541 *

3,0 HE 320 A 5 S355 46,0 0,809 0,973 3,18 4,02 245 355 17,5 9,5 10,7 14,5 1,43 3,00 4,50 8,99 11,19 11,85 22,71 744 2,6 10608 <200 532 1550 *

3,5 HD 260x172 7 S355 36,0 1,265 0,979 3,34 6,93 157 345 15,8 10,5 10,7 11,0 2,04 3,00 5,01 8,74 10,60 11,85 22,71 719 2,6 10722 <200 522 1541 *

3,5 HE 300 A 6 S355 44,0 0,870 0,960 3,28 4,18 240 355 17,3 9,7 10,7 15,0 1,25 3,00 4,66 8,85 10,95 11,85 22,71 746 2,6 11033 <200 533 1551 *

4,0 HE 240 M 9 S355 35,0 1,463 0,979 3,43 7,57 143 345 15,3 10,5 10,7 10,9 1,66 3,00 5,04 8,80 10,57 11,85 22,71 754 2,6 11199 <200 528 1546 *

4,0 HD 320x74.2 6 S355 45,1 0,844 0,917 3,35 3,92 269 355 16,5 9,4 10,7 15,0 0,97 3,00 4,52 8,95 11,01 11,85 22,71 790 2,6 11632 <200 542 1561 *

4,5 HE 240 M 10 S355 34,0 1,606 0,982 3,53 8,31 130 345 14,6 10,5 10,7 9,7 1,45 3,00 5,07 8,86 10,52 11,85 22,71 799 2,6 11622 <200 537 1555 *

4,5 HE 280 A 7 S355 42,0 0,928 0,957 3,45 4,22 246 355 16,7 10,2 10,7 15,4 1,00 3,00 4,96 8,60 10,55 11,85 22,71 755 2,6 11897 <200 546 1564 *

2,5 HD 400x347 4 S355 47,7 1,450 0,488 2,91 10,55 88 335 8,8 4,2 9,6 4,4 1,24 3,00 1,95 12,12 13,88 11,85 22,71 1449 2,6 10716 200 546 1390 *

2,5 HE 450 A 4 S355 59,0 0,990 0,583 2,87 5,86 149 345 10,5 4,2 9,6 6,6 0,66 3,00 2,00 11,85 14,00 11,85 22,71 1382 2,6 10886 200 552 1396 *

3,0 HD 320x300 6 S355 44,5 1,720 0,467 3,05 12,18 86 335 8,4 4,2 9,6 5,3 1,13 3,00 1,99 11,99 13,59 11,85 22,71 1492 2,6 11313 200 555 1399 *

3,0 HE 400 B 5 S355 55,0 1,102 0,535 2,96 7,23 131 345 9,6 4,1 9,6 6,8 0,68 3,00 1,96 11,96 13,89 11,85 22,71 1474 2,6 11448 200 560 1403 *

3,5 HD 320x300 6 S355 44,5 1,729 0,440 3,10 12,34 83 335 7,9 4,1 9,6 4,9 0,85 3,00 1,97 12,12 13,69 11,85 22,71 1556 2,6 11807 200 558 1402 *

3,5 HE 400 B 5 S355 55,0 1,122 0,507 3,04 7,39 125 345 9,1 3,9 9,6 6,2 0,51 3,00 1,85 12,21 14,07 11,85 22,71 1583 2,6 12103 200 568 1412 *

4,0 HD 320x245 8 S355 42,9 1,831 0,424 3,15 13,56 77 345 7,3 4,1 9,6 4,8 0,68 3,00 1,96 12,21 13,68 11,85 22,71 1625 2,6 12352 200 566 1410 *

4,0 HE 400 A 6 S355 54,0 1,182 0,478 3,09 7,20 133 345 8,6 3,9 9,6 6,6 0,44 3,00 1,88 12,10 13,89 11,85 22,71 1604 2,6 12685 200 577 1421 *

4,5 HE 300 M 9 S355 41,0 1,993 0,454 3,21 14,03 72 345 7,5 4,4 9,6 4,8 0,61 3,00 2,11 11,92 13,33 11,85 22,71 1597 2,6 12797 200 576 1419 *

4,5 HE 400 A 7 S355 51,0 1,323 0,449 3,14 8,00 121 345 8,1 4,0 9,6 6,1 0,41 3,00 1,95 11,92 13,59 11,85 22,71 1603 2,6 13110 200 586 1430 *

3,5 HD 400x592 6 S355 53,5 3,470 0,331 3,77 27,32 58 325 4,8 1,7 8,0 4,0 0,50 1,50 0,82 13,89 14,97 11,85 22,71 3879 2,6 18370 262 908 1751 *

3,5 HE 800 A 5 S355 94,0 1,901 0,228 3,83 19,48 73 345 3,6 0,8 8,0 2,4 0,12 1,50 0,39 19,44 20,85 11,85 22,71 7666 2,6 20291 350 971 1815 *

4,0 HD 400x677 6 S355 55,3 3,861 0,224 3,87 31,06 50 315 4,0 1,5 8,0 3,3 0,34 1,50 0,71 15,16 16,19 11,85 22,71 4679 2,6 19450 264 932 1775 *

4,0 HE 800 A 6 S355 86,0 2,142 0,213 3,88 21,83 68 345 3,3 0,9 8,0 2,3 0,12 1,50 0,42 19,33 20,63 11,85 22,71 7421 2,6 20803 327 977 1820 *

4,5 HD 400x634 7 S355 54,4 4,220 0,198 3,93 34,63 45 325 3,6 1,4 8,0 3,1 0,25 1,50 0,70 15,72 16,70 11,85 22,71 5019 2,6 20288 262 945 1788 *

4,5 HE 700 A 7 S355 84,0 2,305 0,214 3,93 21,86 68 345 3,5 0,9 8,0 2,6 0,10 1,50 0,43 19,17 20,44 11,85 22,71 7362 2,6 21701 316 991 1835 *

5,0 HD 400x592 8 S355 53,5 4,531 0,183 3,97 36,62 41 325 3,2 1,5 8,0 3,0 0,15 1,50 0,71 16,05 17,00 11,85 22,71 5257 2,6 21059 275 959 1803 *

5,0 HE 700 A 7 S355 84,0 2,355 0,204 3,99 22,16 65 345 3,2 0,9 8,0 2,5 0,08 1,50 0,41 19,46 20,70 11,85 22,71 7752 2,6 22714 350 1014 1858 *

5,5 HD 400x509 9 S355 51,6 4,507 0,204 3,99 35,82 40 335 3,5 1,6 8,0 3,0 0,17 1,50 0,79 15,67 16,62 11,85 22,71 4931 2,6 21467 254 963 1806 *

5,5 HE 650 A 8 S355 79,0 2,408 0,203 4,02 22,02 64 345 3,3 1,0 8,0 2,6 0,08 1,50 0,47 18,67 19,86 11,85 22,71 7176 2,6 23218 293 1021 1864 *

3,5 HD 400x634 6 S355 54,4 3,654 0,311 3,80 29,48 55 325 4,5 1,6 6,9 3,8 0,47 1,50 0,76 14,31 15,36 11,85 22,71 4208 2,6 18611 300 916 1759 *

3,5 HE 800 A 5 S355 94,0 1,901 0,228 3,83 19,48 73 345 3,6 0,8 6,9 2,4 0,12 1,50 0,39 19,44 20,85 11,85 22,71 7666 2,6 20291 350 971 1815 *

4,0 HD 400x744 6 S355 56,8 4,156 0,206 3,91 34,59 46 315 3,7 1,3 6,9 3,0 0,30 1,50 0,64 15,88 16,87 11,85 22,71 5273 2,6 19851 302 945 1789 *

4,0 HE 800 A 6 S355 86,0 2,142 0,213 3,88 21,83 68 345 3,3 0,9 6,9 2,3 0,12 1,50 0,42 19,33 20,63 11,85 22,71 7421 2,6 20803 327 977 1820 *

4,5 HD 400x677 7 S355 55,3 4,441 0,195 3,96 36,17 42 315 3,4 1,3 6,9 2,9 0,23 1,50 0,65 16,22 17,18 11,85 22,71 5428 2,6 20586 301 955 1798 *

4,5 HE 700 A 7 S355 84,0 2,305 0,214 3,93 21,86 68 345 3,5 0,9 6,9 2,6 0,10 1,50 0,43 19,17 20,44 11,85 22,71 7362 2,6 21701 316 991 1835 *

5,0 HD 400x634 8 S355 54,4 4,777 0,199 4,00 39,50 39 325 3,1 1,4 6,9 2,7 0,14 1,50 0,66 16,58 17,50 11,85 22,71 5700 2,6 21383 303 970 1814 *

5,0 HE 700 A 7 S355 84,0 2,355 0,204 3,99 22,16 65 345 3,2 0,9 6,9 2,5 0,08 1,50 0,41 19,46 20,70 11,85 22,71 7752 2,6 22714 350 1014 1858 *

5,5 HD 400x551 9 S355 53,5 4,792 0,213 4,03 38,09 37 325 3,3 1,5 6,9 2,7 0,15 1,50 0,71 16,40 17,33 11,85 22,71 5513 2,6 21963 301 979 1823 *

5,5 HE 650 B 8 S355 77,0 2,564 0,179 4,02 25,10 56 345 3,1 0,9 6,9 2,3 0,08 1,50 0,46 18,91 20,06 11,85 22,71 7356 2,6 23096 315 1017 1860 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 6,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

41 5 HE 340 B S355 0,9478 37 6 HD 260x172 S355 1,1249 37 6 HD 260x172 S355 1,1283 34,8 9 HD 260x142 S355 1,3836 34,8 9 HD 260x142 S355 1,4022
41,3 4 HD 320x198 S355 0,9237 38 5 HE 280 M S355 1,0467 38 7 HE 300 B S355 1,0462 35 8 HE 240 M S355 1,33 35,8 8 HD 260x142 S355 1,2867
42 5 HE 360 A S355 0,8876 39 6 HE 320 B S355 0,9759 39 7 HE 320 A S355 0,9737 35,8 8 HD 260x142 S355 1,2669 36,8 9 HD 260x114 S355 1,2583

42,6 4 HD 360x134 S355 0,844 40 5 HD 320x158 S355 0,9695 40 6 HE 300 B S355 0,9496 36,8 9 HD 260x114 S355 1,2376 37 8 HE 300 B S355 1,1808
43 4 HD 320x158 S355 0,8346 41 5 HE 340 B S355 0,9606 41 6 HE 320 A S355 0,8887 37 6 HD 260x172 S355 1,1382 37,8 7 HD 260x142 S355 1,1788
46 4 HE 400 A S355 0,8203 42 5 HE 320 B S355 0,8763 44 6 HE 300 A S460 0,8813 38 7 HE 300 B S355 1,0579 38 7 HE 300 B S355 1,08
47 4 HE 360 A S460 0,7991 45 5 HE 300 B S355 0,86 38,8 7 HD 260x114 S355 1,0406 38,8 7 HD 260x114 S355 1,0634

46 5 HD 320x97.6 S355 0,812 39 7 HE 320 A S355 0,9865 39 7 HE 320 A S355 1,0098
40 6 HE 300 B S355 0,9633 40,1 8 HD 320x74.2 S355 0,9979
41 6 HE 300 A S355 0,8667 41 7 HE 260 B S355 0,9812

42 7 HE 280 A S460 0,9394

41 5 HE 340 B S355 0,9478 38 5 HE 280 M S355 1,0467 37,8 7 HD 260x142 S355 1,1464 35,8 9 HD 260x142 S355 1,3905 34,8 10 HD 260x142 S355 1,5257
41,3 4 HD 320x198 S355 0,9237 40 5 HD 320x158 S355 0,9695 39 6 HE 320 B S355 0,9819 36 7 HD 260x172 S355 1,2735 35 9 HE 240 M S355 1,481
42,6 4 HD 360x134 S355 0,844 41 5 HE 340 B S355 0,9606 42 6 HE 300 B S355 0,9618 37 8 HE 300 B S355 1,1594 35,8 9 HD 260x142 S355 1,41
43 4 HD 320x158 S355 0,8346 42 5 HE 320 B S355 0,8763 43 6 HE 320 A S355 0,9008 37,8 7 HD 260x142 S355 1,1572 36 7 HD 260x172 S355 1,293
46 4 HE 400 A S355 0,8203 45 5 HE 300 B S355 0,86 44 6 HE 300 A S460 0,8813 38,8 8 HD 260x114 S355 1,146 37 8 HE 300 B S355 1,1808
47 4 HE 360 A S460 0,7991 46 5 HD 320x97.6 S355 0,812 39 6 HE 320 B S355 0,9945 37,8 7 HD 260x142 S355 1,1788

40 6 HE 300 B S355 0,9633 38 7 HE 300 B S355 1,08
41 6 HE 320 A S355 0,9035 40 7 HE 280 B S355 1,0258
42 7 HE 280 A S355 0,9016 41 7 HE 260 B S355 0,9812
44 6 HE 300 A S355 0,8874 42 7 HE 280 A S460 0,9394

45,1 6 HD 320x74.2 S460 0,8539

49,5 5 HE 360 M S355 1,3495 46,3 5 HD 400x287 S355 1,483 45,7 6 HE 340 M S355 1,5585 42,9 8 HE 320 M S355 1,8311 42,9 8 HE 320 M S355 1,8558
51,2 4 HE 400 M S355 1,1644 47,9 6 HE 320 M S355 1,4568 46,3 5 HD 400x287 S355 1,494 43,9 7 HE 320 M S355 1,6489 43,9 7 HE 320 M S355 1,6743
54,5 4 HE 360 M S355 1,1634 48,7 5 HD 400x262 S355 1,4241 46,7 5 HD 400x262 S355 1,4253 45,2 7 HD 360x196 S355 1,5882 45,2 7 HD 360x196 S355 1,6156
56 5 HE 450 A S355 1,1346 49,5 5 HE 360 M S355 1,368 49,2 6 HD 360x196 S355 1,4174 45,7 6 HE 340 M S355 1,5751 46,8 7 HD 360x179 S355 1,5547
57 4 HE 500 A S355 1,0227 49,7 5 HE 340 M S355 1,3625 49,5 5 HD 400x216 S355 1,3064 45,9 6 HE 320 M S355 1,4737 48 7 HE 400 B S355 1,4232
59 4 HE 450 A S460 1,0023 50 5 HD 400x237 S355 1,3573 51,4 6 HD 360x162 S355 1,3034 48 7 HE 400 B S355 1,3929 50,6 7 HD 360x134 S355 1,387

50,9 5 HE 320 M S355 1,2831 51,8 5 HD 400x187 S355 1,2319 48,8 6 HD 360x179 S355 1,3723 51 7 HE 400 A S460 1,3417
52 6 HE 400 B S355 1,2332 54 6 HE 400 A S355 1,156 49,3 6 HD 320x198 S355 1,3342
55 5 HE 400 B S460 1,1185 55 5 HE 400 B S460 1,1384 51 6 HE 450 A S355 1,3312

51,4 6 HD 360x162 S355 1,3262
52 6 HE 400 B S355 1,2737
54 6 HE 400 A S460 1,1978

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

55,3 5 HD 400x677 S355 3,2748 71,8 7 HE 600x399 S355 2,8695 61,5 7 HD 400x592 S355 4,0675 54,4 7 HD 400x634 S355 4,2398 58,5 9 HD 400x463 S355 4,1732
71,8 7 HE 600x399 S355 2,8338 75 7 HE 650x343 S355 2,7764 70,2 9 HE 600x337 S355 3,1772 61,5 7 HD 400x592 S355 4,0937 64,2 11 HE 550 M S355 3,3482
75 7 HE 650x343 S355 2,7372 76,6 6 HE 650x407 S355 2,75 71,8 7 HE 600x399 S355 2,8977 69 10 HE 600 M S355 3,1599 67 12 HE 600 B S355 3,1145

76,6 6 HE 650x407 S355 2,7101 76,8 6 HE 600x399 S355 2,5786 73,8 8 HE 650 M S355 2,8334 69,2 10 HE 550 M S355 3,1159 69 9 HE 600 M S355 2,941
78,6 7 HE 700 M S355 2,6364 78,8 7 HE 650 M S355 2,5632 75 7 HE 650x343 S355 2,8081 70 9 HE 600 M S355 2,9171 69,2 9 HE 550 M S355 2,9017
79,8 6 HE 600x399 S355 2,5566 80 6 HE 650x343 S355 2,5027 75,2 7 HE 600x337 S355 2,6462 72,2 9 HE 550 M S355 2,8949 72 8 HE 600 M S355 2,718
81,4 5 HE 700x418 S355 2,4821 81,6 6 HE 700 M S355 2,4097 76,8 7 HE 650 M S355 2,5831 73,8 8 HE 650 M S355 2,873 72,2 8 HE 550 M S355 2,6833
81,6 5 HE 650x407 S355 2,386 86 6 HE 800 A S460 2,1709 80 7 HE 700 B S355 2,4341 74 8 HE 600 M S355 2,6999 75 8 HE 650 B S355 2,5451
83,6 6 HE 700 M S355 2,3764 84 7 HE 700 A S460 2,3364 75,2 7 HE 600x337 S355 2,687 79 8 HE 650 A S460 2,4414
84,8 5 HE 700x352 S355 2,2687 76,8 7 HE 650 M S355 2,6257
87 6 HE 800 B S355 2,2352 77 7 HE 600 M S355 2,4745
88 5 HE 800 B S355 1,9786 84 7 HE 700 A S460 2,3864
94 5 HE 800 A S460 1,925

56,8 5 HD 400x744 S355 3,5203 71,8 8 HE 600x399 S355 3,1951 62,4 7 HD 400x634 S355 4,2824 56,5 8 HD 400x592 S355 4,5569 59,6 9 HD 400x509 S355 4,5833
71,8 7 HE 600x399 S355 2,8338 72,8 7 HE 600x399 S355 2,8764 70,2 9 HE 600x337 S355 3,1772 60,5 8 HD 400x551 S355 4,3595 65,2 11 HE 550 M S355 3,3577
76,6 6 HE 650x407 S355 2,7101 75 7 HE 650x343 S355 2,7764 71,8 7 HE 600x399 S355 2,8977 62,4 7 HD 400x634 S355 4,309 67,4 11 HE 500 M S355 3,3209
79,6 7 HE 700 M S355 2,6425 76,6 6 HE 650x407 S355 2,75 73,8 8 HE 650 M S355 2,8334 69 10 HE 600 M S355 3,1599 69 10 HE 600 M S355 3,1925
79,8 6 HE 600x399 S355 2,5566 78,2 7 HE 600x337 S355 2,6352 75 7 HE 650x343 S355 2,8081 71,2 8 HE 600x337 S355 2,9371 69,2 10 HE 550 M S355 3,1487
81,4 5 HE 700x418 S355 2,4821 79,8 6 HE 600x399 S355 2,5993 77 8 HE 600 M S355 2,6835 71,8 7 HE 600x399 S355 2,9348 70 9 HE 600 M S355 2,9505
83 6 HE 650x343 S355 2,4774 80 6 HE 650x343 S355 2,5027 78 8 HE 700 B S355 2,6665 72 9 HE 600 M S355 2,9344 72,2 9 HE 550 M S355 2,9303

83,6 6 HE 700 M S355 2,3764 81,6 6 HE 700 M S355 2,4097 78,8 7 HE 650 M S355 2,5986 73,8 8 HE 650 M S355 2,873 73,8 8 HE 650 M S355 2,91
84,8 5 HE 700x352 S355 2,2687 86 6 HE 800 A S460 2,1709 80 8 HE 650 B S355 2,5038 75 7 HE 650x343 S355 2,8486 74 8 HE 600 M S355 2,737
87 6 HE 800 B S355 2,2352 82 7 HE 700 B S355 2,4496 75,2 7 HE 600x337 S355 2,687 77 8 HE 650 B S460 2,6031

88,4 5 HE 800 M S355 2,1708 84 7 HE 700 A S460 2,3364 76,8 7 HE 650 M S355 2,6257
89 6 HE 800 A S355 2,1096 79 9 HE 650 A S355 2,5688
90 5 HE 800 B S355 1,9907 80 7 HE 700 B S355 2,4802
94 5 HE 800 A S460 1,925 84 7 HE 700 A S460 2,3864

Span length = 6,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 300 M 4 S355 41,0 1,011 0,901 3,26 6,36 163 345 16,2 10,3 11,7 9,6 2,60 4,50 4,66 8,68 10,67 11,43 22,11 757 2,6 9974 <200 541 1554 *

2,5 HE 360 A 4 S355 50,0 0,797 0,993 3,26 3,94 243 345 17,9 9,5 11,7 13,4 1,37 4,50 4,35 8,85 11,08 11,43 22,11 806 2,6 10259 <200 551 1564 *

3,0 HD 260x172 7 S355 37,0 1,261 0,989 3,44 6,91 169 345 17,2 11,5 11,7 13,6 2,52 4,50 5,28 8,23 10,06 11,43 22,11 717 2,6 10390 <200 544 1557 *

3,0 HE 320 B 5 S355 44,0 0,883 0,973 3,38 4,72 221 345 17,5 10,7 11,7 13,9 1,73 4,50 4,89 8,44 10,48 11,43 22,11 757 2,6 10538 <200 549 1562 *

3,5 HD 260x172 8 S355 36,0 1,400 0,942 3,56 7,81 154 345 15,6 11,0 11,7 12,0 2,12 4,50 5,05 8,42 10,14 11,43 22,11 785 2,6 10861 <200 547 1560 *

3,5 HE 320 A 6 S355 43,0 0,896 0,970 3,47 4,53 239 355 17,5 11,2 11,7 15,1 1,42 4,50 5,15 8,24 10,22 11,43 22,11 743 2,6 10977 <200 551 1564 *

4,0 HD 260x142 9 S355 35,8 1,384 0,992 3,62 7,26 158 345 15,7 11,6 11,7 12,4 1,69 4,50 5,36 8,27 9,98 11,43 22,11 769 2,6 11220 <200 548 1561 *

4,0 HE 300 A 6 S355 44,0 0,883 0,960 3,55 4,31 251 355 17,3 10,6 11,7 16,1 1,11 4,50 4,93 8,39 10,32 11,43 22,11 800 2,6 11563 <200 560 1573 *

4,5 HE 240 M 11 S355 34,0 1,730 0,961 3,76 9,05 129 345 14,3 11,2 11,7 10,7 1,45 4,50 5,20 8,45 10,00 11,43 22,11 851 2,6 11749 <200 561 1574 *

4,5 HE 280 A 7 S355 42,0 0,923 0,998 3,65 4,22 262 355 17,9 11,6 11,7 17,7 1,06 4,50 5,42 7,99 9,86 11,43 22,11 755 2,6 11897 <200 566 1579 *

2,5 HE 300 M 4 S355 41,0 1,011 0,927 3,26 6,36 163 345 16,2 10,3 11,1 9,6 2,60 3,00 4,66 8,68 10,67 11,43 22,11 757 2,6 9974 <200 541 1554 *

2,5 HE 360 A 4 S355 50,0 0,797 0,993 3,26 3,94 243 345 17,9 9,5 11,1 13,4 1,37 3,00 4,35 8,85 11,08 11,43 22,11 806 2,6 10259 <200 551 1564 *

3,0 HE 280 M 6 S355 38,0 1,196 0,985 3,45 6,93 166 345 16,2 10,9 11,1 11,9 2,42 3,00 5,01 8,44 10,27 11,43 22,11 756 2,6 10399 <200 545 1558 *

3,0 HE 320 B 5 S355 44,0 0,883 0,973 3,38 4,72 221 345 17,5 10,7 11,1 13,9 1,73 3,00 4,89 8,44 10,48 11,43 22,11 757 2,6 10538 <200 549 1562 *

3,5 HD 260x172 8 S355 36,0 1,400 0,989 3,56 7,81 154 345 15,6 11,0 11,1 12,0 2,12 3,00 5,05 8,42 10,14 11,43 22,11 785 2,6 10861 <200 547 1560 *

3,5 HE 320 A 6 S355 46,0 0,915 0,903 3,51 4,79 226 355 16,2 9,5 11,1 14,4 1,16 3,00 4,38 8,82 10,77 11,43 22,11 878 2,6 11240 <200 560 1573 *

4,0 HD 260x172 8 S355 36,0 1,409 0,981 3,63 7,92 147 345 14,7 10,9 11,1 10,9 1,69 3,00 5,05 8,52 10,19 11,43 22,11 822 2,6 11268 <200 550 1563 *

4,0 HE 300 A 6 S355 44,0 0,883 0,960 3,55 4,31 251 355 17,3 10,6 11,1 16,1 1,11 3,00 4,93 8,39 10,32 11,43 22,11 800 2,6 11563 <200 560 1573 *

4,5 HE 240 M 11 S355 35,0 1,737 0,954 3,76 9,16 127 345 14,1 10,6 11,1 10,5 1,35 3,00 4,92 8,63 10,18 11,43 22,11 895 2,6 11862 <200 565 1578 *

4,5 HD 320x74.2 7 S355 45,1 0,950 0,873 3,65 4,53 249 355 15,7 9,7 11,1 15,3 0,87 3,00 4,50 8,65 10,49 11,43 22,11 904 2,6 12253 <200 578 1591 *

2,5 HD 400x382 4 S355 48,6 1,534 0,478 3,12 11,70 85 335 8,6 4,3 10,0 4,6 1,26 3,00 1,95 11,77 13,40 11,43 22,11 1606 2,6 10860 200 572 1411 *

2,5 HE 500 A 4 S355 59,0 1,024 0,549 3,06 6,71 142 345 9,9 4,5 10,0 6,1 0,70 3,00 2,04 11,44 13,43 11,43 22,11 1499 2,6 10921 200 574 1413 *

3,0 HD 400x314 5 S355 46,9 1,647 0,462 3,21 12,14 90 345 8,3 4,4 10,0 5,3 1,06 3,00 2,01 11,60 13,16 11,43 22,11 1617 2,6 11370 200 578 1417 *

3,0 HE 450 A 5 S355 59,0 1,167 0,519 3,17 7,28 141 345 9,3 4,1 10,0 7,0 0,58 3,00 1,88 11,78 13,63 11,43 22,11 1694 2,6 11706 200 589 1429 *

3,5 HD 320x300 7 S355 44,5 1,954 0,426 3,32 14,22 79 335 7,7 4,2 10,0 5,2 0,87 3,00 1,94 11,78 13,20 11,43 22,11 1741 2,6 12049 200 587 1426 *

3,5 HE 450 A 5 S355 56,0 1,172 0,517 3,23 7,15 140 345 9,3 4,3 10,0 6,7 0,51 3,00 1,99 11,44 13,23 11,43 22,11 1611 2,6 12152 200 591 1430 *

4,0 HD 320x245 8 S355 43,9 1,830 0,446 3,34 13,68 81 345 7,6 4,5 10,0 5,5 0,70 3,00 2,06 11,53 12,94 11,43 22,11 1685 2,6 12452 200 590 1430 *

4,0 HE 400 B 6 S355 55,0 1,287 0,458 3,30 8,81 116 345 8,2 3,9 10,0 6,3 0,43 3,00 1,80 12,00 13,64 11,43 22,11 1857 2,6 12882 200 605 1444 *

4,5 HD 320x245 9 S355 42,9 2,036 0,431 3,42 15,25 71 345 7,0 4,3 10,0 4,8 0,57 3,00 2,00 11,75 13,07 11,43 22,11 1828 2,6 13049 200 606 1445 *

4,5 HE 400 A 7 S355 54,0 1,338 0,448 3,35 8,35 123 345 8,1 4,0 10,0 6,8 0,37 3,00 1,85 11,72 13,31 11,43 22,11 1839 2,6 13448 200 619 1458 *

3,5 HD 400x592 6 S355 53,5 3,450 0,357 4,00 27,32 61 325 5,1 2,0 8,3 4,6 0,54 1,50 0,90 13,04 14,09 11,43 22,11 3879 2,6 18370 250 941 1780 *

3,5 HE 800 A 5 S355 94,0 1,888 0,243 4,08 19,48 78 345 3,9 0,9 8,3 2,8 0,13 1,50 0,43 18,22 19,58 11,43 22,11 7666 2,6 20291 315 1007 1846 *

4,0 HD 400x551 7 S355 52,5 3,762 0,289 4,07 29,31 58 325 4,6 1,9 8,3 4,4 0,43 1,50 0,88 13,48 14,49 11,43 22,11 4122 2,6 19135 279 956 1795 *

4,0 HE 800 A 6 S355 86,0 2,126 0,228 4,12 21,83 73 345 3,5 1,0 8,3 2,6 0,13 1,50 0,46 18,04 19,30 11,43 22,11 7421 2,6 20803 305 1013 1852 *

4,5 HD 400x551 7 S355 52,5 3,772 0,241 4,11 29,56 54 325 4,3 1,9 8,3 4,1 0,32 1,50 0,89 13,72 14,72 11,43 22,11 4234 2,6 19704 291 960 1799 *

4,5 HE 650 B 7 S355 80,0 2,263 0,224 4,15 22,35 70 345 3,9 1,1 8,3 3,1 0,13 1,50 0,51 17,26 18,48 11,43 22,11 6786 2,6 21323 302 1015 1854 *

5,0 HD 400x463 8 S355 50,5 3,657 0,259 4,12 28,70 55 335 4,3 2,2 8,3 4,4 0,23 1,50 1,00 13,33 14,34 11,43 22,11 3948 2,6 20026 253 959 1799 *

5,0 HE 500 B 8 S355 65,0 2,102 0,289 4,06 16,91 88 345 5,2 1,9 8,3 5,2 0,18 1,50 0,87 13,78 15,04 11,43 22,11 4087 2,6 20399 300 972 1811 *

5,5 HD 400x421 9 S355 49,5 3,798 0,268 4,17 29,13 51 335 4,2 2,2 8,3 4,1 0,23 1,50 1,04 13,36 14,35 11,43 22,11 3981 2,6 20676 258 971 1810 *

5,5 HE 550 A 8 S355 66,0 2,052 0,287 4,13 16,19 88 345 4,8 1,8 8,3 4,6 0,15 1,50 0,86 13,95 15,19 11,43 22,11 4277 2,6 21318 301 993 1832 *

3,5 HD 400x677 6 S355 55,3 3,822 0,316 4,06 30,79 55 315 4,5 1,7 7,1 4,0 0,47 1,50 0,77 13,85 14,85 11,43 22,11 4553 2,6 18862 306 958 1797 *

3,5 HE 800 A 5 S355 94,0 1,888 0,243 4,08 19,48 78 345 3,9 0,9 7,1 2,8 0,13 1,50 0,43 18,22 19,58 11,43 22,11 7666 2,6 20291 315 1007 1846 *

4,0 HD 400x634 6 S355 54,4 3,652 0,263 4,08 29,74 56 325 4,5 1,8 7,1 4,1 0,39 1,50 0,84 13,77 14,79 11,43 22,11 4327 2,6 19193 301 958 1797 *

4,0 HE 800 A 6 S355 86,0 2,126 0,228 4,12 21,83 73 345 3,5 1,0 7,1 2,6 0,13 1,50 0,46 18,04 19,30 11,43 22,11 7421 2,6 20803 305 1013 1852 *

4,5 HD 400x551 7 S355 53,5 3,780 0,260 4,11 29,74 54 325 4,4 1,9 7,1 4,1 0,31 1,50 0,86 13,87 14,89 11,43 22,11 4341 2,6 19817 303 964 1803 *

4,5 HE 650 B 7 S355 80,0 2,263 0,224 4,15 22,35 70 345 3,9 1,1 7,1 3,1 0,13 1,50 0,51 17,26 18,48 11,43 22,11 6786 2,6 21323 302 1015 1854 *

5,0 HD 400x509 8 S355 51,6 4,021 0,273 4,16 31,89 50 335 3,9 1,9 7,1 3,9 0,21 1,50 0,91 13,94 14,91 11,43 22,11 4406 2,6 20400 304 972 1811 *

5,0 HE 500 B 8 S355 65,0 2,102 0,289 4,06 16,91 88 345 5,2 1,9 7,1 5,2 0,18 1,50 0,87 13,78 15,04 11,43 22,11 4087 2,6 20399 300 972 1811 *

5,5 HD 400x463 9 S355 50,5 4,071 0,284 4,20 32,23 47 335 3,9 2,0 7,1 3,8 0,21 1,50 0,95 13,95 14,90 11,43 22,11 4418 2,6 21048 304 984 1823 *

5,5 HE 550 A 8 S355 66,0 2,052 0,287 4,13 16,19 88 345 4,8 1,8 7,1 4,6 0,15 1,50 0,86 13,95 15,19 11,43 22,11 4277 2,6 21318 301 993 1832 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 7,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

41,3 4 HD 320x198 S355 0,9198 38 6 HE 280 M S355 1,1959 37 7 HD 260x172 S355 1,2649 37 7 HD 260x172 S355 1,2745 34,8 10 HD 260x142 S355 1,5183
43 4 HD 360x147 S355 0,8741 39 5 HE 280 M S355 1,0473 38 6 HE 280 M S355 1,2001 38 8 HE 300 B S355 1,1605 35,8 9 HD 260x142 S355 1,4032
44 4 HE 360 B S355 0,8434 40 5 HD 320x158 S355 0,9651 39 7 HE 320 B S355 1,0918 38,8 8 HD 260x114 S355 1,1403 36,8 10 HD 260x114 S355 1,3568
46 4 HE 400 A S355 0,8153 42 5 HE 340 B S355 0,9596 40 6 HE 320 B S355 0,9833 39 8 HE 320 A S355 1,0779 37 9 HE 300 B S355 1,2826
50 4 HE 360 A S460 0,8071 43 5 HE 360 A S355 0,9009 41 7 HE 320 A S355 0,9809 39,8 6 HD 260x142 S355 1,0429 38 8 HE 300 B S355 1,1827

44 5 HD 320x127 S355 0,8895 42 6 HE 300 B S355 0,9572 40 6 HE 320 B S355 0,9968 38,8 8 HD 260x114 S355 1,163
43 6 HD 320x97.6 S355 0,8996 41 7 HE 320 A S355 0,9954 39 8 HE 320 A S355 1,1013

42 6 HE 300 B S355 0,9725 40 7 HE 300 B S355 1,0903
43 6 HE 320 A S355 0,9129 41 7 HE 260 B S355 0,9764
44 6 HE 300 A S460 0,8946 42 7 HE 280 A S460 0,9347

41,3 4 HD 320x198 S355 0,9198 40 6 HD 320x158 S355 1,1008 38 6 HE 280 M S355 1,2001 37,8 8 HD 260x142 S355 1,2746 35,8 10 HD 260x142 S355 1,526
43,4 4 HD 360x162 S355 0,9122 41 5 HD 320x158 S355 0,9703 39 7 HE 320 B S355 1,0918 38 6 HE 280 M S355 1,2108 36 8 HD 260x172 S355 1,4288
44 4 HD 360x147 S355 0,8784 44 5 HD 320x127 S355 0,8895 42 6 HE 300 B S355 0,9572 39 7 HE 320 B S355 1,1042 37,8 8 HD 260x142 S355 1,296

45,6 4 HD 360x134 S355 0,8519 44 7 HE 300 A S355 0,9559 40 7 HE 300 B S355 1,0665 38 9 HE 300 B S355 1,2903
46 4 HE 400 A S355 0,8153 46 6 HD 320x97.6 S355 0,9177 41 8 HE 300 A S355 1,0424 38,8 9 HD 260x114 S355 1,2675
50 4 HE 360 A S460 0,8071 42 6 HE 300 B S355 0,9725 39 7 HE 320 B S355 1,1269

43 6 HE 320 A S355 0,9129 40 7 HE 300 B S355 1,0903
44 6 HE 300 A S460 0,8946 41 7 HE 320 A S355 1,0203

42 8 HE 280 A S355 1,0038
44 7 HE 300 A S355 1,0008

45,1 7 HD 320x74.2 S460 0,9614

48,7 4 HD 400x347 S355 1,4457 47,5 6 HE 360 M S355 1,5566 45,5 6 HD 320x300 S355 1,7252 43,9 8 HE 320 M S355 1,83 42,9 9 HE 320 M S355 2,0357
50,2 5 HE 400 M S355 1,3641 49,3 5 HD 400x287 S355 1,4907 46,9 5 HD 400x314 S355 1,6581 44,7 7 HE 340 M S355 1,7643 43,9 8 HE 320 M S355 1,8555
52,7 5 HE 340 M S355 1,3494 50,2 5 HE 400 M S355 1,3832 47,3 5 HD 400x287 S355 1,4921 45,5 6 HD 320x300 S355 1,7409 44,7 7 HE 340 M S355 1,7903
54,3 4 HD 400x287 S355 1,2613 51,5 5 HE 360 M S355 1,3709 48,7 5 HD 400x262 S355 1,4297 45,9 7 HE 320 M S355 1,6556 45 7 HD 400x237 S355 1,7833
55,2 4 HE 400 M S355 1,1755 52,5 5 HD 400x216 S355 1,3003 50,2 5 HE 400 M S355 1,3975 46,5 6 HE 360 M S355 1,5796 45,5 7 HD 400x216 S355 1,6998
57 4 HE 500 B S355 1,0907 55 5 HE 450 B S355 1,2394 51,5 5 HE 360 M S355 1,3863 48 8 HE 400 B S355 1,53 45,9 7 HD 320x245 S355 1,6826
59 4 HE 500 A S460 1,0371 56 5 HE 500 A S355 1,2026 51,8 6 HD 360x179 S355 1,3621 49 6 HE 300 M S355 1,4644 47,2 7 HD 360x196 S355 1,6217

59 5 HE 450 A S460 1,1819 52,5 5 HD 400x216 S355 1,3173 51,8 6 HD 360x179 S355 1,385 48 8 HE 400 B S355 1,5604
54 7 HE 400 A S355 1,2763 54 7 HE 400 A S355 1,3018 49,3 7 HD 320x198 S355 1,5192
55 5 HE 450 B S355 1,2591 50 7 HE 400 B S355 1,4299
56 5 HE 450 A S460 1,1874 54 7 HE 400 A S460 1,3565

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

55,3 5 HD 400x677 S355 3,2575 53,5 6 HD 400x592 S355 3,4684 52,6 7 HD 400x509 S355 3,5661 51,6 7 HD 400x509 S355 3,5767 51,6 9 HD 400x382 S355 3,2713
57,4 5 HD 400x634 S355 3,1184 55,5 6 HD 400x551 S355 3,3088 54,5 8 HD 400x421 S355 3,4352 54,5 8 HD 400x421 S355 3,4573 54,8 10 HE 450 M S355 2,8929
61,5 5 HD 400x592 S355 2,9953 58,5 7 HD 400x463 S355 3,2858 55,5 7 HD 400x463 S355 3,2788 55,5 7 HD 400x463 S355 3,3011 55,2 11 HE 400 M S355 2,8536
70,2 7 HE 600x337 S355 2,5289 59,6 6 HD 400x509 S355 3,1597 56,6 8 HD 400x382 S355 2,9655 55,8 10 HE 450 M S355 2,8812 57 12 HE 500 B S355 2,7983
71,8 6 HE 600x399 S355 2,4936 70 8 HE 600 M S355 2,5839 59,4 8 HE 500 M S355 2,4513 57,8 9 HE 450 M S355 2,6633 57,8 9 HE 450 M S355 2,6861
74,8 7 HE 650 M S355 2,4804 70,2 7 HE 600x337 S355 2,5639 74 7 HE 600 M S355 2,393 58,2 10 HE 400 M S355 2,6489 58 11 HE 500 B S355 2,6227
75 6 HE 650x343 S355 2,4147 71,8 6 HE 600x399 S355 2,5292 77 7 HE 700 B S355 2,3929 59,4 8 HE 500 M S355 2,4784 59,4 8 HE 500 M S355 2,5028

76,6 5 HE 650x407 S355 2,3428 74,8 7 HE 650 M S355 2,5199 80 7 HE 650 B S460 2,2975 62 9 HE 550 B S355 2,3339 59,8 8 HE 450 M S355 2,4699
78,2 6 HE 600x337 S355 2,2943 75 6 HE 650x343 S355 2,4538 62,4 7 HE 500 M S355 2,2646 60 10 HE 500 B S355 2,4561
79,8 5 HE 600x399 S355 2,2185 77 7 HE 600 M S355 2,3824 62,8 7 HE 450 M S355 2,2359 61 10 HE 550 A S355 2,3523
86,6 5 HE 700 M S355 2,0904 78,2 6 HE 600x337 S355 2,3361 63 8 HE 550 B S355 2,1487 62 8 HE 550 B S355 2,1677
87 6 HE 800 A S355 2,0822 81,8 6 HE 650 M S355 2,2966 65 8 HE 500 B S460 2,1346 65 8 HE 500 B S355 2,1326
90 5 HE 800 B S355 1,9772 85 6 HE 700 B S355 2,1681 66 8 HE 550 A S460 2,0809
94 5 HE 800 A S460 1,9118 86 6 HE 800 A S460 2,1554

56,8 5 HD 400x744 S355 3,5024 56,5 6 HD 400x592 S355 3,4891 56,6 7 HD 400x509 S355 3,5971 52,5 7 HD 400x551 S355 3,7912 52,5 9 HD 400x421 S355 3,8262
58,5 6 HD 400x592 S355 3,4805 58,5 7 HD 400x463 S355 3,2858 57,5 8 HD 400x421 S355 3,4585 53,5 8 HD 400x463 S355 3,6828 54,8 11 HE 450 M S355 3,1282
60,3 5 HD 400x677 S355 3,2877 59,6 6 HD 400x509 S355 3,1597 58,5 7 HD 400x463 S355 3,3021 54,6 7 HD 400x509 S355 3,6026 57,8 10 HE 450 M S355 2,9213
62,4 5 HD 400x634 S355 3,1486 70 8 HE 600 M S355 2,5839 59,4 8 HE 500 M S355 2,4513 57,5 8 HD 400x421 S355 3,4832 58 12 HE 500 B S355 2,8078
70,2 7 HE 600x337 S355 2,5289 70,2 7 HE 600x337 S355 2,5639 74 7 HE 600 M S355 2,393 57,8 10 HE 450 M S355 2,8985 58,2 10 HE 400 M S355 2,672
71,8 6 HE 600x399 S355 2,4936 71,8 6 HE 600x399 S355 2,5292 77 7 HE 700 B S355 2,3929 59,4 8 HE 500 M S355 2,4784 59,4 8 HE 500 M S355 2,5028
74,8 7 HE 650 M S355 2,4804 74,8 7 HE 650 M S355 2,5199 80 7 HE 650 B S460 2,2975 62 9 HE 550 B S355 2,3339 61 10 HE 550 A S355 2,3523
75 6 HE 650x343 S355 2,4147 75 6 HE 650x343 S355 2,4538 62,4 7 HE 500 M S355 2,2646 62 8 HE 550 B S355 2,1677

76,6 5 HE 650x407 S355 2,3428 77 7 HE 600 M S355 2,3824 63 8 HE 550 B S355 2,1487 65 8 HE 500 B S355 2,1326
78,2 6 HE 600x337 S355 2,2943 78,2 6 HE 600x337 S355 2,3361 65 8 HE 500 B S460 2,1346 66 8 HE 550 A S460 2,0809
79,8 5 HE 600x399 S355 2,2185 81,8 6 HE 650 M S355 2,2966
86,6 5 HE 700 M S355 2,0904 85 6 HE 700 B S355 2,1681
87 6 HE 800 A S355 2,0822 86 6 HE 800 A S460 2,1554
90 5 HE 800 B S355 1,9772
94 5 HE 800 A S460 1,9118

Span length = 7,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 300 M 4 S355 41,0 1,007 0,964 3,47 6,36 173 345 17,1 11,6 12,1 10,9 2,76 4,50 5,08 8,11 10,02 11,03 21,53 757 2,6 9974 <200 561 1695 *

2,5 HE 400 A 4 S355 47,0 0,815 1,000 3,45 4,32 244 345 18,0 11,5 12,1 12,8 1,72 4,50 5,05 8,06 10,16 11,03 21,53 754 2,6 10102 <200 565 1699 *

3,0 HE 280 M 6 S355 39,0 1,196 0,981 3,67 7,01 173 345 17,0 11,9 12,1 13,3 2,43 4,50 5,23 8,02 9,78 11,03 21,53 791 2,6 10474 <200 567 1701 *

3,0 HE 320 B 5 S355 47,0 0,894 0,967 3,64 4,95 223 345 17,4 10,4 12,1 15,2 1,51 4,50 4,60 8,39 10,32 11,03 21,53 886 2,6 10763 <200 577 1711 *

3,5 HD 260x172 8 S355 37,0 1,400 0,980 3,79 7,90 161 345 16,3 11,8 12,1 13,4 2,14 4,50 5,25 8,01 9,66 11,03 21,53 823 2,6 10949 <200 569 1703 *

3,5 HE 320 A 6 S355 46,0 0,910 0,957 3,73 4,79 240 355 17,2 10,8 12,1 16,5 1,24 4,50 4,78 8,23 10,10 11,03 21,53 878 2,6 11240 <200 580 1714 *

4,0 HD 260x172 9 S355 36,0 1,544 0,946 3,90 8,82 143 345 14,7 11,4 12,1 11,7 1,71 4,50 5,10 8,21 9,76 11,03 21,53 892 2,6 11408 <200 574 1708 *

4,0 HE 320 A 6 S355 46,0 0,929 0,912 3,81 4,93 236 355 16,4 10,3 12,1 15,4 1,02 4,50 4,59 8,38 10,19 11,03 21,53 941 2,6 11793 <200 588 1722 *

4,5 HE 240 M 11 S355 35,0 1,730 0,987 4,00 9,16 136 345 14,9 11,9 12,1 12,1 1,49 4,50 5,33 8,05 9,54 11,03 21,53 895 2,6 11862 <200 585 1719 *

4,5 HD 320x74.2 7 S355 45,1 0,946 0,926 3,89 4,53 265 355 16,7 10,9 12,1 17,5 0,94 4,50 4,90 8,06 9,83 11,03 21,53 904 2,6 12253 <200 599 1733 *

2,5 HE 300 M 5 S355 41,0 1,190 0,891 3,57 7,80 157 345 15,6 10,2 11,5 11,0 2,54 3,00 4,49 8,56 10,34 11,03 21,53 887 2,6 10166 <200 567 1701 *

2,5 HE 400 A 4 S355 47,0 0,815 1,000 3,45 4,32 244 345 18,0 11,5 11,5 12,8 1,72 3,00 5,05 8,06 10,16 11,03 21,53 754 2,6 10102 <200 565 1699 *

3,0 HD 320x158 6 S355 41,0 1,101 0,979 3,67 6,52 184 345 16,4 11,3 11,5 12,9 2,08 3,00 4,98 8,18 9,98 11,03 21,53 829 2,6 10529 <200 569 1703 *

3,0 HE 320 B 5 S355 47,0 0,894 0,967 3,64 4,95 223 345 17,4 10,4 11,5 15,2 1,51 3,00 4,60 8,39 10,32 11,03 21,53 886 2,6 10763 <200 577 1711 *

3,5 HE 280 M 7 S355 38,0 1,348 0,963 3,80 8,09 155 345 15,1 11,1 11,5 11,7 1,97 3,00 4,92 8,28 9,91 11,03 21,53 882 2,6 10983 <200 570 1705 *

3,5 HE 320 A 6 S355 46,0 0,910 0,957 3,73 4,79 240 355 17,2 10,8 11,5 16,5 1,24 3,00 4,78 8,23 10,10 11,03 21,53 878 2,6 11240 <200 580 1714 *

4,0 HD 260x172 9 S355 36,0 1,544 0,993 3,90 8,82 143 345 14,7 11,4 11,5 11,7 1,71 3,00 5,10 8,21 9,76 11,03 21,53 892 2,6 11408 <200 574 1708 *

4,0 HE 320 A 6 S355 46,0 0,929 0,912 3,81 4,93 236 355 16,4 10,3 11,5 15,4 1,02 3,00 4,59 8,38 10,19 11,03 21,53 941 2,6 11793 <200 588 1722 *

4,5 HD 260x172 9 S355 36,0 1,563 1,000 3,99 8,92 138 345 14,4 11,5 11,5 10,9 1,49 3,00 5,15 8,20 9,70 11,03 21,53 925 2,6 11829 <200 584 1718 *

4,5 HD 320x74.2 7 S355 45,1 0,946 0,949 3,89 4,53 265 355 16,7 10,9 11,5 17,5 0,94 3,00 4,90 8,06 9,83 11,03 21,53 904 2,6 12253 <200 599 1733 *

2,5 HD 400x421 4 S355 49,5 1,770 0,472 3,35 12,97 83 335 8,5 4,4 10,4 4,8 1,27 3,00 1,94 11,45 12,98 11,03 21,53 1779 2,6 11015 200 598 1537 *

2,5 HE 500 A 4 S355 64,0 1,038 0,548 3,31 7,08 144 345 9,9 4,3 10,4 6,7 0,58 3,00 1,87 11,49 13,40 11,03 21,53 1799 2,6 11234 200 605 1545 *

3,0 HD 400x347 5 S355 47,7 1,733 0,455 3,44 13,14 87 335 8,2 4,5 10,4 5,5 1,08 3,00 1,99 11,29 12,75 11,03 21,53 1792 2,6 11536 200 604 1544 *

3,0 HE 500 A 5 S355 57,0 1,199 0,500 3,38 8,18 137 345 9,0 4,6 10,4 6,6 0,67 3,00 2,03 11,09 12,82 11,03 21,53 1715 2,6 11601 200 607 1546 *

3,5 HD 320x300 7 S355 45,5 1,950 0,451 3,53 14,33 83 335 8,1 4,6 10,4 5,9 0,90 3,00 2,04 11,14 12,52 11,03 21,53 1800 2,6 12137 200 611 1551 *

3,5 HE 450 A 5 S355 59,0 1,182 0,522 3,46 7,44 143 345 9,4 4,3 10,4 7,4 0,47 3,00 1,92 11,23 12,94 11,03 21,53 1825 2,6 12415 200 621 1561 *

4,0 HD 320x300 7 S355 44,5 1,959 0,454 3,56 14,38 81 335 7,6 4,7 10,4 5,6 0,74 3,00 2,10 11,09 12,42 11,03 21,53 1805 2,6 12543 200 615 1554 *

4,0 HE 400 B 6 S355 55,0 1,279 0,486 3,51 8,81 124 345 8,7 4,4 10,4 7,2 0,46 3,00 1,96 11,19 12,77 11,03 21,53 1857 2,6 12882 200 627 1566 *

4,5 HD 320x245 9 S355 43,9 2,035 0,450 3,64 15,39 75 345 7,4 4,7 10,4 5,5 0,60 3,00 2,09 11,12 12,39 11,03 21,53 1895 2,6 13161 200 631 1571 *

4,5 HE 400 B 7 S355 52,0 1,437 0,448 3,58 9,84 113 345 8,1 4,5 10,4 6,6 0,44 3,00 2,00 11,06 12,53 11,03 21,53 1871 2,6 13338 200 638 1577 *

3,5 HD 400x634 6 S355 54,4 3,615 0,368 4,29 29,48 61 325 5,0 2,1 8,6 4,8 0,55 1,50 0,91 12,65 13,64 11,03 21,53 4208 2,6 18611 257 983 1923 *

3,5 HE 700 A 5 S355 76,0 1,694 0,335 4,18 14,73 105 345 5,4 1,8 8,6 4,6 0,25 1,50 0,81 13,60 14,99 11,03 21,53 4408 2,6 18653 253 985 1924 *

4,0 HD 400x551 7 S355 52,5 3,742 0,319 4,33 29,31 61 325 4,9 2,2 8,6 5,0 0,48 1,50 0,96 12,64 13,62 11,03 21,53 4122 2,6 19135 253 990 1929 *

4,0 HE 600 B 6 S355 72,0 1,809 0,312 4,25 16,48 97 345 5,4 1,8 8,6 5,0 0,24 1,50 0,83 13,57 14,87 11,03 21,53 4447 2,6 19341 266 997 1936 *

4,5 HD 400x551 7 S355 52,5 3,752 0,256 4,38 29,56 58 325 4,6 2,2 8,6 4,7 0,36 1,50 0,96 12,84 13,81 11,03 21,53 4234 2,6 19704 257 994 1933 *

4,5 HE 600 A 7 S355 71,0 1,896 0,318 4,30 16,23 99 345 5,2 1,8 8,6 5,1 0,20 1,50 0,82 13,58 14,85 11,03 21,53 4531 2,6 20123 281 1009 1948 *

5,0 HD 400x463 8 S355 51,5 3,644 0,271 4,39 28,88 58 335 4,6 2,3 8,6 4,9 0,25 1,50 1,05 12,61 13,59 11,03 21,53 4056 2,6 20151 250 998 1937 *

5,0 HE 600 A 7 S355 69,0 1,917 0,310 4,35 16,12 97 345 5,0 1,9 8,6 5,0 0,17 1,50 0,85 13,40 14,64 11,03 21,53 4466 2,6 20726 270 1019 1958 *

5,5 HD 400x421 9 S355 50,5 3,784 0,279 4,45 29,33 54 335 4,4 2,4 8,6 4,6 0,24 1,50 1,09 12,63 13,59 11,03 21,53 4094 2,6 20813 252 1011 1950 *

5,5 HE 550 A 8 S355 66,0 2,038 0,306 4,40 16,19 94 345 5,1 2,1 8,6 5,2 0,16 1,50 0,93 13,02 14,22 11,03 21,53 4277 2,6 21318 255 1029 1968 *

3,5 HD 400x818 5 S355 58,4 3,755 0,331 4,35 32,32 54 315 4,5 1,7 7,4 3,8 0,50 1,50 0,76 13,60 14,56 11,03 21,53 5032 2,6 19024 300 998 1937 *

3,5 HE 800 A 5 S355 86,0 1,827 0,275 4,28 18,29 87 345 4,3 1,3 7,4 3,3 0,17 1,50 0,57 15,80 17,13 11,03 21,53 6320 2,6 19591 302 1018 1958 *

4,0 HD 400x744 6 S355 56,8 4,115 0,244 4,43 34,59 51 315 4,2 1,7 7,4 3,8 0,37 1,50 0,75 13,96 14,89 11,03 21,53 5273 2,6 19850 312 1015 1955 *

4,0 HE 650 A 6 S355 74,0 1,819 0,325 4,25 15,71 102 345 5,3 1,8 7,4 4,9 0,22 1,50 0,80 13,75 15,08 11,03 21,53 4586 2,6 19472 300 1002 1941 *

4,5 HD 400x634 7 S355 54,4 4,175 0,248 4,44 34,63 51 325 4,1 1,8 7,4 4,0 0,31 1,50 0,82 13,75 14,67 11,03 21,53 5019 2,6 20288 302 1015 1954 *

4,5 HE 600 A 7 S355 74,0 1,919 0,310 4,33 16,71 96 345 5,1 1,7 7,4 5,0 0,18 1,50 0,75 14,12 15,39 11,03 21,53 4973 2,6 20460 303 1021 1960 *

5,0 HD 400x592 8 S355 53,5 4,481 0,251 4,50 36,62 47 325 3,7 1,9 7,4 3,8 0,20 1,50 0,83 14,00 14,88 11,03 21,53 5257 2,6 21058 311 1030 1970 *

5,0 HE 600 A 7 S355 71,0 1,935 0,305 4,37 16,44 95 345 4,9 1,8 7,4 4,9 0,16 1,50 0,80 13,77 15,00 11,03 21,53 4758 2,6 20976 304 1027 1967 *

5,5 HD 400x551 9 S355 52,5 4,729 0,256 4,56 37,86 42 325 3,5 1,9 7,4 3,6 0,19 1,50 0,85 14,13 14,98 11,03 21,53 5382 2,6 21825 316 1047 1986 *

5,5 HE 600 A 8 S355 69,0 2,132 0,273 4,44 18,34 85 345 4,5 1,8 7,4 4,3 0,14 1,50 0,79 13,96 15,11 11,03 21,53 5016 2,6 21786 308 1045 1985 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 7,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

43 5 HE 360 B S355 0,9706 40 6 HD 320x158 S355 1,0961 38 7 HE 280 M S355 1,3481 37 8 HD 260x172 S355 1,4102 36 9 HD 260x172 S355 1,5635
43,4 4 HD 360x162 S355 0,9072 41 5 HE 280 M S355 1,0533 39 6 HE 280 M S355 1,2011 37,8 9 HD 260x142 S355 1,3912 37 8 HD 260x172 S355 1,4303
46 4 HD 360x147 S355 0,8821 42,6 5 HD 360x134 S355 0,9851 40 7 HE 320 B S355 1,0929 38 6 HE 280 M S355 1,2058 37,8 9 HD 260x142 S355 1,4123
47 4 HE 400 A S460 0,8257 43 5 HD 320x158 S355 0,9766 41 6 HE 340 B S355 1,0874 39,8 7 HD 260x142 S355 1,1604 38 9 HE 300 B S355 1,2844

44 5 HE 340 B S355 0,9642 42 6 HE 320 B S355 0,991 40 7 HE 320 B S355 1,1061 39 8 HE 320 B S355 1,2358
45 5 HE 360 A S355 0,9057 43 7 HE 320 A S355 0,9884 41 8 HE 320 A S355 1,0866 39,8 7 HD 260x142 S355 1,1835
47 5 HD 320x127 S355 0,9012 45 6 HE 300 B S355 0,971 42 6 HE 300 B S355 0,9683 40 7 HE 320 B S355 1,1297

46 6 HD 320x97.6 S355 0,9136 46 6 HD 320x97.6 S355 0,9326 41 8 HE 320 A S355 1,1116
41,8 7 HD 260x114 S355 1,0767
43 7 HE 320 A S355 1,0312
44 7 HE 300 A S355 0,9962

45,1 7 HD 320x74.2 S460 0,9569

41,3 5 HD 320x198 S355 1,0757 41,3 5 HD 320x198 S355 1,0878 40 7 HD 320x158 S355 1,2375 38 7 HE 280 M S355 1,3584 37,8 10 HD 260x142 S355 1,5345
42 4 HE 300 M S355 1,0109 42 6 HE 340 B S355 1,085 41 6 HD 320x158 S355 1,1085 39 6 HE 280 M S355 1,2127 38 7 HE 280 M S355 1,3794

43,8 4 HD 360x179 S355 0,9514 43 5 HD 320x158 S355 0,9766 42 7 HE 300 B S355 1,0604 40 6 HD 320x158 S355 1,1155 38,8 10 HD 260x114 S355 1,3658
44,3 4 HD 320x198 S355 0,929 46 5 HE 400 A S355 0,9546 42,6 5 HD 360x134 S355 0,9945 41 6 HE 340 B S355 1,1016 39 8 HE 320 B S355 1,2358
44,4 4 HD 360x162 S355 0,9115 47 5 HD 320x127 S355 0,9012 45 6 HE 300 B S355 0,971 42 6 HE 320 B S355 1,0062 40 7 HE 320 B S355 1,1297
46 4 HD 360x147 S355 0,8821 46 6 HD 320x97.6 S355 0,9136 43 7 HE 320 A S355 1,0046 41,8 7 HD 260x114 S355 1,0767
47 4 HE 400 A S460 0,8257 44 7 HE 300 A S355 0,9686 43 7 HE 320 A S355 1,0312

46 6 HD 320x97.6 S355 0,9326 44 7 HE 300 A S355 0,9962
45,1 7 HD 320x74.2 S460 0,9569

49,6 4 HD 400x382 S355 1,5299 49,5 6 HD 320x300 S355 1,7278 46,5 7 HE 360 M S355 1,7592 44,7 8 HE 340 M S355 1,9587 43,9 9 HE 320 M S355 2,0352
52,7 4 HD 400x347 S355 1,4545 49,9 5 HD 400x314 S355 1,6524 47,7 5 HD 400x347 S355 1,7443 45,9 8 HE 320 M S355 1,8363 44,5 7 HD 320x300 S355 1,9842
53,2 5 HE 400 M S355 1,37 50,2 6 HE 400 M S355 1,5852 47,9 5 HD 400x314 S355 1,654 46,5 7 HE 360 M S355 1,7764 45 8 HD 400x237 S355 1,9754
54,5 5 HE 360 M S355 1,3566 51,2 5 HE 400 M S355 1,3813 49,3 5 HD 400x287 S355 1,4968 47,5 6 HD 320x300 S355 1,7459 45,5 8 HD 400x216 S355 1,8794
54,8 4 HE 450 M S355 1,2671 54,5 5 HE 360 M S355 1,3794 50,2 5 HE 400 M S355 1,3905 47,9 7 HD 320x245 S355 1,6627 45,9 8 HD 320x245 S355 1,8635
58,2 4 HE 400 M S355 1,1826 56 6 HE 500 A S355 1,3588 52,7 5 HE 340 M S355 1,3801 49 7 HE 300 M S355 1,6418 46,5 7 HE 360 M S355 1,8038
59 5 HE 500 A S355 1,1814 57 5 HE 500 A S460 1,2158 53 5 HD 400x237 S355 1,3757 49,5 6 HE 360 M S355 1,592 47,9 7 HD 320x245 S355 1,6914
60 4 HE 500 B S355 1,0963 56 5 HE 500 A S355 1,2147 49,7 6 HE 340 M S355 1,5857 49 7 HE 300 M S355 1,6715
61 4 HE 550 A S355 1,0556 59 5 HE 450 A S460 1,1968 50,9 6 HD 320x245 S355 1,4959 49,2 7 HD 360x196 S355 1,6283
64 4 HE 500 A S460 1,0515 52 6 HE 450 B S355 1,4286 51,8 7 HD 360x179 S355 1,5755

54 8 HE 400 A S355 1,4205 52 7 HE 400 B S460 1,4605
55 6 HE 400 B S460 1,2995

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

56,5 6 HD 400x592 S355 3,4502 54,4 6 HD 400x634 S355 3,6336 54,6 7 HD 400x509 S355 3,5614 52,6 7 HD 400x509 S355 3,5652 53,6 9 HD 400x382 S355 3,271
58,3 5 HD 400x677 S355 3,2595 54,5 6 HD 400x592 S355 3,457 57,5 8 HD 400x421 S355 3,4372 54,5 8 HD 400x421 S355 3,4361 54,8 11 HE 450 M S355 3,1075
59,4 5 HD 400x634 S355 3,1147 57,5 6 HD 400x551 S355 3,3047 58,5 7 HD 400x463 S355 3,2827 55,5 7 HD 400x463 S355 3,2817 55,7 9 HD 400x347 S355 3,0911
61,5 5 HD 400x592 S355 2,9798 58,5 7 HD 400x463 S355 3,2664 59,4 9 HE 500 M S355 2,6737 56,6 8 HD 400x382 S355 2,9726 55,8 10 HE 450 M S355 2,8834
65,2 7 HE 550 M S355 2,2242 59,6 6 HD 400x509 S355 3,1422 62,4 8 HE 500 M S355 2,459 57,8 10 HE 450 M S355 2,8795 57 12 HE 500 B S355 2,7776
69 6 HE 600 M S355 2,0309 62,4 8 HE 500 M S355 2,4376 63 9 HE 550 B S355 2,2949 59,4 8 HE 500 M S355 2,4628 57,8 9 HE 450 M S355 2,6688

69,2 6 HE 550 M S355 2,0049 64,2 7 HE 550 M S355 2,2484 64,2 7 HE 550 M S355 2,271 62 9 HE 550 B S355 2,3177 58,2 10 HE 400 M S355 2,6583
70 7 HE 600 B S355 1,9598 67 8 HE 600 B S355 2,1758 64,4 7 HE 500 M S355 2,2361 62,4 7 HE 500 M S355 2,2507 59,4 8 HE 500 M S355 2,4871

70,2 5 HE 600x337 S355 1,9521 67,2 6 HE 550 M S355 2,0256 66 9 HE 600 A S355 2,2184 65 8 HE 550 B S355 2,1514 62 10 HE 550 A S355 2,3445
72 5 HE 600 M S355 1,8011 68 7 HE 600 B S355 1,9821 67 7 HE 600 B S355 2,0012 66 8 HE 600 A S355 2,072 63 8 HE 550 B S355 2,1626
75 6 HE 600 B S355 1,7893 72 6 HE 600 B S460 1,8364 69 8 HE 550 A S355 1,9957 67 7 HE 550 B S355 1,9768 65 8 HE 500 B S355 2,1181
76 5 HE 700 A S460 1,7162 70 7 HE 550 B S355 1,9651 69 7 HE 600 A S460 1,9443 66 8 HE 550 A S460 2,0666

71 7 HE 600 A S460 1,9228

61,8 5 HD 400x744 S355 3,5158 58,3 6 HD 400x677 S355 3,8423 56,5 7 HD 400x592 S355 3,9847 54,4 7 HD 400x634 S355 4,1949 52,6 9 HD 400x509 S355 4,4636
69 6 HE 600 M S355 2,0309 59,4 6 HD 400x634 S355 3,668 59,6 7 HD 400x509 S355 3,6001 56,5 7 HD 400x592 S355 4,0064 55,5 9 HD 400x463 S355 4,0936

70,2 5 HE 600x337 S355 1,9521 61,5 6 HD 400x592 S355 3,5052 62,4 9 HE 500 M S355 2,6969 57,5 7 HD 400x551 S355 3,8135 57,5 9 HD 400x421 S355 3,8498
73 6 HE 650 B S355 1,904 64,2 8 HE 550 M S355 2,4917 64,2 8 HE 550 M S355 2,5146 58,5 8 HD 400x463 S355 3,7039 59,4 10 HE 500 M S355 2,9632
85 5 HE 700 B S355 1,8615 67 8 HE 600 B S355 2,1758 64,4 8 HE 500 M S355 2,4745 59,4 10 HE 500 M S355 2,939 60,4 9 HE 500 M S355 2,7346
86 5 HE 800 A S460 1,8513 69 6 HE 600 M S355 2,0653 65,2 7 HE 550 M S355 2,2788 62 11 HE 550 B S355 2,7014 62 11 HE 550 B S355 2,7289

69,2 6 HE 550 M S355 2,0394 67 8 HE 600 B S355 2,202 64,2 7 HE 550 M S355 2,3026 62,8 9 HE 450 M S355 2,7161
70 7 HE 600 B S355 1,9958 70 7 HE 600 B S355 2,0244 66 9 HE 600 A S355 2,2527 63 10 HE 550 B S355 2,5464
72 6 HE 650 B S355 1,9357 74 7 HE 600 A S460 1,946 67 8 HE 600 B S355 2,2364 64 11 HE 550 A S355 2,5357
74 6 HE 650 A S460 1,8438 68 7 HE 600 B S355 2,0446 64,4 8 HE 500 M S355 2,5344

70 7 HE 550 B S355 2,0026 65 9 HE 550 B S355 2,3734
71 7 HE 600 A S460 1,9615 66 9 HE 600 A S355 2,2837

67 8 HE 550 B S355 2,2004
69 8 HE 600 A S460 2,1624

Span length = 7,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 300 M 5 S355 41,0 1,186 0,928 3,82 7,80 168 345 16,7 11,6 12,5 12,5 2,70 4,50 4,90 8,01 9,72 10,67 20,99 887 2,6 10166 <200 587 1680 *

2,5 HE 400 A 4 S355 54,0 0,841 0,972 3,82 4,76 239 345 17,5 9,7 12,5 13,6 1,22 4,50 4,14 8,55 10,53 10,67 20,99 1036 2,6 10539 <200 601 1694 *

3,0 HE 300 M 5 S355 41,0 1,197 0,912 3,96 7,92 164 345 15,9 11,4 12,5 11,9 2,36 4,50 4,86 8,06 9,71 10,67 20,99 935 2,6 10628 <200 592 1685 *

3,0 HE 360 A 5 S355 50,0 0,926 0,971 3,93 4,89 246 345 17,5 10,6 12,5 16,1 1,33 4,50 4,53 8,20 10,06 10,67 20,99 988 2,6 10950 <200 604 1697 *

3,5 HE 280 M 7 S355 38,0 1,343 0,998 4,07 8,09 164 345 16,3 12,5 12,5 13,3 2,13 4,50 5,36 7,74 9,31 10,67 20,99 882 2,6 10983 <200 590 1683 *

3,5 HE 400 A 5 S355 46,0 0,962 0,906 4,02 5,40 230 345 16,3 11,3 12,5 12,8 1,29 4,50 4,84 7,98 9,74 10,67 20,99 943 2,6 11236 <200 599 1693 *

4,0 HD 260x172 9 S355 37,0 1,545 0,977 4,18 8,92 149 345 15,6 12,2 12,5 13,1 1,75 4,50 5,27 7,83 9,31 10,67 20,99 935 2,6 11508 <200 598 1691 *

4,0 HE 320 A 6 S355 46,0 0,926 0,964 4,08 4,93 253 355 17,3 11,6 12,5 17,5 1,10 4,50 4,99 7,84 9,57 10,67 20,99 941 2,6 11793 <200 608 1702 *

4,5 HD 260x172 10 S355 36,0 1,698 0,964 4,28 9,81 135 345 14,7 12,0 12,5 11,7 1,52 4,50 5,21 7,90 9,30 10,67 20,99 995 2,6 11969 <200 609 1702 *

4,5 HE 300 A 7 S355 44,0 0,992 0,977 4,16 4,99 249 355 17,2 12,2 12,5 18,5 1,07 4,50 5,29 7,60 9,26 10,67 20,99 916 2,6 12179 <200 617 1710 *

2,5 HE 300 M 5 S355 41,0 1,186 0,970 3,82 7,80 168 345 16,7 11,6 11,9 12,5 2,70 3,00 4,90 8,01 9,72 10,67 20,99 887 2,6 10166 <200 587 1680 *

2,5 HE 400 A 4 S355 54,0 0,841 0,972 3,82 4,76 239 345 17,5 9,7 11,9 13,6 1,22 3,00 4,14 8,55 10,53 10,67 20,99 1036 2,6 10539 <200 601 1694 *

3,0 HE 300 M 5 S355 41,0 1,197 0,957 3,96 7,92 164 345 15,9 11,4 11,9 11,9 2,36 3,00 4,86 8,06 9,71 10,67 20,99 935 2,6 10628 <200 592 1685 *

3,0 HE 360 A 5 S355 50,0 0,926 0,971 3,93 4,89 246 345 17,5 10,6 11,9 16,1 1,33 3,00 4,53 8,20 10,06 10,67 20,99 988 2,6 10950 <200 604 1697 *

3,5 HD 320x158 7 S355 40,0 1,232 0,993 4,06 7,52 174 345 15,7 11,8 11,9 12,9 1,82 3,00 5,08 7,91 9,51 10,67 20,99 925 2,6 11047 <200 592 1686 *

3,5 HE 400 A 5 S355 46,0 0,962 0,946 4,02 5,40 230 345 16,3 11,3 11,9 12,8 1,29 3,00 4,84 7,98 9,74 10,67 20,99 943 2,6 11236 <200 599 1693 *

4,0 HE 280 M 8 S355 38,0 1,505 0,950 4,18 9,24 144 345 14,5 11,3 11,9 11,6 1,65 3,00 4,88 8,10 9,58 10,67 20,99 1008 2,6 11567 <200 600 1693 *

4,0 HE 320 A 6 S355 46,0 0,926 0,971 4,08 4,93 253 355 17,3 11,6 11,9 17,5 1,10 3,00 4,99 7,84 9,57 10,67 20,99 941 2,6 11793 <200 608 1702 *

4,5 HD 260x172 10 S355 37,0 1,705 0,961 4,29 9,92 132 345 14,5 11,4 11,9 11,5 1,42 3,00 4,95 8,05 9,45 10,67 20,99 1043 2,6 12081 <200 613 1707 *

4,5 HE 320 A 7 S355 46,0 1,050 0,874 4,20 5,71 220 355 15,4 10,4 11,9 15,5 0,91 3,00 4,51 8,15 9,76 10,67 20,99 1078 2,6 12439 <200 626 1720 *

2,5 HD 400x421 4 S355 49,5 1,760 0,503 3,58 12,97 88 335 9,1 5,0 10,7 5,4 1,36 3,00 2,12 10,72 12,19 10,67 20,99 1779 2,6 11015 200 618 1524 *

2,5 HE 500 A 4 S355 64,0 1,031 0,586 3,54 7,08 154 345 10,6 4,8 10,7 7,7 0,61 3,00 2,05 10,75 12,58 10,67 20,99 1799 2,6 11234 200 626 1532 *

3,0 HD 400x382 5 S355 48,6 1,839 0,450 3,72 14,57 85 335 8,1 4,6 10,7 5,6 1,09 3,00 1,97 11,02 12,38 10,67 20,99 1987 2,6 11715 200 632 1537 *

3,0 HE 500 A 5 S355 59,0 1,201 0,522 3,63 8,35 143 345 9,4 4,8 10,7 7,4 0,65 3,00 2,07 10,67 12,33 10,67 20,99 1842 2,6 11751 200 633 1539 *

3,5 HD 320x300 7 S355 47,5 1,953 0,472 3,79 14,57 86 335 8,5 4,8 10,7 6,5 0,87 3,00 2,07 10,72 12,04 10,67 20,99 1928 2,6 12312 200 639 1545 *

3,5 HE 500 A 5 S355 59,0 1,225 0,497 3,71 8,49 138 345 9,0 4,5 10,7 6,8 0,49 3,00 1,95 10,87 12,47 10,67 20,99 1969 2,6 12457 200 644 1550 *

4,0 HD 320x300 8 S355 44,5 2,182 0,452 3,86 16,25 77 335 7,5 4,8 10,7 5,9 0,76 3,00 2,09 10,77 11,99 10,67 20,99 1990 2,6 12785 200 645 1550 *

4,0 HE 450 A 6 S355 59,0 1,356 0,470 3,79 8,87 135 345 8,5 4,3 10,7 7,5 0,40 3,00 1,84 11,08 12,59 10,67 20,99 2138 2,6 13235 200 661 1567 *

4,5 HD 320x300 8 S355 44,5 2,208 0,454 3,93 16,41 74 335 7,4 4,9 10,7 5,5 0,59 3,00 2,11 10,77 11,96 10,67 20,99 2053 2,6 13294 200 658 1563 *

4,5 HE 400 B 7 S355 55,0 1,453 0,453 3,85 10,23 115 345 8,2 4,4 10,7 7,3 0,40 3,00 1,90 10,90 12,30 10,67 20,99 2130 2,6 13675 200 672 1578 *

3,5 HD 400x634 6 S355 54,4 3,598 0,402 4,59 29,48 64 325 5,3 2,3 8,9 5,4 0,60 1,50 0,99 11,91 12,88 10,67 20,99 4208 2,6 18611 253 1017 1923 *

3,5 HE 650 B 5 S355 77,0 1,697 0,333 4,49 15,72 104 345 5,7 1,9 8,9 5,2 0,26 1,50 0,84 13,02 14,35 10,67 20,99 4634 2,6 18790 255 1024 1929 *

4,0 HD 400x551 7 S355 52,5 3,722 0,349 4,63 29,31 64 325 5,1 2,4 8,9 5,6 0,52 1,50 1,04 11,87 12,82 10,67 20,99 4122 2,6 19135 251 1024 1930 *

4,0 HE 600 B 6 S355 72,0 1,798 0,329 4,54 16,48 102 345 5,7 2,1 8,9 5,7 0,26 1,50 0,90 12,71 13,97 10,67 20,99 4447 2,6 19341 250 1031 1937 *

4,5 HD 400x551 7 S355 52,5 3,733 0,270 4,68 29,56 61 325 4,8 2,4 8,9 5,3 0,39 1,50 1,04 12,04 12,98 10,67 20,99 4234 2,6 19704 253 1028 1934 *

4,5 HE 600 A 7 S355 71,0 1,884 0,337 4,60 16,23 105 345 5,5 2,1 8,9 5,8 0,22 1,50 0,90 12,71 13,94 10,67 20,99 4531 2,6 20123 255 1044 1949 *

5,0 HD 400x509 8 S355 51,6 3,976 0,273 4,74 31,89 57 335 4,4 2,4 8,9 5,0 0,27 1,50 1,06 12,21 13,11 10,67 20,99 4406 2,6 20400 258 1042 1947 *

5,0 HE 600 A 7 S355 69,0 1,905 0,329 4,65 16,12 103 345 5,3 2,1 8,9 5,6 0,19 1,50 0,93 12,55 13,74 10,67 20,99 4466 2,6 20726 254 1054 1959 *

5,5 HD 400x421 9 S355 50,5 3,761 0,301 4,76 29,33 57 335 4,8 2,7 8,9 5,2 0,27 1,50 1,17 11,82 12,75 10,67 20,99 4094 2,6 20813 251 1045 1951 *

5,5 HE 550 A 8 S355 66,0 2,025 0,324 4,70 16,19 100 345 5,4 2,3 8,9 5,9 0,17 1,50 1,01 12,18 13,34 10,67 20,99 4277 2,6 21318 251 1064 1970 *

3,5 HD 400x900 5 S355 61,1 4,043 0,316 4,71 34,12 51 295 4,3 1,7 7,7 3,8 0,47 1,50 0,72 13,58 14,48 10,67 20,99 5813 2,6 19521 305 1051 1956 *

3,5 HE 700 A 5 S355 84,0 1,731 0,331 4,54 15,79 105 345 5,4 1,6 7,7 4,9 0,20 1,50 0,71 13,97 15,31 10,67 20,99 5482 2,6 19353 305 1045 1950 *

4,0 HD 400x818 6 S355 58,4 4,419 0,235 4,79 38,66 49 315 4,0 1,7 7,7 3,8 0,35 1,50 0,73 13,81 14,67 10,67 20,99 5978 2,6 20295 313 1067 1972 *

4,0 HE 650 A 6 S355 79,0 1,843 0,329 4,60 16,45 103 345 5,3 1,7 7,7 5,3 0,20 1,50 0,75 13,69 14,96 10,67 20,99 5302 2,6 19972 306 1055 1960 *

4,5 HD 400x744 7 S355 56,8 4,715 0,222 4,84 40,29 46 315 3,7 1,7 7,7 3,8 0,28 1,50 0,74 13,96 14,79 10,67 20,99 6118 2,6 21050 319 1078 1983 *

4,5 HE 650 A 7 S355 74,0 2,039 0,303 4,65 18,26 95 345 4,9 1,8 7,7 4,9 0,19 1,50 0,77 13,57 14,75 10,67 20,99 5264 2,6 20511 300 1058 1963 *

5,0 HD 400x677 8 S355 55,3 4,953 0,233 4,89 41,26 44 315 3,4 1,8 7,7 3,7 0,19 1,50 0,77 13,98 14,79 10,67 20,99 6166 2,6 21722 319 1090 1996 *

5,0 HE 600 B 7 S355 72,0 2,067 0,277 4,71 19,39 86 345 4,7 1,8 7,7 4,8 0,16 1,50 0,78 13,55 14,69 10,67 20,99 5349 2,6 21228 300 1072 1978 *

5,5 HD 400x551 9 S355 55,5 4,732 0,251 4,90 38,55 44 325 3,8 1,9 7,7 3,9 0,19 1,50 0,84 13,65 14,48 10,67 20,99 5798 2,6 22238 305 1098 2003 *

5,5 HE 600 A 8 S355 74,0 2,165 0,277 4,81 19,26 86 345 4,5 1,7 7,7 4,7 0,12 1,50 0,73 13,94 15,04 10,67 20,99 5872 2,6 22473 317 1107 2012 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 7,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

42,9 4 HE 320 M S355 1,0274 41,3 5 HD 320x198 S355 1,0836 40 7 HD 320x158 S355 1,2325 38 7 HE 280 M S355 1,353 37 9 HD 260x172 S355 1,5648
43,8 4 HD 400x187 S355 0,9699 43 5 HD 360x147 S355 1,0233 41 6 HD 320x158 S355 1,1041 40 8 HE 320 B S355 1,2146 37,8 10 HD 260x142 S355 1,528
44,8 4 HD 360x179 S355 0,9509 44 5 HE 360 B S355 0,9847 42 7 HE 320 B S355 1,1003 41 6 HD 320x158 S355 1,1179 38 7 HE 280 M S355 1,374
46 5 HE 400 A S355 0,9321 46 5 HE 400 A S355 0,9492 43 5 HD 360x147 S355 1,0328 42 7 HE 300 B S355 1,0709 39 9 HE 320 B S355 1,3436
47 4 HE 400 B S355 0,8806 50 5 HE 360 A S460 0,9382 43,6 5 HD 360x134 S355 0,9951 44 6 HE 320 B S355 1,0158 39,8 8 HD 260x142 S355 1,3003
54 4 HE 400 A S460 0,8513 46 5 HE 400 A S460 0,9752 45 6 HE 300 B S355 0,9848 40 8 HE 320 B S355 1,2383

46 6 HD 320x97.6 S355 0,9288 41 9 HE 320 A S355 1,2019
42 7 HE 300 B S355 1,0963
43 7 HE 320 A S355 1,0268
44 7 HE 300 A S460 1,0052

42,9 4 HE 320 M S355 1,0274 42,3 5 HD 320x198 S355 1,0888 41 6 HE 280 M S355 1,2084 39 7 HE 280 M S355 1,3599 38 8 HE 280 M S355 1,5263
44 4 HE 300 M S355 1,0158 43,4 5 HD 360x162 S355 1,0706 42,6 6 HD 360x134 S355 1,1245 40 7 HD 320x158 S355 1,2453 39 9 HE 320 B S355 1,3436

44,2 4 HD 360x196 S355 0,9899 45,6 5 HD 360x134 S355 0,9951 43 6 HD 320x158 S355 1,1161 41 6 HE 280 M S355 1,2217 40 7 HD 320x158 S355 1,2683
44,8 4 HD 400x187 S355 0,9742 46 5 HE 400 A S355 0,9492 43,4 5 HD 360x162 S355 1,0803 42 7 HE 320 B S355 1,1152 41 7 HE 340 B S355 1,2496
46,8 4 HD 360x179 S355 0,9595 50 5 HE 360 A S460 0,9382 44 5 HD 360x147 S355 1,0389 43 8 HE 320 A S355 1,0955 42 7 HE 320 B S355 1,1404
47 4 HE 400 B S355 0,8806 45 6 HE 360 A S355 1,0291 44 6 HE 320 B S355 1,0158 43 8 HE 320 A S355 1,1222
54 4 HE 400 A S460 0,8513 45,6 5 HD 360x134 S355 1,0071 45 6 HE 300 B S355 0,9848 44 8 HE 300 A S355 1,0811

46 5 HE 400 A S460 0,9752 46 6 HD 320x97.6 S355 0,9288 46 7 HD 320x97.6 S355 1,0536

51,6 4 HD 400x382 S355 1,5303 48,7 5 HD 400x347 S355 1,7283 47,7 5 HD 400x347 S355 1,7345 46,5 8 HE 360 M S355 1,9715 44,7 9 HE 340 M S355 2,1773
54,8 5 HE 450 M S355 1,4918 50,2 6 HE 400 M S355 1,5775 49,9 5 HD 400x314 S355 1,6566 46,9 6 HD 400x314 S355 1,9186 45,7 8 HD 400x262 S355 2,0876
55,2 5 HE 400 M S355 1,3721 54,3 5 HD 400x287 S355 1,5022 50,2 6 HE 400 M S355 1,5916 47,9 8 HE 320 M S355 1,8431 45,9 9 HD 320x245 S355 2,0428
55,8 4 HE 450 M S355 1,264 55,2 5 HE 400 M S355 1,3953 51,5 6 HE 360 M S355 1,5766 49 8 HE 300 M S355 1,8181 46 8 HD 400x237 S355 1,9733
57 5 HE 500 B S355 1,2591 56 6 HE 500 A S355 1,3492 52 7 HE 450 B S355 1,5676 49,5 6 HD 320x300 S355 1,7515 46,7 7 HD 400x262 S355 1,8801

58,2 4 HE 400 M S355 1,1771 57 5 HE 500 B S355 1,285 52,5 5 HD 320x300 S355 1,5178 50,2 6 HE 400 M S355 1,6118 47,9 8 HD 320x245 S355 1,8718
62 4 HE 550 A S355 1,0532 59 5 HE 500 A S460 1,218 53,2 5 HE 400 M S355 1,4019 51,5 6 HE 360 M S355 1,598 49 8 HE 300 M S355 1,8479
64 4 HE 500 A S460 1,0448 54,5 5 HE 360 M S355 1,3908 52 7 HE 450 B S355 1,5906 49,3 9 HD 320x198 S355 1,8248

55 7 HE 400 B S355 1,3907 55 7 HE 400 B S355 1,4165 49,5 7 HE 360 M S355 1,8182
56 6 HE 500 A S355 1,3697 56 6 HE 500 A S355 1,3964 49,7 7 HE 340 M S355 1,8107
57 5 HE 500 B S355 1,3061 59 6 HE 450 A S460 1,374 50 7 HD 400x237 S355 1,8038
59 5 HE 500 A S460 1,2413 50,9 7 HD 320x245 S355 1,7082

51,8 7 HD 400x187 S355 1,6078
54 9 HE 400 A S355 1,5736
55 7 HE 400 B S460 1,4759

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

56,5 6 HD 400x592 S355 3,4332 54,4 6 HD 400x634 S355 3,6161 54,6 7 HD 400x509 S355 3,5426 52,5 7 HD 400x551 S355 3,7512 53,6 9 HD 400x382 S355 3,2531
58,3 5 HD 400x677 S355 3,2445 56,5 6 HD 400x592 S355 3,4537 57,5 8 HD 400x421 S355 3,4174 53,5 8 HD 400x463 S355 3,6404 54,8 11 HE 450 M S355 3,0882
62,4 5 HD 400x634 S355 3,118 58,5 7 HD 400x463 S355 3,2483 58,5 7 HD 400x463 S355 3,2646 54,5 8 HD 400x421 S355 3,4162 55,7 9 HD 400x347 S355 3,0737
67,2 7 HE 550 M S355 2,2232 64,2 7 HE 550 M S355 2,2354 59,4 9 HE 500 M S355 2,6576 55,5 7 HD 400x463 S355 3,2635 55,8 10 HE 450 M S355 2,8657
69 6 HE 600 M S355 2,0195 67 8 HE 600 B S355 2,1621 62,4 8 HE 500 M S355 2,4444 57,8 10 HE 450 M S355 2,8618 58 12 HE 500 B S355 2,7677

70,2 5 HE 600x337 S355 1,9419 69 6 HE 600 M S355 2,0538 64,2 7 HE 550 M S355 2,258 59,4 9 HE 500 M S355 2,6848 58,2 10 HE 400 M S355 2,6454
72 6 HE 650 B S355 1,887 69,2 6 HE 550 M S355 2,0279 66 9 HE 600 A S355 2,2036 59,8 9 HE 450 M S355 2,6471 59,4 8 HE 500 M S355 2,4725
74 5 HE 600 M S355 1,8033 70 7 HE 600 B S355 1,9836 67 7 HE 600 B S355 1,9889 60,4 8 HE 500 M S355 2,4568 62 10 HE 550 A S355 2,3284
75 6 HE 600 B S355 1,7786 72 6 HE 600 B S460 1,8256 70 7 HE 550 B S355 1,9529 62 9 HE 550 B S355 2,3026 63 8 HE 550 B S355 2,1489
77 5 HE 650 B S460 1,721 71 7 HE 600 A S460 1,9108 64,2 7 HE 550 M S355 2,2895 65 8 HE 500 B S355 2,1045

64,4 7 HE 500 M S355 2,2548 66 8 HE 550 A S460 2,0533
65 8 HE 550 B S355 2,1377
66 8 HE 600 A S355 2,0586
67 7 HE 600 B S355 2,0237
69 7 HE 600 A S460 1,9323

66,4 5 HD 400x818 S355 3,7872 61,8 6 HD 400x744 S355 4,1303 58,3 7 HD 400x677 S355 4,3971 55,4 8 HD 400x634 S355 4,7112 59,6 9 HD 400x509 S355 4,5057
70 7 HE 600 M S355 2,2717 63,3 6 HD 400x677 S355 3,8587 59,4 7 HD 400x634 S355 4,1938 58,5 8 HD 400x592 S355 4,5017 60,4 11 HE 500 M S355 3,1912

70,2 6 HE 600x337 S355 2,2211 69 7 HE 600 M S355 2,3 61,5 7 HD 400x592 S355 4,0035 59,4 7 HD 400x634 S355 4,2175 64,2 9 HE 550 M S355 2,8009
71,8 5 HE 600x399 S355 2,1478 70,2 6 HE 600x337 S355 2,2559 64,2 9 HE 550 M S355 2,7414 61,5 7 HD 400x592 S355 4,0295 65 11 HE 550 B S355 2,739
74 6 HE 600 M S355 2,0495 72 6 HE 600 M S355 2,0743 67,2 8 HE 550 M S355 2,523 64,2 9 HE 550 M S355 2,7728 65,2 8 HE 550 M S355 2,5688

75,2 5 HE 600x337 S355 1,9719 75 7 HE 600 B S355 2,0179 69 7 HE 600 M S355 2,3267 67 11 HE 600 A S355 2,6042 67 9 HE 600 B S355 2,4531
76,8 5 HE 650 M S355 1,9285 77 6 HE 700 A S355 1,9497 72 7 HE 650 B S355 2,175 67,2 8 HE 550 M S355 2,5567 70 8 HE 600 B S355 2,2825
79 6 HE 700 A S355 1,9194 79 6 HE 650 A S460 1,8673 74 7 HE 650 A S460 2,0674 68 9 HE 600 B S355 2,4302 74 8 HE 600 A S460 2,1959
80 5 HE 700 B S355 1,82 69 7 HE 600 M S355 2,3624
84 5 HE 700 A S460 1,7532 69,2 7 HE 550 M S355 2,3324

70 8 HE 600 B S355 2,2482
72 7 HE 600 B S460 2,0985

Span length = 7,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 320x245 5 S355 42,9 1,210 0,887 4,06 8,47 163 345 15,9 11,5 12,9 12,5 2,53 4,50 4,71 7,94 9,55 10,32 20,48 1015 2,6 10306 <200 612 1688 *

2,5 HE 400 B 4 S355 48,0 0,881 1,000 3,95 5,34 227 345 18,0 12,6 12,9 13,6 1,83 4,50 5,18 7,57 9,42 10,32 20,48 891 2,6 10231 <200 609 1685 *

3,0 HE 300 M 5 S355 41,0 1,193 0,989 4,15 7,92 173 345 16,5 12,8 12,9 13,4 2,52 4,50 5,28 7,56 9,14 10,32 20,48 935 2,6 10628 <200 612 1688 *

3,0 HE 400 A 5 S355 47,0 0,949 0,978 4,10 5,38 245 345 17,3 12,6 12,9 15,4 1,67 4,50 5,24 7,51 9,26 10,32 20,48 927 2,6 10763 <200 617 1693 *

3,5 HD 320x158 7 S355 41,0 1,234 0,981 4,26 7,60 181 345 16,1 12,7 12,9 14,3 1,82 4,50 5,27 7,54 9,09 10,32 20,48 967 2,6 11135 <200 615 1692 *

3,5 HE 400 A 5 S355 46,0 0,957 0,978 4,22 5,40 241 345 17,1 12,6 12,9 14,5 1,37 4,50 5,25 7,48 9,17 10,32 20,48 943 2,6 11236 <200 619 1696 *

4,0 HE 280 M 8 S355 38,0 1,500 0,980 4,38 9,24 152 345 15,0 12,7 12,9 13,1 1,79 4,50 5,29 7,59 9,02 10,32 20,48 1008 2,6 11567 <200 620 1696 *

4,0 HE 300 B 6 S355 45,0 0,981 0,998 4,29 5,37 235 345 18,0 12,8 12,9 18,7 1,24 4,50 5,34 7,42 9,05 10,32 20,48 960 2,6 11753 <200 627 1703 *

4,5 HD 260x172 10 S355 37,0 1,699 0,989 4,50 9,92 140 345 14,9 12,8 12,9 13,0 1,55 4,50 5,35 7,54 8,89 10,32 20,48 1043 2,6 12081 <200 634 1710 *

4,5 HE 320 A 7 S355 46,0 1,046 0,903 4,41 5,71 232 355 16,3 11,6 12,9 17,6 0,97 4,50 4,89 7,63 9,19 10,32 20,48 1078 2,6 12439 <200 647 1724 *

2,5 HD 320x245 5 S355 42,9 1,210 0,931 4,06 8,47 163 345 15,9 11,5 12,3 12,5 2,53 3,00 4,71 7,94 9,55 10,32 20,48 1015 2,6 10306 <200 612 1688 *

2,5 HE 400 B 4 S355 50,0 0,889 0,980 3,99 5,47 221 345 17,6 11,6 12,3 13,3 1,63 3,00 4,80 7,82 9,67 10,32 20,48 970 2,6 10356 <200 614 1690 *

3,0 HE 300 M 6 S355 41,0 1,375 0,925 4,24 9,35 152 345 15,2 11,4 12,3 12,4 2,32 3,00 4,70 7,95 9,45 10,32 20,48 1065 2,6 10820 <200 619 1695 *

3,0 HE 400 A 5 S355 49,0 0,960 0,943 4,13 5,52 238 345 16,8 11,6 12,3 15,0 1,48 3,00 4,81 7,78 9,53 10,32 20,48 1014 2,6 10913 <200 622 1699 *

3,5 HE 280 M 7 S355 41,0 1,356 0,989 4,29 8,37 165 345 16,3 12,2 12,3 14,3 1,86 3,00 5,06 7,67 9,18 10,32 20,48 1012 2,6 11246 <200 620 1696 *

3,5 HE 400 A 5 S355 47,0 0,963 0,981 4,23 5,47 237 345 16,8 12,1 12,3 14,2 1,29 3,00 5,02 7,62 9,31 10,32 20,48 988 2,6 11324 <200 623 1699 *

4,0 HE 280 M 9 S355 38,0 1,651 0,954 4,41 10,28 140 345 14,1 11,7 12,3 12,5 1,69 3,00 4,90 7,84 9,21 10,32 20,48 1092 2,6 11720 <200 626 1702 *

4,0 HE 320 A 7 S355 46,0 1,017 0,980 4,30 5,57 235 355 17,1 12,1 12,3 18,6 1,13 3,00 5,04 7,58 9,20 10,32 20,48 1017 2,6 11871 <200 632 1708 *

4,5 HE 280 M 9 S355 38,0 1,672 0,955 4,51 10,40 135 345 13,8 11,7 12,3 11,5 1,45 3,00 4,93 7,84 9,17 10,32 20,48 1134 2,6 12165 <200 637 1713 *

4,5 HE 320 A 7 S355 46,0 1,046 0,947 4,41 5,71 232 355 16,3 11,6 12,3 17,6 0,97 3,00 4,89 7,63 9,19 10,32 20,48 1078 2,6 12439 <200 647 1724 *

2,5 HD 400x463 4 S355 50,5 1,871 0,488 3,80 14,35 85 335 8,8 5,1 11,1 5,5 1,36 3,00 2,09 10,48 11,86 10,32 20,48 1974 2,6 11181 200 645 1537 *

2,5 HE 550 A 4 S355 64,0 1,055 0,556 3,74 7,84 150 345 10,0 5,1 11,1 7,3 0,64 3,00 2,10 10,36 12,09 10,32 20,48 1916 2,6 11261 200 648 1540 *

3,0 HD 400x382 5 S355 48,6 1,829 0,471 3,90 14,57 89 335 8,5 5,2 11,1 6,3 1,16 3,00 2,14 10,33 11,64 10,32 20,48 1987 2,6 11715 200 653 1544 *

3,0 HE 500 A 5 S355 64,0 1,219 0,514 3,87 8,81 143 345 9,3 4,5 11,1 8,0 0,53 3,00 1,88 10,76 12,35 10,32 20,48 2206 2,6 12126 200 668 1560 *

3,5 HD 400x382 5 S355 48,6 1,841 0,454 3,97 14,75 87 335 8,1 5,0 11,1 6,0 0,91 3,00 2,09 10,43 11,71 10,32 20,48 2069 2,6 12261 200 658 1550 *

3,5 HE 500 A 5 S355 61,0 1,229 0,508 3,92 8,68 141 345 9,1 4,7 11,1 7,6 0,47 3,00 1,97 10,50 12,03 10,32 20,48 2122 2,6 12632 200 672 1564 *

4,0 HE 360 M 8 S355 47,5 1,969 0,459 4,03 15,42 87 345 7,8 5,1 11,1 6,6 0,71 3,00 2,12 10,34 11,56 10,32 20,48 2093 2,6 12840 200 668 1560 *

4,0 HE 450 A 6 S355 59,0 1,347 0,496 3,98 8,87 141 345 8,9 4,8 11,1 8,5 0,43 3,00 2,00 10,38 11,84 10,32 20,48 2138 2,6 13235 200 683 1575 *

4,5 HD 320x300 9 S355 44,5 2,429 0,452 4,15 18,28 72 335 7,1 5,0 11,1 5,8 0,64 3,00 2,10 10,43 11,53 10,32 20,48 2239 2,6 13536 200 689 1581 *

4,5 HE 450 A 7 S355 59,0 1,538 0,435 4,08 10,29 123 345 7,8 4,3 11,1 7,6 0,34 3,00 1,79 10,80 12,15 10,32 20,48 2451 2,6 14069 200 709 1601 *

3,5 HD 400x634 6 S355 54,4 3,582 0,436 4,83 29,48 68 325 5,6 2,6 9,2 6,0 0,65 1,50 1,07 11,24 12,17 10,32 20,48 4208 2,6 18611 253 1051 1943 *

3,5 HE 650 B 5 S355 77,0 1,688 0,352 4,73 15,72 110 345 6,0 2,2 9,2 5,9 0,28 1,50 0,91 12,24 13,53 10,32 20,48 4634 2,6 18790 252 1058 1950 *

4,0 HD 400x551 7 S355 52,5 3,704 0,381 4,88 29,31 68 325 5,4 2,7 9,2 6,3 0,57 1,50 1,13 11,17 12,09 10,32 20,48 4122 2,6 19135 251 1058 1950 *

4,0 HE 600 B 6 S355 72,0 1,788 0,348 4,79 16,48 108 345 6,0 2,3 9,2 6,4 0,27 1,50 0,97 11,93 13,15 10,32 20,48 4447 2,6 19341 250 1066 1957 *

4,5 HD 400x551 7 S355 52,5 3,715 0,291 4,93 29,56 64 325 5,1 2,7 9,2 5,9 0,43 1,50 1,13 11,31 12,23 10,32 20,48 4234 2,6 19704 253 1062 1954 *

4,5 HE 600 A 7 S355 71,0 1,873 0,356 4,85 16,23 111 345 5,8 2,3 9,2 6,6 0,23 1,50 0,97 11,93 13,11 10,32 20,48 4531 2,6 20123 253 1078 1970 *

5,0 HD 400x463 8 S355 51,5 3,604 0,315 4,95 28,88 65 335 5,1 2,9 9,2 6,2 0,32 1,50 1,22 11,09 12,00 10,32 20,48 4056 2,6 20151 251 1067 1959 *

5,0 HE 600 A 7 S355 69,0 1,894 0,348 4,90 16,12 109 345 5,6 2,4 9,2 6,3 0,20 1,50 1,00 11,77 12,92 10,32 20,48 4466 2,6 20726 253 1089 1980 *

5,5 HD 400x421 9 S355 49,5 3,731 0,334 5,00 29,13 61 335 4,9 3,1 9,2 6,0 0,31 1,50 1,30 10,96 11,85 10,32 20,48 3981 2,6 20676 250 1075 1967 *

5,5 HE 550 A 8 S355 66,0 2,012 0,344 4,96 16,19 106 345 5,7 2,6 9,2 6,7 0,19 1,50 1,09 11,42 12,54 10,32 20,48 4277 2,6 21318 251 1100 1991 *

3,5 HD 400x990 5 S355 62,0 4,347 0,318 5,02 37,98 50 295 4,1 1,7 7,9 3,8 0,48 1,50 0,70 13,35 14,19 10,32 20,48 6494 2,6 19882 303 1100 1991 *

3,5 HE 800 A 5 S355 86,0 1,805 0,307 4,83 18,29 98 345 4,8 1,6 7,9 4,3 0,20 1,50 0,67 13,95 15,19 10,32 20,48 6320 2,6 19591 316 1088 1980 *

4,0 HD 400x900 6 S355 60,1 4,757 0,231 5,11 40,61 47 295 3,9 1,7 7,9 3,8 0,35 1,50 0,70 13,66 14,46 10,32 20,48 6776 2,6 20782 317 1121 2012 *

4,0 HE 700 A 6 S355 81,0 1,965 0,316 4,88 18,34 100 345 5,1 1,7 7,9 5,1 0,19 1,50 0,73 13,47 14,67 10,32 20,48 5921 2,6 20227 302 1100 1991 *

4,5 HD 400x818 7 S355 58,4 5,070 0,213 5,16 44,99 45 315 3,6 1,7 7,9 3,8 0,28 1,50 0,71 13,78 14,56 10,32 20,48 6923 2,6 21566 323 1133 2025 *

4,5 HE 650 A 7 S355 79,0 2,066 0,307 4,95 19,10 96 345 4,9 1,7 7,9 5,3 0,17 1,50 0,72 13,51 14,65 10,32 20,48 6077 2,6 21074 305 1115 2006 *

5,0 HD 400x677 8 S355 58,3 4,956 0,231 5,18 41,93 45 315 3,7 1,8 7,9 4,0 0,20 1,50 0,77 13,51 14,30 10,32 20,48 6592 2,6 22097 308 1141 2033 *

5,0 HE 650 A 7 S355 79,0 2,111 0,296 5,03 19,36 94 345 4,7 1,7 7,9 5,0 0,13 1,50 0,70 13,69 14,80 10,32 20,48 6398 2,6 22026 316 1138 2030 *

5,5 HD 400x900 8 S355 60,1 6,240 0,182 5,39 54,22 34 295 2,7 1,4 7,9 2,8 0,13 1,50 0,61 15,33 16,01 10,32 20,48 9070 2,6 24186 350 1209 2100 *

5,5 HE 650 A 8 S355 74,0 2,303 0,271 5,08 21,03 85 345 4,4 1,8 7,9 4,6 0,13 1,50 0,75 13,40 14,44 10,32 20,48 6200 2,6 22530 302 1146 2037 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 7,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

42,9 5 HE 320 M S355 1,2099 43,8 5 HD 360x179 S355 1,1202 43 6 HD 320x158 S355 1,1119 40 8 HD 320x158 S355 1,3742 38 8 HE 280 M S355 1,5206
43,9 4 HE 320 M S355 1,0281 44 6 HE 360 B S355 1,1142 43,4 5 HD 360x162 S355 1,075 41 7 HD 320x158 S355 1,2474 40 7 HD 320x158 S355 1,2636
45,2 4 HD 360x196 S355 0,9896 44,3 5 HD 320x198 S355 1,0951 45 7 HE 300 B S355 1,0696 42 8 HE 320 B S355 1,2235 42 8 HE 300 B S355 1,1983
46,8 4 HD 400x187 S355 0,9782 44,4 5 HD 360x162 S355 1,0704 45,6 5 HD 360x134 S355 1,002 42,6 6 HD 360x134 S355 1,1339 42,8 7 HD 260x142 S355 1,1972
48 4 HE 400 B S460 0,8939 46 5 HE 360 B S355 0,9899 46 5 HE 400 A S460 0,9702 43 6 HD 320x158 S355 1,1275 43 7 HE 360 A S355 1,1697

47 5 HE 400 A S460 0,9628 44 6 HE 320 B S355 1,0119 44 7 HE 320 B S355 1,1514
45 6 HE 300 B S460 0,9961 45 7 HE 300 B S355 1,1151

46 7 HD 320x97.6 S355 1,0494

42,9 5 HE 320 M S355 1,2099 41,3 6 HD 320x198 S355 1,2381 41,3 6 HD 320x198 S355 1,2452 39 8 HE 280 M S355 1,5066 39 8 HE 280 M S355 1,5283
44,5 4 HD 400x216 S355 1,0384 42 5 HE 300 M S355 1,1978 43 6 HD 360x147 S355 1,1707 40 8 HD 320x158 S355 1,3742 40 8 HD 320x158 S355 1,3974
45,9 4 HE 320 M S355 1,0367 43,8 5 HD 360x179 S355 1,1202 43,8 5 HD 360x179 S355 1,1301 41 8 HE 340 B S355 1,3477 41 7 HD 320x158 S355 1,2713
46,8 4 HD 400x187 S355 0,9782 44,3 5 HD 320x198 S355 1,0951 44 6 HE 360 B S355 1,1244 41,3 6 HD 320x198 S355 1,2585 42 8 HE 320 B S355 1,2488
48,8 4 HD 360x179 S355 0,9635 46 6 HE 400 A S355 1,0694 44,4 5 HD 360x162 S355 1,081 43 6 HD 320x158 S355 1,1275 43 9 HE 320 A S355 1,2123
50 4 HE 400 B S460 0,9025 47 5 HE 400 B S355 1,0369 46 5 HD 360x147 S355 1,0456 44 7 HE 320 B S355 1,1245 44 7 HE 320 B S355 1,1514

47,6 5 HD 360x134 S355 1,0003 47 5 HE 400 A S460 0,9762 45 7 HE 300 B S355 1,0872 45 7 HE 300 B S355 1,1151
48 5 HE 360 B S355 1,0001 46 7 HD 320x97.6 S355 1,0204 46 7 HD 320x97.6 S355 1,0494
49 5 HE 400 A S460 0,9731

52,5 4 HD 400x421 S355 1,7636 52,7 5 HD 400x347 S355 1,7398 50,2 7 HE 400 M S355 1,7909 49,9 6 HD 400x314 S355 1,9287 46,3 8 HD 400x287 S355 2,1957
54,8 5 HE 450 M S355 1,4834 53,2 6 HE 400 M S355 1,5857 50,7 5 HD 400x347 S355 1,7434 50,2 7 HE 400 M S355 1,8111 46,5 9 HE 360 M S355 2,1923
58,2 5 HE 400 M S355 1,3788 54,5 6 HE 360 M S355 1,5697 51,2 6 HE 400 M S355 1,5903 51,2 6 HE 400 M S355 1,6114 46,7 8 HD 400x262 S355 2,0858
59,4 4 HE 500 M S355 1,2907 54,8 5 HE 450 M S355 1,5062 54,3 5 HD 400x287 S355 1,5134 54,5 6 HE 360 M S355 1,6113 47,3 7 HD 400x287 S355 1,9748
59,8 4 HE 450 M S355 1,2742 57 6 HE 500 B S355 1,4585 55,2 5 HE 400 M S355 1,4077 55 8 HE 400 B S355 1,5521 48,7 7 HD 400x262 S355 1,8871
60 5 HE 500 B S355 1,2642 58 5 HE 500 B S355 1,2823 57 5 HE 500 B S355 1,2982 56 7 HE 500 A S355 1,5492 50,2 7 HE 400 M S355 1,8416
61 5 HE 550 A S355 1,2122 61 5 HE 550 A S355 1,2417 60 5 HE 450 B S355 1,2642 57 6 HE 500 A S355 1,3943 51,5 7 HE 360 M S355 1,8252
62 4 HE 550 B S355 1,1231 64 5 HE 500 A S460 1,236 61 5 HE 500 A S460 1,2455 59 6 HE 450 A S460 1,365 52 8 HE 450 B S355 1,784
64 4 HE 550 A S460 1,0697 52,5 7 HD 400x216 S355 1,7281

55 8 HE 400 B S355 1,5883
56 7 HE 500 A S355 1,5862
59 7 HE 450 A S460 1,5591

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

56,5 6 HD 400x592 S355 3,4172 54,4 6 HD 400x634 S355 3,5998 54,6 7 HD 400x509 S355 3,525 52,6 7 HD 400x509 S355 3,5287 53,6 9 HD 400x382 S355 3,2363
58,3 5 HD 400x677 S355 3,2304 54,5 6 HD 400x592 S355 3,424 57,5 8 HD 400x421 S355 3,3988 54,5 8 HD 400x421 S355 3,3977 54,8 11 HE 450 M S355 3,0701
62,4 5 HD 400x634 S355 3,1041 57,5 6 HD 400x551 S355 3,2723 58,5 7 HD 400x463 S355 3,2476 55,5 7 HD 400x463 S355 3,2466 55,7 9 HD 400x347 S355 3,0574
67,2 7 HE 550 M S355 2,2111 58,5 7 HD 400x463 S355 3,2314 59,4 9 HE 500 M S355 2,6425 56,6 8 HD 400x382 S355 2,9414 55,8 10 HE 450 M S355 2,8491
69 6 HE 600 M S355 2,0088 59,6 6 HD 400x509 S355 3,1105 62,4 8 HE 500 M S355 2,4308 57,8 10 HE 450 M S355 2,8452 57 12 HE 500 B S355 2,7402

70,2 5 HE 600x337 S355 1,9323 64,2 7 HE 550 M S355 2,2232 64,2 7 HE 550 M S355 2,2458 59,4 8 HE 500 M S355 2,4346 57,8 9 HE 450 M S355 2,6376
72 6 HE 650 B S355 1,8768 67 8 HE 600 B S355 2,1492 64,4 7 HE 500 M S355 2,211 62 9 HE 550 B S355 2,2885 58,2 10 HE 400 M S355 2,6334
74 5 HE 600 M S355 1,7941 69 6 HE 600 M S355 2,043 66 9 HE 600 A S355 2,1898 64,2 7 HE 550 M S355 2,2772 59,4 8 HE 500 M S355 2,4588
75 6 HE 600 B S355 1,7686 69,2 6 HE 550 M S355 2,0173 67 7 HE 600 B S355 1,9774 64,4 7 HE 500 M S355 2,2426 62 10 HE 550 A S355 2,3133
77 5 HE 650 B S460 1,7121 70 7 HE 600 B S355 1,9721 70 7 HE 550 B S355 1,9415 65 8 HE 550 B S355 2,125 63 8 HE 550 B S355 2,1361

72 6 HE 600 B S460 1,8155 71 7 HE 600 A S460 1,8996 66 8 HE 600 A S355 2,0461 65 8 HE 500 B S355 2,0919
67 7 HE 550 B S355 1,9532 66 8 HE 550 A S460 2,0408
69 7 HE 600 A S460 1,921

68,1 5 HD 400x900 S355 4,0688 61,4 6 HD 400x818 S355 4,4214 59,8 7 HD 400x744 S355 4,7178 59,4 8 HD 400x634 S355 4,724 60,5 9 HD 400x551 S355 4,7564
71,2 7 HE 600x337 S355 2,4935 64,8 6 HD 400x744 S355 4,1335 63,3 7 HD 400x677 S355 4,4163 61,5 8 HD 400x592 S355 4,5063 64,2 10 HE 550 M S355 3,0255
71,8 6 HE 600x399 S355 2,4553 70 8 HE 600 M S355 2,5392 69 8 HE 600 M S355 2,5592 62,4 7 HD 400x634 S355 4,2242 67 11 HE 600 B S355 2,8338
73,8 7 HE 650 M S355 2,4337 70,2 7 HE 600x337 S355 2,5222 70,2 7 HE 600x337 S355 2,5494 65,2 10 HE 550 M S355 3,0059 67,2 9 HE 550 M S355 2,8137
75 6 HE 650x343 S355 2,3774 71,8 6 HE 600x399 S355 2,4907 72 7 HE 600 M S355 2,3375 68 11 HE 600 B S355 2,8107 69 8 HE 600 M S355 2,6268

75,2 6 HE 600x337 S355 2,2398 73,8 7 HE 650 M S355 2,472 75 8 HE 600 B S355 2,2369 69 8 HE 600 M S355 2,5943 69,2 8 HE 550 M S355 2,5925
76,8 5 HE 600x399 S355 2,1676 74 7 HE 600 M S355 2,3219 77 7 HE 700 A S355 2,1886 70,2 7 HE 600x337 S355 2,5854 72 8 HE 650 B S355 2,4563
78 5 HE 650x343 S355 2,0947 74,8 6 HE 650 M S355 2,2126 79 7 HE 650 A S460 2,0943 72 7 HE 600 M S355 2,3755 74 9 HE 600 A S355 2,3301

78,6 5 HE 700 M S355 2,0062 77 6 HE 600 M S355 2,0977 75 7 HE 650 B S355 2,2276
81,8 5 HE 650 M S355 1,949 78 6 HE 700 B S355 2,0795 76 7 HE 700 A S355 2,2235
84 6 HE 700 A S355 1,9373 80 6 HE 650 B S355 1,969 79 7 HE 650 A S460 2,1396
85 5 HE 700 B S355 1,8393
86 5 HE 800 A S460 1,8292

Span length = 7,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 320x300 4 S355 44,5 1,205 0,919 4,27 8,28 161 335 16,3 12,2 13,3 11,5 2,63 4,50 4,85 7,63 9,21 10,00 20,00 1057 2,6 10335 <200 633 1702 *

2,5 HE 400 B 4 S355 55,0 0,906 0,963 4,29 5,82 220 345 17,3 10,7 13,3 14,4 1,29 4,50 4,25 8,01 9,77 10,00 20,00 1202 2,6 10669 <200 646 1716 *

3,0 HE 300 M 6 S355 41,0 1,370 0,954 4,47 9,35 160 345 15,9 12,7 13,3 14,0 2,47 4,50 5,08 7,46 8,91 10,00 20,00 1065 2,6 10820 <200 639 1709 *

3,0 HE 400 A 5 S355 49,0 0,955 0,983 4,36 5,52 251 345 17,7 13,0 13,3 16,9 1,55 4,50 5,20 7,31 8,99 10,00 20,00 1014 2,6 10913 <200 642 1712 *

3,5 HE 300 M 6 S355 41,0 1,376 0,934 4,57 9,48 156 345 15,3 12,4 13,3 13,0 1,96 4,50 5,00 7,53 8,94 10,00 20,00 1113 2,6 11282 <200 641 1711 *

3,5 HE 400 A 5 S355 49,0 0,970 0,955 4,49 5,62 243 345 17,2 12,3 13,3 15,6 1,20 4,50 4,95 7,43 9,05 10,00 20,00 1085 2,6 11499 <200 650 1719 *

4,0 HE 280 M 9 S355 38,0 1,645 0,982 4,66 10,28 148 345 14,8 13,1 13,3 14,1 1,83 4,50 5,28 7,36 8,68 10,00 20,00 1092 2,6 11720 <200 646 1716 *

4,0 HE 340 A 6 S355 48,0 1,028 0,970 4,56 5,38 254 345 17,5 12,6 13,3 19,3 1,08 4,50 5,08 7,33 8,90 10,00 20,00 1087 2,6 12017 <200 658 1727 *

4,5 HE 280 M 9 S355 38,0 1,666 0,980 4,76 10,40 143 345 14,5 13,1 13,3 13,0 1,57 4,50 5,29 7,36 8,64 10,00 20,00 1134 2,6 12165 <200 657 1727 *

4,5 HE 320 A 7 S355 46,0 1,042 0,976 4,65 5,71 245 355 17,1 13,0 13,3 19,9 1,04 4,50 5,27 7,17 8,66 10,00 20,00 1078 2,6 12439 <200 668 1738 *

2,5 HD 320x300 4 S355 44,5 1,205 0,964 4,27 8,28 161 335 16,3 12,2 12,7 11,5 2,63 3,00 4,85 7,63 9,21 10,00 20,00 1057 2,6 10335 <200 633 1702 *

2,5 HE 400 B 4 S355 55,0 0,906 0,963 4,29 5,82 220 345 17,3 10,7 12,7 14,4 1,29 3,00 4,25 8,01 9,77 10,00 20,00 1202 2,6 10669 <200 646 1716 *

3,0 HE 300 M 6 S355 42,0 1,375 0,964 4,48 9,44 158 345 15,8 12,2 12,7 13,8 2,32 3,00 4,89 7,58 9,03 10,00 20,00 1107 2,6 10895 <200 642 1712 *

3,0 HE 400 A 5 S355 51,0 0,965 0,953 4,39 5,67 244 345 17,2 11,9 12,7 16,5 1,38 3,00 4,77 7,58 9,25 10,00 20,00 1109 2,6 11063 <200 648 1718 *

3,5 HE 300 M 6 S355 41,0 1,376 0,980 4,57 9,48 156 345 15,3 12,4 12,7 13,0 1,96 3,00 5,00 7,53 8,94 10,00 20,00 1113 2,6 11282 <200 641 1711 *

3,5 HE 400 A 5 S355 49,0 0,970 0,970 4,49 5,62 243 345 17,2 12,3 12,7 15,6 1,20 3,00 4,95 7,43 9,05 10,00 20,00 1085 2,6 11499 <200 650 1719 *

4,0 HE 280 M 9 S355 39,0 1,652 0,986 4,66 10,38 146 345 14,7 12,5 12,7 13,9 1,71 3,00 5,05 7,49 8,81 10,00 20,00 1140 2,6 11820 <200 650 1720 *

4,0 HE 340 A 6 S355 48,0 1,028 0,991 4,56 5,38 254 345 17,5 12,6 12,7 19,3 1,08 3,00 5,08 7,33 8,90 10,00 20,00 1087 2,6 12017 <200 658 1727 *

4,5 HE 280 M 10 S355 38,0 1,817 0,960 4,78 11,44 131 345 13,6 12,2 12,7 12,2 1,47 3,00 4,93 7,58 8,83 10,00 20,00 1222 2,6 12318 <200 663 1733 *

4,5 HE 320 A 8 S355 46,0 1,136 0,967 4,70 6,35 221 355 16,4 12,3 12,7 18,4 0,97 3,00 4,97 7,36 8,82 10,00 20,00 1153 2,6 12517 <200 671 1741 *

2,5 HD 400x509 4 S355 51,6 2,042 0,475 4,05 15,94 82 335 8,6 5,2 11,4 5,6 1,35 3,00 2,04 10,29 11,58 10,00 20,00 2203 2,6 11369 200 673 1560 *

2,5 HE 550 A 4 S355 69,0 1,071 0,555 4,00 8,25 152 345 10,0 4,8 11,4 8,0 0,54 3,00 1,93 10,41 12,07 10,00 20,00 2263 2,6 11573 200 681 1568 *

3,0 HD 400x421 5 S355 49,5 2,119 0,460 4,16 16,16 86 335 8,3 5,2 11,4 6,5 1,16 3,00 2,09 10,12 11,34 10,00 20,00 2202 2,6 11907 200 681 1568 *

3,0 HE 500 A 5 S355 64,0 1,212 0,541 4,08 8,81 151 345 9,7 5,1 11,4 9,0 0,56 3,00 2,04 10,10 11,64 10,00 20,00 2206 2,6 12126 200 690 1576 *

3,5 HD 400x421 5 S355 49,5 2,131 0,446 4,23 16,35 84 335 7,9 5,1 11,4 6,2 0,91 3,00 2,04 10,22 11,41 10,00 20,00 2290 2,6 12458 200 687 1574 *

3,5 HE 500 A 5 S355 64,0 1,240 0,513 4,18 8,99 145 345 9,2 4,7 11,4 8,4 0,43 3,00 1,90 10,32 11,79 10,00 20,00 2375 2,6 12895 200 704 1591 *

4,0 HD 400x347 7 S355 47,7 2,291 0,423 4,30 18,32 76 335 7,1 4,8 11,4 6,0 0,72 3,00 1,95 10,41 11,51 10,00 20,00 2475 2,6 13176 200 703 1590 *

4,0 HE 500 A 6 S355 59,0 1,399 0,466 4,22 10,14 134 345 8,4 5,0 11,4 7,7 0,45 3,00 2,00 10,10 11,47 10,00 20,00 2313 2,6 13287 200 708 1594 *

4,5 HD 400x287 8 S355 46,3 2,186 0,460 4,37 17,70 78 345 7,2 5,3 11,4 6,3 0,62 3,00 2,13 10,02 11,10 10,00 20,00 2339 2,6 13548 200 712 1598 *

4,5 HE 450 A 7 S355 59,0 1,528 0,458 4,31 10,29 131 345 8,2 4,8 11,4 8,6 0,37 3,00 1,92 10,14 11,44 10,00 20,00 2451 2,6 14069 200 732 1618 *

3,5 HD 400x634 6 S355 54,4 3,566 0,471 5,11 29,48 71 325 5,8 2,9 9,5 6,7 0,71 1,50 1,15 10,61 11,52 10,00 20,00 4208 2,6 18611 254 1085 1971 *

3,5 HE 650 A 5 S355 79,0 1,584 0,417 5,00 13,79 131 345 6,7 2,5 9,5 7,4 0,27 1,50 1,00 11,40 12,69 10,00 20,00 4525 2,6 18870 251 1095 1982 *

4,0 HD 400x551 7 S355 52,5 3,688 0,414 5,15 29,31 71 325 5,7 3,0 9,5 7,0 0,62 1,50 1,21 10,52 11,42 10,00 20,00 4122 2,6 19135 253 1092 1978 *

4,0 HE 600 B 6 S355 72,0 1,779 0,367 5,06 16,48 114 345 6,3 2,6 9,5 7,2 0,29 1,50 1,05 11,22 12,40 10,00 20,00 4447 2,6 19341 251 1100 1987 *

4,5 HD 400x509 7 S355 51,6 3,485 0,340 5,17 27,96 73 335 5,8 3,2 9,5 7,1 0,51 1,50 1,31 10,28 11,19 10,00 20,00 3881 2,6 19424 250 1086 1972 *

4,5 HE 600 A 7 S355 69,0 1,847 0,383 5,10 15,93 119 345 6,2 2,8 9,5 7,5 0,27 1,50 1,11 10,92 12,07 10,00 20,00 4260 2,6 19898 250 1104 1991 *

5,0 HD 400x463 8 S355 50,5 3,578 0,349 5,22 28,70 69 335 5,4 3,3 9,5 7,0 0,37 1,50 1,35 10,31 11,19 10,00 20,00 3948 2,6 20026 251 1096 1983 *

5,0 HE 550 A 7 S355 69,0 1,827 0,402 5,17 14,69 125 345 6,5 2,8 9,5 8,3 0,22 1,50 1,13 10,78 11,92 10,00 20,00 4226 2,6 20679 251 1122 2008 *

5,5 HD 400x421 9 S355 49,5 3,712 0,358 5,29 29,13 65 335 5,1 3,4 9,5 6,7 0,34 1,50 1,39 10,30 11,16 10,00 20,00 3981 2,6 20676 252 1110 1996 *

5,5 HE 550 A 8 S355 66,0 2,001 0,363 5,25 16,19 112 345 6,0 2,9 9,5 7,5 0,21 1,50 1,17 10,73 11,81 10,00 20,00 4277 2,6 21318 253 1135 2021 *

3,5 HD 400x1086 5 S355 63,9 4,679 0,309 5,37 42,40 48 295 4,0 1,7 8,2 3,8 0,46 1,50 0,67 13,26 14,04 10,00 20,00 7372 2,6 20357 309 1154 2040 *

3,5 HE 800 A 5 S355 89,0 1,813 0,317 5,14 18,71 101 345 4,9 1,7 8,2 4,7 0,19 1,50 0,67 13,53 14,73 10,00 20,00 6791 2,6 19854 315 1134 2020 *

4,0 HD 400x990 6 S355 62,0 5,130 0,225 5,47 45,43 45 295 3,7 1,6 8,2 3,8 0,34 1,50 0,66 13,56 14,31 10,00 20,00 7720 2,6 21316 327 1178 2064 *

4,0 HE 800 A 6 S355 86,0 2,074 0,285 5,24 21,83 91 345 4,4 1,6 8,2 4,3 0,16 1,50 0,63 13,96 15,06 10,00 20,00 7421 2,6 20803 337 1158 2044 *

4,5 HD 400x900 7 S355 60,1 5,465 0,203 5,53 47,26 43 295 3,4 1,7 8,2 3,8 0,27 1,50 0,67 13,64 14,36 10,00 20,00 7849 2,6 22131 332 1192 2078 *

4,5 HE 700 A 7 S355 81,0 2,206 0,294 5,28 21,30 93 345 4,7 1,7 8,2 5,1 0,16 1,50 0,70 13,32 14,40 10,00 20,00 6792 2,6 21363 305 1162 2048 *

5,0 HD 400x900 7 S355 60,1 5,486 0,205 5,57 47,58 41 295 3,2 1,7 8,2 3,6 0,21 1,50 0,68 13,75 14,46 10,00 20,00 8006 2,6 22747 339 1203 2090 *

5,0 HE 700 A 7 S355 81,0 2,253 0,283 5,37 21,57 90 345 4,4 1,7 8,2 4,8 0,13 1,50 0,67 13,48 14,52 10,00 20,00 7136 2,6 22339 318 1187 2074 *

5,5 HD 400x900 8 S355 60,1 6,217 0,195 5,71 54,22 35 295 2,9 1,6 8,2 3,1 0,14 1,50 0,65 14,41 15,07 10,00 20,00 9070 2,6 24186 350 1248 2134 *

5,5 HE 650 A 8 S355 79,0 2,337 0,276 5,45 22,02 87 345 4,4 1,7 8,2 5,0 0,12 1,50 0,69 13,36 14,36 10,00 20,00 7176 2,6 23218 314 1210 2096 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 8,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

44,7 4 HE 340 M S355 1,0895 42,3 6 HD 320x198 S355 1,239 42,3 6 HD 320x198 S355 1,247 41 7 HE 280 M S355 1,3637 40 8 HD 320x158 S355 1,3923
47 5 HE 400 B S355 1,0145 42,9 5 HD 320x245 S355 1,2186 43 7 HD 320x158 S355 1,2413 41,3 6 HD 320x198 S355 1,2543 41 7 HE 280 M S355 1,3872

49,2 4 HD 360x196 S355 1,0023 43,8 5 HD 400x187 S355 1,1438 43,4 6 HD 360x162 S355 1,2214 43 6 HD 360x147 S355 1,1805 42 9 HE 320 B S355 1,3561
51 4 HE 450 A S355 0,9232 44,8 5 HD 360x179 S355 1,1202 43,8 5 HD 360x179 S355 1,125 44 7 HE 320 B S355 1,1204 42,6 7 HD 360x134 S355 1,2876
55 4 HE 400 B S460 0,9197 46 6 HE 400 A S355 1,0639 45 6 HD 320x158 S355 1,12 45 7 HE 300 B S355 1,0832 43 8 HE 360 A S355 1,279

47 5 HE 400 B S355 1,032 46 5 HD 360x147 S355 1,0407 47 6 HE 320 B S355 1,0287 44 7 HE 320 B S355 1,1472
49 5 HE 400 A S460 0,9684 47 6 HE 320 B S355 1,0094 45 7 HE 300 B S355 1,111

47,6 5 HD 360x134 S355 1,0091 46 7 HD 320x97.6 S355 1,0455
49 5 HE 400 A S460 0,9834

45,7 4 HD 400x262 S355 1,1464 42,9 5 HE 320 M S355 1,2186 43,8 6 HD 360x179 S355 1,2871 41 6 HE 300 M S355 1,3887 39 9 HE 280 M S355 1,6738
46,5 4 HE 360 M S355 1,1023 44 5 HE 300 M S355 1,2041 44 7 HE 360 B S355 1,2524 42,3 6 HD 320x198 S355 1,2611 40 9 HD 320x158 S355 1,5252
48 5 HE 400 B S355 1,0188 44,2 5 HD 360x196 S355 1,1689 44,2 5 HD 360x196 S355 1,1789 43 7 HD 320x158 S355 1,2566 41 8 HD 320x158 S355 1,4

49,2 4 HD 360x196 S355 1,0023 44,8 5 HD 400x187 S355 1,1489 44,8 5 HD 360x179 S355 1,1309 43,4 6 HD 360x162 S355 1,2371 42 9 HE 320 B S355 1,3561
51 4 HE 450 A S355 0,9232 46,3 5 HD 320x198 S355 1,1017 46 6 HE 360 B S355 1,1308 44 8 HE 320 B S355 1,2326 43 7 HD 320x158 S355 1,2821
55 4 HE 400 B S460 0,9197 47 5 HE 400 B S355 1,032 46,4 5 HD 360x162 S355 1,0879 45 6 HD 320x158 S355 1,1372 44 7 HE 340 B S355 1,2595

50,6 5 HD 360x134 S355 1,0109 47 5 HE 400 B S355 1,0449 46 6 HE 400 A S355 1,0945 45 8 HE 300 B S355 1,2169
51 5 HE 400 A S460 0,9786 49 5 HE 400 A S460 0,9834 47 6 HE 320 B S355 1,0287 46 8 HD 320x97.6 S355 1,1406

53,5 4 HD 400x463 S355 1,8748 51,6 5 HD 400x382 S355 1,8357 50,2 7 HE 400 M S355 1,7831 48,6 6 HD 400x382 S355 2,1507 48,7 8 HD 400x262 S355 2,0922
54,5 4 HD 400x421 S355 1,7633 54,8 6 HE 450 M S355 1,7275 52,7 5 HD 400x347 S355 1,7468 48,7 6 HD 400x347 S355 2,0195 49,3 7 HD 400x287 S355 1,982
56,6 4 HD 400x382 S355 1,5368 55,2 6 HE 400 M S355 1,5891 54,8 5 HE 450 M S355 1,5164 50,2 7 HE 400 M S355 1,8033 50,2 7 HE 400 M S355 1,8337
57,8 5 HE 450 M S355 1,4883 55,8 5 HE 450 M S355 1,5034 57 6 HE 500 B S355 1,4706 53,2 6 HE 400 M S355 1,6182 52,7 7 HE 340 M S355 1,8176
59,4 4 HE 500 M S355 1,2842 57 6 HE 500 B S355 1,4498 58,2 5 HE 400 M S355 1,4198 54,5 6 HE 360 M S355 1,6045 53 8 HE 450 B S355 1,7806
62 5 HE 550 A S355 1,2093 58,2 5 HE 400 M S355 1,3987 60 5 HE 500 B S355 1,3088 56 7 HE 500 A S355 1,5395 55 9 HE 400 B S355 1,7225
63 4 HE 550 B S355 1,1212 61 5 HE 550 A S355 1,2345 61 5 HE 550 A S355 1,2593 57 6 HE 500 B S355 1,4976 56 7 HE 500 A S355 1,5764
66 4 HE 600 A S355 1,0904 64 5 HE 500 A S460 1,2287 64 5 HE 500 A S460 1,2562 59 6 HE 500 A S460 1,4194 59 7 HE 450 A S460 1,5494
69 4 HE 550 A S460 1,085

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,5 6 HD 400x592 S355 3,3904 53,5 6 HD 400x592 S355 3,4023 54,5 8 HD 400x421 S355 3,3584 51,6 7 HD 400x509 S355 3,5037 51,6 9 HD 400x382 S355 3,2019
55,3 5 HD 400x677 S355 3,1992 57,5 6 HD 400x551 S355 3,2577 55,5 7 HD 400x463 S355 3,2087 52,5 8 HD 400x421 S355 3,3632 54,8 10 HE 450 M S355 2,8242
59,4 5 HD 400x634 S355 3,0732 58,5 7 HD 400x463 S355 3,2155 56,6 8 HD 400x382 S355 2,9032 53,5 7 HD 400x463 S355 3,2136 55,2 11 HE 400 M S355 2,7995
61,5 5 HD 400x592 S355 2,9391 59,6 6 HD 400x509 S355 3,0961 59,4 9 HE 500 M S355 2,6283 55,8 10 HE 450 M S355 2,8126 57 12 HE 500 B S355 2,7233
65,2 7 HE 550 M S355 2,1878 62,4 8 HE 500 M S355 2,3968 59,8 9 HE 450 M S355 2,5905 57,8 9 HE 450 M S355 2,6009 57,8 9 HE 450 M S355 2,6235
69 6 HE 600 M S355 1,9988 64,2 7 HE 550 M S355 2,2118 60,4 8 HE 500 M S355 2,4027 58,2 10 HE 400 M S355 2,5991 58 11 HE 500 B S355 2,5534

69,2 6 HE 550 M S355 1,973 67 8 HE 600 B S355 2,1372 62,8 8 HE 450 M S355 2,3847 59,4 8 HE 500 M S355 2,4218 58,2 9 HE 400 M S355 2,4166
70,2 5 HE 600x337 S355 1,9233 67,2 6 HE 550 M S355 1,9936 63 9 HE 550 B S355 2,2526 62 10 HE 550 A S355 2,2716 59,8 8 HE 450 M S355 2,4134
72 5 HE 600 M S355 1,7735 68 7 HE 600 B S355 1,9477 64,2 7 HE 550 M S355 2,2343 62,4 7 HE 500 M S355 2,2141 60 10 HE 500 B S355 2,3924
75 6 HE 600 B S355 1,7592 70 7 HE 550 B S355 1,9025 64,4 7 HE 500 M S355 2,1997 63 8 HE 550 B S355 2,0959 61 10 HE 550 A S355 2,2898
77 5 HE 700 A S355 1,6692 72 6 HE 600 B S460 1,806 65 9 HE 500 B S355 2,197 66 8 HE 600 A S355 2,0343 62 8 HE 550 B S355 2,1147
79 5 HE 650 A S460 1,6045 66 8 HE 600 A S355 2,0006 67 7 HE 600 A S355 1,8666 64 9 HE 500 A S355 2,082

67 7 HE 600 B S355 1,9667 69 7 HE 550 A S460 1,852 65 8 HE 500 B S355 2,08
69 7 HE 600 A S460 1,8737 66 8 HE 550 A S460 2,0291

67 5 HD 400x990 S355 4,3619 63,1 6 HD 400x900 S355 4,7598 61,4 7 HD 400x818 S355 5,0735 63,3 8 HD 400x677 S355 4,9783 67,2 11 HE 550 M S355 3,2764
71,8 7 HE 600x399 S355 2,7602 66,4 6 HD 400x818 S355 4,4386 64,8 7 HD 400x744 S355 4,7374 69 10 HE 600 M S355 3,0675 69 9 HE 600 M S355 2,8566
75 7 HE 650x343 S355 2,6657 71,2 8 HE 600x337 S355 2,7929 70,2 8 HE 600x337 S355 2,8134 70 9 HE 600 M S355 2,833 72 8 HE 600 M S355 2,6417

76,6 6 HE 650x407 S355 2,6437 73,8 8 HE 650 M S355 2,7249 72 9 HE 600 M S355 2,8122 72 11 HE 600 B S355 2,8286 75 8 HE 650 B S355 2,4717
76,8 6 HE 600x399 S355 2,4741 74,8 6 HE 600x399 S355 2,5 73,2 7 HE 600x337 S355 2,5602 72,2 9 HE 550 M S355 2,8112 76 8 HE 700 A S355 2,4643
78 6 HE 650x343 S355 2,3845 76 6 HE 650x343 S355 2,4121 74,8 7 HE 650 M S355 2,4985 73,2 7 HE 600x337 S355 2,5987 79 8 HE 650 A S460 2,3698

79,6 6 HE 700 M S355 2,2814 78,2 6 HE 600x337 S355 2,2886 77 7 HE 600 M S355 2,3642 73,8 7 HE 650 M S355 2,5304
79,8 5 HE 700x352 S355 2,1756 81,8 6 HE 650 M S355 2,2499 78 7 HE 700 B S355 2,3405 77 7 HE 700 B S355 2,3758
83 5 HE 650x343 S355 2,1152 84 7 HE 700 A S355 2,1887 80 7 HE 650 B S355 2,2134 79 8 HE 650 A S355 2,2951

83,6 5 HE 700 M S355 2,0256 85 6 HE 700 B S355 2,1155 80 7 HE 650 B S355 2,259
86 6 HE 800 A S355 2,0245 86 6 HE 800 A S460 2,103
87 5 HE 800 B S355 1,9136
89 5 HE 800 A S460 1,8371

Span length = 8,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 320x300 5 S355 44,5 1,430 0,863 4,61 10,15 153 335 15,4 11,9 13,8 12,9 2,57 4,50 4,58 7,62 9,03 9,70 19,55 1244 2,6 10577 <200 662 1771 *

2,5 HE 450 A 4 S355 54,0 0,931 1,000 4,50 5,51 251 345 18,0 12,6 13,8 15,5 1,41 4,50 4,87 7,35 9,06 9,70 19,55 1128 2,6 10573 <200 662 1771 *

3,0 HE 300 M 6 S355 42,0 1,371 0,989 4,72 9,44 166 345 16,6 13,6 13,8 15,5 2,45 4,50 5,27 7,13 8,53 9,70 19,55 1107 2,6 10895 <200 662 1771 *

3,0 HE 400 A 5 S355 54,0 0,976 0,952 4,68 5,91 246 345 17,1 11,6 13,8 18,0 1,22 4,50 4,52 7,53 9,14 9,70 19,55 1270 2,6 11288 <200 678 1786 *

3,5 HE 300 M 7 S355 41,0 1,552 0,909 4,86 10,91 147 345 14,6 12,5 13,8 13,5 2,01 4,50 4,87 7,40 8,69 9,70 19,55 1242 2,6 11474 <200 669 1778 *

3,5 HE 400 A 5 S355 51,0 0,977 0,969 4,76 5,78 249 345 17,4 12,5 13,8 17,1 1,12 4,50 4,87 7,26 8,82 9,70 19,55 1191 2,6 11674 <200 677 1786 *

4,0 HE 300 M 6 S355 41,0 1,384 0,987 4,88 9,59 161 345 15,2 13,6 13,8 13,8 1,75 4,50 5,32 7,15 8,47 9,70 19,55 1159 2,6 11743 <200 667 1776 *

4,0 HE 320 B 6 S355 47,0 1,025 0,994 4,82 6,05 236 345 17,8 13,7 13,8 20,2 1,21 4,50 5,35 6,99 8,47 9,70 19,55 1117 2,6 11984 <200 677 1786 *

4,5 HE 280 M 10 S355 38,0 1,811 0,982 5,04 11,44 138 345 14,4 13,5 13,8 13,7 1,58 4,50 5,30 7,14 8,33 9,70 19,55 1222 2,6 12318 <200 684 1793 *

4,5 HE 320 A 8 S355 46,0 1,132 0,991 4,95 6,35 233 355 17,1 13,6 13,8 20,7 1,03 4,50 5,35 6,93 8,33 9,70 19,55 1153 2,6 12517 <200 692 1801 *

2,5 HD 320x300 5 S355 44,5 1,430 0,906 4,61 10,15 153 335 15,4 11,9 13,1 12,9 2,57 3,00 4,58 7,62 9,03 9,70 19,55 1244 2,6 10577 <200 662 1771 *

2,5 HE 450 A 4 S355 54,0 0,931 1,000 4,50 5,51 251 345 18,0 12,6 13,1 15,5 1,41 3,00 4,87 7,35 9,06 9,70 19,55 1128 2,6 10573 <200 662 1771 *

3,0 HD 320x245 6 S355 42,9 1,400 0,949 4,75 10,17 157 345 15,3 12,4 13,1 13,8 2,28 3,00 4,81 7,44 8,80 9,70 19,55 1218 2,6 10988 <200 666 1774 *

3,0 HE 400 A 5 S355 54,0 0,976 0,952 4,68 5,91 246 345 17,1 11,6 13,1 18,0 1,22 3,00 4,52 7,53 9,14 9,70 19,55 1270 2,6 11288 <200 678 1786 *

3,5 HE 300 M 7 S355 41,0 1,552 0,954 4,86 10,91 147 345 14,6 12,5 13,1 13,5 2,01 3,00 4,87 7,40 8,69 9,70 19,55 1242 2,6 11474 <200 669 1778 *

3,5 HE 400 A 5 S355 51,0 0,977 0,969 4,76 5,78 249 345 17,4 12,5 13,1 17,1 1,12 3,00 4,87 7,26 8,82 9,70 19,55 1191 2,6 11674 <200 677 1786 *

4,0 HE 300 M 7 S355 41,0 1,565 0,936 4,92 11,04 143 345 14,0 12,3 13,1 12,7 1,65 3,00 4,80 7,46 8,72 9,70 19,55 1291 2,6 11936 <200 675 1784 *

4,0 HE 360 A 6 S355 50,0 1,065 0,933 4,85 5,98 244 345 16,7 12,2 13,1 18,8 1,00 3,00 4,78 7,30 8,79 9,70 19,55 1248 2,6 12241 <200 687 1796 *

4,5 HE 280 M 10 S355 39,0 1,819 0,984 5,04 11,56 136 345 14,3 12,9 13,1 13,6 1,48 3,00 5,06 7,26 8,46 9,70 19,55 1275 2,6 12430 <200 689 1797 *

4,5 HE 340 A 7 S355 48,0 1,163 0,956 4,94 6,23 234 345 16,2 12,5 13,1 19,3 0,95 3,00 4,92 7,17 8,58 9,70 19,55 1245 2,6 12692 <200 699 1808 *

2,5 HD 400x551 4 S355 52,5 2,154 0,470 4,31 16,86 81 325 8,5 5,3 11,8 5,8 1,36 3,00 2,03 10,04 11,25 9,70 19,55 2404 2,6 11528 200 701 1619 *

2,5 HE 550 A 4 S355 69,0 1,065 0,585 4,22 8,25 161 345 10,5 5,4 11,8 9,0 0,56 3,00 2,09 9,80 11,40 9,70 19,55 2263 2,6 11573 200 703 1621 *

3,0 HD 400x463 5 S355 50,5 2,259 0,448 4,42 17,88 83 335 8,1 5,3 11,8 6,6 1,16 3,00 2,04 9,94 11,08 9,70 19,55 2444 2,6 12113 200 711 1630 *

3,0 HE 550 A 5 S355 64,0 1,243 0,515 4,33 9,76 147 345 9,3 5,3 11,8 8,5 0,58 3,00 2,07 9,79 11,23 9,70 19,55 2353 2,6 12160 200 713 1632 *

3,5 HD 400x421 5 S355 50,5 2,127 0,466 4,46 16,47 87 335 8,2 5,5 11,8 6,8 0,93 3,00 2,13 9,73 10,88 9,70 19,55 2359 2,6 12546 200 712 1631 *

3,5 HE 500 A 5 S355 64,0 1,233 0,539 4,41 8,99 153 345 9,7 5,3 11,8 9,4 0,45 3,00 2,05 9,71 11,13 9,70 19,55 2375 2,6 12895 200 726 1645 *

4,0 HD 400x347 7 S355 47,7 2,280 0,455 4,54 18,32 80 335 7,4 5,4 11,8 6,7 0,77 3,00 2,10 9,80 10,86 9,70 19,55 2475 2,6 13176 200 725 1644 *

4,0 HE 500 A 6 S355 61,0 1,405 0,476 4,48 10,36 138 345 8,6 5,1 11,8 8,6 0,43 3,00 2,01 9,79 11,10 9,70 19,55 2490 2,6 13487 200 738 1656 *

4,5 HD 400x314 8 S355 46,9 2,433 0,456 4,64 19,32 76 345 7,2 5,4 11,8 6,5 0,63 3,00 2,11 9,75 10,76 9,70 19,55 2539 2,6 13748 200 742 1661 *

4,5 HE 500 A 7 S355 59,0 1,590 0,426 4,57 11,78 123 345 7,7 4,9 11,8 7,7 0,38 3,00 1,92 9,90 11,11 9,70 19,55 2656 2,6 14131 200 758 1676 *

3,5 HD 400x592 6 S355 53,5 3,370 0,537 5,46 27,32 80 325 6,6 3,5 9,8 8,1 0,81 1,50 1,34 9,71 10,62 9,70 19,55 3879 2,6 18370 252 1109 2028 *

3,5 HE 650 A 5 S355 79,0 1,577 0,439 5,28 13,79 138 345 7,0 2,8 9,8 8,3 0,29 1,50 1,08 10,74 12,00 9,70 19,55 4525 2,6 18870 252 1130 2048 *

4,0 HD 400x509 7 S355 51,6 3,460 0,478 5,52 27,72 81 335 6,5 3,6 9,8 8,5 0,72 1,50 1,41 9,59 10,49 9,70 19,55 3775 2,6 18859 251 1115 2034 *

4,0 HE 600 A 6 S355 74,0 1,668 0,436 5,34 14,39 136 345 7,0 2,9 9,8 9,1 0,29 1,50 1,15 10,44 11,63 9,70 19,55 4338 2,6 19429 252 1138 2057 *

4,5 HD 400x421 8 S355 50,5 3,311 0,397 5,59 25,89 84 335 6,8 3,9 9,8 9,1 0,56 1,50 1,53 9,34 10,24 9,70 19,55 3559 2,6 19256 250 1113 2031 *

4,5 HE 550 A 7 S355 69,0 1,781 0,439 5,40 14,49 136 345 7,2 3,2 9,8 9,9 0,29 1,50 1,27 10,01 11,15 9,70 19,55 4015 2,6 19849 250 1137 2055 *

5,0 HD 400x421 8 S355 49,5 3,321 0,411 5,62 25,94 81 335 6,3 4,0 9,8 8,6 0,44 1,50 1,59 9,31 10,19 9,70 19,55 3559 2,6 19694 250 1117 2036 *

5,0 HE 550 A 7 S355 69,0 1,817 0,423 5,46 14,69 132 345 6,8 3,1 9,8 9,4 0,24 1,50 1,22 10,15 11,25 9,70 19,55 4226 2,6 20679 253 1157 2076 *

5,5 HD 400x382 9 S355 48,6 3,159 0,421 5,68 26,27 76 335 6,1 4,1 9,8 8,2 0,41 1,50 1,63 9,30 10,16 9,70 19,55 3593 2,6 20329 251 1130 2049 *

5,5 HE 500 A 8 S355 64,0 1,911 0,436 5,62 14,35 133 345 7,3 3,6 9,8 10,2 0,25 1,50 1,42 9,55 10,63 9,70 19,55 3767 2,6 20990 250 1157 2076 *

3,5 HD 400x1202 5 S355 65,0 5,079 0,307 5,74 46,60 46 295 3,9 1,7 8,4 3,9 0,46 1,50 0,66 13,00 13,74 9,70 19,55 8119 2,6 20853 307 1210 2128 *

3,5 HE 800 A 5 S355 94,0 1,834 0,321 5,48 19,48 103 345 5,0 1,6 8,4 5,1 0,17 1,50 0,64 13,41 14,58 9,70 19,55 7666 2,6 20291 323 1187 2106 *

4,0 HD 400x1086 6 S355 63,9 5,528 0,219 5,85 50,72 44 295 3,5 1,6 8,4 3,8 0,33 1,50 0,63 13,46 14,16 9,70 19,55 8766 2,6 21880 343 1237 2156 *

4,0 HE 800 A 6 S355 86,0 2,063 0,300 5,54 21,83 96 345 4,6 1,7 8,4 4,9 0,17 1,50 0,68 13,15 14,22 9,70 19,55 7421 2,6 20803 304 1194 2112 *

4,5 HD 400x900 7 S355 61,1 5,453 0,213 5,85 47,48 45 295 3,6 1,8 8,4 4,2 0,29 1,50 0,71 12,97 13,67 9,70 19,55 7994 2,6 22243 301 1234 2152 *

4,5 HE 800 A 7 S355 86,0 2,333 0,264 5,66 25,37 84 345 4,0 1,5 8,4 4,3 0,14 1,50 0,60 13,83 14,82 9,70 19,55 8522 2,6 22015 350 1225 2143 *

5,0 HD 400x900 7 S355 60,1 5,467 0,220 5,88 47,58 43 295 3,4 1,8 8,4 4,0 0,24 1,50 0,73 12,96 13,65 9,70 19,55 8006 2,6 22747 300 1241 2159 *

5,0 HE 700 A 7 S355 84,0 2,266 0,292 5,71 22,16 94 345 4,5 1,7 8,4 5,3 0,13 1,50 0,67 13,13 14,13 9,70 19,55 7752 2,6 22714 311 1240 2158 *

5,5 HD 400x900 8 S355 60,1 6,196 0,207 6,03 54,22 37 295 3,0 1,7 8,4 3,5 0,16 1,50 0,69 13,57 14,21 9,70 19,55 9070 2,6 24186 350 1287 2205 *

5,5 HE 700 A 8 S355 81,0 2,497 0,263 5,80 24,54 84 345 4,2 1,7 8,4 4,8 0,11 1,50 0,67 13,18 14,12 9,70 19,55 8009 2,6 23566 318 1261 2180 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 8,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

44,7 5 HE 340 M S355 1,2849 43,9 5 HE 320 M S355 1,2199 41,3 7 HD 320x198 S355 1,394 43 7 HD 360x147 S355 1,3165 40 9 HD 320x158 S355 1,52
45,5 4 HD 320x300 S355 1,2043 45,2 5 HD 360x196 S355 1,169 42 6 HE 300 M S355 1,3779 43,8 6 HD 360x179 S355 1,2973 41,3 7 HD 320x198 S355 1,4307
45,7 4 HD 400x262 S355 1,142 46,8 5 HD 360x179 S355 1,1256 43,8 6 HD 360x179 S355 1,2815 44 7 HE 360 B S355 1,2627 43 7 HD 320x158 S355 1,2779
46,5 4 HE 360 M S355 1,0979 48 5 HE 400 B S355 1,0325 44,2 5 HD 360x196 S355 1,1739 44,4 6 HD 360x162 S355 1,2384 44 8 HE 320 B S355 1,2552
50 5 HE 400 B S355 1,0227 54 5 HE 400 A S460 0,9895 44,8 5 HD 400x187 S355 1,1547 45 6 HD 320x158 S355 1,1335 45 8 HE 300 B S355 1,2126
52 4 HE 450 B S355 0,9957 46,4 5 HD 360x162 S355 1,0832 47 6 HD 320x127 S355 1,0334 46 8 HD 320x97.6 S355 1,1365
54 4 HE 450 A S460 0,9427 47 5 HE 400 B S355 1,0402

50,6 5 HD 360x134 S355 1,0225
51 5 HE 400 A S460 0,9908

44,7 5 HE 340 M S355 1,2849 42,9 6 HE 320 M S355 1,3996 42,3 7 HD 320x198 S355 1,3999 41,3 8 HD 320x198 S355 1,5642 41 9 HD 320x158 S355 1,5277
45,7 4 HD 400x262 S355 1,142 44 6 HE 300 M S355 1,381 44 6 HE 300 M S355 1,3898 42 6 HE 300 M S355 1,3912 41,3 7 HD 320x198 S355 1,4307
47,5 4 HE 360 M S355 1,1022 44,5 5 HD 400x216 S355 1,2298 44,2 6 HD 360x196 S355 1,3458 43 8 HD 320x158 S355 1,385 43 7 HE 280 M S355 1,398
50 5 HE 400 B S355 1,0227 46 5 HE 300 M S355 1,2106 44,3 6 HD 320x198 S355 1,2549 43,4 7 HD 360x162 S355 1,3822 44 7 HD 260x172 S355 1,3241
52 4 HE 450 B S355 0,9957 46,8 5 HD 400x187 S355 1,1543 44,5 5 HD 400x216 S355 1,2398 43,8 6 HD 360x179 S355 1,2973 45 7 HD 320x158 S355 1,2932
54 4 HE 450 A S460 0,9427 48,8 5 HD 360x179 S355 1,1358 45,2 5 HD 360x196 S355 1,1799 44,3 6 HD 320x198 S355 1,2707 46 9 HE 320 A S355 1,2261

50 5 HE 400 B S355 1,0427 46,8 5 HD 360x179 S355 1,138 45 7 HD 320x158 S355 1,266 47 7 HE 320 B S355 1,1663
54 5 HE 400 A S460 0,9895 47,6 6 HD 360x134 S355 1,1376 46 6 HD 360x147 S355 1,1956

48 5 HE 400 B S355 1,0462 47 7 HE 320 B S355 1,137
50 6 HE 360 A S355 1,0428 48 7 HE 340 A S355 1,1329

50,6 5 HD 360x134 S355 1,0225 49 6 HE 400 A S355 1,1098
51 5 HE 400 A S460 0,9908 50 6 HE 360 A S460 1,0791

52,6 4 HD 400x509 S355 2,0373 52,5 5 HD 400x421 S355 2,1245 53,2 7 HE 400 M S355 1,7937 48,6 6 HD 400x382 S355 2,1409 47,7 7 HD 400x347 S355 2,308
55,5 4 HD 400x463 S355 1,8747 53,6 5 HD 400x382 S355 1,8376 54,8 6 HE 450 M S355 1,7366 50,2 8 HE 400 M S355 2,0006 49,3 8 HD 400x287 S355 2,2008
57,5 4 HD 400x421 S355 1,7678 54,8 6 HE 450 M S355 1,7187 57 7 HE 500 B S355 1,641 52,7 8 HE 340 M S355 1,9774 49,5 9 HE 360 M S355 2,1964
59,4 5 HE 500 M S355 1,5103 57,8 5 HE 450 M S355 1,5061 57,8 5 HE 450 M S355 1,5268 53,2 7 HE 400 M S355 1,8164 50,2 8 HE 400 M S355 2,0312
59,8 5 HE 450 M S355 1,4893 60 6 HE 500 B S355 1,457 58 6 HE 500 B S355 1,4684 54,5 7 HE 360 M S355 1,799 51,3 7 HD 400x287 S355 1,9896
62 5 HE 550 B S355 1,2979 61 6 HE 550 A S355 1,3949 61 6 HE 550 A S355 1,4195 54,8 6 HE 450 M S355 1,7606 53 9 HE 450 B S355 1,9378

62,4 4 HE 500 M S355 1,2908 62 5 HE 550 B S355 1,3277 62 5 HE 550 A S355 1,2584 55,2 6 HE 400 M S355 1,6254 53,2 7 HE 400 M S355 1,8493
62,8 4 HE 450 M S355 1,2743 64 5 HE 550 A S460 1,2608 64 5 HE 500 A S460 1,2494 58 6 HE 500 B S355 1,4962 54,5 7 HE 360 M S355 1,833
65 5 HE 500 B S355 1,2713 60 6 HE 450 B S355 1,4477 56 8 HE 500 A S355 1,7267
66 4 HE 600 A S355 1,0848 61 6 HE 500 A S460 1,425 57 7 HE 500 B S355 1,7052
69 4 HE 550 A S460 1,0794 59 7 HE 500 A S460 1,6134

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

55,3 5 HD 400x677 S355 3,1869 52,5 6 HD 400x551 S355 3,2099 53,5 7 HD 400x463 S355 3,1785 50,5 7 HD 400x463 S355 3,1732 50,7 9 HD 400x347 S355 2,981
55,4 5 HD 400x634 S355 3,0372 53,5 7 HD 400x463 S355 3,1666 56,6 8 HD 400x382 S355 2,89 53,6 8 HD 400x382 S355 2,8885 51,2 11 HE 400 M S355 2,7506
58,5 5 HD 400x592 S355 2,9093 56,6 6 HD 400x509 S355 3,0622 57,8 9 HE 450 M S355 2,5619 54,8 10 HE 450 M S355 2,7896 54,3 9 HD 400x287 S355 2,5696
60,5 5 HD 400x551 S355 2,7784 57,5 7 HD 400x421 S355 2,9914 59,4 8 HE 500 M S355 2,383 55,2 10 HE 400 M S355 2,563 57 10 HE 500 B S355 2,3508
64,2 7 HE 550 M S355 2,1711 58,5 6 HD 400x463 S355 2,8129 62 9 HE 550 B S355 2,2326 57 11 HE 500 B S355 2,5062 58,2 8 HE 400 M S355 2,2025
67,2 6 HE 550 M S355 1,9517 59,4 8 HE 500 M S355 2,3644 62,4 7 HE 500 M S355 2,1737 58,2 9 HE 400 M S355 2,3841 60 9 HE 500 B S355 2,2004
68 7 HE 600 B S355 1,9036 62,8 8 HE 450 M S355 2,3513 62,8 7 HE 450 M S355 2,145 59,4 7 HE 500 M S355 2,1779 61 9 HE 550 A S355 2,1097
70 5 HE 600 M S355 1,7535 64,2 7 HE 550 M S355 2,2011 63 8 HE 550 B S355 2,0539 62 8 HE 550 B S355 2,0762 62 8 HE 550 A S355 1,9522
72 6 HE 600 B S355 1,7325 64,4 7 HE 500 M S355 2,1663 66 8 HE 600 A S355 1,9896 64 8 HE 550 A S355 1,9415 64 8 HE 500 A S460 1,9374
75 5 HE 650 B S355 1,66 65 8 HE 550 B S355 2,045 67 7 HE 600 A S355 1,8219 65 7 HE 550 B S355 1,9155
76 5 HE 700 A S355 1,6542 65,2 6 HE 550 M S355 1,9706 69 7 HE 550 A S460 1,8054 66 7 HE 600 A S355 1,8483
79 5 HE 650 A S460 1,5969 67 7 HE 600 B S355 1,9309 69 7 HE 550 A S460 1,8422

69 8 HE 550 A S355 1,9196
70 6 HE 600 B S355 1,7563
74 6 HE 600 A S460 1,691

68,9 5 HD 400x1086 S355 4,6933 65 6 HD 400x990 S355 5,1332 66,4 7 HD 400x818 S355 5,0935 70,2 9 HE 600x337 S355 3,1106 69 11 HE 600 M S355 3,3263
76,6 7 HE 650x407 S355 2,9758 68,1 6 HD 400x900 S355 4,7773 71,2 9 HE 600x337 S355 3,0825 71,8 7 HE 600x399 S355 2,8478 70 10 HE 600 M S355 3,0939
76,8 7 HE 600x399 S355 2,778 71,8 8 HE 600x399 S355 3,0979 72,8 7 HE 600x399 S355 2,8189 74,8 8 HE 650 M S355 2,7907 72 11 HE 650 B S355 3,0796
77,6 6 HE 650x407 S355 2,6388 74,8 7 HE 600x399 S355 2,8039 75 7 HE 650x343 S355 2,7238 75 7 HE 650x343 S355 2,7637 73,2 8 HE 600x337 S355 2,8969
79,6 7 HE 700 M S355 2,5479 76,6 6 HE 650x407 S355 2,6722 78,2 7 HE 600x337 S355 2,587 77 8 HE 600 M S355 2,6369 73,8 8 HE 650 M S355 2,8186
79,8 6 HE 700x352 S355 2,4786 78,6 7 HE 700 M S355 2,5841 78,8 7 HE 650 M S355 2,5179 78 8 HE 700 B S355 2,6075 77 8 HE 700 B S355 2,6387
81,4 5 HE 700x418 S355 2,405 79,8 6 HE 700x352 S355 2,5213 82 7 HE 700 B S355 2,3584 78,8 7 HE 650 M S355 2,5616 80 8 HE 650 B S355 2,5066
83 6 HE 650x343 S355 2,404 81,8 7 HE 650 M S355 2,5034 80 8 HE 650 B S355 2,4641

83,6 6 HE 700 M S355 2,2937 83 6 HE 650x343 S355 2,4495 81 8 HE 700 A S355 2,4534
84,8 5 HE 700x352 S355 2,1952 83,6 6 HE 700 M S355 2,3402 82 7 HE 700 B S355 2,4055
87 6 HE 800 B S355 2,1548 86 6 HE 800 A S460 2,0919 84 7 HE 700 A S460 2,2966

88,4 5 HE 800 M S355 2,099
89 6 HE 800 A S355 2,0315
90 5 HE 800 B S355 1,9219
94 5 HE 800 A S460 1,8575

Span length = 8,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 320x300 5 S355 44,5 1,424 0,929 4,84 10,15 160 335 16,1 13,2 14,2 14,4 2,70 4,50 4,92 7,18 8,55 9,41 19,12 1244 2,5 10577 <200 682 1785 *

2,5 HE 450 A 4 S355 59,0 0,947 0,982 4,81 5,86 249 345 17,7 11,5 14,2 16,6 1,13 4,50 4,34 7,51 9,16 9,41 19,12 1382 2,5 10886 <200 695 1798 *

3,0 HD 320x245 6 S355 42,9 1,395 0,973 4,99 10,17 164 345 15,9 13,8 14,2 15,4 2,41 4,50 5,17 7,01 8,33 9,41 19,12 1218 2,5 10988 <200 686 1789 *

3,0 HE 400 A 5 S460 54,0 0,985 0,995 4,91 7,28 259 440 17,9 12,9 14,2 20,2 1,27 4,50 4,86 7,10 8,65 9,41 19,12 1270 2,5 11288 <200 698 1801 *

3,5 HE 300 M 7 S355 41,0 1,548 0,978 5,10 10,91 155 345 15,3 13,9 14,2 15,1 2,14 4,50 5,23 6,97 8,23 9,41 19,12 1242 2,5 11474 <200 689 1792 *

3,5 HE 400 A 5 S355 54,0 0,991 0,958 5,04 6,05 250 345 17,2 12,1 14,2 18,5 0,99 4,50 4,57 7,25 8,74 9,41 19,12 1370 2,5 11936 <200 708 1812 *

4,0 HE 300 M 7 S355 41,0 1,560 0,958 5,16 11,04 150 345 14,6 13,6 14,2 14,3 1,76 4,50 5,15 7,03 8,25 9,41 19,12 1291 2,5 11936 <200 695 1798 *

4,0 HE 360 A 6 S355 50,0 1,060 0,969 5,09 5,98 257 345 17,4 13,6 14,2 21,1 1,05 4,50 5,14 6,88 8,31 9,41 19,12 1248 2,5 12241 <200 708 1811 *

4,5 HE 300 M 7 S355 41,0 1,583 0,948 5,26 11,15 147 345 14,0 13,4 14,2 13,5 1,48 4,50 5,11 7,04 8,23 9,41 19,12 1337 2,5 12412 <200 709 1812 *

4,5 HE 340 A 7 S355 48,0 1,158 0,980 5,18 6,23 246 345 17,0 13,9 14,2 21,6 1,01 4,50 5,28 6,75 8,11 9,41 19,12 1245 2,5 12692 <200 721 1824 *

2,5 HD 320x300 5 S355 44,5 1,424 0,975 4,84 10,15 160 335 16,1 13,2 13,5 14,4 2,70 3,00 4,92 7,18 8,55 9,41 19,12 1244 2,5 10577 <200 682 1785 *

2,5 HE 450 A 4 S355 59,0 0,947 0,982 4,81 5,86 249 345 17,7 11,5 13,5 16,6 1,13 3,00 4,34 7,51 9,16 9,41 19,12 1382 2,5 10886 <200 695 1798 *

3,0 HD 320x245 6 S355 43,9 1,401 0,985 5,00 10,26 162 345 15,8 13,3 13,5 15,2 2,26 3,00 4,99 7,11 8,43 9,41 19,12 1264 2,5 11063 <200 689 1792 *

3,0 HE 400 A 5 S355 54,0 0,972 0,995 4,91 5,91 259 345 17,9 12,9 13,5 20,2 1,27 3,00 4,86 7,10 8,65 9,41 19,12 1270 2,5 11288 <200 698 1801 *

3,5 HE 300 M 7 S355 42,0 1,554 0,988 5,11 11,01 153 345 15,2 13,3 13,5 14,9 2,00 3,00 5,03 7,08 8,34 9,41 19,12 1291 2,5 11562 <200 693 1796 *

3,5 HE 400 A 5 S355 54,0 0,991 0,958 5,04 6,05 250 345 17,2 12,1 13,5 18,5 0,99 3,00 4,57 7,25 8,74 9,41 19,12 1370 2,5 11936 <200 708 1812 *

4,0 HE 300 M 8 S355 41,0 1,740 0,923 5,22 12,47 136 345 13,5 12,4 13,5 13,3 1,67 3,00 4,72 7,30 8,47 9,41 19,12 1420 2,5 12128 <200 703 1806 *

4,0 HE 400 A 6 S355 49,0 1,105 0,988 5,09 6,71 236 345 16,2 13,3 13,5 17,4 1,11 3,00 5,05 6,96 8,36 9,41 19,12 1274 2,5 12185 <200 706 1809 *

4,5 HE 300 M 7 S355 41,0 1,583 0,995 5,26 11,15 147 345 14,0 13,4 13,5 13,5 1,48 3,00 5,11 7,04 8,23 9,41 19,12 1337 2,5 12412 <200 709 1812 *

4,5 HE 360 A 7 S355 50,0 1,206 0,897 5,22 6,93 224 345 15,4 12,1 13,5 18,7 0,88 3,00 4,60 7,16 8,49 9,41 19,12 1430 2,5 12946 <200 731 1834 *

2,5 HD 400x551 4 S355 52,5 2,145 0,490 4,53 16,86 84 325 8,8 5,9 12,1 6,5 1,43 3,00 2,18 9,46 10,64 9,41 19,12 2404 2,5 11528 200 722 1636 *

2,5 HE 600 A 4 S355 69,0 1,092 0,558 4,46 9,07 157 345 10,0 5,7 12,1 8,6 0,58 3,00 2,13 9,49 11,00 9,41 19,12 2404 2,5 11602 200 725 1639 *

3,0 HD 400x463 5 S355 51,5 2,254 0,469 4,65 18,00 86 335 8,4 5,7 12,1 7,3 1,16 3,00 2,14 9,47 10,58 9,41 19,12 2509 2,5 12188 200 736 1650 *

3,0 HE 550 A 5 S355 66,0 1,247 0,529 4,57 9,95 151 345 9,5 5,5 12,1 9,4 0,56 3,00 2,08 9,47 10,87 9,41 19,12 2513 2,5 12310 200 741 1655 *

3,5 HD 400x463 5 S355 50,5 2,261 0,468 4,72 18,09 85 335 8,0 5,7 12,1 7,0 0,97 3,00 2,14 9,45 10,53 9,41 19,12 2538 2,5 12671 200 739 1653 *

3,5 HE 550 A 5 S355 66,0 1,276 0,502 4,66 10,14 146 345 9,0 5,2 12,1 8,8 0,43 3,00 1,95 9,66 11,00 9,41 19,12 2696 2,5 13103 200 757 1671 *

4,0 HD 400x382 7 S355 48,6 2,430 0,442 4,81 20,32 77 335 7,2 5,4 12,1 6,8 0,77 3,00 2,04 9,63 10,62 9,41 19,12 2746 2,5 13424 200 757 1671 *

4,0 HE 500 A 6 S355 64,0 1,418 0,478 4,74 10,72 141 345 8,6 5,1 12,1 9,4 0,39 3,00 1,93 9,65 10,91 9,41 19,12 2783 2,5 13787 200 773 1687 *

4,5 HD 400x347 8 S355 47,7 2,573 0,444 4,91 20,91 73 335 6,9 5,4 12,1 6,6 0,63 3,00 2,05 9,58 10,53 9,41 19,12 2816 2,5 14010 200 775 1689 *

4,5 HE 500 A 7 S355 61,0 1,597 0,436 4,82 12,03 127 345 7,8 5,0 12,1 8,6 0,37 3,00 1,91 9,60 10,77 9,41 19,12 2857 2,5 14356 200 790 1704 *

3,5 HD 400x551 6 S355 53,5 3,186 0,588 5,77 25,29 89 325 7,5 4,1 10,1 9,6 0,88 1,50 1,53 8,97 9,88 9,41 19,12 3631 2,5 18207 250 1136 2050 *

3,5 HE 600 B 5 S355 75,0 1,548 0,451 5,55 14,21 140 345 7,8 3,4 10,1 9,8 0,36 1,50 1,26 9,78 10,98 9,41 19,12 4146 2,5 18576 252 1151 2065 *

4,0 HD 400x509 7 S355 51,6 3,446 0,515 5,81 27,72 85 335 6,8 4,0 10,1 9,5 0,77 1,50 1,51 9,06 9,93 9,41 19,12 3775 2,5 18859 253 1149 2063 *

4,0 HE 600 A 6 S355 69,0 1,626 0,490 5,71 13,71 153 345 8,0 3,8 10,1 10,7 0,38 1,50 1,45 9,23 10,39 9,41 19,12 3710 2,5 18929 250 1152 2066 *

4,5 HD 400x509 7 S355 51,6 3,455 0,401 5,83 27,96 81 335 6,4 4,0 10,1 8,9 0,60 1,50 1,51 9,15 10,01 9,41 19,12 3881 2,5 19424 255 1154 2068 *

4,5 HE 550 A 7 S355 66,0 1,749 0,486 5,80 14,05 150 345 8,1 4,0 10,1 11,4 0,36 1,50 1,50 9,05 10,16 9,41 19,12 3629 2,5 19511 250 1157 2071 *

5,0 HD 400x463 8 S355 50,5 3,545 0,399 5,87 28,70 77 335 6,0 4,0 10,1 8,7 0,45 1,50 1,54 9,17 10,00 9,41 19,12 3948 2,5 20026 255 1165 2079 *

5,0 HE 550 A 7 S355 64,0 1,766 0,479 5,87 13,94 148 345 7,9 4,1 10,1 11,0 0,31 1,50 1,56 8,90 9,99 9,41 19,12 3557 2,5 20054 251 1166 2080 *

5,5 HD 400x421 9 S355 49,5 3,677 0,408 5,92 29,13 73 335 5,7 4,1 10,1 8,3 0,41 1,50 1,58 9,15 9,96 9,41 19,12 3981 2,5 20676 255 1179 2093 *

5,5 HE 500 A 8 S355 64,0 1,901 0,461 5,94 14,35 141 345 7,8 4,0 10,1 11,4 0,26 1,50 1,52 9,01 10,05 9,41 19,12 3767 2,5 20990 253 1192 2106 *

3,5 HD 400x1299 5 S355 67,0 5,413 0,297 6,11 51,46 45 295 3,7 1,7 8,7 3,9 0,45 1,50 0,63 12,91 13,60 9,41 19,12 9153 2,5 21340 322 1267 2181 *

3,5 HE 900 A 5 S355 96,0 1,933 0,293 5,82 22,75 94 345 4,5 1,6 8,7 4,5 0,16 1,50 0,60 13,46 14,54 9,41 19,12 8822 2,5 20549 349 1234 2148 *

4,0 HD 400x1086 6 S355 64,9 5,517 0,231 6,17 50,93 45 295 3,7 1,7 8,7 4,1 0,35 1,50 0,66 12,82 13,51 9,41 19,12 8913 2,5 21980 309 1279 2193 *

4,0 HE 800 A 6 S355 91,0 2,087 0,304 5,89 22,68 98 345 4,7 1,7 8,7 5,3 0,16 1,50 0,65 13,02 14,06 9,41 19,12 8356 2,5 21303 313 1251 2165 *

4,5 HD 400x990 7 S355 62,0 5,882 0,206 6,23 52,88 43 295 3,4 1,8 8,7 4,1 0,29 1,50 0,68 12,80 13,45 9,41 19,12 8945 2,5 22749 308 1292 2206 *

4,5 HE 800 A 7 S355 86,0 2,321 0,277 5,96 25,37 88 345 4,2 1,7 8,7 4,8 0,15 1,50 0,65 13,05 14,01 9,41 19,12 8522 2,5 22015 317 1262 2176 *

5,0 HD 400x990 7 S355 62,0 5,904 0,207 6,27 53,23 42 295 3,2 1,8 8,7 4,0 0,23 1,50 0,69 12,88 13,53 9,41 19,12 9117 2,5 23378 317 1305 2219 *

5,0 HE 800 A 7 S355 86,0 2,372 0,269 6,06 25,66 86 345 4,0 1,6 8,7 4,6 0,12 1,50 0,62 13,18 14,11 9,41 19,12 8929 2,5 23052 335 1291 2205 *

5,5 HD 400x900 8 S355 60,1 6,175 0,221 6,35 54,22 39 295 3,1 1,9 8,7 3,9 0,18 1,50 0,73 12,80 13,42 9,41 19,12 9070 2,5 24186 311 1325 2239 *

5,5 HE 700 A 8 S355 84,0 2,512 0,271 6,15 25,20 87 345 4,3 1,7 8,7 5,3 0,11 1,50 0,66 12,85 13,75 9,41 19,12 8693 2,5 23978 312 1317 2231 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 8,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

46,3 4 HD 400x287 S355 1,1963 42,9 6 HE 320 M S355 1,3955 42,9 6 HE 320 M S355 1,4032 41,3 8 HD 320x198 S355 1,5594 42,3 7 HD 320x198 S355 1,434
49,5 4 HE 360 M S355 1,1066 44,7 5 HE 340 M S355 1,2941 44 6 HE 300 M S355 1,3857 42,3 7 HD 320x198 S355 1,4097 43 8 HD 320x158 S355 1,4062
51 5 HE 450 A S355 1,061 45 5 HD 400x237 S355 1,2891 44,2 6 HD 360x196 S355 1,3404 43,4 7 HD 360x162 S355 1,3762 43,4 7 HD 360x162 S355 1,402
52 4 HE 450 B S355 0,9905 45,5 5 HD 400x216 S355 1,2301 44,5 5 HD 400x216 S355 1,235 43,8 6 HD 360x179 S355 1,292 44 7 HD 360x147 S355 1,344
56 4 HE 500 A S355 0,9746 45,9 5 HD 320x245 S355 1,2266 46,4 6 HD 360x162 S355 1,2286 44,3 6 HD 320x198 S355 1,2669 45 7 HD 320x158 S355 1,2892
59 4 HE 450 A S460 0,9589 47 6 HE 400 B S355 1,1638 46,8 5 HD 400x187 S355 1,162 45 7 HD 320x158 S355 1,262 46 7 HE 400 A S355 1,2356

48,8 5 HD 400x187 S355 1,1599 48 6 HE 360 B S355 1,1324 46 7 HE 400 A S355 1,2071 47 7 HE 320 B S355 1,1625
50 5 HE 400 B S355 1,0384 48,4 5 HD 360x162 S355 1,0907 47 7 HE 320 B S355 1,1333

49 6 HE 400 A S355 1,084 49 6 HE 400 A S355 1,1049
50 5 HE 400 B S355 1,0537 50 6 HE 360 A S460 1,0743
54 5 HE 400 A S460 1,0045

46,3 4 HD 400x287 S355 1,1963 43,9 6 HE 320 M S355 1,4006 42,9 6 HE 320 M S355 1,4032 41,3 8 HD 320x198 S355 1,5594 43 9 HD 320x158 S355 1,5381
49,5 4 HE 360 M S355 1,1066 45 5 HD 400x237 S355 1,2891 44,7 5 HE 340 M S355 1,3036 42,9 6 HE 320 M S355 1,4171 43,8 7 HD 360x179 S355 1,4785
52 5 HE 450 A S355 1,0653 47,5 5 HD 400x216 S355 1,2403 45 5 HD 400x237 S355 1,2993 44 6 HE 300 M S355 1,4006 44,3 7 HD 320x198 S355 1,4493
53 4 HE 450 B S355 0,9948 47,9 5 HE 320 M S355 1,2368 46,3 6 HD 320x198 S355 1,263 44,2 6 HD 360x196 S355 1,3563 44,4 7 HD 360x162 S355 1,4097
56 4 HE 500 A S355 0,9746 48 6 HE 400 B S355 1,1689 47 6 HE 400 B S355 1,1764 46 8 HE 400 A S355 1,3298 46 7 HE 360 B S355 1,2988
59 4 HE 450 A S460 0,9589 48,8 5 HD 400x187 S355 1,1599 48,8 5 HD 360x179 S355 1,1454 46,3 6 HD 320x198 S355 1,2805 47 7 HE 400 A S355 1,2433

51 6 HE 400 A S355 1,0795 50 5 HE 400 B S355 1,0537 46,4 6 HD 360x162 S355 1,2468 50 7 HE 360 A S460 1,2226
52 5 HE 400 B S355 1,0486 54 5 HE 400 A S460 1,0045 47 6 HE 400 B S355 1,1952
54 5 HE 400 A S460 0,9853 48 6 HD 320x158 S355 1,1503

49 6 HE 400 A S460 1,1209

54,6 4 HD 400x509 S355 2,0374 54,5 5 HD 400x421 S355 2,125 54,5 5 HD 400x421 S355 2,1413 50,7 7 HD 400x347 S355 2,2902 48,6 7 HD 400x382 S355 2,4578
58,5 4 HD 400x463 S355 1,8794 56,6 5 HD 400x382 S355 1,8451 54,8 7 HE 450 M S355 1,9546 51,6 6 HD 400x382 S355 2,152 49,9 8 HD 400x314 S355 2,4445
59,4 5 HE 500 M S355 1,5032 57,8 6 HE 450 M S355 1,7257 55,2 7 HE 400 M S355 1,7987 52,7 6 HD 400x347 S355 2,0282 50,2 9 HE 400 M S355 2,2269
62,8 5 HE 450 M S355 1,4951 59,4 5 HE 500 M S355 1,5299 55,8 6 HE 450 M S355 1,7342 53,2 8 HE 400 M S355 2,0132 51,3 8 HD 400x287 S355 2,2078
63 5 HE 550 B S355 1,2955 62 5 HE 550 B S355 1,3211 57 7 HE 500 B S355 1,6322 54,5 8 HE 360 M S355 1,9921 51,9 7 HD 400x314 S355 2,203

64,4 4 HE 500 M S355 1,2934 65 5 HE 500 B S355 1,2972 58,2 6 HE 400 M S355 1,6128 54,8 6 HE 450 M S355 1,7523 52,7 9 HE 340 M S355 2,2008
66 5 HE 600 A S355 1,2536 66 5 HE 550 A S460 1,2645 59,4 5 HE 500 M S355 1,5519 57 7 HE 500 B S355 1,6591 53,2 8 HE 400 M S355 2,0462
67 4 HE 600 B S355 1,1605 59,8 5 HE 450 M S355 1,5316 58,2 6 HE 400 M S355 1,6397 54,3 7 HD 400x287 S355 2,0052
69 4 HE 600 A S460 1,1074 61 6 HE 550 A S355 1,4119 60 6 HE 500 B S355 1,5021 55,2 7 HE 400 M S355 1,8576

62 5 HE 550 B S355 1,3462 61 6 HE 550 A S355 1,4425 57 7 HE 500 B S355 1,6962
65 5 HE 500 B S355 1,3249 64 6 HE 500 A S460 1,4378 60 7 HE 450 B S355 1,6467
66 5 HE 550 A S460 1,2935 61 7 HE 500 A S460 1,6199

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,4 5 HD 400x634 S355 3,0199 52,5 6 HD 400x551 S355 3,197 52,5 8 HD 400x421 S355 3,3114 51,6 7 HD 400x509 S355 3,4736 51,6 9 HD 400x382 S355 3,1733
56,5 5 HD 400x592 S355 2,8863 53,5 7 HD 400x463 S355 3,1526 53,5 7 HD 400x463 S355 3,1645 52,5 8 HD 400x421 S355 3,3316 52,7 9 HD 400x347 S355 2,9863
59,6 5 HD 400x509 S355 2,6162 54,6 6 HD 400x509 S355 3,036 54,5 7 HD 400x421 S355 2,9706 53,5 7 HD 400x463 S355 3,1847 53,2 11 HE 400 M S355 2,7585
62,4 7 HE 500 M S355 2,1144 57,5 7 HD 400x421 S355 2,9778 55,7 8 HD 400x347 S355 2,6951 53,6 8 HD 400x382 S355 2,8761 54,5 11 HE 360 M S355 2,7295
64,2 6 HE 550 M S355 1,9251 58,5 6 HD 400x463 S355 2,8008 55,8 9 HE 450 M S355 2,5342 54,8 9 HE 450 M S355 2,5497 54,8 9 HE 450 M S355 2,5696
67 7 HE 600 B S355 1,8883 59,4 7 HE 500 M S355 2,1223 57,8 8 HE 450 M S355 2,3234 57 11 HE 500 B S355 2,4924 57 10 HE 500 B S355 2,3381
69 5 HE 600 M S355 1,74 62 8 HE 550 B S355 2,0141 59,4 7 HE 500 M S355 2,1407 57,8 8 HE 450 M S355 2,3487 58,2 8 HE 400 M S355 2,1943

69,2 5 HE 550 M S355 1,7188 64,2 6 HE 550 M S355 1,955 60 9 HE 500 B S355 2,1349 58 10 HE 500 B S355 2,3237 60 9 HE 500 B S355 2,1888
70 6 HE 600 B S355 1,7123 64,4 6 HE 500 M S355 1,9254 61 9 HE 550 A S355 2,042 59 11 HE 500 A S355 2,3033 61 8 HE 550 A S355 1,9326
72 5 HE 650 B S355 1,6348 65 7 HE 550 B S355 1,8491 62 7 HE 550 B S355 1,8503 59,4 7 HE 500 M S355 2,1678 64 8 HE 500 A S460 1,9272
74 6 HE 600 A S355 1,6206 66 7 HE 600 A S355 1,7798 65 7 HE 500 B S355 1,8184 59,8 7 HE 450 M S355 2,1396
75 5 HE 600 B S460 1,5709 67 6 HE 600 B S355 1,7276 66 7 HE 550 A S460 1,7733 61 9 HE 550 A S355 2,0718

69 6 HE 600 A S460 1,6489 62 7 HE 550 B S355 1,8806
64 7 HE 550 A S460 1,7905

70 5 HD 400x1202 S355 5,0941 70 6 HD 400x990 S355 5,151 63,9 6 HD 400x1086 S355 5,5254 65,1 7 HD 400x900 S355 5,4918 70,2 10 HE 600x337 S355 3,4026
77,6 7 HE 650x407 S355 2,97 74,8 8 HE 600x399 S355 3,1055 68,1 7 HD 400x900 S355 5,4889 71,2 10 HE 600x337 S355 3,3785 71,8 8 HE 600x399 S355 3,1825
79,8 7 HE 700x352 S355 2,7787 76,6 7 HE 650x407 S355 3,0033 71,8 9 HE 600x399 S355 3,4258 72,8 8 HE 600x399 S355 3,1576 73,2 9 HE 600x337 S355 3,1576
81,4 6 HE 700x418 S355 2,7532 78 8 HE 650x343 S355 2,9981 74,8 8 HE 600x399 S355 3,1359 75 8 HE 650x343 S355 3,0485 74 10 HE 600 M S355 3,117
83 7 HE 650x343 S355 2,6905 78,6 8 HE 700 M S355 2,8479 75,2 9 HE 600x337 S355 3,0996 76,8 7 HE 600x399 S355 2,8788 74,8 9 HE 650 M S355 3,0777

84,6 6 HE 650x407 S355 2,6703 79,8 7 HE 700x352 S355 2,8214 76 8 HE 650x343 S355 3,0166 78 7 HE 650x343 S355 2,778 77 9 HE 600 M S355 2,9046
84,8 6 HE 700x352 S355 2,497 81,4 6 HE 700x418 S355 2,7965 76,8 9 HE 650 M S355 3,016 79,6 7 HE 700 M S355 2,6582 78 9 HE 700 B S355 2,869
86,4 5 HE 700x418 S355 2,4246 81,6 6 HE 650x407 S355 2,6959 78,2 8 HE 600x337 S355 2,8495 81,8 7 HE 650 M S355 2,5763 78,8 8 HE 650 M S355 2,8532
87 7 HE 800 B S355 2,3934 82,8 6 HE 700x352 S355 2,5303 80 7 HE 650x343 S355 2,7508 85 7 HE 700 B S355 2,4189 80 9 HE 650 B S355 2,7099

88,4 5 HE 800 M S355 2,0894 86 8 HE 800 A S355 2,5052 81,6 7 HE 700 M S355 2,6292 86 7 HE 800 A S460 2,4052 81 9 HE 700 A S355 2,6953
94 6 HE 800 A S355 2,0509 86,6 6 HE 700 M S355 2,3495 84 9 HE 700 A S355 2,6285 82 8 HE 700 B S355 2,6718
95 5 HE 800 B S355 1,9425 87 6 HE 800 B S355 2,194 85 8 HE 700 B S355 2,6042 84 8 HE 700 A S460 2,5467

91 6 HE 800 A S460 2,1154 86 7 HE 800 A S460 2,3545

Span length = 8,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x314 4 S355 46,9 1,317 0,945 5,07 9,74 162 345 16,2 13,8 14,6 13,1 2,45 4,50 4,98 6,98 8,34 9,14 18,71 1308 2,5 10582 <200 703 1847 *

2,5 HE 500 A 4 S355 56,0 0,970 0,941 5,06 6,51 242 345 16,9 13,2 14,6 15,3 1,38 4,50 4,79 7,04 8,59 9,14 18,71 1346 2,5 10734 <200 709 1854 *

3,0 HD 320x300 5 S355 44,5 1,433 0,979 5,24 10,31 166 335 16,0 14,3 14,6 15,4 2,46 4,50 5,19 6,83 8,10 9,14 18,71 1307 2,5 11071 <200 709 1854 *

3,0 HE 400 B 5 S355 52,0 1,044 0,985 5,18 6,96 235 345 17,7 14,1 14,6 19,2 1,50 4,50 5,14 6,78 8,23 9,14 18,71 1297 2,5 11223 <200 716 1861 *

3,5 HD 320x245 7 S355 42,9 1,583 0,924 5,40 11,86 151 345 14,6 13,5 14,6 14,8 1,97 4,50 4,92 6,98 8,16 9,14 18,71 1422 2,5 11670 <200 718 1863 *

3,5 HE 400 B 5 S355 50,0 1,050 0,997 5,29 6,92 234 345 17,6 14,5 14,6 18,2 1,32 4,50 5,31 6,66 8,06 9,14 18,71 1270 2,5 11665 <200 718 1862 *

4,0 HE 300 M 8 S355 41,0 1,735 0,946 5,49 12,47 143 345 14,2 13,8 14,6 14,9 1,78 4,50 5,06 6,89 8,03 9,14 18,71 1420 2,5 12128 <200 724 1869 *

4,0 HE 400 A 6 S355 51,0 1,114 0,925 5,39 6,89 241 345 16,4 13,5 14,6 19,0 1,03 4,50 4,95 6,82 8,17 9,14 18,71 1397 2,5 12385 <200 735 1880 *

4,5 HE 300 M 8 S355 41,0 1,758 0,940 5,61 12,60 139 345 13,7 13,7 14,6 13,9 1,46 4,50 5,05 6,89 7,99 9,14 18,71 1468 2,5 12604 <200 738 1883 *

4,5 HE 360 A 7 S355 50,0 1,201 0,921 5,49 6,93 236 345 16,2 13,4 14,6 21,0 0,93 4,50 4,94 6,76 8,05 9,14 18,71 1430 2,5 12946 <200 753 1897 *

2,5 HD 400x314 4 S355 46,9 1,317 0,992 5,07 9,74 162 345 16,2 13,8 13,9 13,1 2,45 3,00 4,98 6,98 8,34 9,14 18,71 1308 2,5 10582 <200 703 1847 *

2,5 HE 500 A 4 S355 56,0 0,970 0,950 5,06 6,51 242 345 16,9 13,2 13,9 15,3 1,38 3,00 4,79 7,04 8,59 9,14 18,71 1346 2,5 10734 <200 709 1854 *

3,0 HD 320x300 6 S355 44,5 1,661 0,910 5,35 12,18 146 335 14,5 12,6 13,9 14,1 2,27 3,00 4,59 7,19 8,39 9,14 18,71 1492 2,5 11313 <200 720 1865 *

3,0 HE 400 B 5 S355 55,0 1,060 0,940 5,23 7,23 226 345 16,9 12,5 13,9 18,6 1,26 3,00 4,54 7,15 8,58 9,14 18,71 1474 2,5 11448 <200 726 1870 *

3,5 HD 320x245 7 S355 42,9 1,583 0,970 5,40 11,86 151 345 14,6 13,5 13,9 14,8 1,97 3,00 4,92 6,98 8,16 9,14 18,71 1422 2,5 11670 <200 718 1863 *

3,5 HE 400 B 5 S355 52,0 1,061 0,960 5,32 7,10 227 345 17,1 13,3 13,9 17,8 1,17 3,00 4,87 6,91 8,30 9,14 18,71 1387 2,5 11840 <200 725 1870 *

4,0 HE 300 M 8 S355 41,0 1,735 0,993 5,49 12,47 143 345 14,2 13,8 13,9 14,9 1,78 3,00 5,06 6,89 8,03 9,14 18,71 1420 2,5 12128 <200 724 1869 *

4,0 HE 400 A 6 S355 51,0 1,114 0,971 5,39 6,89 241 345 16,4 13,5 13,9 19,0 1,03 3,00 4,95 6,82 8,17 9,14 18,71 1397 2,5 12385 <200 735 1880 *

4,5 HE 300 M 8 S355 41,0 1,758 0,987 5,61 12,60 139 345 13,7 13,7 13,9 13,9 1,46 3,00 5,05 6,89 7,99 9,14 18,71 1468 2,5 12604 <200 738 1883 *

4,5 HE 360 A 7 S355 50,0 1,201 0,967 5,49 6,93 236 345 16,2 13,4 13,9 21,0 0,93 3,00 4,94 6,76 8,05 9,14 18,71 1430 2,5 12946 <200 753 1897 *

2,5 HD 400x592 4 S355 53,5 2,256 0,482 4,81 18,31 83 325 8,7 6,0 12,5 6,6 1,42 3,00 2,16 9,27 10,37 9,14 18,71 2629 2,5 11698 200 750 1699 *

2,5 HE 600 A 4 S355 71,0 1,096 0,577 4,72 9,24 163 345 10,4 5,9 12,5 9,5 0,56 3,00 2,15 9,18 10,65 9,14 18,71 2556 2,5 11727 200 752 1700 *

3,0 HD 400x509 5 S355 51,6 2,463 0,468 4,94 19,87 84 335 8,2 5,8 12,5 7,4 1,21 3,00 2,12 9,25 10,29 9,14 18,71 2728 2,5 12345 200 764 1713 *

3,0 HE 550 A 5 S355 69,0 1,256 0,537 4,85 10,26 155 345 9,7 5,6 12,5 10,3 0,51 3,00 2,03 9,31 10,66 9,14 18,71 2775 2,5 12535 200 772 1721 *

3,5 HD 400x509 5 S355 51,6 2,476 0,454 5,01 20,10 82 335 7,8 5,7 12,5 7,1 0,96 3,00 2,07 9,33 10,34 9,14 18,71 2830 2,5 12910 200 771 1720 *

3,5 HE 550 A 5 S355 69,0 1,287 0,509 4,95 10,47 149 345 9,2 5,2 12,5 9,6 0,39 3,00 1,89 9,51 10,80 9,14 18,71 2989 2,5 13365 200 791 1739 *

4,0 HD 400x421 7 S355 49,5 2,830 0,431 5,11 22,54 74 335 7,0 5,4 12,5 6,9 0,77 3,00 1,98 9,48 10,40 9,14 18,71 3044 2,5 13691 200 791 1740 *

4,0 HE 550 A 6 S355 64,0 1,456 0,457 5,01 11,85 137 345 8,2 5,3 12,5 8,8 0,40 3,00 1,95 9,36 10,55 9,14 18,71 2956 2,5 13827 200 797 1745 *

4,5 HD 400x382 8 S355 48,6 2,744 0,431 5,22 23,20 71 335 6,7 5,4 12,5 6,7 0,63 3,00 1,99 9,43 10,32 9,14 18,71 3125 2,5 14293 200 810 1759 *

4,5 HE 500 A 7 S355 64,0 1,611 0,440 5,12 12,45 130 345 7,9 5,0 12,5 9,4 0,33 3,00 1,84 9,47 10,59 9,14 18,71 3191 2,5 14693 200 828 1776 *

3,5 HD 400x634 6 S355 54,4 3,526 0,581 5,99 29,48 82 325 6,7 3,9 10,4 9,2 0,87 1,50 1,43 8,99 9,83 9,14 18,71 4208 2,5 18611 256 1187 2135 *

3,5 HE 600 A 5 S355 74,0 1,440 0,560 5,94 12,06 174 345 9,1 4,1 10,4 12,6 0,39 1,50 1,51 8,80 10,02 9,14 18,71 3702 2,5 18397 251 1178 2126 *

4,0 HD 400x551 7 S355 52,5 3,643 0,517 6,03 29,31 82 325 6,5 4,1 10,4 9,7 0,77 1,50 1,49 8,88 9,70 9,14 18,71 4122 2,5 19135 253 1195 2143 *

4,0 HE 600 A 6 S355 71,0 1,632 0,503 5,98 13,97 157 345 8,1 4,0 10,4 11,7 0,37 1,50 1,46 8,95 10,07 9,14 18,71 3949 2,5 19129 254 1194 2143 *

4,5 HD 400x551 7 S355 52,5 3,653 0,404 6,10 29,56 79 325 6,3 4,0 10,4 9,1 0,61 1,50 1,48 8,97 9,78 9,14 18,71 4234 2,5 19704 255 1200 2148 *

4,5 HE 550 A 7 S355 69,0 1,763 0,490 6,05 14,49 151 345 8,1 4,0 10,4 12,4 0,33 1,50 1,46 8,92 9,99 9,14 18,71 4015 2,5 19849 255 1206 2154 *

5,0 HD 400x463 8 S355 51,5 3,539 0,414 6,13 28,88 80 335 6,3 4,3 10,4 9,6 0,47 1,50 1,60 8,77 9,58 9,14 18,71 4056 2,5 20151 251 1205 2153 *

5,0 HE 550 A 7 S355 69,0 1,799 0,472 6,10 14,69 147 345 7,6 3,8 10,4 11,7 0,27 1,50 1,40 9,04 10,08 9,14 18,71 4226 2,5 20679 257 1227 2176 *

5,5 HD 400x421 9 S355 50,5 3,670 0,423 6,21 29,33 76 335 6,0 4,4 10,4 9,2 0,43 1,50 1,63 8,75 9,54 9,14 18,71 4094 2,5 20813 251 1220 2168 *

5,5 HE 550 A 8 S355 64,0 1,951 0,434 6,15 15,86 134 345 7,2 4,2 10,4 10,8 0,28 1,50 1,54 8,74 9,73 9,14 18,71 3996 2,5 21043 252 1230 2178 *

3,5 HD 400x1299 5 S355 70,0 5,417 0,290 6,46 52,06 46 295 3,9 1,8 8,9 4,2 0,44 1,50 0,64 12,52 13,21 9,14 18,71 9597 2,5 21603 304 1315 2264 *

3,5 HE 900 A 5 S355 96,0 1,924 0,309 6,14 22,75 99 345 4,7 1,8 8,9 5,0 0,17 1,50 0,65 12,73 13,78 9,14 18,71 8822 2,5 20549 301 1270 2218 *

4,0 HD 400x1202 6 S355 65,0 5,992 0,235 6,58 55,75 44 295 3,6 1,8 8,9 4,2 0,35 1,50 0,66 12,49 13,12 9,14 18,71 9657 2,5 22473 302 1338 2286 *

4,0 HE 800 A 6 S355 94,0 2,097 0,313 6,25 23,23 101 345 4,8 1,8 8,9 5,8 0,15 1,50 0,65 12,68 13,68 9,14 18,71 8980 2,5 21603 303 1300 2249 *

4,5 HD 400x1086 7 S355 63,9 6,346 0,195 6,66 59,03 42 295 3,3 1,7 8,9 4,1 0,28 1,50 0,64 12,73 13,33 9,14 18,71 10159 2,5 23404 332 1358 2307 *

4,5 HE 800 A 7 S355 89,0 2,333 0,286 6,33 25,94 92 345 4,4 1,8 8,9 5,3 0,14 1,50 0,65 12,68 13,61 9,14 18,71 9140 2,5 22352 306 1313 2262 *

5,0 HD 400x1086 7 S355 63,9 6,369 0,197 6,71 59,42 40 295 3,1 1,8 8,9 3,9 0,22 1,50 0,65 12,80 13,40 9,14 18,71 10349 2,5 24044 343 1372 2320 *

5,0 HE 800 A 7 S355 89,0 2,386 0,278 6,44 26,26 90 345 4,2 1,7 8,9 5,1 0,12 1,50 0,62 12,81 13,71 9,14 18,71 9598 2,5 23427 328 1345 2294 *

5,5 HD 400x900 9 S355 60,1 6,861 0,215 6,79 60,55 38 295 3,0 1,9 8,9 4,0 0,20 1,50 0,71 12,51 13,08 9,14 18,71 9991 2,5 24918 313 1396 2344 *

5,5 HE 800 A 8 S355 86,0 2,633 0,250 6,54 29,21 80 345 3,8 1,7 8,9 4,6 0,10 1,50 0,61 12,92 13,77 9,14 18,71 10031 2,5 24354 348 1372 2320 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 8,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

50,2 4 HE 400 M S355 1,1206 45,7 5 HD 400x262 S355 1,3599 42,9 7 HE 320 M S355 1,5828 42 7 HE 300 M S355 1,5625 41,3 9 HD 320x198 S355 1,7341
54 5 HE 450 A S355 1,068 46 5 HD 400x237 S355 1,2895 43,9 6 HE 320 M S355 1,4053 42,3 8 HD 320x198 S355 1,5616 42 7 HE 300 M S355 1,5859
55 4 HE 450 B S355 0,9984 47,9 5 HD 320x245 S355 1,2334 45 5 HD 400x237 S355 1,2947 43,8 7 HD 360x179 S355 1,4467 43 9 HD 320x158 S355 1,5334
56 4 HE 500 A S460 0,983 50 6 HE 400 B S355 1,1743 46,8 6 HD 360x179 S355 1,289 43,9 6 HD 320x245 S355 1,42 43,8 7 HD 360x179 S355 1,4726

51,8 5 HD 400x187 S355 1,1708 47,5 5 HD 400x216 S355 1,2483 44 6 HE 300 M S355 1,3967 44,3 7 HD 320x198 S355 1,4451
52 5 HE 400 B S460 1,061 48 6 HE 400 B S355 1,1775 45 8 HD 320x158 S355 1,39 44,4 7 HD 360x162 S355 1,404

48,8 5 HD 360x179 S355 1,141 45,2 6 HD 360x196 S355 1,3579 46 8 HE 400 A S355 1,3525
50 5 HE 400 B S460 1,0661 46 8 HE 400 A S355 1,3238 47 7 HE 400 A S355 1,238

46,3 6 HD 320x198 S355 1,2768 50 7 HE 360 A S460 1,2173
47 6 HE 400 B S355 1,1903
48 6 HD 320x158 S355 1,147
51 6 HE 400 A S460 1,1298

50,2 4 HE 400 M S355 1,1206 44,7 6 HE 340 M S355 1,4875 42,9 7 HE 320 M S355 1,5828 42,9 7 HE 320 M S355 1,5966 41,3 9 HD 320x198 S355 1,7341
54 5 HE 450 A S355 1,068 45,5 5 HD 320x300 S355 1,4378 44 7 HE 300 M S355 1,5612 44 7 HE 300 M S355 1,5761 42,9 7 HD 320x245 S355 1,6207
55 4 HE 450 B S355 0,9984 45,7 5 HD 400x262 S355 1,3599 44,5 5 HD 320x300 S355 1,4414 44,2 7 HD 360x196 S355 1,5214 43,8 7 HD 400x187 S355 1,5126
56 4 HE 500 A S460 0,983 47,5 5 HE 360 M S355 1,31 45,7 5 HD 400x262 S355 1,3705 44,7 6 HE 340 M S355 1,5122 44,3 7 HD 320x198 S355 1,4451

47,7 5 HE 340 M S355 1,3047 46,5 5 HE 360 M S355 1,3159 44,8 7 HD 360x179 S355 1,4535 46 7 HE 280 M S355 1,4126
48 5 HD 400x237 S355 1,2997 47 7 HE 400 B S355 1,3114 45,9 6 HE 320 M S355 1,4336 47 7 HE 400 B S355 1,3591
50 6 HE 400 B S355 1,1743 47,5 5 HD 400x216 S355 1,2483 46 6 HE 300 M S355 1,4103 47,6 7 HD 360x134 S355 1,3086

51,8 5 HD 400x187 S355 1,1708 49,2 5 HD 360x196 S355 1,1946 46,4 7 HD 360x162 S355 1,3909 48 7 HD 320x158 S355 1,3083
54 6 HE 400 A S355 1,0901 50 6 HE 400 B S355 1,1894 46,8 6 HD 360x179 S355 1,3073 49 7 HE 400 A S355 1,2532
55 5 HE 400 B S460 1,0762 51 6 HE 360 B S355 1,1455 48 6 HE 400 B S355 1,1971 50 7 HE 360 A S460 1,2173

51,4 5 HD 360x162 S355 1,1043 50,6 6 HD 360x134 S355 1,1678
52 5 HE 400 B S460 1,078 51 6 HE 400 A S460 1,1298

55,5 4 HD 400x551 S355 2,1501 55,5 5 HD 400x463 S355 2,2648 53,5 5 HD 400x463 S355 2,2696 49,6 7 HD 400x382 S355 2,4262 48,7 8 HD 400x347 S355 2,5694
59,6 4 HD 400x509 S355 2,0507 57,5 5 HD 400x421 S355 2,1311 54,8 7 HE 450 M S355 1,9456 52,7 7 HD 400x347 S355 2,294 49,6 7 HD 400x382 S355 2,4553
60,4 5 HE 500 M S355 1,5008 59,4 6 HE 500 M S355 1,7531 57,8 6 HE 450 M S355 1,7382 53,6 6 HD 400x382 S355 2,1568 51,2 9 HE 400 M S355 2,2263
64,2 4 HE 550 M S355 1,3076 59,8 6 HE 450 M S355 1,728 59,4 5 HE 500 M S355 1,5451 54,8 7 HE 450 M S355 1,9695 54,3 8 HD 400x287 S355 2,2229
67 5 HE 600 A S355 1,2518 60,4 5 HE 500 M S355 1,5282 62 6 HE 550 B S355 1,5242 57 8 HE 500 B S355 1,827 54,5 9 HE 360 M S355 2,2178
68 4 HE 600 B S355 1,1596 62 6 HE 550 B S355 1,4993 64 6 HE 550 A S355 1,4225 57,8 6 HE 450 M S355 1,7647 54,8 7 HE 450 M S355 2,0037
70 4 HE 550 B S355 1,1346 65 5 HE 550 B S355 1,3301 65 5 HE 550 B S355 1,3577 60 7 HE 500 B S355 1,671 57 8 HE 500 B S355 1,8642
71 4 HE 600 A S460 1,1108 66 5 HE 600 A S355 1,281 66 5 HE 600 A S355 1,3098 61 7 HE 550 A S355 1,6001 60 7 HE 500 B S355 1,7106

69 5 HE 550 A S460 1,2736 69 5 HE 550 A S460 1,3051 62 6 HE 500 B S355 1,5083 61 7 HE 550 A S355 1,6409
64 6 HE 550 A S460 1,4769 64 7 HE 500 A S460 1,6346

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,5 6 HD 400x592 S355 3,3508 53,5 6 HD 400x592 S355 3,3626 54,5 8 HD 400x421 S355 3,3123 52,6 7 HD 400x509 S355 3,4683 53,6 9 HD 400x382 S355 3,1789
55,3 5 HD 400x677 S355 3,1643 55,5 6 HD 400x551 S355 3,2052 55,5 7 HD 400x463 S355 3,1666 54,5 8 HD 400x421 S355 3,3341 54,8 10 HE 450 M S355 2,783
57,4 5 HD 400x634 S355 3,027 58,5 7 HD 400x463 S355 3,1734 56,6 8 HD 400x382 S355 2,8658 54,8 10 HE 450 M S355 2,763 55,2 11 HE 400 M S355 2,767
60,5 5 HD 400x551 S355 2,7571 59,4 8 HE 500 M S355 2,3426 59,4 8 HE 500 M S355 2,3612 57,8 9 HE 450 M S355 2,5634 57 12 HE 500 B S355 2,6783
64,2 6 HE 550 M S355 1,9168 62,4 7 HE 500 M S355 2,1333 62 8 HE 550 B S355 2,0259 58 11 HE 500 B S355 2,4879 57,8 9 HE 450 M S355 2,5859
67 7 HE 550 B S355 1,8208 63 8 HE 550 B S355 2,011 65 7 HE 550 B S355 1,8644 59,4 8 HE 500 M S355 2,3878 58 11 HE 500 B S355 2,5118

67,2 5 HE 550 M S355 1,6998 64,2 6 HE 550 M S355 1,9467 66 7 HE 600 A S355 1,7964 59,8 8 HE 450 M S355 2,3551 59,4 8 HE 500 M S355 2,4119
68 6 HE 600 B S355 1,6927 66 8 HE 600 A S355 1,9441 69 7 HE 550 A S460 1,7877 60 10 HE 500 B S355 2,3288 59,8 8 HE 450 M S355 2,3795
70 6 HE 550 B S355 1,6544 67 6 HE 600 B S355 1,7198 60,4 7 HE 500 M S355 2,1669 60 10 HE 500 B S355 2,3542
71 6 HE 600 A S355 1,5952 70 6 HE 550 B S355 1,6901 62 8 HE 550 B S355 2,0557 61 10 HE 550 A S355 2,2524
72 5 HE 650 A S355 1,5212 71 6 HE 600 A S460 1,6549 65 7 HE 550 B S355 1,8972 62 8 HE 550 B S355 2,0829
74 5 HE 600 A S460 1,459 66 7 HE 600 A S355 1,8303 64 8 HE 550 A S460 1,9793

69 7 HE 550 A S460 1,8243

81,4 7 HE 700x418 S355 3,0986 68,9 6 HD 400x1086 S355 5,5287 65 6 HD 400x1202 S355 6,007 65 7 HD 400x990 S355 5,9118 62 8 HD 400x990 S355 6,6744
84,4 6 HE 700x418 S355 2,7597 76,6 8 HE 650x407 S355 3,3321 67 7 HD 400x990 S355 5,9021 71,8 10 HE 600x399 S355 3,7601 65,1 8 HD 400x900 S355 6,2025
88,4 6 HE 800 M S355 2,3663 79,8 8 HE 700x352 S355 3,1189 68,9 6 HD 400x1086 S355 5,5477 72,8 9 HE 600x399 S355 3,457 71,2 11 HE 600x337 S355 3,6697
89,6 5 HE 800x373 S355 2,283 81,6 7 HE 650x407 S355 3,0261 74,8 9 HE 600x399 S355 3,4352 75 9 HE 650x343 S355 3,3315 72,8 9 HE 600x399 S355 3,491
93,4 5 HE 800 M S355 2,1102 82,4 6 HE 700x418 S355 2,7919 76 9 HE 650x343 S355 3,2994 76,8 8 HE 600x399 S355 3,1792 75 9 HE 650x343 S355 3,368
96 5 HE 900 A S460 1,9509 84,6 6 HE 650x407 S355 2,7065 78,6 9 HE 700 M S355 3,144 77,6 7 HE 650x407 S355 3,0729 76,8 8 HE 600x399 S355 3,2169

86,6 7 HE 700 M S355 2,6139 79,6 7 HE 650x407 S355 3,0468 79,8 7 HE 700x352 S355 2,888 78 8 HE 650x343 S355 3,1013
87 7 HE 800 B S355 2,4317 80 8 HE 650x343 S355 3,0353 83 7 HE 650x343 S355 2,8098 79,6 8 HE 700 M S355 2,962

88,4 6 HE 800 M S355 2,4166 80,8 7 HE 700x352 S355 2,8517 83,6 7 HE 700 M S355 2,6801 81,8 8 HE 650 M S355 2,8697
91 7 HE 800 A S355 2,3017 83 7 HE 650x343 S355 2,7632 85 8 HE 700 B S355 2,6404 85 8 HE 700 B S355 2,6868
92 6 HE 800 B S355 2,2178 86 8 HE 800 A S355 2,5347 86 8 HE 800 A S355 2,5849 86 8 HE 800 A S460 2,6708
94 6 HE 800 A S460 2,1259 87 7 HE 800 B S355 2,474 87 7 HE 800 B S355 2,5251

89 7 HE 800 A S460 2,366 89 7 HE 800 A S460 2,4192

Span length = 8,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x347 4 S355 47,7 1,387 0,924 5,37 10,55 155 335 15,8 13,9 15,0 13,2 2,45 4,50 4,87 6,88 8,16 8,89 18,32 1449 2,5 10716 <200 729 1868 *

2,5 HE 500 A 4 S355 56,0 0,965 0,984 5,30 6,51 254 345 17,7 14,6 15,0 17,1 1,43 4,50 5,14 6,66 8,15 8,89 18,32 1346 2,5 10734 <200 729 1869 *

3,0 HD 320x300 6 S355 44,5 1,655 0,930 5,60 12,18 152 335 15,2 14,0 15,0 15,7 2,39 4,50 4,93 6,80 7,97 8,89 18,32 1492 2,5 11313 <200 740 1880 *

3,0 HE 400 B 5 S355 55,0 1,056 0,983 5,49 7,23 237 345 17,7 13,8 15,0 20,7 1,32 4,50 4,87 6,76 8,14 8,89 18,32 1474 2,5 11448 <200 746 1886 *

3,5 HD 320x245 7 S355 42,9 1,579 0,991 5,66 11,86 158 345 15,2 14,9 15,0 16,5 2,07 4,50 5,27 6,60 7,74 8,89 18,32 1422 2,5 11670 <200 738 1878 *

3,5 HE 400 B 5 S355 52,0 1,058 0,994 5,57 7,10 238 345 17,9 14,7 15,0 19,8 1,22 4,50 5,22 6,53 7,88 8,89 18,32 1387 2,5 11840 <200 746 1886 *

4,0 HE 300 M 8 S355 42,0 1,737 0,973 5,76 12,59 148 345 14,7 14,6 15,0 16,3 1,77 4,50 5,20 6,62 7,72 8,89 18,32 1475 2,5 12228 <200 749 1889 *

4,0 HE 400 A 6 S355 51,0 1,109 0,992 5,65 6,89 253 345 17,2 14,9 15,0 21,2 1,08 4,50 5,30 6,45 7,75 8,89 18,32 1397 2,5 12385 <200 756 1896 *

4,5 HE 300 M 9 S355 41,0 1,932 0,929 5,91 14,03 133 345 13,5 13,9 15,0 14,6 1,53 4,50 4,98 6,73 7,76 8,89 18,32 1597 2,5 12797 <200 768 1907 *

4,5 HE 360 A 7 S355 50,0 1,196 0,988 5,76 6,93 248 345 17,0 14,8 15,0 23,4 0,97 4,50 5,29 6,39 7,63 8,89 18,32 1430 2,5 12946 <200 774 1914 *

2,5 HD 400x347 4 S355 47,7 1,387 0,970 5,37 10,55 155 335 15,8 13,9 14,3 13,2 2,45 3,00 4,87 6,88 8,16 8,89 18,32 1449 2,5 10716 <200 729 1868 *

2,5 HE 500 A 4 S355 57,0 0,969 0,986 5,32 6,57 252 345 17,6 14,1 14,3 16,9 1,36 3,00 4,97 6,75 8,25 8,89 18,32 1395 2,5 10796 <200 732 1872 *

3,0 HD 320x300 6 S355 44,5 1,655 0,977 5,60 12,18 152 335 15,2 14,0 14,3 15,7 2,39 3,00 4,93 6,80 7,97 8,89 18,32 1492 2,5 11313 <200 740 1880 *

3,0 HE 400 B 5 S355 55,0 1,056 0,983 5,49 7,23 237 345 17,7 13,8 14,3 20,7 1,32 3,00 4,87 6,76 8,14 8,89 18,32 1474 2,5 11448 <200 746 1886 *

3,5 HD 320x300 6 S355 44,5 1,663 0,952 5,70 12,34 148 335 14,5 13,6 14,3 14,6 1,92 3,00 4,82 6,86 8,00 8,89 18,32 1556 2,5 11807 <200 744 1884 *

3,5 HE 400 B 5 S355 55,0 1,075 0,945 5,62 7,39 228 345 17,0 12,9 14,3 19,1 1,02 3,00 4,58 6,89 8,23 8,89 18,32 1583 2,5 12103 <200 757 1897 *

4,0 HD 320x245 8 S355 42,9 1,775 0,931 5,79 13,56 140 345 13,5 13,3 14,3 14,6 1,63 3,00 4,74 6,90 7,98 8,89 18,32 1625 2,5 12352 <200 755 1894 *

4,0 HE 400 A 6 S355 54,0 1,130 0,908 5,70 7,20 242 345 16,2 13,0 14,3 20,5 0,90 3,00 4,62 6,83 8,12 8,89 18,32 1604 2,5 12685 <200 769 1909 *

4,5 HE 300 M 9 S355 41,0 1,932 0,976 5,91 14,03 133 345 13,5 13,9 14,3 14,6 1,53 3,00 4,98 6,73 7,76 8,89 18,32 1597 2,5 12797 <200 768 1907 *

4,5 HE 400 A 7 S355 51,0 1,263 0,928 5,80 8,00 221 345 15,1 13,3 14,3 18,7 0,90 3,00 4,73 6,72 7,93 8,89 18,32 1603 2,5 13110 <200 781 1921 *

2,5 HD 400x634 4 S355 54,4 2,368 0,476 5,08 19,75 81 325 8,6 6,1 12,9 6,8 1,42 3,00 2,14 9,06 10,10 8,89 18,32 2850 2,5 11860 200 779 1723 *

2,5 HE 600 A 4 S355 74,0 1,104 0,587 4,99 9,51 167 345 10,6 6,0 12,9 10,4 0,51 3,00 2,11 9,02 10,44 8,89 18,32 2804 2,5 11914 200 781 1726 *

3,0 HD 400x551 5 S355 52,5 2,604 0,461 5,22 21,01 82 325 8,0 5,9 12,9 7,6 1,20 3,00 2,09 9,06 10,04 8,89 18,32 2978 2,5 12544 200 795 1739 *

3,0 HE 600 A 5 S355 69,0 1,290 0,511 5,10 11,29 151 345 9,2 5,8 12,9 9,7 0,52 3,00 2,05 9,06 10,33 8,89 18,32 2952 2,5 12571 200 796 1740 *

3,5 HD 400x509 6 S355 51,6 2,893 0,428 5,35 23,79 75 335 7,3 5,5 12,9 7,1 0,94 3,00 1,95 9,29 10,21 8,89 18,32 3248 2,5 13322 200 811 1756 *

3,5 HE 550 A 5 S355 69,0 1,282 0,533 5,20 10,47 157 345 9,6 5,7 12,9 10,7 0,41 3,00 2,03 8,99 10,24 8,89 18,32 2989 2,5 13365 200 813 1758 *

4,0 HD 400x421 7 S355 49,5 2,818 0,462 5,36 22,54 78 335 7,3 5,9 12,9 7,6 0,82 3,00 2,11 8,96 9,86 8,89 18,32 3044 2,5 13691 200 814 1758 *

4,0 HE 550 A 6 S355 66,0 1,462 0,468 5,28 12,10 141 345 8,4 5,5 12,9 9,7 0,38 3,00 1,96 9,09 10,24 8,89 18,32 3163 2,5 14027 200 829 1773 *

4,5 HD 400x382 8 S355 48,6 2,733 0,461 5,47 23,20 74 335 7,0 5,9 12,9 7,5 0,67 3,00 2,12 8,92 9,78 8,89 18,32 3125 2,5 14293 200 834 1778 *

4,5 HE 500 A 7 S355 64,0 1,604 0,461 5,37 12,45 136 345 8,3 5,5 12,9 10,5 0,35 3,00 1,97 8,95 10,04 8,89 18,32 3191 2,5 14693 204 851 1796 *

3,5 HD 400x677 6 S355 55,3 3,699 0,583 6,33 30,79 80 315 6,6 4,0 10,7 9,5 0,88 1,50 1,42 8,80 9,59 8,89 18,32 4553 2,5 18862 256 1232 2176 *

3,5 HE 600 B 5 S355 75,0 1,535 0,497 6,15 14,21 155 345 8,5 4,1 10,7 12,1 0,39 1,50 1,46 8,75 9,88 8,89 18,32 4146 2,5 18576 254 1219 2164 *

4,0 HD 400x634 6 S355 54,4 3,532 0,515 6,36 29,74 83 325 6,7 4,3 10,7 9,8 0,77 1,50 1,52 8,61 9,42 8,89 18,32 4327 2,5 19193 251 1231 2176 *

4,0 HE 600 A 6 S355 74,0 1,645 0,507 6,23 14,39 158 345 8,1 4,0 10,7 12,7 0,34 1,50 1,42 8,81 9,89 8,89 18,32 4338 2,5 19429 257 1242 2186 *

4,5 HD 400x551 7 S355 53,5 3,647 0,416 6,42 29,74 82 325 6,6 4,3 10,7 9,9 0,62 1,50 1,54 8,59 9,38 8,89 18,32 4341 2,5 19817 250 1239 2183 *

4,5 HE 600 A 7 S355 69,0 1,811 0,467 6,29 15,93 146 345 7,5 4,1 10,7 11,7 0,34 1,50 1,48 8,67 9,69 8,89 18,32 4260 2,5 19898 254 1242 2187 *

5,0 HD 400x509 8 S355 51,6 3,873 0,411 6,49 31,89 78 335 6,1 4,4 10,7 9,7 0,48 1,50 1,58 8,58 9,33 8,89 18,32 4406 2,5 20400 251 1250 2194 *

5,0 HE 550 A 7 S355 69,0 1,791 0,493 6,37 14,69 154 345 7,9 4,2 10,7 13,0 0,28 1,50 1,50 8,55 9,56 8,89 18,32 4226 2,5 20679 251 1262 2207 *

5,5 HD 400x463 9 S355 51,5 3,922 0,409 6,58 32,44 73 335 5,8 4,4 10,7 9,2 0,43 1,50 1,58 8,64 9,38 8,89 18,32 4537 2,5 21186 253 1271 2215 *

5,5 HE 550 A 8 S355 66,0 1,960 0,447 6,46 16,19 138 345 7,3 4,3 10,7 11,7 0,27 1,50 1,53 8,51 9,46 8,89 18,32 4277 2,5 21318 251 1277 2221 *

3,5 HD 400x1299 5 S355 75,0 5,432 0,263 6,83 53,18 46 295 4,2 1,8 9,2 4,4 0,39 1,50 0,62 12,36 13,05 8,89 18,32 10474 2,5 22040 312 1372 2317 *

3,5 HE 900 A 5 S355 101,0 1,946 0,313 6,52 23,57 102 345 4,8 1,8 9,2 5,4 0,15 1,50 0,62 12,59 13,62 8,89 18,32 9822 2,5 20986 315 1326 2270 *

4,0 HD 400x1299 6 S355 67,0 6,393 0,226 7,00 61,56 43 295 3,4 1,8 9,2 4,2 0,34 1,50 0,63 12,42 13,01 8,89 18,32 10889 2,5 23053 327 1402 2346 *

4,0 HE 900 A 6 S355 96,0 2,216 0,285 6,63 27,16 92 345 4,2 1,7 9,2 5,0 0,14 1,50 0,60 12,77 13,71 8,89 18,32 10356 2,5 21903 344 1351 2295 *

4,5 HD 400x1086 7 S355 66,9 6,351 0,197 7,03 59,77 43 295 3,5 1,8 9,2 4,4 0,28 1,50 0,65 12,31 12,91 8,89 18,32 10681 2,5 23741 314 1412 2356 *

4,5 HE 800 A 7 S355 94,0 2,360 0,290 6,73 26,97 93 345 4,4 1,7 9,2 5,7 0,13 1,50 0,61 12,58 13,49 8,89 18,32 10291 2,5 22915 329 1376 2320 *

5,0 HD 400x1086 7 S355 64,9 6,360 0,205 7,06 59,68 42 295 3,3 1,9 9,2 4,3 0,24 1,50 0,68 12,21 12,79 8,89 18,32 10529 2,5 24169 301 1416 2361 *

5,0 HE 800 A 7 S355 91,0 2,392 0,289 6,80 26,68 94 345 4,3 1,8 9,2 5,6 0,12 1,50 0,63 12,36 13,23 8,89 18,32 10076 2,5 23677 305 1395 2339 *

5,5 HD 400x990 9 S355 62,0 7,422 0,202 7,25 67,75 36 295 2,8 1,9 9,2 4,0 0,19 1,50 0,67 12,46 12,99 8,89 18,32 11389 2,5 25706 347 1471 2415 *

5,5 HE 800 A 8 S355 87,0 2,630 0,261 6,90 29,43 84 345 3,9 1,8 9,2 5,0 0,11 1,50 0,64 12,34 13,15 8,89 18,32 10272 2,5 24492 309 1417 2361 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 9,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

50,2 4 HE 400 M S355 1,1169 45,7 6 HE 340 M S355 1,4874 42,9 7 HE 320 M S355 1,5785 42,9 7 HE 320 M S355 1,5924 42 8 HE 300 M S355 1,7607
56 4 HE 500 A S460 0,9784 46,3 5 HD 400x287 S355 1,4281 44,7 6 HE 340 M S355 1,4916 44 7 HE 300 M S355 1,5719 42,3 9 HD 320x198 S355 1,7369

46,7 5 HD 400x262 S355 1,3605 45,5 5 HD 320x300 S355 1,4425 44,2 7 HD 360x196 S355 1,5158 42,9 7 HE 320 M S355 1,6164
47,5 5 HE 360 M S355 1,3056 45,7 5 HD 400x262 S355 1,3659 44,7 6 HE 340 M S355 1,507 44 7 HE 300 M S355 1,5969
51 6 HE 450 A S355 1,2171 46,5 5 HE 360 M S355 1,3115 45,9 6 HE 320 M S355 1,4298 44,2 7 HD 360x196 S355 1,5418
52 5 HE 450 B S355 1,1674 48 5 HD 400x237 S355 1,308 46 6 HE 300 M S355 1,4066 44,8 7 HD 360x179 S355 1,4747
54 5 HE 450 A S355 1,0862 48,8 6 HD 360x179 S355 1,2961 46,4 7 HD 360x162 S355 1,3856 46 7 HE 280 M S355 1,4087
55 5 HE 400 B S460 1,0723 49,2 5 HD 360x196 S355 1,1904 47 7 HE 400 B S355 1,3249 47 7 HE 400 B S355 1,3538

50 6 HE 400 B S355 1,1848 48,4 6 HD 360x162 S355 1,2507 48 7 HE 360 B S355 1,3035
51,8 5 HD 360x179 S355 1,1547 50 6 HE 400 B S355 1,2061 49 7 HE 400 A S355 1,2482
52 5 HE 400 B S460 1,074 50,6 6 HD 360x134 S355 1,1633 50 7 HE 360 A S460 1,2123

51 6 HE 400 A S460 1,1254

50,2 5 HE 400 M S355 1,3192 46,3 5 HD 400x287 S355 1,4281 45,7 6 HE 340 M S355 1,4975 42,9 8 HE 320 M S355 1,7753 42,9 8 HE 320 M S355 1,7995
53 5 HE 450 B S355 1,1502 48,7 5 HD 400x262 S355 1,3706 46,3 5 HD 400x287 S355 1,4389 43,9 7 HE 320 M S355 1,5992 43,9 7 HE 320 M S355 1,624

53,2 4 HE 400 M S355 1,1296 49,5 5 HE 360 M S355 1,3157 46,7 5 HD 400x262 S355 1,3718 45,2 7 HD 360x196 S355 1,5226 44 7 HE 300 M S355 1,5969
56 5 HE 500 A S355 1,1216 49,7 5 HE 340 M S355 1,3104 47,5 5 HE 360 M S355 1,3174 45,7 6 HE 340 M S355 1,5137 44,3 8 HD 320x198 S355 1,5969
57 4 HE 500 A S460 0,9827 52 5 HE 450 B S355 1,1674 48 5 HD 400x237 S355 1,308 45,9 6 HD 320x245 S355 1,4298 45,2 7 HD 360x196 S355 1,5494

55 5 HE 400 B S460 1,0723 49,5 5 HD 400x216 S355 1,2559 47,2 6 HD 360x196 S355 1,3666 46,3 7 HD 320x198 S355 1,4565
51 6 HE 450 A S355 1,2333 48 7 HE 400 B S355 1,3317 47 7 HE 400 B S355 1,3538

51,8 5 HD 360x179 S355 1,1547 48,8 6 HD 360x179 S355 1,316 48 7 HD 320x158 S355 1,3047
54 6 HE 400 A S355 1,1047 49,3 6 HD 320x198 S355 1,2937 51 7 HE 400 A S460 1,2821
55 5 HE 400 B S460 1,0918 50 6 HE 400 B S355 1,2061

51 6 HE 360 B S355 1,1632
54 6 HE 400 A S460 1,1457

56,5 4 HD 400x592 S355 2,2606 54,6 5 HD 400x509 S355 2,4689 52,5 5 HD 400x551 S355 2,6174 50,5 6 HD 400x463 S355 2,6438 51,6 7 HD 400x382 S355 2,4609
57,5 4 HD 400x551 S355 2,1508 58,5 5 HD 400x463 S355 2,2711 52,6 5 HD 400x509 S355 2,4725 51,6 7 HD 400x382 S355 2,4302 54,8 8 HE 450 M S355 2,2193
59,6 4 HD 400x509 S355 2,0431 59,4 6 HE 500 M S355 1,7456 55,5 5 HD 400x463 S355 2,2726 54,8 8 HE 450 M S355 2,185 55,8 7 HE 450 M S355 2,0027
64,2 5 HE 550 M S355 1,5362 62,4 5 HE 500 M S355 1,532 57,5 5 HD 400x421 S355 2,1413 55,8 7 HE 450 M S355 1,9677 58 8 HE 500 B S355 1,8628
64,4 5 HE 500 M S355 1,5114 63 6 HE 550 B S355 1,4974 57,8 7 HE 450 M S355 1,9548 58 8 HE 500 B S355 1,8248 61 8 HE 550 A S355 1,797
65,2 4 HE 550 M S355 1,3066 66 6 HE 600 A S355 1,4473 59,4 6 HE 500 M S355 1,7673 59,4 6 HE 500 M S355 1,7951 62 7 HE 550 A S355 1,6407
69 5 HE 600 A S355 1,2544 67 5 HE 550 B S355 1,3343 59,8 6 HE 450 M S355 1,7426 59,8 6 HE 450 M S355 1,7708 64 7 HE 500 A S460 1,6267
70 4 HE 600 B S355 1,1631 69 5 HE 600 A S460 1,3093 62 6 HE 550 B S355 1,5171 61 8 HE 550 A S355 1,7561
74 4 HE 600 A S460 1,1187 65 6 HE 500 B S355 1,4881 62 6 HE 550 B S355 1,5481

66 6 HE 550 A S355 1,4276 65 6 HE 500 B S355 1,5217
67 5 HE 600 A S355 1,3099 66 6 HE 550 A S460 1,4836
69 5 HE 550 A S460 1,2992

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

55,4 6 HD 400x634 S355 3,5198 56,5 6 HD 400x592 S355 3,3712 56,6 7 HD 400x509 S355 3,4669 53,5 7 HD 400x551 S355 3,6665 54,5 9 HD 400x421 S355 3,6919
56,8 5 HD 400x744 S355 3,3951 60,5 6 HD 400x551 S355 3,2275 57,5 8 HD 400x421 S355 3,3215 55,5 8 HD 400x463 S355 3,5584 54,8 11 HE 450 M S355 2,9948
58,3 5 HD 400x677 S355 3,1717 62,4 8 HE 500 M S355 2,353 58,5 7 HD 400x463 S355 3,177 56,6 7 HD 400x509 S355 3,4892 57,8 10 HE 450 M S355 2,7987
61,5 5 HD 400x592 S355 2,8955 64,2 7 HE 550 M S355 2,1725 59,4 9 HE 500 M S355 2,5795 57,5 8 HD 400x421 S355 3,3458 58,2 11 HE 400 M S355 2,7854
64,2 7 HE 550 M S355 2,1427 64,4 7 HE 500 M S355 2,138 60,4 8 HE 500 M S355 2,3588 57,8 10 HE 450 M S355 2,7762 59,4 8 HE 500 M S355 2,4018
67 7 HE 600 B S355 1,8711 65,2 6 HE 550 M S355 1,9456 62,8 8 HE 450 M S355 2,341 59,4 9 HE 500 M S355 2,6064 62 9 HE 550 B S355 2,2565
69 5 HE 600 M S355 1,7262 67 7 HE 600 B S355 1,9041 63 9 HE 550 B S355 2,2072 59,8 9 HE 450 M S355 2,5693 63 8 HE 550 B S355 2,0828
71 6 HE 650 A S355 1,6997 69 8 HE 550 A S355 1,8908 64,2 7 HE 550 M S355 2,1949 60,4 8 HE 500 M S355 2,3863 65 8 HE 500 B S355 2,0391
72 5 HE 650 B S355 1,6215 70 6 HE 600 B S355 1,7327 64,4 7 HE 500 M S355 2,1605 62 9 HE 550 B S355 2,2296 66 8 HE 550 A S460 1,9887
74 6 HE 600 A S355 1,6059 74 6 HE 600 A S460 1,668 65 8 HE 550 B S355 2,0395 62,4 7 HE 500 M S355 2,1749
75 5 HE 600 B S460 1,5578 66 8 HE 600 A S355 1,9603 65 8 HE 550 B S355 2,0718

67 7 HE 600 B S355 1,9297 66 8 HE 600 A S355 1,9938
69 7 HE 600 A S460 1,8376 67 7 HE 600 A S355 1,8306

69 7 HE 550 A S460 1,8161

84,4 7 HE 700x418 S355 3,1041 70 6 HD 400x1202 S355 6,0098 68 6 HD 400x1202 S355 6,014 70 7 HD 400x990 S355 5,9374 63,9 8 HD 400x1086 S355 7,206
88,4 7 HE 800 M S355 2,6406 81,4 7 HE 700x418 S355 3,1295 70 7 HD 400x990 S355 5,9083 74,8 10 HE 600x399 S355 3,7713 65 8 HD 400x990 S355 6,6833
89,6 6 HE 800x373 S355 2,5982 82,8 8 HE 700x352 S355 3,126 71,9 6 HD 400x1086 S355 5,5554 76 10 HE 650x343 S355 3,6209 68,1 8 HD 400x900 S355 6,2122
91,2 5 HE 800x444 S355 2,5294 84,6 7 HE 650x407 S355 3,0358 76,6 9 HE 650x407 S355 3,6906 76,8 9 HE 600x399 S355 3,478 71,8 11 HE 600x399 S355 4,0894
93,4 6 HE 800 M S355 2,386 86,4 6 HE 700x418 S355 2,8082 79,6 8 HE 650x407 S355 3,375 77,6 8 HE 650x407 S355 3,4006 72,8 10 HE 600x399 S355 3,7883
94,6 5 HE 800x373 S355 2,3038 87 8 HE 800 B S355 2,6671 80 9 HE 650x343 S355 3,3175 79,8 8 HE 700x352 S355 3,1843 75 10 HE 650x343 S355 3,649
96 6 HE 900 A S355 2,1588 89,6 6 HE 800x373 S355 2,6489 80,8 8 HE 700x352 S355 3,1486 81,6 7 HE 650x407 S355 3,0961 76,6 8 HE 650x407 S355 3,4295
97 5 HE 900 B S355 2,0324 91,4 6 HE 800 M S355 2,4269 84,6 7 HE 650x407 S355 3,0743 83 8 HE 650x343 S355 3,093 78 9 HE 650x343 S355 3,3834

101 5 HE 900 A S460 1,9724 95 6 HE 800 B S355 2,2286 84,8 7 HE 700x352 S355 2,8704 83,6 8 HE 700 M S355 2,9419 79,6 9 HE 700 M S355 3,2224
87 8 HE 800 B S355 2,7096 84,8 7 HE 700x352 S355 2,9185 81,8 9 HE 650 M S355 3,1183
90 7 HE 800 B S355 2,4859 86 9 HE 800 A S355 2,7964 83,6 8 HE 700 M S355 2,9864
94 7 HE 800 A S460 2,3933 87 8 HE 800 B S355 2,7602 85 9 HE 700 B S355 2,9062

88 7 HE 800 B S355 2,5225 86 9 HE 800 A S355 2,8437
91 7 HE 800 A S460 2,4253 87 8 HE 800 A S460 2,6679

Span length = 9,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x382 4 S355 48,6 1,473 0,893 5,64 11,70 148 335 15,2 13,8 15,4 13,2 2,42 4,50 4,72 6,80 8,00 8,65 17,95 1606 2,5 10860 <200 755 1871 *

2,5 HE 500 A 4 S355 59,0 0,974 0,996 5,57 6,71 258 345 17,9 14,4 15,4 18,6 1,27 4,50 4,95 6,58 8,03 8,65 17,95 1499 2,5 10921 <200 758 1874 *

3,0 HD 320x300 6 S355 44,5 1,650 0,988 5,83 12,18 159 335 15,6 15,2 15,4 17,4 2,49 4,50 5,25 6,44 7,57 8,65 17,95 1492 2,5 11313 <200 761 1877 *

3,0 HE 450 A 5 S460 56,0 1,106 0,981 5,72 8,70 260 440 17,7 14,8 15,4 21,5 1,28 4,50 5,10 6,45 7,80 8,65 17,95 1501 2,5 11481 <200 769 1884 *

3,5 HD 320x300 6 S355 44,5 1,658 0,962 5,93 12,34 155 335 15,1 14,8 15,4 16,2 2,01 4,50 5,13 6,50 7,60 8,65 17,95 1556 2,5 11807 <200 765 1881 *

3,5 HE 400 B 5 S355 55,0 1,072 0,982 5,85 7,39 237 345 17,7 14,1 15,4 21,2 1,07 4,50 4,88 6,53 7,82 8,65 17,95 1583 2,5 12103 <200 779 1894 *

4,0 HD 320x245 8 S355 42,9 1,771 0,940 6,02 13,56 146 345 14,0 14,5 15,4 16,1 1,72 4,50 5,03 6,54 7,58 8,65 17,95 1625 2,5 12352 <200 776 1891 *

4,0 HE 400 A 6 S355 54,0 1,126 0,939 5,93 7,20 252 345 16,9 14,2 15,4 22,8 0,94 4,50 4,91 6,47 7,71 8,65 17,95 1604 2,5 12685 <200 791 1906 *

4,5 HE 300 M 9 S355 41,0 1,927 0,984 6,15 14,03 140 345 13,8 15,2 15,4 16,2 1,62 4,50 5,29 6,38 7,37 8,65 17,95 1597 2,5 12797 <200 789 1904 *

4,5 HE 400 A 7 S355 51,0 1,259 0,938 6,04 8,00 230 345 15,8 14,5 15,4 20,8 0,94 4,50 5,03 6,36 7,53 8,65 17,95 1603 2,5 13110 <200 803 1919 *

2,5 HD 400x382 4 S355 48,6 1,473 0,938 5,64 11,70 148 335 15,2 13,8 14,7 13,2 2,42 3,00 4,72 6,80 8,00 8,65 17,95 1606 2,5 10860 <200 755 1871 *

2,5 HE 500 A 4 S355 59,0 0,974 0,996 5,57 6,71 258 345 17,9 14,4 14,7 18,6 1,27 3,00 4,95 6,58 8,03 8,65 17,95 1499 2,5 10921 <200 758 1874 *

3,0 HD 400x314 5 S355 46,9 1,576 0,955 5,80 12,14 157 345 14,8 14,0 14,7 15,3 2,15 3,00 4,83 6,69 7,83 8,65 17,95 1617 2,5 11370 <200 764 1879 *

3,0 HE 450 A 5 S355 59,0 1,106 0,939 5,77 7,28 250 345 16,9 13,1 14,7 20,9 1,08 3,00 4,54 6,77 8,12 8,65 17,95 1694 2,5 11706 <200 779 1894 *

3,5 HD 320x300 7 S355 44,5 1,884 0,910 5,98 14,22 139 335 13,8 13,4 14,7 15,0 1,93 3,00 4,62 6,79 7,84 8,65 17,95 1741 2,5 12049 <200 776 1892 *

3,5 HE 400 B 5 S355 55,0 1,072 0,982 5,85 7,39 237 345 17,7 14,1 14,7 21,2 1,07 3,00 4,88 6,53 7,82 8,65 17,95 1583 2,5 12103 <200 779 1894 *

4,0 HD 320x245 8 S355 42,9 1,771 0,987 6,02 13,56 146 345 14,0 14,5 14,7 16,1 1,72 3,00 5,03 6,54 7,58 8,65 17,95 1625 2,5 12352 <200 776 1891 *

4,0 HE 400 A 6 S355 54,0 1,126 0,965 5,93 7,20 252 345 16,9 14,2 14,7 22,8 0,94 3,00 4,91 6,47 7,71 8,65 17,95 1604 2,5 12685 <200 791 1906 *

4,5 HE 300 M 9 S355 42,0 1,934 0,992 6,16 14,16 138 345 13,7 14,6 14,7 16,0 1,52 3,00 5,07 6,47 7,47 8,65 17,95 1660 2,5 12909 <200 794 1910 *

4,5 HE 400 A 7 S355 51,0 1,259 0,985 6,04 8,00 230 345 15,8 14,5 14,7 20,8 0,94 3,00 5,03 6,36 7,53 8,65 17,95 1603 2,5 13110 <200 803 1919 *

2,5 HD 400x677 4 S355 55,3 2,484 0,471 5,33 20,63 80 315 8,4 6,2 13,2 7,0 1,41 3,00 2,12 8,85 9,85 8,65 17,95 3083 2,5 12030 200 808 1733 *

2,5 HE 600 B 4 S355 72,0 1,167 0,569 5,21 10,90 153 345 10,2 6,4 13,2 10,1 0,58 3,00 2,20 8,66 9,99 8,65 17,95 2883 2,5 11866 200 801 1726 *

3,0 HD 400x551 5 S355 53,5 2,600 0,478 5,44 21,13 85 325 8,4 6,3 13,2 8,3 1,20 3,00 2,18 8,67 9,62 8,65 17,95 3050 2,5 12619 200 820 1745 *

3,0 HE 600 A 5 S355 71,0 1,295 0,522 5,34 11,50 155 345 9,4 6,0 13,2 10,6 0,50 3,00 2,06 8,79 10,02 8,65 17,95 3137 2,5 12721 200 825 1749 *

3,5 HD 400x509 6 S355 51,6 2,883 0,455 5,57 23,79 79 335 7,6 6,0 13,2 7,9 0,98 3,00 2,08 8,80 9,69 8,65 17,95 3248 2,5 13322 200 834 1758 *

3,5 HE 600 A 5 S355 69,0 1,316 0,505 5,43 11,49 152 345 9,1 5,9 13,2 10,1 0,42 3,00 2,05 8,74 9,92 8,65 17,95 3161 2,5 13399 200 837 1762 *

4,0 HD 400x463 7 S355 50,5 3,015 0,443 5,63 24,94 75 335 7,1 5,9 13,2 7,7 0,80 3,00 2,03 8,85 9,69 8,65 17,95 3380 2,5 13977 201 849 1774 *

4,0 HE 550 A 6 S355 69,0 1,476 0,474 5,55 12,48 143 345 8,5 5,4 13,2 10,6 0,35 3,00 1,88 8,96 10,08 8,65 17,95 3502 2,5 14327 216 865 1790 *

4,5 HD 400x421 8 S355 49,5 3,187 0,442 5,75 25,72 71 335 6,7 5,8 13,2 7,5 0,66 3,00 2,04 8,80 9,60 8,65 17,95 3465 2,5 14597 204 871 1795 *

4,5 HE 550 A 7 S355 64,0 1,648 0,437 5,62 13,77 131 345 7,9 5,7 13,2 9,7 0,36 3,00 1,97 8,72 9,75 8,65 17,95 3394 2,5 14740 203 877 1802 *

3,5 HD 400x677 6 S355 56,3 3,693 0,589 6,62 30,94 83 315 6,9 4,3 11,0 10,3 0,88 1,50 1,47 8,44 9,22 8,65 17,95 4649 2,5 18950 250 1270 2195 *

3,5 HE 650 A 5 S355 79,0 1,550 0,533 6,44 13,79 168 345 8,5 4,1 11,0 12,9 0,34 1,50 1,42 8,60 9,71 8,65 17,95 4525 2,5 18870 256 1266 2191 *

4,0 HD 400x677 6 S355 55,3 3,706 0,513 6,69 31,06 82 315 6,6 4,3 11,0 10,0 0,77 1,50 1,50 8,43 9,20 8,65 17,95 4679 2,5 19450 251 1277 2202 *

4,0 HE 600 B 6 S355 72,0 1,739 0,469 6,52 16,48 146 345 7,9 4,3 11,0 12,4 0,38 1,50 1,48 8,45 9,47 8,65 17,95 4447 2,5 19341 252 1272 2197 *

4,5 HD 400x634 7 S355 54,4 4,045 0,402 6,79 34,63 76 325 6,0 4,1 11,0 9,5 0,60 1,50 1,43 8,63 9,35 8,65 17,95 5019 2,5 20288 258 1295 2219 *

4,5 HE 600 A 7 S355 71,0 1,819 0,481 6,60 16,23 150 345 7,7 4,2 11,0 12,8 0,33 1,50 1,47 8,43 9,41 8,65 17,95 4531 2,5 20123 252 1287 2212 *

5,0 HD 400x551 8 S355 52,5 4,100 0,400 6,83 33,71 76 325 6,0 4,4 11,0 9,9 0,48 1,50 1,54 8,43 9,14 8,65 17,95 4808 2,5 20720 251 1299 2224 *

5,0 HE 600 A 7 S355 71,0 1,857 0,467 6,71 16,44 147 345 7,4 4,1 11,0 12,1 0,27 1,50 1,42 8,53 9,48 8,65 17,95 4758 2,5 20976 256 1311 2236 *

5,5 HD 400x509 9 S355 51,6 4,299 0,402 6,93 35,82 71 335 5,6 4,4 11,0 9,3 0,43 1,50 1,55 8,47 9,16 8,65 17,95 4931 2,5 21467 254 1319 2244 *

5,5 HE 550 A 8 S355 69,0 1,980 0,456 6,81 16,71 141 345 7,4 4,2 11,0 12,6 0,24 1,50 1,46 8,41 9,33 8,65 17,95 4740 2,5 21730 253 1331 2256 *

3,5 HE 700x418 7 S355 89,4 3,122 0,240 6,89 40,31 68 335 4,3 1,7 9,4 5,2 0,22 1,50 0,60 12,54 13,36 8,65 17,95 11128 2,5 21080 340 1367 2291 *

3,5 HE 900 A 5 S355 104,0 1,956 0,322 6,85 24,10 105 345 4,9 1,8 9,4 5,9 0,14 1,50 0,62 12,26 13,26 8,65 17,95 10483 2,5 21249 304 1374 2299 *

4,0 HD 400x1299 6 S355 70,0 6,398 0,223 7,34 62,26 44 295 3,7 1,8 9,4 4,5 0,33 1,50 0,63 12,02 12,62 8,65 17,95 11401 2,5 23353 308 1454 2379 *

4,0 HE 900 A 6 S355 99,0 2,228 0,293 6,98 27,72 95 345 4,4 1,7 9,4 5,5 0,14 1,50 0,60 12,42 13,33 8,65 17,95 11033 2,5 22203 334 1402 2327 *

4,5 HD 400x1299 7 S355 67,0 7,376 0,179 7,52 71,64 39 295 3,1 1,7 9,4 4,1 0,27 1,50 0,59 12,41 12,94 8,65 17,95 12616 2,5 24765 350 1498 2422 *

4,5 HE 900 A 7 S355 96,0 2,499 0,264 7,09 31,56 85 345 3,9 1,6 9,4 5,0 0,12 1,50 0,57 12,71 13,55 8,65 17,95 11889 2,5 23258 350 1429 2354 *

5,0 HD 400x1202 7 S355 66,0 6,922 0,198 7,49 65,58 41 295 3,2 1,9 9,4 4,4 0,23 1,50 0,65 11,98 12,53 8,65 17,95 11585 2,5 24866 311 1487 2412 *

5,0 HE 800 B 7 S355 92,0 2,546 0,264 7,16 30,85 85 345 4,1 1,7 9,4 5,4 0,12 1,50 0,61 12,22 13,04 8,65 17,95 11128 2,5 23947 320 1446 2370 *

5,5 HD 400x990 9 S355 63,0 7,411 0,208 7,60 68,04 38 295 2,9 2,0 9,4 4,4 0,20 1,50 0,69 11,88 12,40 8,65 17,95 11581 2,5 25843 304 1518 2442 *

5,5 HE 800 A 8 S355 91,0 2,655 0,267 7,29 30,35 86 345 4,0 1,8 9,4 5,5 0,10 1,50 0,61 12,14 12,93 8,65 17,95 11306 2,5 25042 322 1481 2406 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 9,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

50,2 5 HE 400 M S355 1,3149 46,3 5 HD 400x287 S355 1,4237 45,9 7 HE 320 M S355 1,5923 42,9 8 HE 320 M S355 1,7708 42,9 8 HE 320 M S355 1,7949
53,2 4 HE 400 M S355 1,1261 48,7 5 HD 400x262 S355 1,3663 46,3 5 HD 400x287 S355 1,4344 43,9 7 HE 320 M S355 1,5951 43,9 7 HE 320 M S355 1,62
56 5 HE 500 A S355 1,1164 49,5 5 HE 360 M S355 1,3115 46,7 5 HD 400x262 S355 1,3675 45,2 7 HD 360x196 S355 1,5173 45,2 7 HD 360x196 S355 1,5441
57 4 HE 500 B S355 1,039 49,7 5 HE 340 M S355 1,3062 49,5 5 HD 400x216 S355 1,2518 45,7 6 HE 340 M S355 1,5088 46 9 HE 360 B S355 1,5436
59 4 HE 500 A S460 0,9868 53 5 HE 450 B S355 1,1672 51,8 5 HD 400x187 S355 1,1791 46,8 7 HD 360x179 S355 1,4564 46,3 7 HD 320x198 S355 1,4527

56 5 HE 500 A S355 1,1414 52 5 HE 450 B S355 1,1789 47,9 6 HD 320x245 S355 1,4398 48 7 HE 400 B S355 1,3564
54 5 HE 450 A S355 1,0999 48 7 HE 400 B S355 1,3267 50 8 HE 360 A S355 1,3031
55 5 HE 400 B S460 1,088 48,8 6 HD 360x179 S355 1,3115 51 7 HE 400 A S460 1,2772

49,3 6 HD 320x198 S355 1,2904
50 6 HE 400 B S355 1,2017
54 6 HE 400 A S460 1,1415

50,2 5 HE 400 M S355 1,3149 47,3 5 HD 400x287 S355 1,4287 44,7 7 HE 340 M S355 1,683 42,9 8 HE 320 M S355 1,7708 42,9 8 HE 320 M S355 1,7949
54,8 4 HE 450 M S355 1,2193 50,2 5 HE 400 M S355 1,3337 45,5 6 HD 320x300 S355 1,664 44 8 HE 300 M S355 1,7462 44 8 HE 300 M S355 1,7714
55 5 HE 450 B S355 1,1534 51,5 5 HE 360 M S355 1,3216 45,9 7 HE 320 M S355 1,5923 44,5 6 HD 320x300 S355 1,6726 44,3 9 HD 320x198 S355 1,7476

55,2 4 HE 400 M S355 1,1346 52,7 5 HE 340 M S355 1,3214 46,3 5 HD 400x287 S355 1,4344 45,9 7 HE 320 M S355 1,6087 44,5 7 HD 400x216 S355 1,628
56 5 HE 500 A S355 1,1164 54 6 HE 450 A S355 1,2263 47,9 6 HD 320x245 S355 1,4217 46 7 HE 300 M S355 1,5814 46 7 HE 300 M S355 1,6081
57 4 HE 500 B S355 1,039 55 5 HE 450 B S355 1,1773 48,7 5 HD 400x262 S355 1,3793 46,3 8 HD 320x198 S355 1,5802 46,3 8 HD 320x198 S355 1,6079
59 4 HE 500 A S460 0,9868 56 5 HE 500 A S355 1,1414 49,5 5 HE 360 M S355 1,325 46,5 6 HE 360 M S355 1,5218 46,8 7 HD 400x187 S355 1,5245

59 5 HE 450 A S460 1,1213 49,7 5 HE 340 M S355 1,3199 47 8 HE 400 B S355 1,4585 47 8 HE 400 B S355 1,4875
50 5 HD 400x237 S355 1,3157 47,9 6 HD 320x245 S355 1,4398 48 8 HD 320x158 S355 1,4322

52,5 5 HD 400x216 S355 1,2695 49 6 HE 300 M S355 1,4234 48,4 7 HD 360x162 S355 1,424
53 5 HE 450 B S355 1,1848 49,2 6 HD 360x196 S355 1,3754 50 7 HE 400 B S355 1,3716
55 5 HE 400 B S460 1,088 50 7 HE 400 B S355 1,3403 50,6 7 HD 360x134 S355 1,3214

51 7 HE 360 B S355 1,2891 51 7 HE 400 A S460 1,2772
51,4 6 HD 360x162 S355 1,2666
52 6 HE 400 B S355 1,2152
54 6 HE 400 A S460 1,1415

55,4 4 HD 400x634 S355 2,3651 56,6 5 HD 400x509 S355 2,4703 52,5 5 HD 400x551 S355 2,6084 51,6 6 HD 400x509 S355 2,9016 50,5 7 HD 400x463 S355 3,0436
58,5 4 HD 400x592 S355 2,2616 58,5 5 HD 400x463 S355 2,2627 56,6 5 HD 400x509 S355 2,4874 52,5 7 HD 400x421 S355 2,8274 51,6 8 HD 400x382 S355 2,7456
60,5 4 HD 400x551 S355 2,1562 60,4 6 HE 500 M S355 1,7436 58,5 5 HD 400x463 S355 2,2819 53,5 6 HD 400x463 S355 2,6541 53,6 7 HD 400x382 S355 2,4671
64,2 5 HE 550 M S355 1,5302 62,8 6 HE 450 M S355 1,7288 59,4 6 HE 500 M S355 1,7602 54,8 8 HE 450 M S355 2,1758 54,8 8 HE 450 M S355 2,21
67 5 HE 600 B S355 1,3365 64,2 5 HE 550 M S355 1,5607 62 7 HE 550 B S355 1,6927 57,8 7 HE 450 M S355 1,9731 57,8 7 HE 450 M S355 2,0097
69 4 HE 600 M S355 1,3356 64,4 5 HE 500 M S355 1,5362 64,2 5 HE 550 M S355 1,5867 59,4 6 HE 500 M S355 1,788 61 8 HE 550 A S355 1,7886

69,2 4 HE 550 M S355 1,3186 65 6 HE 550 B S355 1,501 64,4 5 HE 500 M S355 1,5623 61 8 HE 550 A S355 1,7478 62 7 HE 550 B S355 1,7647
70 5 HE 550 B S355 1,3075 66 6 HE 600 A S355 1,4409 65 6 HE 550 B S355 1,5283 62 7 HE 550 B S355 1,7236 64 7 HE 550 A S460 1,6731
71 5 HE 600 A S355 1,2574 67 5 HE 600 B S355 1,3703 66 6 HE 600 A S355 1,4694 64 7 HE 550 A S355 1,6052
72 4 HE 600 B S460 1,1849 70 5 HE 550 B S355 1,3439 67 5 HE 600 B S355 1,3994 65 6 HE 550 B S355 1,5617

71 5 HE 600 A S460 1,3139 69 5 HE 600 A S460 1,335 66 6 HE 600 A S355 1,504
69 6 HE 550 A S460 1,4974

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

58,4 5 HD 400x818 S355 3,6506 57,4 6 HD 400x634 S355 3,5409 54,5 7 HD 400x592 S355 3,8413 53,5 7 HD 400x592 S355 3,8526 53,5 9 HD 400x463 S355 3,9259
59,4 6 HD 400x634 S355 3,5321 59,6 7 HD 400x509 S355 3,4608 57,5 7 HD 400x551 S355 3,6651 55,5 7 HD 400x551 S355 3,6708 57,5 9 HD 400x421 S355 3,7053
59,8 5 HD 400x744 S355 3,4027 61,5 6 HD 400x592 S355 3,3939 59,6 7 HD 400x509 S355 3,4774 58,5 8 HD 400x463 S355 3,5703 57,8 11 HE 450 M S355 3,0101
61,5 6 HD 400x592 S355 3,3694 64,2 8 HE 550 M S355 2,3966 62,4 9 HE 500 M S355 2,5918 59,4 10 HE 500 M S355 2,8232 59,4 9 HE 500 M S355 2,6196
63,3 5 HD 400x677 S355 3,1914 64,4 8 HE 500 M S355 2,357 64,2 7 HE 550 M S355 2,1864 60,4 9 HE 500 M S355 2,6043 62 10 HE 550 B S355 2,4288
67,2 7 HE 550 M S355 2,152 65,2 7 HE 550 M S355 2,1708 66 9 HE 600 A S355 2,1225 62 10 HE 550 B S355 2,4019 62,4 8 HE 500 M S355 2,4201
69 6 HE 600 M S355 1,9569 67 8 HE 600 B S355 2,0867 67 8 HE 600 B S355 2,1125 62,4 8 HE 500 M S355 2,3936 65 9 HE 550 B S355 2,2745

69,2 6 HE 550 M S355 1,9313 69 6 HE 600 M S355 1,9907 68 7 HE 600 B S355 1,9293 64 11 HE 550 A S355 2,3923 66 9 HE 600 A S355 2,1868
70 7 HE 600 B S355 1,8809 69,2 6 HE 550 M S355 1,9653 70 7 HE 550 B S355 1,8863 64,2 7 HE 550 M S355 2,2174 67 8 HE 600 A S355 2,0252
72 5 HE 600 M S355 1,7376 70 7 HE 600 B S355 1,9164 71 7 HE 600 A S460 1,845 66 9 HE 600 A S355 2,1562 69 8 HE 550 A S460 2,0079
74 6 HE 650 A S355 1,7105 72 6 HE 600 B S460 1,7663 67 7 HE 600 B S355 1,9559
75 5 HE 650 B S355 1,6331 70 7 HE 550 B S355 1,9232
76 5 HE 700 A S355 1,6228 71 7 HE 600 A S460 1,8831
79 5 HE 650 A S460 1,5707

89,6 7 HE 800x373 S355 2,9109 81,4 8 HE 700x418 S355 3,4713 68 6 HD 400x1299 S355 6,4012 71,9 7 HD 400x1086 S355 6,4028 63,9 8 HD 400x1086 S355 7,1872
91,2 6 HE 800x444 S355 2,8931 84,6 8 HE 650x407 S355 3,3631 71,9 7 HD 400x1086 S355 6,373 76,6 10 HE 650x407 S355 4,0555 68,1 9 HD 400x900 S355 6,8956
91,4 7 HE 800 M S355 2,6476 86,4 7 HE 700x418 S355 3,1516 73 6 HD 400x1202 S355 6,0371 77,6 9 HE 650x407 S355 3,7267 70 8 HD 400x990 S355 6,7118
92,2 5 HE 800x444 S355 2,5264 87,8 8 HE 700x352 S355 3,1473 79,6 9 HE 650x407 S355 3,7008 79,8 9 HE 700x352 S355 3,4788 74,8 11 HE 600x399 S355 4,1026
96 7 HE 900 A S355 2,3914 88,4 8 HE 800 M S355 2,963 80,8 9 HE 700x352 S355 3,4428 81,6 8 HE 650x407 S355 3,4231 76 11 HE 650x343 S355 3,9376
97 6 HE 900 B S355 2,2888 89,4 7 HE 800 M S355 2,6868 84,4 7 HE 700x418 S355 3,1763 82,4 7 HE 700x418 S355 3,2063 76,6 9 HE 650x407 S355 3,7553
98 5 HE 900 M S355 2,1742 89,6 6 HE 800x373 S355 2,639 84,8 8 HE 700x352 S355 3,1664 84,6 7 HE 650x407 S355 3,1113 78,6 11 HE 700 M S355 3,7436

102 5 HE 900 B S355 2,0541 95 7 HE 800 B S355 2,4645 87 9 HE 800 B S355 2,9428 86 10 HE 800 A S355 3,0058 79,8 9 HE 700x352 S355 3,5192
104 5 HE 900 A S460 1,9824 96 7 HE 900 A S355 2,4488 88,4 7 HE 800 M S355 2,7229 87 9 HE 800 B S355 2,9936 81,6 8 HE 650x407 S355 3,4646

97 6 HE 900 B S355 2,3466 90 8 HE 800 B S355 2,7207 87,8 7 HE 700x352 S355 2,9326 82,8 8 HE 700x352 S355 3,2403
99 6 HE 900 A S460 2,2597 94 8 HE 800 A S355 2,5721 88 8 HE 800 B S355 2,7568 86 10 HE 800 A S355 3,0531

95 7 HE 800 B S355 2,5135 92 7 HE 800 B S460 2,5848 86,6 8 HE 700 M S355 3,002
87 8 HE 800 B S355 2,7963
91 8 HE 800 A S460 2,6935

Span length = 9,25 mOther possible solutions

E

A

B

C

D



58

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
 C

ate
go

ry 
of 

the
 lin

e

 S
lab

 w
idt

h (
m)

 P
ro

file

 N
um

be
r

 S
tee

l g
ra

de

 S
lab

 he
igh

t (
cm

)

 P
ric

e i
nd

ex
 

 R
ati

o m
ax

 M
Ed

 (M
Nm

)

 M
plR

d (
MN

m)

 s
s (

MP
a)

 f y
 / g

M,
se

r (M
Pa

)

 s
c (

MP
a)

 d
LM

71
 (m

m)

 d
ma

x (
mm

)

 P
re

ca
mb

er

 t L
M7

1 (
mm

)

 t m
ax

 (m
m)

 q
LM

71
 (m

ra
d)

 F
re

qu
en

cy
 n 0

 (H
z)

 pi
nn

ed
 - 

pin
ne

d
 M

od
ifie

d f
re

qu
en

cy
 n 0

 (H
z)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 lo
we

r li
mi

t, n
0m

in (
Hz

)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 up
pe

r li
mi

t, n
0m

ax
 (H

z)

 E
I (

MN
m2 )

 D
am

pin
g (

%
)

 W
eig

ht 
 (k

g/m
)

 M
ax

. s
pe

ed
 (k

m/
h)

 R
Su

pp
or

t,G
  (

kN
)

 R
Su

pp
or

t,S
LS

  (
kN

)

 H
Co

nc
re

te 
LT

B  
(cm

)

2,5 HD 400x382 4 S355 48,6 1,468 0,953 5,90 11,70 154 335 15,8 15,1 15,8 14,7 2,52 4,50 5,04 6,45 7,62 8,42 17,59 1606 2,5 10860 <200 776 1956 *

2,5 HE 500 A 4 S355 64,0 0,991 0,985 5,92 7,08 257 345 17,7 13,3 15,8 19,8 1,03 4,50 4,45 6,72 8,12 8,42 17,59 1799 2,5 11234 <200 793 1973 *

3,0 HD 400x314 5 S355 46,9 1,570 0,971 6,07 12,14 164 345 15,4 15,4 15,8 17,0 2,25 4,50 5,16 6,34 7,45 8,42 17,59 1617 2,5 11370 <200 784 1964 *

3,0 HE 450 A 5 S460 59,0 1,116 0,980 6,03 8,98 262 440 17,6 14,4 15,8 23,2 1,13 4,50 4,85 6,42 7,73 8,42 17,59 1694 2,5 11706 <200 800 1980 *

3,5 HD 320x300 7 S355 44,5 1,878 0,925 6,26 14,22 145 335 14,4 14,6 15,8 16,6 2,02 4,50 4,92 6,44 7,46 8,42 17,59 1741 2,5 12049 <200 797 1977 *

3,5 HE 450 A 5 S460 56,0 1,122 0,987 6,13 8,85 262 440 17,8 15,2 15,8 22,0 1,04 4,50 5,12 6,23 7,50 8,42 17,59 1611 2,5 12152 <200 802 1982 *

4,0 HD 320x245 8 S355 43,9 1,773 0,966 6,30 13,68 151 345 14,5 15,3 15,8 17,7 1,70 4,50 5,16 6,29 7,30 8,42 17,59 1685 2,5 12452 <200 801 1981 *

4,0 HE 400 A 6 S460 54,0 1,137 0,981 6,21 8,86 264 440 17,6 15,5 15,8 25,3 0,98 4,50 5,24 6,13 7,34 8,42 17,59 1604 2,5 12685 <200 812 1992 *

4,5 HD 320x245 8 S355 42,9 1,791 0,991 6,43 13,69 148 345 14,2 15,7 15,8 16,8 1,50 4,50 5,32 6,20 7,18 8,42 17,59 1680 2,5 12850 <200 813 1993 *

4,5 HE 400 A 7 S355 54,0 1,277 0,872 6,36 8,35 231 345 15,5 13,8 15,8 22,5 0,82 4,50 4,67 6,38 7,50 8,42 17,59 1839 2,5 13448 <200 840 2020 *

2,5 HD 400x421 4 S355 49,5 1,699 0,911 5,96 12,97 142 335 14,8 13,7 15,1 13,3 2,40 3,00 4,59 6,72 7,86 8,42 17,59 1779 2,5 11015 <200 783 1963 *

2,5 HE 500 A 4 S355 64,0 0,991 0,985 5,92 7,08 257 345 17,7 13,3 15,1 19,8 1,03 3,00 4,45 6,72 8,12 8,42 17,59 1799 2,5 11234 <200 793 1973 *

3,0 HD 400x347 5 S355 47,7 1,664 0,925 6,12 13,14 149 335 14,4 13,9 15,1 15,3 2,13 3,00 4,68 6,62 7,70 8,42 17,59 1792 2,5 11536 <200 792 1972 *

3,0 HE 450 A 5 S355 59,0 1,101 0,980 6,03 7,28 262 345 17,6 14,4 15,1 23,2 1,13 3,00 4,85 6,42 7,73 8,42 17,59 1694 2,5 11706 <200 800 1980 *

3,5 HD 320x300 7 S355 44,5 1,878 0,971 6,26 14,22 145 335 14,4 14,6 15,1 16,6 2,02 3,00 4,92 6,44 7,46 8,42 17,59 1741 2,5 12049 <200 797 1977 *

3,5 HE 450 A 5 S355 59,0 1,125 0,941 6,18 7,44 252 345 16,9 13,5 15,1 21,4 0,88 3,00 4,53 6,56 7,81 8,42 17,59 1825 2,5 12415 <200 814 1994 *

4,0 HD 320x300 7 S355 44,5 1,893 0,948 6,32 14,38 141 335 13,7 14,3 15,1 15,7 1,68 3,00 4,83 6,49 7,48 8,42 17,59 1805 2,5 12543 <200 806 1985 *

4,0 HE 400 B 6 S355 55,0 1,231 0,895 6,26 8,81 218 345 15,8 13,5 15,1 20,8 0,92 3,00 4,55 6,54 7,70 8,42 17,59 1857 2,5 12882 <200 821 2001 *

4,5 HD 320x245 9 S355 42,9 1,972 0,961 6,46 15,25 136 345 13,1 14,5 15,1 15,8 1,48 3,00 4,91 6,41 7,35 8,42 17,59 1828 2,5 13049 <200 822 2002 *

4,5 HE 400 A 7 S355 54,0 1,277 0,916 6,36 8,35 231 345 15,5 13,8 15,1 22,5 0,82 3,00 4,67 6,38 7,50 8,42 17,59 1839 2,5 13448 <200 840 2020 *

2,5 HD 400x677 4 S355 56,3 2,481 0,489 5,59 20,74 83 315 8,8 6,6 13,6 7,7 1,40 3,00 2,22 8,47 9,44 8,42 17,59 3150 2,5 12092 200 833 1811 *

2,5 HE 600 B 4 S355 75,0 1,175 0,580 5,49 11,20 156 345 10,4 6,4 13,6 11,0 0,53 3,00 2,16 8,52 9,80 8,42 17,59 3148 2,5 12053 200 831 1809 *

3,0 HD 400x592 5 S355 53,5 2,734 0,480 5,76 22,82 83 325 8,1 6,5 13,6 8,5 1,24 3,00 2,18 8,44 9,34 8,42 17,59 3257 2,5 12754 200 849 1826 *

3,0 HE 600 A 5 S355 74,0 1,305 0,529 5,64 11,83 158 345 9,5 6,0 13,6 11,6 0,45 3,00 2,01 8,65 9,84 8,42 17,59 3438 2,5 12946 200 858 1835 *

3,5 HD 400x551 6 S355 52,5 3,053 0,446 5,87 25,15 77 325 7,4 6,1 13,6 8,0 0,98 3,00 2,03 8,65 9,48 8,42 17,59 3546 2,5 13559 200 867 1845 *

3,5 HE 600 A 5 S355 71,0 1,323 0,517 5,72 11,71 156 345 9,3 6,1 13,6 11,0 0,40 3,00 2,05 8,50 9,64 8,42 17,59 3367 2,5 13574 200 868 1846 *

4,0 HD 400x463 7 S355 51,5 3,010 0,459 5,90 25,10 77 335 7,4 6,2 13,6 8,5 0,81 3,00 2,10 8,47 9,30 8,42 17,59 3468 2,5 14077 200 877 1855 *

4,0 HE 550 A 6 S355 69,0 1,470 0,496 5,81 12,48 150 345 8,9 5,9 13,6 11,8 0,36 3,00 2,00 8,50 9,58 8,42 17,59 3502 2,5 14327 200 889 1866 *

4,5 HD 400x421 8 S355 50,5 3,182 0,457 6,03 25,89 74 335 7,0 6,2 13,6 8,3 0,67 3,00 2,10 8,43 9,21 8,42 17,59 3559 2,5 14710 200 899 1877 *

4,5 HE 550 A 7 S355 66,0 1,656 0,446 5,92 14,05 135 345 8,0 5,8 13,6 10,7 0,34 3,00 1,96 8,49 9,49 8,42 17,59 3629 2,5 14965 203 911 1889 *

3,5 HD 400x818 5 S355 58,4 3,641 0,609 6,96 32,32 82 315 6,7 4,3 11,3 9,9 0,91 1,50 1,45 8,31 9,07 8,42 17,59 5032 2,5 19024 252 1308 2286 *

3,5 HE 700 A 5 S355 79,0 1,634 0,514 6,77 15,11 163 345 8,1 4,3 11,3 12,3 0,36 1,50 1,44 8,37 9,42 8,42 17,59 4780 2,5 18916 254 1303 2280 *

4,0 HD 400x744 6 S355 56,8 3,983 0,496 7,09 34,59 78 315 6,3 4,2 11,3 9,9 0,74 1,50 1,42 8,41 9,12 8,42 17,59 5273 2,5 19851 256 1330 2308 *

4,0 HE 600 B 6 S355 75,0 1,753 0,478 6,88 16,94 149 345 8,1 4,3 11,3 13,4 0,35 1,50 1,45 8,33 9,31 8,42 17,59 4864 2,5 19641 253 1321 2298 *

4,5 HD 400x677 7 S355 55,3 4,248 0,403 7,17 36,17 74 315 5,9 4,2 11,3 9,7 0,60 1,50 1,41 8,46 9,14 8,42 17,59 5428 2,5 20586 258 1343 2321 *

4,5 HE 600 A 7 S355 74,0 1,834 0,490 6,98 16,71 153 345 7,8 4,2 11,3 13,8 0,30 1,50 1,43 8,32 9,27 8,42 17,59 4973 2,5 20460 254 1338 2315 *

5,0 HD 400x592 8 S355 53,5 4,322 0,390 7,22 36,62 74 325 5,8 4,4 11,3 10,0 0,48 1,50 1,50 8,30 8,97 8,42 17,59 5257 2,5 21059 253 1350 2328 *

5,0 HE 600 A 7 S355 74,0 1,874 0,477 7,09 16,94 150 345 7,4 4,0 11,3 13,1 0,25 1,50 1,37 8,42 9,34 8,42 17,59 5235 2,5 21351 258 1364 2342 *

5,5 HD 400x551 9 S355 52,5 4,555 0,392 7,32 37,86 69 325 5,5 4,4 11,3 9,5 0,43 1,50 1,51 8,33 8,98 8,42 17,59 5382 2,5 21825 255 1371 2349 *

5,5 HE 600 A 8 S355 69,0 2,035 0,438 7,16 18,34 137 345 7,0 4,3 11,3 12,0 0,25 1,50 1,48 8,19 9,06 8,42 17,59 5016 2,5 21786 251 1370 2347 *

3,5 HE 800x373 7 S355 90,6 2,906 0,239 7,20 39,14 73 335 4,1 1,9 9,7 5,3 0,22 1,50 0,62 12,13 12,92 8,42 17,59 11485 2,5 20992 308 1400 2377 *

3,5 HE 1000x249 5 S355 108,0 1,981 0,326 7,24 25,01 109 345 4,7 1,8 9,7 5,9 0,13 1,50 0,60 12,11 13,08 8,42 17,59 11537 2,5 21609 321 1428 2406 *

4,0 HD 400x1299 6 S355 75,0 6,417 0,216 7,75 63,54 44 295 3,9 1,8 9,7 4,8 0,31 1,50 0,61 11,85 12,44 8,42 17,59 12413 2,5 23853 321 1517 2495 *

4,0 HE 900 A 6 S355 101,0 2,232 0,303 7,35 28,12 99 345 4,5 1,8 9,7 6,0 0,14 1,50 0,61 11,99 12,87 8,42 17,59 11513 2,5 22403 307 1449 2427 *

4,5 HD 400x1299 7 S355 67,0 7,359 0,192 7,88 71,64 41 295 3,2 1,8 9,7 4,5 0,29 1,50 0,62 11,78 12,30 8,42 17,59 12616 2,5 24765 321 1538 2516 *

4,5 HE 900 A 7 S355 96,0 2,489 0,276 7,44 31,56 89 345 4,1 1,8 9,7 5,5 0,13 1,50 0,60 12,06 12,87 8,42 17,59 11889 2,5 23258 324 1468 2446 *

5,0 HD 400x1299 7 S355 67,0 7,383 0,191 7,94 72,10 40 295 3,0 1,9 9,7 4,4 0,23 1,50 0,63 11,85 12,36 8,42 17,59 12847 2,5 25426 333 1554 2531 *

5,0 HE 900 A 7 S355 96,0 2,548 0,270 7,58 31,92 88 345 3,9 1,7 9,7 5,3 0,10 1,50 0,58 12,16 12,95 8,42 17,59 12465 2,5 24418 350 1507 2484 *

5,5 HD 400x1086 9 S355 63,9 7,999 0,200 8,08 75,65 37 295 2,8 1,9 9,7 4,3 0,19 1,50 0,66 11,77 12,25 8,42 17,59 12940 2,5 26541 331 1591 2569 *

5,5 HE 800 A 8 S355 94,0 2,672 0,275 7,70 31,09 89 345 4,1 1,8 9,7 6,0 0,10 1,50 0,60 11,85 12,62 8,42 17,59 12157 2,5 25454 320 1541 2518 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 9,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,8 4 HE 450 M S355 1,2147 47,5 6 HE 360 M S355 1,4945 45,5 6 HD 320x300 S355 1,659 43,9 8 HE 320 M S355 1,7732 42,9 8 HE 320 M S355 1,7906
56 5 HE 500 A S355 1,1114 49,3 5 HD 400x287 S355 1,4347 46,9 5 HD 400x314 S355 1,5809 44,7 7 HE 340 M S355 1,693 44 8 HE 300 M S355 1,7671
57 4 HE 500 B S355 1,0348 50,2 5 HE 400 M S355 1,3296 47,3 5 HD 400x287 S355 1,4361 45,5 6 HD 320x300 S355 1,6743 44,3 9 HD 320x198 S355 1,7432
61 4 HE 550 A S355 1,0077 51,5 5 HE 360 M S355 1,3176 48,7 5 HD 400x262 S355 1,3752 45,9 7 HE 320 M S355 1,6048 44,7 7 HE 340 M S355 1,7185
64 4 HE 500 A S460 1,0038 55 5 HE 450 B S355 1,1722 49,5 5 HE 360 M S355 1,321 46,5 6 HE 360 M S355 1,5171 45 7 HD 400x237 S355 1,7119

56 5 HE 500 A S355 1,1364 52,5 5 HD 400x216 S355 1,2656 47,9 6 HD 320x245 S355 1,4364 45,5 7 HD 400x216 S355 1,6304
53 5 HE 450 B S355 1,1797 49 6 HE 300 M S355 1,42 46 7 HE 300 M S355 1,6043
56 5 HE 500 A S355 1,1568 49,2 6 HD 360x196 S355 1,371 46,3 8 HD 320x198 S355 1,604

50 7 HE 400 B S355 1,3355 46,8 7 HD 400x187 S355 1,5195
51 7 HE 360 B S355 1,2844 47 8 HE 400 B S355 1,4822

51,4 6 HD 360x162 S355 1,2624 49 9 HE 400 A S355 1,4793
52 6 HE 400 B S355 1,2111 49,3 7 HD 320x198 S355 1,472

50 7 HE 400 B S355 1,3668
50,6 7 HD 360x134 S355 1,3167
51 7 HE 360 B S355 1,3167
54 7 HE 400 A S460 1,2954

49,6 4 HD 400x382 S355 1,4719 47,9 5 HD 400x314 S355 1,5751 46,5 7 HE 360 M S355 1,6971 44,7 8 HE 340 M S355 1,8887 42,9 9 HE 320 M S355 1,9724
54,8 4 HE 450 M S355 1,2147 49,3 5 HD 400x287 S355 1,4347 46,9 5 HD 400x314 S355 1,5809 45,7 7 HE 340 M S355 1,6998 43,9 8 HE 320 M S355 1,7982
57 5 HE 500 A S355 1,1156 50,2 5 HE 400 M S355 1,3296 49,3 5 HD 400x287 S355 1,4479 47,5 6 HE 360 M S355 1,5238 45 7 HD 400x237 S355 1,7119
58 4 HE 500 B S355 1,039 53 6 HE 450 B S355 1,3252 50,2 5 HE 400 M S355 1,3437 49,3 7 HD 320x198 S355 1,4419 45,9 7 HD 320x245 S355 1,6313
61 4 HE 550 A S355 1,0077 55 6 HE 400 B S355 1,1867 51,5 5 HE 360 M S355 1,3328 51 7 HE 450 A S355 1,3879 47 9 HE 400 B S355 1,6199
64 4 HE 500 A S460 1,0038 56 5 HE 500 A S355 1,1364 52 7 HE 400 B S355 1,3262 51,8 6 HD 360x179 S355 1,3274 48 8 HE 400 B S355 1,4898

59 5 HE 450 A S460 1,1163 52,5 5 HD 400x216 S355 1,2656 54 7 HE 400 A S355 1,2417 49,3 7 HD 320x198 S355 1,472
55 5 HE 450 B S355 1,1916 50 7 HE 400 B S355 1,3668
56 5 HE 500 A S355 1,1568 54 7 HE 400 A S460 1,2954
59 5 HE 450 A S460 1,1394

59,4 4 HD 400x634 S355 2,3747 57,5 5 HD 400x551 S355 2,6119 52,6 6 HD 400x509 S355 2,8786 52,6 6 HD 400x509 S355 2,8984 51,5 7 HD 400x463 S355 3,0402
61,5 4 HD 400x592 S355 2,2671 59,6 5 HD 400x509 S355 2,4771 53,5 5 HD 400x592 S355 2,7475 54,5 7 HD 400x421 S355 2,8303 53,6 8 HD 400x382 S355 2,751
65,2 5 HE 550 M S355 1,5287 62,4 6 HE 500 M S355 1,747 55,5 5 HD 400x551 S355 2,6176 55,5 6 HD 400x463 S355 2,6581 54,8 9 HE 450 M S355 2,4231
69 4 HE 600 M S355 1,3308 64,2 5 HE 550 M S355 1,555 59,4 7 HE 500 M S355 1,9799 56,6 7 HD 400x382 S355 2,4464 57,8 8 HE 450 M S355 2,2241
72 4 HE 650 B S355 1,2455 67 6 HE 600 B S355 1,5548 62,4 6 HE 500 M S355 1,7712 57,8 8 HE 450 M S355 2,1874 59,4 7 HE 500 M S355 2,0455
75 4 HE 600 B S460 1,1931 67,4 5 HE 500 M S355 1,5456 63 7 HE 550 B S355 1,6914 59,4 7 HE 500 M S355 2,0076 59,8 7 HE 450 M S355 2,0171

69 6 HE 600 A S355 1,4499 64,2 5 HE 550 M S355 1,5809 62 7 HE 550 B S355 1,7164 61 9 HE 550 A S355 1,9425
70 5 HE 600 B S355 1,3801 67 5 HE 600 B S355 1,394 65 7 HE 500 B S355 1,6822 62 7 HE 550 B S355 1,7574
74 5 HE 600 A S460 1,3238 70 5 HE 550 B S355 1,3702 66 6 HE 600 A S355 1,4978 65 7 HE 500 B S355 1,7258

71 5 HE 600 A S460 1,3415 69 6 HE 550 A S460 1,4911 66 7 HE 550 A S460 1,6812

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

61,8 5 HD 400x744 S355 3,4048 58,3 6 HD 400x677 S355 3,7152 55,4 7 HD 400x634 S355 4,0397 54,4 7 HD 400x634 S355 4,0513 54,6 9 HD 400x509 S355 4,3123
69 7 HE 600 M S355 2,1858 60,5 7 HD 400x551 S355 3,6591 58,5 7 HD 400x592 S355 3,8595 56,5 7 HD 400x592 S355 3,8657 58,5 9 HD 400x463 S355 3,9582

69,2 7 HE 550 M S355 2,1558 62,4 6 HD 400x634 S355 3,5638 60,5 7 HD 400x551 S355 3,6759 60,4 10 HE 500 M S355 2,8206 59,4 10 HE 500 M S355 2,8359
70 6 HE 600 M S355 1,9557 64,2 8 HE 550 M S355 2,3875 64,2 8 HE 550 M S355 2,41 62,4 9 HE 500 M S355 2,6111 62 11 HE 550 B S355 2,5997

71,2 5 HE 600x337 S355 1,8853 67,4 8 HE 500 M S355 2,3683 67 9 HE 600 B S355 2,2934 63 11 HE 550 B S355 2,5811 64 12 HE 550 A S355 2,5722
73,8 5 HE 650 M S355 1,8491 69 6 HE 600 M S355 1,9835 67,2 7 HE 550 M S355 2,2011 64,2 8 HE 550 M S355 2,4406 64,2 8 HE 550 M S355 2,4686
74 5 HE 600 M S355 1,7433 72 6 HE 650 B S355 1,8571 68 8 HE 600 B S355 2,1115 65 10 HE 550 B S355 2,4169 64,4 8 HE 500 M S355 2,4296
77 5 HE 650 B S355 1,6391 75 6 HE 600 B S460 1,7799 70 8 HE 550 B S355 2,0602 66 10 HE 600 A S355 2,3169 66 10 HE 600 A S355 2,3475

71 7 HE 650 A S355 1,9408 67 8 HE 600 B S355 2,1377 67 8 HE 600 B S355 2,1689
74 7 HE 600 A S460 1,8604 70 7 HE 600 B S355 1,9736 69 8 HE 600 A S460 2,0657

74 7 HE 600 A S460 1,9009

91,2 6 HE 800x444 S355 2,8832 84,4 8 HE 700x418 S355 3,4791 72 6 HD 400x1299 S355 6,4169 70 7 HD 400x1202 S355 6,9394 65 8 HD 400x1202 S355 7,8293
96,2 5 HE 800x444 S355 2,5416 89,4 8 HE 800 M S355 2,9581 81,4 9 HE 700x418 S355 3,8466 77,6 10 HE 650x407 S355 4,0507 66,9 8 HD 400x1086 S355 7,1973
98 6 HE 900 M S355 2,4587 89,6 7 HE 800x373 S355 2,9508 84,4 8 HE 700x418 S355 3,5174 79,8 10 HE 700x352 S355 3,7709 76,6 10 HE 650x407 S355 4,0794
99 7 HE 900 A S355 2,3993 91,2 6 HE 800x444 S355 2,9345 84,8 9 HE 700x352 S355 3,4599 81,6 9 HE 650x407 S355 3,7485 79,8 10 HE 700x352 S355 3,8114

99,2 5 HE 900x391 S355 2,3813 93,4 7 HE 800 M S355 2,7035 88,4 8 HE 800 M S355 2,9943 82,4 8 HE 700x418 S355 3,547 81,4 8 HE 700x418 S355 3,5799
99,7 5 HL 920x344 S355 2,253 94,6 6 HE 800x373 S355 2,6634 89,6 7 HE 800x373 S355 2,994 84,6 8 HE 650x407 S355 3,4376 82,8 9 HE 700x352 S355 3,5337
101 5 HE 900 M S355 2,1841 97 6 HE 900 B S355 2,3378 90 9 HE 800 B S355 2,9532 86,4 7 HE 700x418 S355 3,2289 83,6 10 HE 700 M S355 3,5038
105 5 HE 900 B S355 2,0643 101 6 HE 900 A S460 2,2645 91,4 7 HE 800 M S355 2,7353 87 11 HE 800 A S355 3,2218 84,6 8 HE 650x407 S355 3,4816
106 5 HE 1000 A S355 2,0285 96 7 HE 900 A S460 2,5265 88 9 HE 800 B S355 2,9896 86 11 HE 800 A S355 3,2608
108 5 HE 1000x249 S460 2,0078 91,4 7 HE 800 M S355 2,7893 87 9 HE 800 B S355 3,0287

92 8 HE 800 B S355 2,7794 90 8 HE 800 B S355 2,8129
95 7 HE 800 B S355 2,5611 94 8 HE 800 A S460 2,7103

Span length = 9,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x421 4 S355 49,5 1,693 0,928 6,27 12,97 149 335 15,5 15,1 16,3 14,7 2,50 4,50 4,89 6,39 7,48 8,21 17,25 1779 2,5 11015 <200 804 1955 *

2,5 HE 550 A 4 S355 61,0 1,004 0,960 6,20 7,62 256 345 17,3 15,1 16,3 18,7 1,23 4,50 4,92 6,31 7,64 8,21 17,25 1736 2,5 11073 <200 806 1957 *

3,0 HD 400x347 5 S355 47,7 1,658 0,942 6,45 13,14 156 335 15,0 15,3 16,3 16,9 2,23 4,50 4,99 6,29 7,33 8,21 17,25 1792 2,5 11536 <200 813 1964 *

3,0 HE 500 A 5 S355 56,0 1,132 0,999 6,34 8,10 254 345 16,9 16,2 16,3 21,0 1,37 4,50 5,30 6,07 7,30 8,21 17,25 1656 2,5 11526 <200 812 1963 *

3,5 HD 320x300 7 S355 44,5 1,873 0,988 6,58 14,22 152 335 14,9 16,1 16,3 18,3 2,12 4,50 5,25 6,12 7,10 8,21 17,25 1741 2,5 12049 <200 818 1969 *

3,5 HE 450 A 5 S460 59,0 1,135 0,986 6,49 9,17 266 440 17,8 14,8 16,3 23,7 0,92 4,50 4,83 6,23 7,45 8,21 17,25 1825 2,5 12415 <200 836 1987 *

4,0 HD 320x300 7 S355 44,5 1,887 0,965 6,65 14,38 147 335 14,3 15,7 16,3 17,4 1,76 4,50 5,14 6,16 7,12 8,21 17,25 1805 2,5 12543 <200 827 1978 *

4,0 HE 400 B 6 S355 55,0 1,227 0,915 6,58 8,81 229 345 16,5 14,8 16,3 23,1 0,96 4,50 4,86 6,21 7,33 8,21 17,25 1857 2,5 12882 <200 843 1994 *

4,5 HD 320x245 9 S355 42,9 1,968 0,977 6,79 15,25 142 345 13,8 15,9 16,3 17,5 1,56 4,50 5,23 6,08 7,00 8,21 17,25 1828 2,5 13049 <200 844 1995 *

4,5 HE 400 A 7 S355 54,0 1,272 0,933 6,69 8,35 243 345 16,2 15,2 16,3 24,9 0,85 4,50 4,98 6,06 7,15 8,21 17,25 1839 2,5 13448 <200 863 2014 *

2,5 HD 400x421 4 S355 49,5 1,693 0,974 6,27 12,97 149 335 15,5 15,1 15,5 14,7 2,50 3,00 4,89 6,39 7,48 8,21 17,25 1779 2,5 11015 <200 804 1955 *

2,5 HE 550 A 4 S355 61,0 1,004 0,976 6,20 7,62 256 345 17,3 15,1 15,5 18,7 1,23 3,00 4,92 6,31 7,64 8,21 17,25 1736 2,5 11073 <200 806 1957 *

3,0 HD 400x347 5 S355 47,7 1,658 0,989 6,45 13,14 156 335 15,0 15,3 15,5 16,9 2,23 3,00 4,99 6,29 7,33 8,21 17,25 1792 2,5 11536 <200 813 1964 *

3,0 HE 500 A 5 S355 59,0 1,147 0,945 6,38 8,35 246 345 16,5 14,6 15,5 20,5 1,16 3,00 4,78 6,33 7,56 8,21 17,25 1842 2,5 11751 <200 823 1974 *

3,5 HE 360 M 7 S355 47,5 1,698 0,981 6,55 13,49 160 345 14,8 15,2 15,5 18,0 1,73 3,00 4,96 6,27 7,29 8,21 17,25 1831 2,5 12097 <200 820 1971 *

3,5 HE 450 A 5 S355 59,0 1,120 0,986 6,49 7,44 266 345 17,8 14,8 15,5 23,7 0,92 3,00 4,83 6,23 7,45 8,21 17,25 1825 2,5 12415 <200 836 1987 *

4,0 HD 320x300 8 S355 44,5 2,112 0,925 6,72 16,25 134 335 13,2 14,3 15,5 16,2 1,67 3,00 4,70 6,40 7,32 8,21 17,25 1990 2,5 12785 <200 838 1989 *

4,0 HE 400 B 6 S355 55,0 1,227 0,957 6,58 8,81 229 345 16,5 14,8 15,5 23,1 0,96 3,00 4,86 6,21 7,33 8,21 17,25 1857 2,5 12882 <200 843 1994 *

4,5 HD 320x245 9 S355 43,9 1,975 0,987 6,80 15,39 140 345 13,8 15,3 15,5 17,3 1,47 3,00 5,03 6,17 7,09 8,21 17,25 1895 2,5 13161 <200 849 2000 *

4,5 HE 400 A 7 S355 54,0 1,272 0,979 6,69 8,35 243 345 16,2 15,2 15,5 24,9 0,85 3,00 4,98 6,06 7,15 8,21 17,25 1839 2,5 13448 <200 863 2014 *

2,5 HD 400x744 4 S355 56,8 2,662 0,477 5,93 22,98 80 315 8,4 6,6 13,9 7,7 1,42 3,00 2,15 8,37 9,28 8,21 17,25 3476 2,5 12293 200 865 1819 *

2,5 HE 650 A 4 S355 79,0 1,186 0,588 5,81 10,87 172 345 10,6 6,5 13,9 11,9 0,46 3,00 2,12 8,37 9,64 8,21 17,25 3426 2,5 12256 200 863 1817 *

3,0 HD 400x634 5 S355 54,4 2,876 0,474 6,09 24,62 82 325 8,0 6,6 13,9 8,7 1,23 3,00 2,15 8,28 9,13 8,21 17,25 3532 2,5 12956 200 881 1835 *

3,0 HE 600 A 5 S355 74,0 1,300 0,554 5,93 11,83 166 345 10,0 6,6 13,9 12,8 0,47 3,00 2,15 8,21 9,37 8,21 17,25 3438 2,5 12946 200 880 1834 *

3,5 HD 400x551 6 S355 52,5 3,043 0,476 6,17 25,15 80 325 7,7 6,6 13,9 8,9 1,03 3,00 2,17 8,21 9,03 8,21 17,25 3546 2,5 13559 200 890 1844 *

3,5 HE 600 A 5 S355 74,0 1,335 0,527 6,05 12,06 161 345 9,5 6,1 13,9 12,0 0,37 3,00 1,99 8,38 9,49 8,21 17,25 3702 2,5 13837 200 904 1858 *

4,0 HD 400x509 7 S355 51,6 3,304 0,453 6,26 27,72 75 335 7,1 6,3 13,9 8,5 0,83 3,00 2,07 8,33 9,09 8,21 17,25 3775 2,5 14299 200 911 1865 *

4,0 HE 600 A 6 S355 69,0 1,512 0,477 6,12 13,71 146 345 8,4 6,2 13,9 11,0 0,38 3,00 2,02 8,29 9,31 8,21 17,25 3710 2,5 14368 200 914 1868 *

4,5 HD 400x509 7 S355 51,6 3,333 0,447 6,35 27,96 72 335 6,7 6,2 13,9 8,1 0,67 3,00 2,05 8,32 9,07 8,21 17,25 3881 2,5 14878 203 931 1885 *

4,5 HE 550 A 7 S355 69,0 1,672 0,457 6,27 14,49 138 345 8,1 5,8 13,9 11,7 0,31 3,00 1,89 8,39 9,35 8,21 17,25 4015 2,5 15303 209 951 1905 *

3,5 HD 400x900 5 S355 60,1 3,924 0,584 7,40 33,95 78 295 6,4 4,2 11,6 9,6 0,88 1,50 1,37 8,32 9,03 8,21 17,25 5702 2,5 19433 258 1362 2316 *

3,5 HE 700 A 5 S355 81,0 1,639 0,529 7,15 15,37 168 345 8,3 4,4 11,6 13,4 0,34 1,50 1,45 8,14 9,16 8,21 17,25 5048 2,5 19091 252 1345 2299 *

4,0 HD 400x818 6 S355 58,4 4,290 0,465 7,54 38,66 74 315 6,0 4,1 11,6 9,6 0,70 1,50 1,34 8,42 9,09 8,21 17,25 5978 2,5 20295 263 1387 2341 *

4,0 HE 650 A 6 S355 79,0 1,771 0,515 7,29 16,45 163 345 8,0 4,3 11,6 14,2 0,31 1,50 1,41 8,20 9,16 8,21 17,25 5302 2,5 19972 255 1371 2325 *

4,5 HD 400x677 7 S355 56,3 4,243 0,413 7,55 36,37 77 315 6,2 4,4 11,6 10,5 0,62 1,50 1,46 8,12 8,79 8,21 17,25 5548 2,5 20698 252 1384 2338 *

4,5 HE 650 A 7 S355 74,0 1,956 0,472 7,35 18,26 148 345 7,4 4,4 11,6 13,1 0,31 1,50 1,44 8,11 9,01 8,21 17,25 5264 2,5 20511 252 1375 2329 *

5,0 HD 400x634 8 S355 54,4 4,549 0,384 7,65 39,50 73 325 5,7 4,5 11,6 10,2 0,48 1,50 1,48 8,15 8,78 8,21 17,25 5700 2,5 21383 254 1401 2355 *

5,0 HE 600 B 7 S355 72,0 1,983 0,438 7,45 19,39 138 345 7,3 4,4 11,6 12,8 0,28 1,50 1,44 8,09 8,96 8,21 17,25 5349 2,5 21228 252 1394 2348 *

5,5 HD 400x551 9 S355 55,5 4,568 0,382 7,74 38,55 70 325 5,8 4,4 11,6 10,1 0,41 1,50 1,47 8,16 8,80 8,21 17,25 5798 2,5 22238 256 1427 2381 *

5,5 HE 600 A 8 S355 74,0 2,074 0,440 7,62 19,26 138 345 7,0 4,0 11,6 12,7 0,22 1,50 1,34 8,30 9,14 8,21 17,25 5872 2,5 22473 262 1438 2392 *

3,5 HE 800x444 7 S355 91,2 3,244 0,216 7,66 46,11 66 335 3,8 1,8 9,9 5,0 0,22 1,50 0,59 12,16 12,89 8,21 17,25 13053 2,5 21365 350 1454 2408 *

3,5 HE 1000x249 5 S355 113,0 2,004 0,331 7,69 25,95 111 345 4,8 1,8 9,9 6,4 0,12 1,50 0,58 12,01 12,95 8,21 17,25 12784 2,5 22047 350 1487 2441 158

4,0 HE 700x418 8 S355 89,4 3,501 0,229 7,79 46,07 67 335 4,1 1,9 9,9 5,8 0,19 1,50 0,61 11,87 12,58 8,21 17,25 12718 2,5 22455 322 1490 2444 *

4,0 HE 900 A 6 S355 104,0 2,244 0,311 7,77 28,73 102 345 4,6 1,9 9,9 6,6 0,13 1,50 0,61 11,69 12,55 8,21 17,25 12279 2,5 22703 301 1502 2456 *

4,5 HD 400x1299 7 S355 70,0 7,365 0,192 8,32 72,43 42 295 3,4 1,9 9,9 4,9 0,29 1,50 0,63 11,42 11,93 8,21 17,25 13193 2,5 25103 305 1595 2549 *

4,5 HE 900 A 7 S355 99,0 2,502 0,283 7,87 32,21 92 345 4,2 1,8 9,9 6,0 0,12 1,50 0,60 11,74 12,54 8,21 17,25 12658 2,5 23595 317 1523 2477 *

5,0 HD 400x1299 7 S355 70,0 7,392 0,192 8,40 72,97 41 295 3,2 1,9 9,9 4,7 0,23 1,50 0,63 11,48 11,98 8,21 17,25 13475 2,5 25801 318 1613 2566 *

5,0 HE 900 A 7 S355 97,0 2,547 0,281 7,99 32,15 92 345 4,0 1,8 9,9 5,8 0,11 1,50 0,60 11,65 12,42 8,21 17,25 12735 2,5 24543 313 1552 2506 *

5,5 HD 400x1086 9 S355 66,9 8,008 0,199 8,55 76,56 38 295 3,0 2,0 9,9 4,7 0,20 1,50 0,66 11,39 11,87 8,21 17,25 13583 2,5 26954 316 1653 2607 *

5,5 HE 900 A 8 S355 96,0 2,833 0,249 8,17 36,33 81 345 3,6 1,7 9,9 5,2 0,09 1,50 0,56 11,98 12,69 8,21 17,25 14001 2,5 25862 350 1601 2555 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 9,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,8 4 HE 450 M S355 1,2104 49,9 5 HD 400x314 S355 1,5797 46,5 7 HE 360 M S355 1,692 44,7 8 HE 340 M S355 1,8829 42,9 9 HE 320 M S355 1,9678
57 5 HE 500 B S355 1,2034 50,2 6 HE 400 M S355 1,526 47,5 6 HD 320x300 S355 1,666 45,9 8 HE 320 M S355 1,7827 44 9 HE 300 M S355 1,9403
59 5 HE 500 A S355 1,1193 51,2 5 HE 400 M S355 1,3308 47,9 5 HD 400x314 S355 1,5813 46 8 HE 300 M S355 1,7514 44,5 8 HD 400x216 S355 1,7982
60 4 HE 500 B S355 1,0434 53 6 HE 450 B S355 1,3196 49,3 5 HD 400x287 S355 1,4439 46,5 7 HE 360 M S355 1,7089 45 7 HD 400x237 S355 1,7068
61 4 HE 550 A S460 1,0178 56 5 HE 500 A S460 1,1481 50,2 5 HE 400 M S355 1,3398 47,5 6 HD 320x300 S355 1,683 47 9 HE 400 B S355 1,6143

51,5 5 HE 360 M S355 1,3289 47,9 7 HE 320 M S355 1,6147 48,8 7 HD 360x179 S355 1,4902
52,5 5 HD 400x216 S355 1,2619 49 7 HE 300 M S355 1,5943 49,3 7 HD 320x198 S355 1,4686
55 5 HE 450 B S355 1,1867 49,2 7 HD 360x196 S355 1,5344 51 7 HD 360x147 S355 1,3723
56 5 HE 500 A S355 1,152 49,5 6 HE 360 M S355 1,5328 54 7 HE 400 A S460 1,291

49,7 6 HE 340 M S355 1,5266
50 8 HE 400 B S355 1,4684

50,9 6 HD 320x245 S355 1,4534
51 8 HE 360 B S355 1,409

51,4 7 HD 360x162 S355 1,4049
51,8 6 HD 360x179 S355 1,3233
54 7 HE 400 A S355 1,2374

54,8 5 HE 450 M S355 1,4315 49,9 5 HD 400x314 S355 1,5797 47,7 5 HD 400x347 S355 1,6694 45,5 7 HD 320x300 S355 1,894 43,9 9 HE 320 M S355 1,9754
55,8 4 HE 450 M S355 1,2146 50,2 6 HE 400 M S355 1,526 49,9 5 HD 400x314 S355 1,5931 45,7 8 HE 340 M S355 1,8897 44,5 7 HD 320x300 S355 1,9119
57 5 HE 500 B S355 1,2034 53,2 5 HE 400 M S355 1,3409 50,2 6 HE 400 M S355 1,5398 46,5 7 HE 360 M S355 1,7089 44,7 8 HE 340 M S355 1,9085
59 5 HE 500 A S355 1,1193 55 6 HE 450 B S355 1,3297 51,2 5 HE 400 M S355 1,3457 47,5 6 HD 320x300 S355 1,683 45 8 HD 400x237 S355 1,8997
60 4 HE 500 B S355 1,0434 56 6 HE 500 A S355 1,2855 53 6 HE 450 B S355 1,337 49 7 HE 300 M S355 1,5943 45,5 8 HD 400x216 S355 1,8058
61 4 HE 550 A S460 1,0178 57 5 HE 500 B S355 1,2288 56 5 HE 500 A S355 1,152 49,5 6 HE 360 M S355 1,5328 46,5 7 HE 360 M S355 1,7358

59 5 HE 500 A S460 1,1633 59 5 HE 450 A S460 1,1347 49,7 6 HE 340 M S355 1,5266 47,5 7 HD 400x216 S355 1,6406
50,9 6 HD 320x245 S355 1,4534 48 9 HE 400 B S355 1,6219
52 6 HE 450 B S355 1,3537 49,2 7 HD 360x196 S355 1,5645
55 6 HE 400 B S460 1,2471 50 8 HE 400 B S355 1,4999

51 9 HE 400 A S355 1,4891
51,4 7 HD 360x162 S355 1,4373
52 7 HE 400 B S355 1,3775
54 7 HE 400 A S460 1,291

60,3 4 HD 400x677 S355 2,491 56,5 5 HD 400x592 S355 2,7408 54,4 5 HD 400x634 S355 2,8896 52,5 6 HD 400x551 S355 3,0624 53,5 7 HD 400x463 S355 3,0449
62,4 4 HD 400x634 S355 2,3805 60,5 5 HD 400x551 S355 2,619 56,5 5 HD 400x592 S355 2,7569 53,5 7 HD 400x463 S355 3,0135 56,6 8 HD 400x382 S355 2,7645
67,2 5 HE 550 M S355 1,5317 64,2 6 HE 550 M S355 1,7803 57,5 5 HD 400x551 S355 2,6213 54,6 6 HD 400x509 S355 2,9025 57,8 9 HE 450 M S355 2,4366
70 4 HE 600 M S355 1,3305 67 6 HE 600 B S355 1,5487 59,6 5 HD 400x509 S355 2,4888 57,5 7 HD 400x421 S355 2,8404 59,4 7 HE 500 M S355 2,038

72,2 4 HE 550 M S355 1,322 70 6 HE 550 B S355 1,514 60,4 7 HE 500 M S355 1,9784 58,5 6 HD 400x463 S355 2,6693 62 8 HE 550 B S355 1,931
75 4 HE 650 B S355 1,2538 71 6 HE 600 A S355 1,4542 62,8 7 HE 450 M S355 1,9612 59,4 7 HE 500 M S355 2,0002 65 7 HE 550 B S355 1,7732
76 4 HE 700 A S355 1,2433 72 5 HE 650 A S355 1,3823 64,2 6 HE 550 M S355 1,8059 62 8 HE 550 B S355 1,8899 66 7 HE 600 A S355 1,7057
79 4 HE 650 A S460 1,2017 74 5 HE 600 A S460 1,3188 64,4 6 HE 500 M S355 1,7765 64,2 6 HE 550 M S355 1,8377 69 7 HE 550 A S460 1,6971

65 7 HE 550 B S355 1,6964 64,4 6 HE 500 M S355 1,8085
65,2 5 HE 550 M S355 1,5813 65 7 HE 550 B S355 1,7297
67 6 HE 600 B S355 1,5776 66 7 HE 600 A S355 1,6611

67,4 5 HE 500 M S355 1,5687 67 6 HE 600 B S355 1,6125
69 6 HE 600 A S355 1,475 69 6 HE 600 A S460 1,5347
70 5 HE 600 B S355 1,4065
74 5 HE 600 A S460 1,3542

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

61,4 5 HD 400x818 S355 3,6489 59,8 6 HD 400x744 S355 3,9926 59,4 7 HD 400x634 S355 4,0582 56,5 8 HD 400x592 S355 4,3343 56,6 9 HD 400x509 S355 4,3167
64,8 5 HD 400x744 S355 3,4134 63,3 6 HD 400x677 S355 3,7384 61,5 7 HD 400x592 S355 3,8707 57,4 7 HD 400x634 S355 4,0647 58,5 9 HD 400x463 S355 3,9446
69 7 HE 600 M S355 2,1781 67,2 8 HE 550 M S355 2,3992 64,2 9 HE 550 M S355 2,6318 59,6 8 HD 400x509 S355 3,9011 60,4 11 HE 500 M S355 3,0601

70,2 6 HE 600x337 S355 2,1408 69 7 HE 600 M S355 2,2118 67,2 8 HE 550 M S355 2,4241 61,5 7 HD 400x592 S355 3,8962 62,4 10 HE 500 M S355 2,8531
71,8 5 HE 600x399 S355 2,0753 70,2 6 HE 600x337 S355 2,175 68 9 HE 600 B S355 2,292 64,2 9 HE 550 M S355 2,6626 63 12 HE 550 B S355 2,7782
73 7 HE 650 B S355 2,0292 72 6 HE 600 M S355 1,997 69 7 HE 600 M S355 2,2381 65,2 8 HE 550 M S355 2,4404 64,2 9 HE 550 M S355 2,6903
74 6 HE 600 M S355 1,9726 75 6 HE 650 B S355 1,8709 69,2 7 HE 550 M S355 2,2085 67 9 HE 600 B S355 2,3185 64,4 9 HE 500 M S355 2,6463

74,8 5 HE 650 M S355 1,8491 76 6 HE 700 A S355 1,8558 71 8 HE 650 A S355 2,1216 69 7 HE 600 M S355 2,2731 65 11 HE 550 B S355 2,6169
77 5 HE 600 M S355 1,7553 79 6 HE 650 A S460 1,7947 72 7 HE 650 B S355 2,0899 69,2 7 HE 550 M S355 2,2437 65,2 8 HE 550 M S355 2,4691
78 5 HE 700 B S355 1,7319 74 7 HE 650 A S460 1,9846 70 8 HE 600 B S355 2,1549 67 9 HE 600 B S355 2,3494
80 5 HE 650 B S355 1,6513 72 7 HE 600 B S460 2,0147 70 8 HE 600 B S355 2,1885

74 8 HE 600 A S460 2,104

94,2 6 HE 800x444 S355 2,8916 89,6 8 HE 800x373 S355 3,2605 82,4 9 HE 700x418 S355 3,8409 73 7 HD 400x1202 S355 6,949 68 8 HD 400x1202 S355 7,8394
98 7 HE 900 M S355 2,741 92,2 6 HE 800x444 S355 2,9318 86,4 8 HE 700x418 S355 3,5206 81,4 9 HE 700x418 S355 3,8775 71,9 8 HD 400x1086 S355 7,2267

99,2 6 HE 900x391 S355 2,7068 97 7 HE 900 B S355 2,5911 88,4 9 HE 800 M S355 3,2634 84,6 9 HE 650x407 S355 3,7624 76,6 11 HE 650x407 S355 4,4018
99,7 6 HL 920x344 S355 2,5511 98 6 HE 900 M S355 2,5082 90,6 7 HE 800x373 S355 2,9913 86,4 8 HE 700x418 S355 3,5687 79,8 11 HE 700x352 S355 4,1017
100 7 HE 900 B S355 2,5511 101 7 HE 900 A S355 2,4634 95 9 HE 800 B S355 2,9794 87 11 HE 800 B S355 3,4543 81,4 9 HE 700x418 S355 3,9185

100,1 5 HL 920x368 S355 2,3295 102 6 HE 900 B S355 2,3631 96 8 HE 900 A S355 2,7189 88,4 9 HE 800 M S355 3,3147 82,8 10 HE 700x352 S355 3,8252
102,7 5 HL 920x344 S355 2,2632 104 6 HE 900 A S460 2,2765 97 7 HE 900 B S355 2,6414 89,4 8 HE 800 M S355 3,0426 84,4 8 HE 700x418 S355 3,5957
106 6 HE 1000x249 S355 2,2031 99 7 HE 900 A S460 2,5397 89,6 7 HE 800x373 S355 3,0356 86,6 10 HE 700 M S355 3,5182
107 5 HE 1000 B S355 2,1435 92 9 HE 800 B S355 3,0115 87 10 HE 800 B S355 3,2594
109 5 HE 1000 A S355 2,0391 93,4 7 HE 800 M S355 2,7962 88,4 8 HE 800 M S355 3,0825
113 5 HE 1000x249 S460 2,0303 95 8 HE 800 B S355 2,794 90 9 HE 800 B S355 3,0446

96 8 HE 900 A S355 2,7771 94 9 HE 800 A S355 2,8815
97 7 HE 900 A S460 2,584 95 8 HE 800 B S355 2,8485

Span length = 9,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x463 4 S355 50,5 1,805 0,895 6,59 14,35 142 335 15,0 14,9 16,7 14,7 2,46 4,50 4,72 6,34 7,37 8,00 16,93 1974 2,5 11182 <200 832 1993 *

2,5 HE 550 A 4 S460 61,0 1,014 0,997 6,47 9,51 268 440 17,9 16,5 16,7 20,6 1,27 4,50 5,24 6,00 7,29 8,00 16,93 1736 2,5 11073 <200 827 1987 *

3,0 HD 400x382 5 S355 48,6 1,766 0,907 6,78 14,57 149 335 14,5 15,1 16,7 16,8 2,19 4,50 4,81 6,24 7,23 8,00 16,93 1987 2,5 11715 <200 842 2003 *

3,0 HE 500 A 5 S355 59,0 1,142 0,957 6,65 8,35 257 345 17,1 16,0 16,7 22,6 1,20 4,50 5,08 6,02 7,22 8,00 16,93 1842 2,5 11751 <200 844 2004 *

3,5 HE 360 M 7 S355 47,5 1,693 0,992 6,82 13,49 167 345 15,4 16,5 16,7 19,9 1,81 4,50 5,27 5,96 6,95 8,00 16,93 1831 2,5 12097 <200 841 2002 *

3,5 HE 500 A 5 S355 57,0 1,153 0,969 6,76 8,31 254 345 16,8 16,1 16,7 21,4 1,06 4,50 5,14 5,95 7,10 8,00 16,93 1828 2,5 12282 <200 850 2011 *

4,0 HD 320x300 8 S355 44,5 2,106 0,935 7,00 16,25 139 335 13,6 15,6 16,7 17,8 1,76 4,50 4,98 6,09 6,98 8,00 16,93 1990 2,5 12785 <200 860 2020 *

4,0 HE 400 B 6 S355 55,0 1,224 0,969 6,86 8,81 239 345 17,1 16,1 16,7 25,4 1,00 4,50 5,16 5,90 7,00 8,00 16,93 1857 2,5 12882 <200 865 2025 *

4,5 HD 320x245 9 S355 43,9 1,971 0,997 7,08 15,39 146 345 14,3 16,6 16,7 19,1 1,54 4,50 5,33 5,87 6,76 8,00 16,93 1895 2,5 13161 <200 871 2031 *

4,5 HE 400 A 7 S355 54,0 1,268 0,991 6,97 8,35 253 345 16,8 16,5 16,7 27,5 0,89 4,50 5,29 5,76 6,82 8,00 16,93 1839 2,5 13448 <200 885 2045 *

2,5 HD 400x463 4 S355 50,5 1,805 0,940 6,59 14,35 142 335 15,0 14,9 15,9 14,7 2,46 3,00 4,72 6,34 7,37 8,00 16,93 1974 2,5 11182 <200 832 1993 *

2,5 HE 550 A 4 S355 64,0 1,013 0,978 6,52 7,84 261 345 17,6 15,0 15,9 20,2 1,10 3,00 4,76 6,25 7,53 8,00 16,93 1916 2,5 11261 <200 836 1996 *

3,0 HD 400x382 5 S355 48,6 1,766 0,953 6,78 14,57 149 335 14,5 15,1 15,9 16,8 2,19 3,00 4,81 6,24 7,23 8,00 16,93 1987 2,5 11715 <200 842 2003 *

3,0 HE 500 A 5 S355 61,0 1,152 0,937 6,69 8,53 251 345 16,7 14,9 15,9 22,2 1,08 3,00 4,74 6,20 7,39 8,00 16,93 1979 2,5 11901 <200 852 2012 *

3,5 HD 320x300 7 S355 47,5 1,885 0,994 6,88 14,57 152 335 15,4 15,8 15,9 19,5 1,84 3,00 5,03 6,06 7,02 8,00 16,93 1928 2,5 12312 <200 852 2012 *

3,5 HE 500 A 5 S355 59,0 1,165 0,945 6,79 8,49 249 345 16,5 15,0 15,9 21,0 0,95 3,00 4,78 6,13 7,28 8,00 16,93 1969 2,5 12457 <200 859 2019 *

4,0 HD 320x300 8 S355 44,5 2,106 0,982 7,00 16,25 139 335 13,6 15,6 15,9 17,8 1,76 3,00 4,98 6,09 6,98 8,00 16,93 1990 2,5 12785 <200 860 2020 *

4,0 HE 450 A 6 S355 56,0 1,267 0,999 6,86 8,53 251 345 16,5 15,9 15,9 23,8 0,94 3,00 5,06 5,94 7,04 8,00 16,93 1890 2,5 12935 <200 867 2027 *

4,5 HD 320x300 8 S355 44,5 2,131 0,970 7,13 16,41 135 335 13,2 15,4 15,9 16,8 1,45 3,00 4,94 6,08 6,95 8,00 16,93 2053 2,5 13294 <200 877 2037 *

4,5 HE 400 A 8 S355 54,0 1,388 0,976 7,02 9,36 228 345 16,1 15,5 15,9 25,4 0,84 3,00 4,96 5,93 6,96 8,00 16,93 1971 2,5 13547 <200 890 2050 *

2,5 HD 400x744 4 S355 57,8 2,659 0,496 6,19 23,09 83 315 8,8 7,1 14,3 8,4 1,41 3,00 2,24 8,02 8,91 8,00 16,93 3548 2,5 12356 200 890 1852 *

2,5 HE 700 A 4 S355 77,0 1,243 0,565 6,06 11,74 168 345 10,2 7,0 14,3 11,3 0,52 3,00 2,24 8,00 9,20 8,00 16,93 3448 2,5 12168 200 881 1842 *

3,0 HD 400x677 5 S355 55,3 3,021 0,467 6,40 25,71 80 315 7,9 6,7 14,3 8,9 1,22 3,00 2,12 8,13 8,94 8,00 16,93 3821 2,5 13166 200 914 1875 *

3,0 HE 650 A 5 S355 74,0 1,388 0,526 6,20 12,94 161 345 9,5 6,8 14,3 12,1 0,48 3,00 2,16 8,03 9,13 8,00 16,93 3648 2,5 12983 200 905 1866 *

3,5 HD 400x592 6 S355 53,5 3,210 0,464 6,49 27,32 78 325 7,5 6,6 14,3 9,0 1,01 3,00 2,11 8,09 8,86 8,00 16,93 3879 2,5 13810 200 925 1887 *

3,5 HE 600 B 5 S355 72,0 1,413 0,512 6,31 13,81 147 345 9,2 6,5 14,3 11,6 0,42 3,00 2,08 8,08 9,12 8,00 16,93 3786 2,5 13753 200 923 1884 *

4,0 HD 400x551 7 S355 52,5 3,503 0,441 6,58 29,31 73 325 6,9 6,3 14,3 8,6 0,82 3,00 2,02 8,19 8,92 8,00 16,93 4122 2,5 14575 204 948 1909 *

4,0 HE 600 A 6 S355 71,0 1,520 0,490 6,42 13,97 150 345 8,6 6,3 14,3 12,0 0,36 3,00 2,02 8,08 9,07 8,00 16,93 3949 2,5 14568 201 947 1909 *

4,5 HD 400x551 7 S355 52,5 3,533 0,435 6,68 29,56 71 325 6,6 6,2 14,3 8,2 0,67 3,00 2,00 8,19 8,89 8,00 16,93 4234 2,5 15159 206 969 1930 *

4,5 HE 600 A 7 S355 67,0 1,707 0,441 6,52 15,64 135 345 7,8 6,3 14,3 10,9 0,35 3,00 2,02 8,01 8,92 8,00 16,93 4007 2,5 15127 202 967 1929 *

3,5 HD 400x900 5 S355 61,1 3,921 0,589 7,74 34,12 80 295 6,6 4,5 11,9 10,5 0,88 1,50 1,43 8,00 8,69 8,00 16,93 5813 2,5 19521 252 1401 2363 *

3,5 HE 700 A 5 S355 84,0 1,651 0,539 7,52 15,79 172 345 8,4 4,5 11,9 14,5 0,32 1,50 1,42 8,01 9,01 8,00 16,93 5482 2,5 19353 253 1393 2354 108

4,0 HD 400x818 6 S355 58,4 4,280 0,491 7,88 38,66 77 315 6,2 4,4 11,9 10,6 0,74 1,50 1,42 8,02 8,67 8,00 16,93 5978 2,5 20295 254 1422 2384 *

4,0 HE 700 A 6 S355 79,0 1,869 0,494 7,63 18,03 157 345 7,6 4,4 11,9 13,5 0,32 1,50 1,42 8,00 8,92 8,00 16,93 5610 2,5 20027 253 1409 2371 *

4,5 HD 400x744 7 S355 56,8 4,560 0,412 7,97 40,29 74 315 5,9 4,4 11,9 10,4 0,62 1,50 1,41 8,04 8,67 8,00 16,93 6118 2,5 21050 256 1437 2399 *

4,5 HE 650 A 7 S355 79,0 1,987 0,473 7,78 19,10 149 345 7,4 4,1 11,9 13,9 0,27 1,50 1,33 8,19 9,06 8,00 16,93 6077 2,5 21074 262 1438 2400 *

5,0 HD 400x677 8 S355 55,3 4,782 0,377 8,05 41,26 71 315 5,6 4,5 11,9 10,4 0,48 1,50 1,45 8,00 8,61 8,00 16,93 6166 2,5 21722 256 1454 2415 *

5,0 HE 600 B 7 S355 75,0 2,001 0,447 7,84 19,94 141 345 7,4 4,3 11,9 13,7 0,26 1,50 1,39 7,99 8,83 8,00 16,93 5859 2,5 21603 255 1448 2410 *

5,5 HD 400x551 9 S355 57,5 4,573 0,380 8,12 39,04 72 325 6,1 4,5 11,9 10,8 0,41 1,50 1,46 7,94 8,56 8,00 16,93 6113 2,5 22513 254 1477 2439 *

5,5 HE 600 A 8 S355 74,0 2,066 0,460 7,97 19,26 144 345 7,3 4,4 11,9 14,0 0,23 1,50 1,42 7,90 8,71 8,00 16,93 5872 2,5 22473 253 1475 2437 *

3,5 HE 800x444 7 S355 92,2 3,239 0,224 8,01 46,33 69 335 4,0 1,9 10,2 5,5 0,22 1,50 0,61 11,66 12,37 8,00 16,93 13265 2,5 21453 312 1496 2457 *

3,5 HE 1000 A 5 S355 111,0 2,044 0,322 8,02 28,00 106 345 4,7 1,9 10,2 6,3 0,13 1,50 0,61 11,53 12,42 8,00 16,93 12971 2,5 21927 302 1519 2481 *

4,0 HE 800x444 7 S355 91,2 3,285 0,218 8,14 46,69 67 335 3,8 1,9 10,2 5,3 0,19 1,50 0,60 11,68 12,37 8,00 16,93 13595 2,5 22435 326 1527 2489 *

4,0 HE 1000x249 6 S355 108,0 2,275 0,315 8,19 29,83 106 345 4,4 1,9 10,2 6,5 0,12 1,50 0,59 11,57 12,41 8,00 16,93 13510 2,5 23114 325 1560 2522 *

4,5 HD 400x1299 7 S355 75,0 7,388 0,202 8,77 73,87 42 295 3,6 1,9 10,2 5,2 0,27 1,50 0,61 11,25 11,76 8,00 16,93 14335 2,5 25665 319 1663 2625 *

4,5 HE 900 A 7 S355 104,0 2,531 0,287 8,32 33,36 94 345 4,2 1,8 10,2 6,5 0,11 1,50 0,58 11,65 12,43 8,00 16,93 14072 2,5 24158 350 1589 2551 *

5,0 HD 400x1299 7 S355 75,0 7,419 0,192 8,85 74,55 41 295 3,5 1,9 10,2 5,0 0,22 1,50 0,60 11,32 11,82 8,00 16,93 14717 2,5 26426 336 1685 2646 *

5,0 HE 900 A 7 S355 101,0 2,571 0,287 8,43 33,08 94 345 4,1 1,8 10,2 6,3 0,10 1,50 0,59 11,47 12,21 8,00 16,93 13887 2,5 25043 328 1617 2578 *

5,5 HD 400x1299 8 S355 67,0 8,349 0,199 8,99 82,23 37 295 2,8 2,0 10,2 4,6 0,18 1,50 0,66 11,17 11,62 8,00 16,93 14598 2,5 27228 321 1709 2670 *

5,5 HE 900 A 8 S355 96,0 2,822 0,260 8,54 36,33 85 345 3,8 1,8 10,2 5,7 0,10 1,50 0,60 11,39 12,09 8,00 16,93 14001 2,5 25862 325 1642 2603 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 10,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,8 5 HE 450 M S355 1,4265 48,7 5 HD 400x347 S355 1,6579 47,7 5 HD 400x347 S355 1,664 45,5 7 HD 320x300 S355 1,8888 43,9 9 HE 320 M S355 1,9711
55,8 4 HE 450 M S355 1,2105 50,2 6 HE 400 M S355 1,5217 49,9 5 HD 400x314 S355 1,5878 45,7 8 HE 340 M S355 1,8842 45 8 HD 400x237 S355 1,8942
57 5 HE 500 B S355 1,1988 53,2 5 HE 400 M S355 1,3373 50,2 6 HE 400 M S355 1,5355 46,5 7 HE 360 M S355 1,704 45,7 7 HD 400x262 S355 1,8068
61 5 HE 550 A S355 1,1604 55 6 HE 450 B S355 1,3243 51,3 5 HD 400x287 S355 1,4518 47,7 7 HE 340 M S355 1,7032 45,9 8 HE 320 M S355 1,8054

56 6 HE 500 A S355 1,2802 53,2 5 HE 400 M S355 1,3538 49,5 6 HE 360 M S355 1,5285 46,5 7 HE 360 M S355 1,7309
57 5 HE 500 B S355 1,2242 54,5 5 HE 360 M S355 1,343 50,9 6 HD 320x245 S355 1,4503 47,9 7 HE 320 M S355 1,6393
59 5 HE 500 A S460 1,1587 55 7 HE 400 B S355 1,3351 53 6 HE 450 B S355 1,355 49 7 HE 300 M S355 1,6199

56 6 HE 500 A S355 1,3003 54 8 HE 400 A S355 1,3525 49,2 7 HD 360x196 S355 1,5599
57 5 HE 500 A S460 1,1698 55 6 HE 400 B S460 1,2433 50 8 HE 400 B S355 1,495

51 9 HE 400 A S355 1,484
51,4 7 HD 360x162 S355 1,4329
52 7 HE 400 B S355 1,3731
54 7 HE 400 A S460 1,2869

54,8 5 HE 450 M S355 1,4265 50,7 5 HD 400x347 S355 1,668 48,6 5 HD 400x382 S355 1,7773 46,5 8 HE 360 M S355 1,8996 44,7 9 HE 340 M S355 2,0972
57,8 4 HE 450 M S355 1,2189 51,2 6 HE 400 M S355 1,5268 48,7 5 HD 400x347 S355 1,6699 46,9 6 HD 400x314 S355 1,8374 45,7 8 HD 400x262 S355 2,0136
58 5 HE 500 B S355 1,203 54,8 5 HE 450 M S355 1,449 50,2 6 HE 400 M S355 1,5355 47,9 8 HE 320 M S355 1,7922 45,9 9 HE 320 M S355 1,9862
61 5 HE 550 A S355 1,1604 55,2 5 HE 400 M S355 1,3474 51,5 6 HE 360 M S355 1,5209 49,5 6 HD 320x300 S355 1,6919 46 8 HD 400x237 S355 1,9017
62 4 HE 550 B S355 1,079 57 5 HE 500 B S355 1,2242 52,5 5 HD 320x300 S355 1,4671 50,2 6 HE 400 M S355 1,5554 46,7 7 HD 400x262 S355 1,8144
64 4 HE 550 A S460 1,0267 60 5 HE 450 B S355 1,1881 53,2 5 HE 400 M S355 1,3538 51,5 6 HE 360 M S355 1,542 47,5 7 HE 360 M S355 1,7384

61 5 HE 500 A S460 1,1688 54,5 5 HE 360 M S355 1,343 52 8 HE 400 B S355 1,4771 48 7 HD 400x237 S355 1,7246
55 7 HE 400 B S355 1,3351 54 7 HE 450 A S355 1,3958 49,5 7 HD 400x216 S355 1,651
56 6 HE 500 A S355 1,3003 55 7 HE 400 B S355 1,3605 50 9 HE 400 B S355 1,6317
57 5 HE 500 B S355 1,245 56 6 HE 450 A S460 1,2845 51,8 7 HD 360x179 S355 1,5085
59 5 HE 500 A S460 1,1816 54 8 HE 400 A S460 1,4089

63,3 4 HD 400x677 S355 2,4969 57,4 5 HD 400x634 S355 2,8827 55,3 5 HD 400x677 S355 3,0356 53,5 6 HD 400x592 S355 3,2298 54,6 7 HD 400x509 S355 3,3457
69 5 HE 600 M S355 1,5562 61,5 5 HD 400x592 S355 2,7581 55,4 5 HD 400x634 S355 2,8875 55,5 6 HD 400x551 S355 3,0734 57,5 8 HD 400x421 S355 3,2131

70,2 4 HE 600x337 S355 1,4536 64,2 6 HE 550 M S355 1,7742 58,5 5 HD 400x592 S355 2,7608 58,5 7 HD 400x463 S355 3,0373 58,5 7 HD 400x463 S355 3,0728
72 5 HE 650 B S355 1,4459 67,4 6 HE 500 M S355 1,7598 60,5 5 HD 400x551 S355 2,6312 59,4 8 HE 500 M S355 2,2178 59,4 8 HE 500 M S355 2,2557

73,8 4 HE 650 M S355 1,4275 69 5 HE 600 M S355 1,5907 62,4 7 HE 500 M S355 1,9832 62,4 7 HE 500 M S355 2,0134 62 9 HE 550 B S355 2,1029
74 4 HE 600 M S355 1,343 69,2 5 HE 550 M S355 1,5695 64,2 6 HE 550 M S355 1,7998 64,2 6 HE 550 M S355 1,8315 62,4 7 HE 500 M S355 2,0537
77 4 HE 650 B S355 1,258 70 6 HE 600 B S355 1,5582 67 7 HE 550 B S355 1,7016 66 8 HE 600 A S355 1,823 65 8 HE 550 B S355 1,9463

72 5 HE 650 B S355 1,4836 67,2 5 HE 550 M S355 1,5878 67 6 HE 600 B S355 1,6067 66 8 HE 600 A S355 1,8678
74 5 HE 650 A S460 1,4076 68 6 HE 600 B S355 1,5777 70 6 HE 550 B S355 1,5773 67 7 HE 600 A S460 1,7332

72 5 HE 600 B S460 1,4358 71 6 HE 600 A S460 1,5425

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

66,4 5 HD 400x818 S355 3,6693 61,8 6 HD 400x744 S355 3,9957 60,3 7 HD 400x677 S355 4,2622 57,4 8 HD 400x634 S355 4,5617 59,6 9 HD 400x509 S355 4,3311
70,2 7 HE 600x337 S355 2,4005 69 8 HE 600 M S355 2,4386 62,4 7 HD 400x634 S355 4,0696 58,5 8 HD 400x592 S355 4,3386 62,4 11 HE 500 M S355 3,0677
71,8 6 HE 600x399 S355 2,375 70,2 7 HE 600x337 S355 2,4346 67,2 9 HE 550 M S355 2,6454 60,5 8 HD 400x551 S355 4,1287 64,2 10 HE 550 M S355 2,9107
72 7 HE 600 M S355 2,1885 71,2 6 HE 600x337 S355 2,175 69 8 HE 600 M S355 2,465 61,5 7 HD 400x592 S355 3,8851 65,2 9 HE 550 M S355 2,6904

72,8 5 HE 600x399 S355 2,0751 73,8 6 HE 650 M S355 2,1307 69,2 8 HE 550 M S355 2,431 64,2 10 HE 550 M S355 2,883 66 12 HE 600 A S355 2,665
75 5 HE 650x343 S355 2,0099 75 7 HE 650 B S355 2,0734 70 7 HE 600 M S355 2,2383 65,2 9 HE 550 M S355 2,6619 67 10 HE 600 B S355 2,5285
77 6 HE 700 B S355 1,9468 76 7 HE 700 A S355 2,053 72,2 7 HE 550 M S355 2,2239 67 10 HE 600 B S355 2,4976 67,2 8 HE 550 M S355 2,4794

78,2 5 HE 600x337 S355 1,9148 77 6 HE 700 B S355 1,9879 73 7 HE 650 B S355 2,0903 69 7 HE 600 M S355 2,2657 70 9 HE 600 B S355 2,3685
78,8 5 HE 650 M S355 1,867 79 6 HE 700 A S460 1,8947 76 7 HE 700 A S355 2,0863 72 7 HE 650 B S355 2,121 72 8 HE 650 A S355 2,1954
80 6 HE 650 B S355 1,8547 79 7 HE 650 A S460 2,0155 75 7 HE 600 B S460 2,0329 74 8 HE 600 A S460 2,0964
81 6 HE 700 A S355 1,8374
82 5 HE 700 B S355 1,7492
84 5 HE 700 A S460 1,6722

97,6 7 HE 800x373 S355 2,9275 92,6 8 HE 800x373 S355 3,2697 86,4 9 HE 700x418 S355 3,8586 81,4 10 HE 700x418 S355 4,2141 71,9 9 HD 400x1086 S355 8,0365
98 7 HE 900 M S355 2,7316 96,2 6 HE 800x444 S355 2,9498 89,6 8 HE 800x373 S355 3,2928 84,6 10 HE 650x407 S355 4,0853 73 8 HD 400x1202 S355 7,8688

99,2 6 HE 900x391 S355 2,6982 97 8 HE 900 B S355 2,8426 91,4 9 HE 800 M S355 3,2745 86,4 9 HE 700x418 S355 3,9068 81,4 10 HE 700x418 S355 4,2551
99,7 6 HL 920x344 S355 2,5428 98 7 HE 900 M S355 2,7897 94,6 7 HE 800x373 S355 3,0118 87,8 10 HE 700x352 S355 3,8111 82,8 11 HE 700x352 S355 4,115

101,3 5 HL 920x420 S355 2,5079 99,2 6 HE 900x391 S355 2,7567 96 9 HE 900 A S355 2,9467 88,4 10 HE 800 M S355 3,5819 84,4 9 HE 700x418 S355 3,9335
101,6 5 HL 920x390 S355 2,4066 99,7 6 HL 920x344 S355 2,6027 97 8 HE 900 B S355 2,893 89,4 9 HE 800 M S355 3,3113 87 12 HE 800 B S355 3,7296
103,1 5 HL 920x368 S355 2,3399 100 7 HE 900 B S355 2,6022 98 7 HE 900 B S355 2,6398 92 10 HE 800 B S355 3,2416 88 11 HE 800 B S355 3,4978
106 5 HL 1000 A S355 2,1975 101 6 HE 900 M S355 2,5201 104 7 HE 900 A S460 2,5686 92,6 7 HE 800x373 S355 3,051 88,4 9 HE 800 M S355 3,3509
108 5 HE 1000 B S355 2,1424 104 7 HE 900 A S355 2,4746 95 9 HE 800 B S355 3,0254 90 10 HE 800 B S355 3,2748
111 5 HE 1000 A S460 2,0729 105 6 HE 900 B S355 2,3752 96 8 HE 900 A S355 2,767 91,4 8 HE 800 M S355 3,0996

106 6 HE 1000 A S355 2,332 97 7 HE 900 B S355 2,6912 94 10 HE 800 A S355 3,0891
108 6 HE 1000x249 S460 2,3065 101 7 HE 900 A S460 2,6086 95 9 HE 800 B S355 3,0796

96 8 HE 900 A S460 2,8652

Span length = 10,00 mOther possible solutions

D

E

A

B

C
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2,5 HD 400x463 4 S355 50,5 1,800 0,948 6,84 14,35 148 335 15,5 16,2 17,1 16,1 2,43 4,50 5,02 6,03 7,04 7,80 16,62 1974 2,5 11181 <200 853 2041 *

2,5 HE 550 A 4 S460 66,0 1,031 0,993 6,81 9,93 267 440 17,9 15,3 17,1 22,0 0,99 4,50 4,75 6,11 7,36 7,80 16,62 2047 2,5 11386 <200 863 2052 *

3,0 HD 400x382 5 S355 48,6 1,760 0,961 7,04 14,57 155 335 15,0 16,4 17,1 18,5 2,24 4,50 5,10 5,94 6,90 7,80 16,62 1987 2,5 11715 <200 863 2052 *

3,0 HE 500 A 5 S355 64,0 1,163 0,928 7,00 8,81 253 345 16,7 14,5 17,1 23,9 0,95 4,50 4,53 6,17 7,32 7,80 16,62 2206 2,5 12126 <200 884 2072 *

3,5 HD 400x382 5 S355 48,6 1,772 0,932 7,13 14,75 153 335 14,4 15,9 17,1 17,6 1,84 4,50 4,96 5,99 6,93 7,80 16,62 2069 2,5 12260 <200 871 2059 *

3,5 HE 500 A 5 S355 59,0 1,161 0,954 7,05 8,49 258 345 17,1 16,3 17,1 23,1 0,97 4,50 5,08 5,84 6,96 7,80 16,62 1969 2,5 12457 <200 881 2069 *

4,0 HD 320x300 8 S355 44,5 2,100 0,990 7,26 16,25 145 335 14,2 16,9 17,1 19,6 1,82 4,50 5,28 5,79 6,66 7,80 16,62 1990 2,5 12785 <200 881 2070 *

4,0 HE 450 A 6 S355 59,0 1,282 0,908 7,18 8,87 252 345 16,3 15,2 17,1 25,6 0,81 4,50 4,75 5,95 7,01 7,80 16,62 2138 2,5 13235 <200 904 2092 *

4,5 HD 320x300 8 S355 44,5 2,125 0,977 7,40 16,41 141 335 13,8 16,7 17,1 18,5 1,51 4,50 5,23 5,79 6,63 7,80 16,62 2053 2,5 13294 <200 899 2087 *

4,5 HE 400 A 8 S355 54,0 1,383 0,985 7,29 9,36 238 345 16,7 16,8 17,1 28,0 0,86 4,50 5,26 5,64 6,64 7,80 16,62 1971 2,5 13547 <200 912 2100 *

2,5 HD 400x463 4 S355 50,5 1,800 0,996 6,84 14,35 148 335 15,5 16,2 16,3 16,1 2,43 3,00 5,02 6,03 7,04 7,80 16,62 1974 2,5 11181 <200 853 2041 *

2,5 HE 550 A 4 S355 66,0 1,017 0,993 6,81 8,00 267 345 17,9 15,3 16,3 22,0 0,99 3,00 4,75 6,11 7,36 7,80 16,62 2047 2,5 11386 <200 863 2052 *

3,0 HD 400x421 5 S355 49,5 2,045 0,915 7,10 16,16 142 335 14,0 14,9 16,3 16,7 2,13 3,00 4,63 6,20 7,13 7,80 16,62 2202 2,5 11907 <200 873 2061 *

3,0 HE 500 A 5 S355 61,0 1,148 0,993 6,95 8,53 261 345 17,3 16,2 16,3 24,5 1,10 3,00 5,03 5,90 7,06 7,80 16,62 1979 2,5 11901 <200 873 2061 *

3,5 HD 400x382 5 S355 48,6 1,772 0,979 7,13 14,75 153 335 14,4 15,9 16,3 17,6 1,84 3,00 4,96 5,99 6,93 7,80 16,62 2069 2,5 12260 <200 871 2059 *

3,5 HE 500 A 5 S355 61,0 1,173 0,930 7,09 8,68 253 345 16,7 15,1 16,3 22,7 0,87 3,00 4,71 6,02 7,13 7,80 16,62 2122 2,5 12632 <200 889 2078 *

4,0 HE 360 M 8 S355 47,5 1,901 0,981 7,23 15,42 154 345 14,1 16,0 16,3 19,3 1,50 3,00 4,98 5,94 6,83 7,80 16,62 2093 2,5 12840 <200 884 2072 *

4,0 HE 450 A 6 S355 59,0 1,282 0,936 7,18 8,87 252 345 16,3 15,2 16,3 25,6 0,81 3,00 4,75 5,95 7,01 7,80 16,62 2138 2,5 13235 <200 904 2092 *

4,5 HD 320x300 9 S355 44,5 2,348 0,945 7,45 18,28 129 335 12,7 15,4 16,3 17,4 1,48 3,00 4,82 5,98 6,80 7,80 16,62 2239 2,5 13536 <200 911 2100 *

4,5 HE 400 B 7 S355 55,0 1,392 0,955 7,30 10,23 217 345 15,7 15,5 16,3 24,9 0,85 3,00 4,86 5,85 6,83 7,80 16,62 2130 2,5 13675 <200 918 2107 *

2,5 HD 400x818 4 S355 58,4 2,859 0,477 6,50 25,66 79 315 8,2 7,0 14,6 8,3 1,36 3,00 2,16 7,97 8,80 7,80 16,62 3934 2,5 12587 200 924 1909 *

2,5 HE 700 A 4 S355 81,0 1,255 0,571 6,36 12,13 172 345 10,3 6,9 14,6 12,3 0,44 3,00 2,15 7,95 9,12 7,80 16,62 3831 2,5 12418 200 915 1900 *

3,0 HD 400x744 5 S355 56,8 3,252 0,440 6,72 28,64 76 315 7,5 6,4 14,6 8,8 1,15 3,00 2,00 8,12 8,88 7,80 16,62 4309 2,5 13493 203 953 1938 *

3,0 HE 600 B 5 S355 75,0 1,391 0,545 6,48 13,93 154 345 9,8 7,0 14,6 13,4 0,47 3,00 2,17 7,82 8,88 7,80 16,62 3864 2,5 13118 200 934 1919 *

3,5 HD 400x634 6 S355 54,4 3,381 0,454 6,79 29,48 76 325 7,4 6,6 14,6 9,1 0,99 3,00 2,07 7,96 8,69 7,80 16,62 4208 2,5 14051 200 961 1946 *

3,5 HE 600 B 5 S355 75,0 1,426 0,516 6,61 14,21 149 345 9,3 6,5 14,6 12,5 0,37 3,00 2,01 7,97 8,99 7,80 16,62 4146 2,5 14016 200 959 1944 *

4,0 HD 400x551 7 S355 53,5 3,500 0,456 6,85 29,47 75 325 7,2 6,7 14,6 9,4 0,81 3,00 2,08 7,87 8,58 7,80 16,62 4219 2,5 14675 200 976 1961 *

4,0 HE 600 A 6 S355 74,0 1,535 0,498 6,73 14,39 153 345 8,7 6,2 14,6 13,1 0,32 3,00 1,95 7,98 8,94 7,80 16,62 4338 2,5 14868 203 986 1971 *

4,5 HD 400x551 7 S355 53,5 3,530 0,448 6,95 29,74 73 325 6,9 6,6 14,6 9,0 0,66 3,00 2,06 7,86 8,56 7,80 16,62 4341 2,5 15271 202 999 1983 *

4,5 HE 600 A 7 S355 71,0 1,731 0,447 6,86 16,23 137 345 7,8 6,0 14,6 11,9 0,30 3,00 1,89 7,99 8,88 7,80 16,62 4531 2,5 15577 207 1014 1999 *

3,5 HD 400x990 5 S355 62,0 4,228 0,573 8,15 37,98 77 295 6,2 4,4 12,2 10,2 0,86 1,50 1,36 7,97 8,62 7,80 16,62 6494 2,5 19882 256 1454 2439 *

3,5 HE 800 A 5 S355 86,0 1,727 0,493 7,91 18,29 157 345 7,4 4,2 12,2 12,3 0,30 1,50 1,32 8,13 9,06 7,80 16,62 6320 2,5 19591 261 1440 2424 115

4,0 HD 400x900 6 S355 60,1 4,620 0,462 8,31 40,61 74 295 5,9 4,3 12,2 10,3 0,69 1,50 1,33 8,04 8,65 7,80 16,62 6776 2,5 20782 261 1482 2467 *

4,0 HE 700 A 6 S355 84,0 1,895 0,496 8,05 18,82 158 345 7,7 4,2 12,2 14,4 0,27 1,50 1,32 8,06 8,95 7,80 16,62 6423 2,5 20527 260 1469 2454 109

4,5 HD 400x818 7 S355 58,4 4,918 0,389 8,40 44,99 71 315 5,6 4,2 12,2 10,2 0,58 1,50 1,33 8,05 8,64 7,80 16,62 6923 2,5 21566 263 1499 2484 *

4,5 HE 650 A 7 S355 79,0 1,981 0,494 8,10 19,10 156 345 7,7 4,5 12,2 15,2 0,27 1,50 1,41 7,80 8,65 7,80 16,62 6077 2,5 21073 250 1474 2459 107

5,0 HD 400x677 8 S355 58,3 4,795 0,368 8,43 41,93 73 315 6,0 4,5 12,2 11,1 0,45 1,50 1,41 7,84 8,44 7,80 16,62 6592 2,5 22097 254 1509 2494 *

5,0 HE 650 A 7 S355 79,0 2,025 0,483 8,24 19,36 154 345 7,3 4,3 12,2 14,5 0,23 1,50 1,34 7,89 8,71 7,80 16,62 6398 2,5 22026 257 1505 2490 *

5,5 HD 400x900 8 S355 60,1 6,060 0,282 8,81 54,22 55 295 4,3 3,4 12,2 7,7 0,31 1,50 1,08 8,87 9,38 7,80 16,62 9070 2,5 24186 283 1598 2583 *

5,5 HE 600 B 8 S355 75,0 2,219 0,412 8,36 22,68 129 345 6,9 4,3 12,2 13,2 0,22 1,50 1,34 7,90 8,67 7,80 16,62 6578 2,5 22758 258 1527 2512 *

3,5 HE 800x444 7 S355 96,2 3,253 0,231 8,40 47,24 70 335 4,2 2,0 10,5 5,9 0,20 1,50 0,61 11,41 12,11 7,80 16,62 14180 2,5 21803 307 1551 2536 *

3,5 HE 1000 B 5 S355 112,0 2,159 0,297 8,41 31,93 97 345 4,5 1,9 10,5 6,2 0,13 1,50 0,60 11,41 12,26 7,80 16,62 14160 2,5 22132 315 1567 2552 *

4,0 HE 800x444 8 S355 91,2 3,642 0,211 8,56 52,70 65 335 3,7 1,9 10,5 5,5 0,19 1,50 0,58 11,56 12,20 7,80 16,62 14917 2,5 22781 343 1583 2568 *

4,0 HE 1000x249 6 S355 113,0 2,301 0,319 8,63 30,93 108 345 4,5 1,8 10,5 7,0 0,10 1,50 0,57 11,48 12,29 7,80 16,62 14953 2,5 23614 350 1625 2609 151

4,5 HE 800x373 9 S355 89,6 3,600 0,219 8,64 50,06 67 335 3,7 1,9 10,5 5,7 0,16 1,50 0,60 11,32 11,96 7,80 16,62 14511 2,5 23604 311 1601 2586 *

4,5 HE 1000x249 7 S355 105,0 2,543 0,296 8,69 33,93 98 345 4,1 1,9 10,5 6,4 0,11 1,50 0,59 11,27 12,02 7,80 16,62 14585 2,5 24280 318 1635 2620 *

5,0 HE 700x418 10 S355 86,4 4,243 0,201 8,82 56,64 60 335 3,6 1,9 10,5 5,7 0,15 1,50 0,60 11,30 11,89 7,80 16,62 15002 2,5 24829 326 1646 2631 *

5,0 HE 900 A 7 S355 104,0 2,588 0,295 8,85 33,82 97 345 4,2 1,9 10,5 6,9 0,09 1,50 0,58 11,21 11,93 7,80 16,62 14826 2,5 25418 322 1676 2661 *

5,5 HD 400x1299 8 S355 70,0 8,360 0,197 9,42 83,19 38 295 3,0 2,1 10,5 4,9 0,18 1,50 0,65 10,83 11,28 7,80 16,62 15297 2,5 27641 305 1772 2757 *

5,5 HE 900 A 8 S355 99,0 2,840 0,268 8,97 37,10 87 345 3,9 1,9 10,5 6,2 0,09 1,50 0,59 11,12 11,80 7,80 16,62 14924 2,5 26275 318 1703 2688 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 10,25 m

Deflection

sc,max = 0,6 fck =



65

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,8 5 HE 450 M S355 1,4217 50,7 5 HD 400x347 S355 1,6628 48,7 5 HD 400x347 S355 1,6647 46,5 8 HE 360 M S355 1,8944 44,7 9 HE 340 M S355 2,0913
57,8 4 HE 450 M S355 1,215 51,2 6 HE 400 M S355 1,5227 50,2 6 HE 400 M S355 1,5314 46,9 6 HD 400x314 S355 1,8314 45,7 8 HD 400x262 S355 2,0082
58 5 HE 500 B S355 1,1986 54,8 5 HE 450 M S355 1,4442 53 7 HE 450 B S355 1,4869 47,9 8 HD 320x245 S355 1,7885 45,9 9 HE 320 M S355 1,9821
61 5 HE 550 A S355 1,1561 55,2 5 HE 400 M S355 1,3438 53,2 5 HE 400 M S355 1,3503 49,5 6 HD 320x300 S355 1,6876 46 8 HD 400x237 S355 1,8965
62 4 HE 550 B S355 1,0753 57 5 HE 500 B S355 1,2197 54,5 5 HE 360 M S355 1,3395 50,2 6 HE 400 M S355 1,5513 46,7 7 HD 400x262 S355 1,8096
66 4 HE 600 A S355 1,0493 60 5 HE 450 B S355 1,1837 55 7 HE 400 B S355 1,3311 51,5 6 HE 360 M S355 1,5379 47,5 7 HE 360 M S355 1,7337

61 5 HE 500 A S460 1,1645 56 6 HE 500 A S355 1,2952 52 7 HE 450 B S355 1,5036 48 7 HD 400x237 S355 1,72
57 5 HE 500 B S355 1,2405 55 7 HE 400 B S355 1,3564 49,5 7 HD 400x216 S355 1,6464
59 5 HE 500 A S460 1,1772 56 6 HE 500 A S355 1,3214 50 9 HE 400 B S355 1,6266

59 6 HE 450 A S460 1,2996 51,8 7 HD 360x179 S355 1,5041
54 8 HE 400 A S460 1,4044

54,8 5 HE 450 M S355 1,4217 49,6 5 HD 400x382 S355 1,7655 50,2 7 HE 400 M S355 1,7302 47,9 6 HD 400x314 S355 1,8381 45,5 8 HD 320x300 S355 2,1325
59,4 4 HE 500 M S355 1,2395 52,7 5 HD 400x347 S355 1,6729 50,7 5 HD 400x347 S355 1,6765 49,5 7 HE 360 M S355 1,7195 45,7 8 HD 400x262 S355 2,0082
59,8 4 HE 450 M S355 1,2234 53,2 6 HE 400 M S355 1,5328 51,2 6 HE 400 M S355 1,5373 50,2 6 HE 400 M S355 1,5513 46,3 7 HD 400x287 S355 1,9031
60 5 HE 500 B S355 1,207 54,8 5 HE 450 M S355 1,4442 54,5 6 HE 360 M S355 1,5345 52,7 6 HE 340 M S355 1,5384 48,7 7 HD 400x262 S355 1,8247
61 5 HE 550 A S355 1,1561 57 6 HE 500 B S355 1,3908 54,8 5 HE 450 M S355 1,4621 53 7 HE 450 B S355 1,5103 49,5 7 HE 360 M S355 1,7489
62 4 HE 550 B S355 1,0753 58 5 HE 500 B S355 1,2248 55,2 5 HE 400 M S355 1,3621 55 7 HE 400 B S355 1,3564 49,7 7 HE 340 M S355 1,7416
66 4 HE 550 A S460 1,0315 61 5 HE 500 A S460 1,1645 57 5 HE 500 B S355 1,2405 56 6 HE 500 A S355 1,3214 50 7 HD 400x237 S355 1,7351

60 5 HE 450 B S355 1,2071 59 6 HE 450 A S460 1,2996 50,9 7 HE 320 M S355 1,6586
61 5 HE 500 A S460 1,189 52 7 HE 450 B S355 1,5363

54 9 HE 400 A S355 1,5018
55 7 HE 400 B S460 1,4147

61,8 4 HD 400x744 S355 2,6692 58,3 5 HD 400x677 S355 3,0285 56,3 5 HD 400x677 S355 3,0336 54,4 6 HD 400x634 S355 3,4007 56,6 7 HD 400x509 S355 3,351
69 5 HE 600 M S355 1,5513 59,4 5 HD 400x634 S355 2,8851 59,4 5 HD 400x634 S355 2,9033 56,5 6 HD 400x592 S355 3,241 57,5 8 HD 400x421 S355 3,2027

71,2 4 HE 600x337 S355 1,4535 61,5 5 HD 400x592 S355 2,7506 59,6 6 HD 400x509 S355 2,893 57,5 6 HD 400x551 S355 3,0781 58,5 7 HD 400x463 S355 3,0633
73,8 4 HE 650 M S355 1,4233 67,2 6 HE 550 M S355 1,7835 61,5 5 HD 400x592 S355 2,771 58,5 7 HD 400x463 S355 3,0278 59,4 9 HE 500 M S355 2,4716
77 4 HE 700 B S355 1,3265 69 5 HE 600 M S355 1,5857 64,2 7 HE 550 M S355 2,0227 59,6 6 HD 400x509 S355 2,9186 60,4 8 HE 500 M S355 2,2557
80 4 HE 650 B S355 1,2667 72 5 HE 650 B S355 1,4788 64,4 7 HE 500 M S355 1,9883 60,4 8 HE 500 M S355 2,2169 63 9 HE 550 B S355 2,1026

75 5 HE 600 B S460 1,413 65,2 6 HE 550 M S355 1,7998 64,2 7 HE 550 M S355 2,0544 64,2 7 HE 550 M S355 2,0961
67 7 HE 600 B S355 1,7534 64,4 7 HE 500 M S355 2,0201 64,4 7 HE 500 M S355 2,062
69 5 HE 600 M S355 1,6155 65,2 6 HE 550 M S355 1,8323 66 9 HE 600 A S355 2,0282

69,2 5 HE 550 M S355 1,5946 67 7 HE 600 B S355 1,7883 67 7 HE 600 B S355 1,8332
70 6 HE 600 B S355 1,584 70 6 HE 600 B S355 1,6213 69 8 HE 550 A S355 1,8196
72 5 HE 650 B S355 1,5119 74 6 HE 600 A S460 1,5573 70 7 HE 550 B S355 1,7981
74 6 HE 600 A S355 1,4935 71 7 HE 600 A S460 1,7572
75 5 HE 600 B S460 1,4487

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

65,1 5 HD 400x900 S355 3,9354 61,4 6 HD 400x818 S355 4,2896 59,8 7 HD 400x744 S355 4,5709 61,5 8 HD 400x592 S355 4,3519 60,5 9 HD 400x551 S355 4,5875
71,2 7 HE 600x337 S355 2,3991 64,8 6 HD 400x744 S355 4,0061 63,3 7 HD 400x677 S355 4,2738 67,2 10 HE 550 M S355 2,8986 64,2 11 HE 550 M S355 3,1298
71,8 6 HE 600x399 S355 2,3683 70,2 7 HE 600x337 S355 2,4273 69 9 HE 600 M S355 2,6901 68 11 HE 600 B S355 2,6839 65,2 10 HE 550 M S355 2,9103
73,8 7 HE 650 M S355 2,3412 71,8 6 HE 600x399 S355 2,4031 69,2 9 HE 550 M S355 2,6518 69 8 HE 600 M S355 2,4916 67 11 HE 600 B S355 2,7066
75 6 HE 650x343 S355 2,2926 73,8 7 HE 650 M S355 2,3789 70 8 HE 600 M S355 2,4647 70,2 7 HE 600x337 S355 2,4895 67,2 9 HE 550 M S355 2,7001

75,2 6 HE 600x337 S355 2,1571 74 7 HE 600 M S355 2,2311 70,2 7 HE 600x337 S355 2,454 72 7 HE 600 M S355 2,2839 69 8 HE 600 M S355 2,5235
76,8 5 HE 600x399 S355 2,0929 75,2 6 HE 600x337 S355 2,1954 72,2 8 HE 550 M S355 2,4459 75 7 HE 650 B S355 2,1394 72 8 HE 650 B S355 2,357
78 5 HE 650x343 S355 2,022 76,8 6 HE 650 M S355 2,1445 73 8 HE 650 B S355 2,2917 76 7 HE 700 A S355 2,1202 75 8 HE 600 B S460 2,2554

79,6 5 HE 700 M S355 1,9302 77 6 HE 600 M S355 2,0181 74 7 HE 600 M S355 2,2615 79 7 HE 650 A S460 2,0534
81,8 5 HE 650 M S355 1,8793 80 6 HE 700 B S355 2,0009 77 7 HE 700 A S355 2,0859
84 6 HE 700 A S355 1,8481 84 6 HE 700 A S460 1,9213 79 7 HE 650 A S460 2,0089
85 5 HE 700 B S355 1,7608
86 5 HE 800 A S460 1,7511

99,2 7 HE 900x391 S355 3,0208 94,2 7 HE 800x444 S355 3,2949 92,2 7 HE 800x444 S355 3,326 89,4 10 HE 800 M S355 3,578 81,4 11 HE 700x418 S355 4,59
100,6 6 HL 920x390 S355 2,7289 97,6 8 HE 800x373 S355 3,2928 94,6 8 HE 800x373 S355 3,3201 91,2 7 HE 800x444 S355 3,3708 84,4 10 HE 700x418 S355 4,2695
101,1 6 HL 920x368 S355 2,6411 98 8 HE 900 M S355 3,0693 96,4 9 HE 800 M S355 3,3011 92,6 8 HE 800x373 S355 3,3588 87,8 11 HE 700x352 S355 4,1474
101,8 5 HL 920x449 S355 2,6031 99,2 6 HE 800x444 S355 2,9614 97 9 HE 900 B S355 3,1425 93,4 9 HE 800 M S355 3,3337 88,4 10 HE 800 M S355 3,6176
102,3 5 HL 920x420 S355 2,5066 99,7 7 HL 920x344 S355 2,898 97,6 7 HE 800x373 S355 3,0252 95 10 HE 800 B S355 3,255 90,6 8 HE 800x373 S355 3,3915
105,6 5 HL 920x390 S355 2,4231 100 8 HE 900 B S355 2,8529 98 7 HE 900 M S355 2,8313 96 10 HE 900 A S355 3,2313 91,4 9 HE 800 M S355 3,3674
107 5 HL 1000 B S355 2,3411 100,1 6 HL 920x368 S355 2,6952 102 7 HE 900 B S355 2,6613 96,4 8 HE 800 M S355 3,0808 95 10 HE 800 B S355 3,3091

108,8 5 HE 1000 M S355 2,2627 102,7 6 HL 920x344 S355 2,6149 105 7 HE 1000x249 S460 2,5801 97 8 HE 900 B S355 2,9416 96 9 HE 900 A S355 3,0496
109 5 HL 1000 A S355 2,2084 106 6 HL 1000 A S355 2,5436 98 7 HE 900 M S355 2,8906 97 8 HE 900 B S355 2,9975
112 5 HE 1000 B S460 2,1925 107 6 HE 1000 B S355 2,4702 100 7 HE 900 B S355 2,7075 99 8 HE 900 A S460 2,8832

109 6 HE 1000 A S355 2,3445 104 7 HE 900 A S460 2,6251
113 6 HE 1000x249 S460 2,3325

Span length = 10,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x509 4 S355 51,6 1,972 0,907 7,20 15,94 141 335 14,9 15,9 17,5 15,9 2,35 4,50 4,80 6,01 6,97 7,62 16,32 2203 2,5 11369 <200 884 2082 *

2,5 HE 600 A 4 S355 66,0 1,046 0,928 7,13 8,83 257 345 16,7 15,6 17,5 20,3 1,00 4,50 4,72 6,01 7,20 7,62 16,32 2196 2,5 11414 <200 886 2084 *

3,0 HD 400x421 5 S355 49,5 2,039 0,924 7,39 16,16 148 335 14,5 16,2 17,5 18,3 2,17 4,50 4,91 5,91 6,81 7,62 16,32 2202 2,5 11907 <200 894 2092 *

3,0 HE 500 A 5 S460 64,0 1,175 0,964 7,29 10,89 264 440 17,4 15,8 17,5 26,3 0,96 4,50 4,80 5,88 7,00 7,62 16,32 2206 2,5 12126 <200 906 2104 *

3,5 HD 400x382 5 S355 48,6 1,767 0,988 7,45 14,75 159 335 14,9 17,3 17,5 19,3 1,89 4,50 5,25 5,71 6,62 7,62 16,32 2069 2,5 12260 <200 892 2090 *

3,5 HE 500 A 5 S460 61,0 1,185 0,962 7,39 10,77 263 440 17,3 16,4 17,5 25,0 0,89 4,50 5,00 5,74 6,82 7,62 16,32 2122 2,5 12632 <200 911 2109 *

4,0 HE 360 M 8 S355 47,5 1,896 0,990 7,53 15,42 160 345 14,6 17,3 17,5 21,2 1,54 4,50 5,28 5,66 6,53 7,62 16,32 2093 2,5 12840 <200 906 2104 *

4,0 HE 450 A 6 S460 59,0 1,295 0,945 7,48 10,93 262 440 17,0 16,5 17,5 28,2 0,83 4,50 5,04 5,67 6,70 7,62 16,32 2138 2,5 13235 <200 926 2124 *

4,5 HD 320x300 9 S355 44,5 2,342 0,953 7,76 18,28 135 335 13,1 16,7 17,5 19,1 1,53 4,50 5,09 5,70 6,49 7,62 16,32 2239 2,5 13536 <200 933 2132 *

4,5 HE 400 B 7 S355 55,0 1,388 0,964 7,60 10,23 226 345 16,3 16,9 17,5 27,4 0,88 4,50 5,15 5,57 6,53 7,62 16,32 2130 2,5 13675 <200 941 2139 *

2,5 HD 400x509 4 S355 51,6 1,972 0,953 7,20 15,94 141 335 14,9 15,9 16,7 15,9 2,35 3,00 4,80 6,01 6,97 7,62 16,32 2203 2,5 11369 <200 884 2082 *

2,5 HE 600 A 4 S355 66,0 1,046 0,933 7,13 8,83 257 345 16,7 15,6 16,7 20,3 1,00 3,00 4,72 6,01 7,20 7,62 16,32 2196 2,5 11414 <200 886 2084 *

3,0 HD 400x421 5 S355 49,5 2,039 0,970 7,39 16,16 148 335 14,5 16,2 16,7 18,3 2,17 3,00 4,91 5,91 6,81 7,62 16,32 2202 2,5 11907 <200 894 2092 *

3,0 HE 500 A 5 S355 64,0 1,159 0,964 7,29 8,81 264 345 17,4 15,8 16,7 26,3 0,96 3,00 4,80 5,88 7,00 7,62 16,32 2206 2,5 12126 <200 906 2104 85

3,5 HD 400x421 5 S355 49,5 2,051 0,941 7,51 16,35 145 335 13,9 15,7 16,7 17,5 1,79 3,00 4,76 5,96 6,84 7,62 16,32 2290 2,5 12458 <200 902 2100 *

3,5 HE 500 A 5 S355 61,0 1,168 0,987 7,39 8,68 263 345 17,3 16,4 16,7 25,0 0,89 3,00 5,00 5,74 6,82 7,62 16,32 2122 2,5 12632 <200 911 2109 *

4,0 HD 320x300 8 S355 47,5 2,115 0,991 7,60 16,66 146 335 14,6 16,5 16,7 20,9 1,56 3,00 5,03 5,75 6,60 7,62 16,32 2203 2,5 13085 <200 918 2116 *

4,0 HE 450 A 6 S355 59,0 1,277 0,993 7,48 8,87 262 345 17,0 16,5 16,7 28,2 0,83 3,00 5,04 5,67 6,70 7,62 16,32 2138 2,5 13235 <200 926 2124 *

4,5 HD 320x300 9 S355 45,5 2,350 0,966 7,77 18,43 133 335 13,1 16,1 16,7 18,9 1,44 3,00 4,92 5,78 6,57 7,62 16,32 2314 2,5 13648 <200 939 2137 *

4,5 HE 450 A 7 S355 56,0 1,434 0,993 7,61 9,91 238 345 15,6 16,6 16,7 25,6 0,82 3,00 5,05 5,61 6,58 7,62 16,32 2168 2,5 13732 <200 944 2142 *

2,5 HD 400x818 4 S355 59,4 2,857 0,495 6,78 25,78 81 315 8,6 7,4 15,0 9,0 1,32 3,00 2,24 7,65 8,46 7,62 16,32 4010 2,5 12649 200 950 1943 *

2,5 HE 700 A 4 S355 84,0 1,263 0,580 6,67 12,44 176 345 10,4 6,9 15,0 13,4 0,40 3,00 2,11 7,83 8,97 7,62 16,32 4150 2,5 12605 200 947 1940 *

3,0 HD 400x744 5 S355 56,8 3,245 0,467 7,00 28,64 80 315 7,7 7,0 15,0 9,6 1,18 3,00 2,12 7,74 8,48 7,62 16,32 4309 2,5 13493 200 976 1969 *

3,0 HE 650 A 5 S355 79,0 1,404 0,548 6,80 13,52 168 345 9,8 7,0 15,0 14,2 0,41 3,00 2,11 7,71 8,75 7,62 16,32 4201 2,5 13358 200 969 1962 *

3,5 HD 400x677 6 S355 55,3 3,556 0,445 7,13 30,79 75 315 7,2 6,7 15,0 9,3 0,96 3,00 2,03 7,82 8,51 7,62 16,32 4553 2,5 14302 201 997 1990 *

3,5 HE 650 A 5 S355 79,0 1,443 0,528 6,95 13,79 163 345 9,3 6,4 15,0 13,4 0,32 3,00 1,96 7,86 8,86 7,62 16,32 4525 2,5 14310 202 997 1990 *

4,0 HD 400x677 6 S355 55,3 3,576 0,437 7,19 31,06 73 315 6,9 6,5 15,0 9,1 0,79 3,00 2,00 7,85 8,52 7,62 16,32 4679 2,5 14890 203 1011 2004 *

4,0 HE 650 A 6 S355 72,0 1,627 0,483 6,99 15,44 149 345 8,3 6,8 15,0 12,3 0,35 3,00 2,07 7,64 8,55 7,62 16,32 4330 2,5 14712 200 1002 1995 *

4,5 HD 400x592 7 S355 53,5 3,718 0,447 7,29 32,11 72 325 6,7 6,7 15,0 9,2 0,67 3,00 2,05 7,69 8,34 7,62 16,32 4629 2,5 15457 202 1032 2025 *

4,5 HE 600 A 7 S355 74,0 1,748 0,456 7,21 16,71 140 345 7,9 6,0 15,0 12,9 0,27 3,00 1,82 7,90 8,76 7,62 16,32 4973 2,5 15914 209 1056 2049 *

3,5 HD 400x1086 5 S355 63,9 4,560 0,535 8,61 42,40 73 295 5,9 4,2 12,5 9,9 0,80 1,50 1,28 8,01 8,62 7,62 16,32 7372 2,5 20356 265 1514 2507 *

3,5 HE 800 A 5 S355 86,0 1,722 0,513 8,25 18,29 164 345 7,7 4,6 12,5 13,5 0,30 1,50 1,40 7,75 8,66 7,62 16,32 6320 2,5 19591 250 1475 2468 109

4,0 HD 400x900 6 S355 61,1 4,617 0,463 8,67 40,80 76 295 6,1 4,5 12,5 11,1 0,69 1,50 1,38 7,74 8,34 7,62 16,32 6904 2,5 20882 252 1523 2516 *

4,0 HE 800 A 6 S355 86,0 1,987 0,452 8,47 21,83 145 345 6,7 4,0 12,5 12,1 0,25 1,50 1,21 8,19 9,03 7,62 16,32 7421 2,5 20803 269 1519 2512 116

4,5 HD 400x818 7 S355 58,4 4,907 0,405 8,76 44,99 74 315 5,8 4,6 12,5 11,1 0,61 1,50 1,40 7,68 8,26 7,62 16,32 6923 2,5 21566 251 1535 2528 *

4,5 HE 700 A 7 S355 81,0 2,109 0,466 8,52 21,30 148 345 7,2 4,4 12,5 14,2 0,26 1,50 1,34 7,80 8,61 7,62 16,32 6792 2,5 21363 256 1525 2518 *

5,0 HD 400x900 7 S355 60,1 5,336 0,323 8,96 47,58 66 295 5,1 4,0 12,5 9,6 0,45 1,50 1,24 8,11 8,65 7,62 16,32 8006 2,5 22747 274 1579 2572 *

5,0 HE 700 A 7 S355 79,0 2,138 0,462 8,62 21,20 148 345 7,0 4,4 12,5 13,8 0,23 1,50 1,35 7,71 8,49 7,62 16,32 6755 2,5 22089 253 1545 2538 *

5,5 HD 400x900 8 S355 60,1 6,047 0,297 9,20 54,22 57 295 4,4 3,7 12,5 8,5 0,33 1,50 1,14 8,46 8,96 7,62 16,32 9070 2,5 24186 282 1637 2630 *

5,5 HE 650 A 8 S355 79,0 2,246 0,444 8,80 22,02 141 345 6,9 4,2 12,5 14,0 0,20 1,50 1,30 7,80 8,55 7,62 16,32 7176 2,5 23218 261 1588 2581 *

3,5 HE 900x391 7 S355 100,2 3,018 0,247 8,78 45,48 76 335 4,1 2,0 10,7 6,1 0,18 1,50 0,61 11,19 11,89 7,62 16,32 15046 2,5 21918 302 1595 2588 *

3,5 HE 1000 B 5 S355 115,0 2,171 0,305 8,83 32,55 100 345 4,7 2,0 10,7 6,7 0,12 1,50 0,60 11,14 11,96 7,62 16,32 14989 2,5 22394 303 1619 2612 *

4,0 HE 800x444 8 S355 94,2 3,651 0,216 8,98 53,46 67 335 3,8 1,9 10,7 5,9 0,17 1,50 0,59 11,24 11,87 7,62 16,32 15667 2,5 23081 325 1637 2630 *

4,0 HE 1000 A 6 S355 111,0 2,351 0,309 8,99 33,40 102 345 4,4 1,9 10,7 6,9 0,11 1,50 0,59 11,05 11,83 7,62 16,32 15199 2,5 23482 304 1657 2650 *

4,5 HE 800x444 8 S355 91,2 3,675 0,208 9,06 53,28 64 335 3,7 2,0 10,7 5,6 0,16 1,50 0,60 11,10 11,71 7,62 16,32 15460 2,5 23851 307 1653 2646 *

4,5 HE 1000x249 7 S355 108,0 2,558 0,303 9,14 34,64 101 345 4,2 1,9 10,7 7,0 0,10 1,50 0,59 11,00 11,73 7,62 16,32 15482 2,5 24618 309 1693 2686 *

5,0 HE 700x418 10 S355 89,4 4,255 0,208 9,27 57,59 61 335 3,7 1,9 10,7 6,2 0,14 1,50 0,59 11,02 11,59 7,62 16,32 15897 2,5 25204 317 1706 2699 *

5,0 HE 1000x249 7 S355 106,0 2,610 0,302 9,29 34,61 102 345 4,1 1,9 10,7 6,8 0,09 1,50 0,58 10,93 11,63 7,62 16,32 15662 2,5 25683 311 1730 2723 *

5,5 HD 400x1299 8 S355 75,0 8,390 0,187 9,94 84,95 39 295 3,3 2,0 10,7 5,3 0,17 1,50 0,62 10,68 11,13 7,62 16,32 16680 2,5 28328 319 1851 2844 *

5,5 HE 900 A 8 S355 104,0 2,877 0,272 9,49 38,46 90 345 3,9 1,8 10,7 6,7 0,08 1,50 0,56 11,05 11,71 7,62 16,32 16623 2,5 26962 350 1780 2773 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 10,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

59,4 4 HE 500 M S355 1,2358 49,6 5 HD 400x382 S355 1,7604 50,2 7 HE 400 M S355 1,7257 49,9 6 HD 400x314 S355 1,8459 45,5 8 HD 320x300 S355 2,1272
60 5 HE 500 B S355 1,2028 53,2 6 HE 400 M S355 1,5288 50,7 5 HD 400x347 S355 1,6716 50,2 7 HE 400 M S355 1,7456 45,7 8 HD 400x262 S355 2,003
61 5 HE 550 A S355 1,152 54,8 5 HE 450 M S355 1,4396 53,2 6 HE 400 M S355 1,5451 51,2 6 HE 400 M S355 1,5541 46,3 7 HD 400x287 S355 1,8984
62 4 HE 550 B S355 1,0718 57 6 HE 500 B S355 1,3859 54,5 6 HE 360 M S355 1,5306 52,7 6 HE 340 M S355 1,5345 48,7 7 HD 400x262 S355 1,8201
66 4 HE 600 A S460 1,0609 58,2 5 HE 400 M S355 1,3556 54,8 5 HE 450 M S355 1,4575 53 7 HE 450 B S355 1,5046 49,5 7 HE 360 M S355 1,7444

59 6 HE 500 A S355 1,2854 55,2 5 HE 400 M S355 1,3587 55 8 HE 400 B S355 1,4883 49,7 7 HE 340 M S355 1,7371
60 5 HE 500 B S355 1,2306 57 5 HE 500 B S355 1,2362 56 6 HE 500 A S355 1,3165 50 7 HD 400x237 S355 1,7307
61 5 HE 550 A S355 1,181 60 5 HE 450 B S355 1,2029 50,9 7 HD 320x245 S355 1,6554

52 7 HE 450 B S355 1,5306
54 9 HE 400 A S355 1,4971
55 7 HE 400 B S460 1,4107

59,4 4 HE 500 M S355 1,2358 51,6 5 HD 400x382 S355 1,7705 50,2 7 HE 400 M S355 1,7257 47,7 6 HD 400x347 S355 1,9379 46,3 8 HD 400x287 S355 2,1181
62 5 HE 500 B S355 1,2112 54,8 6 HE 450 M S355 1,6582 52,7 5 HD 400x347 S355 1,6833 49,5 7 HD 320x300 S355 1,906 46,5 9 HE 360 M S355 2,1107
63 4 HE 550 B S355 1,076 55,2 6 HE 400 M S355 1,5389 53,2 6 HE 400 M S355 1,5451 49,7 8 HE 340 M S355 1,9008 46,7 8 HD 400x262 S355 2,0106
66 4 HE 600 A S460 1,0609 55,8 5 HE 450 M S355 1,4447 54,5 6 HE 360 M S355 1,5306 49,9 6 HD 400x314 S355 1,8459 47,9 9 HD 320x245 S355 1,9932

57 6 HE 500 B S355 1,3859 54,8 5 HE 450 M S355 1,4575 50,2 7 HE 400 M S355 1,7456 49 9 HE 300 M S355 1,9658
58,2 5 HE 400 M S355 1,3556 56 7 HE 500 A S355 1,4417 51,5 7 HE 360 M S355 1,7284 49,3 7 HD 400x287 S355 1,921
60 5 HE 500 B S355 1,2306 57 6 HE 500 B S355 1,4064 52 8 HE 450 B S355 1,6577 50,2 7 HE 400 M S355 1,7755
61 5 HE 550 A S355 1,181 58,2 5 HE 400 M S355 1,3763 53,2 6 HE 400 M S355 1,5675 51,5 7 HE 360 M S355 1,7595
64 5 HE 500 A S460 1,1754 59 6 HE 500 A S355 1,308 54,5 6 HE 360 M S355 1,5541 52 8 HE 450 B S355 1,6905

60 5 HE 500 B S355 1,2538 55 8 HE 400 B S355 1,4883 52,5 7 HD 400x216 S355 1,6648
61 5 HE 500 A S460 1,1848 56 7 HE 500 A S355 1,4678 55 8 HE 400 B S355 1,5238

57 6 HE 500 A S355 1,3232 56 7 HE 450 A S460 1,4551
59 6 HE 450 A S460 1,2947

64,8 4 HD 400x744 S355 2,6755 60,3 5 HD 400x677 S355 3,0311 55,4 6 HD 400x634 S355 3,3779 55,4 6 HD 400x634 S355 3,3988 55,5 7 HD 400x551 S355 3,5356
70,2 5 HE 600x337 S355 1,7101 62,4 5 HD 400x634 S355 2,8929 56,8 5 HD 400x744 S355 3,2596 58,5 6 HD 400x592 S355 3,2459 59,6 7 HD 400x509 S355 3,3642
71,8 4 HE 600x399 S355 1,6056 69 6 HE 600 M S355 1,8135 58,3 5 HD 400x677 S355 3,0379 60,5 6 HD 400x551 S355 3,0899 60,4 9 HE 500 M S355 2,4711
72 5 HE 600 M S355 1,5591 69,2 6 HE 550 M S355 1,788 62,4 5 HD 400x634 S355 2,9136 64,2 7 HE 550 M S355 2,0479 62,8 9 HE 450 M S355 2,4491

73,2 4 HE 600x337 S355 1,4578 70,2 5 HE 600x337 S355 1,745 64,2 7 HE 550 M S355 2,0163 67 8 HE 600 B S355 1,9685 64,2 7 HE 550 M S355 2,0896
74,8 4 HE 650 M S355 1,4235 72 5 HE 600 M S355 1,596 67,2 6 HE 550 M S355 1,806 67,2 6 HE 550 M S355 1,8401 66 9 HE 600 A S355 2,0208
77 4 HE 600 M S355 1,3476 74 6 HE 650 A S355 1,564 68 7 HE 600 B S355 1,7533 68 7 HE 600 B S355 1,7889 67 8 HE 600 B S355 2,0136
78 4 HE 700 B S355 1,3261 75 5 HE 650 B S355 1,4893 69 5 HE 600 M S355 1,6107 72 6 HE 600 B S355 1,6295 68 7 HE 600 B S355 1,8347
84 4 HE 700 A S460 1,2803 76 5 HE 700 A S355 1,4734 72 6 HE 600 B S355 1,5904 70 7 HE 550 B S355 1,792

79 5 HE 650 A S460 1,4237 73 5 HE 650 B S355 1,5132 74 7 HE 600 A S460 1,7739
76 5 HE 700 A S355 1,5102
79 5 HE 650 A S460 1,463

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

65 5 HD 400x990 S355 4,2363 66,4 6 HD 400x818 S355 4,3135 64,8 7 HD 400x744 S355 4,5979 62,4 8 HD 400x634 S355 4,5798 65,2 11 HE 550 M S355 3,129
68,1 5 HD 400x900 S355 3,9445 70,2 8 HE 600x337 S355 2,6849 70 9 HE 600 M S355 2,6893 69 9 HE 600 M S355 2,7165 68 12 HE 600 B S355 2,8923
71,8 7 HE 600x399 S355 2,6657 72,8 6 HE 600x399 S355 2,4033 72,2 9 HE 550 M S355 2,6661 71,2 7 HE 600x337 S355 2,4908 69 9 HE 600 M S355 2,7481
74,8 6 HE 600x399 S355 2,3795 74,8 7 HE 650 M S355 2,3787 73,2 7 HE 600x337 S355 2,4697 73,8 7 HE 650 M S355 2,4411 70 11 HE 600 B S355 2,7249
76 6 HE 650x343 S355 2,2922 75 6 HE 650x343 S355 2,3244 73,8 7 HE 650 M S355 2,4022 75 8 HE 650 B S355 2,3398 72 8 HE 600 M S355 2,5436

76,6 5 HE 650x407 S355 2,2265 77 7 HE 600 M S355 2,2445 77 7 HE 700 B S355 2,2327 76 8 HE 700 A S355 2,3148 72,2 8 HE 550 M S355 2,51
78,6 6 HE 700 M S355 2,1845 78 7 HE 700 B S355 2,2058 80 7 HE 650 B S355 2,13 77 7 HE 700 B S355 2,2749 75 8 HE 650 B S355 2,3774
79,8 5 HE 700x352 S355 2,0949 78,8 6 HE 650 M S355 2,1519 79 7 HE 700 A S460 2,168 76 8 HE 700 A S355 2,3537
83 5 HE 650x343 S355 2,046 82 6 HE 700 B S355 2,0076 79 8 HE 650 A S460 2,2777

83,6 5 HE 700 M S355 1,9477
86 5 HE 800 A S460 1,7453

100,8 6 HE 900x466 S355 3,0008 99 8 HE 900 M S355 3,0664 94,6 9 HE 800x373 S355 3,6262 89,6 10 HE 800x373 S355 3,9561 84,4 11 HE 700x418 S355 4,6038
101,3 6 HL 920x420 S355 2,8489 99,7 7 HL 920x344 S355 2,8893 96,2 7 HE 800x444 S355 3,3468 91,2 8 HE 800x444 S355 3,7271 88,4 11 HE 800 M S355 3,8828
102,7 5 HL 920x491 S355 2,7446 100,6 6 HL 920x390 S355 2,7812 97,6 8 HE 800x373 S355 3,3327 92,6 9 HE 800x373 S355 3,6651 90,6 9 HE 800x373 S355 3,6976
103,6 6 HL 920x390 S355 2,7386 103,1 6 HL 920x368 S355 2,7075 98 8 HE 900 M S355 3,1104 93,4 10 HE 800 M S355 3,5999 93,4 10 HE 800 M S355 3,652
104,8 5 HL 920x449 S355 2,6137 106 6 HL 1000 A S355 2,536 99,7 7 HL 920x344 S355 2,9419 94,2 7 HE 800x444 S355 3,3866 94,6 8 HE 800x373 S355 3,4183
107,7 6 HL 920x344 S355 2,5743 107 6 HE 1000 B S355 2,4628 102 8 HE 900 B S355 2,9115 96,4 9 HE 800 M S355 3,3482 96 10 HE 900 A S355 3,2752
107,8 5 HL 1000 M S355 2,4878 111 6 HE 1000 A S460 2,3852 103 7 HE 900 M S355 2,8604 97 9 HE 900 B S355 3,1907 97 9 HE 900 B S355 3,2462
109,6 5 HE 1000x393 S355 2,425 105 7 HE 900 B S355 2,6755 98 8 HE 900 M S355 3,1692 98 8 HE 900 B S355 2,9971
110 5 HL 1000 B S355 2,3521 106 7 HE 1000 A S355 2,6249 99,7 7 HL 920x344 S355 3,0028 104 8 HE 900 A S460 2,92

112,8 5 HE 1000 M S355 2,2797 108 7 HE 1000x249 S460 2,5945 100 8 HE 900 B S355 2,9573
114 5 HL 1000 A S355 2,2314 101 7 HE 900 M S355 2,907
115 5 HE 1000 B S460 2,2037 104 8 HE 900 A S355 2,8153

105 7 HE 900 B S355 2,741
106 7 HE 1000x249 S460 2,6465

Span length = 10,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x509 4 S355 51,6 1,967 0,961 7,49 15,94 146 335 15,4 17,2 17,9 17,5 2,39 4,50 5,09 5,74 6,67 7,44 16,04 2203 2,5 11369 <200 905 2112 *

2,5 HE 600 A 4 S460 66,0 1,058 0,963 7,42 11,01 268 440 17,3 16,9 17,9 22,3 1,02 4,50 5,00 5,73 6,89 7,44 16,04 2196 2,5 11414 <200 907 2114 *

3,0 HD 400x421 5 S355 49,5 2,033 0,979 7,69 16,16 153 335 15,0 17,5 17,9 20,0 2,22 4,50 5,19 5,64 6,52 7,44 16,04 2202 2,5 11907 <200 916 2123 *

3,0 HE 550 A 5 S355 62,0 1,182 0,959 7,58 9,58 258 345 16,6 17,2 17,9 24,3 1,07 4,50 5,10 5,63 6,70 7,44 16,04 2205 2,5 12010 <200 921 2129 *

3,5 HD 400x421 5 S355 49,5 2,045 0,949 7,81 16,35 151 335 14,4 17,0 17,9 19,1 1,83 4,50 5,04 5,68 6,54 7,44 16,04 2290 2,5 12458 <200 924 2131 *

3,5 HE 500 A 5 S460 61,0 1,181 0,998 7,70 10,77 274 440 18,0 17,8 17,9 27,4 0,90 4,50 5,30 5,47 6,53 7,44 16,04 2122 2,5 12632 <200 933 2140 *

4,0 HD 320x300 8 S355 47,5 2,110 0,999 7,90 16,66 152 335 15,1 17,9 17,9 22,9 1,61 4,50 5,32 5,49 6,31 7,44 16,04 2203 2,5 13085 <200 940 2147 *

4,0 HE 500 A 6 S355 57,0 1,319 0,999 7,77 9,93 249 345 16,0 17,9 17,9 25,0 0,94 4,50 5,32 5,45 6,43 7,44 16,04 2149 2,5 13087 <200 940 2148 *

4,5 HD 320x300 9 S355 45,5 2,344 0,972 8,08 18,43 139 335 13,6 17,4 17,9 20,7 1,49 4,50 5,20 5,51 6,28 7,44 16,04 2314 2,5 13648 <200 962 2169 *

4,5 HE 450 A 7 S355 59,0 1,452 0,886 7,98 10,29 239 345 15,5 15,9 17,9 27,5 0,71 4,50 4,73 5,62 6,56 7,44 16,04 2451 2,5 14069 <200 984 2191 *

2,5 HD 400x551 4 S355 52,5 2,086 0,930 7,55 16,86 136 325 14,5 15,9 17,1 16,0 2,29 3,00 4,69 5,95 6,85 7,44 16,04 2404 2,5 11528 <200 913 2120 *

2,5 HE 600 A 4 S355 66,0 1,043 0,989 7,42 8,83 268 345 17,3 16,9 17,1 22,3 1,02 3,00 5,00 5,73 6,89 7,44 16,04 2196 2,5 11414 <200 907 2114 *

3,0 HD 400x421 5 S355 50,5 2,038 0,999 7,70 16,27 152 335 15,0 17,0 17,1 19,9 2,10 3,00 5,05 5,70 6,58 7,44 16,04 2264 2,5 11982 <200 920 2127 *

3,0 HE 550 A 5 S355 64,0 1,192 0,945 7,62 9,76 254 345 16,3 16,1 17,1 24,0 0,97 3,00 4,78 5,78 6,85 7,44 16,04 2353 2,5 12160 <200 929 2136 *

3,5 HD 400x421 5 S355 49,5 2,045 0,997 7,81 16,35 151 335 14,4 17,0 17,1 19,1 1,83 3,00 5,04 5,68 6,54 7,44 16,04 2290 2,5 12458 <200 924 2131 *

3,5 HE 500 A 5 S355 64,0 1,182 0,959 7,75 8,99 265 345 17,3 16,0 17,1 26,7 0,78 3,00 4,74 5,73 6,78 7,44 16,04 2375 2,5 12895 <200 947 2154 85

4,0 HD 400x347 7 S355 47,7 2,198 0,936 7,94 18,32 137 335 13,1 16,0 17,1 18,6 1,53 3,00 4,75 5,79 6,59 7,44 16,04 2475 2,5 13176 <200 945 2152 *

4,0 HE 500 A 6 S355 59,0 1,332 0,975 7,81 10,14 244 345 15,7 16,6 17,1 24,6 0,84 3,00 4,95 5,61 6,59 7,44 16,04 2313 2,5 13287 <200 951 2158 *

4,5 HD 400x314 8 S355 46,9 2,343 0,928 8,09 19,32 133 345 12,5 15,8 17,1 18,3 1,32 3,00 4,72 5,76 6,52 7,44 16,04 2539 2,5 13748 <200 967 2174 *

4,5 HE 450 A 7 S355 59,0 1,452 0,930 7,98 10,29 239 345 15,5 15,9 17,1 27,5 0,71 3,00 4,73 5,62 6,56 7,44 16,04 2451 2,5 14069 <200 984 2191 *

2,5 HD 400x900 4 S355 60,1 3,080 0,474 7,13 26,95 78 295 8,1 7,3 15,4 8,9 1,30 3,00 2,15 7,62 8,38 7,44 16,04 4461 2,5 12908 200 986 1987 *

2,5 HE 700 A 4 S355 84,0 1,259 0,603 6,94 12,44 183 345 10,9 7,5 15,4 14,7 0,40 3,00 2,23 7,47 8,58 7,44 16,04 4150 2,5 12605 200 970 1971 109

3,0 HD 400x818 5 S355 58,4 3,500 0,438 7,38 31,99 76 315 7,3 6,7 15,4 9,4 1,11 3,00 1,99 7,76 8,45 7,44 16,04 4878 2,5 13857 202 1019 2019 *

3,0 HE 700 A 5 S355 79,0 1,483 0,522 7,10 14,84 162 345 9,3 7,1 15,4 13,4 0,41 3,00 2,11 7,56 8,56 7,44 16,04 4462 2,5 13404 200 995 1995 *

3,5 HD 400x677 6 S355 55,3 3,547 0,471 7,42 30,79 78 315 7,5 7,2 15,4 10,2 0,99 3,00 2,15 7,46 8,14 7,44 16,04 4553 2,5 14302 200 1021 2022 *

3,5 HE 650 A 5 S355 79,0 1,439 0,549 7,24 13,79 170 345 9,6 7,0 15,4 14,7 0,33 3,00 2,07 7,50 8,47 7,44 16,04 4525 2,5 14310 200 1021 2022 *

4,0 HD 400x677 6 S355 55,3 3,568 0,462 7,48 31,06 76 315 7,1 7,1 15,4 9,9 0,82 3,00 2,11 7,49 8,15 7,44 16,04 4679 2,5 14890 200 1035 2036 *

4,0 HE 650 A 6 S355 74,0 1,635 0,497 7,32 15,71 154 345 8,5 7,0 15,4 13,4 0,33 3,00 2,07 7,45 8,34 7,44 16,04 4586 2,5 14912 200 1036 2037 *

4,5 HD 400x634 7 S355 54,4 3,918 0,437 7,66 34,63 70 325 6,5 6,7 15,4 9,3 0,66 3,00 2,00 7,57 8,19 7,44 16,04 5019 2,5 15742 203 1072 2073 *

4,5 HE 600 A 7 S355 74,0 1,742 0,474 7,51 16,71 146 345 8,2 6,5 15,4 14,2 0,28 3,00 1,93 7,53 8,37 7,44 16,04 4973 2,5 15914 203 1081 2082 *

3,5 HD 400x1086 5 S355 63,9 4,551 0,551 9,00 42,40 76 295 6,1 4,6 12,8 10,8 0,83 1,50 1,35 7,66 8,25 7,44 16,04 7372 2,5 20356 254 1550 2551 *

3,5 HE 800 A 5 S355 89,0 1,734 0,524 8,66 18,71 168 345 7,9 4,6 12,8 14,5 0,28 1,50 1,38 7,62 8,51 7,44 16,04 6791 2,5 19854 250 1524 2524 106

4,0 HD 400x990 6 S355 62,0 4,985 0,446 9,15 45,43 73 295 5,8 4,4 12,8 10,8 0,67 1,50 1,31 7,73 8,29 7,44 16,04 7720 2,5 21315 260 1583 2583 *

4,0 HE 800 A 6 S355 86,0 1,981 0,471 8,83 21,83 151 345 6,9 4,3 12,8 13,3 0,26 1,50 1,28 7,82 8,63 7,44 16,04 7421 2,5 20803 261 1556 2556 110

4,5 HD 400x900 7 S355 60,1 5,304 0,379 9,25 47,26 70 295 5,5 4,4 12,8 10,8 0,57 1,50 1,31 7,72 8,25 7,44 16,04 7849 2,5 22130 262 1602 2602 *

4,5 HE 700 A 7 S355 84,0 2,124 0,475 8,95 21,86 152 345 7,3 4,4 12,8 15,3 0,23 1,50 1,30 7,70 8,48 7,44 16,04 7362 2,5 21701 258 1579 2580 107

5,0 HD 400x900 7 S355 60,1 5,325 0,341 9,33 47,58 68 295 5,3 4,4 12,8 10,5 0,47 1,50 1,31 7,74 8,27 7,44 16,04 8006 2,5 22747 265 1617 2618 *

5,0 HE 700 A 7 S355 81,0 2,147 0,475 9,04 21,57 152 345 7,1 4,5 12,8 14,9 0,22 1,50 1,35 7,53 8,29 7,44 16,04 7136 2,5 22339 250 1595 2596 *

5,5 HD 400x900 8 S355 60,1 6,034 0,312 9,59 54,22 60 295 4,6 4,0 12,8 9,2 0,35 1,50 1,20 8,07 8,56 7,44 16,04 9070 2,5 24186 281 1676 2677 *

5,5 HE 700 A 8 S355 79,0 2,373 0,425 9,20 24,12 135 345 6,5 4,3 12,8 13,2 0,20 1,50 1,30 7,64 8,35 7,44 16,04 7586 2,5 23291 259 1629 2630 *

3,5 HE 900x466 7 S355 100,8 3,374 0,222 9,25 53,52 68 335 3,8 1,9 11,0 5,7 0,18 1,50 0,57 11,26 11,91 7,44 16,04 17044 2,5 22308 350 1653 2654 *

3,5 HE 1000 M 5 S355 115,8 2,291 0,290 9,25 35,85 95 345 4,6 2,0 11,0 6,7 0,12 1,50 0,59 10,95 11,73 7,44 16,04 16016 2,5 22563 303 1666 2667 *

4,0 HE 800x444 8 S460 99,2 3,750 0,379 9,45 28,81 68 430 3,9 1,9 11,0 6,4 0,15 1,50 0,57 11,09 11,72 7,44 16,04 17071 2,5 23581 345 1702 2703 *

4,0 HE 1000 B 6 S355 112,0 2,489 0,285 9,43 38,08 94 345 4,2 1,9 11,0 6,7 0,11 1,50 0,58 10,97 11,70 7,44 16,04 16612 2,5 23726 325 1710 2710 *

4,5 HE 800x444 9 S355 91,2 4,030 0,204 9,53 59,28 62 335 3,5 2,0 11,0 5,8 0,16 1,50 0,59 10,94 11,51 7,44 16,04 16782 2,5 24196 320 1711 2711 *

4,5 HE 1000x249 7 S355 113,0 2,588 0,306 9,64 35,90 103 345 4,3 1,9 11,0 7,6 0,09 1,50 0,56 10,92 11,64 7,44 16,04 17119 2,5 25180 341 1762 2763 147

5,0 HE 800x444 9 S355 91,2 4,082 0,197 9,69 59,87 60 335 3,4 1,9 11,0 5,6 0,14 1,50 0,57 10,97 11,52 7,44 16,04 17325 2,5 25266 341 1750 2750 *

5,0 HE 1000x249 7 S355 110,0 2,635 0,308 9,78 35,63 105 345 4,1 1,9 11,0 7,4 0,08 1,50 0,57 10,77 11,46 7,44 16,04 17004 2,5 26183 325 1798 2799 150

5,5 HE 700x418 11 S355 89,4 4,637 0,196 9,91 63,35 57 335 3,5 1,9 11,0 6,0 0,12 1,50 0,58 10,81 11,34 7,44 16,04 17487 2,5 26669 335 1807 2808 *

5,5 HE 1000x249 8 S355 105,0 2,893 0,280 9,92 39,09 94 345 3,8 1,9 11,0 6,6 0,08 1,50 0,57 10,70 11,34 7,44 16,04 17213 2,5 27115 325 1831 2832 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 10,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

59,4 4 HE 500 M S355 1,2322 51,6 5 HD 400x382 S355 1,7656 50,2 7 HE 400 M S355 1,7214 47,7 6 HD 400x347 S355 1,9324 46,3 8 HD 400x287 S355 2,113
64 5 HE 550 A S355 1,1606 54,8 6 HE 450 M S355 1,6531 53,2 6 HE 400 M S355 1,5414 49,5 8 HE 360 M S355 1,9047 46,5 9 HE 360 M S355 2,1053
65 4 HE 550 B S355 1,081 55,8 5 HE 450 M S355 1,4403 54,8 5 HE 450 M S355 1,4531 49,9 6 HD 400x314 S355 1,8405 46,9 7 HD 400x314 S355 2,0951

57 6 HE 500 B S355 1,3811 56 7 HE 500 A S355 1,4364 50,2 7 HE 400 M S355 1,7413 48,7 8 HD 400x262 S355 2,0207
60 5 HE 500 B S355 1,2265 57 6 HE 500 B S355 1,4016 51,5 7 HE 360 M S355 1,7242 49,3 7 HD 400x287 S355 1,9165
61 5 HE 550 A S460 1,1945 58,2 5 HE 400 M S355 1,3731 52,7 7 HE 340 M S355 1,7234 50,2 7 HE 400 M S355 1,7712

59 6 HE 500 A S355 1,3034 53 8 HE 450 B S355 1,6583 51,5 7 HE 360 M S355 1,7552
60 5 HE 500 B S355 1,2498 53,2 6 HE 400 M S355 1,5638 52 8 HE 450 B S355 1,6843
61 5 HE 550 A S355 1,2014 54,5 6 HE 360 M S355 1,5503 52,5 7 HD 400x216 S355 1,6606

55 8 HE 400 B S355 1,4841 55 8 HE 400 B S355 1,5196
56 7 HE 500 A S355 1,4625 56 7 HE 500 A S355 1,4987
57 6 HE 500 A S460 1,3382 59 7 HE 450 A S460 1,4724

52,6 4 HD 400x509 S355 1,9707 53,6 5 HD 400x382 S355 1,7757 51,6 5 HD 400x382 S355 1,7797 48,6 6 HD 400x382 S355 2,0676 47,3 8 HD 400x287 S355 2,1205
59,4 5 HE 500 M S355 1,4544 54,8 6 HE 450 M S355 1,6531 53,2 7 HE 400 M S355 1,739 50,2 8 HE 400 M S355 1,9389 47,5 9 HE 360 M S355 2,1129
62 5 HE 550 B S355 1,2458 57,8 5 HE 450 M S355 1,4503 54,8 6 HE 450 M S355 1,6707 51,2 7 HE 400 M S355 1,748 47,9 7 HD 400x314 S355 2,1027

62,4 4 HE 500 M S355 1,2447 60 6 HE 500 B S355 1,3962 55,2 6 HE 400 M S355 1,5531 54,5 7 HE 360 M S355 1,7443 48,7 8 HD 400x262 S355 2,0207
65 4 HE 550 B S355 1,081 61 6 HE 550 A S355 1,3353 55,8 5 HE 450 M S355 1,459 54,8 6 HE 450 M S355 1,6944 49,3 7 HD 400x287 S355 1,9165
66 4 HE 600 A S460 1,0576 62 5 HE 500 B S355 1,2366 57 6 HE 500 B S355 1,4016 55 8 HE 450 B S355 1,6717 50,2 7 HE 400 M S355 1,7712

64 5 HE 550 A S460 1,2096 58,2 5 HE 400 M S355 1,3731 55,2 6 HE 400 M S355 1,5772 52,7 7 HE 340 M S355 1,7554
60 5 HE 500 B S355 1,2498 56 7 HE 500 A S355 1,4625 53 8 HE 450 B S355 1,6919
61 5 HE 550 A S355 1,2014 57 6 HE 500 B S355 1,4281 55 7 HE 450 B S355 1,5478
64 5 HE 500 A S460 1,1985 59 6 HE 500 A S460 1,3516 56 7 HE 500 A S355 1,4987

59 7 HE 450 A S460 1,4724

63,4 4 HD 400x818 S355 2,8676 59,8 5 HD 400x744 S355 3,2523 57,8 5 HD 400x744 S355 3,258 57,4 6 HD 400x634 S355 3,4039 56,5 7 HD 400x592 S355 3,7316
70,2 5 HE 600x337 S355 1,7053 63,3 5 HD 400x677 S355 3,039 61,5 6 HD 400x592 S355 3,2315 61,5 6 HD 400x592 S355 3,2579 59,6 7 HD 400x509 S355 3,3551
71,8 4 HE 600x399 S355 1,6015 69 6 HE 600 M S355 1,8081 62,4 5 HD 400x634 S355 2,9066 64,2 8 HE 550 M S355 2,2689 62,4 9 HE 500 M S355 2,4785
74 5 HE 600 M S355 1,563 70,2 5 HE 600x337 S355 1,7402 67,2 7 HE 550 M S355 2,0277 65,2 7 HE 550 M S355 2,0484 64,2 8 HE 550 M S355 2,3107
75 4 HE 650x343 S355 1,5525 72 6 HE 650 B S355 1,6764 69 6 HE 600 M S355 1,8377 67 8 HE 600 B S355 1,962 65,2 7 HE 550 M S355 2,0909

76,8 4 HE 650 M S355 1,428 74 5 HE 600 M S355 1,6015 70,2 5 HE 600x337 S355 1,7704 69 6 HE 600 M S355 1,8733 67 8 HE 600 B S355 2,007
82 4 HE 700 B S355 1,3386 77 5 HE 650 B S355 1,495 72 5 HE 600 M S355 1,6237 69,2 6 HE 550 M S355 1,8481 70 7 HE 600 B S355 1,8439
84 4 HE 700 A S460 1,2761 75 6 HE 600 B S355 1,603 70 7 HE 600 B S355 1,7966 74 7 HE 600 A S460 1,7682

76 5 HE 700 A S355 1,505 72 6 HE 650 B S355 1,7481
79 5 HE 650 A S460 1,4587 74 6 HE 650 A S460 1,659

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

70 5 HD 400x990 S355 4,2572 65,1 6 HD 400x900 S355 4,6339 63,4 7 HD 400x818 S355 4,9336 63,3 8 HD 400x677 S355 4,8138 69 10 HE 600 M S355 2,9715
72,8 7 HE 600x399 S355 2,6645 71,8 7 HE 600x399 S355 2,6933 64,8 7 HD 400x744 S355 4,5875 69 10 HE 600 M S355 2,9399 70,2 8 HE 600x337 S355 2,7714
75 7 HE 650x343 S355 2,5668 73,8 8 HE 650 M S355 2,6182 70,2 9 HE 600x337 S355 2,9677 70,2 8 HE 600x337 S355 2,7391 72 10 HE 650 B S355 2,7551

76,6 6 HE 650x407 S355 2,5521 75 7 HE 650x343 S355 2,6048 71,2 8 HE 600x337 S355 2,7117 72 9 HE 600 M S355 2,7336 73,8 8 HE 650 M S355 2,7229
78,2 7 HE 600x337 S355 2,4265 76,6 6 HE 650x407 S355 2,5908 73,8 8 HE 650 M S355 2,6486 73 10 HE 650 B S355 2,7286 74 8 HE 600 M S355 2,5547
79,6 5 HE 650x407 S355 2,2387 76,8 6 HE 600x399 S355 2,424 75 7 HE 650x343 S355 2,6355 73,8 8 HE 650 M S355 2,6871 76 9 HE 700 A S355 2,5469
81,6 6 HE 700 M S355 2,1954 78 6 HE 650x343 S355 2,3385 75,2 7 HE 600x337 S355 2,478 74 8 HE 600 M S355 2,5187 77 8 HE 650 B S355 2,3888
82,8 5 HE 700x352 S355 2,1065 79,6 6 HE 700 M S355 2,226 76,8 7 HE 650 M S355 2,4183 75,2 7 HE 600x337 S355 2,5175
86 6 HE 800 A S355 1,932 81,8 6 HE 650 M S355 2,1663 80 7 HE 700 B S355 2,2479 76 9 HE 700 A S355 2,5083
87 5 HE 800 B S355 1,8322 84 7 HE 700 A S355 2,084 84 7 HE 700 A S460 2,154 76,8 7 HE 650 M S355 2,4596
89 5 HE 800 A S460 1,7574 85 6 HE 700 B S355 2,0212 77 7 HE 600 M S355 2,3125

86 6 HE 800 A S460 2,0092 78 7 HE 700 B S355 2,2758
80 7 HE 650 B S355 2,1686

101,8 6 HL 920x449 S355 2,9634 99,2 8 HE 900x391 S355 3,3901 96,2 8 HE 800x444 S355 3,7028 92,6 10 HE 800x373 S355 3,9696 89,6 11 HE 800x373 S355 4,308
103,5 5 HL 920x537 S355 2,898 100,6 7 HL 920x390 S355 3,1066 97,6 9 HE 800x373 S355 3,6382 94,2 8 HE 800x444 S355 3,7421 90,6 10 HE 800x373 S355 4,002
104,3 6 HL 920x420 S355 2,8588 101,1 7 HL 920x368 S355 3,0044 98 9 HE 900 M S355 3,3874 96,4 10 HE 800 M S355 3,6138 92,2 8 HE 800x444 S355 3,7754
105,7 5 HL 920x491 S355 2,7553 102,3 6 HL 920x420 S355 2,9083 99,2 7 HE 800x444 S355 3,3605 97 10 HE 900 B S355 3,438 94,6 9 HE 800x373 S355 3,7237
108,2 5 HL 1000x443 S355 2,6057 105,6 6 HL 920x390 S355 2,8071 100,1 7 HL 920x368 S355 3,0504 99 8 HE 900 M S355 3,1682 96 11 HE 900 A S355 3,4995
108,8 5 HL 1000 M S355 2,4871 107 6 HL 1000 B S355 2,7085 102,7 7 HL 920x344 S355 2,9562 99,7 7 HL 920x344 S355 2,9944 97 10 HE 900 B S355 3,4935
112 5 HL 1000 B S355 2,3575 107,8 6 HE 1000 M S355 2,6074 105 8 HE 900 B S355 2,9251 103 7 HE 900 M S355 2,9154 97,6 8 HE 800x373 S355 3,4363

115,8 5 HE 1000 M S460 2,3279 109 6 HL 1000 A S355 2,5489 106 8 HE 1000 A S355 2,8658 106 7 HE 1000 A S355 2,6835 98 8 HE 900 M S355 3,2159
112 6 HE 1000 B S460 2,529 107 7 HE 1000 B S355 2,7864 110 7 HE 1000x249 S460 2,6721 102 8 HE 900 B S355 3,0249

109 7 HE 1000 A S355 2,6395 105 8 HE 1000x249 S460 2,9348
113 7 HE 1000x249 S460 2,6244

Span length = 10,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x551 4 S355 52,5 2,081 0,937 7,80 16,86 141 325 14,9 17,2 18,3 17,6 2,33 4,50 4,96 5,68 6,56 7,27 15,76 2404 2,5 11528 <200 934 2169 *

2,5 HE 600 A 4 S460 66,0 1,054 0,997 7,68 11,01 278 440 17,8 18,3 18,3 24,4 1,03 4,50 5,30 5,48 6,60 7,27 15,76 2196 2,5 11414 <200 928 2163 87

3,0 HD 400x463 5 S355 50,5 2,174 0,937 8,02 17,88 146 335 14,4 17,2 18,3 19,8 2,14 4,50 4,98 5,62 6,45 7,27 15,76 2444 2,5 12113 <200 948 2183 *

3,0 HE 550 A 5 S355 66,0 1,198 0,919 7,92 9,95 258 345 16,5 16,4 18,3 25,9 0,89 4,50 4,75 5,67 6,71 7,27 15,76 2513 2,5 12310 <200 959 2194 85

3,5 HD 400x421 5 S355 50,5 2,045 0,974 8,10 16,47 155 335 14,8 17,9 18,3 20,7 1,77 4,50 5,18 5,49 6,33 7,27 15,76 2359 2,5 12546 <200 950 2185 *

3,5 HE 500 A 5 S460 64,0 1,195 0,990 8,03 11,11 275 440 17,8 17,3 18,3 29,2 0,79 4,50 5,02 5,47 6,49 7,27 15,76 2375 2,5 12895 <200 969 2203 84

4,0 HD 400x347 7 S355 47,7 2,192 0,942 8,21 18,32 143 335 13,5 17,3 18,3 20,3 1,58 4,50 5,02 5,53 6,31 7,27 15,76 2475 2,5 13176 <200 967 2202 *

4,0 HE 500 A 6 S355 59,0 1,328 0,983 8,09 10,14 253 345 16,3 18,0 18,3 26,9 0,86 4,50 5,24 5,36 6,31 7,27 15,76 2313 2,5 13287 <200 973 2208 *

4,5 HD 400x314 8 S355 46,9 2,336 0,934 8,37 19,32 139 345 13,0 17,1 18,3 20,0 1,36 4,50 4,99 5,50 6,24 7,27 15,76 2539 2,5 13748 <200 989 2224 *

4,5 HE 450 A 7 S355 59,0 1,447 0,938 8,26 10,29 248 345 16,0 17,2 18,3 30,1 0,73 4,50 5,00 5,37 6,28 7,27 15,76 2451 2,5 14069 <200 1007 2242 *

2,5 HD 400x551 4 S355 52,5 2,081 0,983 7,80 16,86 141 325 14,9 17,2 17,5 17,6 2,33 3,00 4,96 5,68 6,56 7,27 15,76 2404 2,5 11528 <200 934 2169 *

2,5 HE 600 A 4 S355 69,0 1,052 0,974 7,74 9,07 272 345 17,5 16,7 17,5 24,0 0,90 3,00 4,86 5,68 6,81 7,27 15,76 2404 2,5 11602 <200 938 2173 86

3,0 HD 400x463 5 S355 50,5 2,174 0,984 8,02 17,88 146 335 14,4 17,2 17,5 19,8 2,14 3,00 4,98 5,62 6,45 7,27 15,76 2444 2,5 12113 <200 948 2183 *

3,0 HE 550 A 5 S355 64,0 1,188 1,000 7,89 9,76 263 345 16,8 17,5 17,5 26,2 0,99 3,00 5,07 5,52 6,56 7,27 15,76 2353 2,5 12160 <200 951 2186 83

3,5 HD 400x463 5 S355 50,5 2,186 0,955 8,15 18,09 144 335 13,8 16,7 17,5 18,9 1,77 3,00 4,83 5,66 6,48 7,27 15,76 2538 2,5 12671 <200 956 2191 *

3,5 HE 500 A 5 S355 64,0 1,178 0,990 8,03 8,99 275 345 17,8 17,3 17,5 29,2 0,79 3,00 5,02 5,47 6,49 7,27 15,76 2375 2,5 12895 <200 969 2203 80

4,0 HD 400x347 7 S355 47,7 2,192 0,989 8,21 18,32 143 335 13,5 17,3 17,5 20,3 1,58 3,00 5,02 5,53 6,31 7,27 15,76 2475 2,5 13176 <200 967 2202 *

4,0 HE 500 A 6 S355 61,0 1,341 0,959 8,13 10,36 248 345 15,9 16,7 17,5 26,6 0,77 3,00 4,86 5,52 6,46 7,27 15,76 2490 2,5 13487 <200 984 2219 *

4,5 HD 400x314 8 S355 46,9 2,336 0,981 8,37 19,32 139 345 13,0 17,1 17,5 20,0 1,36 3,00 4,99 5,50 6,24 7,27 15,76 2539 2,5 13748 <200 989 2224 *

4,5 HE 450 A 7 S355 59,0 1,447 0,984 8,26 10,29 248 345 16,0 17,2 17,5 30,1 0,73 3,00 5,00 5,37 6,28 7,27 15,76 2451 2,5 14069 <200 1007 2242 *

2,5 HD 400x900 4 S355 60,1 3,073 0,501 7,38 26,95 80 295 8,3 7,9 15,7 9,7 1,33 3,00 2,28 7,28 8,02 7,27 15,76 4461 2,5 12908 200 1009 2032 *

2,5 HE 800 A 4 S355 86,0 1,320 0,532 7,26 14,45 167 345 9,4 7,1 15,7 12,3 0,38 3,00 2,05 7,61 8,66 7,27 15,76 4810 2,5 12782 200 1002 2026 117

3,0 HD 400x818 5 S355 58,4 3,493 0,463 7,64 31,99 78 315 7,6 7,3 15,7 10,2 1,14 3,00 2,11 7,41 8,09 7,27 15,76 4878 2,5 13857 200 1042 2066 *

3,0 HE 700 A 5 S355 81,0 1,488 0,535 7,40 15,09 166 345 9,5 7,3 15,7 14,5 0,38 3,00 2,12 7,37 8,34 7,27 15,76 4701 2,5 13554 200 1026 2050 *

3,5 HD 400x677 6 S355 58,3 3,557 0,466 7,72 31,26 79 315 7,8 7,3 15,7 10,9 0,89 3,00 2,12 7,30 7,97 7,27 15,76 4855 2,5 14565 200 1059 2082 *

3,5 HE 700 A 5 S355 79,0 1,518 0,521 7,52 15,11 163 345 9,1 7,2 15,7 13,8 0,33 3,00 2,08 7,34 8,27 7,27 15,76 4780 2,5 14355 200 1047 2071 *

4,0 HD 400x744 6 S355 56,8 3,846 0,434 7,84 34,59 73 315 6,8 6,8 15,7 9,7 0,78 3,00 1,99 7,49 8,11 7,27 15,76 5273 2,5 15290 203 1081 2105 *

4,0 HE 600 B 6 S355 75,0 1,640 0,490 7,63 16,94 147 345 8,8 7,1 15,7 14,8 0,33 3,00 2,07 7,28 8,14 7,27 15,76 4864 2,5 15081 200 1070 2093 *

4,5 HD 400x677 7 S355 55,3 4,123 0,427 8,00 36,17 69 315 6,4 6,7 15,7 9,5 0,64 3,00 1,96 7,45 8,04 7,27 15,76 5428 2,5 16040 204 1113 2137 *

4,5 HE 600 B 7 S355 72,0 1,853 0,442 7,78 19,15 132 345 7,9 6,9 15,7 13,4 0,31 3,00 1,99 7,31 8,10 7,27 15,76 5107 2,5 15822 201 1101 2125 *

3,5 HD 400x1202 5 S355 65,0 4,953 0,525 9,46 46,60 73 295 5,9 4,5 13,1 10,8 0,79 1,50 1,30 7,60 8,16 7,27 15,76 8119 2,5 20853 259 1613 2637 *

3,5 HE 800 A 5 S355 94,0 1,758 0,526 9,10 19,48 170 345 7,9 4,5 13,1 15,4 0,24 1,50 1,29 7,66 8,52 7,27 15,76 7666 2,5 20291 258 1583 2606 104

4,0 HD 400x990 6 S355 63,0 4,982 0,447 9,51 45,63 75 295 6,0 4,7 13,1 11,7 0,67 1,50 1,36 7,44 7,99 7,27 15,76 7857 2,5 21415 251 1625 2648 *

4,0 HE 800 A 6 S355 86,0 1,975 0,490 9,17 21,83 157 345 7,2 4,7 13,1 14,5 0,26 1,50 1,36 7,47 8,26 7,27 15,76 7421 2,5 20803 250 1592 2615 105

4,5 HD 400x900 7 S355 61,1 5,301 0,382 9,62 47,48 72 295 5,8 4,6 13,1 11,7 0,57 1,50 1,36 7,43 7,96 7,27 15,76 7994 2,5 22243 253 1645 2669 *

4,5 HE 800 A 7 S355 86,0 2,231 0,432 9,37 25,37 138 345 6,4 4,1 13,1 12,8 0,22 1,50 1,20 7,85 8,58 7,27 15,76 8522 2,5 22015 270 1633 2656 114

5,0 HD 400x900 7 S355 60,1 5,314 0,360 9,69 47,58 71 295 5,5 4,7 13,1 11,4 0,50 1,50 1,38 7,40 7,92 7,27 15,76 8006 2,5 22747 252 1654 2678 *

5,0 HE 700 A 7 S355 84,0 2,165 0,484 9,46 22,16 156 345 7,2 4,5 13,1 16,0 0,20 1,50 1,32 7,44 8,17 7,27 15,76 7752 2,5 22714 253 1653 2676 106

5,5 HD 400x900 8 S355 60,1 6,022 0,329 9,95 54,22 62 295 4,8 4,3 13,1 10,0 0,37 1,50 1,26 7,71 8,19 7,27 15,76 9070 2,5 24186 276 1715 2739 *

5,5 HE 700 A 8 S355 81,0 2,384 0,436 9,61 24,54 139 345 6,7 4,4 13,1 14,3 0,19 1,50 1,30 7,46 8,15 7,27 15,76 8009 2,5 23566 257 1682 2706 *

3,5 HE 900x466 7 S355 101,8 3,371 0,230 9,63 53,75 71 335 3,9 2,0 11,2 6,2 0,18 1,50 0,59 10,83 11,46 7,27 15,76 17299 2,5 22395 310 1696 2720 *

3,5 HL 1100 A 5 S355 117,0 2,339 0,298 9,66 37,37 96 345 4,3 2,0 11,2 6,5 0,12 1,50 0,59 10,78 11,53 7,27 15,76 17316 2,5 22731 315 1714 2738 *

4,0 HE 900x466 7 S355 100,8 3,424 0,224 9,81 54,21 69 335 3,7 2,0 11,2 6,0 0,15 1,50 0,58 10,84 11,45 7,27 15,76 17779 2,5 23498 328 1737 2761 *

4,0 HE 1000 B 6 S355 115,0 2,502 0,292 9,86 38,81 96 345 4,3 2,0 11,2 7,3 0,10 1,50 0,58 10,72 11,43 7,27 15,76 17571 2,5 24026 319 1766 2789 *

4,5 HE 800x444 9 S355 94,2 4,042 0,209 9,96 60,14 64 335 3,7 2,0 11,2 6,3 0,15 1,50 0,59 10,65 11,22 7,27 15,76 17626 2,5 24534 308 1769 2792 *

4,5 HE 1000 A 7 S355 111,0 2,647 0,296 9,99 38,79 98 345 4,2 2,0 11,2 7,4 0,10 1,50 0,59 10,55 11,23 7,27 15,76 17425 2,5 25038 301 1796 2819 *

5,0 HE 800x444 10 S355 91,2 4,435 0,193 10,13 65,87 59 335 3,3 1,9 11,2 5,8 0,13 1,50 0,57 10,79 11,31 7,27 15,76 18647 2,5 25612 350 1809 2833 *

5,0 HE 1000x249 7 S355 113,0 2,653 0,315 10,24 36,44 108 345 4,2 1,9 11,2 8,1 0,08 1,50 0,56 10,54 11,21 7,27 15,76 18091 2,5 26558 324 1860 2884 144

5,5 HE 800x373 11 S355 90,6 4,305 0,199 10,26 61,50 61 335 3,4 2,0 11,2 6,0 0,12 1,50 0,59 10,52 11,04 7,27 15,76 18048 2,5 26532 313 1842 2866 *

5,5 HE 1000x249 8 S355 108,0 2,912 0,287 10,40 39,93 97 345 3,9 1,9 11,2 7,2 0,07 1,50 0,57 10,46 11,09 7,27 15,76 18293 2,5 27528 324 1896 2919 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 11,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

59,4 5 HE 500 M S355 1,4502 52,5 5 HD 400x421 S355 2,0424 53,2 7 HE 400 M S355 1,7349 48,6 6 HD 400x382 S355 2,0621 47,3 8 HD 400x287 S355 2,1157
62 5 HE 550 B S355 1,2419 54,8 6 HE 450 M S355 1,6482 54,8 6 HE 450 M S355 1,6658 50,2 8 HE 400 M S355 1,9343 47,9 7 HD 400x314 S355 2,0967

62,4 4 HE 500 M S355 1,2413 57,8 5 HE 450 M S355 1,4462 55,2 6 HE 400 M S355 1,5496 51,2 7 HE 400 M S355 1,7439 48,7 8 HD 400x262 S355 2,016
66 5 HE 550 A S460 1,1827 60 6 HE 500 B S355 1,3916 55,8 5 HE 450 M S355 1,4548 54,5 7 HE 360 M S355 1,7402 49,3 7 HD 400x287 S355 1,9121

61 6 HE 550 A S355 1,3308 57 6 HE 500 B S355 1,397 54,8 6 HE 450 M S355 1,6895 50,2 7 HE 400 M S355 1,767
62 5 HE 500 B S355 1,2327 58,2 5 HE 400 M S355 1,37 55 8 HE 450 B S355 1,6658 52,7 7 HE 340 M S355 1,7513
64 5 HE 550 A S460 1,2058 60 5 HE 500 B S355 1,2459 55,2 6 HE 400 M S355 1,5736 53 8 HE 450 B S355 1,686

61 5 HE 550 A S460 1,2151 57 6 HE 500 B S355 1,4235 55 7 HE 450 B S355 1,5426
59 6 HE 500 A S460 1,3472 56 7 HE 500 A S355 1,4936

59 7 HE 450 A S460 1,4673

59,4 5 HE 500 M S355 1,4502 52,5 5 HD 400x421 S355 2,0424 52,5 5 HD 400x421 S355 2,0567 48,6 6 HD 400x382 S355 2,0621 47,7 7 HD 400x347 S355 2,2197
63 5 HE 550 B S355 1,2461 55,8 6 HE 450 M S355 1,6532 53,6 5 HD 400x382 S355 1,7867 50,2 8 HE 400 M S355 1,9343 49,3 8 HD 400x287 S355 2,1307
66 5 HE 550 A S355 1,1652 59,4 5 HE 500 M S355 1,4764 54,8 6 HE 450 M S355 1,6658 52,5 7 HD 320x300 S355 1,9172 49,5 9 HE 360 M S355 2,1228
67 4 HE 600 B S355 1,1191 59,8 5 HE 450 M S355 1,4562 57 7 HE 500 B S355 1,5657 53,2 7 HE 400 M S355 1,7573 49,9 7 HD 400x314 S355 2,1118
69 4 HE 600 A S460 1,0669 60 6 HE 500 B S355 1,3916 57,8 5 HE 450 M S355 1,4665 54,5 7 HE 360 M S355 1,7402 50,2 8 HE 400 M S355 1,9643

61 6 HE 550 A S355 1,3308 59 7 HE 500 A S355 1,4489 54,8 6 HE 450 M S355 1,6895 51,3 7 HD 400x287 S355 1,9272
62 5 HE 550 B S355 1,2713 60 6 HE 500 B S355 1,4146 55,2 6 HE 400 M S355 1,5736 53 9 HE 450 B S355 1,8442
64 5 HE 550 A S460 1,2058 61 6 HE 550 A S355 1,355 58 6 HE 500 B S355 1,4302 53,2 7 HE 400 M S355 1,7897

62 5 HE 500 B S355 1,2576 60 6 HE 450 B S355 1,3826 54,5 7 HE 360 M S355 1,7737
64 5 HE 500 A S460 1,1946 61 6 HE 500 A S460 1,3606 55 9 HE 400 B S355 1,6504

56 8 HE 500 A S355 1,6437
57 7 HE 500 A S355 1,5011
59 7 HE 450 A S460 1,4673

66,4 4 HD 400x818 S355 2,8742 61,8 5 HD 400x744 S355 3,2553 58,4 5 HD 400x818 S355 3,5086 58,3 6 HD 400x677 S355 3,5798 55,4 7 HD 400x634 S355 3,9166
71,2 5 HE 600x337 S355 1,705 70 6 HE 600 M S355 1,808 59,8 5 HD 400x744 S355 3,2627 60,5 7 HD 400x551 S355 3,5191 58,5 7 HD 400x592 S355 3,7376
72,8 4 HE 600x399 S355 1,6017 71,2 5 HE 600x337 S355 1,7406 63,3 5 HD 400x677 S355 3,0532 61,5 6 HD 400x592 S355 3,2501 60,5 7 HD 400x551 S355 3,5553
75 4 HE 650x343 S355 1,5486 73,8 5 HE 650 M S355 1,7023 69 6 HE 600 M S355 1,8325 64,2 8 HE 550 M S355 2,2622 64,2 8 HE 550 M S355 2,304
77 5 HE 700 B S355 1,5369 75 6 HE 650 B S355 1,6866 70,2 5 HE 600x337 S355 1,7658 67,2 7 HE 550 M S355 2,0559 67 9 HE 600 B S355 2,1855

78,2 4 HE 600x337 S355 1,4711 76 6 HE 700 A S355 1,6643 73 6 HE 650 B S355 1,7101 69 6 HE 600 M S355 1,8681 67,2 7 HE 550 M S355 2,1
81,8 4 HE 650 M S355 1,4453 77 5 HE 700 B S355 1,5785 74 5 HE 600 M S355 1,631 72 7 HE 600 B S355 1,8044 70 8 HE 600 B S355 2,0234
85 4 HE 700 B S355 1,347 80 5 HE 650 B S355 1,5059 77 5 HE 700 B S355 1,6156 73 6 HE 650 B S355 1,7498 72 7 HE 600 B S460 1,8847
86 4 HE 800 A S460 1,3386 79 5 HE 700 A S460 1,5392 75 6 HE 600 B S460 1,6665

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

66,9 5 HD 400x1086 S355 4,5606 68,1 6 HD 400x900 S355 4,6448 66,4 7 HD 400x818 S355 4,946 70,2 9 HE 600x337 S355 2,9949 69 11 HE 600 M S355 3,1938
76,6 7 HE 650x407 S355 2,876 71,8 8 HE 600x399 S355 2,9886 71,2 9 HE 600x337 S355 2,9672 72 10 HE 600 M S355 2,9565 70,2 9 HE 600x337 S355 3,0269
76,8 7 HE 600x399 S355 2,6812 74,8 7 HE 600x399 S355 2,7067 73,8 9 HE 650 M S355 2,8934 72,8 7 HE 600x399 S355 2,7582 72 11 HE 650 B S355 2,9526
77,6 6 HE 650x407 S355 2,5519 76,6 6 HE 650x407 S355 2,5847 74,8 7 HE 600x399 S355 2,7365 73,2 8 HE 600x337 S355 2,757 73,2 8 HE 600x337 S355 2,7918
79,6 7 HE 700 M S355 2,4414 78,6 7 HE 700 M S355 2,4771 75 7 HE 650x343 S355 2,6289 74 9 HE 600 M S355 2,7426 73,8 8 HE 650 M S355 2,7157
79,8 6 HE 700x352 S355 2,3819 79,8 6 HE 700x352 S355 2,424 78,2 7 HE 600x337 S355 2,4942 74,8 8 HE 650 M S355 2,6883 77 8 HE 700 B S355 2,5224
81,4 5 HE 700x418 S355 2,3183 81,8 7 HE 650 M S355 2,4128 78,8 7 HE 650 M S355 2,427 75 7 HE 650x343 S355 2,6682 80 8 HE 650 B S355 2,4098
84,6 5 HE 650x407 S355 2,2628 83 6 HE 650x343 S355 2,3662 82 7 HE 700 B S355 2,2558 77 8 HE 600 M S355 2,5369
84,8 5 HE 700x352 S355 2,1125 83,6 6 HE 700 M S355 2,2463 78 8 HE 700 B S355 2,4917
87 6 HE 800 B S355 2,0644 85 7 HE 700 B S355 2,2382 78,8 7 HE 650 M S355 2,47

88,4 5 HE 800 M S355 2,0181 86 6 HE 800 A S460 2,003 80 8 HE 650 B S355 2,368
89 6 HE 800 A S355 1,9435 81 8 HE 700 A S355 2,3407
90 5 HE 800 B S355 1,8444 82 7 HE 700 B S355 2,3021
94 5 HE 800 A S460 1,7815 84 7 HE 700 A S460 2,1955

102,7 6 HL 920x491 S355 3,1331 102,2 8 HE 900x391 S355 3,4009 99,2 8 HE 900x391 S355 3,432 92,2 9 HE 800x444 S355 4,0794 91,2 9 HE 800x444 S355 4,12
104,5 5 HL 920x588 S355 3,0688 102,7 6 HL 920x491 S355 3,194 100,6 7 HL 920x390 S355 3,1512 97 11 HE 900 B S355 3,6838 94,6 10 HE 800x373 S355 4,0276
106,5 5 HL 920x537 S355 2,9088 102,8 6 HL 920x449 S355 3,0231 103,1 7 HL 920x368 S355 3,0648 99 9 HE 900 M S355 3,4449 96,2 8 HE 800x444 S355 3,8025
108,8 7 HE 1000 M S355 2,8366 105,1 7 HL 920x368 S355 3,023 104,7 7 HL 920x344 S355 2,9632 99,7 8 HL 920x344 S355 3,2865 97 12 HE 900 A S355 3,7312
109 5 HL 1000x483 S355 2,7406 106,3 6 HL 920x420 S355 2,9277 106 7 HL 1000 A S355 2,8644 100,6 7 HL 920x390 S355 3,2124 98 10 HE 900 B S355 3,4922

111,2 5 HL 1000x443 S355 2,6169 107 6 HL 1000 B S355 2,7014 107 7 HE 1000 B S355 2,7786 101,1 7 HL 920x368 S355 3,1115 101 8 HE 900 M S355 3,2346
112,8 5 HL 1000 M S355 2,5043 112,8 6 HE 1000 M S355 2,6339 111 7 HE 1000 A S460 2,6872 104,7 7 HL 920x344 S355 3,0281 105 8 HE 900 B S355 3,0438
116,6 5 HE 1000x393 S355 2,4534 114 6 HL 1000 A S355 2,5755 106 8 HE 1000 A S355 2,9234 106 8 HE 1000 A S355 2,9869
117 5 HL 1100 A S460 2,375 115 6 HE 1000 B S460 2,5422 107 7 HE 1000 B S355 2,8455 108 8 HE 1000x249 S460 2,9539

109 7 HE 1000 A S355 2,701
113 7 HE 1000x249 S460 2,6896

Span length = 11,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x551 4 S355 52,5 2,076 0,989 8,10 16,86 146 325 15,4 18,5 18,8 19,2 2,37 4,50 5,24 5,43 6,29 7,11 15,50 2404 2,5 11528 <200 956 2201 *

2,5 HE 600 A 4 S460 71,0 1,072 0,994 8,09 11,47 278 440 17,9 17,1 18,8 26,0 0,83 4,50 4,84 5,57 6,66 7,11 15,50 2556 2,5 11727 <200 966 2212 86

3,0 HD 400x463 5 S355 50,5 2,168 0,989 8,33 17,88 151 335 14,9 18,6 18,8 21,5 2,18 4,50 5,25 5,37 6,19 7,11 15,50 2444 2,5 12113 <200 970 2215 *

3,0 HE 550 A 5 S460 66,0 1,212 0,952 8,23 12,35 269 440 17,1 17,7 18,8 28,2 0,91 4,50 5,02 5,42 6,43 7,11 15,50 2513 2,5 12310 <200 981 2226 83

3,5 HD 400x463 5 S355 50,5 2,181 0,960 8,46 18,09 149 335 14,3 18,0 18,8 20,6 1,81 4,50 5,10 5,42 6,21 7,11 15,50 2538 2,5 12671 <200 978 2224 *

3,5 HE 550 A 5 S460 64,0 1,229 0,943 8,36 12,34 264 440 16,8 17,7 18,8 26,7 0,80 4,50 5,01 5,37 6,35 7,11 15,50 2517 2,5 12928 <200 992 2238 *

4,0 HD 400x347 7 S355 47,7 2,186 0,995 8,53 18,32 148 335 14,0 18,6 18,8 22,2 1,62 4,50 5,30 5,29 6,04 7,11 15,50 2475 2,5 13176 <200 989 2234 *

4,0 HE 500 A 6 S355 61,0 1,337 0,964 8,45 10,36 257 345 16,4 18,1 18,8 29,1 0,78 4,50 5,13 5,27 6,20 7,11 15,50 2490 2,5 13487 <200 1006 2252 *

4,5 HD 400x314 8 S355 46,9 2,329 0,985 8,69 19,32 144 345 13,4 18,5 18,8 21,8 1,40 4,50 5,26 5,26 5,98 7,11 15,50 2539 2,5 13748 <200 1012 2257 *

4,5 HE 450 A 7 S355 59,0 1,442 0,990 8,58 10,29 258 345 16,6 18,6 18,8 32,9 0,74 4,50 5,28 5,14 6,02 7,11 15,50 2451 2,5 14069 <200 1030 2275 *

2,5 HD 400x592 4 S355 53,5 2,193 0,954 8,17 18,31 136 325 14,5 17,0 17,9 17,6 2,26 3,00 4,82 5,63 6,47 7,11 15,50 2629 2,5 11698 <200 965 2210 *

2,5 HE 600 A 4 S355 71,0 1,057 0,994 8,09 9,24 278 345 17,9 17,1 17,9 26,0 0,83 3,00 4,84 5,57 6,66 7,11 15,50 2556 2,5 11727 <200 966 2212 83

3,0 HD 400x509 5 S355 51,6 2,389 0,935 8,41 19,87 139 335 13,8 16,7 17,9 19,4 2,05 3,00 4,73 5,62 6,41 7,11 15,50 2728 2,5 12345 <200 982 2228 *

3,0 HE 550 A 5 S355 66,0 1,195 0,991 8,23 9,95 269 345 17,1 17,7 17,9 28,2 0,91 3,00 5,02 5,42 6,43 7,11 15,50 2513 2,5 12310 <200 981 2226 80

3,5 HD 400x463 5 S355 51,5 2,187 0,979 8,47 18,22 148 335 14,3 17,5 17,9 20,4 1,71 3,00 4,96 5,48 6,27 7,11 15,50 2612 2,5 12758 <200 983 2229 *

3,5 HE 550 A 5 S355 64,0 1,211 0,990 8,36 9,93 264 345 16,8 17,7 17,9 26,7 0,80 3,00 5,01 5,37 6,35 7,11 15,50 2517 2,5 12928 <200 992 2238 83

4,0 HD 400x382 7 S355 48,6 2,343 0,944 8,60 20,32 136 335 13,0 16,9 17,9 20,1 1,52 3,00 4,79 5,52 6,25 7,11 15,50 2746 2,5 13424 <200 1003 2248 *

4,0 HE 500 A 6 S355 64,0 1,357 0,906 8,51 10,72 249 345 15,8 16,2 17,9 28,6 0,67 3,00 4,59 5,52 6,43 7,11 15,50 2783 2,5 13787 <200 1023 2268 84

4,5 HD 400x347 8 S355 47,7 2,478 0,935 8,77 20,91 131 335 12,4 16,7 17,9 19,7 1,31 3,00 4,75 5,48 6,18 7,11 15,50 2816 2,5 14010 <200 1026 2272 *

4,5 HE 500 A 7 S355 59,0 1,511 0,962 8,61 11,78 230 345 14,8 17,2 17,9 26,2 0,73 3,00 4,88 5,33 6,19 7,11 15,50 2656 2,5 14130 <200 1033 2279 *

2,5 HD 400x990 4 S355 62,0 3,323 0,466 7,77 30,16 76 295 7,8 7,5 16,1 9,3 1,23 3,00 2,12 7,33 8,03 7,11 15,50 5085 2,5 13259 200 1051 2084 *

2,5 HE 800 A 4 S355 86,0 1,316 0,553 7,56 14,45 174 345 9,7 7,6 16,1 13,4 0,38 3,00 2,16 7,28 8,30 7,11 15,50 4810 2,5 12782 200 1025 2057 111

3,0 HD 400x818 5 S355 59,4 3,491 0,479 7,95 32,14 81 315 7,9 7,7 16,1 11,1 1,11 3,00 2,18 7,13 7,80 7,11 15,50 4970 2,5 13932 200 1070 2103 *

3,0 HE 700 A 5 S355 84,0 1,499 0,545 7,74 15,47 169 345 9,6 7,3 16,1 15,6 0,35 3,00 2,07 7,27 8,22 7,11 15,50 5089 2,5 13779 200 1062 2094 107

3,5 HD 400x818 5 S355 58,4 3,502 0,475 8,05 32,32 80 315 7,5 7,6 16,1 10,7 0,95 3,00 2,17 7,13 7,78 7,11 15,50 5032 2,5 14464 200 1077 2110 *

3,5 HE 700 A 5 S355 81,0 1,525 0,534 7,86 15,37 167 345 9,3 7,3 16,1 14,9 0,31 3,00 2,08 7,18 8,08 7,11 15,50 5048 2,5 14530 200 1081 2113 109

4,0 HD 400x744 6 S355 56,8 3,838 0,458 8,15 34,59 76 315 7,0 7,4 16,1 10,6 0,80 3,00 2,09 7,16 7,77 7,11 15,50 5273 2,5 15290 200 1106 2138 *

4,0 HE 650 A 6 S355 79,0 1,659 0,517 7,99 16,45 160 345 8,8 7,1 16,1 15,9 0,28 3,00 2,00 7,20 8,04 7,11 15,50 5302 2,5 15412 200 1112 2145 *

4,5 HD 400x677 7 S355 55,3 4,114 0,450 8,31 36,17 72 315 6,6 7,2 16,1 10,4 0,66 3,00 2,06 7,13 7,70 7,11 15,50 5428 2,5 16040 201 1138 2171 *

4,5 HE 600 B 7 S355 75,0 1,871 0,445 8,16 19,67 135 345 8,0 6,8 16,1 14,5 0,28 3,00 1,92 7,23 8,00 7,11 15,50 5580 2,5 16160 203 1145 2177 *

3,5 HD 400x1299 5 S355 67,0 5,288 0,488 9,96 51,46 70 295 5,6 4,3 13,4 10,5 0,73 1,50 1,22 7,63 8,16 7,11 15,50 9153 2,5 21340 271 1677 2709 *

3,5 HE 800 B 5 S355 92,0 1,851 0,488 9,47 21,98 157 345 7,7 4,7 13,4 14,9 0,26 1,50 1,34 7,42 8,24 7,11 15,50 7875 2,5 20221 252 1615 2647 114

4,0 HD 400x1086 6 S355 63,9 5,375 0,430 10,01 50,72 72 295 5,6 4,5 13,4 11,4 0,64 1,50 1,29 7,44 7,95 7,11 15,50 8766 2,5 21880 262 1687 2720 *

4,0 HE 800 A 6 S355 89,0 1,989 0,499 9,61 22,33 161 345 7,4 4,7 13,4 15,5 0,24 1,50 1,34 7,36 8,13 7,11 15,50 7966 2,5 21103 251 1644 2677 102

4,5 HD 400x990 7 S355 62,0 5,731 0,366 10,13 52,88 69 295 5,4 4,5 13,4 11,3 0,55 1,50 1,28 7,44 7,93 7,11 15,50 8945 2,5 22749 265 1710 2743 *

4,5 HE 800 A 7 S355 86,0 2,224 0,449 9,75 25,37 144 345 6,6 4,4 13,4 14,0 0,22 1,50 1,26 7,50 8,22 7,11 15,50 8522 2,5 22015 262 1670 2702 109

5,0 HD 400x990 7 S355 62,0 5,753 0,334 10,22 53,23 67 295 5,2 4,5 13,4 11,0 0,46 1,50 1,28 7,46 7,94 7,11 15,50 9117 2,5 23378 269 1727 2759 *

5,0 HE 800 A 7 S355 86,0 2,274 0,440 9,93 25,66 142 345 6,3 4,2 13,4 13,4 0,19 1,50 1,21 7,57 8,26 7,11 15,50 8929 2,5 23052 269 1709 2741 113

5,5 HD 400x900 8 S355 60,1 6,010 0,346 10,36 54,22 65 295 5,0 4,6 13,4 10,9 0,39 1,50 1,33 7,38 7,85 7,11 15,50 9070 2,5 24186 267 1754 2787 *

5,5 HE 700 A 8 S355 84,0 2,404 0,444 10,08 25,20 143 345 6,8 4,4 13,4 15,3 0,17 1,50 1,26 7,37 8,04 7,11 15,50 8693 2,5 23978 262 1743 2775 112

3,5 HL 920x537 6 S355 103,5 3,317 0,221 10,07 56,42 66 335 3,7 2,0 11,5 5,8 0,17 1,50 0,58 10,77 11,37 7,11 15,50 18867 2,5 22567 340 1744 2777 *

3,5 HL 1100 A 5 S355 121,0 2,356 0,305 10,13 38,20 99 345 4,4 2,0 11,5 7,0 0,11 1,50 0,58 10,59 11,32 7,11 15,50 18524 2,5 23081 322 1773 2805 *

4,0 HE 900x466 8 S355 100,8 3,794 0,216 10,29 61,16 67 335 3,6 2,0 11,5 6,2 0,15 1,50 0,56 10,76 11,33 7,11 15,50 19479 2,5 23858 350 1796 2829 *

4,0 HE 1000 M 6 S355 115,8 2,647 0,278 10,32 42,75 91 345 4,2 2,0 11,5 7,3 0,10 1,50 0,57 10,55 11,23 7,11 15,50 18790 2,5 24227 326 1817 2849 *

4,5 HE 800x444 9 S460 99,2 4,153 0,367 10,48 32,65 66 430 3,8 2,0 11,5 6,7 0,13 1,50 0,57 10,53 11,09 7,11 15,50 19205 2,5 25096 333 1840 2872 *

4,5 HE 1000 B 7 S355 112,0 2,809 0,273 10,47 44,23 89 345 4,0 2,0 11,5 7,2 0,10 1,50 0,57 10,49 11,13 7,11 15,50 19061 2,5 25320 330 1852 2885 *

5,0 HE 800x444 10 S355 92,2 4,432 0,200 10,57 66,18 61 335 3,4 2,1 11,5 6,3 0,13 1,50 0,59 10,38 10,89 7,11 15,50 18950 2,5 25737 311 1857 2890 *

5,0 HE 1000 A 7 S355 114,0 2,735 0,300 10,71 40,11 101 345 4,1 1,9 11,5 7,9 0,08 1,50 0,55 10,41 11,05 7,11 15,50 19466 2,5 26759 340 1913 2946 158

5,5 HE 800x444 10 S355 91,2 4,472 0,191 10,74 66,46 59 335 3,3 2,1 11,5 5,9 0,12 1,50 0,59 10,33 10,82 7,11 15,50 19191 2,5 26772 315 1897 2930 *

5,5 HE 1000x249 8 S355 110,0 2,922 0,296 10,88 40,51 100 345 4,0 2,0 11,5 7,9 0,07 1,50 0,57 10,16 10,77 7,11 15,50 19055 2,5 27803 308 1954 2986 148

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 11,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

59,4 5 HE 500 M S355 1,4462 54,5 5 HD 400x421 S355 2,0469 52,5 5 HD 400x421 S355 2,0513 49,6 6 HD 400x382 S355 2,0635 47,7 7 HD 400x347 S355 2,2138
63 5 HE 550 B S355 1,2424 55,8 6 HE 450 M S355 1,6485 54,8 6 HE 450 M S355 1,6611 50,2 8 HE 400 M S355 1,9299 49,3 8 HD 400x287 S355 2,1261
66 5 HE 600 A S355 1,2013 59,4 5 HE 500 M S355 1,4724 57 7 HE 500 B S355 1,5607 53,2 7 HE 400 M S355 1,7533 49,5 9 HE 360 M S355 2,1179
67 4 HE 600 B S355 1,1159 59,8 5 HE 450 M S355 1,4522 57,8 5 HE 450 M S355 1,4625 54,5 7 HE 360 M S355 1,7363 49,9 7 HD 400x314 S355 2,106

61 6 HE 550 A S355 1,3266 60 6 HE 500 B S355 1,4102 54,8 6 HE 450 M S355 1,6847 50,2 8 HE 400 M S355 1,9599
62 5 HE 550 B S355 1,2675 61 6 HE 550 A S355 1,3507 55,2 6 HE 400 M S355 1,5701 51,3 7 HD 400x287 S355 1,9231
65 5 HE 500 B S355 1,244 62 5 HE 500 B S355 1,2538 58 6 HE 500 B S355 1,4258 53 9 HE 450 B S355 1,8379
66 5 HE 600 A S355 1,2343 60 6 HE 450 B S355 1,3783 53,2 7 HE 400 M S355 1,7857

61 6 HE 500 A S460 1,3563 54,5 7 HE 360 M S355 1,7697
55 8 HE 450 B S355 1,6955
56 8 HE 500 A S355 1,6381
57 7 HE 500 A S355 1,4962
59 7 HE 450 A S460 1,4625

55,5 4 HD 400x551 S355 2,0884 53,5 5 HD 400x463 S355 2,1835 54,5 5 HD 400x421 S355 2,063 50,7 7 HD 400x347 S355 2,2064 48,6 7 HD 400x382 S355 2,371
60,4 5 HE 500 M S355 1,4503 54,5 5 HD 400x421 S355 2,0469 54,8 7 HE 450 M S355 1,8772 51,6 6 HD 400x382 S355 2,0769 48,7 7 HD 400x347 S355 2,2213
64,2 4 HE 550 M S355 1,2657 57,8 6 HE 450 M S355 1,6585 55,2 7 HE 400 M S355 1,7427 52,7 6 HD 400x347 S355 1,9554 50,2 9 HE 400 M S355 2,1563
65 5 HE 550 B S355 1,2507 59,4 5 HE 500 M S355 1,4724 55,8 6 HE 450 M S355 1,6669 53,2 8 HE 400 M S355 1,9499 51,2 8 HE 400 M S355 1,9674
66 5 HE 600 A S355 1,2013 62 6 HE 500 B S355 1,3973 58 7 HE 500 B S355 1,5666 54,5 8 HE 360 M S355 1,9292 53 8 HD 400x237 S355 1,9306
67 4 HE 600 B S355 1,1159 63 5 HE 550 B S355 1,2725 58,2 6 HE 400 M S355 1,5637 54,8 6 HE 450 M S355 1,6847 53,2 7 HE 400 M S355 1,7857
71 4 HE 600 A S460 1,0723 65 5 HE 500 B S355 1,244 59,4 5 HE 500 M S355 1,4941 57 7 HE 500 B S355 1,5872 54,5 7 HE 360 M S355 1,7697

66 5 HE 550 A S460 1,2121 59,8 5 HE 450 M S355 1,4742 60 6 HE 500 B S355 1,4392 56 8 HE 500 A S355 1,6381
61 6 HE 550 A S355 1,3507 61 6 HE 550 A S355 1,3808 57 7 HE 500 B S355 1,6238
62 5 HE 550 B S355 1,2922 64 6 HE 500 A S460 1,3763 59 7 HE 500 A S460 1,5341
64 5 HE 550 A S460 1,2289

65,1 4 HD 400x900 S355 3,0885 64,8 5 HD 400x744 S355 3,2636 64,8 5 HD 400x744 S355 3,2852 60,3 6 HD 400x677 S355 3,5854 59,4 7 HD 400x634 S355 3,9379
71,8 5 HE 600x399 S355 1,8953 70,2 6 HE 600x337 S355 1,9936 69 7 HE 600 M S355 2,0576 62,4 6 HD 400x634 S355 3,4218 61,5 7 HD 400x592 S355 3,7516
75 5 HE 650x343 S355 1,8299 71,8 5 HE 600x399 S355 1,9307 70,2 6 HE 600x337 S355 2,0235 67,2 8 HE 550 M S355 2,2759 64,2 9 HE 550 M S355 2,5231

75,2 5 HE 600x337 S355 1,7174 73,2 5 HE 600x337 S355 1,7463 71,8 5 HE 600x399 S355 1,9615 69 7 HE 600 M S355 2,0932 67,2 8 HE 550 M S355 2,3202
76,8 4 HE 600x399 S355 1,6147 74,8 5 HE 650 M S355 1,703 72 6 HE 600 M S355 1,8452 70,2 6 HE 600x337 S355 2,0596 68 9 HE 600 B S355 2,1863
78 4 HE 650x343 S355 1,5575 77 5 HE 600 M S355 1,608 73,2 5 HE 600x337 S355 1,779 72 6 HE 600 M S355 1,8832 69 7 HE 600 M S355 2,1387

79,6 4 HE 700 M S355 1,4809 78 5 HE 700 B S355 1,5787 73,8 5 HE 650 M S355 1,7317 75 6 HE 650 B S355 1,7584 72 7 HE 650 B S355 1,992
81,8 4 HE 650 M S355 1,4418 84 5 HE 700 A S460 1,5203 77 5 HE 700 B S355 1,6107 76 6 HE 700 A S355 1,7377 75 7 HE 600 B S460 1,9019
85 4 HE 700 B S355 1,343 80 5 HE 650 B S355 1,5415 79 6 HE 650 A S460 1,683
86 4 HE 800 A S460 1,3347

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

68 5 HD 400x1202 S355 4,9617 67 6 HD 400x990 S355 4,9997 63,9 6 HD 400x1086 S355 5,3891 63,1 7 HD 400x900 S355 5,3294 70,2 10 HE 600x337 S355 3,2812
71,9 5 HD 400x1086 S355 4,5819 74,8 8 HE 600x399 S355 3,0014 65,1 7 HD 400x900 S355 5,3207 70,2 10 HE 600x337 S355 3,2491 71,8 8 HE 600x399 S355 3,0772
76,6 7 HE 650x407 S355 2,8694 76 8 HE 650x343 S355 2,8834 71,8 8 HE 600x399 S355 3,0088 71,8 8 HE 600x399 S355 3,0443 73,2 9 HE 600x337 S355 3,0467
79,8 7 HE 700x352 S355 2,6733 78,2 8 HE 600x337 S355 2,7168 75 8 HE 650x343 S355 2,9076 73,2 9 HE 600x337 S355 3,0122 73,8 9 HE 650 M S355 2,96
81,4 6 HE 700x418 S355 2,6564 79,6 6 HE 650x407 S355 2,5989 76,8 7 HE 600x399 S355 2,7451 73,8 9 HE 650 M S355 2,9245 75,2 8 HE 600x337 S355 2,8032
81,6 6 HE 650x407 S355 2,5695 81,6 7 HE 700 M S355 2,49 78 7 HE 650x343 S355 2,6452 74,8 7 HE 600x399 S355 2,7684 76,8 8 HE 650 M S355 2,7365
82,8 6 HE 700x352 S355 2,3931 82,8 6 HE 700x352 S355 2,4375 79,6 7 HE 700 M S355 2,5116 77 9 HE 600 M S355 2,7604 80 8 HE 700 B S355 2,5423
84,4 5 HE 700x418 S355 2,3301 86 7 HE 800 A S355 2,1829 81,8 7 HE 650 M S355 2,4435 78 7 HE 650x343 S355 2,6869 84 8 HE 700 A S460 2,4381
86,6 6 HE 700 M S355 2,212 87 6 HE 800 B S355 2,1075 85 7 HE 700 B S355 2,2715 78,6 7 HE 700 M S355 2,5469
87 6 HE 800 B S355 2,0584 89 6 HE 800 A S460 2,0171 86 7 HE 800 A S460 2,2572 81 9 HE 700 A S355 2,5332

88,4 5 HE 800 M S355 2,0127 81,8 7 HE 650 M S355 2,489
91 6 HE 800 A S355 1,9494 84 8 HE 700 A S355 2,3583
92 5 HE 800 B S460 1,8786 85 7 HE 700 B S355 2,3203

86 7 HE 800 A S460 2,3072

105,5 5 HL 920x588 S355 3,068 103,5 6 HL 920x537 S355 3,3783 99,2 9 HE 900x391 S355 3,7493 96,2 9 HE 800x444 S355 4,1025 94,6 11 HE 800x373 S355 4,33
108,6 7 HE 1000x393 S355 3,0576 103,7 6 HL 920x491 S355 3,1932 100,8 7 HE 900x466 S355 3,4672 98 10 HE 900 M S355 3,7115 96,2 9 HE 800x444 S355 4,1556
109,8 6 HL 920x449 S355 2,9956 106,8 6 HL 920x449 S355 3,0427 101,3 7 HL 920x420 S355 3,2921 100 11 HE 900 B S355 3,6979 97 12 HE 900 B S355 3,9836
110 5 HL 1000x539 S355 2,9292 107,8 6 HL 1000 M S355 2,8777 105,6 7 HL 920x390 S355 3,1809 100,1 8 HL 920x368 S355 3,4109 98 11 HE 900 B S355 3,7376

110,6 6 HE 1000x438 S355 2,9254 111,6 6 HE 1000x393 S355 2,8154 106 8 HL 1000 A S355 3,1402 101,3 7 HL 920x420 S355 3,3535 99,2 8 HE 900x391 S355 3,5386
112 5 HL 1000x483 S355 2,7518 112 6 HL 1000 B S355 2,728 107 8 HE 1000 B S355 3,0418 102,7 8 HL 920x344 S355 3,3029 101 9 HE 900 M S355 3,5104

115,8 5 HL 1000 M S355 2,5159 115,8 6 HE 1000 M S460 2,6914 107,8 7 HE 1000 M S355 2,9476 103,6 7 HL 920x390 S355 3,2294 105 9 HE 900 B S355 3,2909
117 5 HL 1100 B S355 2,4943 109 7 HL 1000 A S355 2,8794 105,1 7 HL 920x368 S355 3,137 106 9 HE 1000 A S355 3,2254
121 5 HL 1100 A S460 2,3926 112 7 HE 1000 B S460 2,8551 106 7 HL 1000 A S355 2,923 107 8 HE 1000 A S355 2,9878

110 7 HE 1000 B S355 2,8631 110 8 HE 1000x249 S460 2,9641
114 7 HE 1000 A S460 2,7755

Span length = 11,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x592 4 S355 53,5 2,188 0,965 8,54 18,31 142 325 15,1 18,5 19,2 19,2 2,32 4,50 5,10 5,38 6,20 6,96 15,25 2629 2,5 11698 <200 986 2247 *

2,5 HE 600 B 4 S355 67,0 1,113 0,991 8,41 10,45 257 345 17,5 19,0 19,2 24,9 1,03 4,50 5,26 5,29 6,32 6,96 15,25 2498 2,5 11553 <200 978 2239 *

3,0 HD 400x509 5 S355 51,6 2,383 0,945 8,75 19,87 144 335 14,3 18,1 19,2 21,1 2,12 4,50 5,01 5,37 6,14 6,96 15,25 2728 2,5 12345 <200 1004 2265 *

3,0 HE 550 A 5 S460 69,0 1,224 0,959 8,65 12,69 272 440 17,3 17,4 19,2 30,3 0,81 4,50 4,82 5,39 6,38 6,96 15,25 2775 2,5 12535 <200 1015 2276 81

3,5 HD 400x463 5 S355 51,5 2,181 0,990 8,81 18,22 153 335 14,8 19,0 19,2 22,3 1,77 4,50 5,25 5,24 6,01 6,96 15,25 2612 2,5 12758 <200 1005 2265 *

3,5 HE 550 A 5 S460 66,0 1,237 0,951 8,76 12,57 272 440 17,1 17,9 19,2 28,7 0,75 4,50 4,96 5,28 6,23 6,96 15,25 2696 2,5 13103 <200 1024 2285 83

4,0 HD 400x382 7 S355 48,6 2,337 0,954 8,97 20,32 140 335 13,4 18,3 19,2 21,9 1,58 4,50 5,07 5,28 5,99 6,96 15,25 2746 2,5 13424 <200 1025 2285 *

4,0 HE 500 A 6 S460 64,0 1,372 0,917 8,90 13,25 261 440 16,3 17,6 19,2 31,3 0,69 4,50 4,87 5,27 6,17 6,96 15,25 2783 2,5 13787 <200 1045 2306 83

4,5 HD 400x347 8 S355 47,7 2,472 0,944 9,15 20,91 136 335 12,8 18,1 19,2 21,5 1,37 4,50 5,04 5,24 5,92 6,96 15,25 2816 2,5 14010 <200 1049 2310 *

4,5 HE 500 A 7 S355 59,0 1,507 0,973 8,99 11,78 240 345 15,3 18,6 19,2 28,6 0,76 4,50 5,18 5,10 5,93 6,96 15,25 2656 2,5 14131 <200 1056 2317 *

2,5 HD 400x634 4 S355 54,4 2,307 0,938 8,60 19,75 134 325 14,3 17,1 18,3 17,8 2,23 3,00 4,73 5,56 6,36 6,96 15,25 2850 2,5 11860 <200 995 2256 *

2,5 HE 600 B 4 S355 70,0 1,125 0,960 8,47 10,72 251 345 17,3 17,5 18,3 24,5 0,90 3,00 4,84 5,48 6,51 6,96 15,25 2720 2,5 11741 <200 989 2249 *

3,0 HD 400x509 5 S355 51,6 2,383 0,992 8,75 19,87 144 335 14,3 18,1 18,3 21,1 2,12 3,00 5,01 5,37 6,14 6,96 15,25 2728 2,5 12345 <200 1004 2265 *

3,0 HE 550 A 5 S355 69,0 1,206 0,959 8,65 10,26 272 345 17,3 17,4 18,3 30,3 0,81 3,00 4,82 5,39 6,38 6,96 15,25 2775 2,5 12535 <200 1015 2276 78

3,5 HD 400x509 5 S355 51,6 2,396 0,963 8,88 20,10 142 335 13,7 17,6 18,3 20,2 1,76 3,00 4,86 5,41 6,16 6,96 15,25 2830 2,5 12910 <200 1013 2274 *

3,5 HE 550 A 5 S355 66,0 1,220 0,982 8,76 10,14 272 345 17,1 17,9 18,3 28,7 0,75 3,00 4,96 5,28 6,23 6,96 15,25 2696 2,5 13103 <200 1024 2285 80

4,0 HD 400x421 7 S355 49,5 2,728 0,906 9,05 22,54 129 335 12,4 16,5 18,3 19,8 1,49 3,00 4,59 5,50 6,19 6,96 15,25 3044 2,5 13691 <200 1040 2300 *

4,0 HE 500 A 6 S355 64,0 1,353 0,962 8,90 10,72 261 345 16,3 17,6 18,3 31,3 0,69 3,00 4,87 5,27 6,17 6,96 15,25 2783 2,5 13787 <200 1045 2306 80

4,5 HD 400x347 8 S355 47,7 2,472 0,992 9,15 20,91 136 335 12,8 18,1 18,3 21,5 1,37 3,00 5,04 5,24 5,92 6,96 15,25 2816 2,5 14010 <200 1049 2310 *

4,5 HE 500 A 7 S355 61,0 1,522 0,949 9,04 12,03 235 345 14,9 17,3 18,3 28,3 0,68 3,00 4,81 5,25 6,08 6,96 15,25 2857 2,5 14355 <200 1069 2329 *

2,5 HD 400x990 4 S355 62,0 3,317 0,495 8,12 30,16 79 295 8,2 8,1 16,4 10,2 1,27 3,00 2,24 7,01 7,69 6,96 15,25 5085 2,5 13259 200 1074 2119 *

2,5 HE 800 A 4 S355 86,0 1,312 0,577 7,88 14,45 181 345 10,2 8,3 16,4 14,7 0,39 3,00 2,30 6,96 7,95 6,96 15,25 4810 2,5 12781 200 1047 2092 106

3,0 HD 400x900 5 S355 60,1 3,769 0,460 8,36 33,58 77 295 7,4 7,6 16,4 10,9 1,11 3,00 2,09 7,11 7,73 6,96 15,25 5525 2,5 14257 200 1112 2157 *

3,0 HE 800 A 5 S355 86,0 1,575 0,492 8,14 17,99 154 345 8,4 6,9 16,4 13,0 0,33 3,00 1,90 7,43 8,32 6,96 15,25 5909 2,5 13993 205 1097 2142 114

3,5 HD 400x900 5 S355 60,1 3,786 0,446 8,47 33,95 76 295 7,1 7,3 16,4 10,4 0,90 3,00 2,03 7,16 7,76 6,96 15,25 5702 2,5 14873 201 1124 2169 *

3,5 HE 700 A 5 S355 84,0 1,538 0,549 8,26 15,79 172 345 9,5 7,3 16,4 16,1 0,28 3,00 2,03 7,09 7,97 6,96 15,25 5482 2,5 14793 200 1120 2165 105

4,0 HD 400x818 6 S355 58,4 4,146 0,430 8,63 38,66 71 315 6,6 7,1 16,4 10,3 0,74 3,00 1,96 7,19 7,76 6,96 15,25 5978 2,5 15735 204 1155 2200 *

4,0 HE 700 A 6 S355 79,0 1,752 0,495 8,37 18,03 155 345 8,3 7,2 16,4 14,8 0,29 3,00 2,01 7,06 7,87 6,96 15,25 5610 2,5 15467 200 1140 2185 *

4,5 HD 400x744 7 S355 56,8 4,439 0,425 8,79 40,29 68 315 6,2 7,0 16,4 10,2 0,63 3,00 1,94 7,13 7,67 6,96 15,25 6118 2,5 16504 205 1190 2235 *

4,5 HE 650 A 7 S355 79,0 1,892 0,474 8,59 19,10 147 345 7,9 6,7 16,4 15,6 0,24 3,00 1,87 7,13 7,89 6,96 15,25 6077 2,5 16528 205 1191 2236 *

3,5 HD 400x1299 5 S355 67,0 5,280 0,507 10,36 51,46 72 295 5,8 4,7 13,7 11,4 0,76 1,50 1,29 7,31 7,83 6,96 15,25 9153 2,5 21340 261 1714 2759 *

3,5 HE 900 A 5 S355 96,0 1,854 0,493 9,96 22,75 159 345 7,2 4,6 13,7 14,2 0,23 1,50 1,26 7,45 8,24 6,96 15,25 8822 2,5 20549 262 1669 2714 108

4,0 HD 400x1086 6 S355 64,9 5,372 0,434 10,47 50,93 74 295 5,9 4,8 13,7 12,3 0,65 1,50 1,34 7,17 7,68 6,96 15,25 8913 2,5 21980 251 1730 2776 *

4,0 HE 800 A 6 S355 94,0 2,017 0,503 10,15 23,23 164 345 7,4 4,5 13,7 16,6 0,21 1,50 1,26 7,39 8,14 6,96 15,25 8980 2,5 21603 263 1709 2754 101

4,5 HD 400x990 7 S355 63,0 5,728 0,371 10,60 53,10 71 295 5,6 4,8 13,7 12,2 0,56 1,50 1,33 7,17 7,65 6,96 15,25 9100 2,5 22861 255 1755 2800 *

4,5 HE 800 A 7 S355 87,0 2,225 0,462 10,22 25,56 148 345 6,8 4,7 13,7 15,2 0,22 1,50 1,31 7,24 7,94 6,96 15,25 8722 2,5 22127 255 1713 2758 104

5,0 HD 400x990 7 S355 62,0 5,743 0,353 10,67 53,23 70 295 5,3 4,8 13,7 12,0 0,48 1,50 1,35 7,14 7,61 6,96 15,25 9117 2,5 23378 254 1765 2810 *

5,0 HE 800 A 7 S355 86,0 2,268 0,457 10,37 25,66 148 345 6,5 4,6 13,7 14,6 0,19 1,50 1,28 7,24 7,91 6,96 15,25 8929 2,5 23052 258 1747 2792 108

5,5 HD 400x900 9 S355 60,1 6,686 0,333 10,99 60,55 61 295 4,7 4,6 13,7 11,0 0,39 1,50 1,28 7,30 7,73 6,96 15,25 9991 2,5 24918 279 1835 2880 *

5,5 HE 800 A 8 S355 86,0 2,528 0,403 10,62 29,21 130 345 5,9 4,2 13,7 12,9 0,16 1,50 1,16 7,51 8,14 6,96 15,25 10031 2,5 24354 279 1803 2848 *

3,5 HL 920x588 6 S355 104,5 3,522 0,211 10,59 61,78 63 335 3,6 2,0 11,7 5,8 0,17 1,50 0,56 10,65 11,22 6,96 15,25 20425 2,5 22856 350 1799 2844 *

3,5 HL 1100 A 5 S355 124,0 2,368 0,312 10,63 38,85 101 345 4,5 2,1 11,7 7,6 0,11 1,50 0,58 10,34 11,06 6,96 15,25 19496 2,5 23343 315 1827 2872 *

4,0 HE 900x466 8 S355 100,8 3,785 0,224 10,75 61,16 69 335 3,7 2,1 11,7 6,7 0,16 1,50 0,59 10,29 10,85 6,96 15,25 19479 2,5 23858 301 1836 2881 *

4,0 HL 1100 A 6 S355 116,0 2,698 0,285 10,80 44,34 92 345 4,0 2,1 11,7 7,0 0,11 1,50 0,57 10,34 10,99 6,96 15,25 19924 2,5 24317 327 1862 2907 *

4,5 HE 900x466 8 S355 100,8 3,837 0,212 10,93 61,86 66 335 3,5 2,1 11,7 6,3 0,13 1,50 0,57 10,35 10,89 6,96 15,25 20215 2,5 25048 332 1878 2923 *

4,5 HE 1000 B 7 S355 115,0 2,824 0,279 11,01 45,07 92 345 4,1 2,0 11,7 7,8 0,09 1,50 0,57 10,25 10,88 6,96 15,25 20150 2,5 25657 329 1912 2957 *

5,0 HE 800x444 10 S355 96,2 4,454 0,204 11,15 67,49 63 335 3,5 2,1 11,7 6,8 0,12 1,50 0,58 10,18 10,68 6,96 15,25 20257 2,5 26237 320 1926 2972 *

5,0 HE 1000 B 7 S355 112,0 2,873 0,280 11,18 44,81 93 345 4,0 2,1 11,7 7,6 0,08 1,50 0,57 10,10 10,70 6,96 15,25 20014 2,5 26672 312 1951 2996 *

5,5 HE 800x444 11 S355 91,2 4,823 0,185 11,31 72,46 57 335 3,2 2,1 11,7 6,1 0,12 1,50 0,58 10,14 10,61 6,96 15,25 20511 2,5 27117 324 1959 3004 *

5,5 HE 1000x249 8 S355 113,0 2,942 0,302 11,45 41,42 103 345 4,0 2,0 11,7 8,6 0,07 1,50 0,57 9,95 10,54 6,96 15,25 20262 2,5 28215 311 2021 3066 142

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 11,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

64,2 4 HE 550 M S355 1,2625 53,5 5 HD 400x463 S355 2,178 54,5 5 HD 400x421 S355 2,0577 50,7 7 HD 400x347 S355 2,2008 48,6 7 HD 400x382 S355 2,3652
65 5 HE 550 B S355 1,2471 57,8 6 HE 450 M S355 1,654 54,8 7 HE 450 M S355 1,872 51,6 6 HD 400x382 S355 2,0719 48,7 7 HD 400x347 S355 2,2157
66 5 HE 600 A S460 1,2165 59,4 5 HE 500 M S355 1,4685 57,8 6 HE 450 M S355 1,6741 52,7 6 HD 400x347 S355 1,9505 50,2 9 HE 400 M S355 2,1516
67 4 HE 600 B S460 1,1308 62 6 HE 550 B S355 1,4394 58 7 HE 500 B S355 1,5618 53,2 8 HE 400 M S355 1,9457 51,2 8 HE 400 M S355 1,9631

64 6 HE 550 A S355 1,3375 58,2 6 HE 400 M S355 1,5604 54,8 6 HE 450 M S355 1,6802 53,2 7 HE 400 M S355 1,7819
65 5 HE 550 B S355 1,2789 59,4 5 HE 500 M S355 1,4902 57 7 HE 500 B S355 1,5824 54,5 7 HE 360 M S355 1,7659
66 5 HE 600 A S355 1,2307 59,8 5 HE 450 M S355 1,4703 60 6 HE 500 B S355 1,435 57 7 HE 500 B S355 1,6189

61 7 HE 500 A S355 1,4511 61 6 HE 550 A S355 1,3767 59 7 HE 500 A S460 1,5294
62 5 HE 550 B S355 1,2886
65 5 HE 500 B S355 1,2678
66 5 HE 600 A S355 1,2592

54,5 4 HD 400x592 S355 2,1922 55,5 5 HD 400x463 S355 2,1881 53,5 5 HD 400x463 S355 2,1928 49,6 7 HD 400x382 S355 2,3441 48,6 7 HD 400x382 S355 2,3652
64,2 5 HE 550 M S355 1,4876 59,4 6 HE 500 M S355 1,6887 54,8 7 HE 450 M S355 1,872 52,7 7 HD 400x347 S355 2,2142 49,9 8 HD 400x314 S355 2,3459
65,2 4 HE 550 M S355 1,2667 59,8 6 HE 450 M S355 1,664 57,8 6 HE 450 M S355 1,6741 53,2 8 HE 400 M S355 1,9457 50,2 9 HE 400 M S355 2,1516
67 5 HE 550 B S355 1,2555 60,4 5 HE 500 M S355 1,4735 59,4 5 HE 500 M S355 1,4902 54,8 7 HE 450 M S355 1,8956 51,3 8 HD 400x287 S355 2,1366
69 5 HE 600 A S355 1,2103 62 6 HE 550 B S355 1,4394 62 6 HE 500 B S355 1,4177 57 8 HE 500 B S355 1,7499 53,2 8 HE 400 M S355 1,9782
70 4 HE 600 B S460 1,1433 65 5 HE 550 B S355 1,2789 63 5 HE 550 B S355 1,2945 57,8 6 HE 450 M S355 1,7002 54,3 7 HD 400x287 S355 1,9416

66 5 HE 600 A S355 1,2307 65 5 HE 500 B S355 1,2678 58 7 HE 500 B S355 1,5891 54,8 7 HE 450 M S355 1,9293
69 5 HE 550 A S460 1,2236 66 5 HE 550 A S460 1,2371 58,2 6 HE 400 M S355 1,5869 55,2 7 HE 400 M S355 1,7969

61 7 HE 500 A S355 1,4813 56 9 HE 500 A S355 1,7814
62 6 HE 550 A S355 1,3834 57 7 HE 500 B S355 1,6189
64 6 HE 500 A S460 1,3722 60 7 HE 450 B S355 1,5704

61 7 HE 500 A S460 1,5444

68,1 4 HD 400x900 S355 3,0954 63,4 5 HD 400x818 S355 3,5044 61,4 5 HD 400x818 S355 3,5125 59,8 6 HD 400x744 S355 3,8503 58,3 7 HD 400x677 S355 4,1283
71,8 5 HE 600x399 S355 1,8909 70,2 6 HE 600x337 S355 1,9886 64,8 5 HD 400x744 S355 3,2787 63,3 6 HD 400x677 S355 3,598 62,4 7 HD 400x634 S355 3,952
75 5 HE 650x343 S355 1,8256 71,8 5 HE 600x399 S355 1,9262 69 7 HE 600 M S355 2,0522 69 7 HE 600 M S355 2,0877 65,2 9 HE 550 M S355 2,5238

76,6 4 HE 650x407 S355 1,722 75 5 HE 650x343 S355 1,8643 70,2 6 HE 600x337 S355 2,0186 70,2 6 HE 600x337 S355 2,0546 69 7 HE 600 M S355 2,1332
78,8 5 HE 650 M S355 1,6765 76,8 5 HE 650 M S355 1,7089 71,8 5 HE 600x399 S355 1,9571 73 7 HE 650 B S355 1,9447 72,2 7 HE 550 M S355 2,1265
79,8 4 HE 700x352 S355 1,613 80 6 HE 650 B S355 1,7024 74 6 HE 600 M S355 1,8521 74 6 HE 600 M S355 1,8918 73 7 HE 650 B S355 1,9943
80 4 HE 650x343 S355 1,5623 81 6 HE 700 A S355 1,6785 75,2 5 HE 600x337 S355 1,7864 77 6 HE 650 B S355 1,7672 76 7 HE 700 A S355 1,9838

81,6 4 HE 700 M S355 1,4853 82 5 HE 700 B S355 1,5941 76,8 5 HE 650 M S355 1,7451 79 7 HE 650 A S460 1,9202
86 4 HE 800 A S460 1,3309 79 6 HE 700 A S355 1,7074

80 5 HE 700 B S355 1,6236
84 5 HE 700 A S460 1,559

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

70 5 HD 400x1202 S355 4,9653 70 6 HD 400x990 S355 5,011 63,9 6 HD 400x1086 S355 5,38 68,1 7 HD 400x900 S355 5,3614 61,1 8 HD 400x900 S355 6,0083
79,6 7 HE 650x407 S355 2,8806 76,6 8 HE 650x407 S355 3,23 68,1 7 HD 400x900 S355 5,3335 71,8 9 HE 600x399 S355 3,3378 70,2 11 HE 600x337 S355 3,5344
80,8 7 HE 700x352 S355 2,6721 76,8 8 HE 600x399 S355 3,0078 71,8 9 HE 600x399 S355 3,3021 73,2 10 HE 600x337 S355 3,2661 71,2 10 HE 600x337 S355 3,2822
81,4 6 HE 700x418 S355 2,6499 77,6 7 HE 650x407 S355 2,9083 74,8 8 HE 600x399 S355 3,0244 73,8 10 HE 650 M S355 3,1676 72,8 8 HE 600x399 S355 3,0794
84,6 6 HE 650x407 S355 2,5814 79,8 7 HE 700x352 S355 2,7082 76,6 7 HE 650x407 S355 2,9329 74,8 8 HE 600x399 S355 3,0624 75 8 HE 650x343 S355 2,9758
86,4 5 HE 700x418 S355 2,3362 81,4 6 HE 700x418 S355 2,6925 78 8 HE 650x343 S355 2,9233 75,2 9 HE 600x337 S355 3,0215 77 10 HE 700 B S355 2,9501
87 7 HE 800 B S355 2,2885 81,6 6 HE 650x407 S355 2,6067 78,6 8 HE 700 M S355 2,7599 76 8 HE 650x343 S355 2,9479 78,2 8 HE 600x337 S355 2,824

88,4 6 HE 800 M S355 2,2808 83,6 7 HE 700 M S355 2,4965 79,8 7 HE 700x352 S355 2,7428 76,8 9 HE 650 M S355 2,9423 78,8 8 HE 650 M S355 2,7483
89,6 5 HE 800x373 S355 2,2067 84,8 6 HE 700x352 S355 2,4447 81,8 8 HE 650 M S355 2,6884 78 10 HE 700 B S355 2,9196 82 8 HE 700 B S355 2,5532
90 6 HE 800 B S355 2,0702 86 8 HE 800 A S355 2,3897 82 9 HE 700 B S355 2,6855 78,2 8 HE 600x337 S355 2,7851

91,4 5 HE 800 M S355 2,0251 87 7 HE 800 B S355 2,3375 83 7 HE 650x343 S355 2,6767 80 7 HE 650x343 S355 2,6975
94 6 HE 800 A S355 1,9613 88 6 HE 800 B S355 2,1083 83,6 7 HE 700 M S355 2,5348 81,6 7 HE 700 M S355 2,565
95 5 HE 800 B S355 1,8636 94 6 HE 800 A S460 2,0449 85 8 HE 700 B S355 2,4867 84 9 HE 700 A S355 2,5502

86 8 HE 800 A S355 2,4312 85 8 HE 700 B S355 2,535
87 7 HE 800 A S460 2,2582 86 7 HE 800 A S460 2,3006

105,7 5 HL 920x656 S355 3,2917 103,5 6 HL 920x537 S355 3,371 101,8 7 HL 920x449 S355 3,4265 99,2 9 HE 800x444 S355 4,1177 94,2 10 HE 800x444 S355 4,4889
109,5 5 HL 920x588 S355 3,0851 107,7 6 HL 920x491 S355 3,2128 104,3 7 HL 920x420 S355 3,3069 100,2 9 HE 900x391 S355 3,8075 97,6 11 HE 800x373 S355 4,3463
110 5 HL 1000x539 S355 2,923 108,8 8 HE 1000 M S355 3,1828 107 7 HL 1000 B S355 3,0583 100,6 8 HL 920x390 S355 3,5267 98 11 HE 900 M S355 4,041

115,8 7 HE 1000 M S355 2,8627 109,2 6 HL 1000x443 S355 3,0263 110 8 HE 1000 B S355 3,0563 101,8 7 HL 920x449 S355 3,488 99,2 9 HE 900x391 S355 3,8554
117 5 HL 1000x483 S355 2,7751 110,8 6 HL 1000 M S355 2,891 110,8 7 HE 1000 M S355 2,9628 103,1 8 HL 920x368 S355 3,4275 99,7 9 HL 920x344 S355 3,6253

117,8 5 HL 1100 M S355 2,6426 115 6 HL 1000 B S355 2,7415 111 7 HL 1000 A S355 2,8872 104,3 7 HL 920x420 S355 3,3707 102,2 8 HE 900x391 S355 3,5576
120 5 HL 1100 B S355 2,5062 116 6 HL 1100 A S460 2,7412 115 7 HE 1000 B S460 2,8704 105,6 7 HL 920x390 S355 3,2385 103 9 HE 900 M S355 3,5196
124 5 HL 1100 A S460 2,4046 106 8 HL 1000 A S355 3,1983 106 10 HE 1000 A S355 3,4626

107 7 HL 1000 B S355 3,1248 107 8 HE 1000 B S355 3,1639
108 8 HE 1000 B S355 3,1085 110 9 HE 1000x249 S355 3,1479

108,8 7 HE 1000 M S355 3,0157 111 8 HE 1000 A S355 3,0166
109 7 HL 1000 A S355 2,9407 113 8 HE 1000x249 S460 2,9837
112 7 HE 1000 B S460 2,9188

Span length = 11,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x634 4 S355 54,4 2,303 0,941 8,91 19,75 138 325 14,8 18,4 19,6 19,4 2,26 4,50 4,98 5,33 6,11 6,81 15,01 2850 2,5 11860 <200 1017 2287 *

2,5 HE 600 B 4 S355 72,0 1,131 0,979 8,81 10,90 257 345 17,6 17,8 19,6 26,4 0,83 4,50 4,82 5,37 6,38 6,81 15,01 2883 2,5 11866 <200 1017 2288 93

3,0 HD 400x509 5 S355 51,6 2,378 0,995 9,07 19,87 149 335 14,8 19,5 19,6 22,9 2,16 4,50 5,27 5,15 5,90 6,81 15,01 2728 2,5 12345 <200 1026 2296 *

3,0 HE 550 A 5 S460 69,0 1,220 0,991 8,97 12,69 282 440 17,8 18,8 19,6 32,9 0,81 4,50 5,08 5,17 6,13 6,81 15,01 2775 2,5 12535 <200 1037 2307 77

3,5 HD 400x509 5 S355 51,6 2,391 0,966 9,19 20,10 147 335 14,1 18,9 19,6 22,0 1,79 4,50 5,12 5,19 5,92 6,81 15,01 2830 2,5 12910 <200 1035 2306 *

3,5 HE 550 A 5 S460 66,0 1,234 0,986 9,08 12,57 282 440 17,7 19,3 19,6 31,3 0,75 4,50 5,23 5,06 5,98 6,81 15,01 2696 2,5 13103 <200 1047 2317 78

4,0 HD 400x421 7 S355 49,5 2,721 0,908 9,37 22,54 133 335 12,8 17,8 19,6 21,5 1,52 4,50 4,83 5,27 5,94 6,81 15,01 3044 2,5 13691 <200 1062 2333 *

4,0 HE 500 A 6 S460 64,0 1,368 0,966 9,22 13,25 271 440 16,9 18,9 19,6 34,0 0,70 4,50 5,13 5,05 5,92 6,81 15,01 2783 2,5 13787 <200 1068 2338 78

4,5 HD 400x347 8 S355 47,7 2,465 0,994 9,48 20,91 141 335 13,2 19,5 19,6 23,4 1,40 4,50 5,29 5,02 5,69 6,81 15,01 2816 2,5 14010 <200 1072 2342 *

4,5 HE 500 A 7 S355 61,0 1,517 0,952 9,37 12,03 244 345 15,4 18,6 19,6 30,8 0,69 4,50 5,06 5,03 5,84 6,81 15,01 2857 2,5 14355 <200 1092 2362 *

2,5 HD 400x634 4 S355 54,4 2,303 0,988 8,91 19,75 138 325 14,8 18,4 18,7 19,4 2,26 3,00 4,98 5,33 6,11 6,81 15,01 2850 2,5 11860 <200 1017 2287 *

2,5 HE 650 A 4 S355 72,0 1,129 0,977 8,79 10,22 277 345 17,4 18,2 18,7 26,1 0,82 3,00 4,94 5,31 6,33 6,81 15,01 2808 2,5 11818 <200 1015 2285 77

3,0 HD 400x551 5 S355 52,5 2,526 0,960 9,13 21,01 139 325 13,9 17,9 18,7 21,1 2,05 3,00 4,85 5,33 6,06 6,81 15,01 2978 2,5 12544 <200 1038 2308 *

3,0 HE 600 A 5 S355 69,0 1,242 0,948 8,99 11,29 261 345 16,2 17,7 18,7 27,7 0,81 3,00 4,79 5,32 6,26 6,81 15,01 2952 2,5 12571 <200 1039 2309 80

3,5 HD 400x509 6 S355 51,6 2,803 0,889 9,34 23,79 128 335 12,6 16,6 18,7 19,9 1,68 3,00 4,49 5,47 6,15 6,81 15,01 3248 2,5 13322 <200 1059 2329 *

3,5 HE 550 A 5 S355 69,0 1,234 0,949 9,15 10,47 274 345 17,1 17,4 18,7 30,7 0,65 3,00 4,72 5,28 6,20 6,81 15,01 2989 2,5 13365 <200 1062 2332 77

4,0 HD 400x421 7 S355 49,5 2,721 0,954 9,37 22,54 133 335 12,8 17,8 18,7 21,5 1,52 3,00 4,83 5,27 5,94 6,81 15,01 3044 2,5 13691 <200 1062 2333 *

4,0 HE 550 A 6 S355 64,0 1,393 0,957 9,24 11,85 250 345 15,3 17,8 18,7 28,2 0,70 3,00 4,84 5,19 6,05 6,81 15,01 2956 2,5 13827 <200 1070 2340 83

4,5 HD 400x382 8 S355 48,6 2,644 0,942 9,56 23,20 129 335 12,3 17,6 18,7 21,2 1,31 3,00 4,78 5,24 5,88 6,81 15,01 3125 2,5 14293 <200 1088 2358 *

4,5 HE 500 A 7 S355 61,0 1,517 0,999 9,37 12,03 244 345 15,4 18,6 18,7 30,8 0,69 3,00 5,06 5,03 5,84 6,81 15,01 2857 2,5 14355 <200 1092 2362 *

2,5 HD 400x990 4 S355 65,0 3,324 0,493 8,45 30,55 81 295 8,6 8,3 16,8 11,0 1,13 3,00 2,24 6,85 7,53 6,81 15,01 5358 2,5 13447 200 1109 2162 *

2,5 HE 800 A 4 S355 89,0 1,321 0,589 8,22 14,78 185 345 10,4 8,3 16,8 15,8 0,35 3,00 2,26 6,86 7,83 6,81 15,01 5157 2,5 12969 200 1081 2134 103

3,0 HD 400x900 5 S355 60,1 3,763 0,484 8,67 33,58 80 295 7,7 8,1 16,8 11,8 1,13 3,00 2,20 6,81 7,42 6,81 15,01 5525 2,5 14257 200 1136 2189 *

3,0 HE 800 A 5 S355 86,0 1,570 0,511 8,45 17,99 160 345 8,7 7,4 16,8 14,2 0,33 3,00 2,00 7,12 7,99 6,81 15,01 5909 2,5 13993 201 1121 2174 108

3,5 HD 400x900 5 S355 60,1 3,779 0,470 8,78 33,95 78 295 7,3 7,9 16,8 11,3 0,93 3,00 2,14 6,86 7,45 6,81 15,01 5702 2,5 14873 200 1149 2202 *

3,5 HE 800 A 5 S355 86,0 1,615 0,495 8,63 18,29 157 345 8,2 6,9 16,8 13,4 0,27 3,00 1,86 7,23 8,05 6,81 15,01 6320 2,5 15031 206 1158 2211 112

4,0 HD 400x818 6 S355 58,4 4,138 0,452 8,94 38,66 74 315 6,8 7,6 16,8 11,1 0,76 3,00 2,06 6,89 7,44 6,81 15,01 5978 2,5 15735 201 1180 2233 *

4,0 HE 700 A 6 S355 81,0 1,761 0,507 8,73 18,34 159 345 8,5 7,4 16,8 16,0 0,27 3,00 2,00 6,91 7,69 6,81 15,01 5921 2,5 15667 200 1176 2229 108

4,5 HD 400x744 7 S355 56,8 4,430 0,446 9,11 40,29 71 315 6,5 7,5 16,8 11,0 0,65 3,00 2,04 6,83 7,36 6,81 15,01 6118 2,5 16504 202 1216 2269 *

4,5 HE 650 A 7 S355 79,0 1,887 0,492 8,91 19,10 153 345 8,2 7,2 16,8 17,0 0,25 3,00 1,97 6,83 7,57 6,81 15,01 6077 2,5 16528 202 1217 2270 *

3,5 HD 400x1299 5 S355 70,0 5,289 0,468 10,79 52,06 74 295 6,1 4,8 14,0 12,0 0,70 1,50 1,29 7,15 7,67 6,81 15,01 9597 2,5 21603 261 1766 2819 *

3,5 HE 900 A 5 S355 96,0 1,849 0,511 10,35 22,75 165 345 7,4 4,9 14,0 15,4 0,23 1,50 1,33 7,14 7,92 6,81 15,01 8822 2,5 20549 251 1705 2758 103

4,0 HD 400x1202 6 S355 65,0 5,847 0,425 10,99 55,75 71 295 5,6 4,8 14,0 12,2 0,64 1,50 1,31 7,08 7,55 6,81 15,01 9657 2,5 22473 259 1796 2849 *

4,0 HE 800 A 6 S355 94,0 2,011 0,523 10,54 23,23 170 345 7,6 4,9 14,0 18,0 0,21 1,50 1,32 7,08 7,81 6,81 15,01 8980 2,5 21603 251 1746 2799 97

4,5 HD 400x1086 7 S355 63,9 6,186 0,355 11,15 59,03 68 295 5,2 4,6 14,0 11,9 0,53 1,50 1,26 7,17 7,62 6,81 15,01 10159 2,5 23404 275 1824 2877 *

4,5 HE 800 A 7 S355 89,0 2,234 0,474 10,66 25,94 152 345 7,0 4,8 14,0 16,3 0,21 1,50 1,31 7,07 7,75 6,81 15,01 9140 2,5 22352 253 1763 2816 101

5,0 HD 400x1086 7 S355 63,9 6,209 0,328 11,24 59,42 66 295 5,0 4,6 14,0 11,6 0,45 1,50 1,25 7,19 7,64 6,81 15,01 10349 2,5 24044 280 1842 2895 *

5,0 HE 800 A 7 S355 89,0 2,286 0,466 10,86 26,26 151 345 6,6 4,6 14,0 15,7 0,18 1,50 1,25 7,14 7,80 6,81 15,01 9598 2,5 23427 263 1806 2859 104

5,5 HD 400x900 9 S355 60,1 6,674 0,349 11,40 60,55 63 295 4,9 4,9 14,0 11,9 0,41 1,50 1,34 7,00 7,42 6,81 15,01 9991 2,5 24918 267 1874 2927 *

5,5 HE 800 A 8 S355 86,0 2,520 0,418 11,03 29,21 135 345 6,1 4,5 14,0 14,0 0,17 1,50 1,22 7,19 7,81 6,81 15,01 10031 2,5 24354 273 1842 2895 114

3,5 HL 920x588 6 S355 104,5 3,515 0,219 11,00 61,78 66 335 3,7 2,2 12,0 6,3 0,17 1,50 0,59 10,21 10,77 6,81 15,01 20425 2,5 22856 304 1838 2891 *

3,5 HL 1100 B 5 S355 125,0 2,530 0,289 11,10 43,95 93 345 4,3 2,1 12,0 7,3 0,11 1,50 0,56 10,29 10,97 6,81 15,01 21246 2,5 23574 350 1880 2933 *

4,0 HL 920x588 6 S355 104,5 3,576 0,216 11,22 62,46 65 335 3,6 2,1 12,0 6,2 0,15 1,50 0,57 10,24 10,79 6,81 15,01 21224 2,5 24090 338 1890 2943 *

4,0 HL 1100 A 6 S355 119,0 2,712 0,292 11,29 45,05 94 345 4,1 2,1 12,0 7,6 0,10 1,50 0,57 10,10 10,73 6,81 15,01 20930 2,5 24617 322 1920 2973 *

4,5 HE 900x466 9 S355 100,8 4,205 0,207 11,45 68,81 64 335 3,4 2,1 12,0 6,5 0,13 1,50 0,56 10,24 10,75 6,81 15,01 21914 2,5 25408 350 1940 2993 *

4,5 HL 1000 A 7 S355 114,0 2,903 0,283 11,45 46,67 90 345 4,1 2,1 12,0 8,0 0,10 1,50 0,58 9,95 10,55 6,81 15,01 20739 2,5 25662 302 1954 3007 *

5,0 HE 800x444 10 S460 99,2 4,562 0,359 11,66 36,53 65 430 3,6 2,1 12,0 7,3 0,12 1,50 0,58 9,95 10,44 6,81 15,01 21339 2,5 26612 318 1990 3043 *

5,0 HE 1000 B 7 S355 115,0 2,891 0,287 11,70 45,69 96 345 4,0 2,1 12,0 8,3 0,08 1,50 0,57 9,90 10,49 6,81 15,01 21192 2,5 27047 315 2015 3068 *

5,5 HE 800x444 11 S355 94,2 4,839 0,190 11,83 73,51 58 335 3,3 2,1 12,0 6,6 0,11 1,50 0,58 9,89 10,35 6,81 15,01 21543 2,5 27530 320 2025 3078 *

5,5 HE 1000 A 8 S355 114,0 3,037 0,287 11,96 45,61 96 345 3,9 2,0 12,0 8,3 0,07 1,50 0,56 9,85 10,42 6,81 15,01 21820 2,5 28442 334 2078 3131 157

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 11,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

54,5 4 HD 400x592 S355 2,1876 55,5 5 HD 400x463 S355 2,1829 53,5 5 HD 400x463 S355 2,1876 49,6 7 HD 400x382 S355 2,3385 48,6 7 HD 400x382 S355 2,3596
64,2 5 HE 550 M S355 1,4839 59,4 6 HE 500 M S355 1,6843 54,8 7 HE 450 M S355 1,867 52,7 7 HD 400x347 S355 2,2088 49,9 8 HD 400x314 S355 2,3399
65,2 4 HE 550 M S355 1,2637 62 6 HE 550 B S355 1,4353 57,8 6 HE 450 M S355 1,6698 53,2 8 HE 400 M S355 1,9416 50,2 9 HE 400 M S355 2,147
69 5 HE 600 A S460 1,2257 65 5 HE 550 B S355 1,2755 59,4 5 HE 500 M S355 1,4865 54,8 7 HE 450 M S355 1,8906 51,3 8 HD 400x287 S355 2,1323
70 4 HE 600 B S460 1,1404 66 5 HE 600 A S460 1,2461 62 6 HE 500 B S355 1,4137 57 8 HE 500 B S355 1,7446 53,2 8 HE 400 M S355 1,9741

63 5 HE 550 B S355 1,291 57,8 6 HE 450 M S355 1,6959 54,3 7 HD 400x287 S355 1,9378
66 5 HE 600 A S460 1,2745 58 7 HE 500 B S355 1,5844 54,8 7 HE 450 M S355 1,9242

58,2 6 HE 400 M S355 1,5837 55,2 7 HE 400 M S355 1,7932
61 7 HE 500 A S355 1,4768 56 9 HE 500 A S355 1,7757
62 6 HE 550 A S355 1,3794 57 7 HE 500 B S355 1,6142

60 7 HE 450 B S355 1,5658
61 7 HE 500 A S460 1,5398

56,5 4 HD 400x592 S355 2,196 54,6 5 HD 400x509 S355 2,3928 52,5 5 HD 400x551 S355 2,5394 50,5 6 HD 400x463 S355 2,5571 50,7 8 HD 400x347 S355 2,4879
64,2 5 HE 550 M S355 1,4839 58,5 5 HD 400x463 S355 2,1979 52,6 5 HD 400x509 S355 2,3964 51,6 7 HD 400x382 S355 2,3519 51,6 7 HD 400x382 S355 2,3821
67 5 HE 600 B S355 1,2931 59,4 6 HE 500 M S355 1,6843 55,5 5 HD 400x463 S355 2,1993 52,7 7 HD 400x347 S355 2,2088 51,9 8 HD 400x314 S355 2,3549

67,2 4 HE 550 M S355 1,272 62,4 5 HE 500 M S355 1,4799 57,5 5 HD 400x421 S355 2,0702 54,8 7 HE 450 M S355 1,8906 52,7 7 HD 400x347 S355 2,2403
70 5 HE 550 B S355 1,2646 63 6 HE 550 B S355 1,4403 57,8 7 HE 450 M S355 1,8846 57 8 HE 500 B S355 1,7446 53,2 9 HE 400 M S355 2,1695
71 5 HE 600 A S355 1,2153 66 6 HE 600 A S355 1,3912 59,4 6 HE 500 M S355 1,7057 57,8 6 HE 450 M S355 1,6959 54,3 8 HD 400x287 S355 2,1549
72 4 HE 600 B S355 1,1309 67 5 HE 550 B S355 1,2855 59,8 6 HE 450 M S355 1,6814 60 7 HE 500 B S355 1,5978 54,5 9 HE 360 M S355 2,1463

69 5 HE 600 A S460 1,2611 62 6 HE 550 B S355 1,4598 61 7 HE 550 A S355 1,5283 54,8 7 HE 450 M S355 1,9242
65 5 HE 550 B S355 1,3027 62 6 HE 500 B S355 1,4443 57 8 HE 500 B S355 1,7813
66 5 HE 600 A S355 1,2557 64 6 HE 550 A S460 1,4137 60 7 HE 500 B S355 1,6368
69 5 HE 550 A S460 1,2512 61 7 HE 500 A S460 1,5398

74,8 5 HE 600x399 S355 1,8992 63,9 4 HD 400x1086 S355 3,6058 66,4 5 HD 400x818 S355 3,5353 61,8 6 HD 400x744 S355 3,8563 62,4 7 HD 400x634 S355 3,9439
76 5 HE 650x343 S355 1,8257 66,4 5 HD 400x818 S355 3,513 70,2 7 HE 600x337 S355 2,2745 69 8 HE 600 M S355 2,3112 69 8 HE 600 M S355 2,3568

77,6 4 HE 650x407 S355 1,7226 71,8 6 HE 600x399 S355 2,2219 71,2 6 HE 600x337 S355 2,0197 70,2 7 HE 600x337 S355 2,3105 70,2 7 HE 600x337 S355 2,3564
79,8 4 HE 700x352 S355 1,609 72,8 5 HE 600x399 S355 1,927 71,8 5 HE 600x399 S355 1,9528 71,2 6 HE 600x337 S355 2,0565 72 7 HE 600 M S355 2,1505
83 4 HE 650x343 S355 1,5715 75 5 HE 650x343 S355 1,8602 75 5 HE 650x343 S355 1,8943 73,8 6 HE 650 M S355 2,0129 75 8 HE 600 B S355 2,0436
85 5 HE 700 B S355 1,5565 77 6 HE 600 M S355 1,829 77 6 HE 700 B S355 1,8223 75 8 HE 600 B S355 1,9921 76 7 HE 700 A S355 1,9778
86 5 HE 800 A S355 1,5211 78 6 HE 700 B S355 1,7906 78,2 5 HE 600x337 S355 1,7999 76 7 HE 700 A S355 1,9254 79 7 HE 650 A S460 1,9152

86,6 4 HE 700 M S355 1,5024 78,2 5 HE 600x337 S355 1,7631 78,8 5 HE 650 M S355 1,7528 77 6 HE 700 B S355 1,8651
87 4 HE 800 B S355 1,4005 81,8 5 HE 650 M S355 1,73 80 6 HE 650 B S355 1,7374 79 7 HE 650 A S355 1,8323
89 4 HE 800 A S460 1,3398 84 6 HE 700 A S355 1,6885 81 6 HE 700 A S355 1,714 80 6 HE 650 B S355 1,7828

85 5 HE 700 B S355 1,6047 82 5 HE 700 B S355 1,6308
86 5 HE 800 A S460 1,594

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

73 5 HD 400x1202 S355 4,9751 68,9 6 HD 400x1086 S355 5,3901 65 6 HD 400x1202 S355 5,8615 65 7 HD 400x990 S355 5,7578 62 8 HD 400x990 S355 6,4997
81,4 7 HE 700x418 S355 2,9856 76,6 8 HE 650x407 S355 3,2231 66,9 6 HD 400x1086 S355 5,3937 68,1 7 HD 400x900 S355 5,352 63,1 8 HD 400x900 S355 6,0161
81,6 7 HE 650x407 S355 2,8861 79,8 8 HE 700x352 S355 2,9974 74,8 9 HE 600x399 S355 3,3171 71,8 10 HE 600x399 S355 3,6299 71,2 11 HE 600x337 S355 3,5351
84,4 6 HE 700x418 S355 2,6612 81,6 7 HE 650x407 S355 2,9289 76 9 HE 650x343 S355 3,1848 72,8 9 HE 600x399 S355 3,3387 71,8 9 HE 600x399 S355 3,3629
88,4 6 HE 800 M S355 2,275 82,4 6 HE 700x418 S355 2,6929 78,6 9 HE 700 M S355 3,0139 75 9 HE 650x343 S355 3,2164 75 9 HE 650x343 S355 3,2523
89,6 5 HE 800x373 S355 2,2015 84,6 6 HE 650x407 S355 2,6213 79,6 7 HE 650x407 S355 2,9492 76,8 8 HE 600x399 S355 3,0723 76,8 8 HE 600x399 S355 3,1093
93,4 5 HE 800 M S355 2,0319 86,6 7 HE 700 M S355 2,51 80 8 HE 650x343 S355 2,9318 77,6 7 HE 650x407 S355 2,9749 78 8 HE 650x343 S355 2,9967
96 5 HE 900 A S460 1,8758 87 7 HE 800 B S355 2,3311 80,8 7 HE 700x352 S355 2,7434 79,8 7 HE 700x352 S355 2,7791 78,6 8 HE 700 M S355 2,8344

88,4 6 HE 800 M S355 2,3245 83 7 HE 650x343 S355 2,6708 81,8 8 HE 650 M S355 2,7271 81,8 8 HE 650 M S355 2,7695
91 7 HE 800 A S355 2,2036 86 8 HE 800 A S355 2,4242 83 7 HE 650x343 S355 2,7167 82 9 HE 700 B S355 2,7667
92 6 HE 800 B S355 2,1295 87 7 HE 800 B S355 2,3728 83,6 7 HE 700 M S355 2,5751 85 8 HE 700 B S355 2,5736
94 6 HE 800 A S460 2,0394 89 7 HE 800 A S460 2,267 85 8 HE 700 B S355 2,5279 86 8 HE 800 A S460 2,5582

86 8 HE 800 A S355 2,4736
87 7 HE 800 B S355 2,4231
89 7 HE 800 A S460 2,3194

108,7 5 HL 920x656 S355 3,303 106,5 6 HL 920x537 S355 3,3841 102,7 7 HL 920x491 S355 3,6251 99,2 10 HE 900x391 S355 4,1145 99,2 10 HE 900x391 S355 4,1707
111 5 HL 1000x591 S355 3,0975 107,8 7 HL 1000 M S355 3,2056 106,8 7 HL 920x449 S355 3,4564 100,8 8 HE 900x466 S355 3,888 100,1 9 HL 920x368 S355 3,7658

113,2 5 HL 1000x554 S355 2,9863 109 6 HL 1000x483 S355 3,1818 107 8 HL 1000 B S355 3,3619 101,3 8 HL 920x420 S355 3,688 102,7 9 HL 920x344 S355 3,644
115 5 HL 1000x539 S355 2,9463 113,2 6 HL 1000x443 S355 3,0464 107,8 7 HL 1000 M S355 3,2641 102,7 7 HL 920x491 S355 3,6869 106 10 HE 1000 A S355 3,4533

118,8 5 HL 1100 M S355 2,6428 114,6 6 HE 1000x438 S355 3,0061 110 7 HL 1000 B S355 3,0736 104,8 7 HL 920x449 S355 3,5053 107 9 HE 1000 B S355 3,4248
125 5 HL 1100 B S460 2,5709 115,8 6 HL 1000 M S355 2,9179 114 7 HL 1000 A S460 2,95 106 9 HL 1000 A S355 3,4719 107,8 8 HE 1000 M S355 3,3576

117 6 HL 1100 B S355 2,8915 106,3 7 HL 920x420 S355 3,3798 110 8 HE 1000 B S355 3,1836
119 6 HL 1100 A S460 2,755 107 9 HE 1000 B S355 3,3613 113 9 HE 1000x249 S355 3,1671

107,8 8 HE 1000 M S355 3,2935 114 8 HE 1000 A S460 3,0823
108 7 HL 1000 B S355 3,1259

112,8 7 HE 1000 M S355 3,042
114 7 HL 1000 A S355 2,9754
115 7 HE 1000 B S460 2,9368

Span length = 11,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x634 4 S355 54,4 2,298 0,987 9,21 19,75 143 325 15,2 19,7 20,0 21,0 2,29 4,50 5,22 5,11 5,87 6,67 14,77 2850 2,5 11860 <200 1039 2333 *

2,5 HE 650 A 4 S460 72,0 1,142 0,997 9,09 12,74 286 440 17,9 19,5 20,0 28,4 0,83 4,50 5,19 5,10 6,09 6,67 14,77 2808 2,5 11818 <200 1036 2331 76

3,0 HD 400x551 5 S355 52,5 2,521 0,959 9,44 21,01 144 325 14,3 19,2 20,0 22,9 2,08 4,50 5,09 5,11 5,83 6,67 14,77 2978 2,5 12544 <200 1060 2354 *

3,0 HE 600 A 5 S460 69,0 1,258 0,947 9,31 14,04 270 440 16,7 18,9 20,0 30,1 0,82 4,50 5,03 5,10 6,02 6,67 14,77 2952 2,5 12571 <200 1061 2356 79

3,5 HD 400x509 6 S355 51,6 2,796 0,888 9,65 23,79 133 335 13,1 17,8 20,0 21,5 1,71 4,50 4,71 5,24 5,91 6,67 14,77 3248 2,5 13322 <200 1082 2376 *

3,5 HE 550 A 5 S460 69,0 1,248 0,979 9,46 12,94 283 440 17,6 18,7 20,0 33,3 0,66 4,50 4,96 5,06 5,96 6,67 14,77 2989 2,5 13365 <200 1084 2379 76

4,0 HD 400x421 7 S355 49,5 2,715 0,952 9,68 22,54 138 335 13,3 19,0 20,0 23,3 1,56 4,50 5,06 5,05 5,71 6,67 14,77 3044 2,5 13691 <200 1085 2379 *

4,0 HE 550 A 6 S355 64,0 1,389 0,956 9,55 11,85 258 345 15,9 19,1 20,0 30,7 0,71 4,50 5,08 4,98 5,82 6,67 14,77 2956 2,5 13827 <200 1093 2387 78

4,5 HD 400x382 8 S355 48,6 2,638 0,941 9,88 23,20 134 335 12,7 18,8 20,0 23,0 1,35 4,50 5,01 5,02 5,65 6,67 14,77 3125 2,5 14293 <200 1111 2406 *

4,5 HE 500 A 7 S355 61,0 1,513 0,998 9,69 12,03 253 345 15,9 20,0 20,0 33,4 0,70 4,50 5,31 4,82 5,61 6,67 14,77 2857 2,5 14356 <200 1115 2409 78

2,5 HD 400x677 4 S355 55,3 2,420 0,962 9,27 20,63 135 315 14,4 18,3 19,0 19,5 2,19 3,00 4,85 5,27 6,02 6,67 14,77 3083 2,5 12030 <200 1049 2343 *

2,5 HE 650 A 4 S355 74,0 1,135 0,985 9,13 10,40 282 345 17,7 18,5 19,0 28,1 0,76 3,00 4,91 5,21 6,21 6,67 14,77 2971 2,5 11943 <200 1044 2338 75

3,0 HD 400x551 5 S355 53,5 2,526 0,983 9,45 21,13 143 325 14,3 18,7 19,0 22,7 1,97 3,00 4,97 5,16 5,88 6,67 14,77 3050 2,5 12619 <200 1064 2358 *

3,0 HE 600 A 5 S355 69,0 1,239 0,995 9,31 11,29 270 345 16,7 18,9 19,0 30,1 0,82 3,00 5,03 5,10 6,02 6,67 14,77 2952 2,5 12571 <200 1061 2356 77

3,5 HD 400x509 6 S355 51,6 2,796 0,933 9,65 23,79 133 335 13,1 17,8 19,0 21,5 1,71 3,00 4,71 5,24 5,91 6,67 14,77 3248 2,5 13322 <200 1082 2376 *

3,5 HE 550 A 5 S355 69,0 1,231 0,981 9,46 10,47 283 345 17,6 18,7 19,0 33,3 0,66 3,00 4,96 5,06 5,96 6,67 14,77 2989 2,5 13365 <200 1084 2379 74

4,0 HD 400x421 7 S355 49,5 2,715 1,000 9,68 22,54 138 335 13,3 19,0 19,0 23,3 1,56 3,00 5,06 5,05 5,71 6,67 14,77 3044 2,5 13691 <200 1085 2379 *

4,0 HE 550 A 6 S355 66,0 1,402 0,938 9,60 12,10 254 345 15,5 17,9 19,0 30,4 0,64 3,00 4,75 5,12 5,95 6,67 14,77 3163 2,5 14027 <200 1105 2399 79

4,5 HD 400x382 8 S355 48,6 2,638 0,988 9,88 23,20 134 335 12,7 18,8 19,0 23,0 1,35 3,00 5,01 5,02 5,65 6,67 14,77 3125 2,5 14293 <200 1111 2406 *

4,5 HE 500 A 7 S355 64,0 1,535 0,938 9,77 12,45 245 345 15,3 17,9 19,0 33,0 0,60 3,00 4,75 5,03 5,82 6,67 14,77 3191 2,5 14693 <200 1135 2429 79

2,5 HD 400x990 4 S355 70,0 3,340 0,497 8,80 31,28 80 295 8,9 8,0 17,1 11,8 0,93 3,00 2,13 6,82 7,50 6,67 14,77 5903 2,5 13759 200 1151 2224 *

2,5 HE 800 A 4 S355 91,0 1,326 0,603 8,55 15,00 190 345 10,6 8,5 17,1 17,1 0,33 3,00 2,26 6,70 7,65 6,67 14,77 5404 2,5 13094 200 1111 2184 100

3,0 HD 400x1086 4 S355 63,9 3,600 0,469 8,97 34,08 79 295 7,6 8,0 17,1 10,9 1,06 3,00 2,13 6,79 7,40 6,67 14,77 5977 2,5 14273 200 1161 2234 *

3,0 HE 800 A 5 S355 86,0 1,566 0,529 8,75 17,99 166 345 8,9 7,9 17,1 15,4 0,33 3,00 2,10 6,83 7,67 6,67 14,77 5909 2,5 13993 200 1145 2218 103

3,5 HD 400x990 5 S355 62,0 4,092 0,434 9,20 37,98 74 295 6,9 7,4 17,1 10,9 0,85 3,00 1,97 6,92 7,48 6,67 14,77 6494 2,5 15322 203 1199 2273 *

3,5 HE 800 A 5 S355 86,0 1,611 0,512 8,94 18,29 162 345 8,5 7,4 17,1 14,6 0,27 3,00 1,96 6,93 7,74 6,67 14,77 6320 2,5 15031 202 1182 2255 107

4,0 HD 400x900 6 S355 60,1 4,479 0,419 9,38 40,61 70 295 6,4 7,2 17,1 10,8 0,71 3,00 1,91 6,93 7,45 6,67 14,77 6776 2,5 16222 205 1234 2307 *

4,0 HE 700 A 6 S355 84,0 1,776 0,514 9,11 18,82 162 345 8,6 7,3 17,1 17,3 0,24 3,00 1,94 6,83 7,60 6,67 14,77 6423 2,5 15967 202 1219 2292 104

4,5 HD 400x818 7 S355 58,4 4,789 0,414 9,56 44,99 67 315 6,1 7,1 17,1 10,7 0,61 3,00 1,89 6,87 7,36 6,67 14,77 6923 2,5 17020 206 1272 2345 *

4,5 HE 700 A 7 S355 79,0 1,995 0,466 9,25 20,94 146 345 7,8 7,3 17,1 15,7 0,25 3,00 1,95 6,73 7,44 6,67 14,77 6439 2,5 16592 202 1247 2320 *

3,5 HD 400x1299 5 S355 72,0 5,293 0,445 11,21 52,50 75 295 6,3 4,9 14,3 12,8 0,67 1,50 1,31 6,96 7,47 6,67 14,77 9926 2,5 21778 256 1814 2887 *

3,5 HE 900 A 5 S355 99,0 1,862 0,521 10,79 23,23 169 345 7,6 4,9 14,3 16,5 0,22 1,50 1,31 7,03 7,79 6,67 14,77 9407 2,5 20811 253 1757 2830 101

4,0 HD 400x1299 6 S355 67,0 6,249 0,393 11,55 61,56 68 295 5,3 4,6 14,3 11,9 0,59 1,50 1,22 7,12 7,57 6,67 14,77 10889 2,5 23053 282 1869 2942 *

4,0 HE 900 A 6 S355 96,0 2,132 0,468 11,02 27,16 152 345 6,7 4,5 14,3 15,1 0,20 1,50 1,21 7,23 7,92 6,67 14,77 10356 2,5 21903 273 1801 2874 105

4,5 HD 400x1086 7 S355 63,9 6,176 0,367 11,55 59,03 70 295 5,4 4,9 14,3 12,8 0,55 1,50 1,32 6,88 7,33 6,67 14,77 10159 2,5 23404 258 1863 2936 *

4,5 HE 800 A 7 S355 91,0 2,243 0,485 11,10 26,34 157 345 7,1 4,9 14,3 17,6 0,20 1,50 1,31 6,91 7,58 6,67 14,77 9582 2,5 22577 250 1814 2887 98

5,0 HD 400x1086 7 S355 63,9 6,199 0,343 11,65 59,42 69 295 5,2 4,9 14,3 12,5 0,47 1,50 1,31 6,90 7,34 6,67 14,77 10349 2,5 24044 268 1881 2954 *

5,0 HE 800 A 7 S355 91,0 2,297 0,478 11,31 26,68 156 345 6,8 4,7 14,3 17,0 0,17 1,50 1,25 6,98 7,63 6,67 14,77 10076 2,5 23677 264 1860 2933 101

5,5 HD 400x990 8 S355 62,0 6,489 0,353 11,81 60,66 66 295 5,0 5,0 14,3 12,3 0,39 1,50 1,35 6,83 7,25 6,67 14,77 10332 2,5 24902 264 1913 2986 *

5,5 HE 800 A 8 S355 86,0 2,514 0,434 11,44 29,21 140 345 6,3 4,8 14,3 15,2 0,17 1,50 1,28 6,90 7,50 6,67 14,77 10031 2,5 24354 260 1881 2954 108

3,5 HL 920x725 5 S355 106,9 3,547 0,217 11,45 62,52 64 325 3,7 2,2 12,2 6,1 0,18 1,50 0,59 10,01 10,56 6,67 14,77 21546 2,5 23038 305 1888 2961 *

3,5 HL 1100 M 5 S355 122,8 2,661 0,277 11,51 47,70 89 345 4,2 2,2 12,2 7,3 0,12 1,50 0,58 9,99 10,63 6,67 14,77 21699 2,5 23512 317 1916 2989 *

4,0 HL 920x656 6 S355 105,7 3,852 0,203 11,74 69,60 62 335 3,4 2,1 12,2 6,1 0,15 1,50 0,55 10,22 10,73 6,67 14,77 23310 2,5 24472 350 1952 3025 *

4,0 HL 1100 A 6 S355 121,0 2,719 0,301 11,75 45,53 97 345 4,2 2,2 12,2 8,2 0,10 1,50 0,58 9,81 10,44 6,67 14,77 21637 2,5 24817 300 1973 3046 *

4,5 HE 900x466 9 S355 100,8 4,196 0,215 11,87 68,81 66 335 3,5 2,2 12,2 7,0 0,13 1,50 0,59 9,83 10,32 6,67 14,77 21914 2,5 25408 303 1981 3054 *

4,5 HL 1100 A 7 S355 116,0 3,053 0,268 11,96 51,59 86 345 3,7 2,1 12,2 7,3 0,09 1,50 0,55 9,98 10,55 6,67 14,77 22987 2,5 25990 350 2015 3088 *

5,0 HE 900x466 9 S355 100,8 4,255 0,208 12,09 69,51 65 335 3,4 2,1 12,2 6,8 0,12 1,50 0,57 9,84 10,32 6,67 14,77 22651 2,5 26598 332 2032 3105 *

5,0 HE 1000 M 7 S355 115,8 3,060 0,272 12,20 50,32 90 345 3,9 2,1 12,2 8,2 0,08 1,50 0,56 9,76 10,33 6,67 14,77 22636 2,5 27285 333 2072 3145 *

5,5 HE 800x444 11 S355 96,2 4,846 0,196 12,33 74,24 60 335 3,4 2,2 12,2 7,1 0,11 1,50 0,59 9,61 10,06 6,67 14,77 22282 2,5 27805 300 2084 3157 *

5,5 HE 1000 B 8 S355 112,0 3,194 0,267 12,39 50,97 88 345 3,8 2,1 12,2 8,0 0,07 1,50 0,57 9,60 10,13 6,67 14,77 22467 2,5 28356 312 2117 3190 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 12,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

64,2 5 HE 550 M S355 1,4803 54,6 5 HD 400x509 S355 2,3876 52,5 5 HD 400x551 S355 2,5341 50,5 6 HD 400x463 S355 2,5512 49,6 7 HD 400x382 S355 2,3618
67 5 HE 600 B S355 1,2898 59,4 6 HE 500 M S355 1,6801 52,6 5 HD 400x509 S355 2,3912 51,6 7 HD 400x382 S355 2,3465 51,9 8 HD 400x314 S355 2,3492

67,2 4 HE 550 M S355 1,2691 62,4 5 HE 500 M S355 1,4763 55,5 5 HD 400x463 S355 2,1943 52,7 7 HD 400x347 S355 2,2036 52,7 7 HD 400x347 S355 2,2351
71 5 HE 600 A S460 1,2307 63 6 HE 550 B S355 1,4364 57,8 7 HE 450 M S355 1,8798 54,8 7 HE 450 M S355 1,8858 53,2 9 HE 400 M S355 2,1652
72 4 HE 650 B S355 1,2102 66 6 HE 600 A S355 1,3874 59,4 6 HE 500 M S355 1,7015 57 8 HE 500 B S355 1,7396 54,3 8 HD 400x287 S355 2,1507

67 5 HE 550 B S355 1,2821 59,8 6 HE 450 M S355 1,6773 57,8 6 HE 450 M S355 1,6917 54,5 9 HE 360 M S355 2,1419
60,4 5 HE 500 M S355 1,4887 60 7 HE 500 B S355 1,5934 54,8 7 HE 450 M S355 1,9194
62 6 HE 550 B S355 1,4559 61 7 HE 550 A S355 1,524 57 8 HE 500 B S355 1,7762
65 5 HE 550 B S355 1,2993 62 6 HE 500 B S355 1,4404 59 8 HE 500 A S355 1,6454
66 5 HE 600 A S460 1,2712 64 6 HE 550 A S460 1,4099 60 7 HE 500 B S355 1,6323

61 7 HE 500 A S460 1,5355

57,4 4 HD 400x634 S355 2,3105 56,6 5 HD 400x509 S355 2,3976 52,5 5 HD 400x551 S355 2,5341 51,5 6 HD 400x463 S355 2,5579 50,7 8 HD 400x347 S355 2,482
64,2 5 HE 550 M S355 1,4803 60,4 6 HE 500 M S355 1,6851 54,6 5 HD 400x509 S355 2,4028 53,6 7 HD 400x382 S355 2,3599 51,6 7 HD 400x382 S355 2,3768
68 5 HE 600 B S355 1,294 64,2 5 HE 550 M S355 1,5105 57,8 7 HE 450 M S355 1,8798 54,8 8 HE 450 M S355 2,1 53,2 9 HE 400 M S355 2,1652

69,2 4 HE 550 M S355 1,2774 64,4 5 HE 500 M S355 1,4863 59,4 6 HE 500 M S355 1,7015 56,6 6 HD 400x382 S355 2,0958 54,3 8 HD 400x287 S355 2,1507
72 4 HE 650 B S355 1,2102 65 6 HE 550 B S355 1,4464 62 7 HE 550 B S355 1,6299 57,8 7 HE 450 M S355 1,9058 54,8 8 HE 450 M S355 2,1338
74 4 HE 650 A S460 1,1506 66 6 HE 600 A S355 1,3874 62,4 5 HE 500 M S355 1,5004 59,4 6 HE 500 M S355 1,7289 54,9 7 HD 400x314 S355 2,1278

67 5 HE 600 B S355 1,3231 63 6 HE 550 B S355 1,4617 59,8 6 HE 450 M S355 1,705 55,2 8 HE 400 M S355 1,9851
69 5 HE 600 A S460 1,2578 65 6 HE 500 B S355 1,4273 61 8 HE 550 A S355 1,679 55,8 7 HE 450 M S355 1,9269

66 6 HE 550 A S355 1,368 62 6 HE 550 B S355 1,4864 58 8 HE 500 B S355 1,7837
67 5 HE 600 A S355 1,2583 65 6 HE 500 B S355 1,4604 60 7 HE 500 B S355 1,6323
69 5 HE 550 A S460 1,248 66 6 HE 550 A S460 1,4232 61 7 HE 550 A S355 1,5641

64 7 HE 500 A S460 1,558

76,6 5 HE 650x407 S355 2,0421 71,8 6 HE 600x399 S355 2,2171 63,1 5 HD 400x900 S355 3,7903 61,4 6 HD 400x818 S355 4,1509 59,8 7 HD 400x744 S355 4,4447
76,8 5 HE 600x399 S355 1,9035 74,8 5 HE 600x399 S355 1,9329 66,4 5 HD 400x818 S355 3,5291 64,8 6 HD 400x744 S355 3,8692 63,3 7 HD 400x677 S355 4,1496
78 5 HE 650x343 S355 1,8301 78 5 HE 650x343 S355 1,8713 70,2 7 HE 600x337 S355 2,2693 69 8 HE 600 M S355 2,3055 69 9 HE 600 M S355 2,579

79,6 4 HE 650x407 S355 1,7275 78,6 5 HE 700 M S355 1,7684 71,8 6 HE 600x399 S355 2,2476 70,2 7 HE 600x337 S355 2,3052 70 8 HE 600 M S355 2,3586
82,8 4 HE 700x352 S355 1,6177 81,8 5 HE 650 M S355 1,7262 73,8 7 HE 650 M S355 2,2181 71,8 6 HE 600x399 S355 2,2842 70,2 7 HE 600x337 S355 2,3511
86 5 HE 800 A S355 1,5169 84 6 HE 700 A S355 1,6836 74 7 HE 600 M S355 2,0713 73,2 6 HE 600x337 S355 2,0652 73,8 7 HE 650 M S355 2,307

86,6 4 HE 700 M S355 1,4987 85 5 HE 700 B S355 1,6004 74,8 5 HE 600x399 S355 1,9662 74,8 6 HE 650 M S355 2,015 74 7 HE 600 M S355 2,1604
87 4 HE 800 B S355 1,397 86 5 HE 800 A S460 1,5897 76 5 HE 650x343 S355 1,8962 77 6 HE 600 M S355 1,9028 77 7 HE 700 B S355 2,1328
91 4 HE 800 A S460 1,3446 78,2 5 HE 600x337 S355 1,796 78 6 HE 700 B S355 1,8667 79 7 HE 700 A S460 2,0246

81,8 5 HE 650 M S355 1,7665 84 6 HE 700 A S460 1,8013
84 6 HE 700 A S355 1,7265
85 5 HE 700 B S355 1,644
86 5 HE 800 A S460 1,6345

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

81,4 7 HE 700x418 S355 2,9787 68 6 HD 400x1202 S355 5,8577 66 6 HD 400x1202 S355 5,8602 70 7 HD 400x990 S355 5,7901 68,1 8 HD 400x900 S355 6,0517
84,6 7 HE 650x407 S355 2,8978 71,9 6 HD 400x1086 S355 5,4017 70 7 HD 400x990 S355 5,7615 71,8 10 HE 600x399 S355 3,6219 71,8 10 HE 600x399 S355 3,6546
86,4 6 HE 700x418 S355 2,6669 79,6 8 HE 650x407 S355 3,2364 71,9 6 HD 400x1086 S355 5,4228 75 10 HE 650x343 S355 3,4918 74,8 9 HE 600x399 S355 3,3832
88,4 7 HE 800 M S355 2,541 80,8 8 HE 700x352 S355 2,9966 76,6 9 HE 650x407 S355 3,5745 76,6 8 HE 650x407 S355 3,2872 76,6 8 HE 650x407 S355 3,324
89,6 6 HE 800x373 S355 2,5071 84,4 6 HE 700x418 S355 2,7002 76,8 9 HE 600x399 S355 3,325 78 9 HE 650x343 S355 3,2344 78 9 HE 650x343 S355 3,2728
91,2 5 HE 800x444 S355 2,4474 87 8 HE 800 B S355 2,5592 77,6 8 HE 650x407 S355 3,2553 78,8 10 HE 650 M S355 3,1943 78,6 9 HE 700 M S355 3,0879
91,4 6 HE 800 M S355 2,2869 88,4 6 HE 800 M S355 2,3189 79,8 8 HE 700x352 S355 3,0247 79,6 9 HE 700 M S355 3,0569 80 8 HE 650x343 S355 3,0087
92,6 5 HE 800x373 S355 2,2141 94 7 HE 800 A S355 2,2176 81,6 7 HE 650x407 S355 2,9583 81,6 7 HE 650x407 S355 3,0023 81,6 8 HE 700 M S355 2,8548
96 6 HE 900 A S355 2,0755 95 6 HE 800 B S355 2,1441 83 8 HE 650x343 S355 2,948 81,8 9 HE 650 M S355 2,9703 85 9 HE 700 B S355 2,7866

96,4 5 HE 800 M S355 2,0446 83,6 8 HE 700 M S355 2,7829 82 10 HE 700 B S355 2,936 86 8 HE 800 A S460 2,5514
97 5 HE 900 B S355 1,9591 84,8 7 HE 700x352 S355 2,7669 82,8 7 HE 700x352 S355 2,7975
99 5 HE 900 A S460 1,8887 86 9 HE 800 A S355 2,629 85 9 HE 700 B S355 2,7411

87 8 HE 800 B S355 2,601 86 9 HE 800 A S355 2,6787
88 7 HE 800 B S355 2,3741 86,6 7 HE 700 M S355 2,5937
91 7 HE 800 A S460 2,276 87 7 HE 800 B S355 2,4169

91 7 HE 800 A S460 2,33

109,5 6 HL 920x588 S355 3,5372 107,5 6 HL 920x588 S355 3,5895 103,5 7 HL 920x537 S355 3,8407 101,8 8 HL 920x449 S355 3,842 99,2 11 HE 900x391 S355 4,4847
110,6 7 HE 1000x494 S355 3,5304 109 8 HE 1000x415 S355 3,5504 105,7 7 HL 920x491 S355 3,6401 103,7 7 HL 920x491 S355 3,6877 100,2 10 HE 900x391 S355 4,1702
111,8 5 HL 1000x642 S355 3,2676 109,2 7 HL 1000x443 S355 3,3781 107,8 9 HE 1000 M S355 3,5118 106,8 7 HL 920x449 S355 3,5146 101,6 9 HL 920x390 S355 3,9057
114 5 HL 1000x591 S355 3,1091 112 6 HL 1000x483 S355 3,1953 108 8 HL 1000 B S355 3,3617 107 8 HL 1000 B S355 3,4207 104,2 9 HE 900x391 S355 3,8832

117,6 5 HE 1000x584 S355 3,082 116,2 6 HL 1000x443 S355 3,06 108,8 7 HL 1000 M S355 3,2644 107,8 7 HL 1000 M S355 3,3237 105,1 9 HL 920x368 S355 3,803
118 5 HL 1000x539 S355 2,9581 117 6 HL 1100 B S355 2,8854 112,8 8 HE 1000 M S355 3,2568 110,8 8 HE 1000 M S355 3,3109 106 9 HL 1000 A S355 3,5267

118,8 5 HL 1100 R S355 2,8659 121 6 HL 1100 A S460 2,7623 113,6 7 HE 1000x393 S355 3,1982 111 8 HL 1000 A S355 3,2246 108 9 HE 1000 B S355 3,4256
122,8 5 HL 1100 M S460 2,7063 114 8 HL 1000 A S355 3,1768 112 7 HL 1000 B S355 3,1522 108,8 8 HE 1000 M S355 3,359

115 7 HL 1000 B S355 3,1042 115 8 HE 1000 B S355 3,1516 112 8 HE 1000 B S460 3,2472
116 7 HL 1100 A S460 3,1034 115,8 7 HE 1000 M S460 3,1115

Span length = 12,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x677 4 S355 55,3 2,416 0,963 9,60 20,63 139 315 14,8 19,7 20,4 21,2 2,22 4,50 5,10 5,06 5,79 6,53 14,54 3083 2,5 12029 <200 1071 2377 *

2,5 HE 650 A 4 S460 79,0 1,169 0,980 9,57 13,46 282 440 17,6 17,3 20,4 29,8 0,63 4,50 4,49 5,30 6,28 6,53 14,54 3426 2,5 12256 <200 1084 2390 77

3,0 HD 400x551 5 S355 53,5 2,521 0,985 9,81 21,13 148 325 14,8 20,1 20,4 24,6 2,01 4,50 5,22 4,95 5,65 6,53 14,54 3050 2,5 12619 <200 1086 2392 *

3,0 HE 600 A 5 S460 69,0 1,255 0,997 9,64 14,04 280 440 17,3 20,4 20,4 32,6 0,83 4,50 5,29 4,89 5,79 6,53 14,54 2952 2,5 12571 <200 1083 2390 75

3,5 HD 400x509 6 S355 51,6 2,791 0,934 9,99 23,79 137 335 13,5 19,1 20,4 23,3 1,75 4,50 4,95 5,03 5,68 6,53 14,54 3248 2,5 13322 <200 1104 2410 *

3,5 HE 600 A 5 S460 67,0 1,274 0,991 9,78 14,03 276 440 16,9 20,2 20,4 30,9 0,74 4,50 5,26 4,86 5,72 6,53 14,54 2969 2,5 13224 <200 1098 2405 77

4,0 HD 400x421 7 S355 50,5 2,715 0,974 10,04 22,68 142 335 13,7 19,9 20,4 25,1 1,50 4,50 5,17 4,90 5,54 6,53 14,54 3128 2,5 13791 <200 1114 2420 *

4,0 HE 550 A 6 S355 69,0 1,419 0,860 10,02 12,48 256 345 15,5 17,3 20,4 32,5 0,57 4,50 4,51 5,11 5,92 6,53 14,54 3502 2,5 14327 <200 1146 2452 77

4,5 HD 400x382 8 S355 48,6 2,632 0,989 10,23 23,20 139 335 13,1 20,2 20,4 24,9 1,38 4,50 5,26 4,82 5,44 6,53 14,54 3125 2,5 14293 <200 1135 2441 *

4,5 HE 500 A 7 S355 64,0 1,531 0,940 10,12 12,45 254 345 15,8 19,2 20,4 35,8 0,61 4,50 5,00 4,83 5,60 6,53 14,54 3191 2,5 14693 <200 1159 2465 75

2,5 HD 400x744 4 S355 56,8 2,605 0,902 9,70 22,98 127 315 13,6 17,5 19,4 18,9 2,07 3,00 4,55 5,31 6,02 6,53 14,54 3476 2,5 12293 <200 1086 2393 *

2,5 HE 650 A 4 S355 79,0 1,153 0,980 9,57 10,87 282 345 17,6 17,3 19,4 29,8 0,63 3,00 4,49 5,30 6,28 6,53 14,54 3426 2,5 12256 <200 1084 2390 75

3,0 HD 400x592 5 S355 53,5 2,661 0,972 9,88 22,82 139 325 13,8 18,9 19,4 22,7 2,01 3,00 4,91 5,09 5,77 6,53 14,54 3257 2,5 12754 <200 1094 2401 *

3,0 HE 600 A 5 S355 71,0 1,246 0,986 9,69 11,50 276 345 17,0 19,2 19,4 32,2 0,76 3,00 4,98 5,01 5,91 6,53 14,54 3137 2,5 12721 <200 1092 2399 74

3,5 HD 400x509 6 S355 51,6 2,791 0,981 9,99 23,79 137 335 13,5 19,1 19,4 23,3 1,75 3,00 4,95 5,03 5,68 6,53 14,54 3248 2,5 13322 <200 1104 2410 *

3,5 HE 600 A 5 S355 69,0 1,267 0,978 9,82 11,49 272 345 16,6 19,0 19,4 30,5 0,67 3,00 4,94 4,98 5,84 6,53 14,54 3161 2,5 13399 <200 1109 2415 76

4,0 HD 400x463 7 S355 50,5 2,913 0,949 10,12 24,94 131 335 12,7 18,5 19,4 22,9 1,49 3,00 4,80 5,06 5,68 6,53 14,54 3380 2,5 13977 <200 1125 2431 *

4,0 HE 550 A 6 S355 66,0 1,399 0,987 9,95 12,10 263 345 16,0 19,2 19,4 32,9 0,65 3,00 4,99 4,91 5,72 6,53 14,54 3163 2,5 14027 <200 1128 2434 75

4,5 HD 400x421 8 S355 49,5 3,075 0,938 10,32 25,72 127 335 12,1 18,2 19,4 22,5 1,29 3,00 4,76 5,02 5,62 6,53 14,54 3465 2,5 14597 <200 1153 2459 *

4,5 HE 500 A 7 S355 64,0 1,531 0,987 10,12 12,45 254 345 15,8 19,2 19,4 35,8 0,61 3,00 5,00 4,83 5,60 6,53 14,54 3191 2,5 14693 <200 1159 2465 75

2,5 HD 400x990 4 S355 70,0 3,335 0,513 9,12 31,28 83 295 9,2 8,6 17,5 12,9 0,94 3,00 2,24 6,55 7,21 6,53 14,54 5903 2,5 13759 200 1174 2257 *

2,5 HE 800 A 4 S355 94,0 1,335 0,615 8,91 15,35 194 345 10,8 8,5 17,5 18,4 0,30 3,00 2,22 6,61 7,55 6,53 14,54 5801 2,5 13282 200 1146 2229 98

3,0 HD 400x1086 4 S355 64,9 3,600 0,484 9,30 34,23 81 295 7,9 8,5 17,5 11,7 1,04 3,00 2,20 6,56 7,16 6,53 14,54 6085 2,5 14348 200 1190 2273 *

3,0 HE 800 A 5 S355 86,0 1,562 0,548 9,07 17,99 172 345 9,2 8,5 17,5 16,7 0,34 3,00 2,21 6,55 7,38 6,53 14,54 5909 2,5 13993 200 1169 2252 99

3,5 HD 400x990 5 S355 62,0 4,086 0,456 9,53 37,98 77 295 7,1 8,0 17,5 11,8 0,87 3,00 2,07 6,64 7,19 6,53 14,54 6494 2,5 15322 200 1224 2307 *

3,5 HE 800 A 5 S355 86,0 1,607 0,531 9,26 18,29 168 345 8,8 7,9 17,5 15,8 0,27 3,00 2,06 6,65 7,44 6,53 14,54 6320 2,5 15031 200 1207 2290 102

4,0 HD 400x900 6 S355 60,1 4,472 0,441 9,72 40,61 72 295 6,6 7,7 17,5 11,7 0,73 3,00 2,01 6,65 7,16 6,53 14,54 6776 2,5 16222 202 1260 2343 *

4,0 HE 700 A 6 S355 84,0 1,771 0,533 9,44 18,82 168 345 8,9 7,8 17,5 18,8 0,25 3,00 2,04 6,56 7,31 6,53 14,54 6423 2,5 15967 200 1244 2327 99

4,5 HD 400x818 7 S355 58,4 4,781 0,435 9,91 44,99 69 315 6,3 7,6 17,5 11,6 0,63 3,00 1,99 6,59 7,07 6,53 14,54 6923 2,5 17020 203 1298 2381 *

4,5 HE 700 A 7 S355 81,0 2,004 0,477 9,64 21,30 150 345 7,9 7,5 17,5 17,0 0,23 3,00 1,94 6,59 7,28 6,53 14,54 6792 2,5 16817 202 1286 2369 108

3,5 HD 400x1299 5 S355 75,0 5,303 0,407 11,68 53,18 76 295 6,6 5,0 14,6 13,6 0,61 1,50 1,30 6,84 7,35 6,53 14,54 10474 2,5 22040 260 1868 2950 *

3,5 HE 900 A 5 S355 101,0 1,870 0,533 11,24 23,57 174 345 7,8 5,1 14,6 17,7 0,21 1,50 1,32 6,87 7,61 6,53 14,54 9822 2,5 20986 250 1804 2887 99

4,0 HD 400x1299 6 S355 67,0 6,241 0,405 11,97 61,56 70 295 5,4 4,9 14,6 12,8 0,61 1,50 1,28 6,84 7,28 6,53 14,54 10889 2,5 23053 279 1908 2991 *

4,0 HE 900 A 6 S355 96,0 2,127 0,486 11,44 27,16 158 345 6,9 4,9 14,6 16,3 0,20 1,50 1,27 6,94 7,62 6,53 14,54 10356 2,5 21903 264 1839 2922 100

4,5 HD 400x1086 7 S355 66,9 6,189 0,343 12,04 59,77 71 295 5,7 5,0 14,6 13,6 0,51 1,50 1,31 6,75 7,19 6,53 14,54 10681 2,5 23741 265 1922 3005 *

4,5 HE 800 A 7 S355 94,0 2,260 0,493 11,60 26,97 160 345 7,2 4,9 14,6 18,8 0,18 1,50 1,28 6,83 7,48 6,53 14,54 10291 2,5 22915 258 1872 2955 96

5,0 HD 400x1202 7 S355 65,0 6,761 0,328 12,27 65,31 66 295 5,0 4,8 14,6 12,4 0,44 1,50 1,25 6,86 7,27 6,53 14,54 11397 2,5 24741 287 1962 3045 *

5,0 HE 800 A 7 S355 94,0 2,316 0,487 11,83 27,34 160 345 6,9 4,7 14,6 18,3 0,16 1,50 1,22 6,90 7,53 6,53 14,54 10842 2,5 24052 275 1921 3004 98

5,5 HD 400x990 9 S355 62,0 7,224 0,337 12,46 67,75 62 295 4,7 4,9 14,6 12,4 0,39 1,50 1,29 6,78 7,17 6,53 14,54 11389 2,5 25706 289 2002 3084 *

5,5 HE 800 A 8 S355 89,0 2,535 0,443 11,96 29,88 143 345 6,4 4,8 14,6 16,3 0,16 1,50 1,25 6,81 7,40 6,53 14,54 10774 2,5 24767 273 1945 3028 105

3,5 HL 920x787 5 S355 108,1 3,779 0,209 11,97 68,02 61 325 3,6 2,2 12,5 6,1 0,17 1,50 0,58 9,93 10,45 6,53 14,54 23286 2,5 23338 341 1946 3028 *

3,5 HL 1100 M 5 S355 125,8 2,673 0,284 12,01 48,42 91 345 4,3 2,2 12,5 7,8 0,11 1,50 0,58 9,77 10,40 6,53 14,54 22749 2,5 23775 313 1972 3055 *

4,0 HL 920x656 6 S355 105,7 3,845 0,211 12,18 69,60 64 335 3,5 2,2 12,5 6,6 0,15 1,50 0,58 9,81 10,31 6,53 14,54 23310 2,5 24472 330 1993 3076 *

4,0 HL 1100 B 6 S355 120,0 2,899 0,280 12,23 51,06 90 345 4,0 2,2 12,5 7,9 0,10 1,50 0,58 9,68 10,27 6,53 14,54 22927 2,5 24891 310 2018 3101 *

4,5 HL 920x537 7 S355 104,5 3,841 0,219 12,35 66,70 66 335 3,6 2,2 12,5 6,9 0,13 1,50 0,58 9,65 10,15 6,53 14,54 23055 2,5 25555 307 2031 3114 *

4,5 HL 1100 A 7 S355 116,0 3,046 0,278 12,41 51,59 89 345 3,8 2,2 12,5 7,9 0,09 1,50 0,58 9,58 10,14 6,53 14,54 22987 2,5 25990 303 2057 3140 *

5,0 HE 900x466 10 S355 100,8 4,621 0,204 12,64 76,45 63 335 3,3 2,1 12,5 7,0 0,11 1,50 0,56 9,72 10,17 6,53 14,54 24348 2,5 26958 350 2096 3178 *

5,0 HL 1100 A 7 S355 116,0 3,121 0,274 12,69 52,15 88 345 3,7 2,1 12,5 7,8 0,08 1,50 0,56 9,62 10,15 6,53 14,54 24054 2,5 27399 349 2122 3205 *

5,5 HD 400x1299 8 S355 70,0 8,250 0,292 12,93 83,19 52 295 4,1 3,7 12,5 9,6 0,27 1,50 0,96 7,61 7,98 6,53 14,54 15297 2,5 27641 301 2118 3201 *

5,5 HE 1000 A 8 S355 114,0 3,022 0,309 12,87 45,61 103 345 4,2 2,4 12,5 9,8 0,07 1,50 0,61 9,07 9,61 6,53 14,54 21820 2,5 28442 306 2166 3249 143

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 12,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

64,2 5 HE 550 M S355 1,4769 56,6 5 HD 400x509 S355 2,3926 52,5 5 HD 400x551 S355 2,529 51,5 6 HD 400x463 S355 2,5522 50,7 8 HD 400x347 S355 2,4764
68 5 HE 600 B S355 1,2908 60,4 6 HE 500 M S355 1,6811 54,6 5 HD 400x509 S355 2,3979 53,6 7 HD 400x382 S355 2,3547 51,6 7 HD 400x382 S355 2,3716

69,2 4 HE 550 M S355 1,2746 64,2 5 HE 550 M S355 1,507 57,8 7 HE 450 M S355 1,8752 54,8 8 HE 450 M S355 2,0948 53,2 9 HE 400 M S355 2,161
72 4 HE 650 B S355 1,2075 64,4 5 HE 500 M S355 1,4829 59,4 6 HE 500 M S355 1,6975 56,6 6 HD 400x382 S355 2,0913 54,3 8 HD 400x287 S355 2,1468

65 6 HE 550 B S355 1,4427 62 7 HE 550 B S355 1,6256 57,8 7 HE 450 M S355 1,9012 54,8 8 HE 450 M S355 2,1285
66 6 HE 600 A S355 1,3837 62,4 5 HE 500 M S355 1,497 59,4 6 HE 500 M S355 1,7248 54,9 7 HD 400x314 S355 2,1229
67 5 HE 600 B S355 1,3199 63 6 HE 550 B S355 1,458 59,8 6 HE 450 M S355 1,701 55,2 8 HE 400 M S355 1,9814

65 6 HE 500 B S355 1,4236 61 8 HE 550 A S355 1,6743 55,8 7 HE 450 M S355 1,9223
66 6 HE 550 A S460 1,3853 62 6 HE 550 B S355 1,4826 58 8 HE 500 B S355 1,7789
67 5 HE 550 B S355 1,3078 65 6 HE 500 B S355 1,4567 60 7 HE 500 B S355 1,628

66 6 HE 550 A S460 1,4195 61 7 HE 550 A S355 1,5598
64 7 HE 500 A S460 1,5538

58,3 4 HD 400x677 S355 2,4281 55,5 5 HD 400x551 S355 2,5309 53,5 5 HD 400x592 S355 2,675 51,6 6 HD 400x509 S355 2,8094 50,5 7 HD 400x421 S355 2,744
65,2 5 HE 550 M S355 1,4811 59,6 5 HD 400x509 S355 2,4076 55,5 5 HD 400x551 S355 2,5465 52,5 7 HD 400x421 S355 2,7284 51,6 8 HD 400x382 S355 2,6547
69 4 HE 600 M S355 1,2913 62,4 6 HE 500 M S355 1,6911 56,6 5 HD 400x509 S355 2,4095 53,5 6 HD 400x463 S355 2,5656 52,7 8 HD 400x347 S355 2,4914
72 4 HE 650 B S355 1,2075 64,2 5 HE 550 M S355 1,507 58,5 5 HD 400x463 S355 2,207 53,6 7 HD 400x382 S355 2,3547 53,6 7 HD 400x382 S355 2,3866
76 4 HE 700 A S355 1,2038 67 6 HE 600 A S355 1,3887 59,4 7 HE 500 M S355 1,9154 55,7 7 HD 400x347 S355 2,2186 54,8 8 HE 450 M S355 2,1285
79 4 HE 650 A S460 1,1687 68 5 HE 600 B S355 1,3249 59,8 7 HE 450 M S355 1,8868 55,8 8 HE 450 M S355 2,1015 57 9 HE 500 B S355 1,9369

70 5 HE 550 B S355 1,2939 60,4 6 HE 500 M S355 1,7033 56,6 6 HD 400x382 S355 2,0913 60 8 HE 500 B S355 1,7939
71 5 HE 600 A S460 1,2646 62 7 HE 550 B S355 1,6256 58,2 8 HE 400 M S355 1,9673 61 8 HE 550 A S355 1,7145

64,2 5 HE 550 M S355 1,5326 59,4 6 HE 500 M S355 1,7248 62 7 HE 550 A S355 1,5673
64,4 5 HE 500 M S355 1,5086 61 8 HE 550 A S355 1,6743 64 7 HE 500 A S460 1,5538
65 6 HE 550 B S355 1,4696 62 7 HE 550 B S355 1,6561
66 6 HE 600 A S355 1,4118 63 6 HE 550 B S355 1,4893
67 5 HE 600 B S355 1,3486 65 6 HE 500 B S355 1,4567
69 5 HE 600 A S460 1,2855 66 6 HE 550 A S460 1,4195

76,6 5 HE 650x407 S355 2,0381 71,8 6 HE 600x399 S355 2,2125 65,1 5 HD 400x900 S355 3,7958 63,4 6 HD 400x818 S355 4,1572 61,8 7 HD 400x744 S355 4,4518
79,8 5 HE 700x352 S355 1,8961 75 6 HE 650x343 S355 2,1346 71,2 7 HE 600x337 S355 2,2701 70,2 8 HE 600x337 S355 2,5595 69 9 HE 600 M S355 2,5729
81,4 4 HE 700x418 S355 1,7881 76,6 5 HE 650x407 S355 2,0773 71,8 6 HE 600x399 S355 2,243 71,2 7 HE 600x337 S355 2,3068 71,2 7 HE 600x337 S355 2,3535
83,6 5 HE 700 M S355 1,7428 78,2 6 HE 600x337 S355 2,0151 73,8 7 HE 650 M S355 2,2132 71,8 6 HE 600x399 S355 2,2796 73,8 7 HE 650 M S355 2,302
84,8 4 HE 700x352 S355 1,6224 78,8 6 HE 650 M S355 1,9563 75 6 HE 650x343 S355 2,1684 73,8 7 HE 650 M S355 2,2526 77 7 HE 700 B S355 2,1271
87 5 HE 800 A S355 1,517 79,8 5 HE 700x352 S355 1,9387 76,6 5 HE 650x407 S355 2,1121 75 6 HE 650x343 S355 2,2083 80 7 HE 650 B S355 2,0322
90 4 HE 800 B S355 1,406 80 5 HE 650x343 S355 1,8774 76,8 5 HE 600x399 S355 1,9739 75,2 6 HE 600x337 S355 2,0741
94 4 HE 800 A S460 1,3538 81,6 5 HE 700 M S355 1,7791 78 5 HE 650x343 S355 1,904 76,8 6 HE 650 M S355 2,024

86 5 HE 800 A S460 1,5856 79,6 5 HE 700 M S355 1,8075 80 6 HE 700 B S355 1,8751
81,8 5 HE 650 M S355 1,7628 84 6 HE 700 A S460 1,7965
85 5 HE 700 B S355 1,6398
86 5 HE 800 A S460 1,6304

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

84,4 7 HE 700x418 S355 2,9897 70 6 HD 400x1202 S355 5,8626 70 6 HD 400x1202 S355 5,8817 66,9 7 HD 400x1086 S355 6,2147 63,9 8 HD 400x1086 S355 7,0217
88,4 7 HE 800 M S355 2,5349 81,4 8 HE 700x418 S355 3,3548 71,9 6 HD 400x1086 S355 5,4147 70 7 HD 400x990 S355 5,7811 65 8 HD 400x990 S355 6,5064
89,6 6 HE 800x373 S355 2,5015 81,6 8 HE 650x407 S355 3,2434 76,6 9 HE 650x407 S355 3,5674 74,8 10 HE 600x399 S355 3,6393 68,1 8 HD 400x900 S355 6,0419
91,2 5 HE 800x444 S355 2,4423 82,4 7 HE 700x418 S355 3,0213 79,6 8 HE 650x407 S355 3,2639 76,6 9 HE 650x407 S355 3,607 71,8 11 HE 600x399 S355 3,9452
93,4 6 HE 800 M S355 2,2933 84,8 8 HE 700x352 S355 3,0162 81,4 7 HE 700x418 S355 3,0498 78 10 HE 650x343 S355 3,5094 74,8 10 HE 600x399 S355 3,6744
94,6 5 HE 800x373 S355 2,2209 87,8 7 HE 700x352 S355 2,7418 82,8 8 HE 700x352 S355 3,0401 78,6 10 HE 700 M S355 3,3008 76 10 HE 650x343 S355 3,5295
97 6 HE 900 A S355 2,0763 88 8 HE 800 B S355 2,5593 83,6 9 HE 700 M S355 3,0359 80 9 HE 650x343 S355 3,2443 76,8 9 HE 600x399 S355 3,3946
98 5 HE 900 B S355 1,9605 89,6 6 HE 800x373 S355 2,5515 84,6 7 HE 650x407 S355 2,9751 80,8 8 HE 700x352 S355 3,0686 77,6 8 HE 650x407 S355 3,3267

101 5 HE 900 A S460 1,896 91,4 6 HE 800 M S355 2,3336 86,6 8 HE 700 M S355 2,7985 81,6 9 HE 700 M S355 3,0659 78,2 10 HE 600x337 S355 3,3238
96 6 HE 900 A S460 2,1588 87 8 HE 800 B S355 2,5944 83 8 HE 650x343 S355 2,9873 79,8 8 HE 700x352 S355 3,1004

90 7 HE 800 B S355 2,3832 84,8 7 HE 700x352 S355 2,8078 83 8 HE 650x343 S355 3,0301
94 7 HE 800 A S460 2,2927 86 9 HE 800 A S355 2,6715 83,6 8 HE 700 M S355 2,8662

87 8 HE 800 B S355 2,6442 86 9 HE 800 A S355 2,7181
89 8 HE 800 A S355 2,4854 87 8 HE 800 B S355 2,6914
90 7 HE 800 B S355 2,4359 89 8 HE 800 A S460 2,5723
94 7 HE 800 A S460 2,3491

111,9 5 HL 920x725 S355 3,5698 109 7 HL 1000x483 S355 3,5605 107,8 8 HL 1000 M S355 3,5892 102,7 8 HL 920x491 S355 4,0691 71,9 9 HD 400x1086 S355 7,9072
112,5 6 HL 920x588 S355 3,5482 110,2 6 HL 1000x554 S355 3,4638 111,2 7 HL 1000x443 S355 3,4455 104,8 8 HL 920x449 S355 3,859 94,2 11 HE 800x444 S355 4,8176
112,6 6 HE 1000x584 S355 3,5033 111 6 HL 1000x539 S355 3,4086 112 8 HL 1000 B S355 3,3842 107 9 HL 1000 B S355 3,7223 99,2 10 HE 900x391 S355 4,1517
114,8 5 HL 1000x642 S355 3,2793 113,2 7 HL 1000x443 S355 3,3978 112,8 7 HL 1000 M S355 3,2876 107,7 7 HL 920x491 S355 3,7137 100,6 9 HL 920x390 S355 3,888
119 5 HL 1000x591 S355 3,1327 115,8 7 HL 1000 M S355 3,2451 115,8 8 HE 1000 M S355 3,272 107,8 8 HL 1000 M S355 3,656 102,2 9 HE 900x391 S355 3,8564

119,8 5 HL 1100x548 S355 3,0336 117 6 HL 1000x483 S355 3,2223 116 7 HL 1100 A S460 3,0968 108,2 7 HL 1000x443 S355 3,4898 103,1 9 HL 920x368 S355 3,7763
121,8 5 HL 1100 R S355 2,878 117,8 6 HL 1100 M S355 3,0635 110 8 HL 1000 B S355 3,4382 104,7 9 HL 920x344 S355 3,6455
125,8 5 HL 1100 M S460 2,7185 120 6 HL 1100 B S460 2,9486 110,8 7 HL 1000 M S355 3,3417 106 9 HL 1000 A S355 3,5186

114 8 HL 1000 A S355 3,2423 107 9 HE 1000 B S355 3,4084
115 7 HL 1000 B S355 3,1705 107,8 8 HE 1000 M S355 3,3424

110 8 HE 1000 B S355 3,1689
113 9 HE 1000x249 S355 3,1514
114 8 HE 1000 A S460 3,0678

Span length = 12,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x677 4 S355 56,3 2,416 0,990 9,95 20,74 143 315 15,4 20,6 20,8 22,8 2,14 4,50 5,24 4,90 5,62 6,40 14,33 3150 2,5 12092 <200 1096 2412 *

2,5 HE 700 A 4 S460 76,0 1,218 0,939 9,87 14,51 276 440 16,9 18,9 20,8 27,9 0,72 4,50 4,82 5,07 6,00 6,40 14,33 3360 2,5 12105 <200 1097 2413 77

3,0 HD 400x592 5 S355 53,5 2,656 0,972 10,22 22,82 144 325 14,3 20,3 20,8 24,5 2,04 4,50 5,15 4,89 5,55 6,40 14,33 3257 2,5 12754 <200 1117 2432 *

3,0 HE 600 A 5 S460 71,0 1,262 0,987 10,03 14,27 285 440 17,6 20,6 20,8 34,9 0,77 4,50 5,24 4,82 5,69 6,40 14,33 3137 2,5 12721 <200 1115 2430 73

3,5 HD 400x509 6 S355 51,6 2,785 0,981 10,34 23,79 142 335 13,9 20,4 20,8 25,1 1,78 4,50 5,20 4,83 5,47 6,40 14,33 3248 2,5 13322 <200 1127 2443 *

3,5 HE 600 A 5 S460 69,0 1,282 0,979 10,17 14,27 282 440 17,1 20,4 20,8 33,0 0,68 4,50 5,19 4,79 5,63 6,40 14,33 3161 2,5 13399 <200 1132 2447 74

4,0 HD 400x463 7 S355 50,5 2,906 0,950 10,47 24,94 136 335 13,1 19,8 20,8 24,7 1,53 4,50 5,05 4,86 5,46 6,40 14,33 3380 2,5 13977 <200 1148 2464 *

4,0 HE 550 A 6 S460 66,0 1,416 0,988 10,30 15,00 272 440 16,6 20,6 20,8 35,7 0,66 4,50 5,24 4,72 5,51 6,40 14,33 3163 2,5 14027 <200 1151 2467 74

4,5 HD 400x421 8 S355 49,5 3,068 0,938 10,68 25,72 131 335 12,5 19,5 20,8 24,4 1,33 4,50 5,00 4,83 5,41 6,40 14,33 3465 2,5 14597 <200 1176 2492 *

4,5 HE 500 A 7 S460 64,0 1,550 0,988 10,47 15,38 263 440 16,3 20,6 20,8 38,7 0,62 4,50 5,25 4,64 5,39 6,40 14,33 3191 2,5 14693 <200 1182 2498 74

2,5 HD 400x744 4 S355 56,8 2,601 0,947 10,04 22,98 132 315 14,0 18,8 19,8 20,5 2,10 3,00 4,78 5,10 5,79 6,40 14,33 3476 2,5 12293 <200 1109 2424 *

2,5 HE 700 A 4 S355 76,0 1,201 0,955 9,87 11,64 276 345 16,9 18,9 19,8 27,9 0,72 3,00 4,82 5,07 6,00 6,40 14,33 3360 2,5 12105 <200 1097 2413 75

3,0 HD 400x634 5 S355 54,4 2,805 0,944 10,29 24,62 135 325 13,4 18,7 19,8 22,8 1,95 3,00 4,76 5,05 5,70 6,40 14,33 3532 2,5 12956 <200 1129 2445 *

3,0 HE 600 A 5 S355 74,0 1,258 0,948 10,09 11,83 278 345 17,1 18,8 19,8 34,4 0,67 3,00 4,79 5,00 5,87 6,40 14,33 3438 2,5 12946 <200 1128 2444 73

3,5 HD 400x551 6 S355 52,5 2,963 0,946 10,42 25,15 132 325 13,0 18,8 19,8 23,2 1,69 3,00 4,78 5,00 5,62 6,40 14,33 3546 2,5 13559 <200 1141 2457 *

3,5 HE 600 A 5 S355 71,0 1,275 0,966 10,22 11,71 277 345 16,8 19,2 19,8 32,6 0,62 3,00 4,88 4,91 5,75 6,40 14,33 3367 2,5 13574 <200 1142 2458 73

4,0 HD 400x463 7 S355 50,5 2,906 0,997 10,47 24,94 136 335 13,1 19,8 19,8 24,7 1,53 3,00 5,05 4,86 5,46 6,40 14,33 3380 2,5 13977 <200 1148 2464 *

4,0 HE 550 A 6 S355 69,0 1,415 0,937 10,38 12,48 265 345 16,0 18,6 19,8 35,2 0,57 3,00 4,74 4,91 5,70 6,40 14,33 3502 2,5 14327 <200 1169 2485 73

4,5 HD 400x421 8 S355 49,5 3,068 0,985 10,68 25,72 131 335 12,5 19,5 19,8 24,4 1,33 3,00 5,00 4,83 5,41 6,40 14,33 3465 2,5 14597 <200 1176 2492 *

4,5 HE 550 A 7 S355 64,0 1,578 0,977 10,50 13,77 242 345 14,8 19,4 19,8 32,1 0,62 3,00 4,94 4,78 5,51 6,40 14,33 3394 2,5 14740 <200 1185 2501 78

2,5 HE 650x407 5 S355 76,6 2,034 0,520 9,21 25,25 123 335 9,1 9,3 17,9 15,0 0,61 3,00 2,36 6,42 7,15 6,40 14,33 5823 2,5 12936 200 1148 2239 *

2,5 HE 800 B 4 S355 92,0 1,411 0,578 9,23 17,35 177 345 10,4 8,9 17,9 17,5 0,33 3,00 2,27 6,46 7,34 6,40 14,33 5988 2,5 13244 200 1167 2258 108

3,0 HD 400x1202 4 S355 65,0 3,916 0,472 9,73 37,46 78 295 7,5 8,4 17,9 11,7 1,02 3,00 2,14 6,48 7,05 6,40 14,33 6580 2,5 14673 200 1234 2325 *

3,0 HE 800 A 5 S355 89,0 1,573 0,559 9,45 18,38 176 345 9,4 8,5 17,9 17,9 0,31 3,00 2,17 6,46 7,28 6,40 14,33 6329 2,5 14218 200 1206 2297 97

3,5 HD 400x990 5 S355 63,0 4,085 0,470 9,89 38,16 79 295 7,4 8,4 17,9 12,7 0,86 3,00 2,14 6,42 6,96 6,40 14,33 6613 2,5 15410 200 1255 2346 *

3,5 HE 800 A 5 S355 87,0 1,609 0,547 9,62 18,43 173 345 9,1 8,3 17,9 17,1 0,27 3,00 2,11 6,45 7,22 6,40 14,33 6472 2,5 15118 200 1237 2328 97

4,0 HD 400x900 6 S355 61,1 4,471 0,454 10,08 40,80 74 295 6,9 8,1 17,9 12,6 0,72 3,00 2,07 6,43 6,93 6,40 14,33 6904 2,5 16322 201 1292 2382 *

4,0 HE 800 A 6 S355 86,0 1,864 0,480 9,86 21,83 152 345 7,7 7,3 17,9 15,5 0,23 3,00 1,86 6,71 7,41 6,40 14,33 7421 2,5 16243 206 1287 2378 106

4,5 HD 400x900 7 S355 60,1 5,179 0,404 10,42 47,26 66 295 5,9 7,2 17,9 11,3 0,58 3,00 1,85 6,63 7,09 6,40 14,33 7849 2,5 17585 208 1360 2450 *

4,5 HE 700 A 7 S355 84,0 2,021 0,486 10,07 21,86 153 345 8,0 7,4 17,9 18,3 0,21 3,00 1,88 6,53 7,20 6,40 14,33 7362 2,5 17155 204 1333 2424 103

3,5 HE 700x418 7 S355 86,4 2,995 0,382 11,68 39,65 115 335 6,9 5,2 14,9 16,5 0,34 1,50 1,33 6,80 7,39 6,40 14,33 10501 2,5 20817 252 1831 2922 *

3,5 HE 900 A 5 S355 104,0 1,883 0,543 11,73 24,10 178 345 7,9 5,1 14,9 18,9 0,19 1,50 1,30 6,78 7,51 6,40 14,33 10483 2,5 21249 256 1857 2948 98

4,0 HD 400x1299 6 S355 68,0 6,239 0,403 12,43 61,79 72 295 5,6 5,2 14,9 13,7 0,61 1,50 1,32 6,62 7,05 6,40 14,33 11052 2,5 23153 262 1953 3044 *

4,0 HE 900 A 6 S355 97,0 2,129 0,501 11,88 27,34 163 345 7,1 5,1 14,9 17,6 0,20 1,50 1,30 6,73 7,39 6,40 14,33 10576 2,5 22003 255 1882 2973 97

4,5 HD 400x1299 6 S355 67,0 6,248 0,353 12,48 62,03 71 295 5,4 5,2 14,9 13,2 0,53 1,50 1,33 6,62 7,04 6,40 14,33 11123 2,5 23713 280 1959 3050 *

4,5 HE 900 A 7 S355 96,0 2,401 0,443 12,14 31,56 143 345 6,3 4,6 14,9 15,7 0,17 1,50 1,17 6,99 7,61 6,40 14,33 11889 2,5 23258 284 1931 3022 104

5,0 HD 400x1202 7 S355 65,0 6,751 0,343 12,71 65,31 68 295 5,1 5,1 14,9 13,3 0,46 1,50 1,31 6,59 7,00 6,40 14,33 11397 2,5 24741 292 2002 3093 *

5,0 HE 800 A 7 S355 94,0 2,311 0,504 12,27 27,34 165 345 7,1 5,0 14,9 19,8 0,16 1,50 1,28 6,63 7,24 6,40 14,33 10842 2,5 24052 259 1960 3051 94

5,5 HD 400x990 9 S355 62,0 7,213 0,352 12,92 67,75 65 295 4,9 5,2 14,9 13,3 0,40 1,50 1,35 6,52 6,90 6,40 14,33 11389 2,5 25706 297 2042 3133 *

5,5 HE 800 A 8 S355 91,0 2,547 0,453 12,48 30,35 147 345 6,5 4,9 14,9 17,5 0,15 1,50 1,25 6,67 7,24 6,40 14,33 11306 2,5 25042 281 2002 3093 101

3,5 HL 920x787 5 S355 111,1 3,790 0,214 12,47 68,79 63 325 3,8 2,3 12,8 6,6 0,16 1,50 0,58 9,68 10,20 6,40 14,33 24205 2,5 23601 330 2001 3092 *

3,5 HL 1100 R 5 S355 123,8 2,884 0,272 12,47 52,75 85 335 4,2 2,3 12,8 7,6 0,12 1,50 0,59 9,58 10,17 6,40 14,33 23735 2,5 23808 305 2014 3105 *

4,0 HL 920x725 6 S355 106,9 4,159 0,204 12,74 74,72 60 325 3,4 2,2 12,8 6,4 0,14 1,50 0,55 9,79 10,26 6,40 14,33 25500 2,5 24855 350 2057 3148 *

4,0 HL 1100 B 6 S355 125,0 2,927 0,285 12,81 52,38 92 345 4,1 2,2 12,8 8,5 0,09 1,50 0,56 9,59 10,17 6,40 14,33 24830 2,5 25391 350 2090 3181 *

4,5 HD 400x1299 7 S355 75,0 7,267 0,312 12,97 73,87 62 295 5,1 4,0 12,8 11,8 0,38 1,50 1,02 7,25 7,66 6,40 14,33 14335 2,5 25665 300 2079 3170 *

4,5 HL 1100 A 7 S355 116,0 3,040 0,288 12,87 51,59 92 345 4,0 2,4 12,8 8,5 0,09 1,50 0,61 9,21 9,75 6,40 14,33 22987 2,5 25990 303 2099 3190 *

5,0 HD 400x1299 7 S355 67,0 7,231 0,356 12,90 72,10 63 295 4,7 4,5 12,8 12,0 0,41 1,50 1,17 6,91 7,30 6,40 14,33 12847 2,5 25426 300 2044 3135 *

5,0 HE 1000 B 7 S355 115,0 2,871 0,320 13,06 45,69 107 345 4,5 2,6 12,8 10,6 0,08 1,50 0,66 8,75 9,30 6,40 14,33 21192 2,5 27047 303 2144 3235 146

5,5 HD 400x990 9 S355 63,0 7,223 0,403 12,94 68,04 64 295 4,9 5,1 12,8 13,3 0,39 1,50 1,32 6,56 6,94 6,40 14,33 11581 2,5 25843 300 2051 3142 *

5,5 HE 1000x249 8 S355 110,0 2,886 0,356 13,18 40,51 121 345 4,7 2,9 12,8 11,9 0,08 1,50 0,74 8,23 8,78 6,40 14,33 19055 2,5 27803 303 2171 3262 117

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 12,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

69 4 HE 600 M S355 1,2886 55,5 5 HD 400x551 S355 2,526 53,5 5 HD 400x592 S355 2,67 51,6 6 HD 400x509 S355 2,8037 50,5 7 HD 400x421 S355 2,7379
72 4 HE 650 B S460 1,2237 62,4 6 HE 500 M S355 1,6872 55,5 5 HD 400x551 S355 2,5416 52,5 7 HD 400x421 S355 2,7223 51,6 8 HD 400x382 S355 2,6491

64,2 5 HE 550 M S355 1,5037 56,6 5 HD 400x509 S355 2,4047 53,5 6 HD 400x463 S355 2,5601 52,7 8 HD 400x347 S355 2,486
67 6 HE 550 B S355 1,4491 59,4 7 HE 500 M S355 1,911 53,6 7 HD 400x382 S355 2,3498 53,6 7 HD 400x382 S355 2,3816
68 5 HE 600 B S355 1,3218 59,8 7 HE 450 M S355 1,8824 55,8 8 HE 450 M S355 2,0965 54,8 8 HE 450 M S355 2,1235
70 5 HE 550 B S460 1,3117 60,4 6 HE 500 M S355 1,6994 56,6 6 HD 400x382 S355 2,087 57 9 HE 500 B S355 1,9318

62 7 HE 550 B S355 1,6215 58,2 8 HE 400 M S355 1,9637 60 8 HE 500 B S355 1,7892
64,2 5 HE 550 M S355 1,5293 59,4 6 HE 500 M S355 1,721 61 8 HE 550 A S355 1,7099
64,4 5 HE 500 M S355 1,5053 61 8 HE 550 A S355 1,6698 62 7 HE 550 A S355 1,5633
65 6 HE 550 B S355 1,466 62 7 HE 550 B S355 1,6519
66 6 HE 600 A S355 1,4082 63 6 HE 550 B S355 1,4856
67 5 HE 600 B S355 1,3455 65 6 HE 500 B S355 1,4531

66 6 HE 600 A S355 1,4423

58,3 4 HD 400x677 S355 2,4238 54,5 5 HD 400x592 S355 2,6615 53,5 5 HD 400x592 S355 2,67 52,6 6 HD 400x509 S355 2,8103 50,5 7 HD 400x463 S355 2,9347
69 5 HE 600 M S355 1,5155 57,5 5 HD 400x551 S355 2,536 55,5 5 HD 400x551 S355 2,5416 54,5 7 HD 400x421 S355 2,7356 51,6 8 HD 400x382 S355 2,6491
70 4 HE 600 M S355 1,2927 64,2 6 HE 550 M S355 1,7264 59,4 7 HE 500 M S355 1,911 55,5 6 HD 400x463 S355 2,5734 54,8 9 HE 450 M S355 2,3363
75 4 HE 650 B S355 1,2173 64,4 6 HE 500 M S355 1,6972 62,4 6 HE 500 M S355 1,7111 56,6 7 HD 400x382 S355 2,3698 55,8 8 HE 450 M S355 2,131

65,2 5 HE 550 M S355 1,5087 63 7 HE 550 B S355 1,6273 57,8 8 HE 450 M S355 2,1098 58,2 8 HE 400 M S355 2,0002
67 6 HE 600 B S355 1,4982 64,2 5 HE 550 M S355 1,5293 59,4 7 HE 500 M S355 1,9384 59,4 7 HE 500 M S355 1,9757

67,4 5 HE 500 M S355 1,4946 67 5 HE 600 B S355 1,3455 59,8 7 HE 450 M S355 1,9101 59,8 7 HE 450 M S355 1,9478
69 6 HE 600 A S355 1,3951 70 5 HE 550 B S355 1,3222 60,4 6 HE 500 M S355 1,7276 61 8 HE 550 A S355 1,7099
70 5 HE 600 B S355 1,3317 71 5 HE 600 A S460 1,2941 62 7 HE 550 B S355 1,6519 62 7 HE 550 B S355 1,6924
74 5 HE 600 A S460 1,2766 65 6 HE 550 B S355 1,4989 64 7 HE 550 A S460 1,6026

66 6 HE 600 A S355 1,4423
69 6 HE 550 A S460 1,4359

79,8 5 HE 700x352 S355 1,8918 68,9 4 HD 400x1086 S355 3,6146 68,1 5 HD 400x900 S355 3,8073 66,4 6 HD 400x818 S355 4,1704 61,4 7 HD 400x818 S355 4,7957
81,4 4 HE 700x418 S355 1,7844 74,8 6 HE 600x399 S355 2,2231 71,8 7 HE 600x399 S355 2,5362 70,2 8 HE 600x337 S355 2,554 64,8 7 HD 400x744 S355 4,4667
84,6 4 HE 650x407 S355 1,7418 76 6 HE 650x343 S355 2,1353 72,8 6 HE 600x399 S355 2,2444 72,8 6 HE 600x399 S355 2,2818 70,2 8 HE 600x337 S355 2,6
87 5 HE 800 B S355 1,6232 76,6 5 HE 650x407 S355 2,0735 74,8 7 HE 650 M S355 2,2143 74,8 7 HE 650 M S355 2,2545 72 9 HE 600 M S355 2,5895

88,4 4 HE 800 M S355 1,5419 78,6 6 HE 700 M S355 2,0195 75 6 HE 650x343 S355 2,1641 75 6 HE 650x343 S355 2,204 73,2 7 HE 600x337 S355 2,3636
91 5 HE 800 A S355 1,5298 79,8 5 HE 700x352 S355 1,9344 76,6 5 HE 650x407 S355 2,1082 78,2 6 HE 600x337 S355 2,0898 74,8 7 HE 650 M S355 2,3046
92 4 HE 800 B S460 1,4331 83 5 HE 650x343 S355 1,8887 78,2 6 HE 600x337 S355 2,0473 78,8 6 HE 650 M S355 2,0332 79 8 HE 700 A S355 2,1802

83,6 5 HE 700 M S355 1,785 79,8 5 HE 700x352 S355 1,9724 84 7 HE 700 A S355 1,9624 80 7 HE 700 B S355 2,1442
86 6 HE 800 A S355 1,7688 80 5 HE 650x343 S355 1,912 85 6 HE 700 B S355 1,9037 84 7 HE 700 A S460 2,0512
87 5 HE 800 B S355 1,6728 83,6 5 HE 700 M S355 1,8267 86 6 HE 800 A S460 1,892
89 5 HE 800 A S460 1,5967 86 6 HE 800 A S355 1,8132

87 5 HE 800 A S460 1,6322

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,6 7 HE 800x373 S355 2,8051 73 6 HD 400x1202 S355 5,8744 68,9 7 HD 400x1086 S355 6,1955 68,9 7 HD 400x1086 S355 6,2223 63,9 8 HD 400x1086 S355 7,0115
91,2 5 HE 800x444 S355 2,4375 81,4 8 HE 700x418 S355 3,3476 73 6 HD 400x1202 S355 5,896 76,6 10 HE 650x407 S355 3,9254 65 8 HD 400x990 S355 6,4966
96 7 HE 900 A S355 2,2949 84,6 8 HE 650x407 S355 3,2572 79,6 9 HE 650x407 S355 3,583 76,8 10 HE 600x399 S355 3,6487 72,8 11 HE 600x399 S355 3,9464
97 6 HE 900 B S355 2,202 86,4 7 HE 700x418 S355 3,0415 80,8 9 HE 700x352 S355 3,3117 77,6 9 HE 650x407 S355 3,6085 75 11 HE 650x343 S355 3,7945
98 5 HE 900 M S355 2,0974 87,8 8 HE 700x352 S355 3,0293 84,4 7 HE 700x418 S355 3,0659 79,8 9 HE 700x352 S355 3,3471 76,6 9 HE 650x407 S355 3,6366
99 6 HE 900 A S355 2,083 88,4 8 HE 800 M S355 2,8484 84,8 8 HE 700x352 S355 3,0482 81,6 8 HE 650x407 S355 3,3162 78 10 HE 650x343 S355 3,5407

100 5 HE 900 B S355 1,9678 89,4 7 HE 800 M S355 2,5851 87 9 HE 800 B S355 2,8206 82,4 7 HE 700x418 S355 3,0955 79,6 8 HE 650x407 S355 3,3388
104 5 HE 900 A S460 1,9092 89,6 6 HE 800x373 S355 2,5461 87,8 7 HE 700x352 S355 2,7769 82,8 8 HE 700x352 S355 3,0784 81,8 10 HE 650 M S355 3,2475

93,4 6 HE 800 M S355 2,3417 88,4 7 HE 800 M S355 2,6205 83,6 9 HE 700 M S355 3,0752 82,8 8 HE 700x352 S355 3,1209
97 6 HE 900 A S460 2,1605 90 8 HE 800 B S355 2,6105 84,6 7 HE 650x407 S355 3,016 83,6 9 HE 700 M S355 3,1187

94 8 HE 800 A S355 2,4647 86 10 HE 800 A S355 2,8748 85 10 HE 700 B S355 2,9907
95 7 HE 800 B S355 2,415 86,6 8 HE 700 M S355 2,8407 86 10 HE 800 A S355 2,9214

87,8 7 HE 700x352 S355 2,8266 86,6 8 HE 700 M S355 2,887
88 8 HE 800 B S355 2,6461 87 8 HE 800 B S355 2,6849
91 8 HE 800 A S355 2,4958 91 8 HE 800 A S460 2,5843
92 7 HE 800 B S355 2,4468
94 7 HE 800 A S460 2,3435

113,8 5 HL 1000x748 S355 3,6721 108,7 6 HL 920x656 S355 3,8584 101,8 9 HE 900x466 S355 4,1857 96,2 10 HE 800x444 S355 4,4149 63,9 8 HD 400x1086 S355 7,0115
114,9 5 HL 920x725 S355 3,5815 110 7 HL 1000x539 S355 3,8245 103,5 7 HL 920x537 S355 3,8261 99,2 10 HE 900x391 S355 4,0868 68,1 9 HD 400x900 S355 6,7141
115,6 6 HE 1000x584 S355 3,5145 111 6 HL 1000x591 S355 3,6115 107,7 7 HL 920x491 S355 3,6409 100,8 8 HE 900x466 S355 3,8639 70 8 HD 400x990 S355 6,5424
116,8 5 HL 1000x642 S355 3,2854 112 7 HL 1000x483 S355 3,5736 107,8 8 HL 1000 M S355 3,5818 101,3 8 HL 920x420 S355 3,6647 91,2 10 HE 800x444 S355 4,422
119,8 5 HL 1100x548 S355 3,0283 113,2 6 HL 1000x554 S355 3,4775 110 8 HL 1000 B S355 3,362 103,6 8 HL 920x390 S355 3,5206 92,6 11 HE 800x373 S355 4,2598
123,8 5 HL 1100 R S460 2,9368 115 6 HL 1000x539 S355 3,429 112,8 7 HL 1000 M S355 3,281 104,8 7 HL 920x449 S355 3,484 94,2 9 HE 800x444 S355 4,0915

116,2 7 HL 1000x443 S355 3,411 115 7 HL 1000 B S355 3,0911 106 9 HL 1000 A S355 3,4478 97 12 HE 900 B S355 3,9311
118,8 6 HL 1100 M S355 3,0642 116 7 HL 1100 A S460 3,0904 106,3 7 HL 920x420 S355 3,359 98 11 HE 900 B S355 3,6891
125 6 HL 1100 B S460 2,9761 107 9 HE 1000 B S355 3,3375 99,7 9 HL 920x344 S355 3,5919

107,7 8 HL 920x344 S355 3,3061 100,2 8 HE 900x391 S355 3,508
107,8 8 HE 1000 M S355 3,2714 101 9 HE 900 M S355 3,4682
108 7 HL 1000 B S355 3,1058 104 10 HE 900 A S355 3,2745
110 8 HE 1000 B S355 3,0959 105 9 HE 900 B S355 3,25

112,8 7 HE 1000 M S355 3,0222 106 9 HE 1000x249 S355 3,08
114 8 HE 1000 A S355 2,9455 107 8 HE 1000 A S355 2,9513
115 7 HE 1000 B S460 2,9174 110 8 HE 1000x249 S460 2,9277

Span length = 12,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x744 4 S355 56,8 2,597 0,947 10,38 22,98 136 315 14,5 20,1 21,3 22,1 2,13 4,50 5,01 4,91 5,58 6,27 14,12 3476 2,5 12293 <200 1131 2456 *

2,5 HE 700 A 4 S460 76,0 1,215 0,970 10,21 14,51 285 440 17,5 20,3 21,3 30,2 0,74 4,50 5,06 4,87 5,78 6,27 14,12 3360 2,5 12105 <200 1119 2444 74

3,0 HD 400x634 5 S355 54,4 2,800 0,943 10,64 24,62 139 325 13,9 20,0 21,3 24,5 1,98 4,50 5,00 4,85 5,49 6,27 14,12 3532 2,5 12956 <200 1152 2477 *

3,0 HE 600 A 5 S460 74,0 1,274 0,978 10,44 14,64 288 440 17,6 20,1 21,3 37,1 0,68 4,50 5,02 4,80 5,66 6,27 14,12 3438 2,5 12946 <200 1151 2477 72

3,5 HD 400x551 6 S355 52,5 2,957 0,945 10,77 25,15 137 325 13,4 20,1 21,3 25,0 1,73 4,50 5,01 4,81 5,42 6,27 14,12 3546 2,5 13559 <200 1164 2490 *

3,5 HE 600 A 5 S460 71,0 1,291 0,966 10,57 14,53 287 440 17,4 20,5 21,3 35,3 0,63 4,50 5,12 4,72 5,54 6,27 14,12 3367 2,5 13574 <200 1165 2491 72

4,0 HD 400x463 7 S355 50,5 2,900 0,996 10,82 24,94 140 335 13,5 21,2 21,3 26,6 1,56 4,50 5,29 4,67 5,26 6,27 14,12 3380 2,5 13977 <200 1171 2496 *

4,0 HE 550 A 6 S460 69,0 1,433 0,937 10,73 15,44 275 440 16,5 19,9 21,3 38,1 0,58 4,50 4,97 4,72 5,49 6,27 14,12 3502 2,5 14327 <200 1193 2518 72

4,5 HD 400x421 8 S355 49,5 3,061 0,984 11,04 25,72 136 335 12,9 20,9 21,3 26,3 1,36 4,50 5,24 4,64 5,21 6,27 14,12 3465 2,5 14597 <200 1200 2525 *

4,5 HE 550 A 7 S355 64,0 1,574 0,977 10,86 13,77 251 345 15,2 20,8 21,3 34,7 0,63 4,50 5,19 4,59 5,31 6,27 14,12 3394 2,5 14740 <200 1209 2534 74

2,5 HD 400x744 4 S355 57,8 2,601 0,978 10,40 23,09 135 315 14,6 19,7 20,1 22,1 2,02 3,00 4,91 4,94 5,62 6,27 14,12 3548 2,5 12356 <200 1135 2460 *

2,5 HE 700 A 4 S355 77,0 1,202 0,982 10,23 11,74 284 345 17,4 19,8 20,1 30,1 0,71 3,00 4,94 4,92 5,83 6,27 14,12 3448 2,5 12168 <200 1123 2448 73

3,0 HD 400x634 5 S355 54,4 2,800 0,995 10,64 24,62 139 325 13,9 20,0 20,1 24,5 1,98 3,00 5,00 4,85 5,49 6,27 14,12 3532 2,5 12956 <200 1152 2477 *

3,0 HE 600 A 5 S355 74,0 1,255 1,000 10,44 11,83 288 345 17,6 20,1 20,1 37,1 0,68 3,00 5,02 4,80 5,66 6,27 14,12 3438 2,5 12946 <200 1151 2477 70

3,5 HD 400x551 6 S355 52,5 2,957 0,997 10,77 25,15 137 325 13,4 20,1 20,1 25,0 1,73 3,00 5,01 4,81 5,42 6,27 14,12 3546 2,5 13559 <200 1164 2490 *

3,5 HE 600 A 5 S355 74,0 1,290 0,936 10,65 12,06 280 345 16,8 18,7 20,1 34,7 0,55 3,00 4,66 4,90 5,72 6,27 14,12 3702 2,5 13837 <200 1182 2507 72

4,0 HD 400x509 7 S355 51,6 3,207 0,943 10,93 27,72 128 335 12,4 19,0 20,1 24,0 1,45 3,00 4,75 4,88 5,45 6,27 14,12 3775 2,5 14299 <200 1191 2516 *

4,0 HE 550 A 6 S355 69,0 1,412 0,989 10,73 12,48 275 345 16,5 19,9 20,1 38,1 0,58 3,00 4,97 4,72 5,49 6,27 14,12 3502 2,5 14327 <200 1193 2518 69

4,5 HD 400x509 7 S355 51,6 3,236 0,925 11,09 27,96 126 335 11,9 18,6 20,1 23,2 1,24 3,00 4,67 4,87 5,43 6,27 14,12 3881 2,5 14878 <200 1217 2543 *

4,5 HE 550 A 7 S355 66,0 1,589 0,964 10,92 14,05 247 345 14,9 19,4 20,1 34,4 0,57 3,00 4,85 4,71 5,43 6,27 14,12 3629 2,5 14965 <200 1223 2548 75

2,5 HE 650x407 5 S355 79,6 2,043 0,521 9,58 25,65 125 335 9,4 9,4 18,2 16,0 0,55 3,00 2,34 6,30 7,03 6,27 14,12 6166 2,5 13123 200 1183 2282 *

2,5 HE 900 A 4 S355 96,0 1,412 0,568 9,63 17,98 180 345 9,7 8,5 18,2 16,5 0,30 3,00 2,13 6,52 7,38 6,27 14,12 6711 2,5 13474 200 1205 2304 101

3,0 HD 400x1299 4 S355 67,0 4,185 0,440 10,19 41,35 75 295 7,1 8,0 18,2 11,4 0,95 3,00 2,00 6,53 7,07 6,27 14,12 7415 2,5 15068 202 1284 2383 *

3,0 HE 800 A 5 S355 91,0 1,579 0,572 9,83 18,66 180 345 9,6 8,7 18,2 19,3 0,29 3,00 2,17 6,33 7,12 6,27 14,12 6629 2,5 14368 200 1240 2339 94

3,5 HD 400x1086 5 S355 63,9 4,412 0,444 10,35 42,40 75 295 6,9 8,1 18,2 12,3 0,83 3,00 2,02 6,43 6,94 6,27 14,12 7372 2,5 15796 202 1304 2403 *

3,5 HE 800 A 5 S355 89,0 1,617 0,560 10,00 18,71 178 345 9,3 8,5 18,2 18,4 0,25 3,00 2,11 6,31 7,07 6,27 14,12 6791 2,5 15293 200 1273 2372 94

4,0 HD 400x990 6 S355 62,0 4,840 0,427 10,56 45,43 71 295 6,4 7,8 18,2 12,2 0,69 3,00 1,95 6,45 6,92 6,27 14,12 7720 2,5 16755 205 1345 2443 *

4,0 HE 800 A 6 S355 86,0 1,859 0,497 10,21 21,83 158 345 7,9 7,8 18,2 16,8 0,23 3,00 1,95 6,45 7,14 6,27 14,12 7421 2,5 16243 203 1312 2411 101

4,5 HD 400x900 7 S355 60,1 5,171 0,423 10,78 47,26 68 295 6,1 7,7 18,2 12,2 0,60 3,00 1,93 6,38 6,82 6,27 14,12 7849 2,5 17585 206 1387 2486 *

4,5 HE 800 A 7 S355 86,0 2,129 0,437 10,52 25,37 139 345 6,9 6,8 18,2 15,1 0,20 3,00 1,71 6,69 7,32 6,27 14,12 8522 2,5 17469 212 1379 2478 111

3,5 HE 700x418 7 S355 89,4 3,006 0,393 12,17 40,31 118 335 7,1 5,3 15,2 17,5 0,31 1,50 1,31 6,69 7,28 6,27 14,12 11128 2,5 21080 260 1884 2983 *

3,5 HE 1000x249 5 S355 105,0 1,894 0,555 12,19 24,49 185 345 7,6 5,3 15,2 18,6 0,18 1,50 1,32 6,62 7,32 6,27 14,12 10853 2,5 21347 250 1900 2999 91

4,0 HD 400x1299 6 S355 70,0 6,244 0,387 12,91 62,26 74 295 5,9 5,3 15,2 14,6 0,58 1,50 1,34 6,45 6,87 6,27 14,12 11401 2,5 23353 287 2004 3103 *

4,0 HE 900 A 6 S355 99,0 2,137 0,513 12,37 27,72 168 345 7,3 5,3 15,2 18,9 0,19 1,50 1,31 6,58 7,23 6,27 14,12 11033 2,5 22203 252 1933 3032 95

4,5 HD 400x1299 6 S355 67,0 6,240 0,365 12,93 62,03 73 295 5,6 5,5 15,2 14,2 0,54 1,50 1,39 6,37 6,78 6,27 14,12 11123 2,5 23713 281 1999 3098 *

4,5 HE 900 A 7 S355 96,0 2,395 0,458 12,57 31,56 148 345 6,5 4,9 15,2 16,9 0,18 1,50 1,23 6,72 7,32 6,27 14,12 11889 2,5 23258 284 1970 3069 100

5,0 HD 400x1202 7 S355 65,0 6,742 0,360 13,17 65,31 71 295 5,3 5,5 15,2 14,3 0,47 1,50 1,37 6,34 6,74 6,27 14,12 11397 2,5 24741 294 2042 3141 *

5,0 HE 900 A 7 S355 96,0 2,453 0,453 12,82 31,92 148 345 6,2 4,7 15,2 16,5 0,15 1,50 1,17 6,78 7,35 6,27 14,12 12465 2,5 24418 290 2022 3121 102

5,5 HD 400x990 9 S355 62,0 7,203 0,368 13,38 67,75 67 295 5,1 5,6 15,2 14,3 0,42 1,50 1,41 6,27 6,64 6,27 14,12 11389 2,5 25706 297 2083 3182 *

5,5 HE 800 A 8 S355 94,0 2,568 0,461 13,03 31,09 151 345 6,6 4,8 15,2 18,8 0,14 1,50 1,21 6,60 7,16 6,27 14,12 12157 2,5 25454 293 2068 3167 99

3,5 HL 920x787 5 S355 109,1 3,773 0,222 12,88 68,27 66 325 3,9 2,5 13,0 7,1 0,17 1,50 0,63 9,23 9,73 6,27 14,12 23584 2,5 23426 301 2030 3129 *

3,5 HL 1100 R 5 S355 126,8 2,897 0,278 13,00 53,52 87 335 4,3 2,4 13,0 8,2 0,11 1,50 0,59 9,37 9,96 6,27 14,12 24833 2,5 24070 315 2071 3170 *

4,0 HD 400x1299 6 S355 75,0 6,277 0,375 13,02 63,54 72 295 6,0 4,9 13,0 14,2 0,49 1,50 1,22 6,67 7,11 6,27 14,12 12413 2,5 23853 301 2036 3135 *

4,0 HL 1100 A 6 S355 124,0 2,722 0,331 13,19 46,29 108 345 4,6 2,6 13,0 10,3 0,09 1,50 0,64 8,87 9,46 6,27 14,12 22754 2,5 25117 310 2115 3214 *

4,5 HD 400x1299 7 S355 67,0 7,198 0,376 13,24 71,64 67 295 5,0 4,9 13,0 13,2 0,50 1,50 1,23 6,63 7,02 6,27 14,12 12616 2,5 24765 307 2064 3163 *

4,5 HE 1000 B 7 S355 115,0 2,792 0,334 13,24 45,07 111 345 4,8 2,9 13,0 11,6 0,10 1,50 0,73 8,35 8,91 6,27 14,12 20150 2,5 25657 302 2120 3219 136

5,0 HD 400x1299 7 S355 67,0 7,222 0,373 13,36 72,10 65 295 4,8 4,9 13,0 12,9 0,42 1,50 1,22 6,65 7,03 6,27 14,12 12847 2,5 25426 309 2085 3184 *

5,0 HE 1000x249 7 S355 113,0 2,608 0,410 13,39 36,44 141 345 5,3 3,2 13,0 14,5 0,09 1,50 0,81 7,85 8,42 6,27 14,12 18091 2,5 26558 302 2156 3255 106

5,5 HD 400x990 9 S355 63,0 7,212 0,422 13,41 68,04 67 295 5,1 5,5 13,0 14,3 0,41 1,50 1,38 6,31 6,68 6,27 14,12 11581 2,5 25843 300 2092 3191 *

5,5 HE 900 A 8 S355 101,0 2,782 0,390 13,33 37,63 128 345 5,4 3,8 13,0 14,4 0,11 1,50 0,95 7,31 7,85 6,27 14,12 15579 2,5 26550 301 2136 3235 114

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 12,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

69 5 HE 600 M S355 1,5123 54,5 5 HD 400x592 S355 2,6567 53,5 5 HD 400x592 S355 2,6652 52,6 6 HD 400x509 S355 2,8049 50,5 7 HD 400x463 S355 2,9287
70 4 HE 600 M S355 1,2901 57,5 5 HD 400x551 S355 2,5313 55,5 5 HD 400x551 S355 2,5369 54,5 7 HD 400x421 S355 2,7298 51,6 8 HD 400x382 S355 2,6437
75 4 HE 650 B S460 1,2337 64,2 6 HE 550 M S355 1,7226 59,4 7 HE 500 M S355 1,9067 55,5 6 HD 400x463 S355 2,5681 54,8 9 HE 450 M S355 2,3309

65,2 5 HE 550 M S355 1,5055 62,4 6 HE 500 M S355 1,7073 56,6 7 HD 400x382 S355 2,365 55,8 8 HE 450 M S355 2,1262
67 6 HE 600 B S355 1,4947 63 7 HE 550 B S355 1,6233 57,8 8 HE 450 M S355 2,105 58,2 8 HE 400 M S355 1,9967
69 6 HE 600 A S460 1,4141 64,2 5 HE 550 M S355 1,5261 59,4 7 HE 500 M S355 1,9341 59,4 7 HE 500 M S355 1,9714
70 5 HE 600 B S355 1,3287 67 5 HE 600 B S355 1,3425 59,8 7 HE 450 M S355 1,9058 59,8 7 HE 450 M S355 1,9435

70 5 HE 550 B S460 1,34 60,4 6 HE 500 M S355 1,7239 61 8 HE 550 A S355 1,7056
62 7 HE 550 B S355 1,6479 62 7 HE 550 B S355 1,6883
65 6 HE 550 B S355 1,4954 64 7 HE 550 A S460 1,5987
66 6 HE 600 A S460 1,4613
67 6 HE 600 A S355 1,4455

69 5 HE 600 M S355 1,5123 58,5 5 HD 400x592 S355 2,6766 54,4 5 HD 400x634 S355 2,8138 52,5 6 HD 400x551 S355 2,9762 52,5 8 HD 400x421 S355 3,0834
70,2 4 HE 600x337 S355 1,4157 60,5 5 HD 400x551 S355 2,5463 56,5 5 HD 400x592 S355 2,6826 53,5 7 HD 400x463 S355 2,9201 53,5 7 HD 400x463 S355 2,9511
72 4 HE 600 M S355 1,2984 64,2 6 HE 550 M S355 1,7226 57,5 5 HD 400x551 S355 2,5485 54,6 6 HD 400x509 S355 2,8182 53,6 8 HD 400x382 S355 2,6587
77 4 HE 700 A S460 1,219 67 6 HE 600 B S355 1,4947 59,6 5 HD 400x509 S355 2,4176 57,5 7 HD 400x421 S355 2,7497 54,8 9 HE 450 M S355 2,3309

70 6 HE 550 B S355 1,4606 60,4 7 HE 500 M S355 1,9125 58,5 6 HD 400x463 S355 2,5881 57,8 8 HE 450 M S355 2,1411
71 6 HE 600 A S355 1,4017 64,2 6 HE 550 M S355 1,7479 59,4 7 HE 500 M S355 1,9341 59,4 7 HE 500 M S355 1,9714
72 5 HE 650 A S355 1,3363 64,4 6 HE 500 M S355 1,719 62 8 HE 550 B S355 1,8204 60 9 HE 500 B S355 1,9493
74 5 HE 600 A S460 1,2737 65 7 HE 550 B S355 1,635 62,4 6 HE 500 M S355 1,7372 61 9 HE 550 A S355 1,8589

65,2 5 HE 550 M S355 1,5319 65 7 HE 550 B S355 1,6679 62 7 HE 550 B S355 1,6883
67 6 HE 600 B S355 1,5232 66 7 HE 600 A S355 1,6004 65 7 HE 500 B S355 1,6573

67,4 5 HE 500 M S355 1,5196 67 6 HE 600 A S355 1,4455 66 7 HE 550 A S460 1,6137
69 6 HE 600 A S355 1,4223 69 6 HE 550 A S460 1,4325
70 5 HE 600 B S355 1,3599
74 5 HE 600 A S460 1,3086

82,8 5 HE 700x352 S355 1,9002 68 4 HD 400x1202 S355 3,9254 67 5 HD 400x990 S355 4,1027 65,1 6 HD 400x900 S355 4,4913 63,4 7 HD 400x818 S355 4,8031
84,4 4 HE 700x418 S355 1,7933 71,9 4 HD 400x1086 S355 3,6246 71,8 7 HE 600x399 S355 2,5312 71,2 8 HE 600x337 S355 2,5554 70,2 9 HE 600x337 S355 2,8526
86,6 5 HE 700 M S355 1,7472 76,6 6 HE 650x407 S355 2,3947 75 7 HE 650x343 S355 2,4406 73,8 8 HE 650 M S355 2,4906 71,2 8 HE 600x337 S355 2,6022
87 5 HE 800 B S355 1,6194 76,8 6 HE 600x399 S355 2,2288 76,6 6 HE 650x407 S355 2,4292 74,8 6 HE 600x399 S355 2,2908 73,8 8 HE 650 M S355 2,54

88,4 4 HE 800 M S355 1,5386 78 6 HE 650x343 S355 2,1411 76,8 6 HE 600x399 S355 2,2634 76,8 7 HE 650 M S355 2,2632 75 7 HE 650x343 S355 2,5302
94 5 HE 800 A S355 1,5385 79,6 6 HE 700 M S355 2,0198 77,6 5 HE 650x407 S355 2,1102 78 6 HE 650x343 S355 2,2197 75,2 7 HE 600x337 S355 2,3738
95 4 HE 800 B S355 1,4204 80,8 5 HE 700x352 S355 1,9352 78,6 6 HE 700 M S355 2,0521 78,6 6 HE 700 M S355 2,0954 76,8 7 HE 650 M S355 2,315

86 6 HE 800 A S355 1,7644 79,8 5 HE 700x352 S355 1,9682 81,8 6 HE 650 M S355 2,0491 80 8 HE 650 B S355 2,2248
87 5 HE 800 B S355 1,669 83 5 HE 650x343 S355 1,9259 85 6 HE 700 B S355 1,8992 81 8 HE 700 A S355 2,1894
91 5 HE 800 A S460 1,6029 85 6 HE 700 B S355 1,8499 86 6 HE 800 A S460 1,8874 82 7 HE 700 B S355 2,1539

86 6 HE 800 A S355 1,8088
87 5 HE 800 B S355 1,714
89 5 HE 800 A S460 1,64

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,6 7 HE 800x373 S355 2,7992 82,4 8 HE 700x418 S355 3,3474 68,9 7 HD 400x1086 S355 6,1868 66,9 7 HD 400x1086 S355 6,197 63,9 8 HD 400x1086 S355 7,0017
91,2 6 HE 800x444 S355 2,7901 88,4 8 HE 800 M S355 2,842 73 6 HD 400x1202 S355 5,8881 76,6 10 HE 650x407 S355 3,9182 65 8 HD 400x990 S355 6,4872
93,4 7 HE 800 M S355 2,5525 91,2 6 HE 800x444 S355 2,8407 81,4 8 HE 700x418 S355 3,376 79,6 9 HE 650x407 S355 3,6185 74,8 11 HE 600x399 S355 3,957
94,2 5 HE 800x444 S355 2,4503 91,4 7 HE 800 M S355 2,5927 82,8 9 HE 700x352 S355 3,3193 81,4 8 HE 700x418 S355 3,4193 76,6 10 HE 650x407 S355 3,9547
97 7 HE 900 A S355 2,2954 92,6 6 HE 800x373 S355 2,5608 84,6 8 HE 650x407 S355 3,2893 82,8 9 HE 700x352 S355 3,3647 76,8 10 HE 600x399 S355 3,6783
98 6 HE 900 B S355 2,2029 96 7 HE 900 A S355 2,3461 86,4 7 HE 700x418 S355 3,0747 83,6 10 HE 700 M S355 3,3266 77,6 9 HE 650x407 S355 3,6392
99 5 HE 900 M S355 2,0989 97 6 HE 900 B S355 2,254 87,8 8 HE 700x352 S355 3,064 84,4 7 HE 700x418 S355 3,1059 78,6 11 HE 700 M S355 3,5829

105 5 HE 1000x249 S460 1,9201 99 6 HE 900 A S460 2,169 88 9 HE 800 B S355 2,8213 86 11 HE 800 A S355 3,077 80 10 HE 650x343 S355 3,5521
91,4 7 HE 800 M S355 2,6373 87 9 HE 800 B S355 2,8638 80,8 9 HE 700x352 S355 3,3887
92 8 HE 800 B S355 2,6193 88,4 7 HE 800 M S355 2,6655 81,6 8 HE 650x407 S355 3,3511
95 7 HE 800 B S355 2,4095 90 8 HE 800 B S355 2,6565 83 9 HE 650x343 S355 3,299

94 8 HE 800 A S355 2,5147 84,8 8 HE 700x352 S355 3,1326
95 7 HE 800 B S355 2,4662 86 10 HE 800 A S355 2,914

87 9 HE 800 B S355 2,9106
88 8 HE 800 B S355 2,6878
94 8 HE 800 A S460 2,6056

113,8 5 HL 1000x748 S355 3,6665 105,7 6 HL 920x656 S355 3,8321 72 6 HD 400x1299 S355 6,2771 68 7 HD 400x1202 S355 6,767 63,9 8 HD 400x1086 S355 7,0017
114,9 5 HL 920x725 S355 3,5759 107,5 6 HL 920x588 S355 3,5704 99,2 9 HE 800x444 S355 4,0155 71,9 7 HD 400x1086 S355 6,2386 68,1 9 HD 400x900 S355 6,704
117,6 6 HE 1000x584 S355 3,5201 109 8 HE 1000x415 S355 3,5283 100,8 8 HE 900x466 S355 3,7971 91,2 9 HE 800x444 S355 4,0074 70 8 HD 400x990 S355 6,5329
119,8 5 HL 1000x642 S355 3,2976 109,2 7 HL 1000x443 S355 3,358 102,2 9 HE 900x391 S355 3,7205 94,6 10 HE 800x373 S355 3,9086 79,6 11 HE 650x407 S355 4,3069
120,8 5 HL 1100x548 S355 3,029 112,6 7 HE 1000x438 S355 3,3233 102,7 7 HL 920x491 S355 3,5968 96,2 8 HE 800x444 S355 3,6916 79,8 11 HE 600x399 S355 4,0027
126,8 5 HL 1100 R S460 2,9492 112,8 7 HL 1000 M S355 3,2123 104,8 7 HL 920x449 S355 3,4138 97 11 HE 900 B S355 3,6161 87,8 10 HE 700x352 S355 3,7455

114 6 HL 1000x483 S355 3,1905 106,3 7 HL 920x420 S355 3,2874 99 9 HE 900 M S355 3,3862 89,6 9 HE 800x373 S355 3,607
116,2 6 HL 1000x443 S355 3,0424 107 9 HE 1000 B S355 3,2638 99,7 8 HL 920x344 S355 3,2328 91,4 10 HE 800 M S355 3,5479
118 6 HL 1100 B S355 2,8749 107,8 8 HE 1000 M S355 3,1983 100,6 7 HL 920x390 S355 3,1628 92 11 HE 800 B S355 3,4205
124 6 HL 1100 A S460 2,7656 108 7 HL 1000 B S355 3,0326 103 8 HE 900 M S355 3,1397 93,4 9 HE 800 M S355 3,2971

112,8 7 HE 1000 M S355 2,9451 103,1 7 HL 920x368 S355 3,0794 95 10 HE 800 B S355 3,2158
114 8 HE 1000 A S355 2,8668 104,7 7 HL 920x344 S355 2,9801 96 10 HE 900 A S355 3,1936
115 7 HE 1000 B S460 2,8383 106 8 HE 1000 A S355 2,8726 97 9 HE 900 A S355 2,9741

107 7 HE 1000 B S355 2,7988 98 8 HE 900 B S355 2,928
108 8 HE 1000x249 S355 2,7961 101 8 HE 900 A S460 2,8245
111 7 HE 1000 A S355 2,6721
113 7 HE 1000x249 S460 2,6443

Span length = 12,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x744 4 S355 56,8 2,593 0,993 10,69 22,98 140 315 14,8 21,5 21,7 23,9 2,15 4,50 5,26 4,72 5,38 6,15 13,91 3476 2,5 12293 <200 1153 2505 *

2,5 HE 700 A 4 S460 77,0 1,216 0,990 10,55 14,61 293 440 17,8 21,2 21,7 32,5 0,72 4,50 5,18 4,74 5,63 6,15 13,91 3448 2,5 12168 <200 1145 2497 72

3,0 HD 400x634 5 S355 54,4 2,795 0,989 10,96 24,62 144 325 14,2 21,4 21,7 26,4 2,01 4,50 5,24 4,67 5,29 6,15 13,91 3532 2,5 12956 <200 1174 2526 *

3,0 HE 600 B 5 S355 75,0 1,351 0,917 10,84 13,93 254 345 16,5 19,2 21,7 34,3 0,66 4,50 4,70 4,86 5,67 6,15 13,91 3864 2,5 13118 <200 1185 2537 82

3,5 HD 400x551 6 S355 52,5 2,952 0,992 11,09 25,15 141 325 13,8 21,5 21,7 26,9 1,76 4,50 5,26 4,63 5,22 6,15 13,91 3546 2,5 13559 <200 1187 2539 *

3,5 HE 600 A 5 S460 74,0 1,306 0,962 10,97 14,93 288 440 17,3 20,0 21,7 37,5 0,55 4,50 4,89 4,71 5,52 6,15 13,91 3702 2,5 13837 <200 1205 2557 70

4,0 HD 400x509 7 S355 51,6 3,201 0,938 11,25 27,72 133 335 12,8 20,3 21,7 25,9 1,49 4,50 4,98 4,69 5,25 6,15 13,91 3775 2,5 14299 <200 1214 2567 *

4,0 HE 550 A 6 S460 69,0 1,429 0,984 11,06 15,44 283 440 17,0 21,3 21,7 41,1 0,59 4,50 5,22 4,54 5,30 6,15 13,91 3502 2,5 14327 <200 1216 2568 68

4,5 HD 400x463 7 S355 51,5 2,930 0,995 11,34 25,33 141 335 13,4 21,5 21,7 27,6 1,29 4,50 5,29 4,53 5,10 6,15 13,91 3575 2,5 14661 <200 1227 2580 *

4,5 HE 550 A 7 S355 66,0 1,586 0,959 11,25 14,05 255 345 15,4 20,8 21,7 37,1 0,58 4,50 5,09 4,53 5,24 6,15 13,91 3629 2,5 14965 <200 1247 2599 71

2,5 HD 400x818 4 S355 58,4 2,802 0,935 10,81 25,66 128 315 13,6 19,1 20,4 21,3 1,99 3,00 4,67 4,96 5,60 6,15 13,91 3934 2,5 12587 <200 1172 2524 *

2,5 HE 700 A 4 S355 79,0 1,207 0,984 10,60 11,93 290 345 17,6 20,1 20,4 32,2 0,67 3,00 4,92 4,84 5,73 6,15 13,91 3634 2,5 12293 <200 1153 2505 71

3,0 HD 400x677 5 S355 55,3 2,947 0,972 11,04 25,71 135 315 13,4 19,9 20,4 24,6 1,91 3,00 4,86 4,82 5,42 6,15 13,91 3821 2,5 13166 <200 1188 2540 *

3,0 HE 650 A 5 S355 74,0 1,343 0,995 10,79 12,94 276 345 16,5 20,3 20,4 34,0 0,68 3,00 4,98 4,75 5,57 6,15 13,91 3648 2,5 12983 <200 1176 2528 68

3,5 HD 400x592 6 S355 53,5 3,126 0,963 11,18 27,32 132 325 13,0 19,7 20,4 24,8 1,66 3,00 4,81 4,80 5,37 6,15 13,91 3879 2,5 13810 <200 1203 2555 *

3,5 HE 600 A 5 S355 74,0 1,287 0,978 10,97 12,06 288 345 17,3 20,0 20,4 37,5 0,55 3,00 4,89 4,71 5,52 6,15 13,91 3702 2,5 13837 <200 1205 2557 69

4,0 HD 400x509 7 S355 51,6 3,201 0,994 11,25 27,72 133 335 12,8 20,3 20,4 25,9 1,49 3,00 4,98 4,69 5,25 6,15 13,91 3775 2,5 14299 <200 1214 2567 *

4,0 HE 600 A 6 S355 69,0 1,456 0,986 11,08 13,71 262 345 15,5 20,2 20,4 34,5 0,59 3,00 4,93 4,66 5,41 6,15 13,91 3710 2,5 14368 <200 1219 2571 72

4,5 HD 400x509 7 S355 51,6 3,230 0,974 11,43 27,96 130 335 12,3 19,9 20,4 25,0 1,26 3,00 4,89 4,69 5,23 6,15 13,91 3881 2,5 14878 <200 1241 2594 *

4,5 HE 550 A 7 S355 69,0 1,608 0,918 11,35 14,49 248 345 14,9 18,8 20,4 36,8 0,50 3,00 4,60 4,72 5,42 6,15 13,91 4015 2,5 15303 <200 1268 2621 72

2,5 HE 700x418 5 S355 81,4 2,115 0,488 9,94 27,59 121 335 8,6 9,1 18,6 15,2 0,51 3,00 2,22 6,35 7,05 6,15 13,91 6843 2,5 13270 200 1215 2336 *

2,5 HE 900 A 4 S355 96,0 1,409 0,587 9,94 17,98 186 345 10,0 9,1 18,6 17,9 0,30 3,00 2,23 6,27 7,11 6,15 13,91 6711 2,5 13474 200 1228 2349 98

3,0 HD 400x1299 4 S355 67,0 4,179 0,462 10,50 41,35 77 295 7,3 8,6 18,6 12,2 0,96 3,00 2,09 6,28 6,81 6,15 13,91 7415 2,5 15068 201 1309 2430 *

3,0 HE 800 A 5 S355 94,0 1,591 0,580 10,21 19,09 183 345 9,7 8,7 18,6 20,6 0,26 3,00 2,13 6,26 7,04 6,15 13,91 7111 2,5 14593 200 1279 2400 92

3,5 HD 400x1086 5 S355 63,9 4,406 0,465 10,68 42,40 77 295 7,1 8,6 18,6 13,3 0,84 3,00 2,11 6,19 6,69 6,15 13,91 7372 2,5 15796 202 1330 2451 *

3,5 HE 800 A 5 S355 91,0 1,625 0,571 10,37 19,01 182 345 9,4 8,6 18,6 19,7 0,23 3,00 2,11 6,19 6,93 6,15 13,91 7127 2,5 15468 200 1309 2430 91

4,0 HD 400x990 6 S355 62,0 4,833 0,448 10,89 45,43 73 295 6,6 8,3 18,6 13,1 0,71 3,00 2,04 6,21 6,67 6,15 13,91 7720 2,5 16755 205 1371 2492 *

4,0 HE 800 A 6 S355 86,0 1,855 0,513 10,53 21,83 163 345 8,2 8,4 18,6 18,1 0,24 3,00 2,05 6,21 6,88 6,15 13,91 7421 2,5 16243 201 1338 2459 96

4,5 HD 400x900 7 S355 61,1 5,171 0,435 11,14 47,48 70 295 6,3 8,1 18,6 13,1 0,59 3,00 1,98 6,17 6,61 6,15 13,91 7994 2,5 17697 207 1421 2542 *

4,5 HE 800 A 7 S355 86,0 2,124 0,452 10,86 25,37 143 345 7,1 7,3 18,6 16,3 0,20 3,00 1,79 6,43 7,05 6,15 13,91 8522 2,5 17469 208 1407 2528 105

3,5 HE 800x373 7 S355 90,6 2,799 0,408 12,55 39,14 125 335 6,7 5,5 15,5 17,3 0,29 1,50 1,33 6,55 7,13 6,15 13,91 11485 2,5 20992 253 1915 3036 *

3,5 HE 1000x249 5 S355 108,0 1,908 0,564 12,67 25,01 189 345 7,8 5,3 15,5 19,8 0,17 1,50 1,30 6,53 7,22 6,15 13,91 11537 2,5 21609 264 1954 3076 90

4,0 HD 400x1299 6 S355 68,0 6,223 0,425 13,29 61,79 77 295 6,0 5,9 15,5 15,8 0,64 1,50 1,45 6,13 6,54 6,15 13,91 11052 2,5 23153 280 2031 3152 *

4,0 HE 900 A 6 S355 104,0 2,166 0,516 12,92 28,73 170 345 7,3 5,1 15,5 20,0 0,16 1,50 1,24 6,61 7,24 6,15 13,91 12279 2,5 22703 287 2002 3123 96

4,5 HD 400x1299 6 S355 67,0 6,232 0,382 13,35 62,03 76 295 5,8 5,9 15,5 15,3 0,56 1,50 1,45 6,13 6,54 6,15 13,91 11123 2,5 23713 283 2038 3159 *

4,5 HE 900 A 7 S355 96,0 2,390 0,474 12,99 31,56 154 345 6,7 5,3 15,5 18,3 0,18 1,50 1,29 6,47 7,06 6,15 13,91 11889 2,5 23258 285 2009 3130 96

5,0 HD 400x1202 7 S355 65,0 6,733 0,377 13,60 65,31 73 295 5,5 5,8 15,5 15,4 0,49 1,50 1,43 6,10 6,49 6,15 13,91 11397 2,5 24741 294 2082 3204 *

5,0 HE 900 A 7 S355 96,0 2,448 0,468 13,25 31,92 153 345 6,4 5,0 15,5 17,8 0,15 1,50 1,23 6,52 7,09 6,15 13,91 12465 2,5 24418 299 2062 3183 98

5,5 HD 400x990 9 S355 62,0 7,193 0,385 13,82 67,75 69 295 5,2 6,0 15,5 15,4 0,43 1,50 1,47 6,03 6,40 6,15 13,91 11389 2,5 25706 296 2124 3245 *

5,5 HE 800 A 8 S355 91,0 2,535 0,486 13,36 30,35 158 345 6,9 5,6 15,5 20,5 0,16 1,50 1,37 6,17 6,72 6,15 13,91 11306 2,5 25042 281 2082 3203 93

3,5 HL 920x588 6 S355 105,5 3,489 0,260 13,15 62,02 78 335 4,4 3,1 13,3 9,2 0,18 1,50 0,75 8,42 8,92 6,15 13,91 20701 2,5 22943 300 2040 3161 *

3,5 HL 1100 B 5 S355 125,0 2,506 0,345 13,27 43,95 112 345 5,0 2,9 13,3 10,8 0,11 1,50 0,72 8,44 9,05 6,15 13,91 21246 2,5 23574 300 2080 3201 *

4,0 HD 400x1299 6 S355 75,0 6,269 0,393 13,45 63,54 75 295 6,2 5,2 13,3 15,2 0,50 1,50 1,28 6,42 6,85 6,15 13,91 12413 2,5 23853 303 2076 3197 *

4,0 HE 1000 M 6 S355 115,8 2,607 0,358 13,38 42,75 118 345 5,3 3,3 13,3 12,7 0,12 1,50 0,81 7,91 8,50 6,15 13,91 18790 2,5 24227 300 2099 3221 136

4,5 HD 400x1299 7 S355 67,0 7,188 0,394 13,67 71,64 69 295 5,2 5,2 13,3 14,2 0,52 1,50 1,29 6,38 6,76 6,15 13,91 12616 2,5 24765 305 2105 3226 *

4,5 HE 1000x249 7 S355 110,0 2,508 0,435 13,43 35,13 147 345 5,9 3,9 13,3 15,9 0,12 1,50 0,95 7,30 7,89 6,15 13,91 16115 2,5 24843 301 2110 3231 100

5,0 HD 400x1299 7 S355 67,0 7,213 0,391 13,80 72,10 67 295 5,0 5,2 13,3 13,9 0,44 1,50 1,28 6,40 6,77 6,15 13,91 12847 2,5 25426 306 2126 3247 *

5,0 HE 900 A 7 S355 97,0 2,456 0,466 13,29 32,15 153 345 6,4 4,9 13,3 17,7 0,15 1,50 1,20 6,58 7,14 6,15 13,91 12735 2,5 24543 300 2070 3191 98

5,5 HD 400x990 9 S355 63,0 7,202 0,441 14,31 68,04 70 295 5,6 5,8 13,3 15,3 0,42 1,50 1,44 6,07 6,44 6,15 13,91 11581 2,5 25843 300 2133 3254 *

5,5 HE 800 A 8 S355 94,0 2,562 0,477 13,47 31,09 156 345 6,8 5,2 13,3 20,3 0,14 1,50 1,27 6,35 6,90 6,15 13,91 12157 2,5 25454 301 2108 3229 95

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 13,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

69 5 HE 600 M S355 1,5092 56,5 5 HD 400x592 S355 2,662 54,4 5 HD 400x634 S355 2,8091 52,5 6 HD 400x551 S355 2,9708 53,6 8 HD 400x382 S355 2,6535
70,2 4 HE 600x337 S355 1,413 64,2 6 HE 550 M S355 1,719 54,6 6 HD 400x509 S355 2,7917 53,5 7 HD 400x463 S355 2,9143 54,8 9 HE 450 M S355 2,3258
72 4 HE 600 M S355 1,2959 67 6 HE 600 B S355 1,4913 56,5 5 HD 400x592 S355 2,678 54,6 6 HD 400x509 S355 2,8129 57,8 8 HE 450 M S355 2,1365
77 4 HE 700 B S355 1,2862 70 6 HE 550 B S355 1,4572 57,5 5 HD 400x551 S355 2,544 56,6 7 HD 400x382 S355 2,3604 59,4 7 HE 500 M S355 1,9672

71 6 HE 600 A S460 1,4208 59,6 5 HD 400x509 S355 2,4131 59,4 7 HE 500 M S355 1,9299 59,8 7 HE 450 M S355 1,9393
72 5 HE 650 A S460 1,3534 60,4 7 HE 500 M S355 1,9084 62 8 HE 550 B S355 1,816 61 9 HE 550 A S355 1,8542

64,2 6 HE 550 M S355 1,7443 62,4 6 HE 500 M S355 1,7336 62 7 HE 550 B S355 1,6844
64,4 6 HE 500 M S355 1,7154 64 8 HE 550 A S355 1,6811 65 7 HE 500 B S355 1,6534
65 7 HE 550 B S355 1,6311 65 7 HE 550 B S355 1,664 66 7 HE 550 A S460 1,6099

65,2 5 HE 550 M S355 1,5288 66 7 HE 600 A S355 1,5966
67 6 HE 600 B S355 1,5198 67 6 HE 600 A S460 1,4646

67,4 5 HE 500 M S355 1,5165
69 6 HE 600 A S460 1,4414
70 5 HE 600 B S355 1,357

61,8 4 HD 400x744 S355 2,6135 57,4 5 HD 400x634 S355 2,8102 55,3 5 HD 400x677 S355 2,9613 53,5 6 HD 400x551 S355 2,9774 53,5 7 HD 400x463 S355 2,9453
69 5 HE 600 M S355 1,5092 61,5 5 HD 400x592 S355 2,6869 55,4 5 HD 400x634 S355 2,8149 55,5 7 HD 400x463 S355 2,9276 56,6 8 HD 400x382 S355 2,676

71,2 4 HE 600x337 S355 1,4172 65,2 6 HE 550 M S355 1,724 58,5 5 HD 400x592 S355 2,6896 56,6 6 HD 400x509 S355 2,8262 57,8 9 HE 450 M S355 2,3482
73 5 HE 650 B S355 1,4049 69 5 HE 600 M S355 1,5433 60,5 5 HD 400x551 S355 2,5614 57,5 7 HD 400x421 S355 2,7441 59,4 8 HE 500 M S355 2,1837

73,8 4 HE 650 M S355 1,3876 69,2 5 HE 550 M S355 1,5224 62,4 7 HE 500 M S355 1,9201 58,5 6 HD 400x463 S355 2,583 59,8 8 HE 450 M S355 2,1514
74 4 HE 600 M S355 1,3042 70 6 HE 600 B S355 1,5063 64,2 6 HE 550 M S355 1,7443 59,4 8 HE 500 M S355 2,1462 60,4 7 HE 500 M S355 1,9747
77 4 HE 700 B S355 1,2862 72 5 HE 650 B S355 1,4381 67 7 HE 550 B S355 1,6428 62,4 7 HE 500 M S355 1,9499 62 8 HE 550 B S355 1,8566
79 4 HE 700 A S460 1,2244 74 5 HE 650 A S460 1,3633 67,2 5 HE 550 M S355 1,5404 62,8 7 HE 450 M S355 1,9217 65 7 HE 550 B S355 1,7069

68 6 HE 600 B S355 1,5256 63 8 HE 550 B S355 1,8227 66 7 HE 600 A S355 1,6406
70 6 HE 550 B S355 1,4883 64,2 6 HE 550 M S355 1,7756 69 7 HE 550 A S460 1,6323
71 6 HE 600 A S355 1,4306 64,4 6 HE 500 M S355 1,7468
72 5 HE 650 A S355 1,3666 65 7 HE 550 B S355 1,664
74 5 HE 600 A S460 1,3057 66 7 HE 600 A S355 1,5966

67 6 HE 600 B S355 1,5542
69 6 HE 600 A S460 1,4779

81,6 5 HE 650x407 S355 2,0477 70 4 HD 400x1202 S355 3,9303 70 5 HD 400x990 S355 4,1145 68,1 6 HD 400x900 S355 4,5047 66,4 7 HD 400x818 S355 4,8183
84,8 5 HE 700x352 S355 1,9045 76,6 6 HE 650x407 S355 2,3905 72,8 7 HE 600x399 S355 2,5323 71,8 7 HE 600x399 S355 2,563 70,2 9 HE 600x337 S355 2,8469
86,4 4 HE 700x418 S355 1,7982 79,8 6 HE 700x352 S355 2,2186 75 7 HE 650x343 S355 2,436 74,8 8 HE 650 M S355 2,4923 72,8 7 HE 600x399 S355 2,6169
89,6 4 HE 800x373 S355 1,6933 81,4 5 HE 700x418 S355 2,1587 76,6 6 HE 650x407 S355 2,4249 75 7 HE 650x343 S355 2,4758 75 7 HE 650x343 S355 2,5255
90 5 HE 800 B S355 1,6281 81,6 5 HE 650x407 S355 2,0911 78,2 7 HE 600x337 S355 2,2969 76,6 6 HE 650x407 S355 2,4653 78,2 7 HE 600x337 S355 2,3917

91,4 4 HE 800 M S355 1,5479 83,6 6 HE 700 M S355 2,0353 79,6 5 HE 650x407 S355 2,1182 76,8 6 HE 600x399 S355 2,2999 78,8 7 HE 650 M S355 2,3255
94 5 HE 800 A S355 1,5349 84,8 5 HE 700x352 S355 1,9512 81,6 6 HE 700 M S355 2,065 78,8 7 HE 650 M S355 2,2721 84 8 HE 700 A S355 2,2063
96 4 HE 900 A S460 1,4302 87 6 HE 800 B S355 1,8969 82,8 5 HE 700x352 S355 1,9817 80 6 HE 650x343 S355 2,229 85 7 HE 700 B S355 2,1712

88 5 HE 800 B S355 1,6702 86 6 HE 800 A S355 1,8045 81,6 6 HE 700 M S355 2,1108 86 7 HE 800 A S460 2,1572
94 5 HE 800 A S460 1,6142 87 5 HE 800 B S355 1,7103 86 6 HE 800 A S460 1,8831

91 5 HE 800 A S460 1,648

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 6 HE 800x444 S355 2,7849 73 6 HD 400x1202 S355 5,859 68,9 7 HD 400x1086 S355 6,1785 66,9 7 HD 400x1086 S355 6,1887 63 8 HD 400x990 S355 6,4599
96,2 5 HE 800x444 S355 2,4575 86,4 8 HE 700x418 S355 3,3673 73 6 HD 400x1202 S355 5,8805 76,6 10 HE 650x407 S355 3,9112 68,1 8 HD 400x900 S355 6,0147
97 7 HE 900 B S355 2,4427 89,4 8 HE 800 M S355 2,8425 81,4 9 HE 700x418 S355 3,707 79,6 9 HE 650x407 S355 3,6121 74,8 11 HE 600x399 S355 3,9496
98 6 HE 900 M S355 2,368 91,2 6 HE 800x444 S355 2,8354 81,6 9 HE 650x407 S355 3,585 81,4 8 HE 700x418 S355 3,4126 76 11 HE 650x343 S355 3,789

99,2 5 HE 900x391 S355 2,3001 94,6 6 HE 800x373 S355 2,5691 84,4 8 HE 700x418 S355 3,3918 82,8 9 HE 700x352 S355 3,3576 76,8 10 HE 600x399 S355 3,6715
99,7 5 HL 920x344 S355 2,1742 96 8 HE 900 A S355 2,5689 84,8 9 HE 700x352 S355 3,3272 83,6 10 HE 700 M S355 3,3191 77,6 9 HE 650x407 S355 3,6328
103 5 HE 900 M S355 2,118 97 7 HE 900 B S355 2,4996 88,4 8 HE 800 M S355 2,8781 86 11 HE 800 A S355 3,0693 78,2 11 HE 600x337 S355 3,5613
104 6 HE 900 A S355 2,1028 98 6 HE 900 B S355 2,256 90 9 HE 800 B S355 2,8297 87 9 HE 800 B S355 2,8572 79,8 9 HE 700x352 S355 3,3725
105 5 HE 900 B S355 1,9887 104 6 HE 900 A S460 2,1977 93,4 7 HE 800 M S355 2,6467 89,4 7 HE 800 M S355 2,6683 81,6 10 HE 700 M S355 3,3443
106 5 HE 1000 A S355 1,9537 95 8 HE 800 B S355 2,6358 90 8 HE 800 B S355 2,6506 83 9 HE 650x343 S355 3,293
108 5 HE 1000x249 S460 1,9336 96 7 HE 900 A S460 2,427 94 8 HE 800 A S355 2,5089 83,6 9 HE 700 M S355 3,1047

95 7 HE 800 B S355 2,4609 86 10 HE 800 A S355 2,907
86,6 8 HE 700 M S355 2,8744
88 8 HE 800 B S355 2,6818
91 8 HE 800 A S460 2,5723

110,7 5 HL 920x656 S355 3,2868 100,8 8 HE 900x466 S355 3,7387 72 6 HD 400x1299 S355 6,2693 68 7 HD 400x1202 S355 6,7582 63,9 8 HD 400x1086 S355 6,9923
111,8 5 HL 1000x642 S355 3,2459 103,5 6 HL 920x537 S355 3,3332 89,4 9 HE 700x418 S355 3,7668 71,9 7 HD 400x1086 S355 6,2303 68,1 9 HD 400x900 S355 6,6942
114 5 HL 1000x591 S355 3,0879 103,7 6 HL 920x491 S355 3,1492 91,2 8 HE 800x444 S355 3,5917 79,6 10 HE 650x407 S355 3,9361 70 8 HD 400x990 S355 6,5238

115,2 5 HL 1000x554 S355 2,9713 106,8 6 HL 920x449 S355 2,9997 92,6 9 HE 800x373 S355 3,5232 81,4 9 HE 700x418 S355 3,7505 76,6 10 HE 650x407 S355 3,9477
118 5 HL 1000x539 S355 2,9373 108,1 7 HL 920x368 S355 2,989 97,6 8 HE 800x373 S355 3,2533 82,8 10 HE 700x352 S355 3,6496 79,8 10 HE 700x352 S355 3,6645

118,8 5 HL 1100 R S355 2,8455 108,2 6 HL 1000x443 S355 2,9838 100 9 HE 900 B S355 3,0721 84,4 8 HE 700x418 S355 3,4375 81,4 8 HE 700x418 S355 3,4533
122,8 5 HL 1100 M S355 2,6411 108,8 6 HL 1000 M S355 2,8426 100,1 7 HL 920x368 S355 2,9881 84,8 9 HE 700x352 S355 3,3742 82,8 9 HE 700x352 S355 3,3999
125 5 HL 1100 B S460 2,5464 112 6 HL 1000 B S355 2,6875 100,7 7 HL 920x344 S355 2,88 86,6 10 HE 700 M S355 3,344 83,6 10 HE 700 M S355 3,3626

115,8 6 HE 1000 M S460 2,6512 105 8 HE 900 B S355 2,8594 87 10 HE 800 B S355 3,0885 86 11 HE 800 A S355 3,116
106 8 HE 1000 A S355 2,8009 88,4 8 HE 800 M S355 2,9283 88 9 HE 800 B S355 2,9132
107 7 HE 1000 B S355 2,7268 90 9 HE 800 B S355 2,8821 91 9 HE 800 A S355 2,7437
108 8 HE 1000x249 S355 2,7224 93,4 7 HE 800 M S355 2,7015 92 8 HE 800 B S355 2,7184
109 7 HE 1000 A S355 2,5815 95 8 HE 800 B S355 2,6921 94 8 HE 800 A S460 2,5997
110 7 HE 1000x249 S460 2,5442 96 8 HE 900 A S355 2,6756

97 7 HE 900 A S460 2,4931

Span length = 13,00 mOther possible solutions

E

A

B

C

D



88

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
 C

ate
go

ry 
of 

the
 lin

e

 S
lab

 w
idt

h (
m)

 P
ro

file

 N
um

be
r

 S
tee

l g
ra

de

 S
lab

 he
igh

t (
cm

)

 P
ric

e i
nd

ex
 

 R
ati

o m
ax

 M
Ed

 (M
Nm

)

 M
plR

d (
MN

m)

 s
s (

MP
a)

 f y
 / g

M,
se

r (M
Pa

)

 s
c (

MP
a)

 d
LM

71
 (m

m)

 d
ma

x (
mm

)

 P
re

ca
mb

er

 t L
M7

1 (
mm

)

 t m
ax

 (m
m)

 q
LM

71
 (m

ra
d)

 F
re

qu
en

cy
 n 0

 (H
z)

 pi
nn

ed
 - 

pin
ne

d
 M

od
ifie

d f
re

qu
en

cy
 n 0

 (H
z)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 lo
we

r li
mi

t, n
0m

in (
Hz

)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 up
pe

r li
mi

t, n
0m

ax
 (H

z)

 E
I (

MN
m2 )

 D
am

pin
g (

%
)

 W
eig

ht 
 (k

g/m
)

 M
ax

. s
pe

ed
 (k

m/
h)

 R
Su

pp
or

t,G
  (

kN
)

 R
Su

pp
or

t,S
LS

  (
kN

)

 H
Co

nc
re

te 
LT

B  
(cm

)

2,5 HD 400x744 4 S355 59,8 2,601 0,976 11,10 23,33 141 315 15,5 21,6 22,1 25,5 1,88 4,50 5,17 4,66 5,31 6,04 13,72 3702 2,5 12481 <200 1187 2549 *

2,5 HE 700 A 4 S460 81,0 1,230 0,998 10,99 15,05 296 440 18,0 20,4 22,1 34,5 0,63 4,50 4,89 4,76 5,63 6,04 13,72 3831 2,5 12418 <200 1183 2545 72

3,0 HD 400x677 5 S355 55,3 2,942 0,960 11,40 25,71 140 315 13,8 21,2 22,1 26,4 1,94 4,50 5,08 4,64 5,23 6,04 13,72 3821 2,5 13166 <200 1210 2572 *

3,0 HE 650 A 5 S460 74,0 1,361 0,984 11,15 16,09 285 440 17,0 21,7 22,1 36,7 0,69 4,50 5,21 4,57 5,37 6,04 13,72 3648 2,5 12983 <200 1199 2561 67

3,5 HD 400x592 6 S355 53,5 3,121 0,952 11,55 27,32 136 325 13,3 21,0 22,1 26,6 1,69 4,50 5,04 4,62 5,18 6,04 13,72 3879 2,5 13810 <200 1226 2588 *

3,5 HE 600 A 5 S460 74,0 1,303 0,992 11,35 14,93 298 440 17,9 21,3 22,1 40,4 0,56 4,50 5,12 4,54 5,32 6,04 13,72 3702 2,5 13837 <200 1228 2590 67

4,0 HD 400x509 7 S355 51,6 3,195 0,982 11,62 27,72 137 335 13,2 21,7 22,1 27,9 1,52 4,50 5,21 4,52 5,07 6,04 13,72 3775 2,5 14299 <200 1238 2600 *

4,0 HE 600 A 6 S460 69,0 1,475 0,975 11,45 17,04 270 440 16,0 21,5 22,1 37,2 0,60 4,50 5,17 4,49 5,22 6,04 13,72 3710 2,5 14368 <200 1242 2604 70

4,5 HD 400x509 7 S355 51,6 3,224 0,962 11,80 27,96 134 335 12,7 21,2 22,1 26,9 1,30 4,50 5,11 4,51 5,05 6,04 13,72 3881 2,5 14878 <200 1265 2627 *

4,5 HE 550 A 7 S355 69,0 1,604 0,908 11,72 14,49 257 345 15,3 20,0 22,1 39,6 0,51 4,50 4,81 4,54 5,23 6,04 13,72 4015 2,5 15303 <200 1293 2655 69

2,5 HD 400x818 4 S355 58,4 2,798 0,984 11,16 25,66 132 315 14,0 20,4 20,7 22,9 2,02 3,00 4,89 4,78 5,40 6,04 13,72 3934 2,5 12587 <200 1194 2556 *

2,5 HE 700 A 4 S460 81,0 1,230 0,998 10,99 15,05 296 440 18,0 20,4 20,7 34,5 0,63 3,00 4,89 4,76 5,63 6,04 13,72 3831 2,5 12418 <200 1183 2545 72

3,0 HD 400x744 5 S355 56,8 3,179 0,910 11,52 28,64 128 315 12,7 18,9 20,7 23,6 1,79 3,00 4,52 4,87 5,44 6,04 13,72 4309 2,5 13493 <200 1232 2594 *

3,0 HE 600 B 5 S355 75,0 1,348 0,991 11,20 13,93 263 345 17,0 20,5 20,7 36,9 0,67 3,00 4,93 4,68 5,47 6,04 13,72 3864 2,5 13118 <200 1207 2569 79

3,5 HD 400x634 6 S355 54,4 3,298 0,936 11,63 29,48 128 325 12,6 19,4 20,7 24,7 1,61 3,00 4,66 4,77 5,32 6,04 13,72 4208 2,5 14051 <200 1242 2604 *

3,5 HE 650 A 5 S355 74,0 1,375 0,977 11,37 13,17 277 345 16,3 20,3 20,7 34,4 0,56 3,00 4,86 4,65 5,42 6,04 13,72 3907 2,5 13873 <200 1230 2592 66

4,0 HD 400x551 7 S355 52,5 3,402 0,960 11,72 29,31 128 325 12,4 19,9 20,7 25,7 1,44 3,00 4,78 4,68 5,21 6,04 13,72 4122 2,5 14575 <200 1256 2617 *

4,0 HE 600 A 6 S355 71,0 1,466 0,975 11,51 13,97 266 345 15,7 20,2 20,7 36,9 0,54 3,00 4,85 4,60 5,33 6,04 13,72 3949 2,5 14568 <200 1255 2617 69

4,5 HD 400x551 7 S355 52,5 3,431 0,941 11,90 29,56 125 325 11,9 19,5 20,7 24,8 1,22 3,00 4,70 4,67 5,19 6,04 13,72 4234 2,5 15158 <200 1283 2645 *

4,5 HE 550 A 7 S355 69,0 1,604 0,967 11,72 14,49 257 345 15,3 20,0 20,7 39,6 0,51 3,00 4,81 4,54 5,23 6,04 13,72 4015 2,5 15303 <200 1293 2655 69

2,5 HE 700x418 5 S355 81,4 2,111 0,511 10,28 27,59 125 335 8,9 9,7 18,9 16,3 0,52 3,00 2,32 6,11 6,80 6,04 13,72 6843 2,5 13270 200 1239 2368 *

2,5 HE 900 A 4 S355 97,0 1,410 0,604 10,29 18,10 192 345 10,2 9,5 18,9 19,2 0,30 3,00 2,29 6,08 6,91 6,04 13,72 6850 2,5 13537 200 1256 2385 95

3,0 HD 400x1299 4 S355 67,0 4,174 0,483 10,86 41,35 79 295 7,5 9,1 18,9 13,2 0,98 3,00 2,19 6,05 6,56 6,04 13,72 7415 2,5 15068 201 1334 2463 *

3,0 HE 800 B 5 S355 92,0 1,687 0,531 10,55 21,58 167 345 9,3 9,0 18,9 19,5 0,29 3,00 2,16 6,13 6,87 6,04 13,72 7353 2,5 14554 200 1301 2430 103

3,5 HD 400x1202 5 S355 65,0 4,807 0,443 11,19 46,60 74 295 6,8 8,4 18,9 13,1 0,79 3,00 2,01 6,16 6,63 6,04 13,72 8119 2,5 16293 206 1387 2517 *

3,5 HE 800 A 5 S355 94,0 1,638 0,580 10,81 19,48 185 345 9,5 8,6 18,9 21,1 0,22 3,00 2,06 6,13 6,86 6,04 13,72 7666 2,5 15731 201 1351 2480 89

4,0 HD 400x1086 6 S355 63,9 5,232 0,413 11,43 50,72 69 295 6,2 7,8 18,9 12,6 0,65 3,00 1,88 6,26 6,70 6,04 13,72 8766 2,5 17320 210 1434 2563 *

4,0 HE 800 A 6 S355 89,0 1,871 0,522 10,97 22,33 166 345 8,3 8,3 18,9 19,5 0,22 3,00 2,00 6,13 6,80 6,04 13,72 7966 2,5 16543 203 1383 2513 93

4,5 HD 400x990 7 S355 62,0 5,601 0,408 11,68 52,88 67 295 5,9 7,7 18,9 12,6 0,56 3,00 1,86 6,20 6,61 6,04 13,72 8945 2,5 18203 212 1481 2611 *

4,5 HE 800 A 7 S355 86,0 2,120 0,467 11,23 25,37 148 345 7,3 7,8 18,9 17,5 0,20 3,00 1,88 6,19 6,80 6,04 13,72 8522 2,5 17469 207 1434 2563 100

3,5 HE 800x444 7 S355 91,2 3,136 0,364 13,12 46,11 112 335 6,2 5,1 15,8 16,0 0,29 1,50 1,24 6,66 7,20 6,04 13,72 13053 2,5 21365 296 1976 3105 *

3,5 HE 1000x249 5 S355 110,0 1,915 0,576 13,16 25,38 194 345 8,0 5,5 15,8 21,2 0,16 1,50 1,31 6,39 7,07 6,04 13,72 12020 2,5 21784 278 2003 3133 89

4,0 HD 400x1299 6 S355 67,0 6,209 0,450 13,73 61,56 80 295 6,1 6,4 15,8 17,1 0,68 1,50 1,54 5,87 6,27 6,04 13,72 10889 2,5 23053 268 2064 3193 *

4,0 HE 900 A 6 S355 104,0 2,162 0,534 13,38 28,73 176 345 7,5 5,4 15,8 21,5 0,17 1,50 1,30 6,36 6,99 6,04 13,72 12279 2,5 22703 297 2041 3170 93

4,5 HD 400x1086 7 S355 66,9 6,156 0,414 13,80 59,77 81 295 6,4 6,5 15,8 18,1 0,57 1,50 1,57 5,78 6,19 6,04 13,72 10681 2,5 23741 254 2079 3208 *

4,5 HE 900 A 7 S355 96,0 2,385 0,490 13,45 31,56 159 345 6,9 5,6 15,8 19,6 0,18 1,50 1,35 6,23 6,80 6,04 13,72 11889 2,5 23258 288 2047 3177 93

5,0 HD 400x1202 7 S355 65,0 6,725 0,394 14,06 65,31 75 295 5,6 6,2 15,8 16,5 0,50 1,50 1,50 5,88 6,26 6,04 13,72 11397 2,5 24741 293 2122 3252 *

5,0 HE 900 A 7 S355 96,0 2,443 0,484 13,71 31,92 158 345 6,6 5,3 15,8 19,1 0,15 1,50 1,29 6,28 6,83 6,04 13,72 12465 2,5 24418 302 2101 3231 94

5,5 HD 400x990 9 S355 62,0 7,183 0,402 14,29 67,75 71 295 5,4 6,3 15,8 16,6 0,45 1,50 1,54 5,81 6,17 6,04 13,72 11389 2,5 25706 295 2165 3294 *

5,5 HE 800 A 8 S355 91,0 2,529 0,503 13,83 30,35 164 345 7,2 6,0 15,8 22,0 0,16 1,50 1,43 5,94 6,48 6,04 13,72 11306 2,5 25042 282 2122 3251 89

3,5 HE 900x466 7 S355 100,8 3,302 0,318 13,40 53,52 98 335 5,2 3,9 13,5 12,6 0,21 1,50 0,95 7,46 7,98 6,04 13,72 17044 2,5 22308 302 2037 3167 *

3,5 HL 1100 A 5 S355 119,0 2,306 0,410 13,54 37,78 132 345 5,7 3,7 13,5 13,3 0,13 1,50 0,89 7,57 8,18 6,04 13,72 17907 2,5 22906 301 2076 3206 150

4,0 HD 400x1299 6 S355 75,0 6,262 0,411 13,91 63,54 77 295 6,4 5,6 13,5 16,4 0,51 1,50 1,34 6,19 6,61 6,04 13,72 12413 2,5 23853 302 2115 3245 *

4,0 HE 1000x249 6 S355 105,0 2,179 0,526 13,41 29,21 176 345 7,0 5,2 13,5 19,5 0,16 1,50 1,25 6,46 7,08 6,04 13,72 12720 2,5 22814 300 2048 3177 89

4,5 HD 400x1299 7 S355 67,0 7,180 0,412 14,34 71,64 72 295 5,4 5,6 13,5 15,2 0,53 1,50 1,34 6,15 6,52 6,04 13,72 12616 2,5 24765 303 2145 3275 *

4,5 HE 900 A 7 S355 99,0 2,407 0,482 13,54 32,21 157 345 6,8 5,3 13,5 19,5 0,16 1,50 1,27 6,38 6,96 6,04 13,72 12658 2,5 23595 303 2069 3199 95

5,0 HD 400x1299 7 S355 67,0 7,204 0,408 14,41 72,10 70 295 5,2 5,5 13,5 14,9 0,45 1,50 1,33 6,16 6,53 6,04 13,72 12847 2,5 25426 305 2167 3296 *

5,0 HE 900 A 7 S355 96,0 2,443 0,484 13,71 31,92 158 345 6,6 5,3 13,5 19,1 0,15 1,50 1,29 6,28 6,83 6,04 13,72 12465 2,5 24418 302 2101 3231 94

5,5 HD 400x1086 8 S355 63,9 6,983 0,456 15,22 67,71 75 295 5,9 6,2 13,5 15,9 0,42 1,50 1,49 5,90 6,27 6,04 13,72 11731 2,5 25658 300 2162 3351 *

5,5 HE 800 A 8 S355 94,0 2,557 0,494 13,94 31,09 162 345 7,0 5,5 13,5 21,9 0,14 1,50 1,33 6,11 6,65 6,04 13,72 12157 2,5 25454 301 2149 3278 91

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 13,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

69 5 HE 600 M S355 1,5063 57,4 5 HD 400x634 S355 2,8056 55,3 5 HD 400x677 S355 2,9566 53,5 6 HD 400x551 S355 2,9723 52,5 8 HD 400x421 S355 3,0708
70,2 4 HE 600x337 S355 1,4105 58,5 5 HD 400x592 S355 2,6675 55,4 5 HD 400x634 S355 2,8103 55,5 7 HD 400x463 S355 2,922 53,5 7 HD 400x463 S355 2,9396
73 5 HE 650 B S355 1,4021 64,2 6 HE 550 M S355 1,7156 56,6 6 HD 400x509 S355 2,7982 56,6 6 HD 400x509 S355 2,8211 56,6 8 HD 400x382 S355 2,6709

73,8 4 HE 650 M S355 1,3851 69 5 HE 600 M S355 1,5403 58,5 5 HD 400x592 S355 2,6851 57,5 7 HD 400x421 S355 2,7386 57,8 9 HE 450 M S355 2,3432
74 4 HE 600 M S355 1,3017 69,2 5 HE 550 M S355 1,5194 60,5 5 HD 400x551 S355 2,557 58,5 6 HD 400x463 S355 2,5781 59,4 7 HE 500 M S355 1,9632
80 4 HE 700 B S355 1,2959 70 6 HE 600 B S355 1,503 62,4 7 HE 500 M S355 1,9161 59,4 8 HE 500 M S355 2,1417 62 8 HE 550 B S355 1,8524

72 5 HE 650 B S355 1,4352 64,2 6 HE 550 M S355 1,7408 59,8 8 HE 450 M S355 2,1092 64 8 HE 550 A S355 1,7197
74 6 HE 600 A S460 1,4326 67 6 HE 600 B S355 1,5165 60,4 7 HE 500 M S355 1,9326 65 7 HE 550 B S355 1,7031

70 6 HE 550 B S355 1,485 62 8 HE 550 B S355 1,8118 66 7 HE 600 A S355 1,6369
71 6 HE 600 A S460 1,4498 64,2 6 HE 550 M S355 1,7721 69 7 HE 550 A S460 1,6286
72 5 HE 650 A S460 1,3837 64,4 6 HE 500 M S355 1,7434

65 7 HE 550 B S355 1,6603
66 7 HE 600 A S355 1,5929
67 6 HE 600 B S355 1,5509

70,2 5 HE 600x337 S355 1,6677 59,4 5 HD 400x634 S355 2,8156 54,5 6 HD 400x592 S355 3,1264 53,5 6 HD 400x592 S355 3,1401 52,6 7 HD 400x509 S355 3,2312
71,8 4 HE 600x399 S355 1,5688 61,5 5 HD 400x592 S355 2,6824 55,3 5 HD 400x677 S460 3,0275 55,5 6 HD 400x551 S355 2,9855 54,5 8 HD 400x421 S355 3,0857
72 5 HE 600 M S355 1,5187 67,2 6 HE 550 M S355 1,7305 57,4 5 HD 400x634 S355 2,8219 58,5 7 HD 400x463 S355 2,9419 55,5 7 HD 400x463 S355 2,9546

73,2 4 HE 600x337 S355 1,4229 69 5 HE 600 M S355 1,5403 59,6 6 HD 400x509 S355 2,8157 59,4 8 HE 500 M S355 2,1417 56,6 8 HD 400x382 S355 2,6709
73,8 4 HE 650 M S355 1,3851 72 6 HE 650 A S355 1,5098 61,5 5 HD 400x592 S355 2,7026 62,4 7 HE 500 M S355 1,9459 59,4 8 HE 500 M S355 2,1792
77 4 HE 600 M S355 1,3142 73 5 HE 650 B S355 1,4402 64,2 7 HE 550 M S355 1,9616 64,2 6 HE 550 M S355 1,7721 62 9 HE 550 B S355 2,0236
78 4 HE 700 B S355 1,2876 75 5 HE 600 B S460 1,3702 64,4 7 HE 500 M S355 1,9277 66 8 HE 600 A S355 1,7534 62,4 7 HE 500 M S355 1,9856

65,2 6 HE 550 M S355 1,7466 67 7 HE 550 B S355 1,6736 63 8 HE 550 B S355 1,8598
67 7 HE 600 B S355 1,6962 68 6 HE 600 B S355 1,5576 65 8 HE 500 B S355 1,8136
69 5 HE 600 M S355 1,5697 70 6 HE 550 B S355 1,522 66 8 HE 550 A S355 1,7346

69,2 5 HE 550 M S355 1,5491 71 6 HE 600 A S460 1,488 67 7 HE 600 A S355 1,6444
70 6 HE 600 B S355 1,5339 69 7 HE 550 A S460 1,6286
72 5 HE 650 B S355 1,4679
74 5 HE 650 A S460 1,3953

84,6 5 HE 650x407 S355 2,0568 73 4 HD 400x1202 S355 3,9404 66,9 5 HD 400x1086 S355 4,4182 65 6 HD 400x990 S355 4,8466 63,9 6 HD 400x1086 S355 5,266
87,8 5 HE 700x352 S355 1,9131 76,6 6 HE 650x407 S355 2,3864 74,8 7 HE 600x399 S355 2,5394 71,8 8 HE 600x399 S355 2,8541 65,1 7 HD 400x900 S355 5,1933
88,4 5 HE 800 M S355 1,8004 79,8 6 HE 700x352 S355 2,2141 76,6 6 HE 650x407 S355 2,4208 74,8 7 HE 600x399 S355 2,5783 71,8 8 HE 600x399 S355 2,9007
89,6 4 HE 800x373 S355 1,6901 81,4 5 HE 700x418 S355 2,1546 78,6 7 HE 700 M S355 2,3005 76,6 6 HE 650x407 S355 2,4612 73,2 9 HE 600x337 S355 2,8639
92 5 HE 800 B S355 1,6329 84,6 5 HE 650x407 S355 2,1025 79,8 6 HE 700x352 S355 2,2518 78,6 7 HE 700 M S355 2,3437 73,8 9 HE 650 M S355 2,7763

93,4 4 HE 800 M S355 1,5531 86,6 6 HE 700 M S355 2,0458 81,4 5 HE 700x418 S355 2,1932 79,8 6 HE 700x352 S355 2,2955 74,8 7 HE 600x399 S355 2,6272
97 4 HE 900 A S460 1,4314 87 6 HE 800 B S355 1,8927 81,6 5 HE 650x407 S355 2,1264 81,8 7 HE 650 M S355 2,2877 77 9 HE 600 M S355 2,6106

88,4 5 HE 800 M S355 1,8505 83,6 6 HE 700 M S355 2,0723 83 6 HE 650x343 S355 2,245 78 7 HE 650x343 S355 2,5434
91 6 HE 800 A S355 1,7809 84,8 5 HE 700x352 S355 1,9894 83,6 6 HE 700 M S355 2,1196 78,6 7 HE 700 M S355 2,3969
92 5 HE 800 B S460 1,714 87 6 HE 800 B S355 1,9374 85 7 HE 700 B S355 2,1072 81,8 7 HE 650 M S355 2,3436

88,4 5 HE 800 M S355 1,896 86 7 HE 800 A S355 2,0592 85 7 HE 700 B S355 2,1664
89 6 HE 800 A S355 1,8178 87 6 HE 800 B S355 1,9882 86 7 HE 800 A S460 2,1523
90 5 HE 800 B S355 1,7241 89 6 HE 800 A S460 1,8988
94 5 HE 800 A S460 1,6618

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

94,2 6 HE 800x444 S355 2,7973 73 6 HD 400x1202 S355 5,8517 70 6 HD 400x1202 S355 5,8509 66,9 7 HD 400x1086 S355 6,1807 63 8 HD 400x990 S355 6,4512
98 7 HE 900 B S355 2,4434 86,4 8 HE 700x418 S355 3,3609 81,4 9 HE 700x418 S355 3,6999 70 7 HD 400x990 S355 5,7485 68,1 8 HD 400x900 S355 6,0063
99 6 HE 900 M S355 2,3691 89,4 7 HE 700x418 S355 3,0437 81,6 9 HE 650x407 S355 3,5789 76,6 10 HE 650x407 S355 3,9045 72,8 11 HE 600x399 S355 3,9242

99,2 5 HE 900x391 S355 2,296 89,6 7 HE 800x373 S355 2,8378 82,4 8 HE 700x418 S355 3,3704 79,6 9 HE 650x407 S355 3,606 75 11 HE 650x343 S355 3,773
100,1 5 HL 920x368 S355 2,2528 91,2 6 HE 800x444 S355 2,8303 84,8 9 HE 700x352 S355 3,3204 81,4 8 HE 700x418 S355 3,4062 76,6 9 HE 650x407 S355 3,6175
100,7 5 HL 920x344 S355 2,176 94,6 6 HE 800x373 S355 2,5643 87,8 8 HE 700x352 S355 3,0516 82,8 9 HE 700x352 S355 3,3508 78 10 HE 650x343 S355 3,5209
105 6 HE 1000x249 S355 2,1151 96 8 HE 900 A S355 2,5632 88,4 8 HE 800 M S355 2,8721 83,6 10 HE 700 M S355 3,3119 79,8 9 HE 700x352 S355 3,3656
107 5 HE 1000 A S355 1,9557 97 7 HE 900 B S355 2,4944 90 9 HE 800 B S355 2,8234 84,4 7 HE 700x418 S355 3,0942 81,6 10 HE 700 M S355 3,3371
110 5 HE 1000x249 S460 1,9414 98 6 HE 900 M S355 2,4206 91,4 7 HE 800 M S355 2,6265 84,8 8 HE 700x352 S355 3,0759 82,8 8 HE 700x352 S355 3,1017

99 7 HE 900 A S355 2,3557 96 7 HE 900 A S460 2,4219 86 11 HE 800 A S355 3,062 83,6 9 HE 700 M S355 3,0982
100 6 HE 900 B S355 2,2647 87 9 HE 800 B S355 2,8508 86 10 HE 800 A S355 2,9002
104 6 HE 900 A S460 2,1932 88,4 7 HE 800 M S355 2,6547 86,6 8 HE 700 M S355 2,8684

90 8 HE 800 B S355 2,6448 87 8 HE 800 B S355 2,667
94 8 HE 800 A S355 2,5033 91 8 HE 800 A S460 2,5667
95 7 HE 800 B S355 2,4557

102,7 6 HL 920x491 S355 3,0768 89,4 8 HE 700x418 S355 3,3808 72 6 HD 400x1299 S355 6,2617 68 7 HD 400x1202 S355 6,7498 68,1 9 HD 400x900 S355 6,6849
104,5 5 HL 920x588 S355 3,0183 89,6 8 HE 800x373 S355 3,1445 81,4 9 HE 700x418 S355 3,6999 71,9 7 HD 400x1086 S355 6,2222 70 8 HD 400x990 S355 6,5151
104,8 6 HL 920x449 S355 2,9188 92,2 6 HE 800x444 S355 2,837 84,6 9 HE 650x407 S355 3,6014 79,6 10 HE 650x407 S355 3,9294 76,6 11 HE 650x407 S355 4,2644
106,5 5 HL 920x537 S355 2,8595 97 7 HE 900 B S355 2,4944 86,4 8 HE 700x418 S355 3,4003 81,4 9 HE 700x418 S355 3,7433 76,8 11 HE 600x399 S355 3,9607
108,8 7 HE 1000 M S355 2,7787 101 7 HE 900 A S355 2,369 87,8 9 HE 700x352 S355 3,3428 82,8 10 HE 700x352 S355 3,6421 77,6 10 HE 650x407 S355 3,9501
109 5 HL 1000x483 S355 2,6926 102 6 HE 900 B S355 2,278 88,4 9 HE 800 M S355 3,1398 84,4 8 HE 700x418 S355 3,4311 79,8 10 HE 700x352 S355 3,657

113,2 5 HL 1000x443 S355 2,5817 105 6 HE 1000x249 S460 2,2106 89,6 7 HE 800x373 S355 2,8803 84,8 9 HE 700x352 S355 3,3674 81,4 8 HE 700x418 S355 3,4468
115,8 5 HL 1000 M S355 2,476 92 9 HE 800 B S355 2,8383 86,6 10 HE 700 M S355 3,3368 82,8 9 HE 700x352 S355 3,393
117 5 HL 1100 B S355 2,4548 96 8 HE 900 A S355 2,6126 87 10 HE 800 B S355 3,0815 84,6 8 HE 650x407 S355 3,3672
119 5 HL 1100 A S460 2,3424 97 7 HE 900 B S355 2,544 88,4 8 HE 800 M S355 2,9223 86 11 HE 800 A S355 3,1086

99 7 HE 900 A S460 2,4443 90 9 HE 800 B S355 2,8757 88 9 HE 800 B S355 2,9068
93,4 7 HE 800 M S355 2,6962 91 9 HE 800 A S355 2,7374
95 8 HE 800 B S355 2,6863 92 8 HE 800 B S355 2,7126
96 7 HE 900 A S460 2,4797 94 8 HE 800 A S460 2,5941

Span length = 13,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x900 4 S460 60,1 3,100 0,957 11,71 12,61 125 430 13,2 19,3 22,5 21,9 2,01 4,50 4,52 4,84 5,44 5,93 13,52 4461 2,5 12908 <200 1238 2654 *

2,5 HE 700 B 4 S460 77,0 1,301 0,983 11,35 16,94 272 440 17,4 22,1 22,5 32,7 0,79 4,50 5,21 4,58 5,41 5,93 13,52 3775 2,5 12250 <200 1194 2610 79

3,0 HD 400x677 5 S355 56,3 2,943 0,983 11,82 25,85 143 315 14,4 22,1 22,5 28,2 1,93 4,50 5,20 4,51 5,10 5,93 13,52 3903 2,5 13241 <200 1238 2654 *

3,0 HE 600 B 5 S460 75,0 1,367 0,977 11,61 17,25 272 440 17,6 21,9 22,5 39,7 0,72 4,50 5,16 4,52 5,29 5,93 13,52 3864 2,5 13118 <200 1230 2646 78

3,5 HD 400x592 6 S355 53,5 3,115 0,996 11,96 27,32 140 325 13,7 22,4 22,5 28,6 1,75 4,50 5,28 4,46 5,01 5,93 13,52 3879 2,5 13810 <200 1249 2665 *

3,5 HE 600 B 5 S460 72,0 1,385 0,992 11,75 17,14 271 440 17,3 22,3 22,5 37,8 0,65 4,50 5,26 4,44 5,18 5,93 13,52 3786 2,5 13753 <200 1246 2661 79

4,0 HD 400x551 7 S355 52,5 3,396 0,943 12,15 29,31 132 325 12,7 21,2 22,5 27,6 1,48 4,50 5,00 4,51 5,04 5,93 13,52 4122 2,5 14575 <200 1279 2695 *

4,0 HE 600 A 6 S460 71,0 1,485 0,959 11,93 17,33 276 440 16,2 21,6 22,5 39,8 0,57 4,50 5,08 4,44 5,15 5,93 13,52 3949 2,5 14568 <200 1279 2695 68

4,5 HD 400x551 7 S355 52,5 3,425 0,924 12,32 29,56 129 325 12,2 20,8 22,5 26,7 1,25 4,50 4,91 4,50 5,01 5,93 13,52 4234 2,5 15158 <200 1308 2724 *

4,5 HE 550 A 7 S460 69,0 1,625 0,950 12,15 17,93 266 440 15,8 21,4 22,5 42,7 0,53 4,50 5,04 4,38 5,05 5,93 13,52 4015 2,5 15303 <200 1317 2733 68

2,5 HD 400x900 4 S355 60,1 3,025 0,916 11,71 26,95 125 295 13,2 19,3 21,0 21,9 2,01 3,00 4,52 4,84 5,44 5,93 13,52 4461 2,5 12908 <200 1238 2654 *

2,5 HE 800 A 4 S355 86,0 1,287 0,852 11,55 14,45 263 345 15,3 17,4 21,0 28,0 0,55 3,00 4,11 5,06 5,89 5,93 13,52 4810 2,5 12782 <200 1230 2646 77

3,0 HD 400x744 5 S355 56,8 3,174 0,956 11,93 28,64 132 315 13,1 20,1 21,0 25,4 1,88 3,00 4,73 4,70 5,26 5,93 13,52 4309 2,5 13493 <200 1255 2671 *

3,0 HE 650 A 5 S355 79,0 1,363 0,959 11,68 13,52 285 345 16,9 20,2 21,0 38,6 0,61 3,00 4,75 4,67 5,45 5,93 13,52 4201 2,5 13358 <200 1246 2662 66

3,5 HD 400x634 6 S355 54,4 3,293 0,984 12,05 29,48 132 325 12,9 20,7 21,0 26,5 1,67 3,00 4,87 4,60 5,14 5,93 13,52 4208 2,5 14051 <200 1265 2681 *

3,5 HE 600 B 5 S355 75,0 1,381 0,969 11,83 14,21 264 345 16,8 20,4 21,0 37,2 0,57 3,00 4,80 4,60 5,35 5,93 13,52 4146 2,5 14016 <200 1263 2679 78

4,0 HD 400x551 7 S355 53,5 3,403 0,985 12,17 29,47 131 325 12,8 20,7 21,0 27,4 1,41 3,00 4,88 4,55 5,08 5,93 13,52 4219 2,5 14675 <200 1286 2702 *

4,0 HE 600 A 6 S355 74,0 1,482 0,934 12,02 14,39 270 345 15,7 19,6 21,0 39,4 0,50 3,00 4,63 4,61 5,31 5,93 13,52 4338 2,5 14868 <200 1299 2715 68

4,5 HD 400x551 7 S355 52,5 3,425 0,988 12,32 29,56 129 325 12,2 20,8 21,0 26,7 1,25 3,00 4,91 4,50 5,01 5,93 13,52 4234 2,5 15158 <200 1308 2724 *

4,5 HE 600 A 7 S355 69,0 1,656 0,959 12,17 15,93 245 345 14,3 20,2 21,0 35,7 0,52 3,00 4,76 4,50 5,16 5,93 13,52 4260 2,5 15352 <200 1320 2736 71

2,5 HE 700x418 5 S355 82,4 2,112 0,526 10,67 27,73 129 335 9,2 10,1 19,3 17,5 0,54 3,00 2,39 5,94 6,61 5,93 13,52 6966 2,5 13333 200 1266 2440 *

2,5 HE 900 A 4 S355 99,0 1,416 0,619 10,71 18,34 197 345 10,6 9,8 19,3 20,6 0,30 3,00 2,30 5,97 6,78 5,93 13,52 7140 2,5 13662 200 1288 2462 93

3,0 HD 400x1299 4 S355 70,0 4,185 0,480 11,30 41,87 81 295 7,9 9,3 19,3 14,0 0,90 3,00 2,18 5,94 6,45 5,93 13,52 7791 2,5 15293 203 1374 2548 *

3,0 HE 900 A 5 S355 96,0 1,687 0,534 11,03 22,37 170 345 8,7 8,6 19,3 18,4 0,27 3,00 2,02 6,20 6,92 5,93 13,52 8242 2,5 14829 203 1343 2517 96

3,5 HD 400x1202 5 S355 65,0 4,801 0,463 11,59 46,60 77 295 6,9 8,9 19,3 14,1 0,81 3,00 2,10 5,95 6,40 5,93 13,52 8119 2,5 16293 206 1414 2588 *

3,5 HE 800 B 5 S355 92,0 1,732 0,533 11,19 21,98 169 345 9,2 8,9 19,3 19,9 0,24 3,00 2,10 6,00 6,69 5,93 13,52 7875 2,5 15660 202 1372 2546 100

4,0 HD 400x1086 6 S355 63,9 5,226 0,432 11,85 50,72 71 295 6,4 8,3 19,3 13,5 0,67 3,00 1,97 6,04 6,47 5,93 13,52 8766 2,5 17320 210 1461 2635 *

4,0 HE 800 A 6 S355 91,0 1,880 0,536 11,44 22,68 171 345 8,5 8,5 19,3 20,9 0,21 3,00 1,99 6,03 6,68 5,93 13,52 8356 2,5 16743 205 1423 2597 90

4,5 HD 400x990 7 S355 62,0 5,593 0,427 12,10 52,88 69 295 6,0 8,2 19,3 13,6 0,58 3,00 1,95 5,98 6,38 5,93 13,52 8945 2,5 18203 212 1509 2683 *

4,5 HE 800 A 7 S355 86,0 2,115 0,483 11,64 25,37 153 345 7,6 8,3 19,3 18,9 0,21 3,00 1,97 5,98 6,57 5,93 13,52 8522 2,5 17469 207 1461 2635 95

3,5 HE 800x444 7 S355 91,2 3,130 0,375 13,60 46,11 115 335 6,3 5,5 16,1 17,1 0,31 1,50 1,29 6,43 6,96 5,93 13,52 13053 2,5 21365 304 2013 3187 *

3,5 HE 1000x249 5 S355 110,0 1,912 0,596 13,65 25,38 200 345 8,2 5,8 16,1 22,8 0,17 1,50 1,37 6,17 6,84 5,93 13,52 12020 2,5 21784 264 2041 3215 87

4,0 HD 400x1299 6 S355 67,0 6,201 0,460 14,22 61,56 83 295 6,3 6,8 16,1 18,2 0,69 1,50 1,61 5,67 6,07 5,93 13,52 10889 2,5 23053 273 2102 3276 *

4,0 HE 900 A 6 S355 104,0 2,157 0,553 13,87 28,73 183 345 7,7 5,8 16,1 23,1 0,17 1,50 1,36 6,14 6,75 5,93 13,52 12279 2,5 22703 295 2079 3253 90

4,5 HD 400x1086 7 S355 66,9 6,148 0,432 14,31 59,77 84 295 6,6 6,9 16,1 19,4 0,59 1,50 1,64 5,58 5,98 5,93 13,52 10681 2,5 23741 262 2118 3292 *

4,5 HE 900 A 7 S355 96,0 2,380 0,506 13,94 31,56 164 345 7,1 6,0 16,1 21,1 0,19 1,50 1,41 6,01 6,57 5,93 13,52 11889 2,5 23258 288 2086 3260 90

5,0 HD 400x1086 7 S355 64,9 6,156 0,443 14,38 59,68 83 295 6,3 7,1 16,1 19,1 0,54 1,50 1,69 5,52 5,91 5,93 13,52 10529 2,5 24169 257 2125 3299 *

5,0 HE 900 A 7 S355 96,0 2,438 0,501 14,22 31,92 164 345 6,8 5,7 16,1 20,6 0,16 1,50 1,35 6,06 6,60 5,93 13,52 12465 2,5 24418 301 2141 3315 90

5,5 HD 400x990 8 S355 62,0 6,434 0,461 14,56 60,66 81 295 6,1 7,4 16,1 19,1 0,49 1,50 1,76 5,43 5,80 5,93 13,52 10332 2,5 24902 254 2153 3327 *

5,5 HE 800 A 8 S355 91,0 2,524 0,519 14,33 30,35 169 345 7,4 6,3 16,1 23,7 0,16 1,50 1,50 5,73 6,26 5,93 13,52 11306 2,5 25042 282 2162 3336 86

3,5 HE 800x444 7 S355 91,2 3,130 0,398 13,60 46,11 115 335 6,3 5,5 13,8 17,1 0,31 1,50 1,29 6,43 6,96 5,93 13,52 13053 2,5 21365 304 2013 3187 *

3,5 HE 1000x249 5 S355 113,0 1,929 0,585 13,73 25,95 198 345 8,1 5,5 13,8 22,6 0,16 1,50 1,29 6,33 6,99 5,93 13,52 12784 2,5 22047 302 2059 3233 89

4,0 HD 400x1299 6 S355 75,0 6,254 0,430 15,03 63,54 82 295 7,0 5,9 13,8 17,5 0,53 1,50 1,40 5,97 6,39 5,93 13,52 12413 2,5 23853 301 2155 3329 *

4,0 HE 1000x249 6 S355 105,0 2,175 0,545 13,90 29,21 183 345 7,2 5,6 13,8 20,9 0,17 1,50 1,31 6,23 6,84 5,93 13,52 12720 2,5 22814 302 2087 3261 86

4,5 HD 400x1299 7 S355 67,0 7,171 0,431 15,47 71,64 76 295 5,9 5,9 13,8 16,3 0,55 1,50 1,40 5,94 6,30 5,93 13,52 12616 2,5 24765 302 2186 3360 *

4,5 HE 900 A 7 S355 99,0 2,402 0,498 14,04 32,21 163 345 7,0 5,6 13,8 20,9 0,17 1,50 1,33 6,16 6,72 5,93 13,52 12658 2,5 23595 302 2108 3282 92

5,0 HD 400x1299 7 S355 67,0 7,195 0,426 15,55 72,10 74 295 5,7 5,9 13,8 15,9 0,46 1,50 1,39 5,95 6,31 5,93 13,52 12847 2,5 25426 303 2208 3382 *

5,0 HE 900 A 7 S355 96,0 2,438 0,502 14,27 31,92 164 345 6,8 5,7 13,8 20,6 0,16 1,50 1,35 6,06 6,60 5,93 13,52 12465 2,5 24418 301 2141 3315 90

5,5 HD 400x1086 9 S355 63,9 7,781 0,433 16,07 75,65 71 295 5,5 6,0 13,8 15,8 0,41 1,50 1,42 5,89 6,22 5,93 13,52 12940 2,5 26542 304 2261 3472 *

5,5 HE 800 A 8 S355 94,0 2,551 0,530 15,07 31,09 173 345 7,7 5,9 13,8 23,5 0,15 1,50 1,39 5,90 6,42 5,93 13,52 12157 2,5 25454 300 2189 3363 88

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 13,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

70,2 5 HE 600x337 S355 1,6647 59,4 5 HD 400x634 S355 2,8112 55,3 5 HD 400x677 S355 2,9521 53,5 6 HD 400x592 S355 3,135 52,6 7 HD 400x509 S355 3,2255
71,8 4 HE 600x399 S355 1,5662 67,2 6 HE 550 M S355 1,7271 57,4 5 HD 400x634 S355 2,8175 55,5 7 HD 400x463 S355 2,9166 54,5 8 HD 400x421 S355 3,0797
73,2 4 HE 600x337 S355 1,4205 69 5 HE 600 M S355 1,5374 58,5 5 HD 400x592 S355 2,6808 57,5 7 HD 400x421 S355 2,7334 55,5 7 HD 400x463 S355 2,9491
73,8 4 HE 650 M S355 1,3827 72 5 HE 650 B S355 1,4324 60,5 5 HD 400x551 S355 2,5528 59,4 8 HE 500 M S355 2,1374 56,6 8 HD 400x382 S355 2,6661

74 6 HE 600 A S460 1,4295 64,2 6 HE 550 M S355 1,7375 62,4 7 HE 500 M S355 1,942 57,8 9 HE 450 M S355 2,3384
67 7 HE 600 B S355 1,6926 64,2 6 HE 550 M S355 1,7687 59,4 8 HE 500 M S355 2,1748
69 5 HE 600 M S355 1,5668 66 8 HE 600 A S355 1,7495 62 9 HE 550 B S355 2,0191

69,2 5 HE 550 M S355 1,5462 67 6 HE 600 B S355 1,5478 62,4 7 HE 500 M S355 1,9817
70 6 HE 600 B S355 1,5308 70 6 HE 550 B S355 1,5189 62,8 7 HE 450 M S355 1,9539
72 5 HE 650 B S355 1,4651 63 8 HE 550 B S355 1,8558

65 7 HE 550 B S355 1,6995
66 7 HE 600 A S355 1,6333

61,4 4 HD 400x818 S355 2,8062 60,3 5 HD 400x677 S355 2,9628 56,5 6 HD 400x592 S355 3,1329 54,4 6 HD 400x634 S355 3,3128 54,6 7 HD 400x509 S355 3,2405
70,2 5 HE 600x337 S355 1,6647 62,4 5 HD 400x634 S355 2,8261 58,3 5 HD 400x677 S355 2,9696 56,5 6 HD 400x592 S355 3,1549 57,5 8 HD 400x421 S355 3,1021
71,8 4 HE 600x399 S355 1,5662 69 6 HE 600 M S355 1,7623 59,4 5 HD 400x634 S355 2,8291 57,5 6 HD 400x551 S355 2,9938 58,5 7 HD 400x463 S355 2,9715
75 4 HE 650x343 S355 1,5181 69,2 6 HE 550 M S355 1,7371 61,5 5 HD 400x592 S355 2,6982 58,5 7 HD 400x463 S355 2,9365 59,4 9 HE 500 M S355 2,3899

75,2 4 HE 600x337 S355 1,4287 70,2 5 HE 600x337 S355 1,6992 64,2 7 HE 550 M S355 1,9577 59,6 6 HD 400x509 S355 2,8361 60,4 8 HE 500 M S355 2,1823
76,8 4 HE 650 M S355 1,3952 72 5 HE 600 M S355 1,5523 67,2 6 HE 550 M S355 1,7549 62,4 8 HE 500 M S355 2,1573 62 9 HE 550 B S355 2,0191
80 4 HE 700 B S355 1,2931 74 6 HE 650 A S355 1,5166 68 7 HE 600 B S355 1,6984 64,2 7 HE 550 M S355 1,989 64,4 7 HE 500 M S355 1,9967

75 5 HE 650 B S355 1,4474 69 5 HE 600 M S355 1,5668 64,4 7 HE 500 M S355 1,9553 65 8 HE 550 B S355 1,8707
76 5 HE 700 A S355 1,4242 72 5 HE 650 B S355 1,4651 65,2 6 HE 550 M S355 1,7753 66 8 HE 600 A S355 1,7936
79 5 HE 650 A S460 1,3827 74 6 HE 600 A S355 1,4418 67 7 HE 600 B S355 1,727 67 7 HE 550 B S355 1,7144

75 5 HE 600 B S460 1,4027 69 8 HE 550 A S355 1,7064 69 7 HE 600 A S460 1,6818
70 6 HE 600 B S355 1,5677
74 6 HE 600 A S460 1,5048

88,4 5 HE 800 M S355 1,7968 79,6 6 HE 650x407 S355 2,3974 68,9 5 HD 400x1086 S355 4,4243 67 6 HD 400x990 S355 4,8535 63,9 6 HD 400x1086 S355 5,2594
89,6 4 HE 800x373 S355 1,6871 82,4 5 HE 700x418 S355 2,1557 76,6 7 HE 650x407 S355 2,7398 71,8 8 HE 600x399 S355 2,8491 68,1 7 HD 400x900 S355 5,2087
95 5 HE 800 B S355 1,6419 86,6 6 HE 700 M S355 2,0416 76,8 7 HE 600x399 S355 2,5466 75 8 HE 650x343 S355 2,746 71,8 9 HE 600x399 S355 3,1906
96 5 HE 900 A S355 1,6303 87 6 HE 800 B S355 1,8886 79,6 6 HE 650x407 S355 2,4343 76,8 7 HE 600x399 S355 2,5872 72,8 8 HE 600x399 S355 2,9031

96,4 4 HE 800 M S355 1,5626 88,4 5 HE 800 M S355 1,8468 80,8 6 HE 700x352 S355 2,2532 77,6 6 HE 650x407 S355 2,4639 75 8 HE 650x343 S355 2,7958
97 4 HE 900 B S355 1,494 94 6 HE 800 A S355 1,7919 81,4 5 HE 700x418 S355 2,1893 80,8 6 HE 700x352 S355 2,2977 76,8 7 HE 600x399 S355 2,6377
99 4 HE 900 A S460 1,4369 95 5 HE 800 B S355 1,698 84,6 5 HE 650x407 S355 2,1404 83 6 HE 650x343 S355 2,2412 79,8 7 HE 700x352 S355 2,6355

86 7 HE 800 A S355 2,0042 86 7 HE 800 A S355 2,0546 80 7 HE 650x343 S355 2,554
87 6 HE 800 B S355 1,9333 87 6 HE 800 B S355 1,9841 81,6 7 HE 700 M S355 2,4144

88,4 5 HE 800 M S355 1,8924 91 6 HE 800 A S460 1,908 84 9 HE 700 A S355 2,3894
91 6 HE 800 A S355 1,8254 85 8 HE 700 B S355 2,3779
92 5 HE 800 B S460 1,7596 86 7 HE 800 A S460 2,1477

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

92,2 6 HE 800x444 S355 2,7808 73 6 HD 400x1202 S355 5,8447 70 6 HD 400x1202 S355 5,8439 70 7 HD 400x990 S355 5,7411 68,1 8 HD 400x900 S355 5,9982
97 7 HE 900 B S355 2,4326 84,4 8 HE 700x418 S355 3,3415 81,4 8 HE 700x418 S355 3,3568 76,6 10 HE 650x407 S355 3,898 71,8 11 HE 600x399 S355 3,9082
98 6 HE 900 M S355 2,3589 89,4 8 HE 800 M S355 2,8309 84,6 8 HE 650x407 S355 3,2728 79,6 9 HE 650x407 S355 3,6001 75 11 HE 650x343 S355 3,7663

100,1 5 HL 920x368 S355 2,2488 91,2 6 HE 800x444 S355 2,8254 86,4 7 HE 700x418 S355 3,0575 80 10 HE 650x343 S355 3,4931 76,6 9 HE 650x407 S355 3,6116
100,7 5 HL 920x344 S355 2,1721 94,6 6 HE 800x373 S355 2,5596 87,8 8 HE 700x352 S355 3,0457 80,8 9 HE 700x352 S355 3,3276 78 10 HE 650x343 S355 3,5148
105 6 HE 1000x249 S355 2,1109 96 8 HE 900 A S355 2,5578 88,4 8 HE 800 M S355 2,8664 83 9 HE 650x343 S355 3,2392 79,6 10 HE 700 M S355 3,3119
107 5 HE 1000 B S355 2,066 97 7 HE 900 B S355 2,4894 90 9 HE 800 B S355 2,8173 84,4 7 HE 700x418 S355 3,0887 81,8 10 HE 650 M S355 3,2227
109 5 HE 1000 A S355 1,9636 98 6 HE 900 B S355 2,2471 91,4 7 HE 800 M S355 2,6214 84,8 8 HE 700x352 S355 3,0699 82,8 8 HE 700x352 S355 3,0958
110 5 HE 1000x249 S460 1,9377 104 6 HE 900 A S460 2,1889 92 8 HE 800 B S355 2,6022 86 11 HE 800 A S355 3,0549 83,6 9 HE 700 M S355 3,0918

96 7 HE 900 A S460 2,417 87 9 HE 800 B S355 2,8447 85 10 HE 700 B S355 2,9626
87,8 7 HE 700x352 S355 2,8043 86 10 HE 800 A S355 2,8936
88,4 7 HE 800 M S355 2,6495 86,6 8 HE 700 M S355 2,8627
90 8 HE 800 B S355 2,6393 87 8 HE 800 B S355 2,6614
94 8 HE 800 A S355 2,4979 91 8 HE 800 A S460 2,5612
95 7 HE 800 B S355 2,4508

96,2 6 HE 800x444 S355 2,804 89,4 8 HE 700x418 S355 3,3746 72 6 HD 400x1299 S355 6,2545 68 7 HD 400x1202 S355 6,7417 64,9 8 HD 400x1086 S355 6,9836
98 7 HE 900 M S355 2,6365 89,6 8 HE 800x373 S355 3,1386 81,4 9 HE 700x418 S355 3,693 71,9 7 HD 400x1086 S355 6,2145 70 8 HD 400x990 S355 6,5067

99,2 6 HE 900x391 S355 2,6111 92,2 6 HE 800x444 S355 2,8321 84,6 9 HE 650x407 S355 3,5955 79,6 10 HE 650x407 S355 3,9229 76,6 11 HE 650x407 S355 4,2573
99,7 6 HL 920x344 S355 2,4584 97 7 HE 900 B S355 2,4894 86,4 8 HE 700x418 S355 3,3941 81,4 9 HE 700x418 S355 3,7364 77,6 10 HE 650x407 S355 3,9435
100 7 HE 900 B S355 2,45 98 6 HE 900 M S355 2,4161 87,8 9 HE 700x352 S355 3,3363 82,8 10 HE 700x352 S355 3,6349 79,8 10 HE 700x352 S355 3,6497

100,6 5 HL 920x390 S355 2,326 101 7 HE 900 A S355 2,3641 88,4 9 HE 800 M S355 3,1335 84,4 8 HE 700x418 S355 3,4248 81,6 11 HE 700 M S355 3,5867
101,1 5 HL 920x368 S355 2,2546 102 6 HE 900 B S355 2,2736 90,6 7 HE 800x373 S355 2,8825 86,6 10 HE 700 M S355 3,3298 82,4 8 HE 700x418 S355 3,4497
104,7 5 HL 920x344 S355 2,1953 105 6 HE 1000x249 S460 2,2063 95 9 HE 800 B S355 2,8546 87 10 HE 800 B S355 3,0748 84,6 8 HE 650x407 S355 3,3618
106 5 HL 1000 A S355 2,1261 96 8 HE 900 A S355 2,6071 88,4 8 HE 800 M S355 2,9165 86 12 HE 800 A S355 3,3089
107 5 HE 1000 B S355 2,066 97 7 HE 900 B S355 2,539 90 9 HE 800 B S355 2,8696 87 11 HE 800 A S355 3,1106
111 5 HE 1000 A S355 1,9752 99 7 HE 900 A S460 2,4394 93,4 7 HE 800 M S355 2,691 88 9 HE 800 B S355 2,9006
113 5 HE 1000x249 S460 1,9552 95 8 HE 800 B S355 2,6808 92 8 HE 800 B S355 2,707

96 7 HE 900 A S460 2,4747 94 8 HE 800 A S460 2,5886

Span length = 13,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x900 4 S460 60,1 3,096 0,977 12,06 12,71 128 430 13,5 20,5 22,9 23,6 2,06 4,50 4,73 4,67 5,25 5,82 13,34 4461 2,5 12908 <200 1261 2654 *

2,5 HE 800 A 4 S460 86,0 1,303 0,875 11,91 18,00 272 440 15,8 18,6 22,9 30,1 0,56 4,50 4,30 4,88 5,69 5,82 13,34 4810 2,5 12782 <200 1252 2645 76

3,0 HD 400x744 5 S355 56,8 3,170 0,934 12,29 28,64 136 315 13,4 21,4 22,9 27,2 1,93 4,50 4,95 4,53 5,08 5,82 13,34 4309 2,5 13493 <200 1278 2671 *

3,0 HE 650 A 5 S460 79,0 1,380 0,966 12,04 16,74 294 440 17,4 21,5 22,9 41,5 0,62 4,50 4,97 4,50 5,27 5,82 13,34 4201 2,5 13358 <200 1269 2662 65

3,5 HD 400x634 6 S355 54,4 3,288 0,961 12,41 29,48 136 325 13,3 22,0 22,9 28,4 1,72 4,50 5,09 4,44 4,97 5,82 13,34 4208 2,5 14051 <200 1289 2682 *

3,5 HE 600 B 5 S460 75,0 1,400 0,961 12,20 17,58 272 440 17,3 21,7 22,9 40,0 0,59 4,50 5,02 4,44 5,16 5,82 13,34 4146 2,5 14016 <200 1286 2679 77

4,0 HD 400x551 7 S355 52,5 3,390 0,986 12,51 29,31 136 325 13,1 22,6 22,9 29,6 1,53 4,50 5,23 4,35 4,86 5,82 13,34 4122 2,5 14575 <200 1303 2696 *

4,0 HE 600 A 6 S460 74,0 1,502 0,913 12,39 17,80 278 440 16,1 20,9 22,9 42,4 0,51 4,50 4,84 4,44 5,13 5,82 13,34 4338 2,5 14868 <200 1323 2716 66

4,5 HD 400x551 7 S355 52,5 3,420 0,966 12,69 29,56 133 325 12,6 22,1 22,9 28,6 1,30 4,50 5,13 4,34 4,84 5,82 13,34 4234 2,5 15158 <200 1332 2725 *

4,5 HE 550 A 7 S460 69,0 1,622 0,994 12,52 17,93 274 440 16,3 22,8 22,9 45,9 0,54 4,50 5,27 4,22 4,88 5,82 13,34 4015 2,5 15303 <200 1342 2735 64

2,5 HD 400x900 4 S460 60,1 3,096 0,977 12,06 12,71 128 430 13,5 20,5 21,3 23,6 2,06 3,00 4,73 4,67 5,25 5,82 13,34 4461 2,5 12908 <200 1261 2654 *

2,5 HE 800 A 4 S355 86,0 1,284 0,875 11,91 14,45 272 345 15,8 18,6 21,3 30,1 0,56 3,00 4,30 4,88 5,69 5,82 13,34 4810 2,5 12782 <200 1252 2645 74

3,0 HD 400x744 5 S460 57,8 3,252 0,984 12,31 12,95 135 430 13,5 21,0 21,3 27,1 1,84 3,00 4,85 4,56 5,11 5,82 13,34 4396 2,5 13568 <200 1283 2676 *

3,0 HE 700 A 5 S355 79,0 1,436 0,951 12,07 14,84 271 345 15,9 20,3 21,3 35,5 0,62 3,00 4,69 4,63 5,38 5,82 13,34 4462 2,5 13404 <200 1272 2665 68

3,5 HD 400x677 6 S355 55,3 3,470 0,957 12,51 30,79 128 315 12,5 20,4 21,3 26,4 1,63 3,00 4,72 4,57 5,09 5,82 13,34 4553 2,5 14302 <200 1306 2699 *

3,5 HE 650 A 5 S355 79,0 1,399 0,933 12,29 13,79 286 345 16,6 19,9 21,3 39,0 0,49 3,00 4,60 4,59 5,33 5,82 13,34 4525 2,5 14310 <200 1306 2699 64

4,0 HD 400x677 6 S355 55,3 3,490 0,934 12,62 31,06 126 315 12,1 19,9 21,3 25,9 1,37 3,00 4,61 4,59 5,09 5,82 13,34 4679 2,5 14890 <200 1324 2717 *

4,0 HE 600 A 6 S355 74,0 1,479 0,982 12,39 14,39 278 345 16,1 20,9 21,3 42,4 0,51 3,00 4,84 4,44 5,13 5,82 13,34 4338 2,5 14868 <200 1323 2716 65

4,5 HD 400x592 7 S355 53,5 3,623 0,951 12,80 32,11 124 325 11,8 20,3 21,3 26,4 1,22 3,00 4,70 4,50 4,98 5,82 13,34 4629 2,5 15457 <200 1352 2745 *

4,5 HE 600 A 7 S355 71,0 1,667 0,948 12,62 16,23 250 345 14,5 20,2 21,3 38,2 0,49 3,00 4,68 4,45 5,09 5,82 13,34 4531 2,5 15577 <200 1360 2753 69

2,5 HE 700x418 5 S355 86,4 2,125 0,528 11,09 28,32 131 335 9,5 10,0 19,6 18,6 0,48 3,00 2,32 5,89 6,56 5,82 13,34 7501 2,5 13583 200 1306 2462 *

2,5 HE 900 A 4 S355 101,0 1,421 0,633 11,09 18,60 202 345 10,7 10,0 19,6 22,1 0,28 3,00 2,31 5,85 6,65 5,82 13,34 7445 2,5 13787 200 1320 2475 91

3,0 HD 400x1299 4 S355 75,0 4,205 0,457 11,75 42,81 81 295 8,2 9,0 19,6 14,8 0,76 3,00 2,08 5,93 6,44 5,82 13,34 8532 2,5 15668 207 1425 2580 *

3,0 HE 900 A 5 S355 96,0 1,684 0,551 11,37 22,37 175 345 8,9 9,1 19,6 19,7 0,27 3,00 2,11 5,98 6,69 5,82 13,34 8242 2,5 14829 202 1368 2523 93

3,5 HD 400x1299 5 S355 67,0 5,137 0,430 12,11 51,46 73 295 6,5 8,5 19,6 13,6 0,76 3,00 1,95 6,00 6,43 5,82 13,34 9153 2,5 16780 211 1473 2628 *

3,5 HE 900 A 5 S355 96,0 1,737 0,536 11,65 22,75 172 345 8,5 8,5 19,6 18,8 0,22 3,00 1,96 6,06 6,73 5,82 13,34 8822 2,5 15989 206 1419 2574 93

4,0 HD 400x1086 6 S355 63,9 5,219 0,452 12,21 50,72 74 295 6,5 8,9 19,6 14,5 0,69 3,00 2,06 5,83 6,24 5,82 13,34 8766 2,5 17320 210 1488 2643 *

4,0 HE 800 A 6 S355 94,0 1,896 0,543 11,89 23,23 174 345 8,6 8,4 19,6 22,4 0,20 3,00 1,94 5,97 6,61 5,82 13,34 8980 2,5 17043 208 1469 2624 88

4,5 HD 400x1086 7 S355 63,9 6,059 0,393 12,69 59,03 65 295 5,7 7,7 19,6 13,1 0,54 3,00 1,79 6,04 6,42 5,82 13,34 10159 2,5 18858 219 1581 2736 *

4,5 HE 800 A 7 S355 89,0 2,133 0,492 12,11 25,94 157 345 7,7 8,3 19,6 20,3 0,20 3,00 1,92 5,91 6,49 5,82 13,34 9140 2,5 17806 211 1510 2666 92

3,5 HE 800x444 6 S355 91,2 2,770 0,420 13,92 40,10 130 335 7,1 6,5 16,4 19,4 0,32 1,50 1,50 5,93 6,48 5,82 13,34 11729 2,5 21020 257 2027 3183 *

3,5 HE 1000x249 5 S355 110,0 1,908 0,615 14,10 25,38 207 345 8,5 6,2 16,4 24,5 0,18 1,50 1,43 5,95 6,60 5,82 13,34 12020 2,5 21784 281 2079 3234 85

4,0 HD 400x1299 6 S355 67,0 6,194 0,476 14,68 61,56 85 295 6,4 7,2 16,4 19,5 0,71 1,50 1,68 5,47 5,86 5,82 13,34 10889 2,5 23053 276 2141 3296 *

4,0 HE 900 A 6 S355 101,0 2,133 0,581 14,22 28,12 191 345 8,1 6,5 16,4 25,1 0,20 1,50 1,51 5,77 6,37 5,82 13,34 11513 2,5 22403 250 2098 3253 85

4,5 HD 400x1086 7 S355 66,9 6,141 0,452 14,77 59,77 86 295 6,8 7,4 16,4 20,7 0,61 1,50 1,72 5,38 5,78 5,82 13,34 10681 2,5 23741 267 2157 3312 *

4,5 HE 900 A 7 S355 96,0 2,375 0,523 14,40 31,56 170 345 7,3 6,4 16,4 22,6 0,19 1,50 1,48 5,80 6,35 5,82 13,34 11889 2,5 23258 287 2125 3280 87

5,0 HD 400x1086 7 S355 63,9 6,141 0,471 14,81 59,42 86 295 6,4 7,7 16,4 20,6 0,58 1,50 1,79 5,29 5,67 5,82 13,34 10349 2,5 24044 251 2156 3311 *

5,0 HE 800 B 7 S355 92,0 2,421 0,530 14,53 30,85 173 345 7,7 6,8 16,4 25,2 0,19 1,50 1,58 5,57 6,11 5,82 13,34 11128 2,5 23947 257 2149 3304 90

5,5 HD 400x900 9 S355 61,1 6,603 0,488 15,07 60,82 83 295 6,4 8,0 16,4 21,2 0,53 1,50 1,86 5,18 5,54 5,82 13,34 10170 2,5 25056 254 2203 3358 *

5,5 HE 800 A 8 S355 91,0 2,519 0,537 14,80 30,35 175 345 7,6 6,8 16,4 25,5 0,17 1,50 1,57 5,52 6,04 5,82 13,34 11306 2,5 25042 282 2202 3357 83

3,5 HE 800x444 7 S355 91,2 3,125 0,416 14,04 46,11 119 335 6,5 5,8 14,0 18,4 0,32 1,50 1,35 6,20 6,72 5,82 13,34 13053 2,5 21365 302 2051 3206 *

3,5 HE 1000x249 5 S355 113,0 1,926 0,604 14,19 25,95 205 345 8,3 5,8 14,0 24,2 0,16 1,50 1,35 6,10 6,75 5,82 13,34 12784 2,5 22047 301 2097 3252 87

4,0 HD 400x1299 6 S355 75,0 6,247 0,449 16,21 63,54 87 295 7,7 6,3 14,0 18,7 0,54 1,50 1,46 5,76 6,17 5,82 13,34 12413 2,5 23853 301 2195 3435 *

4,0 HE 1000x249 6 S355 105,0 2,171 0,564 14,39 29,21 189 345 7,5 5,9 14,0 22,5 0,17 1,50 1,37 6,01 6,61 5,82 13,34 12720 2,5 22814 301 2125 3280 84

4,5 HD 400x1299 7 S355 67,0 7,163 0,450 16,66 71,64 81 295 6,5 6,3 14,0 17,4 0,57 1,50 1,47 5,73 6,08 5,82 13,34 12616 2,5 24765 301 2226 3509 *

4,5 HE 900 A 7 S355 99,0 2,398 0,526 14,89 32,21 172 345 7,5 6,0 14,0 22,4 0,18 1,50 1,39 5,94 6,49 5,82 13,34 12658 2,5 23595 301 2147 3302 89

5,0 HD 400x1299 7 S355 67,0 7,187 0,445 16,74 72,10 79 295 6,3 6,2 14,0 17,0 0,48 1,50 1,45 5,74 6,09 5,82 13,34 12847 2,5 25426 302 2249 3528 *

5,0 HE 900 A 7 S355 96,0 2,433 0,541 15,45 31,92 176 345 7,6 6,1 14,0 22,1 0,16 1,50 1,41 5,84 6,37 5,82 13,34 12465 2,5 24418 300 2181 3336 87

5,5 HD 400x1086 9 S355 63,9 7,772 0,451 17,27 75,65 75 295 6,1 6,3 14,0 16,9 0,43 1,50 1,48 5,68 6,01 5,82 13,34 12940 2,5 26542 303 2303 3624 *

5,5 HE 800 B 8 S355 92,0 2,702 0,498 15,99 35,10 161 345 7,8 6,1 14,0 22,2 0,16 1,50 1,42 5,77 6,27 5,82 13,34 12498 2,5 25348 301 2222 3408 98

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 13,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

70,2 5 HE 600x337 S355 1,6618 58,3 5 HD 400x677 S355 2,9485 56,3 5 HD 400x677 S355 2,9536 54,4 6 HD 400x634 S355 3,3078 54,6 7 HD 400x509 S355 3,235
71,8 4 HE 600x399 S355 1,5637 62,4 5 HD 400x634 S355 2,8218 59,4 5 HD 400x634 S355 2,8249 54,5 6 HD 400x592 S355 3,1367 57,5 8 HD 400x421 S355 3,0964
75 4 HE 650x343 S355 1,5156 69 6 HE 600 M S355 1,759 61,5 5 HD 400x592 S355 2,6941 57,5 6 HD 400x551 S355 2,989 58,5 7 HD 400x463 S355 2,9662

75,2 4 HE 600x337 S355 1,4264 69,2 6 HE 550 M S355 1,7339 64,2 7 HE 550 M S355 1,954 58,5 7 HD 400x463 S355 2,9312 59,4 8 HE 500 M S355 2,1706
76,8 4 HE 650 M S355 1,3928 70 5 HE 600 M S355 1,5396 67 7 HE 600 B S355 1,6891 59,6 6 HD 400x509 S355 2,8314 62 9 HE 550 B S355 2,0148
80 4 HE 700 B S460 1,3106 72,2 5 HE 550 M S355 1,5287 69 5 HE 600 M S355 1,5641 60,4 8 HE 500 M S355 2,1399 62,4 7 HE 500 M S355 1,978

75 5 HE 650 B S460 1,4682 70 6 HE 600 B S355 1,5277 62,8 8 HE 450 M S355 2,1206 65 8 HE 550 B S355 1,8668
76 5 HE 700 A S460 1,4424 72 5 HE 650 B S355 1,4624 64,2 7 HE 550 M S355 1,9853 66 8 HE 600 A S355 1,7897

74 6 HE 600 A S460 1,4612 64,4 7 HE 500 M S355 1,9516 67 7 HE 600 A S355 1,6374
65 8 HE 550 B S355 1,8238

65,2 6 HE 550 M S355 1,7721
66 8 HE 600 A S355 1,7457
67 7 HE 600 B S355 1,7235
69 7 HE 600 A S355 1,6059
70 6 HE 600 B S355 1,5646

63,1 4 HD 400x900 S355 3,0331 59,8 5 HD 400x744 S355 3,1846 56,8 5 HD 400x744 S355 3,1845 55,4 6 HD 400x634 S355 3,3144 55,5 7 HD 400x551 S355 3,4419
66,4 4 HD 400x818 S355 2,8231 63,3 5 HD 400x677 S355 2,9734 58,5 6 HD 400x592 S355 3,1396 58,5 6 HD 400x592 S355 3,1632 56,6 7 HD 400x509 S355 3,2499
71,2 5 HE 600x337 S355 1,666 69 6 HE 600 M S355 1,759 60,3 5 HD 400x677 S355 2,9768 60,5 6 HD 400x551 S355 3,0088 57,5 8 HD 400x421 S355 3,0964
72,8 4 HE 600x399 S355 1,5678 70,2 5 HE 600x337 S355 1,6963 62,4 5 HD 400x634 S355 2,8423 64,2 7 HE 550 M S355 1,9853 58,5 7 HD 400x463 S355 2,9662
75 4 HE 650x343 S355 1,5156 72 6 HE 650 B S355 1,6293 65,2 7 HE 550 M S355 1,9598 67 8 HE 600 B S355 1,9023 59,4 9 HE 500 M S355 2,3852
77 5 HE 700 B S355 1,4936 74 5 HE 600 M S355 1,5595 67,4 7 HE 500 M S355 1,9376 67,2 6 HE 550 M S355 1,7853 62,4 8 HE 500 M S355 2,193

78,2 4 HE 600x337 S355 1,4388 75 6 HE 600 B S355 1,5217 69 6 HE 600 M S355 1,7882 68 7 HE 600 B S355 1,7301 64,2 7 HE 550 M S355 2,0264
78,8 4 HE 650 M S355 1,4011 77 5 HE 650 B S355 1,4546 69,2 6 HE 550 M S355 1,7632 70 7 HE 550 B S355 1,6864 64,4 7 HE 500 M S355 1,9929
81 5 HE 700 A S355 1,401 70 7 HE 600 B S355 1,7065 71 7 HE 600 A S355 1,6192 66 9 HE 600 A S355 1,9492
82 4 HE 700 B S355 1,2988 72 5 HE 600 M S355 1,5815 72 6 HE 650 A S355 1,5753 67 7 HE 600 B S355 1,7678

72,2 5 HE 550 M S355 1,5608 74 6 HE 600 A S460 1,5018 69 8 HE 550 A S355 1,7492
74 6 HE 650 A S355 1,5481 70 7 HE 550 B S355 1,7333
75 5 HE 650 B S355 1,4798 71 7 HE 600 A S460 1,6933
76 5 HE 700 A S355 1,4574
79 5 HE 650 A S460 1,419

89,4 5 HE 800 M S355 1,7975 81,4 6 HE 700x418 S355 2,4829 68 5 HD 400x1202 S355 4,8132 70 6 HD 400x990 S355 4,8674 64,9 6 HD 400x1086 S355 5,2605
92,6 4 HE 800x373 S355 1,6965 81,6 6 HE 650x407 S355 2,4036 71,9 5 HD 400x1086 S355 4,4364 74,8 8 HE 600x399 S355 2,8642 71,8 9 HE 600x399 S355 3,1852
96 5 HE 900 A S355 1,627 84,4 5 HE 700x418 S355 2,1619 76,6 7 HE 650x407 S355 2,7354 76,6 7 HE 650x407 S355 2,7757 74,8 8 HE 600x399 S355 2,9132
97 4 HE 900 B S355 1,4912 88,4 6 HE 800 M S355 2,1102 79,8 7 HE 700x352 S355 2,5333 78 8 HE 650x343 S355 2,7612 76,6 7 HE 650x407 S355 2,826

101 4 HE 900 A S460 1,4424 89,4 5 HE 800 M S355 1,8483 81,4 6 HE 700x418 S355 2,5212 78,6 8 HE 700 M S355 2,5901 78 8 HE 650x343 S355 2,8135
94 6 HE 800 A S355 1,788 81,6 6 HE 650x407 S355 2,4421 79,8 7 HE 700x352 S355 2,577 78,6 8 HE 700 M S355 2,6434
95 5 HE 800 B S355 1,6946 82,8 6 HE 700x352 S355 2,2606 81,4 6 HE 700x418 S355 2,5655 79,8 7 HE 700x352 S355 2,6306

84,4 5 HE 700x418 S355 2,2029 81,6 6 HE 650x407 S355 2,4866 81,8 8 HE 650 M S355 2,5808
87 7 HE 800 B S355 2,159 82,8 6 HE 700x352 S355 2,3067 82 9 HE 700 B S355 2,5657
88 6 HE 800 B S355 1,9352 86 8 HE 800 A S355 2,2574 83,6 7 HE 700 M S355 2,4245

88,4 5 HE 800 M S355 1,8888 86,6 6 HE 700 M S355 2,1312 85 8 HE 700 B S355 2,3728
94 6 HE 800 A S355 1,839 87 6 HE 800 B S355 1,9801 86 8 HE 800 A S355 2,3178
95 5 HE 800 B S355 1,7462 94 6 HE 800 A S460 1,924 87 7 HE 800 B S355 2,2703

89 7 HE 800 A S460 2,1655

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

97 7 HE 900 B S355 2,4279 73 6 HD 400x1202 S355 5,838 70 6 HD 400x1202 S355 5,8371 70 7 HD 400x990 S355 5,7339 62 8 HD 400x990 S355 6,4256
98 6 HE 900 M S355 2,3545 84,4 8 HE 700x418 S355 3,3355 79,6 9 HE 650x407 S355 3,5525 76,6 10 HE 650x407 S355 3,8918 68,1 8 HD 400x900 S355 5,9905

99,2 5 HE 900x391 S355 2,2881 89,4 8 HE 800 M S355 2,8254 81,4 8 HE 700x418 S355 3,3508 76,8 10 HE 600x399 S355 3,616 71,8 11 HE 600x399 S355 3,9016
99,7 5 HL 920x344 S355 2,1626 91,2 6 HE 800x444 S355 2,8207 82,8 9 HE 700x352 S355 3,2926 77,6 9 HE 650x407 S355 3,5779 74,8 10 HE 600x399 S355 3,6344
105 6 HE 1000x249 S355 2,1068 93,4 7 HE 800 M S355 2,5852 84,6 8 HE 650x407 S355 3,2676 80 10 HE 650x343 S355 3,4872 76,6 9 HE 650x407 S355 3,6059
107 5 HE 1000 A S355 1,9484 94,6 6 HE 800x373 S355 2,5552 86,4 7 HE 700x418 S355 3,0522 80,8 9 HE 700x352 S355 3,3213 78 10 HE 650x343 S355 3,5089
110 5 HE 1000x249 S460 1,9342 96 8 HE 900 A S355 2,5525 87,8 8 HE 700x352 S355 3,04 81,6 10 HE 700 M S355 3,2817 78,8 11 HE 650 M S355 3,4349

97 7 HE 900 A S355 2,3329 88 9 HE 800 B S355 2,7965 83 9 HE 650x343 S355 3,2338 79,6 10 HE 700 M S355 3,3052
98 6 HE 900 B S355 2,2429 91,4 7 HE 800 M S355 2,6164 84,4 7 HE 700x418 S355 3,0834 81,8 10 HE 650 M S355 3,2171

101 6 HE 900 A S460 2,1649 92 8 HE 800 B S355 2,5969 84,8 8 HE 700x352 S355 3,0642 82,8 8 HE 700x352 S355 3,0901
95 7 HE 800 B S355 2,3895 86 11 HE 800 A S355 3,048 83,6 9 HE 700 M S355 3,0857

87 9 HE 800 B S355 2,8388 85 10 HE 700 B S355 2,9562
87,8 7 HE 700x352 S355 2,7992 86 10 HE 800 A S355 2,8873
88,4 7 HE 800 M S355 2,6446 86,6 8 HE 700 M S355 2,8572
90 8 HE 800 B S355 2,634 87 8 HE 800 B S355 2,6561
92 7 HE 800 B S460 2,4595 91 8 HE 800 A S460 2,556

96,2 6 HE 800x444 S355 2,7994 89,4 8 HE 700x418 S355 3,3687 75 6 HD 400x1299 S355 6,2698 70 7 HD 400x1202 S355 6,7505 65 9 HD 400x990 S355 7,192
98 7 HE 900 M S355 2,6316 89,6 8 HE 800x373 S355 3,1328 82,4 9 HE 700x418 S355 3,6938 79,6 10 HE 650x407 S355 3,9166 66,9 8 HD 400x1086 S355 6,9934

99,2 6 HE 900x391 S355 2,6066 93,4 8 HE 800 M S355 2,8519 86,4 8 HE 700x418 S355 3,3881 81,4 9 HE 700x418 S355 3,7298 70 8 HD 400x990 S355 6,4985
99,7 6 HL 920x344 S355 2,454 94,2 6 HE 800x444 S355 2,8406 87,8 9 HE 700x352 S355 3,3299 82,8 10 HE 700x352 S355 3,6279 76,6 11 HE 650x407 S355 4,2505

100,6 5 HL 920x390 S355 2,3222 97 7 HE 900 B S355 2,4846 88,4 9 HE 800 M S355 3,1273 84,4 8 HE 700x418 S355 3,4188 79,6 10 HE 650x407 S355 3,9555
103,1 5 HL 920x368 S355 2,2624 98 6 HE 900 M S355 2,4117 90,6 7 HE 800x373 S355 2,8773 86,6 10 HE 700 M S355 3,3231 79,8 11 HE 700x352 S355 3,9329
104,7 5 HL 920x344 S355 2,1916 102 6 HE 900 B S355 2,2694 95 9 HE 800 B S355 2,8487 87 11 HE 800 B S355 3,2977 80,8 10 HE 700x352 S355 3,6519
106 5 HL 1000 A S355 2,1224 105 6 HE 1000x249 S460 2,2022 96 8 HE 900 A S355 2,6018 88 10 HE 800 B S355 3,0766 81,6 9 HE 650x407 S355 3,6515
107 5 HE 1000 B S355 2,0623 97 7 HE 900 B S355 2,5341 88,4 8 HE 800 M S355 2,911 82,4 8 HE 700x418 S355 3,4436
111 5 HE 1000 A S355 1,9716 99 7 HE 900 A S460 2,4347 92 9 HE 800 B S355 2,8803 84,6 8 HE 650x407 S355 3,3567
113 5 HE 1000x249 S460 1,9516 93,4 7 HE 800 M S355 2,686 86 12 HE 800 A S355 3,3014

95 8 HE 800 B S355 2,6754 87 11 HE 800 A S355 3,1037
96 7 HE 900 A S460 2,4699 88,4 8 HE 800 M S355 2,9585

90 9 HE 800 B S355 2,9129
92 8 HE 800 B S460 2,7455

Span length = 13,75 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x900 4 S460 60,1 3,092 0,998 12,43 12,81 132 430 13,9 21,8 23,3 25,3 2,11 4,50 4,95 4,50 5,07 5,71 13,16 4461 2,5 12908 <200 1284 2690 *

2,5 HE 800 A 4 S460 86,0 1,300 0,901 12,29 18,00 281 440 16,2 19,8 23,3 32,3 0,58 4,50 4,49 4,71 5,50 5,71 13,16 4810 2,5 12782 <200 1275 2682 73

3,0 HD 400x744 5 S355 56,8 3,165 0,976 12,67 28,64 140 315 13,8 22,8 23,3 29,2 1,98 4,50 5,17 4,37 4,91 5,71 13,16 4309 2,5 13493 <200 1301 2708 *

3,0 HE 650 A 5 S460 79,0 1,378 0,994 12,42 16,74 303 440 17,9 22,9 23,3 44,6 0,63 4,50 5,20 4,34 5,09 5,71 13,16 4201 2,5 13358 <200 1292 2699 63

3,5 HD 400x677 6 S355 55,3 3,465 0,930 12,90 30,79 132 315 12,9 21,7 23,3 28,3 1,68 4,50 4,93 4,41 4,92 5,71 13,16 4553 2,5 14302 <200 1329 2736 *

3,5 HE 600 B 5 S460 75,0 1,398 0,992 12,58 17,58 281 440 17,8 23,1 23,3 43,0 0,60 4,50 5,25 4,28 4,99 5,71 13,16 4146 2,5 14016 <200 1310 2716 74

4,0 HD 400x634 6 S355 54,4 3,303 0,981 12,91 29,74 138 325 13,1 22,9 23,3 29,8 1,49 4,50 5,20 4,29 4,80 5,71 13,16 4327 2,5 14633 <200 1331 2737 *

4,0 HE 600 A 6 S460 74,0 1,499 0,955 12,78 17,80 287 440 16,6 22,3 23,3 45,5 0,52 4,50 5,06 4,28 4,96 5,71 13,16 4338 2,5 14868 <200 1347 2753 64

4,5 HD 400x551 7 S355 53,5 3,422 0,983 13,12 29,74 136 325 13,0 22,9 23,3 30,6 1,27 4,50 5,22 4,23 4,72 5,71 13,16 4341 2,5 15271 <200 1364 2770 *

4,5 HE 600 A 7 S355 71,0 1,664 0,922 13,01 16,23 258 345 14,9 21,5 23,3 41,0 0,50 4,50 4,89 4,29 4,92 5,71 13,16 4531 2,5 15577 <200 1385 2791 66

2,5 HD 400x990 4 S355 62,0 3,270 0,890 12,58 30,16 120 295 12,7 19,2 21,6 22,4 1,92 3,00 4,36 4,74 5,30 5,71 13,16 5085 2,5 13259 <200 1308 2714 *

2,5 HE 800 A 4 S355 86,0 1,282 0,916 12,29 14,45 281 345 16,2 19,8 21,6 32,3 0,58 3,00 4,49 4,71 5,50 5,71 13,16 4810 2,5 12782 <200 1275 2682 72

3,0 HD 400x818 5 S355 58,4 3,426 0,934 12,82 31,99 128 315 12,6 20,2 21,6 26,0 1,82 3,00 4,58 4,59 5,11 5,71 13,16 4878 2,5 13857 <200 1326 2733 *

3,0 HE 700 A 5 S355 79,0 1,433 0,999 12,45 14,84 280 345 16,4 21,6 21,6 38,1 0,63 3,00 4,90 4,46 5,20 5,71 13,16 4462 2,5 13404 <200 1295 2702 65

3,5 HD 400x677 6 S355 56,3 3,471 0,983 12,92 30,94 131 315 13,0 21,2 21,6 28,2 1,59 3,00 4,82 4,45 4,96 5,71 13,16 4649 2,5 14390 <200 1335 2742 *

3,5 HE 650 A 5 S460 79,0 1,416 0,981 12,68 17,06 295 440 17,1 21,2 21,6 41,8 0,50 3,00 4,81 4,43 5,15 5,71 13,16 4525 2,5 14310 <200 1330 2736 63

4,0 HD 400x677 6 S355 55,3 3,485 0,981 13,01 31,06 130 315 12,4 21,2 21,6 27,8 1,41 3,00 4,82 4,43 4,92 5,71 13,16 4679 2,5 14890 <200 1348 2755 *

4,0 HE 650 A 6 S355 74,0 1,586 0,977 12,81 15,71 266 345 15,2 21,1 21,6 38,6 0,52 3,00 4,79 4,40 5,06 5,71 13,16 4586 2,5 14912 <200 1350 2756 63

4,5 HD 400x592 7 S355 53,5 3,617 0,998 13,20 32,11 128 325 12,1 21,6 21,6 28,3 1,25 3,00 4,91 4,34 4,81 5,71 13,16 4629 2,5 15457 <200 1377 2783 *

4,5 HE 600 A 7 S355 71,0 1,664 0,996 13,01 16,23 258 345 14,9 21,5 21,6 41,0 0,50 3,00 4,89 4,29 4,92 5,71 13,16 4531 2,5 15577 <200 1385 2791 66

2,5 HE 700x418 5 S355 89,4 2,133 0,540 11,50 28,80 133 335 9,7 10,1 20,0 19,8 0,44 3,00 2,29 5,81 6,47 5,71 13,16 7949 2,5 13770 200 1343 2509 *

2,5 HE 900 A 4 S355 104,0 1,431 0,643 11,52 18,99 206 345 10,9 10,0 20,0 23,6 0,27 3,00 2,27 5,78 6,57 5,71 13,16 7932 2,5 13974 200 1357 2523 91

3,0 HD 400x1299 4 S355 75,0 4,200 0,478 12,13 42,81 84 295 8,4 9,6 20,0 15,9 0,78 3,00 2,17 5,72 6,22 5,71 13,16 8532 2,5 15668 207 1451 2617 *

3,0 HE 900 A 5 S355 96,0 1,681 0,569 11,74 22,37 181 345 9,2 9,7 20,0 21,2 0,28 3,00 2,21 5,77 6,46 5,71 13,16 8242 2,5 14829 202 1393 2559 89

3,5 HD 400x1299 5 S355 67,0 5,132 0,450 12,49 51,46 75 295 6,7 9,0 20,0 14,6 0,78 3,00 2,04 5,79 6,21 5,71 13,16 9153 2,5 16780 212 1499 2666 *

3,5 HE 900 A 5 S355 96,0 1,733 0,553 12,02 22,75 177 345 8,8 9,0 20,0 20,2 0,22 3,00 2,05 5,85 6,51 5,71 13,16 8822 2,5 15989 206 1445 2611 89

4,0 HD 400x1202 6 S355 65,0 5,700 0,429 12,80 55,75 71 295 6,2 8,6 20,0 14,4 0,65 3,00 1,95 5,80 6,20 5,71 13,16 9657 2,5 17913 216 1556 2722 *

4,0 HE 800 A 6 S355 94,0 1,892 0,561 12,27 23,23 180 345 8,8 8,9 20,0 24,1 0,20 3,00 2,03 5,76 6,38 5,71 13,16 8980 2,5 17043 209 1496 2662 84

4,5 HD 400x1086 7 S355 63,9 6,052 0,411 13,09 59,03 67 295 5,8 8,2 20,0 14,0 0,56 3,00 1,87 5,83 6,20 5,71 13,16 10159 2,5 18858 220 1610 2776 *

4,5 HE 800 A 7 S355 91,0 2,143 0,502 12,57 26,34 160 345 7,8 8,4 20,0 21,7 0,19 3,00 1,91 5,80 6,37 5,71 13,16 9582 2,5 18031 213 1553 2720 89

3,5 HE 800x444 6 S355 91,2 2,766 0,433 14,37 40,10 134 335 7,3 6,9 16,7 20,8 0,33 1,50 1,56 5,73 6,26 5,71 13,16 11729 2,5 21020 268 2064 3231 *

3,5 HE 1000x249 5 S355 110,0 1,905 0,636 14,57 25,38 214 345 8,7 6,6 16,7 26,2 0,18 1,50 1,50 5,74 6,38 5,71 13,16 12020 2,5 21784 281 2117 3283 83

4,0 HD 400x1299 6 S355 67,0 6,188 0,491 15,15 61,56 88 295 6,6 7,7 16,7 20,8 0,74 1,50 1,75 5,28 5,66 5,71 13,16 10889 2,5 23053 277 2180 3347 *

4,0 HE 900 A 6 S355 101,0 2,129 0,600 14,69 28,12 197 345 8,4 7,0 16,7 26,9 0,20 1,50 1,58 5,57 6,15 5,71 13,16 11513 2,5 22403 261 2136 3302 83

4,5 HD 400x1086 7 S355 66,9 6,133 0,472 15,25 59,77 89 295 7,0 7,9 16,7 22,2 0,63 1,50 1,79 5,20 5,58 5,71 13,16 10681 2,5 23741 270 2196 3363 *

4,5 HE 900 A 7 S355 96,0 2,371 0,540 14,87 31,56 175 345 7,5 6,8 16,7 24,3 0,20 1,50 1,54 5,59 6,13 5,71 13,16 11889 2,5 23258 286 2163 3330 84

5,0 HD 400x1086 7 S355 63,9 6,134 0,492 15,30 59,42 89 295 6,6 8,2 16,7 22,1 0,61 1,50 1,87 5,10 5,48 5,71 13,16 10349 2,5 24044 256 2195 3361 *

5,0 HE 800 B 7 S355 92,0 2,417 0,548 15,01 30,85 178 345 8,0 7,2 16,7 27,1 0,19 1,50 1,65 5,38 5,90 5,71 13,16 11128 2,5 23947 263 2188 3354 86

5,5 HD 400x900 9 S355 61,1 6,595 0,508 15,56 60,82 86 295 6,6 8,5 16,7 22,7 0,55 1,50 1,94 4,99 5,35 5,71 13,16 10170 2,5 25056 258 2243 3409 *

5,5 HE 800 A 8 S355 89,0 2,495 0,560 15,20 29,88 182 345 7,9 7,5 16,7 27,5 0,18 1,50 1,72 5,23 5,74 5,71 13,16 10774 2,5 24767 254 2223 3389 79

3,5 HE 800x444 7 S355 91,2 3,119 0,435 14,84 46,11 125 335 6,9 6,2 14,3 19,7 0,32 1,50 1,41 5,99 6,49 5,71 13,16 13053 2,5 21365 301 2088 3254 *

3,5 HE 1000x249 5 S355 113,0 1,922 0,634 14,92 25,95 214 345 8,9 6,2 14,3 26,0 0,17 1,50 1,41 5,88 6,53 5,71 13,16 12784 2,5 22047 300 2135 3301 85

4,0 HD 400x1299 6 S355 75,0 6,241 0,469 17,40 63,54 92 295 8,4 6,7 14,3 20,0 0,56 1,50 1,52 5,56 5,96 5,71 13,16 12413 2,5 23853 300 2235 3583 *

4,0 HE 1000x249 6 S355 105,0 2,167 0,607 15,57 29,21 203 345 8,3 6,3 14,3 24,1 0,18 1,50 1,43 5,80 6,38 5,71 13,16 12720 2,5 22814 300 2164 3330 82

4,5 HD 400x1299 7 S355 67,0 7,155 0,470 17,85 71,64 86 295 7,1 6,7 14,3 18,6 0,59 1,50 1,53 5,53 5,88 5,71 13,16 12616 2,5 24765 301 2267 3657 *

4,5 HE 900 A 7 S355 99,0 2,393 0,565 16,07 32,21 183 345 8,3 6,4 14,3 24,1 0,18 1,50 1,45 5,73 6,27 5,71 13,16 12658 2,5 23595 300 2186 3372 86

5,0 HD 400x1299 7 S355 67,0 7,180 0,464 17,94 72,10 84 295 6,8 6,6 14,3 18,2 0,50 1,50 1,52 5,54 5,88 5,71 13,16 12847 2,5 25426 301 2290 3676 *

5,0 HE 900 A 7 S355 97,0 2,437 0,572 16,51 32,15 186 345 8,1 6,3 14,3 23,7 0,16 1,50 1,44 5,68 6,21 5,71 13,16 12735 2,5 24543 301 2229 3449 85

5,5 HD 400x1086 9 S355 63,9 7,763 0,470 18,49 75,65 80 295 6,6 6,7 14,3 18,1 0,45 1,50 1,54 5,48 5,80 5,71 13,16 12940 2,5 26542 302 2345 3773 *

5,5 HE 800 B 8 S355 92,0 2,696 0,533 17,19 35,10 171 345 8,5 6,5 14,3 23,8 0,17 1,50 1,49 5,57 6,06 5,71 13,16 12498 2,5 25348 300 2263 3558 94

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 14,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

61,4 4 HD 400x818 S355 2,7988 60,3 5 HD 400x677 S355 2,9543 55,4 6 HD 400x634 S355 3,2889 56,5 6 HD 400x592 S355 3,1452 56,6 7 HD 400x509 S355 3,2446
70,2 5 HE 600x337 S355 1,659 69 6 HE 600 M S355 1,7559 56,8 5 HD 400x744 S355 3,1802 58,5 7 HD 400x463 S355 2,9262 57,5 8 HD 400x421 S355 3,0908
71,8 4 HE 600x399 S355 1,5612 70,2 5 HE 600x337 S355 1,6935 58,3 5 HD 400x677 S355 2,961 62,4 8 HE 500 M S355 2,1491 58,5 7 HD 400x463 S355 2,9612
75 4 HE 650x343 S355 1,5133 72 5 HE 600 M S355 1,5469 62,4 5 HD 400x634 S355 2,8382 64,2 7 HE 550 M S355 1,9816 59,4 9 HE 500 M S355 2,3807
77 5 HE 700 B S355 1,4906 75 6 HE 600 B S355 1,5188 64,2 7 HE 550 M S355 1,9504 67 7 HE 600 B S355 1,7201 62,4 8 HE 500 M S355 2,1889

78,2 4 HE 600x337 S355 1,4365 76 5 HE 700 A S460 1,4394 69 6 HE 600 M S355 1,7851 70 6 HE 600 B S355 1,5616 62,8 8 HE 450 M S355 2,1567
78,8 4 HE 650 M S355 1,3988 69,2 6 HE 550 M S355 1,7601 63 9 HE 550 B S355 2,018
85 4 HE 700 B S460 1,3288 70 5 HE 600 M S355 1,5672 64,4 7 HE 500 M S355 1,9893

72 6 HE 600 B S355 1,5364 66 8 HE 600 A S355 1,786
73 5 HE 650 B S460 1,4892 67 7 HE 600 B S355 1,7644

69 7 HE 600 A S460 1,675

68,1 4 HD 400x900 S355 3,05 63,3 5 HD 400x677 S355 2,9692 58,4 5 HD 400x818 S355 3,4412 57,4 6 HD 400x634 S355 3,3228 57,5 7 HD 400x551 S355 3,4514
71,8 5 HE 600x399 S355 1,8556 70 6 HE 600 M S355 1,7608 59,4 6 HD 400x634 S355 3,3121 59,6 7 HD 400x509 S355 3,2315 59,6 7 HD 400x509 S355 3,267
73,2 5 HE 600x337 S355 1,6715 71,2 5 HE 600x337 S355 1,6984 59,8 5 HD 400x744 S355 3,1976 61,5 6 HD 400x592 S355 3,1783 62,4 9 HE 500 M S355 2,4031
74,8 4 HE 600x399 S355 1,5737 73,8 5 HE 650 M S355 1,6609 61,5 6 HD 400x592 S355 3,1522 64,2 8 HE 550 M S355 2,201 64,2 7 HE 550 M S355 2,0228
78 5 HE 700 B S355 1,4947 75 6 HE 650 B S355 1,6412 63,3 5 HD 400x677 S355 2,99 65,2 7 HE 550 M S355 1,9883 67 8 HE 600 B S355 1,943

78,6 4 HE 700 M S355 1,4409 76 6 HE 700 A S355 1,611 67,2 7 HE 550 M S355 1,9678 67 8 HE 600 B S355 1,8985 68 7 HE 600 B S355 1,7719
81,8 4 HE 650 M S355 1,4113 77 5 HE 700 B S355 1,5318 69 6 HE 600 M S355 1,7851 69 6 HE 600 M S355 1,8202 70 7 HE 550 B S355 1,7299
84 5 HE 700 A S355 1,4104 79 5 HE 700 A S460 1,4543 70,2 5 HE 600x337 S355 1,7234 69,2 6 HE 550 M S355 1,7954 71 7 HE 600 A S460 1,6899
85 4 HE 700 B S355 1,3086 72 6 HE 650 B S355 1,6587 70 7 HE 600 B S355 1,74
86 4 HE 800 A S460 1,3005 74 5 HE 600 M S355 1,5903 72 6 HE 650 B S355 1,6971

75 6 HE 600 B S355 1,5538 74 6 HE 650 A S460 1,6094
77 5 HE 700 A S355 1,4601

89,6 5 HE 800x373 S355 1,9861 81,4 6 HE 700x418 S355 2,4786 73 5 HD 400x1202 S355 4,8368 66,9 6 HD 400x1086 S355 5,2332 65 6 HD 400x1202 S355 5,7339
91,2 4 HE 800x444 S355 1,8798 84,6 6 HE 650x407 S355 2,4148 77,6 7 HE 650x407 S355 2,737 76,6 8 HE 650x407 S355 3,0933 67 7 HD 400x990 S355 5,6168
93,4 5 HE 800 M S355 1,8107 86,4 5 HE 700x418 S355 2,1682 79,8 7 HE 700x352 S355 2,5286 76,8 8 HE 600x399 S355 2,8728 68,9 6 HD 400x1086 S355 5,2842
94,6 4 HE 800x373 S355 1,7019 88,4 6 HE 800 M S355 2,1062 81,4 6 HE 700x418 S355 2,5169 77,6 7 HE 650x407 S355 2,7781 72,8 9 HE 600x399 S355 3,1875
96 5 HE 900 A S355 1,6238 89,6 5 HE 800x373 S355 2,0366 84,6 6 HE 650x407 S355 2,4558 79,8 7 HE 700x352 S355 2,5722 75 9 HE 650x343 S355 3,0643
98 4 HE 900 M S355 1,6053 91,4 5 HE 800 M S355 1,8549 86,4 5 HE 700x418 S355 2,2108 81,4 6 HE 700x418 S355 2,5612 76,8 8 HE 600x399 S355 2,9234

100 4 HE 900 B S355 1,501 96 5 HE 900 A S460 1,7072 87 7 HE 800 B S355 2,1546 83 7 HE 650x343 S355 2,5119 77,6 7 HE 650x407 S355 2,8292
104 4 HE 900 A S460 1,4522 88,4 6 HE 800 M S355 2,1515 84,6 6 HE 650x407 S355 2,5027 79,8 7 HE 700x352 S355 2,6258

89,4 5 HE 800 M S355 1,8912 84,8 6 HE 700x352 S355 2,3158 83 7 HE 650x343 S355 2,5681
95 5 HE 800 B S355 1,7429 86 8 HE 800 A S355 2,2526 86 8 HE 800 A S355 2,313

87 7 HE 800 B S355 2,2053 87 7 HE 800 B S355 2,2659
88,4 6 HE 800 M S355 2,2027 91 7 HE 800 A S460 2,1761
90 6 HE 800 B S355 1,9961
94 6 HE 800 A S460 1,9202

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

96,4 7 HE 800 M S355 2,5446 73 6 HD 400x1202 S355 5,8315 70 6 HD 400x1202 S355 5,8306 70 7 HD 400x990 S355 5,727 62 8 HD 400x990 S355 6,4179
97 7 HE 900 B S355 2,4233 84,4 8 HE 700x418 S355 3,3298 79,6 9 HE 650x407 S355 3,5471 76,6 10 HE 650x407 S355 3,8858 68,1 8 HD 400x900 S355 5,983
98 6 HE 900 M S355 2,3504 88,4 8 HE 800 M S355 2,8134 81,4 8 HE 700x418 S355 3,3451 76,8 10 HE 600x399 S355 3,6102 71,8 11 HE 600x399 S355 3,8953

99,2 5 HE 900x391 S355 2,2844 93,4 7 HE 800 M S355 2,5805 82,8 9 HE 700x352 S355 3,2866 77,6 9 HE 650x407 S355 3,5724 74,8 10 HE 600x399 S355 3,6285
99,7 5 HL 920x344 S355 2,159 94,6 6 HE 800x373 S355 2,5508 84,6 8 HE 650x407 S355 3,2627 79,8 9 HE 700x352 S355 3,307 76,6 9 HE 650x407 S355 3,6005
103 5 HE 900 M S355 2,1029 96 8 HE 900 A S355 2,5475 86,4 7 HE 700x418 S355 3,0471 81,6 10 HE 700 M S355 3,2753 78 10 HE 650x343 S355 3,5032
105 6 HE 1000x249 S355 2,1029 97 6 HE 900 B S355 2,2322 86,6 9 HE 700 M S355 3,0125 82,4 7 HE 700x418 S355 3,0617 78,6 10 HE 700 M S355 3,2896
106 5 HE 1000 A S355 1,9392 101 6 HE 900 A S460 2,1609 88 9 HE 800 B S355 2,7908 84,6 7 HE 650x407 S355 2,987 80 9 HE 650x343 S355 3,2436
110 5 HE 1000x249 S460 1,9308 89,4 7 HE 800 M S355 2,5968 86 10 HE 800 A S355 2,8349 81,6 9 HE 700 M S355 3,0616

92 8 HE 800 B S355 2,5918 87 9 HE 800 B S355 2,8332 83 8 HE 650x343 S355 2,9932
95 7 HE 800 B S355 2,3849 87,8 7 HE 700x352 S355 2,7943 85 10 HE 700 B S355 2,9501

88 8 HE 800 B S355 2,6123 86 9 HE 800 A S355 2,6746
92 7 HE 800 B S460 2,4549 87 8 HE 800 B S355 2,6509

89 8 HE 800 A S460 2,5327

96,2 6 HE 800x444 S355 2,7948 89,4 8 HE 700x418 S355 3,3629 75 6 HD 400x1299 S355 6,263 70 7 HD 400x1202 S355 6,7429 65 8 HD 400x1202 S355 7,6068
98 7 HE 900 M S355 2,6268 89,6 8 HE 800x373 S355 3,1273 82,4 9 HE 700x418 S355 3,6874 81,4 9 HE 700x418 S355 3,7233 66,9 8 HD 400x1086 S355 6,9852

99,2 6 HE 900x391 S355 2,6022 94,2 6 HE 800x444 S355 2,836 88,4 9 HE 800 M S355 3,1214 82,8 10 HE 700x352 S355 3,6212 76,6 11 HE 650x407 S355 4,2439
99,7 6 HL 920x344 S355 2,4498 97 8 HE 900 B S355 2,7278 91,4 8 HE 800 M S355 2,8779 86,4 8 HE 700x418 S355 3,4296 79,6 10 HE 650x407 S355 3,9495

100,6 5 HL 920x390 S355 2,3184 98 7 HE 900 B S355 2,4866 95 9 HE 800 B S355 2,843 87 11 HE 800 B S355 3,2909 79,8 11 HE 700x352 S355 3,9255
103,1 5 HL 920x368 S355 2,2587 99 6 HE 900 M S355 2,4141 96 8 HE 900 A S355 2,5967 88 10 HE 800 B S355 3,0703 81,4 9 HE 700x418 S355 3,7636
104,7 5 HL 920x344 S355 2,1879 104 7 HE 900 A S355 2,3748 97 7 HE 900 B S355 2,5294 89,4 8 HE 800 M S355 2,9139 82,8 10 HE 700x352 S355 3,6633
106 5 HL 1000 A S355 2,1189 105 6 HE 1000x249 S460 2,1982 99 7 HE 900 A S460 2,4301 92 9 HE 800 B S355 2,8746 83,6 11 HE 700 M S355 3,5906
107 5 HE 1000 B S355 2,0588 93,4 7 HE 800 M S355 2,6812 84,4 8 HE 700x418 S355 3,4561
111 5 HE 1000 A S355 1,9682 95 8 HE 800 B S355 2,6703 84,8 9 HE 700x352 S355 3,3921
113 5 HE 1000x249 S460 1,9482 96 8 HE 900 A S355 2,6539 86 12 HE 800 A S355 3,2942

97 7 HE 900 A S460 2,4736 87 10 HE 800 B S355 3,1088
88,4 8 HE 800 M S355 2,9531
90 9 HE 800 B S355 2,9072
92 8 HE 800 B S460 2,7403

Span length = 14,00 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x990 4 S460 62,0 3,349 0,947 12,97 14,10 124 430 13,0 20,4 23,8 24,1 1,97 4,50 4,55 4,58 5,12 5,61 12,99 5085 2,5 13259 <200 1331 2748 *

2,5 HE 800 A 4 S460 86,0 1,298 0,927 12,68 18,00 290 440 16,7 21,0 23,8 34,6 0,59 4,50 4,69 4,54 5,32 5,61 12,99 4810 2,5 12782 <200 1298 2714 71

3,0 HD 400x744 5 S355 57,8 3,166 0,999 13,08 28,78 143 315 14,3 23,7 23,8 31,1 1,93 4,50 5,29 4,25 4,78 5,61 12,99 4396 2,5 13568 <200 1330 2746 *

3,0 HE 700 A 5 S460 79,0 1,451 0,967 12,84 18,45 289 440 16,8 23,0 23,8 40,8 0,64 4,50 5,12 4,31 5,03 5,61 12,99 4462 2,5 13404 <200 1318 2735 65

3,5 HD 400x677 6 S355 55,3 3,460 0,971 13,29 30,79 136 315 13,2 23,1 23,8 30,3 1,72 4,50 5,14 4,26 4,76 5,61 12,99 4553 2,5 14302 <200 1353 2770 *

3,5 HE 650 A 5 S460 79,0 1,414 0,979 13,07 17,06 304 440 17,6 22,5 23,8 44,9 0,51 4,50 5,03 4,27 4,98 5,61 12,99 4525 2,5 14310 <200 1354 2770 61

4,0 HD 400x677 6 S355 55,3 3,480 0,948 13,41 31,06 134 315 12,7 22,5 23,8 29,7 1,45 4,50 5,03 4,27 4,76 5,61 12,99 4679 2,5 14890 <200 1372 2789 *

4,0 HE 600 A 6 S460 74,0 1,496 0,998 13,18 17,80 296 440 17,1 23,7 23,8 48,8 0,53 4,50 5,29 4,14 4,80 5,61 12,99 4338 2,5 14868 <200 1371 2787 61

4,5 HD 400x592 7 S355 53,5 3,612 0,965 13,60 32,11 132 325 12,4 22,9 23,8 30,3 1,29 4,50 5,13 4,19 4,66 5,61 12,99 4629 2,5 15457 <200 1401 2818 *

4,5 HE 600 A 7 S460 71,0 1,687 0,963 13,42 20,14 266 440 15,4 22,9 23,8 44,0 0,52 4,50 5,11 4,14 4,76 5,61 12,99 4531 2,5 15577 <200 1410 2826 64

2,5 HD 400x990 4 S355 62,0 3,267 0,934 12,97 30,16 124 295 13,0 20,4 21,9 24,1 1,97 3,00 4,55 4,58 5,12 5,61 12,99 5085 2,5 13259 <200 1331 2748 *

2,5 HE 800 A 4 S355 87,0 1,283 0,940 12,70 14,56 288 345 16,6 20,6 21,9 34,5 0,57 3,00 4,59 4,59 5,37 5,61 12,99 4923 2,5 12844 <200 1302 2719 70

3,0 HD 400x818 5 S355 58,4 3,421 0,980 13,21 31,99 132 315 13,0 21,5 21,9 27,9 1,87 3,00 4,78 4,43 4,94 5,61 12,99 4878 2,5 13857 <200 1350 2767 *

3,0 HE 700 A 5 S355 81,0 1,440 0,996 12,89 15,09 285 345 16,6 21,8 21,9 40,5 0,60 3,00 4,86 4,40 5,12 5,61 12,99 4701 2,5 13554 <200 1329 2745 65

3,5 HD 400x677 6 S355 58,3 3,477 0,987 13,35 31,26 133 315 13,4 21,6 21,9 30,0 1,48 3,00 4,82 4,36 4,87 5,61 12,99 4855 2,5 14565 <200 1371 2788 *

3,5 HE 700 A 5 S355 79,0 1,469 0,976 13,10 15,11 281 345 16,1 21,4 21,9 38,4 0,51 3,00 4,77 4,38 5,07 5,61 12,99 4780 2,5 14356 <200 1357 2773 63

4,0 HD 400x744 6 S355 56,8 3,764 0,915 13,56 34,59 123 315 11,7 20,0 21,9 26,7 1,33 3,00 4,47 4,48 4,95 5,61 12,99 5273 2,5 15290 <200 1400 2817 *

4,0 HE 600 B 6 S355 75,0 1,592 0,968 13,27 16,94 253 345 15,6 21,2 21,9 41,7 0,51 3,00 4,72 4,35 4,99 5,61 12,99 4864 2,5 15081 <200 1386 2802 75

4,5 HD 400x634 7 S355 54,4 3,819 0,967 13,71 34,63 124 325 11,7 21,2 21,9 28,2 1,22 3,00 4,73 4,32 4,78 5,61 12,99 5019 2,5 15742 <200 1421 2838 *

4,5 HE 600 A 7 S355 74,0 1,683 0,952 13,53 16,71 260 345 14,9 20,8 21,9 43,7 0,45 3,00 4,65 4,29 4,91 5,61 12,99 4973 2,5 15914 <200 1433 2850 64

2,5 HE 800x373 5 S355 89,6 1,983 0,519 11,82 27,81 143 335 9,2 10,6 20,4 19,5 0,43 3,00 2,36 5,67 6,32 5,61 12,99 8062 2,5 13645 200 1358 2533 *

2,5 HE 1000x249 4 S355 105,0 1,440 0,654 11,91 19,32 214 345 10,5 10,3 20,4 22,9 0,26 3,00 2,29 5,67 6,44 5,61 12,99 8224 2,5 14042 201 1386 2561 84

3,0 HE 700x418 6 S355 82,4 2,479 0,504 12,10 33,28 123 335 8,4 10,3 20,4 19,2 0,45 3,00 2,29 5,64 6,21 5,61 12,99 8359 2,5 14620 204 1403 2578 *

3,0 HE 900 A 5 S355 99,0 1,693 0,579 12,19 22,82 185 345 9,4 9,7 20,4 22,6 0,26 3,00 2,17 5,70 6,38 5,61 12,99 8763 2,5 15054 205 1434 2608 88

3,5 HD 400x1299 5 S355 68,0 5,132 0,462 12,94 51,65 77 295 7,0 9,4 20,4 15,6 0,77 3,00 2,10 5,62 6,04 5,61 12,99 9294 2,5 16868 213 1532 2707 *

3,5 HE 900 A 5 S355 96,0 1,730 0,570 12,41 22,75 183 345 9,1 9,6 20,4 21,7 0,23 3,00 2,14 5,64 6,29 5,61 12,99 8822 2,5 15989 206 1471 2646 86

4,0 HD 400x1202 6 S355 66,0 5,700 0,440 13,23 55,97 73 295 6,5 9,0 20,4 15,4 0,65 3,00 2,00 5,63 6,02 5,61 12,99 9810 2,5 18012 217 1591 2765 *

4,0 HE 800 B 6 S355 92,0 2,006 0,512 12,65 26,22 163 345 8,5 9,2 20,4 22,5 0,22 3,00 2,06 5,65 6,24 5,61 12,99 9244 2,5 16970 210 1518 2692 96

4,5 HD 400x1086 7 S355 63,9 6,045 0,429 13,51 59,03 69 295 6,0 8,7 20,4 15,0 0,58 3,00 1,95 5,62 5,99 5,61 12,99 10159 2,5 18858 220 1639 2813 *

4,5 HE 800 A 7 S355 94,0 2,161 0,510 13,09 26,97 164 345 7,9 8,3 20,4 23,3 0,17 3,00 1,86 5,75 6,31 5,61 12,99 10291 2,5 18369 217 1605 2779 86

3,5 HE 800x373 7 S355 90,6 2,774 0,479 14,82 39,14 147 335 7,7 7,5 17,0 24,6 0,34 1,50 1,67 5,47 5,99 5,61 12,99 11485 2,5 20992 255 2099 3274 105

3,5 HE 1000x249 5 S355 110,0 1,902 0,656 15,04 25,38 221 345 9,0 7,0 17,0 28,1 0,19 1,50 1,57 5,54 6,17 5,61 12,99 12020 2,5 21784 281 2155 3329 81

4,0 HD 400x1299 6 S355 67,0 6,181 0,507 15,64 61,56 90 295 6,8 8,2 17,0 22,2 0,76 1,50 1,83 5,10 5,47 5,61 12,99 10889 2,5 23053 277 2219 3394 *

4,0 HE 900 A 6 S355 101,0 2,125 0,619 15,17 28,12 204 345 8,6 7,4 17,0 28,8 0,21 1,50 1,65 5,37 5,95 5,61 12,99 11513 2,5 22403 266 2174 3348 81

4,5 HD 400x1086 7 S355 64,9 6,112 0,510 15,67 59,27 93 295 7,1 8,7 17,0 23,9 0,70 1,50 1,94 4,95 5,32 5,61 12,99 10325 2,5 23516 254 2220 3395 *

4,5 HE 900 A 7 S355 96,0 2,366 0,557 15,35 31,56 181 345 7,7 7,2 17,0 26,0 0,20 1,50 1,61 5,40 5,93 5,61 12,99 11889 2,5 23258 285 2202 3376 82

5,0 HD 400x1086 7 S355 63,9 6,127 0,513 15,79 59,42 92 295 6,8 8,7 17,0 23,6 0,63 1,50 1,95 4,93 5,29 5,61 12,99 10349 2,5 24044 259 2234 3408 *

5,0 HE 800 B 7 S355 92,0 2,412 0,565 15,50 30,85 184 345 8,2 7,7 17,0 29,0 0,20 1,50 1,72 5,19 5,71 5,61 12,99 11128 2,5 23947 267 2227 3402 83

5,5 HD 400x900 9 S355 60,1 6,578 0,541 16,02 60,55 89 295 6,7 9,2 17,0 24,4 0,59 1,50 2,06 4,79 5,14 5,61 12,99 9991 2,5 24918 253 2273 3448 *

5,5 HE 800 A 8 S355 89,0 2,490 0,578 15,70 29,88 188 345 8,1 8,0 17,0 29,4 0,19 1,50 1,80 5,05 5,55 5,61 12,99 10774 2,5 24767 259 2263 3437 76

3,5 HE 800x444 7 S355 91,2 3,114 0,455 16,03 46,11 133 335 7,7 6,6 14,5 21,1 0,33 1,50 1,48 5,78 6,27 5,61 12,99 13053 2,5 21365 301 2125 3311 *

3,5 HE 1000 A 5 S355 111,0 1,965 0,627 15,94 28,00 206 345 9,1 6,5 14,5 25,1 0,18 1,50 1,45 5,73 6,35 5,61 12,99 12971 2,5 21927 300 2165 3339 89

4,0 HE 800x373 8 S355 89,6 3,122 0,464 16,64 44,50 142 335 7,9 6,7 14,5 22,4 0,29 1,50 1,50 5,68 6,16 5,61 12,99 12899 2,5 22255 300 2163 3410 112

4,0 HE 1000x249 6 S355 106,0 2,170 0,641 16,64 29,41 214 345 9,0 6,6 14,5 25,8 0,17 1,50 1,47 5,64 6,22 5,61 12,99 12977 2,5 22914 300 2210 3426 80

4,5 HD 400x1299 7 S355 67,0 7,148 0,490 19,06 71,64 90 295 7,7 7,1 14,5 19,9 0,61 1,50 1,60 5,34 5,68 5,61 12,99 12616 2,5 24765 300 2307 3802 *

4,5 HE 900 A 7 S355 101,0 2,404 0,588 17,02 32,66 191 345 8,7 6,5 14,5 25,6 0,17 1,50 1,45 5,62 6,16 5,61 12,99 13203 2,5 23820 301 2241 3488 85

5,0 HD 400x1299 7 S355 67,0 7,172 0,484 19,16 72,10 89 295 7,4 7,0 14,5 19,4 0,52 1,50 1,58 5,35 5,69 5,61 12,99 12847 2,5 25426 301 2330 3823 *

5,0 HE 900 A 7 S355 97,0 2,432 0,611 17,72 32,15 198 345 8,9 6,7 14,5 25,4 0,17 1,50 1,50 5,49 6,00 5,61 12,99 12735 2,5 24543 300 2269 3598 82

5,5 HD 400x1086 9 S355 63,9 7,754 0,490 19,71 75,65 84 295 7,1 7,1 14,5 19,4 0,47 1,50 1,60 5,29 5,61 5,61 12,99 12940 2,5 26542 301 2387 3920 *

5,5 HE 900 A 8 S355 96,0 2,704 0,529 17,65 36,33 171 345 7,7 6,2 14,5 22,4 0,15 1,50 1,38 5,63 6,11 5,61 12,99 14001 2,5 25862 304 2339 3609 88

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 14,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

71,8 5 HE 600x399 S355 1,8527 63,3 5 HD 400x677 S355 2,9652 56,8 5 HD 400x744 S355 3,176 55,4 6 HD 400x634 S355 3,3048 55,5 7 HD 400x551 S355 3,4313
73,8 5 HE 650 M S355 1,6204 69 6 HE 600 M S355 1,7528 60,3 5 HD 400x677 S355 2,9686 58,5 6 HD 400x592 S355 3,1538 56,6 7 HD 400x509 S355 3,2395
74,8 4 HE 600x399 S355 1,5713 70,2 5 HE 600x337 S355 1,6907 62,4 5 HD 400x634 S355 2,8342 60,5 6 HD 400x551 S355 2,9997 60,4 9 HE 500 M S355 2,3838
75 4 HE 650x343 S355 1,511 73 6 HE 650 B S355 1,6283 67,2 7 HE 550 M S355 1,9643 64,2 7 HE 550 M S355 1,9782 62,4 8 HE 500 M S355 2,185
77 5 HE 700 B S355 1,4876 74 5 HE 600 M S355 1,5542 69 6 HE 600 M S355 1,782 67 8 HE 600 B S355 1,8948 64,2 7 HE 550 M S355 2,0193

78,6 4 HE 700 M S355 1,4383 77 5 HE 650 B S460 1,4731 69,2 6 HE 550 M S355 1,757 69 8 HE 600 A S355 1,7583 66 9 HE 600 A S355 1,9411
78,8 4 HE 650 M S355 1,3967 70 7 HE 600 B S355 1,6999 70 7 HE 600 B S355 1,7367 67 7 HE 600 B S355 1,7611

72 5 HE 600 M S355 1,5761 72 6 HE 600 B S460 1,5986 70 7 HE 550 B S355 1,7266
75 5 HE 650 B S460 1,4982
76 5 HE 700 A S460 1,4727

71,8 5 HE 600x399 S355 1,8527 70,2 6 HE 600x337 S355 1,9459 58,4 5 HD 400x818 S355 3,4368 58,3 6 HD 400x677 S355 3,5 56,5 7 HD 400x592 S355 3,6342
75 5 HE 650x343 S355 1,7885 71,8 5 HE 600x399 S355 1,8878 61,8 5 HD 400x744 S460 3,2827 59,4 6 HD 400x634 S355 3,3313 57,5 7 HD 400x551 S355 3,4462

76,6 4 HE 650x407 S355 1,6896 72 6 HE 600 M S355 1,7677 63,3 5 HD 400x677 S355 2,9859 61,5 6 HD 400x592 S355 3,1737 59,6 7 HD 400x509 S355 3,2619
76,8 4 HE 600x399 S355 1,5796 73,2 5 HE 600x337 S355 1,7056 69 7 HE 600 M S355 2,0052 64,2 8 HE 550 M S355 2,197 64,2 8 HE 550 M S355 2,2383
79,8 4 HE 700x352 S355 1,577 74,8 5 HE 650 M S355 1,6632 69,2 7 HE 550 M S355 1,9759 67,2 7 HE 550 M S355 1,998 67 8 HE 600 B S355 1,9393
80 4 HE 650x343 S355 1,5317 77 5 HE 600 M S355 1,5691 70 6 HE 600 M S355 1,7878 69 6 HE 600 M S355 1,8172 70 7 HE 600 B S355 1,7835

81,6 4 HE 700 M S355 1,4507 78 5 HE 700 B S355 1,5337 71,2 5 HE 600x337 S355 1,7264 72 6 HE 650 B S355 1,6942 74 7 HE 600 A S460 1,7091
84 5 HE 700 A S355 1,4075 80 5 HE 650 B S355 1,4644 73,8 5 HE 650 M S355 1,6916 75 6 HE 600 B S460 1,6184
86 4 HE 800 A S460 1,298 81 5 HE 700 A S460 1,4613 74 5 HE 600 M S355 1,5877

77 5 HE 700 B S355 1,5654
79 5 HE 700 A S460 1,4901

91,2 4 HE 800x444 S355 1,8769 88,4 6 HE 800 M S355 2,1024 73 5 HD 400x1202 S355 4,8316 71,9 6 HD 400x1086 S355 5,2604 66 6 HD 400x1202 S355 5,7352
96,4 5 HE 800 M S355 1,8199 89,6 5 HE 800x373 S355 2,0332 79,6 7 HE 650x407 S355 2,7445 76,6 8 HE 650x407 S355 3,0886 70 7 HD 400x990 S355 5,6326
97 5 HE 900 B S355 1,7333 93,4 5 HE 800 M S355 1,8615 81,4 6 HE 700x418 S355 2,5127 79,6 7 HE 650x407 S355 2,7873 71,9 6 HD 400x1086 S355 5,3007

97,6 4 HE 800x373 S355 1,7115 97 5 HE 900 B S355 1,7908 87,8 6 HE 700x352 S355 2,2815 81,4 6 HE 700x418 S355 2,557 76,6 8 HE 650x407 S355 3,139
98 4 HE 900 M S355 1,6026 99 5 HE 900 A S460 1,719 88 7 HE 800 B S355 2,1562 84,6 6 HE 650x407 S355 2,4991 78 9 HE 650x343 S355 3,0817

102 4 HE 900 B S355 1,5066 88,4 6 HE 800 M S355 2,1476 86,6 7 HE 700 M S355 2,3782 78,6 9 HE 700 M S355 2,888
105 4 HE 1000x249 S460 1,4608 89,6 5 HE 800x373 S355 2,0791 87 7 HE 800 B S355 2,201 79,6 7 HE 650x407 S355 2,84

92 6 HE 800 B S355 1,9508 88,4 6 HE 800 M S355 2,1988 82,8 7 HE 700x352 S355 2,6435
93,4 5 HE 800 M S355 1,9111 92 6 HE 800 B S460 2,0385 86 9 HE 800 A S355 2,5143
96 5 HE 900 A S460 1,7566 86,6 7 HE 700 M S355 2,4378

87 7 HE 800 B S355 2,2616
94 7 HE 800 A S460 2,1942

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 6 HE 800x444 S355 2,7615 70 6 HD 400x1202 S355 5,8053 68 6 HD 400x1202 S355 5,8095 70 7 HD 400x990 S355 5,7204 62 8 HD 400x990 S355 6,4104
96,4 7 HE 800 M S355 2,5401 82,4 8 HE 700x418 S355 3,311 70 7 HD 400x990 S355 5,6919 76,6 9 HE 650x407 S355 3,5589 68,1 8 HD 400x900 S355 5,9757
97 7 HE 900 B S355 2,4188 88,4 8 HE 800 M S355 2,8083 71,9 6 HD 400x1086 S355 5,36 79,8 9 HE 700x352 S355 3,3011 71,8 11 HE 600x399 S355 3,8891
98 6 HE 900 M S355 2,3464 92,6 6 HE 800x373 S355 2,5334 79,6 9 HE 650x407 S355 3,5418 81,6 10 HE 700 M S355 3,2691 74,8 10 HE 600x399 S355 3,6229

99,2 5 HE 900x391 S355 2,2808 96 7 HE 900 A S355 2,3175 81,4 8 HE 700x418 S355 3,3395 82,4 7 HE 700x418 S355 3,0567 76,6 9 HE 650x407 S355 3,5952
99,7 5 HL 920x344 S355 2,1555 97 6 HE 900 B S355 2,2283 82,8 9 HE 700x352 S355 3,2807 82,8 8 HE 700x352 S355 3,0369 78 10 HE 650x343 S355 3,4977
103 5 HE 900 M S355 2,0995 101 6 HE 900 A S460 2,157 84,6 8 HE 650x407 S355 3,258 83,6 9 HE 700 M S355 3,0309 78,6 10 HE 700 M S355 3,2834
105 6 HE 1000x249 S355 2,0991 86,4 7 HE 700x418 S355 3,0422 84,6 7 HE 650x407 S355 2,9827 80 9 HE 650x343 S355 3,2386
106 5 HE 1000 A S355 1,9359 86,6 9 HE 700 M S355 3,0069 86 10 HE 800 A S355 2,8291 80,8 8 HE 700x352 S355 3,061
110 5 HE 1000x249 S460 1,9275 87 9 HE 800 B S355 2,7779 86,6 8 HE 700 M S355 2,8008 81,6 9 HE 700 M S355 3,056

89,4 7 HE 800 M S355 2,5922 87,8 7 HE 700x352 S355 2,7896 83 8 HE 650x343 S355 2,9887
92 8 HE 800 B S355 2,5869 88 8 HE 800 B S355 2,6074 85 10 HE 700 B S355 2,9441
94 8 HE 800 A S355 2,4272 92 7 HE 800 B S460 2,4505 86 9 HE 800 A S355 2,6692
95 7 HE 800 B S355 2,3805 87 8 HE 800 B S355 2,646

89 8 HE 800 A S460 2,5279

97,6 7 HE 800x373 S355 2,8144 94,2 6 HE 800x444 S355 2,8317 75 6 HD 400x1299 S355 6,2565 73 7 HD 400x1202 S355 6,7605 65 8 HD 400x1202 S355 7,5985
98 7 HE 900 M S355 2,6222 97 8 HE 900 B S355 2,7227 84,4 9 HE 700x418 S355 3,6961 81,4 9 HE 700x418 S355 3,7171 67 9 HD 400x990 S355 7,1931

99,2 6 HE 900x391 S355 2,598 98 7 HE 900 M S355 2,6793 88,4 9 HE 800 M S355 3,1157 84,6 9 HE 650x407 S355 3,625 68,9 8 HD 400x1086 S355 6,9956
99,7 6 HL 920x344 S355 2,4457 99 8 HE 900 A S355 2,5624 92,6 7 HE 800x373 S355 2,8825 86,4 8 HE 700x418 S355 3,424 76,6 11 HE 650x407 S355 4,2375

101,3 5 HL 920x420 S355 2,42 99,7 6 HL 920x344 S355 2,5046 95 9 HE 800 B S355 2,8375 87 11 HE 800 B S355 3,2843 79,6 10 HE 650x407 S355 3,9436
101,6 5 HL 920x390 S355 2,3206 100 7 HE 900 B S355 2,4954 96 8 HE 900 A S355 2,5918 88,4 9 HE 800 M S355 3,166 79,8 11 HE 700x352 S355 3,9184
103,1 5 HL 920x368 S355 2,2552 101 6 HE 900 M S355 2,4233 97 7 HE 900 B S355 2,5249 89,4 7 HE 700x418 S355 3,1146 81,4 9 HE 700x418 S355 3,7574
104,7 5 HL 920x344 S355 2,1844 104 7 HE 900 A S355 2,3704 101 7 HE 900 A S460 2,4406 89,6 7 HE 800x373 S355 2,9111 82,8 10 HE 700x352 S355 3,6568
106 5 HL 1000 A S355 2,1154 105 6 HE 900 B S355 2,2812 92 9 HE 800 B S355 2,869 83,6 11 HE 700 M S355 3,5838
108 5 HE 1000 B S355 2,0612 106 6 HE 1000x249 S460 2,2009 95 8 HE 800 B S355 2,6653 84,4 8 HE 700x418 S355 3,4504
111 5 HE 1000 A S460 1,9933 96 8 HE 900 A S355 2,6489 86 12 HE 800 A S355 3,2873

97 7 HE 900 A S460 2,4692 87 10 HE 800 B S355 3,1027
88,4 8 HE 800 M S355 2,9479
90 9 HE 800 B S355 2,9016
94 9 HE 800 A S355 2,742
95 8 HE 800 B S355 2,7188

Span length = 14,25 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x990 4 S460 62,0 3,346 0,969 13,39 14,20 128 430 13,4 21,8 24,2 25,8 2,03 4,50 4,76 4,42 4,95 5,52 12,82 5085 2,5 13259 <200 1355 2789 *

2,5 HE 800 A 4 S460 86,0 1,296 0,957 13,07 18,00 299 440 17,2 22,4 24,2 37,2 0,60 4,50 4,91 4,39 5,15 5,52 12,82 4810 2,5 12782 <200 1321 2755 69

3,0 HD 400x818 5 S460 58,4 3,503 0,966 13,60 14,49 136 430 13,3 22,8 24,2 29,8 1,92 4,50 5,00 4,27 4,77 5,52 12,82 4878 2,5 13857 <200 1374 2808 *

3,0 HE 700 A 5 S460 81,0 1,458 0,961 13,31 18,72 294 440 17,1 23,2 24,2 43,4 0,61 4,50 5,09 4,24 4,95 5,52 12,82 4701 2,5 13554 <200 1352 2787 64

3,5 HD 400x677 6 S355 56,3 3,461 0,995 13,74 30,94 139 315 13,7 24,0 24,2 32,3 1,69 4,50 5,27 4,14 4,63 5,52 12,82 4649 2,5 14390 <200 1383 2818 *

3,5 HE 700 A 5 S460 77,0 1,476 0,994 13,45 18,48 294 440 16,8 24,0 24,2 41,5 0,57 4,50 5,26 4,14 4,82 5,52 12,82 4528 2,5 14180 <200 1368 2803 61

4,0 HD 400x677 6 S355 55,3 3,476 0,992 13,84 31,06 138 315 13,1 24,0 24,2 31,8 1,50 4,50 5,26 4,12 4,60 5,52 12,82 4679 2,5 14890 <200 1396 2831 *

4,0 HE 650 A 6 S460 74,0 1,604 0,989 13,64 19,53 284 440 16,1 23,9 24,2 44,3 0,55 4,50 5,24 4,10 4,73 5,52 12,82 4586 2,5 14912 <200 1398 2833 59

4,5 HD 400x634 7 S355 54,4 3,814 0,932 14,15 34,63 128 325 12,0 22,5 24,2 30,2 1,27 4,50 4,95 4,17 4,62 5,52 12,82 5019 2,5 15742 <200 1446 2881 *

4,5 HE 600 A 7 S460 74,0 1,706 0,918 13,97 20,67 269 440 15,3 22,2 24,2 46,8 0,47 4,50 4,87 4,14 4,74 5,52 12,82 4973 2,5 15914 <200 1458 2893 63

2,5 HD 400x990 4 S460 62,0 3,346 0,981 13,39 14,20 128 430 13,4 21,8 22,2 25,8 2,03 3,00 4,76 4,42 4,95 5,52 12,82 5085 2,5 13259 <200 1355 2789 *

2,5 HE 800 A 4 S460 87,0 1,300 0,989 13,10 18,12 297 440 17,2 21,9 22,2 37,0 0,58 3,00 4,80 4,43 5,19 5,52 12,82 4923 2,5 12844 <200 1325 2760 69

3,0 HD 400x900 5 S355 60,1 3,705 0,912 13,77 33,58 124 295 12,2 20,2 22,2 26,7 1,77 3,00 4,43 4,48 4,97 5,52 12,82 5525 2,5 14257 <200 1402 2837 *

3,0 HE 700 A 5 S460 84,0 1,473 0,969 13,40 19,15 289 440 16,7 21,5 22,2 43,0 0,54 3,00 4,70 4,38 5,09 5,52 12,82 5089 2,5 13779 <200 1368 2803 66

3,5 HD 400x818 5 S355 59,4 3,438 0,981 13,79 32,49 132 315 12,9 21,8 22,2 28,7 1,52 3,00 4,76 4,33 4,82 5,52 12,82 5136 2,5 14552 <200 1395 2829 *

3,5 HE 700 A 5 S355 81,0 1,478 0,972 13,57 15,37 287 345 16,4 21,6 22,2 40,9 0,49 3,00 4,72 4,32 5,00 5,52 12,82 5048 2,5 14530 <200 1393 2828 62

4,0 HD 400x744 6 S355 56,8 3,759 0,961 14,00 34,59 126 315 12,0 21,3 22,2 28,5 1,38 3,00 4,68 4,32 4,78 5,52 12,82 5273 2,5 15290 <200 1425 2859 *

4,0 HE 650 A 6 S355 79,0 1,613 0,933 13,81 16,45 275 345 15,4 20,7 22,2 43,8 0,44 3,00 4,53 4,33 4,97 5,52 12,82 5302 2,5 15412 <200 1434 2868 60

4,5 HD 400x677 7 S355 55,3 4,026 0,940 14,27 36,17 120 315 11,4 20,9 22,2 28,1 1,20 3,00 4,58 4,30 4,73 5,52 12,82 5428 2,5 16040 <200 1467 2902 *

4,5 HE 600 B 7 S355 72,0 1,795 0,977 13,96 19,15 234 345 14,3 21,6 22,2 40,3 0,51 3,00 4,75 4,21 4,79 5,52 12,82 5107 2,5 15822 <200 1452 2886 77

2,5 HE 800x444 5 S355 91,2 2,227 0,472 12,33 32,94 126 335 8,5 9,8 20,7 17,8 0,43 3,00 2,14 5,82 6,43 5,52 12,82 9323 2,5 13974 207 1405 2595 *

2,5 HE 1000x249 4 S355 108,0 1,450 0,665 12,36 19,72 218 345 10,7 10,3 20,7 24,4 0,24 3,00 2,26 5,60 6,36 5,52 12,82 8726 2,5 14229 203 1424 2613 84

3,0 HE 700x418 6 S355 84,4 2,485 0,509 12,54 33,62 126 335 8,7 10,5 20,7 20,5 0,44 3,00 2,31 5,52 6,08 5,52 12,82 8670 2,5 14770 206 1439 2628 *

3,0 HE 900 A 5 S355 101,0 1,700 0,591 12,64 23,13 189 345 9,6 9,9 20,7 24,1 0,25 3,00 2,18 5,59 6,26 5,52 12,82 9133 2,5 15204 207 1470 2659 87

3,5 HD 400x1299 5 S355 72,0 5,150 0,452 13,42 52,50 78 295 7,3 9,4 20,7 16,6 0,69 3,00 2,05 5,55 5,97 5,52 12,82 9926 2,5 17218 216 1584 2774 *

3,5 HE 900 A 5 S355 99,0 1,745 0,581 12,90 23,23 187 345 9,2 9,6 20,7 23,2 0,21 3,00 2,10 5,58 6,22 5,52 12,82 9407 2,5 16251 210 1515 2705 85

4,0 HD 400x1299 6 S355 67,0 6,096 0,416 13,84 61,56 69 295 6,0 8,6 20,7 14,9 0,63 3,00 1,89 5,65 6,02 5,52 12,82 10889 2,5 18492 223 1653 2842 *

4,0 HE 900 A 6 S355 96,0 2,010 0,516 13,20 27,16 166 345 7,9 8,8 20,7 21,2 0,20 3,00 1,92 5,71 6,29 5,52 12,82 10356 2,5 17343 216 1571 2761 88

4,5 HD 400x1086 7 S355 66,9 6,061 0,425 14,04 59,77 71 295 6,3 8,8 20,7 16,0 0,54 3,00 1,93 5,52 5,88 5,52 12,82 10681 2,5 19195 223 1692 2881 *

4,5 HE 800 A 7 S355 94,0 2,157 0,527 13,51 26,97 169 345 8,1 8,9 20,7 25,0 0,18 3,00 1,94 5,55 6,10 5,52 12,82 10291 2,5 18369 218 1633 2823 82

3,5 HE 800x373 7 S355 90,6 2,769 0,494 15,31 39,14 152 335 7,9 8,0 17,3 26,4 0,35 1,50 1,75 5,28 5,80 5,52 12,82 11485 2,5 20992 260 2136 3326 102

3,5 HE 1000x249 5 S355 108,0 1,887 0,684 15,47 25,01 230 345 9,4 7,8 17,3 30,3 0,20 1,50 1,71 5,26 5,88 5,52 12,82 11537 2,5 21609 252 2180 3370 78

4,0 HD 400x1299 6 S355 67,0 6,175 0,525 16,15 61,56 93 295 7,0 8,7 17,3 23,8 0,79 1,50 1,91 4,92 5,29 5,52 12,82 10889 2,5 23053 277 2258 3448 *

4,0 HE 900 A 6 S355 101,0 2,122 0,640 15,68 28,12 210 345 8,8 7,9 17,3 30,9 0,21 1,50 1,73 5,19 5,75 5,52 12,82 11513 2,5 22403 269 2212 3402 79

4,5 HD 400x1086 7 S355 63,9 6,098 0,543 16,16 59,03 96 295 7,2 9,4 17,3 25,7 0,75 1,50 2,06 4,75 5,12 5,52 12,82 10159 2,5 23404 250 2251 3441 *

4,5 HE 900 A 7 S355 96,0 2,362 0,575 15,87 31,56 187 345 7,9 7,7 17,3 27,9 0,21 1,50 1,69 5,21 5,73 5,52 12,82 11889 2,5 23258 285 2241 3430 79

5,0 HD 400x1086 7 S355 63,9 6,120 0,536 16,30 59,42 95 295 7,0 9,3 17,3 25,2 0,65 1,50 2,04 4,76 5,12 5,52 12,82 10349 2,5 24044 261 2273 3463 *

5,0 HE 800 A 7 S355 94,0 2,273 0,657 16,04 27,34 216 345 9,0 8,4 17,3 35,5 0,19 1,50 1,84 4,94 5,46 5,52 12,82 10842 2,5 24052 254 2274 3463 71

5,5 HD 400x900 9 S355 60,1 6,570 0,565 16,55 60,55 91 295 6,9 9,7 17,3 26,0 0,61 1,50 2,15 4,63 4,97 5,52 12,82 9991 2,5 24918 255 2313 3503 *

5,5 HE 800 A 8 S355 89,0 2,486 0,596 16,22 29,88 194 345 8,4 8,5 17,3 31,5 0,20 1,50 1,88 4,87 5,36 5,52 12,82 10774 2,5 24767 262 2302 3492 74

3,5 HE 800x444 7 S355 92,2 3,115 0,468 17,14 46,33 140 335 8,3 6,9 14,8 22,5 0,33 1,50 1,52 5,61 6,10 5,52 12,82 13265 2,5 21453 300 2169 3447 *

3,5 HE 1000 A 5 S355 114,0 1,979 0,642 16,75 28,57 212 345 9,5 6,5 14,8 26,6 0,17 1,50 1,43 5,67 6,27 5,52 12,82 13762 2,5 22189 302 2221 3411 89

4,0 HE 800x373 8 S355 90,6 3,123 0,487 17,75 44,73 149 335 8,5 7,0 14,8 23,9 0,29 1,50 1,54 5,52 5,99 5,52 12,82 13126 2,5 22355 300 2209 3546 109

4,0 HE 1000x249 6 S355 108,0 2,179 0,667 17,61 29,83 223 345 9,4 6,7 14,8 27,6 0,17 1,50 1,47 5,53 6,10 5,52 12,82 13510 2,5 23114 301 2262 3542 80

4,5 HD 400x1299 7 S355 68,0 7,148 0,504 20,23 71,89 94 295 8,3 7,5 14,8 21,1 0,61 1,50 1,64 5,18 5,52 5,52 12,82 12799 2,5 24878 300 2356 3940 *

4,5 HE 900 A 7 S355 101,0 2,399 0,626 18,25 32,66 203 345 9,5 6,9 14,8 27,5 0,18 1,50 1,52 5,43 5,95 5,52 12,82 13203 2,5 23820 300 2281 3637 83

5,0 HD 400x1299 7 S355 67,0 7,165 0,506 20,40 72,10 93 295 7,9 7,5 14,8 20,8 0,54 1,50 1,65 5,16 5,50 5,52 12,82 12847 2,5 25426 300 2371 3970 *

5,0 HE 900 A 7 S355 99,0 2,445 0,633 18,71 32,61 206 345 9,3 6,9 14,8 27,1 0,16 1,50 1,51 5,39 5,89 5,52 12,82 13297 2,5 24793 301 2326 3717 81

5,5 HD 400x1086 9 S355 63,9 7,745 0,512 20,97 75,65 88 295 7,7 7,6 14,8 20,7 0,49 1,50 1,67 5,11 5,42 5,52 12,82 12940 2,5 26542 301 2429 4067 *

5,5 HE 900 A 8 S355 96,0 2,699 0,564 18,91 36,33 182 345 8,4 6,6 14,8 24,0 0,15 1,50 1,45 5,44 5,91 5,52 12,82 14001 2,5 25862 302 2380 3761 85

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 14,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

71,8 5 HE 600x399 S355 1,85 61,8 5 HD 400x744 S355 3,182 59,4 6 HD 400x634 S355 3,3029 57,4 6 HD 400x634 S355 3,3135 54,5 7 HD 400x592 S355 3,6142
75 5 HE 650x343 S355 1,7858 70,2 6 HE 600x337 S355 1,9428 59,8 5 HD 400x744 S355 3,1893 59,6 7 HD 400x509 S355 3,2215 57,5 7 HD 400x551 S355 3,4412

76,6 4 HE 650x407 S355 1,6872 71,2 5 HE 600x337 S355 1,6931 61,5 6 HD 400x592 S355 3,1432 61,5 6 HD 400x592 S355 3,1692 59,6 7 HD 400x509 S355 3,2569
76,8 4 HE 600x399 S355 1,5773 73,8 5 HE 650 M S355 1,6556 63,3 5 HD 400x677 S355 2,982 64,2 8 HE 550 M S355 2,1932 62,4 9 HE 500 M S355 2,3945
78 4 HE 650x343 S355 1,5212 75 6 HE 650 B S355 1,6355 69 6 HE 600 M S355 1,7791 67 8 HE 600 B S355 1,8913 64,2 8 HE 550 M S355 2,2345

78,6 4 HE 700 M S355 1,4358 76 6 HE 700 A S460 1,6298 70,2 5 HE 600x337 S355 1,718 69 6 HE 600 M S355 1,8142 64,4 8 HE 500 M S355 2,1961
77 5 HE 700 B S460 1,551 72 7 HE 600 B S355 1,7083 69,2 6 HE 550 M S355 1,7894 65,2 7 HE 550 M S355 2,0233
80 5 HE 650 B S460 1,4855 73 6 HE 650 B S355 1,6587 70 7 HE 600 B S355 1,7335 67 8 HE 600 B S355 1,9357

74 5 HE 600 M S355 1,5852 72 6 HE 650 B S355 1,6913 69 8 HE 600 A S355 1,8013
75 6 HE 600 B S460 1,5747 74 7 HE 600 A S460 1,6555 70 7 HE 600 B S355 1,7803
77 5 HE 650 B S460 1,5074

65 4 HD 400x990 S355 3,2753 61,4 5 HD 400x818 S355 3,4321 62,4 6 HD 400x634 S355 3,3202 60,3 6 HD 400x677 S355 3,5086 55,4 7 HD 400x634 S355 3,821
72,8 5 HE 600x399 S355 1,8541 70,2 6 HE 600x337 S355 1,9428 69 7 HE 600 M S355 2,0018 60,5 7 HD 400x551 S355 3,4278 58,5 7 HD 400x592 S355 3,6439
75 5 HE 650x343 S355 1,7858 71,8 5 HE 600x399 S355 1,885 70,2 6 HE 600x337 S355 1,9724 62,4 6 HD 400x634 S355 3,3466 60,5 7 HD 400x551 S355 3,4635

76,6 4 HE 650x407 S355 1,6872 74 6 HE 600 M S355 1,7747 71,8 5 HE 600x399 S355 1,9155 67,2 8 HE 550 M S355 2,2131 64,2 9 HE 550 M S355 2,4528
79,8 4 HE 700x352 S355 1,5744 75,2 5 HE 600x337 S355 1,7129 72 6 HE 600 M S355 1,7964 69 7 HE 600 M S355 2,037 64,4 9 HE 500 M S355 2,4093
83 4 HE 650x343 S355 1,5419 76,8 5 HE 650 M S355 1,6705 73,2 5 HE 600x337 S355 1,7354 69,2 7 HE 550 M S355 2,0079 65,2 8 HE 550 M S355 2,2419

83,6 4 HE 700 M S355 1,4565 79 6 HE 700 A S355 1,6191 74,8 5 HE 650 M S355 1,6948 71 8 HE 650 A S355 1,9135 67 9 HE 600 B S355 2,113
87 4 HE 800 B S355 1,3681 80 5 HE 700 B S355 1,5407 77 5 HE 700 B S355 1,5625 72 6 HE 600 M S355 1,834 69 7 HE 600 M S355 2,082

80 5 HE 650 B S355 1,5012 72,2 6 HE 550 M S355 1,8093 69,2 7 HE 550 M S355 2,0531
81 5 HE 700 A S460 1,4988 74 7 HE 650 A S355 1,7567 70 8 HE 600 B S355 1,958

75 6 HE 650 B S355 1,7111 72 7 HE 600 B S460 1,8261
76 6 HE 700 A S355 1,6822
79 6 HE 650 A S460 1,6369

92,6 5 HE 800x373 S355 1,9919 89,4 6 HE 800 M S355 2,1037 81,4 7 HE 700x418 S355 2,8425 70 6 HD 400x1202 S355 5,7208 70 6 HD 400x1202 S355 5,759
94,2 4 HE 800x444 S355 1,8865 90,6 5 HE 800x373 S355 2,0349 84,4 6 HE 700x418 S355 2,5261 76,6 8 HE 650x407 S355 3,0842 76,6 9 HE 650x407 S355 3,4551
97 5 HE 900 B S355 1,7302 96 6 HE 900 A S355 1,8996 88,4 6 HE 800 M S355 2,1439 79,8 8 HE 700x352 S355 2,8516 77,6 8 HE 650x407 S355 3,142
99 4 HE 900 M S355 1,6041 96,4 5 HE 800 M S355 1,8733 89,6 5 HE 800x373 S355 2,0758 81,6 7 HE 650x407 S355 2,7965 79,8 8 HE 700x352 S355 2,9053

105 4 HE 900 B S355 1,5165 97 5 HE 900 B S355 1,7877 95 6 HE 800 B S355 1,9646 83 8 HE 650x343 S355 2,7812 81,6 9 HE 700 M S355 2,9049
106 4 HE 1000 A S355 1,4879 101 5 HE 900 A S460 1,7259 96 6 HE 900 A S355 1,9519 84,4 6 HE 700x418 S355 2,5728 83 8 HE 650x343 S355 2,8375
108 4 HE 1000x249 S460 1,4708 96,4 5 HE 800 M S355 1,9253 87 8 HE 800 B S355 2,4249 84,8 7 HE 700x352 S355 2,6539

97 5 HE 900 B S355 1,8406 88,4 6 HE 800 M S355 2,1951 87 8 HE 800 B S355 2,4856
99 5 HE 900 A S460 1,7709 94 7 HE 800 A S355 2,0907 90 7 HE 800 B S355 2,2797

95 6 HE 800 B S355 2,0218 94 7 HE 800 A S460 2,1901

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 6 HE 800x444 S355 2,7573 70 6 HD 400x1202 S355 5,7993 68 6 HD 400x1202 S355 5,8034 70 7 HD 400x990 S355 5,714 62 8 HD 400x990 S355 6,4031
96,4 7 HE 800 M S355 2,5357 82,4 8 HE 700x418 S355 3,3057 70 7 HD 400x990 S355 5,6855 76,6 9 HE 650x407 S355 3,5538 65,1 8 HD 400x900 S355 5,9414
97 7 HE 900 B S355 2,4146 87,8 8 HE 700x352 S355 2,9831 71,9 6 HD 400x1086 S355 5,3542 78 10 HE 650x343 S355 3,4543 71,8 11 HE 600x399 S355 3,8832
98 6 HE 900 M S355 2,3425 88,4 8 HE 800 M S355 2,8034 79,6 9 HE 650x407 S355 3,5367 79,8 9 HE 700x352 S355 3,2954 74,8 10 HE 600x399 S355 3,6175

99,2 5 HE 900x391 S355 2,2773 92,6 6 HE 800x373 S355 2,5294 81,4 8 HE 700x418 S355 3,3342 81,6 10 HE 700 M S355 3,2631 76 10 HE 650x343 S355 3,4742
99,7 5 HL 920x344 S355 2,1521 96 7 HE 900 A S355 2,3133 82,8 9 HE 700x352 S355 3,2751 82,4 7 HE 700x418 S355 3,0519 76,8 9 HE 600x399 S355 3,3427
103 5 HE 900 M S355 2,0962 97 6 HE 900 B S355 2,2245 84,4 7 HE 700x418 S355 3,0225 82,8 8 HE 700x352 S355 3,0318 78,2 10 HE 600x337 S355 3,2698
104 6 HE 900 A S355 2,0788 101 6 HE 900 A S460 2,1533 86,6 9 HE 700 M S355 3,0015 83,6 9 HE 700 M S355 3,0254 80 9 HE 650x343 S355 3,2338
106 5 HE 1000 A S355 1,9327 87 9 HE 800 B S355 2,7727 84,6 7 HE 650x407 S355 2,9786 80,8 8 HE 700x352 S355 3,0559
108 5 HE 1000x249 S460 1,9128 89,4 7 HE 800 M S355 2,5878 86 10 HE 800 A S355 2,8234 81,6 9 HE 700 M S355 3,0505

90 8 HE 800 B S355 2,5672 86,6 8 HE 700 M S355 2,7959 83 8 HE 650x343 S355 2,9843
94 8 HE 800 A S355 2,4226 87,8 7 HE 700x352 S355 2,785 85 10 HE 700 B S355 2,9384
95 7 HE 800 B S355 2,3763 88 8 HE 800 B S355 2,6026 86 9 HE 800 A S355 2,6641

91 8 HE 800 A S355 2,4534 87 8 HE 800 B S355 2,6412
92 7 HE 800 B S355 2,4079 89 8 HE 800 A S460 2,5232
94 7 HE 800 A S460 2,3055

98 7 HE 900 M S355 2,6178 96,2 6 HE 800x444 S355 2,8406 75 6 HD 400x1299 S355 6,2502 73 7 HD 400x1202 S355 6,7534 65 8 HD 400x1202 S355 7,5906
99,2 6 HE 900x391 S355 2,5939 97 8 HE 900 B S355 2,7179 84,4 9 HE 700x418 S355 3,6901 81,4 10 HE 700x418 S355 4,0448 68,9 8 HD 400x1086 S355 6,988
99,7 6 HL 920x344 S355 2,4418 98 7 HE 900 M S355 2,6749 89,4 9 HE 800 M S355 3,1176 82,4 9 HE 700x418 S355 3,7194 77,6 11 HE 650x407 S355 4,2405

101,3 5 HL 920x420 S355 2,4165 99,2 6 HE 900x391 S355 2,6515 92,6 7 HE 800x373 S355 2,8778 84,8 10 HE 700x352 S355 3,625 79,8 11 HE 700x352 S355 3,9116
101,6 5 HL 920x390 S355 2,3171 99,7 6 HL 920x344 S355 2,5007 95 9 HE 800 B S355 2,8322 86,4 8 HE 700x418 S355 3,4186 81,4 9 HE 700x418 S355 3,7514
105,1 5 HL 920x368 S355 2,2633 100 7 HE 900 B S355 2,491 96 9 HE 900 A S355 2,8114 87 11 HE 800 B S355 3,278 82,8 10 HE 700x352 S355 3,6505
106 5 HL 1000 A S355 2,1121 101 6 HE 900 M S355 2,4194 97 7 HE 900 B S355 2,5206 88,4 9 HE 800 M S355 3,1604 86,4 8 HE 700x418 S355 3,4632
110 5 HE 1000 B S355 2,0694 104 7 HE 900 A S355 2,3662 101 7 HE 900 A S460 2,4363 90 10 HE 800 B S355 3,075 87 12 HE 800 A S355 3,2897
114 5 HE 1000 A S460 2,0074 105 6 HE 900 B S355 2,2774 90,6 7 HE 800x373 S355 2,9147 88 10 HE 800 B S355 3,106

106 6 HE 1000 A S355 2,2352 94 10 HE 800 A S355 2,8896 89 11 HE 800 A S355 3,1027
108 6 HE 1000x249 S460 2,2104 95 9 HE 800 B S355 2,8885 89,4 8 HE 800 M S355 2,952

96 8 HE 900 A S355 2,6441 92 9 HE 800 B S355 2,9145
97 7 HE 900 B S355 2,5785 94 9 HE 800 A S355 2,7368
99 7 HE 900 A S460 2,4814 95 8 HE 800 B S355 2,7139

Span length = 14,50 mOther possible solutions

E

A

B

C

D
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2,5 HD 400x990 4 S460 62,0 3,342 0,989 13,78 14,31 132 430 13,8 23,1 24,6 27,6 2,07 4,50 4,96 4,27 4,79 5,42 12,66 5085 2,5 13259 <200 1378 2826 *

2,5 HE 800 A 4 S460 86,0 1,293 0,983 13,46 18,00 308 440 17,7 23,8 24,6 39,8 0,62 4,50 5,12 4,24 4,99 5,42 12,66 4810 2,5 12781 <200 1343 2792 67

3,0 HD 400x818 5 S460 58,4 3,499 0,986 14,00 14,60 140 430 13,7 24,2 24,6 31,8 1,97 4,50 5,22 4,13 4,62 5,42 12,66 4878 2,5 13857 <200 1398 2846 *

3,0 HE 700 A 5 S460 84,0 1,471 0,953 13,79 19,15 297 440 17,2 22,8 24,6 46,0 0,56 4,50 4,91 4,23 4,93 5,42 12,66 5089 2,5 13779 <200 1392 2840 64

3,5 HD 400x677 6 S355 58,3 3,468 0,992 14,19 31,26 141 315 14,1 24,4 24,6 34,3 1,56 4,50 5,25 4,07 4,55 5,42 12,66 4855 2,5 14565 <200 1420 2868 *

3,5 HE 700 A 5 S460 79,0 1,484 0,983 13,91 18,76 300 440 17,1 24,2 24,6 44,0 0,54 4,50 5,20 4,09 4,75 5,42 12,66 4780 2,5 14355 <200 1404 2853 60

4,0 HD 400x744 6 S460 56,8 3,847 0,919 14,41 16,26 130 430 12,3 22,6 24,6 30,5 1,41 4,50 4,87 4,18 4,63 5,42 12,66 5273 2,5 15290 <200 1449 2898 *

4,0 HE 600 B 6 S460 75,0 1,613 0,974 14,11 20,97 270 440 16,4 23,9 24,6 47,9 0,54 4,50 5,16 4,05 4,67 5,42 12,66 4864 2,5 15081 <200 1434 2882 71

4,5 HD 400x634 7 S355 54,4 3,808 0,971 14,57 34,63 132 325 12,4 23,9 24,6 32,2 1,31 4,50 5,15 4,03 4,47 5,42 12,66 5019 2,5 15742 <200 1471 2919 *

4,5 HE 600 A 7 S460 74,0 1,703 0,958 14,39 20,67 277 440 15,7 23,5 24,6 50,1 0,48 4,50 5,07 4,00 4,59 5,42 12,66 4973 2,5 15914 <200 1483 2932 60

2,5 HE 600x399 5 S355 74,8 1,860 0,991 13,55 23,42 190 335 15,3 22,3 22,5 33,2 1,00 3,00 4,79 4,39 5,02 5,42 12,66 5215 2,5 12796 <200 1344 2793 *

2,5 HE 800 A 4 S460 89,0 1,306 0,990 13,54 18,36 303 440 17,5 22,2 22,5 39,4 0,56 3,00 4,78 4,36 5,11 5,42 12,66 5157 2,5 12969 <200 1357 2805 69

3,0 HD 400x900 5 S460 60,1 3,794 0,955 14,17 15,88 128 430 12,5 21,5 22,5 28,5 1,82 3,00 4,62 4,33 4,81 5,42 12,66 5525 2,5 14257 <200 1426 2875 *

3,0 HE 800 A 5 S355 86,0 1,529 0,876 13,89 17,99 260 345 14,4 19,7 22,5 35,0 0,51 3,00 4,24 4,53 5,20 5,42 12,66 5909 2,5 13993 <200 1407 2856 68

3,5 HD 400x900 5 S355 60,1 3,717 0,928 14,34 33,95 125 295 12,0 20,8 22,5 27,4 1,50 3,00 4,49 4,36 4,83 5,42 12,66 5702 2,5 14873 <200 1442 2890 *

3,5 HE 700 A 5 S460 84,0 1,513 0,938 14,07 19,52 290 440 16,4 21,1 22,5 43,3 0,44 3,00 4,54 4,31 4,98 5,42 12,66 5482 2,5 14793 <200 1436 2884 63

4,0 HD 400x744 6 S355 57,8 3,761 0,985 14,44 34,77 129 315 12,4 22,1 22,5 30,4 1,35 3,00 4,77 4,21 4,66 5,42 12,66 5385 2,5 15390 <200 1457 2905 *

4,0 HE 650 A 6 S355 79,0 1,610 0,978 14,22 16,45 283 345 15,8 21,9 22,5 46,9 0,45 3,00 4,73 4,19 4,81 5,42 12,66 5302 2,5 15412 <200 1458 2906 58

4,5 HD 400x677 7 S355 55,3 4,020 0,985 14,68 36,17 124 315 11,7 22,1 22,5 30,0 1,23 3,00 4,77 4,15 4,58 5,42 12,66 5428 2,5 16040 <200 1492 2941 *

4,5 HE 650 A 7 S355 74,0 1,804 0,992 14,41 18,26 256 345 14,4 22,3 22,5 42,4 0,47 3,00 4,80 4,11 4,69 5,42 12,66 5264 2,5 15965 <200 1487 2935 59

2,5 HE 800x444 5 S355 91,2 2,223 0,492 12,71 32,94 130 335 8,7 10,4 21,1 19,1 0,43 3,00 2,23 5,62 6,22 5,42 12,66 9323 2,5 13974 207 1430 2631 *

2,5 HE 1000x249 4 S355 110,0 1,456 0,679 12,78 20,00 223 345 10,9 10,5 21,1 26,1 0,24 3,00 2,26 5,50 6,24 5,42 12,66 9080 2,5 14354 205 1457 2658 84

3,0 HE 700x418 6 S355 89,4 2,506 0,494 13,05 34,56 127 335 8,9 10,2 21,1 21,7 0,37 3,00 2,19 5,53 6,09 5,42 12,66 9538 2,5 15145 210 1491 2692 *

3,0 HE 900 A 5 S355 104,0 1,712 0,600 13,10 23,61 193 345 9,7 9,9 21,1 25,7 0,23 3,00 2,14 5,54 6,19 5,42 12,66 9722 2,5 15429 210 1511 2712 87

3,5 HD 400x1299 5 S355 75,0 5,162 0,446 13,90 53,18 79 295 7,6 9,4 21,1 17,6 0,63 3,00 2,02 5,47 5,89 5,42 12,66 10474 2,5 17480 220 1630 2831 *

3,5 HE 900 A 5 S355 101,0 1,753 0,593 13,35 23,57 192 345 9,4 9,8 21,1 24,8 0,20 3,00 2,10 5,48 6,11 5,42 12,66 9822 2,5 16426 212 1554 2755 83

4,0 HD 400x1299 6 S355 67,0 6,090 0,433 14,26 61,56 71 295 6,2 9,1 21,1 15,9 0,65 3,00 1,97 5,46 5,82 5,42 12,66 10889 2,5 18492 224 1681 2882 *

4,0 HE 900 A 6 S355 96,0 2,007 0,532 13,60 27,16 171 345 8,1 9,3 21,1 22,7 0,20 3,00 2,01 5,52 6,08 5,42 12,66 10356 2,5 17343 216 1598 2799 85

4,5 HD 400x1299 6 S355 67,0 6,125 0,427 14,47 62,03 71 295 6,0 9,0 21,1 15,8 0,56 3,00 1,94 5,45 5,80 5,42 12,66 11123 2,5 19167 226 1719 2920 *

4,5 HE 800 B 7 S355 92,0 2,291 0,481 13,91 30,46 153 345 7,8 9,1 21,1 23,3 0,19 3,00 1,97 5,46 5,98 5,42 12,66 10610 2,5 18295 219 1656 2857 95

3,5 HE 800x373 7 S355 89,6 2,759 0,511 15,76 38,93 157 335 8,2 8,6 17,6 28,3 0,37 1,50 1,85 5,07 5,57 5,42 12,66 11286 2,5 20905 252 2167 3368 98

3,5 HE 1000x249 5 S355 108,0 1,884 0,706 15,95 25,01 237 345 9,6 8,3 17,6 32,4 0,21 1,50 1,78 5,08 5,69 5,42 12,66 11537 2,5 21609 256 2218 3418 76

4,0 HD 400x1299 6 S355 67,0 6,169 0,541 16,65 61,56 96 295 7,2 9,2 17,6 25,3 0,81 1,50 1,99 4,76 5,12 5,42 12,66 10889 2,5 23053 277 2297 3498 *

4,0 HE 900 A 6 S355 101,0 2,118 0,660 16,16 28,12 217 345 9,1 8,4 17,6 33,0 0,22 1,50 1,80 5,01 5,57 5,42 12,66 11513 2,5 22403 270 2250 3451 77

4,5 HD 400x1086 7 S355 63,9 6,091 0,566 16,66 59,03 99 295 7,4 9,9 17,6 27,4 0,78 1,50 2,14 4,59 4,95 5,42 12,66 10159 2,5 23404 253 2290 3491 *

4,5 HE 900 A 7 S355 96,0 2,358 0,592 16,36 31,56 193 345 8,2 8,2 17,6 29,8 0,21 1,50 1,76 5,04 5,55 5,42 12,66 11889 2,5 23258 284 2279 3480 77

5,0 HD 400x1086 7 S355 63,9 6,114 0,558 16,80 59,42 97 295 7,2 9,8 17,6 26,8 0,67 1,50 2,12 4,60 4,95 5,42 12,66 10349 2,5 24044 258 2312 3513 *

5,0 HE 800 A 7 S355 94,0 2,269 0,677 16,54 27,34 223 345 9,2 8,9 17,6 38,0 0,20 1,50 1,92 4,77 5,29 5,42 12,66 10842 2,5 24052 257 2313 3514 69

5,5 HD 400x900 8 S355 60,1 5,889 0,645 19,13 54,22 113 295 9,4 11,3 17,6 29,9 0,67 1,50 2,45 4,32 4,68 5,42 12,66 9070 2,5 24186 250 2300 3713 *

5,5 HE 800 A 8 S355 89,0 2,481 0,615 16,72 29,88 200 345 8,6 9,1 17,6 33,7 0,20 1,50 1,96 4,71 5,19 5,42 12,66 10774 2,5 24767 263 2342 3543 71

3,5 HE 800x444 7 S355 94,2 3,122 0,491 18,14 46,78 146 335 8,8 7,1 15,1 23,9 0,32 1,50 1,53 5,50 5,98 5,42 12,66 13709 2,5 21628 301 2219 3566 122

3,5 HE 1000 A 5 S355 114,0 1,976 0,686 17,98 28,57 225 345 10,4 6,9 15,1 28,5 0,17 1,50 1,50 5,48 6,07 5,42 12,66 13762 2,5 22189 301 2260 3556 87

4,0 HE 800x444 7 S355 91,2 3,155 0,481 18,69 46,69 145 335 8,7 7,2 15,1 23,1 0,30 1,50 1,55 5,42 5,88 5,42 12,66 13595 2,5 22435 301 2252 3652 *

4,0 HE 1000x249 6 S355 108,0 2,176 0,711 18,84 29,83 237 345 10,2 7,1 15,1 29,5 0,17 1,50 1,54 5,35 5,90 5,42 12,66 13510 2,5 23113 300 2301 3689 78

4,5 HD 400x1299 7 S355 70,0 7,156 0,508 21,31 72,43 98 295 8,9 7,6 15,1 22,4 0,59 1,50 1,65 5,07 5,41 5,42 12,66 13193 2,5 25103 300 2413 4066 *

4,5 HE 900 A 7 S355 104,0 2,418 0,640 19,09 33,36 208 345 9,7 6,9 15,1 29,1 0,17 1,50 1,48 5,38 5,89 5,42 12,66 14072 2,5 24158 302 2344 3736 83

5,0 HD 400x1299 7 S355 68,0 7,166 0,518 21,58 72,38 97 295 8,5 7,8 15,1 22,0 0,54 1,50 1,69 5,02 5,35 5,42 12,66 13047 2,5 25551 300 2421 4105 *

5,0 HE 900 A 7 S355 99,0 2,440 0,673 19,96 32,61 218 345 10,0 7,3 15,1 29,0 0,16 1,50 1,57 5,21 5,70 5,42 12,66 13297 2,5 24793 300 2366 3862 78

5,5 HD 400x1086 9 S355 63,9 7,737 0,532 22,22 75,65 93 295 8,2 8,0 15,1 22,1 0,50 1,50 1,74 4,94 5,24 5,42 12,66 12940 2,5 26541 300 2470 4211 *

5,5 HE 900 A 8 S355 96,0 2,694 0,599 20,16 36,33 193 345 9,1 7,0 15,1 25,7 0,16 1,50 1,51 5,26 5,72 5,42 12,66 14001 2,5 25862 302 2421 3908 82

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 14,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

71,8 5 HE 600x399 S355 1,8473 61,8 5 HD 400x744 S355 3,1781 61,8 5 HD 400x744 S355 3,197 58,3 6 HD 400x677 S355 3,4909 56,5 7 HD 400x592 S355 3,6241
75 5 HE 650x343 S355 1,7832 70,2 6 HE 600x337 S355 1,9398 63,3 5 HD 400x677 S355 2,9782 59,4 6 HD 400x634 S355 3,3224 59,6 7 HD 400x509 S355 3,2522

76,6 4 HE 650x407 S355 1,685 71,8 5 HE 600x399 S355 1,8823 69 7 HE 600 M S355 1,9986 61,5 6 HD 400x592 S355 3,1649 64,2 8 HE 550 M S355 2,2308
76,8 4 HE 600x399 S355 1,5751 73,2 5 HE 600x337 S355 1,7005 69,2 7 HE 550 M S355 1,9693 64,2 8 HE 550 M S355 2,1896 67 8 HE 600 B S355 1,9322
79,8 4 HE 700x352 S355 1,5719 74,8 5 HE 650 M S355 1,6581 71,2 5 HE 600x337 S355 1,7212 67,2 7 HE 550 M S355 1,9914 70 7 HE 600 B S355 1,7772
80 4 HE 650x343 S355 1,5273 77 5 HE 600 M S355 1,5642 73,8 5 HE 650 M S355 1,6865 69 6 HE 600 M S355 1,8113

81,6 4 HE 700 M S355 1,4458 78 5 HE 700 B S460 1,5531 75 6 HE 650 B S355 1,6676 72 6 HE 650 B S355 1,6885
76 6 HE 700 A S460 1,6625
77 5 HE 700 B S460 1,5848

78 5 HE 650x343 S355 1,7956 63,1 5 HD 400x900 S355 3,7154 61,4 5 HD 400x818 S355 3,4459 62,4 6 HD 400x634 S355 3,3422 57,4 7 HD 400x634 S355 3,8308
78,6 5 HE 700 M S355 1,6873 63,9 4 HD 400x1086 S355 3,5509 70 7 HE 600 M S355 2,0044 69 7 HE 600 M S355 2,0337 61,5 7 HD 400x592 S355 3,6612
80,8 4 HE 700x352 S355 1,576 66,4 5 HD 400x818 S355 3,4528 70,2 6 HE 600x337 S355 1,9694 70,2 6 HE 600x337 S355 2,005 64,2 9 HE 550 M S355 2,4486
83 4 HE 650x343 S355 1,5397 71,8 6 HE 600x399 S355 2,1751 71,8 5 HE 600x399 S355 1,9128 72 6 HE 600 M S355 1,8311 67,2 8 HE 550 M S355 2,2531
85 5 HE 700 B S355 1,515 72,8 5 HE 600x399 S355 1,8873 74 6 HE 600 M S355 1,8051 75 7 HE 600 B S355 1,7635 68 9 HE 600 B S355 2,1166
86 5 HE 800 A S355 1,48 75 5 HE 650x343 S355 1,8215 75,2 5 HE 600x337 S355 1,7444 77 6 HE 700 A S355 1,6856 69 7 HE 600 M S355 2,0787

86,6 4 HE 700 M S355 1,4664 77 6 HE 700 B S355 1,7366 76,8 5 HE 650 M S355 1,7038 79 6 HE 650 A S460 1,6342 69,2 7 HE 550 M S355 2,0498
87 4 HE 800 B S355 1,3657 78,2 5 HE 600x337 S355 1,7253 79 6 HE 700 A S355 1,6543 72 7 HE 650 B S355 1,9344

78,8 5 HE 650 M S355 1,678 80 5 HE 700 B S355 1,577 74 7 HE 650 A S460 1,8317
80 6 HE 650 B S355 1,6575
81 6 HE 700 A S355 1,6258
82 5 HE 700 B S355 1,5478

94,6 5 HE 800x373 S355 1,997 89,6 6 HE 800x373 S355 2,3299 81,4 7 HE 700x418 S355 2,838 73 6 HD 400x1202 S355 5,7348 71,9 7 HD 400x1086 S355 6,0913
96,2 4 HE 800x444 S355 1,892 91,2 5 HE 800x444 S355 2,2744 84,6 7 HE 650x407 S355 2,7657 79,6 8 HE 650x407 S355 3,0997 73 6 HD 400x1202 S355 5,7755
98 5 HE 900 B S355 1,7314 91,4 6 HE 800 M S355 2,11 86,4 6 HE 700x418 S355 2,5337 81,4 7 HE 700x418 S355 2,8822 76,6 9 HE 650x407 S355 3,4502

99,7 4 HL 920x344 S355 1,6643 92,6 5 HE 800x373 S355 2,0416 88,4 7 HE 800 M S355 2,4046 82,8 8 HE 700x352 S355 2,8666 79,6 8 HE 650x407 S355 3,1525
101 4 HE 900 M S355 1,6098 96 6 HE 900 A S355 1,8962 89,6 6 HE 800x373 S355 2,3756 84,6 7 HE 650x407 S355 2,8125 81,4 7 HE 700x418 S355 2,9363
105 4 HE 900 B S355 1,514 97 5 HE 900 B S355 1,7847 91,2 5 HE 800x444 S355 2,3209 86,4 6 HE 700x418 S355 2,5821 82,8 8 HE 700x352 S355 2,9227
106 4 HE 1000 A S355 1,4855 104 5 HE 900 A S460 1,7378 91,4 6 HE 800 M S355 2,1576 87 8 HE 800 B S355 2,4204 83,6 9 HE 700 M S355 2,9146
110 4 HE 1000x249 S460 1,4766 92,6 5 HE 800x373 S355 2,0899 91,4 6 HE 800 M S355 2,2112 84,6 7 HE 650x407 S355 2,8693

96 6 HE 900 A S355 1,9484 96 6 HE 900 A S460 2,0382 87 9 HE 800 B S355 2,7083
96,4 5 HE 800 M S355 1,9222 87,8 7 HE 700x352 S355 2,6719
97 5 HE 900 B S355 1,8376 88 8 HE 800 B S355 2,4885

101 5 HE 900 A S460 1,7795 92 7 HE 800 B S460 2,3289

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 6 HE 800x444 S355 2,7532 70 6 HD 400x1202 S355 5,7935 68 6 HD 400x1202 S355 5,7976 67 7 HD 400x990 S355 5,683 71,8 11 HE 600x399 S355 3,8775
96,2 5 HE 800x444 S355 2,4304 81,4 8 HE 700x418 S355 3,2939 70 7 HD 400x990 S355 5,6793 76,6 9 HE 650x407 S355 3,5489 74,8 10 HE 600x399 S355 3,6122
97 7 HE 900 B S355 2,4104 84,6 8 HE 650x407 S355 3,2112 71,9 6 HD 400x1086 S355 5,3487 78 10 HE 650x343 S355 3,4492 75,2 11 HE 600x337 S355 3,4916
98 6 HE 900 M S355 2,3388 86,4 7 HE 700x418 S355 2,9938 79,6 9 HE 650x407 S355 3,5318 79,6 10 HE 700 M S355 3,2408 76 10 HE 650x343 S355 3,4691
99 7 HE 900 A S355 2,2704 87,8 8 HE 700x352 S355 2,9782 80,8 9 HE 700x352 S355 3,2547 81,4 7 HE 700x418 S355 3,0391 76,8 9 HE 600x399 S355 3,3379

99,7 5 HL 920x344 S355 2,1489 88,4 8 HE 800 M S355 2,7986 84,4 7 HE 700x418 S355 3,0179 82,8 8 HE 700x352 S355 3,0269 77,6 8 HE 650x407 S355 3,2741
103 5 HE 900 M S355 2,0929 91,4 7 HE 800 M S355 2,5541 84,8 8 HE 700x352 S355 2,9969 83,6 9 HE 700 M S355 3,0202 78,2 10 HE 600x337 S355 3,2648
104 6 HE 900 A S355 2,0752 92,6 6 HE 800x373 S355 2,5255 86,6 9 HE 700 M S355 2,9962 84,6 7 HE 650x407 S355 2,9746 79,8 8 HE 700x352 S355 3,0419
105 5 HE 900 B S355 1,9644 96 7 HE 900 A S355 2,3092 87 9 HE 800 B S355 2,7676 86 10 HE 800 A S355 2,818 83 8 HE 650x343 S355 2,9801
106 5 HE 1000 A S355 1,9296 97 6 HE 900 B S355 2,2209 88,4 7 HE 800 M S355 2,5761 86,6 8 HE 700 M S355 2,7911 83,6 8 HE 700 M S355 2,8098
108 5 HE 1000x249 S460 1,9097 101 6 HE 900 A S460 2,1498 90 8 HE 800 B S355 2,5626 87 8 HE 800 B S355 2,5897 86 9 HE 800 A S355 2,6591

94 8 HE 800 A S355 2,4181 91 8 HE 800 A S355 2,4489 87 8 HE 800 B S355 2,6365
95 7 HE 800 B S355 2,3722 92 7 HE 800 B S355 2,4038 89 8 HE 800 A S460 2,5187

94 7 HE 800 A S460 2,3014

99 7 HE 900 M S355 2,6193 92,6 8 HE 800x373 S355 3,1315 86,4 9 HE 700x418 S355 3,6992 73 7 HD 400x1202 S355 6,7466 66 8 HD 400x1202 S355 7,592
99,2 6 HE 900x391 S355 2,59 96,2 6 HE 800x444 S355 2,8365 89,4 8 HE 700x418 S355 3,3885 81,4 10 HE 700x418 S355 4,0384 70 9 HD 400x990 S355 7,2044

100,1 6 HL 920x368 S355 2,5364 97 8 HE 900 B S355 2,7132 89,6 8 HE 800x373 S355 3,1542 84,4 9 HE 700x418 S355 3,7301 71,9 8 HD 400x1086 S355 7,0079
100,7 6 HL 920x344 S355 2,4438 98 7 HE 900 M S355 2,6705 91,4 9 HE 800 M S355 3,1271 87,8 10 HE 700x352 S355 3,6437 79,6 11 HE 650x407 S355 4,2527
101,3 5 HL 920x420 S355 2,413 99,2 6 HE 900x391 S355 2,6475 94,6 7 HE 800x373 S355 2,8882 88 11 HE 800 B S355 3,2801 80,8 11 HE 700x352 S355 3,9141
103,6 5 HL 920x390 S355 2,3253 99,7 6 HL 920x344 S355 2,4968 96 9 HE 900 A S355 2,8063 88,4 9 HE 800 M S355 3,1551 82,4 9 HE 700x418 S355 3,7547
105,1 5 HL 920x368 S355 2,26 101 6 HE 900 M S355 2,4156 97 8 HE 900 B S355 2,7627 92 10 HE 800 B S355 3,0859 84,6 9 HE 650x407 S355 3,6578
107 5 HL 1000 A S355 2,1147 104 7 HE 900 A S355 2,3621 98 7 HE 900 B S355 2,5238 92,6 7 HE 800x373 S355 2,9267 86,4 8 HE 700x418 S355 3,458
110 5 HE 1000 B S355 2,0663 105 6 HE 900 B S355 2,2737 104 7 HE 900 A S460 2,4545 95 9 HE 800 B S355 2,8834 87 11 HE 800 B S355 3,3187
114 5 HE 1000 A S460 2,0043 106 6 HE 1000 A S355 2,2316 96 8 HE 900 A S355 2,6395 88,4 9 HE 800 M S355 3,2022

108 6 HE 1000x249 S460 2,2068 97 7 HE 900 B S355 2,5743 90 10 HE 800 B S355 3,1185
99 7 HE 900 A S460 2,4773 91 11 HE 800 A S355 3,1149

91,4 8 HE 800 M S355 2,9653
92 9 HE 800 B S355 2,9093
95 8 HE 800 B S355 2,7093

Span length = 14,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 600x399 5 S355 72,8 1,849 0,982 13,90 23,16 198 335 15,7 24,6 25,0 35,7 1,11 4,50 5,20 4,18 4,79 5,33 12,50 5006 2,5 12671 <200 1358 2816 *

2,5 HE 800 A 4 S460 89,0 1,304 0,997 13,93 18,36 312 440 17,9 23,6 25,0 42,1 0,57 4,50 4,99 4,21 4,95 5,33 12,50 5157 2,5 12969 <200 1380 2838 67

3,0 HD 400x900 5 S460 60,1 3,790 0,939 14,58 16,00 131 430 12,8 22,7 25,0 30,4 1,86 4,50 4,81 4,19 4,66 5,33 12,50 5525 2,5 14257 <200 1451 2909 *

3,0 HE 700 A 5 S460 84,0 1,468 0,979 14,19 19,15 306 440 17,6 24,2 25,0 49,1 0,57 4,50 5,11 4,09 4,78 5,33 12,50 5089 2,5 13779 <200 1415 2874 62

3,5 HD 400x818 5 S460 58,4 3,510 0,999 14,57 15,30 141 430 13,5 25,0 25,0 32,8 1,68 4,50 5,28 4,02 4,49 5,33 12,50 5032 2,5 14464 <200 1436 2894 *

3,5 HE 700 A 5 S460 81,0 1,493 0,970 14,38 19,06 305 440 17,3 24,3 25,0 46,7 0,51 4,50 5,13 4,04 4,69 5,33 12,50 5048 2,5 14530 <200 1441 2899 59

4,0 HD 400x744 6 S355 56,8 3,750 0,958 14,82 34,59 134 315 12,6 23,9 25,0 32,5 1,45 4,50 5,08 4,04 4,48 5,33 12,50 5273 2,5 15290 <200 1474 2932 *

4,0 HE 650 A 6 S460 79,0 1,632 0,931 14,64 20,35 291 440 16,2 23,3 25,0 50,1 0,47 4,50 4,93 4,05 4,66 5,33 12,50 5302 2,5 15412 <200 1483 2941 57

4,5 HD 400x677 7 S355 55,3 4,015 0,937 15,11 36,17 128 315 12,0 23,4 25,0 32,1 1,27 4,50 4,97 4,02 4,44 5,33 12,50 5428 2,5 16040 <200 1518 2976 *

4,5 HE 600 A 7 S460 74,0 1,700 0,998 14,81 20,67 285 440 16,2 25,0 25,0 53,5 0,49 4,50 5,29 3,87 4,45 5,33 12,50 4973 2,5 15914 <200 1509 2967 57

2,5 HE 650x407 5 S355 76,6 2,003 0,932 14,02 25,25 183 335 14,0 21,2 22,7 30,9 0,94 3,00 4,48 4,46 5,07 5,33 12,50 5823 2,5 12936 <200 1378 2836 *

2,5 HE 800 A 4 S460 91,0 1,312 0,989 13,99 18,61 309 440 17,8 22,5 22,7 41,9 0,53 3,00 4,76 4,29 5,03 5,33 12,50 5404 2,5 13094 <200 1389 2847 68

3,0 HD 400x900 5 S460 61,1 3,795 0,982 14,63 15,90 131 430 12,9 22,3 22,7 30,3 1,78 3,00 4,72 4,22 4,69 5,33 12,50 5622 2,5 14332 <200 1456 2914 *

3,0 HE 800 A 5 S355 86,0 1,526 0,918 14,30 17,99 268 345 14,8 20,9 22,7 37,4 0,52 3,00 4,42 4,38 5,04 5,33 12,50 5909 2,5 13993 <200 1431 2889 66

3,5 HD 400x900 5 S460 60,1 3,807 0,971 14,75 16,64 129 430 12,3 22,1 22,7 29,3 1,54 3,00 4,67 4,22 4,68 5,33 12,50 5702 2,5 14873 <200 1466 2924 *

3,5 HE 700 A 5 S460 84,0 1,511 0,983 14,49 19,52 299 440 16,9 22,3 22,7 46,3 0,45 3,00 4,73 4,17 4,83 5,33 12,50 5482 2,5 14793 <200 1460 2919 61

4,0 HD 400x818 6 S355 58,4 4,062 0,931 15,01 38,66 121 315 11,5 21,2 22,7 28,9 1,31 3,00 4,49 4,24 4,67 5,33 12,50 5978 2,5 15735 <200 1507 2965 *

4,0 HE 700 A 6 S355 79,0 1,696 0,969 14,67 18,03 269 345 14,8 22,0 22,7 42,7 0,46 3,00 4,66 4,16 4,76 5,33 12,50 5610 2,5 15467 <200 1487 2945 60

4,5 HD 400x744 7 S355 56,8 4,345 0,916 15,30 40,29 117 315 10,9 20,8 22,7 28,8 1,16 3,00 4,42 4,20 4,61 5,33 12,50 6118 2,5 16504 <200 1552 3010 *

4,5 HE 600 B 7 S355 75,0 1,811 0,980 14,91 19,67 244 345 14,7 22,3 22,7 45,8 0,47 3,00 4,72 4,07 4,63 5,33 12,50 5580 2,5 16160 <200 1527 2985 72

2,5 HE 800x444 5 S355 91,2 2,220 0,513 13,08 32,94 134 335 8,9 11,0 21,4 20,4 0,44 3,00 2,33 5,44 6,02 5,33 12,50 9323 2,5 13974 207 1454 2663 *

2,5 HE 1000x249 4 S355 113,0 1,466 0,688 13,24 20,43 227 345 11,1 10,5 21,4 27,8 0,22 3,00 2,22 5,45 6,18 5,33 12,50 9642 2,5 14542 208 1496 2705 84

3,0 HE 700x418 6 S355 89,4 2,503 0,507 13,44 34,56 131 335 9,1 10,8 21,4 23,2 0,38 3,00 2,28 5,35 5,90 5,33 12,50 9538 2,5 15145 210 1516 2725 *

3,0 HE 900 A 5 S355 104,0 1,709 0,618 13,50 23,61 198 345 9,9 10,5 21,4 27,5 0,24 3,00 2,23 5,35 6,00 5,33 12,50 9722 2,5 15429 211 1537 2746 84

3,5 HE 700x418 7 S355 82,4 2,839 0,494 13,62 38,82 117 335 7,9 10,6 21,4 20,6 0,40 3,00 2,24 5,34 5,83 5,33 12,50 9752 2,5 15907 213 1542 2752 *

3,5 HE 900 A 5 S355 104,0 1,768 0,601 13,85 24,10 195 345 9,5 9,7 21,4 26,4 0,19 3,00 2,05 5,44 6,05 5,33 12,50 10483 2,5 16689 216 1600 2809 82

4,0 HD 400x1299 6 S355 70,0 6,104 0,430 14,77 62,26 73 295 6,5 9,2 21,4 16,9 0,60 3,00 1,95 5,37 5,73 5,33 12,50 11401 2,5 18792 227 1732 2941 *

4,0 HE 900 A 6 S355 96,0 2,003 0,548 14,01 27,16 176 345 8,3 9,9 21,4 24,3 0,20 3,00 2,09 5,34 5,89 5,33 12,50 10356 2,5 17343 217 1625 2834 82

4,5 HD 400x1299 7 S355 67,0 7,068 0,393 15,31 71,64 66 295 5,5 8,4 21,4 15,4 0,53 3,00 1,79 5,46 5,78 5,33 12,50 12616 2,5 20220 285 1825 3035 *

4,5 HE 900 A 7 S355 96,0 2,295 0,483 14,48 31,56 155 345 7,2 8,6 21,4 21,9 0,17 3,00 1,83 5,52 6,03 5,33 12,50 11889 2,5 18712 226 1714 2924 86

3,5 HE 700x418 7 S355 89,4 2,960 0,518 16,30 40,31 157 335 9,1 9,2 17,9 32,8 0,39 1,50 1,96 4,85 5,35 5,33 12,50 11128 2,5 21080 251 2216 3425 109

3,5 HE 1000x249 5 S355 108,0 1,881 0,727 16,44 25,01 244 345 9,9 8,8 17,9 34,6 0,21 1,50 1,86 4,92 5,51 5,33 12,50 11537 2,5 21609 258 2255 3464 74

4,0 HD 400x1202 6 S355 65,0 5,755 0,619 18,25 55,75 113 295 9,0 11,0 17,9 30,1 0,93 1,50 2,33 4,39 4,76 5,33 12,50 9657 2,5 22473 251 2293 3546 *

4,0 HE 900 A 6 S355 101,0 2,115 0,680 16,66 28,12 224 345 9,3 8,9 17,9 35,3 0,22 1,50 1,88 4,85 5,39 5,33 12,50 11513 2,5 22403 270 2288 3498 75

4,5 HD 400x990 7 S460 63,0 5,766 0,785 20,16 26,86 125 430 10,9 11,7 17,9 32,6 0,86 1,50 2,48 4,26 4,62 5,33 12,50 9100 2,5 22861 250 2289 3817 *

4,5 HE 900 A 7 S355 96,0 2,354 0,610 16,86 31,56 199 345 8,4 8,6 17,9 31,8 0,22 1,50 1,83 4,87 5,37 5,33 12,50 11889 2,5 23258 283 2318 3527 75

5,0 HD 400x990 7 S460 62,0 5,780 0,770 20,64 27,71 126 430 10,7 11,7 17,9 32,1 0,77 1,50 2,50 4,24 4,60 5,33 12,50 9117 2,5 23378 251 2302 3888 *

5,0 HE 800 A 7 S355 94,0 2,265 0,698 17,05 27,34 230 345 9,5 9,4 17,9 40,6 0,20 1,50 2,00 4,62 5,12 5,33 12,50 10842 2,5 24052 258 2352 3561 67

5,5 HD 400x900 8 S460 60,1 6,033 0,780 21,77 28,41 126 430 11,1 12,0 17,9 31,9 0,69 1,50 2,55 4,18 4,53 5,33 12,50 9070 2,5 24186 251 2339 4061 *

5,5 HE 800 A 8 S355 87,0 2,459 0,640 17,13 29,43 207 345 8,9 10,1 17,9 36,2 0,22 1,50 2,14 4,47 4,94 5,33 12,50 10272 2,5 24492 250 2362 3571 68

3,5 HE 800x444 7 S355 94,2 3,118 0,532 19,38 46,78 154 335 9,6 7,5 15,3 25,5 0,32 1,50 1,59 5,32 5,79 5,33 12,50 13709 2,5 21628 300 2256 3710 118

3,5 HE 1000 A 5 S355 114,0 1,973 0,730 19,22 28,57 239 345 11,3 7,4 15,3 30,4 0,18 1,50 1,56 5,30 5,88 5,33 12,50 13762 2,5 22189 300 2298 3701 85

4,0 HE 800x444 7 S355 91,2 3,151 0,520 19,93 46,69 154 335 9,4 7,6 15,3 24,6 0,31 1,50 1,61 5,24 5,69 5,33 12,50 13595 2,5 22435 300 2291 3796 *

4,0 HE 1000x249 6 S355 110,0 2,185 0,735 19,83 30,26 245 345 10,7 7,3 15,3 31,4 0,17 1,50 1,54 5,26 5,80 5,33 12,50 14069 2,5 23314 301 2355 3802 78

4,5 HD 400x1299 7 S355 72,0 7,164 0,526 22,40 72,99 101 295 9,5 7,8 15,3 23,6 0,57 1,50 1,66 4,96 5,30 5,33 12,50 13622 2,5 25328 300 2470 4190 *

4,5 HE 900 A 7 S355 104,0 2,414 0,680 20,35 33,36 220 345 10,5 7,3 15,3 31,1 0,17 1,50 1,55 5,20 5,71 5,33 12,50 14072 2,5 24158 301 2384 3882 81

5,0 HD 400x1299 7 S355 70,0 7,176 0,520 22,69 72,97 101 295 9,1 8,0 15,3 23,3 0,52 1,50 1,69 4,92 5,24 5,33 12,50 13475 2,5 25801 300 2481 4232 *

5,0 HE 900 A 7 S355 101,0 2,453 0,695 20,97 33,08 226 345 10,4 7,4 15,3 30,9 0,16 1,50 1,57 5,12 5,61 5,33 12,50 13887 2,5 25043 301 2425 3978 77

5,5 HD 400x1086 9 S355 66,9 7,756 0,524 23,29 76,56 96 295 8,8 8,0 15,3 23,2 0,47 1,50 1,71 4,86 5,17 5,33 12,50 13583 2,5 26954 301 2543 4334 *

5,5 HE 900 A 8 S355 96,0 2,690 0,635 21,43 36,33 204 345 9,8 7,4 15,3 27,5 0,16 1,50 1,57 5,08 5,54 5,33 12,50 14001 2,5 25862 301 2462 4054 80

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 15,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

75 5 HE 650x343 S355 1,7807 64,8 5 HD 400x744 S355 3,1892 60,3 6 HD 400x677 S355 3,4755 60,3 6 HD 400x677 S355 3,4997 55,4 7 HD 400x634 S355 3,811
76,6 4 HE 650x407 S355 1,6828 70,2 6 HE 600x337 S355 1,9369 62,4 6 HD 400x634 S355 3,3116 60,5 7 HD 400x551 S355 3,4182 58,5 7 HD 400x592 S355 3,6341
79,8 4 HE 700x352 S355 1,5695 71,8 5 HE 600x399 S355 1,8797 64,8 5 HD 400x744 S355 3,2105 62,4 6 HD 400x634 S355 3,3379 60,5 7 HD 400x551 S355 3,4539
83 4 HE 650x343 S355 1,5376 75 5 HE 650x343 S355 1,819 69 7 HE 600 M S355 1,9954 67,2 8 HE 550 M S355 2,2058 64,2 8 HE 550 M S355 2,2272

83,6 4 HE 700 M S355 1,4517 75,2 5 HE 600x337 S355 1,7079 70,2 6 HE 600x337 S355 1,9665 69 7 HE 600 M S355 2,0305 67 9 HE 600 B S355 2,1054
87 4 HE 800 B S460 1,3853 76,8 5 HE 650 M S355 1,6656 71,8 5 HE 600x399 S355 1,9102 69,2 7 HE 550 M S355 2,0014 69 7 HE 600 M S355 2,0755

79 6 HE 700 A S460 1,6383 72 6 HE 600 M S355 1,7908 70 6 HE 600 M S355 1,8151 69,2 7 HE 550 M S355 2,0466
80 5 HE 700 B S460 1,5603 73,2 5 HE 600x337 S355 1,7303 72,2 6 HE 550 M S355 1,8036 70 8 HE 600 B S355 1,9511

73,8 5 HE 650 M S355 1,6841 74 7 HE 650 A S460 1,7784 72 7 HE 600 B S355 1,789
77 5 HE 700 B S460 1,5821 75 6 HE 650 B S355 1,7057
80 5 HE 650 B S460 1,5201 76 6 HE 700 A S460 1,7013

76,8 5 HE 600x399 S355 1,8654 63,9 4 HD 400x1086 S355 3,5473 63,4 5 HD 400x818 S460 3,5389 59,8 6 HD 400x744 S355 3,7695 58,3 7 HD 400x677 S355 4,0376
79,8 5 HE 700x352 S355 1,8569 71,8 6 HE 600x399 S355 2,1721 66,4 5 HD 400x818 S355 3,4709 63,3 6 HD 400x677 S355 3,5196 59,4 7 HD 400x634 S355 3,8407
80 5 HE 650x343 S355 1,8014 74,8 5 HE 600x399 S355 1,8946 70,2 7 HE 600x337 S355 2,2201 69 8 HE 600 M S355 2,2525 61,5 7 HD 400x592 S355 3,6564

81,4 4 HE 700x418 S355 1,7542 78 5 HE 650x343 S355 1,8339 71,8 6 HE 600x399 S355 2,2023 69,2 8 HE 550 M S355 2,219 65,2 9 HE 550 M S355 2,4521
81,6 5 HE 700 M S355 1,6968 78,6 5 HE 700 M S355 1,7262 72 7 HE 600 M S355 2,0127 70 7 HE 600 M S355 2,0371 67,4 9 HE 500 M S355 2,4236
82,8 4 HE 700x352 S355 1,5819 81,8 5 HE 650 M S355 1,6904 72,8 5 HE 600x399 S355 1,916 70,2 6 HE 600x337 S355 2,0021 69 7 HE 600 M S355 2,0755
86 5 HE 800 A S355 1,4774 84 6 HE 700 A S355 1,6375 75 5 HE 650x343 S355 1,8528 73,8 6 HE 650 M S355 1,966 72 8 HE 600 B S355 1,966

86,6 4 HE 700 M S355 1,4641 85 5 HE 700 B S355 1,56 77 6 HE 700 B S355 1,7698 74 6 HE 600 M S355 1,8416 73 7 HE 650 B S355 1,9387
87 4 HE 800 B S355 1,3635 86 5 HE 800 A S460 1,5496 78,2 5 HE 600x337 S355 1,7592 77 6 HE 650 B S355 1,7189 75 7 HE 600 B S460 1,8423

78,8 5 HE 650 M S355 1,713
80 6 HE 650 B S355 1,6938
81 6 HE 700 A S355 1,6628
82 5 HE 700 B S355 1,5858

97,6 5 HE 800x373 S355 2,0063 89,6 6 HE 800x373 S355 2,3263 88,4 7 HE 800 M S355 2,4006 81,4 8 HE 700x418 S355 3,2105 70 6 HD 400x1299 S355 6,1418
98 5 HE 900 M S355 1,8694 91,2 5 HE 800x444 S355 2,2711 89,6 6 HE 800x373 S355 2,3719 81,6 8 HE 650x407 S355 3,1087 77,6 9 HE 650x407 S355 3,453

99,2 4 HE 900x391 S355 1,7625 96,4 6 HE 800 M S355 2,1313 91,2 5 HE 800x444 S355 2,3176 82,4 7 HE 700x418 S355 2,8845 80,8 9 HE 700x352 S355 3,1902
99,7 4 HL 920x344 S355 1,6619 97 6 HE 900 B S355 2,0276 93,4 6 HE 800 M S355 2,1657 84,8 8 HE 700x352 S355 2,8751 84,4 7 HE 700x418 S355 2,9542
105 5 HE 1000x249 S355 1,658 98 5 HE 900 M S355 1,9271 94,6 5 HE 800x373 S355 2,0984 88,4 7 HE 800 M S355 2,4517 84,8 8 HE 700x352 S355 2,9329
106 4 HL 1000 A S355 1,6267 99 6 HE 900 A S355 1,9077 97 6 HE 900 A S355 1,9509 89,6 6 HE 800x373 S355 2,4235 86,6 9 HE 700 M S355 2,9319
107 4 HE 1000 A S355 1,4873 100 5 HE 900 B S355 1,7966 98 5 HE 900 B S355 1,8404 93,4 6 HE 800 M S355 2,2209 87 9 HE 800 B S355 2,7034
113 4 HE 1000x249 S460 1,4867 104 5 HE 900 A S460 1,735 104 5 HE 900 A S460 1,794 96 6 HE 900 A S460 2,0348 88,4 7 HE 800 M S355 2,5128

90 8 HE 800 B S355 2,499
94 8 HE 800 A S355 2,3545
95 7 HE 800 B S355 2,309

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,6 7 HE 800x373 S355 2,7549 71,9 6 HD 400x1086 S355 5,3223 65 7 HD 400x990 S355 5,6362 65 7 HD 400x990 S355 5,6605 61,1 8 HD 400x900 S355 5,8919
91,2 6 HE 800x444 S355 2,7493 81,4 8 HE 700x418 S355 3,289 68,9 6 HD 400x1086 S355 5,321 68,1 7 HD 400x900 S460 5,3896 71,8 10 HE 600x399 S355 3,5799
96,2 5 HE 800x444 S355 2,4271 84,6 8 HE 650x407 S355 3,207 77,6 9 HE 650x407 S355 3,5122 74,8 10 HE 600x399 S355 3,5723 73,2 11 HE 600x337 S355 3,4682
97 7 HE 900 B S355 2,4064 86,4 7 HE 700x418 S355 2,9893 80,8 9 HE 700x352 S355 3,2495 76,6 9 HE 650x407 S355 3,5441 74,8 9 HE 600x399 S355 3,3151
98 6 HE 900 M S355 2,3352 87,8 8 HE 700x352 S355 2,9734 84,4 7 HE 700x418 S355 3,0135 78 10 HE 650x343 S355 3,4443 76,6 8 HE 650x407 S355 3,2607
99 7 HE 900 A S355 2,2665 88,4 8 HE 800 M S355 2,794 84,8 8 HE 700x352 S355 2,9921 79,6 10 HE 700 M S355 3,2352 78 9 HE 650x343 S355 3,2065

99,7 5 HL 920x344 S355 2,1457 91,4 7 HE 800 M S355 2,55 86,6 9 HE 700 M S355 2,9911 81,4 7 HE 700x418 S355 3,0346 78,8 10 HE 650 M S355 3,1645
103 5 HE 900 M S355 2,0898 92,6 6 HE 800x373 S355 2,5218 87 9 HE 800 B S355 2,7627 82,8 8 HE 700x352 S355 3,0221 79,6 9 HE 700 M S355 3,0219
104 6 HE 900 A S355 2,0718 96 7 HE 900 A S355 2,3053 88,4 7 HE 800 M S355 2,572 83,6 9 HE 700 M S355 3,0151 81,8 9 HE 650 M S355 2,9489
105 5 HE 900 B S355 1,9614 97 6 HE 900 B S355 2,2173 90 8 HE 800 B S355 2,5582 84,6 7 HE 650x407 S355 2,9708 82 10 HE 700 B S355 2,9003
106 5 HE 1000 A S355 1,9266 101 6 HE 900 A S460 2,1463 94 8 HE 800 A S355 2,4138 86 10 HE 800 A S355 2,8127 83,6 8 HE 700 M S355 2,8051
108 5 HE 1000x249 S460 1,9067 95 7 HE 800 B S355 2,3682 86,6 8 HE 700 M S355 2,7865 85 9 HE 700 B S355 2,7148

87 8 HE 800 B S355 2,5853 86 9 HE 800 A S355 2,6543
91 8 HE 800 A S355 2,4446 87 8 HE 800 A S460 2,4961
92 7 HE 800 B S355 2,3998
94 7 HE 800 A S460 2,2975

99,2 7 HE 900x391 S355 2,9017 92,6 8 HE 800x373 S355 3,1267 86,4 9 HE 700x418 S355 3,6936 81,4 10 HE 700x418 S355 4,0323 68 8 HD 400x1202 S355 7,6027
100,1 6 HL 920x368 S355 2,5327 97 8 HE 900 B S355 2,7086 89,6 9 HE 800x373 S355 3,4516 84,4 9 HE 700x418 S355 3,7245 71,9 8 HD 400x1086 S355 7,0008
100,8 5 HE 900x466 S355 2,5322 98 7 HE 900 M S355 2,6664 90,6 8 HE 800x373 S355 3,1568 87,8 10 HE 700x352 S355 3,6378 79,6 11 HE 650x407 S355 4,247
101,3 5 HL 920x420 S355 2,4097 99,2 6 HE 900x391 S355 2,6437 91,4 9 HE 800 M S355 3,122 88,4 10 HE 800 M S355 3,4136 81,4 10 HE 700x418 S355 4,0725
103,6 5 HL 920x390 S355 2,322 99,7 6 HL 920x344 S355 2,4931 94,6 7 HE 800x373 S355 2,8839 89,4 9 HE 800 M S355 3,1581 82,8 11 HE 700x352 S355 3,9258
107 5 HL 1000 B S355 2,2531 103 6 HE 900 M S355 2,4252 96 9 HE 900 A S355 2,8014 92 10 HE 800 B S355 3,0804 84,4 9 HE 700x418 S355 3,7672

107,7 5 HL 920x344 S355 2,192 105 7 HE 1000x249 S355 2,3774 97 8 HE 900 B S355 2,7581 92,6 7 HE 800x373 S355 2,9224 84,8 10 HE 700x352 S355 3,6568
107,8 5 HE 1000 M S355 2,1703 106 6 HE 1000 A S355 2,228 98 7 HE 900 M S355 2,7161 95 9 HE 800 B S355 2,8784 86,4 8 HE 700x418 S355 3,4529
109 5 HL 1000 A S355 2,1231 110 6 HE 1000x249 S460 2,2165 99 8 HE 900 A S355 2,6003 96 9 HE 900 A S355 2,8587 87 11 HE 800 B S355 3,3127
110 5 HE 1000 B S355 2,0632 100 7 HE 900 B S355 2,5346 96,4 7 HE 800 M S355 2,6884 88,4 9 HE 800 M S355 3,197
114 5 HE 1000 A S460 2,0012 104 7 HE 900 A S460 2,4505 97 7 HE 900 B S355 2,5702 90 10 HE 800 B S355 3,113

101 7 HE 900 A S460 2,4898 91 11 HE 800 A S355 3,1091
91,4 8 HE 800 M S355 2,9606
94 10 HE 800 A S355 2,9316
95 8 HE 800 B S355 2,7047

Span length = 15,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 650x407 5 S355 76,6 2,022 0,882 14,42 25,25 189 335 14,4 22,4 25,4 32,9 0,95 4,50 4,67 4,32 4,91 5,25 12,35 5823 2,5 12936 <200 1400 2906 *

2,5 HE 800 A 4 S460 94,0 1,332 0,993 14,48 19,00 313 440 17,9 22,2 25,4 44,3 0,47 4,50 4,63 4,27 5,00 5,25 12,35 5801 2,5 13282 <200 1426 2932 69

3,0 HD 400x900 5 S460 60,1 3,834 0,956 15,02 16,12 135 430 13,1 24,1 25,4 32,4 1,89 4,50 5,01 4,06 4,51 5,25 12,35 5525 2,5 14257 <200 1475 2981 *

3,0 HE 800 A 5 S460 86,0 1,559 0,869 14,71 22,41 276 440 15,2 22,1 25,4 39,9 0,53 4,50 4,60 4,23 4,88 5,25 12,35 5909 2,5 13993 <200 1455 2961 66

3,5 HD 400x900 5 S460 60,1 3,851 0,927 15,16 16,77 132 430 12,6 23,4 25,4 31,2 1,57 4,50 4,87 4,08 4,53 5,25 12,35 5702 2,5 14873 <200 1491 2997 *

3,5 HE 700 A 5 S460 84,0 1,519 0,962 14,90 19,52 308 440 17,3 23,7 25,4 49,4 0,46 4,50 4,93 4,04 4,68 5,25 12,35 5482 2,5 14793 <200 1485 2991 59

4,0 HD 400x744 6 S355 56,8 3,793 0,997 15,24 34,59 137 315 12,9 25,4 25,4 34,7 1,48 4,50 5,28 3,91 4,34 5,25 12,35 5273 2,5 15290 <200 1499 3004 *

4,0 HE 650 A 6 S460 79,0 1,641 0,970 15,06 20,35 300 440 16,7 24,6 25,4 53,5 0,47 4,50 5,13 3,92 4,52 5,25 12,35 5302 2,5 15412 <200 1508 3014 55

4,5 HD 400x677 7 S355 55,3 4,061 0,975 15,54 36,17 131 315 12,3 24,8 25,4 34,2 1,30 4,50 5,17 3,89 4,30 5,25 12,35 5428 2,5 16040 <200 1543 3049 *

4,5 HE 600 B 7 S355 75,0 1,824 0,928 15,34 19,67 251 345 15,1 23,6 25,4 48,9 0,48 4,50 4,92 3,94 4,48 5,25 12,35 5580 2,5 16160 <200 1552 3058 69

2,5 HE 650x407 5 S355 76,6 2,022 0,975 14,42 25,25 189 335 14,4 22,4 23,0 32,9 0,95 3,00 4,67 4,32 4,91 5,25 12,35 5823 2,5 12936 <200 1400 2906 *

2,5 HE 800 A 4 S460 94,0 1,332 0,993 14,48 19,00 313 440 17,9 22,2 23,0 44,3 0,47 3,00 4,63 4,27 5,00 5,25 12,35 5801 2,5 13282 <200 1426 2932 69

3,0 HD 400x900 5 S460 63,1 3,849 0,989 15,09 15,89 133 430 13,4 22,8 23,0 32,1 1,65 3,00 4,74 4,14 4,60 5,25 12,35 5832 2,5 14482 <200 1492 2997 *

3,0 HE 800 A 5 S355 86,0 1,536 0,960 14,71 17,99 276 345 15,2 22,1 23,0 39,9 0,53 3,00 4,60 4,23 4,88 5,25 12,35 5909 2,5 13993 <200 1455 2961 65

3,5 HD 400x900 5 S460 61,1 3,856 0,996 15,19 16,70 132 430 12,7 22,9 23,0 31,1 1,50 3,00 4,77 4,11 4,56 5,25 12,35 5813 2,5 14961 <200 1497 3003 *

3,5 HE 800 A 5 S355 86,0 1,580 0,894 15,01 18,29 270 345 14,6 20,6 23,0 37,8 0,42 3,00 4,28 4,30 4,92 5,25 12,35 6320 2,5 15031 <200 1503 3008 63

4,0 HD 400x818 6 S355 58,4 4,110 0,974 15,44 38,66 125 315 11,8 22,4 23,0 30,8 1,33 3,00 4,67 4,10 4,52 5,25 12,35 5978 2,5 15735 <200 1532 3038 *

4,0 HE 700 A 6 S355 81,0 1,719 0,960 15,17 18,34 274 345 15,0 22,1 23,0 45,4 0,43 3,00 4,60 4,11 4,69 5,25 12,35 5921 2,5 15667 <200 1527 3033 59

4,5 HD 400x744 7 S355 56,8 4,396 0,957 15,73 40,29 120 315 11,2 22,0 23,0 30,7 1,19 3,00 4,60 4,07 4,46 5,25 12,35 6118 2,5 16504 <200 1578 3084 *

4,5 HE 650 A 7 S355 79,0 1,849 0,941 15,47 19,10 263 345 14,5 21,6 23,0 48,0 0,40 3,00 4,51 4,06 4,62 5,25 12,35 6077 2,5 16528 <200 1580 3085 56

2,5 HE 800x444 5 S355 91,2 2,241 0,537 13,46 32,94 138 335 9,2 11,6 21,7 21,7 0,44 3,00 2,42 5,26 5,84 5,25 12,35 9323 2,5 13974 208 1478 2727 *

2,5 HE 1000x249 4 S355 113,0 1,474 0,708 13,63 20,43 234 345 11,4 11,1 21,7 29,6 0,22 3,00 2,31 5,27 5,99 5,25 12,35 9642 2,5 14542 209 1521 2769 80

3,0 HE 800x373 6 S355 90,6 2,352 0,510 13,80 33,55 139 335 8,6 11,0 21,7 22,6 0,36 3,00 2,30 5,27 5,81 5,25 12,35 9844 2,5 15070 212 1536 2784 118

3,0 HE 1000x249 5 S355 105,0 1,733 0,626 13,93 24,04 205 345 9,6 10,7 21,7 26,5 0,23 3,00 2,24 5,26 5,89 5,25 12,35 10087 2,5 15509 213 1568 2817 78

3,5 HE 700x418 7 S355 86,4 2,890 0,480 14,15 39,65 119 335 8,1 10,4 21,7 21,8 0,34 3,00 2,17 5,31 5,80 5,25 12,35 10501 2,5 16257 217 1594 2843 *

3,5 HE 900 A 5 S355 104,0 1,778 0,619 14,25 24,10 201 345 9,7 10,3 21,7 28,2 0,19 3,00 2,14 5,26 5,86 5,25 12,35 10483 2,5 16689 216 1627 2875 79

4,0 HD 400x1299 6 S355 72,0 6,195 0,435 15,26 62,76 74 295 6,7 9,4 21,7 18,0 0,57 3,00 1,97 5,25 5,61 5,25 12,35 11781 2,5 18992 230 1775 3024 *

4,0 HE 900 A 6 S355 99,0 2,036 0,556 14,53 27,72 180 345 8,4 9,8 21,7 25,9 0,19 3,00 2,04 5,29 5,83 5,25 12,35 11033 2,5 17643 221 1675 2923 80

4,5 HD 400x1299 7 S355 67,0 7,158 0,411 15,75 71,64 67 295 5,6 8,9 21,7 16,5 0,54 3,00 1,86 5,29 5,60 5,25 12,35 12616 2,5 20220 283 1856 3104 *

4,5 HE 900 A 7 S355 96,0 2,310 0,497 14,91 31,56 160 345 7,4 9,2 21,7 23,4 0,17 3,00 1,91 5,34 5,84 5,25 12,35 11889 2,5 18712 227 1743 2992 83

3,5 HD 400x1299 5 S355 72,0 5,285 0,616 18,56 52,50 119 295 10,3 11,2 18,2 31,2 0,91 1,50 2,33 4,36 4,76 5,25 12,35 9926 2,5 21778 251 2305 3559 *

3,5 HE 1000x249 5 S355 108,0 1,891 0,749 16,94 25,01 252 345 10,2 9,3 18,2 37,0 0,21 1,50 1,93 4,76 5,34 5,25 12,35 11537 2,5 21609 261 2293 3541 69

4,0 HD 400x1202 6 S355 66,0 5,833 0,630 20,42 55,97 123 295 10,6 11,4 18,2 31,8 0,91 1,50 2,38 4,27 4,64 5,25 12,35 9810 2,5 22573 252 2339 3830 *

4,0 HE 900 A 6 S355 99,0 2,114 0,707 17,08 27,72 232 345 9,7 9,8 18,2 37,9 0,24 1,50 2,04 4,61 5,14 5,25 12,35 11033 2,5 22203 256 2311 3560 72

4,5 HD 400x990 7 S460 63,0 5,834 0,852 22,39 27,05 137 430 12,5 12,4 18,2 34,6 0,88 1,50 2,58 4,12 4,48 5,25 12,35 9100 2,5 22861 250 2327 4103 *

4,5 HE 800 B 7 S355 92,0 2,362 0,646 17,20 30,46 209 345 9,6 10,3 18,2 38,8 0,26 1,50 2,14 4,49 4,99 5,25 12,35 10610 2,5 22841 252 2325 3574 74

5,0 HD 400x990 7 S460 63,0 5,857 0,830 22,52 27,75 134 430 12,0 12,2 18,2 33,9 0,76 1,50 2,55 4,13 4,48 5,25 12,35 9286 2,5 23503 251 2350 4126 *

5,0 HE 800 A 7 S355 91,0 2,253 0,744 17,73 26,68 243 345 10,2 10,8 18,2 43,6 0,22 1,50 2,24 4,34 4,83 5,25 12,35 10076 2,5 23677 251 2363 3612 64

5,5 HD 400x900 9 S355 60,1 6,635 0,635 22,81 60,55 118 295 10,5 11,5 18,2 31,5 0,67 1,50 2,42 4,19 4,51 5,25 12,35 9991 2,5 24918 254 2433 4189 *

5,5 HE 800 A 8 S355 86,0 2,465 0,713 19,07 29,21 229 345 10,4 10,9 18,2 38,7 0,23 1,50 2,28 4,29 4,75 5,25 12,35 10031 2,5 24354 252 2391 3652 65

3,5 HE 800x444 7 S355 96,2 3,158 0,558 20,30 47,24 159 335 10,1 7,7 15,6 27,0 0,31 1,50 1,61 5,21 5,68 5,25 12,35 14180 2,5 21803 300 2307 3817 116

3,5 HE 1000 B 5 S355 112,0 2,089 0,685 20,12 31,93 222 345 11,2 7,6 15,6 28,9 0,19 1,50 1,58 5,20 5,76 5,25 12,35 14160 2,5 22132 300 2332 3800 90

4,0 HE 800x444 8 S355 91,2 3,535 0,486 20,51 52,70 145 335 8,7 7,4 15,6 24,9 0,30 1,50 1,53 5,27 5,69 5,25 12,35 14917 2,5 22781 302 2355 3858 120

4,0 HE 1000x249 6 S355 110,0 2,198 0,776 20,99 30,26 258 345 11,4 7,7 15,6 33,5 0,17 1,50 1,60 5,09 5,62 5,25 12,35 14069 2,5 23314 300 2394 3937 74

4,5 HD 400x1299 7 S355 75,0 7,277 0,551 23,26 73,87 102 295 9,9 7,8 15,6 24,8 0,52 1,50 1,64 4,90 5,24 5,25 12,35 14335 2,5 25665 301 2537 4287 *

4,5 HE 900 A 7 S355 104,0 2,429 0,716 21,51 33,36 232 345 11,2 7,7 15,6 33,2 0,17 1,50 1,61 5,04 5,53 5,25 12,35 14072 2,5 24158 300 2424 4015 79

5,0 HD 400x1299 7 S355 72,0 7,283 0,535 23,65 73,58 103 295 9,6 8,1 15,6 24,6 0,50 1,50 1,70 4,82 5,14 5,25 12,35 13942 2,5 26051 300 2541 4341 *

5,0 HE 900 A 7 S355 101,0 2,468 0,732 22,12 33,08 237 345 11,1 7,8 15,6 33,0 0,16 1,50 1,63 4,95 5,43 5,25 12,35 13887 2,5 25043 300 2465 4110 75

5,5 HD 400x1299 8 S355 67,0 8,224 0,511 23,99 82,23 92 295 8,1 8,0 15,6 22,0 0,46 1,50 1,67 4,85 5,14 5,25 12,35 14598 2,5 27228 301 2606 4407 *

5,5 HE 900 A 8 S355 96,0 2,707 0,668 22,59 36,33 214 345 10,4 7,8 15,6 29,3 0,16 1,50 1,63 4,92 5,36 5,25 12,35 14001 2,5 25862 300 2503 4185 77

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 15,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

78,6 5 HE 700 M S355 1,6978 63,4 5 HD 400x818 S355 3,4739 61,4 5 HD 400x818 S355 3,4819 60,3 6 HD 400x677 S355 3,5389 57,4 7 HD 400x634 S355 3,8685
80,8 4 HE 700x352 S355 1,5863 71,8 5 HE 600x399 S355 1,8985 64,8 5 HD 400x744 S355 3,2466 62,4 6 HD 400x634 S355 3,3744 60,5 7 HD 400x551 S355 3,4905
86 5 HE 800 A S460 1,5101 75 5 HE 650x343 S355 1,8349 70 7 HE 600 M S355 2,0194 67,2 8 HE 550 M S355 2,2261 64,2 9 HE 550 M S355 2,4675

86,6 4 HE 700 M S460 1,4998 77 6 HE 700 B S355 1,7458 70,2 6 HE 600x337 S355 1,9853 69 7 HE 600 M S355 2,0487 67,2 8 HE 550 M S355 2,2698
87 4 HE 800 B S460 1,3943 78,2 5 HE 600x337 S355 1,7384 71,8 5 HE 600x399 S355 1,929 70,2 6 HE 600x337 S355 2,0209 68 9 HE 600 B S355 2,1296

78,8 5 HE 650 M S355 1,6888 74 6 HE 600 M S355 1,8179 72 6 HE 600 M S355 1,8439 69 7 HE 600 M S355 2,0937
81 6 HE 700 A S460 1,6583 75,2 5 HE 600x337 S355 1,7575 75 6 HE 650 B S460 1,7457 69,2 7 HE 550 M S355 2,0643
82 5 HE 700 B S460 1,5805 76,8 5 HE 650 M S355 1,7147 76 6 HE 700 A S460 1,7114 70 8 HE 600 B S355 1,966

79 6 HE 700 A S460 1,6868 72 7 HE 650 B S355 1,9451
80 5 HE 700 B S460 1,6096 74 7 HE 650 A S460 1,84

79,8 5 HE 700x352 S355 1,8728 68,9 4 HD 400x1086 S355 3,615 68,1 5 HD 400x900 S355 3,803 61,8 6 HD 400x744 S355 3,826 60,3 7 HD 400x677 S355 4,0982
81,4 4 HE 700x418 S355 1,7696 71,8 6 HE 600x399 S355 2,1947 70,2 7 HE 600x337 S355 2,2421 69 8 HE 600 M S355 2,2733 62,4 7 HD 400x634 S355 3,9056
83,6 5 HE 700 M S355 1,7184 75 6 HE 650x343 S355 2,1143 71,8 6 HE 600x399 S355 2,2249 71,8 6 HE 600x399 S355 2,2611 67,2 9 HE 550 M S355 2,4898
84,8 4 HE 700x352 S355 1,6028 76,6 5 HE 650x407 S355 2,0609 73,8 7 HE 650 M S355 2,1886 72 7 HE 600 M S355 2,0685 69 8 HE 600 M S355 2,3185
87 5 HE 800 B S355 1,6019 76,8 5 HE 600x399 S355 1,9233 74 7 HE 600 M S355 2,0425 73,2 6 HE 600x337 S355 2,0407 72 7 HE 600 M S355 2,116

88,4 4 HE 800 M S355 1,525 79,8 5 HE 700x352 S355 1,915 74,8 5 HE 600x399 S355 1,9463 73,8 6 HE 650 M S355 1,982 72,2 7 HE 550 M S355 2,0866
89 5 HE 800 A S355 1,4991 80 5 HE 650x343 S355 1,8597 76 5 HE 650x343 S355 1,8744 77 6 HE 700 B S355 1,8245 75 7 HE 650 B S355 1,9674
90 4 HE 800 B S355 1,3849 81,6 5 HE 700 M S355 1,7544 78,2 5 HE 600x337 S355 1,7748 79 7 HE 650 A S355 1,795 76 7 HE 700 A S355 1,9301

86 5 HE 800 A S460 1,5589 81,8 5 HE 650 M S355 1,7436 80 6 HE 650 B S355 1,7505 79 7 HE 650 A S460 1,8771
84 6 HE 700 A S355 1,6901 81 6 HE 700 A S460 1,7444
85 5 HE 700 B S355 1,6134
86 5 HE 800 A S460 1,6032

98 5 HE 900 M S355 1,8843 91,2 5 HE 800x444 S355 2,2917 89,4 7 HE 800 M S355 2,4262 81,4 8 HE 700x418 S355 3,2415 75 6 HD 400x1299 S355 6,2565
100,1 4 HL 920x368 S355 1,7408 96,4 6 HE 800 M S355 2,1483 89,6 6 HE 800x373 S355 2,3923 84,6 8 HE 650x407 S355 3,1592 81,4 8 HE 700x418 S355 3,2957
102,7 4 HL 920x344 S355 1,6865 97 6 HE 900 B S355 2,043 91,2 5 HE 800x444 S355 2,3382 86,4 7 HE 700x418 S355 2,9379 82,8 9 HE 700x352 S355 3,2339
106 4 HL 1000 A S355 1,6381 98 5 HE 900 M S355 1,942 96 7 HE 900 A S355 2,1838 87,8 8 HE 700x352 S355 2,9205 84,6 8 HE 650x407 S355 3,2161
107 4 HE 1000 B S355 1,5894 101 6 HE 900 A S355 1,9306 97 6 HE 900 B S355 2,0956 88,4 8 HE 800 M S355 2,7383 86,4 7 HE 700x418 S355 2,9961
109 4 HE 1000 A S355 1,5049 102 5 HE 900 B S355 1,8193 98 5 HE 900 M S355 1,9953 89,4 7 HE 800 M S355 2,4781 87,8 8 HE 700x352 S355 2,9807
113 4 HE 1000x249 S460 1,495 105 5 HE 1000x249 S460 1,7592 99 6 HE 900 A S355 1,9753 89,6 6 HE 800x373 S355 2,4439 88 9 HE 800 B S355 2,7314

100 5 HE 900 B S355 1,8647 96 7 HE 900 A S355 2,242 91,4 7 HE 800 M S355 2,5548
104 5 HE 900 A S460 1,8047 97 6 HE 900 B S355 2,1542 92 8 HE 800 B S355 2,532

99 6 HE 900 A S460 2,0675 96 7 HE 900 A S460 2,3468

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,4 7 HE 700x418 S355 2,9875 71,9 6 HD 400x1086 S355 5,3867 68,1 7 HD 400x900 S460 5,4237 68,1 7 HD 400x900 S460 5,4513 62 8 HD 400x990 S355 6,4674
89,6 7 HE 800x373 S355 2,7787 81,4 8 HE 700x418 S355 3,3199 71,9 6 HD 400x1086 S355 5,4077 71,8 10 HE 600x399 S355 3,5853 63,1 8 HD 400x900 S460 6,1307
91,2 6 HE 800x444 S355 2,774 84,6 8 HE 650x407 S355 3,2376 76,6 9 HE 650x407 S355 3,5394 74,8 9 HE 600x399 S355 3,3143 68,1 8 HD 400x900 S355 6,0261
94,6 6 HE 800x373 S355 2,5017 86,4 7 HE 700x418 S355 3,0163 79,6 8 HE 650x407 S355 3,2382 75,2 10 HE 600x337 S355 3,2283 70,2 11 HE 600x337 S355 3,4755
96,2 5 HE 800x444 S355 2,4475 87,8 8 HE 700x352 S355 2,9989 81,4 7 HE 700x418 S355 3,0182 78 9 HE 650x343 S355 3,1971 71,8 9 HE 600x399 S355 3,3218
97 7 HE 900 B S355 2,4243 88,4 8 HE 800 M S355 2,8166 82,8 8 HE 700x352 S355 3,0028 78,8 10 HE 650 M S355 3,152 73,2 10 HE 600x337 S355 3,246
98 6 HE 900 M S355 2,353 90,6 6 HE 800x373 S355 2,5289 83,6 9 HE 700 M S355 2,9929 79,6 9 HE 700 M S355 3,0061 73,8 10 HE 650 M S355 3,1458
99 7 HE 900 A S355 2,2816 95 7 HE 800 B S355 2,3362 84,6 7 HE 650x407 S355 2,9515 81,6 7 HE 650x407 S355 2,9728 74,8 8 HE 600x399 S355 3,0532

99,7 5 HL 920x344 S355 2,1611 96 7 HE 900 A S355 2,3204 86,6 8 HE 700 M S355 2,7594 81,8 9 HE 650 M S355 2,9312 75,2 9 HE 600x337 S355 3,0075
101 5 HE 900 M S355 2,0931 97 6 HE 900 B S355 2,2326 87,8 7 HE 700x352 S355 2,7492 82 10 HE 700 B S355 2,8783 77 10 HE 600 M S355 2,9645
104 6 HE 900 A S355 2,0847 99 6 HE 900 A S460 2,1459 88 8 HE 800 B S355 2,5615 82,8 7 HE 700x352 S355 2,7573 78 10 HE 700 B S355 2,8846
105 5 HE 900 B S355 1,974 92 7 HE 800 B S460 2,3999 85 9 HE 700 B S355 2,6883 78,2 8 HE 600x337 S355 2,7781
106 5 HE 1000 A S355 1,9383 86 9 HE 800 A S355 2,625 80 10 HE 650 B S355 2,7463
108 5 HE 1000x249 S460 1,9172 86,6 7 HE 700 M S355 2,552 81,8 8 HE 650 M S355 2,7274

87 8 HE 800 A S355 2,4265 82 9 HE 700 B S355 2,706
88 7 HE 800 B S355 2,3826 84 9 HE 700 A S355 2,5257
91 7 HE 800 A S460 2,2858 85 8 HE 700 B S355 2,5184

86 8 HE 800 A S460 2,502

99,2 7 HE 900x391 S355 2,9267 94,2 7 HE 800x444 S355 3,1993 89,4 9 HE 700x418 S355 3,7507 82,4 10 HE 700x418 S355 4,0792 68,9 9 HD 400x1086 S355 7,8714
100,6 6 HL 920x390 S355 2,6459 94,6 8 HE 800x373 S355 3,1671 89,6 9 HE 800x373 S355 3,4823 86,4 9 HE 700x418 S355 3,7758 70 8 HD 400x1202 S355 7,7164
101,8 5 HL 920x449 S355 2,5307 98 8 HE 900 M S355 2,9645 91,2 7 HE 800x444 S355 3,2225 87,8 10 HE 700x352 S355 3,6697 81,4 10 HE 700x418 S355 4,1112
104,3 5 HL 920x420 S355 2,4462 99 7 HE 900 M S355 2,6938 92,6 8 HE 800x373 S355 3,1988 88,4 10 HE 800 M S355 3,4419 84,4 9 HE 700x418 S355 3,8019
105,6 5 HL 920x390 S355 2,3513 99,2 6 HE 900x391 S355 2,665 93,4 9 HE 800 M S355 3,1623 89,6 8 HE 800x373 S355 3,227 87 12 HE 800 B S355 3,5666
107 5 HL 1000 B S355 2,2698 100,1 6 HL 920x368 S355 2,6115 96,4 8 HE 800 M S355 2,918 91,4 9 HE 800 M S355 3,2001 88,4 10 HE 800 M S355 3,4891

108,8 5 HE 1000 M S355 2,1917 100,7 6 HL 920x344 S355 2,5182 97 8 HE 900 B S355 2,7786 94,6 7 HE 800x373 S355 2,9625 89,4 9 HE 800 M S355 3,2315
109 5 HL 1000 A S355 2,1372 106 7 HE 1000x249 S355 2,3988 98 7 HE 900 M S355 2,7369 96 9 HE 900 A S355 2,8782 92 10 HE 800 B S355 3,1539
112 5 HE 1000 B S460 2,1212 107 6 HE 1000 A S355 2,2487 100 7 HE 900 B S355 2,5524 97 8 HE 900 B S355 2,836 93,4 8 HE 800 M S355 3,0013

110 6 HE 1000x249 S460 2,2291 104 7 HE 900 A S460 2,4655 98 7 HE 900 B S355 2,5962 95 9 HE 800 B S355 2,9519
101 7 HE 900 A S460 2,5047 96 8 HE 900 A S460 2,7487

Span length = 15,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 650x407 5 S355 76,6 2,019 0,918 14,82 25,25 194 335 14,7 23,7 25,8 35,1 0,96 4,50 4,87 4,18 4,76 5,16 12,20 5823 2,5 12936 <200 1423 2911 *

2,5 HE 800 B 4 S460 87,0 1,392 0,985 14,73 20,88 291 440 17,4 25,4 25,8 42,0 0,61 4,50 5,22 4,03 4,71 5,16 12,20 5361 2,5 12931 <200 1423 2910 71

3,0 HD 400x900 5 S460 60,1 3,831 0,985 15,43 16,24 139 430 13,5 25,4 25,8 34,5 1,91 4,50 5,22 3,93 4,38 5,16 12,20 5525 2,5 14257 <200 1499 2986 *

3,0 HE 800 A 5 S460 86,0 1,556 0,904 15,12 22,41 284 440 15,6 23,4 25,8 42,5 0,53 4,50 4,79 4,10 4,73 5,16 12,20 5909 2,5 13993 <200 1479 2966 64

3,5 HD 400x900 5 S460 60,1 3,847 0,957 15,58 16,90 136 430 12,9 24,7 25,8 33,2 1,59 4,50 5,07 3,95 4,39 5,16 12,20 5702 2,5 14873 <200 1515 3002 *

3,5 HE 700 A 5 S460 84,0 1,516 0,986 15,32 19,52 316 440 17,8 25,0 25,8 52,7 0,46 4,50 5,13 3,91 4,54 5,16 12,20 5482 2,5 14793 <200 1509 2996 57

4,0 HD 400x818 6 S460 58,4 4,208 0,917 15,86 18,14 129 430 12,1 23,7 25,8 32,8 1,36 4,50 4,86 3,97 4,38 5,16 12,20 5978 2,5 15735 <200 1557 3044 *

4,0 HE 700 A 6 S460 79,0 1,728 0,955 15,51 22,39 284 440 15,6 24,7 25,8 48,6 0,47 4,50 5,06 3,89 4,47 5,16 12,20 5610 2,5 15467 <200 1537 3024 57

4,5 HD 400x677 7 S355 56,3 4,064 0,991 15,99 36,37 134 315 12,7 25,6 25,8 36,3 1,26 4,50 5,26 3,79 4,20 5,16 12,20 5548 2,5 16153 <200 1577 3064 *

4,5 HE 600 B 7 S355 75,0 1,821 0,966 15,77 19,67 258 345 15,5 24,9 25,8 52,2 0,48 4,50 5,12 3,81 4,35 5,16 12,20 5580 2,5 16160 <200 1577 3065 66

2,5 HE 650x407 5 S355 77,6 2,024 1,000 14,85 25,38 193 335 14,8 23,3 23,3 35,0 0,92 3,00 4,77 4,21 4,79 5,16 12,20 5933 2,5 12998 <200 1428 2915 *

2,5 HE 800 B 4 S355 92,0 1,391 0,980 14,87 17,35 284 345 17,1 22,8 23,3 41,4 0,52 3,00 4,68 4,21 4,90 5,16 12,20 5988 2,5 13244 <200 1447 2934 73

3,0 HD 400x1202 4 S355 65,0 3,915 0,919 15,57 37,46 123 295 12,1 21,4 23,3 27,1 1,62 3,00 4,39 4,23 4,67 5,16 12,20 6580 2,5 14673 <200 1531 3018 *

3,0 HE 800 A 5 S355 87,0 1,538 0,982 15,15 18,12 282 345 15,5 22,8 23,3 42,4 0,51 3,00 4,68 4,13 4,77 5,16 12,20 6045 2,5 14068 <200 1485 2972 63

3,5 HD 400x990 5 S355 62,0 4,074 0,934 15,78 37,98 124 295 11,8 21,7 23,3 29,6 1,44 3,00 4,46 4,16 4,58 5,16 12,20 6494 2,5 15322 <200 1549 3036 *

3,5 HE 800 A 5 S355 86,0 1,577 0,935 15,43 18,29 278 345 15,0 21,8 23,3 40,3 0,43 3,00 4,46 4,16 4,77 5,16 12,20 6320 2,5 15031 <200 1527 3014 61

4,0 HD 400x818 6 S355 59,4 4,112 0,997 15,89 38,85 128 315 12,2 23,2 23,3 32,7 1,29 3,00 4,76 4,00 4,41 5,16 12,20 6098 2,5 15835 <200 1565 3052 *

4,0 HE 700 A 6 S355 84,0 1,736 0,925 15,71 18,82 276 345 15,1 21,5 23,3 48,1 0,39 3,00 4,42 4,10 4,68 5,16 12,20 6423 2,5 15967 <200 1575 3062 58

4,5 HD 400x744 7 S355 57,8 4,398 0,979 16,19 40,49 123 315 11,6 22,8 23,3 32,6 1,15 3,00 4,68 3,97 4,36 5,16 12,20 6246 2,5 16617 <200 1612 3099 *

4,5 HE 650 A 7 S355 79,0 1,847 0,984 15,90 19,10 271 345 14,9 22,9 23,3 51,1 0,40 3,00 4,70 3,93 4,48 5,16 12,20 6077 2,5 16528 <200 1605 3093 54

2,5 HE 800x444 5 S355 94,2 2,250 0,535 13,92 33,41 140 335 9,4 11,7 21,9 23,0 0,41 3,00 2,40 5,19 5,76 5,16 12,20 9792 2,5 14161 211 1517 2750 *

2,5 HE 1000 A 4 S355 111,0 1,511 0,673 13,99 22,09 218 345 10,9 11,6 21,9 28,2 0,24 3,00 2,37 5,16 5,85 5,16 12,20 9825 2,5 14465 210 1540 2773 86

3,0 HE 800x444 6 S355 91,2 2,644 0,471 14,34 39,52 123 335 7,9 10,3 21,9 20,6 0,36 3,00 2,11 5,38 5,89 5,16 12,20 11188 2,5 15389 219 1585 2818 *

3,0 HE 1000x249 5 S355 108,0 1,745 0,635 14,41 24,52 209 345 9,7 10,7 21,9 28,2 0,21 3,00 2,20 5,21 5,83 5,16 12,20 10695 2,5 15734 216 1611 2845 78

3,5 HE 700x418 7 S355 89,4 2,903 0,474 14,65 40,31 121 335 8,3 10,4 21,9 23,2 0,31 3,00 2,13 5,25 5,73 5,16 12,20 11128 2,5 16520 221 1640 2874 *

3,5 HE 1000x249 5 S355 105,0 1,791 0,628 14,70 24,49 208 345 9,4 10,5 21,9 27,3 0,19 3,00 2,15 5,17 5,76 5,16 12,20 10853 2,5 16786 219 1661 2894 67

4,0 HD 400x1299 6 S355 75,0 6,210 0,432 15,79 63,54 76 295 7,0 9,4 21,9 19,1 0,52 3,00 1,94 5,18 5,54 5,16 12,20 12413 2,5 19292 270 1827 3061 *

4,0 HE 900 A 6 S355 101,0 2,046 0,567 15,02 28,12 184 345 8,6 10,0 21,9 27,6 0,18 3,00 2,04 5,20 5,74 5,16 12,20 11513 2,5 17843 224 1717 2951 78

4,5 HD 400x1299 7 S355 70,0 7,174 0,410 16,31 72,43 69 295 5,9 9,0 21,9 17,5 0,50 3,00 1,84 5,19 5,50 5,16 12,20 13193 2,5 20557 287 1912 3145 *

4,5 HE 900 A 7 S355 96,0 2,306 0,511 15,33 31,56 164 345 7,6 9,7 21,9 24,9 0,18 3,00 1,99 5,17 5,66 5,16 12,20 11889 2,5 18712 228 1772 3005 80

3,5 HE 700x418 7 S355 86,4 2,966 0,595 17,17 39,65 168 335 9,7 11,0 18,5 37,7 0,44 1,50 2,25 4,44 4,91 5,16 12,20 10501 2,5 20817 251 2270 3503 100

3,5 HE 1000x249 5 S355 106,0 1,877 0,780 17,36 24,66 261 345 10,6 10,2 18,5 39,6 0,23 1,50 2,10 4,53 5,10 5,16 12,20 11076 2,5 21434 254 2317 3550 64

4,0 HD 400x1299 6 S355 67,0 6,235 0,592 20,76 61,56 115 295 9,5 10,9 18,5 30,5 0,87 1,50 2,24 4,31 4,66 5,16 12,20 10889 2,5 23053 257 2414 3859 *

4,0 HE 900 A 6 S355 96,0 2,091 0,739 17,46 27,16 241 345 10,1 11,0 18,5 40,7 0,27 1,50 2,26 4,35 4,88 5,16 12,20 10356 2,5 21903 250 2327 3560 68

4,5 HD 400x1086 7 S355 66,9 6,177 0,604 21,84 59,77 121 295 10,7 11,1 18,5 32,5 0,75 1,50 2,29 4,25 4,59 5,16 12,20 10681 2,5 23741 256 2432 4012 *

4,5 HE 800 A 7 S355 94,0 2,218 0,786 18,71 26,97 256 345 11,5 11,2 18,5 46,9 0,24 1,50 2,29 4,28 4,78 5,16 12,20 10291 2,5 22915 252 2369 3602 66

5,0 HD 400x1202 7 S355 65,0 6,751 0,571 21,40 65,31 109 295 8,9 10,5 18,5 29,7 0,67 1,50 2,17 4,32 4,64 5,16 12,20 11397 2,5 24741 259 2483 3964 *

5,0 HE 800 A 7 S355 91,0 2,249 0,842 20,30 26,68 272 345 12,4 11,4 18,5 46,5 0,23 1,50 2,34 4,20 4,69 5,16 12,20 10076 2,5 23677 252 2402 3789 62

5,5 HD 400x900 9 S355 61,1 6,637 0,647 23,56 60,82 121 295 11,0 11,9 18,5 33,3 0,67 1,50 2,46 4,08 4,40 5,16 12,20 10170 2,5 25056 250 2483 4263 *

5,5 HE 800 A 8 S355 86,0 2,461 0,801 21,62 29,21 255 345 12,4 11,6 18,5 41,3 0,23 1,50 2,38 4,15 4,61 5,16 12,20 10031 2,5 24354 253 2430 3980 63

3,5 HE 800x444 7 S460 99,2 3,236 0,780 21,12 28,58 163 430 10,4 7,7 15,8 28,5 0,28 1,50 1,59 5,15 5,61 5,16 12,20 14937 2,5 22065 301 2365 3909 119

3,5 HE 1000 B 5 S355 115,0 2,103 0,697 20,90 32,55 227 345 11,4 7,6 15,8 30,5 0,18 1,50 1,56 5,16 5,70 5,16 12,20 14989 2,5 22394 301 2390 3887 90

4,0 HE 800x444 8 S355 91,2 3,530 0,520 21,66 52,70 152 335 9,4 7,8 15,8 26,5 0,30 1,50 1,60 5,10 5,52 5,16 12,20 14917 2,5 22781 301 2393 3989 116

4,0 HE 1000x249 6 S355 113,0 2,214 0,786 21,77 30,93 263 345 11,6 7,6 15,8 35,6 0,16 1,50 1,57 5,05 5,57 5,16 12,20 14953 2,5 23613 301 2457 4024 69

4,5 HD 400x1299 7 S355 75,0 7,270 0,583 24,41 73,87 107 295 10,5 8,3 15,8 26,4 0,53 1,50 1,70 4,75 5,07 5,16 12,20 14335 2,5 25665 300 2578 4414 *

4,5 HE 1000x249 7 S355 105,0 2,445 0,734 22,42 33,93 241 345 11,0 7,9 15,8 32,0 0,17 1,50 1,62 4,95 5,43 5,16 12,20 14585 2,5 24280 300 2473 4114 73

5,0 HD 400x1299 7 S355 75,0 7,301 0,559 24,53 74,55 105 295 10,1 8,1 15,8 25,9 0,46 1,50 1,67 4,77 5,09 5,16 12,20 14717 2,5 26426 301 2611 4439 *

5,0 HE 900 A 7 S355 104,0 2,489 0,741 22,92 33,82 241 345 11,2 7,7 15,8 35,0 0,15 1,50 1,59 4,92 5,39 5,16 12,20 14826 2,5 25418 301 2534 4200 75

5,5 HD 400x1299 8 S355 68,0 8,226 0,522 25,08 82,55 96 295 8,6 8,2 15,8 23,4 0,45 1,50 1,70 4,72 5,01 5,16 12,20 14821 2,5 27366 301 2659 4528 *

5,5 HE 900 A 8 S355 97,0 2,712 0,694 23,64 36,58 223 345 10,9 8,1 15,8 31,2 0,16 1,50 1,67 4,80 5,24 5,16 12,20 14301 2,5 26000 300 2555 4303 76

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 15,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

79,8 5 HE 700x352 S355 1,87 66,4 5 HD 400x818 S355 3,4851 63,3 6 HD 400x677 S355 3,5279 59,8 6 HD 400x744 S355 3,8086 59,4 7 HD 400x634 S355 3,8787
81,4 4 HE 700x418 S355 1,7672 71,8 6 HE 600x399 S355 2,1918 63,4 5 HD 400x818 S355 3,4898 63,3 6 HD 400x677 S355 3,5546 61,5 7 HD 400x592 S355 3,6914
81,6 4 HE 650x407 S355 1,7167 73,2 6 HE 600x337 S355 1,9679 70,2 7 HE 600x337 S355 2,239 69 8 HE 600 M S355 2,2699 64,2 9 HE 550 M S355 2,4638
82,8 4 HE 700x352 S355 1,5923 74,8 5 HE 600x399 S355 1,9109 71,2 6 HE 600x337 S355 1,9884 69,2 8 HE 550 M S355 2,236 67,2 8 HE 550 M S355 2,2664
86 5 HE 800 A S460 1,5076 76 5 HE 650x343 S355 1,8375 71,8 5 HE 600x399 S355 1,9266 70 7 HE 600 M S355 2,0523 69 7 HE 600 M S355 2,0907

78,2 5 HE 600x337 S355 1,7361 75 5 HE 650x343 S355 1,8663 70,2 6 HE 600x337 S355 2,0182 72 7 HE 650 B S355 1,9422
81,8 5 HE 650 M S355 1,7014 76 7 HE 700 A S355 1,833 73,8 6 HE 650 M S355 1,9793 75 7 HE 600 B S460 1,8524
84 6 HE 700 A S460 1,6702 77 6 HE 700 B S355 1,7791 74 6 HE 600 M S355 1,8545
85 5 HE 700 B S460 1,5927 78,2 5 HE 600x337 S355 1,7725 77 6 HE 650 B S460 1,7563

78,8 5 HE 650 M S355 1,724
80 5 HE 700 B S460 1,607

80,8 5 HE 700x352 S355 1,8741 65,1 5 HD 400x900 S460 3,8553 63,1 5 HD 400x900 S460 3,864 64,8 6 HD 400x744 S460 3,9345 60,3 7 HD 400x677 S355 4,0935
82,4 4 HE 700x418 S355 1,7713 72,8 6 HE 600x399 S355 2,1968 71,2 7 HE 600x337 S355 2,2447 70,2 7 HE 600x337 S355 2,2745 62,4 7 HD 400x634 S355 3,901
84,6 4 HE 650x407 S355 1,729 75 6 HE 650x343 S355 2,1115 71,8 6 HE 600x399 S355 2,222 71,8 6 HE 600x399 S355 2,2582 69 8 HE 600 M S355 2,3151
87 5 HE 800 B S355 1,5993 76,6 5 HE 650x407 S355 2,0584 73,8 7 HE 650 M S355 2,1856 73,8 7 HE 650 M S355 2,2246 72 7 HE 600 M S355 2,1129

88,4 4 HE 800 M S355 1,5228 78,2 6 HE 600x337 S355 1,9926 75 6 HE 650x343 S355 2,1451 74 7 HE 600 M S355 2,0787 75 8 HE 600 B S355 1,9999
91 5 HE 800 A S355 1,5048 78,6 6 HE 700 M S355 1,9926 76,6 5 HE 650x407 S355 2,0928 75,2 6 HE 600x337 S355 2,0511 77 7 HE 700 A S355 1,9341
92 4 HE 800 B S460 1,4128 79,8 5 HE 700x352 S355 1,9122 76,8 5 HE 600x399 S355 1,9554 76,8 6 HE 650 M S355 1,9991 79 7 HE 650 A S460 1,8743

83 5 HE 650x343 S355 1,8721 78 5 HE 650x343 S355 1,8836 77 6 HE 600 M S355 1,8743
83,6 5 HE 700 M S355 1,7616 79,6 5 HE 700 M S355 1,7798 78 6 HE 700 B S355 1,828
86 6 HE 800 A S355 1,7395 81,8 5 HE 650 M S355 1,7413 84 6 HE 700 A S460 1,7612
87 5 HE 800 A S460 1,5613 84 6 HE 700 A S355 1,6872

85 5 HE 700 B S355 1,6108
86 5 HE 800 A S460 1,6007

99,2 5 HE 900x391 S355 2,0931 92,6 6 HE 800x373 S355 2,3582 89,6 7 HE 800x373 S355 2,6943 82,4 8 HE 700x418 S355 3,2434 75 6 HD 400x1299 S355 6,251
100,6 4 HL 920x390 S355 1,8006 94,2 5 HE 800x444 S355 2,3035 91,2 6 HE 800x444 S355 2,6899 88,4 8 HE 800 M S355 2,734 81,4 9 HE 700x418 S355 3,6269
103,1 4 HL 920x368 S355 1,7508 98 6 HE 900 B S355 2,0447 92,2 5 HE 800x444 S355 2,3409 91,4 7 HE 800 M S355 2,4875 82,4 8 HE 700x418 S355 3,2985
104,7 4 HL 920x344 S355 1,6925 99,7 5 HL 920x344 S355 2,0229 96 7 HE 900 A S355 2,1802 92,6 6 HE 800x373 S355 2,4602 84,8 9 HE 700x352 S355 3,2438
106 4 HL 1000 A S355 1,6358 101 5 HE 900 M S355 1,9541 97 6 HE 900 B S355 2,0924 96 7 HE 900 A S355 2,2384 88,4 8 HE 800 M S355 2,7951
107 4 HE 1000 B S355 1,5871 104 6 HE 900 A S355 1,9423 98 5 HE 900 M S355 1,9924 97 6 HE 900 B S355 2,1509 90 9 HE 800 B S355 2,7416
111 4 HE 1000 A S460 1,5336 105 5 HE 900 B S355 1,8314 101 6 HE 900 A S355 1,9837 101 6 HE 900 A S460 2,0775 93,4 7 HE 800 M S355 2,5658

106 5 HE 1000 A S355 1,7945 102 5 HE 900 B S355 1,8735 95 8 HE 800 B S355 2,5501
108 5 HE 1000x249 S460 1,7714 105 5 HE 1000x249 S460 1,8167 96 7 HE 900 A S460 2,3431

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,6 7 HE 800x373 S355 2,7747 73 6 HD 400x1202 S355 5,8739 67 7 HD 400x990 S460 5,8581 66,9 7 HD 400x1086 S355 6,2015 62 8 HD 400x990 S355 6,461
91,2 6 HE 800x444 S355 2,7703 79,6 8 HE 650x407 S355 3,2006 74,8 9 HE 600x399 S355 3,2722 67 7 HD 400x990 S460 5,884 65,1 8 HD 400x900 S460 6,1427
92,6 6 HE 800x373 S355 2,4866 81,4 7 HE 700x418 S355 2,9792 76,6 8 HE 650x407 S355 3,2119 71,8 10 HE 600x399 S355 3,5806 71,8 10 HE 600x399 S355 3,6128
94,2 5 HE 800x444 S355 2,4328 82,8 8 HE 700x352 S355 2,9615 78 9 HE 650x343 S355 3,1518 72,8 9 HE 600x399 S355 3,2935 72,8 9 HE 600x399 S355 3,3265
97 6 HE 900 B S355 2,1728 84,6 7 HE 650x407 S355 2,9105 79,6 9 HE 700 M S355 2,9584 75 9 HE 650x343 S355 3,1681 75 9 HE 650x343 S355 3,2036
99 5 HE 900 M S355 2,0786 87,8 7 HE 700x352 S355 2,7045 81,6 7 HE 650x407 S355 2,9257 76,6 7 HE 650x407 S355 2,928 76,8 8 HE 600x399 S355 3,0675

101 6 HE 900 A S355 2,0642 88,4 7 HE 800 M S355 2,5461 81,8 9 HE 650 M S355 2,8825 78 8 HE 650x343 S355 2,914 78 8 HE 650x343 S355 2,9522
105 5 HE 900 B S355 1,9712 89,6 6 HE 800x373 S355 2,5188 82,8 7 HE 700x352 S355 2,7081 78,8 9 HE 650 M S355 2,9025 78,8 9 HE 650 M S355 2,9416
106 5 HE 1000x249 S460 1,9029 93,4 6 HE 800 M S355 2,3129 86 9 HE 800 A S355 2,5714 79,6 8 HE 700 M S355 2,7457 79,6 8 HE 700 M S355 2,7858

96 6 HE 900 A S460 2,1229 87 8 HE 800 B S355 2,5499 79,8 7 HE 700x352 S355 2,7286 81,8 8 HE 650 M S355 2,7238
88 7 HE 800 B S355 2,3283 81,8 8 HE 650 M S355 2,6819 82 9 HE 700 B S355 2,7014
94 7 HE 800 A S460 2,251 82 9 HE 700 B S355 2,659 85 8 HE 700 B S355 2,5143

83,6 7 HE 700 M S355 2,5235 86 8 HE 800 A S460 2,4979
85 8 HE 700 B S355 2,4691
86 8 HE 800 A S355 2,4142
87 7 HE 800 B S355 2,3706
89 7 HE 800 A S460 2,2656

99,2 7 HE 900x391 S355 2,9226 96,2 7 HE 800x444 S355 3,2082 89,6 9 HE 800x373 S355 3,4772 84,4 10 HE 700x418 S355 4,0899 71,9 9 HD 400x1086 S355 7,8911
100,8 6 HE 900x466 S355 2,9213 97,6 8 HE 800x373 S355 3,1823 92,2 7 HE 800x444 S355 3,2256 89,4 10 HE 800 M S355 3,4448 73 8 HD 400x1202 S355 7,7365
101,3 6 HL 920x420 S355 2,7696 98 8 HE 900 M S355 2,9601 94,6 8 HE 800x373 S355 3,2091 91,2 7 HE 800x444 S355 3,2696 81,4 11 HE 700x418 S355 4,4414
101,6 6 HL 920x390 S355 2,6481 99,7 7 HL 920x344 S355 2,7994 96,4 9 HE 800 M S355 3,1797 92,6 8 HE 800x373 S355 3,2471 82,4 10 HE 700x418 S355 4,1144
102,8 5 HL 920x449 S355 2,5333 100,1 6 HL 920x368 S355 2,608 97 9 HE 900 B S355 3,0219 93,4 9 HE 800 M S355 3,2117 84,8 11 HE 700x352 S355 3,9731
106,3 5 HL 920x420 S355 2,4546 102,7 6 HL 920x344 S355 2,5279 97,6 7 HE 800x373 S355 2,9258 95 10 HE 800 B S355 3,1228 86,4 9 HE 700x418 S355 3,8148
107 5 HL 1000 B S355 2,2668 106 6 HL 1000 A S355 2,4567 98 7 HE 900 M S355 2,733 96 9 HE 900 A S355 2,8735 87,8 10 HE 700x352 S355 3,7104

110,8 5 HE 1000 M S355 2,2003 107 6 HE 1000 B S355 2,3841 102 7 HE 900 B S355 2,5634 97 8 HE 900 B S355 2,8317 88 12 HE 800 B S355 3,5696
111 5 HL 1000 A S355 2,1459 109 6 HE 1000 A S355 2,2585 105 7 HE 1000x249 S460 2,4814 98 7 HE 900 M S355 2,7912 88,4 10 HE 800 M S355 3,4837
115 5 HE 1000 B S460 2,1356 113 6 HE 1000x249 S460 2,2456 100 7 HE 900 B S355 2,6089 89,6 8 HE 800x373 S355 3,2702

104 7 HE 900 A S460 2,5257 91,4 9 HE 800 M S355 3,2448
93,4 8 HE 800 M S355 2,9968
95 9 HE 800 B S355 2,9472
96 9 HE 900 A S355 2,9277
97 8 HE 900 A S460 2,7535

Span length = 15,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 650x407 5 S355 76,6 2,017 0,955 15,24 25,25 199 335 15,1 25,1 26,3 37,4 0,97 4,50 5,06 4,05 4,62 5,08 12,05 5823 2,4 12936 <200 1446 2948 *

2,5 HE 800 B 4 S460 90,0 1,402 0,983 15,24 21,27 295 440 17,7 25,2 26,3 44,4 0,56 4,50 5,09 4,00 4,68 5,08 12,05 5727 2,4 13119 <200 1461 2963 71

3,0 HD 400x818 5 S355 66,4 3,482 0,978 15,88 33,26 148 315 15,6 25,7 26,3 39,8 1,43 4,50 5,18 3,86 4,33 5,08 12,05 5754 2,4 14457 <200 1539 3041 *

3,0 HE 800 A 5 S460 86,0 1,554 0,941 15,55 22,41 292 440 16,0 24,7 26,3 45,3 0,54 4,50 4,99 3,97 4,59 5,08 12,05 5909 2,4 13993 <200 1503 3005 62

3,5 HD 400x900 5 S460 60,1 3,843 0,995 16,01 17,03 140 430 13,3 26,1 26,3 35,3 1,62 4,50 5,27 3,83 4,26 5,08 12,05 5702 2,4 14873 <200 1540 3042 *

3,5 HE 800 A 5 S460 86,0 1,598 0,877 15,86 22,77 286 440 15,4 23,0 26,3 42,9 0,43 4,50 4,64 4,03 4,63 5,08 12,05 6320 2,4 15031 <200 1552 3054 61

4,0 HD 400x818 6 S460 58,4 4,204 0,954 16,30 18,27 132 430 12,4 25,0 26,3 34,9 1,38 4,50 5,06 3,85 4,25 5,08 12,05 5978 2,4 15735 <200 1582 3084 *

4,0 HE 700 A 6 S460 79,0 1,725 0,993 15,95 22,39 292 440 16,1 26,1 26,3 51,7 0,48 4,50 5,26 3,77 4,34 5,08 12,05 5610 2,4 15467 <200 1561 3063 55

4,5 HD 400x744 7 S460 56,8 4,495 0,937 16,61 19,26 127 430 11,8 24,6 26,3 34,8 1,23 4,50 4,97 3,81 4,20 5,08 12,05 6118 2,4 16504 <200 1630 3132 *

4,5 HE 650 A 7 S460 79,0 1,872 0,922 16,35 23,63 278 440 15,3 24,2 26,3 54,5 0,41 4,50 4,89 3,81 4,34 5,08 12,05 6077 2,4 16528 <200 1631 3133 54

2,5 HE 700x418 5 S355 81,4 2,101 0,908 15,40 27,59 185 335 13,6 21,4 23,5 32,5 0,79 3,00 4,32 4,33 4,90 5,08 12,05 6843 2,4 13270 <200 1472 2974 *

2,5 HE 900 A 4 S355 96,0 1,393 0,916 15,41 17,98 287 345 15,9 21,6 23,5 38,7 0,45 3,00 4,35 4,28 4,95 5,08 12,05 6711 2,4 13474 <200 1488 2990 71

3,0 HD 400x1202 4 S355 66,0 3,917 0,944 16,04 37,62 125 295 12,5 22,2 23,5 28,8 1,58 3,00 4,48 4,12 4,56 5,08 12,05 6692 2,4 14748 <200 1561 3063 *

3,0 HE 800 A 5 S355 91,0 1,555 0,936 15,71 18,66 285 345 15,6 22,0 23,5 44,7 0,45 3,00 4,45 4,15 4,78 5,08 12,05 6629 2,4 14368 <200 1532 3034 65

3,5 HD 400x990 5 S460 62,0 4,173 0,976 16,22 18,58 128 430 12,1 23,0 23,5 31,5 1,47 3,00 4,64 4,03 4,44 5,08 12,05 6494 2,4 15322 <200 1574 3076 *

3,5 HE 800 A 5 S355 86,0 1,575 0,977 15,86 18,29 286 345 15,4 23,0 23,5 42,9 0,43 3,00 4,64 4,03 4,63 5,08 12,05 6320 2,4 15031 <200 1552 3054 59

4,0 HD 400x900 6 S355 60,1 4,451 0,940 16,52 40,61 121 295 11,3 22,1 23,5 31,2 1,26 3,00 4,47 4,03 4,42 5,08 12,05 6776 2,4 16222 <200 1620 3122 *

4,0 HE 700 A 6 S355 84,0 1,733 0,968 16,15 18,82 284 345 15,4 22,8 23,5 51,3 0,40 3,00 4,60 3,97 4,54 5,08 12,05 6423 2,4 15967 <200 1600 3102 56

4,5 HD 400x818 7 S355 58,4 4,755 0,925 16,84 44,99 116 315 10,8 21,8 23,5 31,2 1,12 3,00 4,40 4,00 4,36 5,08 12,05 6923 2,4 17020 <200 1669 3171 *

4,5 HE 700 A 7 S355 79,0 1,946 0,971 16,39 20,94 257 345 14,0 22,9 23,5 46,4 0,41 3,00 4,62 3,91 4,44 5,08 12,05 6439 2,4 16592 <200 1636 3138 56

2,5 HE 800x444 5 S355 96,2 2,255 0,542 14,37 33,74 143 335 9,7 12,0 22,1 24,4 0,38 3,00 2,42 5,09 5,65 5,08 12,05 10128 2,4 14286 212 1551 2796 *

2,5 HE 1000 A 4 S355 114,0 1,521 0,683 14,47 22,52 222 345 11,1 11,5 22,1 29,9 0,22 3,00 2,33 5,11 5,79 5,08 12,05 10406 2,4 14652 213 1579 2825 86

3,0 HE 800x444 6 S355 91,2 2,640 0,493 14,75 39,52 127 335 8,1 10,9 22,1 21,9 0,36 3,00 2,20 5,21 5,71 5,08 12,05 11188 2,4 15389 220 1611 2856 *

3,0 HE 1000x249 5 S355 110,0 1,753 0,647 14,89 24,86 213 345 9,9 10,9 22,1 29,9 0,20 3,00 2,20 5,12 5,74 5,08 12,05 11124 2,4 15884 219 1649 2895 74

3,5 HE 700x418 7 S355 89,4 2,899 0,497 15,07 40,31 124 335 8,5 11,0 22,1 24,7 0,32 3,00 2,21 5,08 5,56 5,08 12,05 11128 2,4 16520 222 1667 2913 *

3,5 HE 1000x249 5 S355 108,0 1,805 0,637 15,24 25,01 212 345 9,5 10,4 22,1 29,0 0,17 3,00 2,10 5,12 5,70 5,08 12,05 11537 2,4 17049 222 1708 2953 63

4,0 HE 700x418 8 S355 84,4 3,252 0,480 15,34 44,83 113 335 7,5 10,6 22,1 22,6 0,31 3,00 2,14 5,09 5,52 5,08 12,05 11560 2,4 17394 226 1710 2956 *

4,0 HE 900 A 6 S355 104,0 2,063 0,575 15,58 28,73 187 345 8,7 9,9 22,1 29,4 0,16 3,00 1,99 5,16 5,69 5,08 12,05 12279 2,4 18143 228 1768 3014 77

4,5 HD 400x1299 7 S355 72,0 7,183 0,415 16,86 72,99 70 295 6,2 9,2 22,1 18,7 0,48 3,00 1,85 5,08 5,39 5,08 12,05 13622 2,4 20782 289 1960 3206 *

4,5 HE 900 A 7 S355 99,0 2,325 0,519 15,91 32,21 168 345 7,7 9,6 22,1 26,6 0,16 3,00 1,94 5,13 5,61 5,08 12,05 12658 2,4 19049 258 1826 3072 78

3,5 HE 700x418 7 S355 82,4 2,939 0,701 20,59 38,82 197 335 12,6 12,5 18,8 40,7 0,51 1,50 2,52 4,18 4,64 5,08 12,05 9752 2,4 20467 250 2280 3761 94

3,5 HE 900 A 5 S355 104,0 1,853 0,818 17,79 24,10 269 345 11,6 11,4 18,8 46,7 0,25 1,50 2,30 4,29 4,85 5,08 12,05 10483 2,4 21249 251 2340 3586 71

4,0 HD 400x1299 6 S355 70,0 6,250 0,586 22,21 62,26 120 295 10,6 11,0 18,8 31,9 0,80 1,50 2,22 4,26 4,60 5,08 12,05 11401 2,4 23353 258 2476 4034 *

4,0 HE 900 A 6 S355 96,0 2,088 0,824 19,69 27,16 267 345 11,9 11,7 18,8 43,3 0,27 1,50 2,36 4,22 4,73 5,08 12,05 10356 2,4 21903 252 2364 3661 67

4,5 HD 400x1299 6 S355 67,0 6,245 0,605 23,14 62,03 122 295 10,6 11,3 18,8 31,1 0,76 1,50 2,30 4,20 4,54 5,08 12,05 11123 2,4 23713 257 2469 4157 *

4,5 HE 800 A 7 S460 91,0 2,225 0,868 22,83 32,67 306 440 15,6 12,7 18,8 50,4 0,27 1,50 2,56 4,03 4,52 5,08 12,05 9582 2,4 22577 251 2381 4092 63

5,0 HD 400x1202 7 S355 65,0 6,745 0,594 23,94 65,31 119 295 10,4 11,1 18,8 31,5 0,68 1,50 2,26 4,18 4,50 5,08 12,05 11397 2,4 24741 258 2523 4280 *

5,0 HE 800 A 7 S355 94,0 2,271 0,857 21,21 27,34 278 345 12,6 11,2 18,8 49,2 0,21 1,50 2,26 4,19 4,67 5,08 12,05 10842 2,4 24052 255 2470 3894 60

5,5 HD 400x990 9 S355 62,0 7,198 0,603 24,29 67,75 113 295 10,0 11,3 18,8 31,6 0,63 1,50 2,29 4,13 4,43 5,08 12,05 11389 2,4 25706 254 2573 4343 *

5,5 HE 800 A 8 S355 86,0 2,457 0,873 23,70 29,21 277 345 14,0 12,2 18,8 44,0 0,24 1,50 2,47 4,02 4,47 5,08 12,05 10031 2,4 24354 251 2469 4233 62

3,5 HE 800x444 7 S460 99,2 3,232 0,811 22,27 28,77 170 430 11,1 8,2 16,1 30,3 0,28 1,50 1,65 4,99 5,44 5,08 12,05 14937 2,4 22065 300 2403 4037 116

3,5 HE 1000 B 5 S355 115,0 2,100 0,734 22,06 32,55 238 345 12,2 8,0 16,1 32,5 0,18 1,50 1,62 4,99 5,53 5,08 12,05 14989 2,4 22394 300 2429 4017 88

4,0 HE 800x444 8 S355 91,2 3,525 0,552 22,81 52,70 159 335 9,9 8,2 16,1 28,2 0,31 1,50 1,66 4,94 5,35 5,08 12,05 14917 2,4 22781 300 2432 4117 113

4,0 HE 1000x249 6 S355 113,0 2,211 0,826 22,93 30,93 276 345 12,3 8,1 16,1 37,9 0,16 1,50 1,63 4,89 5,40 5,08 12,05 14953 2,4 23614 300 2496 4153 65

4,5 HE 800x373 9 S355 90,6 3,480 0,566 23,35 50,32 166 335 10,2 8,3 16,1 29,2 0,26 1,50 1,68 4,86 5,27 5,08 12,05 14766 2,4 23717 300 2469 4199 101

4,5 HE 1000x249 7 S355 106,0 2,449 0,761 23,46 34,16 251 345 11,5 8,2 16,1 34,0 0,16 1,50 1,65 4,83 5,31 5,08 12,05 14877 2,4 24393 300 2521 4230 68

5,0 HE 700x418 10 S355 86,4 4,101 0,565 23,97 56,64 150 335 10,2 8,2 16,1 29,5 0,26 1,50 1,67 4,82 5,20 5,08 12,05 15002 2,4 24829 300 2530 4299 *

5,0 HE 900 A 7 S355 104,0 2,485 0,777 24,08 33,82 253 345 11,9 8,2 16,1 37,3 0,15 1,50 1,65 4,77 5,23 5,08 12,05 14826 2,4 25418 300 2575 4327 72

5,5 HD 400x1299 8 S355 72,0 8,255 0,504 25,88 83,87 97 295 9,1 8,1 16,1 24,5 0,41 1,50 1,64 4,69 4,98 5,08 12,05 15817 2,4 27916 300 2744 4617 *

5,5 HE 900 A 8 S355 99,0 2,726 0,711 24,59 37,10 229 345 11,2 8,2 16,1 33,1 0,15 1,50 1,66 4,73 5,16 5,08 12,05 14924 2,4 26275 300 2617 4408 75

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 15,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

79,8 5 HE 700x352 S355 1,8673 71,8 6 HE 600x399 S355 2,189 66,4 5 HD 400x818 S355 3,5035 61,8 6 HD 400x744 S355 3,8176 58,3 7 HD 400x677 S355 4,074
81,4 4 HE 700x418 S355 1,7648 75 6 HE 650x343 S355 2,1088 70,2 7 HE 600x337 S355 2,2359 63,3 6 HD 400x677 S355 3,5506 61,5 7 HD 400x592 S355 3,687
81,6 4 HE 650x407 S355 1,7147 75,2 6 HE 600x337 S355 1,9752 71,8 6 HE 600x399 S355 2,2192 69 8 HE 600 M S355 2,2667 67,2 9 HE 550 M S355 2,4824
84,8 4 HE 700x352 S355 1,5983 76,8 5 HE 600x399 S355 1,9185 73,2 6 HE 600x337 S355 1,9973 71,2 6 HE 600x337 S355 2,0221 69 8 HE 600 M S355 2,3118
87 5 HE 800 A S460 1,5092 78 5 HE 650x343 S355 1,8451 74,8 5 HE 600x399 S355 1,9415 73,8 6 HE 650 M S355 1,9767 69,2 8 HE 550 M S355 2,278

79,6 5 HE 700 M S355 1,7392 75 5 HE 650x343 S355 1,864 75 7 HE 650 B S355 1,9111 70 7 HE 600 M S355 2,0952
81,8 5 HE 650 M S355 1,6992 77 6 HE 600 M S355 1,8301 76 7 HE 700 A S460 1,9013 72,2 7 HE 550 M S355 2,0806
84 6 HE 700 A S460 1,6673 78 6 HE 700 B S355 1,7819 77 6 HE 700 B S355 1,8185 74 8 HE 650 A S355 1,9838
85 5 HE 700 B S460 1,5902 78,2 5 HE 600x337 S355 1,7702 79 7 HE 650 A S460 1,8172 75 7 HE 650 B S355 1,9617

78,8 5 HE 650 M S355 1,7217 76 7 HE 700 A S460 1,9531
81 6 HE 700 A S460 1,6925 79 7 HE 700 A S355 1,9456
82 5 HE 700 B S460 1,616

81,6 5 HE 650x407 S355 2,0377 74,8 6 HE 600x399 S355 2,2039 65 5 HD 400x990 S355 4,0876 61,4 6 HD 400x818 S355 4,1211 59,8 7 HD 400x744 S355 4,4084
82,8 5 HE 700x352 S355 1,8797 77,6 5 HE 650x407 S355 2,0609 65,1 5 HD 400x900 S460 3,8718 64,8 6 HD 400x744 S460 3,9304 63,3 7 HD 400x677 S355 4,1111
84,4 4 HE 700x418 S355 1,7772 78,6 6 HE 700 M S355 1,9895 71,8 7 HE 600x399 S355 2,5143 70,2 8 HE 600x337 S355 2,5274 69 9 HE 600 M S355 2,5354
88 5 HE 800 B S355 1,6009 79,8 5 HE 700x352 S355 1,9095 72,8 6 HE 600x399 S355 2,225 71,8 6 HE 600x399 S355 2,2554 70,2 7 HE 600x337 S355 2,3169

88,4 4 HE 800 M S355 1,5206 83 5 HE 650x343 S355 1,8698 74,8 7 HE 650 M S355 2,1884 73,8 7 HE 650 M S355 2,2216 73,8 7 HE 650 M S355 2,2705
94 5 HE 800 A S355 1,5148 85 6 HE 700 B S355 1,7794 75 6 HE 650x343 S355 2,1423 75 6 HE 650x343 S355 2,1818 74 7 HE 600 M S355 2,1248
95 4 HE 800 B S355 1,4012 86 6 HE 800 A S355 1,7366 76,6 5 HE 650x407 S355 2,0903 76,8 6 HE 650 M S355 1,9965 76 8 HE 700 A S355 2,1151

87 5 HE 800 B S355 1,646 78,2 6 HE 600x337 S355 2,0261 80 6 HE 700 B S355 1,8382 77 7 HE 700 B S355 2,0847
89 5 HE 800 A S460 1,5687 78,8 6 HE 650 M S355 1,9666 84 6 HE 700 A S460 1,7583 79 7 HE 700 A S460 1,9753

79,8 5 HE 700x352 S355 1,9472
80 5 HE 650x343 S355 1,8928

81,6 5 HE 700 M S355 1,7887
86 5 HE 800 A S460 1,5982

99,2 5 HE 900x391 S355 2,0903 96,2 5 HE 800x444 S355 2,3104 89,6 7 HE 800x373 S355 2,6904 89,4 8 HE 800 M S355 2,7364 81,4 9 HE 700x418 S355 3,6219
100,8 4 HE 900x466 S355 1,9835 98 6 HE 900 M S355 2,213 91,2 6 HE 800x444 S355 2,6864 94,6 6 HE 800x373 S355 2,47 84,6 9 HE 650x407 S355 3,5308
101,3 4 HL 920x420 S355 1,8832 99,2 5 HE 900x391 S355 2,1484 94,2 5 HE 800x444 S355 2,3494 96 8 HE 900 A S355 2,4597 86,4 8 HE 700x418 S355 3,3236
101,6 4 HL 920x390 S355 1,8024 99,7 5 HL 920x344 S355 2,0201 97 7 HE 900 B S355 2,3366 97 7 HE 900 B S355 2,3951 87,8 9 HE 700x352 S355 3,2612
105,1 4 HL 920x368 S355 1,7567 103 5 HE 900 M S355 1,9612 98 6 HE 900 M S355 2,266 98 6 HE 900 B S355 2,1544 88,4 9 HE 800 M S355 3,0565
106 4 HL 1000 A S355 1,6335 105 6 HE 1000x249 S355 1,9545 99 7 HE 900 A S355 2,1941 104 6 HE 900 A S460 2,0942 89,4 8 HE 800 M S355 2,7983
110 4 HE 1000 B S355 1,5972 106 5 HE 1000 A S355 1,7919 99,7 5 HL 920x344 S355 2,0749 92 9 HE 800 B S355 2,752
114 4 HE 1000 A S460 1,5438 110 5 HE 1000x249 S460 1,7787 101 5 HE 900 M S355 2,007 96 8 HE 900 A S355 2,5279

104 6 HE 900 A S355 1,998 97 7 HE 900 B S355 2,4635
105 5 HE 900 B S355 1,8881 99 7 HE 900 A S460 2,3618
106 5 HE 1000 A S355 1,8524
108 5 HE 1000x249 S460 1,8313

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

88,4 7 HE 800 M S355 2,4934 77,6 8 HE 650x407 S355 3,1836 70 7 HD 400x990 S460 5,8749 70 7 HD 400x990 S460 5,9032 63,9 8 HD 400x1086 S355 7,001
89,6 6 HE 800x373 S355 2,4659 79,8 8 HE 700x352 S355 2,9374 76,6 8 HE 650x407 S355 3,2081 72,8 10 HE 600x399 S355 3,5842 65 8 HD 400x990 S355 6,4821
91,2 5 HE 800x444 S355 2,4125 81,6 7 HE 650x407 S355 2,8872 78 9 HE 650x343 S355 3,1477 75 10 HE 650x343 S355 3,4423 68,1 8 HD 400x900 S460 6,1639
95 7 HE 800 B S355 2,2739 83 8 HE 650x343 S355 2,8696 79,6 9 HE 700 M S355 2,9538 76,6 8 HE 650x407 S355 3,247 71,8 10 HE 600x399 S355 3,6082
96 7 HE 900 A S355 2,2571 84,4 6 HE 700x418 S355 2,6595 81,6 7 HE 650x407 S355 2,9222 78 9 HE 650x343 S355 3,1888 75 10 HE 650x343 S355 3,4779
97 6 HE 900 B S355 2,1696 87 8 HE 800 B S355 2,5045 82,8 7 HE 700x352 S355 2,7043 78,8 10 HE 650 M S355 3,1433 76,6 8 HE 650x407 S355 3,2834
98 5 HE 900 M S355 2,07 89,4 6 HE 800 M S355 2,2832 86 9 HE 800 A S355 2,567 79,6 7 HE 650x407 S355 2,9492 78 9 HE 650x343 S355 3,2268
99 6 HE 900 A S355 2,0495 94 7 HE 800 A S460 2,2001 86,6 7 HE 700 M S355 2,4957 81,8 9 HE 650 M S355 2,9233 78,6 9 HE 700 M S355 3,0275

100 5 HE 900 B S355 1,9396 95 6 HE 800 B S460 2,1333 87 7 HE 800 B S355 2,3173 82 10 HE 700 B S355 2,8685 80 8 HE 650x343 S355 2,9667
104 5 HE 900 A S460 1,8797 96 6 HE 900 A S460 2,1197 82,8 7 HE 700x352 S355 2,7495 81,6 8 HE 700 M S355 2,7998

85 9 HE 700 B S355 2,6793 85 9 HE 700 B S355 2,7242
86 9 HE 800 A S355 2,6162 86 8 HE 800 A S460 2,4939

86,6 7 HE 700 M S355 2,5445
87 7 HE 800 B S355 2,367
91 7 HE 800 A S460 2,2786

99,2 7 HE 800x444 S355 3,1672 96,2 7 HE 800x444 S355 3,2041 94,2 7 HE 800x444 S355 3,2363 89,4 9 HE 700x418 S355 3,7901 81,4 11 HE 700x418 S355 4,4352
100,2 7 HE 900x391 S355 2,9245 97,6 8 HE 800x373 S355 3,1779 96,4 9 HE 800 M S355 3,175 89,6 9 HE 800x373 S355 3,5229 84,4 10 HE 700x418 S355 4,1269
100,8 6 HE 900x466 S355 2,9177 98 8 HE 900 M S355 2,9558 97 9 HE 900 B S355 3,0173 91,4 10 HE 800 M S355 3,4561 87,8 11 HE 700x352 S355 3,9945
101,3 6 HL 920x420 S355 2,766 99,7 7 HL 920x344 S355 2,7955 98 8 HE 900 M S355 3,0056 92,2 7 HE 800x444 S355 3,2737 88,4 10 HE 800 M S355 3,4785
102,7 5 HL 920x491 S355 2,6722 100,6 6 HL 920x390 S355 2,6979 99,7 7 HL 920x344 S355 2,8472 92,6 8 HE 800x373 S355 3,2426 90,6 8 HE 800x373 S355 3,2748
103,6 6 HL 920x390 S355 2,6561 103,1 6 HL 920x368 S355 2,6243 100 8 HE 900 B S355 2,7924 93,4 9 HE 800 M S355 3,207 91,4 9 HE 800 M S355 3,24
104,8 5 HL 920x449 S355 2,5417 104,7 6 HL 920x344 S355 2,5377 101 7 HE 900 M S355 2,7514 96 10 HE 900 A S355 3,0938 95 10 HE 800 B S355 3,1709
106,3 5 HL 920x420 S355 2,4516 106 6 HL 1000 A S355 2,4533 104 8 HE 900 A S355 2,6464 97 8 HE 900 B S355 2,8275 96 9 HE 900 A S355 2,9231
107,8 5 HL 1000 M S355 2,4163 107 6 HE 1000 B S355 2,3808 105 7 HE 900 B S355 2,582 98 7 HE 900 M S355 2,7873 97 8 HE 900 B S355 2,8823
108 5 HL 1000 B S355 2,2696 111 6 HE 1000 A S355 2,2685 106 7 HE 1000x249 S460 2,4851 101 8 HE 900 A S355 2,6852 99 8 HE 900 A S460 2,7676

112,8 5 HE 1000 M S355 2,2089 113 6 HE 1000x249 S460 2,2424 102 7 HE 900 B S355 2,6216
114 5 HL 1000 A S355 2,1603 104 7 HE 900 A S460 2,522
115 5 HE 1000 B S460 2,1328

Span length = 15,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 650x407 5 S355 76,6 2,015 0,993 15,66 25,25 205 335 15,5 26,5 26,7 39,7 0,97 4,50 5,26 3,92 4,48 5,00 11,91 5823 2,4 12936 <200 1469 2981 *

2,5 HE 900 A 4 S460 96,0 1,412 0,904 15,84 22,38 295 440 16,3 22,8 26,7 41,2 0,45 4,50 4,52 4,14 4,81 5,00 11,91 6711 2,4 13474 <200 1512 3024 70

3,0 HE 600x399 6 S355 71,8 2,186 0,989 15,96 27,64 192 335 14,6 26,4 26,7 40,7 0,97 4,50 5,24 3,87 4,38 5,00 11,91 5890 2,4 13751 <200 1508 3020 *

3,0 HE 800 A 5 S460 86,0 1,551 0,979 15,98 22,41 300 440 16,4 26,1 26,7 48,2 0,54 4,50 5,19 3,85 4,46 5,00 11,91 5909 2,4 13993 <200 1527 3039 61

3,5 HD 400x990 5 S460 62,0 4,170 0,913 16,66 18,71 131 430 12,4 24,3 26,7 33,4 1,49 4,50 4,82 3,90 4,31 5,00 11,91 6494 2,4 15322 <200 1599 3111 *

3,5 HE 800 A 5 S460 86,0 1,596 0,912 16,32 22,77 294 440 15,8 24,3 26,7 45,7 0,44 4,50 4,83 3,90 4,49 5,00 11,91 6320 2,4 15031 <200 1576 3089 59

4,0 HD 400x818 6 S460 58,4 4,199 0,991 16,75 18,41 136 430 12,7 26,4 26,7 37,1 1,40 4,50 5,26 3,73 4,13 5,00 11,91 5978 2,4 15735 <200 1607 3119 *

4,0 HE 700 A 6 S460 81,0 1,736 0,979 16,47 22,74 297 440 16,2 26,1 26,7 54,9 0,45 4,50 5,19 3,73 4,29 5,00 11,91 5921 2,4 15667 <200 1602 3114 54

4,5 HD 400x744 7 S460 56,8 4,490 0,974 17,07 19,40 131 430 12,1 26,0 26,7 37,0 1,25 4,50 5,17 3,70 4,07 5,00 11,91 6118 2,4 16504 <200 1655 3168 *

4,5 HE 650 A 7 S460 79,0 1,869 0,959 16,81 23,63 286 440 15,7 25,6 26,7 58,0 0,41 4,50 5,08 3,69 4,22 5,00 11,91 6077 2,4 16528 <200 1657 3169 52

2,5 HE 700x418 5 S355 81,4 2,098 0,949 15,82 27,59 190 335 14,0 22,6 23,8 34,6 0,80 3,00 4,49 4,20 4,75 5,00 11,91 6843 2,4 13270 <200 1496 3008 *

2,5 HE 900 A 4 S460 96,0 1,412 0,957 15,84 22,38 295 440 16,3 22,8 23,8 41,2 0,45 3,00 4,52 4,14 4,81 5,00 11,91 6711 2,4 13474 <200 1512 3024 70

3,0 HD 400x1299 4 S355 67,0 4,185 0,892 16,64 41,35 119 295 11,6 21,2 23,8 27,5 1,51 3,00 4,22 4,16 4,58 5,00 11,91 7415 2,4 15068 <200 1611 3123 *

3,0 HE 800 A 5 S460 91,0 1,576 0,978 16,15 23,15 293 440 16,0 23,3 23,8 47,6 0,45 3,00 4,63 4,02 4,64 5,00 11,91 6629 2,4 14368 <200 1556 3068 64

3,5 HD 400x1086 5 S355 63,9 4,408 0,899 16,89 42,40 120 295 11,3 21,4 23,8 29,9 1,35 3,00 4,25 4,09 4,49 5,00 11,91 7372 2,4 15796 <200 1636 3149 *

3,5 HE 800 A 5 S460 87,0 1,602 0,997 16,35 22,92 292 440 15,7 23,7 23,8 45,5 0,42 3,00 4,71 3,94 4,53 5,00 11,91 6472 2,4 15118 <200 1583 3095 59

4,0 HD 400x900 6 S355 60,1 4,447 0,981 16,97 40,61 124 295 11,6 23,4 23,8 33,2 1,28 3,00 4,65 3,91 4,29 5,00 11,91 6776 2,4 16222 <200 1645 3157 *

4,0 HE 800 A 6 S355 86,0 1,828 0,876 16,73 21,83 256 345 13,3 20,9 23,8 41,5 0,37 3,00 4,14 4,10 4,64 5,00 11,91 7421 2,4 16243 <200 1647 3159 60

4,5 HD 400x818 7 S355 58,4 4,750 0,965 17,30 44,99 120 315 11,1 23,0 23,8 33,2 1,14 3,00 4,58 3,87 4,23 5,00 11,91 6923 2,4 17020 <200 1696 3208 *

4,5 HE 700 A 7 S355 81,0 1,957 0,962 16,94 21,30 261 345 14,1 22,9 23,8 49,2 0,38 3,00 4,55 3,87 4,38 5,00 11,91 6792 2,4 16817 <200 1680 3192 55

2,5 HE 800x444 5 S460 99,2 2,311 0,780 14,85 19,64 146 430 9,9 12,0 22,3 25,9 0,35 3,00 2,39 5,03 5,59 5,00 11,91 10669 2,4 14474 215 1590 2844 132

2,5 HE 1000 B 4 S355 112,0 1,603 0,628 14,88 25,19 202 345 10,6 11,8 22,3 28,2 0,23 3,00 2,35 5,04 5,68 5,00 11,91 10754 2,4 14625 215 1602 2856 91

3,0 HE 800x444 6 S355 91,2 2,637 0,516 15,16 39,52 130 335 8,3 11,5 22,3 23,3 0,37 3,00 2,29 5,05 5,54 5,00 11,91 11188 2,4 15389 220 1636 2890 *

3,0 HE 1000x249 5 S355 113,0 1,765 0,655 15,41 25,39 217 345 10,0 10,9 22,3 31,8 0,19 3,00 2,16 5,08 5,68 5,00 11,91 11805 2,4 16109 223 1693 2947 69

3,5 HE 800x373 7 S355 90,6 2,693 0,503 15,45 39,14 132 335 8,1 11,2 22,3 24,0 0,30 3,00 2,23 5,01 5,49 5,00 11,91 11485 2,4 16432 224 1686 2941 118

3,5 HE 1000x249 5 S355 110,0 1,814 0,648 15,75 25,38 217 345 9,7 10,6 22,3 30,9 0,16 3,00 2,10 5,04 5,61 5,00 11,91 12020 2,4 17224 226 1749 3003 59

4,0 HE 700x418 8 S355 86,4 3,261 0,483 15,86 45,31 116 335 7,7 10,8 22,3 24,0 0,30 3,00 2,14 5,00 5,43 5,00 11,91 12001 2,4 17594 229 1753 3007 *

4,0 HE 1000x249 6 S355 105,0 2,077 0,583 16,07 29,21 193 345 8,4 10,1 22,3 28,3 0,16 3,00 2,00 5,07 5,59 5,00 11,91 12720 2,4 18253 247 1805 3059 63

4,5 HD 400x1299 7 S355 75,0 7,199 0,411 17,46 73,87 72 295 6,4 9,2 22,3 19,8 0,44 3,00 1,83 5,01 5,32 5,00 11,91 14335 2,4 21120 292 2018 3272 *

4,5 HE 900 A 7 S355 101,0 2,336 0,530 16,46 32,66 172 345 7,8 9,7 22,3 28,3 0,16 3,00 1,94 5,04 5,52 5,00 11,91 13203 2,4 19274 274 1873 3127 76

3,5 HE 700x418 7 S355 82,4 2,935 0,813 23,06 38,82 216 335 14,6 13,2 19,0 43,2 0,52 1,50 2,62 4,05 4,50 5,00 11,91 9752 2,4 20467 251 2316 4065 91

3,5 HE 900 A 5 S460 104,0 1,877 0,836 20,30 29,81 300 440 14,1 12,1 19,0 49,7 0,25 1,50 2,40 4,16 4,71 5,00 11,91 10483 2,4 21249 252 2377 3714 69

4,0 HD 400x1299 6 S355 75,0 6,277 0,603 22,71 63,54 118 295 10,9 10,6 19,0 33,2 0,68 1,50 2,11 4,27 4,61 5,00 11,91 12413 2,4 23853 261 2555 4083 *

4,0 HE 900 A 6 S355 99,0 2,105 0,848 20,76 27,72 275 345 12,4 11,6 19,0 45,8 0,25 1,50 2,30 4,19 4,70 5,00 11,91 11033 2,4 22203 255 2425 3787 67

4,5 HD 400x1299 7 S355 67,0 7,199 0,556 23,89 71,64 112 295 9,5 10,6 19,0 30,7 0,73 1,50 2,11 4,24 4,55 5,00 11,91 12616 2,4 24765 261 2591 4249 *

4,5 HE 800 A 7 S460 94,0 2,244 0,886 23,76 33,37 312 440 15,8 12,5 19,0 53,1 0,25 1,50 2,48 4,02 4,50 5,00 11,91 10291 2,4 22915 253 2445 4191 64

5,0 HD 400x1202 7 S355 65,0 6,740 0,617 24,60 65,31 123 295 10,6 11,7 19,0 33,4 0,70 1,50 2,34 4,06 4,37 5,00 11,91 11397 2,4 24741 251 2563 4337 *

5,0 HE 800 A 7 S460 94,0 2,300 0,851 23,73 33,82 306 440 14,6 11,8 19,0 52,3 0,21 1,50 2,35 4,06 4,53 5,00 11,91 10842 2,4 24052 254 2509 4204 58

5,5 HD 400x990 9 S355 63,0 7,200 0,614 24,98 68,04 116 295 10,3 11,7 19,0 33,4 0,62 1,50 2,34 4,03 4,32 5,00 11,91 11581 2,4 25843 250 2625 4406 *

5,5 HE 800 A 8 S355 89,0 2,480 0,877 24,39 29,88 279 345 14,0 12,0 19,0 46,4 0,22 1,50 2,39 4,00 4,45 5,00 11,91 10774 2,4 24767 252 2541 4303 59

3,5 HE 900x466 6 S355 100,8 2,914 0,590 23,01 46,56 175 335 10,6 8,4 16,3 27,7 0,28 1,50 1,67 4,92 5,37 5,00 11,91 15343 2,4 21948 300 2432 4107 112

3,5 HL 1000 A 5 S355 114,0 2,158 0,761 23,08 33,66 239 345 12,1 8,3 16,3 33,3 0,19 1,50 1,65 4,88 5,40 5,00 11,91 15405 2,4 22394 300 2467 4127 101

4,0 HE 800x444 8 S355 94,2 3,541 0,572 23,70 53,46 162 335 10,3 8,3 16,3 29,7 0,28 1,50 1,64 4,88 5,28 5,00 11,91 15667 2,4 23081 301 2494 4214 112

4,0 HE 1000 A 6 S355 114,0 2,285 0,771 23,55 34,07 253 345 11,7 7,9 16,3 35,8 0,16 1,50 1,58 4,90 5,39 5,00 11,91 16115 2,4 23782 301 2549 4211 80

4,5 HE 800x444 8 S355 91,2 3,564 0,559 24,16 53,28 158 335 10,1 8,4 16,3 27,8 0,26 1,50 1,67 4,81 5,21 5,00 11,91 15460 2,4 23851 300 2519 4282 118

4,5 HE 1000x249 7 S355 108,0 2,460 0,780 24,41 34,64 257 345 11,8 8,3 16,3 36,0 0,16 1,50 1,65 4,76 5,22 5,00 11,91 15482 2,4 24618 300 2579 4332 64

5,0 HE 700x418 10 S355 89,4 4,120 0,578 24,84 57,59 152 335 10,4 8,2 16,3 31,1 0,24 1,50 1,63 4,78 5,15 5,00 11,91 15897 2,4 25204 301 2599 4394 *

5,0 HE 1000x249 7 S355 105,0 2,503 0,795 25,03 34,36 263 345 11,6 8,4 16,3 35,9 0,15 1,50 1,66 4,69 5,14 5,00 11,91 15345 2,4 25558 300 2627 4428 58

5,5 HE 700x418 11 S355 82,4 4,438 0,544 25,46 61,01 142 335 9,8 8,6 16,3 27,9 0,26 1,50 1,71 4,67 5,01 5,00 11,91 15325 2,4 25707 300 2614 4481 *

5,5 HE 900 A 8 S355 101,0 2,740 0,727 25,55 37,63 234 345 11,4 8,3 16,3 35,1 0,14 1,50 1,65 4,66 5,08 5,00 11,91 15579 2,4 26550 301 2681 4513 71

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 16,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

79,8 5 HE 700x352 S355 1,8647 75 6 HE 650x343 S355 2,1062 63,1 5 HD 400x900 S460 3,8566 64,8 6 HD 400x744 S355 3,8334 60,3 7 HD 400x677 S355 4,0844
81,4 4 HE 700x418 S355 1,7626 76,6 5 HE 650x407 S355 2,0536 66,4 5 HD 400x818 S355 3,5 69 8 HE 600 M S355 2,2635 62,4 7 HD 400x634 S355 3,8921
84,6 4 HE 650x407 S355 1,7251 78,6 6 HE 700 M S355 1,9865 70,2 7 HE 600x337 S355 2,233 71,8 6 HE 600x399 S355 2,2527 69 8 HE 600 M S355 2,3086
87 5 HE 800 B S460 1,6216 78,8 6 HE 650 M S355 1,927 71,8 6 HE 600x399 S355 2,2165 72,2 8 HE 550 M S355 2,2493 72 7 HE 600 M S355 2,1072

87,8 4 HE 700x352 S355 1,6085 79,8 5 HE 700x352 S355 1,9069 73,8 7 HE 650 M S355 2,1797 73,2 6 HE 600x337 S355 2,0327 75 7 HE 650 B S355 1,959
88,4 4 HE 800 M S355 1,5185 80 5 HE 650x343 S355 1,8527 74,8 5 HE 600x399 S355 1,9392 74,8 6 HE 650 M S355 1,9808 76 7 HE 700 A S460 1,9499
89 5 HE 800 A S460 1,5151 81,6 5 HE 700 M S355 1,7465 78 5 HE 650x343 S355 1,879 77 6 HE 700 B S460 1,8457
95 4 HE 800 B S460 1,421 78,6 5 HE 700 M S355 1,7689 80 6 HE 650 B S460 1,7713

81,8 5 HE 650 M S355 1,7369
84 6 HE 700 A S460 1,707
85 5 HE 700 B S460 1,6309

84,6 5 HE 650x407 S355 2,0477 73 4 HD 400x1202 S355 3,9481 65 5 HD 400x990 S460 4,1868 63,4 6 HD 400x818 S355 4,1302 61,8 7 HD 400x744 S355 4,4186
84,8 5 HE 700x352 S355 1,8853 76,6 6 HE 650x407 S355 2,3761 68,1 5 HD 400x900 S460 3,8854 70,2 8 HE 600x337 S355 2,524 69 9 HE 600 M S355 2,5319
86,4 4 HE 700x418 S355 1,7832 76,8 6 HE 600x399 S355 2,211 71,8 7 HE 600x399 S355 2,5112 72,8 6 HE 600x399 S355 2,2593 72,2 9 HE 550 M S355 2,516
89,6 4 HE 800x373 S355 1,6774 79,6 5 HE 650x407 S355 2,0684 74,8 6 HE 600x399 S355 2,2338 74,8 7 HE 650 M S355 2,2253 73,2 7 HE 600x337 S355 2,3361
90 5 HE 800 B S355 1,6067 81,6 6 HE 700 M S355 2,0013 76,8 7 HE 650 M S355 2,197 75 6 HE 650x343 S355 2,1792 73,8 7 HE 650 M S355 2,2675

91,4 4 HE 800 M S355 1,5309 82,8 5 HE 700x352 S355 1,9217 77,6 5 HE 650x407 S355 2,0937 77 7 HE 600 M S355 2,0927 77 7 HE 700 B S355 2,0814
86 6 HE 800 A S355 1,7338 78,6 6 HE 700 M S355 2,0235 78 7 HE 700 B S355 2,0358 80 7 HE 650 B S355 1,996
87 5 HE 800 B S355 1,6435 79,8 5 HE 700x352 S355 1,9445 78,8 6 HE 650 M S355 2,0071 81 7 HE 700 A S460 1,9869

83 5 HE 650x343 S355 1,9078 82 6 HE 700 B S355 1,8485
83,6 5 HE 700 M S355 1,7977
86 6 HE 800 A S355 1,7778
87 5 HE 800 B S355 1,6882

99,2 5 HE 900x391 S355 2,0875 97,6 6 HE 800x373 S355 2,3764 91,2 6 HE 800x444 S355 2,683 89,6 8 HE 800x373 S355 3,0426 82,4 9 HE 700x418 S355 3,6244
100,8 4 HE 900x466 S355 1,9811 98 6 HE 900 M S355 2,2099 96,2 5 HE 800x444 S355 2,3581 90,6 7 HE 800x373 S355 2,7448 88,4 9 HE 800 M S355 3,052
101,3 4 HL 920x420 S355 1,8809 99,2 5 HE 900x391 S355 2,1457 97 7 HE 900 B S355 2,3331 91,2 6 HE 800x444 S355 2,7351 92,6 7 HE 800x373 S355 2,8218
105,6 4 HL 920x390 S355 1,8166 99,7 5 HL 920x344 S355 2,0174 98 6 HE 900 M S355 2,2628 96 8 HE 900 A S355 2,4559 95 9 HE 800 B S355 2,77
107 4 HL 1000 B S355 1,7508 106 6 HE 1000x249 S355 1,9565 99,2 5 HE 900x391 S355 2,1993 97 7 HE 900 B S355 2,3916 96 8 HE 900 A S355 2,5241

107,8 4 HE 1000 M S355 1,6834 107 5 HE 1000 B S355 1,91 99,7 5 HL 920x344 S355 2,0722 98 6 HE 900 M S355 2,3217 97 7 HE 900 B S355 2,4599
109 4 HL 1000 A S355 1,6437 109 5 HE 1000 A S355 1,8042 103 5 HE 900 M S355 2,0158 100 6 HE 900 B S355 2,1645 101 7 HE 900 A S460 2,3732
112 4 HE 1000 B S460 1,6295 113 5 HE 1000x249 S460 1,791 105 6 HE 1000x249 S355 2,0114 105 6 HE 1000x249 S460 2,1083

106 5 HE 1000 A S355 1,8498
110 5 HE 1000x249 S460 1,8403

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

87,8 7 HE 700x352 S355 2,649 81,4 7 HE 700x418 S355 2,9713 72 6 HD 400x1299 S355 6,2773 76,6 9 HE 650x407 S355 3,5657 63,9 8 HD 400x1086 S355 6,9948
88,4 7 HE 800 M S355 2,4899 82,8 8 HE 700x352 S355 2,953 76,6 9 HE 650x407 S355 3,5264 78 10 HE 650x343 S355 3,4627 68,1 9 HD 400x900 S355 6,6875
89,6 6 HE 800x373 S355 2,4627 84,6 7 HE 650x407 S355 2,9037 79,6 8 HE 650x407 S355 3,2266 78,6 10 HE 700 M S355 3,2384 70 8 HD 400x990 S355 6,5214
91,2 5 HE 800x444 S355 2,4095 86,4 6 HE 700x418 S355 2,6693 81,4 7 HE 700x418 S355 3,0061 80,8 8 HE 700x352 S355 3,018 71,8 11 HE 600x399 S355 3,8984
93,4 6 HE 800 M S355 2,2534 87 8 HE 800 B S355 2,5007 82,8 8 HE 700x352 S355 2,9898 84,6 7 HE 650x407 S355 2,9871 74,8 10 HE 600x399 S355 3,631
94,6 5 HE 800x373 S355 2,1871 91,4 6 HE 800 M S355 2,2933 83,6 9 HE 700 M S355 2,9791 84,8 7 HE 700x352 S355 2,7622 76,6 9 HE 650x407 S355 3,6018
96 6 HE 900 A S460 2,0607 95 6 HE 800 B S460 2,1302 84,6 7 HE 650x407 S355 2,9411 86 9 HE 800 A S355 2,612 78 10 HE 650x343 S355 3,5007
98 5 HE 900 B S460 1,9557 96 6 HE 900 A S460 2,1167 86,6 8 HE 700 M S355 2,7469 87 8 HE 800 B S355 2,5912 78,6 10 HE 700 M S355 3,2774

100 5 HE 900 B S355 1,937 87 8 HE 800 B S355 2,542 89 8 HE 800 A S460 2,4685 80 9 HE 650x343 S355 3,2409
90 7 HE 800 B S355 2,3361 90 7 HE 800 B S355 2,3882 80,8 8 HE 700x352 S355 3,0586

81,6 9 HE 700 M S355 3,0502
83 8 HE 650x343 S355 2,9903
85 10 HE 700 B S355 2,9335
86 9 HE 800 A S355 2,658
87 8 HE 800 B S355 2,6379
89 8 HE 800 A S460 2,5173

101,3 6 HL 920x420 S355 2,7626 99 8 HE 900 M S355 2,9582 92,6 9 HE 800x373 S355 3,4897 89,6 10 HE 800x373 S355 3,8224 86,4 10 HE 700x418 S355 4,1396
102,7 5 HL 920x491 S355 2,6691 100,1 7 HL 920x368 S355 2,908 96,2 7 HE 800x444 S355 3,2471 90,6 9 HE 800x373 S355 3,5263 87,8 11 HE 700x352 S355 3,9888
105,6 6 HL 920x390 S355 2,6643 100,7 7 HL 920x344 S355 2,7984 97 9 HE 900 B S355 3,0128 91,4 10 HE 800 M S355 3,4511 88,4 11 HE 800 M S355 3,7387
106,8 5 HL 920x449 S460 2,597 101,6 6 HL 920x390 S355 2,7011 98 8 HE 900 M S355 3,0014 94,2 7 HE 800x444 S355 3,2861 89,4 10 HE 800 M S355 3,4825
107 7 HE 1000 B S355 2,5748 103,1 6 HL 920x368 S355 2,621 99,7 7 HL 920x344 S355 2,8435 94,6 8 HE 800x373 S355 3,2548 92,6 8 HE 800x373 S355 3,2885

107,8 5 HL 1000 M S355 2,4134 106 6 HL 1000 A S355 2,4501 101 7 HE 900 M S355 2,7477 96 10 HE 900 A S355 3,089 93,4 9 HE 800 M S355 3,2535
110 5 HL 1000 B S355 2,2783 108 6 HE 1000 B S355 2,3842 105 7 HE 900 B S355 2,5784 97 9 HE 900 B S355 3,0704 95 10 HE 800 B S355 3,1661
114 5 HL 1000 A S460 2,191 114 6 HE 1000 A S460 2,3191 106 7 HE 1000 A S355 2,5275 98 8 HE 900 B S355 2,8317 96 10 HE 900 A S355 3,1431

108 7 HE 1000x249 S460 2,4964 99 7 HE 900 M S355 2,7918 96,4 8 HE 800 M S355 3,0155
102 7 HE 900 B S355 2,618 97 8 HE 900 B S355 2,8782
105 7 HE 1000x249 S460 2,5392 101 8 HE 900 A S460 2,7817

Span length = 16,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 650x407 5 S355 79,6 2,025 0,975 16,17 25,65 208 335 15,9 26,4 27,1 41,9 0,87 4,50 5,17 3,89 4,44 4,92 11,77 6166 2,4 13123 <200 1507 3030 102

2,5 HE 900 A 4 S460 96,0 1,410 0,927 16,27 22,38 303 440 16,7 24,0 27,1 43,8 0,46 4,50 4,70 4,02 4,67 4,92 11,77 6711 2,4 13474 <200 1535 3058 68

3,0 HD 400x900 5 S355 68,1 3,766 0,945 16,96 34,88 144 295 15,0 25,6 27,1 40,4 1,38 4,50 5,01 3,79 4,23 4,92 11,77 6449 2,4 14857 <200 1619 3142 *

3,0 HE 800 A 5 S460 87,0 1,554 0,995 16,45 22,55 307 440 16,7 27,0 27,1 51,1 0,53 4,50 5,27 3,76 4,37 4,92 11,77 6045 2,4 14068 <200 1556 3079 60

3,5 HD 400x990 5 S460 62,0 4,166 0,946 17,12 18,85 135 430 12,7 25,6 27,1 35,5 1,51 4,50 5,01 3,78 4,19 4,92 11,77 6494 2,4 15322 <200 1624 3147 *

3,5 HE 800 A 5 S460 86,0 1,593 0,948 16,76 22,77 302 440 16,2 25,7 27,1 48,5 0,44 4,50 5,02 3,78 4,36 4,92 11,77 6320 2,4 15031 <200 1601 3123 56

4,0 HD 400x900 6 S460 60,1 4,555 0,910 17,43 20,19 127 430 11,9 24,7 27,1 35,2 1,30 4,50 4,83 3,79 4,17 4,92 11,77 6776 2,4 16222 <200 1671 3193 *

4,0 HE 700 A 6 S460 84,0 1,753 0,938 17,06 23,28 301 440 16,3 25,4 27,1 58,1 0,40 4,50 4,97 3,73 4,28 4,92 11,77 6423 2,4 15967 <200 1651 3173 52

4,5 HD 400x744 7 S355 57,8 4,384 0,990 17,57 40,49 133 315 12,5 26,8 27,1 39,2 1,22 4,50 5,25 3,61 3,98 4,92 11,77 6246 2,4 16617 <200 1690 3213 *

4,5 HE 650 A 7 S460 79,0 1,866 0,997 17,27 23,63 294 440 16,1 27,0 27,1 61,7 0,42 4,50 5,28 3,58 4,10 4,92 11,77 6077 2,4 16528 <200 1683 3205 49

2,5 HE 700x418 5 S355 81,4 2,095 0,991 16,26 27,59 195 335 14,3 23,8 24,1 36,7 0,81 3,00 4,67 4,07 4,62 4,92 11,77 6843 2,4 13270 <200 1519 3041 105

2,5 HE 900 A 4 S460 96,0 1,410 0,999 16,27 22,38 303 440 16,7 24,0 24,1 43,8 0,46 3,00 4,70 4,02 4,67 4,92 11,77 6711 2,4 13474 <200 1535 3058 68

3,0 HD 400x1299 4 S355 67,0 4,181 0,931 17,09 41,35 123 295 11,9 22,4 24,1 29,3 1,53 3,00 4,38 4,03 4,44 4,92 11,77 7415 2,4 15068 <200 1636 3158 *

3,0 HE 800 A 5 S460 94,0 1,589 0,953 16,69 23,63 296 440 16,1 22,9 24,1 50,3 0,41 3,00 4,49 4,01 4,62 4,92 11,77 7111 2,4 14593 <200 1598 3121 64

3,5 HD 400x1086 5 S355 63,9 4,404 0,939 17,34 42,40 123 295 11,5 22,6 24,1 31,7 1,37 3,00 4,42 3,97 4,36 4,92 11,77 7372 2,4 15796 <200 1662 3184 *

3,5 HE 800 A 5 S460 89,0 1,611 0,992 16,88 23,24 298 440 15,9 23,9 24,1 48,2 0,40 3,00 4,67 3,89 4,47 4,92 11,77 6791 2,4 15293 <200 1622 3144 56

4,0 HD 400x990 6 S355 62,0 4,827 0,900 17,69 45,43 116 295 10,8 21,7 24,1 31,4 1,18 3,00 4,24 3,98 4,34 4,92 11,77 7720 2,4 16755 <200 1714 3236 *

4,0 HE 800 A 6 S355 86,0 1,825 0,915 17,20 21,83 263 345 13,7 22,0 24,1 44,2 0,37 3,00 4,31 3,98 4,50 4,92 11,77 7421 2,4 16243 <200 1673 3195 58

4,5 HD 400x818 7 S355 59,4 4,753 0,987 17,81 45,21 122 315 11,4 23,8 24,1 35,2 1,11 3,00 4,66 3,78 4,14 4,92 11,77 7059 2,4 17132 <200 1731 3254 *

4,5 HE 700 A 7 S355 84,0 1,976 0,926 17,55 21,86 264 345 14,1 22,3 24,1 52,2 0,34 3,00 4,36 3,87 4,37 4,92 11,77 7362 2,4 17155 <200 1733 3255 53

2,5 HE 900x466 5 S355 100,8 2,348 0,494 15,36 38,23 136 335 8,6 11,1 22,5 22,3 0,33 3,00 2,18 5,18 5,71 4,92 11,77 12174 2,4 14647 223 1629 2891 128

2,5 HE 1000 B 4 S355 115,0 1,614 0,637 15,38 25,66 206 345 10,8 11,8 22,5 29,9 0,22 3,00 2,31 4,99 5,63 4,92 11,77 11364 2,4 14812 218 1642 2905 91

3,0 HE 800x444 6 S355 92,2 2,638 0,531 15,62 39,71 133 335 8,5 12,0 22,5 24,8 0,36 3,00 2,34 4,92 5,41 4,92 11,77 11370 2,4 15464 222 1668 2930 *

3,0 HE 1000x249 5 S355 113,0 1,763 0,673 15,84 25,39 223 345 10,2 11,5 22,5 33,8 0,19 3,00 2,24 4,92 5,52 4,92 11,77 11805 2,4 16109 223 1719 2982 65

3,5 HE 800x444 7 S355 91,2 3,033 0,464 16,07 46,11 117 335 7,3 10,4 22,5 21,8 0,30 3,00 2,04 5,13 5,56 4,92 11,77 13053 2,4 16805 251 1742 3005 *

3,5 HE 1000x249 5 S355 113,0 1,829 0,656 16,30 25,95 221 345 9,7 10,5 22,5 32,8 0,15 3,00 2,05 5,00 5,57 4,92 11,77 12784 2,4 17486 233 1797 3059 55

4,0 HE 700x418 8 S355 89,4 3,277 0,477 16,42 46,07 118 335 7,9 10,7 22,5 25,4 0,27 3,00 2,10 4,95 5,37 4,92 11,77 12718 2,4 17894 259 1804 3067 *

4,0 HE 1000x249 6 S355 106,0 2,081 0,597 16,56 29,41 198 345 8,5 10,4 22,5 30,1 0,16 3,00 2,04 4,95 5,46 4,92 11,77 12977 2,4 18353 259 1841 3104 59

4,5 HE 700x418 9 S355 86,4 3,649 0,451 16,86 50,98 108 335 7,0 10,1 22,5 23,3 0,25 3,00 1,99 4,98 5,36 4,92 11,77 13502 2,4 18946 281 1876 3138 *

4,5 HE 900 A 7 S355 104,0 2,355 0,537 17,07 33,36 175 345 7,9 9,6 22,5 30,2 0,14 3,00 1,89 5,01 5,47 4,92 11,77 14072 2,4 19612 284 1929 3192 73

3,5 HE 700x418 7 S355 86,4 2,954 0,829 23,74 39,65 217 335 14,9 12,9 19,3 45,2 0,45 1,50 2,53 4,04 4,49 4,92 11,77 10501 2,4 20817 252 2380 4130 92

3,5 HE 900 A 5 S460 104,0 1,875 0,929 22,80 29,81 331 440 16,6 12,7 19,3 52,8 0,25 1,50 2,49 4,03 4,57 4,92 11,77 10483 2,4 21249 252 2414 4018 64

4,0 HE 700x418 8 S355 81,4 3,302 0,725 23,98 44,14 199 335 13,0 12,5 19,3 41,7 0,45 1,50 2,44 4,08 4,48 4,92 11,77 10949 2,4 21655 253 2419 4171 94

4,0 HE 900 A 6 S460 96,0 2,114 0,881 24,11 33,80 318 440 15,6 13,0 19,3 49,0 0,28 1,50 2,55 3,96 4,46 4,92 11,77 10356 2,4 21903 250 2439 4195 65

4,5 HD 400x1299 7 S355 67,0 7,193 0,577 25,23 71,64 117 295 10,1 11,2 19,3 32,5 0,74 1,50 2,19 4,11 4,41 4,92 11,77 12616 2,4 24765 255 2631 4394 *

4,5 HE 900 A 7 S355 96,0 2,355 0,808 22,77 31,56 260 345 12,2 11,4 19,3 43,4 0,23 1,50 2,23 4,15 4,61 4,92 11,77 11889 2,4 23258 257 2511 4037 67

5,0 HD 400x1299 7 S355 67,0 7,217 0,569 25,37 72,10 115 295 9,8 11,0 19,3 31,8 0,64 1,50 2,16 4,12 4,42 4,92 11,77 12847 2,4 25426 256 2658 4420 *

5,0 HE 800 B 7 S355 92,0 2,401 0,877 24,70 30,85 280 345 14,4 12,2 19,3 48,7 0,23 1,50 2,38 3,99 4,44 4,92 11,77 11128 2,4 23947 252 2540 4298 66

5,5 HD 400x1086 9 S355 63,9 7,798 0,573 25,79 75,65 109 295 9,4 11,1 19,3 31,8 0,59 1,50 2,18 4,07 4,35 4,92 11,77 12940 2,4 26541 253 2722 4495 *

5,5 HE 800 A 8 S355 94,0 2,522 0,867 25,10 31,09 278 345 13,6 11,2 19,3 48,9 0,19 1,50 2,20 4,07 4,50 4,92 11,77 12157 2,4 25454 258 2635 4377 55

3,5 HE 900x466 7 S355 100,8 3,280 0,541 23,54 53,52 163 335 9,7 8,0 16,6 27,8 0,27 1,50 1,57 4,98 5,40 4,92 11,77 17044 2,4 22308 302 2499 4157 110

3,5 HE 1000 M 5 S355 115,8 2,221 0,722 23,91 35,85 233 345 12,5 8,4 16,6 33,5 0,18 1,50 1,64 4,83 5,34 4,92 11,77 16016 2,4 22563 300 2519 4212 91

4,0 HE 800x444 8 S355 94,2 3,536 0,604 24,85 53,46 169 335 10,9 8,7 16,6 31,5 0,28 1,50 1,71 4,73 5,13 4,92 11,77 15667 2,4 23081 300 2533 4338 108

4,0 HE 1000 A 6 S355 114,0 2,282 0,808 24,72 34,07 264 345 12,3 8,4 16,6 38,1 0,16 1,50 1,64 4,75 5,24 4,92 11,77 16115 2,4 23782 301 2589 4336 75

4,5 HE 800x444 9 S355 91,2 3,913 0,529 24,89 59,28 151 335 9,5 8,2 16,6 28,2 0,26 1,50 1,60 4,82 5,19 4,92 11,77 16782 2,4 24196 301 2586 4357 116

4,5 HE 1000x249 7 S355 110,0 2,472 0,798 25,37 35,13 264 345 12,1 8,4 16,6 38,2 0,15 1,50 1,65 4,68 5,14 4,92 11,77 16115 2,4 24843 301 2637 4434 59

5,0 HE 700x418 10 S355 89,4 4,115 0,609 25,99 57,59 158 335 11,0 8,7 16,6 33,0 0,24 1,50 1,70 4,63 5,00 4,92 11,77 15897 2,4 25204 300 2640 4515 118

5,0 HE 1000x249 7 S355 106,0 2,508 0,822 26,11 34,61 272 345 12,1 8,6 16,6 38,1 0,14 1,50 1,69 4,58 5,02 4,92 11,77 15662 2,4 25683 300 2678 4541 54

5,5 HE 700x418 11 S355 86,4 4,469 0,556 26,31 62,31 143 335 10,0 8,4 16,6 29,3 0,23 1,50 1,65 4,65 4,99 4,92 11,77 16502 2,4 26257 301 2699 4574 *

5,5 HE 900 A 8 S355 104,0 2,763 0,735 26,44 38,46 238 345 11,5 8,2 16,6 37,2 0,13 1,50 1,61 4,63 5,04 4,92 11,77 16623 2,4 26962 301 2755 4607 67

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 16,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

80,8 5 HE 700x352 S355 1,8663 74,8 6 HE 600x399 S355 2,1985 65,1 5 HD 400x900 S355 3,771 61,4 6 HD 400x818 S460 4,2151 63,3 7 HD 400x677 S355 4,1023
84,4 4 HE 700x418 S355 1,7728 76 6 HE 650x343 S355 2,1086 71,8 6 HE 600x399 S355 2,2139 64,8 6 HD 400x744 S355 3,8295 69 9 HE 600 M S355 2,5284
87 5 HE 800 B S460 1,6193 76,6 5 HE 650x407 S355 2,0513 73,8 7 HE 650 M S355 2,1769 70,2 7 HE 600x337 S355 2,2656 69,2 9 HE 550 M S355 2,4903

88,4 4 HE 800 M S460 1,5429 78,6 6 HE 700 M S355 1,9836 75 6 HE 650x343 S355 2,1371 71,8 6 HE 600x399 S355 2,25 70 8 HE 600 M S355 2,3129
91 5 HE 800 A S460 1,521 79,8 5 HE 700x352 S355 1,9043 76,6 5 HE 650x407 S355 2,0856 73,8 7 HE 650 M S355 2,2159 70,2 7 HE 600x337 S355 2,311

83 5 HE 650x343 S355 1,8654 76,8 5 HE 600x399 S355 1,9485 74 7 HE 600 M S355 2,0702 72,2 8 HE 550 M S355 2,294
83,6 5 HE 700 M S355 1,754 79,8 5 HE 700x352 S355 1,942 75,2 6 HE 600x337 S355 2,0434 73 8 HE 650 B S355 2,1395
87 5 HE 800 B S460 1,6684 80 5 HE 650x343 S355 1,8884 76,8 6 HE 650 M S355 1,9915 74 7 HE 600 M S355 2,1192

81 7 HE 700 A S460 1,882 79 7 HE 700 A S460 1,9148 76 8 HE 700 A S355 2,1079
81,6 5 HE 700 M S355 1,7837 80 6 HE 700 B S460 1,8627 77 7 HE 700 A S460 1,9541
81,8 5 HE 650 M S460 1,7653
84 6 HE 700 A S460 1,7043
85 5 HE 700 B S460 1,6285

84,6 5 HE 650x407 S355 2,0454 76,6 6 HE 650x407 S355 2,3734 67 5 HD 400x990 S460 4,1946 63,1 6 HD 400x900 S460 4,5751 64,8 7 HD 400x744 S355 4,4363
87,8 5 HE 700x352 S355 1,8951 79,8 6 HE 700x352 S355 2,1931 71,8 7 HE 600x399 S355 2,5081 65,1 6 HD 400x900 S355 4,4759 70,2 8 HE 600x337 S355 2,5663
88,4 5 HE 800 M S355 1,7815 81,4 5 HE 700x418 S355 2,138 75 7 HE 650x343 S355 2,4147 66,4 6 HD 400x818 S355 4,1459 72 9 HE 600 M S355 2,5507
89,6 4 HE 800x373 S355 1,6753 81,6 5 HE 650x407 S355 2,076 76,6 6 HE 650x407 S355 2,4075 71,2 8 HE 600x337 S355 2,5274 73,8 8 HE 650 M S355 2,509
92 5 HE 800 B S355 1,6126 83,6 6 HE 700 M S355 2,0083 76,8 6 HE 600x399 S355 2,2427 73,8 8 HE 650 M S355 2,46 74 8 HE 600 M S355 2,3425

93,4 4 HE 800 M S355 1,5371 84,8 5 HE 700x352 S355 1,929 78,8 7 HE 650 M S355 2,2057 74,8 6 HE 600x399 S355 2,2698 74,8 7 HE 650 M S355 2,2721
87 6 HE 800 B S355 1,8689 79,6 5 HE 650x407 S355 2,1029 76,8 7 HE 650 M S355 2,2356 77 7 HE 600 M S355 2,1414

88,4 5 HE 800 M S355 1,8312 81,6 6 HE 700 M S355 2,0378 78 6 HE 650x343 S355 2,1963 78 7 HE 700 B S355 2,0856
89 6 HE 800 A S355 1,7459 82 7 HE 700 B S355 2,0126 78,6 6 HE 700 M S355 2,0634 84 7 HE 700 A S460 2,006
90 5 HE 800 B S355 1,6559 82,8 5 HE 700x352 S355 1,9592 80 7 HE 700 B S355 2,0458

86 6 HE 800 A S355 1,775 81,8 6 HE 650 M S355 2,0244
87 5 HE 800 B S355 1,6858 84 7 HE 700 A S355 1,918

85 6 HE 700 B S355 1,8655
86 6 HE 800 A S460 1,853

101,8 4 HL 920x449 S355 1,9597 99 6 HE 900 M S355 2,2118 92,2 6 HE 800x444 S355 2,6854 89,6 8 HE 800x373 S355 3,0385 89,4 9 HE 800 M S355 3,055
104,3 4 HL 920x420 S355 1,891 100,1 5 HL 920x368 S355 2,0978 98 6 HE 900 M S355 2,2598 92,2 6 HE 800x444 S355 2,7384 94,6 7 HE 800x373 S355 2,833
107 4 HL 1000 B S355 1,7486 102,7 5 HL 920x344 S355 2,0296 99,2 5 HE 900x391 S355 2,1966 97 7 HE 900 B S355 2,3882 96 9 HE 900 A S355 2,7442

110,8 4 HE 1000 M S355 1,6936 106 5 HL 1000 A S355 1,9685 100,1 5 HL 920x368 S355 2,1527 98 6 HE 900 M S355 2,3186 97 8 HE 900 B S355 2,7031
111 4 HL 1000 A S355 1,6499 107 5 HE 1000 B S355 1,9075 100,7 5 HL 920x344 S355 2,0753 102 6 HE 900 B S355 2,1747 98 7 HE 900 B S355 2,4639
115 4 HE 1000 B S460 1,6397 111 5 HE 1000 A S355 1,8116 106 6 HE 1000x249 S355 2,0143 106 6 HE 1000x249 S460 2,112 104 7 HE 900 A S460 2,392

113 5 HE 1000x249 S460 1,7885 107 5 HE 1000 B S355 1,9684
109 5 HE 1000 A S355 1,8646
113 5 HE 1000x249 S460 1,8551

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,4 7 HE 800 M S355 2,4922 84,4 7 HE 700x418 S355 2,9873 79,6 9 HE 650x407 S355 3,5446 70 7 HD 400x1202 S355 6,7752 65 8 HD 400x1202 S355 7,6442
89,6 6 HE 800x373 S355 2,4595 87,8 8 HE 700x352 S355 2,9819 80,8 9 HE 700x352 S355 3,2593 76,6 10 HE 650x407 S355 3,8834 66,9 8 HD 400x1086 S355 7,0159
91,2 5 HE 800x444 S355 2,4067 88,4 7 HE 800 M S355 2,5353 84,4 7 HE 700x418 S355 3,0245 79,6 9 HE 650x407 S355 3,5863 74,8 11 HE 600x399 S355 3,9209
94,6 5 HE 800x373 S355 2,1844 89,6 6 HE 800x373 S355 2,5089 84,8 8 HE 700x352 S355 3,0006 79,8 10 HE 700x352 S355 3,5828 76,6 10 HE 650x407 S355 3,9196
97 6 HE 900 B S355 2,1636 93,4 6 HE 800 M S355 2,3034 86,6 9 HE 700 M S355 2,997 80,8 9 HE 700x352 S355 3,3026 77,6 9 HE 650x407 S355 3,6068
98 5 HE 900 M S355 2,0647 87 9 HE 800 B S355 2,7656 81,6 10 HE 700 M S355 3,2584 78,6 11 HE 700 M S355 3,5268

100 5 HE 900 B S460 1,9647 88,4 7 HE 800 M S355 2,577 83 9 HE 650x343 S355 3,2222 79,8 9 HE 700x352 S355 3,3338
90 8 HE 800 B S355 2,5604 84,4 7 HE 700x418 S355 3,0703 81,6 10 HE 700 M S355 3,2998
94 8 HE 800 A S460 2,4506 84,8 8 HE 700x352 S355 3,0469 83 9 HE 650x343 S355 3,2642
95 7 HE 800 B S355 2,3698 86 10 HE 800 A S355 2,8127 84,8 8 HE 700x352 S355 3,0907

87,8 7 HE 700x352 S355 2,7833 86 10 HE 800 A S355 2,8588
88 8 HE 800 B S355 2,5957 86,6 8 HE 700 M S355 2,8371
92 7 HE 800 B S460 2,4395 88 8 HE 800 B S355 2,6431

91 8 HE 800 A S460 2,5316

101,8 6 HL 920x449 S355 2,8809 99,2 7 HE 800x444 S355 3,2159 92,2 8 HE 800x444 S355 3,5669 89,6 10 HE 800x373 S355 3,8172 89,4 10 HE 700x418 S355 4,1614
103,5 5 HL 920x537 S355 2,8263 100,1 7 HL 920x368 S355 2,9043 94,6 9 HE 800x373 S355 3,4999 91,2 8 HE 800x444 S355 3,6105 89,6 10 HE 800x373 S355 3,8648
103,7 5 HL 920x491 S460 2,7229 101,3 6 HL 920x420 S355 2,8186 97,6 8 HE 800x373 S355 3,2184 92,6 9 HE 800x373 S355 3,5381 91,2 8 HE 800x444 S355 3,6588
105,7 5 HL 920x491 S355 2,6834 102,7 7 HL 920x344 S355 2,8079 98 8 HE 900 M S355 2,9974 93,4 10 HE 800 M S355 3,4626 92,6 9 HE 800x373 S355 3,5881
107,8 5 HL 1000 M S355 2,4105 103,6 6 HL 920x390 S355 2,7109 99,7 7 HL 920x344 S355 2,8398 94,2 7 HE 800x444 S355 3,2821 93,4 10 HE 800 M S355 3,5138
112 5 HL 1000 B S355 2,2871 105,1 6 HL 920x368 S355 2,6309 102 8 HE 900 B S355 2,7993 96,4 9 HE 800 M S355 3,2226 96 11 HE 900 A S355 3,3625

115,8 5 HE 1000 M S460 2,257 107 6 HL 1000 A S355 2,4535 103 7 HE 900 M S355 2,7589 97 9 HE 900 B S355 3,066 96,4 9 HE 800 M S355 3,2762
110 6 HE 1000 B S355 2,3943 105 8 HE 1000x249 S355 2,6601 98 8 HE 900 M S355 3,0551 97 9 HE 900 B S355 3,1205
114 6 HE 1000 A S460 2,3161 106 7 HE 1000 A S355 2,5241 99,7 7 HL 920x344 S355 2,8995 98 8 HE 900 M S355 3,1102

110 7 HE 1000x249 S460 2,5078 100 8 HE 900 B S355 2,8442 100 8 HE 900 B S355 2,9014
101 7 HE 900 M S355 2,8046 104 8 HE 900 A S460 2,805
104 8 HE 900 A S355 2,7021
105 7 HE 900 B S355 2,6391
106 7 HE 1000x249 S460 2,544

Span length = 16,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 700x418 5 S355 81,4 2,093 0,914 16,66 27,59 200 335 14,6 25,1 27,5 39,0 0,81 4,50 4,84 3,95 4,49 4,85 11,64 6843 2,4 13270 <200 1542 3087 102

2,5 HE 900 A 4 S460 96,0 1,408 0,946 16,68 22,38 311 440 17,0 25,4 27,5 46,5 0,46 4,50 4,88 3,90 4,54 4,85 11,64 6711 2,4 13474 <200 1559 3104 67

3,0 HD 400x900 5 S355 68,1 3,762 0,981 17,38 34,88 147 295 15,3 27,0 27,5 42,9 1,40 4,50 5,20 3,67 4,11 4,85 11,64 6449 2,4 14857 <200 1644 3189 *

3,0 HE 800 A 5 S460 89,0 1,562 0,988 16,94 22,85 312 440 17,0 27,2 27,5 54,0 0,50 4,50 5,23 3,71 4,31 4,85 11,64 6329 2,4 14218 <200 1593 3137 60

3,5 HD 400x990 5 S460 62,0 4,162 0,982 17,54 19,00 138 430 13,0 27,0 27,5 37,6 1,53 4,50 5,20 3,67 4,07 4,85 11,64 6494 2,4 15322 <200 1649 3194 *

3,5 HE 800 A 5 S460 86,0 1,591 0,985 17,19 22,77 310 440 16,5 27,1 27,5 51,5 0,44 4,50 5,21 3,67 4,24 4,85 11,64 6320 2,4 15031 <200 1626 3171 52

4,0 HD 400x900 6 S460 60,1 4,551 0,945 17,86 20,35 131 430 12,2 26,0 27,5 37,4 1,32 4,50 5,01 3,68 4,05 4,85 11,64 6776 2,4 16222 <200 1697 3242 *

4,0 HE 700 A 6 S460 84,0 1,750 0,974 17,49 23,28 308 440 16,7 26,8 27,5 61,7 0,41 4,50 5,16 3,62 4,16 4,85 11,64 6423 2,4 15967 <200 1676 3221 49

4,5 HD 400x818 7 S460 58,4 4,860 0,929 18,21 21,43 126 430 11,6 25,6 27,5 37,4 1,19 4,50 4,93 3,64 3,99 4,85 11,64 6923 2,4 17020 <200 1749 3294 *

4,5 HE 700 A 7 S460 79,0 1,966 0,978 17,75 26,02 278 440 15,1 26,9 27,5 55,7 0,42 4,50 5,18 3,57 4,06 4,85 11,64 6439 2,4 16592 <200 1714 3259 51

2,5 HE 700x418 5 S355 84,4 2,105 0,979 16,75 28,02 197 335 14,7 23,8 24,3 38,7 0,73 3,00 4,59 4,03 4,57 4,85 11,64 7225 2,4 13458 <200 1558 3102 104

2,5 HE 900 A 4 S460 99,0 1,420 0,980 16,77 22,79 307 440 16,9 23,8 24,3 46,2 0,42 3,00 4,59 3,99 4,64 4,85 11,64 7140 2,4 13662 <200 1574 3119 69

3,0 HD 400x1299 4 S355 68,0 4,183 0,955 17,54 41,52 125 295 12,2 23,2 24,3 31,1 1,49 3,00 4,47 3,93 4,34 4,85 11,64 7535 2,4 15143 <200 1667 3212 *

3,0 HE 800 A 5 S460 94,0 1,586 0,994 17,12 23,63 304 440 16,5 24,2 24,3 53,4 0,42 3,00 4,66 3,89 4,49 4,85 11,64 7111 2,4 14593 <200 1623 3168 62

3,5 HD 400x1202 5 S355 65,0 4,810 0,890 18,01 46,60 117 295 11,0 21,7 24,3 31,0 1,28 3,00 4,17 3,98 4,35 4,85 11,64 8119 2,4 16293 201 1728 3273 *

3,5 HE 800 A 5 S460 91,0 1,620 0,986 17,39 23,57 302 440 16,1 24,0 24,3 51,1 0,37 3,00 4,62 3,85 4,41 4,85 11,64 7127 2,4 15468 <200 1661 3206 52

4,0 HD 400x990 6 S355 62,0 4,823 0,938 18,12 45,43 119 295 11,0 22,8 24,3 33,3 1,19 3,00 4,40 3,86 4,22 4,85 11,64 7720 2,4 16755 200 1740 3285 *

4,0 HE 800 A 6 S355 86,0 1,822 0,954 17,63 21,83 270 345 14,0 23,2 24,3 46,9 0,38 3,00 4,47 3,86 4,38 4,85 11,64 7421 2,4 16243 <200 1698 3243 54

4,5 HD 400x900 7 S355 60,1 5,149 0,928 18,49 47,26 115 295 10,6 22,6 24,3 33,5 1,08 3,00 4,35 3,82 4,15 4,85 11,64 7849 2,4 17585 208 1795 3339 *

4,5 HE 700 A 7 S355 84,0 1,973 0,966 18,00 21,86 271 345 14,5 23,5 24,3 55,4 0,35 3,00 4,53 3,75 4,25 4,85 11,64 7362 2,4 17155 <200 1760 3305 49

2,5 HE 900x466 5 S355 100,8 2,345 0,516 15,77 38,23 140 335 8,7 11,7 22,7 23,7 0,34 3,00 2,26 5,02 5,54 4,85 11,64 12174 2,4 14647 224 1654 2935 124

2,5 HL 1000 A 4 S355 114,0 1,660 0,629 15,77 26,59 197 345 10,4 12,1 22,7 29,6 0,23 3,00 2,34 4,91 5,52 4,85 11,64 11701 2,4 14816 220 1667 2949 107

3,0 HE 800x444 6 S355 96,2 2,655 0,519 16,15 40,49 135 335 8,7 11,8 22,7 26,2 0,31 3,00 2,27 4,89 5,37 4,85 11,64 12154 2,4 15764 227 1718 2999 127

3,0 HE 1000 A 5 S355 114,0 1,824 0,630 16,32 28,00 205 345 9,7 11,2 22,7 31,9 0,19 3,00 2,16 4,94 5,51 4,85 11,64 12753 2,4 16245 229 1757 3038 81

3,5 HE 800x444 7 S355 91,2 3,029 0,485 16,48 46,11 120 335 7,5 11,0 22,7 23,2 0,30 3,00 2,12 4,97 5,40 4,85 11,64 13053 2,4 16805 257 1769 3051 *

3,5 HE 1000x249 5 S355 113,0 1,827 0,673 16,73 25,95 227 345 10,0 11,1 22,7 34,9 0,15 3,00 2,13 4,85 5,41 4,85 11,64 12784 2,4 17486 247 1824 3106 52

4,0 HE 800x373 8 S355 89,6 3,035 0,491 16,75 44,50 125 335 7,4 11,2 22,7 24,6 0,26 3,00 2,15 4,86 5,28 4,85 11,64 12899 2,4 17694 264 1816 3097 120

4,0 HE 1000x249 6 S355 108,0 2,091 0,606 17,09 29,83 202 345 8,7 10,5 22,7 32,0 0,15 3,00 2,03 4,88 5,38 4,85 11,64 13510 2,4 18553 273 1885 3167 56

4,5 HE 700x418 9 S355 89,4 3,667 0,444 17,44 51,83 110 335 7,2 10,1 22,7 24,7 0,23 3,00 1,94 4,93 5,31 4,85 11,64 14307 2,4 19284 285 1932 3213 *

4,5 HE 900 A 7 S355 104,0 2,352 0,552 17,52 33,36 180 345 8,1 10,2 22,7 32,0 0,14 3,00 1,96 4,85 5,31 4,85 11,64 14072 2,4 19612 284 1959 3240 69

3,5 HE 700x418 7 S355 89,4 2,968 0,843 24,39 40,31 220 335 15,2 12,9 19,6 47,5 0,41 1,50 2,48 4,02 4,46 4,85 11,64 11128 2,4 21080 252 2438 4190 92

3,5 HE 1000x249 5 S460 105,0 1,887 0,963 24,46 30,38 354 440 17,1 13,0 19,6 50,8 0,24 1,50 2,50 3,97 4,50 4,85 11,64 10853 2,4 21347 253 2459 4204 50

4,0 HE 700x418 8 S355 84,4 3,318 0,744 24,66 44,83 201 335 13,4 12,5 19,6 43,8 0,41 1,50 2,40 4,04 4,44 4,85 11,64 11560 2,4 21955 252 2481 4236 94

4,0 HE 900 A 6 S460 99,0 2,131 0,893 24,78 34,43 321 440 15,7 12,9 19,6 51,7 0,25 1,50 2,48 3,94 4,43 4,85 11,64 11033 2,4 22203 250 2501 4258 65

4,5 HD 400x1299 7 S355 68,0 7,195 0,589 25,93 71,89 120 295 10,5 11,6 19,6 34,3 0,73 1,50 2,23 4,01 4,31 4,85 11,64 12799 2,4 24878 251 2681 4459 *

4,5 HE 900 A 7 S355 97,0 2,359 0,871 24,84 31,77 279 345 13,7 11,8 19,6 46,0 0,23 1,50 2,27 4,06 4,51 4,85 11,64 12139 2,4 23370 257 2559 4277 66

5,0 HD 400x1299 7 S355 67,0 7,211 0,590 26,06 72,10 119 295 10,1 11,6 19,6 33,7 0,66 1,50 2,24 4,00 4,29 4,85 11,64 12847 2,4 25426 250 2698 4480 *

5,0 HE 900 A 7 S355 96,0 2,409 0,872 25,38 31,92 281 345 13,2 11,5 19,6 45,4 0,20 1,50 2,21 4,06 4,50 4,85 11,64 12465 2,4 24418 258 2617 4362 60

5,5 HD 400x1086 9 S355 64,9 7,800 0,584 26,52 75,94 111 295 9,7 11,5 19,6 33,6 0,58 1,50 2,22 3,98 4,25 4,85 11,64 13145 2,4 26679 250 2775 4564 *

5,5 HE 800 A 8 S460 94,0 2,555 0,804 25,83 38,46 286 440 14,1 11,8 19,6 51,9 0,19 1,50 2,28 3,95 4,37 4,85 11,64 12157 2,4 25454 251 2676 4443 54

3,5 HE 900x466 7 S355 100,8 3,276 0,574 24,71 53,52 170 335 10,3 8,4 16,8 29,5 0,28 1,50 1,63 4,83 5,25 4,85 11,64 17044 2,4 22308 301 2537 4282 107

3,5 HL 1100 A 5 S355 116,0 2,265 0,738 24,68 37,17 235 345 11,4 8,4 16,8 31,5 0,19 1,50 1,62 4,80 5,29 4,85 11,64 17030 2,4 22643 301 2564 4286 100

4,0 HE 800x444 8 S355 96,2 3,545 0,630 25,84 53,99 174 335 11,3 8,9 16,8 33,3 0,27 1,50 1,71 4,65 5,04 4,85 11,64 16205 2,4 23281 300 2588 4442 107

4,0 HE 1000 A 6 S355 114,0 2,279 0,844 25,89 34,07 276 345 13,1 8,8 16,8 40,5 0,16 1,50 1,70 4,61 5,09 4,85 11,64 16115 2,4 23782 300 2629 4459 71

4,5 HE 800x444 9 S355 91,2 3,908 0,560 26,07 59,28 158 335 10,1 8,6 16,8 30,0 0,27 1,50 1,66 4,68 5,04 4,85 11,64 16782 2,4 24196 301 2625 4480 112

4,5 HE 1000x249 7 S355 113,0 2,490 0,808 26,24 35,90 269 345 12,3 8,4 16,8 40,4 0,14 1,50 1,61 4,65 5,11 4,85 11,64 17119 2,4 25180 301 2705 4525 56

5,0 HE 800x444 9 S355 91,2 3,959 0,540 26,42 59,87 153 335 9,7 8,4 16,8 28,8 0,23 1,50 1,61 4,68 5,04 4,85 11,64 17325 2,4 25266 302 2686 4542 119

5,0 HE 1000x249 7 S355 110,0 2,537 0,823 26,90 35,63 275 345 12,4 8,4 16,8 40,3 0,13 1,50 1,62 4,59 5,02 4,85 11,64 17004 2,4 26183 301 2760 4625 50

5,5 HE 800x373 11 S355 89,6 4,163 0,521 26,92 61,18 150 335 9,4 8,2 16,8 28,3 0,21 1,50 1,59 4,67 5,01 4,85 11,64 17736 2,4 26394 302 2752 4625 109

5,5 HE 1000x249 8 S355 106,0 2,792 0,744 27,33 39,37 246 345 11,1 8,2 16,8 35,8 0,13 1,50 1,58 4,59 5,00 4,85 11,64 17565 2,4 27253 302 2821 4698 53

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 16,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

86,4 4 HE 700x418 S355 1,7789 76,6 6 HE 650x407 S355 2,3708 68,1 5 HD 400x900 S355 3,7849 63,4 6 HD 400x818 S460 4,2243 59,8 7 HD 400x744 S355 4,3949
88 5 HE 800 B S460 1,6211 76,8 6 HE 600x399 S355 2,2059 71,8 7 HE 600x399 S355 2,5052 70,2 8 HE 600x337 S355 2,5177 63,3 7 HD 400x677 S355 4,0981

89,4 4 HE 800 M S460 1,545 78 6 HE 650x343 S355 2,116 74,8 6 HE 600x399 S355 2,2286 71,8 6 HE 600x399 S355 2,2475 69 9 HE 600 M S355 2,5251
94 5 HE 800 A S460 1,5311 79,6 6 HE 700 M S355 1,9858 75 6 HE 650x343 S355 2,1347 73,8 7 HE 650 M S355 2,2131 70,2 7 HE 600x337 S355 2,3082

80,8 5 HE 700x352 S355 1,9068 76,6 5 HE 650x407 S355 2,0834 75 6 HE 650x343 S355 2,1741 73,8 7 HE 650 M S355 2,2619
83 5 HE 650x343 S355 1,8633 78,2 6 HE 600x337 S355 2,0186 77 7 HE 700 B S355 2,023 74 7 HE 600 M S355 2,1165
85 6 HE 700 B S460 1,8013 78,6 6 HE 700 M S355 2,0177 78,8 6 HE 650 M S355 2,0023 76 8 HE 700 A S355 2,1045
86 6 HE 800 A S460 1,7564 79,8 5 HE 700x352 S355 1,9395 80 7 HE 650 B S460 1,9689 77 7 HE 700 B S355 2,0751
87 5 HE 800 B S460 1,6661 80 5 HE 650x343 S355 1,8862 81 7 HE 700 A S460 1,9249 79 8 HE 650 A S460 2,0439

81,6 5 HE 700 M S355 1,7813 82 6 HE 700 B S460 1,8731

88,4 5 HE 800 M S355 1,7791 77,6 6 HE 650x407 S355 2,3757 66,9 5 HD 400x1086 S355 4,4175 65,1 6 HD 400x900 S460 4,5841 61,4 7 HD 400x818 S355 4,7634
90,6 4 HE 800x373 S355 1,6774 80,8 6 HE 700x352 S355 2,1951 70 5 HD 400x990 S460 4,2083 68,1 6 HD 400x900 S355 4,4916 64,8 7 HD 400x744 S355 4,432
95 5 HE 800 B S355 1,6226 81,4 5 HE 700x418 S355 2,1354 74,8 7 HE 600x399 S355 2,5225 71,8 8 HE 600x399 S355 2,8352 70,2 9 HE 600x337 S355 2,8178
96 5 HE 900 A S355 1,6106 84,6 5 HE 650x407 S355 2,0886 76 7 HE 650x343 S355 2,4177 72,8 7 HE 600x399 S355 2,5479 71,8 7 HE 600x399 S355 2,5873

96,4 4 HE 800 M S355 1,5475 86,6 6 HE 700 M S355 2,0203 76,6 6 HE 650x407 S355 2,4049 73,2 8 HE 600x337 S355 2,5374 73,2 8 HE 600x337 S355 2,5854
97 4 HE 900 B S355 1,4784 87 6 HE 800 B S355 1,8661 78,6 7 HE 700 M S355 2,2715 74,8 8 HE 650 M S355 2,4635 73,8 8 HE 650 M S355 2,5059

88,4 5 HE 800 M S355 1,8288 79,8 6 HE 700x352 S355 2,2276 75 7 HE 650x343 S355 2,4513 75 7 HE 650x343 S355 2,5006
91 6 HE 800 A S355 1,7531 81,4 5 HE 700x418 S355 2,1736 76,6 6 HE 650x407 S355 2,445 75,2 7 HE 600x337 S355 2,3452
92 5 HE 800 B S355 1,6635 81,6 5 HE 650x407 S355 2,1122 76,8 6 HE 600x399 S355 2,2804 76,8 7 HE 650 M S355 2,2841

83,6 6 HE 700 M S355 2,0465 78,8 7 HE 650 M S355 2,246 80 7 HE 700 B S355 2,0973
84,8 5 HE 700x352 S355 1,9683 80 6 HE 650x343 S355 2,207 84 7 HE 700 A S460 2,0029
86,6 5 HE 700 M S355 1,8101 81,6 6 HE 700 M S355 2,0804
87 6 HE 800 A S355 1,7781 81,8 6 HE 650 M S355 2,022
88 5 HE 800 B S355 1,6892 85 6 HE 700 B S355 1,8628

86 6 HE 800 A S460 1,8503

102,7 4 HL 920x491 S355 2,0753 99,2 6 HE 900x391 S355 2,4573 94,2 6 HE 800x444 S355 2,6937 94,2 6 HE 800x444 S355 2,7483 89,6 9 HE 800x373 S355 3,3994
102,8 4 HL 920x449 S355 1,9616 100,6 5 HL 920x390 S355 2,1727 98 7 HE 900 M S355 2,5318 97 8 HE 900 B S355 2,6309 90,6 8 HE 800x373 S355 3,1035
106,3 4 HL 920x420 S355 1,897 103,1 5 HL 920x368 S355 2,1101 99,2 6 HE 900x391 S355 2,5106 98 7 HE 900 M S355 2,5906 93,4 9 HE 800 M S355 3,0804
107 4 HL 1000 B S355 1,7465 104,7 5 HL 920x344 S355 2,037 99,7 6 HL 920x344 S355 2,3563 99,2 6 HE 900x391 S355 2,57 96 9 HE 900 A S355 2,7401

112,8 4 HE 1000 M S355 1,6998 106 5 HL 1000 A S355 1,966 100 7 HE 900 B S355 2,3437 99,7 6 HL 920x344 S355 2,417 97 8 HE 900 B S355 2,6994
114 4 HL 1000 A S460 1,6869 107 5 HE 1000 B S355 1,905 100,6 5 HL 920x390 S355 2,2278 100 7 HE 900 B S355 2,4046 98 7 HE 900 M S355 2,6593

114 5 HE 1000 A S460 1,8523 101,1 5 HL 920x368 S355 2,1558 101 6 HE 900 M S355 2,3354 100 7 HE 900 B S355 2,4754
104,7 5 HL 920x344 S355 2,0958 104 7 HE 900 A S355 2,2776 104 7 HE 900 A S460 2,3888
106 5 HL 1000 A S355 2,026 105 6 HE 900 B S355 2,1915
107 5 HE 1000 B S355 1,9659 106 6 HE 1000 A S355 2,1484
111 5 HE 1000 A S355 1,8737 108 6 HE 1000x249 S460 2,1223
113 5 HE 1000x249 S460 1,8527

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

89,6 7 HE 800x373 S355 2,7599 88,4 8 HE 800 M S355 2,7963 81,4 9 HE 700x418 S355 3,6667 77,6 10 HE 650x407 S355 3,8873 66 8 HD 400x1202 S355 7,6471
91,2 6 HE 800x444 S355 2,7567 91,4 7 HE 800 M S355 2,5517 82,4 8 HE 700x418 S355 3,3403 79,8 10 HE 700x352 S355 3,578 70 9 HD 400x990 S355 7,2509
92,6 6 HE 800x373 S355 2,4737 92,6 6 HE 800x373 S355 2,5255 84,8 9 HE 700x352 S355 3,2846 81,4 8 HE 700x418 S355 3,3757 71,9 8 HD 400x1086 S355 7,0553
94,2 5 HE 800x444 S355 2,4212 96 7 HE 900 A S460 2,3398 86,4 7 HE 700x418 S355 3,0357 84,6 8 HE 650x407 S355 3,3019 76,6 11 HE 650x407 S355 4,2367
96 7 HE 900 A S460 2,2839 96,4 6 HE 800 M S355 2,3202 87,8 8 HE 700x352 S355 3,0189 86,4 7 HE 700x418 S355 3,0831 77,6 10 HE 650x407 S355 3,9243
97 6 HE 900 B S460 2,197 97 6 HE 900 B S460 2,2533 88,4 8 HE 800 M S355 2,8382 87 11 HE 800 A S355 3,0209 79,8 10 HE 700x352 S355 3,6174
98 5 HE 900 M S460 2,0967 98 6 HE 900 B S355 2,2236 90 9 HE 800 B S355 2,7837 88 9 HE 800 B S355 2,8192 81,4 8 HE 700x418 S355 3,416

101 5 HE 900 M S355 2,0794 91,4 7 HE 800 M S355 2,5958 89,4 7 HE 800 M S355 2,632 82,8 9 HE 700x352 S355 3,3566
102 5 HE 900 B S460 1,9737 92 8 HE 800 B S355 2,5716 92 8 HE 800 B S355 2,6249 84,6 8 HE 650x407 S355 3,3448

95 7 HE 800 B S460 2,4047 95 7 HE 800 B S460 2,4608 86 11 HE 800 A S355 3,0589
96 7 HE 900 A S460 2,3886 96 7 HE 900 A S460 2,4458 87 9 HE 800 B S355 2,8574

90 8 HE 800 B S355 2,6575

101,8 6 HL 920x449 S355 2,8776 99,2 8 HE 900x391 S355 3,2815 94,2 8 HE 800x444 S355 3,5775 92,6 10 HE 800x373 S355 3,837 91,2 9 HE 800x444 S355 4,0072
103,5 5 HL 920x537 S355 2,8233 100,6 7 HL 920x390 S355 3,0091 97,6 9 HE 800x373 S355 3,5176 94,2 8 HE 800x444 S355 3,6309 92,6 10 HE 800x373 S355 3,887
104,3 6 HL 920x420 S355 2,7733 100,8 6 HE 900x466 S355 2,9653 98 9 HE 900 M S355 3,2682 97 10 HE 900 B S355 3,3077 94,2 8 HE 800x444 S355 3,6817
105,7 5 HL 920x491 S460 2,7315 101,1 7 HL 920x368 S355 2,9073 99,2 7 HE 900x391 S355 3,0149 99,2 7 HE 900x391 S355 3,0734 96 12 HE 900 A S355 3,5807
108,2 5 HL 1000x443 S355 2,5314 101,3 6 HL 920x420 S355 2,8153 100,1 7 HL 920x368 S355 2,9525 100,1 7 HL 920x368 S355 3,0123 97 10 HE 900 B S355 3,3622
110,6 5 HE 1000x438 S355 2,5039 102,7 7 HL 920x344 S355 2,8044 100,7 7 HL 920x344 S355 2,8437 100,7 7 HL 920x344 S355 2,9042 99 8 HE 900 M S355 3,1153
110,8 5 HL 1000 M S355 2,425 105,6 6 HL 920x390 S355 2,7209 105 8 HE 900 B S355 2,8177 103 7 HE 900 M S355 2,8176 104 9 HE 900 A S355 2,9827
113,6 5 HE 1000x393 S355 2,3683 106 8 HE 1000 A S355 2,7011 106 8 HE 1000 A S355 2,7582 106 7 HE 1000 A S355 2,5861 105 8 HE 900 B S355 2,9428
115 5 HL 1000 B S355 2,3017 107 6 HL 1000 B S355 2,623 107 7 HE 1000 A S355 2,5281 110 7 HE 1000x249 S460 2,5736 106 8 HE 1000x249 S460 2,8335
116 5 HL 1100 A S460 2,3007 107,7 6 HL 920x344 S355 2,5478 113 7 HE 1000x249 S460 2,5267

107,8 6 HE 1000 M S355 2,5224
109 6 HL 1000 A S355 2,4636
112 6 HE 1000 B S355 2,4044
114 6 HE 1000 A S460 2,3131

Span length = 16,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 700x418 5 S355 81,4 2,090 0,949 17,12 27,59 205 335 15,0 26,5 27,9 41,4 0,82 4,50 5,03 3,83 4,36 4,78 11,51 6843 2,3 13270 <200 1566 3122 99

2,5 HE 900 A 4 S460 96,0 1,406 0,970 17,14 22,38 320 440 17,5 26,7 27,9 49,4 0,46 4,50 5,07 3,78 4,41 4,78 11,51 6711 2,3 13474 <200 1582 3139 66

3,0 HE 650x407 6 S355 76,6 2,368 0,935 17,44 30,29 192 335 14,0 26,1 27,9 42,0 0,81 4,50 4,95 3,79 4,27 4,78 11,51 6987 2,3 14144 <200 1611 3167 *

3,0 HE 800 A 5 S460 91,0 1,569 0,979 17,46 23,15 317 440 17,2 27,3 27,9 57,1 0,46 4,50 5,19 3,67 4,26 4,78 11,51 6629 2,3 14368 <200 1629 3185 58

3,5 HD 400x990 5 S460 65,0 4,176 0,975 18,14 18,96 139 430 13,5 26,9 27,9 39,6 1,35 4,50 5,10 3,63 4,03 4,78 11,51 6868 2,3 15585 <200 1696 3252 *

3,5 HE 800 A 5 S460 87,0 1,595 0,998 17,69 22,92 316 440 16,9 27,9 27,9 54,6 0,43 4,50 5,29 3,59 4,15 4,78 11,51 6472 2,3 15118 <200 1657 3214 49

4,0 HD 400x900 6 S460 60,1 4,547 0,980 18,33 20,50 134 430 12,4 27,4 27,9 39,6 1,34 4,50 5,20 3,57 3,93 4,78 11,51 6776 2,3 16222 <200 1722 3279 *

4,0 HE 800 A 6 S460 86,0 1,848 0,877 18,10 27,18 277 440 14,3 24,5 27,9 49,8 0,38 4,50 4,65 3,74 4,25 4,78 11,51 7421 2,3 16243 <200 1724 3281 53

4,5 HD 400x818 7 S460 58,4 4,856 0,964 18,70 21,59 129 430 11,9 26,9 27,9 39,7 1,21 4,50 5,12 3,53 3,88 4,78 11,51 6923 2,3 17020 <200 1775 3332 *

4,5 HE 700 A 7 S460 81,0 1,978 0,963 18,33 26,42 283 440 15,2 26,9 27,9 59,0 0,39 4,50 5,10 3,53 4,02 4,78 11,51 6792 2,3 16817 <200 1759 3315 48

2,5 HE 700x418 5 S355 86,4 2,111 0,983 17,27 28,32 201 335 15,0 24,2 24,6 40,9 0,68 3,00 4,59 3,97 4,51 4,78 11,51 7501 2,3 13583 <200 1591 3148 103

2,5 HE 900 A 4 S460 101,0 1,427 0,981 17,30 23,07 313 440 17,1 24,1 24,6 48,8 0,40 3,00 4,58 3,94 4,58 4,78 11,51 7445 2,3 13787 <200 1608 3165 66

3,0 HD 400x1299 4 S355 75,0 4,215 0,877 18,23 42,81 124 295 12,9 21,6 24,6 32,7 1,14 3,00 4,09 3,99 4,41 4,78 11,51 8532 2,3 15668 204 1736 3292 *

3,0 HE 900 A 5 S355 96,0 1,665 0,896 17,71 22,37 270 345 14,2 22,0 24,6 43,4 0,39 3,00 4,18 4,03 4,59 4,78 11,51 8242 2,3 14829 <200 1667 3223 66

3,5 HD 400x1202 5 S355 65,0 4,806 0,928 18,49 46,60 120 295 11,2 22,8 24,6 32,8 1,30 3,00 4,33 3,86 4,23 4,78 11,51 8119 2,3 16293 206 1754 3310 *

3,5 HE 800 A 5 S460 94,0 1,635 0,956 17,98 24,09 306 440 16,1 23,5 24,6 54,0 0,34 3,00 4,46 3,84 4,40 4,78 11,51 7666 2,3 15731 <200 1708 3264 49

4,0 HD 400x990 6 S355 62,0 4,819 0,978 18,60 45,43 123 295 11,3 24,1 24,6 35,3 1,21 3,00 4,57 3,75 4,10 4,78 11,51 7720 2,3 16755 205 1766 3323 *

4,0 HE 800 A 6 S355 86,0 1,820 0,995 18,10 21,83 277 345 14,3 24,5 24,6 49,8 0,38 3,00 4,65 3,74 4,25 4,78 11,51 7421 2,3 16243 <200 1724 3281 51

4,5 HD 400x900 7 S355 60,1 5,144 0,967 18,98 47,26 118 295 10,8 23,8 24,6 35,5 1,10 3,00 4,52 3,70 4,03 4,78 11,51 7849 2,3 17585 211 1822 3378 *

4,5 HE 800 A 7 S355 86,0 2,084 0,872 18,64 25,37 244 345 12,5 21,4 24,6 44,7 0,32 3,00 4,07 3,88 4,35 4,78 11,51 8522 2,3 17469 209 1812 3369 54

2,5 HE 900x466 5 S355 100,8 2,343 0,539 16,19 38,23 143 335 9,0 12,4 22,9 25,1 0,34 3,00 2,35 4,87 5,39 4,78 11,51 12174 2,3 14647 224 1679 2970 121

2,5 HE 1000 M 4 S355 115,8 1,710 0,613 16,29 28,26 198 345 10,6 12,3 22,9 30,6 0,22 3,00 2,33 4,84 5,44 4,78 11,51 12165 2,3 14945 223 1703 2994 95

3,0 HE 800x444 6 S460 99,2 2,722 0,729 16,69 23,76 138 430 8,9 11,8 22,9 27,7 0,29 3,00 2,24 4,84 5,32 4,78 11,51 12803 2,3 15989 248 1762 3053 130

3,0 HE 1000 A 5 S355 114,0 1,822 0,647 16,77 28,00 211 345 9,9 11,8 22,9 33,8 0,19 3,00 2,24 4,80 5,36 4,78 11,51 12753 2,3 16245 234 1783 3074 76

3,5 HE 800x444 7 S355 91,2 3,026 0,506 16,93 46,11 123 335 7,7 11,6 22,9 24,6 0,31 3,00 2,20 4,83 5,25 4,78 11,51 13053 2,3 16805 262 1796 3087 *

3,5 HE 1000 A 5 S355 114,0 1,889 0,631 17,26 28,57 208 345 9,5 10,9 22,9 32,9 0,15 3,00 2,06 4,87 5,40 4,78 11,51 13762 2,3 17629 268 1864 3155 65

4,0 HE 800x444 7 S355 91,2 3,078 0,486 17,30 46,69 122 335 7,3 11,1 22,9 24,2 0,26 3,00 2,12 4,82 5,23 4,78 11,51 13595 2,3 17875 278 1858 3149 *

4,0 HE 1000x249 6 S355 110,0 2,102 0,617 17,65 30,26 207 345 8,8 10,7 22,9 34,0 0,14 3,00 2,03 4,80 5,30 4,78 11,51 14069 2,3 18753 281 1930 3221 52

4,5 HE 700x418 9 S355 89,4 3,662 0,463 17,91 51,83 113 335 7,4 10,6 22,9 26,2 0,23 3,00 2,02 4,78 5,16 4,78 11,51 14307 2,3 19284 285 1961 3252 *

4,5 HE 1000x249 7 S355 105,0 2,369 0,559 18,05 33,93 185 345 7,8 10,3 22,9 30,7 0,14 3,00 1,96 4,78 5,23 4,78 11,51 14585 2,3 19735 286 1998 3289 55

3,5 HE 800x373 7 S355 90,6 2,762 0,793 24,93 39,14 233 335 14,3 13,1 19,9 46,1 0,39 1,50 2,49 3,97 4,40 4,78 11,51 11485 2,3 20992 250 2468 4227 81

3,5 HE 1000x249 5 S460 108,0 1,902 0,974 25,14 30,97 357 440 17,2 12,9 19,9 53,4 0,23 1,50 2,44 3,95 4,47 4,78 11,51 11537 2,3 21609 253 2518 4265 47

4,0 HE 700x418 8 S355 86,4 3,327 0,759 25,35 45,31 204 335 13,7 12,6 19,9 46,1 0,39 1,50 2,40 3,98 4,38 4,78 11,51 12001 2,3 22155 250 2535 4299 93

4,0 HE 900 A 6 S460 104,0 2,161 0,895 25,50 35,55 320 440 15,5 12,2 19,9 54,2 0,22 1,50 2,32 3,99 4,47 4,78 11,51 12279 2,3 22703 255 2580 4326 61

4,5 HD 400x1299 7 S355 72,0 7,219 0,615 26,73 72,99 121 295 11,1 11,4 19,9 35,8 0,65 1,50 2,17 3,99 4,29 4,78 11,51 13622 2,3 25328 251 2758 4539 *

4,5 HE 900 A 7 S355 101,0 2,386 0,869 25,49 32,66 280 345 13,6 11,4 19,9 48,3 0,20 1,50 2,17 4,07 4,52 4,78 11,51 13203 2,3 23820 259 2634 4338 62

5,0 HD 400x1299 7 S355 72,0 7,247 0,594 26,90 73,58 119 295 10,7 11,2 19,9 35,1 0,56 1,50 2,13 4,00 4,30 4,78 11,51 13942 2,3 26051 252 2791 4570 *

5,0 HE 900 A 7 S460 96,0 2,443 0,791 26,06 39,72 289 440 13,5 12,1 19,9 48,2 0,20 1,50 2,29 3,94 4,37 4,78 11,51 12465 2,3 24418 251 2657 4422 58

5,5 HD 400x1299 8 S355 67,0 8,183 0,546 27,31 82,23 106 295 9,0 10,9 19,9 31,4 0,53 1,50 2,08 4,03 4,29 4,78 11,51 14598 2,3 27228 253 2862 4642 *

5,5 HE 900 A 8 S355 96,0 2,683 0,785 26,47 36,33 252 345 12,0 10,8 19,9 42,4 0,18 1,50 2,06 4,08 4,48 4,78 11,51 14001 2,3 25862 260 2750 4495 59

3,5 HE 900x466 7 S355 100,8 3,272 0,606 25,89 53,52 177 335 10,9 8,9 17,1 31,2 0,28 1,50 1,69 4,69 5,10 4,78 11,51 17044 2,3 22308 301 2576 4404 105

3,5 HL 1100 A 5 S355 116,0 2,262 0,771 25,86 37,17 245 345 12,1 8,8 17,1 33,5 0,19 1,50 1,68 4,66 5,14 4,78 11,51 17030 2,3 22643 300 2603 4409 98

4,0 HE 800x444 8 S460 99,2 3,635 0,832 26,73 33,46 177 430 11,6 8,9 17,1 35,0 0,25 1,50 1,69 4,60 4,99 4,78 11,51 17071 2,3 23581 300 2652 4532 110

4,0 HE 1000 B 6 S355 112,0 2,401 0,782 26,80 38,08 253 345 12,7 9,0 17,1 38,0 0,17 1,50 1,72 4,54 5,00 4,78 11,51 16612 2,3 23726 300 2664 4544 81

4,5 HE 800x444 9 S355 94,2 3,925 0,577 26,97 60,14 160 335 10,4 8,7 17,1 31,5 0,24 1,50 1,64 4,62 4,98 4,78 11,51 17626 2,3 24534 300 2693 4572 111

4,5 HE 1000 A 7 S355 111,0 2,554 0,775 27,20 38,79 252 345 12,1 8,7 17,1 38,2 0,15 1,50 1,65 4,57 5,00 4,78 11,51 17425 2,3 25038 301 2734 4614 70

5,0 HE 800x444 10 S355 91,2 4,307 0,516 27,25 65,87 147 335 9,3 8,2 17,1 29,1 0,23 1,50 1,56 4,68 5,02 4,78 11,51 18647 2,3 25612 302 2755 4626 118

5,0 HE 1000x249 7 S355 113,0 2,559 0,830 27,76 36,44 278 345 12,5 8,3 17,1 42,7 0,12 1,50 1,58 4,56 4,99 4,78 11,51 18091 2,3 26558 301 2832 4712 47

5,5 HE 800x444 10 S355 91,2 4,355 0,499 27,69 66,46 142 335 9,0 8,0 17,1 27,2 0,20 1,50 1,52 4,68 5,01 4,78 11,51 19191 2,3 26772 303 2824 4702 *

5,5 HE 1000x249 8 S355 110,0 2,825 0,745 28,19 40,51 248 345 11,0 7,9 17,1 37,8 0,11 1,50 1,51 4,60 4,99 4,78 11,51 19055 2,3 27803 302 2909 4789 50

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 16,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

86,4 4 HE 700x418 S355 1,7768 76,8 6 HE 600x399 S355 2,2034 71,8 7 HE 600x399 S355 2,5024 63,4 6 HD 400x818 S355 4,1185 61,8 7 HD 400x744 S355 4,4055
88,4 5 HE 800 M S355 1,7768 79,6 5 HE 650x407 S355 2,0617 74,8 6 HE 600x399 S355 2,2261 70,2 8 HE 600x337 S355 2,5146 69 9 HE 600 M S355 2,5218
89,6 4 HE 800x373 S355 1,6712 81,6 6 HE 700 M S355 1,9929 76,8 7 HE 650 M S355 2,1889 72,8 6 HE 600x399 S355 2,2516 72,2 9 HE 550 M S355 2,5059
90 5 HE 800 B S460 1,6271 82,8 5 HE 700x352 S355 1,9142 77,6 5 HE 650x407 S355 2,087 74,8 7 HE 650 M S355 2,2171 73,2 7 HE 600x337 S355 2,3277

91,4 4 HE 800 M S460 1,5513 86 6 HE 800 A S460 1,7538 78,6 6 HE 700 M S355 2,015 75 6 HE 650x343 S355 2,1716 73,8 7 HE 650 M S355 2,2593
87 5 HE 800 B S460 1,6638 79,8 5 HE 700x352 S355 1,937 77 7 HE 600 M S355 2,0847 77 7 HE 700 B S355 2,072

83 5 HE 650x343 S355 1,9014 78,2 6 HE 600x337 S355 2,0583 80 7 HE 650 B S460 2,021
83,6 5 HE 700 M S460 1,8218 78,6 6 HE 700 M S355 2,0579
86 6 HE 800 A S460 1,7977 78,8 6 HE 650 M S355 2
87 5 HE 800 B S460 1,7084 82 6 HE 700 B S460 1,8705

89,6 5 HE 800x373 S355 1,9744 81,4 6 HE 700x418 S355 2,4666 70 5 HD 400x990 S460 4,2048 68,1 6 HD 400x900 S460 4,5999 63,4 7 HD 400x818 S355 4,7738
91,2 4 HE 800x444 S355 1,8714 81,6 6 HE 650x407 S355 2,3929 76,6 7 HE 650x407 S355 2,7235 71,8 8 HE 600x399 S355 2,832 70,2 9 HE 600x337 S355 2,8144
91,4 5 HE 800 M S355 1,7891 82,8 6 HE 700x352 S355 2,2021 76,8 7 HE 600x399 S355 2,5311 74,8 7 HE 600x399 S355 2,5582 72,8 7 HE 600x399 S355 2,5918
92,6 4 HE 800x373 S355 1,6836 84,4 5 HE 700x418 S355 2,1476 77,6 6 HE 650x407 S355 2,4081 75,2 8 HE 600x337 S355 2,5475 74,8 8 HE 650 M S355 2,5103
96 5 HE 900 A S355 1,6084 86,6 6 HE 700 M S355 2,0176 79,8 6 HE 700x352 S355 2,2247 76 7 HE 650x343 S355 2,4551 75 7 HE 650x343 S355 2,4978
97 4 HE 900 B S355 1,4765 87,8 5 HE 700x352 S355 1,9389 81,4 5 HE 700x418 S355 2,1711 76,6 6 HE 650x407 S355 2,4424 77 8 HE 600 M S355 2,3588

88 6 HE 800 B S355 1,8684 84,6 5 HE 650x407 S355 2,1273 78,6 7 HE 700 M S355 2,3112 78,8 7 HE 650 M S355 2,2963
88,4 5 HE 800 M S355 1,8264 84,8 5 HE 700x352 S355 1,9658 79,8 6 HE 700x352 S355 2,2681 82 7 HE 700 B S355 2,1091
94 6 HE 800 A S355 1,7653 87 6 HE 800 B S355 1,9079 80 8 HE 700 B S355 2,2522
95 5 HE 800 B S355 1,676 88,4 5 HE 800 M S355 1,8716 83 6 HE 650x343 S355 2,2243

89 6 HE 800 A S355 1,7871 83,6 6 HE 700 M S355 2,0908
90 5 HE 800 B S355 1,6984 85 7 HE 700 B S355 2,0726

86 6 HE 800 A S460 1,8477

102,7 4 HL 920x491 S355 2,0731 99,2 6 HE 900x391 S355 2,4543 97,6 7 HE 800x373 S355 2,7224 92,6 8 HE 800x373 S355 3,0505 89,6 9 HE 800x373 S355 3,395
104,8 4 HL 920x449 S355 1,9677 100,8 5 HE 900x466 S355 2,4015 98 7 HE 900 M S355 2,5285 96,2 6 HE 800x444 S355 2,7583 91,2 7 HE 800x444 S355 3,1396
107,8 4 HL 1000 M S355 1,8659 101,3 5 HL 920x420 S355 2,276 99,2 6 HE 900x391 S355 2,5076 97 8 HE 900 B S355 2,6273 92,6 8 HE 800x373 S355 3,1144
110 4 HL 1000 B S355 1,7568 101,6 5 HL 920x390 S355 2,1751 99,7 6 HL 920x344 S355 2,3534 98 7 HE 900 M S355 2,5873 96,4 9 HE 800 M S355 3,0985

115,8 4 HE 1000 M S460 1,7391 105,1 5 HL 920x368 S355 2,1174 100,6 5 HL 920x390 S355 2,2252 99,2 6 HE 900x391 S355 2,5669 97 8 HE 900 B S355 2,6957
106 5 HL 1000 A S355 1,9636 103,1 5 HL 920x368 S355 2,1648 99,7 6 HL 920x344 S355 2,414 98 7 HE 900 M S355 2,656
110 5 HE 1000 B S355 1,9174 106 5 HL 1000 A S355 2,0235 103 6 HE 900 M S355 2,3457 102 7 HE 900 B S355 2,487
114 5 HE 1000 A S460 1,8499 108 5 HE 1000 B S355 1,9692 105 7 HE 1000x249 S355 2,2934 105 7 HE 1000x249 S460 2,4052

114 5 HE 1000 A S460 1,9169 106 6 HE 1000 A S355 2,1456
110 6 HE 1000x249 S460 2,1327

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 6 HE 800x444 S355 2,7535 89,6 7 HE 800x373 S355 2,8058 81,4 9 HE 700x418 S355 3,6622 81,4 9 HE 700x418 S355 3,7053 68,9 9 HD 400x1086 S355 7,8299
96,2 5 HE 800x444 S355 2,43 91,2 6 HE 800x444 S355 2,8035 84,6 9 HE 650x407 S355 3,5739 82,8 10 HE 700x352 S355 3,598 70 8 HD 400x1202 S355 7,6773
97 7 HE 900 B S355 2,4035 94,6 6 HE 800x373 S355 2,5357 86,4 8 HE 700x418 S355 3,3659 84,4 8 HE 700x418 S355 3,3964 77,6 11 HE 650x407 S355 4,2412
98 6 HE 900 M S355 2,3342 96 8 HE 900 A S355 2,5232 87,8 9 HE 700x352 S355 3,3025 87 11 HE 800 B S355 3,2601 79,8 11 HE 700x352 S355 3,9004

99,2 5 HE 900x391 S355 2,2716 97 7 HE 900 B S355 2,4598 88,4 9 HE 800 M S355 3,0983 88 10 HE 800 B S355 3,0418 81,4 9 HE 700x418 S355 3,7454
99,7 5 HL 920x344 S355 2,1447 98 6 HE 900 B S460 2,2571 89,4 8 HE 800 M S355 2,8419 88,4 8 HE 800 M S355 2,8842 82,8 10 HE 700x352 S355 3,6399
101 5 HE 900 M S460 2,1115 102 6 HE 900 B S355 2,2471 92 9 HE 800 B S355 2,7946 92 9 HE 800 B S355 2,8481 84,4 8 HE 700x418 S355 3,4391
104 6 HE 900 A S460 2,0983 93,4 7 HE 800 M S355 2,6073 93,4 7 HE 800 M S355 2,6616 86,6 10 HE 700 M S355 3,3359
105 5 HE 900 B S460 1,9886 95 8 HE 800 B S355 2,5902 95 8 HE 800 B S355 2,646 87 10 HE 800 B S355 3,08
106 5 HE 1000 A S460 1,951 96 8 HE 900 A S355 2,5721 96 8 HE 900 A S355 2,629 88,4 8 HE 800 M S355 2,9314

97 7 HE 900 A S460 2,3928 90 9 HE 800 B S355 2,8805
94 9 HE 800 A S355 2,7184
95 8 HE 800 B S355 2,6992

102,7 6 HL 920x491 S355 3,0507 99,2 8 HE 900x391 S355 3,2775 99,2 8 HE 900x391 S355 3,3277 94,2 9 HE 800x444 S355 3,9791 94,2 9 HE 800x444 S355 4,0296
102,8 6 HL 920x449 S460 2,9361 100,6 7 HL 920x390 S355 3,0056 100,6 7 HL 920x390 S355 3,0575 97,6 10 HE 800x373 S355 3,8733 97 11 HE 900 B S355 3,6033
103,5 5 HL 920x537 S355 2,8204 101,8 6 HL 920x449 S460 2,9898 103,1 7 HL 920x368 S355 2,9712 98 11 HE 900 B S355 3,5568 99,2 8 HE 900x391 S355 3,4414
106,3 6 HL 920x420 S355 2,7817 103,1 7 HL 920x368 S355 2,917 104,7 7 HL 920x344 S355 2,8698 99,2 8 HE 900x391 S355 3,3858 101 9 HE 900 M S355 3,4039
107,7 5 HL 920x491 S460 2,7402 104,3 6 HL 920x420 S355 2,8319 106 7 HL 1000 A S355 2,7713 99,7 8 HL 920x344 S355 3,1815 102 10 HE 900 B S355 3,4029
107,8 7 HE 1000 M S355 2,7398 107 6 HL 1000 B S355 2,6199 107 7 HE 1000 B S355 2,6863 100,6 7 HL 920x390 S355 3,1176 103 8 HE 900 M S355 3,1476
108,2 5 HL 1000x443 S355 2,5286 110,8 6 HE 1000 M S355 2,5392 111 7 HE 1000 A S460 2,594 103,1 7 HL 920x368 S355 3,0335 106 8 HE 1000 A S355 2,8819
110,8 5 HL 1000 M S355 2,4224 111 6 HL 1000 A S355 2,4738 104,7 7 HL 920x344 S355 2,9336 110 8 HE 1000x249 S460 2,866
115 5 HL 1000 B S355 2,2991 112 6 HE 1000 B S460 2,4406 106 7 HL 1000 A S355 2,8364

107 7 HE 1000 B S355 2,7521
111 7 HE 1000 A S355 2,6239
113 7 HE 1000x249 S460 2,595

Span length = 16,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 700x418 5 S355 81,4 2,088 0,985 17,57 27,59 211 335 15,3 27,9 28,3 43,8 0,83 4,50 5,22 3,72 4,24 4,71 11,38 6843 2,3 13270 <200 1589 3156 96

2,5 HE 900 A 4 S460 96,0 1,404 0,994 17,59 22,38 328 440 17,9 28,2 28,3 52,4 0,47 4,50 5,27 3,67 4,29 4,71 11,38 6711 2,3 13474 <200 1606 3173 62

3,0 HE 650x407 6 S355 76,6 2,366 0,970 17,90 30,29 197 335 14,3 27,5 28,3 44,5 0,81 4,50 5,14 3,68 4,16 4,71 11,38 6987 2,3 14144 <200 1635 3201 99

3,0 HE 800 A 5 S460 94,0 1,582 0,960 18,04 23,63 321 440 17,3 26,9 28,3 60,1 0,42 4,50 5,02 3,66 4,24 4,71 11,38 7111 2,3 14593 <200 1672 3239 54

3,5 HD 400x990 5 S460 65,0 4,173 0,998 18,61 19,10 143 430 13,8 28,3 28,3 42,0 1,37 4,50 5,29 3,53 3,92 4,71 11,38 6868 2,3 15585 <200 1721 3288 *

3,5 HE 800 A 5 S460 89,0 1,604 0,987 18,24 23,24 322 440 17,1 28,0 28,3 57,7 0,41 4,50 5,23 3,56 4,10 4,71 11,38 6791 2,3 15293 <200 1697 3263 46

4,0 HD 400x900 6 S460 61,1 4,550 0,997 18,85 20,57 137 430 12,8 28,3 28,3 41,9 1,30 4,50 5,29 3,49 3,85 4,71 11,38 6904 2,3 16322 <200 1757 3323 *

4,0 HE 800 A 6 S460 86,0 1,845 0,910 18,58 27,18 285 440 14,7 25,8 28,3 52,8 0,38 4,50 4,82 3,63 4,13 4,71 11,38 7421 2,3 16243 <200 1750 3317 50

4,5 HD 400x818 7 S460 59,4 4,859 0,980 19,23 21,67 132 430 12,3 27,8 28,3 41,9 1,17 4,50 5,20 3,45 3,80 4,71 11,38 7059 2,3 17132 <200 1811 3378 *

4,5 HE 700 A 7 S460 81,0 1,975 0,999 18,81 26,42 291 440 15,6 28,3 28,3 62,6 0,40 4,50 5,29 3,43 3,91 4,71 11,38 6792 2,3 16817 <200 1785 3352 45

2,5 HE 700x418 5 S355 89,4 2,121 0,967 17,81 28,80 203 335 15,3 24,0 24,9 43,0 0,62 3,00 4,50 3,94 4,47 4,71 11,38 7949 2,3 13770 <200 1631 3197 102

2,5 HE 900 A 4 S460 104,0 1,437 0,960 17,85 23,51 317 440 17,3 23,9 24,9 51,5 0,37 3,00 4,46 3,92 4,55 4,71 11,38 7932 2,3 13974 <200 1648 3214 62

3,0 HE 700x418 6 S355 81,4 2,464 0,942 18,10 33,11 182 335 12,9 23,4 24,9 38,8 0,67 3,00 4,38 3,94 4,41 4,71 11,38 8212 2,3 14545 <200 1668 3235 104

3,0 HE 900 A 5 S355 96,0 1,663 0,934 18,17 22,37 277 345 14,5 23,2 24,9 46,0 0,40 3,00 4,34 3,91 4,47 4,71 11,38 8242 2,3 14829 <200 1692 3258 64

3,5 HD 400x1202 5 S355 65,0 4,802 0,966 18,97 46,60 123 295 11,5 24,0 24,9 34,8 1,32 3,00 4,49 3,75 4,11 4,71 11,38 8119 2,3 16293 210 1780 3347 *

3,5 HE 800 A 5 S460 94,0 1,633 0,997 18,45 24,09 314 440 16,5 24,8 24,9 57,3 0,34 3,00 4,63 3,73 4,28 4,71 11,38 7666 2,3 15731 <200 1733 3300 46

4,0 HD 400x1086 6 S355 63,9 5,224 0,899 19,37 50,72 115 295 10,5 22,3 24,9 33,5 1,12 3,00 4,18 3,81 4,15 4,71 11,38 8766 2,3 17320 222 1840 3406 *

4,0 HE 800 A 6 S355 89,0 1,837 0,966 18,72 22,33 281 345 14,5 24,0 24,9 52,7 0,34 3,00 4,49 3,73 4,23 4,71 11,38 7966 2,3 16543 <200 1775 3342 48

4,5 HD 400x900 7 S355 61,1 5,147 0,988 19,51 47,48 121 295 11,2 24,6 24,9 37,6 1,07 3,00 4,60 3,62 3,95 4,71 11,38 7994 2,3 17697 206 1858 3425 *

4,5 HE 800 A 7 S355 86,0 2,081 0,908 19,13 25,37 250 345 12,8 22,6 24,9 47,4 0,33 3,00 4,22 3,77 4,23 4,71 11,38 8522 2,3 17469 213 1839 3406 51

2,5 HE 900x466 5 S355 100,8 2,340 0,563 16,62 38,23 147 335 9,2 13,0 23,2 26,6 0,34 3,00 2,44 4,73 5,23 4,71 11,38 12174 2,3 14647 226 1704 3003 118

2,5 HL 1100 A 4 S355 116,0 1,745 0,604 16,75 29,40 191 345 9,7 12,2 23,2 27,9 0,22 3,00 2,28 4,84 5,41 4,71 11,38 12981 2,3 15000 228 1733 3033 106

3,0 HE 900x391 6 S355 99,2 2,451 0,541 17,04 38,79 150 335 8,7 12,5 23,2 27,8 0,28 3,00 2,34 4,71 5,18 4,71 11,38 12691 2,3 15788 253 1772 3071 103

3,0 HE 1000 B 5 S355 112,0 1,925 0,594 17,21 31,33 192 345 9,5 12,0 23,2 31,7 0,20 3,00 2,25 4,74 5,27 4,71 11,38 13200 2,3 16219 256 1808 3107 86

3,5 HE 800x444 7 S355 92,2 3,028 0,520 17,42 46,33 126 335 7,9 12,0 23,2 26,0 0,30 3,00 2,25 4,71 5,13 4,71 11,38 13265 2,3 16892 270 1830 3130 *

3,5 HE 1000 A 5 S355 114,0 1,886 0,648 17,72 28,57 214 345 9,7 11,4 23,2 34,9 0,15 3,00 2,14 4,72 5,25 4,71 11,38 13762 2,3 17629 272 1892 3191 61

4,0 HE 800x444 8 S355 91,2 3,426 0,463 17,95 52,70 114 335 6,9 10,7 23,2 23,7 0,26 3,00 2,01 4,85 5,24 4,71 11,38 14917 2,3 18220 285 1915 3214 *

4,0 HE 1000x249 6 S355 113,0 2,119 0,625 18,27 30,93 211 345 8,9 10,6 23,2 36,1 0,13 3,00 1,98 4,77 5,26 4,71 11,38 14953 2,3 19053 285 1984 3284 49

4,5 HE 800x373 9 S355 90,6 3,398 0,468 18,34 50,32 120 335 7,0 10,8 23,2 25,4 0,22 3,00 2,03 4,73 5,10 4,71 11,38 14766 2,3 19171 287 1981 3281 *

4,5 HE 1000x249 7 S355 108,0 2,388 0,567 18,70 34,64 189 345 7,9 10,3 23,2 32,6 0,13 3,00 1,92 4,74 5,18 4,71 11,38 15482 2,3 20072 290 2056 3356 52

3,5 HE 800x444 7 S355 91,2 3,102 0,713 25,56 46,11 204 335 12,8 12,2 20,2 41,7 0,39 1,50 2,29 4,07 4,48 4,71 11,38 13053 2,3 21365 256 2535 4278 92

3,5 HE 1000x249 5 S460 113,0 1,928 0,968 25,65 32,02 354 440 16,7 12,2 20,2 55,9 0,20 1,50 2,29 3,99 4,51 4,71 11,38 12784 2,3 22047 257 2592 4305 44

4,0 HE 700x418 8 S355 89,4 3,343 0,770 26,07 46,07 206 335 13,9 12,6 20,2 48,4 0,35 1,50 2,35 3,95 4,35 4,71 11,38 12718 2,3 22455 250 2598 4367 93

4,0 HE 1000x249 6 S460 105,0 2,175 0,891 26,17 36,26 330 440 14,9 12,4 20,2 52,0 0,21 1,50 2,32 3,94 4,41 4,71 11,38 12720 2,3 22814 252 2628 4384 47

4,5 HD 400x1299 7 S355 75,0 7,236 0,636 27,51 73,87 122 295 11,4 11,4 20,2 37,5 0,59 1,50 2,13 3,95 4,25 4,71 11,38 14335 2,3 25665 251 2828 4616 *

4,5 HE 900 A 7 S460 101,0 2,419 0,813 26,46 40,50 290 440 14,1 12,0 20,2 51,2 0,21 1,50 2,25 3,95 4,39 4,71 11,38 13203 2,3 23820 253 2674 4433 60

5,0 HD 400x1299 7 S355 75,0 7,266 0,612 27,71 74,55 120 295 11,0 11,1 20,2 36,8 0,51 1,50 2,09 3,97 4,26 4,71 11,38 14717 2,3 26426 252 2864 4650 *

5,0 HE 900 A 7 S460 99,0 2,464 0,802 26,83 40,48 292 440 13,6 11,9 20,2 50,8 0,19 1,50 2,23 3,92 4,35 4,71 11,38 13297 2,3 24793 252 2727 4497 55

5,5 HD 400x1299 8 S355 68,0 8,186 0,557 28,08 82,55 109 295 9,3 11,3 20,2 33,2 0,52 1,50 2,12 3,93 4,19 4,71 11,38 14821 2,3 27366 250 2916 4716 *

5,5 HE 900 A 8 S355 96,0 2,680 0,806 27,18 36,33 259 345 12,3 11,4 20,2 44,9 0,18 1,50 2,14 3,96 4,36 4,71 11,38 14001 2,3 25862 253 2791 4558 56

3,5 HL 920x491 6 S355 102,7 3,048 0,615 26,77 51,70 179 335 11,1 9,1 17,3 30,6 0,27 1,50 1,70 4,62 5,02 4,71 11,38 17535 2,3 22315 301 2615 4486 124

3,5 HL 1100 A 5 S355 117,0 2,266 0,798 26,96 37,37 254 345 12,6 9,2 17,3 35,4 0,18 1,50 1,72 4,56 5,02 4,71 11,38 17316 2,3 22731 300 2649 4520 97

4,0 HE 900x466 8 S355 100,8 3,694 0,538 26,96 61,16 162 335 9,7 8,2 17,3 30,1 0,23 1,50 1,54 4,74 5,11 4,71 11,38 19479 2,3 23858 303 2715 4536 108

4,0 HL 1000 A 6 S355 114,0 2,491 0,771 27,53 40,13 242 345 12,3 8,8 17,3 38,4 0,17 1,50 1,66 4,55 4,99 4,71 11,38 17990 2,3 24028 301 2729 4612 95

4,5 HE 800x444 9 S460 99,2 4,041 0,775 27,83 37,55 161 430 10,5 8,4 17,3 33,0 0,21 1,50 1,56 4,64 5,00 4,71 11,38 19205 2,3 25096 302 2780 4664 116

4,5 HE 1000 B 7 S355 112,0 2,720 0,697 27,83 44,23 226 345 11,3 8,4 17,3 35,7 0,15 1,50 1,56 4,61 5,02 4,71 11,38 19061 2,3 25320 302 2799 4669 83

5,0 HE 800x444 10 S355 94,2 4,326 0,528 28,10 66,82 149 335 9,5 8,2 17,3 30,7 0,21 1,50 1,54 4,63 4,96 4,71 11,38 19584 2,3 25987 300 2827 4709 116

5,0 HE 1000 A 7 S355 114,0 2,645 0,774 28,47 40,11 255 345 11,4 8,1 17,3 40,2 0,12 1,50 1,52 4,57 4,99 4,71 11,38 19466 2,3 26759 302 2891 4775 59

5,5 HE 800x444 11 S355 91,2 4,702 0,479 28,48 72,46 135 335 8,6 7,9 17,3 27,2 0,20 1,50 1,48 4,67 4,98 4,71 11,38 20511 2,3 27117 302 2895 4778 *

5,5 HE 1000x249 8 S355 113,0 2,848 0,749 29,00 41,42 251 345 11,0 7,9 17,3 40,0 0,11 1,50 1,47 4,57 4,96 4,71 11,38 20262 2,3 28215 301 2987 4869 47

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 17,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

88,4 5 HE 800 M S355 1,7745 79,8 6 HE 700x352 S355 2,1846 71,8 7 HE 600x399 S355 2,4996 66,4 6 HD 400x818 S355 4,1346 64,8 7 HD 400x744 S355 4,4236
89,6 4 HE 800x373 S355 1,6693 81,4 5 HE 700x418 S355 2,1304 75 7 HE 650x343 S355 2,4064 71,2 8 HE 600x337 S355 2,5182 70,2 8 HE 600x337 S355 2,5571
92 5 HE 800 B S460 1,6331 81,6 5 HE 650x407 S355 2,0695 76,6 6 HE 650x407 S355 2,3999 73,8 8 HE 650 M S355 2,451 72 9 HE 600 M S355 2,5409

93,4 4 HE 800 M S460 1,5577 83,6 6 HE 700 M S355 2,0002 76,8 6 HE 600x399 S355 2,2352 74,8 6 HE 600x399 S355 2,2623 73,2 7 HE 600x337 S355 2,325
84,8 5 HE 700x352 S355 1,9218 78,8 7 HE 650 M S355 2,1978 76,8 7 HE 650 M S355 2,2276 74,8 7 HE 650 M S355 2,2641
87 6 HE 800 B S355 1,8609 79,6 5 HE 650x407 S355 2,0964 78 6 HE 650x343 S355 2,189 77 7 HE 600 M S355 2,1336

88,4 5 HE 800 M S355 1,8241 81,6 6 HE 700 M S355 2,0296 78,6 6 HE 700 M S355 2,0552 78 7 HE 700 B S355 2,0765
89 6 HE 800 A S460 1,7661 82 7 HE 700 B S355 2,0037 80 7 HE 700 B S355 2,0368
90 5 HE 800 B S460 1,6764 82,8 5 HE 700x352 S355 1,952 81,8 6 HE 650 M S355 2,0174

83 5 HE 650x343 S355 1,8994 84 7 HE 700 A S460 1,9389
86 6 HE 800 A S460 1,7952 85 6 HE 700 B S460 1,8877
87 5 HE 800 B S460 1,7062

89,6 5 HE 800x373 S355 1,972 84,6 6 HE 650x407 S355 2,4052 76,6 7 HE 650x407 S355 2,7206 65 6 HD 400x990 S355 4,8349 66,4 7 HD 400x818 S355 4,7918
91,2 4 HE 800x444 S355 1,8693 84,8 6 HE 700x352 S355 2,2093 79,6 6 HE 650x407 S355 2,4171 68,1 6 HD 400x900 S460 4,596 71,8 8 HE 600x399 S355 2,8749
93,4 5 HE 800 M S355 1,7951 86,4 5 HE 700x418 S355 2,155 82,4 5 HE 700x418 S355 2,1744 71,8 8 HE 600x399 S355 2,8288 73,2 9 HE 600x337 S355 2,8333
94,6 4 HE 800x373 S355 1,6898 88,4 6 HE 800 M S355 2,088 84,6 5 HE 650x407 S355 2,1251 75 8 HE 650x343 S355 2,7223 73,8 9 HE 650 M S355 2,7429
97 5 HE 900 A S355 1,6104 89,4 5 HE 800 M S355 1,8291 86,6 6 HE 700 M S355 2,0584 76,8 7 HE 600x399 S355 2,5686 74,8 7 HE 600x399 S355 2,6038
98 4 HE 900 M S355 1,5923 94 6 HE 800 A S355 1,7628 87 6 HE 800 B S355 1,9053 77,6 6 HE 650x407 S355 2,4465 75,2 8 HE 600x337 S355 2,5941

100 4 HE 900 B S355 1,487 95 5 HE 800 B S355 1,6738 88,4 5 HE 800 M S355 1,8693 79,6 7 HE 700 M S355 2,3147 76,8 8 HE 650 M S355 2,5221
91 6 HE 800 A S355 1,7961 79,8 6 HE 700x352 S355 2,2653 77 9 HE 700 B S355 2,4933
92 5 HE 800 B S355 1,7077 81,8 7 HE 650 M S355 2,2605 78,6 7 HE 700 M S355 2,3608

83 6 HE 650x343 S355 2,2219 80 8 HE 700 B S355 2,3036
83,6 6 HE 700 M S355 2,0881 84 8 HE 700 A S355 2,1572
85 7 HE 700 B S355 2,0697 85 7 HE 700 B S355 2,1283
86 7 HE 800 A S355 2,021 86 7 HE 800 A S460 2,1133
87 6 HE 800 B S355 1,9556
89 6 HE 800 A S460 1,8648

102,7 4 HL 920x491 S355 2,0709 100,8 5 HE 900x466 S355 2,3989 99 7 HE 900 M S355 2,531 92,2 7 HE 800x444 S355 3,0808 94,2 7 HE 800x444 S355 3,1583
106,8 4 HL 920x449 S355 1,9738 101,3 5 HL 920x420 S355 2,2735 99,2 6 HE 900x391 S355 2,5047 94,6 8 HE 800x373 S355 3,0599 94,6 8 HE 800x373 S355 3,1254
107,8 4 HL 1000 M S355 1,8639 103,6 5 HL 920x390 S355 2,1825 100,1 6 HL 920x368 S355 2,45 98 8 HE 900 M S355 2,8582 96,4 9 HE 800 M S355 3,0945
112 4 HL 1000 B S355 1,763 107 5 HL 1000 B S355 2,11 100,7 6 HL 920x344 S355 2,3563 99 7 HE 900 M S355 2,5906 97 9 HE 900 B S355 2,9372

107,8 5 HE 1000 M S355 2,0257 101,3 5 HL 920x420 S355 2,3288 99,2 6 HE 900x391 S355 2,564 98 8 HE 900 M S355 2,927
109 5 HL 1000 A S355 1,976 103,6 5 HL 920x390 S355 2,24 100,1 6 HL 920x368 S355 2,5108 99,7 7 HL 920x344 S355 2,7705
112 5 HE 1000 B S460 1,9576 105,1 5 HL 920x368 S355 2,1739 100,7 6 HL 920x344 S355 2,4178 100 8 HE 900 B S355 2,7144

107 5 HL 1000 A S355 2,0269 106 6 HL 1000 A S355 2,36 101 7 HE 900 M S355 2,6749
110 5 HE 1000 B S355 1,9783 107 6 HE 1000 B S355 2,2877 104 8 HE 900 A S355 2,5689
114 5 HE 1000 A S460 1,9146 109 6 HE 1000 A S355 2,1626 105 7 HE 900 B S355 2,506

113 6 HE 1000x249 S460 2,1498 106 7 HE 1000 A S355 2,4553
108 7 HE 1000x249 S460 2,4243

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

94,2 6 HE 800x444 S355 2,7677 89,6 8 HE 800x373 S355 3,1051 84,4 9 HE 700x418 S355 3,6801 81,4 10 HE 700x418 S355 4,034 71,9 9 HD 400x1086 S355 7,8508
98 7 HE 900 B S355 2,4061 92,2 6 HE 800x444 S355 2,807 88,4 9 HE 800 M S355 3,0943 84,4 9 HE 700x418 S355 3,7256 73 8 HD 400x1202 S355 7,6986
99 6 HE 900 M S355 2,3371 97 7 HE 900 B S355 2,4567 92,6 7 HE 800x373 S355 2,8668 87,8 10 HE 700x352 S355 3,6345 81,4 10 HE 700x418 S355 4,074

100,1 5 HL 920x368 S355 2,2252 98 6 HE 900 M S355 2,3881 95 9 HE 800 B S355 2,8129 88 11 HE 800 B S355 3,2637 82,8 11 HE 700x352 S355 3,9226
102,7 5 HL 920x344 S355 2,1595 101 7 HE 900 A S460 2,3665 96 8 HE 900 A S355 2,5687 88,4 9 HE 800 M S355 3,1443 84,4 9 HE 700x418 S355 3,7681
106 5 HL 1000 A S355 2,1013 102 6 HE 900 B S460 2,2806 97 7 HE 900 B S355 2,5058 90,6 7 HE 800x373 S355 2,9035 86,6 11 HE 700 M S355 3,5844
107 5 HE 1000 A S460 1,9544 95 9 HE 800 B S355 2,8689 87 11 HE 800 B S355 3,3021

96 8 HE 900 A S355 2,6255 88,4 9 HE 800 M S355 3,1912
97 7 HE 900 B S355 2,5634 90 10 HE 800 B S355 3,1029

91,4 8 HE 800 M S355 2,9549
94 10 HE 800 A S355 2,9183
96 8 HE 900 A S460 2,7216

104,5 5 HL 920x588 S355 2,9951 101,8 7 HE 900x466 S355 3,3331 99,2 9 HE 900x391 S355 3,6394 99,2 9 HE 900x391 S355 3,6978 94,2 10 HE 800x444 S355 4,3769
106,5 5 HL 920x537 S460 2,8907 102,7 6 HL 920x491 S355 3,1073 101,3 7 HL 920x420 S355 3,2023 100,6 8 HL 920x390 S355 3,4343 97,6 11 HE 800x373 S355 4,2252
108,8 7 HE 1000 M S355 2,7423 105,6 7 HL 920x390 S355 3,035 105,6 7 HL 920x390 S355 3,091 101,3 7 HL 920x420 S355 3,2626 98 11 HE 900 M S355 3,9207
109 5 HL 1000x483 S460 2,7167 106,8 6 HL 920x449 S460 3,0195 106 8 HL 1000 A S355 3,0408 104,7 8 HL 920x344 S355 3,2188 99,2 9 HE 900x391 S355 3,7531

110,6 5 HE 1000x494 S355 2,689 107 8 HE 1000 B S355 2,8859 107 8 HE 1000 B S355 2,9433 105,6 7 HL 920x390 S355 3,1552 99,7 9 HL 920x344 S355 3,523
111,2 5 HL 1000x443 S355 2,5432 107,8 6 HL 1000 M S355 2,7992 107,8 7 HE 1000 M S355 2,8589 106 8 HL 1000 A S355 3,106 102,2 8 HE 900x391 S355 3,4646
112,8 5 HL 1000 M S355 2,4313 109,6 6 HE 1000x393 S355 2,7238 109 7 HL 1000 A S355 2,7902 107 8 HE 1000 B S355 3,0087 105 10 HE 900 B S355 3,4256
116,6 5 HE 1000x393 S355 2,3803 110 6 HL 1000 B S355 2,6367 111 8 HE 1000 A S355 2,788 107,8 7 HE 1000 M S355 2,925 106 10 HE 1000 A S355 3,351

112 7 HE 1000 B S460 2,7657 109 7 HL 1000 A S355 2,8577 107 8 HE 1000 B S355 3,0715
110 7 HE 1000 B S355 2,7735 110 9 HE 1000x249 S355 3,0451
114 7 HE 1000 A S460 2,6849 111 8 HE 1000 A S355 2,9235

113 8 HE 1000x249 S460 2,8895

Span length = 17,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 700x418 5 S355 84,4 2,098 0,971 18,13 28,02 214 335 15,8 27,9 28,7 46,1 0,75 4,50 5,13 3,69 4,20 4,64 11,26 7225 2,2 13458 <200 1628 3212 95

2,5 HE 900 A 4 S460 104,0 1,435 0,985 18,33 23,51 326 440 17,7 25,2 28,7 54,6 0,37 4,50 4,63 3,81 4,43 4,64 11,26 7932 2,2 13974 <200 1672 3256 58

3,0 HE 650x407 6 S355 77,6 2,368 0,990 18,43 30,45 201 335 14,7 28,4 28,7 47,1 0,79 4,50 5,24 3,60 4,07 4,64 11,26 7119 2,2 14219 <200 1665 3249 96

3,0 HE 800 A 5 S460 94,0 1,580 0,986 18,53 23,63 329 440 17,7 28,3 28,7 63,7 0,43 4,50 5,21 3,56 4,12 4,64 11,26 7111 2,2 14593 <200 1697 3281 51

3,5 HE 600x399 7 S355 74,8 2,514 0,969 18,75 32,79 187 335 14,2 27,8 28,7 47,3 0,73 4,50 5,13 3,58 4,01 4,64 11,26 7300 2,2 15156 <200 1710 3294 *

3,5 HE 800 A 5 S460 91,0 1,613 0,978 18,82 23,57 328 440 17,3 28,1 28,7 61,0 0,38 4,50 5,17 3,52 4,06 4,64 11,26 7127 2,2 15468 <200 1737 3320 43

4,0 HD 400x990 6 S460 62,0 4,935 0,929 19,61 22,70 129 430 11,8 26,7 28,7 39,6 1,25 4,50 4,92 3,53 3,87 4,64 11,26 7720 2,2 16755 202 1819 3403 *

4,0 HE 800 A 6 S460 86,0 1,843 0,947 19,09 27,18 293 440 15,0 27,2 28,7 56,0 0,39 4,50 5,01 3,53 4,02 4,64 11,26 7421 2,2 16243 <200 1776 3360 47

4,5 HD 400x900 7 S460 60,1 5,266 0,918 20,00 23,85 125 430 11,3 26,4 28,7 39,9 1,14 4,50 4,86 3,49 3,81 4,64 11,26 7849 2,2 17585 202 1876 3460 *

4,5 HE 700 A 7 S460 84,0 1,994 0,958 19,49 27,04 294 440 15,6 27,5 28,7 66,1 0,36 4,50 5,07 3,43 3,90 4,64 11,26 7362 2,2 17155 200 1840 3424 43

2,5 HE 800x373 5 S355 89,6 1,970 0,995 18,22 27,81 218 335 14,5 25,0 25,1 41,9 0,60 3,00 4,60 3,87 4,39 4,64 11,26 8062 2,2 13645 <200 1644 3228 86

2,5 HE 1000x249 4 S460 105,0 1,446 0,967 18,37 23,99 328 440 16,7 24,3 25,1 49,4 0,35 3,00 4,47 3,87 4,48 4,64 11,26 8224 2,2 14042 <200 1678 3262 48

3,0 HE 700x418 6 S355 81,4 2,461 0,983 18,60 33,11 187 335 13,2 24,7 25,1 41,1 0,68 3,00 4,54 3,82 4,28 4,64 11,26 8212 2,2 14545 <200 1693 3276 101

3,0 HE 900 A 5 S355 96,0 1,661 0,975 18,67 22,37 285 345 14,9 24,5 25,1 48,8 0,40 3,00 4,51 3,80 4,34 4,64 11,26 8242 2,2 14829 <200 1717 3300 60

3,5 HD 400x1299 5 S355 67,0 5,143 0,895 19,74 51,46 117 295 10,8 22,5 25,1 33,2 1,22 3,00 4,14 3,81 4,15 4,64 11,26 9153 2,2 16780 226 1848 3431 *

3,5 HE 900 A 5 S355 96,0 1,713 0,906 19,09 22,75 280 345 14,3 22,7 25,1 46,7 0,32 3,00 4,19 3,85 4,37 4,64 11,26 8822 2,2 15989 205 1781 3365 51

4,0 HD 400x1086 6 S355 63,9 5,220 0,937 19,90 50,72 118 295 10,8 23,5 25,1 35,5 1,14 3,00 4,34 3,70 4,03 4,64 11,26 8766 2,2 17320 222 1867 3451 *

4,0 HE 800 A 6 S355 94,0 1,867 0,895 19,49 23,23 283 345 14,4 22,5 25,1 55,6 0,29 3,00 4,14 3,79 4,29 4,64 11,26 8980 2,2 17043 217 1843 3427 45

4,5 HD 400x990 7 S355 62,0 5,583 0,923 20,32 52,88 114 295 10,3 23,2 25,1 35,6 1,02 3,00 4,27 3,66 3,97 4,64 11,26 8945 2,2 18203 215 1928 3512 *

4,5 HE 800 A 7 S355 86,0 2,078 0,948 19,66 25,37 257 345 13,1 23,8 25,1 50,3 0,33 3,00 4,38 3,66 4,11 4,64 11,26 8522 2,2 17469 214 1866 3450 48

2,5 HL 920x537 4 S355 103,5 2,197 0,556 17,08 37,86 143 335 9,1 13,0 23,4 25,1 0,32 3,00 2,39 4,72 5,22 4,64 11,26 12868 2,2 14713 237 1735 3048 *

2,5 HL 1100 A 4 S355 116,0 1,743 0,621 17,20 29,40 196 345 9,9 12,8 23,4 29,6 0,22 3,00 2,36 4,70 5,26 4,64 11,26 12981 2,2 15000 232 1759 3073 104

3,0 HE 900x466 6 S355 100,8 2,764 0,492 17,73 45,87 132 335 7,9 11,5 23,4 25,2 0,28 3,00 2,12 4,84 5,29 4,64 11,26 14609 2,2 16198 280 1832 3146 122

3,0 HE 1000 B 5 S355 115,0 1,937 0,603 17,80 31,90 195 345 9,6 12,0 23,4 33,5 0,19 3,00 2,21 4,70 5,23 4,64 11,26 13939 2,2 16444 270 1853 3167 86

3,5 HE 800x444 7 S355 96,2 3,048 0,508 18,07 47,24 128 335 8,1 11,9 23,4 27,5 0,27 3,00 2,18 4,68 5,10 4,64 11,26 14180 2,2 17242 281 1887 3200 128

3,5 HE 1000 B 5 S355 112,0 1,988 0,596 18,19 31,93 195 345 9,3 11,7 23,4 32,6 0,16 3,00 2,16 4,66 5,16 4,64 11,26 14160 2,2 17572 280 1915 3228 77

4,0 HE 800x444 8 S355 91,2 3,422 0,484 18,44 52,70 117 335 7,1 11,3 23,4 25,1 0,26 3,00 2,08 4,71 5,09 4,64 11,26 14917 2,2 18220 286 1943 3257 *

4,0 HE 1000 A 6 S355 111,0 2,173 0,594 18,72 33,40 195 345 8,6 11,0 23,4 34,0 0,14 3,00 2,02 4,68 5,15 4,64 11,26 15199 2,2 18922 286 2002 3316 61

4,5 HE 800x444 8 S355 91,2 3,484 0,467 18,93 53,28 116 335 6,8 10,9 23,4 24,8 0,22 3,00 2,01 4,69 5,05 4,64 11,26 15460 2,2 19305 289 2022 3335 *

4,5 HE 1000x249 7 S355 110,0 2,400 0,577 19,33 35,13 194 345 8,0 10,4 23,4 34,7 0,12 3,00 1,91 4,67 5,11 4,64 11,26 16115 2,2 20297 292 2106 3419 48

3,5 HE 800x444 7 S355 91,2 3,099 0,728 26,24 46,11 209 335 13,1 12,9 20,5 44,1 0,40 1,50 2,37 3,95 4,35 4,64 11,26 13053 2,2 21365 251 2573 4340 90

3,5 HE 1000 A 5 S460 111,0 1,975 0,918 26,44 34,70 331 440 16,3 12,7 20,5 53,1 0,21 1,50 2,35 3,91 4,41 4,64 11,26 12971 2,2 21927 252 2620 4374 56

4,0 HE 800x444 7 S355 91,2 3,149 0,694 26,61 46,69 203 335 12,5 12,4 20,5 42,2 0,34 1,50 2,28 3,97 4,36 4,64 11,26 13595 2,2 22435 252 2634 4400 93

4,0 HE 1000x249 6 S460 108,0 2,192 0,903 26,91 36,94 334 440 14,9 12,3 20,5 54,8 0,20 1,50 2,27 3,91 4,38 4,64 11,26 13510 2,2 23114 252 2692 4453 44

4,5 HE 700x418 9 S355 89,4 3,713 0,695 27,09 51,83 187 335 12,5 11,8 20,5 45,4 0,30 1,50 2,18 3,98 4,35 4,64 11,26 14307 2,2 23829 253 2714 4481 98

4,5 HE 900 A 7 S460 104,0 2,438 0,823 27,23 41,29 293 440 14,1 11,9 20,5 53,9 0,19 1,50 2,19 3,94 4,37 4,64 11,26 14072 2,2 24158 253 2742 4505 57

5,0 HE 700x418 10 S355 84,4 4,054 0,632 27,36 56,04 174 335 11,4 11,8 20,5 42,2 0,31 1,50 2,17 3,96 4,30 4,64 11,26 14449 2,2 24579 252 2749 4527 101

5,0 HE 900 A 7 S460 101,0 2,478 0,815 27,60 41,01 297 440 13,7 12,0 20,5 53,7 0,18 1,50 2,22 3,87 4,29 4,64 11,26 13887 2,2 25043 250 2789 4569 51

5,5 HD 400x1299 8 S355 72,0 8,217 0,544 28,99 83,87 109 295 9,8 11,1 20,5 34,7 0,47 1,50 2,04 3,91 4,17 4,64 11,26 15817 2,2 27916 251 3005 4811 *

5,5 HE 900 A 8 S355 97,0 2,685 0,821 27,94 36,58 265 345 12,5 11,8 20,5 47,6 0,18 1,50 2,17 3,88 4,26 4,64 11,26 14301 2,2 26000 251 2843 4629 52

3,5 HL 920x537 6 S355 103,5 3,236 0,588 27,53 56,42 168 335 10,6 8,9 17,6 29,8 0,26 1,50 1,64 4,63 5,01 4,64 11,26 18867 2,2 22567 301 2674 4556 132

3,5 HL 1100 A 5 S355 121,0 2,286 0,803 27,81 38,20 256 345 12,7 9,0 17,6 37,2 0,17 1,50 1,66 4,54 5,01 4,64 11,26 18524 2,2 23081 301 2718 4603 98

4,0 HE 900x466 8 S355 100,8 3,690 0,561 28,05 61,16 168 335 10,1 8,7 17,6 31,9 0,24 1,50 1,60 4,61 4,97 4,64 11,26 19479 2,2 23858 300 2755 4641 105

4,0 HL 1100 A 6 S355 116,0 2,622 0,712 28,09 44,34 226 345 11,0 8,4 17,6 34,1 0,16 1,50 1,55 4,62 5,04 4,64 11,26 19924 2,2 24317 302 2793 4657 97

4,5 HE 900x466 8 S355 100,8 3,741 0,538 28,42 61,86 161 335 9,7 8,3 17,6 29,7 0,20 1,50 1,54 4,63 4,98 4,64 11,26 20215 2,2 25048 302 2817 4704 111

4,5 HE 1000 B 7 S355 115,0 2,739 0,704 28,72 45,07 229 345 11,3 8,3 17,6 37,7 0,14 1,50 1,53 4,57 4,98 4,64 11,26 20150 2,2 25657 302 2868 4756 83

5,0 HE 800x444 10 S460 99,2 4,455 0,728 29,03 41,73 150 430 9,6 7,9 17,6 32,1 0,18 1,50 1,47 4,64 4,97 4,64 11,26 21339 2,2 26612 302 2921 4808 121

5,0 HE 1000 B 7 S355 115,0 2,811 0,698 29,25 45,69 229 345 10,8 7,9 17,6 37,6 0,12 1,50 1,45 4,61 5,00 4,64 11,26 21192 2,2 27047 304 2958 4846 75

5,5 HE 800x444 11 S355 96,2 4,741 0,487 29,46 74,24 135 335 8,8 7,6 17,6 28,6 0,17 1,50 1,41 4,67 4,98 4,64 11,26 22282 2,2 27805 303 2996 4883 127

5,5 HE 1000 A 8 S355 114,0 2,947 0,697 29,77 45,61 229 345 10,4 7,7 17,6 37,8 0,11 1,50 1,42 4,58 4,96 4,64 11,26 21820 2,2 28442 302 3050 4936 59

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 17,25 m

Deflection

sc,max = 0,6 fck =



121

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

88,4 5 HE 800 M S355 1,7723 79,8 6 HE 700x352 S355 2,1819 76 7 HE 650x343 S355 2,4096 63,1 6 HD 400x900 S460 4,5594 61,4 7 HD 400x818 S460 4,8696
94,6 4 HE 800x373 S355 1,6879 81,4 5 HE 700x418 S355 2,128 76,6 6 HE 650x407 S355 2,3974 71,8 7 HE 600x399 S355 2,533 64,8 7 HD 400x744 S355 4,4196
95 5 HE 800 B S460 1,6433 84,6 5 HE 650x407 S355 2,0822 78,6 7 HE 700 M S355 2,2623 73,2 8 HE 600x337 S355 2,5285 70,2 9 HE 600x337 S355 2,8079
96 5 HE 900 A S460 1,6303 87 6 HE 800 B S355 1,8585 79,8 6 HE 700x352 S355 2,2193 74,8 8 HE 650 M S355 2,4548 71,2 8 HE 600x337 S355 2,5616

96,4 4 HE 800 M S460 1,5682 88,4 5 HE 800 M S355 1,8219 81,4 5 HE 700x418 S355 2,1662 75 7 HE 650x343 S355 2,4432 73,8 8 HE 650 M S355 2,4971
97 4 HE 900 B S460 1,4971 89 6 HE 800 A S460 1,7637 81,6 5 HE 650x407 S355 2,1058 76,6 6 HE 650x407 S355 2,4374 75 7 HE 650x343 S355 2,4924

90 5 HE 800 B S460 1,6743 82,8 5 HE 700x352 S355 1,9497 76,8 6 HE 600x399 S355 2,2731 75,2 7 HE 600x337 S355 2,3372
86,6 5 HE 700 M S460 1,8345 78 6 HE 650x343 S355 2,1867 76,8 7 HE 650 M S355 2,2763
87 5 HE 800 B S460 1,704 79,6 6 HE 700 M S355 2,0592 80 7 HE 700 B S460 2,1235

81,8 6 HE 650 M S355 2,0152 82 7 HE 700 B S355 2,1032
85 6 HE 700 B S460 1,8852

92,2 4 HE 800x444 S355 1,8714 84,6 6 HE 650x407 S355 2,4028 68 5 HD 400x1202 S355 4,816 67 6 HD 400x990 S460 4,9676 63,1 7 HD 400x900 S355 5,1577
96,4 5 HE 800 M S355 1,8052 87,8 6 HE 700x352 S355 2,2214 76,6 7 HE 650x407 S355 2,7178 70 6 HD 400x990 S355 4,8639 66,4 7 HD 400x818 S355 4,7876
97 5 HE 900 B S355 1,7179 88,4 6 HE 800 M S355 2,0853 79,8 7 HE 700x352 S355 2,5061 74,8 8 HE 600x399 S355 2,8455 71,8 9 HE 600x399 S355 3,1645

97,6 4 HE 800x373 S355 1,7003 89,6 5 HE 800x373 S355 2,0198 81,4 6 HE 700x418 S355 2,4989 76 8 HE 650x343 S355 2,7259 72,8 8 HE 600x399 S355 2,8793
98 4 HE 900 M S355 1,5904 91,4 5 HE 800 M S355 1,8367 81,6 6 HE 650x407 S355 2,4262 78,6 8 HE 700 M S355 2,5576 75 8 HE 650x343 S355 2,7688

102 4 HE 900 B S460 1,5176 96 5 HE 900 A S460 1,687 83,6 7 HE 700 M S355 2,2911 79,6 6 HE 650x407 S355 2,4572 76,8 7 HE 600x399 S355 2,6159
105 4 HE 900 B S355 1,5058 84,4 5 HE 700x418 S355 2,1834 81,6 7 HE 700 M S355 2,3248 78 7 HE 650x343 S355 2,5146

87 7 HE 800 B S355 2,1287 82,8 6 HE 700x352 S355 2,2823 79,6 7 HE 700 M S355 2,3652
88,4 5 HE 800 M S355 1,867 85 8 HE 700 B S355 2,2785 81,8 7 HE 650 M S355 2,3133
94 6 HE 800 A S355 1,8109 86 7 HE 800 A S355 2,0182 85 7 HE 700 B S355 2,1254
95 5 HE 800 B S355 1,7228 87 6 HE 800 B S355 1,9531 86 7 HE 800 A S460 2,1105

91 6 HE 800 A S460 1,8755

105,7 4 HL 920x491 S355 2,0811 101,8 5 HL 920x449 S355 2,3722 99,2 7 HE 900x391 S355 2,8172 96,2 7 HE 800x444 S355 3,1037 92,6 9 HE 800x373 S355 3,409
108,2 4 HL 1000x443 S355 1,9605 102,3 5 HL 920x420 S355 2,2759 100,1 6 HL 920x368 S355 2,4472 97,6 8 HE 800x373 S355 3,076 96,2 7 HE 800x444 S355 3,1696
110,6 4 HE 1000x438 S355 1,9375 105,6 5 HL 920x390 S355 2,19 101,3 5 HL 920x420 S355 2,3263 98 8 HE 900 M S355 2,8546 97 9 HE 900 B S355 2,9334
110,8 4 HL 1000 M S355 1,8742 107 5 HL 1000 B S355 2,1077 105,6 5 HL 920x390 S355 2,249 99,7 7 HL 920x344 S355 2,6966 98 8 HE 900 M S355 2,9234
115 4 HL 1000 B S355 1,7734 110,8 5 HE 1000 M S355 2,0382 107 5 HL 1000 B S355 2,1679 100,6 6 HL 920x390 S355 2,6009 99,7 7 HL 920x344 S355 2,7673
116 4 HL 1100 A S460 1,772 111 5 HL 1000 A S355 1,9836 107,8 5 HE 1000 M S355 2,0845 101 7 HE 900 M S355 2,6007 102 8 HE 900 B S355 2,7257

115 5 HE 1000 B S460 1,9701 109 5 HL 1000 A S355 2,0361 101,1 6 HL 920x368 S355 2,5145 103 7 HE 900 M S355 2,6865
112 5 HE 1000 B S460 2,0202 104,7 6 HL 920x344 S355 2,4413 105 8 HE 1000x249 S355 2,587

106 6 HL 1000 A S355 2,3573 106 7 HE 1000 A S355 2,4523
107 6 HE 1000 B S355 2,2849 110 7 HE 1000x249 S460 2,4361
111 6 HE 1000 A S460 2,207

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

97,6 7 HE 800x373 S355 2,796 92,6 8 HE 800x373 S355 3,1212 89,6 9 HE 800x373 S355 3,4457 88,4 10 HE 800 M S355 3,4034 81,4 11 HE 700x418 S355 4,4021
98 7 HE 900 M S355 2,6023 96,2 6 HE 800x444 S355 2,8303 90,6 8 HE 800x373 S355 3,1511 89,6 8 HE 800x373 S355 3,1939 84,4 10 HE 700x418 S355 4,0965

99,2 6 HE 900x391 S355 2,582 97 8 HE 900 B S355 2,6985 93,4 9 HE 800 M S355 3,1273 91,4 9 HE 800 M S355 3,165 86,4 9 HE 700x418 S355 3,7819
99,7 6 HL 920x344 S355 2,428 98 7 HE 900 M S355 2,659 94,6 7 HE 800x373 S355 2,8783 94,6 7 HE 800x373 S355 2,933 87,8 10 HE 700x352 S355 3,676

100,6 5 HL 920x390 S355 2,3004 99,2 6 HE 900x391 S355 2,6392 96 9 HE 900 A S355 2,7876 96 9 HE 900 A S355 2,8447 88 12 HE 800 B S355 3,5321
103,1 5 HL 920x368 S355 2,2401 99,7 6 HL 920x344 S355 2,4865 97 8 HE 900 B S355 2,7477 97 8 HE 900 B S355 2,8049 88,4 10 HE 800 M S355 3,4503
104,7 5 HL 920x344 S355 2,1686 100 7 HE 900 B S355 2,4733 98 7 HE 900 M S355 2,7085 98 7 HE 900 B S355 2,5685 89,6 8 HE 800x373 S355 3,2415
106 5 HL 1000 A S460 2,1323 101 6 HE 900 M S355 2,405 99 8 HE 900 A S355 2,5875 91,4 9 HE 800 M S355 3,2143
107 5 HE 1000 B S460 2,0715 104 7 HE 900 A S460 2,3832 100 7 HE 900 B S355 2,5249 93,4 8 HE 800 M S355 2,9694

105 6 HE 900 B S460 2,2976 95 9 HE 800 B S355 2,918
106 6 HE 1000 A S460 2,2522 96 9 HE 900 A S355 2,8987

97 8 HE 900 A S460 2,7272

105,7 5 HL 920x656 S355 3,2284 103,5 6 HL 920x537 S355 3,2959 102,7 7 HL 920x491 S355 3,5464 99,2 10 HE 900x391 S355 4,0088 99,2 10 HE 900x391 S355 4,0641
107,5 5 HL 920x588 S355 3,0095 107,7 6 HL 920x491 S355 3,137 102,8 7 HL 920x449 S355 3,348 100,8 8 HE 900x466 S355 3,7999 100,6 9 HL 920x390 S355 3,8073
109,6 7 HE 1000x393 S355 2,9723 107,8 8 HE 1000 M S355 3,0824 106,3 7 HL 920x420 S355 3,2358 101,3 8 HL 920x420 S355 3,5997 101,1 9 HL 920x368 S355 3,677
110 5 HL 1000x539 S355 2,8586 108,2 6 HL 1000x443 S355 2,9443 107 7 HL 1000 B S355 2,9732 102,8 7 HL 920x449 S355 3,4093 104,7 9 HL 920x344 S355 3,564
112 5 HL 1000x483 S355 2,6811 110,6 6 HE 1000x438 S355 2,9108 112,8 7 HE 1000 M S355 2,8926 106 9 HL 1000 A S355 3,3746 106 9 HL 1000 A S355 3,4369

116,2 5 HL 1000x443 S355 2,5694 110,8 6 HL 1000 M S355 2,816 114 7 HL 1000 A S355 2,824 106,3 7 HL 920x420 S355 3,3002 107 9 HE 1000 B S355 3,3274
117 5 HL 1100 B S355 2,4239 115 6 HL 1000 B S355 2,6667 115 7 HE 1000 B S460 2,7847 107 7 HL 1000 B S355 3,0387 107,8 8 HE 1000 M S355 3,2689

116 6 HL 1100 A S460 2,665 110 8 HE 1000 B S355 3,0297 110 8 HE 1000 B S355 3,0949
110,8 7 HE 1000 M S355 2,9463 114 8 HE 1000 A S460 2,9922
114 8 HE 1000 A S355 2,8781
115 7 HE 1000 B S460 2,857

Span length = 17,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x373 5 S355 89,6 1,967 0,904 18,69 27,81 223 335 14,9 26,3 29,1 44,3 0,61 4,50 4,77 3,76 4,28 4,57 11,14 8062 2,2 13645 <200 1668 3262 84

2,5 HE 1000x249 4 S460 110,0 1,465 0,928 19,01 24,74 329 440 16,7 23,1 29,1 51,9 0,31 4,50 4,20 3,91 4,52 4,57 11,14 9080 2,2 14354 <200 1729 3323 45

3,0 HE 650x407 6 S355 79,6 2,376 0,990 18,97 30,78 204 335 15,1 28,8 29,1 49,6 0,74 4,50 5,22 3,55 4,01 4,57 11,14 7399 2,2 14369 <200 1702 3296 95

3,0 HE 800 B 5 S460 92,0 1,682 0,992 19,00 26,79 298 440 16,9 28,8 29,1 59,0 0,47 4,50 5,23 3,52 4,06 4,57 11,14 7353 2,2 14554 <200 1718 3312 63

3,5 HE 650x407 7 S355 76,6 2,715 0,903 19,34 35,34 180 335 13,0 26,3 29,1 43,6 0,68 4,50 4,76 3,65 4,07 4,57 11,14 8152 2,2 15352 206 1752 3346 *

3,5 HE 800 B 5 S460 90,0 1,719 0,965 19,32 26,91 294 440 16,4 28,1 29,1 56,4 0,41 4,50 5,09 3,51 4,02 4,57 11,14 7520 2,2 15485 <200 1763 3357 58

4,0 HD 400x990 6 S460 62,0 4,931 0,965 20,11 22,87 132 430 12,1 28,1 29,1 41,9 1,27 4,50 5,10 3,43 3,77 4,57 11,14 7720 2,2 16755 201 1845 3440 *

4,0 HE 800 A 6 S460 86,0 1,840 0,984 19,58 27,18 300 440 15,4 28,6 29,1 59,3 0,39 4,50 5,19 3,43 3,91 4,57 11,14 7421 2,2 16243 <200 1801 3396 44

4,5 HD 400x900 7 S460 60,1 5,262 0,954 20,51 24,03 128 430 11,6 27,7 29,1 42,2 1,16 4,50 5,04 3,39 3,71 4,57 11,14 7849 2,2 17585 201 1903 3497 *

4,5 HE 700 A 7 S460 84,0 1,992 0,996 19,99 27,04 302 440 15,9 29,0 29,1 70,0 0,36 4,50 5,26 3,33 3,80 4,57 11,14 7362 2,2 17155 200 1866 3461 40

2,5 HE 800x444 5 S355 91,2 2,217 0,899 18,89 32,94 191 335 13,2 22,8 25,4 37,7 0,58 3,00 4,14 3,99 4,49 4,57 11,14 9323 2,2 13974 203 1696 3290 102

2,5 HE 1000x249 4 S460 106,0 1,449 0,987 18,87 24,14 335 440 17,0 25,0 25,4 52,2 0,35 3,00 4,55 3,79 4,40 4,57 11,14 8387 2,2 14104 <200 1707 3302 45

3,0 HE 700x418 6 S355 84,4 2,473 0,969 19,19 33,62 190 335 13,6 24,6 25,4 43,3 0,61 3,00 4,46 3,79 4,25 4,57 11,14 8670 2,2 14770 206 1736 3331 100

3,0 HE 900 A 5 S460 97,0 1,690 0,995 19,19 28,03 291 440 15,2 25,2 25,4 51,6 0,39 3,00 4,58 3,72 4,26 4,57 11,14 8411 2,2 14904 <200 1748 3342 58

3,5 HD 400x1299 5 S355 67,0 5,139 0,932 20,24 51,46 120 295 11,0 23,6 25,4 35,1 1,23 3,00 4,29 3,70 4,04 4,57 11,14 9153 2,2 16780 225 1874 3468 *

3,5 HE 900 A 5 S355 99,0 1,728 0,885 19,72 23,23 284 345 14,5 22,4 25,4 49,3 0,30 3,00 4,07 3,83 4,35 4,57 11,14 9407 2,2 16251 221 1829 3423 48

4,0 HD 400x1086 6 S355 63,9 5,216 0,976 20,41 50,72 121 295 11,0 24,7 25,4 37,5 1,15 3,00 4,50 3,60 3,92 4,57 11,14 8766 2,2 17320 207 1894 3488 *

4,0 HE 800 A 6 S460 94,0 1,893 0,932 19,99 28,73 290 440 14,7 23,6 25,4 58,9 0,30 3,00 4,29 3,68 4,17 4,57 11,14 8980 2,2 17043 218 1870 3464 44

4,5 HD 400x990 7 S355 62,0 5,579 0,960 20,84 52,88 117 295 10,5 24,4 25,4 37,7 1,04 3,00 4,43 3,56 3,86 4,57 11,14 8945 2,2 18203 206 1956 3551 *

4,5 HE 800 A 7 S355 86,0 2,075 0,987 20,17 25,37 264 345 13,4 25,0 25,4 53,2 0,34 3,00 4,55 3,55 4,00 4,57 11,14 8522 2,2 17469 215 1893 3488 45

2,5 HL 920x537 4 S355 103,5 2,194 0,579 17,53 37,86 147 335 9,3 13,7 23,6 26,5 0,32 3,00 2,48 4,58 5,08 4,57 11,14 12868 2,2 14713 254 1760 3082 *

2,5 HL 1100 A 4 S355 117,0 1,746 0,635 17,68 29,55 201 345 10,2 13,3 23,6 31,3 0,22 3,00 2,41 4,59 5,15 4,57 11,14 13191 2,2 15063 254 1790 3112 102

3,0 HE 900x466 6 S355 100,8 2,761 0,513 18,19 45,87 135 335 8,1 12,1 23,6 26,6 0,28 3,00 2,19 4,71 5,14 4,57 11,14 14609 2,2 16198 281 1859 3181 119

3,0 HL 1000 A 5 S355 114,0 1,996 0,597 18,28 33,08 187 345 9,5 12,3 23,6 33,2 0,19 3,00 2,22 4,63 5,14 4,57 11,14 14363 2,2 16450 279 1881 3203 101

3,5 HE 800x444 7 S460 99,2 3,126 0,691 18,67 27,96 131 430 8,3 11,8 23,6 29,1 0,24 3,00 2,15 4,64 5,05 4,57 11,14 14937 2,2 17505 285 1937 3259 131

3,5 HE 1000 B 5 S355 115,0 2,003 0,604 18,80 32,55 198 345 9,4 11,7 23,6 34,6 0,15 3,00 2,12 4,62 5,12 4,57 11,14 14989 2,2 17834 284 1965 3287 72

4,0 HE 800x444 8 S355 91,2 3,418 0,505 18,92 52,70 120 335 7,3 11,9 23,6 26,6 0,26 3,00 2,16 4,58 4,95 4,57 11,14 14917 2,2 18220 281 1971 3293 *

4,0 HE 1000 A 6 S355 114,0 2,190 0,601 19,36 34,07 199 345 8,6 10,9 23,6 36,0 0,13 3,00 1,98 4,65 5,11 4,57 11,14 16115 2,2 19222 290 2057 3379 58

4,5 HE 800x444 9 S355 91,2 3,831 0,450 19,60 59,28 108 335 6,5 10,6 23,6 24,4 0,22 3,00 1,92 4,70 5,04 4,57 11,14 16782 2,2 19650 294 2081 3403 *

4,5 HE 1000x249 7 S355 113,0 2,419 0,584 20,01 35,90 197 345 8,1 10,3 23,6 36,8 0,12 3,00 1,87 4,64 5,07 4,57 11,14 17119 2,2 20635 296 2165 3487 45

3,5 HE 800x444 7 S355 94,2 3,113 0,745 26,98 46,78 211 335 13,4 12,9 20,8 46,3 0,36 1,50 2,34 3,91 4,31 4,57 11,14 13709 2,2 21628 250 2633 4408 90

3,5 HE 1000 A 5 S460 114,0 1,990 0,929 27,17 35,35 334 440 16,4 12,6 20,8 55,8 0,20 1,50 2,29 3,90 4,39 4,57 11,14 13762 2,2 22189 252 2681 4439 52

4,0 HE 800x444 8 S355 91,2 3,496 0,648 27,33 52,70 191 335 11,7 11,9 20,8 42,4 0,33 1,50 2,16 4,00 4,37 4,57 11,14 14917 2,2 22781 254 2702 4464 93

4,0 HE 1000x249 6 S460 110,0 2,203 0,919 27,65 37,42 339 440 15,0 12,4 20,8 57,8 0,19 1,50 2,26 3,86 4,32 4,57 11,14 14069 2,2 23314 251 2748 4521 41

4,5 HE 800x373 9 S355 89,6 3,442 0,655 27,64 50,06 199 335 11,8 12,3 20,8 44,1 0,30 1,50 2,22 3,92 4,28 4,57 11,14 14511 2,2 23604 251 2734 4518 83

4,5 HE 1000x249 7 S460 105,0 2,455 0,818 27,95 42,12 301 440 13,5 12,1 20,8 51,6 0,19 1,50 2,19 3,88 4,31 4,57 11,14 14585 2,2 24280 252 2792 4568 44

5,0 HE 700x418 10 S355 86,4 4,066 0,645 28,14 56,64 177 335 11,6 11,9 20,8 44,4 0,29 1,50 2,16 3,91 4,24 4,57 11,14 15002 2,2 24829 250 2811 4602 100

5,0 HE 900 A 7 S460 104,0 2,499 0,825 28,40 41,84 300 440 14,0 11,8 20,8 56,6 0,16 1,50 2,15 3,86 4,27 4,57 11,14 14826 2,2 25418 251 2861 4646 48

5,5 HD 400x1299 8 S355 75,0 8,238 0,562 29,88 84,95 110 295 10,1 11,0 20,8 36,3 0,43 1,50 2,00 3,88 4,14 4,57 11,14 16680 2,2 28328 251 3084 4900 *

5,5 HE 900 A 8 S355 101,0 2,718 0,822 28,81 37,63 266 345 12,5 11,4 20,8 50,1 0,16 1,50 2,06 3,89 4,27 4,57 11,14 15579 2,2 26550 252 2932 4716 49

3,5 HL 920x588 6 S355 104,5 3,445 0,560 28,25 61,78 158 335 10,1 8,7 17,9 29,0 0,26 1,50 1,58 4,65 5,02 4,57 11,14 20425 2,2 22856 302 2738 4621 *

3,5 HL 1100 B 5 S355 122,0 2,450 0,726 28,42 43,26 230 345 11,9 8,7 17,9 34,8 0,17 1,50 1,58 4,59 5,03 4,57 11,14 20231 2,2 23311 302 2777 4652 105

4,0 HL 920x588 6 S355 104,5 3,505 0,537 28,75 62,46 157 335 9,7 8,4 17,9 28,5 0,23 1,50 1,52 4,65 5,01 4,57 11,14 21224 2,2 24090 303 2814 4702 *

4,0 HL 1100 A 6 S355 119,0 2,639 0,724 29,05 45,05 231 345 11,2 8,4 17,9 35,9 0,15 1,50 1,53 4,58 4,99 4,57 11,14 20930 2,2 24617 303 2860 4752 97

4,5 HE 900x466 9 S355 100,8 4,104 0,508 29,23 68,81 153 335 9,2 8,1 17,9 30,0 0,20 1,50 1,48 4,64 4,98 4,57 11,14 21914 2,2 25408 302 2889 4780 110

4,5 HE 1000 M 7 S355 115,8 2,912 0,656 29,47 49,64 213 345 10,9 8,2 17,9 36,4 0,14 1,50 1,49 4,58 4,97 4,57 11,14 21561 2,2 25890 302 2930 4821 89

5,0 HE 900x466 9 S355 100,8 4,163 0,490 29,67 69,51 149 335 8,8 7,9 17,9 28,9 0,18 1,50 1,43 4,65 4,97 4,57 11,14 22651 2,2 26598 303 2963 4854 115

5,0 HE 1000 M 7 S355 115,8 2,984 0,650 30,02 50,32 213 345 10,3 7,8 17,9 36,2 0,12 1,50 1,41 4,61 4,98 4,57 11,14 22636 2,2 27285 304 3022 4913 86

5,5 HE 800x444 11 S460 99,2 4,865 0,684 30,31 45,97 137 430 8,9 7,6 17,9 30,1 0,16 1,50 1,39 4,62 4,93 4,57 11,14 23473 2,2 28217 301 3075 4964 130

5,5 HE 1000 B 8 S355 115,0 3,137 0,630 30,60 51,96 206 345 9,8 7,4 17,9 35,3 0,10 1,50 1,35 4,62 4,98 4,57 11,14 23776 2,2 28769 304 3122 5014 75

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 17,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 4 HE 800x444 S355 1,8654 82,4 5 HE 700x418 S355 2,1306 76,8 7 HE 600x399 S355 2,5231 65,1 6 HD 400x900 S460 4,5689 63,4 7 HD 400x818 S460 4,8803
96 5 HE 900 A S460 1,6283 87 6 HE 800 B S460 1,8887 77,6 6 HE 650x407 S355 2,4008 71,8 8 HE 600x399 S355 2,8228 70,2 9 HE 600x337 S355 2,8047
97 4 HE 900 B S460 1,4954 88,4 5 HE 800 M S355 1,8198 79,6 7 HE 700 M S355 2,2652 74,8 7 HE 600x399 S355 2,5501 71,8 7 HE 600x399 S355 2,5763

91 6 HE 800 A S460 1,7711 79,8 6 HE 700x352 S355 2,2167 75,2 8 HE 600x337 S355 2,5388 73,2 8 HE 600x337 S355 2,5736
81,4 5 HE 700x418 S355 2,1639 76 7 HE 650x343 S355 2,4472 74 9 HE 600 M S355 2,5496
83,6 6 HE 700 M S355 2,036 76,6 6 HE 650x407 S355 2,4351 74,8 8 HE 650 M S355 2,5017
84,8 5 HE 700x352 S355 1,9589 78,2 7 HE 600x337 S355 2,3051 75 7 HE 650x343 S355 2,4898
87 6 HE 800 B S460 1,933 78,6 7 HE 700 M S355 2,3022 77 8 HE 600 M S355 2,3504
88 6 HE 800 B S355 1,9061 79,8 6 HE 700x352 S355 2,2599 78 8 HE 700 B S355 2,2824

88,4 5 HE 800 M S355 1,8649 80 6 HE 650x343 S355 2,1976 82 7 HE 700 B S460 2,1355
89 6 HE 800 A S460 1,8077 81,6 6 HE 700 M S355 2,0698

86 7 HE 800 A S460 2,048

92,6 5 HE 800x373 S355 1,9798 88,4 6 HE 800 M S355 2,0828 79,6 7 HE 650x407 S355 2,7324 70 6 HD 400x990 S460 4,9835 63,9 6 HD 400x1086 S355 5,2491
94,2 4 HE 800x444 S355 1,8777 89,6 5 HE 800x373 S355 2,0176 81,4 6 HE 700x418 S355 2,4961 76,6 7 HE 650x407 S355 2,7551 68,1 7 HD 400x900 S355 5,1905
97 5 HE 900 B S355 1,7158 93,4 5 HE 800 M S355 1,8444 84,6 6 HE 650x407 S355 2,4411 78 8 HE 650x343 S355 2,7362 71,8 9 HE 600x399 S355 3,1611
99 4 HE 900 M S355 1,5928 97 5 HE 900 B S355 1,7728 86,4 5 HE 700x418 S355 2,1926 79,6 8 HE 700 M S355 2,5609 74,8 8 HE 600x399 S355 2,8911

105 4 HE 900 B S460 1,5282 87 7 HE 800 B S355 2,1259 79,8 7 HE 700x352 S355 2,5464 76 8 HE 650x343 S355 2,7733
106 4 HE 1000 A S460 1,4975 89,6 5 HE 800x373 S355 2,0632 81,4 6 HE 700x418 S355 2,5401 78,6 8 HE 700 M S355 2,6072

91 7 HE 800 A S355 1,9943 81,6 6 HE 650x407 S355 2,4679 79,8 7 HE 700x352 S355 2,5995
91,4 5 HE 800 M S355 1,8821 83,6 7 HE 700 M S355 2,3351 80 7 HE 650x343 S355 2,5268
94 6 HE 800 A S460 1,8364 84,8 6 HE 700x352 S355 2,2928 81,6 7 HE 700 M S355 2,377
95 5 HE 800 B S460 1,7479 86 8 HE 800 A S355 2,2185 85 8 HE 700 B S355 2,3342
96 5 HE 900 A S460 1,7371 87 7 HE 800 B S355 2,1762 86 7 HE 800 A S460 2,1077

88 6 HE 800 B S355 1,9572

107,7 4 HL 920x491 S355 2,0873 101,8 5 HL 920x449 S355 2,3697 99,2 7 HE 900x391 S355 2,8141 98 8 HE 900 M S355 2,8512 92,2 8 HE 800x444 S355 3,4879
109 4 HL 1000x483 S355 2,0707 104,3 5 HL 920x420 S355 2,2834 100,6 6 HL 920x390 S355 2,5372 99,7 7 HL 920x344 S355 2,6935 94,6 9 HE 800x373 S355 3,4198

111,2 4 HL 1000x443 S355 1,9709 107 5 HL 1000 B S355 2,1054 101,8 5 HL 920x449 S355 2,4252 100,6 6 HL 920x390 S355 2,5981 98 9 HE 900 M S355 3,1931
112,8 4 HL 1000 M S355 1,8805 112,8 5 HE 1000 M S355 2,0458 104,3 5 HL 920x420 S355 2,3411 103,1 6 HL 920x368 S355 2,5249 99 8 HE 900 M S355 2,9274
117 4 HL 1100 A S460 1,7742 114 5 HL 1000 A S460 2,0295 107 5 HL 1000 B S355 2,1656 106 6 HL 1000 A S355 2,3546 99,7 7 HL 920x344 S355 2,7641

110,8 5 HE 1000 M S355 2,0994 107 6 HE 1000 B S355 2,2823 105 8 HE 900 B S355 2,7446
111 5 HL 1000 A S355 2,0453 114 6 HE 1000 A S460 2,2241 106 8 HE 1000 A S355 2,6852
115 5 HE 1000 B S460 2,0351 107 7 HE 1000 B S355 2,6179

108 8 HE 1000x249 S355 2,6059
109 7 HE 1000 A S355 2,4715
113 7 HE 1000x249 S460 2,4553

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

99,2 7 HE 900x391 S355 2,8941 94,2 7 HE 800x444 S355 3,1652 92,2 7 HE 800x444 S355 3,1957 89,4 9 HE 700x418 S355 3,7583 82,4 11 HE 700x418 S355 4,4061
100,1 6 HL 920x368 S355 2,5246 94,6 8 HE 800x373 S355 3,1307 94,6 8 HE 800x373 S355 3,1771 89,6 9 HE 800x373 S355 3,4922 86,4 10 HE 700x418 S355 4,11
101,3 5 HL 920x420 S355 2,4039 98 8 HE 900 M S355 2,9292 96,4 9 HE 800 M S355 3,1457 91,2 7 HE 800x444 S355 3,2395 87,8 11 HE 700x352 S355 3,9582
103,6 5 HL 920x390 S355 2,3152 99 7 HE 900 M S355 2,6625 97 9 HE 900 B S355 2,9886 92,6 8 HE 800x373 S355 3,2149 88,4 11 HE 800 M S355 3,7089
105,1 5 HL 920x368 S355 2,2492 99,2 6 HE 900x391 S355 2,6363 97,6 7 HE 800x373 S355 2,8973 96 10 HE 900 A S355 3,063 89,6 9 HE 800x373 S355 3,5396
107 5 HL 1000 A S460 2,1357 100,1 6 HL 920x368 S355 2,5832 98 7 HE 900 M S355 2,7054 97 8 HE 900 B S355 2,8015 91,4 10 HE 800 M S355 3,4732
110 5 HE 1000 B S460 2,0865 100,7 6 HL 920x344 S355 2,4903 102 7 HE 900 B S355 2,5367 98 7 HE 900 M S355 2,7634 92,6 8 HE 800x373 S355 3,265

106 7 HE 1000x249 S460 2,4053 100 7 HE 900 B S355 2,5819 93,4 9 HE 800 M S355 3,2286
107 6 HE 1000 A S460 2,2561 95 10 HE 800 B S355 3,1398

96 10 HE 900 A S355 3,117
96,4 8 HE 800 M S355 2,993
97 8 HE 900 B S355 2,8561

101 8 HE 900 A S460 2,76

106,7 5 HL 920x656 S355 3,2314 107,8 7 HL 1000 M S355 3,1248 103,5 7 HL 920x537 S355 3,7664 101,8 8 HL 920x449 S355 3,7578 99,2 11 HE 900x391 S355 4,3746
109,6 7 HE 1000x438 S355 3,1838 109 6 HL 1000x483 S355 3,1097 103,7 7 HL 920x491 S355 3,5503 103,7 7 HL 920x491 S355 3,612 100,8 9 HE 900x466 S355 4,2188
111 5 HL 1000x591 S355 3,0367 113,2 6 HL 1000x443 S355 2,9742 107 8 HL 1000 B S355 3,2712 106,8 7 HL 920x449 S355 3,4387 103,6 9 HL 920x390 S355 3,8302

111,2 5 HL 1000x554 S355 2,9135 114,6 6 HE 1000x438 S355 2,9341 107,8 7 HL 1000 M S355 3,1823 107 8 HL 1000 B S355 3,3368 106 12 HE 1000 A S355 3,8136
117 5 HL 1000x483 S355 2,7073 115,8 6 HL 1000 M S355 2,8459 110,8 8 HE 1000 M S355 3,1588 107,8 7 HL 1000 M S355 3,2481 107 9 HL 1000 A S355 3,442

117,8 5 HL 1100 M S355 2,5748 117 6 HL 1100 B S355 2,8189 112 7 HL 1000 B S355 3,007 110,8 8 HE 1000 M S355 3,2268 110 9 HE 1000 B S355 3,3506
122 5 HL 1100 B S460 2,4907 119 6 HL 1100 A S460 2,6819 115 8 HE 1000 B S355 2,9955 111 8 HL 1000 A S355 3,1399 110,8 8 HE 1000 M S355 3,2923

115,8 7 HE 1000 M S460 2,9623 112 7 HL 1000 B S355 3,0765 114 9 HE 1000 A S355 3,1792
115 8 HE 1000 B S355 3,0673

115,8 7 HE 1000 M S460 3,0349

Span length = 17,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x373 5 S355 89,6 1,965 0,939 19,16 27,81 229 335 15,2 27,6 29,4 46,8 0,61 4,50 4,95 3,65 4,16 4,51 11,02 8062 2,2 13645 <200 1692 3296 82

2,5 HE 1000 A 4 S460 106,0 1,496 0,895 19,39 26,64 307 440 16,1 24,7 29,4 49,1 0,35 4,50 4,43 3,79 4,38 4,51 11,02 8938 2,2 14152 <200 1736 3340 58

3,0 HE 700x418 6 S355 81,4 2,455 0,928 19,56 33,11 197 335 13,9 27,3 29,4 46,0 0,69 4,50 4,88 3,61 4,06 4,51 11,02 8212 2,2 14545 205 1742 3346 95

3,0 HE 900 A 5 S460 96,0 1,683 0,920 19,64 27,86 299 440 15,6 27,1 29,4 54,6 0,41 4,50 4,84 3,59 4,12 4,51 11,02 8242 2,2 14829 202 1766 3371 55

3,5 HE 650x407 7 S355 76,6 2,713 0,938 19,83 35,34 184 335 13,3 27,6 29,4 46,1 0,69 4,50 4,94 3,55 3,96 4,51 11,02 8152 2,2 15352 204 1777 3381 *

3,5 HE 800 B 5 S460 92,0 1,729 0,957 19,90 27,27 299 440 16,6 28,2 29,4 59,5 0,38 4,50 5,04 3,47 3,98 4,51 11,02 7875 2,2 15660 202 1804 3408 54

4,0 HD 400x990 6 S460 63,0 4,934 0,984 20,65 22,94 135 430 12,5 29,0 29,4 44,2 1,24 4,50 5,19 3,36 3,69 4,51 11,02 7857 2,2 16855 201 1880 3485 *

4,0 HE 800 A 6 S460 87,0 1,844 0,998 20,13 27,36 307 440 15,7 29,4 29,4 62,6 0,38 4,50 5,25 3,36 3,84 4,51 11,02 7598 2,2 16343 200 1836 3440 41

4,5 HD 400x900 7 S460 60,1 5,258 0,990 21,03 24,20 131 430 11,8 29,1 29,4 44,6 1,18 4,50 5,22 3,30 3,61 4,51 11,02 7849 2,2 17585 201 1931 3535 *

4,5 HE 800 A 7 S460 86,0 2,105 0,895 20,68 31,60 270 440 13,7 26,3 29,4 56,3 0,34 4,50 4,71 3,45 3,89 4,51 11,02 8522 2,2 17469 204 1920 3525 44

2,5 HE 800x444 5 S355 91,2 2,214 0,935 19,37 32,94 196 335 13,5 24,0 25,6 39,9 0,59 3,00 4,29 3,88 4,37 4,51 11,02 9323 2,2 13974 210 1720 3325 99

2,5 HE 1000x249 4 S460 108,0 1,455 0,988 19,42 24,43 341 440 17,3 25,3 25,6 55,1 0,33 3,00 4,53 3,74 4,34 4,51 11,02 8726 2,2 14229 <200 1743 3347 42

3,0 HE 700x418 6 S355 86,4 2,480 0,972 19,75 33,99 193 335 13,9 24,9 25,6 45,6 0,57 3,00 4,45 3,74 4,19 4,51 11,02 9001 2,2 14920 213 1774 3379 98

3,0 HE 900 A 5 S460 99,0 1,698 0,994 19,75 28,36 296 440 15,5 25,5 25,6 54,4 0,37 3,00 4,56 3,67 4,20 4,51 11,02 8763 2,2 15054 207 1786 3390 55

3,5 HD 400x1299 5 S355 67,0 5,136 0,970 20,75 51,46 123 295 11,2 24,8 25,6 37,1 1,25 3,00 4,45 3,60 3,93 4,51 11,02 9153 2,2 16780 209 1901 3506 *

3,5 HE 900 A 5 S460 96,0 1,735 0,982 20,08 28,31 295 440 15,0 25,2 25,6 52,3 0,33 3,00 4,50 3,63 4,14 4,51 11,02 8822 2,2 15989 212 1832 3437 46

4,0 HD 400x1086 6 S355 64,9 5,218 0,998 20,96 50,93 124 295 11,3 25,6 25,6 39,6 1,12 3,00 4,58 3,52 3,84 4,51 11,02 8913 2,2 17420 204 1930 3534 *

4,0 HE 800 A 6 S460 94,0 1,890 0,970 20,50 28,73 298 440 15,1 24,8 25,6 62,3 0,30 3,00 4,44 3,58 4,06 4,51 11,02 8980 2,2 17043 218 1897 3501 41

4,5 HD 400x990 7 S355 62,0 5,574 0,999 21,36 52,88 120 295 10,8 25,6 25,6 39,8 1,06 3,00 4,59 3,46 3,76 4,51 11,02 8945 2,2 18203 203 1984 3589 *

4,5 HE 800 A 7 S355 89,0 2,095 0,958 20,85 25,94 267 345 13,5 24,5 25,6 56,2 0,30 3,00 4,39 3,54 3,98 4,51 11,02 9140 2,2 17806 216 1950 3554 42

2,5 HL 920x588 4 S355 104,5 2,334 0,559 18,09 41,44 138 335 8,9 13,3 23,8 25,7 0,32 3,00 2,38 4,60 5,08 4,51 11,02 13918 2,2 14907 269 1802 3133 *

2,5 HL 1100 A 4 S355 119,0 1,752 0,647 18,20 29,85 205 345 10,4 13,5 23,8 33,1 0,21 3,00 2,42 4,52 5,07 4,51 11,02 13625 2,2 15188 264 1826 3157 101

3,0 HE 900x466 6 S355 100,8 2,758 0,535 18,66 45,87 139 335 8,3 12,7 23,8 28,2 0,28 3,00 2,27 4,57 5,00 4,51 11,02 14609 2,2 16198 282 1886 3216 116

3,0 HE 1000 M 5 S355 115,8 2,058 0,579 18,83 35,14 187 345 9,5 12,4 23,8 34,2 0,19 3,00 2,22 4,57 5,07 4,51 11,02 14932 2,2 16608 282 1921 3252 90

3,5 HE 900x391 7 S355 99,2 2,811 0,528 19,03 45,25 142 335 8,0 12,6 23,8 29,1 0,24 3,00 2,25 4,52 4,93 4,51 11,02 14806 2,2 17270 275 1944 3275 102

3,5 HL 1000 A 5 S355 114,0 2,060 0,605 19,28 33,66 192 345 9,0 12,0 23,8 34,9 0,16 3,00 2,15 4,54 5,01 4,51 11,02 15405 2,2 17834 286 1993 3324 96

4,0 HE 800x444 8 S355 94,2 3,435 0,501 19,56 53,46 122 335 7,4 11,9 23,8 28,1 0,24 3,00 2,13 4,53 4,89 4,51 11,02 15667 2,2 18520 278 2025 3356 *

4,0 HE 1000 A 6 S355 114,0 2,188 0,617 19,86 34,07 204 345 8,8 11,5 23,8 38,1 0,13 3,00 2,05 4,52 4,97 4,51 11,02 16115 2,2 19222 285 2087 3417 54

4,5 HE 800x444 9 S355 91,2 3,827 0,469 20,11 59,28 111 335 6,6 11,1 23,8 25,8 0,23 3,00 1,99 4,57 4,90 4,51 11,02 16782 2,2 19650 282 2110 3441 *

4,5 HE 1000x249 7 S355 113,0 2,416 0,600 20,53 35,90 203 345 8,3 10,8 23,8 38,9 0,12 3,00 1,94 4,51 4,93 4,51 11,02 17119 2,2 20635 285 2196 3527 42

3,5 HE 800x444 7 S460 99,2 3,203 0,936 27,76 30,36 212 430 13,6 12,4 21,1 48,3 0,31 1,50 2,22 3,93 4,33 4,51 11,02 14937 2,2 22065 252 2708 4479 95

3,5 HE 1000 B 5 S460 112,0 2,096 0,870 27,81 39,60 305 440 15,7 12,9 21,1 52,4 0,21 1,50 2,31 3,84 4,31 4,51 11,02 14160 2,2 22132 250 2714 4489 68

4,0 HE 800x444 8 S355 91,2 3,493 0,664 28,06 52,70 196 335 12,0 12,5 21,1 44,8 0,34 1,50 2,24 3,89 4,25 4,51 11,02 14917 2,2 22781 250 2741 4530 90

4,0 HE 1000x249 6 S460 113,0 2,220 0,929 28,43 38,16 343 440 15,1 12,3 21,1 60,9 0,17 1,50 2,20 3,85 4,30 4,51 11,02 14953 2,2 23614 251 2813 4591 38

4,5 HE 800x444 8 S355 91,2 3,536 0,638 28,38 53,28 187 335 11,5 12,1 21,1 41,5 0,29 1,50 2,16 3,91 4,26 4,51 11,02 15460 2,2 23851 251 2794 4581 96

4,5 HE 1000x249 7 S460 108,0 2,474 0,829 28,75 42,91 305 440 13,6 12,0 21,1 54,3 0,17 1,50 2,14 3,87 4,28 4,51 11,02 15482 2,2 24618 252 2861 4644 41

5,0 HE 700x418 10 S355 89,4 4,086 0,654 28,98 57,59 179 335 11,8 11,8 21,1 46,5 0,26 1,50 2,11 3,88 4,21 4,51 11,02 15897 2,2 25204 251 2884 4683 99

5,0 HE 1000x249 7 S460 106,0 2,525 0,819 29,19 42,91 307 440 13,4 11,8 21,1 54,1 0,16 1,50 2,11 3,84 4,24 4,51 11,02 15662 2,2 25683 251 2925 4718 37

5,5 HE 700x418 11 S355 86,4 4,437 0,598 29,36 62,31 161 335 10,8 11,4 21,1 41,2 0,25 1,50 2,05 3,90 4,21 4,51 11,02 16502 2,2 26257 251 2948 4748 109

5,5 HE 900 A 8 S355 104,0 2,742 0,827 29,67 38,46 270 345 12,5 11,2 21,1 52,8 0,14 1,50 2,00 3,88 4,26 4,51 11,02 16623 2,2 26962 253 3010 4799 46

3,5 HL 920x725 5 S355 106,9 3,490 0,553 29,04 62,52 152 325 9,9 8,7 18,1 27,5 0,26 1,50 1,55 4,62 4,99 4,51 11,02 21546 2,2 23038 302 2793 4690 *

3,5 HL 1100 B 5 S355 125,0 2,465 0,737 29,32 43,95 234 345 12,0 8,7 18,1 36,7 0,16 1,50 1,56 4,55 4,99 4,51 11,02 21246 2,2 23574 302 2840 4736 105

4,0 HL 920x656 6 S355 105,7 3,785 0,502 29,43 69,60 145 335 9,0 8,0 18,1 27,2 0,23 1,50 1,44 4,70 5,04 4,51 11,02 23310 2,2 24472 304 2888 4761 *

4,0 HL 1100 A 6 S355 124,0 2,669 0,724 29,92 46,29 232 345 11,2 8,2 18,1 37,7 0,13 1,50 1,46 4,60 5,01 4,51 11,02 22754 2,2 25117 304 2944 4837 98

4,5 HL 920x537 7 S355 104,5 3,770 0,507 29,94 66,70 151 335 9,1 8,1 18,1 28,7 0,19 1,50 1,45 4,62 4,95 4,51 11,02 23055 2,2 25554 301 2943 4838 *

4,5 HL 1100 A 7 S355 116,0 2,974 0,649 30,17 51,59 206 345 10,0 8,1 18,1 33,4 0,14 1,50 1,45 4,58 4,96 4,51 11,02 22987 2,2 25990 301 2981 4876 98

5,0 HE 900x466 10 S355 100,8 4,525 0,466 30,51 76,45 142 335 8,4 7,7 18,1 29,2 0,18 1,50 1,38 4,65 4,96 4,51 11,02 24348 2,2 26958 303 3036 4931 114

5,0 HL 1100 A 7 S355 116,0 3,047 0,641 30,74 52,15 205 345 9,5 7,7 18,1 32,9 0,12 1,50 1,39 4,60 4,96 4,51 11,02 24054 2,2 27399 303 3075 4970 95

5,5 HE 900x466 10 S355 100,8 4,581 0,450 31,00 77,16 137 335 8,1 7,5 18,1 27,4 0,16 1,50 1,34 4,64 4,94 4,51 11,02 25087 2,2 28239 302 3121 5015 122

5,5 HE 1000 M 8 S355 115,8 3,334 0,588 31,42 57,22 192 345 9,4 7,3 18,1 34,0 0,10 1,50 1,31 4,62 4,97 4,51 11,02 25412 2,2 29038 305 3190 5086 89

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 17,75 m

Deflection

sc,max = 0,6 fck =



125

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 4 HE 800x444 S355 1,8635 81,6 6 HE 650x407 S355 2,3834 79,6 6 HE 650x407 S355 2,41 68,1 6 HD 400x900 S460 4,585 66,4 7 HD 400x818 S460 4,8985
96 5 HE 900 A S460 1,6263 84,4 5 HE 700x418 S355 2,1382 81,4 5 HE 700x418 S355 2,1616 71,8 8 HE 600x399 S355 2,8199 71,2 9 HE 600x337 S355 2,8091
98 4 HE 900 B S460 1,4978 88,4 5 HE 800 M S460 1,8506 84,6 5 HE 650x407 S355 2,1191 75 8 HE 650x343 S355 2,7137 73,8 9 HE 650 M S355 2,7336

91,4 5 HE 800 M S355 1,8324 86 7 HE 800 A S460 1,9955 76,8 7 HE 600x399 S355 2,5606 74,8 7 HE 600x399 S355 2,5959
94 6 HE 800 A S460 1,7836 87 6 HE 800 B S460 1,9306 77,6 6 HE 650x407 S355 2,4394 75,2 8 HE 600x337 S355 2,5856
95 5 HE 800 B S460 1,6948 88,4 5 HE 800 M S355 1,8628 79,6 7 HE 700 M S355 2,306 76 7 HE 650x343 S355 2,4947

91 6 HE 800 A S460 1,8168 79,8 6 HE 700x352 S355 2,2574 77 9 HE 700 B S355 2,4828
81,8 7 HE 650 M S355 2,2532 78,2 7 HE 600x337 S355 2,3544
82 8 HE 700 B S355 2,2527 78,6 7 HE 700 M S355 2,352
83 6 HE 650x343 S355 2,2152 80 8 HE 700 B S355 2,2942

83,6 6 HE 700 M S355 2,0805 84 8 HE 700 A S460 2,1819
86 7 HE 800 A S460 2,0453 85 7 HE 700 B S460 2,1549
87 6 HE 800 B S460 1,9808

94,6 5 HE 800x373 S355 1,9858 89,6 6 HE 800x373 S355 2,317 81,4 7 HE 700x418 S355 2,8253 70 6 HD 400x990 S460 4,9798 63,9 6 HD 400x1086 S355 5,2453
96,2 4 HE 800x444 S355 1,884 91,2 5 HE 800x444 S355 2,265 81,6 7 HE 650x407 S355 2,7412 76,6 8 HE 650x407 S355 3,0722 72,8 9 HE 600x399 S355 3,1653
98 5 HE 900 M S355 1,86 91,4 6 HE 800 M S355 2,0951 82,4 6 HE 700x418 S355 2,4992 79,6 7 HE 650x407 S355 2,7722 75 9 HE 650x343 S355 3,0384

99,2 4 HE 900x391 S355 1,7558 92,6 5 HE 800x373 S355 2,0301 87,8 6 HE 700x352 S355 2,2601 80 8 HE 650x343 S355 2,7465 76,8 8 HE 600x399 S355 2,9029
99,7 4 HL 920x344 S355 1,6539 96 6 HE 900 A S355 1,8788 88 7 HE 800 B S355 2,129 80,8 7 HE 700x352 S355 2,55 77,6 7 HE 650x407 S355 2,8097
103 4 HE 900 M S355 1,6074 96,4 5 HE 800 M S355 1,8571 88,4 6 HE 800 M S355 2,1252 81,4 6 HE 700x418 S355 2,5374 78 8 HE 650x343 S355 2,7852
105 4 HE 900 B S460 1,5265 97 5 HE 900 B S355 1,7708 89,6 5 HE 800x373 S355 2,0609 84,6 6 HE 650x407 S355 2,4853 78,8 9 HE 650 M S355 2,7706
106 4 HE 1000 A S460 1,4959 93,4 5 HE 800 M S355 1,8915 86 8 HE 800 A S355 2,2155 79,6 8 HE 700 M S355 2,6113

87 7 HE 800 B S355 2,1734 79,8 7 HE 700x352 S355 2,5965
90 6 HE 800 B S355 1,9679 81,8 8 HE 650 M S355 2,5508

83 7 HE 650x343 S355 2,5464
83,6 7 HE 700 M S355 2,3889
85 8 HE 700 B S355 2,3311
86 8 HE 800 A S355 2,2754
87 7 HE 800 B S355 2,2335
89 7 HE 800 A S460 2,1272

106,5 4 HL 920x537 S355 2,2047 102,7 5 HL 920x491 S355 2,5141 101,3 6 HL 920x420 S355 2,6612 99,2 7 HE 900x391 S355 2,8702 96,2 8 HE 800x444 S355 3,5138
109 4 HL 1000x483 S355 2,0687 104,8 5 HL 920x449 S355 2,3821 102,7 5 HL 920x491 S355 2,5699 100,1 7 HL 920x368 S355 2,8063 97,6 9 HE 800x373 S355 3,4381

113,2 4 HL 1000x443 S355 1,9771 107,8 5 HL 1000 M S355 2,2546 103,6 6 HL 920x390 S355 2,5518 101,3 6 HL 920x420 S355 2,7224 98 9 HE 900 M S355 3,1894
115,8 4 HL 1000 M S355 1,8909 109,6 5 HE 1000x393 S355 2,1906 104,8 5 HL 920x449 S355 2,44 102,7 7 HL 920x344 S355 2,7102 100,1 7 HL 920x368 S355 2,877
117 4 HL 1100 B S355 1,8725 110 5 HL 1000 B S355 2,1179 106,3 5 HL 920x420 S355 2,3503 103,6 6 HL 920x390 S355 2,6151 102,7 7 HL 920x344 S355 2,7833
119 4 HL 1100 A S460 1,7806 115,8 5 HE 1000 M S460 2,0946 107,8 5 HL 1000 M S355 2,3151 105,1 6 HL 920x368 S355 2,5353 106 8 HE 1000 A S355 2,682

108 5 HL 1000 B S355 2,1691 107 6 HL 1000 A S355 2,3586 107 7 HE 1000 B S355 2,6149
112,8 5 HE 1000 M S355 2,1087 110 6 HE 1000 B S355 2,2995 111 7 HE 1000 A S355 2,4834
114 5 HL 1000 A S460 2,0937 114 6 HE 1000 A S460 2,2216 113 7 HE 1000x249 S460 2,4524

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

99,2 7 HE 900x391 S355 2,891 97,6 8 HE 800x373 S355 3,147 92,6 9 HE 800x373 S355 3,4601 89,6 10 HE 800x373 S355 3,7896 89,4 11 HE 800 M S355 3,7135
100,6 6 HL 920x390 S355 2,6146 98 8 HE 900 M S355 2,9259 96,2 7 HE 800x444 S355 3,2219 91,2 8 HE 800x444 S355 3,5865 91,2 8 HE 800x444 S355 3,6348
101,8 5 HL 920x449 S355 2,5028 99,7 7 HL 920x344 S355 2,7685 97 9 HE 900 B S355 2,985 92,6 9 HE 800x373 S355 3,5129 92,6 9 HE 800x373 S355 3,5628
104,3 5 HL 920x420 S355 2,4188 100,6 6 HL 920x390 S355 2,6734 98 8 HE 900 M S355 2,9755 93,4 10 HE 800 M S355 3,4362 93,4 10 HE 800 M S355 3,4872
107 5 HL 1000 B S355 2,2434 102,2 6 HE 900x391 S355 2,6533 99,7 7 HL 920x344 S355 2,82 94,2 7 HE 800x444 S355 3,2608 94,6 8 HE 800x373 S355 3,2795

110,8 5 HE 1000 M S355 2,1772 103,1 6 HL 920x368 S355 2,6002 101 7 HE 900 M S355 2,7245 96,4 9 HE 800 M S355 3,1985 96,4 9 HE 800 M S355 3,2519
111 5 HL 1000 A S460 2,1565 104,7 6 HL 920x344 S355 2,5139 105 7 HE 900 B S355 2,5559 97 9 HE 900 B S355 3,0424 97 9 HE 900 B S355 3,0967

106 6 HL 1000 A S355 2,43 106 7 HE 1000 A S355 2,5053 98 8 HE 900 M S355 3,033 98 8 HE 900 M S355 3,088
107 6 HE 1000 B S355 2,3577 99,7 7 HL 920x344 S355 2,8796 100 8 HE 900 B S355 2,8799
111 6 HE 1000 A S460 2,2799 100 8 HE 900 B S355 2,8228 104 8 HE 900 A S460 2,7838

101 7 HE 900 M S355 2,7849
104 8 HE 900 A S355 2,6813
105 7 HE 900 B S355 2,62
106 7 HE 1000 A S355 2,5706

109,5 6 HL 920x588 S355 3,4705 107,5 6 HL 920x588 S355 3,522 107,8 8 HL 1000 M S355 3,5098 102,7 8 HL 920x491 S355 3,9889 104,2 11 HE 900x391 S355 4,4149
110,6 7 HE 1000x494 S355 3,4536 109 7 HL 1000x483 S355 3,4898 111,2 7 HL 1000x443 S355 3,3737 106,8 8 HL 920x449 S355 3,795 105,8 9 HE 900x466 S355 4,2597
110,7 5 HL 920x656 S355 3,2516 110 6 HL 1000x539 S355 3,3401 112 8 HL 1000 B S355 3,3046 107 9 HL 1000 B S355 3,634 107 9 HL 1000 B S355 3,6966
111,8 5 HL 1000x642 S355 3,2104 111,2 7 HL 1000x443 S355 3,3136 112,8 7 HL 1000 M S355 3,216 107,8 8 HL 1000 M S355 3,5757 109 8 HE 1000x415 S355 3,6519
114 5 HL 1000x591 S355 3,0512 112,8 7 HL 1000 M S355 3,1544 115,8 8 HE 1000 M S355 3,1922 109,2 7 HL 1000x443 S355 3,4256 110,8 9 HE 1000 M S355 3,5723

115,2 5 HL 1000x554 S460 2,9913 114 6 HL 1000x483 S355 3,1395 116 7 HL 1100 A S460 3,0237 110 8 HL 1000 B S355 3,3579 111 9 HL 1000 A S355 3,4743
118 5 HL 1000x539 S460 2,9553 117,8 6 HL 1100 M S355 2,9999 112,8 7 HL 1000 M S355 3,2858 115 9 HE 1000 B S355 3,3919

118,2 5 HL 1000x554 S355 2,9511 118 6 HL 1100 B S355 2,8226 115 7 HL 1000 B S355 3,0979 115,8 8 HE 1000 M S460 3,3919
118,8 5 HL 1100 R S460 2,8581 124 6 HL 1100 A S460 2,712 116 7 HL 1100 A S460 3,0968
120,8 5 HL 1100 M S355 2,5896
125 5 HL 1100 B S460 2,5055

Span length = 17,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x373 5 S355 89,6 1,963 0,975 19,64 27,81 235 335 15,6 29,0 29,8 49,5 0,61 4,50 5,12 3,55 4,05 4,44 10,91 8062 2,1 13645 <200 1716 3332 80

2,5 HE 1000 A 4 S460 106,0 1,494 0,915 19,88 26,64 315 440 16,5 26,0 29,8 51,9 0,36 4,50 4,59 3,69 4,26 4,44 10,91 8938 2,1 14152 202 1760 3377 54

3,0 HE 700x418 6 S355 81,4 2,453 0,963 20,04 33,11 202 335 14,2 28,7 29,8 48,6 0,69 4,50 5,06 3,51 3,95 4,44 10,91 8212 2,1 14545 203 1766 3382 92

3,0 HE 900 A 5 S460 96,0 1,681 0,955 20,12 27,86 307 440 16,0 28,4 29,8 57,7 0,41 4,50 5,02 3,49 4,01 4,44 10,91 8242 2,1 14829 205 1791 3407 51

3,5 HE 650x407 7 S355 76,6 2,710 0,974 20,32 35,34 189 335 13,6 29,0 29,8 48,7 0,69 4,50 5,11 3,45 3,86 4,44 10,91 8152 2,1 15352 201 1802 3418 97

3,5 HE 800 B 5 S460 92,0 1,727 0,994 20,40 27,27 307 440 17,0 29,6 29,8 62,9 0,38 4,50 5,22 3,37 3,87 4,44 10,91 7875 2,1 15660 201 1829 3445 51

4,0 HD 400x990 6 S460 65,0 4,943 0,983 21,25 22,98 137 430 12,9 29,3 29,8 46,5 1,15 4,50 5,17 3,31 3,64 4,44 10,91 8152 2,1 17055 201 1925 3541 *

4,0 HE 800 A 6 S460 89,0 1,855 0,988 20,74 27,74 312 440 15,9 29,4 29,8 66,1 0,36 4,50 5,19 3,33 3,80 4,44 10,91 7966 2,1 16543 201 1879 3496 39

4,5 HD 400x990 7 S460 62,0 5,714 0,903 21,89 26,62 123 430 11,0 26,9 29,8 42,1 1,08 4,50 4,75 3,36 3,66 4,44 10,91 8945 2,1 18203 202 2012 3628 *

4,5 HE 800 A 7 S460 86,0 2,102 0,929 21,20 31,60 277 440 14,0 27,6 29,8 59,5 0,34 4,50 4,88 3,36 3,79 4,44 10,91 8522 2,1 17469 202 1947 3564 41

2,5 HE 800x444 5 S355 91,2 2,212 0,973 19,85 32,94 201 335 13,8 25,2 25,9 42,1 0,59 3,00 4,44 3,78 4,25 4,44 10,91 9323 2,1 13974 213 1745 3359 97

2,5 HE 1000x249 4 S460 110,0 1,462 0,988 19,98 24,74 347 440 17,5 25,6 25,9 58,0 0,31 3,00 4,51 3,69 4,29 4,44 10,91 9080 2,1 14354 204 1778 3393 39

3,0 HE 700x418 6 S355 89,4 2,492 0,954 20,36 34,56 195 335 14,1 24,7 25,9 47,9 0,51 3,00 4,35 3,71 4,16 4,44 10,91 9538 2,1 15145 222 1819 3434 98

3,0 HE 900 A 5 S460 101,0 1,706 0,993 20,33 28,70 301 440 15,7 25,7 25,9 57,3 0,35 3,00 4,53 3,63 4,15 4,44 10,91 9133 2,1 15204 214 1824 3439 51

3,5 HD 400x1299 5 S355 70,0 5,150 0,961 21,38 52,06 124 295 11,7 24,8 25,9 39,0 1,12 3,00 4,38 3,56 3,89 4,44 10,91 9597 2,1 17043 208 1951 3566 *

3,5 HE 900 A 5 S460 99,0 1,750 0,958 20,72 28,85 299 440 15,2 24,8 25,9 55,2 0,30 3,00 4,37 3,62 4,12 4,44 10,91 9407 2,1 16251 221 1881 3496 44

4,0 HD 400x1202 6 S355 65,0 5,698 0,959 21,77 55,75 118 295 10,7 24,8 25,9 38,6 1,09 3,00 4,38 3,51 3,81 4,44 10,91 9657 2,1 17913 205 2000 3615 *

4,0 HE 800 B 6 S355 92,0 1,979 0,981 20,98 26,22 268 345 14,4 25,4 25,9 57,4 0,32 3,00 4,48 3,54 3,99 4,44 10,91 9244 2,1 16970 219 1917 3532 53

4,5 HD 400x1086 7 S355 63,9 6,046 0,916 22,26 59,03 113 295 10,0 23,7 25,9 37,8 0,97 3,00 4,19 3,52 3,81 4,44 10,91 10159 2,1 18858 207 2070 3685 *

4,5 HE 800 A 7 S355 89,0 2,092 0,996 21,37 25,94 274 345 13,8 25,8 25,9 59,4 0,31 3,00 4,55 3,45 3,88 4,44 10,91 9140 2,1 17806 205 1977 3592 40

2,5 HL 920x588 4 S355 104,5 2,332 0,582 18,55 41,44 142 335 9,1 14,0 24,0 27,2 0,32 3,00 2,46 4,48 4,94 4,44 10,91 13918 2,1 14907 264 1827 3167 *

2,5 HL 1100 A 4 S355 121,0 1,759 0,659 18,73 30,17 210 345 10,6 13,7 24,0 34,9 0,20 3,00 2,42 4,45 5,00 4,44 10,91 14077 2,1 15313 273 1863 3202 100

3,0 HE 900x466 6 S355 100,8 2,755 0,557 19,13 45,87 142 335 8,5 13,3 24,0 29,8 0,28 3,00 2,35 4,45 4,87 4,44 10,91 14609 2,1 16198 266 1912 3252 113

3,0 HE 1000 M 5 S355 115,8 2,056 0,594 19,31 35,14 192 345 9,7 13,0 24,0 36,1 0,19 3,00 2,30 4,45 4,94 4,44 10,91 14932 2,1 16608 274 1948 3288 88

3,5 HE 900x466 6 S355 100,8 2,809 0,530 19,58 46,56 140 335 8,0 12,7 24,0 28,8 0,24 3,00 2,24 4,46 4,87 4,44 10,91 15343 2,1 17388 270 1982 3321 116

3,5 HE 1000 M 5 S355 115,8 2,124 0,579 19,87 35,85 190 345 9,3 12,1 24,0 35,2 0,15 3,00 2,13 4,50 4,96 4,44 10,91 16016 2,1 18003 283 2036 3375 81

4,0 HE 800x444 8 S355 96,2 3,444 0,504 20,16 53,99 124 335 7,6 12,1 24,0 29,7 0,23 3,00 2,13 4,45 4,82 4,44 10,91 16205 2,1 18720 272 2072 3411 127

4,0 HE 1000 B 6 S355 112,0 2,310 0,566 20,35 38,08 185 345 8,5 11,7 24,0 35,4 0,14 3,00 2,06 4,47 4,90 4,44 10,91 16612 2,1 19165 281 2111 3450 69

4,5 HE 800x444 9 S355 92,2 3,831 0,480 20,68 59,56 114 335 6,8 11,5 24,0 27,2 0,22 3,00 2,03 4,46 4,80 4,44 10,91 17055 2,1 19763 276 2150 3490 *

4,5 HE 1000 A 7 S355 114,0 2,503 0,561 21,17 39,56 186 345 7,8 10,5 24,0 36,6 0,12 3,00 1,86 4,53 4,94 4,44 10,91 18464 2,1 20829 288 2244 3584 54

3,5 HE 900x466 6 S355 100,8 2,889 0,713 28,33 46,56 216 335 12,8 12,7 21,4 43,7 0,30 1,50 2,24 3,89 4,29 4,44 10,91 15343 2,1 21948 251 2736 4518 92

3,5 HE 1000 B 5 S460 115,0 2,111 0,875 28,57 40,28 308 440 15,8 12,8 21,4 55,0 0,20 1,50 2,26 3,83 4,29 4,44 10,91 14989 2,1 22394 250 2775 4557 64

4,0 HE 800x444 8 S355 96,2 3,522 0,677 28,90 53,99 197 335 12,2 12,1 21,4 46,7 0,29 1,50 2,13 3,91 4,27 4,44 10,91 16205 2,1 23281 252 2823 4610 92

4,0 HE 1000 A 6 S460 114,0 2,297 0,863 29,11 42,15 313 440 14,2 12,0 21,4 57,1 0,17 1,50 2,12 3,87 4,31 4,44 10,91 16115 2,1 23782 253 2868 4644 50

4,5 HE 800x444 9 S355 91,2 3,882 0,602 29,16 59,28 178 335 10,8 11,7 21,4 42,0 0,29 1,50 2,07 3,93 4,26 4,44 10,91 16782 2,1 24196 253 2864 4652 95

4,5 HE 1000x249 7 S460 110,0 2,486 0,844 29,55 43,45 310 440 13,7 12,1 21,4 57,3 0,16 1,50 2,13 3,82 4,23 4,44 10,91 16115 2,1 24843 251 2921 4718 38

5,0 HE 800x444 9 S355 91,2 3,933 0,580 29,57 59,87 173 335 10,4 11,4 21,4 40,3 0,25 1,50 2,01 3,94 4,26 4,44 10,91 17325 2,1 25266 253 2930 4718 100

5,0 HE 1000x249 7 S460 108,0 2,539 0,833 30,02 43,47 313 440 13,5 11,9 21,4 57,1 0,15 1,50 2,10 3,79 4,19 4,44 10,91 16318 2,1 25933 250 2989 4796 35

5,5 HE 700x418 11 S355 89,4 4,460 0,607 30,25 63,35 163 335 10,9 11,3 21,4 43,2 0,23 1,50 2,00 3,88 4,18 4,44 10,91 17487 2,1 26669 251 3026 4835 107

5,5 HE 1000x249 8 S355 105,0 2,763 0,836 30,47 39,09 277 345 12,0 11,3 21,4 50,5 0,14 1,50 2,00 3,83 4,20 4,44 10,91 17213 2,1 27115 251 3065 4871 36

3,5 HL 920x787 5 S355 108,1 3,726 0,528 29,84 68,02 144 325 9,5 8,4 18,4 26,8 0,26 1,50 1,49 4,64 4,99 4,44 10,91 23286 2,1 23338 303 2859 4760 *

3,5 HL 1100 M 5 S355 125,8 2,616 0,686 30,06 48,42 217 345 11,5 8,6 18,4 35,3 0,15 1,50 1,51 4,56 4,98 4,44 10,91 22749 2,1 23775 302 2897 4798 111

4,0 HL 920x725 6 S355 106,9 4,103 0,471 30,14 74,72 134 325 8,5 7,7 18,4 26,0 0,22 1,50 1,36 4,75 5,07 4,44 10,91 25500 2,1 24855 306 2962 4823 *

4,0 HL 1100 B 6 S355 122,0 2,846 0,666 30,58 51,58 211 345 10,6 8,3 18,4 35,4 0,14 1,50 1,46 4,56 4,95 4,44 10,91 23665 2,1 25091 301 2983 4883 104

4,5 HL 920x588 7 S355 104,5 4,007 0,483 30,72 72,70 142 335 8,7 8,0 18,4 27,9 0,19 1,50 1,41 4,62 4,94 4,44 10,91 24563 2,1 25784 301 3004 4903 *

4,5 HL 1100 A 7 S355 121,0 3,008 0,650 31,14 52,96 208 345 10,0 7,8 18,4 35,1 0,12 1,50 1,38 4,59 4,97 4,44 10,91 24946 2,1 26552 303 3072 4972 99

5,0 HL 920x537 8 S355 103,5 4,240 0,461 31,25 75,71 138 335 8,2 7,6 18,4 27,6 0,16 1,50 1,35 4,64 4,95 4,44 10,91 25736 2,1 27089 303 3091 4990 *

5,0 HL 1100 A 7 S355 121,0 3,085 0,643 31,76 53,60 207 345 9,5 7,5 18,4 34,7 0,11 1,50 1,32 4,61 4,97 4,44 10,91 26178 2,1 28024 305 3173 5074 96

5,5 HE 900x466 11 S355 100,8 4,942 0,431 31,87 84,10 130 335 7,8 7,4 18,4 27,3 0,16 1,50 1,31 4,64 4,92 4,44 10,91 26783 2,1 28599 302 3196 5094 122

5,5 HE 1000x393 8 S355 116,6 3,598 0,559 32,29 61,81 178 335 9,0 7,2 18,4 32,8 0,10 1,50 1,27 4,63 4,96 4,44 10,91 27209 2,1 29359 305 3264 5163 96

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 18,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

91,2 4 HE 800x444 S355 1,8617 84,6 6 HE 650x407 S355 2,396 79,8 7 HE 700x352 S355 2,4973 72,8 8 HE 600x399 S355 2,8237 63,1 7 HD 400x900 S460 5,2762
97 5 HE 900 B S460 1,7419 86,4 5 HE 700x418 S355 2,1458 81,4 6 HE 700x418 S355 2,4908 75 8 HE 650x343 S355 2,711 66,4 7 HD 400x818 S460 4,8947
98 4 HE 900 M S460 1,6128 88,4 6 HE 800 M S355 2,0779 81,6 6 HE 650x407 S355 2,4193 76,8 7 HE 600x399 S355 2,5582 71,8 8 HE 600x399 S355 2,8632

100 4 HE 900 B S460 1,5043 89,6 5 HE 800x373 S355 2,0132 82,8 6 HE 700x352 S355 2,2289 78,2 8 HE 600x337 S355 2,5531 73,2 9 HE 600x337 S355 2,8209
91,4 5 HE 800 M S460 1,8633 84,4 5 HE 700x418 S355 2,1766 78,6 8 HE 700 M S355 2,5481 74,8 9 HE 650 M S355 2,7381

87 7 HE 800 B S355 2,1206 79,6 6 HE 650x407 S355 2,4502 76,8 7 HE 600x399 S355 2,6081
88 6 HE 800 B S460 1,934 80,8 6 HE 700x352 S355 2,2614 77 9 HE 600 M S355 2,566

88,4 5 HE 800 M S460 1,8936 83 6 HE 650x343 S355 2,213 78 9 HE 700 B S355 2,4869
86 7 HE 800 A S460 2,0427 79,6 7 HE 700 M S355 2,3566
87 6 HE 800 B S460 1,9785 81,8 7 HE 650 M S355 2,3061

82 8 HE 700 B S355 2,306
85 7 HE 700 B S460 2,1523

97,6 5 HE 800x373 S355 1,996 89,6 6 HE 800x373 S355 2,3145 81,4 7 HE 700x418 S355 2,8223 68,9 6 HD 400x1086 S355 5,2411 65 7 HD 400x990 S355 5,5925
98 5 HE 900 M S355 1,8579 91,2 5 HE 800x444 S355 2,2627 84,4 6 HE 700x418 S355 2,5081 76,6 8 HE 650x407 S355 3,0693 68,9 6 HD 400x1086 S355 5,2785

99,2 4 HE 900x391 S355 1,754 93,4 6 HE 800 M S355 2,1026 88,4 7 HE 800 M S355 2,3849 79,8 8 HE 700x352 S355 2,8263 74,8 9 HE 600x399 S355 3,1769
100,1 4 HL 920x368 S355 1,7183 94,6 5 HE 800x373 S355 2,0378 89,4 6 HE 800 M S355 2,1285 81,6 7 HE 650x407 S355 2,7827 76 9 HE 650x343 S355 3,0427
100,7 4 HL 920x344 S355 1,6562 96 6 HE 900 A S355 1,8765 89,6 5 HE 800x373 S355 2,0588 82,4 6 HE 700x418 S355 2,5413 78,6 9 HE 700 M S355 2,8521
106 4 HL 1000 A S355 1,6163 97 5 HE 900 B S355 1,7688 94 7 HE 800 A S355 2,0063 87 8 HE 800 B S355 2,3957 79,6 7 HE 650x407 S355 2,8219
107 4 HE 1000 A S460 1,4983 95 6 HE 800 B S355 1,9416 87,8 6 HE 700x352 S355 2,3074 80 8 HE 650x343 S355 2,7972

96 6 HE 900 A S355 1,9284 88 7 HE 800 B S355 2,1773 80,8 7 HE 700x352 S355 2,601
96,4 5 HE 800 M S355 1,9066 88,4 6 HE 800 M S355 2,1736 83 7 HE 650x343 S355 2,544
97 5 HE 900 B S355 1,8213 92 6 HE 800 B S460 2,0113 85 9 HE 700 B S355 2,5386

86 8 HE 800 A S355 2,2725
87 7 HE 800 B S355 2,2308
89 7 HE 800 A S460 2,1245

108,5 4 HL 920x537 S355 2,2109 102,7 5 HL 920x491 S355 2,5117 101,3 6 HL 920x420 S355 2,6585 99,2 8 HE 900x391 S355 3,1813 99 9 HE 900 M S355 3,1931
110 4 HL 1000x483 S355 2,0709 106,8 5 HL 920x449 S355 2,3897 102,7 5 HL 920x491 S355 2,5675 100,6 7 HL 920x390 S355 2,9114 100,6 7 HL 920x390 S355 2,9823

116,2 4 HL 1000x443 S355 1,9876 107,8 5 HL 1000 M S355 2,2523 105,6 6 HL 920x390 S355 2,5606 100,8 6 HE 900x466 S355 2,8691 101,1 7 HL 920x368 S355 2,8814
117 4 HL 1100 B S355 1,8707 112 5 HL 1000 B S355 2,1256 106,8 5 HL 920x449 S355 2,4491 101,1 7 HL 920x368 S355 2,8099 104,7 7 HL 920x344 S355 2,7951
121 4 HL 1100 A S460 1,787 115,8 5 HE 1000 M S460 2,0924 107,8 5 HL 1000 M S355 2,3128 101,3 6 HL 920x420 S355 2,7197 106 7 HL 1000 A S355 2,6968

110 5 HL 1000 B S355 2,1784 105,6 6 HL 920x390 S355 2,6256 107 7 HE 1000 B S355 2,6121
115,8 5 HE 1000 M S460 2,1599 106 8 HE 1000 A S355 2,6029 114 7 HE 1000 A S460 2,5422

107 6 HL 1000 B S355 2,528
107,8 6 HE 1000 M S355 2,4277
109 6 HL 1000 A S355 2,3692
112 6 HE 1000 B S460 2,3492

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

101,3 6 HL 920x420 S355 2,7385 99,2 7 HE 800x444 S355 3,1916 94,2 8 HE 800x444 S355 3,5543 92,6 10 HE 800x373 S355 3,81 89,6 11 HE 800x373 S355 4,1338
102,7 5 HL 920x491 S355 2,6475 100,1 7 HL 920x368 S355 2,8813 97,6 9 HE 800x373 S355 3,4932 94,2 8 HE 800x444 S355 3,6075 90,6 10 HE 800x373 S355 3,8418
103,6 6 HL 920x390 S355 2,6291 101,3 6 HL 920x420 S355 2,7976 98 9 HE 900 M S355 3,2446 94,6 9 HE 800x373 S355 3,5255 92,2 8 HE 800x444 S355 3,6402
104,8 5 HL 920x449 S355 2,5176 102,7 7 HL 920x344 S355 2,7852 99 8 HE 900 M S355 2,9796 96,4 10 HE 800 M S355 3,4568 94,6 9 HE 800x373 S355 3,577
107,7 6 HL 920x344 S355 2,466 103,6 6 HL 920x390 S355 2,6904 99,7 7 HL 920x344 S355 2,817 97 10 HE 900 B S355 3,2825 96 11 HE 900 A S355 3,3307
107,8 5 HL 1000 M S355 2,3928 105,1 6 HL 920x368 S355 2,6107 105 8 HE 900 B S355 2,797 99 8 HE 900 M S355 3,0379 97,6 8 HE 800x373 S355 3,3032
109,6 5 HE 1000x393 S355 2,3305 106 6 HL 1000 A S355 2,4274 106 8 HE 1000x249 S460 2,685 99,7 7 HL 920x344 S355 2,8766 98 8 HE 900 M S355 3,0847
110 5 HL 1000 B S355 2,2584 110 6 HE 1000 B S355 2,3749 107 7 HE 1000 A S460 2,5494 102 8 HE 900 B S355 2,836 102 8 HE 900 B S355 2,8947

112,8 5 HE 1000 M S460 2,2227 109 7 HE 1000 A S355 2,5247 103 7 HE 900 M S355 2,7984 105 8 HE 1000x249 S460 2,8039
114 5 HL 1000 A S460 2,1715 105 8 HE 1000x249 S460 2,742

106 7 HE 1000 A S460 2,6072

111,9 5 HL 920x725 S355 3,5162 108,7 6 HL 920x656 S355 3,8018 108,2 8 HL 1000x443 S355 3,703 107,7 8 HL 920x491 S355 4,0261 105,8 10 HE 900x466 S355 4,6214
112,5 6 HL 920x588 S355 3,4847 110 7 HL 1000x539 S355 3,7581 110 7 HL 1000x483 S355 3,5518 108,2 8 HL 1000x443 S355 3,7691 107,2 11 HE 900x391 S355 4,4373
112,6 6 HE 1000x584 S355 3,4401 111 6 HL 1000x591 S355 3,5536 110,8 8 HL 1000 M S355 3,5284 110 7 HL 1000x483 S355 3,6188 107,8 9 HL 1000 M S355 3,9653
114,8 5 HL 1000x642 S355 3,2249 112 7 HL 1000x483 S355 3,5062 115 8 HL 1000 B S355 3,3233 110,8 8 HL 1000 M S355 3,5967 110 9 HL 1000 B S355 3,7198
119 5 HL 1000x591 S355 3,0774 113 6 HL 1000x539 S355 3,3568 115,8 7 HL 1000 M S355 3,235 115 8 HL 1000 B S355 3,3954 114 8 HE 1000x415 S355 3,6934

119,8 5 HL 1100x548 S355 2,9773 116,2 7 HL 1000x443 S355 3,3432 117 7 HL 1100 B S355 3,203 115,8 7 HL 1000 M S355 3,3072 115 10 HE 1000 B S355 3,6467
121,8 5 HL 1100 R S355 2,821 117,6 7 HE 1000x438 S355 3,2953 121 7 HL 1100 A S460 3,0575 117 7 HL 1100 B S355 3,2766 115,8 9 HE 1000 M S355 3,6136
125,8 5 HL 1100 M S460 2,6608 117,8 6 HL 1100 M S355 2,9971 121 7 HL 1100 A S460 3,1348

122 6 HL 1100 B S460 2,8947

Span length = 18,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x373 5 S355 90,6 1,972 0,995 20,16 27,96 240 335 15,9 29,9 30,1 52,2 0,60 4,50 5,21 3,48 3,97 4,38 10,79 8203 2,1 13708 202 1745 3380 79

2,5 HE 1000 A 4 S460 106,0 1,496 0,936 20,36 26,64 323 440 16,9 27,3 30,1 54,9 0,36 4,50 4,75 3,59 4,15 4,38 10,79 8938 2,1 14152 206 1785 3420 51

3,0 HE 700x418 6 S355 81,4 2,459 1,000 20,53 33,11 207 335 14,5 30,1 30,1 51,3 0,70 4,50 5,24 3,42 3,85 4,38 10,79 8212 2,1 14545 201 1791 3426 90

3,0 HE 900 A 5 S460 96,0 1,683 0,992 20,62 27,86 315 440 16,4 29,9 30,1 61,0 0,41 4,50 5,19 3,39 3,91 4,38 10,79 8242 2,1 14829 201 1816 3451 48

3,5 HE 650x407 7 S355 77,6 2,723 0,991 20,87 35,53 193 335 13,9 29,8 30,1 51,3 0,67 4,50 5,19 3,38 3,78 4,38 10,79 8306 2,1 15439 201 1835 3470 95

3,5 HE 900 A 5 S460 96,0 1,735 0,922 21,09 28,31 310 440 15,7 27,7 30,1 58,4 0,33 4,50 4,83 3,44 3,93 4,38 10,79 8822 2,1 15989 205 1884 3519 41

4,0 HD 400x990 6 S460 67,0 4,973 0,981 21,87 23,10 139 430 13,3 29,5 30,1 48,9 1,06 4,50 5,14 3,26 3,59 4,38 10,79 8474 2,1 17255 <200 1969 3605 *

4,0 HE 800 A 6 S460 91,0 1,871 0,978 21,36 28,13 317 440 16,1 29,4 30,1 69,7 0,34 4,50 5,12 3,30 3,76 4,38 10,79 8356 2,1 16743 201 1923 3559 36

4,5 HD 400x990 7 S460 62,0 5,733 0,936 22,43 26,81 126 430 11,2 28,2 30,1 44,4 1,09 4,50 4,91 3,27 3,56 4,38 10,79 8945 2,1 18203 202 2040 3676 *

4,5 HE 800 A 7 S460 86,0 2,105 0,964 21,72 31,60 284 440 14,3 29,0 30,1 62,8 0,34 4,50 5,05 3,27 3,69 4,38 10,79 8522 2,1 17469 201 1975 3610 39

2,5 HE 800x444 5 S355 92,2 2,221 0,996 20,37 33,09 205 335 14,2 26,0 26,1 44,4 0,57 3,00 4,52 3,70 4,17 4,38 10,79 9475 2,1 14036 216 1775 3400 95

2,5 HE 1000x249 4 S460 113,0 1,476 0,978 20,58 25,22 351 440 17,6 25,3 26,1 61,0 0,29 3,00 4,40 3,68 4,27 4,38 10,79 9642 2,1 14542 215 1820 3445 36

3,0 HE 700x418 6 S355 89,4 2,498 0,992 20,86 34,56 200 335 14,5 25,9 26,1 50,6 0,52 3,00 4,51 3,61 4,06 4,38 10,79 9538 2,1 15145 221 1844 3470 95

3,0 HE 900 A 5 S460 104,0 1,723 0,970 20,96 29,23 305 440 15,8 25,3 26,1 60,2 0,32 3,00 4,41 3,62 4,14 4,38 10,79 9722 2,1 15429 222 1870 3495 48

3,5 HD 400x1299 5 S355 75,0 5,197 0,914 22,12 53,18 124 295 12,2 23,9 26,1 40,9 0,93 3,00 4,15 3,57 3,91 4,38 10,79 10474 2,1 17480 211 2017 3642 *

3,5 HE 900 A 5 S460 99,0 1,753 0,996 21,24 28,85 306 440 15,5 26,0 26,1 58,3 0,30 3,00 4,53 3,52 4,02 4,38 10,79 9407 2,1 16251 220 1907 3532 41

4,0 HD 400x1202 6 S355 65,0 5,719 0,997 22,30 55,75 121 295 10,9 26,0 26,1 40,8 1,11 3,00 4,53 3,42 3,71 4,38 10,79 9657 2,1 17912 204 2028 3653 *

4,0 HE 900 A 6 S355 96,0 1,989 0,911 21,71 27,16 270 345 13,3 23,8 26,1 53,3 0,28 3,00 4,14 3,60 4,05 4,38 10,79 10356 2,1 17343 231 1977 3602 43

4,5 HD 400x1086 7 S355 63,9 6,067 0,952 22,80 59,03 115 295 10,2 24,8 26,1 39,9 0,98 3,00 4,33 3,43 3,71 4,38 10,79 10159 2,1 18858 204 2099 3724 *

4,5 HE 800 A 7 S355 91,0 2,109 0,988 22,03 26,34 279 345 14,0 25,8 26,1 62,7 0,29 3,00 4,49 3,41 3,84 4,38 10,79 9582 2,1 18031 205 2025 3650 37

2,5 HL 920x656 4 S355 105,7 2,527 0,552 19,16 46,19 131 335 8,6 13,3 24,2 25,9 0,32 3,00 2,32 4,53 4,97 4,38 10,79 15299 2,1 15159 280 1875 3223 *

2,5 HL 1100 A 4 S355 124,0 1,774 0,668 19,31 30,66 213 345 10,7 13,7 24,2 36,8 0,18 3,00 2,39 4,41 4,95 4,38 10,79 14791 2,1 15500 271 1906 3254 100

3,0 HL 920x537 5 S355 103,5 2,678 0,534 19,70 47,15 136 335 8,1 12,9 24,2 27,8 0,27 3,00 2,24 4,49 4,91 4,38 10,79 15884 2,1 16360 276 1953 3301 *

3,0 HL 1100 A 5 S355 116,0 2,106 0,586 19,84 36,59 185 345 8,9 12,8 24,2 32,8 0,18 3,00 2,23 4,46 4,93 4,38 10,79 15956 2,1 16674 280 1981 3329 98

3,5 HE 900x466 7 S355 100,8 3,183 0,498 20,28 53,52 128 335 7,5 12,0 24,2 27,8 0,23 3,00 2,09 4,52 4,90 4,38 10,79 17044 2,1 17748 281 2041 3389 119

3,5 HL 1100 A 5 S355 116,0 2,174 0,580 20,41 37,17 185 345 8,4 12,0 24,2 32,6 0,16 3,00 2,09 4,48 4,93 4,38 10,79 17030 2,1 18083 282 2071 3419 94

4,0 HE 800x444 8 S460 99,2 3,546 0,666 20,83 32,34 127 430 7,8 12,0 24,2 31,4 0,21 3,00 2,09 4,41 4,77 4,38 10,79 17071 2,1 19020 272 2127 3475 130

4,0 HE 1000 B 6 S355 115,0 2,334 0,573 21,02 38,81 189 345 8,5 11,6 24,2 37,5 0,13 3,00 2,02 4,44 4,86 4,38 10,79 17571 2,1 19465 281 2167 3515 65

4,5 HE 800x444 9 S355 94,2 3,855 0,484 21,31 60,14 116 335 6,9 11,7 24,2 28,8 0,21 3,00 2,03 4,39 4,72 4,38 10,79 17626 2,1 19988 272 2200 3548 *

4,5 HE 1000 A 7 S355 114,0 2,506 0,575 21,70 39,56 191 345 8,0 11,1 24,2 38,6 0,12 3,00 1,93 4,41 4,81 4,38 10,79 18464 2,1 20829 281 2275 3624 51

3,5 HE 900x466 7 S355 100,8 3,263 0,657 29,08 53,52 200 335 11,8 12,0 21,7 43,6 0,30 1,50 2,09 3,95 4,32 4,38 10,79 17044 2,1 22308 254 2806 4577 92

3,5 HE 1000 M 5 S460 115,8 2,244 0,838 29,27 44,39 286 440 15,1 12,6 21,7 52,9 0,20 1,50 2,20 3,83 4,28 4,38 10,79 16016 2,1 22563 251 2829 4613 77

4,0 HE 800x444 8 S460 99,2 3,624 0,882 29,72 34,81 199 430 12,4 12,0 21,7 48,9 0,26 1,50 2,09 3,88 4,24 4,38 10,79 17071 2,1 23581 252 2889 4685 95

4,0 HE 1000 B 6 S460 112,0 2,431 0,795 29,78 47,24 285 440 13,6 12,2 21,7 53,4 0,18 1,50 2,13 3,83 4,24 4,38 10,79 16612 2,1 23726 251 2902 4696 65

4,5 HE 800x444 9 S355 92,2 3,899 0,616 29,96 59,56 181 335 11,1 12,1 21,7 44,2 0,28 1,50 2,11 3,85 4,18 4,38 10,79 17055 2,1 24309 250 2914 4726 94

4,5 HE 1000x249 7 S460 113,0 2,512 0,854 30,39 44,30 314 440 13,7 11,9 21,7 60,3 0,15 1,50 2,08 3,80 4,21 4,38 10,79 17119 2,1 25180 251 2992 4795 35

5,0 HE 800x444 10 S355 91,2 4,294 0,552 30,40 65,87 165 335 9,9 11,1 21,7 40,6 0,25 1,50 1,93 3,95 4,25 4,38 10,79 18647 2,1 25612 254 3001 4793 99

5,0 HE 1000x249 7 S460 113,0 2,583 0,835 30,95 44,95 314 440 13,3 11,2 21,7 60,0 0,13 1,50 1,96 3,84 4,23 4,38 10,79 18091 2,1 26558 253 3086 4883 32

5,5 HE 800x373 11 S355 90,6 4,152 0,570 30,87 61,50 172 335 10,3 11,5 21,7 41,7 0,22 1,50 2,00 3,84 4,15 4,38 10,79 18048 2,1 26532 251 3056 4877 90

5,5 HE 1000x249 8 S355 110,0 2,811 0,832 31,45 40,51 279 345 11,8 10,8 21,7 53,1 0,12 1,50 1,87 3,87 4,23 4,38 10,79 19055 2,1 27803 254 3170 4966 33

3,5 HL 920x970 5 S355 111,3 4,385 0,434 29,92 81,72 118 315 7,8 7,3 18,6 23,1 0,24 1,50 1,27 4,90 5,22 4,38 10,79 28382 2,1 24204 308 2976 4758 *

3,5 HL 1100 R 5 S355 126,8 2,856 0,638 30,87 53,52 197 335 10,9 8,2 18,6 33,2 0,15 1,50 1,44 4,60 5,01 4,38 10,79 24833 2,1 24070 305 2964 4867 120

4,0 HL 920x725 6 S355 106,9 4,114 0,487 31,12 74,72 138 325 8,8 8,1 18,6 27,4 0,22 1,50 1,41 4,62 4,94 4,38 10,79 25500 2,1 24855 301 3003 4907 *

4,0 HL 1100 M 6 S355 122,8 3,036 0,620 31,38 56,87 196 345 10,1 8,1 18,6 34,0 0,14 1,50 1,41 4,57 4,95 4,38 10,79 25408 2,1 25330 302 3046 4950 110

4,5 HL 920x656 7 S355 105,7 4,349 0,455 31,65 81,02 132 335 8,2 7,7 18,6 26,7 0,19 1,50 1,33 4,67 4,97 4,38 10,79 26989 2,1 26227 305 3086 4991 *

4,5 HL 1100 A 7 S355 124,0 3,035 0,657 31,99 53,83 211 345 10,1 7,8 18,6 36,9 0,11 1,50 1,36 4,55 4,92 4,38 10,79 26223 2,1 26890 301 3145 5048 99

5,0 HL 920x588 8 S355 104,5 4,535 0,436 32,15 82,89 130 335 7,8 7,4 18,6 26,8 0,16 1,50 1,29 4,66 4,95 4,38 10,79 27836 2,1 27478 304 3168 5072 *

5,0 HL 1100 A 7 S355 124,0 3,115 0,650 32,65 54,52 210 345 9,6 7,4 18,6 36,6 0,10 1,50 1,30 4,57 4,93 4,38 10,79 27560 2,1 28399 302 3251 5154 96

5,5 HE 900x466 11 S355 105,8 5,000 0,441 32,95 86,04 131 335 7,9 7,2 18,6 28,7 0,14 1,50 1,25 4,63 4,92 4,38 10,79 28899 2,1 29286 303 3302 5205 122

5,5 HL 1100 A 9 S355 116,0 3,704 0,541 33,04 65,99 172 345 8,2 7,1 18,6 30,1 0,10 1,50 1,24 4,63 4,95 4,38 10,79 28937 2,1 29427 305 3315 5219 103

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 18,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

92,2 4 HE 800x444 S355 1,87 88,4 6 HE 800 M S355 2,082 79,8 7 HE 700x352 S355 2,5029 74,8 8 HE 600x399 S355 2,8448 65,1 7 HD 400x900 S460 5,3083
97 5 HE 900 B S460 1,7449 89,6 5 HE 800x373 S355 2,0174 81,4 6 HE 700x418 S355 2,4967 76,6 7 HE 650x407 S355 2,757 71,8 9 HE 600x399 S355 3,1638
98 4 HE 900 M S460 1,6157 93,4 5 HE 800 M S460 1,8765 83 7 HE 650x343 S355 2,4481 78 8 HE 650x343 S355 2,7373 72,8 8 HE 600x399 S355 2,8786

105 4 HE 900 B S460 1,5272 84,6 6 HE 650x407 S355 2,4426 78,6 8 HE 700 M S355 2,5532 75 8 HE 650x343 S355 2,7669
84,8 6 HE 700x352 S355 2,2451 79,8 7 HE 700x352 S355 2,5461 76,8 7 HE 600x399 S355 2,6151
86,4 5 HE 700x418 S355 2,193 81,4 6 HE 700x418 S355 2,5406 78,2 8 HE 600x337 S355 2,6116
87 7 HE 800 B S355 2,1242 81,6 6 HE 650x407 S355 2,4694 78,6 8 HE 700 M S355 2,6059

89,4 5 HE 800 M S460 1,9026 82,8 6 HE 700x352 S355 2,2793 79,8 7 HE 700x352 S355 2,5992
94 6 HE 800 A S460 1,8341 85 8 HE 700 B S355 2,2731 80 9 HE 700 B S355 2,5058
95 5 HE 800 B S460 1,7464 86 8 HE 800 A S355 2,2158 81,6 7 HE 700 M S355 2,3758

86,6 6 HE 700 M S460 2,1389 84 9 HE 700 A S460 2,3744
87 6 HE 800 B S460 1,9815 85 8 HE 700 B S355 2,3317

86 8 HE 800 A S355 2,2756

99 5 HE 900 M S355 1,8656 89,6 6 HE 800x373 S355 2,3196 81,4 7 HE 700x418 S355 2,8292 79,6 8 HE 650x407 S355 3,0971 65 6 HD 400x1202 S355 5,7525
100,1 4 HL 920x368 S355 1,7216 91,2 5 HE 800x444 S355 2,268 84,6 7 HE 650x407 S355 2,763 80,8 8 HE 700x352 S355 2,8392 67 7 HD 400x990 S355 5,6266
102,7 4 HL 920x344 S355 1,6674 96,4 6 HE 800 M S355 2,1214 86,4 6 HE 700x418 S355 2,5255 84,4 6 HE 700x418 S355 2,5603 76,6 8 HE 650x407 S355 3,1274
106 4 HL 1000 A S355 1,6189 97 6 HE 900 B S355 2,0163 88,4 7 HE 800 M S355 2,3896 87 8 HE 800 B S355 2,3998 78 9 HE 650x343 S355 3,0649
107 4 HE 1000 B S355 1,5704 98 5 HE 900 M S355 1,9189 89,6 6 HE 800x373 S355 2,3649 88,4 6 HE 800 M S355 2,1776 79,6 9 HE 700 M S355 2,8652
109 4 HE 1000 A S460 1,5086 99 6 HE 900 A S355 1,8941 91,2 5 HE 800x444 S355 2,3142 94 7 HE 800 A S355 2,0655 81,6 7 HE 650x407 S355 2,8437

100 5 HE 900 B S355 1,7865 91,4 6 HE 800 M S355 2,1441 95 6 HE 800 B S355 2,0014 82,8 7 HE 700x352 S355 2,6213
92,6 5 HE 800x373 S355 2,0802 86 9 HE 800 A S355 2,4783
96 6 HE 900 A S355 1,9312 86,6 7 HE 700 M S355 2,4127

96,4 5 HE 800 M S355 1,91 87 7 HE 800 B S355 2,2344
97 5 HE 900 B S355 1,8242 91 7 HE 800 A S460 2,142

107,5 4 HL 920x588 S355 2,3502 105,7 5 HL 920x491 S355 2,5324 101,8 6 HL 920x449 S355 2,7861 99,2 8 HE 900x391 S355 3,1885 99,2 8 HE 900x391 S355 3,2577
110 4 HL 1000x539 S355 2,2275 108,2 5 HL 1000x443 S355 2,3806 103,5 5 HL 920x537 S355 2,7338 100,6 7 HL 920x390 S355 2,9176 100,6 7 HL 920x390 S355 2,9885
114 4 HL 1000x483 S355 2,0919 108,8 5 HL 1000 M S355 2,262 103,7 5 HL 920x491 S355 2,5791 101,8 6 HL 920x449 S355 2,8474 105,1 7 HL 920x368 S355 2,9167

117,8 4 HL 1100 M S355 1,9971 115 5 HL 1000 B S355 2,1445 107,8 5 HL 1000 M S355 2,3176 103,1 7 HL 920x368 S355 2,8288 106 7 HL 1000 A S355 2,7016
118 4 HL 1100 B S355 1,8783 116 5 HL 1100 A S460 2,1419 113,6 5 HE 1000x393 S355 2,2779 104,3 6 HL 920x420 S355 2,7452 110 7 HE 1000 B S355 2,6388
124 4 HL 1100 A S460 1,8022 115 5 HL 1000 B S355 2,2112 107 6 HL 1000 B S355 2,5329 114 7 HE 1000 A S460 2,5459

116 5 HL 1100 A S460 2,2098 110,8 6 HE 1000 M S355 2,452
111 6 HL 1000 A S355 2,3863
115 6 HE 1000 B S460 2,3727

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

101,8 6 HL 920x449 S355 2,866 99,2 8 HE 900x391 S355 3,2665 98 9 HE 900 M S355 3,2511 92,2 9 HE 800x444 S355 3,9509 91,2 9 HE 800x444 S355 3,9907
104,3 6 HL 920x420 S355 2,7616 100,6 7 HL 920x390 S355 2,9955 100,6 7 HL 920x390 S355 3,0473 94,6 10 HE 800x373 S355 3,8349 94,6 10 HE 800x373 S355 3,8864
105,7 5 HL 920x491 S355 2,6706 101,8 6 HL 920x449 S355 2,9253 101,1 7 HL 920x368 S355 2,946 96,2 8 HE 800x444 S355 3,6324 96,2 8 HE 800x444 S355 3,6847
107,8 5 HL 1000 M S355 2,3975 102,3 6 HL 920x420 S355 2,81 102,7 7 HL 920x344 S355 2,8444 97 11 HE 900 B S355 3,5326 97 12 HE 900 A S355 3,5666
112 5 HL 1000 B S355 2,2739 104,7 7 HL 920x344 S355 2,8036 106 8 HE 1000 A S355 2,742 98 10 HE 900 B S355 3,2967 98 10 HE 900 B S355 3,3518

105,6 6 HL 920x390 S355 2,7088 107 7 HE 1000 B S355 2,6755 99,7 8 HL 920x344 S355 3,1696 101 8 HE 900 M S355 3,1174
107 6 HL 1000 B S355 2,6108 111 7 HE 1000 A S460 2,5826 100,1 7 HL 920x368 S355 2,9983 105 8 HE 900 B S355 2,9264

108,8 6 HE 1000 M S355 2,5168 102,7 7 HL 920x344 S355 2,9064 106 8 HE 1000 A S355 2,869
109 6 HL 1000 A S355 2,4511 105 8 HE 900 B S355 2,8654 108 8 HE 1000x249 S460 2,8345

106 8 HE 1000 A S355 2,8068
107 7 HE 1000 B S355 2,7411
109 7 HE 1000 A S460 2,6354

112,6 7 HE 1000x584 S355 3,898 110 7 HL 1000x539 S355 3,7675 109 8 HL 1000x483 S355 3,9361 108,5 8 HL 920x537 S355 4,292 108,2 9 HL 1000x443 S355 4,1963
113,1 5 HL 920x787 S355 3,765 114 6 HL 1000x591 S355 3,5822 110 7 HL 1000x539 S355 3,8258 109 8 HL 1000x483 S355 4,0024 110,8 9 HL 1000 M S355 4,0009
113,8 5 HL 1000x748 S355 3,634 117 7 HL 1000x483 S355 3,5471 113,2 8 HL 1000x443 S355 3,7483 110 7 HL 1000x539 S355 3,8923 115 9 HL 1000 B S355 3,7724
117,6 6 HE 1000x584 S355 3,4777 117,8 7 HL 1100 M S355 3,3587 115,8 8 HL 1000 M S355 3,5729 113,2 8 HL 1000x443 S355 3,8184 116 9 HL 1100 A S460 3,7679
119,8 5 HL 1000x642 S355 3,2619 118,8 6 HL 1100 R S355 3,2847 117 8 HL 1100 B S355 3,5341 115 9 HL 1000 B S355 3,7033
120,8 5 HL 1100x548 S460 3,0466 122,8 6 HL 1100 M S460 3,0898 117,8 7 HL 1100 M S355 3,4243 115,8 8 HL 1000 M S355 3,6453
124,8 5 HL 1100x548 S355 3,0127 120 7 HL 1100 B S355 3,2313 116 9 HL 1100 A S355 3,6335
126,8 5 HL 1100 R S460 2,9074 124 7 HL 1100 A S460 3,0848 117 8 HL 1100 B S355 3,6078

117,8 7 HL 1100 M S355 3,4982
119 8 HL 1100 A S355 3,366
120 7 HL 1100 B S355 3,3073
124 7 HL 1100 A S460 3,1644

Span length = 18,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x444 5 S355 91,2 2,215 0,910 20,80 32,94 210 335 14,4 27,7 30,4 46,9 0,60 4,50 4,76 3,57 4,04 4,32 10,69 9323 2,0 13974 215 1793 3448 92

2,5 HE 1000 A 4 S460 107,0 1,499 0,952 20,87 26,78 330 440 17,1 28,1 30,4 57,8 0,35 4,50 4,82 3,52 4,07 4,32 10,69 9107 2,0 14215 211 1815 3469 48

3,0 HE 700x418 6 S355 84,4 2,471 0,982 21,12 33,62 209 335 14,8 29,9 30,4 53,9 0,63 4,50 5,13 3,39 3,82 4,32 10,69 8670 2,0 14770 202 1836 3490 89

3,0 HE 900 A 5 S460 99,0 1,696 0,968 21,22 28,36 318 440 16,5 29,5 30,4 64,0 0,38 4,50 5,05 3,38 3,89 4,32 10,69 8763 2,0 15054 203 1861 3516 45

3,5 HE 650x407 7 S355 79,6 2,732 0,990 21,43 35,92 196 335 14,2 30,1 30,4 54,0 0,63 4,50 5,17 3,33 3,73 4,32 10,69 8632 2,0 15614 201 1876 3530 93

3,5 HE 900 A 5 S460 96,0 1,733 0,956 21,58 28,31 317 440 16,1 29,1 30,4 61,6 0,34 4,50 4,99 3,35 3,83 4,32 10,69 8822 2,0 15989 202 1910 3564 38

4,0 HD 400x990 6 S460 70,0 4,989 0,982 22,51 23,34 140 430 13,6 29,1 30,4 51,3 0,94 4,50 4,99 3,25 3,57 4,32 10,69 9012 2,0 17555 <200 2023 3678 *

4,0 HE 800 A 6 S460 94,0 1,888 0,944 22,02 28,73 320 440 16,1 28,7 30,4 73,4 0,31 4,50 4,93 3,30 3,75 4,32 10,69 8980 2,0 17043 202 1977 3631 34

4,5 HD 400x990 7 S460 62,0 5,729 0,971 22,93 27,01 129 430 11,5 29,6 30,4 46,8 1,11 4,50 5,08 3,19 3,47 4,32 10,69 8945 2,0 18203 200 2068 3723 *

4,5 HE 800 A 7 S460 87,0 2,110 0,977 22,28 31,80 290 440 14,6 29,8 30,4 66,3 0,34 4,50 5,10 3,21 3,63 4,32 10,69 8722 2,0 17581 201 2012 3666 36

2,5 HE 800x444 5 S355 96,2 2,236 0,968 20,98 33,74 207 335 14,5 25,5 26,4 46,6 0,51 3,00 4,38 3,69 4,16 4,32 10,69 10128 2,0 14286 226 1822 3470 96

2,5 HE 1000 A 4 S460 111,0 1,515 0,989 21,02 27,39 325 440 16,9 26,1 26,4 57,5 0,31 3,00 4,47 3,62 4,19 4,32 10,69 9825 2,0 14465 219 1838 3486 48

3,0 HE 800x373 6 S355 90,6 2,322 0,999 21,29 33,55 212 335 13,6 26,3 26,4 48,9 0,49 3,00 4,52 3,58 4,02 4,32 10,69 9844 2,0 15070 224 1863 3511 81

3,0 HE 1000x249 5 S460 105,0 1,734 0,972 21,49 29,85 313 440 15,1 25,6 26,4 57,4 0,31 3,00 4,39 3,58 4,08 4,32 10,69 10087 2,0 15509 226 1903 3551 37

3,5 HE 700x418 7 S355 84,4 2,844 0,976 21,70 39,23 182 335 12,8 25,7 26,4 47,2 0,52 3,00 4,41 3,56 3,95 4,32 10,69 10115 2,0 16082 213 1918 3566 98

3,5 HE 900 A 5 S460 101,0 1,762 0,992 21,83 29,22 311 440 15,7 26,1 26,4 61,4 0,29 3,00 4,48 3,49 3,97 4,32 10,69 9822 2,0 16426 214 1949 3597 38

4,0 HD 400x1299 6 S355 67,0 6,129 0,920 23,14 61,56 115 295 10,2 24,2 26,4 38,8 1,02 3,00 4,16 3,48 3,76 4,32 10,69 10889 2,0 18492 206 2108 3757 *

4,0 HE 900 A 6 S355 96,0 1,987 0,947 22,20 27,16 277 345 13,6 25,0 26,4 56,2 0,29 3,00 4,28 3,51 3,95 4,32 10,69 10356 2,0 17343 214 2004 3652 40

4,5 HD 400x1086 7 S355 63,9 6,063 0,989 23,32 59,03 118 295 10,4 26,1 26,4 42,0 1,00 3,00 4,48 3,34 3,61 4,32 10,69 10159 2,0 18858 203 2128 3776 *

4,5 HE 800 A 7 S355 94,0 2,129 0,956 22,72 26,97 282 345 14,0 25,2 26,4 66,2 0,26 3,00 4,32 3,41 3,83 4,32 10,69 10291 2,0 18369 206 2083 3731 35

2,5 HL 920x656 4 S355 105,7 2,525 0,575 19,60 46,19 135 335 8,8 14,0 24,3 27,4 0,32 3,00 2,40 4,41 4,85 4,32 10,69 15299 2,0 15159 265 1901 3268 *

2,5 HL 1100 B 4 S355 120,0 1,885 0,618 19,69 33,85 195 345 10,2 14,3 24,3 34,4 0,21 3,00 2,45 4,33 4,84 4,32 10,69 14944 2,0 15368 263 1920 3287 105

3,0 HL 920x537 5 S355 103,5 2,675 0,556 20,16 47,15 139 335 8,3 13,5 24,3 29,3 0,27 3,00 2,32 4,37 4,78 4,32 10,69 15884 2,0 16360 265 1980 3347 *

3,0 HL 1100 A 5 S355 116,0 2,104 0,600 20,30 36,59 190 345 9,1 13,4 24,3 34,6 0,19 3,00 2,30 4,34 4,81 4,32 10,69 15956 2,0 16674 267 2008 3376 96

3,5 HE 900x466 7 S355 100,8 3,180 0,519 20,75 53,52 131 335 7,6 12,6 24,3 29,3 0,24 3,00 2,17 4,40 4,77 4,32 10,69 17044 2,0 17748 270 2069 3436 116

3,5 HL 1100 A 5 S355 116,0 2,172 0,594 20,90 37,17 190 345 8,5 12,6 24,3 34,4 0,16 3,00 2,16 4,36 4,80 4,32 10,69 17030 2,0 18083 272 2100 3467 92

4,0 HE 900x391 8 S355 100,2 3,192 0,514 21,21 51,97 137 335 7,5 12,5 24,3 31,3 0,20 3,00 2,15 4,33 4,69 4,32 10,69 17195 2,0 18852 267 2141 3508 101

4,0 HL 1000 A 6 S355 114,0 2,404 0,571 21,52 40,13 181 345 8,3 11,9 24,3 37,4 0,14 3,00 2,05 4,36 4,77 4,32 10,69 17990 2,0 19468 274 2197 3564 92

4,5 HE 800x444 9 S460 99,2 3,971 0,625 22,12 36,50 118 430 7,1 11,2 24,3 30,5 0,18 3,00 1,93 4,40 4,73 4,32 10,69 19205 2,0 20550 277 2281 3648 *

4,5 HE 1000 B 7 S355 112,0 2,651 0,527 22,20 44,23 173 345 7,7 11,3 24,3 35,8 0,13 3,00 1,93 4,37 4,75 4,32 10,69 19061 2,0 20774 278 2301 3669 65

3,5 HE 900x466 7 S355 100,8 3,260 0,675 29,83 53,52 206 335 12,1 12,6 22,0 46,0 0,30 1,50 2,17 3,85 4,21 4,32 10,69 17044 2,0 22308 250 2845 4648 90

3,5 HL 1100 A 5 S460 116,0 2,288 0,798 29,97 46,35 286 440 13,6 12,6 22,0 49,5 0,20 1,50 2,16 3,82 4,25 4,32 10,69 17030 2,0 22643 251 2875 4667 87

4,0 HE 900x466 7 S355 100,8 3,318 0,651 30,32 54,21 201 335 11,6 12,1 22,0 44,2 0,26 1,50 2,08 3,86 4,21 4,32 10,69 17779 2,0 23498 251 2922 4724 91

4,0 HE 1000 B 6 S460 115,0 2,448 0,807 30,61 48,05 288 440 13,7 12,1 22,0 56,1 0,17 1,50 2,08 3,81 4,22 4,32 10,69 17571 2,0 24026 251 2969 4771 61

4,5 HE 800x444 9 S355 96,2 3,925 0,631 30,86 60,74 183 335 11,4 11,9 22,0 46,2 0,25 1,50 2,04 3,84 4,17 4,32 10,69 18231 2,0 24759 251 2995 4812 95

4,5 HE 1000 A 7 S460 114,0 2,602 0,793 31,13 48,95 287 440 13,0 11,6 22,0 56,5 0,15 1,50 1,99 3,83 4,22 4,32 10,69 18464 2,0 25375 252 3051 4852 46

5,0 HE 800x444 10 S355 91,2 4,290 0,567 31,19 65,87 170 335 10,2 11,6 22,0 42,8 0,25 1,50 2,00 3,84 4,14 4,32 10,69 18647 2,0 25612 251 3042 4867 96

5,0 HE 1000 A 7 S460 111,0 2,649 0,787 31,62 48,70 290 440 12,9 11,7 22,0 56,4 0,14 1,50 2,00 3,77 4,15 4,32 10,69 18341 2,0 26384 251 3113 4935 42

5,5 HE 800x444 10 S355 91,2 4,338 0,549 31,68 66,46 163 335 9,9 11,3 22,0 40,0 0,22 1,50 1,95 3,84 4,13 4,32 10,69 19191 2,0 26772 251 3120 4947 103

5,5 HE 1000x249 8 S460 110,0 2,850 0,768 32,27 50,09 286 440 12,2 11,3 22,0 56,1 0,13 1,50 1,94 3,77 4,13 4,32 10,69 19055 2,0 27803 251 3213 5042 32

3,5 HL 920x970 5 S355 111,3 4,382 0,458 31,22 81,72 123 315 8,2 7,6 18,9 24,4 0,24 1,50 1,31 4,77 5,09 4,32 10,69 28382 2,0 24204 307 3017 4878 *

3,5 HL 1100x548 5 S460 127,8 3,084 0,578 31,66 73,47 184 430 10,4 8,1 18,9 31,9 0,15 1,50 1,38 4,62 5,01 4,32 10,69 26687 2,0 24309 305 3026 4932 131

4,0 HL 920x787 6 S355 108,1 4,398 0,466 32,00 81,30 131 325 8,4 7,9 18,9 26,6 0,22 1,50 1,35 4,64 4,95 4,32 10,69 27574 2,0 25212 303 3077 4985 *

4,0 HL 1100 R 6 S355 121,8 3,302 0,582 32,15 62,32 179 335 9,6 8,0 18,9 32,0 0,15 1,50 1,37 4,58 4,93 4,32 10,69 27027 2,0 25482 302 3102 5009 118

4,5 HL 920x725 7 S355 106,9 4,721 0,433 32,59 86,91 124 325 7,8 7,4 18,9 25,7 0,19 1,50 1,26 4,71 5,00 4,32 10,69 29452 2,0 26671 307 3168 5079 *

4,5 HL 1100 B 7 S355 125,0 3,265 0,598 32,88 60,92 190 345 9,5 7,5 18,9 34,5 0,11 1,50 1,29 4,60 4,96 4,32 10,69 28633 2,0 27208 304 3217 5125 107

5,0 HL 920x588 8 S355 107,5 4,556 0,446 33,04 83,91 132 335 8,0 7,5 18,9 28,1 0,15 1,50 1,28 4,61 4,89 4,32 10,69 29037 2,0 27853 301 3246 5151 *

5,0 HL 1100 B 7 S355 125,0 3,345 0,592 33,56 61,68 190 345 9,1 7,2 18,9 34,1 0,10 1,50 1,23 4,62 4,96 4,32 10,69 30020 2,0 28723 306 3325 5233 105

5,5 HL 1000x483 9 S355 109,0 4,445 0,448 33,65 81,69 136 335 7,6 7,1 18,9 27,0 0,13 1,50 1,23 4,63 4,91 4,32 10,69 30389 2,0 29259 303 3345 5251 136

5,5 HL 1100 A 9 S355 119,0 3,727 0,548 33,98 67,00 175 345 8,4 7,1 18,9 31,8 0,10 1,50 1,22 4,59 4,90 4,32 10,69 30360 2,0 29839 302 3398 5303 102

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 18,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

96,2 4 HE 800x444 S355 1,8846 88,4 6 HE 800 M S355 2,0797 81,4 6 HE 700x418 S355 2,4943 76,6 8 HE 650x407 S355 3,0747 68,1 7 HD 400x900 S460 5,3267
97 5 HE 900 B S460 1,743 89,6 5 HE 800x373 S355 2,0154 84,6 6 HE 650x407 S355 2,4405 76,8 8 HE 600x399 S355 2,8553 71,8 9 HE 600x399 S355 3,1608

99,7 4 HL 920x344 S460 1,682 95 6 HE 800 B S460 1,9242 86,6 7 HE 700 M S355 2,3017 77,6 7 HE 650x407 S355 2,7611 74,8 8 HE 600x399 S355 2,8906
101 4 HE 900 M S460 1,6264 96 6 HE 900 A S460 1,9085 87 7 HE 800 B S355 2,1217 79,8 7 HE 700x352 S355 2,5434 76,6 7 HE 650x407 S355 2,8043
107 4 HE 1000 B S460 1,5949 96,4 5 HE 800 M S460 1,8893 89,6 5 HE 800x373 S355 2,0609 81,4 6 HE 700x418 S355 2,5381 78 8 HE 650x343 S355 2,7864

97 5 HE 900 B S460 1,8 91 7 HE 800 A S460 2,022 83 7 HE 650x343 S355 2,4917 78,6 8 HE 700 M S355 2,603
91,4 5 HE 800 M S460 1,9122 84,6 6 HE 650x407 S355 2,487 79,8 7 HE 700x352 S355 2,5964
95 5 HE 800 B S460 1,7445 84,8 6 HE 700x352 S355 2,29 81,8 8 HE 650 M S355 2,551

86 8 HE 800 A S460 2,2502 82 9 HE 700 B S355 2,5174
87 7 HE 800 B S355 2,1718 83,6 7 HE 700 M S355 2,3879
89 7 HE 800 A S460 2,0627 85 8 HE 700 B S355 2,3289
90 6 HE 800 B S460 1,999 86 8 HE 800 A S460 2,31

87 7 HE 800 B S355 2,2318

99,2 5 HE 900x391 S355 2,0708 91,2 5 HE 800x444 S355 2,2659 88,4 7 HE 800 M S355 2,387 68 6 HD 400x1202 S355 5,7347 66 6 HD 400x1202 S355 5,7562
100,6 4 HL 920x390 S355 1,782 96,4 6 HE 800 M S355 2,1191 89,6 6 HE 800x373 S355 2,3625 81,4 7 HE 700x418 S355 2,8702 76,6 9 HE 650x407 S355 3,4445
103,1 4 HL 920x368 S355 1,7322 97 6 HE 900 B S355 2,0141 91,2 5 HE 800x444 S355 2,3121 82,8 8 HE 700x352 S355 2,8492 79,6 8 HE 650x407 S355 3,1467
104,7 4 HL 920x344 S355 1,674 98 5 HE 900 M S355 1,9169 93,4 6 HE 800 M S355 2,1532 84,6 7 HE 650x407 S355 2,807 80 9 HE 650x343 S355 3,0768
106 4 HL 1000 A S355 1,6173 101 6 HE 900 A S355 1,9018 94,6 5 HE 800x373 S355 2,0896 86,4 6 HE 700x418 S355 2,5709 80,8 8 HE 700x352 S355 2,8902
107 4 HE 1000 B S460 1,5949 102 5 HE 900 B S355 1,7944 97 6 HE 900 A S355 1,9348 88 8 HE 800 B S355 2,4035 81,6 9 HE 700 M S355 2,8767

98 5 HE 900 B S355 1,828 91,4 6 HE 800 M S355 2,195 83 8 HE 650x343 S355 2,8233
95 6 HE 800 B S355 1,9992 84,8 7 HE 700x352 S355 2,6333

87 8 HE 800 B S355 2,4571
90 7 HE 800 B S355 2,254
94 7 HE 800 A S460 2,1616

109,5 4 HL 920x588 S355 2,3564 107,7 5 HL 920x491 S355 2,54 101,8 6 HL 920x449 S355 2,7835 102,7 6 HL 920x491 S355 3,0217 99,2 9 HE 900x391 S355 3,569
110 4 HL 1000x539 S355 2,2256 108,2 5 HL 1000x443 S355 2,3784 103,5 5 HL 920x537 S355 2,7315 102,8 6 HL 920x449 S355 2,8513 100,8 7 HE 900x466 S355 3,3095
117 4 HL 1000x483 S355 2,1024 110,8 5 HL 1000 M S355 2,2697 106,3 6 HL 920x420 S355 2,6905 105,1 7 HL 920x368 S355 2,8391 101,3 7 HL 920x420 S355 3,1341

117,8 4 HL 1100 M S355 1,9953 116 5 HL 1100 A S460 2,1398 107,7 5 HL 920x491 S355 2,5998 106,3 6 HL 920x420 S355 2,7557 103,6 7 HL 920x390 S355 3,0077
120 4 HL 1100 B S460 1,9171 108,2 5 HL 1000x443 S355 2,4391 107 6 HL 1000 B S355 2,5305 106 8 HL 1000 A S355 2,9704

110,6 5 HE 1000x438 S355 2,4116 112,8 6 HE 1000 M S355 2,4627 107 8 HE 1000 B S355 2,8731
110,8 5 HL 1000 M S355 2,3326 114 6 HL 1000 A S460 2,4435 107,8 7 HE 1000 M S355 2,79
115 5 HL 1000 B S355 2,2091 109 7 HL 1000 A S355 2,7209
116 5 HL 1100 A S460 2,2078 111 8 HE 1000 A S355 2,7171

112 7 HE 1000 B S460 2,6964

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

102,7 6 HL 920x491 S355 3,04 102,2 8 HE 900x391 S355 3,2829 99,2 9 HE 900x391 S355 3,6278 96,2 9 HE 800x444 S355 3,9799 94,2 9 HE 800x444 S355 4,0139
104,5 5 HL 920x537 S460 2,8728 102,7 6 HL 920x491 S460 3,1607 100,2 8 HE 900x391 S355 3,3206 97,6 10 HE 800x373 S355 3,8556 97 11 HE 900 B S355 3,5831
107,7 5 HL 920x491 S355 2,6797 103,6 7 HL 920x390 S355 3,0123 101 9 HE 900 M S355 3,2698 98 11 HE 900 B S355 3,5368 99,2 8 HE 900x391 S355 3,4266
109 5 HL 1000x483 S355 2,6598 104,8 6 HL 920x449 S355 2,9423 101,3 7 HL 920x420 S355 3,1929 99,2 8 HE 900x391 S355 3,3712 101 9 HE 900 M S355 3,3871

109,2 5 HL 1000x443 S355 2,5247 105,1 7 HL 920x368 S355 2,917 101,6 7 HL 920x390 S355 3,0518 100,1 8 HL 920x368 S355 3,2993 102 10 HE 900 B S355 3,3842
112,6 5 HE 1000x438 S355 2,503 106,3 6 HL 920x420 S355 2,8336 105,1 7 HL 920x368 S355 2,9726 100,6 7 HL 920x390 S355 3,1043 103 8 HE 900 M S355 3,1323
112,8 5 HL 1000 M S355 2,424 107 6 HL 1000 B S355 2,6083 106 7 HL 1000 A S355 2,7576 103,1 7 HL 920x368 S355 3,02 106 8 HE 1000 A S355 2,8659
115 5 HL 1000 B S355 2,289 112,8 6 HE 1000 M S355 2,5405 108 7 HE 1000 B S355 2,6801 104,7 7 HL 920x344 S355 2,9199

114 6 HL 1000 A S355 2,4815 106 7 HL 1000 A S355 2,8225
107 7 HE 1000 B S355 2,7383

113,8 6 HL 1000x748 S355 4,2063 111 7 HL 1000x591 S355 4,0173 108,7 7 HL 920x656 S355 4,3676 110 8 HL 1000x539 S355 4,3109 113,2 9 HL 1000x443 S355 4,2374
115,6 7 HE 1000x584 S355 3,9119 114,8 6 HL 1000x642 S355 3,7916 110 8 HL 1000x539 S355 4,2442 111 7 HL 1000x591 S355 4,143 115,6 8 HE 1000x494 S355 4,1426
116,8 5 HL 1000x748 S355 3,6486 118,8 7 HL 1100 R S355 3,6835 111 7 HL 1000x591 S355 4,076 113,2 7 HL 1000x554 S355 3,9864 115,8 9 HL 1000 M S355 4,0422
120,8 5 HL 1100x607 S355 3,1905 119 6 HL 1000x591 S355 3,6121 113,2 7 HL 1000x554 S355 3,9173 115 7 HL 1000x539 S355 3,93 117 9 HL 1100 B S355 3,9997

119,8 6 HL 1100x548 S355 3,4908 115 7 HL 1000x539 S355 3,8594 117 9 HL 1100 B S355 3,929 119 9 HL 1100 A S460 3,7912
120,8 7 HL 1100 M S355 3,3753 117,8 8 HL 1100 M S355 3,7762 117,8 8 HL 1100 M S355 3,8502
121,8 6 HL 1100 R S460 3,3636 118 8 HL 1100 B S355 3,5382 118 8 HL 1100 B S355 3,6127

120,8 7 HL 1100 M S355 3,4434 118,8 7 HL 1100 M S355 3,5033
124 8 HL 1100 A S355 3,3239 124 8 HL 1100 A S355 3,4037
125 7 HL 1100 B S460 3,3218 125 7 HL 1100 B S460 3,4018

Span length = 18,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x444 5 S355 91,2 2,213 0,944 21,29 32,94 215 335 14,7 29,1 30,8 49,5 0,60 4,50 4,92 3,48 3,94 4,27 10,58 9323 2,0 13974 206 1817 3490 90

2,5 HE 1000 A 4 S460 114,0 1,526 0,946 21,64 27,87 330 440 17,0 25,8 30,8 60,4 0,29 4,50 4,37 3,61 4,16 4,27 10,58 10406 2,0 14652 227 1880 3553 45

3,0 HE 700x418 6 S355 86,4 2,479 0,981 21,71 33,99 213 335 15,2 30,2 30,8 56,6 0,59 4,50 5,11 3,35 3,78 4,27 10,58 9001 2,0 14920 202 1874 3547 88

3,0 HE 900 A 5 S460 101,0 1,704 0,963 21,82 28,70 324 440 16,7 29,7 30,8 67,3 0,35 4,50 5,02 3,34 3,85 4,27 10,58 9133 2,0 15204 203 1900 3573 43

3,5 HE 700x418 7 S355 81,4 2,824 0,925 22,07 38,63 188 335 13,1 28,5 30,8 50,0 0,58 4,50 4,82 3,40 3,78 4,27 10,58 9580 2,0 15820 203 1920 3593 93

3,5 HE 900 A 5 S460 96,0 1,732 0,992 22,10 28,31 324 440 16,4 30,5 30,8 65,0 0,34 4,50 5,16 3,26 3,73 4,27 10,58 8822 2,0 15989 201 1935 3608 36

4,0 HD 400x990 6 S460 70,0 4,986 0,997 23,05 23,53 143 430 13,9 30,5 30,8 54,1 0,96 4,50 5,16 3,16 3,48 4,27 10,58 9012 2,0 17555 <200 2051 3724 *

4,0 HE 800 A 6 S460 94,0 1,886 0,979 22,55 28,73 328 440 16,5 30,1 30,8 77,4 0,31 4,50 5,10 3,21 3,66 4,27 10,58 8980 2,0 17043 201 2004 3676 32

4,5 HD 400x990 7 S460 63,0 5,733 0,989 23,53 27,09 131 430 11,8 30,4 30,8 49,3 1,08 4,50 5,16 3,12 3,40 4,27 10,58 9100 2,0 18316 <200 2106 3779 *

4,5 HE 800 A 7 S460 89,0 2,122 0,967 22,95 32,23 295 440 14,8 29,8 30,8 69,9 0,32 4,50 5,04 3,18 3,59 4,27 10,58 9140 2,0 17806 202 2060 3732 34

2,5 HE 800x444 5 S355 99,2 2,246 0,955 21,59 34,27 209 335 14,8 25,4 26,6 48,8 0,46 3,00 4,30 3,66 4,13 4,27 10,58 10669 2,0 14474 230 1863 3522 96

2,5 HE 1000 A 4 S460 114,0 1,526 0,970 21,64 27,87 329 440 17,0 25,8 26,6 60,4 0,29 3,00 4,37 3,61 4,16 4,27 10,58 10406 2,0 14652 227 1880 3538 45

3,0 HE 800x444 6 S355 91,2 2,615 0,915 22,01 39,52 187 335 12,4 24,3 26,6 44,0 0,49 3,00 4,12 3,68 4,09 4,27 10,58 11188 2,0 15389 232 1917 3576 95

3,0 HE 1000x249 5 S460 106,0 1,737 0,991 22,05 30,03 320 440 15,4 26,4 26,6 60,5 0,30 3,00 4,46 3,51 4,01 4,27 10,58 10285 2,0 15584 227 1935 3594 34

3,5 HE 700x418 7 S355 86,4 2,852 0,977 22,32 39,65 185 335 13,1 26,0 26,6 49,7 0,48 3,00 4,39 3,51 3,90 4,27 10,58 10501 2,0 16257 209 1960 3619 97

3,5 HE 900 A 5 S460 104,0 1,778 0,966 22,51 29,81 315 440 15,8 25,7 26,6 64,6 0,26 3,00 4,34 3,48 3,96 4,27 10,58 10483 2,0 16689 215 2000 3658 36

4,0 HD 400x1299 6 S355 67,0 6,125 0,955 23,70 61,56 117 295 10,4 25,4 26,6 40,9 1,03 3,00 4,30 3,38 3,66 4,27 10,58 10889 2,0 18492 204 2137 3795 *

4,0 HE 900 A 6 S355 96,0 1,985 0,984 22,74 27,16 283 345 13,9 26,2 26,6 59,3 0,29 3,00 4,43 3,42 3,85 4,27 10,58 10356 2,0 17343 206 2031 3690 38

4,5 HD 400x1086 7 S355 66,9 6,081 0,975 24,04 59,77 120 295 10,9 25,9 26,6 44,2 0,90 3,00 4,39 3,30 3,58 4,27 10,58 10681 2,0 19195 203 2187 3846 *

4,5 HE 800 A 7 S460 94,0 2,159 0,994 23,27 33,37 289 440 14,3 26,4 26,6 69,8 0,26 3,00 4,47 3,32 3,73 4,27 10,58 10291 2,0 18369 204 2111 3770 34

2,5 HL 920x656 4 S355 105,7 2,523 0,598 20,08 46,19 138 335 9,0 14,7 24,5 28,9 0,32 3,00 2,49 4,29 4,72 4,27 10,58 15299 2,0 15159 260 1926 3302 *

2,5 HL 1100 B 4 S355 122,0 1,891 0,629 20,25 34,18 199 345 10,4 14,5 24,5 36,3 0,20 3,00 2,46 4,27 4,77 4,27 10,58 15416 2,0 15493 261 1957 3333 104

3,0 HL 920x537 5 S355 104,5 2,678 0,570 20,69 47,35 142 335 8,5 14,0 24,5 30,9 0,27 3,00 2,37 4,28 4,68 4,27 10,58 16112 2,0 16435 262 2014 3389 140

3,0 HL 1100 A 5 S355 119,0 2,117 0,608 20,93 37,15 193 345 9,3 13,4 24,5 36,5 0,17 3,00 2,27 4,30 4,76 4,27 10,58 16735 2,0 16899 267 2056 3432 96

3,5 HE 900x466 7 S355 100,8 3,177 0,540 21,26 53,52 134 335 7,8 13,2 24,5 30,9 0,24 3,00 2,24 4,28 4,65 4,27 10,58 17044 2,0 17748 265 2097 3473 113

3,5 HL 1100 A 5 S355 117,0 2,176 0,606 21,47 37,37 194 345 8,7 13,0 24,5 36,3 0,16 3,00 2,20 4,27 4,71 4,27 10,58 17316 2,0 18170 267 2136 3512 90

4,0 HE 900x466 7 S355 100,8 3,237 0,517 21,79 54,21 133 335 7,4 12,7 24,5 30,6 0,21 3,00 2,15 4,28 4,63 4,27 10,58 17779 2,0 18938 266 2178 3554 115

4,0 HE 1000 M 6 S355 115,8 2,480 0,549 22,17 42,75 180 345 8,4 11,9 24,5 38,0 0,13 3,00 2,02 4,32 4,73 4,27 10,58 18790 2,0 19666 274 2245 3621 74

4,5 HE 800x444 9 S460 99,2 3,967 0,636 22,67 36,73 121 430 7,2 11,8 24,5 32,1 0,18 3,00 1,99 4,28 4,61 4,27 10,58 19205 2,0 20550 270 2312 3688 *

4,5 HE 1000 B 7 S355 115,0 2,670 0,534 22,94 45,07 176 345 7,8 11,2 24,5 37,9 0,12 3,00 1,89 4,34 4,71 4,27 10,58 20150 2,0 21111 278 2364 3739 62

3,5 HL 920x537 6 S460 103,5 3,296 0,630 30,52 71,20 188 430 11,3 12,0 22,3 41,3 0,28 1,50 2,03 3,92 4,27 4,27 10,58 18867 2,0 22567 254 2907 4692 117

3,5 HL 1100 A 5 S460 119,0 2,303 0,811 30,79 47,02 289 440 13,8 12,5 22,3 51,9 0,19 1,50 2,12 3,80 4,22 4,27 10,58 17907 2,0 22905 251 2938 4740 88

4,0 HE 900x466 8 S355 100,8 3,681 0,614 31,13 61,16 188 335 10,8 11,6 22,3 44,1 0,25 1,50 1,97 3,90 4,23 4,27 10,58 19479 2,0 23858 254 2994 4791 92

4,0 HE 1000 M 6 S355 115,8 2,558 0,820 31,38 42,75 268 345 13,2 11,9 22,3 53,8 0,17 1,50 2,02 3,82 4,21 4,27 10,58 18790 2,0 24227 252 3028 4832 71

4,5 HE 800x444 9 S460 99,2 4,026 0,839 31,75 39,29 186 430 11,5 11,8 22,3 48,4 0,23 1,50 2,00 3,81 4,14 4,27 10,58 19205 2,0 25096 251 3066 4895 97

4,5 HE 1000 B 7 S355 112,0 2,707 0,800 31,83 44,23 260 345 12,4 11,8 22,3 52,7 0,16 1,50 2,00 3,79 4,16 4,27 10,58 19061 2,0 25320 251 3087 4907 59

5,0 HE 800x444 10 S355 94,2 4,310 0,581 32,13 66,82 172 335 10,5 11,6 22,3 44,9 0,23 1,50 1,97 3,81 4,11 4,27 10,58 19584 2,0 25987 251 3118 4956 96

5,0 HE 1000 A 7 S460 114,0 2,671 0,797 32,54 49,61 294 440 12,9 11,5 22,3 59,3 0,13 1,50 1,95 3,76 4,13 4,27 10,58 19466 2,0 26759 251 3189 5019 39

5,5 HE 800x444 11 S355 91,2 4,684 0,526 32,57 72,46 155 335 9,5 11,1 22,3 39,8 0,22 1,50 1,89 3,84 4,12 4,27 10,58 20511 2,0 27117 252 3193 5028 104

5,5 HE 1000x249 8 S460 113,0 2,874 0,777 33,23 51,10 290 440 12,2 11,1 22,3 59,0 0,12 1,50 1,88 3,76 4,11 4,27 10,58 20262 2,0 28215 251 3294 5132 30

3,5 HL 920x970 5 S355 111,3 4,380 0,476 32,30 81,72 127 315 8,6 8,0 19,1 25,7 0,25 1,50 1,36 4,64 4,96 4,27 10,58 28382 2,0 24204 304 3057 4970 *

3,5 HL 1100x607 5 S355 125,8 3,217 0,564 32,36 63,74 173 335 10,0 8,2 19,1 30,9 0,16 1,50 1,39 4,57 4,94 4,27 10,58 27535 2,0 24318 302 3068 4980 135

4,0 HL 920x970 6 S355 111,3 5,173 0,388 32,44 97,69 108 315 7,0 6,8 19,1 23,0 0,20 1,50 1,15 4,90 5,18 4,27 10,58 33650 2,0 26242 311 3213 5026 *

4,0 HL 1100 R 6 S355 126,8 3,332 0,585 33,13 63,79 181 335 9,7 7,8 19,1 33,6 0,13 1,50 1,31 4,58 4,94 4,27 10,58 29085 2,0 25982 303 3189 5101 119

4,5 HL 920x725 7 S355 107,9 4,724 0,441 33,33 87,23 126 325 7,9 7,6 19,1 27,0 0,18 1,50 1,29 4,60 4,89 4,27 10,58 29830 2,0 26784 300 3221 5131 *

4,5 HL 1100 M 7 S355 125,8 3,477 0,558 33,76 67,12 177 345 9,1 7,4 19,1 33,1 0,11 1,50 1,25 4,62 4,96 4,27 10,58 30703 2,0 27485 305 3286 5199 114

5,0 HE 1000x494 10 S355 110,6 4,802 0,448 34,06 88,28 139 335 7,7 7,3 19,1 29,5 0,14 1,50 1,23 4,61 4,89 4,27 10,58 31219 2,0 28369 301 3337 5247 112

5,0 HL 1100 M 7 S355 125,8 3,558 0,552 34,46 67,95 176 345 8,7 7,0 19,1 32,8 0,10 1,50 1,19 4,63 4,95 4,27 10,58 32133 2,0 29005 307 3396 5308 112

5,5 HL 1000x539 9 S355 110,0 4,792 0,416 34,67 90,83 126 335 7,2 6,9 19,1 25,9 0,12 1,50 1,16 4,67 4,94 4,27 10,58 33141 2,0 29723 306 3433 5345 *

5,5 HL 1100 A 9 S355 124,0 3,769 0,551 35,13 68,80 177 345 8,4 6,9 19,1 33,5 0,09 1,50 1,16 4,60 4,91 4,27 10,58 32940 2,0 30527 304 3507 5417 103

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 18,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

98 5 HE 900 M S355 1,8577 89,6 6 HE 800x373 S355 2,3149 81,6 7 HE 650x407 S355 2,741 76,6 8 HE 650x407 S355 3,072 68,1 7 HD 400x900 S460 5,323
99,2 4 HE 900x391 S460 1,7867 91,2 5 HE 800x444 S355 2,2638 84,4 6 HE 700x418 S355 2,5091 79,6 7 HE 650x407 S355 2,7719 72,8 9 HE 600x399 S355 3,1653
99,7 4 HL 920x344 S460 1,6804 91,4 6 HE 800 M S355 2,0923 88,4 6 HE 800 M S355 2,1223 80 8 HE 650x343 S355 2,7453 75 9 HE 650x343 S355 3,0371
103 4 HE 900 M S460 1,633 92,6 5 HE 800x373 S355 2,0282 89,6 5 HE 800x373 S355 2,0589 81,4 6 HE 700x418 S355 2,5357 76,8 8 HE 600x399 S355 2,9028
107 4 HE 1000 B S460 1,5933 96 6 HE 900 A S460 1,9064 93,4 5 HE 800 M S460 1,9217 84,6 6 HE 650x407 S355 2,4849 77,6 7 HE 650x407 S355 2,8093

96,4 5 HE 800 M S460 1,8874 86,6 7 HE 700 M S355 2,3484 79,8 7 HE 700x352 S355 2,5938
97 5 HE 900 B S460 1,7981 87 7 HE 800 B S355 2,1694 83 7 HE 650x343 S355 2,5451

90 6 HE 800 B S460 1,9968 83,6 7 HE 700 M S355 2,3854
86 8 HE 800 A S460 2,3073
87 7 HE 800 B S355 2,2293

99,2 5 HE 900x391 S355 2,0688 94,2 5 HE 800x444 S355 2,2785 89,6 7 HE 800x373 S355 2,6613 73 6 HD 400x1202 S355 5,7639 70 7 HD 400x990 S460 5,7846
100,8 4 HE 900x466 S355 1,9653 98 6 HE 900 B S355 2,0168 90,6 6 HE 800x373 S355 2,3659 81,4 8 HE 700x418 S355 3,1992 76,6 9 HE 650x407 S355 3,4415
101,3 4 HL 920x420 S355 1,8651 99 5 HE 900 M S355 1,9199 91,2 5 HE 800x444 S355 2,31 84,4 7 HE 700x418 S355 2,8871 79,8 9 HE 700x352 S355 3,1654
103,6 4 HL 920x390 S355 1,7926 104 6 HE 900 A S355 1,9144 96 7 HE 900 A S355 2,1482 84,8 8 HE 700x352 S355 2,8593 81,4 7 HE 700x418 S355 2,9211
105,1 4 HL 920x368 S355 1,7388 105 5 HE 900 B S355 1,8073 97 6 HE 900 B S355 2,0641 88,4 7 HE 800 M S355 2,4352 82,8 8 HE 700x352 S355 2,9019
106 4 HL 1000 A S355 1,6158 106 5 HE 1000 A S460 1,7986 98 5 HE 900 M S355 1,9679 89,6 6 HE 800x373 S355 2,4114 83,6 9 HE 700 M S355 2,8882
110 4 HE 1000 B S460 1,6056 99 6 HE 900 A S355 1,9441 93,4 6 HE 800 M S355 2,2058 84,6 7 HE 650x407 S355 2,8609

100 5 HE 900 B S355 1,8376 96 6 HE 900 A S460 2,016 86,6 8 HE 700 M S355 2,6591
87 8 HE 800 B S355 2,4543
91 8 HE 800 A S355 2,307
92 7 HE 800 B S355 2,2662

110,6 5 HE 1000x494 S355 2,4716 109 5 HL 1000x483 S355 2,5167 102,7 6 HL 920x491 S355 2,9575 102,7 6 HL 920x491 S355 3,0191 99,2 9 HE 900x391 S355 3,5655
111 4 HL 1000x591 S355 2,3685 111,2 5 HL 1000x443 S355 2,391 104,5 5 HL 920x537 S355 2,7349 104,8 6 HL 920x449 S355 2,8619 101,3 7 HL 920x420 S355 3,1312

111,2 4 HL 1000x554 S355 2,2693 114,6 5 HE 1000x438 S355 2,3667 107,8 7 HE 1000 M S355 2,6442 107 8 HE 1000 B S355 2,7938 105,6 7 HL 920x390 S355 3,0197
113 4 HL 1000x539 S355 2,236 115,8 5 HL 1000 M S355 2,2922 109 5 HL 1000x483 S355 2,5776 107,8 6 HL 1000 M S355 2,7105 106 8 HL 1000 A S355 2,9674
117 4 HL 1000x483 S355 2,1006 117 5 HL 1100 B S355 2,2685 111,2 5 HL 1000x443 S355 2,4541 110 6 HL 1000 B S355 2,5477 107 7 HL 1000 B S355 2,9051

117,8 4 HL 1100 M S355 1,9936 119 5 HL 1100 A S460 2,1526 112,8 5 HL 1000 M S355 2,342 115,8 6 HE 1000 M S460 2,5233 108 8 HE 1000 B S355 2,8775
122 4 HL 1100 B S460 1,9236 117 5 HL 1100 A S460 2,2115 108,8 7 HE 1000 M S355 2,7947

111 7 HL 1000 A S355 2,733
115 7 HE 1000 B S460 2,7158

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

103,7 6 HL 920x491 S355 3,0431 102,7 6 HL 920x491 S355 3,0969 99,2 9 HE 900x391 S355 3,6243 99,2 9 HE 900x391 S355 3,6825 94,2 10 HE 800x444 S355 4,3606
108,5 5 HL 920x537 S355 2,8378 106,8 6 HL 920x449 S355 2,9528 101,3 7 HL 920x420 S355 3,19 100,6 8 HL 920x390 S355 3,4202 97,6 11 HE 800x373 S355 4,2068
109 5 HL 1000x483 S355 2,6575 107,8 6 HL 1000 M S355 2,7884 105,6 7 HL 920x390 S355 3,0784 101,1 8 HL 920x368 S355 3,3043 98 12 HE 900 B S355 3,8314

113,2 5 HL 1000x443 S355 2,5455 111,6 6 HE 1000x393 S355 2,7259 106 8 HL 1000 A S355 3,0262 101,3 7 HL 920x420 S355 3,2501 99 10 HE 900 M S355 3,6382
114,6 5 HE 1000x438 S355 2,5123 112 6 HL 1000 B S355 2,6387 107 8 HE 1000 B S355 2,9289 103,6 7 HL 920x390 S355 3,126 99,7 9 HL 920x344 S355 3,5069
115,8 5 HL 1000 M S355 2,4391 115,8 6 HE 1000 M S460 2,6012 107,8 7 HE 1000 M S355 2,8461 106 8 HL 1000 A S355 3,0912 102,2 8 HE 900x391 S355 3,4504
117 5 HL 1100 B S355 2,4168 109 7 HL 1000 A S355 2,777 107 7 HL 1000 A S355 2,828 103 9 HE 900 M S355 3,4017

111 8 HE 1000 A S355 2,7729 110 7 HE 1000 B S355 2,7602 106 9 HE 1000 A S355 3,0978
112 7 HE 1000 B S460 2,7525 107 8 HE 1000 B S355 3,0566

109 8 HE 1000 A S355 2,89

113,8 6 HL 1000x748 S355 4,2033 111,8 7 HL 1000x642 S355 4,2612 111 8 HL 1000x591 S355 4,5297 111 8 HL 1000x591 S355 4,5968 112,6 8 HE 1000x584 S355 4,598
116,2 5 HL 1000x883 S355 4,1074 116 7 HL 1000x591 S355 4,0468 111,8 7 HL 1000x642 S355 4,3203 111,8 7 HL 1000x642 S355 4,3874 114 9 HL 1000x483 S355 4,4864
120,6 7 HE 1000x584 S355 3,9373 118,8 7 HL 1100 R S355 3,6803 113 8 HL 1000x539 S355 4,2627 113 8 HL 1000x539 S355 4,3318 116,2 9 HL 1000x443 S355 4,2607
121,8 5 HL 1000x748 S355 3,6746 122,8 6 HL 1100x548 S355 3,5076 116 7 HL 1000x591 S355 4,1096 116 7 HL 1000x591 S355 4,1806 117 9 HL 1100 B S355 3,996
125,8 5 HL 1100x607 S460 3,2796 125,8 7 HL 1100 M S355 3,4051 117,8 8 HL 1100 M S355 3,7728 117,8 8 HL 1100 M S355 3,8467 124 9 HL 1100 A S460 3,8327

126,8 6 HL 1100 R S460 3,3936 118,8 7 HL 1100 R S355 3,7463 118,8 7 HL 1100 R S355 3,8205
125 8 HL 1100 B S355 3,5865 122 8 HL 1100 B S355 3,6421

125,8 7 HL 1100 M S460 3,54 125,8 7 HL 1100 M S460 3,6204

Span length = 18,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x444 5 S355 91,2 2,211 0,978 21,80 32,94 220 335 15,1 30,5 31,1 52,1 0,61 4,50 5,09 3,39 3,84 4,21 10,47 9323 2,0 13974 203 1842 3533 88

2,5 HE 1000 B 4 S460 107,0 1,592 0,921 21,95 30,46 305 440 16,5 28,7 31,1 56,7 0,36 4,50 4,79 3,45 3,98 4,21 10,47 9826 2,0 14313 211 1873 3565 59

3,0 HE 700x418 6 S355 89,4 2,491 0,959 22,36 34,56 215 335 15,4 29,9 31,1 59,3 0,53 4,50 4,98 3,33 3,76 4,21 10,47 9538 2,0 15145 202 1920 3612 88

3,0 HE 900 A 5 S460 104,0 1,717 0,938 22,48 29,23 328 440 16,9 29,2 31,1 70,7 0,32 4,50 4,88 3,34 3,83 4,21 10,47 9722 2,0 15429 204 1947 3638 40

3,5 HE 700x418 7 S355 81,4 2,821 0,959 22,60 38,63 193 335 13,3 29,8 31,1 52,6 0,59 4,50 4,98 3,31 3,69 4,21 10,47 9580 2,0 15820 202 1945 3637 91

3,5 HE 900 A 5 S460 99,0 1,747 0,964 22,79 28,85 329 440 16,6 30,0 31,1 68,4 0,31 4,50 5,01 3,25 3,72 4,21 10,47 9407 2,0 16251 202 1986 3678 34

4,0 HE 650x407 8 S355 76,6 3,069 0,988 22,91 40,39 186 335 13,0 30,8 31,1 54,4 0,60 4,50 5,14 3,22 3,57 4,21 10,47 9316 2,0 16559 201 1985 3677 95

4,0 HE 800 B 6 S460 92,0 2,008 0,987 23,06 32,54 296 440 15,7 30,7 31,1 71,1 0,34 4,50 5,13 3,18 3,61 4,21 10,47 9244 2,0 16970 201 2024 3715 44

4,5 HD 400x990 7 S460 65,0 5,744 0,987 24,20 27,14 133 430 12,2 30,7 31,1 51,8 1,00 4,50 5,13 3,07 3,36 4,21 10,47 9434 2,0 18541 <200 2156 3847 *

4,5 HE 800 A 7 S460 91,0 2,135 0,956 23,63 32,67 300 440 14,9 29,7 31,1 73,6 0,30 4,50 4,97 3,15 3,56 4,21 10,47 9582 2,0 18031 202 2108 3800 32

2,5 HE 800x444 5 S355 99,2 2,244 0,992 22,11 34,27 214 335 15,1 26,6 26,8 51,5 0,47 3,00 4,45 3,57 4,03 4,21 10,47 10669 2,0 14474 229 1888 3557 94

2,5 HE 1000 B 4 S460 112,0 1,612 0,976 22,15 31,26 299 440 16,3 26,2 26,8 56,3 0,31 3,00 4,38 3,57 4,10 4,21 10,47 10754 2,0 14625 230 1902 3571 59

3,0 HE 800x444 6 S355 91,2 2,612 0,950 22,54 39,52 191 335 12,7 25,5 26,8 46,3 0,49 3,00 4,26 3,58 3,99 4,21 10,47 11188 2,0 15389 227 1943 3612 93

3,0 HE 1000x249 5 S460 108,0 1,745 0,990 22,67 30,39 325 440 15,6 26,6 26,8 63,6 0,28 3,00 4,43 3,47 3,96 4,21 10,47 10695 2,0 15734 215 1975 3644 32

3,5 HE 700x418 7 S355 89,4 2,867 0,957 23,00 40,31 188 335 13,3 25,7 26,8 52,2 0,44 3,00 4,29 3,49 3,88 4,21 10,47 11128 2,0 16520 209 2011 3680 96

3,5 HE 1000x249 5 S460 105,0 1,790 0,969 23,11 30,38 324 440 15,2 26,0 26,8 61,7 0,25 3,00 4,34 3,44 3,91 4,21 10,47 10853 2,0 16786 210 2036 3704 27

4,0 HD 400x1299 6 S355 67,0 6,122 0,991 24,26 61,56 120 295 10,6 26,6 26,8 43,0 1,05 3,00 4,45 3,30 3,57 4,21 10,47 10889 2,0 18492 203 2165 3834 *

4,0 HE 900 A 6 S460 99,0 2,034 0,959 23,46 34,43 288 440 14,0 25,7 26,8 62,5 0,26 3,00 4,30 3,40 3,83 4,21 10,47 11033 2,0 17643 207 2086 3755 37

4,5 HD 400x1299 6 S355 67,0 6,156 0,974 24,62 62,03 120 295 10,3 26,1 26,8 42,8 0,93 3,00 4,37 3,28 3,55 4,21 10,47 11123 2,0 19167 203 2214 3883 *

4,5 HE 900 A 7 S355 96,0 2,271 0,894 24,05 31,56 256 345 12,3 24,0 26,8 56,3 0,25 3,00 4,01 3,44 3,83 4,21 10,47 11889 2,0 18712 209 2172 3840 38

2,5 HL 920x725 4 S355 106,9 2,735 0,571 20,73 49,55 129 325 8,5 14,1 24,7 27,7 0,32 3,00 2,36 4,33 4,74 4,21 10,47 16701 2,0 15412 264 1976 3360 *

2,5 HL 1100 B 4 S355 125,0 1,902 0,638 20,85 34,70 202 345 10,5 14,5 24,7 38,1 0,18 3,00 2,42 4,23 4,73 4,21 10,47 16161 2,0 15681 262 2001 3385 104

3,0 HL 920x588 5 S355 104,5 2,848 0,556 21,30 51,63 134 335 8,1 13,7 24,7 29,9 0,27 3,00 2,30 4,28 4,67 4,21 10,47 17189 2,0 16601 264 2056 3440 *

3,0 HL 1100 A 5 S355 121,0 2,125 0,619 21,53 37,54 197 345 9,4 13,6 24,7 38,4 0,16 3,00 2,28 4,24 4,70 4,21 10,47 17283 2,0 17049 265 2098 3482 95

3,5 HL 920x491 6 S355 102,7 2,955 0,545 21,77 51,70 136 335 7,8 13,5 24,7 31,2 0,23 3,00 2,25 4,23 4,60 4,21 10,47 17535 2,0 17755 264 2126 3510 133

3,5 HL 1100 A 5 S355 119,0 2,185 0,617 22,09 37,78 198 345 8,9 13,2 24,7 38,3 0,15 3,00 2,20 4,21 4,64 4,21 10,47 17907 2,0 18345 266 2181 3565 87

4,0 HE 900x466 8 S355 100,8 3,600 0,492 22,54 61,16 123 335 7,0 12,2 24,7 29,8 0,20 3,00 2,03 4,32 4,65 4,21 10,47 19479 2,0 19298 271 2241 3625 118

4,0 HE 1000 M 6 S355 115,8 2,478 0,562 22,71 42,75 185 345 8,6 12,5 24,7 40,0 0,13 3,00 2,09 4,21 4,61 4,21 10,47 18790 2,0 19666 267 2275 3659 70

4,5 HE 900x466 8 S355 100,8 3,670 0,473 23,19 61,86 123 335 6,7 11,7 24,7 29,6 0,17 3,00 1,96 4,29 4,61 4,21 10,47 20215 2,0 20502 271 2338 3723 122

4,5 HE 1000 B 7 S355 115,0 2,668 0,547 23,50 45,07 180 345 7,9 11,7 24,7 40,0 0,12 3,00 1,95 4,22 4,59 4,21 10,47 20150 2,0 21111 271 2395 3780 58

3,5 HL 920x537 6 S460 103,5 3,293 0,648 31,38 71,20 194 430 11,7 12,5 22,6 43,5 0,28 1,50 2,09 3,82 4,16 4,21 10,47 18867 2,0 22567 251 2946 4772 114

3,5 HL 1100 A 5 S460 121,0 2,312 0,828 31,68 47,49 295 440 14,0 12,7 22,6 54,5 0,18 1,50 2,12 3,75 4,16 4,21 10,47 18524 2,0 23081 250 2994 4820 87

4,0 HE 900x466 8 S355 100,8 3,678 0,631 32,01 61,16 193 335 11,1 12,2 22,6 46,4 0,26 1,50 2,03 3,80 4,13 4,21 10,47 19479 2,0 23858 250 3034 4873 90

4,0 HL 1100 A 6 S355 116,0 2,611 0,820 32,18 44,34 261 345 12,2 11,8 22,6 49,8 0,17 1,50 1,98 3,81 4,19 4,21 10,47 19924 2,0 24317 252 3077 4894 85

4,5 HE 900x466 8 S355 100,8 3,729 0,601 32,45 61,86 185 335 10,7 11,7 22,6 43,2 0,22 1,50 1,96 3,82 4,14 4,21 10,47 20215 2,0 25048 251 3103 4939 94

4,5 HE 1000 B 7 S355 115,0 2,726 0,808 32,81 45,07 264 345 12,5 11,7 22,6 55,3 0,15 1,50 1,95 3,77 4,14 4,21 10,47 20150 2,0 25657 251 3159 4995 55

5,0 HE 800x444 10 S460 99,2 4,439 0,794 33,21 43,65 173 430 10,6 11,2 22,6 46,8 0,20 1,50 1,86 3,83 4,12 4,21 10,47 21339 2,0 26612 252 3218 5058 100

5,0 HE 1000 B 7 S355 115,0 2,798 0,801 33,42 45,69 264 345 12,2 11,1 22,6 55,1 0,13 1,50 1,85 3,80 4,15 4,21 10,47 21192 2,0 27047 253 3258 5089 50

5,5 HE 800x444 11 S355 92,2 4,689 0,542 33,55 72,80 159 335 9,7 11,5 22,6 41,8 0,22 1,50 1,92 3,76 4,03 4,21 10,47 20845 2,0 27255 250 3249 5120 102

5,5 HE 1000 A 8 S355 114,0 2,932 0,802 34,12 45,61 265 345 11,5 10,8 22,6 55,3 0,11 1,50 1,81 3,78 4,12 4,21 10,47 21820 2,0 28442 253 3359 5202 38

3,5 HL 920x1077 5 S355 113,1 4,756 0,446 33,31 90,91 118 315 8,0 7,6 19,4 24,5 0,24 1,50 1,27 4,71 5,01 4,21 10,47 31441 2,0 24699 308 3144 5063 *

3,5 HL 1000x883 5 S355 116,2 4,105 0,484 33,12 78,53 136 315 8,7 8,1 19,4 26,7 0,21 1,50 1,35 4,59 4,91 4,21 10,47 29421 2,0 24337 301 3111 5033 *

4,0 HL 920x970 6 S355 111,3 5,169 0,409 33,86 97,69 113 315 7,4 7,1 19,4 24,2 0,20 1,50 1,18 4,77 5,05 4,21 10,47 33650 2,0 26242 310 3256 5154 *

4,0 HL 1100x548 6 S355 127,8 3,538 0,549 34,09 69,97 169 335 9,3 7,6 19,4 32,3 0,13 1,50 1,26 4,60 4,94 4,21 10,47 31286 2,0 26266 304 3258 5182 128

4,5 HL 920x787 7 S355 108,1 5,048 0,421 34,29 94,57 120 325 7,6 7,5 19,4 26,3 0,18 1,50 1,25 4,61 4,88 4,21 10,47 31859 2,0 27085 300 3293 5213 *

4,5 HL 1100 R 7 S355 123,8 3,780 0,526 34,58 73,17 162 335 8,6 7,4 19,4 31,2 0,12 1,50 1,23 4,59 4,91 4,21 10,47 32131 2,0 27556 303 3336 5258 122

5,0 HL 920x970 7 S355 111,3 6,019 0,339 34,55 114,54 97 315 6,0 6,0 19,4 21,7 0,15 1,50 1,00 4,97 5,21 4,21 10,47 39877 2,0 29557 315 3492 5296 *

5,0 HL 1100 R 7 S355 123,8 3,858 0,519 35,28 74,02 161 335 8,3 7,1 19,4 30,9 0,10 1,50 1,18 4,60 4,91 4,21 10,47 33500 2,0 29045 304 3445 5366 122

5,5 HE 1000x494 11 S355 110,6 5,248 0,411 35,72 97,11 127 335 7,2 7,0 19,4 27,6 0,12 1,50 1,16 4,59 4,86 4,21 10,47 34341 2,0 30151 301 3519 5438 118

5,5 HL 1100 B 9 S355 122,0 4,037 0,506 35,94 76,71 161 345 8,0 6,9 19,4 31,3 0,09 1,50 1,16 4,57 4,87 4,21 10,47 34360 2,0 30520 302 3553 5473 111

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 19,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

98 5 HE 900 M S460 1,8903 89,6 6 HE 800x373 S355 2,3126 84,6 7 HE 650x407 S355 2,7559 79,8 8 HE 700x352 S355 2,8237 74,8 9 HE 600x399 S355 3,1772
99,2 4 HE 900x391 S460 1,7851 91,2 5 HE 800x444 S355 2,2618 86,4 6 HE 700x418 S355 2,5182 81,6 7 HE 650x407 S355 2,7827 76,6 8 HE 650x407 S355 3,1193

100,1 4 HL 920x368 S460 1,7472 93,4 6 HE 800 M S355 2,0999 88,4 7 HE 800 M S355 2,3819 83 8 HE 650x343 S355 2,7625 78 9 HE 650x343 S355 3,0564
100,7 4 HL 920x344 S460 1,6829 94,6 5 HE 800x373 S460 2,0747 89,4 6 HE 800 M S355 2,1259 83,6 8 HE 700 M S355 2,5774 78,6 9 HE 700 M S355 2,8482
106 4 HL 1000 A S460 1,6408 96 6 HE 900 A S460 1,9043 90,6 5 HE 800x373 S355 2,0627 84,4 6 HE 700x418 S355 2,553 79,6 7 HE 650x407 S355 2,8217

98 5 HE 900 B S460 1,8012 94 7 HE 800 A S460 2,0344 87 8 HE 800 B S355 2,3915 80 8 HE 650x343 S355 2,7961
95 6 HE 800 B S460 1,9708 87,8 6 HE 700x352 S355 2,3051 81,6 8 HE 700 M S355 2,6194
96 6 HE 900 A S460 1,9561 88 7 HE 800 B S460 2,2115 82,8 7 HE 700x352 S355 2,6133

96,4 5 HE 800 M S460 1,937 88,4 6 HE 800 M S355 2,1708 85 9 HE 700 B S355 2,5335
97 5 HE 900 B S460 1,8487 86 8 HE 800 A S460 2,3046

87 7 HE 800 B S460 2,2649

100,2 5 HE 900x391 S355 2,0709 96,2 5 HE 800x444 S355 2,2863 89,6 7 HE 800x373 S355 2,6587 81,4 8 HE 700x418 S355 3,1961 68,9 7 HD 400x1086 S355 6,0923
101,3 4 HL 920x420 S355 1,8635 98 6 HE 900 M S355 2,1857 91,2 6 HE 800x444 S355 2,658 84,6 8 HE 650x407 S355 3,1218 79,6 9 HE 650x407 S355 3,4607
105,6 4 HL 920x390 S355 1,7992 99,2 5 HE 900x391 S355 2,1246 92,2 5 HE 800x444 S355 2,3136 86,4 7 HE 700x418 S355 2,8975 80,8 9 HE 700x352 S355 3,1695
107 4 HL 1000 B S355 1,7335 99,7 5 HL 920x344 S355 1,9965 96 7 HE 900 A S355 2,1458 87,8 8 HE 700x352 S355 2,8761 84,4 7 HE 700x418 S355 2,9405

107,8 4 HE 1000 M S355 1,6662 101 5 HE 900 M S355 1,9279 97 6 HE 900 B S355 2,062 88,4 8 HE 800 M S355 2,6944 84,8 8 HE 700x352 S355 2,9137
109 4 HL 1000 A S355 1,6265 105 5 HE 900 B S460 1,8356 98 5 HE 900 M S355 1,966 89,4 7 HE 800 M S355 2,4392 86,6 9 HE 700 M S355 2,9072

106 5 HE 1000 A S460 1,7968 101 6 HE 900 A S355 1,9535 89,6 6 HE 800x373 S355 2,4091 87 9 HE 800 B S355 2,6759
102 5 HE 900 B S460 1,8774 95 7 HE 800 B S355 2,2194 87,8 7 HE 700x352 S355 2,6502
105 5 HE 900 B S355 1,8645 96 7 HE 900 A S355 2,2036 88,4 7 HE 800 M S355 2,4932

97 6 HE 900 B S355 2,1201 90 8 HE 800 B S355 2,4737
94 8 HE 800 A S355 2,3265
95 7 HE 800 B S355 2,2859

108,7 4 HL 920x656 S355 2,5336 108,5 5 HL 920x537 S355 2,6956 104,5 5 HL 920x588 S355 2,9048 102,7 6 HL 920x491 S355 3,0165 101,8 7 HL 920x449 S355 3,2703
111 4 HL 1000x591 S355 2,3666 109 5 HL 1000x483 S355 2,5146 106,5 5 HL 920x537 S355 2,7442 107,8 6 HL 1000 M S355 2,7081 104,3 7 HL 920x420 S355 3,1505

113,2 4 HL 1000x554 S355 2,2757 113,2 5 HL 1000x443 S355 2,3988 109 5 HL 1000x483 S355 2,5755 112 6 HL 1000 B S355 2,5585 107 7 HL 1000 B S355 2,9024
115 4 HL 1000x539 S355 2,2424 115,8 5 HL 1000 M S355 2,2902 113,2 5 HL 1000x443 S355 2,4635 115,8 6 HE 1000 M S460 2,521 110 8 HE 1000 B S355 2,8893

118,8 4 HL 1100 R S355 2,1792 117 5 HL 1100 B S355 2,2665 115,8 5 HL 1000 M S355 2,3571 112,8 7 HE 1000 M S355 2,8215
120,8 4 HL 1100 M S355 2,0042 121 5 HL 1100 A S460 2,1604 117 5 HL 1100 B S355 2,3348 114 7 HL 1000 A S355 2,7525
125 4 HL 1100 B S460 1,9342 119 5 HL 1100 A S460 2,2209 115 7 HE 1000 B S460 2,7132

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

105,7 5 HL 920x656 S460 3,2892 103,5 6 HL 920x537 S460 3,3532 101,8 7 HL 920x449 S355 3,3291 99,2 10 HE 900x391 S355 3,9929 96,2 10 HE 800x444 S355 4,3746
107,5 5 HL 920x588 S460 3,0627 105,8 7 HE 900x466 S355 3,3447 104,3 7 HL 920x420 S355 3,2093 100,8 8 HE 900x466 S355 3,7872 99 11 HE 900 M S355 3,9069
109 7 HE 1000x415 S355 3,0623 107,2 8 HE 900x391 S355 3,3094 107 7 HL 1000 B S355 2,9611 101,3 8 HL 920x420 S355 3,5865 100,1 9 HL 920x368 S355 3,6528

109,6 7 HE 1000x393 S355 2,9607 107,7 6 HL 920x491 S355 3,1271 110 8 HE 1000 B S355 2,948 101,6 8 HL 920x390 S355 3,4253 102,7 9 HL 920x344 S355 3,5305
110 5 HL 1000x539 S460 2,9063 107,8 8 HE 1000 M S355 3,069 110,8 7 HE 1000 M S355 2,8655 101,8 7 HL 920x449 S355 3,3894 104,2 8 HE 900x391 S355 3,4653

111,5 5 HL 920x537 S355 2,8527 108,2 6 HL 1000x443 S355 2,9341 111 7 HL 1000 A S355 2,7891 104,3 7 HL 920x420 S355 3,2718 106 10 HE 1000 A S355 3,3292
112 5 HL 1000x483 S355 2,6725 110,6 6 HE 1000x438 S355 2,9005 115 7 HE 1000 B S460 2,772 106 8 HL 1000 A S355 3,0882 107 9 HE 1000 B S355 3,3117

116,2 5 HL 1000x443 S355 2,5605 110,8 6 HL 1000 M S355 2,8056 107 7 HL 1000 B S355 3,0264 107,8 8 HE 1000 M S355 3,2549
117 5 HL 1100 B S355 2,4147 113,6 6 HE 1000x393 S355 2,7366 110 8 HE 1000 B S355 3,0156 108 8 HE 1000 B S355 3,0626

115 6 HL 1000 B S355 2,6559 110,8 7 HE 1000 M S355 2,9338 113 9 HE 1000x249 S355 3,0517
116 6 HL 1100 A S460 2,6538 111 7 HL 1000 A S355 2,8581 114 8 HE 1000 A S460 2,9772

115 7 HE 1000 B S460 2,844

116,2 5 HL 1000x883 S460 4,1962 113,8 7 HL 1000x748 S355 4,8412 112,6 9 HE 1000x584 S355 4,9097 111,8 8 HL 1000x642 S355 4,8758 111 9 HL 1000x591 S355 5,1137
116,2 6 HL 1000x883 S355 4,8409 113,8 7 HL 1000x748 S355 4,9011 114 8 HL 1000x591 S355 4,6177 111,2 9 HL 1000x554 S355 4,8905
116,8 6 HL 1000x748 S355 4,2867 114 8 HL 1000x591 S355 4,5482 116,8 7 HL 1000x642 S355 4,425 113 9 HL 1000x539 S355 4,8153
119,8 7 HL 1100x548 S355 3,9203 116,8 7 HL 1000x642 S355 4,3538 118 8 HL 1000x539 S355 4,3693 117 9 HL 1000x483 S355 4,5097
121,8 6 HL 1100x607 S355 3,7421 118 8 HL 1000x539 S355 4,2961 118,8 8 HL 1100 R S355 4,2181 117,8 9 HL 1100 M S355 4,2685
123,8 7 HL 1100 R S355 3,71 118,8 8 HL 1100 R S355 4,1438 119 7 HL 1000x591 S355 4,202 122 9 HL 1100 B S460 4,1102
127,8 6 HL 1100x548 S460 3,6057 119,8 7 HL 1100x548 S355 3,9867 119,8 7 HL 1100x548 S355 4,0613

122,8 8 HL 1100 M S355 3,8063 122 9 HL 1100 B S355 3,9627
122,8 8 HL 1100 M S355 3,8844

Span length = 19,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x444 5 S355 92,2 2,213 0,997 22,36 33,09 225 335 15,5 31,4 31,5 54,8 0,59 4,50 5,17 3,32 3,77 4,16 10,37 9475 1,9 14036 202 1872 3583 86

2,5 HE 1000 B 4 S460 107,0 1,590 0,954 22,47 30,46 313 440 16,9 30,0 31,5 59,7 0,36 4,50 4,95 3,36 3,88 4,16 10,37 9826 1,9 14313 204 1898 3609 55

3,0 HE 700x418 6 S355 89,4 2,489 0,993 22,89 34,56 221 335 15,8 31,3 31,5 62,5 0,54 4,50 5,15 3,25 3,67 4,16 10,37 9538 1,9 15145 202 1945 3657 86

3,0 HE 1000x249 5 S460 113,0 1,768 0,909 23,44 31,34 328 440 15,6 25,2 31,5 66,7 0,25 4,50 4,15 3,51 4,00 4,16 10,37 11805 1,9 16109 227 2036 3748 30

3,5 HE 700x418 7 S355 81,4 2,818 0,993 23,13 38,63 198 335 13,7 31,2 31,5 55,4 0,60 4,50 5,15 3,22 3,60 4,16 10,37 9580 1,9 15820 202 1971 3682 88

3,5 HE 1000x249 5 S460 110,0 1,817 0,880 23,93 31,38 328 440 15,2 24,6 31,5 64,9 0,22 4,50 4,05 3,48 3,95 4,16 10,37 12020 1,9 17224 219 2104 3815 25

4,0 HE 650x407 8 S355 79,6 3,086 0,966 23,62 41,05 188 335 13,4 30,4 31,5 57,1 0,54 4,50 5,01 3,20 3,55 4,16 10,37 9865 1,9 16859 202 2040 3751 93

4,0 HE 900 A 6 S460 96,0 2,012 0,912 23,83 33,80 298 440 14,6 28,7 31,5 65,8 0,29 4,50 4,73 3,24 3,66 4,16 10,37 10356 1,9 17343 203 2085 3797 34

4,5 HD 400x990 7 S460 67,0 5,755 0,982 24,89 27,28 135 430 12,6 30,9 31,5 54,5 0,93 4,50 5,10 3,04 3,32 4,16 10,37 9800 1,9 18766 <200 2205 3916 *

4,5 HE 800 A 7 S460 91,0 2,132 0,990 24,19 32,67 308 440 15,3 31,1 31,5 77,5 0,30 4,50 5,13 3,07 3,47 4,16 10,37 9582 1,9 18031 <200 2136 3847 30

2,5 HE 900x466 5 S355 100,8 2,328 0,903 22,77 38,23 199 335 13,0 24,5 27,1 43,9 0,44 3,00 4,03 3,69 4,13 4,16 10,37 12174 1,9 14647 233 1929 3609 94

2,5 HE 1000 B 4 S460 115,0 1,623 0,959 22,79 31,77 303 440 16,4 26,0 27,1 59,0 0,29 3,00 4,28 3,56 4,08 4,16 10,37 11364 1,9 14813 228 1945 3624 55

3,0 HE 800x444 6 S355 91,2 2,610 0,986 23,06 39,52 196 335 12,9 26,7 27,1 48,8 0,50 3,00 4,40 3,49 3,89 4,16 10,37 11188 1,9 15389 209 1969 3648 90

3,0 HE 1000x249 5 S460 110,0 1,753 0,988 23,30 30,76 330 440 15,8 26,7 27,1 66,9 0,27 3,00 4,41 3,43 3,92 4,16 10,37 11124 1,9 15884 211 2015 3694 30

3,5 HE 700x418 7 S355 89,4 2,864 0,993 23,54 40,31 192 335 13,6 26,9 27,1 54,9 0,44 3,00 4,43 3,40 3,78 4,16 10,37 11128 1,9 16520 205 2037 3716 94

3,5 HE 1000x249 5 S460 106,0 1,794 0,985 23,71 30,58 331 440 15,4 26,7 27,1 64,9 0,25 3,00 4,40 3,37 3,84 4,16 10,37 11076 1,9 16874 206 2071 3750 25

4,0 HD 400x1299 6 S355 70,0 6,138 0,981 24,98 62,26 122 295 11,1 26,5 27,1 45,2 0,94 3,00 4,38 3,26 3,54 4,16 10,37 11401 1,9 18792 203 2222 3902 *

4,0 HE 900 A 6 S460 99,0 2,031 0,995 24,02 34,43 294 440 14,3 26,9 27,1 65,8 0,27 3,00 4,44 3,32 3,74 4,16 10,37 11033 1,9 17643 204 2114 3793 34

4,5 HD 400x1299 7 S355 67,0 7,107 0,892 25,86 71,64 110 295 9,4 24,1 27,1 41,3 0,87 3,00 3,99 3,32 3,56 4,16 10,37 12616 1,9 20220 205 2342 4022 *

4,5 HE 900 A 7 S355 96,0 2,269 0,928 24,61 31,56 262 345 12,6 25,1 27,1 59,3 0,25 3,00 4,14 3,35 3,74 4,16 10,37 11889 1,9 18712 206 2200 3879 35

2,5 HL 920x725 4 S355 106,9 2,733 0,593 21,22 49,55 132 325 8,7 14,8 24,9 29,2 0,32 3,00 2,44 4,22 4,63 4,16 10,37 16701 1,9 15412 261 2002 3395 *

2,5 HL 1100 M 4 S355 122,8 2,011 0,601 21,34 37,69 189 345 10,2 14,8 24,9 36,6 0,20 3,00 2,45 4,18 4,66 4,16 10,37 16566 1,9 15651 261 2024 3417 109

3,0 HL 920x588 5 S355 104,5 2,846 0,578 21,81 51,63 137 335 8,3 14,4 24,9 31,5 0,27 3,00 2,37 4,17 4,55 4,16 10,37 17189 1,9 16601 261 2083 3476 *

3,0 HL 1100 A 5 S355 124,0 2,138 0,627 22,18 38,14 201 345 9,6 13,6 24,9 40,4 0,15 3,00 2,24 4,21 4,66 4,16 10,37 18149 1,9 17274 266 2146 3540 95

3,5 HL 920x537 6 S355 103,5 3,144 0,527 22,46 56,42 129 335 7,5 13,1 24,9 30,3 0,23 3,00 2,16 4,25 4,60 4,16 10,37 18867 1,9 18007 266 2178 3571 *

3,5 HL 1100 A 5 S355 124,0 2,212 0,621 22,89 38,85 201 345 8,9 12,7 24,9 40,4 0,13 3,00 2,09 4,23 4,66 4,16 10,37 19496 1,9 18783 270 2251 3644 83

4,0 HE 900x466 8 S355 100,8 3,597 0,511 23,08 61,16 126 335 7,1 12,7 24,9 31,4 0,20 3,00 2,10 4,21 4,53 4,16 10,37 19479 1,9 19298 266 2270 3663 114

4,0 HL 1100 A 6 S355 116,0 2,531 0,560 23,31 44,34 179 345 7,8 12,4 24,9 36,6 0,14 3,00 2,05 4,21 4,59 4,16 10,37 19924 1,9 19756 269 2313 3706 88

4,5 HE 900x466 8 S355 100,8 3,667 0,492 23,75 61,86 126 335 6,9 12,3 24,9 31,2 0,18 3,00 2,02 4,18 4,49 4,16 10,37 20215 1,9 20502 266 2369 3762 118

4,5 HL 1000 A 7 S355 114,0 2,750 0,540 24,07 46,67 172 345 7,7 11,9 24,9 39,2 0,12 3,00 1,97 4,17 4,53 4,16 10,37 20739 1,9 21116 269 2427 3820 87

3,5 HL 920x588 6 S460 104,5 3,510 0,810 32,23 41,36 182 430 11,1 12,1 22,9 42,0 0,28 1,50 2,00 3,84 4,18 4,16 10,37 20425 1,9 22856 252 3012 4839 123

3,5 HL 1100 A 5 S460 124,0 2,327 0,842 32,60 48,21 299 440 14,2 12,6 22,9 57,1 0,17 1,50 2,08 3,72 4,14 4,16 10,37 19496 1,9 23343 250 3058 4900 82

4,0 HE 900x466 8 S355 103,8 3,694 0,639 32,99 61,99 197 335 11,4 12,2 22,9 48,6 0,24 1,50 2,01 3,76 4,09 4,16 10,37 20377 1,9 24158 250 3102 4962 90

4,0 HL 1100 A 6 S355 117,0 2,615 0,838 33,11 44,57 268 345 12,5 12,2 22,9 52,4 0,17 1,50 2,01 3,74 4,11 4,16 10,37 20252 1,9 24417 250 3127 4978 84

4,5 HE 900x466 9 S355 100,8 4,091 0,574 33,40 68,81 176 335 10,1 11,4 22,9 43,5 0,22 1,50 1,87 3,84 4,14 4,16 10,37 21914 1,9 25408 253 3178 5019 94

4,5 HL 1000 A 7 S355 114,0 2,809 0,802 33,67 46,67 253 345 12,3 11,9 22,9 54,9 0,15 1,50 1,97 3,72 4,08 4,16 10,37 20739 1,9 25662 250 3201 5066 84

5,0 HE 900x391 10 S355 100,2 3,997 0,610 33,97 64,97 188 335 10,3 11,6 22,9 46,6 0,19 1,50 1,91 3,76 4,05 4,16 10,37 21494 1,9 26401 251 3240 5114 83

5,0 HE 1000 B 7 S355 115,0 2,796 0,823 34,37 45,69 272 345 12,5 11,6 22,9 58,0 0,13 1,50 1,91 3,70 4,05 4,16 10,37 21192 1,9 27047 250 3301 5176 47

5,5 HE 800x444 11 S355 96,2 4,720 0,555 34,68 74,24 161 335 10,0 11,2 22,9 43,8 0,19 1,50 1,85 3,75 4,03 4,16 10,37 22282 1,9 27805 251 3343 5227 102

5,5 HE 1000 A 8 S355 114,0 2,929 0,824 35,09 45,61 272 345 11,9 11,3 22,9 58,3 0,12 1,50 1,87 3,68 4,02 4,16 10,37 21820 1,9 28442 250 3404 5290 36

3,5 HL 920x1077 5 S355 114,1 4,758 0,457 34,16 91,19 121 315 8,2 7,8 19,6 25,7 0,23 1,50 1,29 4,61 4,91 4,16 10,37 31782 1,9 24786 302 3194 5126 *

3,5 HL 1000x883 5 S355 121,2 4,131 0,499 34,15 79,95 137 315 9,0 8,0 19,6 28,0 0,19 1,50 1,31 4,57 4,90 4,16 10,37 31236 1,9 24775 300 3193 5124 *

4,0 HL 920x970 6 S355 111,3 5,166 0,421 34,85 97,69 116 315 7,6 7,4 19,6 25,5 0,21 1,50 1,22 4,65 4,92 4,16 10,37 33650 1,9 26242 304 3299 5232 *

4,0 HL 1100x607 6 S355 128,8 3,785 0,514 35,08 76,98 158 335 8,9 7,4 19,6 31,0 0,13 1,50 1,21 4,63 4,95 4,16 10,37 33692 1,9 26590 306 3332 5266 138

4,5 HL 920x970 7 S355 111,3 5,951 0,357 35,31 113,65 101 315 6,4 6,4 19,6 22,8 0,17 1,50 1,06 4,86 5,11 4,16 10,37 38916 1,9 28280 313 3449 5322 *

4,5 HL 1100x548 7 S355 122,8 4,006 0,496 35,43 79,65 152 335 8,3 7,4 19,6 30,0 0,12 1,50 1,22 4,57 4,88 4,16 10,37 33692 1,9 27661 301 3390 5321 130

5,0 HL 920x970 7 S355 111,3 6,015 0,353 36,02 114,54 101 315 6,3 6,3 19,6 22,8 0,15 1,50 1,04 4,84 5,08 4,16 10,37 39877 1,9 29557 313 3538 5427 *

5,0 HL 1100 R 7 S355 126,8 3,880 0,526 36,31 75,11 164 335 8,4 7,1 19,6 32,5 0,10 1,50 1,17 4,56 4,86 4,16 10,37 35062 1,9 29420 301 3525 5455 121

5,5 HL 920x970 8 S355 111,3 6,805 0,309 36,39 130,45 89 315 5,4 5,6 19,6 20,6 0,13 1,50 0,92 5,00 5,23 4,16 10,37 45085 1,9 31686 318 3710 5515 *

5,5 HL 1100 M 9 S355 122,8 4,310 0,473 37,00 84,60 150 345 7,6 6,7 19,6 30,0 0,09 1,50 1,11 4,59 4,87 4,16 10,37 36940 1,9 30874 304 3633 5564 119

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 19,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

99 5 HE 900 M S460 1,8926 89,6 6 HE 800x373 S355 2,3104 84,6 7 HE 650x407 S355 2,7536 80,8 8 HE 700x352 S355 2,8274 76,6 8 HE 650x407 S355 3,1167
100,1 4 HL 920x368 S460 1,7457 91,2 5 HE 800x444 S355 2,2598 86,4 6 HE 700x418 S355 2,5159 84,4 6 HE 700x418 S355 2,5507 78 9 HE 650x343 S355 3,0537
102,7 4 HL 920x344 S460 1,6896 96,4 6 HE 800 M S355 2,1126 88,4 7 HE 800 M S355 2,3795 87 8 HE 800 B S355 2,3888 79,8 8 HE 700x352 S355 2,874
106 4 HL 1000 A S460 1,6393 97 6 HE 900 B S460 2,0439 89,6 6 HE 800x373 S355 2,3556 88,4 6 HE 800 M S460 2,2081 81,6 7 HE 650x407 S355 2,8342

98 5 HE 900 M S460 1,9458 91,2 5 HE 800x444 S355 2,3059 89,4 6 HE 800 M S355 2,1753 82,8 7 HE 700x352 S355 2,6108
99 6 HE 900 A S460 1,917 91,4 6 HE 800 M S355 2,1352 94 7 HE 800 A S460 2,0884 86 9 HE 800 A S355 2,4664

100 5 HE 900 B S460 1,8092 92,6 5 HE 800x373 S460 2,1109 95 6 HE 800 B S460 2,0254 86,6 7 HE 700 M S355 2,4026
106 5 HE 1000 A S460 1,795 96 6 HE 900 A S460 1,9541 88 7 HE 800 B S460 2,2699

96,4 5 HE 800 M S460 1,9352
97 5 HE 900 B S460 1,8469

101,8 4 HL 920x449 S355 1,9429 97,6 6 HE 800x373 S355 2,3497 89,6 7 HE 800x373 S355 2,6562 82,4 8 HE 700x418 S355 3,1997 68 6 HD 400x1299 S355 6,16
104,3 4 HL 920x420 S355 1,8741 98 6 HE 900 M S355 2,1836 91,2 6 HE 800x444 S355 2,6557 87,8 8 HE 700x352 S355 2,8732 71,9 7 HD 400x1086 S355 6,1107
107 4 HL 1000 B S355 1,732 99,2 5 HE 900x391 S355 2,1227 94,2 5 HE 800x444 S355 2,3231 88,4 8 HE 800 M S355 2,6917 81,4 8 HE 700x418 S355 3,247

110,8 4 HE 1000 M S355 1,677 99,7 5 HL 920x344 S355 1,9946 97 7 HE 900 B S355 2,303 91,4 7 HE 800 M S355 2,4498 82,8 9 HE 700x352 S355 3,1811
111 4 HL 1000 A S355 1,6332 103 5 HE 900 M S355 1,9359 98 6 HE 900 B S355 2,0656 92,6 6 HE 800x373 S355 2,4265 84,6 8 HE 650x407 S355 3,1757

107 5 HE 1000 A S460 1,7999 99,7 5 HL 920x344 S355 2,049 96 7 HE 900 A S355 2,2012 86,4 7 HE 700x418 S355 2,9526
101 5 HE 900 M S355 1,9814 97 6 HE 900 B S355 2,118 86,6 9 HE 700 M S355 2,9041
105 5 HE 900 B S460 1,8928 88 9 HE 800 B S355 2,6803
106 5 HE 1000 A S460 1,8551 89,4 7 HE 800 M S355 2,4981

92 8 HE 800 B S355 2,4858
94 8 HE 800 A S355 2,3239
95 7 HE 800 B S355 2,2835

110,7 4 HL 920x656 S355 2,5399 110 5 HL 1000x539 S355 2,7072 104,5 5 HL 920x588 S355 2,9026 103,5 6 HL 920x537 S355 3,2061 102,7 7 HL 920x491 S355 3,4736
111,8 4 HL 1000x642 S355 2,5061 110,6 6 HE 1000x438 S355 2,69 108,6 7 HE 1000x393 S355 2,8724 105,7 6 HL 920x491 S355 3,0337 102,8 7 HL 920x449 S355 3,2749
112 4 HL 1000x591 S355 2,3689 112 5 HL 1000x483 S355 2,5272 109,8 6 HL 920x449 S355 2,8219 107,8 8 HE 1000 M S355 2,9883 106,3 7 HL 920x420 S355 3,1625

117,6 4 HE 1000x584 S355 2,3535 116,2 5 HL 1000x443 S355 2,4115 110 5 HL 1000x539 S355 2,7685 108,2 6 HL 1000x443 S355 2,8538 107,8 8 HE 1000 M S355 3,0649
118 4 HL 1000x539 S355 2,253 117 5 HL 1100 B S355 2,2646 110,6 6 HE 1000x438 S355 2,7522 110,6 6 HE 1000x438 S355 2,8203 108 7 HL 1000 B S355 2,9071

118,8 4 HL 1100 R S355 2,1775 124 5 HL 1100 A S460 2,1732 112 5 HL 1000x483 S355 2,5906 110,8 6 HL 1000 M S355 2,7254 112 8 HE 1000 B S355 2,9012
122,8 4 HL 1100 M S460 2,0466 116,2 5 HL 1000x443 S355 2,4786 115 6 HL 1000 B S355 2,5758 114 7 HL 1000 A S460 2,7964

117 5 HL 1100 B S355 2,3328 116 6 HL 1100 A S460 2,5737
124 5 HL 1100 A S460 2,2476

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

105,7 5 HL 920x656 S460 3,2869 104,5 6 HL 920x588 S355 3,497 102,7 7 HL 920x491 S460 3,6035 101,3 8 HL 920x420 S355 3,5834 99,2 10 HE 900x391 S355 4,0443
109,6 7 HE 1000x438 S355 3,1731 106,5 6 HL 920x537 S460 3,3703 106,8 7 HL 920x449 S355 3,3631 104,8 7 HL 920x449 S355 3,4111 100,6 9 HL 920x390 S355 3,7889
110,2 5 HL 1000x554 S460 2,9575 107,8 7 HL 1000 M S355 3,1137 107 8 HL 1000 B S355 3,2584 106 9 HL 1000 A S355 3,3559 103,1 9 HL 920x368 S355 3,6765
111 5 HL 1000x539 S355 2,854 109 6 HL 1000x483 S355 3,1002 107,8 7 HL 1000 M S355 3,1711 106,3 7 HL 920x420 S355 3,2854 104,7 9 HL 920x344 S355 3,5452
117 5 HL 1000x483 S355 2,699 110,8 8 HE 1000 M S355 3,0857 108,8 8 HE 1000 M S355 3,131 107,8 8 HE 1000 M S355 3,189 106 9 HL 1000 A S355 3,4179

117,8 5 HL 1100 M S355 2,5663 111,2 6 HL 1000x443 S355 2,9513 110 7 HL 1000 B S355 2,9806 108 7 HL 1000 B S355 3,0319 107 9 HE 1000 B S355 3,3085
120 5 HL 1100 B S355 2,4298 112,8 6 HL 1000 M S355 2,8163 112 8 HE 1000 B S355 3,0291 107,8 8 HE 1000 M S355 3,2519

116,6 6 HE 1000x393 S355 2,7538 112,8 7 HE 1000 M S355 2,9475 111 9 HE 1000 A S355 3,1365
117 6 HL 1100 A S460 2,6581 114 7 HL 1000 A S355 2,88 112 8 HE 1000 B S355 3,0957

115 7 HE 1000 B S460 2,8414 114 8 HE 1000 A S460 2,9743

117,8 5 HL 1000x976 S355 4,4313 113,8 7 HL 1000x748 S355 4,8379 113,1 6 HL 920x1077 S355 5,6769 112,6 10 HE 1000x584 S355 5,4207 111,8 9 HL 1000x642 S355 5,4276
121,2 5 HL 1000x883 S460 4,2222 116,2 6 HL 1000x883 S355 4,8377 113,8 7 HL 1000x748 S355 4,8977 113,8 7 HL 1000x748 S355 4,9655 112 9 HL 1000x591 S355 5,1188

120,8 7 HL 1100x607 S355 4,2086 119 8 HL 1000x591 S355 4,5815 114,8 8 HL 1000x642 S355 4,8968 117,6 9 HE 1000x584 S355 5,0831
124,8 7 HL 1100x548 S355 3,95 119,8 8 HL 1100x548 S355 4,418 119 8 HL 1000x591 S355 4,6551 118 9 HL 1000x539 S355 4,8565
128,8 6 HL 1100x607 S460 3,8606 120,8 7 HL 1100x607 S355 4,2754 119,8 8 HL 1100x548 S355 4,4927 118,8 9 HL 1100 R S355 4,6861

121,8 8 HL 1100 R S355 4,1625 120,8 7 HL 1100x607 S355 4,3502 122,8 9 HL 1100 M S460 4,3906
122,8 7 HL 1100x548 S460 4,0851 121,8 8 HL 1100 R S355 4,2393

122,8 7 HL 1100x548 S355 4,0827
126,8 7 HL 1100 R S460 3,9522

Span length = 19,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 800x444 5 S355 94,2 2,220 0,999 22,96 33,41 230 335 15,9 31,8 31,8 57,5 0,56 4,50 5,17 3,28 3,72 4,10 10,27 9792 1,9 14161 202 1908 3638 86

2,5 HE 1000 B 4 S460 107,0 1,589 0,988 22,99 30,46 321 440 17,4 31,4 31,8 62,8 0,36 4,50 5,11 3,28 3,79 4,10 10,27 9826 1,9 14313 202 1922 3652 52

3,0 HE 800x373 6 S355 90,6 2,313 0,997 23,37 33,55 234 335 15,0 31,7 31,8 60,1 0,50 4,50 5,16 3,22 3,64 4,10 10,27 9844 1,9 15070 202 1964 3694 74

3,0 HE 1000 A 5 S460 106,0 1,793 0,893 23,70 33,15 308 440 15,3 28,4 31,8 62,8 0,31 4,50 4,62 3,34 3,81 4,10 10,27 10973 1,9 15645 205 2019 3749 40

3,5 HE 700x418 7 S355 84,4 2,833 0,974 23,82 39,23 201 335 14,0 31,0 31,8 58,1 0,53 4,50 5,04 3,20 3,57 4,10 10,27 10115 1,9 16082 202 2022 3752 88

3,5 HE 900 B 5 S460 98,0 1,851 0,981 23,89 32,71 305 440 16,1 31,2 31,8 66,6 0,33 4,50 5,08 3,17 3,61 4,10 10,27 9923 1,9 16275 202 2040 3770 43

4,0 HE 700x418 7 S355 81,4 2,860 0,989 24,10 39,10 200 335 13,4 31,4 31,8 57,1 0,52 4,50 5,12 3,14 3,50 4,10 10,27 9963 1,9 16767 201 2057 3787 88

4,0 HE 900 A 6 S460 96,0 2,010 0,945 24,39 33,80 306 440 14,9 30,0 31,8 69,3 0,30 4,50 4,89 3,16 3,57 4,10 10,27 10356 1,9 17343 202 2113 3843 32

4,5 HD 400x1299 7 S355 67,0 7,103 0,794 26,46 71,64 112 295 9,6 25,3 31,8 43,4 0,88 4,50 4,12 3,23 3,47 4,10 10,27 12616 1,9 20219 203 2373 4103 *

4,5 HE 800 A 7 S460 94,0 2,152 0,954 24,96 33,37 312 440 15,4 30,3 31,8 81,6 0,27 4,50 4,94 3,07 3,47 4,10 10,27 10291 1,9 18369 <200 2196 3926 28

2,5 HE 900x466 5 S355 100,8 2,326 0,937 23,29 38,23 204 335 13,3 25,6 27,3 46,2 0,44 3,00 4,17 3,60 4,03 4,10 10,27 12174 1,9 14647 232 1954 3644 92

2,5 HE 1000 B 4 S460 115,0 1,622 0,995 23,33 31,77 310 440 16,8 27,2 27,3 62,2 0,29 3,00 4,42 3,47 3,99 4,10 10,27 11364 1,9 14813 223 1970 3660 52

3,0 HE 800x444 6 S355 94,2 2,622 0,974 23,74 40,09 198 335 13,3 26,6 27,3 51,2 0,45 3,00 4,33 3,46 3,86 4,10 10,27 11751 1,9 15614 208 2016 3705 90

3,0 HE 1000x249 5 S460 113,0 1,766 0,966 23,99 31,34 335 440 15,9 26,4 27,3 70,2 0,25 3,00 4,29 3,42 3,90 4,10 10,27 11805 1,9 16109 211 2063 3753 28

3,5 HE 800x373 7 S355 90,6 2,659 0,998 24,03 39,14 203 335 12,8 27,3 27,3 52,8 0,41 3,00 4,43 3,38 3,75 4,10 10,27 11485 1,9 16432 205 2055 3745 79

3,5 HE 1000x249 5 S460 108,0 1,804 0,981 24,37 30,97 337 440 15,6 26,8 27,3 68,3 0,23 3,00 4,36 3,34 3,80 4,10 10,27 11537 1,9 17049 206 2114 3804 23

4,0 HD 400x1299 6 S355 72,0 6,147 0,983 25,67 62,76 123 295 11,5 26,9 27,3 47,5 0,88 3,00 4,37 3,21 3,49 4,10 10,27 11781 1,9 18992 203 2270 3960 *

4,0 HE 900 A 6 S460 101,0 2,043 0,989 24,70 34,87 299 440 14,5 27,0 27,3 69,3 0,25 3,00 4,40 3,28 3,70 4,10 10,27 11513 1,9 17843 204 2160 3850 32

4,5 HD 400x1299 7 S355 67,0 7,103 0,925 26,46 71,64 112 295 9,6 25,3 27,3 43,4 0,88 3,00 4,12 3,23 3,47 4,10 10,27 12616 1,9 20219 203 2373 4063 *

4,5 HE 900 A 7 S355 96,0 2,266 0,962 25,19 31,56 268 345 12,9 26,3 27,3 62,4 0,25 3,00 4,28 3,27 3,65 4,10 10,27 11889 1,9 18712 204 2229 3918 33

2,5 HL 920x725 4 S355 106,9 2,732 0,616 21,72 49,55 135 325 8,9 15,5 25,1 30,7 0,32 3,00 2,52 4,11 4,51 4,10 10,27 16701 1,9 15412 259 2028 3430 *

2,5 HL 1100 M 4 S355 125,8 2,021 0,610 21,96 38,23 193 345 10,3 14,8 25,1 38,5 0,18 3,00 2,41 4,14 4,62 4,10 10,27 17338 1,9 15839 261 2068 3470 109

3,0 HL 920x656 5 S355 105,7 3,080 0,546 22,53 57,54 127 335 7,8 13,7 25,1 29,9 0,27 3,00 2,23 4,22 4,59 4,10 10,27 18906 1,9 16915 265 2140 3542 *

3,0 HL 1100 B 5 S355 120,0 2,277 0,580 22,62 42,13 183 345 9,1 14,1 25,1 37,6 0,17 3,00 2,29 4,14 4,57 4,10 10,27 18372 1,9 17123 263 2160 3562 100

3,5 HL 920x537 6 S355 103,5 3,142 0,547 22,99 56,42 132 335 7,7 13,7 25,1 31,9 0,23 3,00 2,24 4,14 4,49 4,10 10,27 18867 1,9 18007 262 2206 3608 *

3,5 HL 1100 A 5 S355 124,0 2,210 0,636 23,43 38,85 206 345 9,1 13,3 25,1 42,5 0,13 3,00 2,16 4,12 4,54 4,10 10,27 19496 1,9 18783 265 2280 3682 78

4,0 HE 900x466 8 S355 101,8 3,600 0,523 23,69 61,43 129 335 7,3 13,1 25,1 33,0 0,20 3,00 2,14 4,12 4,44 4,10 10,27 19770 1,9 19398 261 2309 3711 112

4,0 HL 1100 A 6 S355 117,0 2,535 0,571 23,93 44,57 183 345 8,0 12,8 25,1 38,5 0,13 3,00 2,08 4,12 4,50 4,10 10,27 20252 1,9 19856 266 2353 3755 83

4,5 HE 900x466 9 S355 100,8 4,029 0,473 24,55 68,81 118 335 6,5 11,9 25,1 30,4 0,18 3,00 1,93 4,20 4,50 4,10 10,27 21914 1,9 20863 269 2434 3836 121

4,5 HE 1000 M 7 S355 115,8 2,838 0,524 24,79 49,64 172 345 7,8 12,0 25,1 40,3 0,12 3,00 1,95 4,13 4,48 4,10 10,27 21561 1,9 21344 267 2480 3882 66

3,5 HL 920x588 6 S460 105,5 3,513 0,827 33,16 41,55 186 430 11,4 12,5 23,2 44,0 0,27 1,50 2,04 3,76 4,10 4,10 10,27 20701 1,9 22943 250 3059 4923 121

3,5 HL 1100 B 5 S355 125,0 2,457 0,843 33,41 43,95 269 345 13,3 12,1 23,2 53,1 0,16 1,50 1,98 3,77 4,17 4,10 10,27 21246 1,9 23574 252 3120 4957 93

4,0 HL 920x588 6 S460 104,5 3,567 0,608 33,73 78,78 185 430 11,0 12,2 23,2 43,4 0,25 1,50 1,99 3,75 4,07 4,10 10,27 21224 1,9 24090 250 3136 5011 123

4,0 HL 1100 A 6 S355 121,0 2,639 0,844 34,11 45,53 271 345 12,6 11,9 23,2 54,9 0,15 1,50 1,95 3,74 4,11 4,10 10,27 21637 1,9 24817 251 3206 5065 80

4,5 HE 900x466 9 S355 100,8 4,087 0,589 34,34 68,81 181 335 10,4 11,9 23,2 45,7 0,22 1,50 1,93 3,74 4,04 4,10 10,27 21914 1,9 25408 250 3219 5105 92

4,5 HL 1100 A 7 S355 116,0 2,962 0,745 34,51 51,59 237 345 11,0 11,3 23,2 48,3 0,14 1,50 1,83 3,80 4,14 4,10 10,27 22987 1,9 25990 253 3274 5123 85

5,0 HE 900x466 9 S355 100,8 4,146 0,571 34,90 69,51 177 335 10,0 11,5 23,2 44,0 0,20 1,50 1,87 3,75 4,03 4,10 10,27 22651 1,9 26598 251 3301 5190 93

5,0 HE 1000 M 7 S355 115,8 2,969 0,768 35,30 50,32 253 345 11,8 11,4 23,2 55,6 0,13 1,50 1,85 3,71 4,05 4,10 10,27 22636 1,9 27285 251 3367 5250 57

5,5 HE 800x444 11 S460 99,2 4,844 0,765 35,78 48,38 163 430 10,2 11,1 23,2 45,8 0,18 1,50 1,81 3,72 4,00 4,10 10,27 23473 1,9 28217 251 3426 5328 104

5,5 HE 1000 B 8 S355 115,0 3,120 0,744 36,04 51,96 245 345 11,2 10,9 23,2 54,1 0,11 1,50 1,77 3,72 4,04 4,10 10,27 23776 1,9 28769 252 3479 5363 47

3,5 HL 920x1194 5 S355 115,1 5,164 0,427 35,25 95,23 113 295 7,7 7,5 19,9 24,4 0,23 1,50 1,22 4,67 4,95 4,10 10,27 34968 1,9 25253 306 3280 5223 *

3,5 HL 1000x976 5 S355 120,8 4,446 0,471 35,08 87,57 129 315 8,5 7,8 19,9 26,9 0,20 1,50 1,27 4,58 4,89 4,10 10,27 33363 1,9 25028 301 3259 5199 *

4,0 HL 920x1077 6 S355 113,1 5,617 0,396 36,04 108,69 108 315 7,1 7,0 19,9 24,3 0,20 1,50 1,14 4,72 4,98 4,10 10,27 37298 1,9 26832 309 3398 5342 *

4,0 HL 1100x548 7 S355 127,8 3,967 0,516 35,91 80,31 158 335 8,8 7,5 19,9 32,8 0,13 1,50 1,22 4,55 4,87 4,10 10,27 34523 1,9 26691 300 3385 5324 128

4,5 HL 920x970 7 S355 111,3 5,947 0,374 36,67 113,65 104 315 6,7 6,7 19,9 24,0 0,17 1,50 1,10 4,73 4,98 4,10 10,27 38916 1,9 28280 311 3493 5438 *

4,5 HL 1100x548 7 S355 127,8 4,040 0,500 36,59 81,39 154 335 8,4 7,2 19,9 31,5 0,11 1,50 1,17 4,57 4,88 4,10 10,27 36128 1,9 28223 302 3488 5428 131

5,0 HL 920x970 7 S355 111,3 6,011 0,364 37,26 114,54 104 315 6,5 6,6 19,9 24,0 0,15 1,50 1,07 4,72 4,96 4,10 10,27 39877 1,9 29557 310 3584 5527 *

5,0 HL 1100x548 7 S355 127,8 4,121 0,494 37,35 82,38 153 335 8,0 6,9 19,9 31,2 0,10 1,50 1,12 4,58 4,87 4,10 10,27 37666 1,9 29756 303 3603 5543 131

5,5 HL 920x970 8 S355 111,3 6,801 0,321 37,90 130,45 92 315 5,7 5,8 19,9 21,6 0,13 1,50 0,95 4,87 5,10 4,10 10,27 45085 1,9 31686 316 3758 5647 *

5,5 HL 1100 M 9 S355 125,8 4,333 0,479 38,09 85,80 152 345 7,7 6,7 19,9 31,6 0,09 1,50 1,10 4,55 4,83 4,10 10,27 38646 1,9 31286 300 3720 5658 118

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 19,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

99,2 5 HE 900x391 S355 2,0631 91,2 5 HE 800x444 S355 2,2579 88,4 7 HE 800 M S355 2,3771 82,8 8 HE 700x352 S355 2,8377 70 7 HD 400x990 S460 5,7736
100,6 4 HL 920x390 S460 1,8079 97 6 HE 900 B S460 2,0418 89,6 6 HE 800x373 S355 2,3535 84,6 7 HE 650x407 S355 2,7978 76,6 9 HE 650x407 S355 3,4329
103,1 4 HL 920x368 S460 1,7564 98 5 HE 900 M S460 1,944 91,2 5 HE 800x444 S355 2,304 86,4 6 HE 700x418 S355 2,5616 79,6 8 HE 650x407 S355 3,1363
104,7 4 HL 920x344 S460 1,6963 101 6 HE 900 A S460 1,9249 93,4 6 HE 800 M S460 2,184 88 8 HE 800 B S355 2,3928 80 9 HE 650x343 S355 3,0659
106 4 HL 1000 A S460 1,6379 102 5 HE 900 B S460 1,8173 94,6 5 HE 800x373 S460 2,1205 91,4 6 HE 800 M S460 2,2256 80,8 8 HE 700x352 S355 2,8786

97 6 HE 900 A S460 1,9578 95 6 HE 800 B S460 2,0234 81,6 9 HE 700 M S355 2,8643
83 8 HE 650x343 S355 2,8135

84,8 7 HE 700x352 S355 2,623
86 9 HE 800 A S460 2,5053
87 8 HE 800 B S355 2,4464
89 8 HE 800 A S460 2,3216
90 7 HE 800 B S460 2,2823

102,7 4 HL 920x491 S355 2,0589 99 6 HE 900 M S355 2,1864 91,2 6 HE 800x444 S355 2,6534 84,4 8 HE 700x418 S355 3,2099 72 6 HD 400x1299 S355 6,186
104,8 4 HL 920x449 S355 1,9536 100,1 5 HL 920x368 S355 2,0757 96,2 5 HE 800x444 S355 2,3326 89,4 8 HE 800 M S355 2,6955 81,4 9 HE 700x418 S355 3,5745
106,3 4 HL 920x420 S355 1,8808 102,7 5 HL 920x344 S355 2,0075 97 7 HE 900 B S355 2,3007 93,4 7 HE 800 M S355 2,4605 81,6 9 HE 650x407 S355 3,4698
107,8 4 HL 1000 M S355 1,8519 106 5 HL 1000 A S355 1,9464 98 6 HE 900 M S355 2,234 94,6 6 HE 800x373 S355 2,4374 82,4 8 HE 700x418 S355 3,2514
108 4 HL 1000 B S355 1,7346 107 5 HE 1000 B S355 1,8856 99,2 5 HE 900x391 S355 2,1742 96 8 HE 900 A S355 2,4194 84,8 9 HE 700x352 S355 3,1927

112,8 4 HE 1000 M S355 1,6837 109 5 HE 1000 A S460 1,808 99,7 5 HL 920x344 S355 2,0472 97 6 HE 900 B S355 2,116 87,8 8 HE 700x352 S355 2,9301
114 4 HL 1000 A S460 1,6706 103 5 HE 900 M S355 1,991 88,4 8 HE 800 M S355 2,7496

105 5 HE 900 B S460 1,891 90 9 HE 800 B S355 2,6922
106 5 HE 1000 A S460 1,8534 91,4 7 HE 800 M S355 2,5104

95 8 HE 800 B S355 2,5053
96 7 HE 900 A S460 2,303

111,8 4 HL 1000x642 S355 2,5043 107,5 5 HL 920x588 S355 2,8587 105,7 5 HL 920x656 S355 3,1369 103,5 6 HL 920x537 S355 3,2036 102,7 7 HL 920x491 S355 3,4707
116 4 HL 1000x591 S355 2,3836 110 5 HL 1000x539 S355 2,7051 107,5 5 HL 920x588 S355 2,9176 107,7 6 HL 920x491 S355 3,0443 106,8 7 HL 920x449 S355 3,3016

118,2 4 HL 1000x554 S355 2,2927 112,6 6 HE 1000x438 S355 2,6975 110 5 HL 1000x539 S355 2,7663 107,8 7 HL 1000 M S355 3,0333 107 8 HL 1000 B S355 3,1968
118,8 4 HL 1100 R S355 2,1758 114 5 HL 1000x483 S355 2,535 112,6 6 HE 1000x438 S355 2,7613 108,8 8 HE 1000 M S355 2,992 107,8 7 HL 1000 M S355 3,1097
125,8 4 HL 1100 M S460 2,0572 117,8 5 HL 1100 M S355 2,4159 114 5 HL 1000x483 S355 2,6 109,2 6 HL 1000x443 S355 2,858 110 7 HL 1000 B S355 2,9193

120 5 HL 1100 B S460 2,3177 117,8 5 HL 1100 M S355 2,4844 112,6 6 HE 1000x438 S355 2,8311 115,8 7 HE 1000 M S460 2,889
118 5 HL 1100 B S355 2,3366 112,8 6 HL 1000 M S355 2,7362
124 5 HL 1100 A S460 2,2457 116,6 6 HE 1000x393 S355 2,6738

117 6 HL 1100 A S460 2,578

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

106,9 5 HL 920x725 S355 3,4845 108,2 7 HL 1000x443 S355 3,2835 103,5 7 HL 920x537 S355 3,7534 101,8 8 HL 920x449 S460 3,8167 99,2 11 HE 900x391 S355 4,354
108,7 5 HL 920x656 S460 3,3018 110 6 HL 1000x483 S355 3,1043 105,7 7 HL 920x491 S460 3,6227 103,7 7 HL 920x491 S460 3,6694 100,8 9 HE 900x466 S355 4,2019
111 5 HL 1000x591 S460 3,0884 115,8 6 HL 1000 M S355 2,8336 107 8 HL 1000 B S355 3,2555 104,3 8 HL 920x420 S355 3,6049 103,6 9 HL 920x390 S355 3,8126

113,6 5 HE 1000x584 S355 2,9941 117 6 HL 1100 B S355 2,8062 108,8 7 HL 1000 M S355 3,1757 107 8 HL 1000 B S355 3,3209 105,1 9 HL 920x368 S355 3,6912
115 5 HL 1000x539 S355 2,8748 121 6 HL 1100 A S460 2,682 112 7 HL 1000 B S355 2,9927 107,8 7 HL 1000 M S355 3,2339 107 9 HL 1000 A S355 3,4238

117,6 6 HE 1000x438 S355 2,8698 115 8 HE 1000 B S355 2,9792 110,8 8 HE 1000 M S355 3,2107 110 9 HE 1000 B S355 3,3324
118,8 5 HL 1100 M S355 2,5699 111,6 7 HE 1000x393 S355 3,1628 110,8 8 HE 1000 M S355 3,276

112 7 HL 1000 B S355 3,062 114 9 HE 1000 A S355 3,1604
115 8 HE 1000 B S355 3,0508

115,8 7 HE 1000 M S460 3,0201

116,2 6 HL 1000x883 S355 4,767 116,2 6 HL 1000x883 S355 4,8347 113,1 6 HL 920x1077 S355 5,6736 113,8 8 HL 1000x748 S355 5,5355 112,6 11 HE 1000x584 S355 5,9281
120,8 5 HL 1000x976 S460 4,5468 123,8 7 HL 1100x607 S355 4,2252 116,2 7 HL 1000x883 S355 5,563 117,6 10 HE 1000x584 S355 5,4574 112,8 9 HL 1000x642 S355 5,4326

127,8 7 HL 1100x548 S460 4,046 116,8 7 HL 1000x748 S355 4,9165 118,8 7 HL 1000x748 S355 5,0031 119 9 HL 1000x591 S355 5,1779
120,8 8 HL 1100x548 S355 4,4219 119,8 8 HL 1000x642 S355 4,9341 119,8 9 HL 1100x548 S355 4,995
123,8 7 HL 1100x607 S355 4,2944 120,8 8 HL 1100x548 S355 4,4975 121,8 9 HL 1100 R S355 4,7094
126,8 8 HL 1100 R S355 4,196 123,8 7 HL 1100x607 S355 4,3716 125,8 9 HL 1100 M S460 4,4141
127,8 7 HL 1100x548 S460 4,1189 126,8 8 HL 1100 R S355 4,2769

127,8 7 HL 1100x548 S460 4,2

Span length = 19,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x391 5 S355 99,2 2,061 0,958 23,61 32,32 245 335 15,4 30,8 32,1 57,0 0,46 4,50 4,95 3,30 3,75 4,05 10,18 10576 1,8 14306 203 1947 3695 78

2,5 HE 1000 B 4 S460 110,0 1,600 0,980 23,69 30,93 326 440 17,6 31,2 32,1 65,8 0,33 4,50 5,01 3,26 3,77 4,05 10,18 10370 1,8 14500 203 1965 3714 49

3,0 HE 800x444 6 S355 91,2 2,605 0,910 24,18 39,52 206 335 13,6 29,2 32,1 53,9 0,50 4,50 4,70 3,31 3,70 4,05 10,18 11188 1,8 15389 203 2020 3768 86

3,0 HE 1000 A 5 S460 106,0 1,792 0,924 24,28 33,15 316 440 15,7 29,7 32,1 66,0 0,31 4,50 4,78 3,26 3,72 4,05 10,18 10973 1,8 15645 203 2044 3793 37

3,5 HE 700x418 7 S355 86,4 2,842 0,971 24,52 39,65 204 335 14,4 31,2 32,1 61,0 0,50 4,50 5,01 3,16 3,53 4,05 10,18 10501 1,8 16257 202 2065 3813 87

3,5 HE 1000 A 5 S460 106,0 1,852 0,857 24,90 33,70 312 440 15,1 27,5 32,1 63,9 0,25 4,50 4,43 3,30 3,74 4,05 10,18 11763 1,8 16929 205 2130 3878 31

4,0 HE 700x418 8 S355 81,4 3,187 0,934 24,92 44,14 186 335 12,6 30,0 32,1 55,5 0,51 4,50 4,82 3,18 3,51 4,05 10,18 10949 1,8 17094 202 2115 3864 90

4,0 HE 900 A 6 S460 96,0 2,008 0,979 24,99 33,80 313 440 15,3 31,4 32,1 72,9 0,30 4,50 5,05 3,08 3,49 4,05 10,18 10356 1,8 17343 <200 2140 3888 30

4,5 HD 400x990 7 S460 70,0 5,770 0,990 26,28 27,75 140 430 13,3 31,8 32,1 60,0 0,84 4,50 5,12 2,95 3,22 4,05 10,18 10410 1,8 19103 <200 2295 4044 *

4,5 HE 800 A 7 S460 94,0 2,150 0,988 25,58 33,37 320 440 15,7 31,8 32,1 85,8 0,28 4,50 5,10 2,99 3,38 4,05 10,18 10291 1,8 18369 <200 2224 3973 26

2,5 HE 900x466 5 S355 100,8 2,324 0,973 23,86 38,23 209 335 13,6 26,8 27,5 48,6 0,45 3,00 4,31 3,50 3,93 4,05 10,18 12174 1,8 14647 214 1980 3675 91

2,5 HE 1000 M 4 S460 115,8 1,723 0,966 24,00 35,02 288 440 16,2 26,6 27,5 59,5 0,28 3,00 4,28 3,48 3,98 4,05 10,18 12165 1,8 14945 225 2008 3704 64

3,0 HE 800x444 6 S355 96,2 2,630 0,977 24,42 40,49 202 335 13,6 26,9 27,5 53,7 0,43 3,00 4,32 3,41 3,81 4,05 10,18 12154 1,8 15764 207 2056 3752 90

3,0 HE 1000 A 5 S460 111,0 1,816 0,983 24,53 34,08 309 440 15,3 27,1 27,5 65,7 0,27 3,00 4,35 3,38 3,84 4,05 10,18 12048 1,8 16020 208 2081 3777 37

3,5 HE 800x444 7 S355 91,2 3,000 0,912 24,89 46,11 179 335 11,6 25,1 27,5 47,5 0,41 3,00 4,04 3,47 3,82 4,05 10,18 13053 1,8 16805 209 2118 3814 93

3,5 HE 1000x249 5 S460 110,0 1,814 0,977 25,09 31,38 343 440 15,8 26,9 27,5 71,9 0,22 3,00 4,33 3,31 3,76 4,05 10,18 12020 1,8 17224 205 2158 3854 22

4,0 HE 700x418 8 S355 86,4 3,220 0,993 25,24 45,31 182 335 12,5 27,4 27,5 55,4 0,42 3,00 4,40 3,28 3,62 4,05 10,18 12001 1,8 17594 204 2164 3860 93

4,0 HE 900 A 6 S460 104,0 2,060 0,963 25,50 35,55 304 440 14,6 26,5 27,5 72,8 0,23 3,00 4,26 3,28 3,69 4,05 10,18 12279 1,8 18143 205 2217 3913 30

4,5 HD 400x1299 7 S355 67,0 7,099 0,959 27,11 71,64 115 295 9,8 26,4 27,5 45,6 0,90 3,00 4,25 3,15 3,39 4,05 10,18 12616 1,8 20219 <200 2403 4099 *

4,5 HE 900 A 7 S355 96,0 2,264 0,999 25,81 31,56 275 345 13,1 27,5 27,5 65,7 0,26 3,00 4,42 3,19 3,56 4,05 10,18 11889 1,8 18712 203 2257 3953 31

2,5 HL 920x787 4 S355 108,1 2,921 0,592 22,43 53,92 128 325 8,6 15,0 25,3 29,8 0,31 3,00 2,41 4,14 4,53 4,05 10,18 18071 1,8 15648 261 2076 3483 *

2,5 HL 1100 R 4 S355 121,8 2,186 0,604 22,46 41,31 177 335 9,8 15,3 25,3 36,1 0,20 3,00 2,45 4,08 4,53 4,05 10,18 17652 1,8 15759 260 2087 3494 115

3,0 HL 920x656 5 S355 105,7 3,078 0,567 23,09 57,54 130 335 8,0 14,3 25,3 31,5 0,27 3,00 2,31 4,12 4,48 4,05 10,18 18906 1,8 16915 261 2167 3574 *

3,0 HL 1100 B 5 S355 122,0 2,285 0,591 23,28 42,53 187 345 9,3 14,3 25,3 39,6 0,16 3,00 2,29 4,08 4,50 4,05 10,18 18944 1,8 17273 263 2202 3609 99

3,5 HL 920x537 6 S355 104,5 3,145 0,561 23,61 56,65 135 335 7,8 14,2 25,3 33,5 0,23 3,00 2,28 4,05 4,40 4,05 10,18 19133 1,8 18095 256 2243 3650 137

3,5 HL 1100 B 5 S355 120,0 2,346 0,588 23,89 42,82 188 345 8,7 13,8 25,3 39,4 0,15 3,00 2,22 4,05 4,45 4,05 10,18 19589 1,8 18576 260 2289 3696 94

4,0 HE 900x466 8 S355 103,8 3,611 0,527 24,41 61,99 132 335 7,5 13,3 25,3 34,7 0,19 3,00 2,14 4,06 4,38 4,05 10,18 20377 1,8 19598 257 2358 3765 110

4,0 HL 1100 A 6 S355 119,0 2,546 0,581 24,65 45,05 187 345 8,1 12,9 25,3 40,6 0,13 3,00 2,08 4,07 4,44 4,05 10,18 20930 1,8 20056 262 2402 3809 79

4,5 HE 900x466 9 S355 100,8 4,025 0,491 25,15 68,81 120 335 6,6 12,4 25,3 31,9 0,18 3,00 2,00 4,09 4,39 4,05 10,18 21914 1,8 20862 260 2466 3873 117

4,5 HL 1100 A 7 S355 116,0 2,901 0,517 25,47 51,59 165 345 7,1 11,8 25,3 36,3 0,12 3,00 1,90 4,14 4,48 4,05 10,18 22987 1,8 21444 269 2522 3929 84

3,5 HL 920x725 5 S460 107,9 3,563 0,812 34,03 43,05 178 430 11,2 12,4 23,5 41,5 0,27 1,50 2,00 3,76 4,08 4,05 10,18 21834 1,8 23126 250 3116 4992 *

3,5 HL 1100 M 5 S355 122,8 2,591 0,796 34,25 47,70 253 345 12,9 12,5 23,5 51,1 0,17 1,50 2,00 3,72 4,10 4,05 10,18 21699 1,8 23512 251 3154 5023 96

4,0 HL 920x656 6 S355 105,7 3,775 0,570 34,64 69,60 171 335 10,3 11,7 23,5 41,2 0,24 1,50 1,88 3,80 4,11 4,05 10,18 23310 1,8 24472 252 3213 5079 131

4,0 HL 1100 A 6 S355 124,0 2,657 0,853 35,10 46,29 275 345 12,7 11,9 23,5 57,5 0,14 1,50 1,91 3,71 4,08 4,05 10,18 22754 1,8 25117 251 3276 5152 76

4,5 HE 900x466 9 S355 103,8 4,106 0,596 35,40 69,74 183 335 10,6 11,9 23,5 47,8 0,21 1,50 1,91 3,71 4,00 4,05 10,18 22925 1,8 25746 250 3293 5200 92

4,5 HL 1100 A 7 S355 116,0 2,960 0,764 35,48 51,59 243 345 11,3 11,8 23,5 50,8 0,15 1,50 1,90 3,70 4,04 4,05 10,18 22987 1,8 25990 251 3316 5211 81

5,0 HE 900x466 10 S355 100,8 4,508 0,548 35,91 76,45 168 335 9,5 11,2 23,5 44,2 0,19 1,50 1,80 3,76 4,03 4,05 10,18 24348 1,8 26958 252 3378 5275 94

5,0 HL 1100 A 7 S355 116,0 3,033 0,757 36,19 52,15 243 345 10,8 11,3 23,5 50,1 0,13 1,50 1,81 3,71 4,04 4,05 10,18 24054 1,8 27399 251 3421 5315 72

5,5 HE 900x466 10 S355 100,8 4,563 0,525 36,55 77,16 162 335 9,2 10,9 23,5 41,5 0,17 1,50 1,76 3,75 4,02 4,05 10,18 25087 1,8 28239 252 3472 5374 99

5,5 HE 1000 M 8 S355 115,8 3,318 0,693 37,01 57,22 227 345 10,7 10,7 23,5 51,8 0,11 1,50 1,72 3,74 4,04 4,05 10,18 25412 1,8 29038 253 3550 5441 57

3,5 HL 920x1269 5 S355 116,3 5,426 0,413 36,25 101,42 109 295 7,4 7,4 20,2 24,2 0,23 1,50 1,18 4,67 4,94 4,05 10,18 37222 1,8 25599 306 3356 5306 *

3,5 HL 1000x976 5 S355 125,8 4,472 0,483 36,13 89,11 130 315 8,7 7,7 20,2 28,1 0,17 1,50 1,24 4,57 4,87 4,05 10,18 35392 1,8 25465 300 3343 5291 *

4,0 HL 920x1077 6 S355 113,1 5,614 0,402 36,79 108,69 110 315 7,2 7,3 20,2 25,5 0,20 1,50 1,18 4,60 4,86 4,05 10,18 37298 1,8 26832 301 3442 5389 *

4,0 HL 1100x607 7 S355 128,8 4,255 0,482 36,95 88,38 147 335 8,4 7,3 20,2 31,5 0,12 1,50 1,17 4,58 4,88 4,05 10,18 37260 1,8 27059 303 3464 5412 137

4,5 HL 920x970 7 S355 111,3 5,944 0,379 37,44 113,65 106 315 6,8 7,0 20,2 25,2 0,17 1,50 1,13 4,62 4,86 4,05 10,18 38916 1,8 28280 302 3538 5486 *

4,5 HL 1100x607 7 S355 128,8 4,328 0,467 37,66 89,55 143 335 8,0 7,0 20,2 30,3 0,11 1,50 1,12 4,60 4,89 4,05 10,18 38922 1,8 28598 304 3569 5518 141

5,0 HL 920x970 7 S355 111,3 6,008 0,371 38,05 114,54 106 315 6,6 6,9 20,2 25,2 0,16 1,50 1,11 4,60 4,84 4,05 10,18 39877 1,8 29557 301 3630 5577 *

5,0 HL 1100x607 7 S355 128,8 4,409 0,464 38,44 90,61 144 335 7,7 6,7 20,2 30,3 0,10 1,50 1,08 4,60 4,88 4,05 10,18 40514 1,8 30138 305 3686 5634 142

5,5 HL 920x970 8 S355 111,3 6,797 0,331 39,26 130,45 95 315 5,9 6,1 20,2 22,7 0,13 1,50 0,98 4,75 4,97 4,05 10,18 45085 1,8 31686 314 3806 5758 *

5,5 HL 1100 R 9 S355 126,8 4,751 0,447 39,29 94,83 138 335 7,3 6,4 20,2 29,7 0,08 1,50 1,04 4,60 4,87 4,05 10,18 42301 1,8 31808 306 3818 5766 130

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 19,75 m

Deflection

sc,max = 0,6 fck =



141

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

100,8 4 HE 900x466 S355 1,9588 92,6 6 HE 800x373 S355 2,3209 89,6 6 HE 800x373 S355 2,3514 81,6 8 HE 650x407 S355 3,0947 76,6 9 HE 650x407 S355 3,4302
101,3 4 HL 920x420 S355 1,8588 94,2 5 HE 800x444 S355 2,2707 91,2 5 HE 800x444 S355 2,3021 84,4 7 HE 700x418 S355 2,8766 79,6 8 HE 650x407 S355 3,1339
103,6 4 HL 920x390 S460 1,8187 97 6 HE 900 B S460 2,0399 96 7 HE 900 A S460 2,1755 84,8 8 HE 700x352 S355 2,8481 81,4 7 HE 700x418 S355 2,9106
105,1 4 HL 920x368 S460 1,7631 99 5 HE 900 M S460 1,9472 97 6 HE 900 B S460 2,092 87,8 7 HE 700x352 S355 2,5832 82,8 8 HE 700x352 S355 2,8906
106 4 HL 1000 A S460 1,6365 104 6 HE 900 A S460 1,9377 98 5 HE 900 M S460 1,9951 88,4 7 HE 800 M S355 2,4255 83,6 9 HE 700 M S355 2,8761

105 5 HE 900 B S460 1,8304 99 6 HE 900 A S460 1,9674 89,6 6 HE 800x373 S355 2,4025 84,6 7 HE 650x407 S355 2,8519
100 5 HE 900 B S460 1,8607 93,4 6 HE 800 M S460 2,2367 86,6 8 HE 700 M S355 2,6482

96 7 HE 900 A S460 2,2332 87 8 HE 800 B S355 2,4438
91 8 HE 800 A S460 2,3339
92 7 HE 800 B S460 2,2948

102,7 4 HL 920x491 S355 2,0573 99,2 6 HE 900x391 S355 2,4323 92,2 6 HE 800x444 S355 2,6569 89,6 8 HE 800x373 S355 3,0022 81,4 9 HE 700x418 S355 3,5713
106,8 4 HL 920x449 S355 1,9602 100,6 5 HL 920x390 S355 2,1512 97 7 HE 900 B S355 2,2984 90,6 7 HE 800x373 S355 2,7089 84,4 8 HE 700x418 S355 3,2632
107,8 4 HL 1000 M S355 1,8503 102,2 5 HE 900x391 S355 2,1338 98 6 HE 900 M S355 2,232 91,2 6 HE 800x444 S355 2,7029 87,8 9 HE 700x352 S355 3,2118
110 4 HL 1000 B S355 1,7413 103,1 5 HL 920x368 S355 2,0886 99,2 5 HE 900x391 S355 2,1723 96 8 HE 900 A S355 2,4169 88,4 9 HE 800 M S355 3,0077

104,7 5 HL 920x344 S355 2,0156 100,1 5 HL 920x368 S355 2,1284 97 7 HE 900 B S355 2,3565 89,4 8 HE 800 M S355 2,7543
106 5 HL 1000 A S355 1,9447 100,7 5 HL 920x344 S355 2,0511 98 6 HE 900 M S355 2,2905 92 9 HE 800 B S355 2,7041
107 5 HE 1000 B S355 1,8839 105 6 HE 1000x249 S460 2,0119 99 7 HE 900 A S355 2,2163 93,4 7 HE 800 M S355 2,5227

106 5 HE 1000 A S460 1,8517 100 6 HE 900 B S355 2,1336 95 8 HE 800 B S355 2,5027
96 7 HE 900 A S460 2,3007

109,9 4 HL 920x725 S355 2,7421 109,5 5 HL 920x588 S355 2,8665 105,7 5 HL 920x656 S355 3,1347 104,5 6 HL 920x588 S355 3,4142 103,5 7 HL 920x537 S355 3,6918
112,8 4 HL 1000x642 S355 2,5067 110 5 HL 1000x539 S355 2,703 109,5 5 HL 920x588 S355 2,9269 106,5 6 HL 920x537 S355 3,2208 103,7 7 HL 920x491 S355 3,4754
119 4 HL 1000x591 S355 2,3941 117 5 HL 1000x483 S355 2,5477 110 5 HL 1000x539 S355 2,7643 107,8 7 HL 1000 M S355 3,0307 107 8 HL 1000 B S355 3,1939

119,8 4 HL 1100x548 S355 2,3131 117,8 5 HL 1100 M S355 2,4139 117 5 HL 1000x483 S355 2,6151 109 6 HL 1000x483 S355 3,0176 107,8 7 HL 1000 M S355 3,1071
121,8 4 HL 1100 R S460 2,2277 122 5 HL 1100 B S460 2,3257 117,8 5 HL 1100 M S355 2,4825 112,8 8 HE 1000 M S355 3,0155 112,8 8 HE 1000 M S355 3,0961

120 5 HL 1100 B S460 2,3865 113,2 6 HL 1000x443 S355 2,8819 113,6 7 HE 1000x393 S355 3,0477
114,6 6 HE 1000x438 S355 2,8419 114 8 HL 1000 A S355 3,015
115,8 6 HL 1000 M S355 2,7536 115 7 HL 1000 B S355 2,9535
117 6 HL 1100 B S355 2,7262 116 7 HL 1100 A S460 2,9507
119 6 HL 1100 A S460 2,589

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

109,5 6 HL 920x588 S460 3,5333 109 7 HL 1000x483 S460 3,5469 104,5 7 HL 920x537 S355 3,7579 102,7 8 HL 920x491 S355 3,9745 102,2 11 HE 900x391 S355 4,3771
110,6 7 HE 1000x494 S355 3,4412 110 6 HL 1000x539 S460 3,3961 107,7 7 HL 920x491 S460 3,6346 106,8 8 HL 920x449 S460 3,8545 103,8 9 HE 900x466 S355 4,2254
111,8 5 HL 1000x642 S460 3,2682 111,2 7 HL 1000x443 S355 3,3005 107,8 8 HL 1000 M S355 3,495 107 9 HL 1000 B S355 3,6172 107 9 HL 1000 B S355 3,6796
114 5 HL 1000x591 S460 3,1034 112,8 7 HL 1000 M S355 3,1412 109,2 7 HL 1000x443 S355 3,3457 107,8 8 HL 1000 M S355 3,5607 109 8 HE 1000x415 S355 3,6367

117,6 5 HE 1000x584 S355 3,0149 114 6 HL 1000x483 S355 3,1281 112 8 HL 1000 B S355 3,2895 108,2 7 HL 1000x443 S355 3,404 110 10 HE 1000 B S355 3,5866
118 5 HL 1000x539 S355 2,8899 117,8 6 HL 1100 M S355 2,988 112,8 7 HL 1000 M S355 3,2026 110 8 HL 1000 B S355 3,3425 110,8 9 HE 1000 M S355 3,555

118,8 5 HL 1100 R S355 2,7964 118 6 HL 1100 B S355 2,8105 115 7 HL 1000 B S355 3,0122 110,8 7 HL 1000 M S355 3,2558 111 9 HL 1000 A S355 3,4566
124 6 HL 1100 A S460 2,6994 115 7 HL 1000 B S355 3,0839 114 10 HE 1000 A S355 3,3911

115 9 HE 1000 B S355 3,3743

117,8 6 HL 1000x976 S355 5,1579 117,8 6 HL 1000x976 S355 5,2262 113,1 6 HL 920x1077 S355 5,6704 114,8 8 HL 1000x748 S355 5,54 113,8 9 HL 1000x748 S355 6,1695
124,2 6 HL 1000x883 S355 4,8099 124,2 6 HL 1000x883 S355 4,8841 116,2 7 HL 1000x883 S355 5,5596 120,6 10 HE 1000x584 S355 5,4779 117,6 11 HE 1000x584 S355 5,9686
125,8 5 HL 1000x976 S460 4,5728 128,8 7 HL 1100x607 S460 4,3428 120,8 8 HL 1100x607 S355 4,744 120,8 8 HL 1100x607 S355 4,8191 119,8 9 HL 1100x548 S355 4,9912

127,8 8 HL 1100x548 S355 4,4702 127,8 8 HL 1100x548 S355 4,5514 126,8 9 HL 1100 R S460 4,8437
128,8 7 HL 1100x607 S460 4,4161 128,8 7 HL 1100x607 S460 4,4974

Span length = 19,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x391 5 S460 99,2 2,100 0,991 24,14 40,65 251 430 15,8 32,2 32,5 59,9 0,47 4,50 5,11 3,22 3,66 4,00 10,08 10576 1,8 14306 202 1971 3739 77

2,5 HE 1000 B 4 S460 115,0 1,619 0,986 24,44 31,77 328 440 17,7 29,7 32,5 68,7 0,29 4,50 4,72 3,30 3,80 4,00 10,08 11364 1,8 14813 204 2021 3788 46

3,0 HE 800x444 6 S355 91,2 2,603 0,941 24,72 39,52 211 335 13,9 30,6 32,5 56,7 0,51 4,50 4,85 3,23 3,61 4,00 10,08 11188 1,8 15389 203 2045 3813 84

3,0 HE 1000 A 5 S460 106,0 1,790 0,957 24,84 33,15 324 440 16,1 31,1 32,5 69,4 0,31 4,50 4,93 3,18 3,63 4,00 10,08 10973 1,8 15645 202 2070 3838 35

3,5 HE 700x418 7 S355 89,4 2,857 0,948 25,24 40,31 207 335 14,6 30,8 32,5 63,8 0,45 4,50 4,89 3,15 3,52 4,00 10,08 11128 1,8 16520 202 2117 3884 87

3,5 HE 1000 A 5 S460 106,0 1,850 0,887 25,47 33,70 320 440 15,4 28,8 32,5 67,2 0,26 4,50 4,57 3,22 3,65 4,00 10,08 11763 1,8 16929 203 2157 3924 29

4,0 HE 700x418 8 S355 81,4 3,185 0,966 25,49 44,14 190 335 12,9 31,4 32,5 58,3 0,51 4,50 4,98 3,10 3,43 4,00 10,08 10949 1,8 17094 <200 2142 3910 88

4,0 HE 900 A 6 S460 97,0 2,012 0,992 25,62 34,01 320 440 15,6 32,2 32,5 76,6 0,29 4,50 5,11 3,03 3,43 4,00 10,08 10576 1,8 17443 <200 2176 3944 28

4,5 HE 650x407 9 S355 77,6 3,435 0,994 25,97 45,68 184 335 12,8 32,3 32,5 60,6 0,52 4,50 5,12 3,00 3,32 4,00 10,08 10679 1,8 17894 <200 2206 3973 93

4,5 HE 800 B 7 S460 92,0 2,293 0,993 26,12 37,81 288 440 15,0 32,2 32,5 78,5 0,30 4,50 5,12 2,97 3,34 4,00 10,08 10610 1,8 18295 <200 2245 4013 37

2,5 HE 900x466 5 S355 101,8 2,326 0,994 24,44 38,40 213 335 13,9 27,6 27,8 51,0 0,44 3,00 4,38 3,44 3,86 4,00 10,08 12356 1,8 14710 208 2011 3734 90

2,5 HL 1100 A 4 S355 116,0 1,730 0,942 24,58 29,40 278 345 14,7 26,2 27,8 53,7 0,28 3,00 4,15 3,50 3,98 4,00 10,08 12981 1,8 15000 228 2039 3763 79

3,0 HE 800x444 6 S460 99,2 2,697 0,990 25,12 25,55 205 430 13,8 26,7 27,8 56,2 0,39 3,00 4,24 3,40 3,79 4,00 10,08 12803 1,8 15989 207 2104 3827 92

3,0 HE 1000 A 5 S460 114,0 1,829 0,963 25,24 34,66 313 440 15,4 26,7 27,8 68,9 0,25 3,00 4,25 3,36 3,82 4,00 10,08 12753 1,8 16245 208 2129 3853 35

3,5 HE 800x444 7 S355 91,2 2,998 0,946 25,45 46,11 183 335 11,9 26,3 27,8 49,9 0,42 3,00 4,17 3,38 3,73 4,00 10,08 13053 1,8 16805 206 2145 3868 91

3,5 HE 1000x249 5 S460 113,0 1,829 0,953 25,83 32,02 347 440 15,9 26,5 27,8 75,5 0,21 3,00 4,20 3,30 3,75 4,00 10,08 12784 1,8 17486 206 2211 3935 20

4,0 HE 700x418 8 S355 89,4 3,237 0,972 26,00 46,07 184 335 12,7 27,0 27,8 58,1 0,38 3,00 4,28 3,27 3,60 4,00 10,08 12718 1,8 17894 204 2221 3944 93

4,0 HE 900 A 6 S460 104,0 2,058 0,998 26,08 35,55 311 440 14,9 27,7 27,8 76,6 0,23 3,00 4,40 3,20 3,60 4,00 10,08 12279 1,8 18143 204 2245 3969 28

4,5 HD 400x1299 7 S355 67,0 7,095 0,994 27,73 71,64 117 295 10,0 27,6 27,8 47,9 0,91 3,00 4,39 3,07 3,31 4,00 10,08 12616 1,8 20220 <200 2434 4157 *

4,5 HE 900 A 7 S355 99,0 2,284 0,973 26,62 32,21 279 345 13,3 27,0 27,8 69,1 0,23 3,00 4,29 3,18 3,55 4,00 10,08 12658 1,8 19049 204 2319 4042 29

2,5 HL 920x787 4 S355 108,1 2,919 0,614 22,94 53,92 131 325 8,7 15,6 25,5 31,3 0,32 3,00 2,48 4,04 4,42 4,00 10,08 18071 1,8 15648 255 2103 3533 *

2,5 HL 1100 R 4 S355 123,8 2,193 0,609 23,07 41,68 180 335 10,0 15,5 25,5 37,9 0,20 3,00 2,46 4,02 4,47 4,00 10,08 18162 1,8 15884 258 2126 3556 114

3,0 HL 920x656 5 S355 105,7 3,076 0,589 23,62 57,54 133 335 8,2 15,0 25,5 33,1 0,27 3,00 2,38 4,02 4,37 4,00 10,08 18906 1,8 16915 254 2195 3625 *

3,0 HL 1100 B 5 S355 125,0 2,298 0,599 23,96 43,17 190 345 9,4 14,2 25,5 41,6 0,15 3,00 2,26 4,05 4,47 4,00 10,08 19848 1,8 17498 261 2252 3682 99

3,5 HL 920x588 6 S355 104,5 3,349 0,546 24,30 61,78 127 335 7,5 13,9 25,5 32,4 0,23 3,00 2,21 4,06 4,39 4,00 10,08 20425 1,8 18296 257 2291 3721 *

3,5 HL 1100 B 5 S355 125,0 2,373 0,593 24,73 43,95 191 345 8,8 13,3 25,5 41,5 0,13 3,00 2,11 4,07 4,46 4,00 10,08 21246 1,8 19014 263 2361 3791 92

4,0 HL 920x588 6 S355 104,5 3,412 0,525 24,92 62,46 128 335 7,2 13,4 25,5 32,8 0,20 3,00 2,12 4,04 4,36 4,00 10,08 21224 1,8 19530 257 2381 3811 *

4,0 HL 1100 A 6 S355 121,0 2,557 0,591 25,35 45,53 191 345 8,2 13,1 25,5 42,7 0,12 3,00 2,08 4,01 4,38 4,00 10,08 21637 1,8 20256 259 2452 3882 75

4,5 HE 900x466 9 S355 101,8 4,029 0,502 25,81 69,11 123 335 6,8 12,8 25,5 33,6 0,17 3,00 2,03 4,01 4,30 4,00 10,08 22241 1,8 20975 256 2508 3938 114

4,5 HL 1100 A 7 S355 116,0 2,899 0,529 26,06 51,59 169 345 7,3 12,3 25,5 38,1 0,12 3,00 1,96 4,04 4,37 4,00 10,08 22987 1,8 21444 260 2554 3984 80

3,5 HL 920x787 5 S355 108,1 3,719 0,596 34,92 68,02 169 325 10,7 12,2 23,8 40,3 0,28 1,50 1,94 3,76 4,08 4,00 10,08 23286 1,8 23338 251 3176 5058 *

3,5 HL 1100 M 5 S355 125,8 2,606 0,806 35,22 48,42 257 345 13,1 12,4 23,8 53,4 0,16 1,50 1,97 3,69 4,07 4,00 10,08 22749 1,8 23775 251 3219 5105 97

4,0 HL 920x656 6 S355 106,7 3,779 0,587 35,63 69,87 175 335 10,6 12,0 23,8 43,2 0,24 1,50 1,91 3,72 4,03 4,00 10,08 23628 1,8 24572 251 3264 5168 129

4,0 HL 1100 B 6 S355 122,0 2,834 0,785 35,93 51,58 250 345 12,1 12,0 23,8 53,6 0,15 1,50 1,90 3,69 4,04 4,00 10,08 23665 1,8 25091 251 3315 5211 90

4,5 HL 920x588 7 S355 104,5 3,996 0,559 36,14 72,70 168 335 9,9 11,6 23,8 42,0 0,21 1,50 1,84 3,74 4,03 4,00 10,08 24563 1,8 25784 251 3338 5242 123

4,5 HL 1100 A 7 S355 119,0 2,979 0,774 36,55 52,40 247 345 11,5 11,7 23,8 53,2 0,14 1,50 1,86 3,68 4,01 4,00 10,08 24137 1,8 26327 251 3391 5304 77

5,0 HL 920x537 8 S355 103,5 4,227 0,543 36,78 75,71 163 335 9,3 11,1 23,8 41,5 0,18 1,50 1,76 3,76 4,03 4,00 10,08 25736 1,8 27089 252 3434 5335 119

5,0 HL 1100 A 7 S355 119,0 3,055 0,766 37,29 53,01 247 345 11,0 11,2 23,8 52,6 0,12 1,50 1,78 3,69 4,01 4,00 10,08 25301 1,8 27774 252 3501 5413 68

5,5 HE 900x466 11 S355 100,8 4,924 0,502 37,61 84,10 154 335 8,9 10,7 23,8 41,1 0,17 1,50 1,70 3,76 4,01 4,00 10,08 26783 1,8 28599 253 3552 5463 100

5,5 HL 1000 A 9 S355 114,0 3,481 0,687 37,95 59,67 217 345 10,5 10,9 23,8 51,7 0,12 1,50 1,73 3,69 3,98 4,00 10,08 26065 1,8 29020 251 3593 5511 80

3,5 HL 920x1377 5 S355 116,3 5,797 0,408 37,26 107,03 107 295 7,4 7,4 20,4 24,6 0,23 1,50 1,18 4,60 4,86 4,00 10,08 38570 1,8 25984 301 3436 5391 *

3,5 HL 1000x976 6 S355 120,8 5,172 0,434 37,13 103,40 119 315 7,8 7,5 20,4 27,2 0,19 1,50 1,19 4,59 4,87 4,00 10,08 38091 1,8 25788 301 3417 5372 *

4,0 HL 920x1194 6 S355 115,1 6,107 0,380 38,06 113,84 102 295 6,8 6,9 20,4 24,2 0,19 1,50 1,10 4,68 4,92 4,00 10,08 41505 1,8 27491 308 3550 5507 *

4,0 HL 1000x976 6 S355 120,8 5,243 0,417 37,83 104,54 118 315 7,5 7,2 20,4 26,9 0,17 1,50 1,15 4,58 4,85 4,00 10,08 39396 1,8 27184 301 3520 5474 *

4,5 HL 920x1077 7 S355 113,1 6,469 0,356 38,74 126,46 99 315 6,4 6,6 20,4 24,0 0,17 1,50 1,06 4,69 4,92 4,00 10,08 43153 1,8 28965 309 3650 5607 *

4,5 HL 1100x607 8 S355 125,8 4,778 0,442 38,56 99,66 135 335 7,6 7,0 20,4 29,8 0,11 1,50 1,11 4,57 4,85 4,00 10,08 40728 1,8 28731 302 3627 5581 140

5,0 HL 920x1077 7 S355 113,1 6,534 0,345 39,37 127,41 99 315 6,2 6,5 20,4 24,0 0,15 1,50 1,03 4,66 4,89 4,00 10,08 44167 1,8 30253 308 3744 5700 *

5,0 HL 1100x607 8 S355 125,8 4,857 0,432 39,33 100,78 133 335 7,2 6,7 20,4 29,1 0,10 1,50 1,07 4,57 4,84 4,00 10,08 42291 1,8 30232 302 3742 5696 144

5,5 HL 920x970 8 S355 111,3 6,793 0,338 40,08 130,45 97 315 6,0 6,4 20,4 23,8 0,13 1,50 1,01 4,63 4,85 4,00 10,08 45085 1,8 31686 306 3855 5809 *

5,5 HL 1100x548 9 S355 124,8 5,033 0,422 40,15 102,73 130 335 6,9 6,5 20,4 28,5 0,09 1,50 1,04 4,56 4,81 4,00 10,08 43711 1,8 31816 301 3867 5820 140

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 20,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

100,2 5 HE 900x391 S355 2,0636 94,6 6 HE 800x373 S355 2,3287 89,6 7 HE 800x373 S355 2,6489 84,6 8 HE 650x407 S355 3,1119 79,8 9 HE 700x352 S355 3,1499
101,3 4 HL 920x420 S355 1,8573 96,2 5 HE 800x444 S355 2,2787 91,4 7 HE 800 M S355 2,3897 86,4 7 HE 700x418 S355 2,8873 81,6 8 HE 650x407 S355 3,1462
105,6 4 HL 920x390 S460 1,8254 98 6 HE 900 M S355 2,1774 92,2 5 HE 800x444 S355 2,3059 87,8 8 HE 700x352 S355 2,8651 83 9 HE 650x343 S355 3,0829
107 4 HL 1000 B S460 1,7583 99,2 5 HE 900x391 S355 2,1173 96 7 HE 900 A S460 2,1734 88,4 8 HE 800 M S355 2,6838 84,4 7 HE 700x418 S355 2,9302

107,8 4 HE 1000 M S460 1,6893 99,7 5 HL 920x344 S460 2,0249 97 6 HE 900 B S460 2,0901 89,4 7 HE 800 M S355 2,4297 84,8 8 HE 700x352 S355 2,9027
109 4 HL 1000 A S460 1,6473 101 5 HE 900 M S460 1,9553 98 5 HE 900 M S460 1,9933 89,6 6 HE 800x373 S355 2,4004 86,6 9 HE 700 M S355 2,8954

104 6 HE 900 A S460 1,9358 101 6 HE 900 A S460 1,9769 93,4 6 HE 800 M S460 2,2347 87 9 HE 800 B S355 2,6645
105 5 HE 900 B S460 1,8287 102 5 HE 900 B S460 1,8705 96 7 HE 900 A S460 2,231 87,8 7 HE 700x352 S355 2,6403

97 6 HE 900 B S460 2,1481 88,4 7 HE 800 M S355 2,4836
92 8 HE 800 B S355 2,4782

103,5 4 HL 920x537 S460 2,228 99,2 6 HE 900x391 S355 2,4302 94,2 6 HE 800x444 S355 2,6661 89,6 8 HE 800x373 S355 2,9996 82,4 9 HE 700x418 S355 3,5756
105,7 4 HL 920x491 S355 2,068 100,8 5 HE 900x466 S355 2,3806 98 7 HE 900 M S355 2,5011 92,2 6 HE 800x444 S355 2,7073 86,4 8 HE 700x418 S355 3,2752
108,2 4 HL 1000x443 S355 1,9474 101,3 5 HL 920x420 S355 2,2551 99,2 6 HE 900x391 S355 2,4832 97 7 HE 900 B S355 2,3542 87,8 9 HE 700x352 S355 3,2088
108,8 4 HL 1000 M S355 1,853 101,6 5 HL 920x390 S355 2,1544 99,7 6 HL 920x344 S355 2,3291 98 6 HE 900 M S355 2,2885 88,4 9 HE 800 M S355 3,0048
112 4 HL 1000 B S355 1,748 104,2 5 HE 900x391 S355 2,1418 100 7 HE 900 B S355 2,3133 101 7 HE 900 A S355 2,2273 90,6 7 HE 800x373 S355 2,7683

105,1 5 HL 920x368 S355 2,0966 100,1 5 HL 920x368 S355 2,1266 102 6 HE 900 B S355 2,1447 91,4 8 HE 800 M S355 2,7665
106 5 HL 1000 A S355 1,943 102,7 5 HL 920x344 S355 2,0608 95 9 HE 800 B S355 2,7234
108 5 HE 1000 B S355 1,8871 106 5 HL 1000 A S355 2,0026 96 8 HE 900 A S355 2,4821

107 5 HE 1000 B S355 1,9427 97 7 HE 900 B S355 2,4221
109 5 HE 1000 A S460 1,8672 99 7 HE 900 A S460 2,3206

111,9 4 HL 920x725 S355 2,7485 111 5 HL 1000x591 S355 2,8816 105,7 5 HL 920x656 S355 3,1326 108,2 7 HL 1000x443 S355 3,2006 103,5 7 HL 920x537 S355 3,6891
114,8 4 HL 1000x642 S355 2,5131 111,2 5 HL 1000x554 S355 2,7577 109,6 7 HE 1000x438 S355 3,0855 108,8 7 HL 1000 M S355 3,0348 105,7 7 HL 920x491 S355 3,4874
119 4 HL 1000x591 S355 2,3924 113 5 HL 1000x539 S355 2,7158 111 5 HL 1000x591 S355 2,9432 110 6 HL 1000x483 S355 3,0219 107,8 8 HL 1000 M S355 3,4334

119,8 4 HL 1100x548 S355 2,3114 117,8 5 HL 1100 M S355 2,412 111,2 5 HL 1000x554 S355 2,8198 116,2 6 HL 1000x443 S355 2,8993 108,2 7 HL 1000x443 S355 3,277
123,8 4 HL 1100 R S460 2,2343 125 5 HL 1100 B S460 2,3386 113 5 HL 1000x539 S355 2,7794 117 6 HL 1100 B S355 2,7241 110 8 HL 1000 B S355 3,2133

117,8 5 HL 1100 M S355 2,4806 121 6 HL 1100 A S460 2,5999 110,8 7 HL 1000 M S355 3,1266
125 5 HL 1100 B S460 2,4133 115 7 HL 1000 B S355 2,9511

116 7 HL 1100 A S460 2,9482

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

111,9 5 HL 920x725 S460 3,5836 110 7 HL 1000x483 S355 3,4808 108,2 8 HL 1000x443 S355 3,689 105,7 8 HL 920x491 S355 3,9959 103,8 10 HE 900x466 S355 4,5866
112,5 6 HL 920x588 S460 3,548 111,2 6 HL 1000x554 S460 3,4642 109 7 HL 1000x483 S460 3,602 108,2 8 HL 1000x443 S355 3,7549 107 12 HE 1000 B S355 4,07
112,6 6 HE 1000x584 S355 3,4304 113 6 HL 1000x539 S460 3,4133 110,8 8 HL 1000 M S355 3,5142 108,8 8 HL 1000 M S355 3,5659 107,8 9 HL 1000 M S355 3,9493
114,8 5 HL 1000x642 S460 3,2832 115,8 7 HL 1000 M S355 3,1583 113,2 7 HL 1000x443 S355 3,3725 113,2 7 HL 1000x443 S355 3,4423 109,6 8 HE 1000x438 S355 3,764
119 5 HL 1000x591 S460 3,1299 117 6 HL 1000x483 S355 3,1453 115 8 HL 1000 B S355 3,3087 114 9 HL 1000 A S355 3,412 110 9 HL 1000 B S355 3,7035

119,8 5 HL 1100x548 S355 2,9682 117,8 6 HL 1100 M S355 2,9857 115,8 7 HL 1000 M S355 3,2221 114,6 7 HE 1000x438 S355 3,3958 112 8 HE 1000x415 S355 3,6607
121,8 5 HL 1100 R S355 2,8115 117 7 HL 1100 B S355 3,1898 115 8 HL 1000 B S355 3,3806 113,6 8 HE 1000x393 S355 3,5557

115,8 7 HL 1000 M S355 3,2941 114 9 HL 1000 A S460 3,5404
117 7 HL 1100 B S355 3,2631

119,3 5 HL 920x1269 S355 5,4407 120,8 6 HL 1000x976 S460 5,364 115,1 6 HL 920x1194 S355 6,1644 116,2 8 HL 1000x883 S355 6,2917 113,8 9 HL 1000x748 S355 6,1656
120,8 6 HL 1000x976 S460 5,2932 116,3 7 HL 920x970 S355 5,9771 119,2 7 HL 1000x883 S355 5,6495 120,6 11 HE 1000x584 S355 5,9912

117,2 7 HL 1000x883 S355 5,5636 121,8 8 HL 1000x748 S355 5,5937 120,8 9 HL 1100x607 S355 5,3622
125,8 8 HL 1100x607 S460 4,878 125,8 8 HL 1100x607 S460 4,9571 124,8 9 HL 1100x548 S460 5,1346

Span length = 20,00 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x466 5 S355 100,8 2,328 0,893 24,93 38,23 220 335 14,4 29,3 32,8 53,6 0,49 4,50 4,59 3,33 3,75 3,97 9,99 12174 1,8 14647 204 2030 3816 87

2,5 HL 1000 A 4 S460 111,0 1,658 0,975 24,84 32,58 315 440 17,4 32,0 32,8 67,8 0,36 4,50 5,01 3,19 3,67 3,97 9,99 11094 1,8 14629 202 2028 3814 74

3,0 HE 800x444 6 S355 91,2 2,609 0,975 25,27 39,52 216 335 14,3 32,0 32,8 59,6 0,55 4,50 5,01 3,15 3,53 3,97 9,99 11188 1,8 15389 202 2071 3857 82

3,0 HE 1000 A 5 S460 109,0 1,807 0,937 25,54 33,70 328 440 16,3 30,7 32,8 72,7 0,31 4,50 4,82 3,17 3,62 3,97 9,99 11603 1,8 15870 202 2119 3905 32

3,5 HE 700x418 7 S355 89,4 2,863 0,982 25,80 40,31 212 335 15,0 32,2 32,8 67,1 0,48 4,50 5,05 3,07 3,44 3,97 9,99 11128 1,8 16520 <200 2143 3929 85

3,5 HE 1000 A 5 S460 106,0 1,853 0,919 26,03 33,70 328 440 15,8 30,1 32,8 70,6 0,28 4,50 4,72 3,14 3,56 3,97 9,99 11763 1,8 16929 202 2184 3970 28

4,0 HE 700x418 8 S355 82,4 3,199 0,983 26,11 44,37 194 335 13,2 32,2 32,8 61,2 0,52 4,50 5,05 3,04 3,37 3,97 9,99 11146 1,8 17194 <200 2179 3965 86

4,0 HE 900 A 6 S460 99,0 2,028 0,984 26,33 34,43 326 440 15,8 32,3 32,8 80,5 0,29 4,50 5,06 3,00 3,40 3,97 9,99 11033 1,8 17643 <200 2224 4010 27

4,5 HE 650x407 9 S355 79,6 3,458 0,989 26,69 46,18 187 335 13,1 32,5 32,8 63,6 0,50 4,50 5,09 2,97 3,28 3,97 9,99 11098 1,8 18119 <200 2256 4042 91

4,5 HE 900 A 7 S460 96,0 2,302 0,917 26,99 39,29 290 440 13,9 30,1 32,8 72,5 0,27 4,50 4,72 3,03 3,40 3,97 9,99 11889 1,8 18712 <200 2314 4101 29

2,5 HL 920x537 4 S460 103,5 2,233 0,988 24,95 47,74 207 430 13,6 27,7 28,0 47,8 0,46 3,00 4,34 3,42 3,84 3,97 9,99 12868 1,8 14713 207 2036 3797 114

2,5 HL 1100 A 4 S355 116,0 1,733 0,977 25,12 29,40 285 345 15,0 27,4 28,0 56,5 0,31 3,00 4,29 3,41 3,88 3,97 9,99 12981 1,8 15000 210 2065 3826 75

3,0 HE 800x444 6 S355 99,2 2,649 0,997 25,67 41,12 209 335 14,1 27,9 28,0 59,1 0,42 3,00 4,38 3,31 3,70 3,97 9,99 12803 1,8 15989 205 2130 3891 88

3,0 HE 1000 A 5 S460 114,0 1,832 0,999 25,80 34,66 320 440 15,7 28,0 28,0 72,4 0,27 3,00 4,38 3,28 3,74 3,97 9,99 12753 1,8 16245 205 2156 3917 32

3,5 HE 800x444 7 S355 91,2 3,005 0,981 26,02 46,11 187 335 12,1 27,5 28,0 52,4 0,45 3,00 4,31 3,30 3,65 3,97 9,99 13053 1,8 16805 204 2171 3932 89

3,5 HE 1000x249 5 S460 113,0 1,832 0,988 26,40 32,02 355 440 16,2 27,7 28,0 79,4 0,22 3,00 4,34 3,22 3,66 3,97 9,99 12784 1,8 17486 204 2239 4000 18

4,0 HE 800x373 8 S355 89,6 3,006 0,994 26,43 44,50 195 335 11,9 27,8 28,0 55,7 0,39 3,00 4,36 3,23 3,56 3,97 9,99 12899 1,8 17694 204 2229 3990 76

4,0 HE 1000x249 6 S460 105,0 2,078 1,000 26,75 36,26 319 440 14,3 28,0 28,0 72,7 0,24 3,00 4,39 3,17 3,56 3,97 9,99 12720 1,8 18253 203 2284 4045 21

4,5 HD 400x1299 7 S355 70,0 7,142 0,984 28,54 72,43 119 295 10,5 27,6 28,0 50,4 0,84 3,00 4,33 3,04 3,28 3,97 9,99 13193 1,8 20557 <200 2498 4259 *

4,5 HE 900 A 7 S355 104,0 2,324 0,907 27,59 33,36 281 345 13,2 25,4 28,0 72,8 0,21 3,00 3,98 3,22 3,59 3,97 9,99 14072 1,8 19612 205 2404 4165 28

2,5 HL 920x787 4 S355 111,1 2,939 0,615 23,58 54,49 134 325 9,0 15,8 25,6 32,9 0,31 3,00 2,47 3,99 4,37 3,97 9,99 18745 1,8 15835 253 2148 3609 *

2,5 HL 1100 R 4 S460 126,8 2,251 0,606 23,71 52,88 183 430 10,2 15,5 25,6 39,8 0,20 3,00 2,43 3,99 4,43 3,97 9,99 18969 1,8 16071 256 2171 3632 116

3,0 HL 920x725 5 S355 106,9 3,352 0,560 24,38 61,73 125 325 7,8 14,4 25,6 31,7 0,28 3,00 2,25 4,06 4,40 3,97 9,99 20649 1,8 17229 257 2253 3714 *

3,0 HL 1100 M 5 S355 122,8 2,441 0,566 24,49 46,91 178 345 9,1 14,5 25,6 39,8 0,18 3,00 2,28 4,01 4,41 3,97 9,99 20373 1,8 17469 257 2277 3738 104

3,5 HL 920x588 6 S355 105,5 3,364 0,559 24,91 62,02 130 335 7,7 14,3 25,6 34,0 0,24 3,00 2,25 3,98 4,31 3,97 9,99 20701 1,8 18383 254 2328 3789 *

3,5 HL 1100 M 5 S355 120,8 2,503 0,561 25,13 47,23 179 345 8,5 14,1 25,6 39,7 0,16 3,00 2,21 3,97 4,35 3,97 9,99 21034 1,8 18777 256 2367 3828 99

4,0 HL 920x656 6 S355 105,7 3,705 0,497 25,76 69,60 119 335 6,8 12,7 25,6 31,2 0,20 3,00 2,00 4,10 4,40 3,97 9,99 23310 1,8 19912 261 2449 3910 *

4,0 HL 1100 A 6 S355 124,0 2,581 0,599 26,13 46,29 194 345 8,3 13,0 25,6 45,0 0,12 3,00 2,04 3,99 4,35 3,97 9,99 22754 1,8 20556 258 2513 3974 71

4,5 HL 920x537 7 S355 104,5 3,705 0,503 26,40 66,70 125 335 6,8 12,9 25,6 33,5 0,17 3,00 2,02 3,98 4,27 3,97 9,99 23055 1,8 21009 255 2543 4003 *

4,5 HL 1100 A 7 S355 119,0 2,926 0,537 26,88 52,40 173 345 7,4 12,3 25,6 40,2 0,11 3,00 1,92 4,00 4,33 3,97 9,99 24137 1,8 21781 259 2619 4080 76

3,5 HL 920x787 5 S355 109,1 3,734 0,604 35,53 68,27 171 325 10,9 12,6 24,0 42,2 0,28 1,50 1,98 3,69 4,00 3,97 9,99 23584 1,8 23426 250 3225 5119 *

3,5 HL 1100 R 5 S355 123,8 2,829 0,752 35,71 52,75 233 335 12,3 12,5 24,0 50,2 0,19 1,50 1,95 3,68 4,03 3,97 9,99 23735 1,8 23808 251 3263 5142 101

4,0 HL 920x725 6 S355 106,9 4,105 0,549 36,17 74,72 161 325 9,8 11,7 24,0 41,0 0,25 1,50 1,83 3,76 4,04 3,97 9,99 25500 1,8 24855 252 3333 5208 141

4,0 HL 1100 B 6 S355 125,0 2,859 0,787 36,60 52,38 252 345 12,0 11,9 24,0 56,1 0,15 1,50 1,87 3,67 4,02 3,97 9,99 24830 1,8 25391 251 3386 5272 90

4,5 HL 920x656 7 S355 105,7 4,338 0,512 36,75 81,02 154 335 9,1 11,0 24,0 39,9 0,21 1,50 1,73 3,80 4,07 3,97 9,99 26989 1,8 26227 254 3424 5288 137

4,5 HL 1100 A 7 S355 124,0 3,021 0,767 37,29 53,83 247 345 11,3 11,3 24,0 55,6 0,13 1,50 1,77 3,70 4,03 3,97 9,99 26223 1,8 26890 253 3490 5370 73

5,0 HL 920x537 8 S355 104,5 4,246 0,550 37,45 76,03 166 335 9,4 11,4 24,0 43,5 0,18 1,50 1,79 3,69 3,96 3,97 9,99 26112 1,8 27214 250 3489 5389 117

5,0 HL 1100 A 7 S355 121,0 3,076 0,772 37,99 53,60 250 345 11,0 11,3 24,0 55,3 0,12 1,50 1,78 3,65 3,96 3,97 9,99 26178 1,8 28024 250 3570 5469 65

5,5 HE 900x466 11 S355 103,8 4,963 0,504 38,41 85,24 155 335 8,9 10,7 24,0 43,1 0,16 1,50 1,68 3,72 3,98 3,97 9,99 28019 1,8 29012 252 3637 5534 99

5,5 HE 1000x393 8 S355 116,6 3,590 0,671 38,70 61,81 215 335 10,4 10,9 24,0 52,3 0,12 1,50 1,71 3,66 3,95 3,97 9,99 27209 1,8 29359 251 3672 5572 65

3,5 HL 920x1377 5 S460 124,3 6,004 0,610 38,16 65,36 107 430 7,6 7,1 20,7 25,6 0,20 1,50 1,12 4,62 4,89 3,97 9,99 41841 1,8 26684 305 3548 5482 *

3,5 HL 1000x976 6 S355 125,8 5,216 0,440 37,83 105,00 119 315 7,9 7,4 20,7 28,4 0,18 1,50 1,16 4,57 4,85 3,97 9,99 40194 1,8 26226 301 3503 5434 *

4,0 HL 920x1194 6 S355 116,1 6,133 0,384 38,52 114,18 104 295 6,8 7,1 20,7 25,4 0,20 1,50 1,12 4,58 4,82 3,97 9,99 41919 1,8 27591 300 3604 5535 *

4,0 HL 1000x976 6 S355 125,8 5,291 0,421 38,59 106,30 119 315 7,6 7,2 20,7 28,2 0,15 1,50 1,12 4,56 4,83 3,97 9,99 41722 1,8 27684 301 3614 5545 *

4,5 HL 920x1077 7 S355 114,1 6,497 0,357 39,23 126,83 100 315 6,4 6,9 20,7 25,1 0,17 1,50 1,08 4,59 4,82 3,97 9,99 43600 1,8 29078 301 3707 5638 *

4,5 HL 1000x883 7 S355 124,2 5,631 0,393 39,40 112,21 113 315 7,1 6,8 20,7 27,3 0,13 1,50 1,06 4,61 4,86 3,97 9,99 44209 1,8 29311 305 3730 5662 *

5,0 HL 920x1194 7 S355 115,1 7,136 0,339 40,39 133,46 92 295 5,7 6,1 20,7 22,8 0,15 1,50 0,96 4,74 4,96 3,97 9,99 49113 1,8 31031 314 3868 5804 *

5,0 HL 1000x883 7 S355 124,2 5,706 0,390 40,16 113,43 113 315 6,8 6,5 20,7 27,3 0,12 1,50 1,03 4,60 4,84 3,97 9,99 45698 1,8 30759 305 3841 5773 *

5,5 HL 920x970 9 S355 111,3 7,543 0,312 41,09 145,54 89 315 5,5 6,1 20,7 23,0 0,13 1,50 0,96 4,68 4,88 3,97 9,99 49420 1,8 32448 311 3978 5911 *

5,5 HL 1100x607 9 S355 123,8 5,402 0,393 40,76 112,22 120 335 6,5 6,5 20,7 27,4 0,09 1,50 1,02 4,55 4,79 3,97 9,99 45996 1,8 32019 301 3936 5865 152

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 20,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

101,8 4 HL 920x449 S355 1,9423 97,6 6 HE 800x373 S355 2,3483 89,6 7 HE 800x373 S355 2,6547 86,4 7 HE 700x418 S355 2,8939 81,4 8 HE 700x418 S355 3,246
107 4 HL 1000 B S460 1,7615 98 6 HE 900 M S355 2,1817 93,4 7 HE 800 M S355 2,4059 87,8 8 HE 700x352 S355 2,8713 82,8 9 HE 700x352 S355 3,1789

110,8 4 HE 1000 M S460 1,7045 99,2 5 HE 900x391 S460 2,162 94,2 5 HE 800x444 S355 2,3225 88,4 8 HE 800 M S355 2,6891 84,4 7 HE 700x418 S355 2,9369
99,7 5 HL 920x344 S460 2,0285 97 7 HE 900 A S460 2,1825 91,4 7 HE 800 M S355 2,4475 86,6 9 HE 700 M S355 2,901
103 5 HE 900 M S460 1,9686 98 6 HE 900 B S460 2,0993 92,6 6 HE 800x373 S355 2,425 87 9 HE 800 B S355 2,6692
105 6 HE 1000x249 S460 1,9533 99 5 HE 900 M S460 2,0026 96 7 HE 900 A S460 2,2344 89,4 7 HE 800 M S355 2,4956
107 5 HE 1000 B S460 1,9179 104 6 HE 900 A S460 1,9969 97 6 HE 900 B S460 2,1516 94 8 HE 800 A S460 2,3567

105 5 HE 900 B S460 1,8905 95 7 HE 800 B S460 2,3182

107,7 4 HL 920x491 S355 2,0808 100,2 6 HE 900x391 S355 2,4404 96,2 6 HE 800x444 S355 2,6837 94,2 6 HE 800x444 S355 2,7265 84,4 9 HE 700x418 S355 3,5989
109 4 HL 1000x483 S355 2,064 100,8 5 HE 900x466 S355 2,386 98 7 HE 900 M S355 2,5061 97 8 HE 900 B S355 2,6012 89,4 9 HE 800 M S355 3,0182

109,2 4 HL 1000x443 S355 1,9555 101,3 5 HL 920x420 S355 2,2598 99,2 6 HE 900x391 S355 2,4885 98 7 HE 900 M S355 2,5645 92,6 7 HE 800x373 S355 2,7887
110,8 4 HL 1000 M S355 1,8648 103,6 5 HL 920x390 S355 2,1685 99,7 6 HL 920x344 S355 2,3335 99 6 HE 900 M S355 2,2992 93,4 8 HE 800 M S355 2,7865
115 4 HL 1000 B S355 1,7635 107 5 HL 1000 B S355 2,0958 100,6 5 HL 920x390 S355 2,2085 104 7 HE 900 A S355 2,2502 95 9 HE 800 B S355 2,728
116 4 HL 1100 A S460 1,7614 107,7 5 HL 920x344 S355 2,0322 103,1 5 HL 920x368 S355 2,1478 105 6 HE 900 B S355 2,1679 96 8 HE 900 A S355 2,4859

107,8 5 HE 1000 M S355 2,0113 104,7 5 HL 920x344 S355 2,0759 97 7 HE 900 B S355 2,4262
109 5 HL 1000 A S355 1,9611 106 5 HL 1000 A S355 2,0059 101 7 HE 900 A S460 2,3386
112 5 HE 1000 B S355 1,91 107 5 HE 1000 B S460 1,9784

110 5 HE 1000 B S355 1,9631
111 5 HE 1000 A S460 1,8813

113,8 4 HL 1000x748 S355 2,8416 110,7 5 HL 920x656 S355 3,1084 110,7 5 HL 920x656 S355 3,1693 107,5 6 HL 920x588 S355 3,4399 107,8 8 HL 1000 M S355 3,4409
115,6 5 HE 1000x584 S355 2,7938 111 5 HL 1000x591 S355 2,8887 111 5 HL 1000x591 S355 2,9504 109 7 HL 1000x483 S355 3,4045 111,2 7 HL 1000x443 S355 3,3062
119,8 4 HL 1000x642 S355 2,5399 115,2 5 HL 1000x554 S355 2,7839 115,2 5 HL 1000x554 S355 2,8493 109,2 7 HL 1000x443 S355 3,2142 112 8 HL 1000 B S355 3,2345
120,8 4 HL 1100x548 S355 2,3207 118 5 HL 1000x539 S355 2,7467 118 5 HL 1000x539 S355 2,8144 112,8 7 HL 1000 M S355 3,0674 115,8 7 HL 1000 M S355 3,1699

118,8 5 HL 1100 R S355 2,6515 118,8 5 HL 1100 R S355 2,7204 114 6 HL 1000x483 S355 3,0548 117 7 HL 1100 B S355 3,1371
122,8 5 HL 1100 M S460 2,4862 120,8 5 HL 1100 M S460 2,5473 117,8 6 HL 1100 M S355 2,9139 119 7 HL 1100 A S460 2,9754

118 6 HL 1100 B S355 2,7357
124 6 HL 1100 A S460 2,6238

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

113,8 5 HL 1000x748 S355 3,6261 110 7 HL 1000x539 S460 3,8335 107,5 7 HL 920x588 S355 4,0281 108,6 10 HE 1000x393 S355 4,0858 107,8 9 HL 1000 M S355 3,9576
114,9 5 HL 920x725 S460 3,6098 110,2 7 HL 1000x554 S355 3,8281 109 8 HL 1000x483 S355 3,9221 109 8 HL 1000x483 S355 3,9882 112 9 HL 1000 B S355 3,7288
115,6 6 HE 1000x584 S355 3,456 110,7 6 HL 920x656 S355 3,8153 110 7 HL 1000x539 S355 3,8136 110 7 HL 1000x539 S355 3,8799 116 9 HL 1100 A S355 3,6867
116,8 5 HL 1000x642 S460 3,3025 111 6 HL 1000x591 S460 3,6256 111,2 8 HL 1000x443 S355 3,7192 111,2 8 HL 1000x443 S355 3,7875 116,6 8 HE 1000x393 S460 3,6546
119,8 5 HL 1100x548 S355 2,9747 114 7 HL 1000x483 S355 3,5149 112,8 8 HL 1000 M S355 3,5363 112 9 HL 1000 B S355 3,6623

115,2 6 HL 1000x554 S460 3,4983 116,2 7 HL 1000x443 S355 3,4016 112,8 8 HL 1000 M S355 3,606
117,8 7 HL 1100 M S355 3,3457 117 7 HL 1100 B S355 3,1958 116,2 7 HL 1000x443 S355 3,4738
118,8 6 HL 1100 R S355 3,2734 117 7 HL 1100 B S355 3,2691
120,8 6 HL 1100 M S355 3,0112

124,3 5 HL 920x1269 S355 5,4862 125,8 6 HL 1000x976 S460 5,4119 116,1 6 HL 920x1194 S355 6,1908 116,1 7 HL 920x1077 S355 6,5785 113,1 8 HL 920x1077 S355 7,4208
125,8 6 HL 1000x976 S460 5,337 117,8 7 HL 1000x976 S355 6,0339 116,2 8 HL 1000x883 S355 6,3099 114,3 8 HL 920x970 S355 6,84

124,2 7 HL 1000x883 S460 5,7589 124,2 7 HL 1000x883 S460 5,8341 118,8 9 HL 1000x748 S355 6,2275
123,8 9 HL 1100x607 S460 5,5155

Span length = 20,25 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x466 5 S355 100,8 2,326 0,923 25,46 38,23 225 335 14,7 30,6 33,1 56,3 0,50 4,50 4,74 3,25 3,66 3,94 9,90 12174 1,8 14647 203 2055 3860 85

2,5 HL 1000 A 4 S460 114,0 1,669 0,979 25,51 33,06 320 440 17,6 31,7 33,1 70,9 0,33 4,50 4,90 3,18 3,66 3,94 9,90 11701 1,8 14816 202 2072 3877 70

3,0 HE 800x444 6 S355 92,2 2,612 0,991 25,87 39,71 220 335 14,6 32,8 33,1 62,5 0,53 4,50 5,08 3,09 3,47 3,94 9,90 11370 1,8 15464 200 2104 3909 81

3,0 HE 1000 B 5 S460 107,0 1,916 0,932 26,08 37,91 298 440 15,5 30,9 33,1 67,4 0,34 4,50 4,78 3,15 3,58 3,94 9,90 12075 1,8 15844 202 2142 3947 44

3,5 HE 800x373 7 S355 90,6 2,658 0,983 26,29 39,14 224 335 14,2 32,6 33,1 64,4 0,45 4,50 5,04 3,06 3,41 3,94 9,90 11485 1,8 16432 <200 2161 3966 72

3,5 HE 900 B 5 S460 105,0 1,889 0,974 26,56 34,13 327 440 17,2 32,3 33,1 81,0 0,29 4,50 4,99 3,03 3,45 3,94 9,90 11469 1,8 16887 <200 2206 4012 34

4,0 HE 700x418 8 S355 84,4 3,209 0,979 26,81 44,83 198 335 13,5 32,4 33,1 64,2 0,49 4,50 5,02 3,01 3,33 3,94 9,90 11560 1,8 17394 <200 2226 4031 85

4,0 HE 900 A 6 S460 104,0 2,059 0,914 27,25 35,55 328 440 15,8 30,3 33,1 84,5 0,25 4,50 4,69 3,04 3,44 3,94 9,90 12279 1,8 18143 <200 2301 4106 25

4,5 HE 700x418 8 S355 81,4 3,243 0,999 27,21 44,62 198 335 13,0 33,1 33,1 63,2 0,47 4,50 5,13 2,94 3,25 3,94 9,90 11332 1,8 18056 <200 2277 4082 85

4,5 HE 900 A 7 S460 96,0 2,300 0,948 27,57 39,29 296 440 14,2 31,4 33,1 76,2 0,28 4,50 4,86 2,96 3,32 3,94 9,90 11889 1,8 18712 <200 2343 4148 27

2,5 HL 920x588 4 S460 104,5 2,378 0,949 25,63 39,27 195 430 13,0 26,7 28,2 46,1 0,45 3,00 4,14 3,45 3,86 3,94 9,90 13918 1,8 14907 209 2081 3831 124

2,5 HL 1100 A 4 S460 117,0 1,764 0,996 25,70 36,84 290 440 15,3 28,1 28,2 59,2 0,31 3,00 4,35 3,35 3,82 3,94 9,90 13191 1,8 15063 206 2096 3847 74

3,0 HE 900x466 6 S355 100,8 2,750 0,906 26,39 45,87 194 335 12,1 25,6 28,2 50,2 0,40 3,00 3,96 3,43 3,80 3,94 9,90 14609 1,8 16198 208 2178 3928 89

3,0 HE 1000 B 5 S460 115,0 1,956 0,947 26,51 39,52 288 440 14,8 26,7 28,2 67,0 0,27 3,00 4,14 3,33 3,76 3,94 9,90 13939 1,8 16444 206 2202 3953 44

3,5 HE 800x444 7 S355 92,2 3,008 1,000 26,64 46,33 190 335 12,4 28,2 28,2 55,0 0,43 3,00 4,37 3,24 3,58 3,94 9,90 13265 1,8 16892 204 2207 3957 87

3,5 HE 1000 A 5 S460 114,0 1,897 0,952 27,08 35,35 324 440 15,3 26,9 28,2 74,1 0,22 3,00 4,16 3,25 3,67 3,94 9,90 13762 1,8 17629 205 2281 4031 26

4,0 HE 800x444 7 S355 91,2 3,054 0,975 27,13 46,69 189 335 11,8 27,5 28,2 54,2 0,39 3,00 4,26 3,22 3,55 3,94 9,90 13595 1,8 17875 204 2274 4025 87

4,0 HE 1000x249 6 S460 108,0 2,096 0,975 27,53 36,94 324 440 14,4 27,5 28,2 76,4 0,22 3,00 4,26 3,16 3,55 3,94 9,90 13510 1,8 18553 204 2343 4093 19

4,5 HD 400x1299 7 S355 72,0 7,153 0,986 29,29 72,99 121 295 10,8 27,8 28,2 52,9 0,79 3,00 4,32 3,00 3,24 3,94 9,90 13622 1,8 20782 <200 2551 4301 *

4,5 HE 900 A 7 S460 104,0 2,359 0,940 28,19 41,29 287 440 13,4 26,5 28,2 76,5 0,21 3,00 4,11 3,15 3,51 3,94 9,90 14072 1,8 19612 204 2433 4184 27

2,5 HL 920x970 4 S355 111,3 3,444 0,543 24,47 64,80 114 315 7,7 14,0 25,8 28,2 0,32 3,00 2,17 4,17 4,51 3,94 9,90 22089 1,8 16328 266 2224 3676 *

2,5 HL 1100x548 4 S355 124,8 2,335 0,609 24,24 45,77 172 335 9,8 15,7 25,8 38,2 0,21 3,00 2,43 3,95 4,38 3,94 9,90 19587 1,8 16071 254 2198 3650 120

3,0 HL 920x725 5 S355 106,9 3,350 0,581 24,91 61,73 128 325 7,9 15,0 25,8 33,3 0,29 3,00 2,32 3,96 4,29 3,94 9,90 20649 1,8 17229 253 2281 3734 *

3,0 HL 1100 M 5 S355 125,8 2,454 0,571 25,19 47,57 181 345 9,2 14,5 25,8 41,7 0,17 3,00 2,24 3,97 4,37 3,94 9,90 21308 1,8 17694 256 2328 3780 104

3,5 HL 920x725 5 S355 106,9 3,407 0,557 25,52 62,52 127 325 7,5 14,4 25,8 33,0 0,24 3,00 2,23 3,95 4,27 3,94 9,90 21546 1,8 18478 253 2366 3819 *

3,5 HL 1100 M 5 S355 125,8 2,529 0,566 25,98 48,42 181 345 8,6 13,6 25,8 41,7 0,14 3,00 2,10 3,99 4,36 3,94 9,90 22749 1,8 19214 258 2440 3893 99

4,0 HL 920x656 6 S355 105,7 3,703 0,516 26,32 69,60 122 335 6,9 13,3 25,8 32,7 0,21 3,00 2,06 4,00 4,29 3,94 9,90 23310 1,8 19912 256 2479 3931 *

4,0 HL 1100 B 6 S355 122,0 2,760 0,550 26,70 51,58 176 345 7,9 13,1 25,8 41,7 0,13 3,00 2,02 3,97 4,32 3,94 9,90 23665 1,8 20531 257 2541 3994 88

4,5 HL 920x588 7 S355 104,5 3,945 0,489 27,16 72,70 118 335 6,5 12,6 25,8 32,3 0,18 3,00 1,96 3,99 4,27 3,94 9,90 24563 1,8 21238 257 2597 4049 *

4,5 HL 1100 A 7 S355 121,0 2,938 0,546 27,63 52,96 176 345 7,5 12,4 25,8 42,3 0,11 3,00 1,92 3,95 4,28 3,94 9,90 24946 1,8 22006 257 2674 4126 72

3,5 HL 920x970 5 S355 111,3 4,376 0,504 36,00 81,72 142 315 9,1 11,0 24,1 36,3 0,27 1,50 1,70 3,89 4,17 3,94 9,90 28382 1,8 24204 258 3343 5134 *

3,5 HL 1100 R 5 S355 126,8 2,844 0,754 36,34 53,52 234 335 12,3 12,4 24,1 52,5 0,17 1,50 1,93 3,65 4,01 3,94 9,90 24833 1,8 24070 251 3329 5198 102

4,0 HL 920x725 6 S355 107,9 4,109 0,557 36,83 75,00 163 325 9,9 12,0 24,1 42,9 0,24 1,50 1,86 3,68 3,97 3,94 9,90 25833 1,8 24955 250 3384 5261 138

4,0 HL 1100 M 6 S355 125,8 3,042 0,726 37,14 57,71 232 345 11,3 11,6 24,1 53,6 0,15 1,50 1,80 3,69 4,03 3,94 9,90 26613 1,8 25630 253 3452 5311 96

4,5 HL 920x656 7 S355 105,7 4,335 0,521 37,39 81,02 157 335 9,2 11,5 24,1 41,9 0,22 1,50 1,79 3,70 3,97 3,94 9,90 26989 1,8 26227 251 3466 5342 133

4,5 HL 1100 B 7 S355 120,0 3,215 0,707 37,72 59,41 225 345 10,7 11,7 24,1 51,8 0,14 1,50 1,81 3,64 3,96 3,94 9,90 26457 1,8 26645 250 3508 5387 90

5,0 HL 920x588 8 S355 104,5 4,519 0,515 38,08 82,89 155 335 8,9 11,2 24,1 42,1 0,19 1,50 1,73 3,70 3,96 3,94 9,90 27836 1,8 27478 251 3559 5438 126

5,0 HL 1100 A 7 S355 124,0 3,098 0,774 38,76 54,52 252 345 10,9 11,2 24,1 58,0 0,11 1,50 1,74 3,63 3,94 3,94 9,90 27560 1,8 28399 250 3652 5533 61

5,5 HE 900x466 11 S355 105,8 4,977 0,510 39,18 86,04 157 335 9,0 10,8 24,1 45,1 0,16 1,50 1,67 3,67 3,92 3,94 9,90 28899 1,8 29286 251 3710 5593 99

5,5 HL 1100 A 9 S355 116,0 3,684 0,644 39,21 65,99 205 345 9,4 10,7 24,1 47,7 0,12 1,50 1,66 3,67 3,95 3,94 9,90 28937 1,8 29427 252 3724 5603 76

4,0 HL 920x1377 6 S355 116,3 6,892 0,352 39,50 127,96 96 295 6,3 6,8 20,9 24,4 0,20 1,50 1,06 4,61 4,84 3,94 9,90 45806 1,8 28366 304 3727 5635 *

4,0 HL 920x1194 6 S355 123,1 6,175 0,387 39,45 116,68 104 295 7,0 6,9 20,9 26,4 0,17 1,50 1,07 4,58 4,83 3,94 9,90 45125 1,8 28291 303 3719 5627 *

4,5 HL 920x1194 7 S355 115,1 7,067 0,344 40,15 132,46 93 295 5,9 6,5 20,9 23,9 0,17 1,50 1,01 4,65 4,87 3,94 9,90 48039 1,8 29730 308 3818 5727 *

4,5 HL 1000x976 7 S355 120,8 6,053 0,369 39,85 121,68 106 315 6,5 6,8 20,9 26,2 0,14 1,50 1,06 4,56 4,80 3,94 9,90 45639 1,8 29339 301 3779 5686 *

5,0 HL 920x1194 7 S355 115,1 7,132 0,343 40,82 133,46 93 295 5,7 6,4 20,9 23,9 0,15 1,50 0,99 4,63 4,84 3,94 9,90 49113 1,8 31031 307 3916 5824 *

5,0 HL 1000x883 8 S355 119,2 6,331 0,362 40,65 125,70 104 315 6,2 6,6 20,9 26,3 0,13 1,50 1,02 4,56 4,78 3,94 9,90 47239 1,8 30823 301 3895 5801 *

5,5 HL 920x970 9 S355 111,3 7,539 0,316 41,54 145,54 90 315 5,5 6,4 20,9 24,1 0,14 1,50 0,99 4,57 4,77 3,94 9,90 49420 1,8 32448 302 4027 5933 *

5,5 HL 1100x607 9 S355 128,8 5,444 0,394 41,73 114,49 121 335 6,5 6,3 20,9 28,7 0,09 1,50 0,98 4,54 4,78 3,94 9,90 49117 1,8 32707 303 4053 5959 151

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 20,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

102,7 4 HL 920x491 S355 2,0589 98 6 HE 900 M S460 2,2211 91,2 6 HE 800x444 S355 2,653 88,4 8 HE 800 M S355 2,6867 84,6 8 HE 650x407 S355 3,1738
104,8 4 HL 920x449 S355 1,9531 99,2 5 HE 900x391 S460 2,1603 96,2 5 HE 800x444 S355 2,3321 92,6 6 HE 800x373 S460 2,4693 86,4 7 HE 700x418 S355 2,9492
107 4 HL 1000 B S460 1,7601 100,1 5 HL 920x368 S460 2,1125 98 6 HE 900 M S460 2,2736 93,4 7 HE 800 M S355 2,4584 87,8 8 HE 700x352 S355 2,9284

112,8 4 HE 1000 M S460 1,7113 100,7 5 HL 920x344 S460 2,0318 99 7 HE 900 A S460 2,1918 94,6 6 HE 800x373 S355 2,4361 88,4 8 HE 800 M S355 2,7473
106 5 HL 1000 A S460 1,9779 99,7 5 HL 920x344 S460 2,0812 96 7 HE 900 A S460 2,2323 90 9 HE 800 B S355 2,6886

101 5 HE 900 M S460 2,0124 97 6 HE 900 B S460 2,1498 91,4 7 HE 800 M S355 2,5082
104 6 HE 900 A S460 1,9951 95 7 HE 800 B S460 2,3161

106,5 4 HL 920x537 S460 2,2438 101,8 5 HL 920x449 S355 2,3596 99 7 HE 900 M S355 2,5096 92,6 8 HE 800x373 S355 3,0232 86,4 9 HE 700x418 S355 3,6107
109 4 HL 1000x483 S355 2,0626 102,3 5 HL 920x420 S355 2,263 99,2 6 HE 900x391 S355 2,4865 96,2 6 HE 800x444 S355 2,7375 89,6 8 HE 800x373 S355 3,0647

111,2 4 HL 1000x443 S355 1,9623 105,6 5 HL 920x390 S355 2,1766 100,1 6 HL 920x368 S355 2,4313 97 8 HE 900 B S355 2,5988 91,4 9 HE 800 M S355 3,0302
112,8 4 HL 1000 M S355 1,8716 107 5 HL 1000 B S355 2,0941 100,7 6 HL 920x344 S355 2,3373 98 7 HE 900 M S355 2,5623 94,6 7 HE 800x373 S355 2,8012
117 4 HL 1100 B S355 1,865 108,8 5 HE 1000 M S355 2,0145 101,3 5 HL 920x420 S355 2,3131 99,2 6 HE 900x391 S355 2,5454 96 9 HE 900 A S355 2,7035

111 5 HL 1000 A S355 1,9692 103,6 5 HL 920x390 S355 2,2239 99,7 6 HL 920x344 S355 2,3919 97 8 HE 900 B S355 2,6668
105,1 5 HL 920x368 S355 2,1575 100 7 HE 900 B S355 2,3759 98 7 HE 900 B S355 2,4314
106 5 HL 1000 A S355 2,0043 101 6 HE 900 M S355 2,3104
108 5 HE 1000 B S460 1,9825 104 7 HE 900 A S460 2,2846

105 6 HE 900 B S460 2,2021
106 6 HE 1000 A S460 2,1562

113,8 4 HL 1000x748 S355 2,8399 111,8 5 HL 1000x642 S355 3,0638 109,5 6 HL 920x588 S355 3,3843 109 7 HL 1000x483 S355 3,402 108,2 8 HL 1000x443 S355 3,6357
120,6 5 HE 1000x584 S355 2,8123 116 5 HL 1000x591 S355 2,9113 110,6 7 HE 1000x494 S355 3,3644 110,2 6 HL 1000x554 S355 3,3169 109 7 HL 1000x483 S355 3,4787
120,8 4 HL 1100x607 S355 2,4822 118,2 5 HL 1000x554 S355 2,7967 111,8 5 HL 1000x642 S355 3,1257 111 6 HL 1000x539 S355 3,261 110,8 8 HL 1000 M S355 3,4602
124,8 4 HL 1100x548 S460 2,3808 118,8 5 HL 1100 R S355 2,6496 114 5 HL 1000x591 S355 2,9655 113,2 7 HL 1000x443 S355 3,2379 115 8 HL 1000 B S355 3,2539

125,8 5 HL 1100 M S460 2,4991 118,2 5 HL 1000x554 S355 2,8645 115,8 7 HL 1000 M S355 3,0846 116 8 HL 1100 A S355 3,1917
118,8 5 HL 1100 R S355 2,7185 117 6 HL 1000x483 S355 3,0721 117 7 HL 1100 B S355 3,1347
125,8 5 HL 1100 M S460 2,5741 117,8 6 HL 1100 M S355 2,9117 121 7 HL 1100 A S460 2,9877

122 6 HL 1100 B S460 2,8082

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

112,6 7 HE 1000x584 S355 3,8839 111 7 HL 1000x591 S355 4,0063 110 8 HL 1000x483 S460 4,0064 108,5 8 HL 920x537 S355 4,2752 108,2 9 HL 1000x443 S355 4,177
113,1 5 HL 920x787 S355 3,7551 111,2 7 HL 1000x554 S460 3,9122 110,2 7 HL 1000x554 S355 3,8837 110 8 HL 1000x483 S355 3,9934 110,8 9 HL 1000 M S355 3,9815
113,8 5 HL 1000x748 S355 3,6239 111,8 6 HL 1000x642 S355 3,7626 111 7 HL 1000x539 S355 3,8183 110,2 7 HL 1000x554 S355 3,9501 115 9 HL 1000 B S355 3,7527
119,8 5 HL 1000x642 S460 3,3175 116 6 HL 1000x591 S460 3,6559 116,2 8 HL 1000x443 S355 3,7532 111 7 HL 1000x539 S355 3,8854 116 9 HL 1100 A S460 3,7476
120,8 5 HL 1100x607 S460 3,2447 117 7 HL 1000x483 S355 3,5319 117 8 HL 1100 B S355 3,5165 115 9 HL 1000 B S355 3,6838
122,8 5 HL 1100x548 S355 2,9899 117,8 7 HL 1100 M S355 3,3432 117,8 7 HL 1100 M S355 3,4086 115,8 8 HL 1000 M S355 3,6278

118,8 6 HL 1100 R S355 3,2711 120 7 HL 1100 B S460 3,2718 116 9 HL 1100 A S355 3,6136
125,8 6 HL 1100 M S460 3,0954 117 8 HL 1100 B S355 3,5899

117,8 7 HL 1100 M S355 3,4822
120 7 HL 1100 B S355 3,2911

No solution 117,3 6 HL 920x1269 S355 6,4485 116,3 6 HL 920x1377 S355 6,9501 117,8 8 HL 1000x976 S355 6,8337 113,1 8 HL 920x1077 S355 7,4168
123,1 6 HL 920x1194 S460 6,3233 117,3 6 HL 920x1269 S355 6,5071 119,2 8 HL 1000x883 S460 6,4769 119,3 8 HL 920x970 S355 6,8812

120,8 7 HL 1000x976 S460 6,1939 128,8 9 HL 1100x607 S460 5,5568

Span length = 20,50 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x466 5 S355 100,8 2,324 0,955 26,02 38,23 230 335 15,0 31,9 33,5 59,1 0,50 4,50 4,89 3,18 3,58 3,92 9,81 12174 1,7 14647 202 2080 3903 84

2,5 HE 1000 M 4 S460 115,8 1,722 0,994 26,18 35,02 320 440 17,9 31,7 33,5 72,4 0,32 4,50 4,85 3,16 3,63 3,92 9,81 12165 1,7 14945 202 2110 3934 51

3,0 HE 800x444 6 S355 94,2 2,620 0,992 26,53 40,09 224 335 15,0 33,2 33,5 65,4 0,50 4,50 5,07 3,06 3,43 3,92 9,81 11751 1,7 15614 <200 2145 3968 81

3,0 HE 1000 B 5 S460 107,0 1,915 0,963 26,65 37,91 305 440 15,8 32,2 33,5 70,7 0,34 4,50 4,93 3,08 3,50 3,92 9,81 12075 1,7 15844 202 2168 3992 41

3,5 HE 800x444 6 S355 91,2 2,651 0,993 26,90 40,10 221 335 14,1 33,2 33,5 63,0 0,47 4,50 5,08 3,01 3,37 3,92 9,81 11729 1,7 16460 <200 2190 4013 80

3,5 HE 1000 B 5 S460 107,0 1,975 0,896 27,33 38,52 301 440 15,2 30,0 33,5 68,5 0,28 4,50 4,58 3,11 3,51 3,92 9,81 12896 1,7 17134 203 2258 4082 35

4,0 HE 700x418 8 S355 86,4 3,220 0,975 27,53 45,31 201 335 13,8 32,6 33,5 67,3 0,46 4,50 4,99 2,97 3,30 3,92 9,81 12001 1,7 17594 <200 2274 4097 84

4,0 HE 1000x249 6 S460 113,0 2,127 0,881 28,50 38,16 329 440 14,6 26,0 33,5 80,3 0,19 4,50 3,97 3,20 3,59 3,92 9,81 14953 1,7 19053 205 2422 4246 18

4,5 HE 700x418 9 S355 81,4 3,571 0,953 28,05 49,66 184 335 12,3 31,9 33,5 61,5 0,47 4,50 4,88 2,96 3,25 3,92 9,81 12317 1,7 18384 <200 2338 4162 88

4,5 HE 900 A 7 S460 96,0 2,298 0,980 28,18 39,29 303 440 14,5 32,8 33,5 79,9 0,28 4,50 5,02 2,89 3,24 3,92 9,81 11889 1,7 18712 <200 2372 4195 25

2,5 HL 920x588 4 S460 104,5 2,377 0,981 26,19 39,35 199 430 13,3 27,9 28,5 48,3 0,45 3,00 4,27 3,37 3,77 3,92 9,81 13918 1,7 14907 205 2106 3868 121

2,5 HL 1100 A 4 S460 119,0 1,771 0,999 26,36 37,18 295 440 15,5 28,4 28,5 62,0 0,29 3,00 4,35 3,31 3,77 3,92 9,81 13625 1,7 15188 205 2135 3896 70

3,0 HE 900x466 6 S355 100,8 2,748 0,939 26,97 45,87 198 335 12,3 26,7 28,5 52,7 0,40 3,00 4,09 3,35 3,71 3,92 9,81 14609 1,7 16198 206 2204 3966 87

3,0 HE 1000 B 5 S460 115,0 1,954 0,981 27,09 39,52 294 440 15,1 27,9 28,5 70,3 0,27 3,00 4,27 3,25 3,68 3,92 9,81 13939 1,7 16444 204 2229 3991 41

3,5 HE 800x444 7 S355 96,2 3,029 0,969 27,46 47,24 192 335 12,6 27,6 28,5 57,6 0,38 3,00 4,22 3,24 3,58 3,92 9,81 14180 1,7 17242 204 2269 4031 88

3,5 HE 1000 A 5 S460 114,0 1,895 0,986 27,68 35,35 331 440 15,6 28,1 28,5 77,7 0,22 3,00 4,29 3,17 3,59 3,92 9,81 13762 1,7 17629 204 2309 4070 24

4,0 HE 800x444 8 S355 91,2 3,401 0,922 27,99 52,70 175 335 11,1 26,3 28,5 52,5 0,38 3,00 4,01 3,26 3,57 3,92 9,81 14917 1,7 18220 205 2337 4099 90

4,0 HE 1000x249 6 S460 110,0 2,107 0,969 28,28 37,42 329 440 14,5 27,6 28,5 80,2 0,21 3,00 4,22 3,13 3,52 3,92 9,81 14069 1,7 18753 204 2391 4153 18

4,5 HD 400x1299 7 S355 75,0 7,171 0,969 30,15 73,87 122 295 11,2 27,6 28,5 55,5 0,72 3,00 4,22 2,98 3,22 3,92 9,81 14335 1,7 21120 <200 2617 4378 *

4,5 HE 900 A 7 S460 104,0 2,356 0,973 28,82 41,29 294 440 13,7 27,7 28,5 80,2 0,22 3,00 4,24 3,07 3,43 3,92 9,81 14072 1,7 19612 201 2463 4224 25

2,5 HL 920x970 4 S355 111,3 3,442 0,563 25,01 64,80 116 315 7,9 14,6 26,0 29,6 0,32 3,00 2,24 4,07 4,41 3,92 9,81 22089 1,7 16328 258 2251 3712 *

2,5 HL 1100x548 4 S355 127,8 2,346 0,606 24,91 46,36 175 335 9,9 15,7 26,0 40,0 0,20 3,00 2,41 3,92 4,34 3,92 9,81 20422 1,7 16259 253 2244 3705 119

3,0 HL 920x787 5 S355 108,1 3,587 0,557 25,68 67,18 121 325 7,6 14,5 26,0 32,3 0,28 3,00 2,21 3,99 4,31 3,92 9,81 22354 1,7 17521 255 2339 3800 *

3,0 HL 1100 R 5 S355 121,8 2,663 0,571 25,70 51,42 166 335 8,7 14,8 26,0 39,0 0,19 3,00 2,27 3,93 4,30 3,92 9,81 21736 1,7 17608 254 2348 3809 110

3,5 HL 920x787 5 S355 108,1 3,645 0,535 26,31 68,02 121 325 7,2 13,9 26,0 32,0 0,24 3,00 2,13 3,98 4,29 3,92 9,81 23286 1,7 18778 255 2426 3887 *

3,5 HL 1100 R 5 S355 121,8 2,734 0,539 26,47 52,26 166 335 8,2 14,0 26,0 39,0 0,16 3,00 2,14 3,93 4,29 3,92 9,81 23040 1,7 19072 255 2456 3917 107

4,0 HL 920x656 6 S355 106,7 3,707 0,527 26,98 69,87 124 335 7,0 13,7 26,0 34,3 0,20 3,00 2,10 3,92 4,21 3,92 9,81 23628 1,7 20012 253 2520 3981 *

4,0 HL 1100 B 6 S355 125,0 2,777 0,558 27,51 52,38 180 345 8,0 13,0 26,0 43,8 0,12 3,00 1,99 3,94 4,28 3,92 9,81 24830 1,7 20831 257 2603 4064 84

4,5 HL 920x656 7 S355 105,7 4,274 0,462 28,09 81,02 110 335 6,1 12,0 26,0 30,8 0,17 3,00 1,84 4,04 4,31 3,92 9,81 26989 1,7 21681 260 2674 4135 *

4,5 HL 1100 A 7 S355 124,0 2,958 0,553 28,49 53,83 180 345 7,5 12,3 26,0 44,6 0,10 3,00 1,88 3,93 4,25 3,92 9,81 26223 1,7 22344 257 2741 4203 68

3,5 HL 920x970 5 S355 111,3 4,374 0,510 36,63 81,72 145 315 9,2 11,4 24,3 38,0 0,28 1,50 1,75 3,80 4,08 3,92 9,81 28382 1,7 24204 255 3384 5195 *

3,5 HL 1100x548 5 S355 127,8 3,017 0,699 36,86 58,70 216 335 11,5 12,1 24,3 50,2 0,17 1,50 1,85 3,68 4,02 3,92 9,81 26687 1,7 24309 252 3394 5234 108

4,0 HL 920x787 6 S355 108,1 4,387 0,524 37,42 81,30 154 325 9,3 11,8 24,3 41,6 0,24 1,50 1,80 3,69 3,97 3,92 9,81 27574 1,7 25212 251 3451 5305 *

4,0 HL 1100 R 6 S355 121,8 3,288 0,684 37,64 62,32 212 335 10,7 12,0 24,3 50,3 0,17 1,50 1,83 3,64 3,96 3,92 9,81 27027 1,7 25482 251 3479 5335 99

4,5 HL 920x725 7 S355 106,9 4,708 0,496 38,04 86,91 145 325 8,6 11,0 24,3 40,1 0,21 1,50 1,69 3,75 4,00 3,92 9,81 29452 1,7 26671 254 3554 5401 *

4,5 HL 1100 B 7 S355 125,0 3,250 0,703 38,50 60,92 225 345 10,6 11,3 24,3 54,2 0,13 1,50 1,73 3,66 3,97 3,92 9,81 28633 1,7 27208 253 3608 5461 87

5,0 HL 920x588 8 S355 107,5 4,541 0,519 38,89 83,91 157 335 9,0 11,2 24,3 44,0 0,17 1,50 1,71 3,66 3,92 3,92 9,81 29037 1,7 27853 250 3641 5504 125

5,0 HL 1100 B 7 S355 125,0 3,330 0,696 39,35 61,68 225 345 10,1 10,8 24,3 53,8 0,11 1,50 1,65 3,67 3,97 3,92 9,81 30020 1,7 28723 254 3729 5582 77

5,5 HE 900x466 11 S460 108,8 5,106 0,716 40,03 57,96 159 430 9,1 10,7 24,3 47,2 0,14 1,50 1,65 3,65 3,90 3,92 9,81 30307 1,7 29699 250 3797 5664 101

5,5 HL 1100 A 9 S355 119,0 3,708 0,647 40,06 67,00 207 345 9,4 10,7 24,3 50,0 0,11 1,50 1,63 3,65 3,92 3,92 9,81 30360 1,7 29839 252 3811 5674 72

4,0 HL 920x1377 6 S355 121,3 6,922 0,356 40,29 129,79 96 295 6,4 6,8 21,2 25,4 0,18 1,50 1,04 4,57 4,80 3,92 9,81 48077 1,7 28866 303 3823 5705 *

4,0 HL 920x1269 6 S355 124,3 6,491 0,369 40,18 124,16 100 295 6,6 6,8 21,2 26,2 0,16 1,50 1,04 4,58 4,82 3,92 9,81 47916 1,7 28704 304 3807 5689 *

4,5 HL 920x1194 7 S355 116,1 7,071 0,348 40,65 132,84 94 295 5,9 6,7 21,2 25,0 0,17 1,50 1,03 4,55 4,77 3,92 9,81 48508 1,7 29843 300 3876 5757 *

4,5 HL 1000x976 7 S355 125,8 6,086 0,369 40,70 123,70 107 315 6,6 6,7 21,2 27,4 0,13 1,50 1,03 4,54 4,78 3,92 9,81 48298 1,7 29902 301 3882 5764 *

5,0 HL 920x1194 8 S355 115,1 8,015 0,318 41,98 150,98 86 295 5,2 6,0 21,2 23,3 0,14 1,50 0,92 4,69 4,88 3,92 9,81 54479 1,7 31969 314 4060 5945 *

5,0 HL 1000x883 8 S355 124,2 6,368 0,362 41,56 127,89 105 315 6,3 6,5 21,2 27,5 0,11 1,50 1,00 4,54 4,76 3,92 9,81 50093 1,7 31448 302 4006 5887 *

5,5 HL 920x1077 9 S355 113,1 8,217 0,293 42,68 161,96 84 315 5,1 6,0 21,2 23,0 0,13 1,50 0,92 4,63 4,82 3,92 9,81 54834 1,7 33322 311 4166 6048 *

5,5 HL 920x1077 8 S355 118,1 7,458 0,318 42,54 147,42 92 315 5,6 6,2 21,2 25,0 0,12 1,50 0,95 4,56 4,76 3,92 9,81 52775 1,7 33164 304 4149 6030 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 20,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

102,7 4 HL 920x491 S355 2,0574 99,2 6 HE 900x391 S355 2,4315 97 7 HE 900 B S460 2,3383 89,4 7 HE 700x418 S355 2,9089 84,4 8 HE 700x418 S355 3,2628
107,8 5 HE 1000 M S460 1,9789 100,6 5 HL 920x390 S355 2,1504 98 6 HE 900 M S460 2,2718 89,6 7 HE 800x373 S355 2,7013 87,8 9 HE 700x352 S355 3,2102
109 4 HE 1000x415 S460 1,8906 101,1 5 HL 920x368 S460 2,1158 99,2 5 HE 900x391 S460 2,2119 94,6 6 HE 800x373 S460 2,4804 88,4 8 HE 800 M S355 2,7449

109,6 4 HE 1000x393 S460 1,8312 102,7 5 HL 920x344 S460 2,04 99,7 5 HL 920x344 S460 2,0796 96 8 HE 900 A S460 2,4553 90 9 HE 800 B S355 2,6861
110 4 HL 1000 B S460 1,771 106 5 HL 1000 A S460 1,9763 103 5 HE 900 M S460 2,0222 97 7 HE 900 B S460 2,3963 93,4 7 HE 800 M S460 2,5666

98 6 HE 900 B S460 2,1545 94 9 HE 800 A S460 2,5574
106 6 HE 1000 A S460 2,1544 95 8 HE 800 B S460 2,543

96 8 HE 900 A S460 2,5229

108,5 4 HL 920x537 S355 2,2061 101,8 5 HL 920x449 S355 2,3579 99,2 7 HE 900x391 S355 2,7975 92,2 7 HE 800x444 S355 3,0584 89,4 9 HE 700x418 S355 3,6298
110 4 HL 1000x483 S355 2,0652 106,3 5 HL 920x420 S355 2,2809 100,1 6 HL 920x368 S355 2,4294 94,6 8 HE 800x373 S355 3,0338 89,6 9 HE 800x373 S355 3,3618

113,2 4 HL 1000x443 S355 1,969 107 5 HL 1000 B S355 2,0925 101,3 5 HL 920x420 S355 2,3114 97,6 7 HE 800x373 S355 2,7536 91,2 7 HE 800x444 S355 3,1134
115,8 4 HL 1000 M S355 1,8824 110,8 5 HE 1000 M S355 2,0227 105,6 5 HL 920x390 S355 2,2337 98 7 HE 900 M S355 2,5601 92,6 8 HE 800x373 S355 3,0842
117 4 HL 1100 B S355 1,8636 114 5 HL 1000 A S355 1,9824 107 5 HL 1000 B S355 2,1524 99,2 6 HE 900x391 S355 2,5434 93,4 9 HE 800 M S355 3,0422

107,8 5 HE 1000 M S355 2,0687 99,7 6 HL 920x344 S355 2,3899 96 9 HE 900 A S355 2,7009
109 5 HL 1000 A S355 2,0198 102 7 HE 900 B S355 2,3868 97 8 HE 900 B S355 2,6645
110 5 HE 1000 B S460 1,9923 103 6 HE 900 M S355 2,3216 98 7 HE 900 M S355 2,6284

105 7 HE 1000x249 S460 2,3008 100 7 HE 900 B S355 2,444
106 6 HE 1000 A S460 2,1544

116,2 4 HL 1000x883 S355 3,2212 111,9 5 HL 920x725 S355 3,3725 111,9 5 HL 920x725 S355 3,4338 110 7 HL 1000x539 S355 3,6726 107,5 7 HL 920x588 S355 3,9641
116,8 4 HL 1000x748 S355 2,8504 112,6 6 HE 1000x584 S355 3,2921 112,5 6 HL 920x588 S355 3,3992 111 6 HL 1000x591 S355 3,47 109 8 HL 1000x483 S355 3,8577
123,8 4 HL 1100x607 S355 2,4929 114,8 5 HL 1000x642 S355 3,0766 112,6 6 HE 1000x584 S355 3,3546 112 7 HL 1000x483 S355 3,4191 110 7 HL 1000x539 S355 3,7497
127,8 4 HL 1100x548 S460 2,3915 119 5 HL 1000x591 S355 2,9241 114,8 5 HL 1000x642 S355 3,1409 113,2 6 HL 1000x554 S355 3,3342 111,2 8 HL 1000x443 S355 3,655

119,8 5 HL 1100x548 S355 2,8219 119 5 HL 1000x591 S355 2,9922 115 6 HL 1000x539 S355 3,2849 114 7 HL 1000x483 S355 3,513
121,8 5 HL 1100 R S460 2,7141 119,8 5 HL 1100x548 S355 2,8911 116,2 7 HL 1000x443 S355 3,2551 115,8 8 HL 1000 M S355 3,4943

121,8 5 HL 1100 R S460 2,7854 118,8 6 HL 1100 R S355 3,1913 117 8 HL 1100 B S355 3,4552
120,8 6 HL 1100 M S355 2,9292 117,8 7 HL 1100 M S355 3,3475
125 6 HL 1100 B S460 2,8257 118 7 HL 1100 B S355 3,1397

124 7 HL 1100 A S460 3,0075

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

113,8 6 HL 1000x748 S355 4,1954 111 7 HL 1000x591 S355 4,0037 108,7 7 HL 920x656 S355 4,3544 110 8 HL 1000x539 S355 4,2948 108,8 11 HE 900x466 S355 5,0005
115,6 7 HE 1000x584 S355 3,8984 114,8 6 HL 1000x642 S355 3,7798 110 8 HL 1000x539 S355 4,2284 111 7 HL 1000x591 S355 4,1289 109 9 HL 1000x483 S355 4,427
116,8 5 HL 1000x748 S460 3,7162 118,8 7 HL 1100 R S460 3,741 111 7 HL 1000x591 S355 4,0622 113,2 7 HL 1000x554 S355 3,972 113,2 9 HL 1000x443 S355 4,2188
121,8 5 HL 1100x607 S460 3,2484 119 6 HL 1000x591 S460 3,6732 114 8 HL 1000x483 S460 4,033 115 7 HL 1000x539 S355 3,9155 115,6 8 HE 1000x494 S355 4,1259
127,8 5 HL 1100x548 S460 3,0732 119,8 6 HL 1100x548 S460 3,546 115 7 HL 1000x539 S460 3,9231 117 9 HL 1100 B S355 3,91 115,8 9 HL 1000 M S355 4,0234

120,8 7 HL 1100 M S355 3,3604 115,2 7 HL 1000x554 S355 3,9178 117,8 8 HL 1100 M S355 3,8331 117 9 HL 1100 B S355 3,9806
121,8 6 HL 1100 R S460 3,3504 117,8 8 HL 1100 M S355 3,7594 118 8 HL 1100 B S355 3,5954 119 9 HL 1100 A S460 3,7716

120 8 HL 1100 B S355 3,5359 118,8 7 HL 1100 M S355 3,4879
120,8 7 HL 1100 M S355 3,4282 124 8 HL 1100 A S355 3,3861
124 8 HL 1100 A S355 3,3066 125 7 HL 1100 B S460 3,386
125 7 HL 1100 B S460 3,3062

No solution 124,3 6 HL 920x1269 S460 6,6485 121,3 6 HL 920x1377 S355 6,9835 116,3 7 HL 920x1269 S355 7,5012 115,1 8 HL 920x1194 S355 8,0774
124,3 6 HL 920x1269 S355 6,5554 117,8 8 HL 1000x976 S355 6,83 116,3 9 HL 920x970 S355 7,5798
125,8 7 HL 1000x976 S460 6,2274 124,2 8 HL 1000x883 S460 6,5141

Span length = 20,75 mOther possible solutions

E

A

B

C

D
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2,5 HE 900x466 5 S355 100,8 2,322 0,986 26,58 38,23 236 335 15,4 33,3 33,8 61,9 0,50 4,50 5,04 3,10 3,50 3,89 9,72 12174 1,7 14647 201 2105 3947 82

2,5 HL 1100 A 4 S460 116,0 1,757 0,921 26,79 36,68 309 440 16,3 31,1 33,8 65,2 0,32 4,50 4,70 3,17 3,63 3,89 9,72 12981 1,7 15000 202 2141 3984 66

3,0 HE 800x444 6 S355 96,2 2,628 0,991 27,22 40,49 228 335 15,3 33,5 33,8 68,4 0,47 4,50 5,06 3,02 3,39 3,89 9,72 12154 1,7 15764 <200 2186 4029 81

3,0 HE 1000 B 5 S460 107,0 1,913 0,995 27,23 37,91 312 440 16,2 33,6 33,8 74,2 0,34 4,50 5,08 3,01 3,42 3,89 9,72 12075 1,7 15844 <200 2194 4037 39

3,5 HE 800x444 7 S355 91,2 2,998 0,925 27,75 46,11 202 335 13,1 31,3 33,8 60,5 0,46 4,50 4,72 3,07 3,40 3,89 9,72 13053 1,7 16805 <200 2252 4094 83

3,5 HE 1000 B 5 S460 107,0 1,974 0,926 27,93 38,52 308 440 15,5 31,3 33,8 71,9 0,28 4,50 4,73 3,04 3,43 3,89 9,72 12896 1,7 17134 <200 2286 4128 33

4,0 HE 700x418 8 S355 89,4 3,237 0,950 28,34 46,07 204 335 14,1 32,1 33,8 70,4 0,41 4,50 4,85 2,96 3,28 3,89 9,72 12718 1,7 17894 <200 2332 4174 83

4,0 HE 1000 A 6 S460 106,0 2,153 0,869 28,67 40,23 308 440 14,3 29,4 33,8 74,6 0,24 4,50 4,44 3,05 3,43 3,89 9,72 13802 1,7 18422 <200 2386 4229 25

4,5 HE 700x418 9 S355 81,4 3,568 0,984 28,66 49,66 189 335 12,6 33,3 33,8 64,5 0,48 4,50 5,03 2,89 3,18 3,89 9,72 12317 1,7 18384 <200 2366 4209 85

4,5 HE 900 A 7 S460 97,0 2,303 0,992 28,87 39,52 310 440 14,8 33,5 33,8 83,8 0,27 4,50 5,06 2,84 3,19 3,89 9,72 12139 1,7 18824 <200 2412 4254 23

2,5 HL 920x656 4 S355 105,7 2,516 0,925 26,96 46,19 184 335 12,5 26,5 28,7 45,7 0,44 3,00 4,01 3,42 3,80 3,89 9,72 15299 1,7 15159 208 2158 3929 129

2,5 HL 1100 A 4 S460 124,0 1,790 0,953 27,16 38,07 297 440 15,6 27,3 28,7 64,8 0,26 3,00 4,13 3,33 3,80 3,89 9,72 14791 1,7 15500 206 2193 3965 66

3,0 HE 900x466 6 S355 100,8 2,746 0,972 27,55 45,87 202 335 12,6 27,9 28,7 55,2 0,40 3,00 4,21 3,27 3,63 3,89 9,72 14609 1,7 16198 204 2231 4003 85

3,0 HL 1000 A 5 S355 114,0 1,981 0,986 27,69 33,08 281 345 14,8 28,3 28,7 69,0 0,28 3,00 4,27 3,22 3,63 3,89 9,72 14363 1,7 16450 204 2257 4029 65

3,5 HE 800x444 7 S460 99,2 3,108 0,952 28,25 30,23 195 430 12,8 27,3 28,7 60,3 0,35 3,00 4,12 3,22 3,56 3,89 9,72 14937 1,7 17505 204 2324 4096 90

3,5 HE 1000 B 5 S460 112,0 2,002 0,993 28,25 39,60 300 440 15,0 28,5 28,7 71,9 0,24 3,00 4,30 3,14 3,55 3,89 9,72 14160 1,7 17572 203 2331 4103 33

4,0 HE 800x444 8 S355 91,2 3,399 0,955 28,60 52,70 179 335 11,3 27,4 28,7 55,0 0,38 3,00 4,14 3,18 3,49 3,89 9,72 14917 1,7 18220 203 2365 4137 87

4,0 HE 1000x249 6 S460 113,0 2,125 0,944 29,12 38,16 333 440 14,6 27,1 28,7 84,3 0,19 3,00 4,09 3,13 3,51 3,89 9,72 14953 1,7 19053 204 2451 4223 16

4,5 HE 700x418 9 S355 89,4 3,627 0,997 29,29 51,83 182 335 12,3 28,6 28,7 64,5 0,36 3,00 4,32 3,04 3,34 3,89 9,72 14307 1,7 19284 <200 2459 4231 89

4,5 HE 1000x249 7 S460 105,0 2,374 0,972 29,53 42,12 301 440 13,1 27,9 28,7 75,9 0,21 3,00 4,21 3,04 3,39 3,89 9,72 14585 1,7 19735 <200 2505 4277 18

2,5 HL 920x970 4 S355 111,3 3,440 0,583 25,56 64,80 119 315 8,0 15,3 26,2 31,1 0,33 3,00 2,31 3,97 4,31 3,89 9,72 22089 1,7 16328 253 2278 3748 *

2,5 HL 1100x607 4 S355 125,8 2,499 0,607 25,49 50,39 164 335 9,5 15,9 26,2 38,3 0,21 3,00 2,40 3,89 4,29 3,89 9,72 21146 1,7 16285 252 2273 3744 127

3,0 HL 920x787 5 S355 108,1 3,585 0,577 26,25 67,18 124 325 7,7 15,1 26,2 33,8 0,28 3,00 2,28 3,90 4,21 3,89 9,72 22354 1,7 17521 252 2367 3837 *

3,0 HL 1100 R 5 S355 126,8 2,685 0,551 26,53 52,57 168 335 8,9 14,4 26,2 40,9 0,16 3,00 2,18 3,93 4,31 3,89 9,72 23331 1,7 17983 255 2415 3885 111

3,5 HL 920x787 5 S355 109,1 3,648 0,547 26,95 68,27 123 325 7,4 14,3 26,2 33,6 0,23 3,00 2,16 3,90 4,21 3,89 9,72 23584 1,7 18866 253 2464 3934 *

3,5 HL 1100 R 5 S355 126,8 2,761 0,539 27,38 53,52 168 335 8,3 13,6 26,2 41,0 0,14 3,00 2,05 3,94 4,30 3,89 9,72 24833 1,7 19510 257 2530 4001 107

4,0 HL 920x725 6 S355 106,9 4,020 0,506 27,80 74,72 116 325 6,7 13,3 26,2 32,4 0,20 3,00 2,00 3,95 4,23 3,89 9,72 25500 1,7 20294 255 2579 4049 *

4,0 HL 1100 M 6 S355 122,8 2,940 0,525 28,08 56,87 168 345 7,7 13,3 26,2 41,7 0,13 3,00 2,00 3,90 4,23 3,89 9,72 25408 1,7 20770 255 2628 4098 96

4,5 HL 920x656 7 S355 105,7 4,271 0,479 28,71 81,02 112 335 6,2 12,5 26,2 32,3 0,17 3,00 1,89 3,95 4,21 3,89 9,72 26989 1,7 21681 256 2706 4176 *

4,5 HL 1100 B 7 S355 122,0 3,167 0,508 29,12 60,00 163 345 7,2 12,4 26,2 41,2 0,11 3,00 1,87 3,91 4,22 3,89 9,72 27300 1,7 22325 257 2772 4242 85

3,5 HL 920x970 5 S355 111,3 4,372 0,517 37,27 81,72 148 315 9,3 11,9 24,5 39,8 0,28 1,50 1,81 3,71 3,98 3,89 9,72 28382 1,7 24204 253 3424 5251 *

3,5 HL 1100x607 5 S460 125,8 3,269 0,611 37,40 79,97 202 430 10,9 12,2 24,5 48,2 0,18 1,50 1,85 3,65 3,97 3,89 9,72 27535 1,7 24318 252 3436 5266 115

4,0 HL 920x787 6 S355 111,1 4,404 0,527 38,17 82,19 155 325 9,4 11,8 24,5 43,4 0,23 1,50 1,79 3,66 3,93 3,89 9,72 28636 1,7 25512 250 3524 5363 147

4,0 HL 1100 R 6 S355 126,8 3,319 0,681 38,38 63,79 212 335 10,6 11,6 24,5 52,5 0,15 1,50 1,75 3,65 3,97 3,89 9,72 29085 1,7 25982 253 3572 5402 101

4,5 HL 920x725 7 S355 106,9 4,705 0,505 38,75 86,91 148 325 8,7 11,5 24,5 42,0 0,21 1,50 1,74 3,66 3,91 3,89 9,72 29452 1,7 26671 250 3596 5440 142

4,5 HL 1100 M 7 S355 122,8 3,440 0,658 39,07 66,16 209 345 10,1 11,5 24,5 51,8 0,14 1,50 1,74 3,62 3,92 3,89 9,72 29324 1,7 27148 251 3646 5487 95

5,0 HL 1000x554 8 S355 110,2 4,375 0,534 39,54 82,81 163 335 8,7 11,2 24,5 44,3 0,16 1,50 1,70 3,64 3,90 3,89 9,72 30214 1,7 28006 250 3700 5547 112

5,0 HL 1100 M 7 S355 122,8 3,518 0,652 39,93 66,92 209 345 9,7 11,0 24,5 51,3 0,12 1,50 1,67 3,63 3,92 3,89 9,72 30640 1,7 28630 252 3764 5606 91

5,5 HL 1000x539 9 S355 110,0 4,775 0,485 40,32 90,83 147 335 7,8 10,2 24,5 40,3 0,14 1,50 1,55 3,72 3,96 3,89 9,72 33141 1,7 29723 256 3845 5676 119

5,5 HL 1100 A 9 S355 124,0 3,750 0,644 40,98 68,80 208 345 9,2 10,3 24,5 52,4 0,10 1,50 1,55 3,67 3,94 3,89 9,72 32940 1,7 30527 255 3928 5764 68

4,5 HL 920x1269 7 S355 116,3 7,432 0,334 41,37 141,09 90 295 5,6 6,7 21,4 24,8 0,17 1,50 1,01 4,54 4,74 3,89 9,72 51164 1,7 30210 301 3961 5815 *

4,5 HL 920x1194 7 S355 123,1 7,119 0,347 41,69 135,68 94 295 6,1 6,5 21,4 26,1 0,14 1,50 0,99 4,55 4,77 3,89 9,72 52143 1,7 30630 304 4004 5860 *

5,0 HL 920x1194 8 S355 115,1 8,011 0,322 42,43 150,98 87 295 5,2 6,3 21,4 24,4 0,15 1,50 0,95 4,58 4,77 3,89 9,72 54479 1,7 31969 307 4108 5964 *

5,0 HL 1000x976 8 S355 122,8 6,867 0,339 42,26 139,61 98 315 5,8 6,4 21,4 26,4 0,12 1,50 0,97 4,53 4,75 3,89 9,72 52920 1,7 31745 303 4085 5940 *

5,5 HL 920x1077 9 S355 113,1 8,213 0,296 43,15 161,96 85 315 5,1 6,2 21,4 24,1 0,13 1,50 0,95 4,52 4,71 3,89 9,72 54834 1,7 33322 301 4216 6069 *

5,5 HL 920x1077 8 S355 121,1 7,481 0,320 43,33 148,88 93 315 5,7 6,2 21,4 26,2 0,11 1,50 0,95 4,50 4,70 3,89 9,72 54637 1,7 33577 300 4242 6095 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 21,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

103,5 4 HL 920x537 S355 2,1842 99,2 6 HE 900x391 S355 2,4296 94,2 6 HE 800x444 S355 2,6662 89,6 8 HE 800x373 S355 2,9987 84,6 9 HE 650x407 S355 3,4878
103,7 4 HL 920x491 S355 2,0601 100,6 5 HL 920x390 S355 2,1488 98 7 HE 900 B S460 2,342 91,2 6 HE 800x444 S355 2,7007 86,4 8 HE 700x418 S355 3,275
107,8 4 HL 1000 M S460 1,8825 103,1 5 HL 920x368 S460 2,124 99 6 HE 900 M S460 2,2756 96 8 HE 900 A S460 2,4531 87,8 9 HE 700x352 S355 3,2075
111,6 4 HE 1000x393 S460 1,8381 104,7 5 HL 920x344 S460 2,0482 100,1 5 HL 920x368 S460 2,1637 97 7 HE 900 B S460 2,3942 88,4 9 HE 800 M S355 3,0028
112 4 HL 1000 B S460 1,7779 106 5 HL 1000 A S460 1,9748 102,7 5 HL 920x344 S460 2,0952 98 6 HE 900 M S460 2,3283 89,4 8 HE 800 M S355 2,7499

106 5 HL 1000 A S460 2,0343 100 6 HE 900 B S460 2,1658 92 9 HE 800 B S355 2,6983
93,4 7 HE 800 M S460 2,5645
95 8 HE 800 B S460 2,5407
96 8 HE 900 A S460 2,5207
97 7 HE 900 B S460 2,462

107,5 4 HL 920x588 S460 2,3873 102,7 5 HL 920x491 S355 2,5034 99,2 7 HE 900x391 S355 2,7953 94,2 7 HE 800x444 S355 3,0692 89,6 9 HE 800x373 S355 3,3591
109,6 5 HE 1000x438 S355 2,2662 104,8 5 HL 920x449 S355 2,3709 100,6 6 HL 920x390 S355 2,5205 97,6 8 HE 800x373 S355 3,0509 92,2 7 HE 800x444 S355 3,1185
110 4 HL 1000x539 S460 2,2604 107,8 5 HL 1000 M S355 2,2428 101,8 5 HL 920x449 S355 2,4113 98 8 HE 900 M S355 2,829 94,6 8 HE 800x373 S355 3,0965

111,5 4 HL 920x537 S355 2,2169 109,6 5 HE 1000x393 S355 2,1786 104,3 5 HL 920x420 S355 2,3269 99,2 6 HE 800x444 S355 2,753 96,4 9 HE 800 M S355 3,0616
112 4 HL 1000x483 S355 2,0719 110 5 HL 1000 B S355 2,1056 106 7 HE 1000 A S355 2,2865 99,7 7 HL 920x344 S355 2,6735 97 8 HE 900 B S355 2,6621

116,2 4 HL 1000x443 S355 1,9799 112,8 5 HE 1000 M S355 2,031 107 5 HL 1000 B S355 2,1508 100 8 HE 900 B S355 2,6138 98 7 HE 900 M S355 2,6262
117 4 HL 1100 B S355 1,8623 114 5 HL 1000 A S460 2,014 108,8 5 HE 1000 M S355 2,0729 100,1 6 HL 920x368 S355 2,4878 101 8 HE 900 A S355 2,5158

111 5 HL 1000 A S355 2,0297 102,7 6 HL 920x344 S355 2,4077 102 7 HE 900 B S355 2,4567
105 7 HE 900 B S355 2,4044
106 6 HL 1000 A S355 2,3364
107 6 HE 1000 B S355 2,2642
109 6 HE 1000 A S460 2,1722

116,2 4 HL 1000x883 S355 3,2195 113,8 5 HL 1000x748 S355 3,4774 113,8 5 HL 1000x748 S355 3,5401 110 7 HL 1000x539 S355 3,6701 109 8 HL 1000x483 S355 3,855
121,8 4 HL 1000x748 S355 2,8692 114,9 5 HL 920x725 S355 3,3852 114,9 5 HL 920x725 S355 3,4489 112 6 HL 1000x591 S355 3,4743 110 7 HL 1000x539 S355 3,7472
125,8 4 HL 1100x607 S460 2,5497 116,8 5 HL 1000x642 S355 3,0844 115,6 6 HE 1000x584 S355 3,3695 117 7 HL 1000x483 S355 3,4494 116,2 8 HL 1000x443 S355 3,6891

119,8 5 HL 1100x548 S355 2,82 116,8 5 HL 1000x642 S355 3,1504 117,8 7 HL 1100 M S355 3,2608 117 8 HL 1100 B S355 3,4526
126,8 5 HL 1100 R S460 2,7368 119,8 5 HL 1100x548 S355 2,8893 118,8 6 HL 1100 R S355 3,1891 117,8 7 HL 1100 M S355 3,3452

126,8 5 HL 1100 R S460 2,8121 122,8 6 HL 1100 M S460 2,9939 122 7 HL 1100 B S460 3,2232

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

113,8 6 HL 1000x748 S355 4,1929 111,8 7 HL 1000x642 S355 4,2487 111 8 HL 1000x591 S355 4,5151 111,8 7 HL 1000x642 S355 4,3744 112 9 HL 1000x483 S355 4,4508
116,2 5 HL 1000x883 S355 4,0991 116 7 HL 1000x591 S355 4,0337 111,2 8 HL 1000x554 S355 4,3159 113 8 HL 1000x539 S355 4,3165 116,2 9 HL 1000x443 S355 4,2427
120,6 7 HE 1000x584 S355 3,9244 118,2 7 HL 1000x554 S460 3,9527 111,8 7 HL 1000x642 S355 4,3075 114 7 HL 1000x591 S355 4,1508 117 9 HL 1100 B S355 3,9776
121,8 5 HL 1000x748 S460 3,7427 118,8 7 HL 1100 R S460 3,7385 113 8 HL 1000x539 S355 4,2476 117 9 HL 1100 B S355 3,9071 124 9 HL 1100 A S460 3,8137

120,8 6 HL 1100x548 S460 3,5503 114 7 HL 1000x591 S355 4,0817 117,8 8 HL 1100 M S355 3,8304
125,8 7 HL 1100 M S355 3,3906 117 8 HL 1000x483 S460 4,0522 122 8 HL 1100 B S355 3,6254
126,8 6 HL 1100 R S460 3,3808 117,6 7 HE 1000x584 S355 4,0409 122,8 7 HL 1100 M S460 3,5808

117,8 8 HL 1100 M S355 3,7567
122 8 HL 1100 B S355 3,548

122,8 7 HL 1100 M S460 3,5031

No solution No solution 123,1 7 HL 920x1194 S460 7,2913 117,3 7 HL 920x1269 S355 7,5057 115,1 8 HL 920x1194 S355 8,0734
122,8 8 HL 1000x976 S460 7,0286 121,1 8 HL 920x1077 S460 7,6591

Span length = 21,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x537 4 S355 103,5 2,183 0,962 27,17 37,86 230 335 15,1 32,8 34,1 57,9 0,47 4,50 4,90 3,11 3,51 3,86 9,63 12868 1,7 14713 202 2137 3998 101

2,5 HL 1100 A 4 S460 116,0 1,756 0,952 27,36 36,68 316 440 16,6 32,5 34,1 68,4 0,32 4,50 4,85 3,10 3,55 3,86 9,63 12981 1,7 15000 202 2167 4028 62

3,0 HE 800x444 6 S355 99,2 2,641 0,972 27,97 41,12 231 335 15,6 33,1 34,1 71,5 0,43 4,50 4,95 3,01 3,38 3,86 9,63 12803 1,7 15989 <200 2236 4097 81

3,0 HE 1000 B 5 S460 110,0 1,926 0,975 27,99 38,49 316 440 16,4 33,3 34,1 77,5 0,32 4,50 4,97 2,99 3,41 3,86 9,63 12734 1,7 16069 <200 2244 4105 37

3,5 HE 800x444 7 S355 91,2 2,996 0,956 28,34 46,11 206 335 13,4 32,6 34,1 63,4 0,46 4,50 4,87 3,00 3,33 3,86 9,63 13053 1,7 16805 <200 2279 4140 81

3,5 HE 1000 B 5 S460 107,0 1,972 0,957 28,53 38,52 315 440 15,9 32,6 34,1 75,3 0,28 4,50 4,87 2,97 3,36 3,86 9,63 12896 1,7 17134 <200 2313 4174 31

4,0 HE 700x418 8 S355 89,4 3,234 0,982 28,95 46,07 208 335 14,4 33,5 34,1 73,8 0,42 4,50 5,00 2,89 3,21 3,86 9,63 12718 1,7 17894 <200 2360 4221 81

4,0 HE 1000 A 6 S460 106,0 2,151 0,898 29,28 40,23 315 440 14,6 30,6 34,1 78,1 0,24 4,50 4,57 2,98 3,35 3,86 9,63 13802 1,7 18422 <200 2415 4276 23

4,5 HE 700x418 9 S355 82,4 3,573 0,999 29,35 49,92 192 335 12,9 34,1 34,1 67,6 0,46 4,50 5,09 2,84 3,13 3,86 9,63 12539 1,7 18496 <200 2406 4267 83

4,5 HE 900 A 7 S460 99,0 2,316 0,983 29,66 40,00 315 440 15,0 33,5 34,1 87,9 0,26 4,50 5,01 2,82 3,16 3,86 9,63 12658 1,7 19049 <200 2464 4325 22

2,5 HL 920x656 4 S460 105,7 2,569 0,957 27,54 29,63 188 430 12,8 27,7 28,9 47,9 0,45 3,00 4,13 3,34 3,72 3,86 9,63 15299 1,7 15159 205 2183 3966 132

2,5 HL 1100 A 4 S460 124,0 1,789 0,986 27,74 38,07 304 440 15,9 28,5 28,9 67,9 0,26 3,00 4,26 3,26 3,71 3,86 9,63 14791 1,7 15500 204 2219 4001 62

3,0 HE 900x466 6 S355 101,8 2,749 0,991 28,20 46,08 206 335 12,9 28,6 28,9 57,9 0,39 3,00 4,28 3,21 3,56 3,86 9,63 14828 1,7 16273 204 2265 4048 84

3,0 HE 1000 M 5 S355 115,8 2,044 0,982 28,40 35,14 279 345 14,8 28,4 28,9 70,3 0,27 3,00 4,24 3,19 3,60 3,86 9,63 14932 1,7 16608 204 2300 4083 47

3,5 HE 800x444 7 S460 99,2 3,106 0,985 28,85 30,44 199 430 13,1 28,5 28,9 63,2 0,36 3,00 4,25 3,15 3,48 3,86 9,63 14937 1,7 17505 203 2352 4134 88

3,5 HE 1000 B 5 S460 115,0 2,018 0,971 29,06 40,28 304 440 15,0 28,1 28,9 75,3 0,22 3,00 4,19 3,14 3,53 3,86 9,63 14989 1,7 17834 204 2386 4168 31

4,0 HE 800x444 8 S355 91,2 3,396 0,988 29,21 52,70 182 335 11,5 28,6 28,9 57,7 0,39 3,00 4,27 3,11 3,41 3,86 9,63 14917 1,7 18220 <200 2394 4176 85

4,0 HE 1000x249 6 S460 113,0 2,123 0,977 29,75 38,16 340 440 14,8 28,3 28,9 88,3 0,20 3,00 4,22 3,05 3,43 3,86 9,63 14953 1,7 19053 201 2480 4263 15

4,5 HE 800x373 9 S355 90,6 3,364 0,999 29,83 50,32 192 335 11,5 28,9 28,9 61,7 0,34 3,00 4,32 3,03 3,32 3,86 9,63 14766 1,7 19171 <200 2477 4259 72

4,5 HE 1000x249 7 S460 106,0 2,379 0,986 30,25 42,38 307 440 13,4 28,5 28,9 79,6 0,21 3,00 4,26 2,99 3,34 3,86 9,63 14877 1,7 19847 <200 2547 4329 16

2,5 HL 920x970 4 S355 111,3 3,439 0,604 26,11 64,80 121 315 8,2 15,9 26,3 32,6 0,33 3,00 2,38 3,88 4,21 3,86 9,63 22089 1,7 16328 251 2305 3784 *

2,5 HL 1000x883 4 S355 116,2 3,218 0,584 26,15 62,23 127 315 8,2 15,4 26,3 32,4 0,28 3,00 2,30 3,94 4,28 3,86 9,63 22841 1,7 16392 253 2312 3791 *

3,0 HL 920x787 5 S355 113,1 3,607 0,563 27,09 68,35 125 325 8,0 14,8 26,3 35,5 0,25 3,00 2,21 3,88 4,20 3,86 9,63 23748 1,7 17896 252 2434 3913 *

3,0 HL 1100x548 5 S355 122,8 2,833 0,568 27,02 56,50 158 335 8,5 15,0 26,3 39,1 0,19 3,00 2,23 3,87 4,22 3,86 9,63 23484 1,7 17841 253 2429 3908 117

3,5 HL 920x970 5 S355 111,3 4,290 0,472 28,15 81,72 105 315 6,4 12,4 26,3 28,9 0,22 3,00 1,86 4,10 4,38 3,86 9,63 28382 1,7 19643 265 2574 4053 *

3,5 HL 1100x548 5 S355 122,8 2,905 0,538 27,83 57,39 158 335 8,0 14,2 26,3 39,1 0,16 3,00 2,11 3,87 4,21 3,86 9,63 24831 1,7 19311 254 2540 4019 114

4,0 HL 920x725 6 S355 107,9 4,024 0,518 28,47 75,00 118 325 6,8 13,6 26,3 34,0 0,20 3,00 2,04 3,87 4,15 3,86 9,63 25833 1,7 20394 254 2620 4099 *

4,0 HL 1100 M 6 S355 125,8 2,958 0,532 28,92 57,71 171 345 7,8 13,2 26,3 43,9 0,12 3,00 1,97 3,87 4,19 3,86 9,63 26613 1,7 21070 255 2691 4170 94

4,5 HL 920x656 7 S355 106,7 4,276 0,490 29,42 81,34 115 335 6,4 12,9 26,3 33,8 0,17 3,00 1,93 3,87 4,13 3,86 9,63 27352 1,7 21794 255 2750 4229 *

4,5 HL 1100 B 7 S355 125,0 3,187 0,515 30,01 60,92 166 345 7,2 12,3 26,3 43,4 0,10 3,00 1,83 3,88 4,19 3,86 9,63 28633 1,7 22662 257 2840 4319 81

3,5 HL 920x1077 5 S355 113,1 4,749 0,473 37,86 90,91 136 315 8,5 11,3 24,6 37,7 0,27 1,50 1,68 3,77 4,04 3,86 9,63 31441 1,7 24699 256 3517 5295 *

3,5 HL 1100x607 5 S460 128,8 3,285 0,818 38,10 47,80 204 430 11,0 12,2 24,6 50,3 0,17 1,50 1,83 3,62 3,94 3,86 9,63 28713 1,7 24581 251 3504 5317 115

4,0 HL 920x970 6 S355 111,3 5,161 0,453 38,69 97,69 130 315 7,8 10,5 24,6 37,4 0,23 1,50 1,57 3,82 4,07 3,86 9,63 33650 1,7 26242 259 3642 5407 *

4,0 HL 1100x548 6 S460 124,8 3,574 0,595 38,95 86,62 198 430 10,1 11,7 24,6 50,2 0,16 1,50 1,75 3,62 3,92 3,86 9,63 29981 1,7 25966 251 3613 5430 107

4,5 HL 920x787 7 S355 108,1 5,037 0,473 39,44 94,57 139 325 8,2 11,1 24,6 40,6 0,21 1,50 1,66 3,69 3,93 3,86 9,63 31859 1,7 27085 253 3682 5498 *

4,5 HL 1100 M 7 S355 125,8 3,460 0,662 39,87 67,12 212 345 10,1 11,5 24,6 54,2 0,13 1,50 1,71 3,60 3,89 3,86 9,63 30703 1,7 27485 250 3724 5549 95

5,0 HL 1000x591 8 S355 111,0 4,579 0,510 40,26 88,45 155 335 8,3 11,0 24,6 43,5 0,16 1,50 1,65 3,64 3,89 3,86 9,63 32012 1,7 28291 251 3774 5600 118

5,0 HL 1100 M 7 S355 125,8 3,540 0,656 40,78 67,95 211 345 9,6 11,0 24,6 53,8 0,11 1,50 1,64 3,61 3,89 3,86 9,63 32133 1,7 29005 251 3848 5674 87

5,5 HL 1000x539 9 S355 110,0 4,772 0,494 41,13 90,83 150 335 8,0 10,7 24,6 42,2 0,14 1,50 1,60 3,64 3,87 3,86 9,63 33141 1,7 29723 252 3891 5721 116

5,5 HL 1100 A 9 S355 124,0 3,747 0,657 41,81 68,80 213 345 9,4 10,7 24,6 55,0 0,10 1,50 1,60 3,58 3,85 3,86 9,63 32940 1,7 30527 250 3975 5810 64

4,5 HL 920x1377 7 S355 119,3 7,975 0,323 42,48 150,06 88 295 5,5 6,5 21,7 25,3 0,16 1,50 0,98 4,51 4,71 3,86 9,63 54489 1,7 31086 301 4099 5926 *

4,5 HL 920x1269 7 S355 124,3 7,487 0,333 42,52 144,38 91 295 5,8 6,4 21,7 25,8 0,14 1,50 0,96 4,55 4,76 3,86 9,63 55382 1,7 31110 306 4102 5930 *

5,0 HL 920x1269 8 S355 116,3 8,432 0,309 43,33 160,83 84 295 5,0 6,1 21,7 24,2 0,14 1,50 0,92 4,57 4,76 3,86 9,63 58035 1,7 32515 309 4214 6043 *

5,0 HL 920x1269 7 S355 124,3 7,559 0,332 43,32 145,70 91 295 5,6 6,3 21,7 25,9 0,12 1,50 0,94 4,53 4,74 3,86 9,63 56839 1,7 32517 306 4214 6042 *

5,5 HL 920x1194 9 S355 115,1 8,955 0,291 44,41 169,65 79 295 4,7 5,9 21,7 22,9 0,13 1,50 0,88 4,60 4,78 3,86 9,63 61079 1,7 34299 313 4368 6197 *

5,5 HL 920x1194 8 S355 118,1 8,097 0,317 43,98 153,41 86 295 5,1 6,2 21,7 24,9 0,12 1,50 0,93 4,49 4,68 3,86 9,63 57310 1,7 33773 301 4313 6138 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 21,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

105,7 4 HL 920x491 S355 2,0669 99,2 6 HE 900x391 S355 2,4278 96,2 6 HE 800x444 S355 2,6757 89,6 8 HE 800x373 S355 2,9963 86,4 8 HE 700x418 S355 3,2725
109 4 HL 1000x483 S355 2,0583 100,8 5 HE 900x466 S355 2,379 98 7 HE 900 M S355 2,4976 92,2 6 HE 800x444 S355 2,7053 88,4 9 HE 800 M S355 3,0003

110,8 4 HL 1000 M S460 1,8934 101,3 5 HL 920x420 S355 2,2531 99,2 6 HE 900x391 S355 2,4807 97 7 HE 900 B S460 2,3922 90,6 7 HE 800x373 S355 2,7652
113,6 4 HE 1000x393 S460 1,8449 103,6 5 HL 920x390 S460 2,2022 99,7 6 HL 920x344 S355 2,326 98 6 HE 900 M S460 2,3265 91,4 8 HE 800 M S355 2,7623
115 4 HL 1000 B S460 1,7889 105,1 5 HL 920x368 S460 2,1322 100,6 5 HL 920x390 S460 2,2421 101 7 HE 900 A S460 2,259 96 8 HE 900 A S460 2,5185

106 5 HL 1000 A S460 1,9733 101,1 5 HL 920x368 S460 2,1678 102 6 HE 900 B S460 2,1771 97 7 HE 900 B S460 2,46
102,7 5 HL 920x344 S460 2,0936
106 5 HL 1000 A S460 2,0328

109,5 4 HL 920x588 S460 2,394 102,7 5 HL 920x491 S355 2,5017 99,2 7 HE 900x391 S355 2,7932 96,2 7 HE 800x444 S355 3,08 94,2 7 HE 800x444 S355 3,1309
110 4 HL 1000x539 S355 2,2144 106,8 5 HL 920x449 S355 2,379 101,3 6 HL 920x420 S355 2,6457 97,6 8 HE 800x373 S355 3,0485 94,6 8 HE 800x373 S355 3,094
114 4 HL 1000x483 S355 2,0787 107,8 5 HL 1000 M S355 2,2412 101,6 6 HL 920x390 S355 2,5243 98 8 HE 900 M S355 2,8267 96,4 9 HE 800 M S355 3,059

117,8 4 HL 1100 M S355 1,9838 111,6 5 HE 1000x393 S355 2,1868 102,8 5 HL 920x449 S355 2,4153 99,7 7 HL 920x344 S355 2,6714 97 9 HE 900 B S355 2,9015
120 4 HL 1100 B S355 1,8732 112 5 HL 1000 B S355 2,1138 106,3 5 HL 920x420 S355 2,3366 100,6 6 HL 920x390 S355 2,5792 98 8 HE 900 M S355 2,8951

115,8 5 HE 1000 M S460 2,0802 107 5 HL 1000 B S355 2,1492 101,1 6 HL 920x368 S355 2,4925 99 7 HE 900 M S355 2,6315
110,8 5 HE 1000 M S355 2,0828 104,7 6 HL 920x344 S355 2,4189 104 8 HE 900 A S355 2,5356
114 5 HL 1000 A S460 2,0785 106 6 HL 1000 A S355 2,3346 105 7 HE 900 B S355 2,4767

107 6 HE 1000 B S355 2,2624 106 7 HE 1000 A S355 2,4256
111 6 HE 1000 A S460 2,1835

116,2 4 HL 1000x883 S460 3,2907 113,8 5 HL 1000x748 S355 3,4754 112,6 7 HE 1000x584 S355 3,7966 111 7 HL 1000x591 S355 3,921 110 8 HL 1000x539 S355 4,1641
120,6 6 HE 1000x584 S355 3,327 113,1 5 HL 920x787 S355 3,6692 111,2 7 HL 1000x554 S355 3,7468 111 7 HL 1000x591 S355 3,9985
120,8 5 HL 1100x607 S355 3,0269 113,8 5 HL 1000x748 S355 3,5381 111,8 6 HL 1000x642 S355 3,6781 113,2 7 HL 1000x554 S355 3,8395
122,8 5 HL 1100x548 S460 2,8895 120,6 6 HE 1000x584 S355 3,396 116 6 HL 1000x591 S355 3,4982 115 7 HL 1000x539 S355 3,7815

120,8 5 HL 1100x607 S355 3,0965 117,8 7 HL 1100 M S355 3,2585 117,8 8 HL 1100 M S355 3,6954
122,8 5 HL 1100x548 S460 2,9612 119,8 6 HL 1100 R S355 3,1935 118 8 HL 1100 B S355 3,4574

125,8 6 HL 1100 M S460 3,0115 120,8 7 HL 1100 M S355 3,3649
125 7 HL 1100 B S460 3,243

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

113,8 6 HL 1000x748 S355 4,1905 113,8 6 HL 1000x748 S355 4,2571 111 8 HL 1000x591 S355 4,5122 114,8 7 HL 1000x642 S355 4,3962 115,6 8 HE 1000x584 S355 4,607
116,2 5 HL 1000x883 S355 4,0969 119 7 HL 1000x591 S355 4,0508 114,8 7 HL 1000x642 S355 4,3269 115 8 HL 1000x539 S355 4,33 117 9 HL 1000x483 S355 4,4926

119,8 7 HL 1100x548 S355 3,9073 118 8 HL 1000x539 S355 4,2815 118,8 8 HL 1100 R S355 4,2027 117,8 9 HL 1100 M S355 4,251
120,8 6 HL 1100x607 S460 3,7996 118,8 8 HL 1100 R S355 4,1286 119 7 HL 1000x591 S355 4,189 120 9 HL 1100 B S355 4,0017
121,8 7 HL 1100 R S355 3,6835 119 7 HL 1000x591 S355 4,1158 119,8 7 HL 1100x548 S355 4,0478 124 9 HL 1100 A S460 3,8109

119,8 7 HL 1100x548 S355 3,9734 120 9 HL 1100 B S355 3,9288
120,8 8 HL 1100 M S355 3,7761 120,8 8 HL 1100 M S355 3,8522
125 8 HL 1100 B S355 3,5674 125 8 HL 1100 B S355 3,6474

125,8 7 HL 1100 M S460 3,5228 125,8 7 HL 1100 M S460 3,6029

No solution No solution 124,3 7 HL 920x1269 S460 7,6705 118,1 8 HL 920x1194 S355 8,0314 116,3 8 HL 920x1269 S355 8,4948
124,3 7 HL 920x1269 S460 7,7429 118,1 9 HL 920x1077 S355 8,2537

Span length = 21,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x537 4 S355 103,5 2,181 0,994 27,74 37,86 236 335 15,4 34,2 34,4 60,7 0,47 4,50 5,05 3,04 3,43 3,83 9,55 12868 1,7 14713 <200 2162 4042 99

2,5 HL 1100 A 4 S460 116,0 1,755 0,983 27,94 36,68 323 440 17,0 33,8 34,4 71,6 0,32 4,50 5,00 3,03 3,47 3,83 9,55 12981 1,7 15000 200 2192 4072 59

3,0 HE 900x391 6 S355 100,2 2,431 0,996 28,46 38,98 250 335 15,1 34,3 34,4 71,0 0,41 4,50 5,06 2,96 3,33 3,83 9,55 12896 1,7 15863 <200 2249 4128 71

3,0 HE 1000 B 5 S460 112,0 1,935 0,971 28,70 38,89 322 440 16,7 33,4 34,4 81,1 0,30 4,50 4,94 2,96 3,38 3,83 9,55 13200 1,7 16219 <200 2286 4166 34

3,5 HE 800x444 7 S355 91,2 2,994 0,987 28,94 46,11 211 335 13,7 34,0 34,4 66,4 0,47 4,50 5,01 2,93 3,25 3,83 9,55 13053 1,7 16805 <200 2305 4185 79

3,5 HE 1000 B 5 S460 107,0 1,971 0,988 29,14 38,52 323 440 16,2 34,0 34,4 78,9 0,28 4,50 5,02 2,90 3,28 3,83 9,55 12896 1,7 17134 <200 2340 4220 29

4,0 HE 800x373 8 S355 89,6 2,994 0,999 29,41 44,50 221 335 13,6 34,4 34,4 70,6 0,41 4,50 5,08 2,86 3,18 3,83 9,55 12899 1,7 17694 <200 2366 4246 67

4,0 HE 1000 A 6 S460 106,0 2,149 0,928 29,91 40,23 322 440 14,9 31,9 34,4 81,9 0,24 4,50 4,71 2,91 3,28 3,83 9,55 13802 1,7 18422 <200 2443 4323 21

4,5 HE 700x418 9 S355 84,4 3,585 0,994 30,14 50,44 196 335 13,2 34,2 34,4 70,8 0,43 4,50 5,05 2,81 3,09 3,83 9,55 13005 1,7 18721 <200 2458 4338 82

4,5 HE 900 A 7 S460 101,0 2,329 0,973 30,46 40,50 321 440 15,2 33,5 34,4 92,2 0,24 4,50 4,94 2,79 3,14 3,83 9,55 13203 1,7 19274 <200 2517 4396 20

2,5 HL 920x656 4 S460 105,7 2,567 0,990 28,12 29,82 192 430 13,0 28,8 29,1 50,2 0,45 3,00 4,26 3,27 3,64 3,83 9,55 15299 1,7 15159 204 2209 4002 128

2,5 HL 1100 B 4 S355 122,0 1,880 0,980 28,34 34,18 276 345 15,1 28,5 29,1 63,0 0,28 3,00 4,21 3,25 3,68 3,83 9,55 15416 1,7 15493 204 2244 4037 77

3,0 HL 920x537 5 S460 103,5 2,716 0,957 28,87 59,49 197 430 12,3 27,9 29,1 53,6 0,39 3,00 4,12 3,24 3,58 3,83 9,55 15884 1,7 16360 204 2301 4094 108

3,0 HL 1100 A 5 S355 116,0 2,089 0,951 29,07 36,59 269 345 13,5 27,7 29,1 63,3 0,26 3,00 4,09 3,22 3,61 3,83 9,55 15956 1,7 16674 205 2334 4127 61

3,5 HE 900x466 6 S355 100,8 2,795 0,990 29,38 46,56 208 335 12,4 28,8 29,1 58,7 0,34 3,00 4,26 3,13 3,46 3,83 9,55 15343 1,7 17388 202 2367 4160 81

3,5 HL 1000 A 5 S460 114,0 2,077 0,986 29,68 41,84 292 440 14,3 28,7 29,1 75,2 0,24 3,00 4,24 3,09 3,48 3,83 9,55 15405 1,7 17834 203 2414 4207 50

4,0 HE 800x444 8 S355 94,2 3,413 0,973 30,05 53,46 185 335 11,8 28,4 29,1 60,4 0,35 3,00 4,18 3,09 3,39 3,83 9,55 15667 1,7 18520 <200 2453 4246 85

4,0 HE 1000 A 6 S460 111,0 2,182 0,995 30,29 41,40 313 440 14,3 29,0 29,1 82,0 0,21 3,00 4,28 3,02 3,38 3,83 9,55 15199 1,7 18922 <200 2496 4289 21

4,5 HE 800x444 8 S355 91,2 3,455 0,986 30,58 53,28 185 335 11,3 28,7 29,1 59,8 0,34 3,00 4,24 3,02 3,30 3,83 9,55 15460 1,7 19305 <200 2520 4313 83

4,5 HE 1000x249 7 S460 108,0 2,392 0,980 31,07 42,91 312 440 13,5 28,6 29,1 83,6 0,20 3,00 4,22 2,97 3,31 3,83 9,55 15482 1,7 20072 <200 2601 4394 15

2,5 HL 920x1194 4 S355 115,1 4,071 0,509 27,33 75,49 103 295 7,1 13,5 26,5 27,8 0,31 3,00 1,99 4,11 4,42 3,83 9,55 27239 1,7 17153 265 2419 3907 *

2,5 HL 1000x883 4 S355 116,2 3,216 0,605 26,72 62,23 130 315 8,4 16,0 26,5 34,0 0,29 3,00 2,37 3,85 4,19 3,83 9,55 22841 1,7 16392 251 2339 3827 *

3,0 HL 920x1077 4 S355 113,1 3,804 0,542 27,76 73,12 114 315 7,3 14,4 26,5 31,2 0,28 3,00 2,12 3,92 4,23 3,83 9,55 25578 1,7 18006 255 2474 3962 *

3,0 HL 1100x548 5 S355 127,8 2,856 0,550 27,88 57,69 160 335 8,6 14,6 26,5 41,0 0,16 3,00 2,15 3,87 4,23 3,83 9,55 25135 1,7 18216 254 2497 3985 117

3,5 HL 920x970 5 S355 111,3 4,288 0,489 28,75 81,72 107 315 6,5 13,0 26,5 30,3 0,23 3,00 1,91 4,01 4,28 3,83 9,55 28382 1,7 19643 260 2605 4093 *

3,5 HL 1100x548 5 S355 127,8 2,931 0,518 28,77 58,70 160 335 8,1 13,7 26,5 41,0 0,14 3,00 2,03 3,88 4,21 3,83 9,55 26687 1,7 19749 255 2616 4104 114

4,0 HL 920x787 6 S355 108,1 4,302 0,503 29,30 81,30 112 325 6,5 13,3 26,5 32,9 0,20 3,00 1,97 3,88 4,15 3,83 9,55 27574 1,7 20651 255 2678 4166 *

4,0 HL 1100 R 6 S355 123,8 3,218 0,500 29,60 62,89 155 335 7,4 13,2 26,5 40,9 0,13 3,00 1,95 3,86 4,17 3,83 9,55 27825 1,7 21122 256 2728 4216 105

4,5 HL 920x725 7 S355 106,9 4,641 0,471 30,33 86,91 108 325 6,0 12,5 26,5 32,4 0,17 3,00 1,84 3,89 4,14 3,83 9,55 29452 1,7 22125 257 2817 4305 *

4,5 HL 1100 M 7 S355 122,8 3,377 0,484 30,62 66,16 155 345 7,0 12,5 26,5 41,2 0,11 3,00 1,85 3,84 4,14 3,83 9,55 29324 1,7 22602 256 2867 4355 95

3,5 HL 920x1077 5 S355 113,1 4,747 0,481 38,58 90,91 138 315 8,6 11,7 24,8 39,5 0,27 1,50 1,73 3,69 3,95 3,83 9,55 31441 1,7 24699 254 3558 5344 *

3,5 HL 1000x883 5 S355 119,2 4,112 0,547 38,61 79,37 158 315 9,5 12,1 24,8 43,1 0,23 1,50 1,78 3,64 3,92 3,83 9,55 30484 1,7 24600 251 3548 5341 150

4,0 HL 920x970 6 S355 111,3 5,158 0,461 39,40 97,69 132 315 7,9 11,0 24,8 39,1 0,23 1,50 1,62 3,73 3,97 3,83 9,55 33650 1,7 26242 256 3685 5463 *

4,0 HL 1100x548 6 S460 127,8 3,592 0,603 39,74 87,62 200 430 10,1 11,7 24,8 52,5 0,15 1,50 1,73 3,60 3,90 3,83 9,55 31286 1,7 26266 251 3687 5488 108

4,5 HL 920x787 7 S355 111,1 5,056 0,477 40,31 95,58 140 325 8,3 11,2 24,8 42,4 0,19 1,50 1,65 3,65 3,89 3,83 9,55 33064 1,7 27423 252 3761 5564 *

4,5 HL 1100 M 8 S355 125,8 3,810 0,616 40,53 75,51 196 345 9,4 11,1 24,8 53,2 0,12 1,50 1,64 3,63 3,91 3,83 9,55 33150 1,7 27820 253 3803 5600 98

5,0 HL 920x970 7 S355 111,3 6,006 0,402 40,94 114,54 116 315 6,6 9,3 24,8 35,0 0,17 1,50 1,37 3,88 4,10 3,83 9,55 39877 1,7 29557 265 3952 5673 *

5,0 HL 1100 R 7 S355 123,8 3,842 0,612 41,41 74,02 192 335 9,1 11,0 24,8 50,2 0,12 1,50 1,62 3,60 3,87 3,83 9,55 33500 1,7 29045 251 3898 5708 98

5,5 HL 1000x591 9 S355 111,0 5,095 0,461 41,89 99,31 140 335 7,5 10,3 24,8 40,7 0,14 1,50 1,53 3,67 3,89 3,83 9,55 35765 1,7 30157 255 3982 5785 126

5,5 HL 1100 B 9 S355 122,0 4,017 0,599 42,43 76,71 192 345 8,8 10,7 24,8 50,9 0,10 1,50 1,58 3,57 3,83 3,83 9,55 34360 1,7 30520 250 4021 5841 81

4,5 HL 920x1377 7 S460 124,3 8,207 0,513 43,38 89,72 89 430 5,6 6,5 21,9 26,4 0,14 1,50 0,96 4,48 4,68 3,83 9,55 57251 1,7 31648 301 4207 6005 *

4,5 HL 920x1377 7 S355 124,3 8,008 0,324 43,38 152,22 89 295 5,6 6,5 21,9 26,4 0,14 1,50 0,96 4,48 4,68 3,83 9,55 57251 1,7 31648 301 4207 6005 *

5,0 HL 920x1269 8 S355 117,3 8,436 0,312 43,89 161,26 85 295 5,0 6,3 21,9 25,3 0,14 1,50 0,94 4,48 4,67 3,83 9,55 58570 1,7 32640 301 4277 6075 *

5,0 HL 920x1194 8 S355 123,1 8,068 0,325 44,14 154,55 89 295 5,4 6,3 21,9 26,7 0,12 1,50 0,93 4,48 4,68 3,83 9,55 59035 1,7 32969 303 4312 6110 *

5,5 HL 920x1194 9 S355 115,1 8,951 0,295 44,90 169,65 80 295 4,7 6,1 21,9 24,0 0,13 1,50 0,90 4,49 4,67 3,83 9,55 61079 1,7 34299 304 4419 6217 *

5,5 HL 920x1194 8 S355 123,1 8,138 0,318 45,02 155,86 87 295 5,2 6,2 21,9 26,0 0,11 1,50 0,91 4,46 4,65 3,83 9,55 60487 1,7 34460 302 4436 6233 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 21,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

108,6 5 HE 1000x393 S460 2,1457 100,8 5 HE 900x466 S355 2,3774 97,6 7 HE 800x373 S355 2,6896 94,2 6 HE 800x444 S355 2,7165 89,4 9 HE 800 M S355 3,0051
109 4 HL 1000x483 S355 2,057 101,3 5 HL 920x420 S355 2,2516 98 7 HE 900 M S355 2,4956 97 8 HE 900 B S355 2,5898 92,6 7 HE 800x373 S355 2,7778

109,2 4 HL 1000x443 S460 1,9852 105,6 5 HL 920x390 S460 2,2104 99,2 6 HE 900x391 S355 2,4789 98 7 HE 900 M S355 2,554 93,4 8 HE 800 M S355 2,7747
112,8 4 HL 1000 M S460 1,9003 107 5 HL 1000 B S460 2,1261 99,7 6 HL 920x344 S460 2,3669 99 8 HE 900 A S460 2,4684 95 9 HE 800 B S460 2,7642
115 4 HL 1000 B S460 1,7876 107,8 5 HE 1000 M S460 2,0395 100,6 5 HL 920x390 S460 2,2405 99,7 6 HL 920x344 S460 2,4271 96 9 HE 900 A S460 2,7405

109 5 HL 1000 A S460 1,9865 103,1 5 HL 920x368 S460 2,1777 100 7 HE 900 B S460 2,4099 96,4 7 HE 800 M S460 2,5825
104,7 5 HL 920x344 S460 2,1035 101 6 HE 900 M S460 2,3443 97 7 HE 900 B S460 2,458
106 5 HL 1000 A S460 2,0313 104 7 HE 900 A S460 2,2767

105 6 HE 900 B S460 2,195

110,6 5 HE 1000x494 S355 2,4586 105,7 5 HL 920x491 S355 2,5147 101,3 6 HL 920x420 S355 2,6438 99 8 HE 900 M S355 2,831 92,6 9 HE 800x373 S355 3,3758
111 4 HL 1000x591 S460 2,4067 108,2 5 HL 1000x443 S355 2,363 102,7 5 HL 920x491 S355 2,5555 99,7 7 HL 920x344 S355 2,6694 96,2 7 HE 800x444 S355 3,1434

111,2 4 HL 1000x554 S460 2,3044 108,8 5 HL 1000 M S355 2,2445 104,8 5 HL 920x449 S355 2,4251 101,6 6 HL 920x390 S355 2,5839 97 9 HE 900 B S355 2,899
113 4 HL 1000x539 S355 2,2253 113,6 5 HE 1000x393 S355 2,195 107,8 5 HL 1000 M S355 2,2998 103,1 6 HL 920x368 S355 2,5037 98 8 HE 900 M S355 2,8928
117 4 HL 1000x483 S355 2,0896 115 5 HL 1000 B S355 2,127 109,6 5 HE 1000x393 S355 2,2373 106 6 HL 1000 A S355 2,3328 99,7 7 HL 920x344 S355 2,7396

117,8 4 HL 1100 M S355 1,9825 116 5 HL 1100 A S460 2,1241 110 5 HL 1000 B S355 2,1648 107 6 HE 1000 B S355 2,2607 101 7 HE 900 M S355 2,6442
112,8 5 HE 1000 M S460 2,1287 105 7 HE 900 B S355 2,4747

106 7 HE 1000 A S355 2,4236

116,2 4 HL 1000x883 S460 3,289 113,8 5 HL 1000x748 S355 3,4735 113,8 6 HL 1000x748 S355 4,1086 111 7 HL 1000x591 S355 3,9185 110 8 HL 1000x539 S355 4,1614
120,8 5 HL 1100x607 S355 3,0251 114,8 5 HL 1000x748 S355 3,5418 114,8 6 HL 1000x642 S355 3,6955 112 7 HL 1000x591 S355 4,0034
127,8 5 HL 1100x548 S460 2,9122 120,8 5 HL 1100x607 S355 3,0947 118,8 7 HL 1100 R S355 3,5839 117 8 HL 1000x483 S355 3,9084

127,8 5 HL 1100x548 S460 2,988 119 6 HL 1000x591 S355 3,5157 117,8 8 HL 1100 M S355 3,6929
119,8 6 HL 1100x548 S355 3,394 118,8 7 HL 1100 R S355 3,6687
122,8 7 HL 1100 M S355 3,2889 122 8 HL 1100 B S355 3,4843
123,8 6 HL 1100 R S460 3,2794 122,8 7 HL 1100 M S460 3,4399

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

117,8 5 HL 1000x976 S355 4,4246 113,8 7 HL 1000x748 S355 4,8273 112,6 9 HE 1000x584 S355 4,8913 111,8 8 HL 1000x642 S355 4,8593 112,6 9 HE 1000x584 S355 5,0231
118,8 6 HL 1000x748 S355 4,2168 118,8 6 HL 1000x748 S355 4,2874 113,8 7 HL 1000x748 S355 4,887 114 8 HL 1000x591 S355 4,6007 113 9 HL 1000x539 S355 4,7959
119,2 5 HL 1000x883 S460 4,2031 119,8 7 HL 1100x548 S460 3,984 114,9 7 HL 920x725 S355 4,7585 116,8 7 HL 1000x642 S355 4,41 117,6 8 HE 1000x584 S355 4,6221

123,8 6 HL 1100x607 S460 3,817 116 8 HL 1000x591 S355 4,5461 118 8 HL 1000x539 S355 4,3517 117,8 9 HL 1100 M S355 4,2481
126,8 7 HL 1100 R S355 3,7137 116,8 7 HL 1000x642 S355 4,3391 118,8 8 HL 1100 R S355 4,2 122 9 HL 1100 B S460 4,0893

118,8 8 HL 1100 R S355 4,1259 119,8 7 HL 1100x548 S355 4,0453
119,8 7 HL 1100x548 S355 3,971 123,8 7 HL 1100 R S460 3,9141
123,8 7 HL 1100 R S460 3,8361

No solution No solution No solution 123,1 8 HL 920x1194 S460 8,2657 119,3 8 HL 920x1269 S355 8,5178
123,1 8 HL 920x1194 S460 8,3349

Span length = 21,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x588 4 S355 104,5 2,322 0,950 28,49 41,44 221 335 14,8 33,0 34,8 58,2 0,47 4,50 4,82 3,07 3,45 3,81 9,47 13918 1,7 14907 <200 2208 4106 107

2,5 HL 1100 A 4 S460 117,0 1,758 0,999 28,57 36,84 330 440 17,3 34,7 34,8 74,9 0,31 4,50 5,07 2,97 3,41 3,81 9,47 13191 1,7 15063 <200 2224 4123 56

3,0 HE 900x466 6 S355 100,8 2,740 0,909 29,34 45,87 219 335 13,8 31,6 34,8 63,5 0,41 4,50 4,61 3,05 3,39 3,81 9,47 14609 1,7 16198 <200 2310 4209 80

3,0 HE 1000 B 5 S460 115,0 1,948 0,950 29,48 39,52 326 440 16,8 33,0 34,8 84,7 0,28 4,50 4,82 2,96 3,36 3,81 9,47 13939 1,7 16444 <200 2337 4235 32

3,5 HE 800x444 7 S355 94,2 3,009 0,970 29,75 46,78 214 335 14,1 33,7 34,8 69,4 0,42 4,50 4,92 2,91 3,23 3,81 9,47 13709 1,7 17067 <200 2360 4259 79

3,5 HE 1000 B 5 S460 110,0 1,986 0,964 29,96 39,16 327 440 16,5 33,5 34,8 82,6 0,26 4,50 4,89 2,89 3,27 3,81 9,47 13637 1,7 17397 <200 2395 4294 27

4,0 HE 800x444 7 S355 91,2 3,043 0,978 30,17 46,69 214 335 13,4 34,0 34,8 68,5 0,40 4,50 4,96 2,86 3,17 3,81 9,47 13595 1,7 17875 <200 2413 4312 76

4,0 HE 1000 A 6 S460 106,0 2,147 0,957 30,53 40,23 329 440 15,3 33,3 34,8 85,7 0,24 4,50 4,85 2,85 3,20 3,81 9,47 13802 1,7 18422 <200 2471 4370 20

4,5 HE 700x418 9 S355 86,4 3,597 0,988 30,94 50,98 199 335 13,5 34,3 34,8 74,1 0,41 4,50 5,01 2,78 3,06 3,81 9,47 13502 1,7 18946 <200 2511 4409 80

4,5 HE 900 A 7 S460 104,0 2,349 0,942 31,37 41,29 325 440 15,3 32,7 34,8 96,7 0,22 4,50 4,78 2,79 3,13 3,81 9,47 14072 1,7 19612 <200 2582 4480 19

2,5 HL 920x725 4 S460 106,9 2,786 0,939 28,92 31,89 179 430 12,4 27,6 29,4 47,9 0,44 3,00 4,02 3,31 3,66 3,81 9,47 16701 1,7 15412 205 2262 4065 142

2,5 HL 1100 B 4 S355 125,0 1,891 0,967 29,08 34,70 279 345 15,3 28,4 29,4 65,8 0,26 3,00 4,14 3,23 3,66 3,81 9,47 16161 1,7 15681 204 2290 4094 73

3,0 HL 920x537 5 S460 103,5 2,714 0,990 29,47 59,49 201 430 12,5 29,1 29,4 56,1 0,39 3,00 4,24 3,16 3,51 3,81 9,47 15884 1,7 16360 204 2328 4131 106

3,0 HL 1100 A 5 S355 116,0 2,087 0,984 29,68 36,59 275 345 13,8 28,9 29,4 66,3 0,26 3,00 4,21 3,14 3,53 3,81 9,47 15956 1,7 16674 204 2361 4165 58

3,5 HE 900x466 7 S355 100,8 3,157 0,924 30,29 53,52 188 335 11,5 27,1 29,4 56,1 0,34 3,00 3,96 3,19 3,50 3,81 9,47 17044 1,7 17748 205 2433 4236 85

3,5 HE 1000 M 5 S460 115,8 2,144 0,973 30,44 44,39 288 440 14,7 28,5 29,4 75,2 0,22 3,00 4,16 3,08 3,46 3,81 9,47 16016 1,7 18003 202 2460 4264 37

4,0 HE 800x444 8 S355 96,2 3,424 0,973 30,84 53,99 188 335 12,0 28,6 29,4 63,2 0,33 3,00 4,17 3,05 3,35 3,81 9,47 16205 1,7 18720 <200 2503 4307 84

4,0 HE 1000 A 6 S460 114,0 2,200 0,971 31,16 42,15 318 440 14,3 28,5 29,4 86,0 0,20 3,00 4,16 3,01 3,37 3,81 9,47 16115 1,7 19222 <200 2557 4360 20

4,5 HE 800x444 9 S355 91,2 3,801 0,942 31,50 59,28 172 335 10,6 27,6 29,4 57,9 0,34 3,00 4,03 3,04 3,31 3,81 9,47 16782 1,7 19650 <200 2586 4390 86

4,5 HE 1000x249 7 S460 110,0 2,405 0,974 31,90 43,45 317 440 13,6 28,6 29,4 87,7 0,19 3,00 4,17 2,94 3,28 3,81 9,47 16115 1,7 20297 <200 2655 4459 14

2,5 HL 920x1194 4 S355 115,1 4,070 0,527 27,91 75,49 105 295 7,2 14,1 26,7 29,1 0,31 3,00 2,05 4,02 4,32 3,81 9,47 27239 1,7 17153 259 2447 3944 *

2,5 HL 1000x883 4 S355 121,2 3,235 0,591 27,52 63,28 132 315 8,7 15,8 26,7 35,6 0,25 3,00 2,30 3,83 4,18 3,81 9,47 24170 1,7 16705 252 2400 3896 *

3,0 HL 920x1077 4 S355 113,1 3,803 0,561 28,35 73,12 117 315 7,5 15,0 26,7 32,7 0,28 3,00 2,18 3,84 4,14 3,81 9,47 25578 1,7 18006 252 2503 4000 *

3,0 HL 1100x607 5 S355 123,8 3,038 0,564 28,40 62,24 150 335 8,2 15,0 26,7 39,2 0,18 3,00 2,19 3,81 4,15 3,81 9,47 25397 1,7 18106 252 2514 4011 124

3,5 HL 920x970 5 S355 111,3 4,286 0,506 29,38 81,72 109 315 6,6 13,5 26,7 31,7 0,23 3,00 1,97 3,91 4,19 3,81 9,47 28382 1,7 19643 256 2635 4132 *

3,5 HL 1100x607 5 S355 123,8 3,110 0,535 29,27 63,20 151 335 7,8 14,3 26,7 39,1 0,16 3,00 2,08 3,81 4,13 3,81 9,47 26790 1,7 19583 254 2629 4125 122

4,0 HL 920x787 6 S355 109,1 4,307 0,514 30,00 81,59 114 325 6,6 13,7 26,7 34,5 0,20 3,00 2,00 3,81 4,07 3,81 9,47 27919 1,7 20751 254 2720 4217 *

4,0 HL 1100 R 6 S355 126,8 3,235 0,507 30,46 63,79 158 335 7,5 13,1 26,7 42,9 0,12 3,00 1,92 3,83 4,14 3,81 9,47 29085 1,7 21422 256 2791 4288 104

4,5 HL 920x725 7 S355 107,9 4,646 0,482 31,06 87,23 110 325 6,2 12,8 26,7 34,0 0,17 3,00 1,88 3,82 4,06 3,81 9,47 29830 1,7 22238 255 2862 4359 *

4,5 HL 1100 M 7 S355 125,8 3,397 0,491 31,54 67,12 158 345 7,1 12,4 26,7 43,3 0,10 3,00 1,82 3,82 4,11 3,81 9,47 30703 1,7 22939 257 2937 4433 92

3,5 HL 920x1077 5 S355 114,1 4,750 0,489 39,39 91,19 141 315 8,8 12,1 25,0 41,3 0,27 1,50 1,76 3,62 3,88 3,81 9,47 31782 1,7 24786 250 3609 5393 *

3,5 HL 1000x883 5 S355 124,2 4,138 0,547 39,38 80,85 159 315 9,6 11,8 25,0 44,9 0,20 1,50 1,72 3,64 3,92 3,81 9,47 32431 1,7 25037 253 3636 5404 150

4,0 HL 920x970 6 S355 111,3 5,156 0,471 40,23 97,69 135 315 8,1 11,4 25,0 40,9 0,23 1,50 1,67 3,64 3,89 3,81 9,47 33650 1,7 26242 252 3727 5508 *

4,0 HL 1100x607 6 S460 128,8 3,847 0,749 40,37 55,94 185 430 9,5 11,4 25,0 50,2 0,15 1,50 1,66 3,63 3,91 3,81 9,47 33692 1,7 26590 254 3765 5536 115

4,5 HL 920x970 7 S355 111,3 5,939 0,410 40,85 113,65 117 315 6,8 9,9 25,0 36,6 0,20 1,50 1,45 3,81 4,03 3,81 9,47 38916 1,7 28280 262 3897 5625 *

4,5 HL 1100x548 7 S355 122,8 3,991 0,579 41,14 79,65 178 335 8,9 11,4 25,0 48,5 0,14 1,50 1,66 3,59 3,85 3,81 9,47 33692 1,7 27661 251 3830 5622 106

5,0 HL 920x970 7 S355 111,3 6,003 0,409 41,66 114,54 118 315 6,6 9,7 25,0 36,7 0,17 1,50 1,41 3,79 4,01 3,81 9,47 39877 1,7 29557 262 3998 5737 *

5,0 HL 1100 R 7 S355 126,8 3,864 0,616 42,33 75,11 194 335 9,1 10,9 25,0 52,6 0,11 1,50 1,59 3,57 3,84 3,81 9,47 35062 1,7 29420 251 3983 5779 98

5,5 HL 920x970 8 S355 111,3 6,792 0,363 42,72 130,45 105 315 5,8 8,6 25,0 33,0 0,15 1,50 1,25 3,92 4,12 3,81 9,47 45085 1,7 31686 270 4192 5874 *

5,5 HL 1100 B 9 S355 125,0 4,041 0,604 43,40 77,86 194 345 8,8 10,6 25,0 53,3 0,10 1,50 1,55 3,55 3,81 3,81 9,47 36010 1,7 30932 250 4111 5918 77

5,0 HL 920x1269 8 S460 124,3 8,699 0,486 45,08 98,60 85 430 5,1 6,2 22,2 26,4 0,12 1,50 0,90 4,48 4,67 3,81 9,47 62718 1,7 33515 306 4420 6190 *

5,0 HL 920x1269 8 S355 124,3 8,489 0,313 45,08 164,49 85 295 5,1 6,2 22,2 26,4 0,12 1,50 0,90 4,48 4,67 3,81 9,47 62718 1,7 33515 306 4420 6190 *

5,5 HL 920x1194 9 S355 120,1 8,991 0,296 45,95 172,08 80 295 4,8 6,0 22,2 25,1 0,12 1,50 0,88 4,45 4,63 3,81 9,47 64123 1,7 34986 305 4544 6312 *

5,5 HL 920x1269 8 S355 124,3 8,559 0,306 45,98 165,85 84 295 5,0 6,0 22,2 25,8 0,11 1,50 0,88 4,46 4,64 3,81 9,47 64220 1,7 35013 306 4547 6315 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 21,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

106,5 4 HL 920x537 S355 2,1923 101,8 5 HL 920x449 S355 2,3513 99 7 HE 900 M S355 2,4994 92,6 8 HE 800x373 S355 3,0113 89,6 8 HE 800x373 S355 3,0527
109,6 5 HE 1000x393 S460 2,1483 104,3 5 HL 920x420 S355 2,2647 100,1 6 HL 920x368 S355 2,4221 96,2 6 HE 800x444 S355 2,7277 91,4 9 HE 800 M S355 3,0174
110,6 4 HE 1000x494 S460 2,1138 105,6 5 HL 920x390 S460 2,2089 100,7 6 HL 920x344 S460 2,3709 96,4 8 HE 800 M S355 2,7276 94,6 7 HE 800x373 S355 2,7904
111,2 4 HL 1000x443 S460 1,9921 107 5 HL 1000 B S460 2,1246 101,3 5 HL 920x420 S355 2,3049 97 8 HE 900 B S460 2,6357 96 9 HE 900 A S460 2,7381
115,8 4 HL 1000 M S460 1,9113 110,8 5 HE 1000 M S460 2,0527 103,6 5 HL 920x390 S460 2,2561 98 7 HE 900 M S355 2,552 97 8 HE 900 B S460 2,7036
117 4 HL 1100 B S460 1,8907 111 5 HL 1000 A S460 1,9948 105,1 5 HL 920x368 S460 2,1876 99,7 6 HL 920x344 S460 2,4253 98 7 HE 900 B S460 2,4634

106 5 HL 1000 A S460 2,0298 101 6 HE 900 M S460 2,3426
104 7 HE 900 A S460 2,2748
105 6 HE 900 B S460 2,1933

108,7 4 HL 920x656 S460 2,5779 107,7 5 HL 920x491 S355 2,5229 101,8 6 HL 920x449 S355 2,7635 99,2 8 HE 900x391 S355 3,1598 94,2 8 HE 800x444 S355 3,4747
111 4 HL 1000x591 S460 2,4053 108,6 6 HE 1000x393 S355 2,4832 103,7 5 HL 920x491 S355 2,5596 100,1 7 HL 920x368 S355 2,7835 94,6 9 HE 800x373 S355 3,3879

113,2 4 HL 1000x554 S355 2,2654 109,2 5 HL 1000x443 S355 2,3663 106,8 5 HL 920x449 S355 2,435 101,3 6 HL 920x420 S355 2,7028 98 9 HE 900 M S355 3,1606
115 4 HL 1000x539 S355 2,2321 112,6 5 HE 1000x438 S355 2,342 107,8 5 HL 1000 M S355 2,2983 102,7 7 HL 920x344 S355 2,687 99 8 HE 900 M S355 2,8979

118,8 4 HL 1100 R S355 2,1686 112,8 5 HL 1000 M S355 2,2626 111,6 5 HE 1000x393 S355 2,2471 103,6 6 HL 920x390 S355 2,5951 99,7 7 HL 920x344 S355 2,7376
120,8 4 HL 1100 M S355 1,9934 115 5 HL 1000 B S355 2,1255 112 5 HL 1000 B S355 2,1747 105,1 6 HL 920x368 S355 2,515 103 7 HE 900 M S355 2,6568
125 4 HL 1100 B S460 1,9233 116 5 HL 1100 A S460 2,1226 107 6 HL 1000 A S355 2,3376 106 7 HE 1000 A S460 2,461

110 6 HE 1000 B S460 2,3174
112 6 HE 1000 B S355 2,2916

117,8 4 HL 1000x976 S355 3,4778 118,8 5 HL 1000x748 S355 3,4961 113,8 6 HL 1000x748 S355 4,1064 111,8 7 HL 1000x642 S355 4,1635 111 8 HL 1000x591 S355 4,4481
119,3 4 HL 920x970 S355 3,4679 123,8 5 HL 1100x607 S460 3,1007 116,2 5 HL 1000x883 S355 4,0132 114 7 HL 1000x591 S355 3,9357 111,8 7 HL 1000x642 S355 4,2413
121,2 4 HL 1000x883 S460 3,3078 118,8 5 HL 1000x748 S355 3,5628 118,2 7 HL 1000x554 S355 3,7878 115 8 HL 1000x539 S355 4,1955

123,8 5 HL 1100x607 S460 3,1727 118,8 7 HL 1100 R S355 3,5816 116 7 HL 1000x591 S355 4,0303
120,8 6 HL 1100x548 S355 3,3984 119,8 7 HL 1100 R S355 3,6737
125,8 7 HL 1100 M S355 3,3063 125 8 HL 1100 B S355 3,504
126,8 6 HL 1100 R S460 3,297 125,8 7 HL 1100 M S460 3,4597

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

117,8 5 HL 1000x976 S355 4,4224 113,8 7 HL 1000x748 S355 4,8247 113,1 6 HL 920x1077 S355 5,6672 112,6 10 HE 1000x584 S355 5,4013 111,8 9 HL 1000x642 S355 5,4101
121,8 6 HL 1000x748 S355 4,2316 120,8 7 HL 1100x607 S355 4,1942 113,8 7 HL 1000x748 S355 4,8843 113,8 7 HL 1000x748 S355 4,9519 112 9 HL 1000x591 S355 5,1007
124,2 5 HL 1000x883 S460 4,2296 124,8 7 HL 1100x548 S460 4,0143 119 8 HL 1000x591 S355 4,5654 114,8 8 HL 1000x642 S355 4,8809 115,2 9 HL 1000x554 S355 4,9042

119,8 8 HL 1100x548 S355 4,4012 119 8 HL 1000x591 S355 4,6387 118 9 HL 1000x539 S355 4,8377
120,8 7 HL 1100x607 S355 4,2608 119,8 7 HL 1000x642 S355 4,4319 118,8 9 HL 1100 R S355 4,6668
121,8 8 HL 1100 R S355 4,1453 120,8 7 HL 1100x607 S355 4,3353 120,6 8 HE 1000x584 S355 4,6462
122,8 7 HL 1100x548 S460 4,0698 121,8 8 HL 1100 R S355 4,2218 120,8 9 HL 1100 M S355 4,2722

122,8 7 HL 1100x548 S355 4,0673 125 9 HL 1100 B S460 4,1135
126,8 7 HL 1100 R S460 3,9361

No solution No solution No solution No solution 124,3 8 HL 920x1269 S460 8,7685

Span length = 21,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x588 4 S355 104,5 2,321 0,980 29,05 41,44 226 335 15,1 34,4 35,1 60,9 0,47 4,50 4,96 3,00 3,37 3,78 9,39 13918 1,7 14907 <200 2233 4150 104

2,5 HL 1100 B 4 S460 117,0 1,889 0,954 29,24 41,67 297 440 16,3 33,4 35,1 69,3 0,32 4,50 4,83 3,01 3,43 3,78 9,39 14273 1,7 15181 <200 2263 4180 72

3,0 HE 900x466 6 S355 100,8 2,738 0,938 29,92 45,87 224 335 14,0 32,9 35,1 66,4 0,41 4,50 4,75 2,98 3,32 3,78 9,39 14609 1,7 16198 <200 2337 4254 79

3,0 HL 1000 A 5 S460 114,0 2,008 0,952 30,07 41,14 311 440 16,5 33,4 35,1 83,0 0,28 4,50 4,82 2,93 3,33 3,78 9,39 14363 1,7 16450 <200 2364 4281 54

3,5 HE 800x444 7 S355 96,2 3,018 0,967 30,47 47,24 218 335 14,4 33,9 35,1 72,5 0,40 4,50 4,90 2,88 3,20 3,78 9,39 14180 1,7 17242 <200 2406 4323 79

3,5 HE 1000 B 5 S460 115,0 2,013 0,914 30,90 40,28 330 440 16,5 31,7 35,1 86,5 0,23 4,50 4,58 2,93 3,31 3,78 9,39 14989 1,7 17834 <200 2470 4387 26

4,0 HE 800x444 8 S355 91,2 3,389 0,921 31,05 52,70 198 335 12,6 32,3 35,1 66,1 0,40 4,50 4,66 2,90 3,19 3,78 9,39 14917 1,7 18220 <200 2478 4395 79

4,0 HE 1000 A 6 S460 114,0 2,198 0,890 31,78 42,15 330 440 15,1 29,7 35,1 90,0 0,20 4,50 4,28 2,94 3,30 3,78 9,39 16115 1,7 19222 <200 2586 4503 19

4,5 HE 700x418 9 S355 89,4 3,616 0,962 31,81 51,83 202 335 13,7 33,7 35,1 77,5 0,37 4,50 4,87 2,77 3,05 3,78 9,39 14307 1,7 19284 <200 2576 4493 80

4,5 HE 1000x249 7 S460 110,0 2,403 0,876 32,54 43,45 329 440 14,4 29,8 35,1 91,7 0,19 4,50 4,30 2,87 3,21 3,78 9,39 16115 1,7 20297 <200 2685 4602 13

2,5 HL 920x725 4 S460 106,9 2,784 0,971 29,49 32,09 182 430 12,6 28,7 29,6 50,1 0,45 3,00 4,15 3,23 3,58 3,78 9,39 16701 1,7 15412 204 2288 4111 138

2,5 HL 1100 B 4 S460 125,0 1,922 0,999 29,65 43,13 285 440 15,5 29,6 29,6 68,9 0,26 3,00 4,27 3,16 3,58 3,78 9,39 16161 1,7 15681 204 2317 4140 72

3,0 HL 920x588 5 S460 104,5 2,895 0,946 30,25 34,16 188 430 11,9 28,0 29,6 53,9 0,38 3,00 4,04 3,19 3,52 3,78 9,39 17189 1,7 16601 205 2381 4204 115

3,0 HL 1100 A 5 S355 119,0 2,100 0,969 30,44 37,15 279 345 14,0 28,7 29,6 69,3 0,25 3,00 4,14 3,13 3,51 3,78 9,39 16735 1,7 16899 204 2413 4236 55

3,5 HE 900x466 7 S355 100,8 3,155 0,955 30,88 53,52 192 335 11,7 28,3 29,6 58,7 0,34 3,00 4,08 3,11 3,42 3,78 9,39 17044 1,7 17748 202 2461 4284 83

3,5 HL 1100 A 5 S355 116,0 2,153 0,954 31,11 37,17 280 345 13,1 28,2 29,6 68,9 0,23 3,00 4,07 3,09 3,45 3,78 9,39 17030 1,7 18083 203 2497 4320 45

4,0 HE 800x444 8 S460 99,2 3,514 0,954 31,68 35,19 191 430 12,2 28,2 29,6 66,2 0,30 3,00 4,07 3,04 3,33 3,78 9,39 17071 1,7 19020 <200 2564 4388 86

4,0 HE 1000 B 6 S460 112,0 2,329 0,974 31,74 47,24 287 440 13,6 28,8 29,6 79,2 0,21 3,00 4,16 2,99 3,34 3,78 9,39 16612 1,7 19165 <200 2580 4404 28

4,5 HE 800x444 9 S355 91,2 3,798 0,973 32,12 59,28 176 335 10,9 28,8 29,6 60,6 0,34 3,00 4,16 2,97 3,24 3,78 9,39 16782 1,7 19650 <200 2616 4439 84

4,5 HE 1000x249 7 S460 113,0 2,425 0,948 32,81 44,30 321 440 13,6 28,0 29,6 92,0 0,17 3,00 4,05 2,94 3,27 3,78 9,39 17119 1,7 20635 <200 2722 4545 13

2,5 HL 920x1194 4 S355 115,1 4,068 0,545 28,47 75,49 107 295 7,3 14,6 26,8 30,4 0,31 3,00 2,11 3,92 4,22 3,78 9,39 27239 1,7 17153 255 2475 3989 *

2,5 HL 1000x883 4 S355 124,2 3,245 0,590 28,22 63,94 134 315 8,9 15,8 26,8 37,3 0,23 3,00 2,29 3,79 4,14 3,78 9,39 25047 1,7 16892 252 2447 3961 *

3,0 HL 920x1194 4 S355 115,1 4,133 0,523 29,29 76,60 108 295 7,0 14,0 26,8 30,9 0,27 3,00 2,03 3,91 4,19 3,78 9,39 28425 1,7 18454 256 2580 4094 *

3,0 HL 1100x607 5 S355 128,8 3,061 0,546 29,27 63,48 153 335 8,4 14,7 26,8 41,0 0,16 3,00 2,12 3,81 4,15 3,78 9,39 27107 1,7 18481 254 2583 4097 125

3,5 HL 920x970 5 S355 111,3 4,284 0,524 29,98 81,72 111 315 6,8 14,1 26,8 33,2 0,23 3,00 2,03 3,83 4,10 3,78 9,39 28382 1,7 19643 254 2665 4178 *

3,5 HL 1100x607 5 S355 128,8 3,137 0,516 30,21 64,58 153 335 7,9 13,9 26,8 41,1 0,14 3,00 2,00 3,81 4,13 3,78 9,39 28713 1,7 20020 255 2706 4219 122

4,0 HL 920x970 6 S355 111,3 5,076 0,442 31,37 97,69 97 315 5,8 11,9 26,8 29,8 0,19 3,00 1,71 4,00 4,24 3,78 9,39 33650 1,7 21682 263 2852 4365 *

4,0 HL 1100x548 6 S355 124,8 3,423 0,495 31,08 69,05 148 335 7,2 13,3 26,8 40,9 0,13 3,00 1,92 3,80 4,09 3,78 9,39 29981 1,7 21406 256 2822 4335 113

4,5 HL 920x787 7 S355 108,1 4,970 0,467 31,94 94,57 104 325 5,9 12,5 26,8 32,9 0,17 3,00 1,81 3,83 4,07 3,78 9,39 31859 1,7 22539 257 2927 4441 *

4,5 HL 1100 R 7 S355 123,8 3,701 0,462 32,25 73,17 143 335 6,7 12,4 26,8 40,3 0,11 3,00 1,79 3,81 4,08 3,78 9,39 32131 1,7 23010 257 2978 4491 105

3,5 HL 920x1194 5 S355 115,1 5,157 0,477 39,98 95,23 129 295 8,0 11,5 25,1 39,0 0,27 1,50 1,65 3,67 3,92 3,78 9,39 34968 1,7 25253 255 3701 5444 *

3,5 HL 1000x976 5 S355 120,8 4,437 0,516 40,04 87,57 149 315 8,9 12,0 25,1 43,0 0,22 1,50 1,73 3,61 3,87 3,78 9,39 33363 1,7 25028 251 3676 5437 *

4,0 HL 920x1077 6 S355 113,1 5,608 0,432 40,88 108,69 124 315 7,4 10,7 25,1 38,7 0,23 1,50 1,55 3,71 3,94 3,78 9,39 37298 1,7 26832 258 3834 5571 *

4,0 HL 1100x548 7 S460 127,8 4,031 0,749 41,19 57,63 185 430 9,4 11,5 25,1 52,7 0,14 1,50 1,67 3,58 3,86 3,78 9,39 34523 1,7 26691 252 3819 5585 109

4,5 HL 920x970 7 S355 111,3 5,936 0,419 41,68 113,65 120 315 7,0 10,3 25,1 38,2 0,20 1,50 1,49 3,72 3,94 3,78 9,39 38916 1,7 28280 259 3941 5678 *

4,5 HL 1100x548 7 S460 127,8 4,104 0,543 42,04 101,94 180 430 8,9 11,0 25,1 50,6 0,13 1,50 1,59 3,60 3,86 3,78 9,39 36128 1,7 28223 254 3935 5700 109

5,0 HL 920x970 7 S355 111,3 6,000 0,418 42,55 114,54 121 315 6,8 10,1 25,1 38,3 0,18 1,50 1,45 3,71 3,92 3,78 9,39 39877 1,7 29557 260 4044 5788 *

5,0 HL 1100x548 7 S460 127,8 4,185 0,532 43,04 103,07 179 430 8,5 10,6 25,1 50,2 0,11 1,50 1,53 3,60 3,86 3,78 9,39 37666 1,7 29756 255 4065 5833 107

5,5 HL 920x970 8 S355 111,3 6,788 0,370 43,49 130,45 107 315 5,9 8,9 25,1 34,5 0,15 1,50 1,29 3,83 4,03 3,78 9,39 45085 1,7 31686 267 4240 5940 *

5,5 HL 1100 M 9 S355 125,8 4,314 0,559 44,17 85,80 179 345 8,3 10,3 25,1 50,8 0,10 1,50 1,49 3,58 3,82 3,78 9,39 38646 1,7 31286 254 4197 5977 92

5,5 HL 920x1194 9 S355 123,1 9,014 0,299 46,80 173,62 81 295 4,8 6,3 22,4 26,2 0,11 1,50 0,91 4,40 4,57 3,78 9,39 66139 1,7 35399 301 4641 6378 *

5,5 HL 920x1194 9 S355 123,1 9,014 0,299 46,80 173,62 81 295 4,8 6,3 22,4 26,2 0,11 1,50 0,91 4,40 4,57 3,78 9,39 66139 1,7 35399 301 4641 6378 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 22,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

108,5 4 HL 920x537 S355 2,1991 101,8 5 HL 920x449 S355 2,3498 99,2 7 HE 900x391 S355 2,7871 92,2 7 HE 800x444 S355 3,0475 89,6 9 HE 800x373 S355 3,3487
113,2 4 HL 1000x443 S460 1,999 106,3 5 HL 920x420 S355 2,273 100,1 6 HL 920x368 S355 2,4204 94,6 8 HE 800x373 S355 3,0221 91,2 7 HE 800x444 S355 3,1024
115,8 4 HL 1000 M S460 1,91 107 5 HL 1000 B S460 2,1232 101,8 5 HL 920x449 S355 2,4048 97,6 7 HE 800x373 S355 2,7432 92,6 8 HE 800x373 S355 3,0724

110,8 5 HE 1000 M S460 2,0512 102,7 6 HL 920x344 S460 2,3806 98 7 HE 900 M S460 2,5982 93,4 9 HE 800 M S355 3,0297
104,3 5 HL 920x420 S355 2,3205 99,2 6 HE 900x391 S460 2,5826 96 9 HE 900 A S460 2,7359
105,6 5 HL 920x390 S460 2,2661 99,7 6 HL 920x344 S460 2,4236 97 8 HE 900 B S460 2,7015
107 5 HL 1000 B S460 2,183 102 7 HE 900 B S460 2,4191 98 7 HE 900 M S460 2,6663

107,7 5 HL 920x344 S460 2,1177 103 6 HE 900 M S460 2,354 100 7 HE 900 B S460 2,4762
107,8 5 HE 1000 M S460 2,0972 106 7 HE 1000x249 S460 2,2978 106 7 HE 1000 A S460 2,4592
109 5 HL 1000 A S460 2,0455 107 6 HE 1000 B S460 2,2962

110,7 4 HL 920x656 S460 2,5846 106,5 5 HL 920x537 S460 2,727 101,8 6 HL 920x449 S355 2,7617 99,2 8 HE 900x391 S355 3,1576 96,2 8 HE 800x444 S355 3,487
111,8 4 HL 1000x642 S460 2,5496 109 5 HL 1000x483 S355 2,5002 105,7 5 HL 920x491 S355 2,5694 100,6 7 HL 920x390 S355 2,8898 97,6 9 HE 800x373 S355 3,4075
112 4 HL 1000x591 S460 2,408 111,2 5 HL 1000x443 S355 2,3745 108,2 5 HL 1000x443 S355 2,4202 101,8 6 HL 920x449 S355 2,8227 98 9 HE 900 M S355 3,1582

115,2 4 HL 1000x554 S355 2,2722 114,6 5 HE 1000x438 S355 2,3502 110,6 5 HE 1000x438 S355 2,3928 102,3 6 HL 920x420 S355 2,7075 100,1 7 HL 920x368 S355 2,8518
118 4 HL 1000x539 S355 2,243 115,8 5 HL 1000 M S355 2,2757 110,8 5 HL 1000 M S355 2,3139 104,7 7 HL 920x344 S355 2,6981 102,7 7 HL 920x344 S355 2,7576

118,8 4 HL 1100 R S355 2,1672 117 5 HL 1100 B S355 2,2519 113,6 5 HE 1000x393 S355 2,2571 105,6 6 HL 920x390 S355 2,6064 105 8 HE 900 B S355 2,7121
122,8 4 HL 1100 M S355 2,0003 119 5 HL 1100 A S460 2,1358 115 5 HL 1000 B S355 2,1904 107 6 HL 1000 B S355 2,5086 106 8 HE 1000 A S355 2,6524

116 5 HL 1100 A S460 2,1888 107,8 6 HE 1000 M S355 2,4082 107 7 HE 1000 B S355 2,589
109 6 HL 1000 A S355 2,349 109 7 HE 1000 A S460 2,4812

117,8 4 HL 1000x976 S355 3,4761 116,1 4 HL 920x1077 S355 3,8156 113,8 6 HL 1000x748 S355 4,1042 112,8 7 HL 1000x642 S355 4,1677 111 8 HL 1000x591 S355 4,4454
124,2 4 HL 1000x883 S460 3,3184 121,8 5 HL 1000x748 S355 3,5089 116,2 5 HL 1000x883 S355 4,0112 119 7 HL 1000x591 S355 3,966 114,8 7 HL 1000x642 S355 4,2609

128,8 5 HL 1100x607 S460 3,1234 121,8 5 HL 1000x748 S355 3,578 119,8 7 HL 1100x548 S355 3,8226 118 8 HL 1000x539 S355 4,2149
128,8 5 HL 1100x607 S460 3,1995 120,8 6 HL 1100x607 S355 3,6404 118,8 8 HL 1100 R S355 4,0622

121,8 7 HL 1100 R S355 3,599 119 7 HL 1000x591 S355 4,05
124,8 6 HL 1100x548 S460 3,4904 119,8 7 HL 1100x548 S355 3,9077

122,8 8 HL 1100 M S355 3,7247

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

116,2 6 HL 1000x883 S355 4,757 114,3 6 HL 920x970 S355 5,173 113,1 6 HL 920x1077 S355 5,6646 113,8 8 HL 1000x748 S355 5,5212 111,8 9 HL 1000x642 S355 5,407
120,8 5 HL 1000x976 S460 4,5382 116,2 6 HL 1000x883 S355 4,8245 116,2 7 HL 1000x883 S355 5,5514 115,6 10 HE 1000x584 S355 5,4225 116 9 HL 1000x591 S355 5,1336

121,8 7 HL 1100x607 S355 4,1983 116,8 7 HL 1000x748 S355 4,9037 116,8 8 HL 1000x642 S355 4,8945 118,2 9 HL 1000x554 S355 4,9281
119,8 8 HL 1100x548 S355 4,3986 119,8 8 HL 1100x548 S355 4,473 118,8 9 HL 1100 R S355 4,6639
120,8 7 HL 1100x607 S355 4,2583 120,8 7 HL 1100x607 S355 4,3329 125,8 9 HL 1100 M S460 4,3947

123,8 8 HL 1100 R S460 4,3179
126,8 8 HL 1100 R S355 4,26

No solution No solution No solution No solution No solution

Span length = 22,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x588 4 S355 105,5 2,369 0,997 29,69 41,61 231 335 15,5 35,3 35,4 63,7 0,46 4,50 5,04 2,95 3,32 3,76 9,31 14113 1,7 14970 <200 2265 4201 103

2,5 HL 1100 B 4 S460 117,0 1,918 0,984 29,84 41,67 304 440 16,6 34,8 35,4 72,4 0,32 4,50 4,97 2,94 3,36 3,76 9,31 14273 1,7 15181 <200 2288 4224 68

3,0 HE 900x466 6 S355 100,8 2,790 0,967 30,53 45,87 229 335 14,3 34,2 35,4 69,4 0,42 4,50 4,89 2,91 3,25 3,76 9,31 14609 1,7 16198 <200 2364 4299 78

3,0 HL 1000 A 5 S460 114,0 2,038 0,982 30,69 41,14 318 440 16,8 34,7 35,4 86,8 0,28 4,50 4,96 2,87 3,26 3,76 9,31 14363 1,7 16450 <200 2391 4327 51

3,5 HE 800x444 7 S355 96,2 3,076 0,998 31,09 47,24 222 335 14,7 35,3 35,4 75,9 0,40 4,50 5,04 2,82 3,13 3,76 9,31 14180 1,7 17242 <200 2434 4369 77

3,5 HL 1000 A 5 S460 111,0 2,087 0,969 31,32 41,19 319 440 15,9 34,3 35,4 86,2 0,26 4,50 4,89 2,83 3,20 3,76 9,31 14578 1,7 17572 <200 2470 4405 43

4,0 HE 800x444 8 S355 91,2 3,455 0,950 31,69 52,70 202 335 12,8 33,6 35,4 69,1 0,40 4,50 4,80 2,83 3,12 3,76 9,31 14917 1,7 18220 <200 2506 4442 77

4,0 HE 1000 B 6 S460 107,0 2,331 0,929 31,99 45,99 302 440 14,6 32,9 35,4 82,6 0,24 4,50 4,69 2,83 3,17 3,76 9,31 15149 1,7 18665 <200 2555 4491 26

4,5 HE 700x418 9 S355 89,4 3,687 0,992 32,47 51,83 206 335 14,0 35,1 35,4 81,1 0,37 4,50 5,01 2,71 2,99 3,76 9,31 14307 1,7 19284 <200 2605 4541 78

4,5 HE 1000 A 7 S460 106,0 2,494 0,892 32,92 46,75 304 440 13,8 31,6 35,4 84,8 0,21 4,50 4,50 2,81 3,13 3,76 9,31 15840 1,7 19929 <200 2676 4612 19

2,5 HL 920x725 4 S460 107,9 2,843 0,991 30,14 32,27 186 430 12,9 29,5 29,8 52,4 0,44 3,00 4,21 3,17 3,52 3,76 9,31 16912 1,7 15475 204 2320 4156 136

2,5 HL 1100 M 4 S355 125,8 2,045 0,964 30,40 38,23 264 345 14,9 28,7 29,8 65,6 0,26 3,00 4,10 3,18 3,59 3,76 9,31 17338 1,7 15839 205 2360 4196 83

3,0 HL 920x588 5 S460 104,5 2,950 0,978 30,88 34,38 192 430 12,2 29,1 29,8 56,3 0,39 3,00 4,16 3,12 3,45 3,76 9,31 17189 1,7 16601 202 2408 4243 112

3,0 HL 1100 A 5 S355 124,0 2,157 0,924 31,38 38,14 281 345 14,0 27,5 29,8 72,3 0,22 3,00 3,93 3,15 3,53 3,76 9,31 18149 1,7 17274 205 2481 4317 52

3,5 HE 900x466 7 S355 100,8 3,216 0,987 31,52 53,52 196 335 11,9 29,4 29,8 61,3 0,34 3,00 4,20 3,04 3,35 3,76 9,31 17044 1,7 17748 <200 2489 4324 81

3,5 HL 1100 A 5 S460 116,0 2,220 0,986 31,75 46,35 286 440 13,4 29,4 29,8 72,1 0,23 3,00 4,19 3,02 3,38 3,76 9,31 17030 1,7 18083 <200 2525 4361 45

4,0 HE 800x444 8 S460 99,2 3,581 0,987 32,33 35,43 195 430 12,4 29,4 29,8 69,2 0,31 3,00 4,19 2,97 3,26 3,76 9,31 17071 1,7 19020 <200 2593 4429 84

4,0 HE 1000 B 6 S460 115,0 2,383 0,952 32,64 48,05 291 440 13,7 28,4 29,8 83,0 0,19 3,00 4,05 2,99 3,33 3,76 9,31 17571 1,7 19465 <200 2642 4478 26

4,5 HE 800x444 9 S355 92,2 3,880 0,990 32,87 59,56 179 335 11,1 29,5 29,8 63,4 0,33 3,00 4,21 2,92 3,19 3,76 9,31 17055 1,7 19763 <200 2658 4493 82

4,5 HE 1000x249 7 S460 113,0 2,457 0,980 33,49 44,30 328 440 13,9 29,2 29,8 96,2 0,17 3,00 4,16 2,87 3,20 3,76 9,31 17119 1,7 20635 <200 2753 4588 12

2,5 HL 920x1194 4 S355 115,1 4,158 0,564 29,06 75,49 109 295 7,5 15,2 27,0 31,8 0,32 3,00 2,18 3,84 4,13 3,76 9,31 27239 1,7 17153 253 2504 4027 *

2,5 HL 1000x976 4 S355 120,8 3,562 0,592 28,84 69,36 126 315 8,3 16,0 27,0 35,5 0,26 3,00 2,28 3,77 4,09 3,76 9,31 25886 1,7 16916 252 2478 4001 *

3,0 HL 920x1194 4 S355 115,1 4,224 0,541 29,90 76,60 111 295 7,1 14,6 27,0 32,3 0,27 3,00 2,09 3,82 4,10 3,76 9,31 28425 1,7 18454 254 2610 4133 *

3,0 HL 920x1077 4 S355 121,1 3,922 0,547 30,00 75,14 121 315 7,9 14,8 27,0 35,9 0,23 3,00 2,11 3,78 4,08 3,76 9,31 28101 1,7 18606 254 2626 4150 *

3,5 HL 920x1077 5 S355 113,1 4,765 0,490 31,02 90,91 104 315 6,4 13,2 27,0 31,5 0,22 3,00 1,89 3,89 4,15 3,76 9,31 31441 1,7 20139 258 2750 4273 *

3,5 HL 1000x883 5 S355 116,2 4,095 0,522 30,69 78,53 119 315 6,9 14,1 27,0 34,6 0,20 3,00 2,01 3,80 4,07 3,76 9,31 29421 1,7 19777 255 2710 4233 *

4,0 HL 920x970 6 S355 111,3 5,186 0,457 32,03 97,69 99 315 5,9 12,4 27,0 31,1 0,19 3,00 1,76 3,91 4,15 3,76 9,31 33650 1,7 21682 260 2884 4407 *

4,0 HL 1100x548 6 S355 127,8 3,504 0,491 31,97 69,97 151 335 7,3 13,2 27,0 42,9 0,12 3,00 1,89 3,77 4,06 3,76 9,31 31286 1,7 21706 256 2887 4410 111

4,5 HL 920x787 7 S355 109,1 5,082 0,477 32,70 94,90 106 325 6,0 12,9 27,0 34,4 0,17 3,00 1,84 3,76 3,99 3,76 9,31 32250 1,7 22652 256 2973 4496 *

4,5 HL 1100 R 7 S355 126,8 3,788 0,468 33,21 74,19 146 335 6,8 12,3 27,0 42,3 0,10 3,00 1,76 3,78 4,05 3,76 9,31 33573 1,7 23348 258 3049 4572 103

3,5 HL 920x1194 5 S355 115,1 5,270 0,488 40,89 95,23 132 295 8,2 11,9 25,3 40,7 0,27 1,50 1,70 3,59 3,84 3,76 9,31 34968 1,7 25253 251 3743 5494 *

3,5 HL 1000x976 5 S355 125,8 4,558 0,516 40,86 89,11 150 315 9,0 11,7 25,3 44,7 0,20 1,50 1,68 3,60 3,87 3,76 9,31 35392 1,7 25465 253 3766 5503 161

4,0 HL 920x1077 6 S355 113,1 5,731 0,442 41,80 108,69 127 315 7,5 11,2 25,3 40,5 0,23 1,50 1,60 3,63 3,86 3,76 9,31 37298 1,7 26832 254 3878 5622 *

4,0 HL 1100x607 7 S355 125,8 4,304 0,561 41,90 87,36 172 335 8,9 11,6 25,3 50,4 0,15 1,50 1,65 3,56 3,83 3,76 9,31 35849 1,7 26760 251 3870 5625 112

4,5 HL 920x970 7 S355 111,3 6,065 0,428 42,62 113,65 123 315 7,1 10,7 25,3 40,0 0,20 1,50 1,53 3,64 3,86 3,76 9,31 38916 1,7 28280 256 3986 5730 *

4,5 HL 1100x607 7 S355 125,8 4,375 0,543 42,77 88,44 168 335 8,5 11,1 25,3 48,4 0,13 1,50 1,59 3,57 3,83 3,76 9,31 37376 1,7 28261 253 3984 5739 113

5,0 HL 920x970 7 S355 111,3 6,129 0,428 43,52 114,54 123 315 6,9 10,5 25,3 40,0 0,18 1,50 1,50 3,63 3,84 3,76 9,31 39877 1,7 29557 256 4090 5842 *

5,0 HL 1100 R 8 S460 126,8 4,417 0,543 44,04 105,76 181 430 8,6 10,9 25,3 53,0 0,11 1,50 1,56 3,53 3,78 3,76 9,31 37938 1,7 29805 250 4117 5891 102

5,5 HL 920x970 8 S355 111,3 6,935 0,378 44,40 130,45 109 315 6,0 9,3 25,3 36,1 0,15 1,50 1,33 3,75 3,94 3,76 9,31 45085 1,7 31686 265 4288 5998 *

5,5 HL 1100 R 9 S355 121,8 4,775 0,527 44,89 92,73 163 335 7,8 10,6 25,3 47,4 0,11 1,50 1,51 3,54 3,77 3,76 9,31 39388 1,7 31120 251 4226 6005 102

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 22,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

110 4 HL 1000x539 S355 2,2507 102,7 5 HL 920x491 S355 2,5428 99,2 7 HE 900x391 S355 2,8381 94,2 7 HE 800x444 S355 3,1186 89,6 9 HE 800x373 S355 3,4112
116,2 4 HL 1000x443 S460 2,0443 104,8 5 HL 920x449 S355 2,4064 100,6 6 HL 920x390 S355 2,5568 97,6 8 HE 800x373 S355 3,0972 92,2 7 HE 800x444 S355 3,1678

107,8 5 HL 1000 M S355 2,275 101,8 5 HL 920x449 S355 2,4467 98 8 HE 900 M S355 2,8695 92,6 8 HE 800x373 S355 3,128
109,6 5 HE 1000x393 S460 2,2496 104,7 6 HL 920x344 S460 2,4303 99,2 6 HE 800x444 S355 2,7952 96,4 9 HE 800 M S355 3,1045
110 5 HL 1000 B S460 2,1723 106 7 HE 1000 A S460 2,3533 99,7 7 HL 920x344 S355 2,7101 97 8 HE 900 B S460 2,7444

112,8 5 HE 1000 M S460 2,0934 107 5 HL 1000 B S460 2,2174 100 8 HE 900 B S460 2,6961 98 7 HE 900 M S460 2,7095
108,8 5 HE 1000 M S460 2,1352 100,1 6 HL 920x368 S460 2,5672 101 8 HE 900 A S460 2,5859

102,7 6 HL 920x344 S460 2,4814 102 7 HE 900 B S460 2,5285
105 7 HE 900 B S460 2,4763
106 6 HL 1000 A S460 2,4048

111,8 4 HL 1000x642 S460 2,5979 108,5 5 HL 920x537 S460 2,7871 102,7 6 HL 920x491 S460 3,054 99,2 8 HE 900x391 S355 3,2158 96,2 8 HE 800x444 S355 3,5534
116 4 HL 1000x591 S460 2,4687 109,6 6 HE 1000x438 S355 2,7199 104,5 5 HL 920x537 S460 2,8241 101,6 7 HL 920x390 S355 2,9472 98 9 HE 900 M S355 3,2138

118,2 4 HL 1000x554 S355 2,326 110 5 HL 1000x483 S355 2,5502 107,7 5 HL 920x491 S355 2,6267 101,8 6 HL 920x449 S355 2,873 100,6 7 HL 920x390 S355 3,0112
118,8 4 HL 1100 R S355 2,2046 113,2 5 HL 1000x443 S355 2,4257 109 5 HL 1000x483 S355 2,606 104,3 6 HL 920x420 S355 2,7675 101,1 7 HL 920x368 S355 2,907

115,8 5 HL 1000 M S355 2,3141 109,6 6 HE 1000x393 S355 2,5918 107 6 HL 1000 B S355 2,55 104,7 7 HL 920x344 S355 2,8169
117 5 HL 1100 B S355 2,2882 111,2 5 HL 1000x443 S355 2,4787 110,8 6 HE 1000 M S355 2,4666 106 8 HE 1000 A S355 2,6924
121 5 HL 1100 A S460 2,1774 112,6 5 HE 1000x438 S355 2,4451 111 6 HL 1000 A S355 2,3976 107 7 HE 1000 B S355 2,6297

112,8 5 HL 1000 M S355 2,3637 111 7 HE 1000 A S460 2,5309
115 5 HL 1000 B S355 2,2248

120,8 4 HL 1000x976 S460 3,6428 116,2 5 HL 1000x883 S355 4,0311 113,8 6 HL 1000x748 S355 4,1889 113,8 7 HL 1000x748 S355 4,8434 113,6 9 HE 1000x584 S355 4,9329
121,1 4 HL 920x1077 S460 4,0106 116,2 5 HL 1000x883 S460 4,1858 116,8 6 HL 1000x748 S355 4,2769 113,8 7 HL 1000x748 S355 4,922

119,8 7 HL 1100x548 S355 3,8945 114,9 7 HL 920x725 S355 4,7905
121,8 6 HL 1100x607 S355 3,7154 116 8 HL 1000x591 S355 4,571
126,8 7 HL 1100 R S355 3,6969 118,8 8 HL 1100 R S355 4,1369
127,8 6 HL 1100x548 S460 3,5716 120,8 7 HL 1100x548 S355 3,9869

125,8 8 HL 1100 M S355 3,8113

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

117,8 6 HL 1000x976 S355 5,2624 117,8 6 HL 1000x976 S355 5,3305 113,1 6 HL 920x1077 S355 5,7871 113,8 8 HL 1000x748 S355 5,6341 112,6 11 HE 1000x584 S355 6,0286
119,2 6 HL 1000x883 S355 4,8743 119,2 6 HL 1000x883 S355 4,9442 116,2 7 HL 1000x883 S355 5,6682 117,6 10 HE 1000x584 S355 5,5485 114,8 9 HL 1000x642 S355 5,5426
125,8 5 HL 1000x976 S460 4,659 125,8 7 HL 1100x607 S460 4,392 120,8 8 HL 1100x607 S355 4,8232 118,8 7 HL 1000x748 S355 5,0888 119 9 HL 1000x591 S355 5,2604

124,8 8 HL 1100x548 S355 4,5175 120,8 8 HL 1100x607 S355 4,898 119,8 9 HL 1100x548 S355 5,0694
125,8 7 HL 1100x607 S460 4,4625 122,8 8 HL 1100x548 S355 4,5797 121,8 9 HL 1100 R S460 4,8675

125,8 7 HL 1100x607 S355 4,4535

No solution No solution No solution No solution No solution

Span length = 22,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x725 4 S460 106,9 2,838 0,952 30,70 32,49 195 430 13,6 31,1 35,7 54,8 0,45 4,50 4,39 3,09 3,43 3,73 9,23 16701 1,6 15412 201 2340 4294 132

2,5 HL 1100 B 4 S460 118,0 1,922 0,999 30,51 41,84 310 440 17,0 35,7 35,7 75,7 0,31 4,50 5,04 2,90 3,31 3,73 9,23 14491 1,6 15243 <200 2321 4275 65

3,0 HE 900x466 6 S355 100,8 2,790 0,998 31,15 45,87 234 335 14,6 35,6 35,7 72,6 0,42 4,50 5,03 2,85 3,18 3,73 9,23 14609 1,6 16198 <200 2390 4344 76

3,0 HE 1000 M 5 S460 115,8 2,108 0,974 31,45 43,56 316 440 16,9 34,8 35,7 88,2 0,28 4,50 4,91 2,85 3,23 3,73 9,23 14932 1,6 16608 <200 2435 4390 36

3,5 HE 800x444 7 S355 99,2 3,092 0,977 31,94 47,97 225 335 14,9 34,9 35,7 79,2 0,37 4,50 4,92 2,81 3,12 3,73 9,23 14937 1,6 17505 <200 2490 4444 78

3,5 HL 1000 A 5 S460 111,0 2,086 0,999 31,96 41,19 326 440 16,2 35,7 35,7 90,1 0,26 4,50 5,04 2,77 3,13 3,73 9,23 14578 1,6 17572 <200 2497 4451 40

4,0 HE 800x444 8 S355 91,2 3,454 0,980 32,34 52,70 206 335 13,1 35,0 35,7 72,2 0,40 4,50 4,94 2,77 3,05 3,73 9,23 14917 1,6 18220 <200 2534 4488 75

4,0 HE 1000 B 6 S460 107,0 2,331 0,959 32,64 45,99 308 440 14,9 34,2 35,7 86,4 0,24 4,50 4,83 2,77 3,10 3,73 9,23 15149 1,6 18665 <200 2583 4538 25

4,5 HE 800x373 9 S355 90,6 3,418 0,991 33,03 50,32 217 335 13,2 35,4 35,7 77,3 0,35 4,50 5,00 2,70 2,98 3,73 9,23 14766 1,6 19171 <200 2622 4576 63

4,5 HE 1000 A 7 S460 106,0 2,494 0,920 33,59 46,75 310 440 14,1 32,8 35,7 88,6 0,22 4,50 4,64 2,75 3,06 3,73 9,23 15840 1,6 19929 <200 2706 4660 17

2,5 HL 920x787 4 S355 108,1 2,974 0,959 30,91 53,92 176 325 12,2 28,8 30,0 50,5 0,44 3,00 4,06 3,19 3,53 3,73 9,23 18071 1,6 15648 205 2366 4212 139

2,5 HL 1100 M 4 S355 125,8 2,044 0,996 31,04 38,23 270 345 15,1 29,9 30,0 68,5 0,26 3,00 4,22 3,11 3,52 3,73 9,23 17338 1,6 15839 204 2387 4233 79

3,0 HL 920x588 5 S460 105,5 2,954 0,997 31,56 34,60 196 430 12,4 29,9 30,0 58,8 0,38 3,00 4,22 3,07 3,39 3,73 9,23 17425 1,6 16676 <200 2443 4289 110

3,0 HL 1100 A 5 S460 124,0 2,192 0,955 32,02 47,36 287 440 14,3 28,6 30,0 75,6 0,22 3,00 4,04 3,08 3,46 3,73 9,23 18149 1,6 17274 204 2509 4355 51

3,5 HL 920x491 6 S460 102,7 3,053 0,991 32,16 65,21 199 430 11,9 29,7 30,0 61,3 0,33 3,00 4,20 3,02 3,32 3,73 9,23 17535 1,6 17755 <200 2517 4364 96

3,5 HL 1100 A 5 S460 119,0 2,237 0,969 32,62 47,02 290 440 13,5 29,1 30,0 75,4 0,21 3,00 4,10 3,00 3,36 3,73 9,23 17907 1,6 18345 <200 2583 4429 42

4,0 HE 900x466 7 S355 100,8 3,275 0,977 32,92 54,21 199 335 11,6 29,3 30,0 63,6 0,30 3,00 4,14 2,97 3,26 3,73 9,23 17779 1,6 18938 <200 2614 4460 77

4,0 HE 1000 B 6 S460 115,0 2,383 0,983 33,31 48,05 297 440 14,0 29,5 30,0 86,7 0,20 3,00 4,16 2,92 3,26 3,73 9,23 17571 1,6 19465 <200 2672 4518 25

4,5 HE 800x444 9 S355 94,2 3,893 0,989 33,72 60,14 182 335 11,3 29,7 30,0 66,3 0,31 3,00 4,19 2,89 3,15 3,73 9,23 17626 1,6 19988 <200 2712 4559 81

4,5 HE 1000 A 7 S460 111,0 2,531 0,995 34,06 48,10 301 440 13,3 29,8 30,0 89,1 0,19 3,00 4,21 2,84 3,16 3,73 9,23 17425 1,6 20492 <200 2768 4614 17

2,5 HL 920x1194 4 S355 115,1 4,157 0,584 29,66 75,49 112 295 7,6 15,9 27,2 33,3 0,32 3,00 2,24 3,75 4,04 3,73 9,23 27239 1,6 17153 252 2532 4064 *

2,5 HL 1000x976 4 S355 125,8 3,581 0,579 29,70 70,50 128 315 8,6 15,7 27,2 37,2 0,23 3,00 2,22 3,76 4,08 3,73 9,23 27373 1,6 17228 253 2540 4072 *

3,0 HL 920x1194 4 S355 115,1 4,222 0,560 30,52 76,60 113 295 7,2 15,2 27,2 33,8 0,28 3,00 2,15 3,73 4,01 3,73 9,23 28425 1,6 18454 253 2639 4171 *

3,0 HL 1000x883 5 S355 117,2 4,034 0,556 30,56 77,78 122 315 7,4 15,1 27,2 36,3 0,23 3,00 2,13 3,74 4,02 3,73 9,23 28564 1,6 18504 253 2645 4177 *

3,5 HL 920x1077 5 S355 113,1 4,763 0,506 31,66 90,91 106 315 6,5 13,8 27,2 32,9 0,23 3,00 1,94 3,80 4,06 3,73 9,23 31441 1,6 20139 256 2781 4313 *

3,5 HL 1000x883 5 S355 119,2 4,110 0,521 31,54 79,37 121 315 7,1 14,2 27,2 36,3 0,19 3,00 2,00 3,75 4,03 3,73 9,23 30484 1,6 20040 255 2770 4302 *

4,0 HL 920x970 6 S355 111,3 5,184 0,473 32,69 97,69 101 315 6,0 12,9 27,2 32,5 0,19 3,00 1,81 3,82 4,06 3,73 9,23 33650 1,6 21682 258 2916 4448 *

4,0 HL 1100x607 6 S355 125,8 3,740 0,491 32,67 76,01 141 335 7,0 13,3 27,2 40,9 0,13 3,00 1,88 3,74 4,02 3,73 9,23 32340 1,6 21730 256 2922 4454 121

4,5 HL 920x970 7 S355 111,3 6,004 0,410 34,32 113,65 91 315 5,2 11,1 27,2 29,7 0,16 3,00 1,57 3,95 4,16 3,73 9,23 38916 1,6 23735 265 3126 4658 *

4,5 HL 1100x548 7 S355 124,8 4,015 0,459 33,90 80,33 137 335 6,5 12,5 27,2 40,2 0,11 3,00 1,76 3,76 4,01 3,73 9,23 34636 1,6 23340 258 3082 4614 114

3,5 HL 920x1269 5 S355 116,3 5,541 0,467 41,65 101,42 127 295 7,8 11,7 25,4 40,1 0,26 1,50 1,65 3,60 3,84 3,73 9,23 37222 1,6 25599 253 3823 5550 *

3,5 HL 1000x883 6 S355 124,2 4,901 0,514 41,81 95,22 148 315 8,8 11,8 25,4 47,1 0,20 1,50 1,66 3,57 3,83 3,73 9,23 36744 1,6 25726 252 3837 5568 146

4,0 HL 920x1077 6 S355 114,1 5,735 0,453 42,79 109,01 129 315 7,7 11,5 25,4 42,3 0,23 1,50 1,63 3,56 3,79 3,73 9,23 37693 1,6 26932 250 3932 5682 *

4,0 HL 1100x607 7 S355 128,8 4,323 0,566 42,84 88,38 175 335 9,0 11,6 25,4 52,6 0,14 1,50 1,64 3,53 3,80 3,73 9,23 37260 1,6 27060 250 3946 5692 112

4,5 HL 920x970 7 S355 111,3 6,063 0,439 43,63 113,65 125 315 7,3 11,2 25,4 41,7 0,20 1,50 1,58 3,56 3,77 3,73 9,23 38916 1,6 28280 251 4031 5787 *

4,5 HL 1100x607 7 S355 128,8 4,396 0,548 43,74 89,55 170 335 8,5 11,1 25,4 50,5 0,12 1,50 1,57 3,54 3,80 3,73 9,23 38922 1,6 28598 253 4066 5811 113

5,0 HL 920x970 7 S355 111,3 6,126 0,437 44,55 114,54 126 315 7,1 10,9 25,4 41,8 0,18 1,50 1,54 3,55 3,75 3,73 9,23 39877 1,6 29557 250 4136 5900 *

5,0 HL 1100x607 7 S355 128,8 4,477 0,545 44,83 90,61 170 335 8,2 10,7 25,4 50,5 0,11 1,50 1,51 3,54 3,79 3,73 9,23 40514 1,6 30138 254 4200 5949 111

5,5 HL 920x970 8 S355 111,3 6,933 0,386 45,43 130,45 111 315 6,2 9,7 25,4 37,7 0,16 1,50 1,37 3,66 3,86 3,73 9,23 45085 1,6 31686 263 4336 6056 *

5,5 HL 1100 R 9 S355 126,8 4,818 0,527 46,00 94,83 164 335 7,8 10,2 25,4 49,6 0,10 1,50 1,45 3,55 3,78 3,73 9,23 42301 1,6 31808 256 4350 6103 103

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 22,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

107,5 4 HL 920x588 S355 2,3765 102,7 5 HL 920x491 S355 2,5421 99,2 7 HE 900x391 S355 2,8373 96,2 7 HE 800x444 S355 3,1307 94,2 7 HE 800x444 S355 3,1815
110 4 HL 1000x539 S355 2,2501 108,2 5 HL 1000x443 S355 2,4006 101,3 6 HL 920x420 S355 2,6866 97,6 8 HE 800x373 S355 3,0964 94,6 8 HE 800x373 S355 3,1418

117,8 4 HL 1100 M S460 2,0475 108,8 6 HE 1000 M S460 2,3679 101,6 6 HL 920x390 S355 2,562 98 8 HE 900 M S355 2,8689 96,4 9 HE 800 M S355 3,104
110 5 HL 1000 B S460 2,1719 105,1 6 HL 920x368 S460 2,535 99,7 7 HL 920x344 S355 2,7096 97 9 HE 900 B S355 2,9423

106,3 5 HL 920x420 S460 2,4138 100,6 6 HL 920x390 S355 2,6167 98 8 HE 900 M S355 2,9372
107 5 HL 1000 B S460 2,217 101,1 6 HL 920x368 S460 2,5732 99 7 HE 900 M S460 2,7163

110,8 5 HE 1000 M S460 2,1462 104,7 6 HL 920x344 S460 2,494 104 8 HE 900 A S460 2,6076
105 7 HE 900 B S460 2,4759 105 7 HE 900 B S460 2,5501
106 6 HL 1000 A S460 2,4044

109,9 4 HL 920x725 S460 2,85 110 5 HL 1000x539 S460 2,8004 104,5 5 HL 920x588 S460 3,0055 102,2 8 HE 900x391 S355 3,2346 99,2 8 HE 900x391 S355 3,2838
112,6 5 HE 1000x584 S355 2,8229 110,6 6 HE 1000x438 S355 2,724 106,5 5 HL 920x537 S460 2,8347 102,7 6 HL 920x491 S355 3,0537 100,6 7 HL 920x390 S355 3,0105
112,8 4 HL 1000x642 S460 2,6011 112 5 HL 1000x483 S355 2,5593 109 5 HL 1000x483 S355 2,6053 103,6 7 HL 920x390 S355 2,9596 103,1 7 HL 920x368 S355 2,9211
118,6 5 HE 1000x494 S355 2,5334 116,2 5 HL 1000x443 S355 2,4397 111,6 6 HE 1000x393 S355 2,6025 104,8 6 HL 920x449 S355 2,8918 104,7 7 HL 920x344 S355 2,8164
119,8 4 HL 1100x548 S355 2,3468 117 5 HL 1100 B S355 2,2877 113,2 5 HL 1000x443 S355 2,4895 105,1 7 HL 920x368 S355 2,8614 106 7 HL 1000 A S355 2,7149
121,8 4 HL 1100 R S355 2,2162 114,6 5 HE 1000x438 S355 2,4558 106,3 6 HL 920x420 S355 2,7799 107 7 HE 1000 B S355 2,6292

115,8 5 HL 1000 M S355 2,3803 107,7 7 HL 920x344 S355 2,7618
117 5 HL 1100 B S355 2,3557 107,8 7 HE 1000 M S355 2,7336

108 6 HL 1000 B S355 2,556
112,8 6 HE 1000 M S355 2,4791
114 6 HL 1000 A S355 2,4169

125,8 4 HL 1000x976 S460 3,6617 117,2 5 HL 1000x883 S460 4,1255 117,8 5 HL 1000x976 S355 4,4314 113,8 7 HL 1000x748 S355 4,8417 113,1 7 HL 920x787 S355 5,1093
118,8 6 HL 1000x748 S355 4,2159 119,8 7 HL 1000x642 S355 4,2965 113,8 7 HL 1000x748 S355 4,9202
119,2 5 HL 1000x883 S460 4,2013 120,8 7 HL 1100x607 S355 4,1929 119 8 HL 1000x591 S355 4,5916

122,8 7 HL 1100x548 S355 3,913 119,8 8 HL 1100x548 S355 4,421
125,8 6 HL 1100x607 S460 3,8154 120,8 7 HL 1100x607 S355 4,2783

123,8 8 HL 1100 R S355 4,1724
124,8 7 HL 1100x548 S460 4,0943

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

117,8 6 HL 1000x976 S355 5,2603 117,8 6 HL 1000x976 S355 5,3284 114,1 6 HL 920x1077 S355 5,792 114,8 8 HL 1000x748 S355 5,6402 113,8 9 HL 1000x748 S355 6,2825
124,2 6 HL 1000x883 S460 5,0103 124,2 6 HL 1000x883 S355 4,9749 116,2 7 HL 1000x883 S355 5,6661 120,6 10 HE 1000x584 S355 5,571 115,6 11 HE 1000x584 S355 6,0533

128,8 7 HL 1100x607 S460 4,4102 120,8 8 HL 1100x607 S355 4,8217 120,8 8 HL 1100x607 S355 4,8965 119,8 9 HL 1100x548 S355 5,0679
127,8 8 HL 1100x548 S355 4,5382 127,8 8 HL 1100x548 S355 4,6191 126,8 9 HL 1100 R S460 4,911
128,8 7 HL 1100x607 S460 4,4832 128,8 7 HL 1100x607 S460 4,5642

No solution No solution No solution No solution No solution

Span length = 22,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x725 4 S460 106,9 2,836 0,964 31,32 32,70 199 430 13,9 32,3 36,3 57,2 0,46 4,50 4,52 3,02 3,36 3,71 9,15 16701 1,6 15412 <200 2366 4339 129

2,5 HL 1100 B 4 S460 120,0 1,929 0,992 31,24 42,20 315 440 17,3 36,0 36,3 79,0 0,30 4,50 5,03 2,87 3,27 3,71 9,15 14944 1,6 15368 <200 2361 4334 61

3,0 HL 920x537 5 S355 103,5 2,705 0,940 31,92 47,15 222 335 14,0 34,1 36,3 67,0 0,40 4,50 4,76 2,89 3,22 3,71 9,15 15884 1,6 16360 <200 2435 4408 94

3,0 HE 1000 M 5 S460 115,8 2,106 0,997 32,08 43,56 323 440 17,2 36,2 36,3 92,1 0,28 4,50 5,05 2,78 3,16 3,71 9,15 14932 1,6 16608 <200 2462 4436 34

3,5 HE 900x391 7 S355 100,2 2,841 0,993 32,45 45,48 243 335 14,5 36,0 36,3 78,3 0,35 4,50 5,03 2,77 3,08 3,71 9,15 15046 1,6 17358 <200 2501 4474 62

3,5 HE 1000 M 5 S460 112,8 2,156 0,976 32,76 43,67 322 440 16,7 35,4 36,3 89,9 0,25 4,50 4,94 2,76 3,12 3,71 9,15 15157 1,6 17741 <200 2544 4517 29

4,0 HE 800x444 8 S355 92,2 3,458 0,987 33,08 52,95 210 335 13,4 35,8 36,3 75,5 0,39 4,50 5,00 2,73 3,01 3,71 9,15 15160 1,6 18320 <200 2574 4547 74

4,0 HE 1000 B 6 S460 107,0 2,329 0,981 33,30 45,99 315 440 15,3 35,6 36,3 90,2 0,25 4,50 4,97 2,71 3,04 3,71 9,15 15149 1,6 18665 <200 2612 4585 23

4,5 HE 800x444 8 S355 91,2 3,513 0,968 33,82 53,28 210 335 12,9 35,1 36,3 74,8 0,35 4,50 4,90 2,70 2,96 3,71 9,15 15460 1,6 19305 <200 2666 4639 72

4,5 HE 1000 A 7 S460 106,0 2,492 0,941 34,27 46,75 317 440 14,4 34,2 36,3 92,6 0,22 4,50 4,77 2,69 3,00 3,71 9,15 15840 1,6 19929 <200 2736 4709 16

2,5 HL 920x787 4 S460 108,1 3,037 0,990 31,53 34,51 179 430 12,5 29,9 30,2 52,7 0,44 3,00 4,18 3,12 3,45 3,71 9,15 18071 1,6 15648 203 2392 4249 144

2,5 HL 1100 R 4 S355 123,8 2,223 0,982 31,71 41,68 246 335 14,3 29,7 30,2 63,9 0,28 3,00 4,15 3,11 3,50 3,71 9,15 18162 1,6 15884 204 2418 4275 94

3,0 HL 920x656 5 S355 105,7 3,130 0,949 32,42 57,54 181 335 11,7 28,7 30,2 55,6 0,38 3,00 4,01 3,10 3,41 3,71 9,15 18906 1,6 16915 202 2497 4354 118

3,0 HL 1100 A 5 S460 124,0 2,190 0,986 32,66 47,36 293 440 14,6 29,8 30,2 79,0 0,22 3,00 4,16 3,01 3,39 3,71 9,15 18149 1,6 17274 200 2537 4394 48

3,5 HL 920x537 6 S460 103,5 3,254 0,952 33,04 71,20 188 430 11,4 28,8 30,2 59,1 0,33 3,00 4,02 3,04 3,34 3,71 9,15 18867 1,6 18007 <200 2574 4430 104

3,5 HL 1100 A 5 S460 121,0 2,247 0,967 33,43 47,49 295 440 13,7 29,2 30,2 78,8 0,20 3,00 4,08 2,97 3,33 3,71 9,15 18524 1,6 18520 <200 2631 4488 40

4,0 HE 900x466 8 S355 100,8 3,645 0,923 33,92 61,16 184 335 10,8 27,9 30,2 61,2 0,29 3,00 3,89 3,01 3,29 3,71 9,15 19479 1,6 19298 <200 2683 4540 80

4,0 HL 1000 A 6 S460 114,0 2,455 0,997 33,99 49,88 284 440 13,5 30,1 30,2 85,5 0,21 3,00 4,20 2,88 3,21 3,71 9,15 17990 1,6 19468 <200 2702 4559 41

4,5 HE 800x444 9 S355 96,2 3,906 0,988 34,59 60,74 185 335 11,5 29,8 30,2 69,4 0,30 3,00 4,17 2,86 3,12 3,71 9,15 18231 1,6 20213 <200 2768 4625 80

4,5 HE 1000 A 7 S460 114,0 2,551 0,970 35,04 48,95 305 440 13,4 29,3 30,2 93,3 0,17 3,00 4,09 2,84 3,15 3,71 9,15 18464 1,6 20829 <200 2836 4693 16

2,5 HL 920x1269 4 S355 116,3 4,373 0,567 30,51 80,41 108 295 7,4 15,5 27,3 32,8 0,31 3,00 2,16 3,76 4,04 3,71 9,15 29018 1,6 17426 254 2590 4131 *

2,5 HL 920x1194 4 S355 120,1 4,175 0,574 30,53 76,58 113 295 7,9 15,7 27,3 34,9 0,28 3,00 2,19 3,73 4,03 3,71 9,15 28610 1,6 17466 253 2595 4136 *

3,0 HL 920x1269 4 S355 116,3 4,438 0,544 31,39 81,57 109 295 7,0 14,9 27,3 33,3 0,27 3,00 2,08 3,74 4,01 3,71 9,15 30244 1,6 18734 254 2700 4241 *

3,0 HL 1000x883 5 S355 121,2 4,052 0,550 31,44 78,80 124 315 7,6 15,0 27,3 38,0 0,21 3,00 2,10 3,71 4,00 3,71 9,15 29866 1,6 18804 254 2707 4248 *

3,5 HL 920x1077 5 S355 113,1 4,761 0,524 32,31 90,91 108 315 6,6 14,3 27,3 34,4 0,23 3,00 2,00 3,72 3,97 3,71 9,15 31441 1,6 20139 254 2811 4352 *

3,5 HL 1000x883 5 S355 124,2 4,137 0,507 32,55 80,85 123 315 7,2 13,8 27,3 38,0 0,16 3,00 1,93 3,75 4,03 3,71 9,15 32431 1,6 20477 256 2849 4390 *

4,0 HL 920x970 6 S355 111,3 5,182 0,489 33,36 97,69 104 315 6,1 13,4 27,3 34,0 0,19 3,00 1,87 3,74 3,97 3,71 9,15 33650 1,6 21682 256 2949 4490 *

4,0 HL 1100x607 6 S355 128,8 3,758 0,487 33,59 76,98 144 335 7,1 13,3 27,3 42,8 0,12 3,00 1,86 3,71 3,99 3,71 9,15 33692 1,6 22030 257 2988 4528 120

4,5 HL 920x970 7 S355 111,3 6,001 0,424 35,02 113,65 93 315 5,3 11,6 27,3 31,0 0,16 3,00 1,62 3,86 4,07 3,71 9,15 38916 1,6 23735 262 3161 4702 *

4,5 HL 1100x548 7 S355 127,8 4,035 0,455 34,89 81,39 139 335 6,6 12,4 27,3 42,2 0,10 3,00 1,73 3,72 3,98 3,71 9,15 36128 1,6 23678 258 3154 4695 112

3,5 HL 920x1377 5 S355 116,3 5,923 0,458 42,78 107,03 124 295 7,7 11,7 25,6 40,6 0,26 1,50 1,64 3,56 3,79 3,71 9,15 38570 1,6 25984 251 3908 5635 *

3,5 HL 1000x976 6 S355 120,8 5,275 0,484 42,58 103,40 139 315 8,2 11,8 25,6 44,9 0,22 1,50 1,65 3,55 3,79 3,71 9,15 38091 1,6 25788 251 3887 5611 155

4,0 HL 920x1194 6 S355 115,1 6,236 0,439 43,50 113,84 119 295 7,0 10,9 25,6 39,9 0,22 1,50 1,52 3,62 3,83 3,71 9,15 41505 1,6 27491 258 4038 5744 *

4,0 HL 1000x976 6 S355 120,8 5,346 0,479 43,59 104,54 139 315 7,9 11,4 25,6 44,5 0,19 1,50 1,60 3,54 3,78 3,71 9,15 39396 1,6 27184 252 4004 5736 160

4,5 HL 920x1077 7 S355 113,1 6,604 0,410 44,41 126,46 115 315 6,6 10,5 25,6 39,5 0,20 1,50 1,46 3,62 3,83 3,71 9,15 43153 1,6 28965 259 4152 5861 *

4,5 HL 1100x607 8 S355 125,8 4,856 0,517 44,55 99,66 159 335 8,0 11,1 25,6 49,5 0,13 1,50 1,54 3,54 3,78 3,71 9,15 40728 1,6 28731 253 4126 5859 114

5,0 HL 920x1077 7 S355 113,1 6,669 0,401 45,38 127,41 116 315 6,5 10,2 25,6 39,6 0,17 1,50 1,43 3,61 3,81 3,71 9,15 44167 1,6 30253 260 4259 5978 *

5,0 HL 1100x607 8 S355 123,8 4,918 0,510 45,62 99,98 158 335 7,7 10,9 25,6 48,2 0,12 1,50 1,53 3,51 3,73 3,71 9,15 41198 1,6 29982 251 4229 5982 112

5,5 HL 920x970 8 S355 111,3 6,929 0,395 46,53 130,45 114 315 6,3 10,1 25,6 39,3 0,16 1,50 1,41 3,58 3,77 3,71 9,15 45085 1,6 31686 259 4384 6118 *

5,5 HL 1100x548 9 S355 122,8 5,092 0,500 46,80 101,88 154 335 7,5 10,6 25,6 47,3 0,11 1,50 1,48 3,49 3,71 3,71 9,15 42544 1,6 31541 251 4368 6131 108

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 22,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

109,5 4 HL 920x588 S355 2,3833 103,7 5 HL 920x491 S355 2,5454 101,3 6 HL 920x420 S355 2,6849 98 8 HE 900 M S355 2,8669 92,6 9 HE 800x373 S355 3,43
110,2 4 HL 1000x554 S355 2,2914 107,8 5 HL 1000 M S460 2,3155 102,7 5 HL 920x491 S355 2,596 99,7 7 HL 920x344 S355 2,7078 96,2 7 HE 800x444 S355 3,1941
111 4 HL 1000x539 S355 2,2529 112 5 HL 1000 B S460 2,1803 103,6 6 HL 920x390 S355 2,5717 100,6 6 HL 920x390 S460 2,6633 97 9 HE 900 B S355 2,94

117,8 4 HL 1100 M S460 2,0463 105,1 6 HL 920x368 S460 2,5334 103,1 6 HL 920x368 S460 2,5846 98 8 HE 900 M S355 2,9351
106,3 5 HL 920x420 S460 2,4124 104,7 6 HL 920x344 S460 2,4924 99,7 7 HL 920x344 S355 2,7779
107,8 5 HL 1000 M S460 2,3757 106 6 HL 1000 A S460 2,4028 100 8 HE 900 B S460 2,764
108 5 HL 1000 B S460 2,2213 101 7 HE 900 M S460 2,7291

104 8 HE 900 A S460 2,6056
105 7 HE 900 B S460 2,5483

112,6 5 HE 1000x584 S355 2,8213 109,5 5 HL 920x588 S460 2,9722 104,5 5 HL 920x588 S460 3,0039 101,8 7 HE 900x466 S355 3,2793 99,2 9 HE 900x391 S355 3,6001
116,8 4 HL 1000x642 S460 2,6161 110 5 HL 1000x539 S460 2,7988 108,5 5 HL 920x537 S355 2,7891 102,7 6 HL 920x491 S355 3,0519 100,8 7 HE 900x466 S355 3,342
119,8 4 HL 1100x548 S355 2,3455 114 5 HL 1000x483 S355 2,5676 109,6 6 HE 1000x438 S355 2,7785 105,6 7 HL 920x390 S355 2,9707 101,3 7 HL 920x420 S355 3,1608

117,8 5 HL 1100 M S355 2,4435 110 5 HL 1000x483 S355 2,6095 106,8 6 HL 920x449 S355 2,9031 103,6 7 HL 920x390 S355 3,0306
120 5 HL 1100 B S355 2,3009 115 7 HE 1000 B S355 2,5314 107 8 HE 1000 B S355 2,8132 105,1 7 HL 920x368 S355 2,9338

115,8 5 HL 1000 M S355 2,3788 107,8 6 HL 1000 M S355 2,7347 106 7 HL 1000 A S355 2,713
117 5 HL 1100 B S355 2,3542 110 6 HL 1000 B S355 2,5674 109 8 HE 1000 A S355 2,7121

110 7 HE 1000 B S355 2,6494

120,1 4 HL 920x1194 S460 4,2737 117,8 5 HL 1000x976 S355 4,3652 117,8 5 HL 1000x976 S355 4,4295 113,8 7 HL 1000x748 S355 4,8393 113,1 6 HL 920x1077 S355 5,7237
120,1 4 HL 920x1194 S355 4,2446 121,8 6 HL 1000x748 S355 4,2309 120,8 7 HL 1100x607 S355 4,1906 114,8 7 HL 1000x748 S355 4,9251
121,2 5 HL 1000x883 S460 4,1432 124,2 5 HL 1000x883 S460 4,2279 127,8 7 HL 1100x548 S355 3,9434 119,8 8 HL 1100x548 S355 4,4185

128,8 6 HL 1100x607 S460 3,833 121,8 7 HL 1100x607 S355 4,2834
126,8 8 HL 1100 R S355 4,192
127,8 7 HL 1100x548 S460 4,114

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

119,3 5 HL 920x1269 S355 5,5557 118,1 6 HL 920x1077 S355 5,7584 115,1 6 HL 920x1194 S355 6,2935 116,2 7 HL 1000x883 S355 5,732 113,8 9 HL 1000x748 S355 6,2794
120,8 6 HL 1000x976 S460 5,3959 120,8 6 HL 1000x976 S460 5,4664 116,2 7 HL 1000x883 S355 5,6634 118,8 8 HL 1000x748 S355 5,67 120,6 11 HE 1000x584 S355 6,0947

125,8 8 HL 1100x607 S460 4,9559 123,8 8 HL 1100x607 S460 5,0185 120,8 9 HL 1100x607 S355 5,4503
122,8 9 HL 1100x548 S460 5,1937

No solution No solution No solution No solution No solution

Span length = 22,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x656 4 S355 105,7 2,556 0,996 31,73 46,19 222 335 15,2 36,7 36,9 65,6 0,47 4,50 5,07 2,85 3,20 3,68 9,08 15299 1,6 15159 <200 2363 4355 108

2,5 HL 1100 B 4 S460 122,0 1,936 0,986 31,99 42,56 320 440 17,6 36,3 36,9 82,4 0,29 4,50 5,02 2,84 3,24 3,68 9,08 15416 1,6 15493 <200 2401 4392 58

3,0 HL 920x537 5 S355 103,5 2,703 0,962 32,58 47,15 227 335 14,3 35,5 36,9 70,0 0,40 4,50 4,90 2,83 3,15 3,68 9,08 15884 1,6 16360 <200 2461 4453 92

3,0 HL 1100 A 5 S460 116,0 2,150 0,957 32,81 45,67 311 440 15,8 35,3 36,9 82,7 0,27 4,50 4,87 2,81 3,17 3,68 9,08 15956 1,6 16674 <200 2497 4488 45

3,5 HE 900x466 6 S355 100,8 2,840 0,996 33,16 46,56 240 335 14,5 36,7 36,9 76,7 0,36 4,50 5,06 2,73 3,04 3,68 9,08 15343 1,6 17388 <200 2532 4523 72

3,5 HE 1000 M 5 S460 112,8 2,155 1,000 33,43 43,67 329 440 17,0 36,9 36,9 93,9 0,25 4,50 5,09 2,70 3,05 3,68 9,08 15157 1,6 17741 <200 2572 4563 27

4,0 HE 800x444 8 S355 94,2 3,469 0,978 33,93 53,46 214 335 13,7 36,1 36,9 78,9 0,37 4,50 4,98 2,70 2,97 3,68 9,08 15667 1,6 18520 <200 2624 4616 74

4,0 HE 1000 B 6 S460 108,0 2,334 0,987 34,08 46,23 321 440 15,5 36,4 36,9 94,3 0,24 4,50 5,02 2,67 2,99 3,68 9,08 15429 1,6 18765 <200 2652 4644 22

4,5 HE 800x444 8 S355 91,2 3,511 0,991 34,53 53,28 214 335 13,2 36,5 36,9 78,1 0,35 4,50 5,04 2,64 2,90 3,68 9,08 15460 1,6 19305 <200 2696 4687 70

4,5 HE 1000 A 7 S460 106,0 2,490 0,964 34,99 46,75 324 440 14,7 35,5 36,9 96,8 0,22 4,50 4,91 2,63 2,94 3,68 9,08 15840 1,6 19929 <200 2766 4758 15

2,5 HL 920x787 4 S460 111,1 3,048 0,986 32,36 34,64 182 430 12,8 30,0 30,4 55,1 0,41 3,00 4,14 3,09 3,42 3,68 9,08 18745 1,6 15835 202 2439 4309 142

2,5 HL 1100 R 4 S355 126,8 2,234 0,972 32,53 42,26 249 335 14,6 29,6 30,4 66,6 0,26 3,00 4,08 3,09 3,48 3,68 9,08 18969 1,6 16071 204 2466 4335 95

3,0 HL 920x656 5 S460 105,7 3,196 0,981 33,09 37,42 185 430 11,9 29,8 30,4 58,0 0,38 3,00 4,12 3,04 3,34 3,68 9,08 18906 1,6 16915 <200 2524 4393 120

3,0 HL 1100 B 5 S355 122,0 2,309 0,977 33,35 42,53 265 345 13,8 29,7 30,4 73,0 0,23 3,00 4,10 3,01 3,37 3,68 9,08 18944 1,6 17273 200 2565 4434 60

3,5 HL 920x537 6 S460 103,5 3,252 0,984 33,73 71,20 191 430 11,6 29,9 30,4 61,8 0,33 3,00 4,13 2,98 3,27 3,68 9,08 18867 1,6 18007 <200 2602 4471 101

3,5 HL 1100 A 5 S460 121,0 2,246 1,000 34,11 47,49 301 440 14,0 30,4 30,4 82,4 0,21 3,00 4,20 2,91 3,26 3,68 9,08 18524 1,6 18520 <200 2660 4529 38

4,0 HE 900x466 8 S355 100,8 3,643 0,954 34,62 61,16 187 335 11,0 29,0 30,4 63,9 0,30 3,00 4,01 2,95 3,22 3,68 9,08 19479 1,6 19298 <200 2712 4581 79

4,0 HE 1000 M 6 S355 115,8 2,495 0,982 34,88 42,75 281 345 13,7 29,9 30,4 86,2 0,20 3,00 4,12 2,87 3,20 3,68 9,08 18790 1,6 19666 <200 2754 4623 29

4,5 HE 800x444 9 S460 99,2 4,008 0,969 35,61 40,50 188 430 11,7 29,5 30,4 72,6 0,27 3,00 4,07 2,85 3,11 3,68 9,08 19205 1,6 20550 <200 2836 4705 81

4,5 HE 1000 B 7 S355 112,0 2,662 0,971 35,73 44,23 276 345 12,8 29,5 30,4 85,7 0,19 3,00 4,08 2,83 3,13 3,68 9,08 19061 1,6 20774 <200 2861 4731 22

2,5 HL 920x1269 4 S355 117,3 4,375 0,581 31,20 80,63 110 295 7,6 16,0 27,5 34,3 0,31 3,00 2,21 3,69 3,97 3,68 9,08 29285 1,6 17488 252 2626 4177 *

2,5 HL 920x1194 4 S355 123,1 4,186 0,576 31,33 77,28 116 295 8,2 15,8 27,5 36,5 0,26 3,00 2,19 3,69 3,98 3,68 9,08 29518 1,6 17653 253 2644 4196 *

3,0 HL 920x1377 4 S355 116,3 4,744 0,544 32,32 86,09 107 295 7,0 14,9 27,5 33,7 0,27 3,00 2,06 3,70 3,96 3,68 9,08 31329 1,6 19041 253 2764 4315 *

3,0 HL 1000x976 5 S355 117,8 4,363 0,548 32,15 85,63 116 315 7,1 15,1 27,5 36,1 0,23 3,00 2,08 3,70 3,96 3,68 9,08 31036 1,6 18847 253 2742 4293 *

3,5 HL 920x1194 5 S355 115,1 5,184 0,487 33,47 95,23 101 295 6,2 13,4 27,5 32,5 0,22 3,00 1,85 3,79 4,03 3,68 9,08 34968 1,6 20692 258 2905 4456 *

3,5 HL 1000x976 5 S355 118,8 4,433 0,522 33,08 86,98 116 315 6,8 14,3 27,5 36,1 0,19 3,00 1,98 3,69 3,95 3,68 9,08 32615 1,6 20293 254 2860 4411 *

4,0 HL 920x1077 6 S355 113,1 5,646 0,457 34,60 108,69 97 315 5,7 12,6 27,5 32,2 0,19 3,00 1,73 3,80 4,02 3,68 9,08 37298 1,6 22272 260 3048 4599 *

4,0 HL 1100x607 7 S355 123,8 4,208 0,486 34,29 86,70 130 335 6,6 13,4 27,5 39,7 0,13 3,00 1,84 3,70 3,96 3,68 9,08 34958 1,6 21999 256 3017 4568 125

4,5 HL 920x970 7 S355 111,3 5,999 0,438 35,76 113,65 95 315 5,4 12,0 27,5 32,4 0,16 3,00 1,66 3,78 3,98 3,68 9,08 38916 1,6 23735 260 3195 4747 *

4,5 HL 1100x607 7 S355 125,8 4,310 0,455 35,67 88,44 130 335 6,3 12,5 27,5 40,2 0,11 3,00 1,73 3,70 3,95 3,68 9,08 37376 1,6 23715 258 3193 4744 123

3,5 HL 920x1377 5 S355 121,3 5,949 0,456 43,78 108,62 126 295 7,9 11,6 25,7 42,2 0,23 1,50 1,60 3,54 3,78 3,68 9,08 40538 1,6 26421 253 4001 5712 *

3,5 HL 1000x976 6 S355 125,8 5,301 0,486 43,53 105,00 140 315 8,3 11,7 25,7 46,8 0,19 1,50 1,61 3,54 3,79 3,68 9,08 40194 1,6 26226 253 3979 5684 156

4,0 HL 920x1194 6 S355 115,1 6,234 0,449 44,59 113,84 122 295 7,2 11,3 25,7 41,6 0,23 1,50 1,56 3,54 3,75 3,68 9,08 41505 1,6 27491 253 4083 5806 *

4,0 HL 1000x976 6 S355 125,8 5,376 0,480 44,60 106,30 140 315 8,0 11,2 25,7 46,4 0,17 1,50 1,55 3,54 3,77 3,68 9,08 41722 1,6 27684 254 4104 5816 160

4,5 HL 920x1077 7 S355 113,1 6,601 0,424 45,52 126,46 118 315 6,8 10,9 25,7 41,2 0,20 1,50 1,51 3,55 3,75 3,68 9,08 43153 1,6 28965 255 4198 5924 *

4,5 HL 1100x607 8 S355 128,8 4,875 0,522 45,63 100,81 161 335 8,1 11,1 25,7 51,6 0,12 1,50 1,53 3,51 3,74 3,68 9,08 42318 1,6 29069 253 4209 5936 114

5,0 HL 920x1077 7 S355 113,1 6,666 0,414 46,51 127,41 119 315 6,6 10,7 25,7 41,3 0,18 1,50 1,47 3,53 3,73 3,68 9,08 44167 1,6 30253 255 4306 6043 *

5,0 HL 1100x607 8 S355 128,8 4,957 0,511 46,73 102,02 159 335 7,8 10,6 25,7 50,4 0,11 1,50 1,47 3,51 3,74 3,68 9,08 44020 1,6 30607 255 4346 6076 113

5,5 HL 920x970 8 S355 111,3 6,926 0,406 47,70 130,45 116 315 6,5 10,5 25,7 41,1 0,16 1,50 1,45 3,51 3,69 3,68 9,08 45085 1,6 31686 253 4433 6186 *

5,5 HL 1100x548 9 S355 127,8 5,134 0,501 47,99 104,05 156 335 7,5 10,3 25,7 49,5 0,10 1,50 1,42 3,50 3,72 3,68 9,08 45557 1,6 32228 257 4494 6234 109

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 23,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

110,6 5 HE 1000x494 S355 2,4979 105,7 5 HL 920x491 S355 2,5537 101,3 6 HL 920x420 S355 2,6832 99,2 7 HE 900x391 S355 2,8923 94,6 9 HE 800x373 S355 3,4424
111 4 HL 1000x591 S355 2,3962 109 5 HL 1000x483 S355 2,5417 102,7 5 HL 920x491 S355 2,5945 100,1 7 HL 920x368 S355 2,8251 96,2 7 HE 800x444 S355 3,1922

111,2 4 HL 1000x554 S355 2,2942 110,6 5 HE 1000x438 S460 2,4131 107 7 HE 1000 B S460 2,5293 100,7 7 HL 920x344 S460 2,7622 97,6 8 HE 800x373 S355 3,1596
117,8 4 HL 1100 M S460 2,0451 110,8 5 HL 1000 M S460 2,3288 107,8 5 HL 1000 M S460 2,3742 101,3 6 HL 920x420 S355 2,7439 98 8 HE 900 M S355 2,9331

115 5 HL 1000 B S460 2,1936 110 5 HL 1000 B S460 2,2314 101,6 6 HL 920x390 S460 2,6682 99,7 7 HL 920x344 S460 2,8257
104,2 6 HE 900x391 S460 2,6549 102 8 HE 900 B S460 2,7767
105,1 6 HL 920x368 S460 2,596 103 7 HE 900 M S460 2,742
106 6 HL 1000 A S460 2,4012 105 7 HE 900 B S460 2,5465

113,8 4 HL 1000x748 S460 2,9446 110,2 5 HL 1000x554 S460 2,8521 107,5 5 HL 920x588 S460 3,0194 103,5 6 HL 920x537 S460 3,314 99,2 9 HE 900x391 S355 3,5977
114,9 4 HL 920x725 S460 2,8676 111 5 HL 1000x539 S460 2,8022 107,7 6 HL 920x491 S355 3,0174 103,7 6 HL 920x491 S355 3,0566 101,3 7 HL 920x420 S355 3,1588
115,6 5 HE 1000x584 S355 2,832 117 5 HL 1000x483 S355 2,5808 109 7 HE 1000x415 S355 3,0127 107,8 6 HL 1000 M S355 2,733 105,6 7 HL 920x390 S355 3,0433
119,8 4 HL 1000x642 S460 2,627 117,8 5 HL 1100 M S355 2,4421 109,6 7 HE 1000x393 S355 2,9083 112 6 HL 1000 B S355 2,5788 106 8 HL 1000 A S355 2,9853
120,8 4 HL 1100x548 S355 2,3483 110 5 HL 1000x539 S355 2,8027 115,8 6 HE 1000 M S460 2,5386 107 8 HE 1000 B S355 2,8871

112 5 HL 1000x483 S355 2,6194 107,8 7 HE 1000 M S355 2,8059
116,2 5 HL 1000x443 S355 2,5036 109 7 HL 1000 A S355 2,7332
117 5 HL 1100 B S355 2,3528 111 8 HE 1000 A S355 2,7248

112 7 HE 1000 B S460 2,7076

123,1 4 HL 920x1194 S460 4,2842 117,8 5 HL 1000x976 S460 4,464 116,2 6 HL 1000x883 S355 4,7714 114,3 6 HL 920x970 S355 5,199 113,1 6 HL 920x1077 S355 5,7213
118,8 5 HL 1000x976 S460 4,5339 116,2 6 HL 1000x883 S355 4,8409 116,2 7 HL 1000x883 S355 5,6024

123,8 7 HL 1100x607 S460 4,2956 118,8 7 HL 1000x748 S355 4,952
120,8 8 HL 1100x607 S355 4,7581
124,8 8 HL 1100x548 S355 4,4527
125,8 7 HL 1100x607 S460 4,3981

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

124,3 5 HL 920x1269 S355 5,582 125,8 6 HL 1000x976 S460 5,4967 115,1 6 HL 920x1194 S355 6,291 116,2 8 HL 1000x883 S355 6,4115 114,8 9 HL 1000x748 S355 6,2853
125,8 6 HL 1000x976 S460 5,4221 117,8 7 HL 1000x976 S355 6,1337 119,3 7 HL 920x970 S355 6,1861 120,8 9 HL 1100x607 S355 5,4474

119,3 7 HL 920x970 S355 6,1159 121,2 7 HL 1000x883 S355 5,7701 127,8 9 HL 1100x548 S460 5,2357
121,1 6 HL 920x1077 S355 5,8384 121,8 8 HL 1000x748 S355 5,6917
121,2 7 HL 1000x883 S355 5,6975 128,8 8 HL 1100x607 S460 5,0566
128,8 8 HL 1100x607 S460 4,9754

No solution No solution No solution No solution No solution

Span length = 23,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x725 4 S460 106,9 2,834 0,991 32,60 33,10 207 430 14,4 35,0 37,4 62,4 0,46 4,50 4,78 2,89 3,22 3,66 9,01 16701 1,6 15412 <200 2418 4428 123

2,5 HL 1100 B 4 S460 125,0 1,947 0,990 32,79 43,13 324 440 17,8 36,0 37,4 85,8 0,27 4,50 4,92 2,83 3,23 3,66 9,01 16161 1,6 15681 <200 2448 4458 55

3,0 HL 920x537 5 S355 103,5 2,702 0,985 33,22 47,15 232 335 14,6 36,9 37,4 73,0 0,41 4,50 5,04 2,77 3,09 3,66 9,01 15884 1,6 16360 <200 2488 4499 90

3,0 HL 1100 A 5 S460 116,0 2,148 0,979 33,46 45,67 318 440 16,1 36,6 37,4 86,3 0,27 4,50 5,00 2,75 3,11 3,66 9,01 15956 1,6 16674 <200 2524 4534 43

3,5 HE 900x466 7 S355 100,8 3,209 0,920 34,15 53,52 218 335 13,4 34,4 37,4 73,0 0,35 4,50 4,70 2,79 3,08 3,66 9,01 17044 1,6 17748 <200 2601 4611 76

3,5 HL 1100 A 5 S460 116,0 2,216 0,918 34,39 46,35 318 440 15,1 34,4 37,4 85,9 0,23 4,50 4,69 2,76 3,10 3,66 9,01 17030 1,6 18083 <200 2639 4649 35

4,0 HE 800x444 8 S355 96,2 3,480 0,968 34,78 53,99 217 335 14,0 36,2 37,4 82,3 0,35 4,50 4,95 2,67 2,95 3,66 9,01 16205 1,6 18720 <200 2676 4686 73

4,0 HE 1000 B 6 S460 110,0 2,345 0,973 34,93 46,73 326 440 15,8 36,4 37,4 98,6 0,23 4,50 4,98 2,64 2,97 3,66 9,01 16007 1,6 18965 <200 2704 4714 20

4,5 HE 800x444 9 S355 91,2 3,864 0,937 35,53 59,28 199 335 12,4 35,1 37,4 75,4 0,36 4,50 4,79 2,66 2,91 3,66 9,01 16782 1,6 19650 <200 2764 4775 73

4,5 HE 1000 A 7 S460 107,0 2,496 0,968 35,78 47,01 330 440 15,0 36,3 37,4 101,1 0,21 4,50 4,95 2,59 2,90 3,66 9,01 16143 1,6 20042 <200 2809 4819 14

2,5 HL 920x970 4 S355 111,3 3,501 0,866 33,47 64,80 154 315 11,0 26,5 30,6 47,0 0,42 3,00 3,62 3,24 3,54 3,66 9,01 22089 1,6 16328 209 2522 4402 *

2,5 HL 1100x548 4 S355 122,8 2,355 0,999 33,06 45,38 234 335 13,9 30,6 30,6 63,5 0,29 3,00 4,18 3,04 3,41 3,66 9,01 19060 1,6 15946 202 2478 4358 97

3,0 HL 920x656 5 S460 106,7 3,199 1,000 33,81 37,64 188 430 12,1 30,6 30,6 60,6 0,38 3,00 4,18 2,99 3,29 3,66 9,01 19152 1,6 16990 <200 2560 4440 118

3,0 HL 1100 B 5 S355 125,0 2,323 0,963 34,21 43,17 269 345 13,9 29,5 30,6 76,1 0,22 3,00 4,03 3,00 3,35 3,66 9,01 19848 1,6 17498 200 2618 4498 57

3,5 HL 920x588 6 S355 104,5 3,403 0,939 34,66 61,78 180 335 11,1 28,8 30,6 59,2 0,32 3,00 3,93 3,01 3,29 3,66 9,01 20425 1,6 18296 <200 2663 4543 107

3,5 HL 1100 A 5 S460 124,0 2,262 0,981 35,02 48,21 305 440 14,0 30,0 30,6 86,0 0,19 3,00 4,10 2,90 3,25 3,66 9,01 19496 1,6 18783 <200 2719 4599 35

4,0 HE 900x466 8 S355 100,8 3,640 0,985 35,30 61,16 191 335 11,2 30,2 30,6 66,7 0,30 3,00 4,12 2,88 3,15 3,66 9,01 19479 1,6 19298 <200 2742 4622 77

4,0 HL 1100 A 6 S355 116,0 2,549 0,961 35,65 44,34 271 345 12,4 29,4 30,6 77,9 0,20 3,00 4,02 2,88 3,19 3,66 9,01 19924 1,6 19756 <200 2794 4674 37

4,5 HE 800x444 9 S460 99,2 4,005 1,000 36,31 40,78 192 430 11,9 30,6 30,6 75,8 0,27 3,00 4,18 2,79 3,04 3,66 9,01 19205 1,6 20550 <200 2867 4747 79

4,5 HE 1000 B 7 S355 115,0 2,683 0,948 36,74 45,07 280 345 12,8 29,0 30,6 89,7 0,17 3,00 3,97 2,82 3,12 3,66 9,01 20150 1,6 21111 <200 2931 4811 21

2,5 HL 920x1269 4 S460 124,3 4,506 0,670 32,21 48,71 112 430 7,9 15,5 27,6 35,9 0,26 3,00 2,12 3,69 3,98 3,66 9,01 31359 1,6 17926 254 2704 4264 *

2,5 HL 920x1269 4 S355 124,3 4,402 0,560 32,21 82,24 112 295 7,9 15,5 27,6 35,9 0,26 3,00 2,12 3,69 3,98 3,66 9,01 31359 1,6 17926 254 2704 4264 *

3,0 HL 920x1377 4 S355 121,3 4,767 0,533 33,30 87,43 109 295 7,2 14,7 27,6 35,4 0,24 3,00 2,01 3,68 3,94 3,66 9,01 32993 1,6 19416 254 2837 4397 *

3,0 HL 1000x976 5 S355 122,8 4,386 0,537 33,12 86,94 118 315 7,3 14,9 27,6 37,8 0,21 3,00 2,03 3,68 3,95 3,66 9,01 32712 1,6 19222 254 2815 4375 *

3,5 HL 920x1194 5 S355 115,1 5,182 0,504 34,13 95,23 103 295 6,3 13,9 27,6 33,9 0,22 3,00 1,90 3,71 3,94 3,66 9,01 34968 1,6 20692 256 2936 4496 *

3,5 HL 1000x976 5 S355 122,8 4,454 0,515 34,05 88,17 118 315 7,0 14,2 27,6 37,8 0,18 3,00 1,94 3,67 3,93 3,66 9,01 34147 1,6 20643 254 2931 4491 *

4,0 HL 920x1077 6 S355 113,1 5,644 0,472 35,29 108,69 99 315 5,8 13,0 27,6 33,6 0,19 3,00 1,78 3,72 3,94 3,66 9,01 37298 1,6 22272 258 3081 4641 *

4,0 HL 1100x607 7 S355 128,8 4,238 0,471 35,42 88,38 132 335 6,8 13,0 27,6 41,7 0,12 3,00 1,78 3,70 3,96 3,66 9,01 37260 1,6 22499 258 3107 4667 125

4,5 HL 920x970 7 S355 111,3 5,996 0,453 36,48 113,65 97 315 5,5 12,5 27,6 33,8 0,16 3,00 1,71 3,70 3,90 3,66 9,01 38916 1,6 23735 258 3230 4790 *

4,5 HL 1100x607 7 S355 128,8 4,330 0,451 36,69 89,55 133 335 6,4 12,5 27,6 42,2 0,10 3,00 1,70 3,67 3,92 3,66 9,01 38922 1,6 24053 258 3266 4826 121

3,5 HL 920x1377 5 S460 124,3 6,106 0,673 44,82 69,67 127 430 8,1 11,7 25,9 43,9 0,22 1,50 1,59 3,51 3,74 3,66 9,01 41841 1,6 26684 252 4074 5783 *

3,5 HL 920x1377 5 S355 124,3 5,964 0,462 44,82 109,63 127 295 8,1 11,7 25,9 43,9 0,22 1,50 1,59 3,51 3,74 3,66 9,01 41841 1,6 26684 252 4074 5783 *

4,0 HL 920x1269 6 S355 116,3 6,558 0,431 45,49 121,26 117 295 6,8 11,1 25,9 41,0 0,22 1,50 1,51 3,55 3,75 3,66 9,01 44195 1,6 27904 257 4174 5874 *

4,0 HL 920x1194 6 S355 118,1 6,251 0,455 45,71 114,87 124 295 7,4 11,4 25,9 43,3 0,21 1,50 1,56 3,50 3,71 3,66 9,01 42779 1,6 27791 251 4161 5885 *

4,5 HL 920x1194 7 S355 115,1 7,194 0,400 46,34 132,46 108 295 6,2 10,2 25,9 38,9 0,19 1,50 1,39 3,62 3,81 3,66 9,01 48039 1,6 29730 264 4331 6002 *

4,5 HL 1000x883 7 S355 124,2 5,717 0,469 46,66 112,21 136 315 7,6 11,0 25,9 46,9 0,15 1,50 1,51 3,49 3,71 3,66 9,01 44209 1,6 29311 254 4283 6006 152

5,0 HL 920x1194 7 S355 115,1 7,259 0,400 47,38 133,46 109 295 6,0 10,0 25,9 39,0 0,17 1,50 1,36 3,60 3,78 3,66 9,01 49113 1,6 31031 265 4442 6125 *

5,0 HL 1000x883 7 S355 124,2 5,792 0,466 47,77 113,43 136 315 7,4 10,7 25,9 46,8 0,13 1,50 1,46 3,49 3,70 3,66 9,01 45698 1,6 30759 255 4411 6141 155

5,5 HL 920x970 9 S355 111,3 7,668 0,383 48,78 145,54 107 315 5,9 9,9 25,9 39,3 0,15 1,50 1,36 3,55 3,73 3,66 9,01 49420 1,6 32448 264 4568 6283 *

5,5 HL 1100x607 9 S355 123,8 5,472 0,474 48,90 112,22 146 335 7,2 10,6 25,9 47,1 0,11 1,50 1,45 3,45 3,66 3,66 9,01 45996 1,6 32019 251 4519 6271 115

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 23,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

108,7 4 HL 920x656 S355 2,5669 107,7 5 HL 920x491 S355 2,5621 101,8 6 HL 920x449 S355 2,8062 99,2 7 HE 800x444 S355 3,1444 92,2 8 HE 800x444 S355 3,5163
111 4 HL 1000x591 S355 2,395 109 5 HL 1000x483 S355 2,5402 102,3 6 HL 920x420 S355 2,6873 100,1 7 HL 920x368 S355 2,8233 94,6 9 HE 800x373 S355 3,4401

118,8 4 HL 1100 M S460 2,048 110,8 5 HL 1000 M S460 2,3274 103,7 5 HL 920x491 S355 2,5987 101,3 6 HL 920x420 S355 2,7423 98 8 HE 900 M S460 2,986
115 5 HL 1000 B S460 2,1922 107 7 HE 1000 B S460 2,5276 103,6 6 HL 920x390 S460 2,6796 99,7 7 HL 920x344 S460 2,8239

107,8 5 HL 1000 M S460 2,3728 105,1 6 HL 920x368 S460 2,5944 102 8 HE 900 B S460 2,7748
111,6 5 HE 1000x393 S460 2,3179 107 6 HL 1000 A S460 2,4062 103 7 HE 900 M S460 2,7402
112 5 HL 1000 B S460 2,2414 106 8 HE 1000 A S460 2,7311

107 7 HE 1000 B S460 2,6692

113,1 4 HL 920x787 S460 3,0547 111 5 HL 1000x591 S460 2,9868 105,7 5 HL 920x656 S460 3,2509 103,5 6 HL 920x537 S460 3,3122 99,2 9 HE 800x444 S355 3,9227
113,8 4 HL 1000x748 S460 2,9433 112,5 5 HL 920x588 S460 2,9837 109,5 5 HL 920x588 S460 3,0293 105,8 7 HE 900x466 S355 3,3014 100,2 9 HE 900x391 S355 3,6027
117,6 5 HE 1000x584 S355 2,8386 113,2 5 HL 1000x554 S460 2,8652 110 5 HL 1000x539 S355 2,8012 107,2 8 HE 900x391 S355 3,2608 101,8 7 HL 920x449 S355 3,3025
120,8 4 HL 1100x607 S460 2,5642 115 5 HL 1000x539 S355 2,7646 114 5 HL 1000x483 S355 2,6293 107,7 6 HL 920x491 S355 3,081 104,3 7 HL 920x420 S355 3,1789
122,8 4 HL 1100x548 S460 2,4004 117,6 6 HE 1000x438 S355 2,7532 117,8 5 HL 1100 M S355 2,5089 107,8 8 HE 1000 M S355 3,0146 106 8 HL 1000 A S355 2,9833

118,8 5 HL 1100 M S355 2,4456 120 5 HL 1100 B S355 2,3685 108,2 6 HL 1000x443 S355 2,8828 107 7 HL 1000 B S355 2,9247
110,6 6 HE 1000x438 S355 2,8486 108 8 HE 1000 B S355 2,8925
110,8 6 HL 1000 M S355 2,7509 110,8 7 HE 1000 M S355 2,8261
113,6 6 HE 1000x393 S355 2,6797 111 7 HL 1000 A S355 2,7461
115 6 HL 1000 B S355 2,5968 115 7 HE 1000 B S460 2,7278
116 6 HL 1100 A S460 2,5911

No solution 122,8 5 HL 1000x976 S460 4,4865 117,2 6 HL 1000x883 S355 4,775 117,8 6 HL 1000x976 S355 5,2441 113,1 6 HL 920x1077 S355 5,719
122,8 5 HL 1000x976 S460 4,5548 119,2 6 HL 1000x883 S355 4,8583 116,2 7 HL 1000x883 S355 5,5999

128,8 7 HL 1100x607 S460 4,326 120,8 8 HL 1100x607 S355 4,7556
127,8 8 HL 1100x548 S355 4,4723
128,8 7 HL 1100x607 S460 4,4178

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 118,1 6 HL 920x1194 S460 6,3986 116,1 7 HL 920x1077 S355 6,6205 116,1 7 HL 920x1077 S355 6,6874 113,1 8 HL 920x1077 S355 7,5457
116,3 6 HL 920x1269 S355 6,6157 116,2 8 HL 1000x883 S355 6,4087 114,3 8 HL 920x970 S355 6,9504
117,8 7 HL 1000x976 S355 6,1311 124,2 7 HL 1000x883 S460 5,9194 118,8 9 HL 1000x748 S355 6,3181
124,2 7 HL 1000x883 S460 5,8444 123,8 9 HL 1100x607 S460 5,5841

No solution No solution No solution No solution No solution

Span length = 23,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x787 4 S460 108,1 3,033 0,959 33,46 35,14 196 430 13,8 33,6 38,0 60,0 0,45 4,50 4,54 2,93 3,24 3,64 8,93 18071 1,6 15648 <200 2471 4500 134

2,5 HL 1100 M 4 S460 120,8 2,055 0,990 33,29 46,59 304 440 17,2 37,6 38,0 81,7 0,30 4,50 5,09 2,77 3,15 3,64 8,93 16078 1,6 15526 <200 2457 4486 67

3,0 HL 920x537 5 S355 104,5 2,705 0,993 33,93 47,35 236 335 14,9 37,8 38,0 76,2 0,40 4,50 5,10 2,72 3,04 3,64 8,93 16112 1,6 16435 <200 2524 4553 89

3,0 HL 1100 A 5 S460 117,0 2,152 0,986 34,18 45,87 324 440 16,4 37,5 38,0 90,1 0,27 4,50 5,06 2,71 3,06 3,64 8,93 16210 1,6 16749 <200 2560 4589 40

3,5 HE 900x466 7 S355 100,8 3,208 0,941 34,82 53,52 222 335 13,7 35,8 38,0 76,2 0,36 4,50 4,83 2,73 3,02 3,64 8,93 17044 1,6 17748 <200 2629 4657 74

3,5 HL 1100 A 5 S460 116,0 2,215 0,939 35,07 46,35 324 440 15,4 35,7 38,0 89,6 0,24 4,50 4,82 2,70 3,04 3,64 8,93 17030 1,6 18083 <200 2667 4696 33

4,0 HE 800x444 8 S355 96,2 3,478 0,990 35,45 53,99 222 335 14,3 37,7 38,0 85,9 0,35 4,50 5,09 2,61 2,89 3,64 8,93 16205 1,6 18720 <200 2705 4734 72

4,0 HE 1000 B 6 S460 115,0 2,377 0,907 36,07 48,05 329 440 15,8 34,5 38,0 103,1 0,20 4,50 4,66 2,68 3,00 3,64 8,93 17571 1,6 19465 <200 2790 4819 19

4,5 HE 800x444 9 S355 91,2 3,862 0,958 36,22 59,28 203 335 12,7 36,4 38,0 78,6 0,36 4,50 4,92 2,61 2,85 3,64 8,93 16782 1,6 19650 <200 2794 4823 71

4,5 HE 1000 B 7 S460 107,0 2,667 0,919 36,65 53,45 296 440 14,1 35,0 38,0 92,9 0,22 4,50 4,72 2,62 2,91 3,64 8,93 17401 1,6 20211 <200 2859 4888 20

2,5 HL 920x970 4 S355 111,3 3,500 0,894 34,12 64,80 157 315 11,2 27,6 30,8 49,1 0,42 3,00 3,73 3,17 3,47 3,64 8,93 22089 1,6 16328 207 2549 4440 *

2,5 HL 1100x548 4 S355 127,8 2,374 0,963 34,00 46,36 236 335 14,2 29,7 30,8 66,2 0,26 3,00 4,01 3,06 3,42 3,64 8,93 20422 1,6 16259 203 2541 4432 99

3,0 HL 920x725 5 S355 106,9 3,399 0,957 34,70 61,73 176 325 11,5 29,5 30,8 57,7 0,38 3,00 3,99 3,01 3,30 3,64 8,93 20649 1,6 17229 <200 2615 4506 124

3,0 HL 1100 B 5 S355 125,0 2,321 0,993 34,88 43,17 274 345 14,2 30,6 30,8 79,4 0,22 3,00 4,14 2,93 3,29 3,64 8,93 19848 1,6 17498 <200 2646 4537 54

3,5 HL 920x588 6 S460 104,5 3,474 0,969 35,34 41,38 183 430 11,3 29,9 30,8 61,8 0,33 3,00 4,04 2,94 3,22 3,64 8,93 20425 1,6 18296 <200 2692 4582 108

3,5 HL 1100 B 5 S355 122,0 2,379 0,976 35,69 43,26 276 345 13,3 30,1 30,8 79,3 0,20 3,00 4,06 2,90 3,23 3,64 8,93 20231 1,6 18751 <200 2744 4635 45

4,0 HE 900x466 8 S355 103,8 3,658 0,971 36,26 61,99 194 335 11,5 30,0 30,8 69,7 0,27 3,00 4,05 2,87 3,13 3,64 8,93 20377 1,6 19598 <200 2806 4696 77

4,0 HL 1100 A 6 S355 116,0 2,547 0,991 36,35 44,34 277 345 12,6 30,6 30,8 81,3 0,20 3,00 4,13 2,82 3,13 3,64 8,93 19924 1,6 19756 <200 2824 4715 35

4,5 HE 900x466 8 S355 100,8 3,707 0,978 36,99 61,86 195 335 11,1 30,2 30,8 69,3 0,26 3,00 4,08 2,80 3,06 3,64 8,93 20215 1,6 20502 <200 2892 4783 72

4,5 HE 1000 B 7 S460 115,0 2,726 0,979 37,47 55,80 285 440 13,1 30,2 30,8 93,6 0,17 3,00 4,08 2,76 3,06 3,64 8,93 20150 1,6 21111 <200 2962 4853 20

3,0 HL 920x1377 4 S460 124,3 4,893 0,645 34,16 53,71 111 430 7,4 14,8 27,8 37,0 0,22 3,00 2,00 3,64 3,90 3,64 8,93 34093 1,6 19641 253 2893 4462 *

3,0 HL 1000x976 5 S355 125,8 4,399 0,537 33,98 87,78 120 315 7,5 14,9 27,8 39,5 0,19 3,00 2,02 3,64 3,91 3,64 8,93 33817 1,6 19447 253 2871 4440 *

3,5 HL 920x1194 5 S355 116,1 5,186 0,515 34,89 95,52 105 295 6,4 14,3 27,8 35,4 0,22 3,00 1,93 3,64 3,87 3,64 8,93 35326 1,6 20780 253 2978 4547 *

3,5 HL 1000x883 6 S355 121,2 4,796 0,512 34,98 94,28 115 315 6,8 14,2 27,8 38,6 0,17 3,00 1,92 3,64 3,89 3,64 8,93 35504 1,6 20904 253 2992 4561 *

4,0 HL 920x1077 6 S355 113,1 5,641 0,488 36,00 108,69 101 315 5,9 13,6 27,8 35,1 0,19 3,00 1,83 3,64 3,86 3,64 8,93 37298 1,6 22272 254 3114 4683 *

4,0 HL 1000x883 6 S355 124,2 4,889 0,476 36,26 96,44 116 315 6,5 13,2 27,8 39,5 0,14 3,00 1,79 3,66 3,90 3,64 8,93 38203 1,6 22614 257 3153 4722 *

4,5 HL 920x1077 7 S355 113,1 6,537 0,422 37,85 126,46 90 315 5,1 11,7 27,8 32,1 0,16 3,00 1,59 3,76 3,95 3,64 8,93 43153 1,6 24420 263 3344 4913 *

4,5 HL 1100x607 8 S355 125,8 4,790 0,446 37,56 99,66 123 335 6,1 12,4 27,8 40,2 0,11 3,00 1,68 3,67 3,90 3,64 8,93 40728 1,6 24185 259 3317 4886 127

4,0 HL 920x1377 6 S355 116,3 7,017 0,426 46,86 127,96 115 295 6,8 11,1 26,0 41,4 0,22 1,50 1,50 3,51 3,71 3,64 8,93 45806 1,6 28366 256 4272 5978 *

4,0 HL 920x1194 6 S355 123,1 6,281 0,457 46,83 116,68 125 295 7,6 11,2 26,0 45,1 0,19 1,50 1,52 3,49 3,70 3,64 8,93 45125 1,6 28291 254 4264 5972 *

4,5 HL 920x1194 7 S355 115,1 7,191 0,410 47,54 132,46 111 295 6,3 10,6 26,0 40,6 0,19 1,50 1,43 3,54 3,73 3,64 8,93 48039 1,6 29730 261 4377 6071 *

4,5 HL 1000x976 7 S355 120,8 6,151 0,442 47,57 121,68 128 315 7,1 11,1 26,0 44,7 0,16 1,50 1,50 3,47 3,68 3,64 8,93 45639 1,6 29339 253 4332 6055 *

5,0 HL 920x1194 7 S355 115,1 7,256 0,410 48,61 133,46 112 295 6,2 10,4 26,0 40,7 0,17 1,50 1,40 3,52 3,71 3,64 8,93 49113 1,6 31031 262 4489 6196 *

5,0 HL 1000x883 8 S355 119,2 6,430 0,436 48,75 125,70 126 315 6,8 10,7 26,0 44,7 0,14 1,50 1,45 3,47 3,66 3,64 8,93 47239 1,6 30823 255 4465 6197 157

5,5 HL 920x970 9 S355 111,3 7,665 0,396 50,05 145,54 109 315 6,1 10,3 26,0 41,0 0,16 1,50 1,39 3,48 3,65 3,64 8,93 49420 1,6 32448 258 4617 6357 *

5,5 HL 1100x607 9 S355 128,8 5,514 0,476 50,17 114,49 148 335 7,2 10,3 26,0 49,3 0,09 1,50 1,39 3,46 3,66 3,64 8,93 49117 1,6 32707 259 4647 6379 116

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 23,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

110,7 4 HL 920x656 S355 2,5738 109 5 HL 1000x483 S355 2,5388 101,8 6 HL 920x449 S355 2,8046 99,2 8 HE 900x391 S355 3,2067 94,2 8 HE 800x444 S355 3,5289
111 4 HL 1000x591 S355 2,3938 111,2 5 HL 1000x443 S460 2,4553 103,5 5 HL 920x537 S355 2,7561 100,6 7 HL 920x390 S355 2,9326 97,6 9 HE 800x373 S355 3,4598

119,8 4 HL 1100x548 S355 2,3418 112,8 5 HL 1000 M S460 2,3358 104,3 6 HL 920x420 S355 2,6971 101,1 7 HL 920x368 S355 2,828 98 9 HE 900 M S355 3,2042
116,6 5 HE 1000x393 S460 2,2777 108,2 5 HL 1000x443 S460 2,5008 101,3 6 HL 920x420 S355 2,7407 99,2 7 HE 900x391 S460 3,0136

108,8 5 HL 1000 M S460 2,3772 105,6 6 HL 920x390 S460 2,691 100 9 HE 900 B S460 3,0096
112 5 HL 1000 B S460 2,2401 106 8 HE 1000 A S460 2,6538 100,1 7 HL 920x368 S355 2,8917

107 6 HL 1000 B S460 2,589 100,7 7 HL 920x344 S460 2,8295
107,8 6 HE 1000 M S460 2,4834 104 9 HE 900 A S460 2,8275
109 6 HL 1000 A S460 2,4177 105 8 HE 900 B S460 2,7949

106 8 HE 1000 A S460 2,7292

114,8 4 HL 1000x748 S460 2,946 110,7 5 HL 920x656 S460 3,2171 106,7 5 HL 920x656 S460 3,255 104,5 6 HL 920x537 S460 3,3169 102,2 9 HE 900x391 S355 3,6151
120,6 5 HE 1000x584 S355 2,8494 111 5 HL 1000x591 S460 2,9853 109,6 7 HE 1000x438 S355 3,1255 107,7 6 HL 920x491 S355 3,0793 102,7 7 HL 920x491 S460 3,5828
120,8 4 HL 1100x607 S460 2,563 115,2 5 HL 1000x554 S355 2,8164 110,7 6 HL 920x491 S355 3,031 107,8 7 HL 1000 M S355 3,0646 102,8 7 HL 920x449 S355 3,3079

118 5 HL 1000x539 S355 2,7778 111,2 5 HL 1000x554 S355 2,8587 109 6 HL 1000x483 S355 3,054 106,3 7 HL 920x420 S355 3,1917
118,8 5 HL 1100 R S355 2,6792 113 5 HL 1000x539 S355 2,8168 110,8 8 HE 1000 M S355 3,0321 107 7 HL 1000 B S355 2,9229
120,8 5 HL 1100 M S355 2,454 117 5 HL 1000x483 S355 2,645 111,2 6 HL 1000x443 S355 2,9006 110 8 HE 1000 B S355 2,9052

117,8 5 HL 1100 M S355 2,5075 112,6 6 HE 1000x438 S355 2,86 112,8 7 HE 1000 M S355 2,839
112,8 6 HL 1000 M S355 2,7623 114 7 HL 1000 A S355 2,7663
115 6 HL 1000 B S355 2,5952
116 6 HL 1100 A S460 2,5896

No solution 124,3 4 HL 920x1377 S355 4,7796 117,8 6 HL 1000x976 S355 5,1719 117,8 6 HL 1000x976 S355 5,2419 114,3 7 HL 920x970 S355 6,0156
125,8 5 HL 1000x976 S460 4,4993 121,2 6 HL 1000x883 S460 4,9049 124,2 6 HL 1000x883 S460 4,9979 116,1 6 HL 920x1077 S355 5,7387

116,2 7 HL 1000x883 S355 5,5975
125,8 8 HL 1100x607 S460 4,89

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 117,3 6 HL 920x1269 S355 6,5621 116,3 6 HL 920x1269 S355 6,6132 117,8 8 HL 1000x976 S355 6,9459 113,1 8 HL 920x1077 S355 7,5426
123,1 6 HL 920x1194 S460 6,4287 120,8 7 HL 1000x976 S460 6,2914 119,2 8 HL 1000x883 S460 6,5759 119,3 8 HL 920x970 S355 6,9922

121,8 9 HL 1000x748 S355 6,3421
128,8 9 HL 1100x607 S460 5,6261

No solution No solution No solution No solution No solution

Span length = 23,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x787 4 S460 108,1 3,032 0,971 34,11 35,36 200 430 14,1 34,9 38,6 62,6 0,46 4,50 4,67 2,86 3,18 3,62 8,86 18071 1,6 15648 <200 2497 4544 131

2,5 HL 1100 M 4 S460 122,8 2,062 0,983 34,06 46,97 309 440 17,5 37,9 38,6 85,2 0,29 4,50 5,07 2,74 3,12 3,62 8,86 16566 1,6 15651 <200 2497 4545 64

3,0 HL 920x588 5 S355 104,5 2,881 0,953 34,76 51,63 222 335 14,2 36,8 38,6 72,9 0,40 4,50 4,92 2,74 3,04 3,62 8,86 17189 1,6 16601 <200 2570 4617 96

3,0 HL 1100 A 5 S460 119,0 2,161 0,976 34,98 46,28 329 440 16,7 37,7 38,6 93,9 0,26 4,50 5,04 2,68 3,04 3,62 8,86 16735 1,6 16899 <200 2604 4652 38

3,5 HE 900x466 7 S355 100,8 3,206 0,962 35,49 53,52 227 335 13,9 37,2 38,6 79,4 0,36 4,50 4,97 2,67 2,96 3,62 8,86 17044 1,6 17748 <200 2656 4704 73

3,5 HL 1100 A 5 S460 119,0 2,230 0,914 35,99 47,02 329 440 15,6 35,3 38,6 93,5 0,22 4,50 4,72 2,70 3,03 3,62 8,86 17907 1,6 18345 <200 2726 4773 32

4,0 HE 800x444 8 S460 99,2 3,569 0,991 36,41 36,95 225 430 14,5 37,1 38,6 89,6 0,32 4,50 4,96 2,61 2,88 3,62 8,86 17071 1,6 19020 <200 2768 4816 74

4,0 HL 1000 A 6 S460 109,0 2,416 0,996 36,31 48,65 318 440 15,5 38,5 38,6 101,2 0,24 4,50 5,14 2,56 2,87 3,62 8,86 16442 1,6 18968 <200 2762 4809 33

4,5 HE 800x444 9 S355 91,2 3,859 0,980 36,92 59,28 207 335 12,9 37,8 38,6 82,0 0,36 4,50 5,06 2,55 2,80 3,62 8,86 16782 1,6 19650 <200 2824 4871 69

4,5 HE 1000 B 7 S460 107,0 2,666 0,940 37,36 53,45 302 440 14,3 36,3 38,6 96,8 0,22 4,50 4,85 2,57 2,85 3,62 8,86 17401 1,6 20211 <200 2889 4936 19

2,5 HL 920x970 4 S355 111,3 3,498 0,922 34,78 64,80 160 315 11,4 28,6 31,0 51,2 0,43 3,00 3,83 3,10 3,40 3,62 8,86 22089 1,6 16328 205 2576 4478 *

2,5 HL 1100x548 4 S355 127,8 2,373 0,993 34,65 46,36 241 335 14,4 30,8 31,0 69,0 0,26 3,00 4,12 2,99 3,35 3,62 8,86 20422 1,6 16259 200 2568 4470 98

3,0 HL 920x725 5 S460 106,9 3,472 0,988 35,38 40,51 179 430 11,7 30,7 31,0 60,1 0,38 3,00 4,10 2,95 3,23 3,62 8,86 20649 1,6 17229 <200 2643 4544 127

3,0 HL 1100 M 5 S355 122,8 2,462 0,999 35,54 46,91 256 345 13,6 31,0 31,0 75,4 0,23 3,00 4,14 2,91 3,25 3,62 8,86 20373 1,6 17469 <200 2671 4572 66

3,5 HL 920x588 6 S460 104,5 3,472 0,999 36,02 41,64 187 430 11,5 31,0 31,0 64,4 0,33 3,00 4,15 2,88 3,15 3,62 8,86 20425 1,6 18296 <200 2720 4622 106

3,5 HL 1100 B 5 S355 125,0 2,394 0,959 36,63 43,95 280 345 13,5 29,8 31,0 82,8 0,19 3,00 3,98 2,89 3,21 3,62 8,86 21246 1,6 19014 <200 2804 4705 43

4,0 HL 920x588 6 S460 104,5 3,534 0,962 36,90 78,78 188 430 11,0 29,9 31,0 65,2 0,29 3,00 3,99 2,87 3,13 3,62 8,86 21224 1,6 19530 <200 2828 4729 104

4,0 HL 1100 A 6 S355 119,0 2,565 0,974 37,33 45,05 281 345 12,7 30,2 31,0 85,0 0,19 3,00 4,04 2,81 3,12 3,62 8,86 20930 1,6 20056 <200 2889 4790 33

4,5 HE 900x466 9 S355 100,8 4,076 0,933 38,05 68,81 180 335 10,4 29,0 31,0 66,8 0,26 3,00 3,87 2,83 3,07 3,62 8,86 21914 1,6 20862 <200 2965 4866 75

4,5 HL 1000 A 7 S355 114,0 2,765 0,983 38,21 46,67 270 345 12,6 30,5 31,0 91,0 0,18 3,00 4,08 2,74 3,02 3,62 8,86 20739 1,6 21116 <200 2994 4896 34

3,5 HL 920x1269 5 S355 116,3 5,451 0,505 35,83 101,42 102 295 6,2 14,1 28,0 34,9 0,22 3,00 1,89 3,64 3,86 3,62 8,86 37222 1,6 21039 254 3040 4618 *

3,5 HL 1000x976 6 S355 117,8 5,170 0,508 35,74 102,49 108 315 6,3 14,2 28,0 36,6 0,19 3,00 1,90 3,63 3,86 3,62 8,86 36945 1,6 20965 254 3031 4609 *

4,0 HL 920x1194 6 S355 115,1 6,149 0,453 37,33 113,84 94 295 5,5 12,7 28,0 33,2 0,18 3,00 1,69 3,71 3,91 3,62 8,86 41505 1,6 22931 260 3224 4802 *

4,0 HL 1000x976 6 S355 120,8 5,259 0,477 37,00 104,54 109 315 6,1 13,3 28,0 37,4 0,16 3,00 1,78 3,64 3,86 3,62 8,86 39396 1,6 22624 256 3188 4766 *

4,5 HL 920x1077 7 S355 113,1 6,535 0,436 38,59 126,46 92 315 5,2 12,2 28,0 33,5 0,16 3,00 1,63 3,68 3,87 3,62 8,86 43153 1,6 24420 261 3379 4957 *

4,5 HL 1100x607 8 S355 128,8 4,809 0,443 38,62 100,81 125 335 6,2 12,4 28,0 42,1 0,10 3,00 1,66 3,63 3,86 3,62 8,86 42318 1,6 24523 260 3391 4969 125

4,0 HL 920x1377 6 S355 119,3 7,034 0,427 48,09 129,04 117 295 7,0 11,2 26,2 43,1 0,21 1,50 1,50 3,47 3,67 3,62 8,86 47134 1,6 28666 255 4353 6064 *

4,0 HL 920x1269 6 S355 121,3 6,586 0,444 47,88 123,04 121 295 7,3 11,3 26,2 44,4 0,20 1,50 1,52 3,46 3,66 3,62 8,86 46435 1,6 28404 253 4322 6036 *

4,5 HL 920x1194 7 S355 115,1 7,188 0,420 48,80 132,46 114 295 6,5 11,0 26,2 42,3 0,19 1,50 1,47 3,47 3,65 3,62 8,86 48039 1,6 29730 255 4424 6145 *

4,5 HL 1000x976 7 S355 125,8 6,185 0,445 48,77 123,70 129 315 7,3 10,9 26,2 46,5 0,14 1,50 1,46 3,47 3,67 3,62 8,86 48298 1,6 29902 258 4444 6151 164

5,0 HL 920x1194 7 S355 115,1 7,253 0,420 49,90 133,46 115 295 6,4 10,8 26,2 42,4 0,17 1,50 1,44 3,45 3,63 3,62 8,86 49113 1,6 31031 255 4537 6272 *

5,0 HL 1000x883 8 S355 121,2 6,444 0,443 50,05 126,56 129 315 7,0 10,9 26,2 46,6 0,14 1,50 1,46 3,42 3,62 3,62 8,86 48341 1,6 31073 251 4542 6285 155

5,5 HL 920x970 9 S355 112,3 7,670 0,404 51,40 145,98 112 315 6,3 10,6 26,2 42,7 0,15 1,50 1,42 3,41 3,59 3,62 8,86 49947 1,6 32585 250 4682 6444 *

5,5 HL 920x1077 8 S355 113,1 7,540 0,404 51,24 145,13 113 315 6,3 10,6 26,2 42,3 0,16 1,50 1,42 3,42 3,59 3,62 8,86 49961 1,6 32477 252 4669 6427 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 23,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

110,7 4 HL 920x656 S355 2,5725 106,5 5 HL 920x537 S355 2,7136 102,7 6 HL 920x491 S355 2,9838 99,2 8 HE 900x391 S355 3,2047 96,2 8 HE 800x444 S355 3,5415
111,8 4 HL 1000x642 S355 2,5377 110,6 5 HE 1000x494 S460 2,6106 102,8 6 HL 920x449 S355 2,8087 100,6 7 HL 920x390 S355 2,9308 97,6 9 HE 800x373 S355 3,4576
114 4 HL 1000x591 S355 2,4048 111,2 5 HL 1000x443 S460 2,4539 103,5 5 HL 920x537 S355 2,7546 101,8 6 HL 920x449 S355 2,8638 98 9 HE 900 M S355 3,2021

118,8 4 HL 1100 R S460 2,2391 114,6 5 HE 1000x438 S460 2,4285 106,3 6 HL 920x420 S355 2,7069 104,7 7 HL 920x344 S460 2,783 100,1 7 HL 920x368 S460 2,943
115,8 5 HL 1000 M S460 2,3492 108,2 5 HL 1000x443 S460 2,4995 105,6 6 HL 920x390 S460 2,6895 102,7 7 HL 920x344 S460 2,8424
117 5 HL 1100 B S460 2,3211 110,6 5 HE 1000x438 S460 2,4711 107 6 HL 1000 B S460 2,5874 105 8 HE 900 B S460 2,793

110,8 5 HL 1000 M S460 2,3872 108,8 6 HE 1000 M S460 2,4884 106 8 HE 1000 A S460 2,7274
113,6 5 HE 1000x393 S460 2,3267
115 5 HL 1000 B S460 2,2559

116,2 4 HL 1000x883 S355 3,2711 111,8 5 HL 1000x642 S460 3,1704 108,7 5 HL 920x656 S460 3,2648 106,5 6 HL 920x537 S460 3,3282 101,8 8 HE 900x466 S355 3,7127
116,8 4 HL 1000x748 S460 2,9528 114 5 HL 1000x591 S460 2,9984 111 5 HL 1000x591 S460 3,0452 107,8 7 HL 1000 M S355 3,0628 102,7 7 HL 920x491 S460 3,5808
123,8 4 HL 1100x607 S460 2,5739 117,6 5 HE 1000x584 S355 2,9067 113,2 5 HL 1000x554 S355 2,8686 109 6 HL 1000x483 S355 3,0524 104,8 7 HL 920x449 S355 3,3207

118 5 HL 1000x539 S355 2,7764 115 5 HL 1000x539 S355 2,8268 112,8 8 HE 1000 M S355 3,0432 107 8 HL 1000 B S355 3,2248
118,8 5 HL 1100 R S355 2,6778 117,6 6 HE 1000x438 S355 2,8175 113,2 6 HL 1000x443 S355 2,9121 107,8 7 HL 1000 M S355 3,1388

118,8 5 HL 1100 M S355 2,5119 114,6 6 HE 1000x438 S355 2,8714 108,8 8 HE 1000 M S355 3,0941
125 5 HL 1100 B S460 2,4345 115 8 HE 1000 B S355 2,8576 109 8 HL 1000 A S355 3,0014

115,8 7 HE 1000 M S355 2,7768 110 7 HL 1000 B S355 2,9431
117 6 HL 1100 B S355 2,7503 112 8 HE 1000 B S355 2,918
119 6 HL 1100 A S460 2,6076 112,8 7 HE 1000 M S355 2,8373

114 7 HL 1000 A S460 2,8109

No solution No solution 117,8 6 HL 1000x976 S460 5,2904 118,1 6 HL 920x1077 S355 5,6718 115,1 6 HL 920x1194 S355 6,2253
120,8 6 HL 1000x976 S460 5,38 117,8 7 HL 1000x976 S355 6,0677

119,2 7 HL 1000x883 S355 5,6171
128,8 8 HL 1100x607 S460 4,9095

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 121,3 6 HL 920x1269 S460 6,7426 117,3 6 HL 920x1377 S355 7,079 117,8 8 HL 1000x976 S355 6,943 No solution
121,3 6 HL 920x1269 S355 6,6474 121,2 8 HL 1000x883 S460 6,5894
125,8 7 HL 1000x976 S460 6,3255

No solution No solution No solution No solution No solution

Span length = 23,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x787 4 S460 108,1 3,030 0,982 34,72 35,59 204 430 14,4 36,3 39,2 65,2 0,46 4,50 4,80 2,81 3,12 3,59 8,79 18071 1,6 15648 <200 2523 4589 128

2,5 HL 1100 M 4 S460 125,8 2,073 0,987 34,85 47,56 313 440 17,8 37,7 39,2 88,6 0,27 4,50 4,98 2,73 3,11 3,59 8,79 17338 1,6 15839 <200 2546 4612 61

3,0 HL 920x588 5 S355 104,5 2,880 0,974 35,39 51,63 227 335 14,5 38,2 39,2 76,0 0,41 4,50 5,05 2,68 2,98 3,59 8,79 17189 1,6 16601 <200 2597 4663 94

3,0 HL 1100 B 5 S460 117,0 2,320 0,952 35,63 51,89 298 440 15,7 37,3 39,2 86,5 0,27 4,50 4,94 2,69 3,03 3,59 8,79 17560 1,6 16898 <200 2632 4698 51

3,5 HE 900x466 7 S355 100,8 3,204 0,984 36,13 53,52 231 335 14,2 38,6 39,2 82,8 0,36 4,50 5,10 2,62 2,90 3,59 8,79 17044 1,6 17748 <200 2684 4750 72

3,5 HL 1000 B 5 S460 115,0 2,255 0,990 36,39 47,93 321 440 16,6 38,8 39,2 102,3 0,25 4,50 5,13 2,58 2,91 3,59 8,79 16904 1,6 18074 <200 2723 4789 41

4,0 HE 800x444 8 S355 99,2 3,493 0,983 37,08 54,82 229 335 14,8 38,5 39,2 93,4 0,32 4,50 5,10 2,55 2,82 3,59 8,79 17071 1,6 19020 <200 2797 4863 71

4,0 HL 1000 A 6 S460 111,0 2,428 0,983 37,16 49,13 323 440 15,7 38,5 39,2 105,6 0,23 4,50 5,10 2,54 2,85 3,59 8,79 17041 1,6 19168 <200 2815 4881 31

4,5 HE 800x444 9 S355 92,2 3,864 0,986 37,70 59,56 211 335 13,2 38,7 39,2 85,5 0,35 4,50 5,11 2,51 2,76 3,59 8,79 17055 1,6 19763 <200 2867 4933 68

4,5 HE 1000 B 7 S460 107,0 2,664 0,961 38,05 53,45 309 440 14,6 37,7 39,2 101,0 0,22 4,50 4,99 2,51 2,80 3,59 8,79 17401 1,6 20211 <200 2919 4986 18

2,5 HL 920x970 4 S355 111,3 3,497 0,951 35,41 64,80 163 315 11,6 29,7 31,3 53,3 0,43 3,00 3,93 3,04 3,33 3,59 8,79 22089 1,6 16328 202 2603 4520 *

2,5 HL 1100x607 4 S355 125,8 2,531 0,990 35,32 50,39 225 335 13,7 30,9 31,3 65,7 0,27 3,00 4,09 2,98 3,33 3,59 8,79 21146 1,6 16285 <200 2598 4515 102

3,0 HL 920x787 5 S355 108,1 3,640 0,942 36,31 67,18 169 325 11,1 29,4 31,3 57,8 0,38 3,00 3,89 2,98 3,26 3,59 8,79 22354 1,6 17521 <200 2705 4622 131

3,0 HL 1100 M 5 S355 125,8 2,476 0,985 36,40 47,57 259 345 13,8 30,8 31,3 78,6 0,22 3,00 4,07 2,90 3,23 3,59 8,79 21308 1,6 17694 <200 2726 4642 63

3,5 HL 920x725 5 S460 106,9 3,528 0,977 36,85 43,15 182 430 11,3 30,5 31,3 62,2 0,33 3,00 4,04 2,88 3,15 3,59 8,79 21546 1,6 18478 <200 2770 4687 125

3,5 HL 1100 B 5 S460 125,0 2,433 0,989 37,31 54,59 285 440 13,7 30,9 31,3 86,3 0,19 3,00 4,09 2,83 3,15 3,59 8,79 21246 1,6 19014 <200 2833 4750 42

4,0 HL 920x588 6 S460 104,5 3,532 0,992 37,57 78,78 192 430 11,2 31,0 31,3 68,0 0,29 3,00 4,10 2,81 3,07 3,59 8,79 21224 1,6 19530 <200 2857 4774 101

4,0 HL 1100 A 6 S460 121,0 2,619 0,972 38,21 56,62 285 440 12,9 30,4 31,3 88,7 0,18 3,00 4,02 2,79 3,09 3,59 8,79 21637 1,6 20256 <200 2943 4860 32

4,5 HE 900x466 9 S355 100,8 4,074 0,963 38,74 68,81 184 335 10,6 30,1 31,3 69,6 0,26 3,00 3,98 2,77 3,01 3,59 8,79 21914 1,6 20863 <200 2996 4913 73

4,5 HE 1000 M 7 S355 115,8 2,858 0,974 39,13 49,64 270 345 12,7 30,4 31,3 92,7 0,17 3,00 4,02 2,72 3,00 3,59 8,79 21561 1,6 21344 <200 3053 4970 24

3,5 HL 920x1377 5 S355 116,3 5,833 0,503 36,87 107,03 100 295 6,1 14,1 28,1 35,3 0,22 3,00 1,87 3,59 3,81 3,59 8,79 38570 1,6 21423 252 3117 4708 *

3,5 HL 1000x976 6 S355 122,8 5,196 0,498 36,82 104,02 110 315 6,5 14,0 28,1 38,4 0,17 3,00 1,85 3,61 3,84 3,59 8,79 38903 1,6 21403 255 3115 4705 *

4,0 HL 920x1194 6 S355 115,1 6,147 0,468 38,03 113,84 96 295 5,6 13,1 28,1 34,6 0,19 3,00 1,74 3,63 3,83 3,59 8,79 41505 1,6 22931 257 3258 4849 *

4,0 HL 1000x976 6 S355 125,8 5,290 0,465 38,16 106,30 111 315 6,3 13,1 28,1 39,2 0,14 3,00 1,73 3,63 3,85 3,59 8,79 41722 1,6 23124 258 3280 4871 *

4,5 HL 920x1077 7 S355 113,1 6,532 0,450 39,32 126,46 94 315 5,3 12,7 28,1 34,9 0,16 3,00 1,67 3,60 3,79 3,59 8,79 43153 1,6 24420 257 3415 5006 *

4,5 HL 1000x883 7 S355 124,2 5,651 0,438 39,60 112,21 107 315 5,9 12,3 28,1 38,8 0,12 3,00 1,63 3,62 3,83 3,59 8,79 44209 1,6 24765 260 3456 5046 *

4,0 HL 920x1377 6 S460 124,3 7,234 0,629 49,30 82,72 118 430 7,2 11,0 26,3 44,8 0,18 1,50 1,46 3,46 3,66 3,59 8,79 49580 1,6 29166 259 4457 6156 *

4,0 HL 920x1269 6 S355 124,3 6,603 0,451 49,11 124,16 123 295 7,5 11,4 26,3 46,1 0,19 1,50 1,51 3,42 3,63 3,59 8,79 47916 1,6 28704 251 4403 6121 *

4,5 HL 920x1269 7 S355 116,3 7,566 0,407 49,88 141,09 110 295 6,2 10,7 26,3 41,6 0,19 1,50 1,42 3,48 3,66 3,59 8,79 51164 1,6 30210 263 4527 6227 *

4,5 HL 920x1269 6 S355 124,3 6,667 0,443 50,09 125,53 122 295 7,2 11,1 26,3 45,3 0,16 1,50 1,47 3,42 3,62 3,59 8,79 49451 1,6 30112 255 4515 6238 *

5,0 HL 920x1194 8 S355 115,1 8,154 0,389 51,08 150,98 106 295 5,8 10,1 26,3 41,0 0,17 1,50 1,34 3,51 3,67 3,59 8,79 54479 1,6 31969 272 4695 6382 *

5,0 HL 1000x883 8 S355 124,2 6,466 0,450 51,37 127,89 131 315 7,2 10,9 26,3 48,6 0,13 1,50 1,44 3,39 3,59 3,59 8,79 50093 1,6 31448 251 4634 6380 153

5,5 HL 920x1077 9 S355 113,1 8,357 0,381 52,46 161,96 104 315 5,7 10,0 26,3 40,5 0,15 1,50 1,33 3,47 3,63 3,59 8,79 54834 1,6 33322 272 4818 6537 *

5,5 HL 920x1077 8 S355 118,1 7,581 0,395 52,72 147,42 114 315 6,5 10,4 26,3 44,1 0,14 1,50 1,38 3,41 3,58 3,59 8,79 52775 1,6 33164 262 4799 6548 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 24,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

111,8 4 HL 1000x642 S355 2,5365 108,5 5 HL 920x537 S355 2,722 102,7 6 HL 920x491 S355 2,9822 99,2 8 HE 900x391 S355 3,2027 96,2 8 HE 800x444 S355 3,5394
118,8 4 HL 1100 R S460 2,2379 113,2 5 HL 1000x443 S460 2,4623 104,5 5 HL 920x537 S355 2,7589 100,6 7 HL 920x390 S355 2,9291 98 9 HE 900 M S355 3,2

115,8 5 HL 1000 M S460 2,3479 107,8 7 HE 1000 M S460 2,7072 103,1 7 HL 920x368 S460 2,8907 100,6 7 HL 920x390 S355 2,9995
109,2 5 HL 1000x443 S460 2,5038 104,8 6 HL 920x449 S355 2,8818 101,1 7 HL 920x368 S460 2,9486
112,6 5 HE 1000x438 S460 2,4811 107 6 HL 1000 B S460 2,5859 102,7 7 HL 920x344 S460 2,8407
112,8 5 HL 1000 M S460 2,3973 110,8 6 HE 1000 M S460 2,4999 106 8 HE 1000 A S460 2,7256

116,2 4 HL 1000x883 S355 3,2698 109,9 5 HL 920x725 S460 3,4852 107,5 6 HL 920x588 S460 3,4872 108,2 7 HL 1000x443 S355 3,2373 102,7 7 HL 920x491 S460 3,5789
121,8 4 HL 1000x748 S460 2,9719 111,8 5 HL 1000x642 S460 3,1689 110,6 7 HE 1000x494 S355 3,4023 110 6 HL 1000x483 S355 3,0572 106,8 7 HL 920x449 S355 3,3335
125,8 4 HL 1100x607 S460 2,5809 116 5 HL 1000x591 S460 3,0068 110,7 5 HL 920x656 S460 3,2747 115,8 6 HL 1000 M S355 2,7788 107 8 HL 1000 B S355 3,2229

119,8 5 HL 1100 R S355 2,6813 111,8 5 HL 1000x642 S460 3,2305 117 6 HL 1100 B S355 2,7488 107,8 7 HL 1000 M S355 3,137
112 5 HL 1000x591 S460 3,0494 110,8 8 HE 1000 M S355 3,1069

115,2 5 HL 1000x554 S355 2,8786 111 8 HL 1000 A S355 3,0142
118 5 HL 1000x539 S355 2,8424 112 7 HL 1000 B S355 2,9561

118,8 5 HL 1100 R S355 2,745 115 8 HE 1000 B S355 2,9381
120,8 5 HL 1100 M S355 2,5219 115,8 7 HE 1000 M S460 2,9079

No solution No solution 119,3 5 HL 920x1269 S355 5,4658 125,8 6 HL 1000x976 S460 5,4104 116,1 6 HL 920x1194 S355 6,2303
122,8 6 HL 1000x976 S460 5,3168 117,8 7 HL 1000x976 S355 6,0652

124,2 7 HL 1000x883 S460 5,7787

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 124,3 6 HL 920x1269 S460 6,7597 118,1 7 HL 920x1194 S355 7,2073 116,3 7 HL 920x1269 S355 7,6318 115,1 8 HL 920x1194 S355 8,2169
121,3 6 HL 920x1377 S355 7,1058 117,8 8 HL 1000x976 S355 6,9402 116,3 9 HL 920x970 S355 7,7031
124,3 6 HL 920x1269 S460 6,8238 124,2 8 HL 1000x883 S460 6,6111

No solution No solution No solution No solution No solution

Span length = 24,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x787 4 S460 108,1 3,037 0,994 35,38 35,81 208 430 14,6 37,6 39,8 68,0 0,46 4,50 4,93 2,75 3,06 3,57 8,73 18071 1,6 15648 <200 2550 4634 125

2,5 HL 1100 R 4 S460 119,8 2,246 0,992 35,32 51,47 288 430 16,8 39,5 39,8 82,5 0,32 4,50 5,17 2,68 3,04 3,57 8,73 17164 1,6 15634 <200 2548 4632 78

3,0 HL 920x588 5 S355 104,5 2,886 0,995 36,06 51,63 231 335 14,8 39,6 39,8 79,2 0,41 4,50 5,19 2,63 2,92 3,57 8,73 17189 1,6 16601 <200 2624 4708 92

3,0 HL 1100 B 5 S460 117,0 2,324 0,973 36,31 51,89 304 440 16,0 38,7 39,8 90,1 0,28 4,50 5,07 2,63 2,97 3,57 8,73 17560 1,6 16898 <200 2659 4744 48

3,5 HE 900x466 7 S355 101,8 3,216 0,990 36,90 53,75 235 335 14,5 39,4 39,8 86,3 0,35 4,50 5,16 2,58 2,85 3,57 8,73 17299 1,6 17835 <200 2723 4807 71

3,5 HL 1100 B 5 S460 117,0 2,391 0,916 37,34 52,64 304 440 15,0 36,5 39,8 89,7 0,24 4,50 4,78 2,64 2,96 3,57 8,73 18674 1,6 18314 <200 2780 4864 40

4,0 HE 900x391 8 S355 100,2 3,215 0,996 37,61 51,97 247 335 14,3 39,7 39,8 92,0 0,31 4,50 5,20 2,52 2,79 3,57 8,73 17195 1,6 18852 <200 2807 4891 46

4,0 HL 1000 A 6 S460 114,0 2,451 0,951 38,16 49,88 327 440 15,8 37,9 39,8 110,2 0,22 4,50 4,96 2,54 2,84 3,57 8,73 17990 1,6 19468 <200 2880 4964 29

4,5 HE 800x444 9 S355 94,2 3,887 0,974 38,63 60,14 215 335 13,5 38,8 39,8 89,2 0,33 4,50 5,08 2,49 2,73 3,57 8,73 17626 1,6 19988 <200 2923 5008 68

4,5 HE 1000 B 7 S460 107,0 2,668 0,982 38,77 53,45 315 440 14,9 39,1 39,8 105,2 0,22 4,50 5,12 2,46 2,74 3,57 8,73 17401 1,6 20211 <200 2950 5034 16

2,5 HL 920x970 4 S355 111,3 3,505 0,980 36,08 64,80 167 315 11,8 30,8 31,5 55,6 0,43 3,00 4,04 2,98 3,27 3,57 8,73 22089 1,6 16328 <200 2630 4563 *

2,5 HL 1100x607 4 S355 128,8 2,548 0,981 36,17 51,01 228 335 14,0 30,8 31,5 68,5 0,26 3,00 4,04 2,96 3,31 3,57 8,73 22010 1,6 16472 200 2648 4580 103

3,0 HL 920x787 5 S355 108,1 3,649 0,971 37,00 67,18 172 325 11,3 30,5 31,5 60,2 0,38 3,00 4,00 2,92 3,19 3,57 8,73 22354 1,6 17521 <200 2733 4666 129

3,0 HL 1100 R 5 S355 121,8 2,696 0,996 37,02 51,42 236 335 13,0 31,3 31,5 73,0 0,24 3,00 4,10 2,87 3,19 3,57 8,73 21736 1,6 17608 <200 2744 4677 80

3,5 HL 920x725 5 S460 107,9 3,541 0,994 37,64 43,42 185 430 11,5 31,3 31,5 64,8 0,32 3,00 4,09 2,84 3,11 3,57 8,73 21834 1,6 18566 <200 2810 4742 122

3,5 HL 1100 M 5 S355 122,8 2,538 0,998 37,97 47,70 266 345 13,2 31,4 31,5 81,8 0,20 3,00 4,11 2,80 3,11 3,57 8,73 21699 1,6 18952 <200 2856 4788 50

4,0 HL 920x656 6 S355 105,7 3,759 0,932 38,67 69,60 177 335 10,5 29,3 31,5 64,1 0,28 3,00 3,84 2,86 3,10 3,57 8,73 23310 1,6 19912 <200 2933 4865 110

4,0 HL 1100 A 6 S460 124,0 2,642 0,952 39,23 57,46 289 440 13,0 30,0 31,5 92,7 0,16 3,00 3,92 2,78 3,08 3,57 8,73 22754 1,6 20556 <200 3009 4942 30

4,5 HE 900x466 9 S355 100,8 4,082 0,992 39,48 68,81 187 335 10,7 31,2 31,5 72,5 0,26 3,00 4,09 2,72 2,95 3,57 8,73 21914 1,6 20863 <200 3027 4960 72

4,5 HL 1100 A 7 S355 116,0 2,926 0,943 39,98 51,59 258 345 11,5 29,7 31,5 82,6 0,17 3,00 3,88 2,75 3,02 3,57 8,73 22987 1,6 21444 <200 3097 5029 32

3,5 HL 920x1377 5 S355 121,3 5,877 0,494 37,99 108,62 102 295 6,4 14,0 28,3 37,0 0,19 3,00 1,83 3,57 3,79 3,57 8,73 40538 1,6 21861 254 3202 4806 *

3,5 HL 1000x976 6 S355 125,8 5,226 0,498 37,78 105,00 112 315 6,7 14,1 28,3 40,1 0,16 3,00 1,84 3,57 3,81 3,57 8,73 40194 1,6 21665 254 3178 4782 *

4,0 HL 920x1269 6 S355 116,3 6,491 0,453 39,18 121,26 93 295 5,4 12,8 28,3 34,1 0,18 3,00 1,68 3,64 3,83 3,57 8,73 44195 1,6 23344 260 3341 4945 *

4,0 HL 920x1194 6 S355 118,1 6,183 0,468 39,05 114,87 98 295 5,8 13,2 28,3 36,2 0,17 3,00 1,73 3,59 3,79 3,57 8,73 42779 1,6 23231 257 3327 4931 *

4,5 HL 920x1194 7 S355 115,1 7,146 0,418 40,84 132,46 88 295 5,0 11,8 28,3 33,1 0,16 3,00 1,55 3,67 3,85 3,57 8,73 48039 1,6 25184 265 3541 5145 *

4,5 HL 1000x976 7 S355 118,8 6,088 0,448 40,20 120,91 101 315 5,5 12,7 28,3 36,6 0,14 3,00 1,66 3,58 3,77 3,57 8,73 44660 1,6 24569 258 3468 5072 *

4,5 HL 920x1269 7 S355 116,3 7,586 0,420 51,25 141,09 112 295 6,5 11,1 26,5 43,3 0,19 1,50 1,46 3,40 3,58 3,57 8,73 51164 1,6 30210 254 4574 6308 *

4,5 HL 920x1377 6 S355 124,3 7,147 0,433 51,65 132,42 120 295 7,2 11,1 26,5 45,8 0,16 1,50 1,46 3,39 3,58 3,57 8,73 51139 1,6 30574 253 4617 6354 *

5,0 HL 920x1194 8 S355 115,1 8,176 0,399 52,47 150,98 108 295 6,0 10,5 26,5 42,7 0,17 1,50 1,37 3,43 3,60 3,57 8,73 54479 1,6 31969 271 4744 6464 *

5,0 HL 1000x976 8 S355 120,8 6,982 0,425 52,42 138,73 123 315 6,7 11,0 26,5 46,2 0,14 1,50 1,44 3,37 3,56 3,57 8,73 51772 1,6 31495 251 4688 6439 *

5,5 HL 920x1077 9 S355 113,1 8,379 0,393 53,89 161,96 106 315 5,9 10,4 26,5 42,1 0,15 1,50 1,36 3,39 3,56 3,57 8,73 54834 1,6 33322 271 4868 6621 *

5,5 HL 920x1077 8 S355 121,1 7,628 0,400 54,18 148,88 116 315 6,6 10,4 26,5 45,9 0,13 1,50 1,37 3,38 3,55 3,57 8,73 54637 1,6 33577 270 4898 6654 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 24,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

111,8 4 HL 1000x642 S355 2,5419 110 5 HL 1000x539 S355 2,7415 102,7 6 HL 920x491 S355 2,9882 102,7 6 HL 920x491 S355 3,0494 99 9 HE 900 M S355 3,213
116,2 5 HL 1000x443 S460 2,4814 104,5 5 HL 920x588 S355 2,9419 103,6 7 HL 920x390 S355 2,954 100,6 7 HL 920x390 S460 3,061

106,5 5 HL 920x537 S355 2,7759 105,1 7 HL 920x368 S460 2,9087 101,6 7 HL 920x390 S355 3,0121
108,8 7 HE 1000 M S460 2,7175 106,3 6 HL 920x420 S460 2,827 103,1 7 HL 920x368 S460 2,9682
110,6 5 HE 1000x494 S460 2,6759 107 6 HL 1000 B S460 2,5902 104,7 7 HL 920x344 S460 2,8599
111,2 5 HL 1000x443 S460 2,5196 110,8 6 HE 1000 M S460 2,5039 106 7 HL 1000 A S460 2,7548
112,8 5 HL 1000 M S460 2,4014 107 8 HE 1000 A S460 2,7368

116,2 4 HL 1000x883 S460 3,3503 111,9 5 HL 920x725 S460 3,5027 109,5 6 HL 920x588 S460 3,506 107,5 6 HL 920x588 S460 3,559 103,5 7 HL 920x537 S460 3,8233
121,8 4 HL 1000x748 S460 2,9783 112,6 6 HE 1000x584 S355 3,3431 110,6 7 HE 1000x494 S355 3,4094 109 8 HE 1000x415 S355 3,4139 105,7 7 HL 920x491 S355 3,5371
128,8 4 HL 1100x607 S460 2,5981 114,8 5 HL 1000x642 S460 3,1903 111,8 5 HL 1000x642 S460 3,2373 109,2 7 HL 1000x443 S355 3,25 107,8 9 HE 1000 M S355 3,3765

119 5 HL 1000x591 S460 3,0276 116 5 HL 1000x591 S460 3,0783 112 6 HL 1000x483 S355 3,0761 108 8 HL 1000 B S355 3,2359
119,8 5 HL 1100x548 S355 2,8602 117,6 5 HE 1000x584 S355 2,9778 115,8 8 HE 1000 M S355 3,0662 108,8 7 HL 1000 M S355 3,15

118 5 HL 1000x539 S355 2,848 116,2 6 HL 1000x443 S355 2,9353 112,8 8 HE 1000 M S355 3,1268
118,8 5 HL 1100 R S355 2,75 117 6 HL 1100 B S355 2,7533 113,6 7 HE 1000x393 S355 3,0802

114 8 HL 1000 A S355 3,0409
115 8 HE 1000 B S355 2,9427

No solution No solution 124,3 5 HL 920x1269 S355 5,5087 118,1 6 HL 920x1194 S460 6,3302 116,3 6 HL 920x1269 S355 6,5672
125,8 6 HL 1000x976 S460 5,3469 118,8 7 HL 1000x976 S460 6,2285

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 123,1 7 HL 920x1194 S355 7,2628 116,3 7 HL 920x1269 S355 7,652 115,1 8 HL 920x1194 S355 8,2385
120,8 8 HL 1000x976 S460 7,1428 119,3 9 HL 920x970 S355 7,7494

No solution No solution No solution No solution No solution

Span length = 24,25 mOther possible solutions

E

A

B

C

D



178

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
 C

ate
go

ry 
of 

the
 lin

e

 S
lab

 w
idt

h (
m)

 P
ro

file

 N
um

be
r

 S
tee

l g
ra

de

 S
lab

 he
igh

t (
cm

)

 P
ric

e i
nd

ex
 

 R
ati

o m
ax

 M
Ed

 (M
Nm

)

 M
plR

d (
MN

m)

 s
s (

MP
a)

 f y
 / g

M,
se

r (M
Pa

)

 s
c (

MP
a)

 d
LM

71
 (m

m)

 d
ma

x (
mm

)

 P
re

ca
mb

er

 t L
M7

1 (
mm

)

 t m
ax

 (m
m)

 q
LM

71
 (m

ra
d)

 F
re

qu
en

cy
 n 0

 (H
z)

 pi
nn

ed
 - 

pin
ne

d
 M

od
ifie

d f
re

qu
en

cy
 n 0

 (H
z)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 lo
we

r li
mi

t, n
0m

in (
Hz

)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 up
pe

r li
mi

t, n
0m

ax
 (H

z)

 E
I (

MN
m2 )

 D
am

pin
g (

%
)

 W
eig

ht 
 (k

g/m
)

 M
ax

. s
pe

ed
 (k

m/
h)

 R
Su

pp
or

t,G
  (

kN
)

 R
Su

pp
or

t,S
LS

  (
kN

)

 H
Co

nc
re

te 
LT

B  
(cm

)

2,5 HL 920x970 4 S460 111,3 3,584 0,897 36,75 41,30 176 430 12,7 32,0 40,4 57,9 0,44 4,50 4,15 2,92 3,20 3,55 8,66 22089 1,6 16328 <200 2658 4761 *

2,5 HL 1100 R 4 S460 121,8 2,253 0,985 36,11 51,86 292 430 17,2 39,8 40,4 85,9 0,30 4,50 5,17 2,65 3,01 3,55 8,66 17652 1,6 15759 <200 2589 4692 75

3,0 HL 920x656 5 S460 105,7 3,195 0,962 37,06 38,85 213 430 14,0 37,4 40,4 74,5 0,40 4,50 4,85 2,68 2,96 3,55 8,66 18906 1,6 16915 <200 2689 4792 105

3,0 HL 1100 B 5 S460 117,0 2,322 0,994 36,99 51,89 310 440 16,3 40,2 40,4 93,8 0,28 4,50 5,21 2,58 2,91 3,55 8,66 17560 1,6 16898 <200 2687 4790 45

3,5 HL 920x491 6 S355 102,7 2,987 0,998 37,52 51,70 240 335 14,5 40,3 40,4 85,9 0,35 4,50 5,23 2,55 2,82 3,55 8,66 17535 1,6 17755 <200 2741 4844 80

3,5 HL 1100 B 5 S460 117,0 2,390 0,936 38,04 52,64 310 440 15,3 37,8 40,4 93,4 0,24 4,50 4,90 2,59 2,90 3,55 8,66 18674 1,6 18314 <200 2808 4911 38

4,0 HE 900x466 7 S355 100,8 3,268 0,984 38,41 54,21 240 335 14,1 39,8 40,4 89,2 0,32 4,50 5,16 2,51 2,77 3,55 8,66 17779 1,6 18938 <200 2846 4949 59

4,0 HE 1000 M 6 S460 112,8 2,515 0,978 38,79 52,11 327 440 16,2 39,6 40,4 110,6 0,22 4,50 5,13 2,48 2,78 3,55 8,66 17796 1,6 19366 <200 2897 5000 20

4,5 HE 800x444 9 S355 94,2 3,885 0,995 39,36 60,14 219 335 13,8 40,3 40,4 92,9 0,33 4,50 5,22 2,44 2,68 3,55 8,66 17626 1,6 19988 <200 2953 5056 66

4,5 HE 1000 B 7 S460 108,0 2,674 0,986 39,62 53,73 321 440 15,2 39,9 40,4 109,7 0,22 4,50 5,17 2,43 2,71 3,55 8,66 17718 1,6 20324 <200 2994 5097 15

2,5 HL 920x970 4 S355 112,3 3,508 1,000 36,82 65,00 170 315 12,1 31,6 31,7 57,9 0,42 3,00 4,10 2,93 3,21 3,55 8,66 22328 1,6 16390 <200 2665 4609 *

2,5 HL 1000x883 4 S460 116,2 3,349 0,977 36,81 41,27 178 430 12,0 30,9 31,7 57,7 0,37 3,00 4,01 2,96 3,26 3,55 8,66 22841 1,6 16392 <200 2665 4609 142

3,0 HL 920x787 5 S355 109,1 3,652 0,989 37,77 67,41 175 325 11,5 31,3 31,7 62,8 0,37 3,00 4,06 2,87 3,14 3,55 8,66 22618 1,6 17596 <200 2771 4714 126

3,0 HL 1100 R 5 S355 123,8 2,704 0,999 37,87 51,87 240 335 13,2 31,6 31,7 76,0 0,23 3,00 4,10 2,84 3,16 3,55 8,66 22354 1,6 17758 <200 2790 4734 76

3,5 HL 920x787 5 S355 108,1 3,705 0,961 38,59 68,02 175 325 11,0 30,4 31,7 62,3 0,32 3,00 3,94 2,86 3,11 3,55 8,66 23286 1,6 18778 <200 2864 4808 127

3,5 HL 1100 M 5 S355 125,8 2,553 0,982 38,95 48,42 269 345 13,3 31,1 31,7 85,3 0,19 3,00 4,03 2,79 3,10 3,55 8,66 22749 1,6 19214 <200 2917 4860 47

4,0 HL 920x656 6 S355 105,7 3,757 0,961 39,40 69,60 181 335 10,7 30,4 31,7 66,7 0,28 3,00 3,94 2,80 3,04 3,55 8,66 23310 1,6 19912 <200 2963 4906 108

4,0 HL 1100 A 6 S460 124,0 2,641 0,982 39,97 57,46 295 440 13,2 31,1 31,7 96,6 0,17 3,00 4,03 2,72 3,02 3,55 8,66 22754 1,6 20556 <200 3040 4984 29

4,5 HL 920x537 7 S460 103,5 3,821 0,986 40,24 83,73 191 430 10,7 31,2 31,7 71,7 0,25 3,00 4,04 2,71 2,94 3,55 8,66 22718 1,6 20896 <200 3063 5006 91

4,5 HL 1100 A 7 S355 116,0 2,924 0,972 40,73 51,59 263 345 11,7 30,8 31,7 86,0 0,17 3,00 3,99 2,69 2,96 3,55 8,66 22987 1,6 21444 <200 3128 5072 30

4,0 HL 920x1269 6 S355 116,3 6,488 0,468 39,93 121,26 95 295 5,5 13,3 28,4 35,5 0,18 3,00 1,72 3,56 3,76 3,55 8,66 44195 1,6 23344 257 3375 4988 *

4,0 HL 920x1194 6 S355 123,1 6,213 0,458 40,28 116,68 99 295 6,0 13,0 28,4 37,9 0,15 3,00 1,69 3,57 3,78 3,55 8,66 45125 1,6 23731 259 3422 5035 *

4,5 HL 920x1194 7 S355 115,1 7,143 0,431 41,63 132,46 89 295 5,1 12,2 28,4 34,4 0,16 3,00 1,59 3,59 3,77 3,55 8,66 48039 1,6 25184 263 3578 5191 *

4,5 HL 1000x976 7 S355 122,8 6,115 0,443 41,41 122,47 103 315 5,6 12,6 28,4 38,3 0,13 3,00 1,63 3,55 3,75 3,55 8,66 46666 1,6 25019 260 3558 5171 *

4,5 HL 920x1377 7 S355 116,3 8,123 0,419 52,96 148,84 112 295 6,4 11,1 26,6 44,1 0,19 1,50 1,45 3,36 3,54 3,55 8,66 52990 1,6 30748 251 4686 6438 *

4,5 HL 920x1269 7 S355 119,3 7,606 0,421 52,68 142,28 115 295 6,7 11,2 26,6 45,0 0,18 1,50 1,45 3,37 3,54 3,55 8,66 52649 1,6 30547 252 4662 6408 *

5,0 HL 920x1194 8 S355 115,1 8,173 0,409 53,92 150,98 111 295 6,2 10,8 26,6 44,5 0,17 1,50 1,41 3,36 3,53 3,55 8,66 54479 1,6 31969 265 4793 6551 *

5,0 HL 1000x976 8 S355 125,8 7,020 0,428 53,84 140,99 125 315 6,9 10,7 26,6 48,1 0,13 1,50 1,39 3,37 3,55 3,55 8,66 54745 1,6 32120 271 4811 6552 166

5,5 HL 920x1077 9 S355 113,1 8,375 0,405 55,61 161,96 109 315 6,2 10,8 26,6 43,9 0,16 1,50 1,40 3,33 3,48 3,55 8,66 54834 1,6 33322 250 4918 6735 *

5,5 HL 920x1194 8 S355 115,1 8,236 0,401 55,18 152,02 109 295 6,1 10,6 26,6 43,3 0,15 1,50 1,38 3,35 3,51 3,55 8,66 55584 1,6 33360 280 4923 6697 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 24,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

111,9 4 HL 920x725 S355 2,7954 107,5 5 HL 920x588 S355 2,8991 104,5 5 HL 920x588 S355 2,9405 102,2 8 HE 900x391 S355 3,2266 99,2 8 HE 900x391 S460 3,3401
114,8 4 HL 1000x642 S355 2,553 110 5 HL 1000x539 S355 2,7401 109,3 6 HL 920x420 S460 2,7779 102,7 6 HL 920x491 S355 3,0478 100,6 7 HL 920x390 S460 3,0593
120,8 4 HL 1100x607 S355 2,5144 116,2 5 HL 1000x443 S460 2,4801 110 6 HE 1000x415 S460 2,7308 103,6 7 HL 920x390 S460 3,0085 103,1 7 HL 920x368 S460 2,9665

110,6 5 HE 1000x494 S460 2,6746 106,3 6 HL 920x420 S460 2,8255 106 7 HL 1000 A S460 2,7532
111,6 6 HE 1000x393 S460 2,6447 107,7 7 HL 920x344 S460 2,8037
113,2 5 HL 1000x443 S460 2,5297 107,8 7 HE 1000 M S460 2,7764
114,6 5 HE 1000x438 S460 2,4955 108 6 HL 1000 B S460 2,5953
115,8 5 HL 1000 M S460 2,4172

No solution 113,8 5 HL 1000x748 S355 3,5356 109,9 5 HL 920x725 S460 3,5509 109 7 HL 1000x483 S355 3,4436 107,7 7 HL 920x491 S355 3,5499
114,9 5 HL 920x725 S460 3,5159 112,5 6 HL 920x588 S460 3,5214 110 6 HL 1000x539 S460 3,3625 107,8 8 HL 1000 M S355 3,4757
115,6 6 HE 1000x584 S355 3,3561 112,6 6 HE 1000x584 S355 3,4036 111,2 7 HL 1000x443 S355 3,2613 108,2 7 HL 1000x443 S355 3,3178
116,8 5 HL 1000x642 S460 3,1986 112,8 5 HL 1000x642 S460 3,2416 114 6 HL 1000x483 S355 3,0876 110 8 HL 1000 B S355 3,2487
119,8 5 HL 1100x548 S355 2,8588 117,6 7 HE 1000x438 S355 3,1718 117,8 6 HL 1100 M S355 2,9411 110,8 7 HL 1000 M S355 3,1629

119 5 HL 1000x591 S460 3,094 120 6 HL 1100 B S355 2,7713 115 7 HL 1000 B S355 2,9814
119,8 5 HL 1100 R S355 2,7543 116 7 HL 1100 A S460 2,9739

No solution No solution No solution 123,1 6 HL 920x1194 S460 6,3605 116,3 6 HL 920x1377 S355 7,0272
119,3 6 HL 920x1269 S355 6,5869
122,8 7 HL 1000x976 S460 6,2554

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 119,3 7 HL 920x1269 S460 7,7885 119,3 7 HL 920x1269 S355 7,6737 No solution
125,8 8 HL 1000x976 S460 7,1808

No solution No solution No solution No solution No solution

Span length = 24,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x970 4 S460 111,3 3,583 0,908 37,44 41,54 179 430 12,9 33,2 41,1 60,3 0,44 4,50 4,26 2,86 3,14 3,53 8,59 22089 1,6 16328 <200 2685 4806 *

2,5 HL 1100 R 4 S460 123,8 2,260 0,978 36,91 52,26 297 430 17,5 40,2 41,1 89,3 0,29 4,50 5,15 2,63 2,98 3,53 8,59 18162 1,6 15884 <200 2631 4752 71

3,0 HL 920x725 5 S460 106,9 3,475 0,927 38,08 41,51 199 430 13,2 35,5 41,1 70,8 0,39 4,50 4,56 2,72 2,99 3,53 8,59 20649 1,6 17229 <200 2754 4875 116

3,0 HL 1100 B 5 S460 120,0 2,336 0,971 37,91 52,54 314 440 16,6 39,8 41,1 97,7 0,26 4,50 5,11 2,57 2,90 3,53 8,59 18372 1,6 17123 <200 2741 4863 43

3,5 HL 920x537 6 S355 103,5 3,183 0,948 38,48 56,42 225 335 13,9 38,9 41,1 82,5 0,35 4,50 4,99 2,57 2,84 3,53 8,59 18867 1,6 18007 <200 2800 4921 85

3,5 HL 1100 B 5 S460 117,0 2,389 0,956 38,75 52,64 316 440 15,6 39,2 41,1 97,3 0,24 4,50 5,03 2,54 2,85 3,53 8,59 18674 1,6 18314 <200 2837 4958 36

4,0 HE 900x466 8 S355 100,8 3,638 0,919 39,51 61,16 220 335 13,2 37,7 41,1 85,4 0,31 4,50 4,84 2,54 2,79 3,53 8,59 19479 1,6 19298 <200 2919 5040 66

4,0 HL 1100 A 6 S460 116,0 2,588 0,897 39,91 55,31 313 440 14,5 36,8 41,1 99,9 0,21 4,50 4,72 2,55 2,84 3,53 8,59 19924 1,6 19756 <200 2974 5095 27

4,5 HE 800x444 9 S355 96,2 3,898 0,983 40,31 60,74 222 335 14,0 40,4 41,1 96,9 0,31 4,50 5,18 2,42 2,65 3,53 8,59 18231 1,6 20213 <200 3011 5132 65

4,5 HE 1000 B 7 S460 110,0 2,687 0,971 40,58 54,30 326 440 15,4 39,9 41,1 114,4 0,21 4,50 5,11 2,41 2,69 3,53 8,59 18374 1,6 20549 <200 3052 5173 14

2,5 HL 920x1194 4 S355 115,1 4,155 0,847 38,31 75,49 143 295 10,3 27,0 31,9 49,1 0,41 3,00 3,46 3,10 3,36 3,53 8,59 27239 1,6 17153 211 2785 4739 *

2,5 HL 1000x883 4 S460 117,2 3,352 0,995 37,56 41,47 181 430 12,3 31,7 31,9 60,1 0,37 3,00 4,07 2,91 3,21 3,53 8,59 23094 1,6 16455 <200 2700 4654 140

3,0 HL 920x787 5 S460 111,1 3,741 0,995 38,62 43,73 178 430 11,8 31,7 31,9 65,4 0,35 3,00 4,07 2,84 3,11 3,53 8,59 23169 1,6 17746 <200 2817 4771 131

3,0 HL 1100 R 5 S355 126,8 2,718 0,986 38,80 52,57 243 335 13,4 31,4 31,9 79,2 0,22 3,00 4,03 2,83 3,14 3,53 8,59 23331 1,6 17983 <200 2846 4800 73

3,5 HL 920x787 5 S460 108,1 3,784 0,991 39,31 46,31 178 430 11,1 31,6 31,9 64,8 0,32 3,00 4,05 2,80 3,05 3,53 8,59 23286 1,6 18778 <200 2893 4848 131

3,5 HL 1100 R 5 S355 121,8 2,764 0,999 39,54 52,26 246 335 12,7 31,8 31,9 79,0 0,21 3,00 4,08 2,76 3,06 3,53 8,59 23040 1,6 19072 <200 2929 4883 61

4,0 HL 920x656 6 S460 105,7 3,837 0,990 40,14 48,02 184 430 10,9 31,5 31,9 69,5 0,29 3,00 4,05 2,74 2,98 3,53 8,59 23310 1,6 19912 <200 2993 4947 109

4,0 HL 1100 B 6 S355 122,0 2,783 0,973 40,70 51,58 267 345 12,5 31,0 31,9 88,6 0,18 3,00 3,98 2,72 3,00 3,53 8,59 23665 1,6 20531 <200 3068 5022 37

4,5 HL 920x588 7 S355 104,5 3,998 0,940 41,35 72,70 179 335 10,2 29,9 31,9 68,7 0,25 3,00 3,84 2,74 2,96 3,53 8,59 24563 1,6 21238 <200 3135 5090 98

4,5 HL 1100 A 7 S355 117,0 2,930 0,986 41,61 51,86 268 345 11,9 31,4 31,9 89,7 0,17 3,00 4,03 2,65 2,91 3,53 8,59 23362 1,6 21556 <200 3174 5128 28

4,0 HL 920x1377 6 S355 117,3 6,955 0,462 41,26 128,32 93 295 5,5 13,2 28,6 36,0 0,18 3,00 1,69 3,53 3,72 3,53 8,59 46237 1,6 23905 257 3478 5100 *

4,0 HL 920x1269 6 S355 121,3 6,519 0,459 41,18 123,04 96 295 5,7 13,1 28,6 37,2 0,16 3,00 1,68 3,54 3,74 3,53 8,59 46435 1,6 23844 259 3470 5092 *

4,5 HL 920x1194 7 S355 116,1 7,148 0,440 42,53 132,84 91 295 5,2 12,6 28,6 35,9 0,16 3,00 1,61 3,53 3,71 3,53 8,59 48508 1,6 25297 261 3628 5250 *

4,5 HL 920x1269 6 S355 124,3 6,621 0,431 42,77 125,53 98 295 5,6 12,3 28,6 38,2 0,13 3,00 1,58 3,54 3,73 3,53 8,59 49451 1,6 25566 264 3661 5283 *

4,5 HL 920x1377 7 S355 121,3 8,157 0,411 54,44 150,91 113 295 6,7 11,0 26,8 45,8 0,17 1,50 1,41 3,35 3,52 3,53 8,59 55553 1,6 31311 280 4802 6552 *

4,5 HL 920x1269 7 S355 124,3 7,640 0,424 54,11 144,38 116 295 6,9 11,0 26,8 46,8 0,16 1,50 1,42 3,35 3,53 3,53 8,59 55382 1,6 31110 277 4778 6518 *

5,0 HL 920x1194 8 S355 115,1 8,170 0,424 56,02 150,98 115 295 6,5 11,2 26,8 46,3 0,17 1,50 1,44 3,30 3,46 3,53 8,59 54479 1,6 31969 250 4842 6703 *

5,0 HL 920x1269 7 S355 121,3 7,687 0,431 55,73 144,32 118 295 6,8 11,1 26,8 47,1 0,15 1,50 1,43 3,31 3,48 3,53 8,59 55023 1,6 32142 253 4863 6680 *

5,5 HL 920x1077 9 S355 113,1 8,372 0,418 58,18 161,96 114 315 6,6 11,2 26,8 45,6 0,16 1,50 1,44 3,26 3,42 3,53 8,59 54834 1,6 33322 253 4969 6934 *

5,5 HL 920x1077 8 S355 121,1 7,622 0,430 58,52 148,88 125 315 7,4 11,2 26,8 49,8 0,13 1,50 1,44 3,24 3,41 3,53 8,59 54637 1,6 33577 252 4999 6973 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 24,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

111,9 4 HL 920x725 S355 2,7943 107,5 5 HL 920x588 S355 2,8977 104,5 5 HL 920x588 S355 2,9391 101,8 7 HE 900x466 S355 3,2729 99,2 9 HE 900x391 S355 3,5915
116,8 4 HL 1000x642 S355 2,56 110 5 HL 1000x539 S355 2,7388 109,6 6 HE 1000x438 S460 2,8268 102,7 6 HL 920x491 S355 3,0463 100,2 8 HE 900x391 S460 3,3455
120,8 4 HL 1100x607 S355 2,5133 117,8 5 HL 1100 M S460 2,483 110 5 HL 1000x539 S355 2,7997 105,6 7 HL 920x390 S460 3,0199 100,8 7 HE 900x466 S355 3,3354

111,6 5 HE 1000x494 S460 2,679 107 8 HE 1000 B S460 2,8566 101,3 7 HL 920x420 S355 3,1539
113,2 5 HL 1000x443 S460 2,5284 107,8 7 HE 1000 M S460 2,7748 103,6 7 HL 920x390 S460 3,0796
115,8 5 HL 1000 M S460 2,4159 109,6 6 HE 1000x393 S460 2,6992 105,1 7 HL 920x368 S460 2,9796

110 6 HL 1000 B S460 2,6069 106 7 HL 1000 A S460 2,7516

116,3 4 HL 920x970 S355 3,5231 113,8 5 HL 1000x748 S460 3,6112 111,9 5 HL 920x725 S460 3,5608 109 7 HL 1000x483 S355 3,4418 106,5 7 HL 920x537 S460 3,8415
117,6 6 HE 1000x584 S355 3,3642 113,6 6 HE 1000x584 S355 3,4077 110,2 6 HL 1000x554 S460 3,4269 107,8 8 HL 1000 M S355 3,4738
119,8 5 HL 1000x642 S460 3,2119 116,8 5 HL 1000x642 S460 3,2629 113 6 HL 1000x539 S355 3,3139 111,2 7 HL 1000x443 S355 3,3381
120,8 5 HL 1100x607 S460 3,1344 119 5 HL 1000x591 S460 3,0926 113,2 7 HL 1000x443 S355 3,2726 112 8 HL 1000 B S355 3,2615
122,8 5 HL 1100x548 S355 2,8721 119,8 5 HL 1100x548 S355 2,9264 115,8 7 HL 1000 M S355 3,1155 112,8 7 HL 1000 M S355 3,1759

117 6 HL 1000x483 S355 3,1056 115,8 8 HE 1000 M S355 3,1452
117,8 6 HL 1100 M S355 2,9396 116,6 7 HE 1000x393 S355 3,0988

117 7 HL 1100 A S460 2,9795

No solution No solution No solution 121,3 6 HL 920x1269 S460 6,6755 121,3 6 HL 920x1377 S355 7,0615
124,3 6 HL 920x1269 S460 6,778

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 124,3 7 HL 920x1269 S460 7,8225 121,3 7 HL 920x1269 S460 7,8702 115,1 8 HL 920x1194 S355 8,2326
119,3 9 HL 920x970 S355 7,7434

No solution No solution No solution No solution No solution

Span length = 24,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x725 4 S355 114,9 2,805 0,980 37,64 51,08 235 325 16,7 40,8 41,7 83,1 0,38 4,50 5,19 2,60 2,91 3,51 8,53 18551 1,6 15912 <200 2661 4801 108

2,5 HL 1100 R 4 S460 123,8 2,259 0,999 37,59 52,26 303 430 17,8 41,6 41,7 93,0 0,29 4,50 5,29 2,58 2,92 3,51 8,53 18162 1,6 15884 <200 2657 4797 68

3,0 HL 920x656 5 S355 105,7 3,125 0,965 38,44 57,54 222 335 14,5 40,2 41,7 80,7 0,41 4,50 5,11 2,57 2,85 3,51 8,53 18906 1,6 16915 <200 2744 4884 98

3,0 HL 1100 B 5 S460 120,0 2,335 0,991 38,61 52,54 320 440 16,9 41,3 41,7 101,6 0,26 4,50 5,25 2,52 2,84 3,51 8,53 18372 1,6 17123 <200 2769 4909 41

3,5 HL 920x537 6 S355 103,5 3,181 0,968 39,19 56,42 230 335 14,2 40,3 41,7 85,9 0,35 4,50 5,12 2,52 2,78 3,51 8,53 18867 1,6 18007 <200 2828 4968 84

3,5 HL 1100 B 5 S460 117,0 2,388 0,977 39,47 52,64 322 440 15,9 40,7 41,7 101,2 0,24 4,50 5,17 2,49 2,79 3,51 8,53 18674 1,6 18314 <200 2866 5006 34

4,0 HE 900x466 8 S355 100,8 3,636 0,939 40,24 61,16 225 335 13,5 39,1 41,7 88,9 0,31 4,50 4,97 2,49 2,74 3,51 8,53 19479 1,6 19298 <200 2948 5088 63

4,0 HL 1100 A 6 S460 116,0 2,586 0,916 40,65 55,31 320 440 14,8 38,2 41,7 103,9 0,21 4,50 4,85 2,49 2,78 3,51 8,53 19924 1,6 19756 <200 3004 5144 25

4,5 HE 800x444 9 S460 99,2 4,000 0,973 41,40 42,85 225 430 14,2 39,7 41,7 101,0 0,29 4,50 5,04 2,41 2,65 3,51 8,53 19205 1,6 20550 <200 3083 5223 66

4,5 HE 1000 B 7 S460 115,0 2,722 0,904 41,91 55,80 329 440 15,4 37,7 41,7 119,7 0,18 4,50 4,78 2,44 2,71 3,51 8,53 20150 1,6 21111 <200 3151 5291 13

2,5 HL 920x1194 4 S355 115,1 4,153 0,873 39,02 75,49 146 295 10,5 28,0 32,1 51,1 0,41 3,00 3,56 3,04 3,30 3,51 8,53 27239 1,6 17153 210 2813 4778 *

2,5 HL 1000x883 4 S460 121,2 3,367 0,980 38,51 41,66 183 430 12,6 31,4 32,1 62,5 0,33 3,00 3,99 2,90 3,20 3,51 8,53 24170 1,6 16705 <200 2758 4723 140

3,0 HL 920x787 5 S460 113,1 3,749 1,000 39,48 44,00 181 430 12,1 32,1 32,1 68,0 0,33 3,00 4,07 2,81 3,07 3,51 8,53 23748 1,6 17896 <200 2864 4829 130

3,0 HL 1100x548 5 S355 124,8 2,881 0,983 39,54 56,96 227 335 12,8 31,5 32,1 75,1 0,23 3,00 4,00 2,82 3,12 3,51 8,53 24123 1,6 17991 <200 2876 4841 88

3,5 HL 920x787 5 S460 111,1 3,800 0,982 40,30 46,63 181 430 11,4 31,5 32,1 67,6 0,30 3,00 4,00 2,78 3,03 3,51 8,53 24205 1,6 19041 <200 2955 4920 129

3,5 HL 1100 R 5 S355 123,8 2,774 1,000 40,45 52,75 249 335 12,9 32,0 32,1 82,3 0,20 3,00 4,07 2,74 3,03 3,51 8,53 23735 1,6 19247 <200 2980 4945 58

4,0 HL 920x725 6 S355 106,9 4,084 0,932 41,29 74,72 170 325 10,3 29,9 32,1 65,2 0,28 3,00 3,80 2,79 3,02 3,51 8,53 25500 1,6 20294 <200 3070 5035 118

4,0 HL 1100 B 6 S355 125,0 2,801 0,956 41,77 52,38 270 345 12,6 30,6 32,1 92,5 0,16 3,00 3,89 2,71 2,99 3,51 8,53 24830 1,6 20831 <200 3136 5101 35

4,5 HL 920x588 7 S460 104,5 4,081 0,968 42,12 91,72 182 430 10,4 31,0 32,1 71,5 0,25 3,00 3,94 2,68 2,91 3,51 8,53 24563 1,6 21238 <200 3167 5132 99

4,5 HL 1100 A 7 S355 119,0 2,943 0,983 42,62 52,40 272 345 12,1 31,5 32,1 93,6 0,16 3,00 4,00 2,63 2,89 3,51 8,53 24137 1,6 21781 <200 3234 5199 26

4,0 HL 920x1377 6 S460 124,3 7,168 0,562 42,74 78,13 95 430 5,7 12,7 28,7 37,9 0,15 3,00 1,62 3,53 3,73 3,51 8,53 49580 1,6 24605 264 3599 5230 *

4,0 HL 920x1377 6 S355 124,3 6,998 0,443 42,74 130,96 95 295 5,7 12,7 28,7 37,9 0,15 3,00 1,62 3,53 3,73 3,51 8,53 49580 1,6 24605 264 3599 5230 *

4,5 HL 920x1269 7 S355 116,3 7,520 0,431 43,72 141,09 88 295 5,0 12,4 28,7 35,3 0,16 3,00 1,57 3,53 3,70 3,51 8,53 51164 1,6 25664 266 3710 5341 *

4,5 HL 920x1194 7 S355 123,1 7,197 0,422 44,12 135,68 93 295 5,4 12,1 28,7 37,8 0,13 3,00 1,54 3,53 3,71 3,51 8,53 52143 1,6 26084 268 3761 5392 *

4,5 HL 920x1377 7 S355 119,3 8,139 0,433 57,01 150,06 118 295 7,1 11,6 26,9 47,7 0,18 1,50 1,48 3,26 3,43 3,51 8,53 54489 1,6 31086 251 4823 6740 *

4,5 HL 920x1269 7 S355 124,3 7,637 0,439 56,15 144,38 120 295 7,3 11,4 26,9 48,7 0,16 1,50 1,45 3,29 3,47 3,51 8,53 55382 1,6 31110 255 4826 6662 *

5,0 HL 920x1194 8 S355 115,1 8,167 0,442 58,57 150,98 119 295 7,0 11,7 26,9 48,1 0,17 1,50 1,48 3,23 3,39 3,51 8,53 54479 1,6 31969 252 4891 6899 *

5,0 HL 1000x976 8 S355 125,8 7,015 0,460 58,15 140,99 133 315 7,7 11,5 26,9 52,1 0,13 1,50 1,47 3,23 3,42 3,51 8,53 54745 1,6 32120 252 4909 6865 159

5,5 HL 920x1077 9 S355 113,1 8,369 0,431 60,74 161,96 118 315 7,1 11,6 26,9 47,5 0,16 1,50 1,47 3,19 3,35 3,51 8,53 54834 1,6 33322 253 5019 7130 *

5,5 HL 920x1077 8 S355 118,1 7,593 0,456 61,63 147,42 132 315 8,1 12,0 26,9 51,7 0,14 1,50 1,53 3,14 3,31 3,51 8,53 52775 1,6 33164 250 4999 7207 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 25,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 109,5 5 HL 920x588 S355 2,9062 105,5 5 HL 920x588 S355 2,9435 103,5 6 HL 920x537 S355 3,2426 99,2 9 HE 900x391 S355 3,5895
110,2 5 HL 1000x554 S355 2,7909 110,2 5 HL 1000x554 S355 2,8518 103,7 6 HL 920x491 S355 3,0513 100,8 7 HE 900x466 S355 3,3337
117,8 5 HL 1100 M S460 2,4817 110,6 6 HE 1000x438 S460 2,831 107,8 6 HL 1000 M S460 2,7781 101,3 7 HL 920x420 S355 3,1522

112,8 7 HE 1000 M S460 2,7356 111,6 6 HE 1000x393 S460 2,7108 103,6 7 HL 920x390 S460 3,078
113,6 5 HE 1000x494 S460 2,6891 112 6 HL 1000 B S460 2,6185 106 9 HE 1000 A S460 2,9658
116,2 5 HL 1000x443 S460 2,5443 107 7 HL 1000 A S460 2,7574

117,8 4 HL 1000x976 S355 3,5443 113,8 5 HL 1000x748 S460 3,6097 113,8 5 HL 1000x748 S460 3,6721 108,7 6 HL 920x656 S460 3,8547 108,2 8 HL 1000x443 S355 3,6738
120,6 6 HE 1000x584 S355 3,3773 114,9 5 HL 920x725 S460 3,5764 110 7 HL 1000x539 S460 3,7982 109 7 HL 1000x483 S355 3,5165
120,8 5 HL 1100x607 S460 3,133 117,6 6 HE 1000x584 S355 3,4289 111 6 HL 1000x591 S460 3,5894 110,8 8 HL 1000 M S355 3,4939
124,8 5 HL 1100x548 S460 2,937 119,8 5 HL 1100x548 S355 2,9251 112 7 HL 1000x483 S355 3,4596 113,2 7 HL 1000x443 S355 3,351

113,2 6 HL 1000x554 S460 3,4448 115 8 HL 1000 B S355 3,2817
115 6 HL 1000x539 S355 3,3253 115,8 7 HL 1000 M S355 3,1962

116,2 7 HL 1000x443 S355 3,2904 117 7 HL 1100 B S355 3,1604
117,6 7 HE 1000x438 S355 3,2419 119 7 HL 1100 A S460 2,9926
118,8 6 HL 1100 M S355 2,9446

No solution No solution No solution No solution 123,1 7 HL 920x1194 S460 7,3689

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 124,3 7 HL 920x1269 S460 7,8199 119,3 7 HL 920x1269 S355 7,6685 115,1 8 HL 920x1194 S355 8,2298
123,1 7 HL 920x1194 S355 7,3269 118,1 8 HL 920x1077 S460 7,7699
125,8 8 HL 1000x976 S460 7,1755

No solution No solution No solution No solution No solution

Span length = 25,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,258 0,827 39,73 48,49 154 430 11,4 29,0 42,1 53,1 0,42 4,50 3,65 2,98 3,24 3,49 8,47 27239 1,6 17153 208 2841 4999 *

2,5 HL 1000x883 4 S460 116,2 3,351 0,932 38,88 42,01 195 430 13,5 34,4 42,1 65,0 0,38 4,50 4,33 2,79 3,07 3,49 8,47 22841 1,6 16392 <200 2747 4905 133

3,0 HL 920x656 5 S355 105,7 3,129 0,991 39,15 57,54 226 335 14,8 41,7 42,1 83,9 0,41 4,50 5,24 2,52 2,79 3,49 8,47 18906 1,6 16915 <200 2771 4929 96

3,0 HL 1100 B 5 S460 122,0 2,346 0,987 39,47 52,98 325 440 17,1 41,5 42,1 105,7 0,25 4,50 5,22 2,50 2,82 3,49 8,47 18944 1,6 17273 <200 2815 4974 38

3,5 HL 920x537 6 S355 103,5 3,185 0,993 39,91 56,42 234 335 14,4 41,8 42,1 89,3 0,35 4,50 5,26 2,47 2,73 3,49 8,47 18867 1,6 18007 <200 2856 5015 82

3,5 HL 1100 B 5 S460 118,0 2,395 0,986 40,28 52,87 328 440 16,2 41,5 42,1 105,3 0,23 4,50 5,22 2,45 2,75 3,49 8,47 18972 1,6 18401 <200 2905 5063 32

4,0 HE 900x466 8 S355 100,8 3,640 0,963 40,97 61,16 229 335 13,7 40,5 42,1 92,4 0,32 4,50 5,10 2,45 2,69 3,49 8,47 19479 1,6 19298 <200 2978 5136 60

4,0 HL 1100 A 6 S460 116,0 2,588 0,940 41,40 55,31 326 440 15,1 39,6 42,1 108,1 0,21 4,50 4,97 2,45 2,73 3,49 8,47 19924 1,6 19756 <200 3034 5192 24

4,5 HE 800x444 9 S460 99,2 4,004 0,984 42,16 43,15 230 430 14,5 41,1 42,1 105,1 0,29 4,50 5,18 2,36 2,60 3,49 8,47 19205 1,6 20550 <200 3113 5272 63

4,5 HL 1000 A 7 S460 109,0 2,774 0,988 42,10 56,62 314 440 15,1 41,6 42,1 115,5 0,21 4,50 5,23 2,35 2,61 3,49 8,47 18968 1,6 20554 <200 3114 5272 25

2,5 HL 920x1194 4 S355 115,1 4,159 0,899 39,73 75,49 148 295 10,7 29,0 32,2 53,1 0,42 3,00 3,65 2,98 3,24 3,49 8,47 27239 1,6 17153 208 2841 4817 *

2,5 HL 1000x883 4 S460 124,2 3,383 0,974 39,41 41,97 186 430 12,9 31,4 32,2 65,1 0,31 3,00 3,95 2,88 3,18 3,49 8,47 25047 1,6 16892 201 2809 4785 139

3,0 HL 920x1077 4 S355 113,1 3,882 0,957 40,32 73,12 165 315 11,0 30,9 32,2 59,6 0,38 3,00 3,88 2,85 3,10 3,49 8,47 25578 1,6 18006 <200 2906 4882 *

3,0 HL 1100x548 5 S355 127,8 2,898 0,972 40,50 57,69 230 335 13,0 31,3 32,2 78,2 0,22 3,00 3,94 2,81 3,10 3,49 8,47 25135 1,6 18216 <200 2932 4908 85

3,5 HL 920x970 5 S355 111,3 4,374 0,864 41,71 81,72 154 315 9,8 27,8 32,2 57,7 0,31 3,00 3,50 2,90 3,14 3,49 8,47 28382 1,6 19643 207 3059 5035 *

3,5 HL 1100 R 5 S355 126,8 2,794 0,984 41,47 53,52 253 335 13,0 31,7 32,2 85,7 0,19 3,00 3,99 2,73 3,02 3,49 8,47 24833 1,6 19510 <200 3043 5018 55

4,0 HL 920x725 6 S355 106,9 4,089 0,960 42,05 74,72 173 325 10,4 31,0 32,2 67,8 0,28 3,00 3,89 2,73 2,96 3,49 8,47 25500 1,6 20294 <200 3101 5077 115

4,0 HL 1100 B 6 S355 125,0 2,803 0,985 42,54 52,38 275 345 12,8 31,7 32,2 96,2 0,17 3,00 3,99 2,66 2,94 3,49 8,47 24830 1,6 20831 <200 3167 5143 33

4,5 HL 920x588 7 S460 104,5 4,085 0,997 42,89 91,72 185 430 10,6 32,2 32,2 74,4 0,25 3,00 4,05 2,63 2,85 3,49 8,47 24563 1,6 21238 <200 3199 5175 96

4,5 HL 1100 A 7 S355 121,0 2,960 0,980 43,64 52,96 276 345 12,2 31,6 32,2 97,6 0,15 3,00 3,97 2,61 2,87 3,49 8,47 24946 1,6 22006 <200 3294 5270 25

4,5 HL 920x1377 7 S355 117,3 8,079 0,425 45,23 149,24 88 295 4,9 12,3 28,8 36,2 0,15 3,00 1,54 3,49 3,66 3,49 8,47 53477 1,6 26315 271 3827 5467 *

4,5 HL 920x1269 7 S355 121,3 7,568 0,423 45,11 143,11 90 295 5,2 12,2 28,8 37,1 0,14 3,00 1,53 3,50 3,68 3,49 8,47 53703 1,6 26226 272 3816 5456 *

4,5 HL 920x1377 7 S355 116,3 8,130 0,459 59,74 148,84 124 295 7,6 12,4 27,0 49,6 0,20 1,50 1,56 3,17 3,34 3,49 8,47 52990 1,6 30748 251 4829 6947 *

4,5 HL 920x1269 7 S355 119,3 7,612 0,470 59,34 142,28 127 295 7,9 12,5 27,0 50,7 0,18 1,50 1,57 3,17 3,34 3,49 8,47 52649 1,6 30547 250 4804 6906 *

5,0 HL 920x1194 8 S355 115,1 8,179 0,458 60,87 150,98 124 295 7,4 12,1 27,0 50,0 0,17 1,50 1,52 3,17 3,33 3,49 8,47 54479 1,6 31969 253 4940 7075 *

5,0 HL 1000x976 8 S355 122,8 7,000 0,486 61,04 139,61 140 315 8,3 12,4 27,0 54,2 0,14 1,50 1,56 3,14 3,31 3,49 8,47 52920 1,6 31745 251 4912 7084 154

5,5 HL 920x1077 9 S355 113,1 8,381 0,444 63,03 161,96 122 315 7,4 12,0 27,0 49,3 0,16 1,50 1,51 3,13 3,29 3,49 8,47 54834 1,6 33322 253 5069 7304 *

5,5 HL 920x1077 8 S355 116,1 7,585 0,478 64,21 146,49 137 315 8,6 12,7 27,0 53,7 0,15 1,50 1,61 3,06 3,22 3,49 8,47 51607 1,6 32889 250 5015 7399 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 25,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 111 5 HL 1000x591 S355 2,9268 107,5 5 HL 920x588 S355 2,9581 103,5 6 HL 920x537 S355 3,246 99,2 9 HE 900x391 S355 3,5929
112,5 5 HL 920x588 S355 2,924 112,6 6 HE 1000x438 S460 2,8451 107,8 7 HL 1000 M S355 3,0646 101,8 7 HL 920x449 S355 3,3012
117 5 HL 1000x483 S460 2,6284 114 5 HL 1000x483 S460 2,6783 108,2 6 HL 1000x443 S460 2,9361 104,3 7 HL 920x420 S355 3,1771

117,8 5 HL 1100 M S460 2,4839 116,2 5 HL 1000x443 S460 2,5465 108,8 6 HL 1000 M S460 2,787 105,6 7 HL 920x390 S460 3,0953
112 6 HL 1000 B S460 2,6206 106 8 HL 1000 A S460 3,0322

107 8 HE 1000 B S460 2,9328
107,8 7 HE 1000 M S460 2,8513

117,8 4 HL 1000x976 S460 3,6294 114,8 5 HL 1000x748 S460 3,6189 112,6 7 HE 1000x584 S355 3,8602 110 7 HL 1000x539 S460 3,8022 108,5 7 HL 920x537 S460 3,8584
120,8 4 HL 1000x976 S355 3,5613 120,8 5 HL 1100x607 S460 3,1363 113,1 5 HL 920x787 S460 3,8156 112 6 HL 1000x591 S460 3,5998 109 9 HE 1000x415 S355 3,8236

127,8 5 HL 1100x548 S460 2,9545 113,8 5 HL 1000x748 S460 3,6765 114 7 HL 1000x483 S355 3,4762 109,2 8 HL 1000x443 S355 3,6847
118,6 7 HE 1000x494 S355 3,4533 115,2 6 HL 1000x554 S355 3,393 112 7 HL 1000x483 S355 3,5419
119,8 5 HL 1000x642 S460 3,2822 117,8 7 HL 1100 M S355 3,3 112,8 8 HL 1000 M S355 3,5118
120,8 5 HL 1100x607 S460 3,2056 118,8 6 HL 1100 R S355 3,23 115 8 HL 1000 B S355 3,2845
122,8 5 HL 1100x548 S355 2,9451 120,8 6 HL 1100 M S355 2,9602 115,8 7 HL 1000 M S355 3,199

117 7 HL 1100 B S355 3,163
121 7 HL 1100 A S460 3,0094

No solution No solution No solution No solution 121,3 7 HL 920x1269 S460 7,7508

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 119,3 7 HL 920x1269 S460 7,7945 116,3 7 HL 920x1269 S355 7,6553 114,3 9 HL 920x970 S355 7,7065
120,1 7 HL 920x1194 S355 7,3129
122,8 8 HL 1000x976 S460 7,1606

No solution No solution No solution No solution No solution

Span length = 25,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,256 0,837 40,44 48,76 157 430 11,6 30,0 42,5 55,3 0,42 4,50 3,74 2,92 3,18 3,47 8,40 27239 1,5 17153 206 2869 5043 *

2,5 HL 1000x883 4 S460 116,2 3,349 0,943 39,58 42,26 199 430 13,7 35,7 42,5 67,6 0,38 4,50 4,45 2,73 3,02 3,47 8,40 22841 1,5 16392 <200 2774 4948 131

3,0 HL 920x725 5 S460 106,9 3,477 0,959 40,21 42,28 211 430 14,0 39,6 42,5 79,6 0,40 4,50 4,93 2,56 2,82 3,47 8,40 20649 1,5 17229 <200 2838 5011 109

3,0 HL 1100 B 5 S460 125,0 2,360 0,966 40,43 53,67 329 440 17,3 41,1 42,5 109,9 0,23 4,50 5,11 2,49 2,81 3,47 8,40 19848 1,5 17498 <200 2871 5045 36

3,5 HL 920x588 6 S355 104,5 3,402 0,942 40,95 61,78 220 335 13,8 40,0 42,5 85,4 0,34 4,50 4,98 2,50 2,75 3,47 8,40 20425 1,5 18296 <200 2921 5094 89

3,5 HL 1100 B 5 S460 125,0 2,434 0,909 41,67 54,59 329 440 16,1 38,4 42,5 109,8 0,20 4,50 4,78 2,50 2,81 3,47 8,40 21246 1,5 19014 <200 3011 5184 30

4,0 HE 900x466 8 S355 100,8 3,638 0,988 41,72 61,16 233 335 14,0 42,0 42,5 96,1 0,32 4,50 5,23 2,40 2,64 3,47 8,40 19479 1,5 19298 <200 3007 5180 57

4,0 HL 1100 A 6 S460 121,0 2,619 0,898 42,68 56,62 329 440 15,2 37,7 42,5 112,9 0,18 4,50 4,70 2,47 2,75 3,47 8,40 21637 1,5 20256 <200 3127 5300 22

4,5 HE 900x391 9 S355 100,2 3,598 0,996 42,72 58,47 247 335 14,0 42,3 42,5 103,2 0,28 4,50 5,27 2,34 2,57 3,47 8,40 19345 1,5 20361 <200 3121 5294 36

4,5 HL 1000 A 7 S460 111,0 2,787 0,978 43,11 57,17 319 440 15,3 41,6 42,5 120,4 0,20 4,50 5,18 2,33 2,59 3,47 8,40 19653 1,5 20779 <200 3173 5346 24

2,5 HL 920x1194 4 S355 115,1 4,158 0,925 40,44 75,49 151 295 10,9 30,0 32,4 55,3 0,42 3,00 3,74 2,92 3,18 3,47 8,40 27239 1,5 17153 206 2869 4856 *

2,5 HL 1000x976 4 S460 118,8 3,632 0,992 40,03 44,97 175 430 12,0 32,2 32,4 61,6 0,36 3,00 4,01 2,85 3,12 3,47 8,40 25339 1,5 16791 <200 2824 4811 149

3,0 HL 920x1077 4 S355 113,1 3,881 0,986 41,05 73,12 168 315 11,2 32,0 32,4 62,0 0,38 3,00 3,98 2,79 3,04 3,47 8,40 25578 1,5 18006 <200 2935 4921 *

3,0 HL 1100x607 5 S460 123,8 3,150 0,991 41,13 44,88 216 430 12,4 32,1 32,4 74,2 0,24 3,00 4,00 2,77 3,06 3,47 8,40 25397 1,5 18106 <200 2947 4934 96

3,5 HL 920x970 5 S355 111,3 4,373 0,889 42,47 81,72 156 315 10,0 28,9 32,4 60,0 0,31 3,00 3,59 2,85 3,08 3,47 8,40 28382 1,5 19643 206 3089 5076 *

3,5 HL 1100x548 5 S355 124,8 2,955 0,985 42,21 57,90 236 335 12,5 32,0 32,4 81,2 0,20 3,00 3,98 2,71 2,99 3,47 8,40 25550 1,5 19486 <200 3070 5056 67

4,0 HL 920x725 6 S460 106,9 4,177 0,989 42,81 52,03 177 430 10,6 32,1 32,4 70,5 0,28 3,00 4,00 2,68 2,90 3,47 8,40 25500 1,5 20294 <200 3132 5118 118

4,0 HL 1100 M 6 S355 122,8 2,972 0,991 43,25 56,87 256 345 12,3 32,2 32,4 90,9 0,18 3,00 4,00 2,64 2,91 3,47 8,40 25408 1,5 20770 <200 3191 5178 41

4,5 HL 920x656 7 S355 105,7 4,340 0,935 44,16 81,02 171 335 9,9 30,3 32,4 70,1 0,25 3,00 3,78 2,68 2,89 3,47 8,40 26989 1,5 21681 <200 3286 5272 106

4,5 HL 1100 A 7 S460 124,0 3,030 0,960 44,79 66,83 281 440 12,3 31,1 32,4 101,9 0,14 3,00 3,88 2,60 2,86 3,47 8,40 26223 1,5 22344 <200 3369 5355 24

4,5 HL 920x1377 7 S460 124,3 8,326 0,532 46,89 90,46 89 430 5,2 11,9 29,0 38,1 0,13 3,00 1,48 3,49 3,66 3,47 8,40 57251 1,5 27102 281 3964 5613 *

4,5 HL 920x1269 7 S355 124,3 7,587 0,422 46,30 144,38 92 295 5,3 12,2 29,0 38,7 0,13 3,00 1,53 3,47 3,64 3,47 8,40 55382 1,5 26564 278 3896 5545 *

4,5 HL 920x1269 7 S355 116,3 7,587 0,494 62,00 141,09 133 295 8,4 13,3 27,2 52,7 0,20 1,50 1,66 3,08 3,25 3,47 8,40 51164 1,5 30210 250 4810 7103 *

4,5 HL 920x1377 6 S355 124,3 7,148 0,522 62,49 132,42 143 295 9,4 13,3 27,2 55,8 0,17 1,50 1,66 3,06 3,24 3,47 8,40 51139 1,5 30574 250 4855 7157 *

5,0 HL 920x1194 8 S355 115,1 8,177 0,473 63,11 150,98 128 295 7,8 12,5 27,2 52,0 0,18 1,50 1,56 3,11 3,26 3,47 8,40 54479 1,5 31969 253 4989 7243 *

5,0 HL 1000x976 8 S355 118,8 6,965 0,514 63,91 137,86 148 315 8,9 13,4 27,2 56,3 0,15 1,50 1,67 3,03 3,20 3,47 8,40 50678 1,5 31245 250 4898 7295 148

5,5 HL 920x970 9 S355 112,3 7,686 0,509 67,09 145,98 143 315 9,2 13,6 27,2 56,4 0,16 1,50 1,70 2,96 3,12 3,47 8,40 49947 1,5 32585 250 5027 7615 *

5,5 HL 920x1077 8 S355 113,1 7,556 0,505 66,80 145,13 144 315 9,1 13,6 27,2 55,8 0,17 1,50 1,70 2,97 3,13 3,47 8,40 49961 1,5 32477 250 5013 7585 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 25,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 108,7 5 HL 920x656 S355 3,1419 105,7 5 HL 920x656 S355 3,1838 103,5 6 HL 920x537 S355 3,2445 101,8 7 HL 920x449 S355 3,2996
111 5 HL 1000x591 S355 2,9256 111 5 HL 1000x591 S355 2,9868 107,8 7 HL 1000 M S355 3,0631 106 8 HL 1000 A S460 3,0305

112,5 5 HL 920x588 S355 2,9228 112,5 5 HL 920x588 S355 2,9853 108,2 6 HL 1000x443 S460 2,9347 107 7 HL 1000 B S460 2,9739
118,8 5 HL 1100 M S460 2,4876 117 5 HL 1000x483 S460 2,6941 110,6 6 HE 1000x438 S460 2,8999 110 8 HE 1000 B S460 2,9531

117,8 5 HL 1100 M S460 2,5508 110,8 6 HL 1000 M S460 2,7986 110,8 7 HE 1000 M S460 2,8718
115 6 HL 1000 B S460 2,6388

No solution 118,8 5 HL 1000x748 S460 3,637 112,6 7 HE 1000x584 S355 3,8584 110 7 HL 1000x539 S460 3,8005 107,5 7 HL 920x588 S460 4,1056
113,8 5 HL 1000x748 S460 3,675 114 6 HL 1000x591 S460 3,6112 109 8 HL 1000x483 S460 3,9859
120,6 6 HE 1000x584 S355 3,4483 117 7 HL 1000x483 S355 3,494 109,6 9 HE 1000x438 S355 3,9719
120,8 5 HL 1100x607 S460 3,2043 117,8 7 HL 1100 M S355 3,2984 110 7 HL 1000x539 S460 3,8772

118,8 6 HL 1100 R S355 3,2285 111,2 8 HL 1000x443 S355 3,6975
112,8 8 HL 1000 M S355 3,51
116,2 7 HL 1000x443 S355 3,3745
117 7 HL 1100 B S355 3,1614

No solution No solution No solution No solution 124,3 7 HL 920x1269 S460 7,7702

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 123,1 7 HL 920x1194 S355 7,2633 116,3 7 HL 920x1269 S355 7,6528 No solution
118,1 7 HL 920x1194 S355 7,2943
118,8 8 HL 1000x976 S460 7,1256

No solution No solution No solution No solution No solution

Span length = 25,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 1000x748 4 S355 114,8 2,886 0,991 39,78 54,42 235 325 15,9 42,5 42,9 82,4 0,39 4,50 5,25 2,53 2,83 3,45 8,34 19838 1,5 15956 <200 2746 4940 103

2,5 HL 1000x748 4 S355 114,8 2,886 0,991 39,78 54,42 235 325 15,9 42,5 42,9 82,4 0,39 4,50 5,25 2,53 2,83 3,45 8,34 19838 1,5 15956 <200 2746 4940 103

3,0 HL 920x725 5 S460 106,9 3,475 0,969 40,92 42,54 215 430 14,2 41,0 42,9 82,8 0,40 4,50 5,06 2,51 2,77 3,45 8,34 20649 1,5 17229 <200 2866 5059 107

3,0 HL 1100 M 5 S460 120,8 2,496 0,995 40,96 58,01 308 440 16,7 42,7 42,9 104,0 0,26 4,50 5,27 2,45 2,76 3,45 8,34 19781 1,5 17319 <200 2877 5070 46

3,5 HL 920x588 6 S355 104,5 3,401 0,967 41,68 61,78 224 335 14,0 41,5 42,9 88,7 0,35 4,50 5,11 2,45 2,70 3,45 8,34 20425 1,5 18296 <200 2949 5143 87

3,5 HL 1100 M 5 S460 117,8 2,550 0,981 41,87 58,14 309 440 15,7 42,1 42,9 103,6 0,24 4,50 5,19 2,42 2,71 3,45 8,34 20089 1,5 18515 <200 2977 5171 38

4,0 HE 900x466 8 S355 101,8 3,643 0,999 42,57 61,43 237 335 14,2 42,9 42,9 100,0 0,31 4,50 5,29 2,36 2,60 3,45 8,34 19770 1,5 19398 <200 3049 5243 54

4,0 HL 1000 B 6 S460 115,0 2,637 0,998 42,90 57,15 322 440 16,3 42,8 42,9 123,0 0,22 4,50 5,28 2,34 2,62 3,45 8,34 19768 1,5 19753 <200 3094 5287 31

4,5 HE 900x466 8 S355 100,8 3,705 0,976 43,65 61,86 238 335 13,8 41,9 42,9 99,7 0,28 4,50 5,16 2,34 2,57 3,45 8,34 20215 1,5 20502 <200 3169 5363 48

4,5 HL 1000 A 7 S460 114,0 2,808 0,951 44,25 58,03 324 440 15,4 40,8 42,9 125,6 0,19 4,50 5,03 2,33 2,59 3,45 8,34 20739 1,5 21116 <200 3247 5440 22

2,5 HL 920x1194 4 S355 115,1 4,156 0,954 41,17 75,49 154 295 11,0 31,1 32,6 57,5 0,42 3,00 3,84 2,86 3,12 3,45 8,34 27239 1,5 17153 205 2897 4902 *

2,5 HL 1000x976 4 S460 122,8 3,647 0,979 41,01 45,10 177 430 12,3 31,9 32,6 64,1 0,33 3,00 3,94 2,83 3,11 3,45 8,34 26460 1,5 17041 203 2883 4887 148

3,0 HL 920x1194 4 S460 115,1 4,320 0,914 42,29 52,10 156 430 10,5 29,8 32,6 58,3 0,37 3,00 3,68 2,85 3,09 3,45 8,34 28425 1,5 18454 207 3020 5024 *

3,0 HL 1100x607 5 S460 125,8 3,158 0,995 42,03 45,30 219 430 12,6 32,5 32,6 77,1 0,23 3,00 4,00 2,74 3,03 3,45 8,34 26059 1,5 18256 <200 2995 4999 96

3,5 HL 920x970 5 S355 111,3 4,371 0,916 43,20 81,72 159 315 10,2 29,9 32,6 62,4 0,31 3,00 3,69 2,79 3,02 3,45 8,34 28382 1,5 19643 204 3120 5124 *

3,5 HL 1100x548 5 S355 127,8 2,971 0,972 43,24 58,70 239 335 12,6 31,7 32,6 84,6 0,19 3,00 3,91 2,70 2,98 3,45 8,34 26687 1,5 19749 <200 3133 5137 65

4,0 HL 920x787 6 S355 108,1 4,380 0,942 43,98 81,30 167 325 10,1 30,8 32,6 67,7 0,28 3,00 3,79 2,71 2,92 3,45 8,34 27574 1,5 20651 201 3207 5212 124

4,0 HL 1100 M 6 S355 125,8 2,990 0,975 44,36 57,71 260 345 12,4 31,8 32,6 94,7 0,17 3,00 3,92 2,63 2,90 3,45 8,34 26613 1,5 21070 <200 3260 5264 39

4,5 HL 920x656 7 S355 105,7 4,338 0,964 44,96 81,02 174 335 10,1 31,4 32,6 72,9 0,25 3,00 3,88 2,62 2,83 3,45 8,34 26989 1,5 21681 200 3318 5322 104

4,5 HL 1100 A 7 S460 124,0 3,028 0,989 45,60 66,83 286 440 12,5 32,3 32,6 106,0 0,14 3,00 3,98 2,55 2,80 3,45 8,34 26223 1,5 22344 <200 3402 5406 23

4,5 HL 920x1269 7 S355 116,3 7,585 0,510 64,17 141,09 138 295 8,8 13,8 27,3 54,7 0,20 1,50 1,70 3,02 3,19 3,45 8,34 51164 1,5 30210 251 4857 7262 *

4,5 HL 920x1377 6 S355 124,3 7,146 0,547 64,67 132,42 147 295 9,8 13,8 27,3 58,0 0,17 1,50 1,70 3,00 3,18 3,45 8,34 51139 1,5 30574 251 4903 7317 *

5,0 HL 920x1194 8 S355 115,1 8,174 0,489 65,33 150,98 132 295 8,1 13,0 27,3 54,0 0,18 1,50 1,60 3,05 3,20 3,45 8,34 54479 1,5 31969 253 5038 7406 *

5,0 HL 1000x883 8 S355 124,2 6,477 0,575 66,70 127,89 166 315 10,3 14,0 27,3 64,0 0,14 1,50 1,73 2,95 3,13 3,45 8,34 50093 1,5 31448 250 4972 7514 133

5,5 HL 920x970 9 S355 111,3 7,674 0,531 69,35 145,54 148 315 9,6 14,3 27,3 58,6 0,17 1,50 1,76 2,90 3,05 3,45 8,34 49420 1,5 32448 250 5059 7775 *

5,5 HL 1100x607 9 S460 128,8 5,626 0,623 69,27 99,05 199 430 11,2 14,3 27,3 70,8 0,10 1,50 1,76 2,88 3,07 3,45 8,34 49117 1,5 32707 250 5092 7775 101

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 25,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 110,7 5 HL 920x656 S355 3,1504 105,7 5 HL 920x656 S355 3,1825 104,5 6 HL 920x537 S355 3,2496 102,2 9 HE 900x391 S355 3,6111
111 5 HL 1000x591 S355 2,9243 111 5 HL 1000x591 S355 2,9856 108,2 7 HL 1000x443 S355 3,2384 102,7 7 HL 920x491 S355 3,5101

119,8 5 HL 1100x548 S355 2,8566 117 5 HL 1000x483 S460 2,6929 109 7 HE 1000x415 S460 3,1325 105,8 7 HE 900x466 S460 3,4376
110,8 8 HE 1000 M S460 3,0851 106,3 7 HL 920x420 S460 3,2491
111,2 6 HL 1000x443 S460 2,9528 107 7 HL 1000 B S460 2,9724
112,6 6 HE 1000x438 S460 2,9115 110 8 HE 1000 B S460 2,9515
112,8 6 HL 1000 M S460 2,8103 110,8 7 HE 1000 M S460 2,8703

No solution 116,1 4 HL 920x1077 S355 3,8943 113,8 6 HL 1000x748 S355 4,1819 109,9 6 HL 920x725 S460 4,1948 109 8 HL 1000x483 S355 3,9045
121,8 5 HL 1000x748 S460 3,6503 115,6 7 HE 1000x584 S355 3,8738 111 7 HL 1000x591 S460 4,067 110 7 HL 1000x539 S460 3,8755

116,8 5 HL 1000x748 S460 3,6907 111,2 7 HL 1000x554 S460 3,8822 113,2 8 HL 1000x443 S355 3,7103
121,8 5 HL 1100x607 S460 3,2087 111,8 6 HL 1000x642 S460 3,8153 115,8 8 HL 1000 M S355 3,5302

116 6 HL 1000x591 S460 3,6227 117 8 HL 1100 B S355 3,4874
117,8 7 HL 1100 M S355 3,2968 117,8 7 HL 1100 M S355 3,3808
119,8 6 HL 1100 R S355 3,2335 119 8 HL 1100 A S355 3,2361

120 7 HL 1100 B S355 3,1818

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 120,1 7 HL 920x1194 S355 7,239 116,1 7 HL 920x1194 S355 7,2757 113,1 8 HL 920x1077 S355 7,5533
117,8 8 HL 1000x976 S355 6,9543 119,3 8 HL 920x970 S355 7,0004
124,2 8 HL 1000x883 S460 6,6226

No solution No solution No solution No solution No solution

Span length = 25,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,253 0,857 41,90 49,30 162 430 12,0 32,2 43,3 59,7 0,42 4,50 3,94 2,81 3,06 3,43 8,28 27239 1,5 17153 203 2926 5135 *

2,5 HL 1000x748 4 S355 116,8 2,893 0,991 40,62 54,82 239 325 16,2 43,0 43,3 85,6 0,37 4,50 5,25 2,50 2,80 3,43 8,28 20329 1,5 16081 <200 2789 4999 103

3,0 HL 920x787 5 S460 108,1 3,725 0,939 41,99 45,15 203 430 13,6 39,2 43,3 79,4 0,39 4,50 4,79 2,54 2,79 3,43 8,28 22354 1,5 17521 <200 2931 5140 116

3,0 HL 1100 M 5 S460 122,8 2,505 0,991 41,86 58,47 312 440 17,0 42,9 43,3 108,1 0,25 4,50 5,24 2,43 2,73 3,43 8,28 20373 1,5 17469 <200 2924 5134 43

3,5 HL 920x588 6 S355 104,5 3,400 0,991 42,42 61,78 228 335 14,3 42,9 43,3 92,2 0,35 4,50 5,24 2,40 2,65 3,43 8,28 20425 1,5 18296 <200 2978 5188 86

3,5 HL 1100 M 5 S460 118,8 2,554 0,991 42,71 58,39 315 440 16,0 42,9 43,3 107,7 0,23 4,50 5,24 2,38 2,67 3,43 8,28 20397 1,5 18602 <200 3017 5227 36

4,0 HE 900x466 8 S355 103,8 3,654 0,994 43,54 61,99 241 335 14,5 43,1 43,3 104,0 0,29 4,50 5,26 2,34 2,58 3,43 8,28 20377 1,5 19598 <200 3104 5314 52

4,0 HL 1100 B 6 S460 117,0 2,795 0,925 43,99 62,82 304 440 14,6 40,1 43,3 107,3 0,21 4,50 4,89 2,40 2,67 3,43 8,28 21878 1,5 20031 <200 3159 5369 29

4,5 HE 900x466 9 S355 100,8 4,074 0,926 44,84 68,81 220 335 12,9 40,1 43,3 95,5 0,28 4,50 4,90 2,36 2,58 3,43 8,28 21914 1,5 20863 <200 3246 5455 53

4,5 HL 1000 A 7 S460 114,0 2,806 0,975 45,04 58,03 330 440 15,7 42,3 43,3 130,5 0,19 4,50 5,16 2,29 2,54 3,43 8,28 20739 1,5 21116 <200 3278 5488 21

2,5 HL 920x1194 4 S460 115,1 4,253 0,981 41,90 49,30 157 430 11,2 32,2 32,8 59,7 0,42 3,00 3,94 2,81 3,06 3,43 8,28 27239 1,5 17153 203 2926 4944 *

2,5 HL 1000x976 4 S460 125,8 3,658 0,974 41,95 45,39 180 430 12,6 32,0 32,8 66,7 0,31 3,00 3,91 2,81 3,09 3,43 8,28 27373 1,5 17228 204 2935 4953 148

3,0 HL 920x1194 4 S460 115,1 4,319 0,941 43,05 52,39 158 430 10,7 30,9 32,8 60,5 0,37 3,00 3,78 2,80 3,04 3,43 8,28 28425 1,5 18454 205 3050 5068 *

3,0 HL 1100x607 5 S355 128,8 3,109 0,985 43,03 63,48 222 335 12,8 32,3 32,8 80,2 0,22 3,00 3,95 2,73 3,01 3,43 8,28 27107 1,5 18481 200 3053 5071 94

3,5 HL 920x970 5 S355 111,3 4,370 0,943 43,97 81,72 162 315 10,3 31,0 32,8 64,8 0,31 3,00 3,78 2,74 2,96 3,43 8,28 28382 1,5 19643 203 3150 5168 *

3,5 HL 1100x607 5 S355 123,8 3,156 0,997 43,84 63,20 224 335 12,1 32,7 32,8 80,1 0,21 3,00 4,00 2,67 2,93 3,43 8,28 26790 1,5 19583 <200 3142 5160 78

4,0 HL 920x787 6 S355 108,1 4,379 0,970 44,76 81,30 170 325 10,3 31,8 32,8 70,4 0,28 3,00 3,89 2,65 2,87 3,43 8,28 27574 1,5 20652 201 3239 5257 121

4,0 HL 1100 R 6 S355 121,8 3,245 0,988 45,00 62,32 236 335 11,8 32,4 32,8 87,3 0,19 3,00 3,96 2,61 2,86 3,43 8,28 27027 1,5 20922 200 3273 5291 51

4,5 HL 920x656 7 S355 105,7 4,337 0,992 45,76 81,02 178 335 10,2 32,6 32,8 75,7 0,25 3,00 3,98 2,57 2,78 3,43 8,28 26989 1,5 21681 201 3350 5368 101

4,5 HL 1100 B 7 S355 122,0 3,195 0,978 46,41 60,00 258 345 11,8 32,1 32,8 97,0 0,15 3,00 3,92 2,55 2,80 3,43 8,28 27300 1,5 22325 201 3432 5450 30

4,0 HL 920x1377 6 S460 124,3 7,249 0,783 65,56 86,31 153 430 10,6 14,7 27,5 61,3 0,20 1,50 1,80 2,95 3,13 3,43 8,28 49580 1,5 29166 250 4829 7334 *

4,0 HL 920x1377 6 S460 124,3 7,249 0,783 65,56 86,31 153 430 10,6 14,7 27,5 61,3 0,20 1,50 1,80 2,95 3,13 3,43 8,28 49580 1,5 29166 250 4829 7334 *

4,5 HL 920x1269 7 S355 116,3 7,582 0,526 66,29 141,09 142 295 9,2 14,3 27,5 56,8 0,21 1,50 1,74 2,96 3,13 3,43 8,28 51164 1,5 30210 251 4904 7415 *

4,5 HL 920x1269 6 S460 124,3 6,837 0,784 66,89 87,32 159 430 10,7 14,7 27,5 62,1 0,17 1,50 1,80 2,92 3,10 3,43 8,28 49451 1,5 30112 250 4892 7465 *

5,0 HL 920x1194 7 S460 115,1 7,437 0,737 69,01 96,24 154 430 10,0 14,9 27,5 60,4 0,19 1,50 1,82 2,88 3,04 3,43 8,28 49113 1,5 31031 250 4967 7671 *

5,0 HL 1000x883 8 S460 124,2 6,620 0,789 68,80 89,38 170 430 10,8 14,5 27,5 66,5 0,14 1,50 1,78 2,89 3,07 3,43 8,28 50093 1,5 31448 251 5020 7664 137

5,5 HL 920x970 9 S355 111,3 7,672 0,550 71,34 145,54 152 315 9,9 14,8 27,5 60,9 0,17 1,50 1,81 2,84 3,00 3,43 8,28 49420 1,5 32448 250 5108 7912 *

5,5 HL 1100x607 9 S460 128,8 5,624 0,647 71,36 99,54 205 430 11,6 14,8 27,5 73,5 0,10 1,50 1,81 2,82 3,01 3,43 8,28 49117 1,5 32707 250 5141 7922 98

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 26,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

116,2 4 HL 1000x883 S460 3,3471 111,8 5 HL 1000x642 S355 3,1051 108,5 6 HL 920x537 S355 3,2087 104,5 6 HL 920x588 S355 3,4614 101,8 8 HE 900x466 S355 3,7108
116 5 HL 1000x591 S355 2,9475 108,7 5 HL 920x656 S355 3,1983 106,5 6 HL 920x537 S355 3,2612 102,7 7 HL 920x491 S355 3,5085

118,8 5 HL 1100 R S460 2,7278 111,8 5 HL 1000x642 S355 3,1667 109,6 7 HE 1000x438 S460 3,2513 106,3 7 HL 920x420 S460 3,2475
114 5 HL 1000x591 S355 3,0014 110 7 HE 1000x415 S460 3,1375 107,8 8 HE 1000 M S460 3,1399

118,8 5 HL 1100 R S460 2,7963 110,8 8 HE 1000 M S460 3,0834 108 7 HL 1000 B S460 2,9783
111,2 6 HL 1000x443 S460 2,9515 112 8 HE 1000 B S460 2,9645
114,6 6 HE 1000x438 S460 2,9232 112,8 7 HE 1000 M S460 2,8835
115 8 HE 1000 B S460 2,9043

115,8 7 HE 1000 M S460 2,8231

No solution 116,2 5 HL 1000x883 S355 4,0249 113,8 6 HL 1000x748 S355 4,1803 111 7 HL 1000x591 S460 4,0653 110 8 HL 1000x539 S460 4,3122
118,1 4 HL 920x1077 S460 3,9914 116,2 5 HL 1000x883 S355 4,0882 113,2 7 HL 1000x554 S460 3,8935 110,2 8 HL 1000x554 S355 4,309
121,8 5 HL 1000x748 S460 3,6489 117,6 7 HE 1000x584 S355 3,8835 114,8 6 HL 1000x642 S460 3,8332 111 7 HL 1000x591 S460 4,1424
128,8 5 HL 1100x607 S460 3,1714 118,8 5 HL 1000x748 S460 3,7007 115 7 HL 1000x539 S460 3,8296 111,2 7 HL 1000x554 S460 3,9581

123,8 5 HL 1100x607 S460 3,2188 118,8 7 HL 1100 R S355 3,632 112 8 HL 1000x483 S355 3,9247
119,8 6 HL 1100x548 S355 3,4406 113 7 HL 1000x539 S460 3,8957
120,8 7 HL 1100 M S355 3,3148 116,2 8 HL 1000x443 S355 3,7305

117 8 HL 1100 B S355 3,4856
117,8 7 HL 1100 M S355 3,3792
121 8 HL 1100 A S355 3,249

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 118,1 7 HL 920x1194 S355 7,2221 117,8 8 HL 1000x976 S355 6,952 113,1 8 HL 920x1077 S355 7,5508
124,3 6 HL 920x1377 S355 7,1434 119,3 8 HL 920x970 S355 6,998

No solution No solution No solution No solution No solution

Span length = 26,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,252 0,867 42,64 49,58 165 430 12,2 33,3 43,8 62,0 0,43 4,50 4,04 2,76 3,00 3,41 8,22 27239 1,5 17153 201 2954 5181 *

2,5 HL 1000x748 4 S355 118,8 2,900 0,991 41,48 55,22 243 325 16,5 43,4 43,8 88,9 0,36 4,50 5,25 2,48 2,77 3,41 8,22 20845 1,5 16206 <200 2832 5059 103

3,0 HL 920x787 5 S460 108,1 3,724 0,949 42,73 45,43 206 430 13,8 40,6 43,8 82,4 0,40 4,50 4,91 2,49 2,74 3,41 8,22 22354 1,5 17521 <200 2959 5186 114

3,0 HL 1100 M 5 S460 125,8 2,518 0,972 42,85 59,19 316 440 17,2 42,5 43,8 112,2 0,23 4,50 5,14 2,42 2,73 3,41 8,22 21308 1,5 17694 <200 2981 5208 41

3,5 HL 920x588 6 S355 107,5 3,415 0,975 43,46 62,51 231 335 14,6 42,7 43,8 95,9 0,32 4,50 5,16 2,39 2,64 3,41 8,22 21276 1,5 18558 <200 3040 5267 86

3,5 HL 1100 M 5 S460 120,8 2,564 0,985 43,66 58,88 319 440 16,2 43,1 43,8 112,0 0,23 4,50 5,21 2,36 2,65 3,41 8,22 21034 1,5 18777 <200 3069 5295 34

4,0 HL 920x588 6 S355 104,5 3,460 0,978 44,23 62,46 234 335 13,9 42,8 43,8 96,9 0,31 4,50 5,18 2,35 2,58 3,41 8,22 21224 1,5 19530 <200 3125 5352 80

4,0 HL 1100 B 6 S460 117,0 2,794 0,948 44,76 62,82 309 440 14,9 41,5 43,8 111,5 0,21 4,50 5,02 2,35 2,62 3,41 8,22 21878 1,5 20031 <200 3190 5417 28

4,5 HE 900x466 9 S355 100,8 4,072 0,949 45,63 68,81 224 335 13,1 41,5 43,8 99,2 0,28 4,50 5,02 2,32 2,53 3,41 8,22 21914 1,5 20863 <200 3277 5504 50

4,5 HE 1000 M 7 S460 115,8 2,904 0,960 46,10 61,50 328 440 15,8 42,0 43,8 132,4 0,18 4,50 5,08 2,28 2,53 3,41 8,22 21561 1,5 21344 <200 3339 5566 13

2,5 HL 920x1269 4 S355 116,3 4,372 0,948 42,96 80,41 151 295 10,8 31,3 33,0 58,5 0,42 3,00 3,79 2,82 3,07 3,41 8,22 29018 1,5 17426 209 2989 5018 *

2,5 HL 920x1194 4 S460 118,1 4,264 0,981 42,85 49,26 159 430 11,6 32,4 33,0 62,1 0,39 3,00 3,92 2,78 3,03 3,41 8,22 28041 1,5 17341 205 2978 5007 *

3,0 HL 920x1194 4 S460 115,1 4,317 0,969 43,80 52,69 161 430 10,8 32,0 33,0 62,9 0,37 3,00 3,87 2,74 2,98 3,41 8,22 28425 1,5 18454 204 3079 5108 *

3,0 HL 920x1077 4 S460 121,1 4,005 0,979 43,95 49,09 175 430 12,0 32,3 33,0 69,9 0,31 3,00 3,91 2,72 2,97 3,41 8,22 28101 1,5 18606 203 3098 5127 *

3,5 HL 920x970 5 S355 111,3 4,368 0,970 44,75 81,72 165 315 10,5 32,0 33,0 67,3 0,32 3,00 3,88 2,69 2,91 3,41 8,22 28382 1,5 19643 203 3180 5209 143

3,5 HL 1100x607 5 S355 125,8 3,166 0,998 44,81 63,74 227 335 12,3 33,0 33,0 83,3 0,20 3,00 3,99 2,64 2,90 3,41 8,22 27535 1,5 19758 201 3195 5224 75

4,0 HL 920x787 6 S355 108,1 4,377 0,998 45,56 81,30 173 325 10,5 33,0 33,0 73,1 0,28 3,00 3,99 2,60 2,82 3,41 8,22 27574 1,5 20652 201 3270 5299 118

4,0 HL 1100 R 6 S355 123,8 3,257 0,988 46,03 62,89 240 335 12,0 32,6 33,0 90,9 0,18 3,00 3,95 2,59 2,84 3,41 8,22 27825 1,5 21122 202 3330 5359 49

4,5 HL 920x725 7 S355 106,9 4,720 0,935 47,09 86,91 166 325 9,7 30,9 33,0 72,0 0,24 3,00 3,74 2,61 2,81 3,41 8,22 29452 1,5 22125 203 3440 5469 113

4,5 HL 1100 B 7 S355 125,0 3,215 0,960 47,62 60,92 262 345 11,9 31,7 33,0 101,1 0,14 3,00 3,83 2,55 2,79 3,41 8,22 28633 1,5 22662 202 3509 5538 29

4,0 HL 920x1377 6 S460 124,3 7,247 0,801 67,63 86,77 157 430 11,1 15,2 27,6 63,6 0,20 1,50 1,84 2,89 3,07 3,41 8,22 49580 1,5 29166 250 4875 7479 *

4,0 HL 920x1377 6 S460 124,3 7,247 0,801 67,63 86,77 157 430 11,1 15,2 27,6 63,6 0,20 1,50 1,84 2,89 3,07 3,41 8,22 49580 1,5 29166 250 4875 7479 *

4,5 HL 920x1269 7 S355 116,3 7,580 0,541 68,37 141,09 146 295 9,6 14,8 27,6 59,0 0,21 1,50 1,79 2,91 3,07 3,41 8,22 51164 1,5 30210 251 4951 7561 *

4,5 HL 920x1269 6 S460 124,3 6,835 0,802 68,95 87,79 163 430 11,1 15,3 27,6 64,4 0,17 1,50 1,85 2,86 3,04 3,41 8,22 49451 1,5 30112 250 4939 7609 *

5,0 HL 920x1194 8 S355 115,1 8,169 0,519 69,62 150,98 140 295 8,8 13,9 27,6 58,2 0,18 1,50 1,68 2,93 3,09 3,41 8,22 54479 1,5 31969 253 5136 7710 *

5,0 HL 1000x883 8 S460 124,2 6,618 0,807 70,87 89,88 175 430 11,2 15,0 27,6 69,1 0,14 1,50 1,82 2,84 3,01 3,41 8,22 50093 1,5 31448 251 5068 7807 134

5,5 HL 920x1077 9 S355 113,1 8,370 0,501 71,80 161,96 138 315 8,8 13,8 27,6 57,4 0,16 1,50 1,67 2,90 3,05 3,41 8,22 54834 1,5 33322 253 5270 7935 *

5,5 HL 920x1077 8 S355 116,1 7,575 0,557 72,45 146,49 154 315 10,0 14,7 27,6 62,6 0,16 1,50 1,78 2,83 2,99 3,41 8,22 51607 1,5 32889 251 5214 7982 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 26,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

116,2 4 HL 1000x883 S460 3,3459 111,8 5 HL 1000x642 S355 3,1039 110,6 7 HE 1000x494 S355 3,4014 108,6 8 HE 1000x393 S460 3,3432 102,7 7 HL 920x491 S355 3,5069
118,8 5 HL 1100 R S460 2,7266 110,7 5 HL 920x656 S355 3,2084 108,8 7 HL 1000 M S460 3,1244 107 8 HL 1000 B S460 3,2803

111,8 5 HL 1000x642 S355 3,1654 112,8 8 HE 1000 M S460 3,0948 107,8 7 HL 1000 M S460 3,1937
118,8 5 HL 1100 R S460 2,7951 113,2 6 HL 1000x443 S460 2,9631 110 7 HL 1000 B S460 2,9914

115,8 6 HL 1000 M S460 2,8271 115 8 HE 1000 B S460 2,9849

No solution 116,2 5 HL 1000x883 S460 4,1143 113,8 6 HL 1000x748 S355 4,1787 111,8 7 HL 1000x642 S355 4,2332 108,7 7 HL 920x656 S355 4,3569
116,2 5 HL 1000x883 S460 4,1776 112 7 HL 1000x591 S460 4,0701 110 8 HL 1000x539 S460 4,3104
120,6 7 HE 1000x584 S355 3,8989 116,8 6 HL 1000x642 S460 3,8447 111 7 HL 1000x591 S460 4,1407
121,8 5 HL 1000x748 S460 3,7164 118,8 7 HL 1100 R S355 3,6304 112,5 7 HL 920x588 S460 4,137
125,8 5 HL 1100x607 S460 3,2289 119,8 6 HL 1100x548 S355 3,4392 113,2 7 HL 1000x554 S460 3,9711

122,8 7 HL 1100 M S355 3,3262 114 8 HL 1000x483 S355 3,9375
115 7 HL 1000x539 S460 3,9087

116,2 8 HL 1000x443 S355 3,7287
118 8 HL 1100 B S355 3,4913

118,8 7 HL 1100 M S355 3,385
124 8 HL 1100 A S355 3,2693

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 118,1 7 HL 920x1194 S460 7,3917 116,1 7 HL 920x1194 S460 7,443 115,1 8 HL 920x1194 S355 8,2312
121,3 6 HL 920x1377 S460 7,2893 117,8 8 HL 1000x976 S355 6,9496 116,1 8 HL 920x1077 S460 7,7524
123,1 7 HL 920x1194 S355 7,2564

No solution No solution No solution No solution No solution

Span length = 26,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,251 0,877 43,38 49,86 168 430 12,4 34,5 44,2 64,4 0,43 4,50 4,14 2,70 2,95 3,39 8,17 27239 1,5 17153 201 2982 5219 *

2,5 HL 1000x883 4 S460 116,2 3,345 0,986 42,45 43,27 214 430 14,7 41,0 44,2 78,8 0,39 4,50 4,92 2,53 2,80 3,39 8,17 22841 1,5 16392 <200 2883 5120 121

3,0 HL 920x787 5 S460 108,1 3,723 0,959 43,47 45,70 210 430 14,1 42,0 44,2 85,6 0,40 4,50 5,04 2,45 2,69 3,39 8,17 22354 1,5 17521 <200 2987 5224 112

3,0 HL 1100 M 5 S460 125,8 2,517 0,996 43,60 59,19 322 440 17,4 44,0 44,2 116,6 0,23 4,50 5,27 2,38 2,68 3,39 8,17 21308 1,5 17694 <200 3009 5247 39

3,5 HL 920x588 6 S355 107,5 3,414 1,000 44,22 62,51 235 335 14,9 44,2 44,2 99,6 0,32 4,50 5,29 2,35 2,59 3,39 8,17 21276 1,5 18558 <200 3069 5307 85

3,5 HL 1100 M 5 S460 122,8 2,575 0,979 44,63 59,39 324 440 16,4 43,2 44,2 116,4 0,22 4,50 5,18 2,35 2,63 3,39 8,17 21699 1,5 18952 <200 3121 5358 32

4,0 HL 920x588 6 S355 105,5 3,465 0,988 45,12 62,72 238 335 14,1 43,7 44,2 100,7 0,30 4,50 5,23 2,31 2,55 3,39 8,17 21528 1,5 19630 <200 3168 5405 79

4,0 HL 1100 B 6 S460 117,0 2,793 0,972 45,55 62,82 315 440 15,1 42,9 44,2 115,8 0,21 4,50 5,14 2,31 2,57 3,39 8,17 21878 1,5 20031 <200 3220 5457 26

4,5 HE 900x466 9 S355 100,8 4,070 0,973 46,43 68,81 228 335 13,4 43,0 44,2 103,0 0,28 4,50 5,15 2,27 2,49 3,39 8,17 21914 1,5 20862 <200 3308 5545 48

4,5 HL 1100 A 7 S460 116,0 2,965 0,925 47,03 64,36 314 440 14,3 40,8 44,2 117,5 0,18 4,50 4,89 2,30 2,54 3,39 8,17 22987 1,5 21444 <200 3384 5621 19

2,5 HL 920x1269 4 S355 116,3 4,371 0,976 43,71 80,41 154 295 11,0 32,4 33,2 60,7 0,42 3,00 3,89 2,77 3,01 3,39 8,17 29018 1,5 17426 207 3017 5057 *

2,5 HL 920x1194 4 S460 120,1 4,271 0,989 43,74 49,40 162 430 11,8 32,8 33,2 64,5 0,38 3,00 3,94 2,75 3,00 3,39 8,17 28610 1,5 17466 206 3022 5062 *

3,0 HL 920x1194 4 S460 115,1 4,316 0,997 44,57 52,99 164 430 11,0 33,1 33,2 65,3 0,37 3,00 3,97 2,69 2,93 3,39 8,17 28425 1,5 18454 203 3108 5148 *

3,0 HL 1000x883 5 S460 117,2 4,118 0,991 44,63 52,29 176 430 11,2 32,9 33,2 70,0 0,31 3,00 3,94 2,69 2,93 3,39 8,17 28564 1,5 18504 204 3115 5155 130

3,5 HL 920x970 5 S355 111,3 4,367 0,998 45,53 81,72 168 315 10,6 33,2 33,2 69,9 0,32 3,00 3,97 2,64 2,86 3,39 8,17 28382 1,5 19643 203 3210 5250 140

3,5 HL 1100x607 5 S355 128,8 3,182 0,985 45,90 64,58 231 335 12,4 32,7 33,2 86,7 0,19 3,00 3,92 2,63 2,89 3,39 8,17 28713 1,5 20020 203 3259 5299 72

4,0 HL 920x787 6 S355 111,1 4,395 0,989 46,70 82,19 175 325 10,7 32,8 33,2 76,2 0,26 3,00 3,93 2,59 2,80 3,39 8,17 28636 1,5 20952 203 3340 5380 117

4,0 HL 1100 R 6 S355 126,8 3,275 0,972 47,18 63,79 243 335 12,1 32,3 33,2 94,7 0,16 3,00 3,87 2,58 2,83 3,39 8,17 29085 1,5 21422 203 3401 5441 47

4,5 HL 920x725 7 S355 106,9 4,718 0,962 47,91 86,91 169 325 9,9 32,0 33,2 74,7 0,25 3,00 3,83 2,56 2,76 3,39 8,17 29452 1,5 22125 203 3472 5512 111

4,5 HL 1100 B 7 S355 125,0 3,214 0,988 48,46 60,92 266 345 12,1 32,8 33,2 105,0 0,14 3,00 3,93 2,50 2,74 3,39 8,17 28633 1,5 22662 202 3542 5582 27

4,0 HL 920x1377 6 S460 124,3 7,245 0,819 69,65 87,24 162 430 11,5 15,7 27,7 66,0 0,20 1,50 1,89 2,84 3,02 3,39 8,17 49580 1,5 29166 250 4922 7618 *

4,0 HL 920x1377 6 S460 124,3 7,245 0,819 69,65 87,24 162 430 11,5 15,7 27,7 66,0 0,20 1,50 1,89 2,84 3,02 3,39 8,17 49580 1,5 29166 250 4922 7618 *

4,5 HL 920x1269 7 S355 116,3 7,578 0,557 70,41 141,09 150 295 10,0 15,3 27,7 61,2 0,21 1,50 1,83 2,85 3,01 3,39 8,17 51164 1,5 30210 251 4998 7700 *

4,5 HL 920x1194 7 S355 120,1 7,232 0,599 70,86 134,43 158 295 10,8 15,5 27,7 64,8 0,19 1,50 1,85 2,83 3,00 3,39 8,17 50509 1,5 30293 251 5009 7742 *

5,0 HL 920x1194 8 S355 115,1 8,166 0,533 71,69 150,98 143 295 9,2 14,4 27,7 60,4 0,18 1,50 1,72 2,88 3,03 3,39 8,17 54479 1,5 31969 253 5184 7853 *

5,0 HL 1000x976 8 S355 120,8 6,972 0,576 71,87 138,73 164 315 10,4 15,1 27,7 65,5 0,15 1,50 1,81 2,83 2,99 3,39 8,17 51772 1,5 31495 251 5123 7855 138

5,5 HL 920x1077 9 S355 113,1 8,368 0,515 73,59 161,96 141 315 9,1 14,3 27,7 59,6 0,17 1,50 1,71 2,84 2,99 3,39 8,17 54834 1,5 33322 252 5320 8052 *

5,5 HL 920x1077 8 S355 118,1 7,591 0,560 73,36 147,42 155 315 10,1 14,8 27,7 65,0 0,15 1,50 1,78 2,80 2,95 3,39 8,17 52775 1,5 33164 250 5299 8028 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 26,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 112,8 5 HL 1000x642 S355 3,1075 110,6 7 HE 1000x494 S355 3,3998 109 7 HL 1000x483 S355 3,4357 103,5 7 HL 920x537 S355 3,7362
120,8 5 HL 1100x607 S355 3,0676 111,8 5 HL 1000x642 S355 3,1642 109,6 8 HE 1000x393 S460 3,348 103,7 7 HL 920x491 S355 3,5126
121,8 5 HL 1100 R S460 2,7401 118,8 5 HL 1100 R S460 2,7939 110 6 HL 1000x539 S355 3,2891 107 8 HL 1000 B S460 3,2787

110,6 7 HE 1000x438 S460 3,2548 107,8 7 HL 1000 M S460 3,1922
110,8 7 HL 1000 M S460 3,1359 110,8 8 HE 1000 M S460 3,1587
116,2 6 HL 1000x443 S460 2,9813 112 7 HL 1000 B S460 3,0046

115 8 HE 1000 B S460 2,9834

No solution No solution 113,8 6 HL 1000x748 S460 4,2695 111,8 7 HL 1000x642 S460 4,324 110 8 HL 1000x539 S460 4,3086
116,2 5 HL 1000x883 S460 4,1762 114 7 HL 1000x591 S460 4,0815 112 7 HL 1000x591 S460 4,1464
128,8 5 HL 1100x607 S460 3,2447 118,2 7 HL 1000x554 S460 3,9227 115,2 7 HL 1000x554 S460 3,9841

118,8 7 HL 1100 R S355 3,6288 117 8 HL 1000x483 S355 3,9577
120,8 6 HL 1100x548 S355 3,4443 117,8 8 HL 1100 M S355 3,7342
125,8 7 HL 1100 M S355 3,3442 118,8 7 HL 1100 R S355 3,7131

120 8 HL 1100 B S355 3,5042
120,8 7 HL 1100 M S355 3,3981

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 120,1 7 HL 920x1194 S460 7,4041 116,3 7 HL 920x1269 S355 7,6434 115,1 8 HL 920x1194 S355 8,2287
120,1 7 HL 920x1194 S355 7,3014 118,1 8 HL 920x1077 S460 7,7678
120,8 8 HL 1000x976 S460 7,1322

No solution No solution No solution No solution No solution

Span length = 26,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x970 4 S460 111,3 3,579 0,997 43,14 43,54 208 430 14,9 43,9 44,6 82,1 0,48 4,50 5,21 2,45 2,71 3,37 8,11 22089 1,5 16328 <200 2902 5151 133

2,5 HL 920x970 4 S460 111,3 3,579 0,997 43,14 43,54 208 430 14,9 43,9 44,6 82,1 0,48 4,50 5,21 2,45 2,71 3,37 8,11 22089 1,5 16328 <200 2902 5151 133

3,0 HL 920x787 5 S460 108,1 3,722 0,975 44,25 45,97 214 430 14,3 43,5 44,6 88,8 0,42 4,50 5,16 2,40 2,64 3,37 8,11 22354 1,5 17521 <200 3015 5264 110

3,0 HL 1100 R 5 S460 123,8 2,749 0,973 44,47 65,06 292 430 16,5 43,4 44,6 107,8 0,26 4,50 5,15 2,39 2,67 3,37 8,11 22354 1,5 17758 <200 3046 5295 52

3,5 HL 920x725 5 S355 107,9 3,458 0,998 45,03 62,77 230 325 14,5 44,5 44,6 95,6 0,35 4,50 5,28 2,33 2,57 3,37 8,11 21834 1,5 18565 <200 3099 5349 94

3,5 HL 1100 M 5 S460 125,8 2,591 0,957 45,75 60,18 328 440 16,6 42,7 44,6 121,0 0,21 4,50 5,06 2,34 2,62 3,37 8,11 22749 1,5 19215 <200 3184 5434 31

4,0 HL 920x725 6 S460 106,9 4,169 0,881 46,75 53,62 200 430 12,3 38,1 44,6 85,2 0,30 4,50 4,53 2,43 2,65 3,37 8,11 25500 1,5 20294 200 3285 5534 105

4,0 HL 1100 B 6 S460 117,0 2,791 0,996 46,37 62,82 321 440 15,4 44,4 44,6 120,1 0,22 4,50 5,27 2,27 2,53 3,37 8,11 21878 1,5 20031 <200 3251 5500 24

4,5 HE 900x466 9 S355 100,8 4,069 0,997 47,27 68,81 232 335 13,6 44,4 44,6 106,9 0,29 4,50 5,28 2,23 2,44 3,37 8,11 21914 1,5 20863 <200 3339 5589 45

4,5 HL 1100 A 7 S460 116,0 2,964 0,948 47,88 64,36 320 440 14,6 42,3 44,6 122,0 0,19 4,50 5,02 2,26 2,50 3,37 8,11 22987 1,5 21444 <200 3416 5665 17

2,5 HL 920x1269 4 S460 117,3 4,478 0,994 44,57 52,20 156 430 11,3 33,2 33,4 63,0 0,43 3,00 3,94 2,73 2,97 3,37 8,11 29285 1,5 17488 207 3054 5105 *

2,5 HL 920x1194 4 S460 123,1 4,282 0,986 44,74 49,57 164 430 12,2 32,9 33,4 67,1 0,36 3,00 3,91 2,73 2,98 3,37 8,11 29518 1,5 17653 208 3076 5126 *

3,0 HL 920x1269 4 S460 116,3 4,540 0,964 45,71 55,56 158 430 10,6 32,2 33,4 63,9 0,38 3,00 3,82 2,71 2,93 3,37 8,11 30244 1,5 18734 207 3174 5225 *

3,0 HL 1000x883 5 S460 119,2 4,126 0,997 45,61 52,52 179 430 11,5 33,3 33,4 72,7 0,31 3,00 3,95 2,66 2,90 3,37 8,11 29199 1,5 18654 205 3164 5214 128

3,5 HL 920x1077 5 S355 113,1 4,756 0,927 46,95 90,91 156 315 10,0 31,0 33,4 65,8 0,32 3,00 3,68 2,69 2,90 3,37 8,11 31441 1,5 20139 208 3306 5356 *

3,5 HL 1000x883 5 S460 116,2 4,175 0,990 46,49 55,65 179 430 10,8 33,1 33,4 72,3 0,28 3,00 3,93 2,63 2,85 3,37 8,11 29421 1,5 19777 204 3258 5309 127

4,0 HL 920x970 6 S355 111,3 5,174 0,866 48,44 97,69 149 315 9,2 28,9 33,4 65,0 0,27 3,00 3,44 2,71 2,90 3,37 8,11 33650 1,5 21682 212 3467 5518 *

4,0 HL 1100 M 7 S355 125,8 3,343 0,996 48,01 66,21 244 345 12,2 33,3 33,4 98,2 0,17 3,00 3,95 2,54 2,78 3,37 8,11 29213 1,5 21405 203 3431 5482 39

4,5 HL 920x725 7 S355 106,9 4,716 0,990 48,78 86,91 172 325 10,0 33,1 33,4 77,5 0,25 3,00 3,93 2,51 2,71 3,37 8,11 29452 1,5 22125 203 3505 5556 108

4,5 HL 1100 M 7 S355 122,8 3,411 0,992 49,27 66,16 247 345 11,6 33,1 33,4 98,9 0,16 3,00 3,93 2,48 2,71 3,37 8,11 29324 1,5 22602 203 3568 5618 34

4,5 HL 920x1377 7 S355 116,3 8,115 0,548 71,97 148,84 147 295 9,7 15,3 27,9 62,1 0,21 1,50 1,82 2,82 2,98 3,37 8,11 52990 1,5 30748 251 5116 7812 *

4,5 HL 920x1194 7 S460 123,1 7,424 0,791 71,83 93,13 159 430 10,9 15,5 27,9 67,2 0,18 1,50 1,84 2,81 2,98 3,37 8,11 52143 1,5 30630 251 5101 7796 *

5,0 HL 920x1194 8 S355 115,1 8,164 0,542 73,02 150,98 146 295 9,3 14,9 27,9 62,7 0,19 1,50 1,77 2,82 2,97 3,37 8,11 54479 1,5 31969 252 5233 7928 *

5,0 HL 1000x976 8 S355 122,8 6,986 0,578 72,74 139,61 165 315 10,4 15,2 27,9 67,9 0,15 1,50 1,81 2,79 2,96 3,37 8,11 52920 1,5 31745 250 5204 7898 137

5,5 HL 920x1077 9 S355 113,1 8,365 0,530 74,17 161,96 142 315 9,1 14,8 27,9 61,8 0,17 1,50 1,76 2,79 2,94 3,37 8,11 54834 1,5 33322 250 5370 8061 *

5,5 HL 920x1194 8 S355 115,1 8,226 0,531 74,24 152,02 143 295 9,1 14,6 27,9 61,0 0,17 1,50 1,73 2,81 2,96 3,37 8,11 55584 1,5 33360 251 5375 8068 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 26,75 m

Deflection

sc,max = 0,6 fck =



197

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 111,9 5 HL 920x725 S355 3,42 109,5 6 HL 920x588 S355 3,4238 107,5 6 HL 920x588 S355 3,4766 103,5 7 HL 920x537 S355 3,7346
114,8 5 HL 1000x642 S355 3,1161 111,8 5 HL 1000x642 S355 3,163 109 7 HL 1000x483 S355 3,4342 105,7 7 HL 920x491 S355 3,5257
120,8 5 HL 1100x607 S355 3,0664 118,8 5 HL 1100 R S460 2,7928 110,2 6 HL 1000x554 S355 3,3518 107,8 9 HE 1000 M S460 3,4273

112,6 7 HE 1000x438 S460 3,2663 108 8 HL 1000 B S460 3,2845
112,8 7 HL 1000 M S460 3,1475 108,8 7 HL 1000 M S460 3,1981
116,2 6 HL 1000x443 S460 2,98 112,8 8 HE 1000 M S460 3,1717

113,6 7 HE 1000x393 S460 3,1255
114 8 HL 1000 A S460 3,0811
115 7 HL 1000 B S460 3,0251

No solution 117,8 5 HL 1000x976 S355 4,3591 114,3 5 HL 920x970 S355 4,3825 112,8 7 HL 1000x642 S460 4,3288 110,2 8 HL 1000x554 S460 4,3946
118,1 4 HL 920x1194 S460 4,3292 114,8 6 HL 1000x748 S460 4,2737 119 7 HL 1000x591 S460 4,1123 113 8 HL 1000x539 S460 4,3287

119,8 7 HL 1100x548 S460 3,9563 114 7 HL 1000x591 S460 4,1593
120,8 6 HL 1100x607 S460 3,769 117 8 HL 1000x483 S355 3,9559
121,8 7 HL 1100 R S355 3,6467 117,8 8 HL 1100 M S355 3,7325
122,8 6 HL 1100x548 S355 3,4559 118,8 7 HL 1100 R S355 3,7115

122 8 HL 1100 B S355 3,5172

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 117,3 7 HL 920x1269 S355 7,583 119,3 7 HL 920x1269 S355 7,6655 No solution
122,8 8 HL 1000x976 S460 7,1462

No solution No solution No solution No solution No solution

Span length = 26,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,248 0,898 44,92 50,41 175 430 12,8 36,9 45,0 69,3 0,45 4,50 4,34 2,61 2,85 3,35 8,05 27239 1,5 17153 201 3038 5312 *

2,5 HL 920x1194 4 S460 115,1 4,248 0,898 44,92 50,41 175 430 12,8 36,9 45,0 69,3 0,45 4,50 4,34 2,61 2,85 3,35 8,05 27239 1,5 17153 201 3038 5312 *

3,0 HL 920x725 5 S355 114,9 3,433 0,975 45,35 63,58 232 325 15,7 43,9 45,0 100,0 0,34 4,50 5,16 2,37 2,62 3,35 8,05 22891 1,5 17829 <200 3084 5358 99

3,0 HL 1100 R 5 S460 123,8 2,748 0,997 45,23 65,06 297 430 16,7 44,9 45,0 111,8 0,26 4,50 5,28 2,34 2,62 3,35 8,05 22354 1,5 17758 <200 3075 5348 49

3,5 HL 920x725 5 S355 109,9 3,468 0,995 46,01 63,27 233 325 14,8 44,8 45,0 99,3 0,34 4,50 5,27 2,31 2,55 3,35 8,05 22434 1,5 18741 <200 3151 5425 94

3,5 HL 1100 R 5 S460 119,8 2,797 0,997 46,17 65,01 300 430 15,8 44,9 45,0 111,5 0,25 4,50 5,28 2,30 2,56 3,35 8,05 22374 1,5 18897 <200 3172 5446 41

4,0 HL 920x656 6 S355 105,7 3,748 0,959 47,08 69,60 224 335 13,5 43,1 45,0 98,1 0,31 4,50 5,08 2,30 2,52 3,35 8,05 23310 1,5 19912 <200 3265 5539 86

4,0 HL 1100 B 6 S460 120,0 2,810 0,973 47,53 63,64 325 440 15,6 43,8 45,0 125,0 0,20 4,50 5,15 2,26 2,52 3,35 8,05 22927 1,5 20331 <200 3321 5594 23

4,5 HL 920x537 7 S355 103,5 3,733 0,984 48,10 66,41 236 335 13,5 44,3 45,0 105,5 0,28 4,50 5,21 2,23 2,44 3,35 8,05 22718 1,5 20896 <200 3375 5649 66

4,5 HL 1100 A 7 S460 116,0 2,963 0,971 48,71 64,36 326 440 14,8 43,7 45,0 126,6 0,19 4,50 5,14 2,22 2,46 3,35 8,05 22987 1,5 21444 <200 3448 5721 16

2,5 HL 920x1269 4 S460 121,3 4,493 0,984 45,63 52,10 159 430 11,6 33,0 33,6 65,5 0,39 3,00 3,89 2,71 2,95 3,35 8,05 30427 1,5 17738 209 3116 5177 *

2,5 HL 920x1269 4 S460 121,3 4,493 0,984 45,63 52,10 159 430 11,6 33,0 33,6 65,5 0,39 3,00 3,89 2,71 2,95 3,35 8,05 30427 1,5 17738 209 3116 5177 *

3,0 HL 920x1269 4 S460 116,3 4,538 0,991 46,50 55,87 161 430 10,8 33,3 33,6 66,3 0,38 3,00 3,92 2,66 2,88 3,35 8,05 30244 1,5 18734 206 3204 5265 *

3,0 HL 1000x883 5 S460 124,2 4,149 0,968 46,84 52,89 181 430 11,8 32,5 33,6 75,6 0,27 3,00 3,82 2,67 2,91 3,35 8,05 30927 1,5 19029 208 3243 5305 129

3,5 HL 920x1077 5 S355 113,1 4,754 0,954 47,76 90,91 159 315 10,1 32,0 33,6 68,2 0,32 3,00 3,77 2,64 2,85 3,35 8,05 31441 1,5 20139 207 3337 5398 *

3,5 HL 1000x883 5 S460 119,2 4,190 0,982 47,60 55,99 182 430 11,1 33,0 33,6 75,3 0,26 3,00 3,88 2,61 2,83 3,35 8,05 30484 1,5 20040 205 3324 5385 126

4,0 HL 920x970 6 S355 111,3 5,173 0,891 49,28 97,69 152 315 9,3 29,9 33,6 67,4 0,27 3,00 3,52 2,66 2,85 3,35 8,05 33650 1,5 21682 210 3500 5561 *

4,0 HL 1100x548 6 S355 124,8 3,468 0,998 48,85 69,05 231 335 11,7 33,5 33,6 92,8 0,18 3,00 3,94 2,52 2,76 3,35 8,05 29981 1,5 21406 204 3463 5525 55

4,5 HL 920x787 7 S355 108,1 5,058 0,941 50,13 94,57 162 325 9,5 31,6 33,6 74,5 0,25 3,00 3,72 2,54 2,73 3,35 8,05 31859 1,5 22539 205 3593 5654 120

4,5 HL 1100 M 7 S355 125,8 3,432 0,974 50,52 67,12 251 345 11,7 32,7 33,6 103,1 0,15 3,00 3,85 2,48 2,71 3,35 8,05 30703 1,5 22939 204 3646 5707 33

4,5 HL 920x1377 7 S355 119,3 8,135 0,548 72,96 150,06 148 295 9,9 15,3 28,0 64,4 0,20 1,50 1,81 2,80 2,95 3,35 8,05 54489 1,5 31086 251 5209 7865 *

4,5 HL 920x1269 7 S355 124,3 7,632 0,575 73,03 144,38 152 295 10,3 15,1 28,0 65,8 0,17 1,50 1,78 2,82 2,98 3,35 8,05 55382 1,5 31110 252 5212 7871 *

5,0 HL 920x1269 8 S355 116,3 8,598 0,519 74,33 160,83 140 295 8,9 14,4 28,0 61,4 0,18 1,50 1,70 2,84 2,98 3,35 8,05 58035 1,5 32515 253 5354 8014 *

5,0 HL 1000x976 8 S355 125,8 7,008 0,581 73,79 140,99 166 315 10,5 15,2 28,0 70,5 0,14 1,50 1,79 2,77 2,94 3,35 8,05 54745 1,5 32120 250 5302 7958 136

5,5 HL 920x1194 9 S355 115,1 9,129 0,491 76,08 169,65 132 295 8,3 13,7 28,0 58,2 0,16 1,50 1,62 2,85 2,99 3,35 8,05 61079 1,5 34299 255 5549 8209 *

5,5 HL 920x1194 8 S355 118,1 8,251 0,533 75,36 153,41 144 295 9,2 14,6 28,0 63,3 0,16 1,50 1,72 2,78 2,93 3,35 8,05 57310 1,5 33773 251 5480 8135 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 27,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution 116,8 5 HL 1000x642 S355 3,1247 112,5 6 HL 920x588 S355 3,4394 109 7 HL 1000x483 S355 3,4327 107,8 8 HL 1000 M S355 3,4634
120,8 5 HL 1100x607 S355 3,0652 114,8 5 HL 1000x642 S355 3,1789 111,2 7 HL 1000x443 S460 3,3141 108,2 7 HL 1000x443 S460 3,3706

114 6 HL 1000x483 S460 3,1375 110 8 HL 1000 B S460 3,2975
117,8 6 HL 1100 M S460 2,9848 110,8 7 HL 1000 M S460 3,2112

115 7 HL 1000 B S460 3,0237

No solution 117,8 5 HL 1000x976 S355 4,3577 116,3 5 HL 920x970 S460 4,4922 113,8 7 HL 1000x748 S355 4,8266 109,9 7 HL 920x725 S355 4,7366
120,1 4 HL 920x1194 S460 4,3377 117,8 5 HL 1000x976 S355 4,4217 114,8 7 HL 1000x642 S460 4,3402 111 8 HL 1000x591 S460 4,6112

118,8 6 HL 1000x748 S460 4,2949 119 7 HL 1000x591 S460 4,1107 111,8 7 HL 1000x642 S460 4,398
119,8 7 HL 1100x548 S460 3,9548 115 8 HL 1000x539 S460 4,3415
120,8 6 HL 1100x607 S460 3,7676 116 7 HL 1000x591 S460 4,1723
123,8 7 HL 1100 R S355 3,6582 118,2 7 HL 1000x554 S355 3,9231
124,8 6 HL 1100x548 S460 3,5351 118,8 8 HL 1100 M S355 3,7382

119,8 7 HL 1100 R S355 3,7173
125 8 HL 1100 B S355 3,5376

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 121,3 7 HL 920x1269 S460 7,7926 118,1 8 HL 920x1194 S355 8,1858 116,3 8 HL 920x1269 S355 8,6608
121,3 7 HL 920x1269 S460 7,8622 118,1 9 HL 920x1077 S355 8,407
125,8 8 HL 1000x976 S460 7,1683

No solution No solution No solution No solution No solution

Span length = 27,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1194 4 S460 115,1 4,284 0,908 45,68 50,69 178 430 13,0 38,1 45,4 71,9 0,45 4,50 4,45 2,56 2,80 3,33 8,00 27239 1,5 17153 202 3066 5351 *

2,5 HL 1000x976 4 S460 117,8 3,650 0,968 45,13 46,88 206 430 14,3 41,3 45,4 80,1 0,40 4,50 4,82 2,48 2,74 3,33 8,00 25075 1,5 16728 <200 3009 5294 129

3,0 HL 920x725 5 S355 114,9 3,460 0,998 46,13 63,58 236 325 16,0 45,3 45,4 103,8 0,35 4,50 5,29 2,32 2,57 3,33 8,00 22891 1,5 17829 <200 3113 5397 98

3,0 HL 1100 R 5 S460 126,8 2,780 0,979 46,28 65,82 301 430 17,0 44,4 45,4 116,0 0,24 4,50 5,18 2,34 2,62 3,33 8,00 23331 1,5 17983 <200 3133 5418 47

3,5 HL 920x725 5 S355 111,9 3,506 0,992 47,02 63,78 236 325 15,1 45,0 45,4 103,1 0,32 4,50 5,25 2,29 2,53 3,33 8,00 23064 1,5 18916 <200 3204 5489 93

3,5 HL 1100 R 5 S460 121,8 2,827 0,992 47,17 65,54 304 430 16,0 45,0 45,4 115,8 0,23 4,50 5,25 2,28 2,54 3,33 8,00 23040 1,5 19072 <200 3225 5510 39

4,0 HL 920x656 6 S355 105,7 3,777 0,982 47,88 69,60 228 335 13,7 44,6 45,4 101,7 0,32 4,50 5,20 2,26 2,48 3,33 8,00 23310 1,5 19912 <200 3295 5580 84

4,0 HL 1100 B 6 S460 122,0 2,840 0,966 48,58 64,20 330 440 15,8 43,9 45,4 130,0 0,20 4,50 5,11 2,25 2,50 3,33 8,00 23665 1,5 20531 <200 3378 5663 22

4,5 HE 900x466 9 S355 103,8 4,119 1,000 49,31 69,74 240 335 14,1 45,4 45,4 115,5 0,27 4,50 5,29 2,18 2,39 3,33 8,00 22925 1,5 21200 <200 3447 5732 41

4,5 HL 1100 A 7 S460 121,0 3,016 0,916 50,23 65,87 329 440 14,9 41,6 45,4 132,2 0,17 4,50 4,85 2,24 2,48 3,33 8,00 24946 1,5 22006 <200 3555 5840 15

2,5 HL 920x1269 4 S460 124,3 4,543 0,981 46,63 52,25 161 430 11,9 33,1 33,8 68,1 0,36 3,00 3,86 2,69 2,93 3,33 8,00 31359 1,5 17926 211 3169 5242 *

2,5 HL 920x1269 4 S460 124,3 4,543 0,981 46,63 52,25 161 430 11,9 33,1 33,8 68,1 0,36 3,00 3,86 2,69 2,93 3,33 8,00 31359 1,5 17926 211 3169 5242 *

3,0 HL 920x1377 4 S460 116,3 4,897 0,984 47,67 57,76 158 430 10,7 33,2 33,8 66,7 0,38 3,00 3,87 2,63 2,85 3,33 8,00 31329 1,5 19041 207 3275 5347 *

3,0 HL 1000x883 5 S460 124,2 4,182 0,995 47,63 53,21 184 430 12,0 33,6 33,8 78,4 0,28 3,00 3,92 2,62 2,86 3,33 8,00 30927 1,5 19029 207 3273 5345 127

3,5 HL 920x1077 5 S355 113,1 4,794 0,980 48,59 90,91 161 315 10,3 33,1 33,8 70,8 0,32 3,00 3,86 2,59 2,80 3,33 8,00 31441 1,5 20139 206 3368 5440 *

3,5 HL 1000x883 5 S460 121,2 4,235 0,986 48,64 56,41 184 430 11,3 33,3 33,8 78,2 0,25 3,00 3,88 2,58 2,81 3,33 8,00 31236 1,5 20215 206 3378 5450 124

4,0 HL 920x970 6 S355 111,3 5,216 0,916 50,12 97,69 154 315 9,5 30,9 33,8 69,9 0,27 3,00 3,61 2,61 2,80 3,33 8,00 33650 1,5 21682 209 3532 5604 144

4,0 HL 1100x548 6 S355 127,8 3,511 0,983 50,05 69,97 234 335 11,9 33,2 33,8 96,6 0,17 3,00 3,87 2,51 2,75 3,33 8,00 31286 1,5 21706 205 3535 5608 53

4,5 HL 920x787 7 S355 108,1 5,099 0,968 50,98 94,57 165 325 9,7 32,7 33,8 77,2 0,25 3,00 3,81 2,50 2,68 3,33 8,00 31859 1,5 22539 205 3626 5698 117

4,5 HL 1100 B 8 S355 125,0 3,560 0,998 51,43 68,52 252 345 11,8 33,7 33,8 107,5 0,15 3,00 3,93 2,43 2,66 3,33 8,00 30843 1,5 22964 204 3683 5755 27

4,5 HL 920x1377 7 S460 124,3 8,441 0,757 74,27 100,99 149 430 10,1 15,1 28,1 66,7 0,18 1,50 1,76 2,79 2,95 3,33 8,00 57251 1,5 31648 252 5332 7952 *

4,5 HL 920x1269 7 S460 124,3 7,881 0,770 73,58 98,25 153 430 10,3 15,6 28,1 68,2 0,18 1,50 1,82 2,77 2,93 3,33 8,00 55382 1,5 31110 250 5260 7879 *

5,0 HL 920x1269 8 S355 116,3 8,674 0,531 74,90 160,83 141 295 8,8 14,9 28,1 63,6 0,19 1,50 1,74 2,79 2,93 3,33 8,00 58035 1,5 32515 251 5404 8023 *

5,0 HL 920x1269 7 S460 124,3 7,953 0,755 74,89 101,77 154 430 10,0 15,2 28,1 68,6 0,16 1,50 1,77 2,76 2,92 3,33 8,00 56839 1,5 32517 250 5404 8022 *

5,5 HL 920x1194 9 S355 115,1 9,209 0,505 76,69 169,65 133 295 8,3 14,2 28,1 60,3 0,17 1,50 1,66 2,80 2,94 3,33 8,00 61079 1,5 34299 253 5601 8220 *

5,5 HL 920x1194 8 S355 120,1 8,340 0,536 76,32 154,37 146 295 9,2 15,0 28,1 65,7 0,15 1,50 1,74 2,75 2,90 3,33 8,00 58535 1,5 34048 250 5567 8183 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 27,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 110 7 HL 1000x539 S355 3,7408 104,5 7 HL 920x537 S355 3,7678
110,6 8 HE 1000x438 S460 3,6372 108,2 8 HL 1000x443 S355 3,691
111 6 HL 1000x591 S355 3,5361 110 8 HE 1000x415 S460 3,5758

112,5 6 HL 920x588 S355 3,5336 110,8 9 HE 1000 M S460 3,4701
113,2 7 HL 1000x443 S460 3,3496 111,2 7 HL 1000x443 S460 3,415
115,8 7 HL 1000 M S460 3,1864 112 8 HL 1000 B S460 3,3335
117 6 HL 1000x483 S460 3,178 112,8 7 HL 1000 M S460 3,2467

117,8 6 HL 1100 M S460 3,0035 115,8 8 HE 1000 M S460 3,2121
116,6 7 HE 1000x393 S460 3,1658

No solution 117,8 5 HL 1000x976 S355 4,394 117,8 5 HL 1000x976 S355 4,4579 113,8 7 HL 1000x748 S355 4,8652 111 8 HL 1000x591 S460 4,6459
123,1 4 HL 920x1194 S460 4,3879 116,8 7 HL 1000x642 S460 4,3862 114,8 7 HL 1000x642 S460 4,453

119,8 7 HL 1100x548 S355 3,9039 118 8 HL 1000x539 S460 4,395
123,8 6 HL 1100x607 S460 3,8137 118,8 8 HL 1100 R S355 4,1444
126,8 7 HL 1100 R S355 3,7031 119,8 7 HL 1100x548 S355 3,9886

120,8 8 HL 1100 M S355 3,7779
121,8 7 HL 1100 R S355 3,7573

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 124,3 7 HL 920x1377 S355 8,2434 120,1 8 HL 920x1194 S355 8,2733 116,3 8 HL 920x1269 S355 8,7366
120,1 8 HL 920x1194 S460 8,536

No solution No solution No solution No solution No solution

Span length = 27,25 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1269 4 S460 116,3 4,509 0,886 46,76 53,22 171 430 12,6 37,0 45,8 70,3 0,44 4,50 4,28 2,57 2,80 3,31 7,94 29018 1,5 17426 204 3131 5435 *

2,5 HL 1000x976 4 S460 117,8 3,649 0,977 45,85 47,17 210 430 14,6 42,7 45,8 83,1 0,41 4,50 4,94 2,44 2,69 3,31 7,94 25075 1,5 16728 200 3037 5341 127

3,0 HL 1000x883 5 S460 116,2 4,142 0,900 47,67 53,56 195 430 12,8 38,0 45,8 81,0 0,34 4,50 4,39 2,49 2,72 3,31 7,94 28257 1,5 18429 203 3222 5526 119

3,0 HL 1000x883 5 S460 116,2 4,142 0,900 47,67 53,56 195 430 12,8 38,0 45,8 81,0 0,34 4,50 4,39 2,49 2,72 3,31 7,94 28257 1,5 18429 203 3222 5526 119

3,5 HE 1000x584 7 S355 112,6 3,877 0,927 48,27 70,96 230 325 13,8 42,5 45,8 99,8 0,29 4,50 4,90 2,33 2,56 3,31 7,94 25290 1,5 19312 201 3287 5591 61

3,5 HL 1100 R 5 S460 123,8 2,837 0,986 48,15 66,08 308 430 16,2 45,2 45,8 120,2 0,23 4,50 5,22 2,26 2,52 3,31 7,94 23735 1,5 19247 <200 3278 5582 37

4,0 HL 920x656 6 S355 106,7 3,782 0,992 48,78 69,87 231 335 14,0 45,5 45,8 105,6 0,31 4,50 5,25 2,23 2,45 3,31 7,94 23628 1,5 20012 <200 3339 5643 83

4,0 HL 1100 M 6 S460 117,8 3,002 0,994 49,06 69,40 307 440 15,1 45,6 45,8 122,0 0,22 4,50 5,26 2,21 2,46 3,31 7,94 23560 1,5 20270 <200 3374 5678 28

4,5 HL 920x588 7 S355 104,5 4,018 0,955 50,15 72,70 225 335 13,1 43,8 45,8 104,4 0,27 4,50 5,05 2,22 2,42 3,31 7,94 24563 1,5 21238 <200 3484 5788 75

4,5 HL 1100 B 7 S460 117,0 3,227 0,927 50,76 73,11 297 440 14,1 42,5 45,8 120,3 0,19 4,50 4,91 2,22 2,45 3,31 7,94 25257 1,5 21762 <200 3554 5858 22

3,0 HL 920x1377 4 S460 119,3 4,910 0,980 48,72 57,85 160 430 11,0 33,3 34,0 69,4 0,35 3,00 3,85 2,61 2,83 3,31 7,94 32302 1,5 19266 208 3335 5426 *

3,0 HL 1000x976 5 S460 120,8 4,508 0,988 48,48 56,91 172 430 11,1 33,6 34,0 74,0 0,31 3,00 3,88 2,61 2,84 3,31 7,94 32017 1,5 19072 208 3309 5399 137

3,5 HL 920x1077 5 S355 114,1 4,798 0,997 49,49 91,19 164 315 10,5 33,8 34,0 73,4 0,32 3,00 3,91 2,55 2,76 3,31 7,94 31782 1,5 20226 206 3410 5501 149

3,5 HL 1000x883 5 S460 124,2 4,250 0,976 49,76 56,98 187 430 11,5 33,1 34,0 81,3 0,23 3,00 3,83 2,57 2,79 3,31 7,94 32431 1,5 20477 207 3444 5535 123

4,0 HL 920x970 6 S355 111,3 5,214 0,941 50,93 97,69 157 315 9,6 32,0 34,0 72,5 0,28 3,00 3,69 2,56 2,75 3,31 7,94 33650 1,5 21682 208 3564 5655 141

4,0 HL 1100 R 7 S355 126,8 3,702 0,988 51,00 73,17 229 335 11,8 33,5 34,0 97,8 0,17 3,00 3,87 2,49 2,72 3,31 7,94 32020 1,5 21807 206 3581 5672 47

4,5 HL 920x787 7 S355 108,1 5,097 0,995 51,82 94,57 168 325 9,8 33,8 34,0 80,1 0,25 3,00 3,90 2,45 2,64 3,31 7,94 31859 1,5 22539 205 3659 5750 114

4,5 HL 1100 R 7 S355 123,8 3,770 0,984 52,33 73,17 231 335 11,2 33,4 34,0 98,5 0,16 3,00 3,86 2,44 2,65 3,31 7,94 32131 1,5 23010 205 3723 5813 41

5,0 HL 920x1269 8 S355 119,3 8,696 0,530 76,00 162,15 142 295 9,0 15,0 28,2 66,0 0,17 1,50 1,73 2,76 2,90 3,31 7,94 59683 1,5 32890 251 5504 8084 *

5,0 HL 920x1269 8 S355 119,3 8,696 0,530 76,00 162,15 142 295 9,0 15,0 28,2 66,0 0,17 1,50 1,73 2,76 2,90 3,31 7,94 59683 1,5 32890 251 5504 8084 *

5,5 HL 920x1194 9 S355 115,1 9,207 0,528 77,30 169,65 134 295 8,3 14,9 28,2 62,5 0,17 1,50 1,72 2,75 2,88 3,31 7,94 61079 1,5 34299 251 5652 8231 *

5,5 HL 920x1269 8 S355 119,3 8,761 0,527 77,34 163,34 140 295 8,8 14,9 28,2 64,3 0,16 1,50 1,71 2,74 2,89 3,31 7,94 60954 1,5 34326 251 5656 8235 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 27,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 114,9 5 HL 920x725 S355 3,5223 110 7 HL 1000x539 S355 3,7393 106,5 7 HL 920x537 S355 3,781
111 6 HL 1000x591 S355 3,5348 108,6 9 HE 1000x393 S460 3,7652

116,2 7 HL 1000x443 S460 3,3677 109,6 8 HE 1000x438 S460 3,7057
117 6 HL 1000x483 S460 3,1768 110,6 7 HE 1000x494 S460 3,6357

111,2 7 HL 1000x443 S460 3,4135
114,6 7 HE 1000x438 S460 3,3792
115 8 HL 1000 B S460 3,3539

115,8 7 HL 1000 M S460 3,2672

No solution No solution 117,8 5 HL 1000x976 S460 4,5568 113,8 7 HL 1000x748 S355 4,8636 112,6 9 HE 1000x584 S355 4,9397
121,8 6 HL 1000x748 S460 4,3436 118,8 6 HL 1000x748 S460 4,3988 114 8 HL 1000x591 S460 4,6661

120,8 7 HL 1100x607 S460 4,2929 116,8 7 HL 1000x642 S460 4,466
122,8 7 HL 1100x548 S355 3,9219 118 8 HL 1000x539 S460 4,3932
125,8 6 HL 1100x607 S460 3,8254 118,8 8 HL 1100 R S355 4,1427
126,8 7 HL 1100 R S460 3,7734 119,8 7 HL 1100x548 S355 3,9871

122,8 8 HL 1100 M S355 3,7909

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 119,3 8 HL 920x1269 S460 8,9696

No solution No solution No solution No solution No solution

Span length = 27,50 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1269 4 S460 116,3 4,508 0,895 47,54 53,52 174 430 12,8 38,3 46,3 72,9 0,45 4,50 4,38 2,53 2,76 3,30 7,89 29018 1,5 17426 204 3160 5467 *

2,5 HL 1000x976 4 S460 117,8 3,648 0,988 46,61 47,44 213 430 14,8 44,1 46,3 86,1 0,41 4,50 5,05 2,40 2,65 3,30 7,89 25075 1,5 16728 <200 3065 5372 124

3,0 HL 1000x883 5 S460 116,2 4,140 0,910 48,46 53,88 199 430 13,0 39,3 46,3 83,9 0,34 4,50 4,50 2,45 2,68 3,30 7,89 28257 1,5 18429 203 3251 5559 117

3,0 HL 1000x883 5 S460 116,2 4,140 0,910 48,46 53,88 199 430 13,0 39,3 46,3 83,9 0,34 4,50 4,50 2,45 2,68 3,30 7,89 28257 1,5 18429 203 3251 5559 117

3,5 HE 1000x584 7 S355 112,6 3,876 0,949 49,08 70,96 234 325 14,0 43,9 46,3 103,4 0,29 4,50 5,02 2,29 2,51 3,30 7,89 25290 1,5 19312 201 3317 5624 58

3,5 HL 1100 R 5 S460 126,8 2,853 0,965 49,30 66,92 312 430 16,4 44,6 46,3 124,8 0,21 4,50 5,11 2,26 2,52 3,30 7,89 24833 1,5 19510 <200 3344 5651 35

4,0 HL 920x725 6 S460 106,9 4,197 0,941 49,97 54,96 214 430 13,1 43,5 46,3 98,6 0,31 4,50 4,98 2,26 2,47 3,30 7,89 25500 1,5 20294 <200 3408 5715 96

4,0 HL 1100 M 6 S460 120,8 3,021 0,973 50,26 70,25 311 440 15,3 45,0 46,3 126,9 0,20 4,50 5,15 2,21 2,45 3,30 7,89 24645 1,5 20570 <200 3445 5753 26

4,5 HL 920x588 7 S355 104,5 4,016 0,978 50,99 72,70 229 335 13,3 45,2 46,3 108,2 0,28 4,50 5,18 2,18 2,38 3,30 7,89 24563 1,5 21238 <200 3515 5823 73

4,5 HL 1100 B 7 S460 117,0 3,226 0,949 51,61 73,11 302 440 14,3 43,9 46,3 124,7 0,19 4,50 5,03 2,18 2,41 3,30 7,89 25257 1,5 21762 <200 3587 5894 21

3,0 HL 920x1377 4 S460 121,3 4,918 0,986 49,72 58,09 162 430 11,2 33,7 34,1 72,1 0,34 3,00 3,86 2,58 2,80 3,30 7,89 32993 1,5 19416 208 3386 5489 *

3,0 HL 1000x976 5 S460 122,8 4,516 0,994 49,48 57,18 175 430 11,4 33,9 34,1 76,8 0,29 3,00 3,89 2,58 2,81 3,30 7,89 32712 1,5 19222 208 3359 5462 136

3,5 HL 920x1194 5 S355 115,1 5,222 0,932 50,93 95,23 152 295 9,7 31,8 34,1 68,9 0,31 3,00 3,64 2,60 2,80 3,30 7,89 34968 1,5 20692 211 3505 5607 *

3,5 HL 1000x976 5 S460 118,8 4,561 0,998 50,38 60,56 176 430 10,7 34,1 34,1 76,5 0,28 3,00 3,90 2,54 2,75 3,30 7,89 32615 1,5 20293 207 3450 5553 134

4,0 HL 920x970 6 S355 111,3 5,213 0,968 51,79 97,69 159 315 9,8 33,0 34,1 75,1 0,28 3,00 3,78 2,51 2,70 3,30 7,89 33650 1,5 21682 207 3597 5700 138

4,0 HL 1100x607 6 S355 128,8 3,769 0,965 52,15 76,98 222 335 11,5 32,9 34,1 94,9 0,17 3,00 3,77 2,50 2,72 3,30 7,89 33692 1,5 22030 207 3644 5747 62

4,5 HL 920x787 7 S355 111,1 5,117 0,985 53,11 95,58 170 325 10,1 33,6 34,1 83,4 0,23 3,00 3,85 2,44 2,62 3,30 7,89 33064 1,5 22877 206 3738 5841 112

4,5 HL 1100 R 7 S355 126,8 3,791 0,968 53,64 74,19 235 335 11,4 33,0 34,1 102,6 0,15 3,00 3,78 2,43 2,64 3,30 7,89 33573 1,5 23348 206 3803 5905 39

5,0 HL 920x1269 8 S460 124,3 8,942 0,720 77,45 111,40 143 430 9,2 14,7 28,4 68,5 0,15 1,50 1,69 2,75 2,90 3,30 7,89 62718 1,5 33515 252 5639 8182 *

5,0 HL 920x1269 8 S355 124,3 8,734 0,527 77,45 164,49 143 295 9,2 14,7 28,4 68,5 0,15 1,50 1,69 2,75 2,90 3,30 7,89 62718 1,5 33515 252 5639 8182 *

5,5 HL 920x1194 9 S355 118,1 9,231 0,541 78,49 171,08 135 295 8,5 15,3 28,4 64,9 0,16 1,50 1,75 2,72 2,86 3,30 7,89 62859 1,5 34711 250 5760 8300 *

5,5 HL 920x1269 8 S355 124,3 8,803 0,516 78,91 165,85 141 295 8,9 14,4 28,4 66,9 0,14 1,50 1,65 2,74 2,88 3,30 7,89 64220 1,5 35013 252 5801 8343 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 27,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 114,9 5 HL 920x725 S355 3,5211 108,7 6 HL 920x656 S355 3,7939 108,5 7 HL 920x537 S355 3,7941
110 7 HL 1000x539 S355 3,7379 110,6 8 HE 1000x438 S460 3,7115
111 6 HL 1000x591 S355 3,5335 110,8 8 HL 1000 M S460 3,5739

116,2 7 HL 1000x443 S460 3,3663 113,2 7 HL 1000x443 S460 3,4268
118,8 6 HL 1100 R S460 3,3009 115 8 HL 1000 B S460 3,3524

115,8 7 HL 1000 M S460 3,2658

No solution No solution 116,2 6 HL 1000x883 S355 4,8001 113,8 7 HL 1000x748 S355 4,8619 113,6 9 HE 1000x584 S355 4,9451
120,8 7 HL 1100x607 S460 4,2914 113,8 7 HL 1000x748 S355 4,9401
124,8 7 HL 1100x548 S355 3,9334 114,9 7 HL 920x725 S460 4,9115
128,8 6 HL 1100x607 S460 3,8435 116 8 HL 1000x591 S460 4,6789

118,2 8 HL 1000x554 S460 4,4803
118,8 8 HL 1100 R S355 4,1411
120,8 7 HL 1100x548 S355 3,9929
125,8 8 HL 1100 M S355 3,8112

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 124,3 8 HL 920x1269 S460 9,0117

No solution No solution No solution No solution No solution

Span length = 27,75 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1269 4 S460 116,3 4,507 0,905 48,33 53,82 177 430 13,0 39,5 46,7 75,5 0,45 4,50 4,48 2,48 2,71 3,28 7,84 29018 1,5 17426 203 3188 5521 *

2,5 HL 920x1269 4 S460 116,3 4,507 0,905 48,33 53,82 177 430 13,0 39,5 46,7 75,5 0,45 4,50 4,48 2,48 2,71 3,28 7,84 29018 1,5 17426 203 3188 5521 *

3,0 HL 1000x883 5 S460 116,2 4,139 0,919 49,27 54,19 202 430 13,2 40,6 46,7 87,0 0,34 4,50 4,60 2,41 2,63 3,28 7,84 28257 1,5 18429 203 3281 5613 115

3,0 HL 1000x748 5 S355 116,8 3,567 0,977 48,72 68,27 234 325 15,1 45,6 46,7 101,8 0,33 4,50 5,18 2,29 2,53 3,28 7,84 25109 1,5 18035 201 3227 5559 94

3,5 HE 1000x584 7 S355 112,6 3,874 0,971 49,89 70,96 238 325 14,2 45,3 46,7 107,2 0,30 4,50 5,14 2,25 2,47 3,28 7,84 25290 1,5 19312 <200 3347 5679 56

3,5 HL 1100 R 5 S460 126,8 2,852 0,988 50,11 66,92 317 430 16,6 46,1 46,7 129,3 0,21 4,50 5,23 2,22 2,48 3,28 7,84 24833 1,5 19510 <200 3374 5707 33

4,0 HL 920x787 6 S460 108,1 4,500 0,891 51,28 58,24 202 430 12,5 41,6 46,7 94,4 0,30 4,50 4,72 2,29 2,49 3,28 7,84 27574 1,5 20652 202 3488 5820 106

4,0 HL 1100 M 6 S460 120,8 3,019 0,996 51,10 70,25 316 440 15,6 46,5 46,7 131,5 0,21 4,50 5,27 2,17 2,41 3,28 7,84 24645 1,5 20570 <200 3476 5809 25

4,5 HL 920x588 7 S355 105,5 4,022 0,987 51,99 73,00 232 335 13,5 46,0 46,7 112,3 0,27 4,50 5,22 2,15 2,35 3,28 7,84 24912 1,5 21351 <200 3563 5895 70

4,5 HL 1100 B 7 S460 117,0 3,224 0,972 52,47 73,11 308 440 14,5 45,4 46,7 129,3 0,19 4,50 5,15 2,14 2,37 3,28 7,84 25257 1,5 21762 <200 3619 5952 19

3,0 HL 920x1377 4 S460 124,3 4,932 0,981 50,84 58,40 165 430 11,5 33,6 34,3 74,8 0,31 3,00 3,82 2,56 2,78 3,28 7,84 34093 1,5 19641 209 3447 5561 *

3,0 HL 1000x976 5 S460 125,8 4,529 0,988 50,59 57,54 177 430 11,6 33,9 34,3 79,7 0,27 3,00 3,85 2,57 2,79 3,28 7,84 33817 1,5 19447 209 3420 5534 135

3,5 HL 920x1194 5 S460 115,1 5,344 0,957 51,78 65,77 155 430 9,9 32,8 34,3 71,4 0,31 3,00 3,73 2,56 2,75 3,28 7,84 34968 1,5 20692 209 3536 5650 *

3,5 HL 1000x976 5 S460 122,8 4,583 0,979 51,67 60,96 178 430 11,0 33,6 34,3 79,5 0,25 3,00 3,81 2,53 2,74 3,28 7,84 34147 1,5 20643 208 3529 5643 133

4,0 HL 920x970 6 S355 111,3 5,211 0,994 52,65 97,69 162 315 9,9 34,1 34,3 77,8 0,28 3,00 3,87 2,47 2,66 3,28 7,84 33650 1,5 21682 206 3629 5743 135

4,0 HL 1100x607 6 S355 128,8 3,767 0,991 53,02 76,98 225 335 11,7 34,0 34,3 98,4 0,17 3,00 3,86 2,45 2,67 3,28 7,84 33692 1,5 22030 207 3677 5791 59

4,5 HL 920x970 7 S355 111,3 6,036 0,861 55,15 113,65 145 315 8,6 29,5 34,3 71,1 0,24 3,00 3,35 2,55 2,72 3,28 7,84 38916 1,5 23735 212 3890 6004 *

4,5 HL 1100 R 7 S355 126,8 3,789 0,995 54,54 74,19 239 335 11,5 34,1 34,3 106,3 0,15 3,00 3,87 2,39 2,60 3,28 7,84 33573 1,5 23348 206 3837 5950 37

5,5 HL 920x1194 9 S355 123,1 9,273 0,521 80,08 173,62 136 295 8,6 14,8 28,5 67,4 0,14 1,50 1,68 2,72 2,85 3,28 7,84 66139 1,5 35399 251 5906 8409 *

5,5 HL 920x1194 9 S355 123,1 9,273 0,521 80,08 173,62 136 295 8,6 14,8 28,5 67,4 0,14 1,50 1,68 2,72 2,85 3,28 7,84 66139 1,5 35399 251 5906 8409 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 28,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 113,8 5 HL 1000x748 S355 3,6142 110 7 HL 1000x539 S355 3,7365 109 8 HL 1000x483 S355 3,9191
117,8 7 HL 1100 M S460 3,3694 110 7 HL 1000x539 S355 3,813
118,8 6 HL 1100 R S460 3,2997 111,6 9 HE 1000x393 S460 3,7838

112,6 8 HE 1000x438 S460 3,7245
112,8 8 HL 1000 M S460 3,587
115 8 HL 1000 B S460 3,351
116 8 HL 1100 A S460 3,2779

No solution No solution 116,2 6 HL 1000x883 S355 4,7987 113,8 7 HL 1000x748 S355 4,8603 113,1 7 HL 920x787 S355 5,13
120,8 7 HL 1100x607 S460 4,2899 113,8 7 HL 1000x748 S460 5,046
127,8 7 HL 1100x548 S355 3,9514 115,6 9 HE 1000x584 S355 4,9579
128,8 6 HL 1100x607 S460 3,8421 119 8 HL 1000x591 S460 4,6991

119,8 7 HL 1000x642 S460 4,4848
120,8 7 HL 1100x607 S460 4,3749
121,8 8 HL 1100 R S355 4,1613
122,8 7 HL 1100x548 S355 4,006

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 28,00 mOther possible solutions

E

A

B

C

D
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2,5 HL 920x1269 4 S460 124,3 4,538 0,936 49,78 53,49 179 430 13,7 37,7 47,1 78,6 0,37 4,50 4,25 2,50 2,74 3,26 7,79 31359 1,5 17926 206 3286 5630 *

2,5 HL 920x1269 4 S460 124,3 4,538 0,936 49,78 53,49 179 430 13,7 37,7 47,1 78,6 0,37 4,50 4,25 2,50 2,74 3,26 7,79 31359 1,5 17926 206 3286 5630 *

3,0 HL 1000x883 5 S460 116,2 4,138 0,928 50,07 54,50 205 430 13,4 41,9 47,1 90,1 0,35 4,50 4,71 2,36 2,59 3,26 7,79 28257 1,5 18429 203 3310 5655 113

3,0 HL 1000x748 5 S355 118,8 3,575 0,976 49,72 68,76 237 325 15,4 46,0 47,1 105,5 0,32 4,50 5,17 2,27 2,51 3,26 7,79 25734 1,5 18185 201 3276 5621 94

3,5 HE 1000x584 7 S355 112,6 3,873 0,994 50,71 70,96 242 325 14,5 46,8 47,1 111,0 0,30 4,50 5,26 2,21 2,43 3,26 7,79 25290 1,5 19312 <200 3376 5721 53

3,5 HL 1100x548 5 S460 124,8 3,020 0,983 50,92 72,60 296 430 15,9 46,3 47,1 122,0 0,23 4,50 5,20 2,21 2,46 3,26 7,79 25550 1,5 19486 <200 3401 5745 43

4,0 HL 920x787 6 S460 108,1 4,499 0,912 52,13 58,59 205 430 12,7 42,9 47,1 97,8 0,30 4,50 4,83 2,25 2,45 3,26 7,79 27574 1,5 20651 <200 3519 5863 103

4,0 HL 1100 M 6 S460 122,8 3,031 0,989 52,20 70,84 320 440 15,8 46,6 47,1 136,5 0,20 4,50 5,23 2,15 2,39 3,26 7,79 25408 1,5 20770 <200 3535 5880 24

4,5 HL 920x656 7 S460 105,7 4,452 0,933 53,30 59,91 214 430 12,7 43,9 47,1 105,2 0,27 4,50 4,94 2,18 2,37 3,26 7,79 26989 1,5 21681 <200 3640 5985 84

4,5 HL 1100 B 7 S460 117,0 3,223 0,995 53,34 73,11 313 440 14,7 46,8 47,1 133,9 0,19 4,50 5,27 2,11 2,33 3,26 7,79 25257 1,5 21762 <200 3651 5996 18

3,5 HL 920x1194 5 S460 115,1 5,342 0,983 52,64 66,14 157 430 10,0 33,9 34,5 73,9 0,32 3,00 3,81 2,51 2,70 3,26 7,79 34968 1,5 20692 208 3568 5692 *

3,5 HL 1000x976 5 S460 125,8 4,598 0,970 52,86 61,49 180 430 11,2 33,5 34,5 82,6 0,23 3,00 3,76 2,51 2,73 3,26 7,79 35392 1,5 20905 209 3597 5722 132

4,0 HL 920x1077 6 S355 113,1 5,682 0,922 54,31 108,69 151 315 9,3 31,8 34,5 73,2 0,27 3,00 3,58 2,52 2,70 3,26 7,79 37298 1,5 22272 210 3743 5868 *

4,0 HL 1100x548 7 S355 127,8 3,950 0,994 54,04 80,31 220 335 11,5 34,3 34,5 99,4 0,17 3,00 3,86 2,43 2,65 3,26 7,79 34523 1,5 22130 207 3724 5848 54

4,5 HL 920x970 7 S355 111,3 6,034 0,884 56,07 113,65 147 315 8,8 30,5 34,5 73,7 0,24 3,00 3,43 2,50 2,67 3,26 7,79 38916 1,5 23735 211 3925 6049 145

4,5 HL 1100x548 7 S355 124,8 4,019 0,991 55,45 80,33 222 335 11,0 34,2 34,5 100,1 0,16 3,00 3,84 2,38 2,59 3,26 7,79 34636 1,5 23340 206 3870 5995 47

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 28,25 m

Deflection

sc,max = 0,6 fck =



209

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 113,8 5 HL 1000x748 S355 3,613 110 7 HL 1000x539 S355 3,7351 107,5 7 HL 920x588 S355 4,0352
117,8 7 HL 1100 M S460 3,3681 109 8 HL 1000x483 S355 3,9176
118,8 6 HL 1100 R S460 3,2985 110 7 HL 1000x539 S355 3,8116

112,8 8 HL 1000 M S460 3,5855
116,2 7 HL 1000x443 S460 3,4459
117 8 HL 1100 A S460 3,2838

No solution No solution 117,8 6 HL 1000x976 S355 5,2071 114,3 6 HL 920x970 S355 5,2293 113,1 6 HL 920x1077 S355 5,7571
119,2 6 HL 1000x883 S460 4,9231 116,2 6 HL 1000x883 S460 4,9752 113,8 7 HL 1000x748 S460 5,0444

123,8 7 HL 1100x607 S460 4,3079 117,6 9 HE 1000x584 S355 4,9706
127,8 7 HL 1100x548 S460 4,0288 119 8 HL 1000x591 S460 4,6975

119,8 8 HL 1100x548 S460 4,5165
120,8 7 HL 1100x607 S460 4,3734
123,8 8 HL 1100 R S355 4,1743
124,8 7 HL 1100x548 S460 4,0979

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 28,25 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x883 5 S460 116,2 4,137 0,937 50,89 54,82 209 430 13,6 43,3 47,5 93,3 0,35 4,50 4,82 2,32 2,54 3,25 7,73 28257 1,5 18429 203 3339 5698 111

3,0 HL 1000x748 5 S355 118,8 3,574 0,999 50,53 68,76 241 325 15,6 47,4 47,5 109,3 0,32 4,50 5,29 2,23 2,47 3,25 7,73 25734 1,5 18185 <200 3305 5664 93

3,5 HL 1000x748 6 S460 113,8 4,293 0,913 52,12 57,68 210 430 13,0 42,4 47,5 96,9 0,30 4,50 4,73 2,29 2,50 3,25 7,73 28809 1,5 19726 203 3464 5823 97

3,5 HL 1100x548 5 S460 127,8 3,036 0,963 52,10 73,47 299 430 16,1 45,7 47,5 126,6 0,21 4,50 5,10 2,21 2,45 3,25 7,73 26687 1,5 19749 <200 3468 5826 41

4,0 HL 920x787 6 S460 108,1 4,497 0,933 52,98 58,94 208 430 12,9 44,3 47,5 101,3 0,31 4,50 4,94 2,21 2,41 3,25 7,73 27574 1,5 20651 <200 3550 5909 101

4,0 HL 1100 M 6 S460 125,8 3,050 0,966 53,46 71,76 324 440 15,9 45,9 47,5 141,9 0,18 4,50 5,11 2,15 2,39 3,25 7,73 26613 1,5 21070 <200 3608 5967 22

4,5 HL 920x725 7 S460 106,9 4,848 0,875 54,78 63,88 200 430 12,0 41,5 47,5 99,7 0,27 4,50 4,63 2,22 2,40 3,25 7,73 29452 1,5 22125 <200 3734 6093 95

4,5 HL 1100 B 7 S460 120,0 3,244 0,972 54,67 74,05 317 440 14,9 46,2 47,5 139,3 0,18 4,50 5,15 2,10 2,32 3,25 7,73 26457 1,5 22100 <200 3731 6090 17

3,5 HL 920x1194 5 S460 116,1 5,346 1,000 53,61 66,41 160 430 10,2 34,7 34,7 76,6 0,31 3,00 3,86 2,48 2,67 3,25 7,73 35326 1,5 20780 208 3612 5747 *

3,5 HL 1000x976 5 S460 125,8 4,597 0,996 53,72 61,86 183 430 11,4 34,5 34,7 85,5 0,23 3,00 3,85 2,47 2,68 3,25 7,73 35392 1,5 20905 208 3629 5764 130

4,0 HL 920x1077 6 S355 113,1 5,681 0,947 55,20 108,69 153 315 9,4 32,8 34,7 75,8 0,27 3,00 3,66 2,48 2,65 3,25 7,73 37298 1,5 22272 209 3776 5912 *

4,0 HL 1100x607 7 S460 125,8 4,319 0,984 55,03 64,65 205 430 11,0 34,1 34,7 93,9 0,18 3,00 3,80 2,43 2,64 3,25 7,73 35849 1,5 22199 208 3766 5902 70

4,5 HL 920x970 7 S355 111,3 6,033 0,908 56,99 113,65 150 315 8,9 31,5 34,7 76,3 0,24 3,00 3,51 2,46 2,62 3,25 7,73 38916 1,5 23735 210 3959 6095 142

4,5 HL 1100x548 7 S355 127,8 4,040 0,975 56,81 81,39 225 335 11,1 33,8 34,7 104,1 0,15 3,00 3,77 2,37 2,58 3,25 7,73 36128 1,5 23678 207 3951 6087 45

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 28,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 115,6 7 HE 1000x584 S460 3,9724 111 7 HL 1000x591 S355 3,9967 109 8 HL 1000x483 S355 3,9161
116,8 5 HL 1000x748 S355 3,6289 111,2 7 HL 1000x554 S355 3,8156 110 7 HL 1000x539 S355 3,8102

111,8 6 HL 1000x642 S355 3,7505 113,2 8 HL 1000x443 S460 3,7926
117,8 7 HL 1100 M S460 3,3668 115,8 8 HL 1000 M S460 3,6059
118,8 6 HL 1100 R S460 3,2973 117 8 HL 1100 B S460 3,5583

117,8 7 HL 1100 M S460 3,4506
119 8 HL 1100 A S460 3,297

No solution No solution 117,8 6 HL 1000x976 S355 5,2056 116,3 6 HL 920x970 S355 5,2408 113,1 6 HL 920x1077 S355 5,7555
121,2 6 HL 1000x883 S460 4,933 118,8 7 HL 1000x748 S460 4,9972 116,2 7 HL 1000x883 S355 5,6307

119,2 6 HL 1000x883 S460 4,9932 116,8 7 HL 1000x748 S460 5,0647
119,8 8 HL 1100x548 S460 4,5149
121,8 7 HL 1100x607 S460 4,3792
126,8 8 HL 1100 R S355 4,1947
127,8 7 HL 1100x548 S460 4,1184

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 28,50 mOther possible solutions

E

A

B

C

D
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 C

ate
go

ry 
of 

the
 lin

e

 S
lab

 w
idt

h (
m)

 P
ro

file

 N
um

be
r

 S
tee

l g
ra

de

 S
lab

 he
igh

t (
cm

)

 P
ric

e i
nd

ex
 

 R
ati

o m
ax

 M
Ed

 (M
Nm

)

 M
plR

d (
MN

m)

 s
s (

MP
a)

 f y
 / g

M,
se

r (M
Pa

)

 s
c (

MP
a)

 d
LM

71
 (m

m)

 d
ma

x (
mm

)

 P
re

ca
mb

er

 t L
M7

1 (
mm

)

 t m
ax

 (m
m)

 q
LM

71
 (m

ra
d)

 F
re

qu
en

cy
 n 0

 (H
z)

 pi
nn

ed
 - 

pin
ne

d
 M

od
ifie

d f
re

qu
en

cy
 n 0

 (H
z)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 lo
we

r li
mi

t, n
0m

in (
Hz

)

 E
N 

19
91

-2
. F

igu
re

 6.
10

 up
pe

r li
mi

t, n
0m

ax
 (H

z)

 E
I (

MN
m2 )

 D
am

pin
g (

%
)

 W
eig

ht 
 (k

g/m
)

 M
ax

. s
pe

ed
 (k

m/
h)

 R
Su

pp
or

t,G
  (

kN
)

 R
Su

pp
or

t,S
LS

  (
kN

)

 H
Co

nc
re

te 
LT

B  
(cm

)

3,0 HL 1000x883 5 S460 116,2 4,135 0,946 51,74 55,13 212 430 13,8 44,7 47,9 96,6 0,35 4,50 4,93 2,28 2,50 3,23 7,68 28257 1,5 18429 <200 3369 5730 109

3,0 HL 1000x748 5 S355 121,8 3,587 0,984 51,68 69,53 244 325 15,9 47,2 47,9 113,2 0,30 4,50 5,21 2,22 2,46 3,23 7,68 26727 1,5 18410 200 3366 5727 94

3,5 HL 1000x748 6 S460 113,8 4,291 0,922 53,00 58,01 213 430 13,2 43,8 47,9 100,3 0,30 4,50 4,84 2,25 2,46 3,23 7,68 28809 1,5 19726 201 3495 5856 95

3,5 HL 1100x548 5 S460 127,8 3,035 0,986 52,96 73,47 304 430 16,3 47,2 47,9 131,1 0,21 4,50 5,22 2,17 2,41 3,23 7,68 26687 1,5 19749 <200 3498 5859 39

4,0 HL 920x787 6 S460 108,1 4,496 0,955 53,87 59,29 212 430 13,1 45,8 47,9 104,9 0,31 4,50 5,06 2,17 2,37 3,23 7,68 27574 1,5 20651 <200 3581 5942 99

4,0 HL 1100 M 6 S460 125,8 3,048 0,989 54,36 71,76 330 440 16,1 47,4 47,9 146,9 0,19 4,50 5,23 2,11 2,35 3,23 7,68 26613 1,5 21070 <200 3640 6001 21

4,5 HL 920x656 7 S355 105,7 4,355 0,977 55,08 81,02 222 335 13,1 46,8 47,9 112,8 0,28 4,50 5,17 2,10 2,29 3,23 7,68 26989 1,5 21681 <200 3705 6065 78

4,5 HL 1100 B 7 S460 120,0 3,242 0,995 55,58 74,05 322 440 15,1 47,7 47,9 144,3 0,18 4,50 5,27 2,06 2,28 3,23 7,68 26457 1,5 22100 <200 3764 6125 16

3,5 HL 920x1269 5 S460 116,3 5,623 0,975 54,85 69,75 154 430 9,8 34,0 34,8 74,8 0,31 3,00 3,75 2,48 2,67 3,23 7,68 37222 1,5 21039 210 3680 5826 *

3,5 HL 1000x883 6 S460 124,2 4,949 0,986 54,98 64,37 177 430 11,1 34,4 34,8 86,7 0,23 3,00 3,80 2,46 2,66 3,23 7,68 36744 1,5 21166 209 3698 5843 122

4,0 HL 920x1077 6 S355 113,1 5,679 0,973 56,13 108,69 156 315 9,5 33,9 34,8 78,5 0,28 3,00 3,74 2,43 2,61 3,23 7,68 37298 1,5 22272 209 3810 5955 147

4,0 HL 1100x607 7 S460 128,8 4,337 0,972 56,36 65,44 208 430 11,1 33,9 34,8 97,6 0,17 3,00 3,74 2,42 2,62 3,23 7,68 37260 1,5 22499 209 3842 5988 67

4,5 HL 920x970 7 S355 111,3 6,031 0,933 57,94 113,65 152 315 9,0 32,5 34,8 79,0 0,24 3,00 3,59 2,42 2,58 3,23 7,68 38916 1,5 23735 209 3994 6140 139

4,5 HL 1100 R 8 S355 126,8 4,193 0,997 57,86 83,46 226 335 11,2 34,7 34,8 108,3 0,15 3,00 3,84 2,34 2,53 3,23 7,68 36348 1,5 23733 207 3994 6140 38

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 28,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 116,2 5 HL 1000x883 S460 4,1986 109,9 6 HL 920x725 S355 4,1216 109,5 7 HL 920x588 S355 4,047
117,6 7 HE 1000x584 S460 3,9824 111 7 HL 1000x591 S355 3,9954 110,2 7 HL 1000x554 S355 3,8844
121,8 5 HL 1000x748 S355 3,6562 112,8 6 HL 1000x642 S355 3,7557 115,8 8 HL 1000 M S460 3,6045

118,8 7 HL 1100 M S460 3,372 117 8 HL 1100 B S460 3,5569
121,8 6 HL 1100 R S460 3,3155 117,8 7 HL 1100 M S460 3,4493

No solution No solution 117,8 6 HL 1000x976 S355 5,2041 117,8 6 HL 1000x976 S355 5,2739 113,1 6 HL 920x1077 S355 5,7539
119,3 6 HL 920x970 S355 5,2588 116,2 7 HL 1000x883 S355 5,6291
121,2 6 HL 1000x883 S460 5,0047 118,8 7 HL 1000x748 S460 5,0778

120,8 8 HL 1100x607 S460 4,8692
122,8 8 HL 1100x548 S355 4,4452
123,8 7 HL 1100x607 S460 4,3923
126,8 8 HL 1100 R S460 4,2751

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 28,75 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x883 5 S460 119,2 4,149 0,961 52,88 55,38 215 430 14,1 44,6 48,3 100,1 0,33 4,50 4,88 2,27 2,49 3,21 7,63 29199 1,5 18654 <200 3430 5809 109

3,0 HL 1000x883 5 S460 119,2 4,149 0,961 52,88 55,38 215 430 14,1 44,6 48,3 100,1 0,33 4,50 4,88 2,27 2,49 3,21 7,63 29199 1,5 18654 <200 3430 5809 109

3,5 HL 920x1194 5 S460 115,1 5,338 0,832 55,24 67,24 171 430 11,3 37,3 48,3 82,0 0,32 4,50 4,09 2,38 2,57 3,21 7,63 34968 1,5 20692 207 3663 6042 *

3,5 HL 1000x883 5 S460 119,2 4,214 0,931 54,28 58,73 215 430 13,4 42,7 48,3 99,9 0,28 4,50 4,68 2,26 2,47 3,21 7,63 30484 1,5 20040 203 3570 5949 107

4,0 HL 1000x591 7 S355 111,0 3,994 0,990 54,69 76,78 238 335 13,8 47,8 48,3 116,8 0,27 4,50 5,24 2,12 2,32 3,21 7,63 27239 1,5 20640 <200 3611 5990 63

4,0 HL 1100 R 6 S460 121,8 3,314 0,996 55,04 78,19 299 430 15,3 48,2 48,3 134,8 0,21 4,50 5,27 2,10 2,32 3,21 7,63 27027 1,5 20922 <200 3651 6030 29

4,5 HL 920x656 7 S355 105,7 4,353 0,999 55,96 81,02 225 335 13,3 48,3 48,3 116,8 0,28 4,50 5,29 2,07 2,25 3,21 7,63 26989 1,5 21681 <200 3737 6116 76

4,5 HL 1100 B 7 S460 122,0 3,256 0,986 56,79 74,70 327 440 15,3 47,7 48,3 149,7 0,17 4,50 5,22 2,05 2,27 3,21 7,63 27300 1,5 22325 <200 3828 6208 15

3,5 HL 920x1377 5 S355 116,3 5,880 0,966 56,27 107,03 151 295 9,7 33,8 35,0 75,3 0,31 3,00 3,71 2,46 2,64 3,21 7,63 38570 1,5 21423 210 3766 5923 *

3,5 HL 1000x976 6 S355 118,8 5,208 0,998 55,73 102,79 166 315 10,2 34,9 35,0 81,5 0,27 3,00 3,83 2,44 2,63 3,21 7,63 37318 1,5 21053 209 3714 5870 124

4,0 HL 920x1077 6 S355 113,1 5,678 0,998 57,04 108,69 158 315 9,7 35,0 35,0 81,2 0,28 3,00 3,83 2,39 2,56 3,21 7,63 37298 1,5 22272 208 3843 5999 144

4,0 HL 1100x607 7 S460 128,8 4,336 0,998 57,27 65,85 211 430 11,3 35,0 35,0 101,0 0,17 3,00 3,83 2,38 2,58 3,21 7,63 37260 1,5 22499 208 3875 6032 64

4,5 HL 920x970 7 S355 111,3 6,029 0,958 58,88 113,65 155 315 9,1 33,5 35,0 81,7 0,24 3,00 3,67 2,38 2,54 3,21 7,63 38916 1,5 23735 208 4029 6186 135

4,5 HL 1100x607 7 S460 125,8 4,405 0,995 58,76 69,40 214 430 10,8 34,8 35,0 101,7 0,16 3,00 3,82 2,33 2,52 3,21 7,63 37376 1,5 23715 207 4026 6183 56

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 29,00 m

Deflection

sc,max = 0,6 fck =



215

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 117,8 6 HL 1000x976 S460 5,3229 116,8 6 HL 1000x642 S355 3,7804 110 8 HL 1000x539 S355 4,2367
120,8 7 HL 1100 M S460 3,3837 111 7 HL 1000x591 S355 4,0709

112,5 7 HL 920x588 S355 4,0675
113,6 8 HE 1000x494 S460 4,0526
116,2 8 HL 1000x443 S460 3,8116
117 8 HL 1100 B S460 3,5555

117,8 7 HL 1100 M S460 3,448

No solution No solution 117,3 5 HL 920x1269 S460 5,6271 117,8 6 HL 1000x976 S355 5,2724 113,1 6 HL 920x1077 S355 5,7524
118,8 6 HL 1000x976 S460 5,3286 124,2 6 HL 1000x883 S460 5,0227 116,2 7 HL 1000x883 S355 5,6274

120,8 8 HL 1100x607 S460 4,8676
124,8 8 HL 1100x548 S355 4,4583

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 29,00 mOther possible solutions

E

A

B

C

D



216

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
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3,5 HL 920x970 5 S460 111,3 4,527 0,972 54,60 58,87 209 430 13,5 47,4 48,8 103,3 0,35 4,50 5,14 2,16 2,36 3,20 7,59 28382 1,5 19643 <200 3544 5940 118

3,5 HL 920x970 5 S460 111,3 4,527 0,972 54,60 58,87 209 430 13,5 47,4 48,8 103,3 0,35 4,50 5,14 2,16 2,36 3,20 7,59 28382 1,5 19643 <200 3544 5940 118

4,0 HL 1000x642 7 S355 111,8 4,284 0,948 56,02 83,00 225 335 13,2 46,2 48,8 112,7 0,27 4,50 5,02 2,14 2,33 3,20 7,59 29092 1,5 20955 <200 3687 6084 73

4,0 HL 1100 R 6 S460 123,8 3,349 0,990 56,21 78,82 304 430 15,5 48,3 48,8 139,8 0,20 4,50 5,24 2,08 2,31 3,20 7,59 27825 1,5 21122 <200 3711 6108 28

4,5 HL 920x725 7 S460 106,9 4,883 0,937 57,50 65,05 210 430 12,5 45,7 48,8 110,6 0,27 4,50 4,96 2,10 2,28 3,20 7,59 29452 1,5 22125 <200 3833 6230 89

4,5 HL 1100 M 7 S460 118,8 3,477 0,997 57,47 81,09 303 440 14,6 48,6 48,8 140,3 0,19 4,50 5,28 2,04 2,24 3,20 7,59 27616 1,5 22152 <200 3836 6233 20

3,5 HL 920x1377 5 S460 116,3 6,073 0,992 57,18 72,57 153 430 9,8 34,9 35,2 77,9 0,32 3,00 3,79 2,42 2,60 3,20 7,59 38570 1,5 21423 209 3799 5967 *

3,5 HL 1000x976 6 S355 122,8 5,275 0,982 57,11 104,02 168 315 10,5 34,6 35,2 84,7 0,25 3,00 3,76 2,43 2,62 3,20 7,59 38903 1,5 21403 210 3796 5964 125

4,0 HL 920x1194 6 S355 115,1 6,248 0,921 58,90 113,84 147 295 9,0 32,4 35,2 76,3 0,27 3,00 3,52 2,45 2,61 3,20 7,59 41505 1,5 22931 211 3970 6138 *

4,0 HL 1000x883 6 S460 124,2 5,062 1,000 58,38 68,82 185 430 10,9 35,2 35,2 94,7 0,21 3,00 3,82 2,36 2,55 3,20 7,59 38203 1,5 22614 208 3925 6093 114

4,5 HL 920x970 7 S355 111,3 6,080 0,983 59,82 113,65 157 315 9,3 34,6 35,2 84,6 0,25 3,00 3,76 2,34 2,50 3,20 7,59 38916 1,5 23735 208 4064 6231 132

4,5 HL 1100x607 7 S460 128,8 4,459 0,981 60,18 70,39 217 430 10,9 34,5 35,2 105,7 0,15 3,00 3,75 2,32 2,51 3,20 7,59 38922 1,5 24053 208 4109 6277 54

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 29,25 m

Deflection

sc,max = 0,6 fck =
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Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 112 7 HL 1000x591 S355 4,031 108,7 7 HL 920x656 S355 4,4091
119,8 7 HL 1100x548 S355 3,9221 110 8 HL 1000x539 S355 4,2684
122,8 7 HL 1100 M S460 3,4188 111 7 HL 1000x591 S355 4,1014

112,5 7 HL 920x588 S355 4,0978
115,6 8 HE 1000x494 S460 4,0962
117,8 8 HL 1100 M S460 3,8418
118 8 HL 1100 B S460 3,5854

No solution No solution 119,3 5 HL 920x1269 S460 5,6859 116,1 6 HL 920x1077 S355 5,7452 113,1 6 HL 920x1077 S355 5,8007
122,8 6 HL 1000x976 S460 5,3949 118,8 6 HL 1000x976 S460 5,4428 116,2 7 HL 1000x883 S355 5,6734

120,8 8 HL 1100x607 S460 4,9034
127,8 8 HL 1100x548 S355 4,5124

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 29,25 mOther possible solutions

E

A

B

C

D
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3,5 HL 920x970 5 S460 111,3 4,526 0,993 55,43 59,22 212 430 13,7 48,8 49,2 106,8 0,36 4,50 5,26 2,13 2,32 3,18 7,54 28382 1,5 19643 <200 3574 5986 116

3,5 HL 920x970 5 S460 111,3 4,526 0,993 55,43 59,22 212 430 13,7 48,8 49,2 106,8 0,36 4,50 5,26 2,13 2,32 3,18 7,54 28382 1,5 19643 <200 3574 5986 116

4,0 HL 1000x642 7 S355 111,8 4,283 0,969 56,87 83,00 229 335 13,4 47,6 49,2 116,6 0,27 4,50 5,13 2,10 2,29 3,18 7,54 29092 1,5 20955 <200 3718 6131 70

4,0 HL 1100 R 6 S460 126,8 3,368 0,968 57,49 79,79 307 430 15,6 47,6 49,2 145,1 0,18 4,50 5,12 2,08 2,30 3,18 7,54 29085 1,5 21422 <200 3786 6199 26

4,5 HL 920x725 7 S460 106,9 4,882 0,958 58,38 65,45 213 430 12,7 47,1 49,2 114,4 0,27 4,50 5,07 2,07 2,24 3,18 7,54 29452 1,5 22125 <200 3865 6278 87

4,5 HL 1100 M 7 S460 120,8 3,491 0,990 58,67 81,75 307 440 14,8 48,7 49,2 145,5 0,18 4,50 5,24 2,02 2,23 3,18 7,54 28452 1,5 22377 <200 3902 6314 19

3,5 HL 920x1377 5 S460 119,3 6,089 0,988 58,42 72,64 156 430 10,1 34,9 35,4 80,8 0,29 3,00 3,76 2,40 2,58 3,18 7,54 39721 1,5 21686 210 3869 6051 *

3,5 HL 1000x976 6 S460 125,8 5,411 0,975 58,35 69,61 171 430 10,7 34,5 35,4 87,8 0,23 3,00 3,72 2,41 2,60 3,18 7,54 40194 1,5 21665 210 3866 6048 130

4,0 HL 920x1194 6 S355 115,1 6,246 0,945 59,80 113,84 149 295 9,2 33,4 35,4 78,9 0,27 3,00 3,60 2,40 2,57 3,18 7,54 41505 1,5 22931 210 4004 6186 *

4,0 HL 1000x976 6 S460 120,8 5,454 0,996 59,31 73,20 173 430 10,2 35,2 35,4 88,9 0,23 3,00 3,79 2,36 2,54 3,18 7,54 39396 1,5 22624 209 3960 6142 125

4,5 HL 920x970 7 S355 112,3 6,086 0,997 60,90 114,01 160 315 9,5 35,3 35,4 87,6 0,24 3,00 3,80 2,30 2,46 3,18 7,54 39343 1,5 23847 207 4115 6297 130

4,5 HL 1100x548 8 S355 127,8 4,511 1,000 61,19 91,61 217 335 11,0 35,4 35,4 109,6 0,15 3,00 3,81 2,29 2,47 3,18 7,54 39200 1,5 24102 207 4151 6334 44

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 29,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 114 7 HL 1000x591 S355 4,0426 110 8 HL 1000x539 S355 4,267
119,8 7 HL 1100x548 S355 3,9208 111 7 HL 1000x591 S355 4,1001
125,8 7 HL 1100 M S460 3,437 117,8 8 HL 1100 M S460 3,8404

120 8 HL 1100 B S460 3,5987

No solution No solution 124,3 5 HL 920x1269 S460 5,7129 118,1 6 HL 920x1077 S355 5,7567 116,1 6 HL 920x1077 S355 5,8211
116,2 7 HL 1000x883 S355 5,6719
123,8 8 HL 1100x607 S460 4,9237
127,8 8 HL 1100x548 S460 4,6008

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 29,50 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x976 5 S460 117,8 4,519 0,935 55,70 60,08 207 430 13,5 46,0 49,6 100,9 0,35 4,50 4,92 2,21 2,41 3,16 7,49 31036 1,5 18847 201 3547 5953 115

3,0 HL 1000x976 5 S460 117,8 4,519 0,935 55,70 60,08 207 430 13,5 46,0 49,6 100,9 0,35 4,50 4,92 2,21 2,41 3,16 7,49 31036 1,5 18847 201 3547 5953 115

3,5 HL 920x970 5 S460 114,3 4,542 0,981 56,68 59,56 215 430 14,1 48,6 49,6 110,8 0,33 4,50 5,19 2,12 2,31 3,16 7,49 29387 1,5 19906 <200 3642 6049 115

3,5 HL 920x970 5 S460 114,3 4,542 0,981 56,68 59,56 215 430 14,1 48,6 49,6 110,8 0,33 4,50 5,19 2,12 2,31 3,16 7,49 29387 1,5 19906 <200 3642 6049 115

4,0 HL 1000x642 7 S355 111,8 4,281 0,991 57,77 83,00 232 335 13,6 49,1 49,6 120,6 0,27 4,50 5,25 2,07 2,26 3,16 7,49 29092 1,5 20955 <200 3750 6156 67

4,0 HL 1100 R 6 S460 126,8 3,366 0,990 58,40 79,79 312 430 15,8 49,1 49,6 150,1 0,19 4,50 5,24 2,05 2,26 3,16 7,49 29085 1,5 21422 <200 3818 6224 25

4,5 HL 920x787 7 S460 108,1 5,238 0,905 59,92 69,34 201 430 12,1 44,9 49,6 109,4 0,27 4,50 4,79 2,10 2,26 3,16 7,49 31859 1,5 22539 <200 3959 6365 97

4,5 HL 1100 M 7 S460 122,8 3,504 0,982 59,92 82,43 311 440 15,0 48,7 49,6 151,0 0,17 4,50 5,20 2,01 2,21 3,16 7,49 29324 1,5 22602 <200 3968 6374 18

3,5 HL 920x1377 5 S460 121,3 6,099 0,993 59,61 72,91 158 430 10,3 35,3 35,5 83,8 0,28 3,00 3,77 2,37 2,55 3,16 7,49 40538 1,5 21861 210 3928 6125 *

3,5 HL 920x1269 5 S460 124,3 5,712 0,995 59,39 70,93 164 430 10,7 35,4 35,5 86,4 0,26 3,00 3,78 2,38 2,56 3,16 7,49 40446 1,5 21739 210 3910 6108 *

4,0 HL 920x1194 6 S355 115,1 6,244 0,970 60,74 113,84 152 295 9,3 34,5 35,5 81,6 0,27 3,00 3,68 2,36 2,53 3,16 7,49 41505 1,5 22931 210 4038 6236 *

4,0 HL 1000x976 6 S460 122,8 5,466 0,999 60,53 73,66 176 430 10,4 35,5 35,5 92,2 0,22 3,00 3,79 2,33 2,51 3,16 7,49 40294 1,5 22824 209 4023 6220 124

4,5 HL 920x1077 7 S355 113,1 6,633 0,934 62,72 126,46 148 315 8,8 33,2 35,5 82,3 0,24 3,00 3,54 2,34 2,50 3,16 7,49 43153 1,5 24420 210 4233 6431 *

4,5 HL 1100x607 8 S460 125,8 4,937 0,988 62,30 75,17 202 430 10,4 35,1 35,5 103,2 0,16 3,00 3,75 2,29 2,47 3,16 7,49 40728 1,5 24185 208 4199 6396 58

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 29,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 116 7 HL 1000x591 S355 4,0543 110,2 8 HL 1000x554 S355 4,3526
124,8 7 HL 1100x548 S355 3,9519 111 8 HL 1000x539 S355 4,2728
125,8 7 HL 1100 M S460 3,4358 114 7 HL 1000x591 S355 4,1206

117,8 8 HL 1100 M S460 3,839
118,8 7 HL 1100 R S460 3,8203
122 8 HL 1100 B S460 3,6119

No solution No solution No solution 121,1 6 HL 920x1077 S355 5,7747 115,1 6 HL 920x1194 S460 6,4672
116,2 7 HL 1000x883 S460 5,7972

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 29,75 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x976 5 S460 117,8 4,518 0,949 56,56 60,42 210 430 13,7 47,5 50,0 104,3 0,35 4,50 5,03 2,17 2,37 3,15 7,44 31036 1,5 18847 <200 3577 6014 113

3,0 HL 1000x976 5 S460 117,8 4,518 0,949 56,56 60,42 210 430 13,7 47,5 50,0 104,3 0,35 4,50 5,03 2,17 2,37 3,15 7,44 31036 1,5 18847 <200 3577 6014 113

3,5 HL 1000x883 6 S460 116,2 4,937 0,892 58,41 66,27 199 430 12,5 43,8 50,0 101,8 0,30 4,50 4,64 2,20 2,38 3,15 7,44 33624 1,5 20466 201 3756 6193 107

3,5 HL 1000x976 5 S460 117,8 4,582 0,917 58,03 63,81 210 430 13,1 45,7 50,0 104,1 0,30 4,50 4,84 2,16 2,36 3,15 7,44 32255 1,5 20205 <200 3717 6154 111

4,0 HL 920x1077 6 S460 113,1 5,854 0,824 60,69 74,67 174 430 11,0 39,5 50,0 92,9 0,28 4,50 4,19 2,24 2,40 3,15 7,44 37298 1,5 22272 204 3975 6413 142

4,0 HL 1100 R 7 S460 121,8 3,754 0,986 59,16 89,97 280 430 14,7 49,3 50,0 137,5 0,20 4,50 5,22 2,04 2,25 3,15 7,44 29871 1,5 21307 <200 3833 6271 29

4,5 HL 920x787 7 S460 108,1 5,237 0,926 60,85 69,76 204 430 12,2 46,3 50,0 113,1 0,27 4,50 4,90 2,06 2,23 3,15 7,44 31859 1,5 22539 <200 3992 6429 95

4,5 HL 1100 M 7 S460 125,8 3,525 0,959 61,36 83,48 315 440 15,1 47,9 50,0 156,8 0,16 4,50 5,07 2,01 2,21 3,15 7,44 30703 1,5 22939 <200 4051 6488 16

3,5 HL 920x1377 5 S460 124,3 6,114 0,987 60,92 73,26 160 430 10,6 35,2 35,7 86,9 0,26 3,00 3,73 2,36 2,54 3,15 7,44 41841 1,5 22123 210 3999 6208 *

3,5 HL 920x1377 5 S460 124,3 6,114 0,987 60,92 73,26 160 430 10,6 35,2 35,7 86,9 0,26 3,00 3,73 2,36 2,54 3,15 7,44 41841 1,5 22123 210 3999 6208 *

4,0 HL 920x1194 6 S460 115,1 6,390 0,995 61,69 80,23 154 430 9,4 35,5 35,7 84,3 0,27 3,00 3,76 2,32 2,48 3,15 7,44 41505 1,5 22931 209 4072 6281 *

4,0 HL 1000x976 6 S460 125,8 5,484 0,989 61,92 74,29 178 430 10,6 35,3 35,7 95,7 0,20 3,00 3,74 2,32 2,50 3,15 7,44 41722 1,5 23124 210 4101 6309 123

4,5 HL 920x1077 7 S355 113,1 6,631 0,958 63,70 126,46 151 315 8,9 34,2 35,7 85,1 0,24 3,00 3,62 2,31 2,46 3,15 7,44 43153 1,5 24420 209 4269 6477 145

4,5 HL 1100x607 8 S460 128,8 4,957 0,975 63,77 76,10 205 430 10,6 34,8 35,7 107,3 0,15 3,00 3,69 2,28 2,46 3,15 7,44 42318 1,5 24523 209 4284 6492 55

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 30,00 m

Deflection

sc,max = 0,6 fck =



223

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 113,8 6 HL 1000x748 S355 4,2955 111 8 HL 1000x591 S355 4,5676
119 7 HL 1000x591 S355 4,0724 111,2 8 HL 1000x554 S355 4,3584

111,8 7 HL 1000x642 S355 4,3574
113 8 HL 1000x539 S355 4,286

117,6 7 HE 1000x584 S460 4,1607
117,8 8 HL 1100 M S460 3,8377
118,8 7 HL 1100 R S460 3,819
122 8 HL 1100 B S460 3,6106

No solution No solution No solution No solution 115,1 6 HL 920x1194 S460 6,4656
117,8 7 HL 1000x976 S355 6,152
119,2 7 HL 1000x883 S460 5,8175

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 30,00 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x976 5 S460 117,8 4,517 0,970 57,43 60,77 213 430 13,9 48,9 50,4 107,8 0,35 4,50 5,14 2,14 2,34 3,13 7,40 31036 1,5 18847 <200 3606 6048 111

3,0 HL 1000x976 5 S460 117,8 4,517 0,970 57,43 60,77 213 430 13,9 48,9 50,4 107,8 0,35 4,50 5,14 2,14 2,34 3,13 7,40 31036 1,5 18847 <200 3606 6048 111

3,5 HL 1000x883 6 S460 116,2 4,936 0,900 59,32 66,65 202 430 12,7 45,2 50,4 105,3 0,30 4,50 4,75 2,16 2,34 3,13 7,40 33624 1,5 20466 <200 3787 6228 105

3,5 HL 1000x748 6 S355 118,8 4,255 0,985 58,82 82,25 233 325 14,6 49,7 50,4 123,3 0,27 4,50 5,22 2,07 2,27 3,13 7,40 30569 1,5 20163 <200 3742 6183 87

4,0 HL 920x1077 6 S460 113,1 5,853 0,832 61,63 75,08 177 430 11,2 40,7 50,4 96,0 0,29 4,50 4,28 2,20 2,36 3,13 7,40 37298 1,5 22272 201 4008 6450 139

4,0 HL 1100x548 6 S460 127,8 3,589 0,962 60,67 87,62 294 430 15,3 48,5 50,4 146,3 0,18 4,50 5,09 2,04 2,25 3,13 7,40 31286 1,5 21706 <200 3924 6366 31

4,5 HL 920x787 7 S460 108,1 5,235 0,946 61,79 70,18 207 430 12,4 47,7 50,4 116,9 0,27 4,50 5,01 2,03 2,19 3,13 7,40 31859 1,5 22539 <200 4025 6466 93

4,5 HL 1100 M 7 S460 125,8 3,524 0,980 62,32 83,48 320 440 15,3 49,4 50,4 162,0 0,16 4,50 5,19 1,97 2,17 3,13 7,40 30703 1,5 22939 <200 4084 6526 15

4,0 HL 920x1269 6 S355 116,3 6,575 0,952 63,28 121,26 148 295 9,1 34,4 36,1 82,4 0,27 3,00 3,62 2,34 2,49 3,13 7,40 44195 1,5 23344 210 4167 6387 *

4,0 HL 920x1194 6 S460 118,1 6,408 0,983 63,09 80,37 156 430 9,7 35,5 36,1 87,6 0,25 3,00 3,73 2,31 2,47 3,13 7,40 42779 1,5 23231 209 4151 6370 *

4,5 HL 920x1077 7 S355 113,1 6,629 0,975 64,69 126,46 153 315 9,0 35,3 36,1 87,9 0,24 3,00 3,70 2,27 2,42 3,13 7,40 43153 1,5 24420 207 4304 6524 142

4,5 HL 1100x607 8 S460 128,8 4,956 0,993 64,76 76,57 208 430 10,7 35,9 36,1 110,9 0,15 3,00 3,77 2,24 2,42 3,13 7,40 42318 1,5 24523 207 4319 6539 53

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 30,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution 117,8 5 HL 1000x976 S460 4,5808 113,8 7 HL 1000x748 S460 4,9948 111 8 HL 1000x591 S355 4,5662
114,8 7 HL 1000x642 S355 4,2983 111,8 7 HL 1000x642 S355 4,3561
120,8 7 HL 1100x607 S355 4,2229 118 8 HL 1000x539 S355 4,321
123,8 7 HL 1100 R S460 3,7661 119,8 7 HL 1100 R S460 3,8251

125 8 HL 1100 B S460 3,6312

No solution No solution No solution No solution 115,1 6 HL 920x1194 S460 6,4642
117,8 7 HL 1000x976 S355 6,1505
119,3 7 HL 920x970 S355 6,1319
121,1 6 HL 920x1077 S460 5,9858
121,2 7 HL 1000x883 S460 5,8306

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 30,25 mOther possible solutions

E

A

B

C

D
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3,0 HL 1000x976 5 S460 125,8 4,555 0,975 59,22 61,05 215 430 14,4 46,2 50,8 111,9 0,29 4,50 4,82 2,16 2,37 3,12 7,35 33817 1,5 19447 <200 3726 6185 114

3,0 HL 1000x976 5 S460 125,8 4,555 0,975 59,22 61,05 215 430 14,4 46,2 50,8 111,9 0,29 4,50 4,82 2,16 2,37 3,12 7,35 33817 1,5 19447 <200 3726 6185 114

3,5 HL 1000x883 6 S460 116,2 4,935 0,916 60,23 67,04 205 430 12,9 46,6 50,8 108,8 0,30 4,50 4,85 2,12 2,31 3,12 7,35 33624 1,5 20466 <200 3818 6277 103

3,5 HL 1000x748 6 S355 121,8 4,270 0,970 60,13 83,15 236 325 14,8 49,3 50,8 127,8 0,25 4,50 5,13 2,07 2,26 3,12 7,35 31730 1,5 20426 <200 3812 6271 85

4,0 HL 1000x748 7 S460 113,8 4,993 0,920 61,57 69,26 212 430 12,6 46,8 50,8 115,4 0,26 4,50 4,87 2,08 2,25 3,12 7,35 33456 1,5 21642 <200 3947 6406 87

4,0 HL 1100x548 6 S460 127,8 3,588 0,983 61,60 87,62 299 430 15,5 50,0 50,8 151,2 0,19 4,50 5,20 2,01 2,21 3,12 7,35 31286 1,5 21706 <200 3957 6416 29

4,5 HL 920x787 7 S460 108,1 5,234 0,967 62,75 70,60 210 430 12,6 49,1 50,8 120,8 0,27 4,50 5,12 1,99 2,16 3,12 7,35 31859 1,5 22539 <200 4058 6517 91

4,5 HL 1100 B 8 S460 125,0 3,630 0,998 63,32 85,23 322 440 15,4 50,7 50,8 168,3 0,16 4,50 5,28 1,94 2,14 3,12 7,35 30843 1,5 22964 <200 4122 6581 11

4,0 HL 920x1269 6 S355 116,3 6,574 0,969 64,26 121,26 151 295 9,2 35,5 36,6 85,1 0,27 3,00 3,69 2,30 2,45 3,12 7,35 44195 1,5 23344 208 4202 6432 *

4,0 HL 920x1194 6 S460 120,1 6,419 0,980 64,37 80,73 159 430 9,9 35,8 36,6 90,8 0,24 3,00 3,73 2,28 2,44 3,12 7,35 43684 1,5 23431 208 4215 6445 *

4,5 HL 920x1077 7 S355 113,1 6,628 0,993 65,69 126,46 155 315 9,2 36,3 36,6 90,8 0,24 3,00 3,79 2,23 2,38 3,12 7,35 43153 1,5 24420 205 4340 6570 139

4,5 HL 1000x883 7 S460 124,2 5,851 0,968 66,16 81,10 178 430 10,1 35,4 36,6 101,2 0,18 3,00 3,69 2,24 2,41 3,12 7,35 44209 1,5 24765 207 4391 6622 109

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 30,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 116,8 7 HL 1000x642 S355 4,31 111 8 HL 1000x591 S355 4,5648
120,8 7 HL 1100x607 S355 4,2216 114,8 7 HL 1000x642 S355 4,3766

120,8 8 HL 1100 M S460 3,8569
121,8 7 HL 1100 R S460 3,8384

No solution No solution No solution No solution 116,1 6 HL 920x1194 S460 6,47
117,8 7 HL 1000x976 S355 6,149

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 30,50 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x883 6 S460 116,2 4,933 0,936 61,14 67,42 208 430 13,0 48,0 51,3 112,3 0,30 4,50 4,96 2,09 2,27 3,10 7,31 33624 1,5 20466 <200 3849 6320 101

3,5 HL 1000x748 6 S355 121,8 4,269 0,991 61,04 83,15 240 325 15,0 50,8 51,3 132,0 0,25 4,50 5,25 2,03 2,23 3,10 7,31 31730 1,5 20426 <200 3843 6313 82

4,0 HL 1000x748 7 S460 113,8 4,992 0,940 62,51 69,66 215 430 12,8 48,2 51,3 119,2 0,26 4,50 4,98 2,04 2,22 3,10 7,31 33456 1,5 21642 <200 3980 6450 86

4,0 HL 1100x607 7 S355 120,8 4,220 0,933 62,57 85,75 245 335 13,3 47,8 51,3 126,2 0,21 4,50 4,94 2,05 2,23 3,10 7,31 33694 1,5 21699 <200 3988 6459 44

4,5 HL 920x787 7 S460 108,1 5,233 0,988 63,70 71,02 213 430 12,8 50,6 51,3 124,7 0,28 4,50 5,23 1,96 2,12 3,10 7,31 31859 1,5 22539 <200 4092 6562 89

4,5 HL 1100 R 7 S460 123,8 3,852 0,978 64,37 91,71 294 430 14,6 50,1 51,3 153,6 0,17 4,50 5,18 1,95 2,14 3,10 7,31 32131 1,5 23010 <200 4163 6633 21

4,0 HL 920x1269 6 S460 116,3 6,729 0,987 65,24 85,08 153 430 9,3 36,5 37,0 87,9 0,27 3,00 3,77 2,26 2,42 3,10 7,31 44195 1,5 23344 206 4236 6478 *

4,0 HL 920x1194 6 S460 120,1 6,418 0,998 65,35 81,18 161 430 10,0 36,9 37,0 93,7 0,24 3,00 3,82 2,25 2,41 3,10 7,31 43684 1,5 23431 206 4249 6491 *

4,5 HL 920x1194 7 S355 115,1 7,234 0,909 67,91 132,46 145 295 8,5 33,6 37,0 85,3 0,24 3,00 3,48 2,28 2,42 3,10 7,31 48039 1,5 25184 209 4491 6732 *

4,5 HL 1000x883 7 S460 124,2 5,850 0,986 67,17 81,58 181 430 10,3 36,5 37,0 104,5 0,18 3,00 3,77 2,21 2,37 3,10 7,31 44209 1,5 24765 205 4427 6669 107

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 30,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 118,8 6 HL 1000x748 S355 4,3244 112,6 9 HE 1000x584 S355 4,958
114 8 HL 1000x591 S355 4,5853

116,8 7 HL 1000x642 S355 4,3899
120,8 7 HL 1100x607 S355 4,3052
122,8 8 HL 1100 M S460 3,8702

No solution No solution No solution No solution 116,1 7 HL 920x1077 S355 6,6482
117,8 7 HL 1000x976 S355 6,1475

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 30,75 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x883 6 S460 116,2 4,932 0,956 62,06 67,81 211 430 13,2 49,4 51,7 116,0 0,30 4,50 5,06 2,06 2,24 3,09 7,26 33624 1,5 20466 <200 3881 6343 100

3,5 HL 1000x883 6 S460 116,2 4,932 0,956 62,06 67,81 211 430 13,2 49,4 51,7 116,0 0,30 4,50 5,06 2,06 2,24 3,09 7,26 33624 1,5 20466 <200 3881 6343 100

4,0 HL 920x1194 6 S460 115,1 6,384 0,811 65,56 82,00 169 430 10,7 40,0 51,7 96,0 0,28 4,50 4,11 2,18 2,33 3,09 7,26 41505 1,5 22931 <200 4208 6670 *

4,0 HL 1100x607 7 S355 120,8 4,219 0,953 63,52 85,75 248 335 13,5 49,3 51,7 130,3 0,22 4,50 5,05 2,01 2,20 3,09 7,26 33694 1,5 21699 <200 4021 6483 42

4,5 HE 1000x584 9 S355 112,6 4,957 0,989 65,19 91,23 236 325 13,2 51,1 51,7 136,4 0,23 4,50 5,24 1,93 2,10 3,09 7,26 32515 1,5 22873 <200 4176 6638 31

4,5 HL 1100 R 7 S460 123,8 3,851 0,999 65,34 91,71 299 430 14,8 51,6 51,7 158,7 0,17 4,50 5,29 1,92 2,11 3,09 7,26 32131 1,5 23010 <200 4197 6659 20

4,0 HL 920x1377 6 S355 116,3 7,042 0,969 66,97 127,96 150 295 9,2 36,3 37,4 88,4 0,27 3,00 3,72 2,25 2,39 3,09 7,26 45806 1,5 23805 206 4341 6593 *

4,0 HL 920x1194 6 S460 123,1 6,436 0,983 66,81 81,66 163 430 10,2 36,8 37,4 97,2 0,23 3,00 3,77 2,23 2,39 3,09 7,26 45125 1,5 23731 205 4330 6582 157

4,5 HL 920x1194 7 S355 115,1 7,233 0,925 68,94 132,46 147 295 8,6 34,6 37,4 88,1 0,24 3,00 3,55 2,24 2,38 3,09 7,26 48039 1,5 25184 207 4527 6779 *

4,5 HL 1000x976 7 S355 118,8 6,153 0,994 67,91 120,91 169 315 9,5 37,2 37,4 97,6 0,21 3,00 3,82 2,19 2,34 3,09 7,26 44660 1,5 24569 203 4433 6686 112

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 31,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 116,2 6 HL 1000x883 S460 5,0012 114 8 HL 1000x591 S355 4,5839
119,8 7 HL 1000x642 S355 4,3269 116,8 7 HL 1000x642 S355 4,3887

120,8 7 HL 1100x607 S355 4,304

No solution No solution No solution 117,3 6 HL 920x1269 S460 6,7337 116,1 7 HL 920x1077 S355 6,6466
118,8 7 HL 1000x976 S460 6,2934

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 31,00 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x883 6 S460 116,2 4,931 0,976 62,99 68,19 215 430 13,4 50,8 52,1 119,7 0,31 4,50 5,17 2,02 2,20 3,07 7,22 33624 1,5 20466 <200 3912 6387 98

3,5 HL 1000x883 6 S460 116,2 4,931 0,976 62,99 68,19 215 430 13,4 50,8 52,1 119,7 0,31 4,50 5,17 2,02 2,20 3,07 7,22 33624 1,5 20466 <200 3912 6387 98

4,0 HL 920x1194 6 S460 115,1 6,383 0,818 66,55 82,45 171 430 10,8 41,2 52,1 99,1 0,28 4,50 4,19 2,14 2,30 3,07 7,22 41505 1,5 22931 <200 4242 6717 *

4,0 HL 1100x607 7 S355 128,8 4,270 0,880 65,75 88,38 251 335 13,8 45,9 52,1 135,9 0,18 4,50 4,66 2,05 2,24 3,07 7,22 37260 1,5 22499 <200 4176 6651 40

4,5 HL 920x1077 7 S460 113,1 6,778 0,792 68,72 87,86 168 430 10,2 39,7 52,1 100,0 0,25 4,50 4,04 2,12 2,27 3,07 7,22 43153 1,5 24420 <200 4446 6921 140

4,5 HL 1100 R 7 S460 126,8 3,871 0,977 66,87 92,82 302 430 14,9 50,9 52,1 164,6 0,16 4,50 5,17 1,92 2,10 3,07 7,22 33573 1,5 23348 <200 4282 6757 18

4,0 HL 920x1377 6 S460 116,3 7,210 0,986 67,98 88,56 152 430 9,3 37,4 37,9 91,3 0,27 3,00 3,80 2,21 2,36 3,07 7,22 45806 1,5 23806 204 4376 6639 *

4,0 HL 920x1269 6 S460 119,3 6,745 0,993 67,70 85,66 158 430 9,7 37,6 37,9 94,2 0,25 3,00 3,82 2,21 2,36 3,07 7,22 45505 1,5 23644 204 4351 6614 *

4,5 HL 920x1194 7 S355 115,1 7,231 0,941 69,98 132,46 149 295 8,8 35,6 37,9 90,9 0,24 3,00 3,63 2,21 2,35 3,07 7,22 48039 1,5 25184 205 4564 6827 *

4,5 HL 1000x976 7 S460 120,8 6,306 0,989 69,29 87,24 171 430 9,7 37,5 37,9 101,1 0,20 3,00 3,81 2,17 2,32 3,07 7,22 45639 1,5 24794 202 4504 6767 117

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 31,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 113,6 9 HE 1000x584 S355 4,9623
116 8 HL 1000x591 S355 4,5971

119,8 8 HL 1100x548 S355 4,4427
125,8 8 HL 1100 M S460 3,8895

No solution No solution No solution No solution 116,3 6 HL 920x1269 S460 6,8019
118,1 7 HL 920x1077 S355 6,6597

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 31,25 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x970 6 S460 111,3 5,356 0,996 65,45 72,16 208 430 13,0 52,3 52,5 124,2 0,31 4,50 5,28 1,95 2,12 3,06 7,18 33650 1,5 21682 <200 4083 6580 107

4,0 HL 920x970 6 S460 111,3 5,356 0,996 65,45 72,16 208 430 13,0 52,3 52,5 124,2 0,31 4,50 5,28 1,95 2,12 3,06 7,18 33650 1,5 21682 <200 4083 6580 107

4,5 HL 920x1077 7 S460 113,1 6,776 0,800 69,76 88,35 170 430 10,4 40,8 52,5 103,2 0,25 4,50 4,12 2,09 2,23 3,06 7,18 43153 1,5 24420 <200 4482 6980 137

4,5 HL 1100 R 7 S460 126,8 3,870 0,997 67,87 92,82 307 430 15,1 52,4 52,5 169,9 0,16 4,50 5,28 1,89 2,07 3,06 7,18 33573 1,5 23348 <200 4316 6814 17

4,0 HL 920x1377 6 S460 117,3 7,215 0,994 69,15 88,87 155 430 9,5 38,1 38,3 94,3 0,27 3,00 3,85 2,18 2,33 3,06 7,18 46237 1,5 23905 202 4426 6701 *

4,0 HL 920x1269 6 S460 121,3 6,757 0,989 69,03 86,01 160 430 9,9 37,9 38,3 97,5 0,24 3,00 3,83 2,19 2,34 3,06 7,18 46435 1,5 23844 203 4417 6691 *

4,5 HL 920x1194 7 S355 115,1 7,229 0,957 71,03 132,46 151 295 8,9 36,7 38,3 93,8 0,24 3,00 3,70 2,17 2,31 3,06 7,18 48039 1,5 25184 202 4600 6874 147

4,5 HL 1000x976 7 S460 122,8 6,320 0,984 70,70 87,81 174 430 9,9 37,7 38,3 104,8 0,19 3,00 3,81 2,15 2,30 3,06 7,18 46666 1,5 25019 201 4575 6849 115

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 31,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 115,1 6 HL 920x1194 S460 6,4571
115,6 9 HE 1000x584 S355 4,9754
119 8 HL 1000x591 S355 4,6176

121,8 8 HL 1100 R S460 4,254

No solution No solution No solution No solution 119,3 6 HL 920x1269 S460 6,8223
121,1 7 HL 920x1077 S355 6,68

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 31,50 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x970 6 S460 114,3 5,375 0,983 66,95 72,55 211 430 13,3 52,0 52,9 128,8 0,28 4,50 5,21 1,94 2,10 3,04 7,13 34811 1,5 21982 <200 4162 6674 106

4,0 HL 920x970 6 S460 114,3 5,375 0,983 66,95 72,55 211 430 13,3 52,0 52,9 128,8 0,28 4,50 5,21 1,94 2,10 3,04 7,13 34811 1,5 21982 <200 4162 6674 106

4,5 HL 920x1077 7 S460 113,1 6,775 0,807 70,83 88,83 173 430 10,5 42,0 52,9 106,5 0,25 4,50 4,21 2,06 2,20 3,04 7,13 43153 1,5 24420 <200 4518 7030 134

4,5 HL 1100 R 8 S460 123,8 4,267 0,982 69,02 103,40 281 430 14,3 52,0 52,9 159,9 0,17 4,50 5,20 1,89 2,07 3,04 7,13 34863 1,5 23396 <200 4358 6870 19

4,0 HL 920x1377 6 S460 119,3 7,227 0,992 70,55 89,10 157 430 9,7 38,5 38,8 97,7 0,25 3,00 3,85 2,16 2,30 3,04 7,13 47134 1,5 24106 200 4493 6782 *

4,0 HL 920x1269 6 S460 124,3 6,775 0,975 70,59 86,45 163 430 10,2 37,8 38,8 101,1 0,23 3,00 3,79 2,17 2,33 3,04 7,13 47916 1,5 24144 202 4499 6788 *

4,5 HL 920x1194 7 S460 115,1 7,399 0,974 72,12 95,44 154 430 9,0 37,8 38,8 96,8 0,24 3,00 3,78 2,14 2,27 3,04 7,13 48039 1,5 25184 <200 4637 6926 *

4,5 HL 1000x976 7 S460 125,8 6,340 0,968 72,34 88,54 177 430 10,1 37,5 38,8 108,7 0,18 3,00 3,76 2,14 2,29 3,04 7,13 48298 1,5 25356 201 4663 6952 114

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 31,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 115,1 6 HL 920x1194 S460 6,4557
116,2 7 HL 1000x883 S460 5,7856
117,6 9 HE 1000x584 S460 5,0963
120,8 8 HL 1100x607 S355 4,7894

No solution No solution No solution No solution 116,3 6 HL 920x1377 S460 7,2835
119,3 6 HL 920x1269 S460 6,8209
121,1 7 HL 920x1077 S355 6,6786

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 31,75 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x1194 6 S460 115,1 6,379 0,843 69,59 83,81 179 430 11,3 44,9 53,3 108,9 0,29 4,50 4,46 2,04 2,19 3,03 7,09 41505 1,5 22931 <200 4344 6872 141

4,0 HL 920x970 6 S460 116,3 5,386 0,981 68,27 73,06 214 430 13,5 52,3 53,3 133,2 0,27 4,50 5,19 1,92 2,09 3,03 7,09 35635 1,5 22182 <200 4226 6754 105

4,5 HL 920x1077 7 S460 113,1 6,773 0,814 71,87 89,33 175 430 10,6 43,3 53,3 109,9 0,25 4,50 4,30 2,03 2,17 3,03 7,09 43153 1,5 24420 <200 4553 7081 131

4,5 HL 1100 R 8 S460 126,8 4,288 0,977 70,60 72,45 284 430 14,4 51,3 53,3 165,8 0,16 4,50 5,09 1,89 2,06 3,03 7,09 36348 1,5 23733 <200 4445 6974 18

4,0 HL 920x1377 6 S460 121,3 7,238 0,989 71,92 89,44 159 430 9,9 38,8 39,2 101,1 0,24 3,00 3,85 2,14 2,28 3,03 7,09 48077 1,5 24306 <200 4559 6864 *

4,0 HL 920x1269 6 S460 124,3 6,773 0,992 71,63 86,94 165 430 10,3 38,9 39,2 104,3 0,23 3,00 3,87 2,14 2,29 3,03 7,09 47916 1,5 24144 <200 4534 6838 159

4,5 HL 920x1194 7 S460 115,1 7,398 0,991 73,19 95,96 156 430 9,1 38,9 39,2 99,9 0,24 3,00 3,86 2,11 2,24 3,03 7,09 48039 1,5 25185 <200 4673 6978 *

4,5 HL 1000x976 7 S460 125,8 6,339 0,984 73,41 89,06 179 430 10,2 38,6 39,2 112,1 0,18 3,00 3,83 2,10 2,25 3,03 7,09 48298 1,5 25356 <200 4700 7004 112

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 32,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 116,2 7 HL 1000x883 S460 5,7843
120,6 9 HE 1000x584 S460 5,1167
120,8 8 HL 1100x607 S355 4,7881

No solution No solution No solution No solution 119,3 6 HL 920x1377 S460 7,3039
121,3 6 HL 920x1269 S460 6,8341

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 32,00 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x976 6 S460 117,8 5,396 0,966 67,70 74,25 209 430 13,0 51,9 53,8 124,0 0,30 4,50 5,12 1,97 2,13 3,02 7,05 36945 1,5 20965 <200 4116 6628 103

3,5 HL 1000x976 6 S460 117,8 5,396 0,966 67,70 74,25 209 430 13,0 51,9 53,8 124,0 0,30 4,50 5,12 1,97 2,13 3,02 7,05 36945 1,5 20965 <200 4116 6628 103

4,0 HL 920x1269 6 S460 116,3 6,779 0,822 71,33 87,87 172 430 10,8 43,4 53,8 106,2 0,28 4,50 4,28 2,06 2,20 3,02 7,05 44195 1,5 23344 <200 4443 6955 *

4,0 HL 1000x748 7 S355 121,8 4,969 0,969 69,69 96,84 233 325 14,0 52,1 53,8 145,6 0,22 4,50 5,13 1,91 2,08 3,02 7,05 36818 1,5 22442 <200 4300 6812 67

4,5 HL 920x1077 7 S460 113,1 6,830 0,828 72,92 89,82 178 430 10,8 44,5 53,8 113,3 0,26 4,50 4,39 1,99 2,13 3,02 7,05 43153 1,5 24420 <200 4589 7101 128

4,5 HL 1100x548 7 S460 127,8 4,158 0,987 71,52 101,94 293 430 14,7 53,0 53,8 170,3 0,16 4,50 5,22 1,85 2,03 3,02 7,05 36128 1,5 23678 <200 4471 6984 21

4,0 HL 920x1377 6 S460 124,3 7,320 0,976 73,48 89,86 162 430 10,2 38,7 39,7 104,7 0,23 3,00 3,81 2,12 2,27 3,02 7,05 49580 1,5 24605 <200 4643 6958 *

4,0 HL 920x1377 6 S460 124,3 7,320 0,976 73,48 89,86 162 430 10,2 38,7 39,7 104,7 0,23 3,00 3,81 2,12 2,27 3,02 7,05 49580 1,5 24605 <200 4643 6958 *

4,5 HL 920x1194 7 S460 116,1 7,468 0,998 74,44 96,34 158 430 9,3 39,6 39,7 103,2 0,24 3,00 3,90 2,08 2,21 3,02 7,05 48508 1,5 25297 <200 4727 7043 *

4,5 HL 920x1269 6 S460 124,3 6,913 0,979 74,87 91,85 170 430 10,0 38,8 39,7 109,9 0,20 3,00 3,83 2,09 2,23 3,02 7,05 49451 1,5 25566 <200 4770 7085 155

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 32,25 m

Deflection

sc,max = 0,6 fck =
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Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 117,8 6 HL 1000x976 S460 5,4657 116,2 7 HL 1000x883 S460 5,8305
116,8 7 HL 1000x748 S355 5,0171
120,8 8 HL 1100x607 S355 4,8241
126,8 8 HL 1100 R S460 4,3173

No solution No solution No solution No solution 119,3 6 HL 920x1377 S460 7,366

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 32,25 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x976 6 S460 117,8 5,395 0,986 68,68 74,67 212 430 13,2 53,4 54,2 127,8 0,30 4,50 5,22 1,94 2,10 3,00 7,01 36945 1,5 20965 <200 4148 6673 102

3,5 HL 1000x976 6 S460 117,8 5,395 0,986 68,68 74,67 212 430 13,2 53,4 54,2 127,8 0,30 4,50 5,22 1,94 2,10 3,00 7,01 36945 1,5 20965 <200 4148 6673 102

4,0 HL 920x1269 6 S460 116,3 6,777 0,829 72,36 88,35 175 430 11,0 44,7 54,2 109,5 0,28 4,50 4,37 2,03 2,17 3,00 7,01 44195 1,5 23344 <200 4477 7003 149

4,0 HL 1000x748 7 S355 121,8 4,968 0,989 70,70 96,84 237 325 14,2 53,6 54,2 150,1 0,22 4,50 5,24 1,88 2,05 3,00 7,01 36818 1,5 22442 <200 4334 6859 65

4,5 HL 920x1194 7 S460 115,1 7,459 0,786 75,33 97,00 165 430 10,0 41,1 54,2 106,2 0,25 4,50 4,02 2,04 2,17 3,00 7,01 48039 1,5 25184 <200 4746 7271 *

4,5 HL 1100x607 8 S355 120,8 4,823 0,951 72,52 97,84 246 335 12,9 51,5 54,2 145,4 0,19 4,50 5,04 1,88 2,04 3,00 7,01 38298 1,5 23623 <200 4497 7022 32

4,0 HL 920x1377 6 S460 124,3 7,318 0,992 74,54 90,37 164 430 10,3 39,8 40,1 108,0 0,23 3,00 3,89 2,09 2,24 3,00 7,01 49580 1,5 24606 <200 4678 7005 *

4,0 HL 920x1377 6 S460 124,3 7,318 0,992 74,54 90,37 164 430 10,3 39,8 40,1 108,0 0,23 3,00 3,89 2,09 2,24 3,00 7,01 49580 1,5 24606 <200 4678 7005 *

4,5 HL 920x1269 7 S460 116,3 7,863 0,962 76,18 101,19 153 430 8,9 38,6 40,1 100,5 0,24 3,00 3,78 2,09 2,22 3,00 7,01 51164 1,5 25664 <200 4823 7149 *

4,5 HL 920x1269 6 S460 124,3 6,912 0,995 75,96 92,38 172 430 10,2 39,9 40,1 113,3 0,21 3,00 3,91 2,06 2,20 3,00 7,01 49451 1,5 25566 <200 4807 7133 151

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 32,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution 117,8 6 HL 1000x976 S460 5,4645 116,2 7 HL 1000x883 S460 5,8292
118,8 7 HL 1000x748 S355 5,0305

No solution No solution No solution No solution 118,1 7 HL 920x1194 S460 7,4808
121,3 6 HL 920x1377 S460 7,3792

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 32,50 mOther possible solutions

E

A

B

C

D
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3,5 HL 1000x976 6 S460 118,8 5,399 0,996 69,81 75,03 214 430 13,4 54,4 54,6 131,9 0,30 4,50 5,28 1,91 2,08 2,99 6,97 37318 1,5 21053 <200 4194 6738 101

3,5 HL 1000x976 6 S460 118,8 5,399 0,996 69,81 75,03 214 430 13,4 54,4 54,6 131,9 0,30 4,50 5,28 1,91 2,08 2,99 6,97 37318 1,5 21053 <200 4194 6738 101

4,0 HL 920x1269 6 S460 116,3 6,776 0,842 73,40 88,83 177 430 11,1 45,9 54,6 112,9 0,28 4,50 4,46 2,00 2,14 2,99 6,97 44195 1,5 23344 <200 4512 7056 146

4,0 HL 920x1269 6 S460 116,3 6,776 0,842 73,40 88,83 177 430 11,1 45,9 54,6 112,9 0,28 4,50 4,46 2,00 2,14 2,99 6,97 44195 1,5 23344 <200 4512 7056 146

4,5 HL 920x1194 7 S460 115,1 7,457 0,793 76,42 97,53 167 430 10,1 42,3 54,6 109,5 0,25 4,50 4,10 2,01 2,14 2,99 6,97 48039 1,5 25184 <200 4783 7326 146

4,5 HL 1100x607 8 S355 120,8 4,822 0,971 73,56 97,84 249 335 13,0 53,0 54,6 149,9 0,19 4,50 5,14 1,85 2,01 2,99 6,97 38298 1,5 23623 <200 4532 7076 30

4,5 HL 920x1269 7 S460 116,3 7,861 0,979 77,28 101,74 155 430 9,0 39,7 40,6 103,6 0,24 3,00 3,85 2,06 2,18 2,99 6,97 51164 1,5 25664 <200 4860 7197 *

4,5 HL 920x1377 6 S460 124,3 7,400 0,979 77,88 95,38 169 430 10,0 39,7 40,6 113,7 0,21 3,00 3,85 2,04 2,18 2,99 6,97 51139 1,5 26028 <200 4918 7255 *

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 32,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 116,2 7 HL 1000x883 S460 5,8279

No solution No solution No solution No solution 120,1 7 HL 920x1194 S460 7,4939

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 32,75 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x1377 6 S460 116,3 7,264 0,829 75,28 91,96 174 430 10,9 45,6 55,0 113,3 0,28 4,50 4,39 1,98 2,12 2,98 6,93 45806 1,5 23805 <200 4621 7182 *

4,0 HL 920x1377 6 S460 116,3 7,264 0,829 75,28 91,96 174 430 10,9 45,6 55,0 113,3 0,28 4,50 4,39 1,98 2,12 2,98 6,93 45806 1,5 23805 <200 4621 7182 *

4,5 HL 920x1194 7 S460 115,1 7,456 0,800 77,52 98,07 170 430 10,3 43,5 55,0 112,9 0,25 4,50 4,19 1,98 2,11 2,98 6,93 48039 1,5 25184 <200 4819 7380 143

4,5 HL 1000x883 7 S460 116,2 5,827 0,942 75,07 85,43 212 430 12,2 51,8 55,0 136,4 0,23 4,50 4,99 1,86 2,01 2,98 6,93 40264 1,5 23865 <200 4606 7166 85

4,5 HL 920x1269 7 S460 116,3 7,860 0,995 78,38 102,29 157 430 9,1 40,8 41,1 106,8 0,24 3,00 3,93 2,02 2,15 2,98 6,93 51164 1,5 25664 <200 4897 7245 *

4,5 HL 920x1377 6 S460 124,3 7,398 0,995 79,00 95,93 171 430 10,2 40,8 41,1 117,2 0,21 3,00 3,93 2,01 2,15 2,98 6,93 51139 1,5 26028 <200 4956 7304 158

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 33,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution 123,1 7 HL 920x1194 S460 7,5143

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 33,00 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x1377 6 S460 116,3 7,263 0,846 76,35 92,47 176 430 11,0 46,9 55,4 116,7 0,29 4,50 4,48 1,95 2,09 2,96 6,89 45806 1,5 23806 <200 4656 7231 *

4,0 HL 920x1377 6 S460 116,3 7,263 0,846 76,35 92,47 176 430 11,0 46,9 55,4 116,7 0,29 4,50 4,48 1,95 2,09 2,96 6,89 45806 1,5 23806 <200 4656 7231 *

4,5 HL 920x1194 7 S460 115,1 7,455 0,807 78,61 98,60 172 430 10,4 44,7 55,4 116,3 0,25 4,50 4,27 1,95 2,08 2,96 6,89 48039 1,5 25184 <200 4856 7431 140

4,5 HL 1000x883 7 S460 124,2 5,884 0,904 77,77 86,60 215 430 12,5 48,5 55,4 142,6 0,19 4,50 4,64 1,89 2,04 2,96 6,89 44209 1,5 24765 <200 4787 7362 84

4,5 HL 920x1377 7 S460 116,3 8,429 0,977 80,49 105,86 155 430 9,0 40,5 41,5 108,1 0,25 3,00 3,88 2,01 2,13 2,96 6,89 52990 1,5 26202 <200 5022 7381 *

4,5 HL 920x1194 7 S460 123,1 7,513 0,991 80,23 98,26 168 430 10,0 41,2 41,5 118,1 0,20 3,00 3,93 2,00 2,13 2,96 6,89 52143 1,5 26084 <200 5003 7362 143

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 33,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 116,3 6 HL 920x1377 S460 7,3387

No solution No solution No solution No solution 119,3 7 HL 920x1269 S460 7,8801

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 33,25 mOther possible solutions

E

A

B

C

D
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4,0 HL 920x1377 6 S460 116,3 7,261 0,863 77,43 92,97 178 430 11,2 48,2 55,8 120,2 0,29 4,50 4,57 1,92 2,06 2,95 6,85 45806 1,5 23805 <200 4691 7279 149

4,0 HL 920x1377 6 S460 116,3 7,261 0,863 77,43 92,97 178 430 11,2 48,2 55,8 120,2 0,29 4,50 4,57 1,92 2,06 2,95 6,85 45806 1,5 23805 <200 4691 7279 149

4,5 HL 920x970 7 S460 114,3 6,269 0,982 77,61 86,32 208 430 12,6 54,8 55,8 145,7 0,25 4,50 5,20 1,80 1,94 2,95 6,85 40231 1,5 24072 <200 4710 7298 98

4,5 HL 920x970 7 S460 114,3 6,269 0,982 77,61 86,32 208 430 12,6 54,8 55,8 145,7 0,25 4,50 5,20 1,80 1,94 2,95 6,85 40231 1,5 24072 <200 4710 7298 98

4,5 HL 920x1377 7 S460 116,3 8,427 0,992 81,63 106,43 157 430 9,1 41,7 42,0 111,4 0,25 3,00 3,95 1,98 2,10 2,95 6,85 52990 1,5 26202 <200 5059 7430 *

4,5 HL 920x1269 7 S460 119,3 7,879 0,998 81,24 103,01 162 430 9,5 41,9 42,0 114,1 0,23 3,00 3,98 1,98 2,11 2,95 6,85 52649 1,5 26001 <200 5026 7397 153

5,5 HL 920x1377 8 S460 119,3 9,730 0,985 97,46 134,52 172 430 8,6 30,5 31,0 135,9 0,19 1,50 2,93 1,87 1,98 2,95 6,85 63130 1,5 34941 254 6991 8967 137

5,5 HL 920x1269 8 S460 124,3 9,122 0,968 97,62 130,14 178 430 9,1 30,0 31,0 140,3 0,16 1,50 2,88 1,88 2,00 2,95 6,85 64220 1,5 35013 256 7003 8979 130

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 33,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution 120,1 9 HL 920x1194 S460 9,5851

No solution No solution No solution No solution No solution

Span length = 33,50 mOther possible solutions

E

A

B

C

D
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4,5 HL 920x1194 7 S460 115,1 7,452 0,839 80,84 99,69 177 430 10,6 47,2 56,3 123,4 0,25 4,50 4,45 1,89 2,02 2,94 6,82 48039 1,5 25184 <200 4929 7532 134

4,5 HL 920x970 7 S460 116,3 6,282 0,978 79,11 86,92 211 430 12,8 55,0 56,3 150,6 0,24 4,50 5,18 1,78 1,92 2,94 6,82 41166 1,5 24297 <200 4782 7385 97

4,5 HL 920x1377 7 S460 117,3 8,433 0,999 82,98 106,82 159 430 9,3 42,4 42,5 115,0 0,24 3,00 4,00 1,95 2,08 2,94 6,82 53477 1,5 26315 <200 5116 7497 *

4,5 HL 920x1269 7 S460 121,3 7,892 0,994 82,79 103,45 164 430 9,7 42,2 42,5 117,9 0,22 3,00 3,98 1,96 2,09 2,94 6,82 53703 1,5 26226 <200 5101 7482 150

5,5 HL 920x1194 9 S460 118,1 9,566 0,993 97,91 135,40 172 430 8,6 30,9 31,1 140,0 0,19 1,50 2,95 1,84 1,95 2,94 6,82 62859 1,5 34711 258 7005 8983 122

5,5 HL 920x1269 8 S460 124,3 9,120 0,971 98,50 130,85 180 430 9,1 30,2 31,1 144,5 0,17 1,50 2,88 1,85 1,97 2,94 6,82 64220 1,5 35013 286 7055 9033 128

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 33,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 33,75 mOther possible solutions

E

A

B

C

D
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4,5 HL 920x1194 7 S460 115,1 7,450 0,856 81,96 100,24 179 430 10,8 48,5 56,7 127,1 0,26 4,50 4,53 1,86 1,99 2,92 6,78 48039 1,5 25184 <200 4965 7579 131

4,5 HL 920x970 7 S460 116,3 6,281 0,998 80,21 87,44 214 430 13,0 56,5 56,7 155,1 0,24 4,50 5,29 1,76 1,90 2,92 6,78 41166 1,5 24297 <200 4817 7431 95

4,5 HL 920x1377 7 S460 119,3 8,446 0,996 84,56 107,13 162 430 9,5 42,8 42,9 118,8 0,23 3,00 4,00 1,94 2,06 2,92 6,78 54489 1,5 26540 <200 5191 7583 *

4,5 HL 920x1269 7 S460 124,3 7,912 0,979 84,58 104,02 166 430 9,9 42,0 42,9 122,1 0,20 3,00 3,93 1,95 2,08 2,92 6,78 55382 1,5 26564 <200 5195 7588 149

5,0 HL 920x1269 8 S460 124,3 9,050 0,999 97,20 127,18 185 430 9,3 31,2 31,2 152,3 0,18 1,50 2,95 1,83 1,95 2,92 6,78 62718 1,5 33515 252 6910 8896 122

5,0 HL 920x1269 8 S460 124,3 9,050 0,999 97,20 127,18 185 430 9,3 31,2 31,2 152,3 0,18 1,50 2,95 1,83 1,95 2,92 6,78 62718 1,5 33515 252 6910 8896 122

5,5 HL 920x1194 9 S460 118,1 9,564 0,998 98,81 136,11 174 430 8,6 31,1 31,2 144,1 0,19 1,50 2,95 1,81 1,92 2,92 6,78 62859 1,5 34711 253 7057 9044 120

5,5 HL 920x1269 8 S460 124,3 9,119 0,976 99,40 131,56 182 430 9,1 30,5 31,2 148,7 0,17 1,50 2,89 1,83 1,94 2,92 6,78 64220 1,5 35013 280 7108 9094 126

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 34,00 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 34,00 mOther possible solutions

E

A

B

C

D
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4,5 HL 920x1269 7 S460 116,3 7,854 0,819 84,00 105,10 173 430 10,3 46,8 57,1 123,8 0,25 4,50 4,34 1,88 2,00 2,91 6,74 51164 1,5 25664 <200 5082 7681 142

4,5 HL 1000x976 7 S460 117,8 6,323 0,948 81,60 93,41 209 430 12,0 54,1 57,1 144,7 0,23 4,50 5,02 1,79 1,92 2,91 6,74 44188 1,5 24456 <200 4879 7478 90

4,5 HL 920x1377 7 S460 121,3 8,461 0,992 86,12 107,56 164 430 9,7 43,1 43,4 122,8 0,22 3,00 4,00 1,92 2,04 2,91 6,74 55553 1,5 26765 <200 5267 7669 156

4,5 HL 920x1269 7 S460 124,3 7,913 0,994 85,72 104,62 169 430 10,1 43,2 43,4 125,7 0,20 3,00 4,01 1,92 2,05 2,91 6,74 55382 1,5 26564 <200 5233 7635 146

5,5 HL 920x1194 9 S460 120,1 9,582 0,987 ##### 136,46 176 430 8,7 30,9 31,3 148,6 0,18 1,50 2,90 1,80 1,91 2,91 6,74 64123 1,5 34986 271 7155 9149 120

5,5 HL 920x1269 8 S460 124,3 9,119 0,985 ##### 132,30 183 430 9,1 30,9 31,3 153,1 0,17 1,50 2,89 1,80 1,91 2,91 6,74 64220 1,5 35013 273 7160 9154 124

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 34,25 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 34,25 mOther possible solutions

E

A

B

C

D



258

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

 

ULS SLS Deflection Dynamic Analysis Reactions LTB
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4,5 HL 920x1269 7 S460 116,3 7,853 0,835 85,15 105,67 175 430 10,5 48,0 57,5 127,4 0,25 4,50 4,43 1,85 1,97 2,90 6,70 51164 1,5 25664 <200 5119 7748 139

4,5 HL 1000x976 7 S460 117,8 6,322 0,966 82,72 93,94 212 430 12,1 55,6 57,5 149,0 0,23 4,50 5,12 1,76 1,90 2,90 6,70 44188 1,5 24456 <200 4915 7543 88

4,5 HL 920x1377 7 S460 124,3 8,481 0,977 87,96 108,09 166 430 9,9 42,9 43,9 127,1 0,21 3,00 3,96 1,91 2,03 2,90 6,70 57251 1,5 27102 <200 5363 7775 154

4,5 HL 920x1377 7 S460 124,3 8,481 0,977 87,96 108,09 166 430 9,9 42,9 43,9 127,1 0,21 3,00 3,96 1,91 2,03 2,90 6,70 57251 1,5 27102 <200 5363 7775 154

5,5 HL 920x1194 9 S460 123,1 9,607 0,980 ##### 136,86 178 430 8,8 30,8 31,4 153,2 0,17 1,50 2,84 1,79 1,90 2,90 6,70 66139 1,5 35399 350 7277 9281 120

5,5 HL 920x1194 9 S460 123,1 9,607 0,980 ##### 136,86 178 430 8,8 30,8 31,4 153,2 0,17 1,50 2,84 1,79 1,90 2,90 6,70 66139 1,5 35399 350 7277 9281 120

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 34,50 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 34,50 mOther possible solutions

E

A

B

C

D
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4,5 HL 920x1269 7 S460 116,3 7,852 0,851 86,31 106,24 177 430 10,6 49,3 57,9 131,1 0,25 4,50 4,51 1,83 1,95 2,89 6,67 51164 1,5 25664 <200 5157 7802 136

4,5 HL 1000x976 7 S460 117,8 6,321 0,985 83,84 94,47 214 430 12,2 57,0 57,9 153,3 0,23 4,50 5,22 1,74 1,87 2,89 6,67 44188 1,5 24456 <200 4951 7597 86

4,5 HL 920x1377 7 S460 124,3 8,480 0,992 89,16 108,71 169 430 10,0 44,1 44,4 130,8 0,21 3,00 4,03 1,88 2,00 2,89 6,67 57251 1,5 27102 <200 5402 7835 151

4,5 HL 920x1377 7 S460 124,3 8,480 0,992 89,16 108,71 169 430 10,0 44,1 44,4 130,8 0,21 3,00 4,03 1,88 2,00 2,89 6,67 57251 1,5 27102 <200 5402 7835 151

5,5 HL 920x1377 8 S460 124,3 9,768 0,998 103,59 137,52 181 430 8,9 31,5 31,5 157,6 0,17 1,50 2,88 1,76 1,87 2,89 6,67 66443 1,5 35628 350 7369 9390 128

5,5 HL 920x1377 8 S460 124,3 9,768 0,998 103,59 137,52 181 430 8,9 31,5 31,5 157,6 0,17 1,50 2,88 1,76 1,87 2,89 6,67 66443 1,5 35628 350 7369 9390 128

bold characters solution with minimum slab thickness SLS 18,0 MPa * mean HConcrete, LTB > 1.5 x depth of beams in concrete

light characters most economical solution 6,5 mrad

italic characters design is determined by dynamic analysis

qmax =

E

Preferred solution

A

B

C

D

Span length = 34,75 m

Deflection

sc,max = 0,6 fck =
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 34,75 mOther possible solutions

E

A

B

C

D
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Line Slab width =  2.5 m Slab width =  3.0 m Slab width =  3.5 m Slab width =  4.0 m Slab width =  4.5 m
cat. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Line Slab width = 3.5 m Slab width = 4.0 m Slab width = 4.5 m Slab width = 5.0 m Slab width = 5.5 m
cat. Th. Nr. Profile Grade Pr.I. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i. Th. Nr. Profile Grade Pr.i.

No solution No solution No solution No solution No solution

No solution No solution No solution No solution No solution

Span length = 35,00 mOther possible solutions

E

A

B

C

D
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3. Practical guide for ordering beams
The beams may be ordered directly from the produ-
cer and delivered to site, fabricated with a surface 
treatment and ready to erect. 

The following items should be addressed on the 
order documents and fabrication drawings: 
1. Type of beam
2. Length and quality
3. Steel grade
4. Inspection and certification
5. Markings
6. Cutting to length
7. Drilling
8. Cambering
9. Welding of lifting eyes (optional)
10. Welding of bearing plates (optional)
11. Surface treatment
12. Splicing beams on site/at the mill (optional)
13. Transport

3.1  Type of Beams
The hot rolled sections used in filler beam decks 
are of the wide, parallel flange type, with a 
nominal height between 200m and 1138mm. The 
Sections are generally taken from the standard and 
complementary European ranges (HEB (basic), HEA 
(light), HEM (heavy), HL and HD with very wide 
flanges; the details are given in Appendix C), the 
British ranges (UB and UC) and American range (W). 
Geometric properties are defined in EN 10365 for 
the European and British sections, and ASTM A6,  
as appropriate. The rolling tolerances are defined in 
EN 10034 and in ASTM A6 respectively.

In cases where beams are to be spliced using butt-
welds, it is recommended to highlight this at the 
time of ordering so that the beams can be taken 
from the same rolling. This allows the relative dif-
ferences in height of the sections to be welded to-
gether to be reduced to a value less than the rolling 
tolerance specified in the relevant code.

3.2. Lengths and quantities
The maximum lengths that can be supplied vary 
from 26 m to 32.8 m, according to the size of the 
beam. Lengths up to 40m can be supplied in ex-
ceptional cases, but only after agreement with the 
producer. In all cases, the customer must ensure 

that the conditions of transport and handling of the 
beams are appropriate to their length. 
For very heavy sections (weights ≥ 800 kg/m) 
the length can be reduced because the maximum 
weight of the ingot used to roll the beam is limited 
to approximately 25 t.

If it is planned to splice the beams using butt-wel-
ding, it is necessary to add to the nominal length an 
extra 50mm at each end to allow for end prepara-
tions. If needed, two 1m long sections of beam can 
be supplied so that a trial joint can be produced in 
order to verify the welding procedure.

3.3. Steel grade
The grade of steel shall conform to the regulations 
of the standard series EN10025 “Hot rolled pro-
ducts of structural steels”. The specifications define 
steel grade in terms of nominal yield strength and 
steel quality/subgrade in terms of fracture tough-
ness (see table 3-1 and table 3-2). 

In general, supplementary regulations of the buil-
der/owner or applicable approval regulations com-
ply for bridge structures. 

The steel grade must be chosen in regard with the 
maximum material thickness in relations to the 
degree of utilization in accordance to EN 1993-
1-10:2010-12 for a reference temperature. The 
tables considered the permissibility and availability 
for the bridge structure in an environment with the 
reference temperature in Germany of -30 °C.
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3.4. Inspection and  
       certification
If specific inspections and testing are required, the 
purchaser must specify these in the tender docu-
ments and when ordering the beams. Possible types 
of verification and testing, as well as sampling, are 
defined in the standards EN 10025:
> Heat and product analysis to determine the che-

mical composition
> Tensile test to determine the yield strength, the 

tensile strength, and the elongation
> Charpy-V impact test for measuring the fracture 

toughness

The different types of inspection documents 
and corresponding regulations, are defined in the 
standard EN 10204 “Metallic products – Types of 
inspection documents”.

The surface properties of the beams must be 
defined in accordance with EN 10163-3. In gene-
ral class C applies to bridge structures. Ultrasonic 
testing, used to verify the interior, homogenous 
steel properties, must be carried out in accordance 
with EN 10306.

For special applications, improved deformation pro-
perties perpendicular to the surface of the product 
are required. The requirement shall be determined in 
accordance with EN 10164.

3.5 Markings
Upon agreement each beam is marked with the 
following details:
> the heat number
> the rolling number
> the steel grade
> a reference number
> the mill markings 

Additional markings for construction needs can be 
added, this must be indicated in the drawings. 

3.6. Cutting to length 
Immediately after rolling the beams are hot cut with 
a saw. The cutting length tolerance is, depending on 
the specification, ±50 mm or -0/+100 mm.

In previous years, a saw tolerance of -0/+100 mm 
was specified for rolled beams in filler beam bridges. 

This length tolerance had to be ensured for the 
formwork in the end areas. Nowadays, additional 
cold cuts are ordered with a more restrictive length 
tolerance (e.g. -2/+2mm), which ensures perfect 
fit of the formwork. Oblique cutting is also possible. 
It should be noted that the cutting tolerance applies 
to the length of beam measured before any bending 
along the axis passing through the centre of gravity 
of the section.

Positions for drilling and bearing plates at the 
supports must be defined with reference to one of 
the ends of the beam. This reference point must be 
noted on the drawings, and is marked on the beams 
by painting. Erection and positioning of the beams, 
and threading of the transverse reinforcing bars are 
thus facilitated.

The geometrical tolerance is defined in the stand-
ard EN 1090-2, which can be adapted to specific 
project types.

3.7 Drilling
The beam webs are drilled with hole diameters 
between 27 and 30 mm to allow the fixing of spa-
cing bars, cross girders and bracings. Fixing to the 
flanges has to be prevented. 

Additional holes are drilled into the beam webs to 
allow the passage of transverse reinforcement. 
The holes should have a diameter equal to about 
twice that of the bars (or more in cases of oblique 
threading), with a minimum diameter of 20 mm 
greater than the bars. The web holes therefore 
have standard diameters of 35/40/45/50 mm and 
standard spacing of 150 – 200 – 250 mm. The 
hole positions are specified longitudinally using the 
reference-end point, and vertically with reference 
to the bottom of the bottom flange.

For bridges with oblique angles, the insertion of the 
reinforcement bars is much more difficult and has to 
be taken into account in advance. Larger hole dia-
meter or slotted holes are more complex and have 
to be ordered at separate cost.

The standard EN 1090-2 applies to the geometric 
tolerance and can be adapted for specific project 
requirements.
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About de référenceReference end

3.8 Cambering
The beams are bent during fabrication to obtain the 
necessary precamber. This operation is performed 
cold, using a press. In order to obtain a continuous 
curvature, the operation is carried out step-by-step 
by repositioning the member and using a number of 
passes. 

For simply supported spans the form of the pre-
camber is parabolic, but for continuous spans the 
shape is more complex, and includes points of 
inflection. The curve is defined on plan by dimensi-
ons which indicate the extent of the precamber as 
an offset from a straight line joining the ends of the 
beam. Offsets are given at intervals of 1.5 m to 2.0 
m. These dimensions must relate to the unloaded 

state of the beam. To check the correct precamber, 
it has to be measured at the continuously supported 
beam to avoid deflection under self-weight.

Additional cambering around the weak axis is also 
possible. This follows the same procedure as with 
the strong axis, the combination of precambering 
both axes must to be agreed with the producer.

Please note that in standard EN 1090-2 specified 
tolerances are not always adequate for filler beams. 
In order to ensure smooth insertion of the cross-
reinforcement bars, more restrictive tolerances (for 
example ±10 mm or -0/+20 mm) are recommen-
ded. 

Profile
axis

Profileaxis

Wire

Before cambering the relevant offset dimensions are marked on the web 
of the straight beam.

After cambering all the marked points are aligned, then checked using a 
wire strung between the beam end points.

Figure 3-2 – Cambering of a beam – possible method for checking the 
precamber 

Figure 3-1
Reference point
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3.9  Welding of bearing  
       plates 
As a rule, the beams are embedded into concrete 
cross girders at the supports. The concrete cross 
girders give sufficient lateral distribution and bea-
ring of the loads to the substructure. In exceptional 
cases bearings can be provided under each beam. 
Except for the smallest bridges, the bearings should 
not be placed directly under the beams. Normally, a 
plate is either bolted or welded (using a peripheral 
fillet weld) to the bottom flange. In cases where the 
beams have a longitudinal slope, the plate must be 
machined to produce an appropriate profile.

3.10  Surface treatment
Before fabrication the rolled profiles are blast clea-
ned. This is required to remove mill scale for qua-
lity assurance of the surface properties and adjust 
eventual imperfections.

The surface treatment of the beams after fabri-
cation comprises descaling of the part to be cast 
in the concrete and the application of corrosion 
protection to the bottom flange. At the time of or-
dering the beams it is necessary to specify, in detail, 
the following: 

1. The surface preparation required for the web and 
the top flange, which consists of either descaling 
or blast cleaning (precise requirements should be 
given, for example Sa 2.5)

2. The surface preparation required for the bottom 
flange, which consists of blast cleaning (precise 
requirements should be given);

3. The corrosion protection system to be applied 
to the bottom flange, which generally comprises 
a hot sprayed metallic layer (either pure zinc, or 
zinc alloyed with 15% aluminium) and several 
layers of paint. The specification must indicate 
the type and thickness of each layer (dry film 
thickness for paints), and the colour of the final 
layer.

It is important to indicate precisely the surfaces to 
be treated (on a fabrication drawing):
> In section:
 Metallic layer: underside of the bottom flange, 

edges and upper surfaces of this flange, inclu-
ding the root radius zone where the flange joints 
the web.

 Layer of paint: underside of the bottom flan-
ge, plus the edges and returns of 50mm on the 
upper surfaces of the bottom flange.

> In elevation:
 Treatments should be applied over the whole 

length or, when splices will be made by butt-
welding on site, they should stop 150mm from 
the joint, and a further 50mm away from for 
each successive layer. There may be special 
requirements at the supports (where plates will 
be added) or other particular locations (concrete 
cross girders positions, etc.).

The quality of the surface treatment is assured by 
control of the process (material compliance, appli-
cation conditions, drying time), and of the final pro-
duct (appearance, thickness of layers, adherence). 
Requirements for inspection to be carried out at the 
factory should be indicated at the time of ordering. 
It is further necessary to specify any requirements 
for approval of the protective systems and of con-
formity testing, the time limit of any guarantees, 
and any specific requirements of the owner.

The reference standard of the corrosion protec-
tion is EN ISO 12944, which may be supported by 
additional project-related specifications (e.g. DB RIL 
804, ZTV-ING Part 4).

Note: As coatings may be damaged during trans-
portation and handling, it is necessary to anticipate 
a need for some “touching-up” on site.

3.11  Transport
Generally, the fabricated beams are transported 
with the web vertical to avoid any irreversible 
deformations. To ensure stability during transporta-
tion, several beams are tied together using frames 
made from channel sections, held together with 
threaded bars. They are held apart, and suppor-
ted, using timbers. For longer beams (L > 34 m) a 
special safety precaution is provided to avoid tilting, 
agreed between producer and carrier.
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Appendix A
Example of a workshop drawing

14 identical beams HE700A
Grade S355M
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Profile Weight Section dimensions Surface areas

G h b tw tf r Area A hi AL As1 As2

kg/m mm mm mm mm mm cm2 mm m2/m m2/m m2/m

HE 200 A 42.30 190.00 200.00 6.50 10.00 18.00 53.80 170.00 1.136 0.534 0.320

HE 200 B 61.30 200.00 200.00 9.00 15.00 18.00 78.10 170.00 1.151 0.542 0.330

HE 200 M 103.00 220.00 206.00 15.00 25.00 18.00 131.30 170.00 1.203 0.568 0.356

HE 220 A 50.50 210.00 220.00 7.00 11.00 18.00 64.30 188.00 1.255 0.576 0.342

HE 220 B 71.50 220.00 220.00 9.50 16.00 18.00 91.00 188.00 1.270 0.583 0.352

HE 220 M 117.00 240.00 226.00 15.50 26.00 18.00 149.40 188.00 1.322 0.609 0.378

HE 240 A 60.30 230.00 240.00 7.50 12.00 21.00 76.80 206.00 1.369 0.620 0.364

HE 240 B 83.20 240.00 240.00 10.00 17.00 21.00 106.00 206.00 1.384 0.628 0.374

HE 240 M 157.00 270.00 248.00 18.00 32.00 21.00 199.60 206.00 1.460 0.666 0.412

HE 260 A 68.20 250.00 260.00 7.50 12.50 24.00 86.80 225.00 1.484 0.665 0.385

HE 260 B 93.00 260.00 260.00 10.00 17.50 24.00 118.40 225.00 1.499 0.672 0.395

HE 260 M 172.00 290.00 268.00 18.00 32.50 24.00 219.60 225.00 1.575 0.710 0.433

HE 280 A 76.40 270.00 280.00 8.00 13.00 24.00 97.30 244.00 1.603 0.705 0.406

HE 280 B 103.00 280.00 280.00 10.50 18.00 24.00 131.40 244.00 1.618 0.713 0.416

HE 280 M 189.00 310.00 288.00 18.50 33.00 24.00 240.20 244.00 1.694 0.751 0.454

HE 300 A 88.30 290.00 300.00 8.50 14.00 27.00 112.50 262.00 1.717 0.750 0.428

HE 300 B 117.00 300.00 300.00 11.00 19.00 27.00 149.10 262.00 1.732 0.758 0.438

HE 300 M 238.00 340.00 310.00 21.00 39.00 27.00 303.10 262.00 1.832 0.808 0.488

HE 320 A 97.60 310.00 300.00 9.00 15.50 27.00 124.40 279.00 1.756 0.753 0.431

HE 320 B 127.00 320.00 300.00 11.50 20.50 27.00 161.30 279.00 1.771 0.760 0.441

HE 320 M 245.00 359.00 309.00 21.00 40.00 27.00 312.00 279.00 1.866 0.808 0.489

HE 340 A 105.00 330.00 300.00 9.50 16.50 27.00 133.50 297.00 1.795 0.754 0.433

HE 340 B 134.00 340.00 300.00 12.00 21.50 27.00 170.90 297.00 1.810 0.762 0.443

HE 340 M 248.00 377.00 309.00 21.00 40.00 27.00 315.80 297.00 1.902 0.808 0.489

HE 360 A 112.00 350.00 300.00 10.00 17.50 27.00 142.80 315.00 1.834 0.756 0.435

HE 360 B 142.00 360.00 300.00 12.50 22.50 27.00 180.60 315.00 1.849 0.763 0.445

HE 360 M 250.00 395.00 308.00 21.00 40.00 27.00 318.80 315.00 1.934 0.806 0.488

HE 400 A 125.00 390.00 300.00 11.00 19.00 27.00 159.00 352.00 1.912 0.758 0.438

HE 400 B 155.00 400.00 300.00 13.50 24.00 27.00 197.80 352.00 1.927 0.765 0.448

HE 400 M 256.00 432.00 307.00 21.00 40.00 27.00 325.80 352.00 2.004 0.804 0.487

HE 450 A 140.00 440.00 300.00 11.50 21.00 27.00 178.00 398.00 2.011 0.761 0.442

HE 450 B 171.00 450.00 300.00 14.00 26.00 27.00 218.00 398.00 2.026 0.769 0.452

HE 450 M 263.00 478.00 307.00 21.00 40.00 27.00 335.40 398.00 2.096 0.804 0.487

HE 500 A 155.00 490.00 300.00 12.00 23.00 27.00 197.50 444.00 2.110 0.765 0.446

HE 500 B 187.00 500.00 300.00 14.50 28.00 27.00 238.60 444.00 2.125 0.772 0.456

Appendix B
Beam details



271

Pre-design Tables for Filler Beam Railway Bridges according to Eurocode – 2nd edition 2019

Profile Static properties

Iy Wel.y iy Avz Iz Wel.z iz It Iw x 10-3

Classification 
for steel flanges 
of filler beams 
according to  
EN 1994-2 5.5.3

cm4 cm3 cm cm2 cm4 cm3 cm cm4 cm6 S355 S460

HE 200 A 3692 389 8.28 18.1 1336 134 4.98 21.0 108 2 2

HE 200 B 5696 570 8.54 24.8 2003 200 5.07 59.3 171 1 1

HE 200 M 10640 967 9.00 41.0 3651 355 5.27 259.4 346 1 1

HE 220 A 5410 515 9.17 20.7 1955 178 5.51 28.5 193 2 2

HE 220 B 8091 736 9.43 27.9 2843 259 5.59 76.6 295 1 1

HE 220 M 14600 1217 9.89 45.3 5012 444 5.79 315.3 573 1 1

HE 240 A 7763 675 10.05 25.2 2769 231 6.00 41.6 329 2 2

HE 240 B 11260 938 10.31 33.2 3923 327 6.08 102.7 487 1 1

HE 240 M 24290 1799 11.03 60.1 8153 658 6.39 627.9 1152 1 1

HE 260 A 10450 836 10.97 28.8 3668 282 6.50 52.4 516 2 2

HE 260 B 14920 1148 11.22 37.6 5135 395 6.58 123.8 754 1 1

HE 260 M 31310 2159 11.94 66.9 10450 780 6.90 719.0 1728 1 1

HE 280 A 13670 1013 11.86 31.7 4763 340 7.00 62.1 785 2 2

HE 280 B 19270 1376 12.11 41.1 6595 471 7.09 143.7 1130 1 1

HE 280 M 39550 2551 12.83 72.0 13160 914 7.40 807.3 2520 1 1

HE 300 A 18260 1260 12.74 37.3 6310 421 7.49 85.2 1200 2 2

HE 300 B 25170 1678 12.99 47.4 8563 571 7.58 185.0 1688 1 1

HE 300 M 59200 3482 13.98 90.5 19400 1252 8.00 1408.0 4386 1 1

HE 320 A 22930 1479 13.58 41.1 6985 466 7.49 108.0 1512 2 2

HE 320 B 30820 1926 13.82 51.8 9239 616 7.57 225.1 2069 1 1

HE 320 M 68130 3796 14.78 94.9 19710 1276 7.95 1501.0 5004 1 1

HE 340 A 27690 1678 14.40 45.0 7436 496 7.46 127.2 1824 1 2

HE 340 B 36660 2156 14.65 56.1 9690 646 7.53 257.2 2454 1 1

HE 340 M 76370 4052 15.55 98.6 19710 1276 7.90 1506.0 5584 1 1

HE 360 A 33090 1891 15.22 49.0 7887 526 7.43 148.8 2177 1 2

HE 360 B 43190 2400 15.46 60.6 10140 676 7.49 292.5 2883 1 1

HE 360 M 84870 4297 16.32 102.4 19520 1268 7.83 1507.0 6137 1 1

HE 400 A 45070 2311 16.84 57.3 8564 571 7.34 189.0 2942 1 1

HE 400 B 57680 2884 17.08 70.0 10820 721 7.40 355.7 3817 1 1

HE 400 M 104100 4820 17.88 110.2 19340 1260 7.70 1515.0 7410 1 1

HE 450 A 63720 2896 18.92 65.8 9465 631 7.29 243.8 4148 1 1

HE 450 B 79890 3551 19.14 79.7 11720 781 7.33 440.5 5258 1 1

HE 450 M 131500 5501 19.80 119.8 19340 1260 7.59 1529.0 9251 1 1

HE 500 A 86970 3550 20.98 74.7 10370 691 7.24 309.3 5643 1 1

HE 500 B 107200 4287 21.19 89.8 12620 842 7.27 538.4 7018 1 1
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Profile Weight Section dimensions Surface areas

G h b tw tf r Area A hi AL As1 As2

kg/m mm mm mm mm mm cm2 mm m2/m m2/m m2/m

HE 550 A 166.00 540.00 300.00 12.50 24.00 27.00 211.80 492.00 2.209 0.766 0.448

HE 550 B 199.00 550.00 300.00 15.00 29.00 27.00 254.10 492.00 2.224 0.774 0.458

HE 550 M 278.00 572.00 306.00 21.00 40.00 27.00 354.40 492.00 2.280 0.802 0.486

HE 600 A 178.00 590.00 300.00 13.00 25.00 27.00 226.50 540.00 2.308 0.768 0.450

HE 600 B 212.00 600.00 300.00 15.50 30.00 27.00 270.00 540.00 2.323 0.775 0.460

HE 600 M 285.00 620.00 305.00 21.00 40.00 27.00 363.70 540.00 2.372 0.800 0.485

HE 600 x 337 337.00 632.00 310.00 25.50 46.00 27.00 429.20 540.00 2.407 0.817 0.502

HE 600 x 399 399.00 648.00 315.00 30.00 54.00 27.00 508.50 540.00 2.450 0.839 0.523

HE 650 A 190.00 640.00 300.00 13.50 26.00 27.00 241.60 588.00 2.407 0.769 0.452

HE 650 B 225.00 650.00 300.00 16.00 31.00 27.00 286.30 588.00 2.422 0.777 0.462

HE 650 M 293.00 668.00 305.00 21.00 40.00 27.00 373.70 588.00 2.468 0.800 0.485

HE 650 x 343 343.00 680.00 309.00 25.00 46.00 27.00 437.50 588.00 2.500 0.816 0.501

HE 650 x 407 407.00 696.00 314.00 29.50 54.00 27.00 518.80 588.00 2.543 0.837 0.522

HE 700 A 204.00 690.00 300.00 14.50 27.00 27.00 260.50 636.00 2.505 0.770 0.454

HE 700 B 241.00 700.00 300.00 17.00 32.00 27.00 306.40 636.00 2.520 0.778 0.464

HE 700 M 301.00 716.00 304.00 21.00 40.00 27.00 383.00 636.00 2.560 0.798 0.484

HE 700 x 352 352.00 728.00 308.00 25.00 46.00 27.00 448.60 636.00 2.592 0.814 0.500

HE 700 x 418 418.00 744.00 313.00 29.50 54.00 27.00 531.90 636.00 2.635 0.835 0.521

HE 800 A 224.00 790.00 300.00 15.00 28.00 30.00 285.80 734.00 2.698 0.775 0.456

HE 800 B 262.00 800.00 300.00 17.50 33.00 30.00 334.20 734.00 2.713 0.783 0.466

HE 800 M 317.00 814.00 303.00 21.00 40.00 30.00 404.30 734.00 2.746 0.799 0.483

HE 800 x 373 373.00 826.00 308.00 25.00 46.00 30.00 474.60 734.00 2.782 0.817 0.500

HE 800 x 444 444.00 842.00 313.00 30.00 54.00 30.00 566.00 734.00 2.824 0.838 0.521

HE 900 A 252.00 890.00 300.00 16.00 30.00 30.00 320.50 830.00 2.896 0.778 0.460

HE 900 B 291.00 900.00 300.00 18.50 35.00 30.00 371.30 830.00 2.911 0.786 0.470

HE 900 M 333.00 910.00 302.00 21.00 40.00 30.00 423.60 830.00 2.934 0.797 0.482

HE 900 x 391 391.00 922.00 307.00 25.00 46.00 30.00 497.70 830.00 2.970 0.815 0.499

HE 900 x 466 466.00 938.00 312.00 30.00 54.00 30.00 593.70 830.00 3.012 0.836 0.520

HE 1000 x 249 249.00 980.00 300.00 16.50 26.00 30.00 316.80 928.00 3.080 0.770 0.452

HE 1000 A 272.00 990.00 300.00 16.50 31.00 30.00 346.80 928.00 3.095 0.780 0.462

HE 1000 B 314.00 1000.00 300.00 19.00 36.00 30.00 400.00 928.00 3.110 0.787 0.472

HE 1000 M 349.00 1008.00 302.00 21.00 40.00 30.00 444.20 928.00 3.130 0.797 0.482

HE 1000 x 393 393.00 1016.00 303.00 24.40 43.90 30.00 500.20 928.00 3.140 0.804 0.491

HE 1000 x 415 415.00 1020.00 304.00 26.00 46.00 30.00 528.70 928.00 3.150 0.808 0.496

HE 1000 x 438 438.00 1026.00 305.00 26.90 49.00 30.00 556.00 928.00 3.170 0.815 0.503

HE 1000 x 494 494.00 1036.00 309.00 31.00 54.00 30.00 629.10 928.00 3.190 0.829 0.517

HE 1000 x 584 584.00 1056.00 314.00 36.00 64.00 30.00 743.70 928.00 3.240 0.854 0.542
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Profile Static properties

Iy Wel.y iy Avz Iz Wel.z iz It Iw x 10-3

Classification 
for steel flanges 
of filler beams 
according to  
EN 1994-2 5.5.3

cm4 cm3 cm cm2 cm4 cm3 cm cm4 cm6 S355 S460

HE 550 A 111900 4146 22.99 83.7 10820 721 7.15 351.5 7189 1 1

HE 550 B 136700 4971 23.20 100.1 13080 872 7.17 600.3 8856 1 1

HE 550 M 198000 6923 23.64 139.6 19160 1252 7.35 1554.0 13520 1 1

HE 600 A 141200 4787 24.97 93.2 11270 751 7.05 397.8 8978 1 1

HE 600 B 171000 5701 25.17 110.8 13530 902 7.08 667.2 10970 1 1

HE 600 M 237400 7660 25.55 149.7 18980 1244 7.22 1564.0 15910 1 1

HE 600 x 337 283200 8961 25.69 180.5 22940 1480 7.31 2451.0 19610 1 1

HE 600 x 399 344600 10640 26.03 213.6 28280 1796 7.46 3966.0 24810 1 1

HE 650 A 175200 5474 26.93 103.2 11720 782 6.97 448.3 11030 1 1

HE 650 B 210600 6480 27.12 122.0 13980 932 6.99 739.2 13360 1 1

HE 650 M 281700 8433 27.45 159.7 18980 1245 7.13 1579.0 18650 1 1

HE 650 x 343 333700 9815 27.62 189.6 22720 1470 7.21 2442.0 22730 1 1

HE 650 x 407 405400 11650 27.95 224.8 28020 1785 7.35 3958.0 28710 1 1

HE 700 A 215300 6241 28.75 117.0 12180 812 6.84 513.9 13350 1 1

HE 700 B 256900 7340 28.96 137.1 14440 963 6.87 830.9 16060 1 1

HE 700 M 329300 9198 29.32 169.8 18800 1240 7.01 1589.0 21400 1 1

HE 700 x 352 389700 10710 29.47 201.6 22510 1461 7.08 2461.0 26050 1 1

HE 700 x 418 472500 12700 29.80 239.0 27760 1774 7.22 3989.0 32850 1 1

HE 800 A 303400 7682 32.58 138.8 12640 843 6.65 596.9 18290 1 1

HE 800 B 359100 8977 32.78 161.8 14900 994 6.68 946.0 21840 1 1

HE 800 M 442600 10870 33.09 194.3 18630 1230 6.79 1646.0 27780 1 1

HE 800 x 373 523900 12690 33.23 230.3 22530 1463 6.89 2554.0 34070 1 1

HE 800 x 444 634500 15070 33.48 276.5 27800 1776 7.01 4180.0 42840 1 1

HE 900 A 422100 9485 36.29 163.3 13550 903 6.50 736.8 24960 1 1

HE 900 B 494100 10980 36.48 188.8 15820 1050 6.53 1137.0 29460 1 1

HE 900 M 570400 12540 36.70 214.4 18450 1220 6.60 1671.0 34750 1 1

HE 900 x 391 674300 14630 36.81 254.3 22320 1454 6.70 2597.0 42560 1 1

HE 900 x 466 814900 17380 37.05 305.3 27560 1767 6.81 4256.0 53400 1 1

HE 1000 x 249 481100 9818 38.97 180.7 11750 784 6.09 584.4 26620 1 1

HE 1000 A 553800 11190 39.96 184.6 14000 934 6.35 822.4 32070 1 1

HE 1000 B 644700 12890 40.15 212.5 16280 1085 6.38 1254.0 37640 1 1

HE 1000 M 722300 14330 40.32 235.0 18460 1222 6.45 1701.0 43020 1 1

HE 1000 x 393 807700 15900 40.18 271.3 20500 1353 6.40 2332.0 48080 1 1

HE 1000 x 415 853100 16728 40.17 288.6 21710 1428 6.41 2713.0 51080 1 1

HE 1000 x 438 909200 17720 40.43 299.9 23360 1531 6.48 3190.0 55290 1 1

HE 1000 x 494 1028000 19845 40.42 344.5 26820 1736 6.53 4433.0 64010 1 1

HE 1000 x 584 1246100 23600 40.93 403.2 33430 2130 6.70 7230.0 81240 1 1
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Profile Weight Section dimensions Surface areas

G h b tw tf r Area A hi AL As1 As2

kg/m mm mm mm mm mm cm2 mm m2/m m2/m m2/m

HL 920 x 344 344.00 927.00 418.00 19.30 32.00 19.00 437.20 862.80 3.455 1.002 0.582

HL 920 x 368 368.00 931.00 419.00 20.30 34.30 19.00 465.60 862.80 3.465 1.008 0.588

HL 920 x 390 390.00 936.00 420.00 21.30 36.60 19.00 494.30 862.80 3.477 1.014 0.593

HL 920 x 420 420.00 943.00 422.00 22.50 39.90 19.00 534.10 862.80 3.496 1.023 0.602

HL 920 x 449 449.00 948.00 423.00 24.00 42.70 19.00 571.40 862.80 3.507 1.029 0.608

HL 920 x 491 491.00 957.00 422.00 25.90 47.00 19.00 623.30 862.80 3.518 1.034 0.616

HL 920 x 537 537.00 965.00 425.00 28.40 51.10 19.00 682.50 862.80 3.541 1.045 0.627

HL 920 x 588 588.00 975.00 427.00 31.00 55.90 19.00 748.10 862.80 3.563 1.056 0.639

HL 920 x 656 656.00 987.00 431.00 34.50 62.00 19.00 835.30 862.80 3.596 1.073 0.655

HL 920 x 725 725.00 999.00 434.00 38.10 68.10 19.00 922.90 862.80 3.625 1.088 0.670

HL 920 x 787 787.00 1011.00 437.00 40.90 73.90 19.00 1002.00 862.80 3.656 1.103 0.685

HL 920 x 970 970.00 1043.00 446.00 50.00 89.90 19.00 1237.00 862.80 3.737 1.143 0.726

HL 920 x 1077 1077.00 1061.00 451.00 55.00 99.10 19.00 1372.00 863.20 3.784 1.167 0.749

HL 920 x 1194 1194.00 1081.00 457.00 60.50 109.00 19.00 1522.00 863.20 3.837 1.193 0.775

HL 920 x 1269 1269.00 1093.00 461.00 64.00 115.10 19.00 1617.00 863.20 3.870 1.210 0.791

HL 920 x 1377 1377.00 1093.00 473.00 76.70 115.10 19.00 1754.00 863.20 3.893 1.221 0.803

HL 1000 A 321.00 990.00 400.00 16.50 31.00 30.00 408.80 928.00 3.495 0.980 0.562

HL 1000 B 371.00 1000.00 400.00 19.00 36.10 30.00 472.80 928.00 3.510 0.987 0.572

HL 1000 M 412.00 1008.00 402.00 21.10 40.00 30.00 525.10 928.00 3.530 0.997 0.582

HL 1000 x 443 443.00 1012.00 402.00 23.60 41.90 30.00 563.70 928.00 3.533 0.998 0.586

HL 1000 x 483 483.00 1020.00 404.00 25.40 46.00 30.00 615.10 928.00 3.554 1.009 0.596

HL 1000 x 539 539.00 1030.00 407.00 28.40 51.10 30.00 687.20 928.00 3.580 1.022 0.609

HL 1000 x 554 554.00 1032.00 408.00 29.50 52.00 30.00 705.80 928.00 3.585 1.025 0.612

HL 1000 x 591 591.00 1040.00 409.00 31.00 55.90 30.00 752.70 928.20 3.602 1.033 0.621

HL 1000 x 642 642.00 1048.00 412.00 34.00 60.00 30.00 817.60 928.00 3.624 1.044 0.632

HL 1000 x 748 748.00 1068.00 417.00 39.00 70.00 30.00 953.40 928.00 3.674 1.069 0.657

HL 1000 x 883 883.00 1092.00 424.00 45.50 82.00 30.00 1125.00 928.00 3.737 1.101 0.688

HL 1000 x 976 976.00 1108.00 428.00 50.00 89.90 30.00 1243.00 928.00 3.776 1.120 0.708

HL 1100 A 343.00 1090.00 400.00 18.00 31.00 20.00 436.50 1028.00 3.710 0.967 0.562

HL 1100 B 390.00 1100.00 400.00 20.00 36.00 20.00 497.00 1028.00 3.726 0.975 0.572

HL 1100 M 433.00 1108.00 402.00 22.00 40.00 20.00 551.20 1028.00 3.746 0.985 0.582

HL 1100 R 499.00 1118.00 405.00 26.00 45.00 20.00 635.20 1028.00 3.770 0.997 0.595

HL 1100 x 548 548.00 1128.00 407.00 28.00 50.00 20.00 698.30 1028.00 3.794 1.009 0.607

HL 1100 x 607 607.00 1138.00 410.00 31.00 55.00 20.00 773.10 1028.00 3.820 1.022 0.620
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Profile Static properties

Iy Wel.y iy Avz Iz Wel.z iz It Iw x 10-3

Classification 
for steel flanges 
of filler beams 
according to  
EN 1994-2 5.5.3

cm4 cm3 cm cm2 cm4 cm3 cm cm4 cm6 S355 S460

HL 920 x 344 645000 13920 38.41 188.0 39010 1867 9.45 1159.0 78120 1 1

HL 920 x 368 692200 14870 38.56 198.2 42120 2010 9.51 1408.0 84670 1 1

HL 920 x 390 741700 15850 38.74 208.6 45270 2156 9.57 1691.0 91550 1 1

HL 920 x 420 813300 17250 39.02 221.5 50070 2373 9.68 2151.0 102100 1 1

HL 920 x 449 874700 18450 39.13 236.6 53970 2552 9.72 2627.0 110600 1 1

HL 920 x 491 966300 20200 39.37 256.6 59000 2796 9.73 3441.0 122200 1 1

HL 920 x 537 1066000 22080 39.51 282.1 65550 3085 9.80 4447.0 136900 1 1

HL 920 x 588 1181000 24230 39.74 309.3 72760 3408 9.86 5860.0 153200 1 1

HL 920 x 656 1335000 27060 39.98 345.8 83040 3853 9.97 7950.0 177600 1 1

HL 920 x 725 1492000 29880 40.21 383.6 93200 4295 10.05 10570.0 201900 1 1

HL 920 x 787 1646000 32560 40.53 414.5 103300 4728 10.15 13430.0 226800 1 1

HL 920 x 970 2100000 40270 41.21 513.8 133900 6002 10.40 24320.0 304000 1 1

HL 920 x 1077 2377000 44790 41.63 570.0 152700 6773 10.55 33170.0 350800 1 1

HL 920 x 1194 2694000 49830 42.08 632.7 175000 7660 10.72 44370.0 409700 1 1

HL 920 x 1269 2900000 53040 42.35 672.9 189900 8237 10.84 52500.0 449700 1 1

HL 920 x 1377 3034000 55500 41.59 797.2 206300 8723 10.85 61190.0 485700 1 1

HL 1000 A 696400 14070 41.27 184.6 33120 1656 9.00 1021.0 76030 1 1

HL 1000 B 813700 16270 41.49 212.5 38580 1929 9.03 1575.0 89440 1 1

HL 1000 M 910500 18070 41.64 236.0 43400 2160 9.09 2134.0 101500 1 1

HL 1000 x 443 966500 19100 41.41 261.8 45500 2264 8.98 2545.0 106700 1 1

HL 1000 x 483 1067000 20930 41.66 282.7 50710 2510 9.08 3311.0 119900 1 1

HL 1000 x 539 1203000 23350 41.83 316.4 57630 2832 9.16 4546.0 137600 1 1

HL 1000 x 554 1232000 23880 41.79 328.0 59100 2897 9.15 4860.0 141300 1 1

HL 1000 x 591 1331000 25600 42.05 346.3 64010 3130 9.22 5927.0 154300 1 1

HL 1000 x 642 1451000 27680 42.12 379.6 70280 3412 9.27 7440.0 170700 1 1

HL 1000 x 748 1732000 32430 42.62 438.9 85110 4082 9.45 11670.0 210600 1 1

HL 1000 x 883 2096000 38390 43.16 516.5 105000 4952 9.66 18750.0 265700 1 1

HL 1000 x 976 2349000 42400 43.50 570.7 118500 5538 9.77 24770.0 304400 1 1

HL 1100 A 867400 15920 44.58 206.5 33120 1656 8.71 1037.0 92710 1 1

HL 1100 B 1005000 18280 44.98 230.6 38480 1924 8.80 1564.0 108700 1 1

HL 1100 M 1126000 20320 45.19 254.4 43410 2160 8.87 2130.0 123500 1 1

HL 1100 R 1294000 23150 45.14 300.4 49980 2468 8.87 3135.0 143400 1 1

HL 1100 x 548 1446000 25630 45.50 325.3 56380 2771 8.99 4205.0 163200 1 1

HL 1100 x 607 1613000 28350 45.68 361.2 63450 3095 9.06 5628.0 185300 1 1
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Profile Weight Section dimensions Surface areas

G h b tw tf r Area A hi AL As1 As2

kg/m mm mm mm mm mm cm2 mm m2/m m2/m m2/m

HD 260 x 54.1 54.1 244.0 260.0 6.5 9.5 24 69.0 225.0 1.474 0.660 0.379

HD 260 x 68.2 68.2 250.0 260.0 7.5 12.5 24 86.8 225.0 1.484 0.665 0.385

HD 260 x 93.0 93.0 260.0 260.0 10.0 17.5 24 118.4 225.0 1.499 0.672 0.395

HD 260 x 114 114 268.0 262.0 12.5 21.5 24 145.7 225.0 1.518 0.682 0.405

HD 260 x 142 142 278.0 265.0 15.5 26.5 24 180.3 225.0 1.544 0.695 0.418

HD 260 x 172 172 290.0 268.0 18.0 32.5 24 219.6 225.0 1.575 0.710 0.433

HD 260 x 225 225 309.0 271.0 24.0 42.0 24 286.6 225.0 1.613 0.729 0.455

HD 260 x 299 299 335.0 278.0 31.0 55.0 24 380.5 225.0 1.679 0.762 0.488

HD 320 x 74.2 74.2 301.0 300.0 8.0 11.0 27 94.6 279.0 1.740 0.745 0.422

HD 320 x 97.6 97.6 310.0 300.0 9.0 15.5 27 124.4 279.0 1.756 0.753 0.431

HD 320 x 127 127 320.0 300.0 11.5 20.5 27 161.3 279.0 1.771 0.760 0.441

HD 320 x 158 158 330.0 303.0 14.5 25.5 27 201.2 279.0 1.797 0.773 0.454

HD 320 x 198 198 343.0 306.0 18.0 32.0 27 252.3 279.0 1.828 0.789 0.470

HD 320 x 245 245 359.0 309.0 21.0 40.0 27 312.0 279.0 1.866 0.808 0.489

HD 320 x 300 300 375.0 313.0 27.0 48.0 27 382.1 279.0 1.902 0.826 0.509

HD 360 x 134 134 356.0 369.0 11.2 18.0 20 170.6 320.0 2.131 0.880 0.505

HD 360 x 147 147 360.0 370.0 12.3 19.8 20 187.9 320.0 2.141 0.884 0.510

HD 360 x 162 162 364.0 371.0 13.3 21.8 20 206.3 320.0 2.151 0.889 0.515

HD 360 x 179 179 368.0 373.0 15.0 23.9 20 228.3 320.0 2.164 0.896 0.521

HD 360 x 196 196 372.0 374.0 16.4 26.2 20 250.3 320.0 2.173 0.901 0.526

HD 400 x 187 187 368.0 391.0 15.0 24.0 20 237.6 320.0 2.236 0.932 0.539

HD 400 x 216 216 375.0 394.0 17.3 27.7 20 275.5 320.0 2.257 0.943 0.549

HD 400 x 237 237 380.0 395.0 18.9 30.2 20 300.9 320.0 2.268 0.949 0.555

HD 400 x 262 262 387.0 398.0 21.1 33.3 20 334.6 320.0 2.289 0.959 0.565

HD 400 x 287 287 393.0 399.0 22.6 36.6 20 366.3 320.0 2.302 0.966 0.572

HD 400 x 314 314 399.0 401.0 24.9 39.6 20 399.2 320.0 2.318 0.973 0.580

HD 400 x 347 347 407.0 404.0 27.2 43.7 20 442.0 320.0 2.341 0.985 0.591

HD 400 x 382 382 416.0 406.0 29.8 48.0 20 487.1 320.0 2.362 0.995 0.602

HD 400 x 421 421 425.0 409.0 32.8 52.6 20 537.1 320.0 2.386 1.008 0.614

HD 400 x 463 463 435.0 412.0 35.8 57.4 20 589.5 320.0 2.412 1.020 0.627

HD 400 x 509 509 446.0 416.0 39.1 62.7 20 649.0 320.0 2.443 1.035 0.641

HD 400 x 551 551 455.0 418.0 42.0 67.6 20 701.4 320.0 2.464 1.046 0.653

HD 400 x 592 592 465.0 421.0 45.0 72.3 20 754.9 320.0 2.490 1.059 0.666

HD 400 x 634 634 474.0 424.0 47.6 77.1 20 808.0 320.0 2.514 1.072 0.678

HD 400 x 677 677 483.0 428.0 51.2 81.5 20 863.4 320.0 2.541 1.085 0.691

HD 400 x 744 744 498.0 432.0 55.6 88.9 20 948.1 320.0 2.578 1.103 0.710

HD 400 x 818 818 514.0 437.0 60.5 97.0 20 1043.3 320.0 2.621 1.125 0.731

HD 400 x 900 900 531.0 442.0 65.9 106.0 20 1149.2 320.0 2.664 1.147 0.754

HD 400 x 990 990 550.0 448.0 71.9 115.0 20 1262.4 320.0 2.714 1.171 0.778

HD 400 x 1086 1086 569.0 454.0 78.0 125.0 20 1385.8 320.0 2.764 1.197 0.804

HD 400 x 1202 1202 580.0 471.0 95.0 130.0 20 1530.5 320.0 2.820 1.224 0.831

HD 400 x 1299 1299 600.0 476.0 100.0 140.0 15 1654.7 320.0 2.870 1.249 0.856
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Profile Static properties

Iy Wel.y iy Avz Iz Wel.z iz It Iw x 10-3

Classification 
for steel flanges 
of filler beams 
according to  
EN 1994-2 5.5.3

cm4 cm3 cm cm2 cm4 cm3 cm cm4 cm6 S355 S460

HD 260 x 54.1 7981 654 10.76 24.8 2788 215 6.36 30.3 383 2 3

HD 260 x 68.2 10450 836 10.97 28.8 3668 282 6.50 52.4 516 2 2

HD 260 x 93.0 14920 1148 11.22 37.6 5135 395 6.58 123.8 754 1 1

HD 260 x 114 18910 1411 11.39 46.1 6456 493 6.66 222.4 979 1 1

HD 260 x 142 24330 1750 11.62 56.7 8236 622 6.76 406.8 1300 1 1

HD 260 x 172 31310 2159 11.94 66.9 10450 780 6.90 719.0 1728 1 1

HD 260 x 225 43750 2832 12.36 89.2 13970 1031 6.98 1545.0 2483 1 1

HD 260 x 299 64220 3834 12.99 118.1 19770 1423 7.21 3437.0 3860 1 1

HD 320 x 74.2 16450 1093 13.19 35.4 4959 331 7.24 55.9 1041 2 3

HD 320 x 97.6 22930 1479 13.58 41.1 6985 466 7.49 108.0 1512 2 2

HD 320 x 127 30820 1926 13.82 51.8 9239 616 7.57 225.1 2069 1 1

HD 320 x 158 39640 2403 14.04 64.2 11840 782 7.67 420.5 2741 1 1

HD 320 x 198 51900 3026 14.34 79.5 15310 1001 7.79 805.3 3695 1 1

HD 320 x 245 68130 3796 14.78 94.9 19710 1276 7.95 1501.0 5004 1 1

HD 320 x 300 86900 4635 15.08 120.5 24600 1572 8.02 2650.0 6558 1 1

HD 360 x 134 41510 2332 15.60 45.2 15080 817 9.40 168.8 4305 2 2

HD 360 x 147 46290 2572 15.70 49.7 16720 904 9.43 223.7 4836 2 2

HD 360 x 162 51540 2832 15.81 54.0 18560 1001 9.49 295.5 5432 2 2

HD 360 x 179 57440 3122 15.86 60.7 20680 1109 9.52 393.8 6119 1 2

HD 360 x 196 63630 3421 15.94 66.5 22860 1222 9.56 517.1 6829 1 1

HD 400 x 187 60180 3271 15.91 60.7 23920 1224 10.03 414.6 7074 1 2

HD 400 x 216 71140 3794 16.07 70.3 28250 1434 10.13 637.3 8515 1 1

HD 400 x 237 78780 4146 16.18 77.1 31040 1572 10.16 825.5 9489 1 1

HD 400 x 262 89410 4620 16.35 86.6 35020 1760 10.23 1116.0 10940 1 1

HD 400 x 287 99710 5074 16.50 93.5 38780 1944 10.29 1464.0 12300 1 1

HD 400 x 314 110200 5525 16.62 103.3 42600 2125 10.33 1870.0 13740 1 1

HD 400 x 347 124900 6140 16.81 113.9 48090 2380 10.43 2510.0 15850 1 1

HD 400 x 382 141300 6794 17.03 126.0 53620 2641 10.49 3326.0 18130 1 1

HD 400 x 421 159600 7510 17.24 139.9 60080 2938 10.58 4398.0 20800 1 1

HD 400 x 463 180200 8283 17.48 154.3 67040 3254 10.66 5735.0 23850 1 1

HD 400 x 509 204500 9172 17.75 170.6 75400 3625 10.78 7513.0 27630 1 1

HD 400 x 551 226100 9939 17.95 184.9 82490 3947 10.85 9410.0 30870 1 1

HD 400 x 592 250200 10760 18.20 200.3 90170 4284 10.93 11560.0 34670 1 1

HD 400 x 634 274200 11570 18.42 214.0 98250 4634 11.03 14020.0 38570 1 1

HD 400 x 677 299500 12400 18.62 231.9 106900 4994 11.13 16790.0 42920 1 1

HD 400 x 744 342100 13740 19.00 256.1 119900 5552 11.25 21840.0 49980 1 1

HD 400 x 818 392200 15260 19.39 283.3 135500 6203 11.40 28510.0 58650 1 1

HD 400 x 900 450200 16960 19.79 313.8 153300 6938 11.55 37350.0 68890 1 1

HD 400 x 990 518900 18870 20.27 349.2 173400 7739 11.72 48210.0 81530 1 1

HD 400 x 1086 595700 20940 20.73 385.8 196200 8645 11.90 62290.0 96080 1 1

HD 400 x 1202 663600 22880 20.82 469.6 228700 9712 12.22 79230.0 114600 1 1

HD 400 x 1299 754600 25150 21.35 505.2 254400 10690 12.40 98140.0 133100 1 1




